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DEC 30 1985 
 
INTEGRAL DESIGN STANDARD IN BOILER DEFINITION (LUBRIZOL) 
 
Mr. Frank J. Fox, Jr. 
Jones, Dav, Deavis & Pogue 
2300 LTV Center 
Dallas, Texas  75201 
 
Dear Mr. Fox: 
 
In your letter of December 13, 1985, you requested our 
opinions as to whether the Lubrizol combustion unit at Painesville, 
Ohio is of integral design under 40 CFR 260.10. 
 
After reviewing the engineering drawings, which you provided, 
our staff has concluded that the combustor is a rotary bed furnace 
with secondary combustion to which a waste heat boiler has been 
attached.  It appears that the entire unit was designed at one 
time, and that it incorporates some unique design features, most 
particularly the use of firebrick lining in the secondary com- 
bustion chamber.  It does appear that the unit was designed to 
burn a slurry material with high ash content. 
 
However, the Painesville design does not meet the integral 
design standard given in the boiler definition, and does not 
fall under the fluidized bed or process heater exemptions to the 
integral design criterion.  Specifically, we consider the boiler 
section connected by a duct to a furnace outside the meaning of  
the "integral design" definition.  Thus, we consider the unit an  
incinerator.  We believe your argument that the secondary combus- 
tion chamber (labeled "flue" in the blueprints) is not a duct if  
accepted would also allow commercial rotary kilns with heat 
recovery boilers to be classified as boilers, defeating the main 
purpose of the definition. 
 
We also believe the variance procedure under 260.32 is not 
appropriate for furnaces ducted to heat recovery boilers. 
 
Please call Mr. Robert Holloway or Mr. Marc Turgeon at 
(202) 382-7934 if you have any further questions on this matter. 
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Sincerely, 
 
 
John P. Lehman 
Director 
Waste Management and 
Economic Division (WH-565) 
 
cc:  Region V 
     Waste Management Division 
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Natural calamities or acts of sabotage or war (earthquakes, 
tornadoes, bombing, etc.) are not considered predictable, 
however. 
 
As a practical matter, the definition limits "totally 
enclosed treatment facilities" to pipelines, tanks, and to other 
chemical, physical, and biological treatment operations which are 
carried out in tank-like equipment (e.g., stills, distillation 
columns, or pressure vessels) and which are constructed and 
operated to prevent discharge of potentially hazardous material 
to the environment.  This requires consideration of the three 
primary avenues of escape:  leakage, spills, and emissions. 
 
To prevent leaking, the tank, pipe, etc., must be made of 
impermeable materials.  The Agency is using the term impermeable 
in the practical sense to mean no transmission of contained 
materials in quantities which would be visibly apparent. 
Further, as with any other treatment process, totally enclosed 
treatment facilities are subject to natural deterioration 
(corrosion, etc.) which could ultimately result in leaks.  To 
meet the requirement in the definition that treatment be 
conducted "...in a manner which prevents the release of any 
hazardous waste or any constituent thereof into the environment 
...." the Agency believes that an owner or operator claiming 
the exemption generally will have to conduct inspections or other 
discovery activities to detect deterioration and carry out 
maintenance activities sufficient to remedy it.  A tank or pipe 
which leaks is not a totally enclosed facility.  As a result, 
leaks must be prevented from totally enclosed facilities or the  
facility is in violation of the regulations. 
 
A totally enclosed facility must be enclosed on all sides. 
A tank or similar equipment must have a cover which would 
eliminate gaseous emissions and spills.  However, many tanks 
incorporate vents and relief valves for either operating or 
 
emergency reasons.  Such vents must be designed to prevent 
overflows of liquids and emissions of harmful gases and aerosols, 
where such events might occur through normal operation, equipment 
failure, or process upset.  This can often be accomplished by the  
use of traps, recycle lines, and sorption columns of various 
designs to prevent spills and gaseous emissions.  If effectively 
protected by such devices, a vented tank would qualify as a  
totally enclosed treatment facility. 
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When considering protective devices for tank vents, the 
question arises as to whether the protective device is itself 
adequate.  The test involves a judgment as to whether the 
overflow or gaseous emission passing through the vent will be 
prevented from reaching the environment.  For example, an open 
catchment basin for overflows is not satisfactory if the  
hazardous constituents in the waste may be emitted to the air. 
Similarly, it may also not be satisfactory if it is only large 
enough to hold the tank overflow for a brief period before it  
also overflows.  However, even in this situation, alarm systems 
could be installed to ensure that the capacity of the catchment 
basin is not exceeded.  Where air emissions from vents or relief 
valves are concerned, if the waste is not-volatile or the 
emissions cannot contain gases or aerosols which could be  
hazardous in the atmosphere, then no protective devices are 
necessary.  An example might be a pressure relief valve on a tank 
containing non-volatile wastes.  Where potentially harmful 
emissions could occur, then positive steps must be taken.  For  
example, the vent could be connected to an incinerator or process 
kiln.  Alternately, a sorption column might be suitable if  
emission rates are low, the efficiency of the column approaches 
100 percent, and alarms or other safeguards are available so that 
the upset causing the emission will be rectified before the 
capacity of the column is exceeded.  Scrubbers will normally not 
be sufficient because of their tendency to malfunction and 
efficiencies typically do not approach 100 percent. 
 
Tanks sometimes have floating roofs.  To be eligible as a  
totally enclosed facility, such tanks should be constructed so 
that the roof has a sliding seal on the side which is designed to 
prevent gaseous emissions and protect against possible overflow. 
 
The part of the definition requiring that totally enclosed 
treatment facilities be "directly connected to an industrial 
production process"  also generates some uncertainty.  As long as 
the process is integrally connected via pipe to the production 
process, there is no potential for the waste to be lost.  The 
term "industrial production process" was meant to include only 
those processes which produce a product, an intermediate, a 
byproduct, or a material which is used back in the production 
process.  Thus, a totally enclosed treatment operation, 
integrally connected downstream from a wastewater treatment 
lagoon would not be eligible for the exemption because the 
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process to which it is connected is not an "industrial production 
process."  Neither would any totally enclosed treatment process 
at an off-site hazardous waste management facility qualify, 
unless it were integrally connected via pipeline to the 
generator's production process.  Obviously, a waste transported 
by truck or rail is not integrally connected to the production 
process. 
 
Hazardous waste treatment is often conducted in a series of 
unit operations, each connected by pipe to the other.  As long as 
one end of a treatment train is integrally connected to a  
production process, and each unit operation is integrally 
connected to the other, all qualify for the exemption if they 
meet the requirement of being "totally enclosed."  If one unit 
operation is not "totally enclosed" or is not "integrally 
connected," then only unit operations upstream from that unit 
 
would qualify for the exemption.  The unit and downstream process 
would require a permit. 
 
The device connecting the totally enclosed treatment 
facility to the generating process will normally be a pipe. 
However, some pipes (e.g., sewers) are constructed with manholes, 
vents, sumps, and other openings.  Pipes with such openings may 
qualify as totally enclosed only if there is no potential for 
emissions or overflow of liquids during periods of process upset, 
or if equipment (sorption columns, catchment basins, etc.) has 
been installed to prevent escape of hazardous waste or any  
potentially hazardous constituent thereof to the environment. 
 
This exemption for totally enclosed treatment facilities 
applies only to the facility itself.  The effluent from that 
facility may still be regulated.  If the waste entering the  
totally enclosed treatment facility is listed in Subpart D of 
Part 261, then the effluent from the facility is automatically a 
hazardous waste and must be treated as such, unless it is 
"delisted" in accordance with §§260.20 and 260.22.  If, on the 
other hand, the waste entering the totally enclosed treatment 
facility is hazardous because it meets one of the characteristics 
described in Subpart C of Part 261, then the effluent waste is a  
regulated hazardous waste only if the effluent meets one of the  
characteristics.  Since the totally enclosed treatment facility 
is exempted from the regulatory requirements, it is only the 
effluents from such processes which are of interest to the  
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Agency.  Thus, whether the waste in a totally enclosed treatment 
facility must be considered towards the 1000 kg/month small 
quantity generator limit, depends on whether it is a regulated 
hazardous waste as it exits the totally enclosed treatment 
facility. 
 
Finally, it is important to note that if the effluents from 
a totally enclosed treatment facility are discharged to a surface 
 
water body (lake or stream) or to a publicly owned treatment 
works or sewer line connected thereto, then these wastes are not 
subject to the RCRA hazardous waste controls at all but are, 
instead, subject to the Clean Water Act and regulations 
promulgated thereunder (See 45 FR 76075). 
 
III.  Resolution:  In sum, a "totally enclosed treatment facility" 
must: 
 
     (a)  Be completely contained on all sides. 
     (b)  Pose negligible potential for escape of constituents to 
          the environment except through natural calamities or  
          acts of sabotage or war. 
     (c)  Be connected directly by pipeline or similar totally 
          enclosed device to an industrial production process 
          which produces a product, byproduct, intermediate, or a 
          material which is used back in the process. 
 
 


