North Provo Monitoring Station
Demonstration of Attainment

Source Category:
(1) Geneva Steel Subtotal

Coke Stack

Open Hearth (Q-BOP)
Blast Furnace

Sinter Plant
Secondary Sulfate
Secondary Nitrate

(2) Vehicle Subtotal

Composite Mobile Sources
Re-entrained Road Dust
Road Salting

Secondary Sulfate
Secondary Nitrate

(3) Space Heating Subtotal

W ood Burning
Coal Burning’
Other Area Sources
Secondary Sulfate
Secondary Nitrate

(4) Other Point Sources Subtotal

B.Y.U. Power

Heckett

Geneva Nitrogen (LaRoche)
U.P.& L. Hale

Other Point Sources
Secondary Sulfate
Secondary Nitrate

Design Day / All Years

micrograms/cubic meter

2002 2003
38.7 38.7
9.9 9.9
10.4 10.4
0.0 0.0
1.6 1.6
0.0 0.0
16.8 16.8
63.2 63.1
6.0 5.9
21.2 21.8
5.9 5.9
0.0 0.0
30.1 29.4
14.7 14.8
5.7 5.7
0.0 0.0
0.5 0.5
0.0 0.0
8.4 8.6
18.5 18.5
0.0 0.0
0.3 0.3
0.3 0.3
2.0 2.0
0.0 0.0
15.9 15.9
135.0 135.1
TABLE IX.A.9.a

16

Conformity

2010
38.7

9.9
10.4
0.0
1.6
0.0
16.8

56.1
5.4
26.0
6.2
0.0
18.4
16.8

5.7

s 000
0.7

0.0
10.4

18.5
0.0
0.3
0.3
2.0

0.0
15.9

130.0

2020
38.7

9.9
10.4
0.0
1.6
0.0
16.8

55.4

6.4
34.9
6.7
0.0
7.4

19.1

5.7
~0.0
0.8
0.0
12.6

18.5
0.0
0.3
0.3
2.0

0.0
15.9

131.7




