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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION A: FACILITY INFORMATION

LEGALOWNER&/OROPERATOR: PARAMOUNTPETR CORP (EIS USE)

LEGALOPERATOR (if different than owner):

EQUIPMENT LOCATION: 14700-08 DOWNEYAVE

PARAMOUNT,CA 90723-4526

MAILING ADDRESS: 14700 DOWNEYAVE ATN: JUNE CHRISTMAN

PARAMOUNT,CA 90723-4526

RESPONSIBLE OFFICIAL: JIMMYCROSBY

TITLE: VICE PRESIDENTOF REFININGAND SUPPLY

TELEPHONENUMBER: (562)531-2060

CONTACT PERSON: JUNECHRISTMAN

TITLE: DIRECTOROF ENVIRONMENTALSERVICES

TELEPHONENUMBER: (562)531-2060

TITLEV PERMIT ISSUED: February27, 2009

TITLEV PERMIT EXPIRATIONDATE: February26, 2014

TITLEV RECLAIM

YES NOx: YES

SOx: YES

CYCLE: 1

ZONE: COASTAL



SectionB Page 1
Facility I.D.#: 800183
Revision #: 17
Date: February27, 2009

FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 02/27/09 RTCs

(pounds) (pounds)

7/2006 6 /2007 Coastal 0 150 0
1/2007 12/2007 Coastal 179963 9317 0
7/2007 6 /2008 Coastal 0 4210 0
1/2008 12/2008 Coastal 179963 81324 4724
7/2007 6 /2008 Inland 0 47500 0
7/2008 6 /2009 Coastal 0 9755 0
1/2009 12/2009 Coastal 179963 142997 9556
7/2009 6 /2010 Coastal 0 1700 0
1/2010 12/2010 Coastal 179963 141924 14334
1/2011 12/2011 Coastal 179963 137146 19112
1/2012 12/2012 Coastal 179963 137146 19112
1/2013 12/2013 Coastal 179963 137146 19112
1/2014 12/2014 Coastal 179963 137146 19112
1/2015 12/2015 Coastal 179963 137146 19112
1/2016 12/2016 Coastal 179963 137146 19112
1/2017 12/2017 Coastal 179963 137146 19112
1/2018 12/2018 Coastal 179963 137146 19112

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program(APEP)Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph (f)(1)of Rule 2002.
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 02/27/09 RTCs

(pounds) (pounds)

1/2019 12/2019 Coastal 179963 137146 19112
1/2020 12/2020 Coastal 179963 137146 19112
1/2021 12/2021 Coastal 179963 137146 19112
1/2022 12/2022 Coastal 179963 137146 19112
1/2023 12/2023 Coastal 179963 137146 19112
1/2024 12/2024 Coastal 179963 137146 19112

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program(APEP)Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph (f)(1)of Rule 2002.
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 02/27/09 (NTCs)

(pounds) (pounds)

7/2006 6 /2007 Coastal 0 0
1/2007 12/2007 Coastal 78774 0
1/2007 12/2007 Inland 0 29154
7/2007 6 /2008 Coastal 0 10635
1/2008 12/2008 Coastal 78774 3774
1/2008 12/2008 Inland 0 25000
7/2008 6 /2009 Coastal 0 10635
1/2009 12/2009 Coastal 78774 36774
1/2009 12/2009 Inland 0 45000
7/2009 6 /2010 Coastal 0 10635
1/2010 12/2010 Coastal 78774 36774
1/2010 12/2010 Inland 0 45000
7/2010 6 /2011 Coastal 0 10635
1/2011 12/2011 Coastal 78774 36774
1/2011 12/2011 Inland 0 45000
7/2011 6 /2012 Coastal 0 10635
1/2012 12/2012 Coastal 78774 36774

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program(APEP)Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph (h)(2)of Rule 2002.
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 02/27/09 (NTCs)

(pounds) (pounds)

1/2012 12/2012 Inland 0 45000
7/2012 6 /2013 Coastal 0 10635
1/2013 12/2013 Coastal 78774 36774
1/2013 12/2013 Inland 0 45000
7/2013 6 /2014 Coastal 0 10635
1/2014 12/2014 Coastal 78774 36774
1/2014 12/2014 Inland 0 45000
7/2014 6 /2015 Coastal 0 10635
1/2015 12/2015 Coastal 78774 36774
1/2015 12/2015 Inland 0 45000
7/2015 6 /2016 Coastal 0 10635
1/2016 12/2016 Coastal 78774 36774
1/2016 12/2016 Inland 0 45000
7/2016 6 /2017 Coastal 0 10635
1/2017 12/2017 Coastal 78774 36774
1/2017 12/2017 Inland 0 45000
7/2017 6 /2018 Coastal 0 10635

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program(APEP)Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph (h)(2)of Rule 2002.
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 02/27/09 (NTCs)

(pounds) (pounds)

1/2018 12/2018 Coastal 78774 36774
1/2018 12/2018 Inland 0 45000
7/2018 6 /2019 Coastal 0 10635
1/2019 12/2019 Coastal 78774 36774
1/2019 12/2019 Inland 0 45000
7/2019 6 /2020 Coastal 0 10635
1/2020 12/2020 Coastal 78774 36774
1/2020 12/2020 Inland 0 45000
7/2020 6 /2021 Coastal 0 10635
1/2021 12/2021 Coastal 78774 36774
1/2021 12/2021 Inland 0 45000
7/2021 6 /2022 Coastal 0 10635
1/2022 12/2022 Coastal 78774 36774
1/2022 12/2022 Inland 0 45000
7/2022 6 /2023 Coastal 0 10635
1/2023 12/2023 Coastal 78774 36774
1/2023 12/2023 Inland 0 45000

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program(APEP)Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph (h)(2)of Rule 2002.
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 02/27/09 (NTCs)

(pounds) (pounds)

7/2023 6 /2024 Coastal 0 10635
1/2024 12/2024 Coastal 78774 36774
1/2024 12/2024 Inland 0 45000

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program(APEP)Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph (h)(2)of Rule 2002.
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

NOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

1/1994 12/1994 Coastal 495926 0
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

SOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

1/1994 12/1994 Coastal 144918 0
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION C: FACILITY PLOT PLAN

(TO BE DEVELOPED)
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss11::CCRRUUDDEEDDISISTTIILLLLAATTIOIONN
System 1: CRUDE ATMOS S13.2, S15.2,System 1 : CRUDE ATMOSPPHHEERRICICDDIISSTTILILLLAATTIOIONNUUNNITITNNOO..11 S15.6,S31.1

DRUM,D-818,WASHWATER, D2
HEIGHT:5 FT; DIAMETER:5 FT
A/N: 415926

TOWER,W-801, FLASH,COMMONTO D3
CRUDEUNITS 1 & 2, HEIGHT:40 FT;
DIAMETER:7 FT
A/N: 415927

ACCUMULATOR, D-802, FLASH D4
TOWER OVHD,COMMONTO CRUDE
UNITS 1 & 2, HEIGHT:16 FT;
DIAMETER:7 FT
A/N: 415927

TOWER,W-802, FUEL,HEIGHT:50 D5
FT; DIAMETER:7 FT
A/N: 415926

TOWER,W-803, DISTILLATE, D6
HEIGHT:51 FT 6 IN; DIAMETER:4 FT
6 IN
A/N: 415926

ACCUMULATOR, D-803,DISTILLATE D7
TOWER,HEIGHT:12 FT; DIAMETER:
4 FT 11.375 IN
A/N: 415926

COLUMN,W-804, DIESELSTRIPPER D9
A/N: 415926

DRUM,D-820,VENT GAS SUCTION, D12
HEIGHT:9 FT; DIAMETER:3 FT
A/N: 415926

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

DRUM,D-821,VENT GAS D13
DISCHARGE,HEIGHT:9 FT;
DIAMETER:4 FT
A/N: 415926

COMPRESSOR,C-855,VENT GAS D14
A/N: 415926

COMPRESSOR,C-856,VENT D15
GAS(SPAREFOR C-855)
A/N: 415926

VESSEL,DESALTER,D-804,LENGTH: D491
37 FT; DIAMETER:12 FT
A/N: 293151

FUGITIVEEMISSIONS, D607 H23.2
MISCELLANEOUS
A/N: 415926

SSyysstteem 22::CCRRUUDDEEAATTMMOOSSPPHHEERRIICCDDISISTILLATIONUNIT NO.2 S13.2, S15.2,TILLATIONUNIT NO.2 S15.6

TOWER,W-801, FLASH,COMMONTO D3
CRUDEUNITS 1 & 2, HEIGHT:40 FT;
DIAMETER:7 FT
A/N: 415927

ACCUMULATOR, D-802, FLASH D4
TOWER OVHD,COMMONTO CRUDE
UNITS 1 & 2, HEIGHT:16 FT;
DIAMETER:7 FT
A/N: 415927

COLUMN,W-601, ATMOSPHERIC D18
DISTILLATION,HEIGHT:109 FT 6 IN;
DIAMETER:8 FT
A/N: 415927

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

ACCUMULATOR, D-601,DISTILLATE D19
TOWER,HEIGHT:19 FT 6 IN;
DIAMETER:6 FT 6 IN
A/N: 415927

COLUMN,W-602, SIDE STREAM D23
STRIPPERS,HEIGHT:79 FT 8 IN;
DIAMETER:3 FT
A/N: 415927

POT,D-602,WATERSETTLING, D24
HEIGHT:3 FT; DIAMETER:1 FT 6 IN
A/N: 415927

VESSEL,DESALTER,D-606,LENGTH: D25
20 FT; DIAMETER:10 FT
A/N: 415927

FUGITIVEEMISSIONS, D608 H23.2
MISCELLANEOUS
A/N: 415927

SSyysstteem 33::CCRRUUDDEEDDISISTTILILLLAATTIOIONNHHEEAATTEERRSS
HEATER,H-801, REFINERYGAS, D26 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2, D90.7,
BORN ENGINEERING,CRUDE SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV D328.1,H23.4
UNIT/FLASHTOWER REBOILER, MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
WITH LOW NOX BURNER,29.7 NOX: 38.475 PPMV (3)
MMBTU/HR WITH [RULE 2012,5-6-2005]

A/N: 415928

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

BURNER,REFINERYGAS, JOHN C6.12
ZINK,MODEL PSFR-18M,3 LOW
NOX BURNERS,WITH LOW NOX
BURNER

HEATER,H-805, REFINERYGAS, , D27 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2, D90.3,
CRUDEHEATER,WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV D328.1,H23.4
BURNER,18 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: NOX: 38.475 PPMV (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,REFINERYGAS, JOHN
ZINK,MODEL PSFR-18M,2 LOW
NOX BURNERS,WITH LOW NOX
BURNER

HEATER,H-860, REFINERYGAS, D28 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2, D90.7,
BORN ENGINEERING, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV D328.1,H23.4
DEPENTANIZER,WITH LOW NOX MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
BURNER,20.8 MMBTU/HR WITH NOX: 38.475 PPMV (3)
A/N: 225310 [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

BURNER, JOHNZINK,MODEL
PSFR-14M,4 LOW NOX BURNERS,
WITH LOW NOX BURNER

HEATER,H-802, REFINERYGAS, D29 NOX:MAJOR CO: 2000 PPMV (5) [RULE C1.27,D328.2,
JOHNZINK,MODEL PSMR-16-RM, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 I1.2
WITH LOW NOX BURNER,53.5 MAJOR SOURCE** GRAINS/SCF (5) [RULE
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

BURNER, JOHNZINK,WITH LOW
NOX BURNER

HEATER,H-601, REFINERYGAS, D30 NOX:MAJOR CO: 2000 PPMV (5) [RULE C1.28,D328.2
JOHNZINK,MODEL PSMR-15-RM, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
WITH LOW NOX BURNER,50.5 MAJOR SOURCE** GRAINS/SCF (5) [RULE
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

BURNER, JOHNZINK,WITH LOW
NOX BURNER

HEATER,H-602, REFINERYGAS, D31 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1
LOVECO,CRUDEVACCUM HEATER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
WITH LOW NOX BURNER,27.2 MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
MMBTU/HR WITH NOX: 38.475 PPMV (3)
A/N: [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

BURNER, JOHNZINK,MODEL
PSFR-16M,4 LOW NOX BURNERS,
WITH LOW NOX BURNER

SSyysstteem 44::LLIGIGHHTTNNAAPPHHTTHHAAFFRACTIONATIONUNIT S13.2, S15.2,RACTIONATIONUNIT S15.6

COLUMN,W-840, STABILIZER, D32
HEIGHT:62 FT; DIAMETER:2 FT 6 IN
A/N: 415929

COLUMN,W-860, DEPENTANIZER, D33
HEIGHT:75 FT; DIAMETER:4 FT 7 IN
A/N: 415929

COLUMN,W-861, STABILIZER, D34
HEIGHT:75 FT; DIAMETER:3 FT
A/N: 415929

ACCUMULATOR, D-840, STABILIZER D35
REFLUX,HEIGHT:8 FT 6 IN;
DIAMETER:4 FT
A/N: 415929

ACCUMULATOR, D-860, STABILIZER D36
REFLUX,HEIGHT:16 FT; DIAMETER:
5 FT 6 IN
A/N: 415929

FUGITIVEEMISSIONS, D609 H23.2
MISCELLANEOUS
A/N: 415929

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

SSyysstteem 55::CCRRUUDDEEVVAACCUUUM DISTIL S13.2, S15.2,UM DISTILLLAATTIIOONNUUNNITITNNOO..11 S15.6

TOWER,W-805, VACUUM, D8
DIAMETER:6 FT 10.75 IN X 9 FT
10.625,HEIGHT:69 FT 4 IN
A/N: 415930

ACCUMULATOR, D-805,VACUUM D11
TOWER OVERHEAD
A/N: 415930

EDUCTOR,ED-1, FIRST STAGE D696 H23.11
A/N: 415930

EDUCTOR,ED-2, SECONDSTAGE D713
A/N: 415930

EDUCTOR,ED-3&4,THIRD STAGE,2 D714
TOTAL
A/N: 415930

FUGITIVEEMISSIONS, D655 H23.2
MISCELLANEOUS
A/N: 415930

Sy S13.2, S15.2,Sysstteem 66::CCRRUUDDEEVVAACCUUUUMMDDISISTTIILLLLAATTIOIONNUUNNITITNNOO..22 S15.6

TOWER,W-605, VACUUM, D20
DIAMETER:14 FT X 7 FT 6 IN,
HEIGHT:54 FT
A/N: 415931

COLUMN,W-606,LUBEOIL D21
STRIPPER,HEIGHT:17 FT;
DIAMETER:4 FT
A/N: 415931

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

ACCUMULATOR, D-607,VACUUM D22
TOWER OVHD,HEIGHT:9 FT;
DIAMETER:4 FT 6 IN
A/N: 415931

EDUCTOR,ED-5, FIRST STAGE D697 H23.11
A/N: 415931

EDUCTOR,ED-6, SECONDSTAGE D715
A/N: 415931

EDUCTOR,ED-7, THIRD STAGE D716
A/N: 415931

FUGITIVEEMISSIONS, D656 H23.2
MISCELLANEOUS
A/N: 415931

PPrroocceessss22::HHYYDDRROOTTRREEAATTININGG
Sys S4.2, S13.2,Systteem 11::NNAAPPHHTTHHAAHHYYDDRROODDEESSUULLFFUURRIZIZAATTIIOONNUUNNITIT(H(HDDSS##1)1) S15.2, S15.6,

S31.3

DRUM,D-104,HYDROSTRIPPER D37
BOTTOMS,LENGTH: 15 FT;
DIAMETER:5 FT 6 IN
A/N:

COLUMN,D-108,HDS SEPARATOR, D38
DIAMETER:3 FT X 5 FT,HEIGHT:82
FT
A/N:

KNOCKOUT POT,D-109, SEPARATOR, D39
HEIGHT:4 FT 6 IN; DIAMETER:1 FT
6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

COLUMN,W-107,HOT HYDROGEN D40
STRIPPER,HEIGHT:57 FT;
DIAMETER:4 FT 6 IN
A/N:

COMPRESSOR,C-301, 1250 HP., SIX D41
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N:

COMPRESSOR,C-302, 1250 HP., SIX D42
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N:

COMPRESSOR,C-121,CLARK,1- D54
STAGE,RECIPROCATING, 250 HP,
(COMMONTO NAPHTHAHDS,
KEROSENEHDS, AND GAS OIL HDS)
A/N:

REACTOR,RA-103,NAPHTHAHDS, D686
HEIGHT:13 FT; DIAMETER:7 FT
A/N:

REACTOR,RA-106,HDS,HEIGHT:29 D687
FT; DIAMETER:6 FT 2.5 IN
A/N:

FUGITIVEEMISSIONS, D610 H23.23
MISCELLANEOUS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

SSyysstteem 22::HHEEAATTEERRSS
HEATER,H-101, REFINERYGAS, D44 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2, D90.3,
ECONO-THERM,NAPHTHAHDS SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV D328.1,H23.4,
FEED,WITH LOW NOX BURNER,29 MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ; I1.2
MMBTU/HR WITH NOX: 38.475 PPMV (3)
A/N: [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-12M,10 LOW NOX
BURNERS,WITH LOW NOX
BURNER

HEATER,H-102, REFINERYGAS, D45 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1, I1.2
BORN,NAPHTHAHDS FEED,WITH SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
LOW NOX BURNER,16 MMBTU/HR MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
WITH NOX: 38.475 PPMV (3)
A/N: [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-12M,10 LOW NOX
BURNERS

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

HEATER,H-501/H-502,REFINERY D46 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2, D90.3,
GAS, G.C.BROACHCO, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV D328.1,H23.4,
CHARGE/FRACTIONATOR REBOILER, MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ; I1.2
WITH LOW NOX BURNER,28 NOX: 38.475 PPMV (3)
MMBTU/HR WITH [RULE 2012,5-6-2005]

A/N:

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PFNDR-80M,4 LOW NOX
BURNERS,WITH LOW NOX
BURNER

HEATER,H-301, REFINERYGAS, D47 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2, D90.7,
UNIVERSALOIL PRODUCT,RERUN SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV D328.1,H23.4
TOWER PREHEAT, WITH LOW NOX MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
BURNER,30 MMBTU/HR WITH NOX: 38.475 PPMV (3)
A/N: 225308 [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFFG-30M,12 LOW NOX
BURNERS,WITH LOW NOX
BURNER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

HEATER,H-302, REFINERYGAS, D48 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1
SELAS,HDS PREHEATER,WITH LOW SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
NOX BURNER,27.6 MMBTU/HR MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
WITH NOX: 38.475 PPMV (3)
A/N: 225299 [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFFG-10M,12 LOW NOX
BURNERS,WITH LOW NOX
BURNER

SSyysstteem 33::KKEERROOSSEENNEEHHYYDDRROODDEESSUULLFFUURRIIZZAATTIIOONNUUNNITIT(H(HDDS #5 S13.2, S15.2,S #5)) S15.6

KNOCKOUT POT,D512, DISTILLATE D49
HDS,HEIGHT:10 FT; DIAMETER:3
FT
A/N: 481142

VESSEL,SEPARATOR,D-502, D50
PRODUCT,LENGTH: 15 FT;
DIAMETER:5 FT
A/N: 481142

DRUM,D-503, FRACTIONATOR D51
REFLUX,HEIGHT:12 FT; DIAMETER:
4 FT
A/N: 481142

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

KNOCKOUT POT,D-505, SEPARATOR D52
GAS, LENGTH: 6 FT; DIAMETER:1 FT
8 IN
A/N: 481142

FRACTIONATOR, W-501, DISTILLATE, D53
HEIGHT:50 FT; DIAMETER:4 FT 8 IN
A/N: 481142

COMPRESSOR,C-121,CLARK,1- D54
STAGE,RECIPROCATING, 250 HP,
(COMMONTO NAPHTHAHDS,
KEROSENEHDS, AND GAS OIL HDS)
A/N:

COMPRESSOR,C-124, D64 E17.1
WORTHINGTON,RECIPROCATING, 1-
STAGE,700 HP (COMMONTO
KEROSENEHDSAND GAS OIL HDS)
A/N: 481142

COMPRESSOR,C-120,CLARK, D65 E17.1
RECIPROCATING , ICDRIVEN
(COMMONTO KEROSENEHDSAND
GAS OIL HDS)
A/N: 481142

REACTOR,RA-501,HEIGHT:39 FT; D758
DIAMETER:7 FT 6 IN
A/N: 481142

FUGITIVEEMISSIONS, D700 H23.2,H23.23
MISCELLANEOUS
A/N: 481142

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

SSyysstteem 44: GAS OIL HYDRODESULFURIZATIONUNIT (HDS S13.2, S15.2,: GAS OIL HYDRODESULFURIZATIONUNIT (HDS##3)3) S15.6

DRUM,D-302, STRIPPERREFLUX, D55
LENGTH: 10 FT; DIAMETER:4 FT
A/N: 481144

REACTOR,RA-305, D511
HYDRODESULFURIZER,HEIGHT:30
FT; DIAMETER:10 FT
A/N: 481144

TANK,SURGE, D-303, FEED, D56
LENGTH: 20 FT; DIAMETER:8 FT
A/N: 481144

VESSEL,RECEIVER,D-306,HOT, D57
LENGTH: 20 FT; DIAMETER:8 FT
A/N: 481144

VESSEL,RECEIVER,D-307,COLD, D58
LENGTH: 16 FT; DIAMETER:4 FT 6
IN
A/N: 481144

KNOCKOUT POT,D-320,HDS D59
BOOSTERCYLINDER,LENGTH: 10
FT; DIAMETER:2 FT 6 IN
A/N: 481144

KNOCKOUT POT,D-322, RECYCLE D60
GAS COMPRESSOR,HEIGHT:9 FT;
DIAMETER:5 FT
A/N: 481144

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

POT,D-321,WATERINJECTION, D61
HEIGHT:4 FT 3 IN; DIAMETER:1 FT
6 IN
A/N: 481144

TOWER,W-301, RERUN TOWER, D62
HEIGHT:39 FT; DIAMETER:8 FT 6 IN
A/N: 481144

EVAPORATOR, D-122,LPG,HEIGHT: D63
10 FT 1 IN; DIAMETER:1 FT
A/N: 481144

COMPRESSOR,C-301, 1250 HP., SIX D41
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N:

COMPRESSOR,C-302, 1250 HP., SIX D42
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N:

COMPRESSOR,C-121,CLARK,1- D54
STAGE,RECIPROCATING, 250 HP,
(COMMONTO NAPHTHAHDS,
KEROSENEHDS, AND GAS OIL HDS)
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

COMPRESSOR,C-124, D64 E17.1
WORTHINGTON,RECIPROCATING, 1-
STAGE,700 HP (COMMONTO
KEROSENEHDSAND GAS OIL HDS)
A/N: 481142

COMPRESSOR,C-120,CLARK, D65 E17.1
RECIPROCATING , ICDRIVEN
(COMMONTO KEROSENEHDSAND
GAS OIL HDS)
A/N: 481142

REACTOR,RA-301,HDS,HEIGHT:46 D493
FT; DIAMETER:8 FT 6 IN
A/N: 481144

REACTOR,RA-305, D494
HYDRODESULFIZER,HEIGHT:20 FT;
DIAMETER:7 FT
A/N: 481144

FUGITIVEEMISSIONS, D616 H23.2,H23.23
MISCELLANEOUS
A/N: 481144

PPrroocceessss33::CCAATTAALLYYTTICICRREEFFOORRMMININGG

System 1: CATALYTICREFORMINGUNIT S13.2, S15.2,System 1 : CATALYTICREFORMINGUNIT S15.4

VESSEL,SEPARATOR,D-313, D66
LENGTH: 20 FT; DIAMETER:7 FT
A/N: 415933

DRUM,D-314, STABILIZERREFLUX, D67
LENGTH: 18 FT; DIAMETER:5 FT
A/N: 415933

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

DRUM,D-315,DEETHANIZER D68
REFLUX,LENGTH: 10 FT;
DIAMETER:3 FT 6 IN
A/N: 415933

KNOCKOUT POT,D-320,HEIGHT:8 D69
FT 4 IN; DIAMETER:2 FT 6 IN
A/N: 415933

FRACTIONATOR, W-303, D70
STABILIZER/DEPROPANIZER,
HEIGHT:65 FT; DIAMETER:7 FT
1.875 IN
A/N: 415933

FRACTIONATOR, W-304, D71
DEETHANIZER,HEIGHT:10 FT;
DIAMETER:3 FT 6 IN
A/N: 415933

REACTOR,RA-308, REFORMERNO.1, D72
HEIGHT:15 FT; DIAMETER:6 FT
A/N: 415933

REACTOR,RA-309, REFORMERNO.2, D784
HEIGHT:27 FT 5 IN; DIAMETER:6 FT
A/N: 415933

REACTOR,RA-310, REFORMERNO.3, D785
HEIGHT:30 FT; DIAMETER:6 FT
A/N: 415933

VESSEL,PERCHLOROETHYLENE D786
INJECTIONPOT,HEIGHT:3 FT 6 IN;
DIAMETER:8 IN
A/N: 415933

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

VESSEL,METHANOL INJECTION D793
POT,HEIGHT:3 FT 6 IN; DIAMETER:
8 IN
A/N: 415933

COMPRESSOR,C-301, 1250 HP., SIX D41
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N:

COMPRESSOR,C-302, 1250 HP., SIX D42
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N:

FUGITIVEEMISSIONS, D617 H23.2
MISCELLANEOUS
A/N: 415933

SSyysstteem 22::HHEEAATTEERRSS
HEATER,H-303, REFINERYGAS, D73 C77 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.2,C1.35,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.7,D328.2,
REFORMERCHARGE,WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.4, I1.5
NOX BURNER,48 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFFG-10M,24 LOW NOX
BURNERS,WITH LOW NOX
BURNER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

HEATER,H-304, REFINERYGAS, D74 C77 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.2,C1.35,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.7,D328.2,
REFORMERCHARGE,WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.4, I1.5
NOX BURNER,48 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFFG-10M,24 LOW NOX
BURNERS,WITH LOW NOX
BURNER

HEATER,H-305, REFINERYGAS, D75 C77 NOX:MAJOR CO: 400 PPMV (5A) [RULE B61.2, D90.7,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,H23.4,
REFORMERREHEAT, WITH LOW NOX MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] I1.5
BURNER,38.43MMBTU/HR WITH ; PM: (9) [RULE 404,2-7-1986]
A/N:

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981]

BURNER, JOHNZINK,MODEL
UOV-4" , 18 LOW NOX BURNERS,
WITH LOW NOX BURNER

HEATER,H-306, REFINERYGAS, D76 C77 NOX:MAJOR CO: 400 PPMV (5A) [RULE B61.2,C1.36,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D90.7,D328.1,
REORMERNO.2 REHEAT, WITH LOW MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] H23.4, I1.5
NOX BURNER,27.72MMBTU/HR ; PM: (9) [RULE 404,2-7-1986]
WITH
A/N:

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

BURNER, JOHNZINK,MODEL
PSFFG-10M,12 LOW NOX
BURNERS,WITH LOW NOX
BURNER

SSyysstteem 33::SSEELLEECCTTIVIVEECCAATTAALLYYTTICICRREEDDUUCCTTIOIONN
SELECTIVECATALYTICREDUCTION, C77 D73 D74 D75 NH3: 20 PPMV (5) [RULE D28.7,E57.1,
ENGELHARD,119.32CU FT D76 1303(a)(1)-BACT,5-10-1996;RULE E73.1
CAPACITY, WIDTH: 9 FT 7.6 IN; 1303(a)(1)-BACT,12-6-2002]

HEIGHT: 12 FT 1.75 IN WITH
A/N:

AMMONIA INJECTION

PPrroocceessss44::AASSPPHHAALLTTPPRROODDUUCCTTIOIONN

SSyysstteem 1: ASP S1.4,S13.91 : ASPHHAALLTTOOXXIDIDIZIZIINNGGUUNNIITTNNOO..11
VESSEL,D-901,ASPHALTOXIDIZING D80 C81 PM: (9) [RULE 404,2-7- A63.5, D323.2,
UNIT,HEIGHT:42 FT; DIAMETER:12 1986;RULE405,2-7-1986] ; PM: H23.10
FT 6 IN 0.6 kilogram permegagram (8)
A/N: [40CFR60 SubpartUU,8-5-1983]

SCRUBBER,D-908,HEIGHT:12 FT; C81 D80 C531 E336.3
DIAMETER:10 FT
A/N:

VESSEL,RECEIVER,D-914,AIR, D82
HEIGHT:7 FT 6 IN; DIAMETER:5 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

SSyysstteem 22::AASSPPHALTOX S1.4,S13.9HALTOXIDIDIZIZININGGUUNNITITNNOO..22
VESSEL,D-902,ASPHALTOXIDIZING D85 C86 PM: (9) [RULE 404,2-7- A63.5, D323.2,
W/BT-PASSVENT TO AIR POLL 1986;RULE405,2-7-1986] ; PM: H23.10
CONTROLSYS,HEIGHT:42 FT; 0.6 kilogram permegagram (8)
DIAMETER:12 FT 6 IN [40CFR60 SubpartUU,8-5-1983]

A/N:

SCRUBBER,D-907,CONDENSER C86 D85 C531 E336.3
VENTEDTO AIR POLL CONTROL
SYS,HEIGHT:12 FT; DIAMETER:10
FT
A/N:

VESSEL,RECEIVER,D-914,AIR, D82
HEIGHT:7 FT 6 IN; DIAMETER:5 FT
A/N:

SSyysstteem 3 S1.4,S13.93::AASSPPHHAALLTTOOXXIIDDIZIZIINNGGUUNNIITTNNOO..33
VESSEL,D-903,ASPHALTOXIDIZING, D87 C88 PM: (9) [RULE 404,2-7- A63.5, D323.2,
HEIGHT:42 FT; DIAMETER:12 FT 6 1986;RULE405,2-7-1986] ; PM: H23.10
IN 0.6 kilogram permegagram (8)
A/N: [40CFR60 SubpartUU,8-5-1983]

SCRUBBER,D-906,CONDENSER C88 D87 C531 E336.3
VENTEDTO AIR POLL CONTROL
SYS,HEIGHT:12 FT; DIAMETER:10
FT
A/N:

VESSEL,RECEIVER,D-914,AIR, D82
HEIGHT:7 FT 6 IN; DIAMETER:5 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

System S1.4,S13.9System44::AASSPPHHAALLTTOOXXIDIDIIZZININGGUUNNITITNNOO..44
VESSEL,D-904,ASPHALTOXIDIZING, D89 C90 PM: (9) [RULE 404,2-7- A63.5, D323.2,
HEIGHT:42 FT; DIAMETER:12 FT 6 1986;RULE405,2-7-1986] ; PM: H23.10
IN 0.6 kilogram permegagram (8)
A/N: [40CFR60 SubpartUU,8-5-1983]

SCRUBBER,D-905,CONDENSER, C90 D89 C531 E336.3
VENTEDTO AIR POLL CONTROL
SYS,HEIGHT:12 FT; DIAMETER:10
FT
A/N:

VESSEL,RECEIVER,D-914,AIR, D82
HEIGHT:7 FT 6 IN; DIAMETER:5 FT
A/N:

SSyysstteem 66::PPIITT
PIT,ASPHALTMELTING,STEAM D92 C6.7,D323.3
HEATED,WIDTH: 7 FT; DEPTH: 8 FT;
LENGTH: 35 FT
A/N: 167213

SSyysstteem 1122::HHEEAATTEERRSS
HEATER,H-701, REFINERYGAS, D123 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
13.8 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: 225301 NOX: 38.475 PPMV (3)

[RULE 2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-18M,WITH LOW NOX
BURNER

HEATER,H-702, REFINERYGAS, D124 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
13.8 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: 225300 NOX: 38.475 PPMV (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-18M,WITH LOW NOX
BURNER

HEATER,H-703,NATURALGAS, D125 NOX: LARGE CO: 400 PPMV (5A) [RULE D328.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000
11.3 MMBTU/HR WITH PROCESSUNIT** PPMV (5) [RULE 407,4-2-1982]
A/N: 225302 ; NOX: 38.475 LBS/MMSCF

(1) [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

BURNER, JOHNZINK,MODEL
PSFR-18M,WITH LOW NOX
BURNER

HEATER,H-704, REFINERYGAS, D126 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
16.8 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: 225303 NOX: 38.475 PPMV (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-14M,WITH LOW NOX
BURNER

HEATER,H-705, REFINERYGAS, D127 NOX: LARGE CO: 2000 PPMV (5A) [RULE D328.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
14.1 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: 225304 NOX: 38.475 PPMV (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-14M,WITH LOW NOX
BURNER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

HEATER,H-901, REFINERYGAS, D128 NOX: LARGE CO: 2000 PPMV (5A) [RULE D332.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
7.2 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: 225311 NOX: 38.475 PPMV (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-16M,WITH LOW NOX
BURNER

HEATER,H-902, REFINERYGAS, D129 NOX: LARGE CO: 2000 PPMV (5A) [RULE D332.1
ASPHALT,WITH LOW NOX BURNER, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV
7.2 MMBTU/HR WITH MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ;
A/N: 321028 NOX: 60 PPMV (3) [RULE

2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER, JOHNZINK,MODEL
PSFR-16M,WITH LOW NOX
BURNER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

HEATER,H-905,NATURALGAS, D530 NOX: PROCESS CO: 400 PPMV (5A) [RULE D328.1
WITH FLUEGAS RECIRCULATION UNIT** 1146,11-17-2000] ; CO: 2000
SYSTEM,WITH LOW NOX BURNER, PPMV (5) [RULE 407,4-2-1982]
6.7 MMBTU/HR WITH ; NOX: 0.045 LBS/MMBTU
A/N: 328923 (1) [RULE 2011,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,NATURALGAS, 6.7
MMBTU/HR

PPrroocceessss55::GGAASSOOLLIINNEEBBLLEENNDDININGG

SSystem 1: IN S31.2ystem 1 : IN-L-LIINNEEGGAASSOOLLIINNEEBBLLEENNDDININGG
TANK,T-214, ADDITIVE,4250 GALS D130
A/N:

TANK,D-702,DYE,HEIGHT:5 FT 3 D759
IN; DIAMETER:2 FT
A/N:

TANK,D-703,DYE,HEIGHT:5 FT 3 D760
IN; DIAMETER:2 FT
A/N:

FUGITIVEEMISSIONS, D701 H23.2
MISCELLANEOUS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss66::TTRREEAATTIINNGG/S/STTRRIPIPPPIINNGG

System 1: AMINE/FUELGAS TREATINGUNIT S13.2, S15.2,System 1 : AMINE/FUELGAS TREATINGUNIT S15.4,S18.6

COLUMN,W-201, DISTILLATEHDS D131
AMINECONTACTOR,HEIGHT:47 FT;
DIAMETER:3 FT
A/N:

COLUMN,W-205,LOW PRESSURE D132
AMINECONTACTOR,HEIGHT:49 FT;
DIAMETER:5 FT 6 IN
A/N:

COLUMN,W-207, GAS OIL HDS D133
AMINECONTACTOR,HEIGHT:68 FT
6 IN; DIAMETER:4 FT
A/N:

ACCUMULATOR, D-200, D135
HYDROCARBON,HEIGHT:11 FT;
DIAMETER:5 FT
A/N:

ACCUMULATOR, D-201, D136
HYDROCARBON/AMINE,HEIGHT:5
FT; DIAMETER:5 FT
A/N:

KNOCKOUT POT, D-202,DISTILLATE D137
HDS FEED,HEIGHT:15 FT;
DIAMETER:3 FT
A/N:

KNOCKOUT POT,D-203,LOW D138
PRESSUREAMINECONTACTOR
FEED,HEIGHT:12 FT 6 IN;
DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

KNOCKOUT POT,D-207,GAS OIL D140
HDSAMINECONTACTORFEED,
HEIGHT:10 FT 6 IN; DIAMETER:6 FT
A/N:

KNOCKOUT POT,D-211,GAS OIL D141
HDSAMINECONTACTOROVHD,
HEIGHT:6 FT; DIAMETER:3 FT
A/N:

SUMP,AMINEDRAIN SUMP,WIDTH: D143
4 FT; DIAMETER:6 FT; LENGTH: 4 FT
A/N:

FUGITIVEEMISSIONS, D618 H23.2
MISCELLANEOUS
A/N:

System 2: SOURWATER STRIPPER UNIT S13.2, S15.2,System 2 : SOURWATER STRIPPER UNIT S15.5

COLUMN,W-453, SOURWATER D144
STRIPPER,HEIGHT:38 FT 10 IN;
DIAMETER:2 FT 6 IN
A/N: 419636

DRUM,D-204, SOURWATER, D145
HEIGHT:17 FT 10.5 IN; DIAMETER:5
FT
A/N: 419636

KNOCKOUT POT,D-212, SOUR D146
WATERSTRIPPEROVHD,HEIGHT:15
FT 9 IN; DIAMETER:4 FT
A/N: 419636

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

SSyysstteem 33::JEJETTFFUUEELLTTRREEAATTIINNGGUUNNIITT
TANK,T-801,CAUSTIC,MIXING, D147
HEIGHT:10 FT; DIAMETER:10 FT
A/N: 193412

ELECTROSTATIC PRECIPITATOR, D- D148
1101
A/N: 193412

ELECTROSTATIC PRECIPITATOR, D- D149
1102
A/N: 193412

TANK,T-2002,SPENTCAUSTIC,2000 D150
BBL; DIAMETER:30 FT;HEIGHT:16
FT
A/N: 193412

VESSEL,TREATER,D-1103,SALT, D151
HEIGHT:18 FT; DIAMETER:9 FT 10
IN
A/N: 193412

VESSEL,TREATER,D-1104,CLAY, D152
HEIGHT:18 FT; DIAMETER:9 FT 10
IN
A/N: 193412

DRUM,D-1106,BREAK,HEIGHT:4 D153
FT; DIAMETER:2 FT
A/N: 193412

FUGITIVEEMISSIONS, D820 H23.23
MISCELLANEOUS
A/N: 193412

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

SSyysstteem S13.2,S15.2m44::LLIGIGHHTTNNAAPPHHTTHHAAMMEERROOXXTTRREEAATTEERR
VESSEL,TREATER,D-890,LIGHT D154
NAPHTHACAUSTIC,HEIGHT:16 FT;
DIAMETER:6 FT
A/N: 104027

VESSEL,EXTRACTOR,D-891, D155
MEROX,HEIGHT:36 FT; DIAMETER:
4 FT 6 IN
A/N: 104027

SETTLINGTANK,D-892,MEROX, D156
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:17 FT; DIAMETER:5 FT
A/N: 104027

TANK,D-893,OXIDIZER,COMMON D157
TO LIGHT& HEAVYNAPHTHA
MEROX TREATERS,HEIGHT:9 FT;
DIAMETER:3 FT
A/N: 104027

SETTLINGTANK,D-894,DISULFIDE, D158
LENGTH:30 FT; DIAMETER:6 FT
A/N: 104027

DRUM,D-895,CAUSTICMIX, D159
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:30 FT; DIAMETER:6 FT
A/N: 104027

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

SETTLINGTANK,D-897,CAUSTIC, D160
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:11 FT 6 IN; DIAMETER:5 FT
A/N: 104027

TANK,D-898,DISULFIDE D161 SOX: 500 PPMV (5) [RULE
SEPARATOR,COMMONTO LIGHT& 407,4-2-1982]

HEAVYNAPHTHAMEROX
TREATERS,LENGTH: 12 FT;
DIAMETER:4 FT 6 IN
A/N: 104027

POT,D-899,WATER,COMMONTO D162
LIGHT& HEAVYNAPHTHAMEROX
TREATERS,HEIGHT:5 FT;
DIAMETER:2 FT 6 IN
A/N: 104027

TOWER, D-811,CAUSTICWASH D163
(COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:20 FT; DIAMETER:8 FT
A/N: 104027

TANK,D-815,WATERWASH, D164
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:13 FT 6 IN; DIAMETER:9 FT
11 IN
A/N: 104027

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

VESSEL,COALESCER,D-870, D165
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:4 FT 10.5 IN; DIAMETER:2
FT
A/N: 104027

FUGITIVEEMISSIONS, D619 H23.2
MISCELLANEOUS
A/N: 104027

SSyysstteem 55::HHEEAAVVYYNNAAPPHHTTHHAAMMEERROOXXTTRREEAATTEER S13.2,S15.2R
REACTOR,D-896,MEROX,HEIGHT: D166
17 FT; DIAMETER:5 FT
A/N: 104028

SETTLINGTANK,D-892,MEROX, D156
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:17 FT; DIAMETER:5 FT
A/N: 104027

TANK,D-893,OXIDIZER,COMMON D157
TO LIGHT& HEAVYNAPHTHA
MEROX TREATERS,HEIGHT: 9 FT;
DIAMETER:3 FT
A/N: 104027

DRUM,D-895,CAUSTICMIX, D159
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:30 FT; DIAMETER:6 FT
A/N: 104027

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

SETTLINGTANK,D-897,CAUSTIC, D160
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:11 FT 6 IN; DIAMETER:5 FT
A/N: 104027

TANK,D-898,DISULFIDE D161 SOX: 500 PPMV (5) [RULE
SEPARATOR,COMMONTO LIGHT& 407,4-2-1982]

HEAVYNAPHTHAMEROX
TREATERS,LENGTH: 12 FT;
DIAMETER:4 FT 6 IN
A/N: 104027

POT,D-899,WATER,COMMONTO D162
LIGHT& HEAVYNAPHTHAMEROX
TREATERS,HEIGHT:5 FT;
DIAMETER:2 FT 6 IN
A/N: 104027

TOWER, D-811,CAUSTICWASH D163
(COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:20 FT; DIAMETER:8 FT
A/N: 104027

TANK,D-815,WATERWASH, D164
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:13 FT 6 IN; DIAMETER:9 FT
11 IN
A/N: 104027

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

VESSEL,COALESCER,D-870, D165
COMMONTO LIGHT& HEAVY
NAPHTHAMEROX TREATERS,
HEIGHT:4 FT 10.5 IN; DIAMETER:2
FT
A/N: 104027

FUGITIVEEMISSIONS, D620 H23.2
MISCELLANEOUS
A/N: 104028

SSyysstteem 66::CCaauustsitcicSStotroaragge& S13.2, S15.2,e&SSccrruubbbiningg(S(StatannddbbyyfoforrAAmminineeTTrereaatitning&g&SSRRPP)) S15.7

SCRUBBER,W-206,CAUSTICWASH, C167 SOX: 500 PPMV (5) [RULE C6.12,C8.3
STANDBYFOR AMINE/FUELGAS 407,4-2-1982]

TREATINGUNIT& SRP,HEIGHT:29
FT 8 IN; DIAMETER:6 FT
A/N:

STORAGETANK,T-1000,SPENT D168 SOX: 500 PPMV (5) [RULE
CAUSTIC,42000 GALS; DIAMETER:21 407,4-2-1982]

FT 6 IN;HEIGHT:16 FT
A/N: 104014

STORAGETANK,T-1001, FRESH D169
CAUSTIC,42000 GALS; DIAMETER:21
FT 6 IN;HEIGHT:16 FT
A/N: 104014

SSyysstteem 77::AAMMININEERREEGGEENNEERRAATTIIOONNUNIT S13.2, S15.2,UNIT S15.5

COLUMN,W-208, AMINE D134
REGENERATOR,HEIGHT:49 FT;
DIAMETER:7 FT
A/N: 104015

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

KNOCKOUT POT,D-206,AMINE D139
REGENERATORCOLUMNOVERHEAD
ACIDGAS,HEIGHT:18 FT 6 IN;
DIAMETER:5 FT
A/N: 104015

TANK,SURGE, D-213,LEANAMINE, D142
LENGTH: 20 FT; DIAMETER:8 FT 6
IN
A/N: 104015

SUMP,AMINEDRAIN SUMP,WIDTH: D143
4 FT; DIAMETER:6 FT; LENGTH: 4 FT
A/N:

FUGITIVEEMISSIONS, D657 H23.2
MISCELLANEOUS
A/N: 104015

PPrroocceessss77::SSUULLFFUURRRREECCOOVVEERRYYUUNNIITT

SSyysstteem 11::SSUULLFFUURRRECOVERY S15.1, S15.10,RECOVERYUUNNITITNNOO..22 S18.5

REACTOR,RA-411, FIRST-STAGE D689
CONVERTER,HEIGHT:12 FT;
DIAMETER:12 FT
A/N: 417098

REACTOR,RA-412, SECOND-STAGE D170
CONVERTER,HEIGHT:19 FT 6 IN;
DIAMETER:8 FT
A/N: 417098

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR RECOVERYUNIT

VESSEL,COALESCER,D-416, TAIL D171
GAS,HEIGHT:6 FT; DIAMETER:3 FT
6 IN
A/N: 417098

PIT,ACCUMULATOR, SULFUR, D172 C175 H2S: 10 PPMV (5) [RULE
COVERED,WIDTH: 12 FT; DEPTH: 10 468,10-8-1976] ; SOX: 500
FT; LENGTH: 52 FT PPMV (5) [RULE 407,4-2-1982]
A/N: 417098

CONDENSER,X-411, FIRST,HEIGHT: D645
22 FT 6.5 IN; DIAMETER:2 FT 7 IN
A/N: 417098

CONDENSER,X-412, SECOND, D646
HEIGHT:16 FT 8.5 IN; DIAMETER:2
FT 7 IN
A/N: 417098

CONDENSER,X-413, THIRD,HEIGHT: D647 H2S: 10 PPMV (5) [RULE
17 FT 6 IN; DIAMETER:2 FT 468,10-8-1976] ; SOX: 500
A/N: 417098 PPMV (5) [RULE 407,4-2-1982]

FURNACE,REACTION,H-401,WITH D691
ONE ACIDGAS BURNER
A/N: 417098

HEATER,INLINEREHEATER,H-403, D692
FIRST-STAGE,WITHONE ACIDGAS
BURNER,0.33 MMBTU/HR
A/N: 417098

HEATER,INLINEREHEATER,H-404, D693
SECOND-STAGE,WITHONE ACID
GAS BURNER,0.28 MMBTU/HR
A/N: 417098

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR RECOVERYUNIT

BLOWER,COMBUSTIONAIR, F-402, D690
250 HP
A/N: 417098

SSyysstteem 22::TTAAIILLGGAASS(S(SCCOOTT))UUNNIITT,,RREEDDUUCCTTIOIONNCCOONNTTRROL S15.2, S15.7,OL S18.1

TOWER,W-451, QUENCH,HEIGHT:21 D173
FT 2 IN; DIAMETER:3 FT 3 IN
A/N: 415935

COLUMN,W-452, AMINE D174
CONTACTOR,HEIGHT:33 FT;
DIAMETER:3 FT
A/N: 415935

REACTOR,RA-451,HEIGHT:8 FT; D688
DIAMETER:3 FT 6 IN
A/N: 415935

HEATER,H-452, TAILGAS D776
PREHEATER,INLINE,WITHONE
ACIDGAS BURNER,1.5 MMBTU/HR
A/N: 415935

FUGITIVEEMISSIONS, D649 H23.2
MISCELLANEOUS
A/N: 415935

System 3: TAILGAS INCINERATOR S18.7,S18.8System 3 : TAILGAS INCINERATOR
INCINERATOR,H-402, PROCESSGAS, C175 D172 D261 NOX:MAJOR CO: 2000 PPMV (5) [RULE C8.4, I1.2, I1.3
REFINERYGAS, JOHNZINK D504 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
VERTICALTYPE, 5 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR RECOVERYUNIT

BURNER, JOHNZINK,MODEL
DB-24-82

FUGITIVEEMISSIONS, D718 H23.2
MISCELLANEOUS
A/N:

PPrroocceessss88::LLOOAADDIINNGG/U/UNNLLOOAADDIINNGGFFAACCILILIITTIEIESS
SSyysstteem 11::NNAAPPHHTTHHAA/K/KEERROOSSEENNEEUUNNLLOOAADDININGGRRAACCKKNNOO..11
UNLOADINGARM, BOTTOM,TANK D222
TRUCK,SLOP AND GAS OIL,
NAPHTHA,CRUDEOIL, KEROSENE,
DIESELCUTBACKS,2 TOTAL;
DIAMETER:4 IN
A/N: 421651

FUGITIVEEMISSIONS, D702 H23.2
MISCELLANEOUS
A/N: 421651

SSyysstteem 22::NNAAPPHHTTHHAA/K/KEERROOSSEENNEEUUNNLLOOAADDININGGRRAACCKKNNOO..22
UNLOADINGARM, BOTTOM,TANK D220
TRUCK,SLOP AND GAS OIL,
NAPHTHA,CRUDEOIL, KEROSENE,
DIESELCUTBACKS,2 TOTAL;
DIAMETER:4 IN AND 3 IN
A/N: 421662

FUGITIVEEMISSIONS, D703 H23.2
MISCELLANEOUS
A/N: 421662

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

SSyysstteem 33::EEMMUULLSSIFIFIIEEDDAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADDININGGRRAACCKKNNOO..33
LOADINGARM, TANKTRUCK,TOP, D176 VOC: (9) [RULE 1108.1,11-4- B22.2, D323.3
ASPHALTEMULSION,DIAMETER:3 1983]

IN
A/N: 167210

FUGITIVEEMISSIONS, D821 H23.2
MISCELLANEOUS
A/N: 167210

SSyysstteem 44::EEMMUULLSSIFIFIEIEDDAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADDININGGRRAACCKKNNOO..44
LOADINGARM, TANKTRUCK,TOP, D177 VOC: (9) [RULE 1108.1,11-4- B22.3, D323.3
ASPHALTEMULSION,DIAMETER:3 1983]

IN
A/N: 167209

FUGITIVEEMISSIONS, D822 H23.2
MISCELLANEOUS
A/N: 167209

SSyysstteem 55::EEMMUULLSSIFIFIEIEDDAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADDININGGRRAACCKKNNOO..55
LOADINGARM, TANKTRUCK,TOP, D178 VOC: (9) [RULE 1108.1,11-4- B22.2, D323.3
ASPHALTEMULSION,DIAMETER:3 1983]

IN
A/N: 167208

FUGITIVEEMISSIONS, D823 H23.2
MISCELLANEOUS
A/N: 167208

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

System 6: CUTBACKASPHALTT S1.2,S1.3,S13.6System 6 : CUTBACKASPHALTTAANNKKTTRRUUCCKKLLOOAADDININGGFFAACCILILITITYYNNOO..66
LOADINGARM, TANKTRUCK,TOP, D192 C596 VOC: (9) [RULE 1108,2-1- D323.2
ASPHALT,COUNTERWEIGHTED 1985]

WITHDROP TUBE, 4 TOTAL;
DIAMETER:4 IN
A/N: 357904

MIST ELIMINATOR,CECOFILTER, C596 D192 D12.4,E224.1
MODELDLM161, 1500 CFM,PRESS
DROP 6" W.C.,WITH PREFILTER,
NESTEDDESIGNMAIN FILTER,
WIDTH: 2 FT;HEIGHT:1 FT 8 IN;
LENGTH: 6 FT 10 IN
A/N: 357039

FUGITIVEEMISSIONS, D824 H23.2
MISCELLANEOUS
A/N: 357904

SSyysstteem 77::CCUUTTBBAACCKKAASSPPHHAALLTTTTWWOO-P-POOSSIITTIOIONNTTAANNKKTTRRUUCK LOADINGNO. 7 S1.2,S1.3,S13.6CK LOADINGNO. 7
LOADINGARM, TANKTRUCK,TOP, D196 C597 VOC: (9) [RULE 1108,2-1- D323.2
ASPHALT,COUNTERWEIGHTED 1985]

WITHDROP TUBE, 4 TOTAL;
DIAMETER:4 IN
A/N: 357031

MIST ELIMINATOR,CECOFILTER, C597 D196 D12.4,E224.1
MODELDLM161, 1500 CFM,PRESS
DROP 6" W.C.,WITH PREFILTER,
NESTEDDESIGNMAIN FILTER,
WIDTH: 2 FT;HEIGHT:1 FT 8 IN;
LENGTH: 6 FT 10 IN
A/N: 357040

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

FUGITIVEEMISSIONS, D825 H23.2
MISCELLANEOUS
A/N: 357031

SSyysstteem 88::CCUUTTBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLOADINGF S1.2,S1.3,S13.6LOADINGFAACCIILLITITYYNNOO..88
LOADINGARM, TANKTRUCK,TOP, D200 C598 VOC: (9) [RULE 1108,2-1- D323.2
ASPHALT,COUNTER-WEIGHTED 1985]

WITHDROP TUBE, 4 TOTAL;
DIAMETER:4 IN
A/N: 357032

MIST ELIMINATOR,CECOFILTER, C598 D200 D12.4,E224.1
MODELDLM161, 1500 CFM,PRESS
DROP 6" W.C.,WITH PREFILTER,
NESTEDDESIGNMAIN FILTER,
WIDTH: 2 FT;HEIGHT:1 FT 8 IN;
LENGTH: 6 FT 10 IN
A/N: 357041

FUGITIVEEMISSIONS, D826 H23.2
MISCELLANEOUS
A/N: 357032

SSyysstteem 99::CCUUTTBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADD/U/UNNLLOOAADDININGGFFAACCILILITITY S13.6Y##111
LOADINGANDUNLOADINGARM, D179 VOC: (9) [RULE 1108,2-1- D323.2
TANKTRUCK,TOP, RACK #11, 1985]

ASPHALT,WITH LOADINGVALVE,
DROP TUBE, ANDUNLOADING
HOSE, 2 TOTAL;DIAMETER:3 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

SSyysstteem 1100::AASSPPHHAALLTTTTAANNKKTTRRUUCCKKUUNNLLOOAADDININGGRRAACCKKNNOO.1.122
UNLOADINGARM, BOTTOM,TANK D189 D323.2
TRUCK,ASPHALT,HOSE
CONNECTIONS,2 TOTAL;
DIAMETER:3 IN
A/N: 167207

SSyyssttem 11: S13.6em 11 :CCUUTTBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADD/U/UNNLLOOAADDIINNGGRRAACCKKNNOO.1.133
LOADINGARM, TANKTRUCK,TOP, D187 VOC: (9) [RULE 1108,2-1- C1.4,D323.2
ASPHALT,WITH LOADINGVALVE 1985]

ANDDROP TUBE, 2 TOTAL;
DIAMETER:3 IN
A/N:

SSyysstteem 1122::FFUUEELLOOILIL/G/GAASSOOIILLTTAANNKKTTRRUUCCKKLLOOAADDININGGRRAACCKKNNOO.1.144
LOADINGARM, TANKTRUCK,TOP, D230 C1.2
GAS OIL, FUELOIL, DIAMETER:3 IN
A/N: 167206

SSyysstteem 1133::CCU SUT 13.6TBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADDININGGFFAACCILILITITYYNNOO.1.155
LOADINGANDUNLOADINGARM, D181 VOC: (9) [RULE 1108,2-1- D323.2
TANKTRUCK,TOP, RACK # 15, 1985]

ASPHALT,WITH LOADINGVALVE,
DROP TUBE, ANDUNLOADINGHOSE
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

SSyysstteem 1144::AASSPPHHAALLTTTTAANNKKTTRRUUCCKKUUNNLLOOAADDIINNGGFFAACCILILIITTYYNNOO.1.166
UNLOADINGARM, TANKTRUCK, D183 D323.2
ASPHALT,LINEHOSE
CONNECTIONS,2 TOTAL;
DIAMETER:3 IN
A/N: 104034

SSyysstteem 1155::AASSPPHHAALLTTTTAANNKKTTRRUUCCKKUUNNLLOOAADDIINNGGFFAACCIILLIITTYYNNOO.1.177
UNLOADINGARM, TANKTRUCK, D185 D323.2
ASPHALT,LINEHOSE
CONNECTIONS,2 TOTAL;
DIAMETER:3 IN
A/N: 104252

SSyysstteem 1166::FFUUEELLOOIILL/L/LIIGGHHTTPPRROODDUUCCTTSSTTRRUUCCKKLLOOAADDIINNGGFFAACCILILIITTYYNNOO.1.188
LOADINGARM, TANKTRUCK,TOP, D219 C1.1
LIGHT PRODUCTS,FUELOIL,
DIAMETER:3 IN
A/N: 167205

System 17: FUEL OIL/DIESEL TANKTRUCK LOADINGRACKNO.19 S1.5,S1.6System 17 : FUEL OIL/DIESEL TANKTRUCK LOADINGRACKNO.19
LOADINGARM, TANKTRUCK, D224
DIESELFUEL,COUNTERBALANCED
WITH LOADINGVALVE ANDDROP
TUBE, 4 TOTAL;DIAMETER:4 IN
A/N: 167300

LOADINGARM, TANKTRUCK,FUEL D228
OIL,COUNTERBALANCEDWITH
LOADINGVALVE ANDDROP TUBE, 2
TOTAL;DIAMETER:4 IN
A/N: 167300

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

SSyysstteem 1188::GGAASSOOLLININEETTAANNKKTTRRUCK LOADINGRACKNO. S1.7, S13.6,UCK LOADINGRACKNO.2200 S13.8,S15.3

LOADINGARM, BOTTOM,TANK D231 VOC: 0.08 LBS/1000GAL
TRUCK,GASOLINE,5 TOTAL; (5) [RULE 462,5-14-1999]
DIAMETER:4 IN
A/N: 167299

FUGITIVEEMISSIONS, D694 H23.2
MISCELLANEOUS
A/N: 167299

SSyysstteem 1199::VVAAPPOORRRREECCOOVVEERRYYFFOORRGGAASSOOLLININEELLOOAADDININGGFFAACCILILITITYYNNOO..2 S18.3200&&2211
TOWER, SATURATOR,HEIGHT:10 FT D243
5.5 IN; DIAMETER:2 FT 6 IN
A/N: 139655

ABSORBER,HEIGHT:17 FT 4 IN; D244
DIAMETER:1 FT 6 IN
A/N: 139655

TOWER, AIR STRIPPER,HEIGHT:11 D245
FT 7 IN; DIAMETER:2 FT
A/N: 139655

COOLER,TWO STAGECONDENSATE D246
WITH INTEGRALCONDENSATE
SCRUBBER
A/N: 139655

COMPRESSOR,EAST D247 H23.23
A/N: 139655

COMPRESSOR,WEST D248 H23.23
A/N: 139655

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

TANK,SPHERICALGAS HOLDER, D249
20000 CU.FT.
A/N: 139655

FUGITIVEEMISSIONS, D830 H23.23
MISCELLANEOUS
A/N: 139655

SSyysstteem 2200::LLPPGGTTAANNKKTTRRUUCCKKLLOOAADDIINNGG/U/UNNLLOOAADDININGGRRAACCKKNNOO..222
UNLOADINGARM, BOTTOM,TANK D217
TRUCK,GASOLINE,NAPHTHA,
DIAMETER:4 IN
A/N:

UNLOADINGARM, BOTTOM,TANK D218
TRUCK,GASOLINE,NAPHTHA,
DIAMETER:3 IN
A/N:

UNLOADINGARM, BOTTOM,TANK D251
TRUCK,BUTANE,DIAMETER:4 IN
A/N:

UNLOADINGARM, BOTTOM,TANK D252
TRUCK,BUTANE,DIAMETER:3 IN
A/N:

FUGITIVEEMISSIONS, D704 H23.2
MISCELLANEOUS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

SSyysstteem 2211::GGAASSOOLLIINNEEBBLLEENNDDSSTTOOCCKKTTAANNKKTTRRUUCCKKUUNNLLOOAADDININGGRRAACCKKNNOO..2233
UNLOADINGARM, BOTTOM,TANK D215
TRUCK,GASOLINEBLENDING
STOCKS,DISTILLATES,DIAMETER:4
IN
A/N: 449358

UNLOADINGARM, BOTTOM,TANK D216
TRUCK,GASOLINEBLENDING
STOCKS,DISTILLATES,DIAMETER:3
IN
A/N: 449358

FUGITIVEEMISSIONS, D705 H23.2
MISCELLANEOUS
A/N: 449358

SSyysstteem 2255::OORRGGAANNIICCTTAANNKK/R/RAAILILCCAARRLLOOAADDININGG/U/UNNLLOADINGF S1.1,S13.6OADINGFAACCILILITITYY
LOADINGARM, TANKCAR, D206 C599 VOC: 0.08 LBS/1000GAL D323.2,E17.2
ASPHALT,SWIVELTYPEWITH (5) [RULE 462,5-14-1999]
LOADINGVALVE ANDDROP TUBE, 8
TOTAL;DIAMETER:4 IN
A/N: 357033

MIST ELIMINATOR,CECOFILTER, C599 D206 D12.4,E224.1
MODELDLM161, 1500 CFM,PRESS
DROP 6" W.C.,WITH PREFILTER,
NESTEDDESIGNMAIN FILTER,
WIDTH: 2 FT;HEIGHT:1 FT 8 IN;
LENGTH: 6 FT 10 IN
A/N: 357042

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

LOADINGARM, TANKCAR, FUEL D210
OIL, DISTILLATE,SWIVELTYPE
WITH LOADINGVALVE ANDDROP
TUBE, 4 TOTAL;DIAMETER:4 IN
A/N: 357033

LOADINGARM, TANKCAR, SPENT D253 SOX: 500 PPMV (5) [RULE
CAUSTIC,SWIVELWITH LOADING 407,4-2-1982]

VALVE ANDDROP TUBE, 1 TOTAL;
DIAMETER:4 IN
A/N: 357033

FUGITIVEEMISSIONS, D706 H23.2
MISCELLANEOUS
A/N: 357033

SSyysstteem 2266::SSUULLFFUURRTTRRUUCCKKLLOOAADDININGGRRAACCKK
LOADINGARM, TANKTRUCK, D250 SOX: 500 PPMV (5) [RULE D90.4
SULFUR,OVERHEADSWIVELTYPE, 407,4-2-1982]

VENTEDTO ATMOSPHERE
A/N: 104011

SSyysstteem 2277::GGAASSOOLLININEETTAANNKKTRUCK LOA S1.7, S1.8, S13.6,TRUCK LOADDIINNGGRRAACCKKNNOO..2211 S13.8,S15.3

LOADINGARM, BOTTOM,TANK D233 VOC: 0.08 LBS/1000GAL
TRUCK,GASOLINE,WITHDRY (5) [RULE 462,5-14-1999]
BREAKCOUPLERS,5 TOTAL;
DIAMETER:4 IN
A/N: 167299

LOADINGARM, BOTTOM,TANK D234
TRUCK, JET FUEL,WITHDRY BREAK
COUPLERS,2 TOTAL;DIAMETER:4
IN
A/N: 167299

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

FUGITIVEEMISSIONS, D695 H23.2
MISCELLANEOUS
A/N: 167299

PPrroocceessss99::OOI P13.1ILLAANNDDWWAATTEERRSSEEPPAARRAATTIOIONNSSYYSSTTEEMM

SSyysstteem 11::WWAASSTTEEWWAATTEERRSSEEPPAARRAATTIOIONNFFAACC(C(CRRUUDDEEUUNNIITTAARREEAA))
OILWATERSEPARATOR,FLOATING D254 VOC: 500 PPMV (5) [RULE H23.21
ROOF, 2 CHANNELTYPE, WITHA 1176,9-13-1996]

RESILIENTTOROIDALVAPORTIGHT
SEAL,WIDTH: 14 FT 6 IN; DEPTH: 12
FT; LENGTH: 39 FT 4 IN
A/N: 171548

SUMP,OIL, WITHVAPORTIGHT D255 VOC: 500 PPMV (5) [RULE H23.21
STEEL PLATECOVER,WIDTH: 4 FT 8 1176,9-13-1996]

IN; DEPTH: 12 FT; LENGTH: 6 FT 4 IN
A/N: 171548

SUMP,OIL, WITHVAPORTIGHT D256 VOC: 500 PPMV (5) [RULE H23.21
STEEL PLATECOVER,WIDTH: 4 FT 8 1176,9-13-1996]

IN; DEPTH: 12 FT; LENGTH: 3 FT 4 IN
A/N: 171548

SUMP,OIL SKIMMERIN VAPOR D257 VOC: 500 PPMV (5) [RULE H23.21
TIGHT STEELBOX, LENGTH: 5 FT 1176,9-13-1996]

10.5 IN; DIAMETER:8 FT
A/N: 171548

SUMP,OIL SKIMMERWITHVAPOR D258 VOC: 500 PPMV (5) [RULE H23.21
TIGHT STEELBOX, LENGTH: 5 FT 0.5 1176,9-13-1996]

IN; DIAMETER:8 FT
A/N: 171548

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : OIL ANDWATER SEPARATIONSYSTEM P13.1

DRAIN SYSTEMCOMPONENT D717 VOC: 500 PPMV (5) [RULE H23.21
A/N: 171548 1176,9-13-1996]

FUGITIVEEMISSIONS, D707 H23.2
MISCELLANEOUS
A/N: 171548

SSyysstteem 22::WWAASSTTEEWWAATTEERRSSEEPPAARRAATTIIOONNFFAACC(H(HYYDDRROOPPRROOCCEESSSININGGAARREEAA))
SUMP,CIRCULAR,COVEREDWITH D261 C175 D504 VOC: 500 PPMV (5) [RULE E336.1,H23.21
VAPORTIGHT STEEL PLATE, 1176,9-13-1996]

DIAMETER:4 FT 4 IN
A/N: 302403

FLOATATIONUNIT,INDUCED D262 VOC: 500 PPMV (5) [RULE E336.1,H23.21
A/N: 302403 1176,9-13-1996]

STORAGETANK,INTERNAL D263 C6.1,K67.2
FLOATINGROOF,NO.10001,WASTE
WATER,WITH FLOATINGOIL
SKIMMER,10000 BBL; DIAMETER:42
FT;HEIGHT:40 FT WITH
A/N: 419617

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : OIL ANDWATER SEPARATIONSYSTEM P13.1

STORAGETANK,INTERNAL D264 C6.1,H23.3,
FLOATINGROOF,NO.10009,WASTE K67.2
WATER,WITH FLOATERSKIMMER,
10000 BBL; DIAMETER:42 FT;
HEIGHT:40 FT WITH
A/N: 419619

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER PER RULE 219(C)(4),
WIPER TYPE

TOWER,W-203, AIR STRIPPER D504 C175 D261 VOC: 500 PPMV (5) [RULE E336.2,H23.21
A/N: 302403 1176,9-13-1996]

DRAIN SYSTEMCOMPONENT D648 VOC: 500 PPMV (5) [RULE H23.13
A/N: 171548 1176,9-13-1996]

FUGITIVEEMISSIONS, D708 H23.2
MISCELLANEOUS
A/N: 302403

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : OIL ANDWATER SEPARATIONSYSTEM P13.1

SSyysstteem 33::OOIILL-W-WAATTEERRSSEEPPAARRAATTIOIONNFFAACC(A(ASSPPHHAALLTTPPLLAANNTT))
VESSEL,COALESCER,D-930,W/24" D266 H23.21
FLEXI-CHEVRONCOALESCING
MEDIA,HEIGHT:6 FT 4 IN;
DIAMETER:6 FT 3 IN
A/N: 419638

System 4: LIFT STATION SUMP S13.7System 4 : LIFT STATION SUMP
SUMP,FIXEDCOVER,SPLASH D796 C797 VOC: 500 PPMV (5) [RULE E71.7, K171.1
FILLING,CONCRETEWITH 5-INCH 1176,9-13-1996]

WALL,WASTEPRODUCT,WITH
ACTIVATED CARBONADSORPTION,
600 GALS; DIAMETER:5 FT; DEPTH:
9 FT
A/N: 436716

CARBONADSORBER,200 LBS C797 D796 D90.6,E128.1,
A/N: 436716 E153.3

PPrroocceessss1100::SSTTOORRAAGGEETTAANNKKSS

System 1: F S13.4System 1 : FIXIXEEDDRROOOOFFTTAANNKKSS
STORAGETANK,NO.201,ASPHALT, D267 A63.5,D12.8,
WITHHEATING,200 BBL D323.3,E448.1,
A/N: 419595 H23.14,K67.2

STORAGETANK,NO.512,ASPHALT, D268 A63.5, D12.8,
WITHHEATINGCOILS,500 BBL D323.3,E448.1,
A/N: 419598 H23.14,K67.2

STORAGETANK,NO.513,ASPHALT, D269 A63.5, D12.8,
WITHHEATINGCOILS,500 BBL D323.3,E448.1,
A/N: 419599 H23.14,K67.2

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,NO.T-514,ASPHALT, D270 A63.5, D323.3,
WITHHEATINGCOILS,500 BBL H23.14,K67.2
A/N: 104320

STORAGETANK,FIXEDROOF, D271 A63.5, D12.8,
NO.776,ASPHALT,WITHHEATING D323.3,E448.1,
COILS,770 BBL H23.14,K67.2
A/N: 419600

STORAGETANK,NO.T-515,ASPHALT, D272 D323.3,K67.2
WITHHEATINGCOILS,500 BBL
A/N: 104321

STORAGETANK,NO.T-1012, D273 C769 C1.31,C6.11,
ASPHALT,HOT OIL OR STEAM D323.2
HEATED,WITHA MIXERAND A
PRE-KNOCKOUTSEPARATOR,1000
BBL; DIAMETER:21 FT 6 IN;HEIGHT:
16 FT
A/N: 403455

STORAGETANK,NO.T-1013, D274 C769 C1.31,C6.11,
ASPHALT,HOT OIL OR STEAM D323.2
HEATED,WITHA MIXERAND A
PRE-KNOCKOUTSEPARATOR,1000
BBL; DIAMETER:21 FT 6 IN;HEIGHT:
16 FT
A/N: 403456

MIST ELIMINATOR,D-936, FIBER C769 D273 D274 D12.10
MESH FILTERELEMENT,WITHA D523 D525
PRESSUREVALVE, COMMONTO D527 D528
TANKST-141, T-142, T-509, T-777, T- C770
1012 & T-1013
A/N: 403450

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

CARBONADSORBER,3 TOTAL, C770 C769 D90.5,E128.1,
CONNECTEDIN PARALLEL,180 LBS E153.1
EACH
A/N: 403450

STORAGETANK,NO.T-1014, D275 D12.2,D12.8,
ASPHALT,WITHHEATINGCOILS,A10 D323.2,E448.1,
HP MIXERAND A VENT DEMISTER, K67.2
WITHMIST ELIMINATOR,1000 BBL
A/N: 419601

STORAGETANK,NO.1015,ASPHALT, D276 D12.2,D12.8,
WITHHEATINGCOILS,A 5HP MIXER D323.2,E448.1,
AND A VENT DEMISTER,WITHMIST K67.2
ELIMINATOR,1000 BBL
A/N: 419602

STORAGETANK,HEATED,NO.T- D277 C761C762 C1.7,C6.11,
1019, ASPHALT,WITHA MIXERAND D323.2,E336.4
A PRE-KNOCKOUTSEPARATOR,1113
BBL; DIAMETER:18 FT 1 IN;HEIGHT:
24 FT 4 IN
A/N: 403444

MIST ELIMINATOR,F-716,CECO, C761 D277 C531 D12.9
FIBERMESH FILTERELEMENT,WITH
SEAL POT D-937AANDDRAINDRUM
D-938A
A/N: 403444

CARBONADSORBER,STANDBY, 2 C762 D277 D90.5,E71.6
TOTAL,CONNECTEDIN PARALLEL,
180 LBS EACH,WITHA KNOCKOUT
POT
A/N: 403444

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,NO.T-1020, D278 A63.5, D12.8,
ASPHALT,WITHHEATINGCOILS, D323.3,E448.1,
1000 BBL H23.14,K67.2
A/N: 419603

STORAGETANK,NO.T-1021, D279 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
1000 BBL
A/N: 419604

STORAGETANK,NO.T-1022, D280 A63.5, D12.8,
ASPHALT,WITHHEATINGCOILS, D323.3,E448.1,
1000 BBL H23.14,K67.2
A/N: 419605

STORAGETANK,NO.T-1023, D281 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
1000 BBL
A/N: 419606

STORAGETANK,NO.T-1024, D282 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
1000 BBL
A/N: 419607

STORAGETANK,NO.T-1025, D283 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
1000 BBL
A/N: 419608

STORAGETANK,NO.T-1026, D284 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
1000 BBL
A/N: 419609

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,NO.T-1027, D285 C6.7,D323.2
ASPHALT,WITHHEATINGCOILS,
1000 BBL
A/N:

STORAGETANK,NO.T-1028, D286 A63.5, D12.8,
ASPHALT,WITHHEATINGCOILS, D323.3,E448.1,
1000 BBL H23.14,K67.2
A/N: 419610

STORAGETANK,NO.T-2044, D287 C763C764 C1.29,C6.11,
ASPHALT,WITHA MIXERAND A D323.2,E336.4
PRE-KNOCKOUTSEPARATOR,2000
BBL; DIAMETER:24 FT 1 IN;HEIGHT:
23 FT 6 IN
A/N: 403445

MIST ELIMINATOR,F-717,CECO, C763 D287 D288 D12.9
FIBERMESH FILTERELEMENT,WITH D289 D290
SEAL POT D-937B,ANDDRAINDRUM D291C531
D-938B,COMMONTO TANKST-2044,
T-2046, T-2047, T-2048& T-2049
A/N: 403445

CARBONADSORBER,STANDBY, 2 C764 D287 D90.5,E71.6
TOTAL,CONNECTEDIN PARALLEL,
180 LBS EACH,WITHA KNOCKOUT
POT
A/N: 403445

STORAGETANK,NO.T-2046, D288 C763C765 C1.29,C6.11,
ASPHALT,WITHA MIXERAND A D323.2,E336.4
PRE-KNOCKOUTSEPARATOR,2000
BBL; DIAMETER:24 FT;HEIGHT:23
FT 6 IN
A/N: 403446

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

CARBONADSORBER,STANDBY, 2 C765 D288 D90.5,E71.6
TOTAL,CONNECTEDIN PARALLEL,
180 LBS EACH,WITHA KNOCKOUT
POT
A/N: 403446

STORAGETANK,NO.T-2047, D289 C763C766 C1.29,C6.11,
ASPHALT,WITHA MIXERAND A D323.2,E336.4
PRE-KNOCKOUTSEPARATOR,2000
BBL; DIAMETER:24 FT 1 IN;HEIGHT:
23 FT 6 IN
A/N: 403447

CARBONADSORBER,STANDBY, 4 C766 D289 D90.5,E71.6
TOTAL,CONNECTEDIN PARALLEL,
180 LBS EACH,WITHA KNOCKOUT
POT
A/N: 403447

STORAGETANK,HEATED,NO.T- D290 C763C767 C1.29,C6.11,
2048, ASPHALT,WITHA MIXERAND D323.2,E336.4
A PRE-KNOCKOUTSEPARATOR,2000
BBL; DIAMETER:30 FT 1 IN;HEIGHT:
15 FT 11 IN
A/N: 403448

CARBONADSORBER,STANDBY, 180 C767 D290 D90.5,E71.6
LBS, WITHA KNOCKOUTPOT
A/N: 403448

STORAGETANK,HEATED,NO.T- D291 C763C768 C1.29,C6.11,
2049, ASPHALT,WITHA MIXERAND D323.2,E336.4
A PRE-KNOCKOUTSEPARATOR,2000
BBL; DIAMETER:24 FT 1 IN;HEIGHT:
23 FT 6 IN
A/N: 403449

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

CARBONADSORBER,STANDBY, 180 C768 D291 D90.5,E71.6
LBS, WITHA KNOCKOUTPOT
A/N: 403449

STORAGETANK,NO.T-2501, D292 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
2500 BBL
A/N: 419612

STORAGETANK,HEATED,NO.T- D293 C771 C1.32,C6.11,
3501, ASPHALT,WITHA 10-HP IN D323.2
TANKMIXERAND TWO PRE-
KNOCKOUTSEPARATORS,3500 BBL;
DIAMETER:39 FT 11 IN;HEIGHT:16
FT 1 IN
A/N: 403458

MIST ELIMINATOR,D-751, FIBER C771 D293 D301 D12.10
MESH FILTERELEMENT,WITHA D302 D303
PRESSUREVALVE, COMMONTO D304D323
TANKST-3501, T-5501, T-10003,T- C772
10004, T-20001& T-20002
A/N: 403457

CARBONADSORBER,8 TOTAL, C772 C771 D90.5,E128.1,
CONNECTEDIN PARALLEL,180 LBS E153.2
EACH
A/N: 403457

STORAGETANK,HEATED,NO.T- D294 C773 D12.8,D323.2,
5001, ASPHALT,WITHA MIXER, 5000 E448.1,K67.2
BBL; DIAMETER:36 FT 1 IN;HEIGHT:
28 FT
A/N: 403570

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

MIST ELIMINATOR,D-754, FIBER C773 D294 D295 D12.10
MESH FILTERELEMENT,WITHA D296 D297
PRESSUREVALVE, COMMONTO D298 C774
TANKST-5001, T-5002, T-5003, T-5004
& T-5005
A/N: 403569

CARBONADSORBER,4 TOTAL, C774 C773 D90.5
CONNECTEDIN PARALLEL,180 LBS
EACH
A/N: 403569

STORAGETANK,HEATED,NO.T- D295 C773 D12.8,D323.2,
5002, ASPHALT,WITHA MIXERAND E448.1,K67.2
A PRE-KNOCKOUTSEPARATOR,5000
BBL; DIAMETER:36 FT 1 IN;HEIGHT:
28 FT
A/N: 403571

STORAGETANK,HEATED,N0.T-5003, D296 C773 D12.8,D323.2,
ASPHALT,WITHA MIXERAND A E448.1,K67.2
PRE-KNOCKOUTSEPARATOR,5000
BBL; DIAMETER:36 FT;HEIGHT:28
FT
A/N: 403572

STORAGETANK,HEATED,NO.T- D297 C773 D12.8,D323.2,
5004, ASPHALT,WITHA MIXER, 5000 E448.1,K67.2
BBL; DIAMETER:34 FT 7 IN;HEIGHT:
30 FT 5 IN
A/N: 403573

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,HEATED,NO.T- D298 C773 D12.8,D323.2,
5005, ASPHALT,5000 BBL; E448.1,K67.2
DIAMETER:34 FT 7 IN;HEIGHT:30
FT 5 IN
A/N: 403574

STORAGETANK,NO.T-5007, D300 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
5000 BBL
A/N: 419616

STORAGETANK,HEATED,NO.T- D301 C771 D12.8,D323.2,
5501, ASPHALT,WITHA MIXER, 5500 E448.1,K67.2
BBL; DIAMETER:35 FT 11 IN;
HEIGHT:29 FT 5 IN
A/N: 403564

STORAGETANK,NO. T-10003, D302 C771 D12.8,D323.2,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
10000BBL;DIAMETER:53 FT 10 IN;
HEIGHT:23 FT 8 IN
A/N: 403565

STORAGETANK,NO. T-10004, D303 C771 C1.15,C6.11,
ASPHALT,WITHHEATINGCOILS D323.2
AND A PRE-KNOCKOUTSEPARATOR,
10000 BBL; DIAMETER:44 FT 4 IN;
HEIGHT:36 FT 9 IN
A/N: 403566

STORAGETANK,NO. T-20002, D304 C771 D12.8,D323.2,
ASPHALT,STEAMHEATED,WITH E448.1,K67.2
TWO PRE-KNOCKOUTSEPARATORS,
20000 BBL; DIAMETER:60 FT;
HEIGHT:39 FT 11 IN
A/N: 403568

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,NO.35001, D305 D12.8,D323.3,
ASPHALT,HEATINGCOILS,35000 E448.1,K67.2
BBL
A/N: 419625

STORAGETANK,NO.50003, D306 D12.8,D323.3,
ASPHALT,WITHA SUCTIONHEATER, E448.1,K67.2
50000 BBL
A/N: 419627

STORAGETANK,FIXEDROOF,NO.T- D307 C308 C6.9,D323.2,
50005, FUELOIL, ASPHALT,WITH K67.2
HEATINGCOILS,VENTEDTO A
FIBERGLASS FILTER,50000 BBL
A/N: 417104

FILTER,FIBERGLASS C308 D307 D12.2
A/N: 417104

STORAGETANK,FIXEDROOF,NO.T- D309 C310 C6.9,D323.2,
50006, ASPHALT,WITHHEATING K67.2
COILS,50000 BBL
A/N: 417105

FILTER,FIBERGLASS C310 D309 D12.2
A/N: 417105

STORAGETANK,FIXEDROOF, D311 D323.2,K67.2
NO.100001,ASPHALT,100000 BBL;
DIAMETER:113 FT;HEIGHT:56 FT
A/N: 162763

STORAGETANK,FIXEDROOF, D312 D323.2,K67.2
NO.100002,ASPHALT,100000 BBL;
DIAMETER:113 FT;HEIGHT:56 FT
A/N: 162764

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,FIXEDROOF, D315 B22.1, K67.2
NO.6001,6000 BBL; DIAMETER:32
FT;HEIGHT:40 FT
A/N: 417106

STORAGETANK,FIXEDROOF, D316 B22.1, K67.2
NO.6002,6000 BBL; DIAMETER:32
FT;HEIGHT:40 FT
A/N: 417108

STORAGETANK,FIXEDROOF, D318 B22.1, K67.2
NO.10006,10000 BBL; DIAMETER:54
FT;HEIGHT:24 FT 5 IN
A/N: 417109

STORAGETANK,FIXEDROOF, D319 B22.1, K67.2
NO.10007,10000 BBL; DIAMETER:54
FT;HEIGHT:24 FT 5 IN
A/N: 417110

STORAGETANK,FIXEDROOF, D320 B22.1, K67.2
NO.10008,10000 BBL; DIAMETER:39
FT;HEIGHT:49 FT 9 IN
A/N: 417112

STORAGETANK,HEATED,NO. T- D323 C771 D12.8,D323.2,
20001, ASPHALT,WITHA MIXERAND E448.1,K67.2
TWO PRE-KNOCKOUTSEPARATORS,
20000 BBL; DIAMETER:60 FT;
HEIGHT:39 FT 11 IN
A/N: 403567

STORAGETANK,FIXEDROOF, D324 B22.1, K67.2
NO.20005,20000 BBL; DIAMETER:60
FT;HEIGHT:40 FT
A/N: 417121

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,FIXEDROOF, D325 B22.1, K67.2
NO.25007,25000 BBL; DIAMETER:60
FT;HEIGHT:47 FT 11.5 IN
A/N: 417123

STORAGETANK,FIXEDROOF, D326 B22.1, K67.2
NO.50007,50000 BBL; DIAMETER:86
FT;HEIGHT:49 FT
A/N: 167878

STORAGETANK,FIXEDROOF,T- D327 D323.3,K67.2
80001, 80000 BBL; DIAMETER:117 FT
3 IN;HEIGHT:41 FT 5 IN
A/N: 104325

STORAGETANK,FIXEDROOF,T- D328 A63.5,B22.1,
150002, GASOIL,ASPHALT,WITH D12.2,D323.2,
SEPARATOR,DEMISTERAND STEAM H23.14,K67.2
SUCTIONHEATER,150000 BBL;
DIAMETER:140 FT; HEIGHT: 56 FT
A/N: 417128

STORAGETANK,FIXEDROOF,NO.T- D329 K67.2
25A, DIESELFUEL, 1000 GALS;
DIAMETER:3 FT 9 IN; LENGTH: 12
FT 3 IN
A/N: 191570

STORAGETANK,NO.T-25B,FUEL D330 K67.2
OIL, DIESELFUEL, ABOVEGROUND,
HORIZONTAL,1000 GALS;
DIAMETER:3 FT 9 IN; LENGTH: 12
FT 3 IN
A/N: 216625

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,FIXEDROOF,NO.T- D334 K67.2
10005, FUELOIL, DIESELFUEL,
420000 GALS; DIAMETER:54 FT 1 IN;
HEIGHT:24 FT 5 IN
A/N: 417129

STORAGETANK,HEATED,NO. T-509, D523 C769 A63.5,C1.30,
ASPHALT,WITHA MIXERAND A C6.11,D323.3,
PRE-KNOCKOUTSEPARATOR,500 H23.9,H23.14
BBL; DIAMETER:15 FT 6 IN;HEIGHT:
16 FT
A/N: 403453

STORAGETANK,HEATED,NO. T-777, D525 C769 A63.5,C1.30,
ASPHALT,WITHA MIXERAND A C6.11,D323.3,
PRE-KNOCKOUTSEPARATOR,834 H23.9,H23.14
BBL; DIAMETER:15 FT 6 IN;HEIGHT:
24 FT 6 IN
A/N: 403454

STORAGETANK,HEATED,NO. T-141, D527 C769 C1.11,C6.11,
ASPHALT,MIX TANK,WITHA D323.2
MIXER, 6000 GALS; DIAMETER:8 FT;
HEIGHT:16 FT
A/N: 403451

STORAGETANK,HEATED,NO. T-142, D528 C769 C1.11,C6.11,
ASPHALT,MIX TANK,WITHA D323.2
MIXER, 6000 GALS; DIAMETER:8 FT;
HEIGHT:16 FT
A/N: 403452

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

System 2: INTERNAL FLOATINGROOF STORAGETAN S13.1,S13.5System 2 : INTERNAL FLOATINGROOF STORAGETANKKSS
STORAGETANK,INTERNAL D321 B22.1,C6.1,
FLOATINGROOF,NO.12501,12500 K67.2
BBL; DIAMETER:48 FT;HEIGHT:40
FT WITH
A/N: 317789

FLOATINGROOF, PAN,WELDED
SHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK, INTERNAL D322 B22.1,C6.1,
FLOATINGROOF,NO.12502,12500 K67.2
BBL; DIAMETER:48 FT;HEIGHT:40
FT WITH
A/N: 317791

FLOATINGROOF, PAN,WELDED
SHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D337 B22.4,C1.14,
FLOATINGROOF,T-2014, 2000 BBL; C6.2,H23.9
DIAMETER:30 FT;HEIGHT:16 FT
WITH
A/N: 368974

FLOATINGROOF, PONTOON

PRIMARY SEAL,WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,INTERNAL D338 C6.1,K67.2
FLOATINGROOF,T-500, 500 BBL;
DIAMETER:15 FT;HEIGHT:16 FT
WITH
A/N: 104022

FLOATINGROOF

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDMOUNTEDRESILIENT
FOAM-FILLED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,INTERNAL D339 C6.1,K67.2
FLOATINGROOF,NO.25001,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 104279

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D340 C6.1,K67.2
FLOATINGROOF,NO.25002,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 185815

FLOATINGROOF, PAN

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDMOUNTEDRESILIENT
FOAM-FILLED

SECONDARYSEAL

STORAGETANK,INTERNAL D341 C6.2,K67.2
FLOATINGROOF,NO.25003,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 148113

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

FLOATINGROOF

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D342 C1.16,C6.2,
FLOATINGROOF,NO. 25004, H23.9, K67.2
NAPHTHAAND GASOLINE
BLENDINGCOMPONENTS,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 466489

FLOATINGROOF,WELDED
SHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,INTERNAL D343 C1.17,C6.2,
FLOATINGROOF,NO.25005,25000 K67.2
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 419622

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D344 C6.1,K67.2
FLOATINGROOF,NO.25006,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 104264

FLOATINGROOF, PAN

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDFILLED

STORAGETANK,INTERNAL D345 C6.2,K67.2
FLOATINGROOF,NO.25008,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 456762

FLOATINGROOF, PAN,WELDED
SHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,INTERNAL D346 C6.1,K67.2
FLOATINGROOF,NO.25009,25000
BBL; DIAMETER:60 FT;HEIGHT:50
FT WITH
A/N: 104282

FLOATINGROOF, PAN

PRIMARY SEAL

STORAGETANK,INTERNAL D347 C6.1,K67.2
FLOATINGROOF,NO.50001,50000
BBL; DIAMETER:86 FT;HEIGHT:50
FT 3 IN WITH
A/N: 417131

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D348 C6.1,K67.2
FLOATINGROOF,NO.50002,50000
BBL; DIAMETER:86 FT;HEIGHT:50
FT 3 IN WITH
A/N: 417132

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

FLOATINGROOF, PAN

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDFILLED

STORAGETANK,INTERNAL D335 C1.20,C6.2,
FLOATINGROOF,NO.3001,CRUDE H23.9
OIL SLOP,WELDED,WITH STEAM
HEATINGCOILS,2440 BBL;
DIAMETER:30 FT;HEIGHT:23 FT
WITH
A/N: 419613

FLOATINGROOF, PAN

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D336 C6.1,K67.2
FLOATINGROOF,NO.2002,2000 BBL;
DIAMETER:30 FT;HEIGHT:16 FT
WITH
A/N: 104245

FLOATINGROOF, PONTOON,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDMOUNTEDRESILIENT
FOAM-FILLED

STORAGETANK,INTERNAL D351 C6.1,K67.2
FLOATINGROOF,NO.125001,125000
BBL; DIAMETER:150 FT;HEIGHT:40
FT 6 IN WITH
A/N: 104023

FLOATINGROOF,RIVETED
SHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDFILLED

STORAGETANK,INTERNAL D352 C1.18,C6.1,
FLOATINGROOF,NO.80002,CRUDE H23.9
OIL, 80000 BBL; DIAMETER:117 FT;
HEIGHT:41 FT 6 IN WITH
A/N: 113198

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D353 C6.1,K67.2
FLOATINGROOF,NO.80003,80000
BBL; DIAMETER:118 FT;HEIGHT:41
FT WITH
A/N: 104327

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDFILLED

FUGITIVEEMISSIONS, D709 H23.2
MISCELLANEOUS
A/N: 104327

STORAGETANK,NO. T-5006, D299 D12.8,D323.3,
ASPHALT,WITHHEATINGCOILS, E448.1,K67.2
5000 BBL
A/N:

SSyyssttem 3: S13.1,S15.2em 3 :PPRREESSSUURRIIZZEEDDTTAANNKKSS
STORAGETANK,PRESSURIZED,D- D358
709, BUTANE,30000 GALS;
DIAMETER:9 FT; LENGTH: 63 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,PRESSURIZED,D- D359
710, BUTANE,30000 GALS;
DIAMETER:9 FT; LENGTH: 63 FT
A/N:

STORAGETANK,PRESSURIZED,D- D360
1201, LIQUIFIEDPETROLEUMGAS,
56OOO GALS,LENGTH: 70 FT;
DIAMETER:11 FT
A/N: 417142

STORAGETANK,PRESSURIZED,D- D361
1202, LIQUIFIEDPETROLEUMGAS,
56OOO GALS,LENGTH: 70 FT;
DIAMETER:11 FT
A/N: 417149

STORAGETANK,PRESSURIZED,D- D362
1203, LIQUIFIEDPETROLEUMGAS,
56OOOGALS, LENGTH:70 FT;
DIAMETER:11 FT
A/N: 417150

FUGITIVEEMISSIONS, D710 H23.2
MISCELLANEOUS
A/N: 104025

System 4: EXTERNAL FLOATINGROOF STORAGETANKS S13.1,S13.5System 4 : EXTERNAL FLOATINGROOF STORAGETANKS
STORAGETANK,EXTERNAL D354 K67.2
FLOATINGROOF,NO.125002,125000
BBL; DIAMETER:150 FT;HEIGHT:40
FT WITH
A/N: 419628

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D355 K67.2
FLOATINGROOF,NO.20003,20000
BBL; DIAMETER:60 FT;HEIGHT:40
FT WITH
A/N: 104024

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D356 K67.2
FLOATINGROOF,NO.50004,50000
BBL; DIAMETER:90 FT;HEIGHT:48
FT 0.75 IN WITH
A/N: 417136

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

FLOATINGROOF,WELDED
SHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D357 K67.2
FLOATINGROOF,NO.20004,20000
BBL; DIAMETER:60 FT;HEIGHT:40
FT WITH
A/N: 104025

FLOATINGROOF,WELDED
SHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

FUGITIVEEMISSIONS, D711 H23.2
MISCELLANEOUS
A/N: 419628

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

SSyysstteem 55::SSTTOORRAAGGEETTAANNKKSS,,OOTTHHEERR
STORAGETANK,FIXEDROOF, D331 C1.38,E161.1
HYDROCHLORICACID, 950 GALS;
DIAMETER:5 FT;HEIGHT:6 FT 8 IN
WITH
A/N: 450137

VESSEL,SODIUMHYDROXIDE, C804
55 GALLONCAPACITY, WITHA
SPARGER

STORAGETANK,FIXEDROOF,T-36, D332 C333 E161.1
HYDROCHLORICACID, 1540 GALS;
DIAMETER:5 FT 1 IN;HEIGHT:10 FT
A/N: 449562

VESSEL,SODIUMHYDROXIDE,55 C333 D332
GALLONCAPACITY, WITHA
SPARGER
A/N: 449562

TANK,TOTENO. 1, D777 K67.10
POLYPHOSPHORICACID (>99%
PHOSPHORICACID STRENGTH),
HORIZONTAL,PORTABLE,STEAM
HEATED,INSULATED,550 GALS;
DIAMETER:3 FT 6 IN; LENGTH: 5 FT
11 IN
A/N: 451538

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

TANK,TOTENO. 2, D778 K67.10
POLYPHOSPHORICACID (>99%
PHOSPHORICACID STRENGTH),
HORIZONTAL,PORTABLE,STEAM
HEATED,INSULATED,550 GALS;
DIAMETER:3 FT 6 IN; LENGTH: 5 FT
11 IN
A/N: 451539

TANK,TOTENO. 3, D779 K67.10
POLYPHOSPHORICACID (>99%
PHOSPHORICACID STRENGTH),
HORIZONTAL,PORTABLE,STEAM
HEATED,INSULATED,550 GALS;
DIAMETER:3 FT 6 IN; LENGTH: 5 FT
11 IN
A/N: 451540

TANK,TOTENO. 4, D780 K67.10
POLYPHOSPHORICACID (>99%
PHOSPHORICACID STRENGTH),
HORIZONTAL,PORTABLE,STEAM
HEATED,INSULATED,550 GALS;
DIAMETER:3 FT 6 IN; LENGTH: 5 FT
11 IN
A/N: 451541

TANK,TOTENO. 5, D781 K67.10
POLYPHOSPHORICACID (>99%
PHOSPHORICACID STRENGTH),
HORIZONTAL,PORTABLE,STEAM
HEATED,INSULATED,550 GALS;
DIAMETER:3 FT 6 IN; LENGTH: 5 FT
11 IN
A/N: 451542

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

TANK,TOTENO. 6, D782 K67.10
POLYPHOSPHORICACID (>99%
PHOSPHORICACID STRENGTH),
HORIZONTAL,PORTABLE,STEAM
HEATED,INSULATED,550 GALS;
DIAMETER:3 FT 6 IN; LENGTH: 5 FT
11 IN
A/N: 451543

PPrroocceessss1111::EELLEECCTTRRIICCGGEENNEERRAATTIIOONN

SSyysstteem 11::NNOONN-E-EMMEERRGGEENNCCYYIICCEENNGGININEESS
INTERNALCOMBUSTIONENGINE, D370 NOX: PROCESS CO: 2000 PPMV (5) [RULE H23.19
E-3, GASOLINE,LINCOLN,MODEL UNIT**; SOX: 1110.2,2-1-2008] ; NOX: 102
SAE300F227,SERIALNO A867238, PROCESSUNIT** LBS/1000GAL (1) [RULE
NATURALLY ASPIRATED,60 HP 2012,5-6-2005] ; PM: (9)
A/N: 203114 [RULE 404,2-7-1986]

SOX: 5.3 LBS/1000GAL (1)
[RULE 2011,5-6-2005] ; VOC:
250 PPMV (5) [RULE
1110.2,2-1-2008]

INTERNALCOMBUSTIONENGINE, D371 NOX: PROCESS NOX: 3400 LBS/MMSCF (1) C1.12,C177.1,
C-120,NATURALGAS, CLARK, UNIT** [RULE 2012,5-6-2005] ; PM: D12.1, K67.5
MODELNO.HRA-8,S/N.25518, (9) [RULE 404,2-7-1986]
STANDBYFOR COMPRESSORC-124,
880 HP
A/N: 276532

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

SSyysstteem 22::EEMMEERRGGEENNCCYYICICEENNGGININEESS
INTERNALCOMBUSTIONENGINE, D551 NOX: PROCESS CO: 8.5 GRAM/BHP-HR (4) B61.1,C1.12,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: [RULE 1303(a)(1)-BACT,5-10- D12.1,E71.3,
CUMMINS,MODELKTA-1150-P, PROCESSUNIT** 1996;RULE1303(a)(1)-BACT,12-6- K67.5
SERIALNO. 31125515, 525 HP 2002] ; NOX: 469 LBS/1000
A/N: 341257 GAL DIESEL (1) [RULE

2012,5-6-2005]

NOX: 6.9 GRAM/BHP-HR
(4) [RULE 2005,5-6-2005] ; PM:
(9) [RULE 404,2-7-1986] ; PM10:
0.38GRAM/BHP-HR (4)
[RULE 1303(a)(1)-BACT,5-10-

1996

RULE 1303(a)(1)-BACT,12-6-
2002] ; ROG: 1 GRAM/BHP-
HR (4) [RULE 1303(a)(1)-
BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002] ;
SOX: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,5-6-
2005]

INTERNALCOMBUSTIONENGINE, D651 NOX: PROCESS CO: 8.5 GRAM/BHP-HR (4) B61.1,C1.24,
EMERGENCYPOWER,DIESELFUEL, UNIT**; SOX: [RULE 1303(a)(1)-BACT,5-10- D12.1, K67.5
JOHNDEERE,MODEL 4045DF150,80 PROCESSUNIT** 1996;RULE1303(a)(1)-BACT,12-6-

HP 2002] ; NOX: 469 LBS/1000
A/N: 374764 GAL DIESEL (1) [RULE

2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:80
Facility I.D.: 800183
Revision #: 27
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

NOX: 6.9 GRAM/BHP-HR
(4) [RULE 2005,5-6-2005] ; PM:
(9) [RULE 404,2-7-1986] ; PM10:
0.38 GRAM/BHP-HR (4)
[RULE 1303(a)(1)-BACT,5-10-

1996

RULE 1303(a)(1)-BACT,12-6-
2002] ; ROG: 1 GRAM/BHP-
HR (4) [RULE 1303(a)(1)-
BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002] ;
SOX: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,5-6-
2005]

INTERNALCOMBUSTIONENGINE, D652 NOX: PROCESS CO: 8.5 GRAM/BHP-HR (4) B61.1,C1.24,
EMERGENCYPOWER,DIESELFUEL, UNIT**; SOX: [RULE 1303(a)(1)-BACT,5-10- D12.1, K67.5
CUMMINS,MODEL 6CTA8.3-G2, PROCESSUNIT** 1996;RULE1303(a)(1)-BACT,12-6-

SERIALNO. 21369896, 252 HP 2002] ; NOX: 469 LBS/1000
A/N: 374769 GAL DIESEL (1) [RULE

2012,5-6-2005]

NOX: 6.9 GRAM/BHP-HR
(4) [RULE 2005,5-6-2005] ; PM:
(9) [RULE 404,2-7-1986] ; PM10:
0.38 GRAM/BHP-HR (4)
[RULE 1303(a)(1)-BACT,5-10-

1996

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

RULE 1303(a)(1)-BACT,12-6-
2002] ; ROG: 1 GRAM/BHP-
HR (4) [RULE 1303(a)(1)-
BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002] ;
SOX: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,5-6-
2005]

INTERNALCOMBUSTIONENGINE, D676 NOX: PROCESS CO: 8.5 GRAM/BHP-HR B61.1,C1.24,
EMERGENCYPOWER,DIESELFUEL, UNIT**; SOX: DIESEL (4) [RULE 1303(a)(1)- D12.1, K67.5
CUMMINS,MODELN14G-2, PROCESSUNIT** BACT,5-10-1996;RULE

TURBOCHARGED/AFTERCOOLED,- 1303(a)(1)-BACT,12-6-2002] ;
535 BHP NOX: 469 LBS/1000GAL
A/N: 386989 DIESEL (1) [RULE 2012,5-6-

2005]

NOX: 6.9 GRAM/BHP-HR
DIESEL (4) [RULE 2005,5-6-
2005] ; PM: (9) [RULE 404,2-
7-1986] ; PM10: 0.38
GRAM/BHP-HRDIESEL (4)
[RULE 1303(a)(1)-BACT,5-10-

1996

RULE 1303(a)(1)-BACT,12-6-
2002] ; ROG: 1 GRAM/BHP-
HR DIESEL (4) [RULE
1303(a)(1)-BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

SOX: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,5-6-
2005]

PPrroocceessss1122::SSTTEEAAMMGGEENNEERRAATTIIOONN

SSyysstteem 11::BBOOIILLEERRSS
BOILER,NO.6, REFINERYGAS, BROS, D373 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.2
MODELCLASSW3-40, 44.5 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: INACTIVE 409,8-7-1981]

BURNER,COEN,MODEL 58

BOILER,NO.7, PROCESSGAS, D374 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.1
REFINERYGAS, BROS, MODEL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
CLASSW3-40, 44.5 MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 409,8-7-1981]

BURNER,COEN,MODELNO.56-B

BOILER,NO.8, PROCESSGAS, D375 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.2
REFINERYGAS, COEN,MODEL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
CLASSW3-40, 44.5 MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 409,8-7-1981]

BURNER,COEN,MODEL 56

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : STEAM GENERATION

BOILER,NO.9, PROCESSGAS, D376 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.2
REFINERYGAS, CLEAVERBROOKS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
MODELDL-68, 65.9 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH 409,8-7-1981]

A/N:

BURNER,CLEAVERBROOKS,
MODELTK-436X-CN3

PPrroocceessss1133::MMISISCCEELLLLAANNEEOOUUSS
SSyysstteem 11::PPIIPPEELLININEEFFLLUUSSHHININGG/R/REECCEEIVIVININGGUUNNITIT
STORAGETANK,FIXEDROOF,T-518, D378 H23.5, K67.2
15000 GALS; DIAMETER:11 FT;
HEIGHT:30 FT
A/N: 417100

FILTER,FD-710& FD-711,2 TOTAL D379
A/N: 417100

FUGITIVEEMISSIONS, D712 H23.2
MISCELLANEOUS
A/N: 417100

SSyysstteem 55::LLIQIQUUEEFFIIEEDDAANNHHYYDDRROOUUSSAAMMMMOONNIAIAVVAAPPOORRIZIZAATTIOIONN
STORAGETANK,ANYHYDROUS D79
AMMONIA,FOR THE SCR SYSTEM,
1000 GALS
A/N: 321031

SSyysstteem 66::FFUUEELLGGAASSMMIIXXDDRRUUMMSSYYSTEM S13.2, S15.2,STEM S18.4

VESSEL,D-704,LPG D393
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 :MISCELLANEOUS

DRUM,D-712, FUELGAS D394
A/N:

FUGITIVEEMISSIONS, D621 H23.2
MISCELLANEOUS
A/N:

PPrroocceessss1155::AAIRIRPPOOLLLLUUTTIOIONNCCOONNTTRROOLL
Sy S13.2,S18.9Sysstteem 22::RREEFFININEERRYYFFLLAARREESSYYSSTTEEMM
KNOCKOUT POT,D-722,LENGTH: 50 D395
FT; DIAMETER:10 FT
A/N:

FLARE,ELEVATEDWITH STEAM C396 CO: 2000 PPMV (5) [RULE D12.3,D323.1,
INJECTION,HEIGHT:100 FT; 407,4-2-1982] ; PM: 0.1 E193.3,H23.22,
DIAMETER:1 FT 4 IN WITH GRAINS/SCF (5) [RULE I1.1
A/N: 409,8-7-1981]

BURNER, JOHNZINK,MODEL
SFT-18

DRUM,D-806, RELIEF, D397
W/CONDENSINGWATERSPRAYS,
HEIGHT:32 FT; DIAMETER:4 FT 6 IN
A/N:

FUGITIVEEMISSIONS, D650 H23.2
MISCELLANEOUS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1177::RR221919EEXXEEMMPPTTEEQQUUIIPPMMEENNTTSSUUBBJJEECCTTTTOOSSOOUURRCCEE-S-SPPEECCIFIFICICRRUULLEESS
RULE 219 EXEMPTEQUIPMENT,AIR E637 H23.6
CONTIONINGUNITS

RULE 219 EXEMPTEQUIPMENT, E638 H23.6
REFRIGERATIONUNITS

RULE 219 EXEMPTEQUIPMENT, E639 H23.7
COOLINGTOWERS

RULE 219 EXEMPTEQUIPMENT, E640 H23.15
REFRIGERANTRECOVERYAND/OR
RECYCLINGUNITS

RULE 219 EXEMPTEQUIPMENT, E642 VOC: (9) [RULE 1107,11-9- H23.17
COATINGEQUIPMENT,LOW USE OR 2001;RULE1107,1-6-2006;RULE

EMISSIONS 1171,11-7-2003;RULE1171,7-14-

2006]

RULE 219 EXEMPTEQUIPMENT, E643 VOC: (9) [RULE 1113,11-8- K67.4
COATINGEQUIPMENT,PORTABLE, 1996;RULE1113,7-13-2007;RULE

ARCHITECTURALCOATINGS 1171,11-7-2003;RULE1171,7-14-

2006]

RULE 219 EXEMPTEQUIPMENT,FIRE E644 H23.8
EXTINGUISHINGEQUIPMENTUSING
HALONS

RULE 219 EXEMPTEQUIPMENT, E698 VOC: (9) [RULE 1171,11-7- H23.16
CLEANINGEQUIPMENT 2003;RULE1171,7-14-2006]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : R219 EXEMPT EQUIPMENT SUBJECT TO SOURCE-SPECIFICRULES

RULE 219 EXEMPTEQUIPMENT, E699 VOC: (9) [RULE 1168,10-3- H23.17
LAMINATINGEQUIPMENT,LOW USE 2003;RULE1168,1-7-2005;RULE

OR EMISSIONS 1171,11-7-2003;RULE1171,7-14-

2006]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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SECTIOND: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2 1 1 1

D3 1 1 1

D3 2 1 2

D4 2 1 2

D4 1 1 1

D5 1 1 1

D6 1 1 1

D7 1 1 1

D8 7 1 5

D9 1 1 1

D11 7 1 5

D12 1 1 1

D13 2 1 1

D14 2 1 1

D15 2 1 1

D18 2 1 2

D19 3 1 2

D20 7 1 6

D21 7 1 6

D22 8 1 6

D23 3 1 2

D24 3 1 2

D25 3 1 2

D26 3 1 3

D27 4 1 3

D28 4 1 3

D29 5 1 3

D30 5 1 3

D31 5 1 3

D32 6 1 4

D33 6 1 4

D34 6 1 4

D35 6 1 4

D36 6 1 4

D37 8 2 1

D38 8 2 1
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D39 8 2 1

D40 9 2 1

D41 15 2 4

D41 18 3 1

D41 9 2 1

D42 15 2 4

D42 18 3 1

D42 9 2 1

D44 10 2 2

D45 10 2 2

D46 11 2 2

D47 11 2 2

D48 12 2 2

D49 12 2 3

D50 12 2 3

D51 12 2 3

D52 13 2 3

D53 13 2 3

D54 13 2 3

D54 15 2 4

D54 9 2 1

D55 14 2 4

D56 14 2 4

D57 14 2 4

D58 14 2 4

D59 14 2 4

D60 14 2 4

D61 15 2 4

D62 15 2 4

D63 15 2 4

D64 13 2 3

D64 16 2 4

D65 13 2 3

D65 16 2 4

D66 16 3 1

D67 16 3 1
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D68 17 3 1

D69 17 3 1

D70 17 3 1

D71 17 3 1

D72 17 3 1

D73 18 3 2

D74 19 3 2

D75 19 3 2

D76 19 3 2

C77 20 3 3

D79 83 13 5

D80 20 4 1

C81 20 4 1

D82 20 4 1

D82 21 4 2

D82 21 4 3

D82 22 4 4

D85 21 4 2

C86 21 4 2

D87 21 4 3

C88 21 4 3

D89 22 4 4

C90 22 4 4

D92 22 4 6

D123 22 4 12

D124 23 4 12

D125 23 4 12

D126 24 4 12

D127 24 4 12

D128 25 4 12

D129 25 4 12

D130 26 5 1

D131 27 6 1

D132 27 6 1

D133 27 6 1

D134 34 6 7
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D135 27 6 1

D136 27 6 1

D137 27 6 1

D138 27 6 1

D139 35 6 7

D140 28 6 1

D141 28 6 1

D142 35 6 7

D143 28 6 1

D143 35 6 7

D144 28 6 2

D145 28 6 2

D146 28 6 2

D147 29 6 3

D148 29 6 3

D149 29 6 3

D150 29 6 3

D151 29 6 3

D152 29 6 3

D153 29 6 3

D154 30 6 4

D155 30 6 4

D156 30 6 4

D156 32 6 5

D157 30 6 4

D157 32 6 5

D158 30 6 4

D159 30 6 4

D159 32 6 5

D160 31 6 4

D160 33 6 5

D161 31 6 4

D161 33 6 5

D162 31 6 4

D162 33 6 5

D163 31 6 4
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PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D163 33 6 5

D164 31 6 4

D164 33 6 5

D165 32 6 4

D165 34 6 5

D166 32 6 5

C167 34 6 6

D168 34 6 6

D169 34 6 6

D170 35 7 1

D171 36 7 1

D172 36 7 1

D173 37 7 2

D174 37 7 2

C175 37 7 3

D176 39 8 3

D177 39 8 4

D178 39 8 5

D179 41 8 9

D181 42 8 13

D183 43 8 14

D185 43 8 15

D187 42 8 11

D189 42 8 10

D192 40 8 6

D196 40 8 7

D200 41 8 8

D206 46 8 25

D210 47 8 25

D215 46 8 21

D216 46 8 21

D217 45 8 20

D218 45 8 20

D219 43 8 16

D220 38 8 2

D222 38 8 1
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D224 43 8 17

D228 43 8 17

D230 42 8 12

D231 44 8 18

D233 47 8 27

D234 47 8 27

D243 44 8 19

D244 44 8 19

D245 44 8 19

D246 44 8 19

D247 44 8 19

D248 44 8 19

D249 45 8 19

D250 47 8 26

D251 45 8 20

D252 45 8 20

D253 47 8 25

D254 48 9 1

D255 48 9 1

D256 48 9 1

D257 48 9 1

D258 48 9 1

D261 49 9 2

D262 49 9 2

D263 49 9 2

D264 50 9 2

D266 51 9 3

D267 51 10 1

D268 51 10 1

D269 51 10 1

D270 52 10 1

D271 52 10 1

D272 52 10 1

D273 52 10 1

D274 52 10 1

D275 53 10 1
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PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D276 53 10 1

D277 53 10 1

D278 54 10 1

D279 54 10 1

D280 54 10 1

D281 54 10 1

D282 54 10 1

D283 54 10 1

D284 54 10 1

D285 55 10 1

D286 55 10 1

D287 55 10 1

D288 55 10 1

D289 56 10 1

D290 56 10 1

D291 56 10 1

D292 57 10 1

D293 57 10 1

D294 57 10 1

D295 58 10 1

D296 58 10 1

D297 58 10 1

D298 59 10 1

D299 72 10 2

D300 59 10 1

D301 59 10 1

D302 59 10 1

D303 59 10 1

D304 59 10 1

D305 60 10 1

D306 60 10 1

D307 60 10 1

C308 60 10 1

D309 60 10 1

C310 60 10 1

D311 60 10 1
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PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D312 60 10 1

D315 61 10 1

D316 61 10 1

D318 61 10 1

D319 61 10 1

D320 61 10 1

D321 64 10 2

D322 64 10 2

D323 61 10 1

D324 61 10 1

D325 62 10 1

D326 62 10 1

D327 62 10 1

D328 62 10 1

D329 62 10 1

D330 62 10 1

D331 76 10 5

D332 76 10 5

C333 76 10 5

D334 63 10 1

D335 70 10 2

D336 70 10 2

D337 65 10 2

D338 65 10 2

D339 66 10 2

D340 66 10 2

D341 66 10 2

D342 67 10 2

D343 67 10 2

D344 68 10 2

D345 68 10 2

D346 69 10 2

D347 69 10 2

D348 69 10 2

D351 71 10 2

D352 71 10 2
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D353 72 10 2

D354 73 10 4

D355 74 10 4

D356 74 10 4

D357 75 10 4

D358 72 10 3

D359 73 10 3

D360 73 10 3

D361 73 10 3

D362 73 10 3

D370 78 11 1

D371 78 11 1

D373 82 12 1

D374 82 12 1

D375 82 12 1

D376 83 12 1

D378 83 13 1

D379 83 13 1

D393 83 13 6

D394 84 13 6

D395 84 15 2

C396 84 15 2

D397 84 15 2

D491 2 1 1

D493 16 2 4

D494 16 2 4

D504 50 9 2

D511 14 2 4

D523 63 10 1

D525 63 10 1

D527 63 10 1

D528 63 10 1

D530 26 4 12

D551 79 11 2

C596 40 8 6

C597 40 8 7
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

C598 41 8 8

C599 46 8 25

D607 2 1 1

D608 3 1 2

D609 6 1 4

D610 9 2 1

Device Index For SectionD

Device ID SectionD Page No. Process System

D616 16 2 4

D617 18 3 1

D618 28 6 1

D619 32 6 4

D620 34 6 5

D621 84 13 6

E637 85 17 0

E638 85 17 0

E639 85 17 0

E640 85 17 0

E642 85 17 0

E643 85 17 0

E644 85 17 0

D645 36 7 1

D646 36 7 1

D647 36 7 1

D648 50 9 2

D649 37 7 2

D650 84 15 2

D651 79 11 2

D652 80 11 2

D655 7 1 5

D656 8 1 6

D657 35 6 7

D676 81 11 2

D686 9 2 1

D687 9 2 1
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PARAMOUNTPETR CORP (EIS USE)

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D688 37 7 2

D689 35 7 1

D690 37 7 1

D691 36 7 1

D692 36 7 1

D693 36 7 1

D694 44 8 18

D695 48 8 27

D696 7 1 5

D697 8 1 6

E698 85 17 0

E699 86 17 0

D700 13 2 3

D701 26 5 1

D702 38 8 1

D703 38 8 2

D704 45 8 20

D705 46 8 21

D706 47 8 25

D707 49 9 1

D708 50 9 2

D709 72 10 2

D710 73 10 3

D711 75 10 4

D712 83 13 1

D713 7 1 5

D714 7 1 5

D715 8 1 6

D716 8 1 6

D717 49 9 1

D718 38 7 3

D758 13 2 3

D759 26 5 1

D760 26 5 1

C761 53 10 1

C762 53 10 1
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

C763 55 10 1

C764 55 10 1

C765 56 10 1

C766 56 10 1

C767 56 10 1

C768 57 10 1

C769 52 10 1

C770 53 10 1

C771 57 10 1

C772 57 10 1

C773 58 10 1

C774 58 10 1

D776 37 7 2

D777 76 10 5

D778 77 10 5

D779 77 10 5

D780 77 10 5

D781 77 10 5

D782 78 10 5

D784 17 3 1

D785 17 3 1

D786 17 3 1

D793 18 3 1

D796 51 9 4

C797 51 9 4

C804 76 10 5

D820 29 6 3

D821 39 8 3

D822 39 8 4

D823 39 8 5

D824 40 8 6

D825 41 8 7

D826 41 8 8

D830 45 8 19
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designatedNo.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not purchase fuel oil containing sulfur compounds in excess of 15 ppm by weight as supplied
by the supplier.

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001;RULE 2004, 4-6-2007]

F34.2 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hourperiod.

[RULE 431.1, 6-12-1998]
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F48.1 The operator shall not use at this facility anhydrous ammonia in SCR or any other air pollution control systems
after March 31, 2009.Moreover, no anhydrous ammonia shall be transported to and from or stored at this facility
after March 31, 2009, except in pressurized containers no greater than 200 lbs in holding capacity. The operator
shall convert all selective catalytic reduction (SCR) systems used at this facility to aqueous ammonia by March 31,
2009.

[CA PRC CEQA, 11-23-1970]

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR79
40CFR80
CaliforniaCode of Regulations,Title 13,Division 3, Chapter 5

[40CFR 79, 7-1-1999; 40CFR 80, 7-1-1999; CCR Title 13, 9-24-1999]

F52.2 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR61,SubpartFF

The operator shall keep records in accordancewith 61.356-Recordkeeping requirements

The operator shall complywith the applicable reportingrequirementsas speci©ed in 61.357

[40CFR 61 Subpart FF, 12-4-2003]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphereoriginated from the equipment.

PROCESSCONDITIONS
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

P13.1 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Processessubject to this condition : 9]

SYSTEM CONDITIONS

S1.1 The operator shall limit the throughput to no more than 500000 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 25]

S1.2 The operator shall limit the throughput to no more than 4e+06 barrel(s) in any one year.

For the purpose of this condition, throughput shall be de©ned as amount of asphalt loaded by the individual
loading rack.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 6 , 7 , 8]

S1.3 The operator shall limit the throughput to no more than 9e+06 barrel(s) in any one year.

For the purpose of this condition, throughput shall be de©ned as the combined amounts of asphalt loaded by
LoadingRacks 6, 7, & 8 (Systems6, 7, & 8, respectively).

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 6 , 7 , 8]
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S1.4 The operator shall limit the throughput to no more than 182500 barrel(s) in any one month.

For the purpose of this condition, throughput shall be de©ned as the total coating (asphalt) production for the
4 stills in Process4, systems 1, 2, 3, and 4.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process4, System 1 , 2 , 3 , 4]

S1.5 The operator shall limit the loading rate to no more than 12000 barrel(s) in any one day.

For the purposeof this condition, loading rate shall be de©ned as diesel loading rate.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 17]

S1.6 The operator shall limit the loading rate to no more than 8000 barrel(s) in any one day.

For the purposeof this condition, loading rate shall be de©ned as fuel oil loading rate.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 17]

S1.7 The operator shall limit the loading rate to no more than 13000 barrel(s) in any one day.

For the purpose of this condition, loading rate shall be de©ned as total combined gasoline loading rate for
RacksNos. 20 & 21.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 18 , 27]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S1.8 The operator shall limit the loading rate to no more than 6000 barrel(s) in any one day.

For the purposeof this condition, loading rate shall be de©ned as Jet-A loading rate.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 27]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S4.1 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21.

All new components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background as measured using EPA Method 21, shall be repairedwithin 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief device, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in writing in the following applications: heavy liquid service, control valves,
instrument piping/tubing, applications requiring torsional valve stem motion, applications where failures
could pose safety hazards (e.g. drain valves with valve stems in horizontal position), retro©ts with space
limitations,and valves not commericallyavailable

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator shall revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District."

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s) and copies of requisitiondata sheet for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

For the purpose of this condition, leakless valve shall be de©ned as a valve equipped with sealed bellow or
equivalent as approved in writing by the District prior to installation.

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-
BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; 40CFR 60
SubpartGGG, 6-7-1985]

[Systems subject to this condition : Process16, System 1 , 2 , 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S4.2 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21.

All new components in VOC service except for pumps, compressors,and drains, a leak greater than 200 ppm
but less than 1,000 ppm measured as methane above background as measured using EPAMethod 21, shall be
repairedwithin 14 days of detection.Components shall be de©ned as any valve, ©tting, pressure relief device,
diaphragm,hatch, sight-glass,and meter,which are not exempted by Rule 1173.

All pumps, compressors, and drains, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background as measuredusing EPAMethod 21, shall be repairedwithin 14 days of detection.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approvedby the District in writing in the followingapplications:

heavy liquid service, control valves, instrument piping/tubing, applications requiring torsional valve stem
motion, applicationswhere failures could pose safety hazards (e.g. drain valves with valve stems in horizontal
position), retro©ts with space limitations, and valves not commerically available at the time of Permit to
Construct issuance.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 200 ppm for two consecutive months, then the
operator shall revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District."

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a process instrumentationdiagram(s) with a listing of all non-leakless type valves categorized by tag
no., size, type, service, operating conditions (temperature and pressure), body material, application, and
reasonswhy leakless valves were not used.

For the purpose of this condition, leakless valve shall be de©ned as a valve equipped with sealed bellow or
equivalent as approved in writing by the District prior to installation.

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-
BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; 40CFR 60
SubpartGGG, 6-7-1985]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process1, System 7; Process2, System 1]

S11.1 The operator shall comply with all applicable mitigation measures stipulated in the "Statement of Findings,
Statement of OverridingConsiderations, andMitigationMonitoringPlan" documentwhich is part of the AQMD
Certi©ed Final Environmental Impact Report dated 04/09/2004 for this facility.

This condition shall only apply to equipment listed in SectionH of this facility permit.

[CA PRC CEQA, 11-23-1970]

[Systems subject to this condition : Process1, System 7; Process16, System 1 , 2 , 3]

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 463

[RULE 1149, 7-14-1995;RULE 463, 5-6-2005]

[Systems subject to this condition : Process10, System 2 , 3 , 4]

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 2 , 4 , 5 , 6 , 7; Process 2, System 1 , 3 , 4; Process
3, System 1; Process 6, System 1 , 2 , 4 , 5 , 6 , 7; Process13, System 6; Process15, System 1 , 2 , 4; Process
16, System 1 , 2 , 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1166

[RULE 1166, 7-14-1995; RULE 1166, 5-11-2001]

[Systems subject to this condition : Process13, System 3]

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

[RULE 463, 5-6-2005]

[Systems subject to this condition : Process10, System 1]

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1178

[RULE 1178, 4-7-2006]

[Systems subject to this condition : Process10, System 2 , 4]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 462

[RULE 462, 5-14-1999]

[Systems subject to this condition : Process8, System 6 , 7 , 8 , 9 , 11 , 13 , 18 , 22 , 23 , 24 , 25 , 27]

S13.7 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

VOC District Rule 1176

[RULE 1176, 9-13-1996;40CFR 60 SubpartQQQ, 5-5-1989]

[Systems subject to this condition : Process9, System 4]

S13.8 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART XX

[40CFR 60 SubpartXX, 12-19-2003]

[Systems subject to this condition : Process8, System 18 , 27]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.9 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM 40CFR60,SUBPART UU

[40CFR 60 SubpartUU, 8-5-1983]

[Systems subject to this condition : Process4, System 1 , 2 , 3 , 4]

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the tail gas treating unit.

This process/systemshall not be operated unless the tail gas treating unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

Until January 1, 2009, or until the ªare vapor recovery system is operational (whichever is earlier), all
emergency vent gases shall be directed to a blowdownªare system. This process/systemshall not be operated
unless the blowdownªare system is in full use and has valid permit to receive vent gases from this system.

After January 1, 2009, or until the ªare vapor recovery system is operational (whichever is earlier), all
emergency vent gases shall be directed to a blowdownªare system and/or ªare vapor recovery system. This
process/systemshall not be operated unless the blowdownªare system and/orªare vapor recovery system are
in full use and have valid permits to receive vent gases from this system.

After January 1, 2009, or until the ªare vapor recovery system is operational (whichever is earlier), all
normal vent gases shall be directed to a ªare vapor recovery system (Process 15, System 1). This
process/systemshall not be operated unless the ªare vapor recovery system is in full use and has valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1 , 2 , 4 , 5 , 6 , 7; Process 2, System 1 , 3 , 4; Process
3, System 1; Process 6, System 1 , 2 , 4 , 5 , 6 , 7; Process 7, System 2; Process 10, System 3; Process 13,
System 6; Process16, System 1 , 2 , 3]

S15.3 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases shall be directed to a vapor recovery system (Process8, System 19) in tandem with Boiler 7, 8
& 9 (Process12, System 1).

This process/systemshall not be operated unless the vapor recovery system and boiler(s) are in full use and
have a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 462, 5-14-1999]

[Systems subject to this condition : Process8, System 18 , 27]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a fuel gas mix drum system.

This process/systemshall not be operated unless the fuel gas mix drum system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process1, System 7; Process3, System 1; Process6, System 1; Process 16,
System 1 , 2 , 3]

S15.5 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gas shall be directed to the sulfur recovery unit (Process 7, System 1) with the standby caustic
absorber (Process6, System 6).

This process/systemshall not be operated unless the sulfur recovery unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 2 , 7]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gas shall be directed to the amine/fuel gas treating unit (Process 6, System 1) with the standby
caustic absorber (Process6, System 6).

This process/systemshall not be operated unless the amine/fuel gas treating unit is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process1, System 1 , 2 , 4 , 5 , 6; Process2, System 1 , 3 , 4]



SectionD Page:114
Facility I.D.: 800183
Revision #: 27
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to tail gas incinerator.

This process/systemshall not be operated unless tail gas incinerator is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 6; Process7, System 2]

S15.10 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to the tail gas incinerator.

This process/systemshall not be operatedunless the tail gas incinerator is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1]

S15.11 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases shall be directed to tail gas incinerator.

This process/systemshall not be operated unless tail gas incinerator is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process13, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.12 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to the blowdownªare system.

This process/systemshall not be operated unless the blowdown ªare system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process15, System 1]

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur RecoveryUnit (Process:7, System: 1)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 2]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.2 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

CrudeUnit (Process:1, System: 1, 2, 4, 5, 6 & 7)

HydrotreatingUnit (Process:2, System: 1, 3, & 4)

CatalyticReformingUnit (Process:3, System: 1)

Treating/Stripping(Process:6, System: 1, 2, 4, 5, 6 & 7)

Sulfur RecoveryUnit (Process:7, System: 2)

StorageTanks (Process:10, System: 3)

Miscellaneous(Process:13, System: 6)

Naphtha Splitter (Process:1, System: 7)

Isomerization(PenexPlus) Process (Process:16, System: 1, 2 & 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process15, System 1]

S18.3 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

GasolineTankTruckLoadingRacks (Process:8, System: 18 & 27)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 462, 5-14-1999]

[Systems subject to this condition : Process8, System 19]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.4 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

CatalyticReformingUnit (Process:3, System: 1)

Amine/FuelGas TreatingUnit (Process:6, System: 1)

Naphtha Splitter (Process:1, System: 7)

Isomerization(PenexPlus) Process (Process:16, System: 1, 2 & 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process13, System 6]

S18.5 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Treating/Stripping(Process:6, System: 2 & 7)

Air StripperTower (Device 504) in (Process:9, System: 2)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.6 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

CrudeUnit (Process:1, System: 1, 2 & 4)

HydrotreatingUnit (Process:2, System: 1, 3 & 4)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 1]

S18.7 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur RecoveryUnit (Process:7, System: 1 & 2)

Soil Vapor Extraction (Process:13, System: 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 3]

S18.8 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Caustic Storage& ScrubbingUnit (Standbyfor Amine/FuelGas Treating& SRU) (Process:6, System: 6)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 3]
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The operator shall comply with the terms and conditions set forth below:

S18.9 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Flare Gas Vapor Recovery System (Process:15, System: 1)

[RULE 1118, 2-13-1998;RULE 1118, 11-4-2005]

[Systems subject to this condition : Process15, System 2]

S31.1 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)293151:

All valves and new major components shall be physically identi©ed in the ©eld with special marking that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the records.

The leak rate from non-bellows seal valves and other non-valve fugitive components shall not exceed 500
ppmv. A leak rate greater than 500 ppmv, but less than or equal to 1,000 ppmv, shall be repaired within 14
calendar days after detection of the leak.

All non-bellows seal valves shall be inspected monthly using EPA Method 21. The operator may begin
quarterly inspections, upon District approval, after two consecutive monthly inspections in which only two
percent or less of non-bellows seal valves are found to be leaking above 500 ppmv.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process1, System 1]
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The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)468871:

The operator shall provide the following informationto the District no later than 60 days after initial startup:

(a) Process and instrumentation diagrams (or some other equivalent District-approved diagrams) that
identify all valves. Along with the diagrams, the operator shall provide a listing of all valves categorized by
location, type, size, accessibilityand service; and,

(b) A recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by size and service. The operator shall submit a listing of all non-
bellows seal valves categorized by tag number, type, size, body material, service, operating temperature,
operatingpressure and reason(s)why bellows seal valves were not used.

All valves and new major components shall be physically identi©ed in the ©eld with special marking that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the records.

All non-bellows seal valves shall be inspected monthly using EPA Method 21. The operator may begin
quarterly inspections, upon District approval, after two consecutive monthly inspections in which only two
percent or less of non-bellows seal valves are found to be leaking above 500 ppmv.

The leak rate from non-bellows seal valves and other non-valve fugitive components shall not exceed 500
ppmv. A leak rate greater than 500 ppmv, but less than or equal to 1,000 ppmv, shall be repaired within 14
calendar days after detection of the leak.

All new valves in VOC service except those speci©cally exempted by R1173 shall be leakless valves or
approved by the District in writing for the following applications: heavy liquid service, control valve,
instrumentpiping/tubing, applicationsrequiring torsional valve stem motion, applicationswhere valve failure
could pose safety hazard (e.g., drain valves with valve stem in horizontal position), retro©ts with space
limitations,and valves not commerciallyavailable.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process5, System 1]
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The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by application number(s) 477619 (Naphtha Hydrodesulfurization Unit, HDS #1), 477621
(NaphthaSplitter), 458560 (FlareVapor Recovery System):

All open-ended lines shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to a closed vent system.

All new light liquid pumps shall utilize double seals.

All compressorsshall be equippedwith a seal systemwith a higher pressurebarrierªuid.

Prior to start of constructionof the Naphtha Splitter, under A/N 477621, the operator shall replaceValveNo.
1017with a bellows-sealvalve.

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applications where valve failure could pose safety hazard, retro©ts/special
applicationswith space limitations,and valves not commerciallyavailable.

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA Reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPA ReferenceMethod 21.

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 200 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District.

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate of less than 200 ppmv.

All components in VOC service except for pumps, compressors,and drains, a leak greater than 200 ppm but
less than 1,000 ppm measured as methane above background as measured using EPA Method 21, shall be
repairedwithin 14 days of detection.Components shall be de©ned as any valve, ©tting, pressure relief device,
diaphragm, hatch, sight-glass, and meter, which are not exempted by Rule 1173. A leak greater than 1,000
ppm shall be repaired according to Rule 1173.

All pumps, compressors, and drains, a leak greater than 500 ppm but less than 1,000 ppm measured as
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methane above background as measured using EPA Method 21, shall be repairedwithin 14 days of detection.
A leak greater than 1,000 ppm shall be repaired according to Rule 1173.

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approved by the District. Records shall be kept and maintained for at leas ©ve
years, and shall be made available to ExecutiveO¬cer of his authorized representativeupon request.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process1, System 7; Process2, System 1; Process15, System 1]

DEVICE CONDITIONS

A. Emission Limits

A63.5 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than or equal to 0 Percent opacity

[40CFR 60 SubpartUU, 8-5-1983]

[Devices subject to this condition : D80, D85, D87, D89, D267, D268, D269, D270, D271, D278, D280,
D286,D328,D523,D525]

B.Material/FuelTypeLimits
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The operator shall comply with the terms and conditions set forth below:

B22.1 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.5 psia or greater
under actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D315,D316,D318,D319,D320,D321,D322,D324,D325,D326,D328]

B22.2 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D176,D178]

B22.3 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.7 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D177]

B22.4 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 8 psia or greater under
actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D337]

B61.1 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound weight percent

Sulfur Compounds less than 0.05

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : D551,D651,D652,D676]
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The operator shall comply with the terms and conditions set forth below:

B61.2 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

The H2S concentrationlimit shall be based on a rolling 3-hour averagingperiod

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D26,D27,D28,D44,D46,D47,D73,D74,D75,D76]

C. Throughput or OperatingParameter Limits

C1.1 The operator shall limit the loading rate to no more than 126000 gallons per day.

This condition shall not applywhenever the loadingmaterial have a vapor pressurebelow 0.3 psia.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D219]

C1.2 The operator shall limit the loading rate to no more than 420000 gallons per day.

This condition shall not applywhenever the loadingmaterial have a vapor pressurebelow 0.01 psia.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D230]
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The operator shall comply with the terms and conditions set forth below:

C1.4 The operator shall limit the throughput to no more than 6720 barrel(s) in any one day.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D187]

C1.7 The operator shall limit the throughput to no more than 365000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D277]
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The operator shall comply with the terms and conditions set forth below:

C1.11 The operator shall limit the throughput to no more than 300000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the following equation: (monthly total weight
throughput, lbs/month) / (density of product stored, lbs/gal x 42 gal/bbl), where the monthly total weight
throughput of the tank shall be determinedby the continuous monitoringsystem describedbelow.

The operator shall install and maintain a load cell system and a data acquisition system to continuously record
the changes in weight of the tank. For the purpose of this condition, continuous recording is de©ned as once
every 15 minutes.

The operator shall calculate the total weight throughput of the tank at the end of each month. The total weight
throughput shall be calculated by totaling up the increases in weight of the tank recorded by the data
acquisition system for the calendarmonth.

The accuracy of the load cell system shall be veri©ed annually by a third-party tester in accordance to the
manufacturer's speci©cations. If a calibration check point has an error of 1 percent or greater, the load cell
system shall be adjusted, re-calibrated and repaired if necessary and put back into service within 10
days.While the load cell system is being repaired, throughput shall be determined by the changes in weight
data averaged for the previous30 days, prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenanceof the load cell system, the load cell system shall be repaired
(if necessary) and put back into service within 10 days of the time that the load cell system failed or was
removed from service for maintenance. While the load cell system is being repaired or maintained, the
throughput shall be determinedby the changes in weight data averaged for the previous30 days, prior to time
that the load cell systemwent out of service.

The operator shall keep the following records for the load cell system on the tank: density of product used to
convert throughput from weight to volume, calibration procedures speci©ed by the manufacturer,and annual
calibration records that includes but not limited to identi©cation of the error point, percent error and a
description of adjustment/repair made. The calibration records shall be signed and dated by the person and
companyperformed the calibration.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D527,D528]
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The operator shall comply with the terms and conditions set forth below:

C1.12 The operator shall limit the operating time to no more than 199 hour(s) in any one year.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996;RULE 2012, 5-6-2005]

[Devices subject to this condition : D371,D551]

C1.14 The operator shall limit the throughput to no more than 16667 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D337]
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The operator shall comply with the terms and conditions set forth below:

C1.15 The operator shall limit the throughput to no more than 2,000,000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D303]

C1.16 The operator shall limit the throughput to no more than 547500 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D342]
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The operator shall comply with the terms and conditions set forth below:

C1.17 The operator shall limit the throughput to no more than 875000 barrel(s) in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D343]

C1.18 The operator shall limit the throughput to no more than 1.095e+07 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D352]

C1.20 The operator shall limit the throughput to no more than 890600 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D335]

C1.24 The operator shall limit the operating time to no more than 199 hour(s) in any one year.

In addition to maintenance and testing of this engine, this engine shall only operate during emergencies
resulting in an interruption of service of the primary power supply or during Stage II or Stage III electrical
emergencydeclared by the California Independent SystemOperator.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996]

[Devices subject to this condition : D651,D652,D676]

C1.27 The operator shall limit the ©ring rate to no more than 53.5MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D29]
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The operator shall comply with the terms and conditions set forth below:

C1.28 The operator shall limit the ©ring rate to no more than 50.5MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D30]

C1.29 The operator shall limit the throughput to no more than 730000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D287,D288,D289,D290,D291]
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The operator shall comply with the terms and conditions set forth below:

C1.30 The operator shall limit the throughput to no more than 600000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D523,D525]
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The operator shall comply with the terms and conditions set forth below:

C1.31 The operator shall limit the throughput to no more than 340000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D273,D274]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.32 The operator shall limit the throughput to no more than 1,500,000 barrel(s) in any one year.

For the purpose of this condition, material processed shall be de©ned as any asphalt products except cutback
asphalts.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D293]

C1.35 The operator shall limit the ©ring rate to no more than 48 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D73,D74]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.36 The operator shall limit the ©ring rate to no more than 27.7MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D76]

C1.38 The operator shall limit the throughput to no more than 28500 gallon(s)permonth.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D331]

C6.1 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 50 percent of the Lower ExplosiveLimit.

The operator shall use a lower explosivemeter to monitor the hydrocarbon concentration.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D263,D264,D321,D322,D336,D338,D339,D340,D344,D346,D347,
D348,D351,D352,D353]

C6.2 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use a lower explosivemeter to monitor the hydrocarbon concentration.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D335,D337,D341,D342,D343,D345]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C6.7 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
does not exceed 350Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperatureof the asphalt stored in or pumped into the tank.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D92,D285]

C6.9 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
does not exceed 120Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperatureof the asphalt vapors at a location upstreamof the ©berglass©lter.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D307,D309]

C6.11 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
does not exceed 500Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperatureof the asphalt stored in or pumped into the tank.

This condition shall not apply when the tank stores MAC 10 or asphalt products containing MAC 10. The
maximum temperature limit shall be reduced from 500 to 450 Deg F when the tank storesMAC 10 or asphalt
products containingMAC 10.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D273,D274,D277,D287,D288,D289,D290,D291,D293,D303,D523,
D525,D527,D528]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C6.12 The operator shall use this equipment in such a manner that the percent spent caustic being monitored, as
indicated below, does not exceed 70 percent.

The operator shall monitor the spent caustic concentrationof the recirculatingNaOH scrubbing solution once
a day.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

This condition shall only applywhen the exhaust gas from the caustic scrubber (Device C167) is being vented
to the ªare (DeviceC396).

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D26, C167]

C8.3 The operator shall use this equipment in such a manner that the ªow rate being monitored, as indicated below, is
not less than 80 gpm.

The operator shallmonitor the ªowrate of the recirculatingNaOH scrubbingsolution once a day.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

This condition shall only applywhen the exhaust gas from the caustic scrubber (Device C167) is being vented
to the ªare (DeviceC396).

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 407, 4-2-1982]

[Devices subject to this condition : C167]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C8.4 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1400Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the ©rebox or in the ductwork immediatelydownstream from the ©rebox.

The measuring device or gauge shall be accurate to within plus or minus 50 degree F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 468, 10-8-1976]

[Devices subject to this condition : C175]

C177.1 The operator shall set and maintain the fuel injection timing of the engine at 4 degrees retarded relative to
standard timing.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D371]

D.Monitoring/TestingRequirements

D12.1 The operator shall install and maintain a(n) non-resettable elapsed time meter to accurately indicate the elapsed
operating time of the engine.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D371,D551,D651,D652,D676]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.2 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the ©lter.

The operator shall record the parameter beingmonitoredonce every 7 days.

The monitoring and recording frequency shall increase to at least once every 8 hours whenever the static
di«erential pressure reaches 20 inches water column or greater. The operator shall clean or replace the ©lter
when 3 consecutivereadingsof 20 inches water column or greater are recorded.

The operator shallmaintain the di«erential pressuregauges in good working condition.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D275,D276, C308, C310,D328]

D12.3 The operator shall install and maintain a(n) thermocouple or any other equivalentdevice to accurately indicate the
presenceof a ªame at the pilot light.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1118, 11-4-2005; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; 40CFR 60 Subpart A, 4-9-
1993]

[Devices subject to this condition : C396]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.4 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the mist eliminator.

The operator shall record the parameter beingmonitoredonce every 7 days.

The monitoring and recording frequency shall increase to at least once every 8 hours whenever the static
di«erential pressure reaches 20 inches water column or greater. The operator shall clean or replace the ©lter
when 3 consecutivereadingsof 20 inches water column or greater are recorded.

The operator shallmaintain the di«erential pressuregauges in good working condition.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C596, C597, C598, C599]

D12.8 The operator shall install and maintain a(n) temperaturegauge to accurately indicate the temperatureof the asphalt
stored in or pumped into this tank.

The operator shall record the parameter beingmeasured at least once per 12 hour shift

[RULE 1301, 12-7-1995;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D267,D268,D269,D271,D275,D276,D278,D279,D280,D281,D282,
D283, D284, D286, D292, D294, D295, D296, D297, D298, D299, D300, D301, D302,D304,D305,D306,
D323]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.9 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the mist eliminator.The operator shall determine and record the parameter being monitored once
per week.

The operator shall clean or replace the ©lters of the mist eliminator whenever the static di«erential pressure
beingmonitored is 9 inches water column or greater

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C761, C763]

D12.10 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the mist eliminator.The operator shall determine and record the parameter being monitored once
per week.

The operator shall clean or replace the ©lters of the mist eliminator whenever the static di«erential pressure
beingmonitored is 3 inches water column or greater

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C769, C771, C773]

D28.7 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determineNH3 emissions at the outlet.

The test shall be conductedat least once every three years.

The test shall be conducted when the equipment being vented by the SCR are operating under normal
conditions.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C77]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.3 The operator shall continuously monitor the Total sulfur in the fuel gas before being burned in this device
according to the following speci©cations:

The operator shall use Gas Chromatograph meeting the requirements of 40CFR60 Subpart J to monitor the
parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operatormay monitor the total sulfur concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof total sulfur in the fuel gas being burned
in this device.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27,D44,D46]

D90.4 The operator shall sample and analyze the SOx concentration of outlet of the tank truck according to the
following speci©cations:

The operator shall sample at the outlet of the tank truck, once the loading rack is in operation (not in the idled
mode), and anlyze to determine compliancewith sulfur compounds concentrationlimit of Rule 407.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D250]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.5 The operator shall periodicallymonitor the concentrationof VOC at the outlet of each carbon adsorber according
to the following speci©cations:

The operator shall use a ªame ionization detector (FID) or a District approvedorganic vapor analyzer (OVA)
calibrated in ppmv of hexane to monitor the parameter.

The operator shallmonitor the VOC concentrations at least once a week. If a tank ©lling is scheduledduring a
week, the VOC measurements shall be taken during tank ©lling. If no tank ©lling is being conductedduring a
week, the VOC measurementsmay be taken at anytime.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1301, 12-7-1995; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C762, C764, C765, C766, C767, C768, C770, C772, C774]

D90.6 The operator shall periodicallymonitor the concentrationof VOC at the outlet of the carbon adsorber according
to the following speci©cations:

The operator shall monitor using either: (a) EPA ReferenceMethod 21 with a District approved hydrocarbon
detection instrument calibrated in ppmv methane, or (b) District Grab Sample Method as described in
AttachmentA of District Rule 1176.

The operator shall monitor each time the sump (device D796) receives wastes and not less than once every
month. If the sump does not receive waste during a month, the VOC monitormay be conductedat anytime.

[RULE 1176, 9-13-1996;40CFR 60 SubpartQQQ, 5-5-1989]

[Devices subject to this condition : C797]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.7 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall use an NSPS Subpart J approved instrument meeting the requirements of 40CFR 60
Subpart J to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operator may monitor the H2S concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof H2S in the fuel gas being burned in this
device..

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D26,D28,D47,D73,D74,D75,D76]
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The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a bi-weekly basis whenever fuel oil is burned.The routine bi-weekly inspection shall be conducted while
the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C396]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a semi-annual basis, at least, unless the equipment did not operate during the entire semi-annual period.
The routine semi-annual inspection shall be conducted while the equipment is in operation and during daylight
hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D80, D85, D87, D89, D179, D181, D183, D185, D187, D189, D192,
D196, D200, D206, D273, D274, D275, D276, D277, D285, D287, D288, D289, D290,D291,D293,D294,
D295,D296,D297,D298,D301,D302,D303,D304,D307,D309,D311,D312,D323,D328,D527,D528]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D323.3 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a monthly basis whenever fuel oil is burned.The routine monthly inspection shall be conductedwhile the
equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D92, D176, D177, D178, D267, D268, D269, D270, D271, D272, D278,
D279,D280,D281,D282,D283,D284,D286,D292,D299,D300,D305,D306,D327,D523,D525]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO concentration limit(s). The operator shall
complywith all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1146, 11-17-2000; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D26,D27,D28,D31,D44,D45,D46,D47,D48,D75,D76,D123,D124,
D125,D126,D127,D374,D530]

D328.2 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO concentration limit(s). The operator shall
complywith all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D29,D30,D73,D74,D373,D375,D376]

D332.1 The operator shall determine compliance with the CO emission limit(s) by conducting a test at least every ©ve
years using a portable analyzer and AQMD-approvedtest method or, if not available, a non-AQMDapproved test
method. The test shall be conducted when the equipment is operating under normal conditions to demonstrate
compliancewith the CO concentrationlimit(s). The operator shall complywith all general testing, reporting,and
recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1146, 11-17-2000; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D128,D129]

E. EquipmentOperation/ConstructionRequirements
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E17.1 The operator shall not use more than 1 of the following items simultaneously:

Device ID: D65 [COMPRESSOR, C-120, CLARK, RECIPROCATING ,IC DRIVEN (COMMON TO
KEROSENEHDS UNIT)]

Device ID: D64 [COMPRESSOR, C-124, WORTHINGTON,RECIPROCATING,1-STAGE,700 HP
(COMMONTO KEROSENEHDS)]

This condition shall not applywhen changeover takes place from one compressorto another, for 1 hour.

[Devices subject to this condition : D64,D65]

E17.2 The operator shall not use more than 4 of the following items simultaneously:

Device ID:D206 [Only 4 out of 8 loading arms shall be operated at a time]

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D206]

E57.1 The operator shall vent this equipment to dust control equipment whenever SCR catalyst loading/unloading or
handling/transportoperationsproduces catalyst ©nes.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C77]

E71.3 The operator shall not operate this equipment formore than 50 percent of its maximium rated horse power.

[RULE 1304(c)-O«set Exemption, 6-14-1996]

[Devices subject to this condition : D551]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E71.6 The operator shall only vent the tank to this equipment during periods when the incinerator is out of service. The
operator shall not conduct any ©lling operation in the tank while it is being vented to this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C762, C764, C765, C766, C767, C768]

E71.7 The operator shall only use this equipment to receive wastes drained from: (1) the low points in the piping of the
Penex Plus process (Process 16, System 1, 2 and 3), and Naphtha Splitter (Process 1, System 7), and the pumps
serving these process units. (2) the water boot on the Naphtha Splitter overhead accumulator (deviceD721).

[RULE 1401, 3-4-2005]

[Devices subject to this condition : D796]

E73.1 Notwithstanding the requirementsof Section E conditions, the operator is not required to use ammonia injection if
any of the followingrequirement(s)are met:

the temperatureat the inlet to the SCR catalyst bed is below 550 deg F

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C77]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1401, 3-4-2005]

[Devices subject to this condition : C770, C772, C797]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E153.1 The operator shall change over the spent carbon with fresh activated carbon, within 24 hours, in the adsorber
whenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 48 ppmv at the outlet of carbon adsorber.

Hydrocarbon monitoring reading shall be conducted in accordance to Condition D90.5 and is measured as
hexane.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C770]

E153.2 The operator shall change over the spent carbon with fresh activated carbon, within 24 hours, in the adsorber
whenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 540 ppmv at the outlet of the carbon adsorber.

Hydrocarbon monitoring reading shall be conducted in accordance to Condition D90.5 and is measured as
hexane.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C772]

E153.3 The operator shall change over the spent carbon with fresh activated carbon, within 24 hours, in the adsorber
whenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the carbon adsorber.

Hydrocarbon monitoringreading shall be conducted in accordance to ConditiionD90.6.

[RULE 1176, 9-13-1996; RULE 1303(a)-BACT,5-10-1996; 40CFR 60 SubpartQQQ, 5-5-1989]

[Devices subject to this condition : C797]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E161.1 The operator shall not operate this tank unless the vent gases are sparged at least 10 inches below the liquid
surface of a trap containinga minimum of 35 gallons of caustic solutionmaintained at pH 8 or higher.

To comply with this condition, the operator shall monitor the pH of the scrubbing solution after each ©lling
operation, and shall keep records, in a manner approved by the District, of the pH of the caustic solution as
monitoredaccording to this condition.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : D331,D332]

E193.3 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall comply with all applicable requirements speci©ed by Section 60.18 of Subpart A of the
40CFR 60.

[40CFR 60 SubpartA, 4-9-1993]

[Devices subject to this condition : C396]

E224.1 The operator shall replace the ©lter when the pressuredrop across the ©berbed approaches12" W.C.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C596, C597, C598, C599]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.1 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be directed to the air stripper column (Device D504) or to the tail gas incinerator (Device
C175).

This equipment shall not be operated unless the air stripper column (Device D504) or the tail gas incinerator
(DeviceC175) are in full use and have a valid permit to receive vent gases from this equipment.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D261,D262]

E336.2 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be directed to the tail gas incinerator (C175).

This equipment shall not be operatedunless the tail gas incinerator (C175) is in full use and has a valid permit
to receive vent gases from this equipment.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D504]

E336.3 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be directed to the incinerator (Device C531 of Process 15, System 3) in tandem with SOx
scrubbing system (Process15, System 4), which consists of a scrubber (Device C566) followedby a scrubber
exhaust gas re-heater (Device D569).

This equipment shall not be operated unless the incinerator and the SOx scrubbing system are in full use and
have a valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002;RULE 470, 5-7-1976]

[Devices subject to this condition : C81, C86, C88, C90]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.4 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be directed to the incinerator (Device C531 of Process 15, System 3) in tandem with SOx
scrubbing system (Process15, System 4), which consists of a scrubber (Device C566) followedby a scrubber
exhaust gas re-heater (Device D569).

All vent gases shall be vented to backup carbon absorbers (Devices C762, C764, C765, C766, C767 and
C768 of Process 10, System 1) whenever incinerator (Device C531 of Process 15, System 3) is shutdowndue
to outages.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002;RULE 470, 5-7-1976]

[Devices subject to this condition : D277,D287,D288,D289,D290,D291]

E448.1 The operator shall complywith the followingrequirements:

Asphalt stored in or pumped into this tank shall not exceed 350 degrees Fahrenheit or shall be handled in a
manner approvedby the ExecutiveO¬cer that does not violateRule 401.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D267,D268,D269,D271,D275,D276,D278,D279,D280,D281,D282,
D283, D284, D286, D292, D294, D295, D296, D297, D298, D299, D300, D301, D302,D304,D305,D306,
D323]

H. ApplicableRules
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.2 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002]

[Devices subject to this condition : D607,D608,D609,D616,D617,D618,D619,D620,D621,D649,D650,
D655, D656, D657, D694, D695, D700, D701, D702, D703, D704, D705, D706, D707,D708,D709,D710,
D711,D712,D718,D821,D822,D823,D824,D825,D826]

H23.3 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 463

VOC District Rule 1178

[RULE 1149, 7-14-1995;RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Devices subject to this condition : D264]

H23.4 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D26,D27,D28,D44,D46,D47,D73,D74,D75,D76]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.5 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

[RULE 463, 5-6-2005]

[Devices subject to this condition : D378]

H23.6 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1415

Refrigerants 40CFR82,SUBPART F

[RULE 1415, 10-14-1994; 40CFR 82 Subpart F, 5-14-1993]

[Devices subject to this condition : E637, E638]

H23.7 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Chromium,Hexavalent District Rule 1404

[RULE 1404, 4-6-1990]

[Devices subject to this condition : E639]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.8 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Halon District Rule 1418

[RULE 1418, 9-10-1999]

[Devices subject to this condition : E644]

H23.9 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Kb

[40CFR 60 Subpart Kb, 10-15-2003]

[Devices subject to this condition : D335,D337,D342,D352,D523,D525]

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM 40CFR60,SUBPART UU

PM District Rule 470

VOC District Rule 470

[RULE 470, 5-7-1976; 40CFR 60 SubpartUU, 8-5-1983]

[Devices subject to this condition : D80,D85,D87,D89]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.11 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 465

Sulfur compounds District Rule 465

[RULE 465, 8-13-1999]

[Devices subject to this condition : D696,D697]

H23.13 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

VOC District Rule 1176

[RULE 1176, 9-13-1996; 40CFR 60 SubpartQQQ, 5-5-1989]

[Devices subject to this condition : D648]

H23.14 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM 40CFR60,SUBPART UU

[40CFR 60 SubpartUU, 8-5-1983]

[Devices subject to this condition : D267,D268,D269,D270,D271,D278,D280,D286,D328,D523,D525]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.15 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1411

Refrigerants 40CFR82,SUBPART B

[RULE 1411, 3-1-1991; 40CFR 82 Subpart B, 7-14-1992]

[Devices subject to this condition : E640]

H23.16 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1122

[RULE 1122, 10-1-2004]

[Devices subject to this condition : E698]

H23.17 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 109

[RULE 109, 5-2-2003]

[Devices subject to this condition : E642, E699]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.19 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

CO District Rule 1110.2

VOC District Rule 1110.2

[RULE 1110.2, 2-1-2008]

[Devices subject to this condition : D370]

H23.21 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D254,D255,D256,D257,D258,D261,D262,D266,D504,D717]

H23.22 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C396]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.23 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-7-1985]

[Devices subject to this condition : D247,D248,D610,D616,D700,D820,D830]

I. Administrative

I1.1 The operator shall comply with all the requirements of the Variance, Case No. 2914-87, dated April 24, 2007,
and the modi©cation and extension to this variance, dated July 17, 2008, in accordance with the Findings and
Decisions of the Hearing Board or as subsequently modi©ed by the Hearing Board. The operator shall submit
progress reports at least semi-annually, or more frequently if speci©ed in the Findings and Decisions. The
progress reports shall contain dates for achieving activities,milestones or compliance required in the schedule of
compliance and dates when such activities, milestones or compliance were achieved; and an explanation of why
any dates in the schedule of compliancewere not, or will not be met, and any preventativeor correctivemeasures
adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C396]

I1.2 The operator shall comply with all the requirements of the Stipulated Order for Abatement, Case No. 2914-72,
dated October 14, 2004, in accordancewith the Findings and Decisions of the Hearing Board or as subsequently
modi©ed by the Hearing Board. The operator shall submit progress reports at least semi-annually, or more
frequently if speci©ed in the Findings and Decisions. The progress reports shall contain dates for achieving
activities, milestones or compliance required in the schedule of compliance and dates when such activities,
milestones or compliancewere achieved; and an explanationof why any dates in the schedule of compliancewere
not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : D29,D44,D45,D46, C175]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

I1.3 The operator shall comply with all the requirements of the Stipulated Order for Abatement, Case No. 2914-90,
dated August 26, 2008, in accordancewith the Findings and Decisions of the Hearing Board or as subsequently
modi©ed by the Hearing Board. The operator shall submit progress reports at least semi-annually, or more
frequently if speci©ed in the Findings and Decisions. The progress reports shall contain dates for achieving
activities, milestones or compliance required in the schedule of compliance and dates when such activities,
milestones or compliancewere achieved; and an explanationof why any dates in the schedule of compliancewere
not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C175]

I1.5 The operator shall complywith all the requirementsof the Variance,Case No. 2914-93, datedNovember 6, 2008,
in accordancewith the Findings and Decisions of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Findings and Decisions. The progress reports shall contain dates for achieving activities, milestones or
compliance required in the schedule of compliance and dates when such activities,milestones or compliance were
achieved; and an explanation of why any dates in the schedule of compliance were not, or will not be met, and
any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : D73,D74,D75,D76]

K. RecordKeeping/Reporting

K67.2 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput and vapor pressureof stored liquid.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1178, 4-7-2006;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 463, 5-6-2005]

[Devices subject to this condition : D263,D264,D267,D268,D269,D270,D271,D272,D275,D276,D278,
D279, D280, D281, D282, D283, D284, D286, D292, D294, D295, D296, D297, D298,D299,D300,D301,
D302,D304,D305,D306, D307, D309, D311, D312, D315, D316, D318, D319, D320, D321, D322, D323,
D324, D325, D326, D327, D328, D329, D330, D334, D336, D338, D339, D340, D341,D342,D343,D344,
D345,D346,D347,D348,D351,D353,D354,D355,D356,D357,D378]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

K67.4 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

For architectural applications where no thinners, reducers, or other VOC containing materials are added,
maintain semi-annual records for all coating consisting of (a) coating type, (b) VOC content as supplied in
grams per liter (g/l) of materials for low-solids coatings, (c) VOC content as supplied in g/l of coating, less
water and exempt solvent, for other coatings.

For architectural applications where thinners, reducers, or other VOC containing materials are added,
maintain daily records for each coating consisting of (a) coating type, (b) VOC content as applied in grams
per liter (g/l) of materials used for low-solids coatings, (c) VOC content as applied in g/l of coating, less
water and exempt solvent, for other coatings.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1113, 11-8-1996; RULE 1113, 7-13-2007;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : E643]

K67.5 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

The date of operation, the elapse time in hours, and the reasons for operation

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D371,D551,D651,D652,D676]

K67.10 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

[RULE 1401, 3-7-2008]

[Devices subject to this condition : D777,D778,D779,D780,D781,D782]
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The operator shall comply with the terms and conditions set forth below:

K171.1 The operator shall provide to the District the following items:

An updated schematic drawing of the waste system within the re©nery showing the location the sump and its
air pollution control equipment.

A revision to the complete DSC list submitted for District Rule 1176 CompliancePlan showing all new drain
system components serving the sump.

The revised schematic drawing and DSC list shall be submitted to the Districtwithin 30 calendar day after the
receipt of Permit to Operate of the sump.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D796]
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FACILITY PERMIT TO OPERATE
PARAMOUNT PETR CORP (EIS USE)

SECTION E: ADMINISTRATIVE CONDITIONS
The operating conditions in this section shall apply to all permitted equipment
at this facility unless superseded by condition(s) listed elsewhere in this permit.

1. The permit shall remain effective unless this permit is suspended, revoked,
modified, reissued, denied, or it is expired for nonpayment of permit
processing or annual operating fees. [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and
the permit shall expire if annual operating fees are not paid pursuant to
requirements of Rule 301(d). [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the
Permit to Construct issuance date, unless a Permit to Construct extension
has been granted by the ExecutiveOfficer or unless the equipment has been
constructed and the operator has notified the ExecutiveOfficer prior to
the operation of the equipment, in which case the Permit to Construct
serves as a temporary Permit to Operate. [202, 205]

c. The TitleV permit shall expire as specified under Section K of the Title
V permit. The permit expiration date of the TitleV facility permit does
not supercede the requirements of Rule 205. [205, 3004]

2. The operator shall maintain all equipment in such a manner that ensures
proper operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess
of those allowed by Division 26 of the Health and Safety Code of the State
of California or the Rules and Regulations of the AQMD. This permit cannot
be considered as permission to violate existing laws, ordinances,
regulations, or statutes of other governmental agencies. [204]

4. The operator shall not use equipment identified in this facility permit as
being connected to air pollution control equipment unless they are so vented
to the identified air pollution control equipment which is in full use and
which has been included in this permit. [204]

5. The operator shall not use any equipment having air pollution control
device(s) incorporated within the equipment unless the air pollution control
device is in full operation. [204]

6. The operator shall maintain records to demonstrate compliance with rules or
permit conditions that limit equipment operating parameters, or the type or
quantity of material processed. These records shall be made available to
AQMD personnel upon request and be maintained for at least: [204]
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a. Three years for a facility not subject to TitleV; or
b. Five years for a facility subject to TitleV.

7. The operator shall maintain and operate all equipment to ensure compliance
with all emission limits as specified in this facility permit. Compliance
with emission limits shall be determined according to the following
specifications, unless otherwise specified by AQMD rules or permit
conditions: [204]

a. For internal combustion engines and gas turbines, measured concentrations
shall be corrected to 15 percent stack-gas oxygen content on a dry basis
and be averaged over a period of 15 consecutive minutes; [1110.2, 1134,
204]

b. For other combustion devices, measured concentrations shall be corrected
to 3 percent stack-gas oxygen content on a dry basis and be averaged over
a period of 15 consecutive minutes; [1146, 1146.1, 204]

c. For a large NOx source, compliance with a RECLAIM concentration limit
shall be measured over a continuous 60 minutes for that source; [2012]

d. For non-combustion sources, compliance with emission limits shall be
determined and averaged over a period of 60 minutes; [204]

e. For the purpose of determining compliance with Rule 407, carbon monoxide
(CO) shall be measured on a dry basis and be averaged over 15 consecutive
minutes, and sulfur compoundswhich would exist as liquid or gas at
standard conditions shall be calculated as sulfur dioxide (SO2) and be
averaged over 15 consecutive minutes; [407]

f. For the purpose of determining compliance with Rule 409, combustion
contaminant emission measurements shall be corrected to 12 percent of
carbon dioxide (CO2) at standard conditions and averaged over 15
consecutive minutes. [409]

g. For the purpose of determining compliance with Rule 475, combustion
contaminant emission measurements shall be corrected to 3 percent of
oxygen (O2) at standard conditions and averaged over 15 consecutive
minutes or any other averaging time specified by the ExecutiveOfficer.
[475]

8. All equipment operating under the RECLAIM program shall comply concurrently
with all provisions of AQMD Rules and Regulations, except those listed in
Table 1 of Rule 2001 for NOx RECLAIM sources and Table 2 of Rule 2001 for
SOx RECLAIM sources. Those provisions listed in Tables 1 or 2 shall not
apply to NOx or SOx emissions after the date the facility has demonstrated
compliance with all monitoring and reporting requirements of Rules 2011 or
2012, as applicable. Provisions of the listed AQMD rules in Tables 1 or 2
which have initial implementation dates in 1994 shall not apply to a RECLAIM
NOx or SOx source, respectively. [2001]
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9. The operator shall, when a source test is required by AQMD, provide a source
test protocol to AQMD no later than 60 days before the proposed test date.
The test shall not commence until the protocol is approved by AQMD. The test
protocol shall contain the following information: [204, 304]

a. Brief description of the equipment tested.
b. Brief process description, including maximum and normal operating

temperatures, pressures, through-put, etc.
c. Operating conditions under which the test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e,g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Brief description of sampling and analytical methods used to measure each
pollutant, temperature, flow rates, and moisture.

f. Description of calibration and quality assurance procedures.
g. Determination that the testing laboratory qualifies as an "independent

testing laboratory" under Rule 304 (no conflict of interest).

10. The operator shall submit a report no later than 60 days after conducting a
source test, unless otherwise required by AQMD Rules or equipment-specific
conditions. The report shall contain the following information: [204]

a. The results of the source test.
b. Brief description of the equipment tested.
c. Operating conditions under which test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e.g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Field and laboratory data forms, strip charts and analyses.
f. Calculations for volumetric flow rates, emission rates, control

efficiency, and overall control efficiency.

11. The operator shall, when a source test is required, provide and maintain
facilities for sampling and testing. These facilities shall comply with the
requirements of AQMD Source TestMethod 1.1 and 1.2. [217]
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SECTION E: ADMINISTRATIVE CONDITIONS

12. Whenever required to submit a written report, notification or other
submittal to the ExecutiveOfficer, AQMD, or the District, the operator
shall mail or deliver the material to: Deputy ExecutiveOfficer, Engineering
and Compliance, AQMD, 21865 E. Copley Drive, Diamond Bar, CA 91765-4182.
[204]
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SECTION F: RECLAIMMONITORING AND SOURCE TESTING REQUIREMENTS

The Facility shall comply with all applicable monitoring and source testing requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. NOxMonitoringConditions

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major NOx source to continuously measure the concentration of NOx
emissions and all other applicable variables specified in Rule 2012, Table
2012-1 and Rule 2012,Appendix A, Table 2-A to determine the NOx emissions
rate from each source. The time-sharing of CEMS among NOx sources may be
allowed by the ExecutiveOfficer in accordance with the requirements for
time sharing specified in Appendix A. [2012]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2012]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2012. [2012]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2012, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2012Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.
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B. The Operator of a NOx Large Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter and any device
specified by the ExecutiveOfficer as necessary to determine monthly fuel
usage or other applicable variables specified in Rule 2012,Appendix A,
Table 3-A. The sharing of totalizing fuel meter may be allowed by the
ExecutiveOfficer if the fuel meter serves large sources which have the
same emission factor, concentration limit, or emission rate. The sharing
of totalizing fuel meters shall not be allowed for large sources which are
required to comply with an annual heat input limit. [2012]

2. Comply at all timeswith the specified NOx concentration limit in PPM
measured over any continuous 60 minutes for that source or establish an
equipment-specific emission rate that is reliable, accurate,
representative of that sources emissions, and in accordance with the
requirements specified in Rule 2012,Appendix A, Chapter 5. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2012, Table 2012-1, and Rule 2012,
Appendix A, Table 4-A. The sharing of totalizing fuel meters may be
allowed by the ExecutiveOfficer if the fuel meter serves process units
which have the same emission factor or emission rate. The sharing of
totalizing meter shall not be allowed for process unitswhich are required
to comply with an annual heat input limit. [2012]

II. NOx Source Testing and Tune-up Conditions

1. The operator shall conduct all required NOx source testing in compliance
with an AQMD-approved source test protocol. [2012]

2. The operator shall, as applicable, conduct source tests for every large
NOx source no later than December 31, 1996 and every 3 years thereafter.
The source test shall include the determination of NOx concentration and a
relative accuracy audit of the exhaust stack flow determination (e.g.
in-stack flow monitor or fuel flow monitor based F-factor calculation).
Such source test results shall be submitted per the schedule described by
APEP. In lieu of submitting the first source test report, the facility
permit holder may submit the results of a source test not more than 3
years old which meets the requirements when conducted. [2012]
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3. All NOx large sources and NOx process units shall be tuned-up in
accordance with the schedule specified in Rule 2012,Appendix A, Chapter
5, Table 5-B. [2012]

III. SOxMonitoringConditions

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major SOx source to continuously measure the concentration of SOx
emissions or fuel sulfur content and all other applicable variables
specified in Rule 2011, Table 2011-1 and Rule 2011,Appendix A, Table 2-A
to determine the SOx emissions rate from each source. The time-sharing of
CEMS among SOx sources may be allowed by the ExecutiveOfficer in
accordance with the requirements for time sharing specified in Appendix A.
[2011]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2011]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2011. [2011]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2011, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2011Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
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d. fees.

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2011, Table 2011-1, and Rule 2011,
Appendix A, Table 3-A. The sharing of totalizing meters shall be allowed
for process units except those using fuelswith different sulfur contents.
[2011]

IV. SOx Source Testing Conditions

1. The operator shall conduct all required SOx source testing in compliance
with an AQMD-approved source test protocol. [2011]
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SECTION G: RECORDKEEPINGAND REPORTING REQUIREMENTS FOR
RECLAIM SOURCES

The Facility shall comply with all applicable reporting and recordkeeping requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. Recordkeeping Requirements for all RECLAIM Sources

1. The operator shall maintain all monitoring data required to be measured
or reported pursuant to Rule 2011 and Rule 2012, whichever is
applicable. All records shall be made available to AQMD staff upon
request and be maintained for at least:

a. Three years after eachAPEP report is submitted to AQMD for a
facility not subject to TitleV, unless a different time period is
required in Rule 2011 or Rule 2012 [2011& 2012]; or

b. Five years after eachAPEP report is submitted to AQMD for a
facility subject to TitleV. [3004(a)(4)(E)]

c. Notwithstanding the above, all data gathered or computed for
intervals of less than 15 minutes shall only be maintained a minimum
of 48 hours. [2011& 2012]

2. The operator shall store on site and make available to the Executive
Officer upon request: records used to determine emissions, maintenance
records, sources test reports, relative accuracy test audit reports,
relative accuracy audit reports and fuel meter calibration records.
[2011& 2012]

II. Reporting Requirements for all RECLAIM Sources

1. The operator shall submit a quarterly certification of emissions
including the facility's total NOx or SOx emissions, whichever is
applicable, for the quarter within 30 days after the end of the first
three quarters and 60 days after the end of the fourth quarter of a
compliance year. [2011& 2012]

NOx Reporting Requirements

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major NOx source,
the total daily mass emissions of NOx and daily status codes. Such data
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shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2012]

2. Calculate NOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2012 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2012]

3. Submit an electronic report within 15 days following the end of each
month totaling NOX emissions from all major NOx sources during the
month. [2012]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2012]

B. The Operator of a NOx Large Source, as defined in Rule 2012, shall:

1. Install, maintain and operate a modem or any reporting device approved
by the ExecutiveOfficer to report, to the AQMD, the total monthly NOx
mass emissions from each large NOx source. The Operator shall comply
with this requirement within 12 months of the date of entry to the
RECLAIM Program. Such data shall be reported within 15 days after the
end of each calendar month. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall:

1. Electronically report the calculated quarterly NOx emissions for each
NOx process unit. The Operator shall comply with this requirement
within 12 months of the date of entry to the RECLAIM Program. [2012]
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SOx Reporting Requirements

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major SOx source,
the total daily mass emissions of SOx and daily status codes. Such data
shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2011]

2. Calculate SOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2011 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2011]

3. Submit an electronic report within 15 days following the end of each
month totaling SOX emissions from all major SOx sources during the
month. [2011]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2011]

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall:

1. Electronically report the calculated quarterly SOx emissions for each
SOx process unit. [2011]
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss11::CCRRUUDDEEDDISISTTIILLLLAATTIOIONN
SSyysstteem 33::CCRRUUDDEEDDIISSTTILILLLAATTIOIONNHHEEAATTEERRSS
HEATER,H-805, REFINERYGAS, D27 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2,B61.4,
CRUDEHEATER,WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; CO: 25 PPMV C1.33,D28.8,
BURNER,35 MMBTU/HR WITH MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- D90.3,D90.7,
A/N: 436002 10-1996;RULE1303(a)(1)- D328.1,H23.4,
Permit to Construct Issued: 02/18/05 BACT,12-6-2002] K40.2

CO: 400 PPMV (5) [RULE
1146,11-17-2000] ; NOX: 38.475
PPMV (3) [RULE 2012,5-6-
2005] ; NOX: 15 PPMV (7)
[RULE 2005,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,REFINERYGAS,NORTH
AMERICAN,MODEL 4211-
40/X4002MAGNAFLAMELE,
WITH LOW NOX BURNER,1
TOTAL;35 MMBTU/HR

HEATER,H-802, REFINERYGAS, D29 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.2,B61.4,
CRUDEHEATER,WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; CO: 25 PPMV C1.34,D28.8,
BURNER,85 MMBTU/HR WITH MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- D90.3,D328.2,
A/N: 436004 10-1996;RULE1303(a)(1)- H23.4, I1.2,
Permit to Construct Issued: 02/18/05 BACT,12-6-2002] K40.2

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

NOX: 15 PPMV (7) [RULE
2005,5-6-2005] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

BURNER,REFINERYGAS,NORTH
AMERICAN,MODEL 4211-
98/X4039MAGNAFLAMELE,
WITH LOW NOX BURNER,1
TOTAL;85 MMBTU/HR

HEATER,H-601, REFINERYGAS, D30 C794 NOX:MAJOR CO: 2000 PPMV (5) [RULE A195.6,B61.2,
CRUDEHEATER,WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; CO: 25 PPMV B61.4, D28.8,
BURNER,85 MMBTU/HR WITH MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- D90.3,D328.2,
A/N: 450166 10-1996;RULE1303(a)(1)- H23.4, K40.2
Permit to Construct Issued: 02/13/07 BACT,12-6-2002]

NOX: 5 PPMV (7) [RULE
2005,5-6-2005] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

BURNER,REFINERYGAS,NORTH
AMERICAN,MODEL 4211-
98/X3996MAGNAFLAMELE,
WITH LOW NOX BURNER,1
TOTAL;85 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

HEATER,H-602, REFINERYGAS, D31 NOX: LARGE CO: 2000 PPMV (5A) [RULE B61.2,B61.4,
CRUDEHEATER,WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; CO: 25 PPMV D28.8,D90.3,
BURNER,39.9 MMBTU/HR WITH MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- D328.1,H23.4,
A/N: 436003 10-1996;RULE1303(a)(1)- K40.2
Permit to Construct Issued: 02/18/05 BACT,12-6-2002]

CO: 400 PPMV (5) [RULE
1146,11-17-2000] ; NOX: 38.475
PPMV (3) [RULE 2012,5-6-
2005] ; NOX: 15 PPMV (7)
[RULE 2005,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,NORTHBURNER,
REFINERYGAS,NORTH
AMERICAN,MODEL 4211-
27/X4003MAGNAFLAMELE,
WITH LOW NOX BURNER,1
TOTAL;19.95MMBTU/HR

BURNER,SOUTHBURNER,
REFINERYGAS,NORTH
AMERICAN,MODEL 4211-
27/X4040MAGNAFLAMELE,
WITH LOW NOX BURNER,1
TOTAL;19.95MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionH Page:4
Facility I.D.: 800183
Revision #: 30
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

System 7: NAPHTHASPLITTER S4.2, S11.1,System 7 : NAPHTHASPLITTER S13.2, S15.2,
S15.4,S31.3

COLUMN,W-1601, FRACTIONATION, D720
STABILIZEDLIGHTNAPHTHA,
HEIGHT:86 FT; DIAMETER:6 FT 6 IN
A/N: 477621
Permit to Construct Issued: 07/25/08

ACCUMULATOR, D-1601,NAPHTHA D721
SPLITTEROVERHEAD,REFLUX,
WITHA 18 IN X 30 IN BOOT,
LENGTH: 20 FT; DIAMETER:6 FT
A/N: 477621
Permit to ConstructIssued: 07/25/08

VESSEL,D-1603,DRAIN POT, D722
HYDROCARBONCOLLECTIONPRIOR
TO EMPTYVESSELS,HEIGHT:10 FT;
DIAMETER:4 FT 6 IN
A/N: 477621
Permit to Construct Issued: 07/25/08

VESSEL,D-1604,NAPHTHASURGE D805
DRUM,LENGTH: 14 FT; DIAMETER:5
FT 6 IN
A/N: 477621
Permit to Construct Issued: 07/25/08

FUGITIVEEMISSIONS, D723 H23.23
MISCELLANEOUS
A/N: 477621
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Facility I.D.: 800183
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Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

SSyysstteem 88::SSEELLEECCTTIVIVEECCAATTAALLYYTTIICCRREEDDUUCCTTIOIONN
SELECTIVECATALYTICREDUCTION, C794 D30 NH3: 5 PPMV (5) [RULE A195.5,D12.5,
ONQUEST,41,259 ACFMFLOW 1303(a)(1)-BACT,5-10-1996;RULE D12.6,D12.7,
CAPACITY, WIDTH: 7 FT;HEIGHT:1 1303(a)(1)-BACT,12-6-2002] D29.4,D232.2,
FT 9.5 IN; LENGTH: 17 FT WITH E57.1,E73.4,
A/N: 475173 E179.1,E179.2
Permit to Construct Issued: 07/25/08

AMMONIA INJECTION,AQUEOUS
AMMONIA

PPrroocceessss22::HHYYDDRROOTTRREEAATTININGG

SSyysstteem 11::NNAAPPHHTTHHAAHHYYDDRROODDEESSUULLFFUURRIZIZAATTIIOONNUUNNITIT(H(HDDSS##11) S4.2, S13.2,) S15.2, S15.6,
S31.3

DRUM,D-104,HYDROSTRIPPER D37
BOTTOMS,LENGTH: 15 FT;
DIAMETER:5 FT 6 IN
A/N: 477619
Permit to Construct Issued: 07/25/08

COLUMN,D-108,HDS SEPARATOR, D38
DIAMETER:3 FT X 5 FT,HEIGHT:82
FT
A/N: 477619
Permit to Construct Issued: 07/25/08

KNOCKOUT POT,D-109, SEPARATOR, D39
HEIGHT:4 FT 6 IN; DIAMETER:1 FT
6 IN
A/N: 477619
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

COLUMN,W-107,H2S STRIPPER, D40
HEIGHT:57 FT; DIAMETER:4 FT 6 IN
A/N: 477619
Permit to Construct Issued: 07/25/08

VESSEL,D-125, STRIPPER D806
OVERHEADACCUMULATOR,
SEPARATOR,HEIGHT:17 FT 6 IN;
DIAMETER:3 FT
A/N: 477619
Permit to Construct Issued: 07/25/08

COMPRESSOR,C-301, 1250 HP., SIX D41
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N: 477619
Permit to Construct Issued: 07/25/08

COMPRESSOR,C-302, 1250 HP., SIX D42
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N: 477619
Permit to Construct Issued: 07/25/08

COMPRESSOR,C-121,CLARK,1- D54
STAGE,RECIPROCATING, 250 HP,
(COMMONTO NAPHTHAHDS,
KEROSENEHDS, AND GAS OIL HDS)
A/N: 477619
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Revision #: 30
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

REACTOR,RA-103,NAPHTHAHDS, D686
HEIGHT:13 FT; DIAMETER:7 FT
A/N: 477619
Permit to Construct Issued: 07/25/08

REACTOR,RA-106,HDS,HEIGHT:29 D687
FT; DIAMETER:6 FT 2.5 IN
A/N: 477619
Permit to Construct Issued: 07/25/08

FUGITIVEEMISSIONS, D610 H23.24
MISCELLANEOUS
A/N: 477619
Permit to Construct Issued: 07/25/08

SSyysstteem 22::HHEEAATTEERRSS
HEATER,H-101,NATURALGAS, D44 C814 NOX: LARGE CO: 2000 PPMV (5A) [RULE A99.4, A195.7,
REFINERYGAS, BORN INC., SOURCE**;SOX: 407,4-2-1982] ; CO: 10 PPMV B61.2,B61.5,
NAPHTHAHDS FEED, 12.8 MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- D29.5,D29.6,
MMBTU/HR WITH 10-1996;RULE1303(a)(1)- D90.3,D90.7,
A/N: 475172 BACT,12-6-2002] H23.4, I1.2,
Permit to Construct Issued: 07/25/08 I296.2,K40.2

CO: 400 PPMV (5) [RULE
1146,11-17-2000] ; NOX: 5
PPMV (3) [RULE 2012,5-6-
2005] ; NOX: 5 PPMV (4)
[RULE 2005,5-6-2005]

NOX: 60 PPMV (5) [RULE
2005,5-6-2005] ; PM: (9)
[RULE 404,2-7-1986] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

ROG: 0.003 LBS/MMBTU
(7) [RULE 1303(b)(2)-O«set,5-10-
1996]

BURNER, JOHNZINK,MODEL
COOL-STAR-10,5 TOTAL

STACK,2 TOTAL,BYPASSSTACKFOR S813
STARTUPUSE ONLY, MAIN STACK
COMMONTO HEATERSH-101,H-102
& H-501/502AND EQUIPPEDWITH
NOX CEMS
A/N: 475172
Permit to Construct Issued: 07/25/08

HEATER,H-102,NATURALGAS, D45 C814 NOX: LARGE CO: 2000 PPMV (5A) [RULE A99.4, A195.7,
REFINERYGAS, BORN INC., SOURCE**;SOX: 407,4-2-1982] ; CO: 10 PPMV B61.2,B61.5,
REBOILERHEATER,22.2 MMBTU/HR MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- D29.5,D29.6,
WITH 10-1996;RULE1303(a)(1)- D90.3,H23.4,
A/N: 480941 BACT,12-6-2002] I1.2, I296.2,
Permit to Construct Issued: 07/25/08 K40.2

CO: 400 PPMV (5) [RULE
1146,11-17-2000] ; NOX: 5
PPMV (3) [RULE 2012,5-6-
2005] ; NOX: 5 PPMV (4)
[RULE 2005,5-6-2005]

NOX: 60 PPMV (5) [RULE
2005,5-6-2005] ; PM: (9)
[RULE 404,2-7-1986] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Facility I.D.: 800183
Revision #: 30
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

ROG: 0.003 LBS/MMBTU
(7) [RULE 1303(b)(2)-O«set,5-10-
1996]

BURNER, JOHNZINK,MODEL
COOL-STAR-10,6 TOTAL

HEATER,H-501/H-502,REFINERY D46 C814 NOX: LARGE CO: 2000 PPMV (5A) [RULE A195.7,B61.2,
GAS, G.C.BROACHCO, SOURCE**;SOX: 407,4-2-1982] ; CO: 400 PPMV B61.6, D29.5,
CHARGE/FRACTIONATOR REBOILER, MAJOR SOURCE** (5) [RULE 1146,11-17-2000] ; D90.3,D90.7,
WITH LOW NOX BURNER,28 NOX: 5 PPMV (4) [RULE H23.4, I1.2,
MMBTU/HR WITH 2005,5-6-2005] K40.2
A/N: 475168
Permit to Construct Issued: 07/25/08

NOX: 5 PPMV (3) [RULE
2012,5-6-2005] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

BURNER, JOHNZINK,MODEL
PFNDR-80M,4 LOW NOX
BURNERS,WITH LOW NOX
BURNER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

Sys S13.2, S15.2,Systteem 33::KKEERROOSSEENNEEHHYYDDRROODDEESSUULLFFUURRIZIZAATTIIOONNUUNNITIT(H(HDDSS##55)) S15.6

COMPRESSOR,C-121,CLARK,1- D54
STAGE,RECIPROCATING, 250 HP,
(COMMONTO NAPHTHAHDS,
KEROSENEHDS, AND GAS OIL HDS)
A/N: 477619
Permit to Construct Issued: 07/25/08

System 4: GAS OIL HYDRODESULFURIZATIONUNIT (HDS #3) S13.2, S15.2,System 4 : GAS OIL HYDRODESULFURIZATIONUNIT (HDS #3) S15.6

COMPRESSOR,C-301, 1250 HP., SIX D41
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N: 477619
Permit to ConstructIssued: 07/25/08

COMPRESSOR,C-302, 1250 HP., SIX D42
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N: 477619
Permit to Construct Issued: 07/25/08

COMPRESSOR,C-121,CLARK,1- D54
STAGE,RECIPROCATING, 250 HP,
(COMMONTO NAPHTHAHDS,
KEROSENEHDS, AND GAS OIL HDS)
A/N: 477619
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : HYDROTREATING

SSyysstteem 55::SSEELLEECCTTIIVVEECCAATTAALLYYTTIICCRREEDDUUCCTTIOIONN
SELECTIVECATALYTICREDUCTION, C814 D44 D45 D46 NH3: 5 PPMV (4) [RULE A195.5,D12.5,
BORN INC., 35,500 ACFMFLOW 1303(a)-BACT,5-10-1996] D12.6,D12.7,
CAPACITY, WIDTH: 4 FT 11 IN; D29.4,D232.2,
HEIGHT:3 FT 7.5 IN; LENGTH: 6 FT E57.1,E73.5,
2.4 IN WITH E179.1,E179.2
A/N: 475171
Permit to Construct Issued: 07/25/08

AMMONIA INJECTION,AQUEOUS
AMMONIA

PPrroocceessss33::CCAATTAALLYYTTICICRREEFFOORRMMININGG
Sy S13.2, S15.2,Sysstteem 11::CCAATTAALLYYTTICICRREEFFOORRMMIINNGGUUNNITIT S15.4

COMPRESSOR,C-301, 1250 HP., SIX D41
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N: 477619
Permit to ConstructIssued: 07/25/08

COMPRESSOR,C-302, 1250 HP., SIX D42
CYLINDERS,RECIPROCATING,
(COMMONTO NAPHTHAHDS, GAS-
OIL HDSAND CATALYTIC
REFORMERUNIT)
A/N: 477619
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

SSyysstteem 22::HHEEAATTEERRSS
HEATER,H-303, REFINERYGAS, D73 C77 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.2,C1.35,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.7,D328.2,
REFORMERCHARGE,WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.4, I1.5,
NOX BURNER,48 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE I30.1
A/N: 491590 404,2-7-1986]

Permit to Construct Issued: 02/18/09

BURNER, JOHNZINK,MODEL
PSFFG-10M,24 LOW NOX
BURNERS,WITH LOW NOX
BURNER

HEATER,H-304, REFINERYGAS, D74 C77 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.2,C1.35,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.7,D328.2,
REFORMERCHARGE,WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.4, I1.5,
NOX BURNER,48 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE I30.1
A/N: 491589 404,2-7-1986]

Permit to Construct Issued: 02/18/09

BURNER, JOHNZINK,MODEL
PSFFG-10M,24 LOW NOX
BURNERS,WITH LOW NOX
BURNER

HEATER,H-305, REFINERYGAS, D75 C77 NOX:MAJOR CO: 400 PPMV (5A) [RULE B61.2, D90.7,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,H23.4,
REFORMERREHEAT, WITH LOW NOX MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] I1.5, I30.1
BURNER,38.43MMBTU/HR WITH ; PM: (9) [RULE 404,2-7-1986]
A/N: 491588
Permit to Construct Issued: 02/18/09

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981]

BURNER, JOHNZINK,MODEL
UOV-4", 18 LOW NOX BURNERS,
WITH LOW NOX BURNER

HEATER,H-306, REFINERYGAS, D76 C77 NOX:MAJOR CO: 400 PPMV (5A) [RULE B61.2,C1.36,
UNIVERSALOIL PRODUCTS, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D90.7,D328.1,
REORMERNO.2 REHEAT, WITH LOW MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] H23.4, I1.5,
NOX BURNER,27.72MMBTU/HR ; PM: (9) [RULE 404,2-7-1986] I30.1
WITH
A/N: 491587
Permit to Construct Issued: 02/18/09

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981]

BURNER, JOHNZINK,MODEL
PSFFG-10M,12 LOW NOX
BURNERS,WITH LOW NOX
BURNER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : CATALYTICREFORMING

SSyysstteem 33::SSEELLEECCTTIVIVEECCAATTAALLYYTTIICCRREEDDUUCCTTIIOONN
SELECTIVECATALYTICREDUCTION, C77 D73 D74 D75 NH3: 18 PPMV (5) [RULE D28.7,E57.1,
VANADIUMOXIDEAND TUNGSTEN D76 1303(a)(1)-BACT,5-10-1996;RULE E73.1, I30.1
OXIDEBASEDCATALYST, 1303(a)(1)-BACT,12-6-2002]

ENGELHARDCATALYSTVOLUME
119.32CU FT OR HALDORTOPSOE
CATALST VOLUME 134 CU FT,
WIDTH: 7 FT 8.4 IN;HEIGHT:1 FT
10.8 IN; LENGTH: 10 FT 9.6 IN WITH
A/N: 487936
Permit to Construct Issued: 02/18/09

AMMONIA INJECTION,AQUEOUS
AMMONIA

PPrroocceessss44::AASSPPHHAALLTTPPRROODDUUCCTTIOIONN

SSyysstteem 11::AASSPPHHAALLTTOOXXIDIDIZIZININGGUUNNITITNNO. 1 S1.4,S13.9O. 1
VESSEL,D-901,ASPHALTOXIDIZING D80 C81 PM: (9) [RULE 404,2-7- A63.5, D323.2,
STILL #1, HEIGHT:35 FT; DIAMETER: 1986;RULE405,2-7-1986] ; PM: H23.10,K67.1
12 FT 8 IN 0.6 kilogram permegagram (8)
A/N: 419631 [40CFR60 SubpartUU,8-5-1983]

Permit to Construct Issued: 08/31/06

SCRUBBER,D-935,HEIGHT:11 FT 8 C81 D80 C531 E336.3
IN; DIAMETER:10 FT 1 IN
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

VESSEL,RECEIVER,D-914,AIR, D82
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

VESSEL,RECEIVER,D-915,AIR, D752
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

VESSEL,RECEIVER,D-916,AIR, D753
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-905,COMMONTO D754
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-908,COMMONTO D755
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 250 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

BLOWER,F-911,COMMONTO D756
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-912,COMMONTO D757
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

FUGITIVEEMISSIONS, D816 H23.2
MISCELLANEOUS
A/N: 419631
Permit to Construct Issued: 08/31/06

SSyysstteem 22::AASSPPHHAALLTTOOXXIIDDIIZZIINNGGUUNNIITTNO. 2 S1.4,S13.9NO. 2
VESSEL,D-902,ASPHALTOXIDIZING D85 C86 PM: (9) [RULE 404,2-7- A63.5, D323.2,
STILL #2, HEIGHT:35 FT; DIAMETER: 1986;RULE405,2-7-1986] ; PM: H23.10,K67.1
12 FT 8 IN 0.6 kilogram permegagram (8)
A/N: 419632 [40CFR60 SubpartUU,8-5-1983]

Permit to Construct Issued: 08/29/06

SCRUBBER,D-907,HEIGHT: 11 FT 8 C86 D85C531 E336.3
IN; DIAMETER:10 FT 1 IN
A/N: 419632
Permit to Construct Issued: 08/29/06

VESSEL,RECEIVER,D-914,AIR, D82
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

VESSEL,RECEIVER,D-915,AIR, D752
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

VESSEL,RECEIVER,D-916,AIR, D753
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-905,COMMONTO D754
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-908,COMMONTO D755
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 250 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-911,COMMONTO D756
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

BLOWER,F-912,COMMONTO D757
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

FUGITIVEEMISSIONS, D817 H23.2
MISCELLANEOUS
A/N: 419632
Permit to Construct Issued: 08/29/06

Sy S1.4,S13.9Sysstteem 33::AASSPPHHAALLTTOOXXIDIDIZIZIINNGGUUNNITITNNOO..33
VESSEL,D-903,ASPHALTOXIDIZING D87 C88 PM: (9) [RULE 404,2-7- A63.5, D323.2,
STILL #3, HEIGHT:32 FT; DIAMETER: 1986;RULE405,2-7-1986] ; PM: H23.10,K67.1
16 FT 0.6 kilogram permegagram (8)
A/N: 419634 [40CFR60 SubpartUU,8-5-1983]

Permit to Construct Issued: 08/29/06

SCRUBBER,D-906,HEIGHT:11 FT 8 C88 D87 C531 E336.3
IN; DIAMETER:10 FT 1 IN
A/N: 419634
Permit to Construct Issued: 08/29/06

VESSEL,RECEIVER,D-914,AIR, D82
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

VESSEL,RECEIVER,D-915,AIR, D752
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

VESSEL,RECEIVER,D-916,AIR, D753
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-905,COMMONTO D754
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-908,COMMONTO D755
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 250 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-911,COMMONTO D756
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

BLOWER,F-912,COMMONTO D757
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

FUGITIVEEMISSIONS, D818 H23.2
MISCELLANEOUS
A/N: 419634
Permit to Construct Issued: 08/29/06

Syst S1.4,S13.9Systeem 44::AASSPPHHAALLTTOOXXIDIDIZIZININGGUUNNITITNNOO..44
VESSEL,D-904,ASPHALTOXIDIZING D89 C90 PM: (9) [RULE 404,2-7- A63.5, D323.2,
STILL #4, HEIGHT:35 FT; DIAMETER: 1986;RULE405,2-7-1986] ; PM: H23.10,K67.1
12 FT 8 IN 0.6 kilogram permegagram (8)
A/N: 419635 [40CFR60 SubpartUU,8-5-1983]

Permit to Construct Issued: 08/29/06

SCRUBBER,D-905,HEIGHT:13 FT 6 C90 D89 C531 E336.3
IN; DIAMETER:10 FT 3.75 IN
A/N: 419635
Permit to Construct Issued: 08/29/06

VESSEL,RECEIVER,D-914,AIR, D82
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

VESSEL,RECEIVER,D-915,AIR, D752
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

VESSEL,RECEIVER,D-916,AIR, D753
COMMONTO ASPHALTOXIDIZING
UNITS 1, 2, 3 & 4, HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-905,COMMONTO D754
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-908,COMMONTO D755
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 250 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

BLOWER,F-911,COMMONTO D756
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : ASPHALTPRODUCTION

BLOWER,F-912,COMMONTO D757
ASPHALTOXIDIZINGUNITS 1, 2, 3 &
4, 200 HP
A/N: 419631
Permit to Construct Issued: 08/31/06

FUGITIVEEMISSIONS, D819 H23.2
MISCELLANEOUS
A/N: 419635
Permit to Construct Issued: 08/29/06

PPrroocceessss55::GGAASSOOLLININEEBBLLEENNDDININGG

SSyysstteem 11::ININ-L-LIINNEEGGAASO S31.2SOLLIINNEEBBLLEENNDDININGG
FILTER,FD-715,GASOLINE,HEIGHT: D798
8 FT 4.75 IN; DIAMETER:3 FT 6 IN
A/N: 468871
Permit to Construct Issued: 09/11/07

TANK,T-214, ADDITIVE,4250 GALS D130
A/N: 468871
Permit to Construct Issued: 09/11/07

TANK,D-702,DYE,HEIGHT:5 FT 3 D759
IN; DIAMETER:2 FT
A/N: 468871
Permit to ConstructIssued: 09/11/07

TANK,D-703,DYE,HEIGHT:5 FT 3 D760
IN; DIAMETER:2 FT
A/N: 468871
Permit to Construct Issued: 09/11/07

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : GASOLINEBLENDING

FUGITIVEEMISSIONS, D701 H23.2
MISCELLANEOUS
A/N: 468871
Permit to Construct Issued: 09/11/07

PPrroocceessss66::TTRREEAATTIINNGG/S/STTRRIPIPPPININGG

SSyysstteem 11::AAMMININEE/F/FUUEEL GAS TREATIN S13.2, S15.2,L GAS TREATINGGUUNNIITT S15.4,S18.6

COLUMN,W-201, DISTILLATEHDS D131
AMINECONTACTOR,HEIGHT:47 FT;
DIAMETER:3 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

COLUMN,W-205,LOW PRESSURE D132
AMINECONTACTOR,HEIGHT:49 FT;
DIAMETER:5 FT 6 IN
A/N: 458562
Permit to Construct Issued: 07/25/08

COLUMN,W-207, GAS OIL HDS D133
AMINECONTACTOR,HEIGHT:68 FT
6 IN; DIAMETER:4 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

ACCUMULATOR, D-200, D135
HYDROCARBON,HEIGHT:11 FT;
DIAMETER:5 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

ACCUMULATOR, D-201, D136
HYDROCARBON/AMINE,HEIGHT:5
FT; DIAMETER:5 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

KNOCKOUT POT,D-202,DISTILLATE D137
HDS FEED,HEIGHT:15 FT;
DIAMETER:3 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

KNOCKOUT POT,D-203,LOW D138
PRESSUREAMINECONTACTOR
FEED,HEIGHT:12 FT 6 IN;
DIAMETER:6 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

KNOCKOUT POT, D-207,GAS OIL D140
HDSAMINECONTACTORFEED,
HEIGHT:10 FT 6 IN; DIAMETER:6 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

KNOCKOUT POT,D-211,GAS OIL D141
HDSAMINECONTACTOROVHD,
HEIGHT:6 FT; DIAMETER:3 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

SUMP,AMINEDRAIN SUMP,WIDTH: D143
4 FT; DIAMETER:6 FT; LENGTH: 4 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : TREATING/STRIPPING

FUGITIVEEMISSIONS, D618 H23.2
MISCELLANEOUS
A/N: 458562
Permit to Construct Issued: 07/25/08

SSyysstteem 66::CCauausstitcicSStotorraagge&e&SSccrruubbbiningg(S(Statannddby for Am S13.2, S15.2,by for AminineeTTreraeatitningg&&SSRRPP)) S15.7

SCRUBBER,W-206,CAUSTICWASH, C167 SOX: 500 PPMV (5) [RULE C6.12,C8.3
STANDBYFOR AMINE/FUELGAS 407,4-2-1982]

TREATINGUNIT& SRP,HEIGHT:29
FT 8 IN; DIAMETER:6 FT
A/N: 328832
Permit to Construct Issued: 02/25/98

SSyysstteem 77::AAMMININEERREEGGEENNEERRAATTIOIONNUUNNIT S13.2, S15.2,IT S15.5

SUMP,AMINEDRAIN SUMP,WIDTH: D143
4 FT; DIAMETER:6 FT; LENGTH: 4 FT
A/N: 458562
Permit to Construct Issued: 07/25/08

PPrroocceessss77::SSUULLFFUURRRREECCOOVVEERRYYUUNNIITT

System 3: TAILGAS INCINERATOR S18.7,S18.8System 3 : TAILGAS INCINERATOR
INCINERATOR,H-402, PROCESSGAS, C175 NOX:MAJOR CO: 2000 PPMV REFINERY A72.1,B61.2,
REFINERYGAS, JOHNZINK SOURCE**;SOX: GAS (5) [RULE 407,4-2-1982] ; C8.4,D28.3,
VERTICALTYPE, 5 MMBTU/HR MAJOR SOURCE** PM: 0.1 GRAINS/SCF D28.4,D90.2,
A/N: 368539 REFINERYGAS (5) [RULE D90.7,D323.1,
Permit to Construct Issued: 01/17/01 409,8-7-1981] ; PM: (9) [RULE E71.4,H23.4,

404,2-7-1986] I1.2, I1.3

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR RECOVERYUNIT

FUGITIVEEMISSIONS, D718 H23.2
MISCELLANEOUS
A/N: 368539
Permit to Construct Issued: 01/17/01

PPrroocceessss88::LLOOAADDININGG/U/UNNLLOOAADDININGGFFAACCIILLIITTIEIESS

Syste S13.6System 99::CCUUTTBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADD/U/UNNLLOOAADDININGGFFAACCILILITITYY##111
LOADINGANDUNLOADINGARM, D179 C575 VOC: (9) [RULE 1108,2-1- D28.2,D323.2
TANKTRUCK,TOP, RACK #11, 1985]

ASPHALT,2 LOADINGARMS,
DIAMETER:3 IN; 2 UNLOADING
ARMS, DIAMETER:4 IN,WITHDROP
TUBE
A/N: 353044
Permit to Construct Issued: 08/27/99

MIST ELIMINATOR,CECOFILTER C575 D179 D12.4,E224.1
ELEMENT,MODELDLM 121, 1000
CFM,PRESSUREDROP 6" W.C.,WITH
PREFILTER,MAIN FILTER,WIDTH: 2
FT;HEIGHT:1 FT 8 IN; LENGTH: 7 FT
4 IN
A/N: 353065
Permit to Construct Issued: 08/27/99

FUGITIVEEMISSIONS, D827 H23.2
MISCELLANEOUS
A/N: 353044
Permit to Construct Issued: 08/27/99

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

SSyyssttem 11: C S13.6em 11 : CUUTTBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADD/U/UNNLLOOAADDIINNGGRRAACCKKNNOO.1.133
LOADINGANDUNLOADINGARM, D187 C576 VOC: (9) [RULE 1108,2-1- D28.2,D323.2
TOP, RACK#13,ASPHALT,2 LOADING 1985]

ARMS, DIAMETER:3 IN, 1
UNLOADINGARM, DIAMETER:4 IN,
WITHDROP TUBE
A/N: 353045
Permit to Construct Issued: 08/27/99

MIST ELIMINATOR,MODELDLM 121, C576 D187 D12.4,E224.1
1500 CFM,CECOFILTER,PRESS
DROP 6" W.C.,WITH PREFILTER,
MAIN FILTER,WIDTH: 2 FT;HEIGHT:
1 FT 8 IN; LENGTH: 7 FT 4 IN
A/N: 353045
Permit to Construct Issued: 08/27/99

FUGITIVEEMISSIONS, D828 H23.2
MISCELLANEOUS
A/N: 353045
Permit to Construct Issued: 08/27/99

S S13.6Syysstteem 1133::CCUUTTBBAACCKKAASSPPHHAALLTTTTAANNKKTTRRUUCCKKLLOOAADDININGGFFAACCILILITITYYNNOO.1.155
LOADINGANDUNLOADINGARM, D181 C577 VOC: (9) [RULE 1108,2-1- D323.2,E336.3
TANKTRUCK,TOP, RACK # 15, 1985]

ASPHALT,2 LOADINGARMS,
DIAMETER:3 IN; 1 UNLOADING
ARM, DIAMETER:4 IN, DROP TUBE
A/N: 356033
Permit to Construct Issued: 08/27/99

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

MIST ELIMINATOR,MODELDLM 121, C577 D181 C531 D12.4,E224.1
1000 CFM,STANDBYFOR
INCINERATOR,CECOFILTER,PRESS
DROP 6" W.C.,WITH PREFILTER,
ANDMAIN FILTER,WIDTH: 2 FT;
HEIGHT:1 FT 8 IN; LENGTH: 7 FT 4
IN
A/N: 356025
Permit to Construct Issued: 08/27/99

FUGITIVEEMISSIONS, D829 H23.2
MISCELLANEOUS
A/N: 356033
Permit to Construct Issued: 08/27/99

SSyysstteem 2200::LLPPGGTTAANNKKTTRRUUCCKKLLOOAADDIINNGG/U/UNNLLOOAADDININGGRRAACCKKNNOO..222
UNLOADINGARM, BOTTOM,TANK D217
TRUCK,LPG (C3,C4& C5
HYDROCARBONS);WITHQUICK
SHUTOFFVALVES AND VAPOR
RETURNLINE, DIAMETER:4 IN
A/N: 421653
Permit to Construct Issued: 06/17/04

UNLOADINGARM, BOTTOM,TANK D218
TRUCK,LPG (C3,C4& C5
HYDROCARBONS);WITHQUICK
SHUTOFFVALVES AND VAPOR
RETURNLINE, DIAMETER:3 IN
A/N: 421653
Permit to Construct Issued: 06/17/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADING/UNLOADINGFACILITIES

LOADINGARM, BOTTOM,TANK D251 E71.5
TRUCK,LPG (C3,C4& C5
HYDROCARBONS);WITHQUICK
SHUTOFFVALVES AND VAPOR
RETURNLINE, DIAMETER:4 IN
A/N: 421653
Permit to Construct Issued: 06/17/04

LOADINGARM, BOTTOM,TANK D252 E71.5
TRUCK,LPG (C3,C4& C5
HYDROCARBONS);WITHQUICK
SHUTOFFVALVES AND VAPOR
RETURNLINE, DIAMETER:3 IN
A/N: 421653
Permit to Construct Issued: 06/17/04

FUGITIVEEMISSIONS, D704 H23.2
MISCELLANEOUS
A/N: 421653
Permit to Construct Issued: 06/17/04

SSyysstteem 2233: CUTB S13.6: CUTBAACCKKAASSPPHHAALLTTLLOOAADDIINNGG/U/UNNLLOOAADDIINNGGRRAACCKKNNOO.2.266
LOADINGANDUNLOADINGARM, D570 VOC: (9) [RULE 1108,2-1- D28.2,D323.2,
TANKTRUCK,TOP, RACK # 26, 1985] ; VOC: 0.08 LBS/1000 E336.3
ASPHALT,2 LOADINGARMS, DIA: 4 GAL (5) [RULE 462,5-14-1999]
IN; 1 UNLOADINGARM, DIA: 4 IN,
WITHDROP TUBE
A/N: 353059
Permit to Construct Issued: 08/27/99

FUGITIVEEMISSIONS, D831 H23.2
MISCELLANEOUS
A/N: 353059
Permit to Construct Issued: 08/27/99

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1100::SSTTOORRAAGGEETTAANNKKSS

SSyysstteem 11::FFIIX S13.4XEEDDRROOOOFFTTAANNKKSS
STORAGETANK,NO.T-1027, D285 C601 C1.14,C6.7,
ASPHALT,WITHHEATINGCOILS D323.2
AND IN-TANKMIXER, 1000 BBL
A/N: 357751
Permit to Construct Issued: 03/01/00

MIST ELIMINATOR,WITH FIBER C601 D285 D12.2
MESH FILTER
A/N: 357751
Permit to Construct Issued: 03/01/00

STORAGETANK,HEATED,NO. T-510, D524 A63.5,C1.5,
ASPHALT,WITHA MIXER, 500 BBL; C6.7,D323.3,
DIAMETER:15 FT 6 IN;HEIGHT:16 H23.14
FT 1 IN
A/N: 326478
Permit to Construct Issued: 07/07/97

TANK,HEATED,T-20, ASPHALT, D579 C581 A63.5,C1.9,
POLYMERWETTING,WITH IN-TANK C6.7,D323.2,
MIXER,HEIGHT:15 FT; DIAMETER: H23.14
10 FT 6 IN
A/N: 353068
Permit to Construct Issued: 08/27/99

MIST ELIMINATOR,FIBERMESH C581 D579 D12.2
FILTERELEMENTWITH PRE-
KNOCKOUTSEPARATOR,HEIGHT:6
FT; DIAMETER:1 FT
A/N: 353068
Permit to Construct Issued: 08/27/99

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

TANK,HEATED,T-15001,GAS OIL, D602 C603 A63.5,B22.1,
ASPHALT,FUELOIL NO. 6, WITH IN- C1.22,C6.4,
TANKMIXER, 15450 BBL; DIAMETER: D323.2,H23.14
48 FT;HEIGHT:48 FT
A/N: 352812
Permit to Construct Issued: 04/04/01

MIST ELIMINATOR,WITH FIBER C603 D602 C6.3,D12.2,
MESH FILTER E224.2
A/N: 352812
Permit to Construct Issued: 04/04/01

SSyysstteem 2: IN S13.1,S13.5m 2 : INTTEERRNNAALLFFLLOOAATTININGGRROOOOFFSSTTOORRAAGGEETTAANNKKSS
STORAGETANK,INTERNAL D748 B22.5,B61.3,
FLOATINGROOF,NO.T-10005,FUEL C1.25,C1.26,
OIL, DIESELFUEL, STRAIGHT-RUN C6.10,H23.9,
HEAVYNAPHTHA,10000 BBL; K67.9
DIAMETER:54 FT 1 IN;HEIGHT:24
FT 5 IN WITH
A/N: 423289
Permit to Construct Issued: 06/16/04

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,METALLICSHOE

SECONDARYSEAL,WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,INTERNAL D299 B22.6,C1.37,
FLOATINGROOF,T-5006, C6.10,K67.10
DENATUREDFUEL ETHANOL (FOR
GASOLINEBLENDING),5000 BBL;
DIAMETER:30 FT;HEIGHT:40 FT
WITH
A/N: 463928
Permit to Construct Issued: 09/11/07

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,WIPER TYPE

FILTER,FD-716,ETHANOL,HEIGHT: D802
4 FT 7.625 IN; DIAMETER:1 FT 4 IN
A/N: 468871
Permit to Construct Issued: 09/11/07

FUGITIVEEMISSIONS, D803 H23.2
MISCELLANEOUS
A/N: 463928
Permit to Construct Issued: 09/11/07

System S13.1,S15.2System33::PPRREESSSUURRIZIZEEDDTTAANNKKSS
STORAGETANK,PRESSURIZED,D- D358 E193.6
709, LPG (C3,C4& C5
HYDROCARBONS),30000 GALS;
DIAMETER:9 FT; LENGTH: 63 FT
A/N: 423291
Permit to Construct Issued: 06/16/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS

STORAGETANK,PRESSURIZED,D- D359 E193.6
710, LPG (C3,C4& C5
HYDROCARBONS),30000 GALS;
DIAMETER:9 FT; LENGTH: 63 FT
A/N: 423292
Permit to Construct Issued: 06/16/04

SSyysstteem 55::SSTTOORRAAGGEETTAANNKKSS,,OOTTHHEERR
STORAGETANK,FIXEDROOF,TK- D568 SOX: 500 PPMV (5) [RULE
242, REACTEDCAUSTIC,HEIGHT:15 407,4-2-1982]

FT; DIAMETER:10 FT 6 IN
A/N: 353058
Permit to Construct Issued: 08/27/99

TANK,POLYPHOSPHORICACID D783 K67.10
(>99% PHOSPHORICACID
STRENGTH),HORIZONTAL,STEAM
HEATED,INSULATED,5000 GALS;
DIAMETER:7 FT 6 IN; LENGTH: 16
FT
A/N: 451544
Permit to Construct Issued: 05/05/06

PPrroocceessss1111::EELLEECCTTRRIICCGGEENNEERRAATTIIOONN

SSyysstteem 22::EEMMEERRGGEENNCCYYICICEENNGGIINNEESS
INTERNALCOMBUSTIONENGINE, D592 NOX: PROCESS CO: 8 GRAM/BHP-HR (4) C1.12,D12.1,
EMERGENCYFIRE,E-10,NATURAL UNIT** [RULE 1303(a)(1)-BACT,5-10- K67.5
GAS, WAUKASHAMODEL 884, WITH 1996;RULE1303(a)(1)-BACT,12-6-

CATALYTICREDUCTION,184 BHP 2002] ; NOX: 3400
A/N: 353118 LBS/MMSCF (1) [RULE
Permit to Construct Issued: 08/27/99 2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

NOX: 6.9 GRAM/BHP-HR
(4) [RULE 2005,5-6-2005] ; PM:
(9) [RULE 404,2-7-1986] ; VOC:
0.25 GRAM/BHP-HR (4)
[RULE 1303(a)(1)-BACT,5-10-

1996

RULE 1303(a)(1)-BACT,12-6-
2002]

SSyysstteem 33::CCOOGGEENNEERRAATTIOIONN
GAS TURBINE,NO. 1, NATURALGAS, D677 C681 NOX:MAJOR CO: 2000 PPMVNATURAL A63.6, A99.1,
SOLAR,MODELTAURUS70S, WITH SOURCE** GAS (5) [RULE 407,4-2-1982] ; A99.2, A99.3,
DRY LOW NOX COMBUSTORS,90 CO: 6 PPMVNATURALGAS A195.1,A195.2,
MMBTU/HR WITH (4) [RULE 1303(a)(1)-BACT,5- A195.3,D29.2,
A/N: 412701 10-1996;RULE1303(a)(1)- D29.3,D82.1,
Permit to Construct Issued: 01/25/07 BACT,12-6-2002] D82.2,E73.3,

E193.2, I296.1,
K67.7

NOX: 2.5 PPMVNATURAL
GAS (4) [RULE 2005,5-6-2005] ;
NOX: 199 PPMVNATURAL
GAS (8) [40CFR60 Subpart
GG,2-24-2006]

NOX: 94 LBS/MMSCF (1)
[RULE 2012,5-6-2005] ; PM: 0.1
GRAINS/SCFNATURALGAS
(5) [RULE 409,8-7-1981] ; SOX:
150 PPMVNATURALGAS (8)
[40CFR60 SubpartGG,2-24-2006]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

VOC: 2 PPMVNATURAL
GAS (4) [RULE 1303(a)(1)-
BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002]

GENERATOR,ELECTRIC,7.5 MW

BOILER,TURBINEEXHAUSTHEAT D679 C681 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.6, A99.1,
RECOVERY,NATURALGAS, 50 SOURCE** 407,4-2-1982] ; CO: 6 PPMV A99.2, A99.3,
MMBTU/HR WITH NATURALGAS (4) [RULE A195.1,A195.2,
A/N: 412701 1303(a)(1)-BACT,5-10-1996;RULE A195.3,D29.2,
Permit to Construct Issued: 01/25/07 1303(a)(1)-BACT,12-6-2002] D29.3,D82.1,

D82.2,E73.3,
E193.2,

NOX: 2.5 PPMVNATURAL I296.1,K40.1,
GAS (4) [RULE 1303(a)(1)- K67.7
BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002] ;
NOX: 199 PPMVNATURAL
GAS (8) [40CFR60 Subpart
GG,2-24-2006]

NOX: 94 LBS/MMSCF
NATURALGAS (1) [RULE
2012,5-6-2005] ; PM: 0.1
GRAINS/SCFNATURALGAS
(5) [RULE 409,8-7-1981] ; SOX:
150 PPMVNATURALGAS (8)
[40CFR60 SubpartGG,2-24-2006]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : ELECTRIC GENERATION

VOC: 2 PPMVNATURAL
GAS (4) [RULE 1303(a)(1)-
BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002]

BURNER,DUCT,NATURALGAS,
50 MMBTU/HR

SSyysstteem 44::CCOOGGEENNEERRAATTIIOONNVVAAPPOORRCCOONNTTRROOLLSSYYSSTTEEMM
CO OXIDATIONCATALYST,SERVING C681 D677 D679
GAS TURBINENO. 1, WITH 49 CU FT C682
TOTALCATALYSTVOLUME,SUD
CHEMIEPROTOTECH,HEIGHT:13.5
FT,WIDTH: 19 FT,DEPTH: 1 FT
A/N: 431235
Permit to Construct Issued: 12/20/06

SELECTIVECATALYTICREDUCTION, C682 C681 NH3: 5 PPMV (4) [RULE A195.4,D12.5,
CORMETECH,318 CU.FT.;WIDTH: 19 1303(a)(1)-BACT,5-10-1996;RULE D12.6,D12.7,
FT;HEIGHT:13 FT 6 IN; LENGTH: 3 1303(a)(1)-BACT,12-6-2002] D29.1,D232.1,
FT WITH E73.2,E179.1,
A/N: 431235 E179.2,E193.2
Permit to Construct Issued: 12/20/06

AMMONIA INJECTION

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1122::SSTTEEAAMMGGEENNEERRAATTIOIONN

SSyysstteem 11::BBOOILILEERRSS
BOILER,NO.7, REFINERYGAS, BROS, D374 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.1,E73.3
MODELCLASSW3-40, 44.5 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 448615 409,8-7-1981]

Permit to Construct Issued: 01/25/07

BURNER,COEN,MODELNO.56-B

BOILER,NO.8, PROCESSGAS, D375 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.2,E73.3
REFINERYGAS, COEN,MODEL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
CLASSW3-40, 44.5 MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 448617 409,8-7-1981]

Permit to Construct Issued: 12/20/06

BURNER,COEN,MODEL 56

BOILER,NO.9, PROCESSGAS, D376 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.2,E73.3
REFINERYGAS, CLEAVERBROOKS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
MODELDL-68, 65.9 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH 409,8-7-1981]

A/N: 389662
Permit to Construct Issued: 04/12/02

BURNER,CLEAVERBROOKS,
MODELTK-436X-CN3

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1133::MMISISCCEELLLLAANNEEOOUUSS

SSyysstteem 33::SSOOIL VAP S13.3,S15.11IL VAPOORREEXXTTRRAACCTTIOIONN
VAPOREXTRACTIONWELL,WITH D622 BENZENE: 10 PPMVWELL
DUCT(S) GAS (4) [RULE 1303(a)(1)-
A/N: 368540 BACT,5-10-1996;RULE

Permit to Construct Issued: 01/17/01 1303(a)(1)-BACT,12-6-2002] ;
VOC: 520 PPMVWELL GAS
(4) [RULE 1303(a)(1)-BACT,5-
10-1996

RULE 1303(a)(1)-BACT,12-6-
2002]

BLOWER,VAPOREXTRACTION,150 D623 C6.8
H.P., 400 SCFM
A/N: 368540
Permit to Construct Issued: 01/17/01

SSyysstteem 44::AAQQUUEEOOUUSSAAMMMMOONNIIAATTRRAANNSSFFEERR&&SSTTOORRAAGGEE
STORAGETANK,PRESSURIZED,NO. D685 C157.1,E144.1,
1, AQUEOUSAMMONIA,19% (BY E193.2,K67.8
WEIGHT),WITHA VAPORRETURN
LINE, 10000 GALS
A/N: 389658
Permit to Construct Issued: 04/12/02

S S13.2, S15.2,Syysstteem 66::FFUUEELLGGAASSMMIXIXDDRRUUMMSSYYSSTTEEMM S18.4

VESSEL,D-704,LPG D393
A/N: 447315
Permit to Construct Issued: 12/22/05

DRUM,D-712, FUELGAS D394
A/N: 447315
Permit to Construct Issued: 12/22/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 :MISCELLANEOUS

DRUM,D-807,CRUDEUNIT FUEL D492
GAS,HEIGHT:19 FT 6 IN; DIAMETER:
4 FT 1 IN
A/N: 447315
Permit to Construct Issued: 12/22/05

EDUCTOR,FUELGAS, 2 TOTAL D745
A/N: 447315
Permit to Construct Issued: 12/22/05

TANK,D-725,WATERWASHTRAIN, D746
IN SERIESWITH FILTERCOALESCER
D-714,HEIGHT:19 FT; DIAMETER:4
FT
A/N: 447315
Permit to Construct Issued: 12/22/05

VESSEL,D-714,COALESTERFILTER, D747
IN SERIESWITH TANKD-725,
HEIGHT: 9 FT; DIAMETER:1 FT 8 IN
A/N: 447315
Permit to Construct Issued: 12/22/05

FUGITIVEEMISSIONS, D621 H23.2
MISCELLANEOUS
A/N: 447315
Permit to Construct Issued: 12/22/05

PPrroocceessss1155::AAIRIRPPOOLLLLUUTTIIOONNCCOONNTTRROOLL

SSyysstteem 11::FFLLAARE VAPOR RECOVERY S S13.2, S15.12,RE VAPOR RECOVERY SYYSSTTEEMM S18.2,S31.3

DRUM,LIQUIDSEAL, JOHNZINK, D807
LENGTH: 20 FT; DIAMETER:10 FT
A/N: 458560
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : AIR POLLUTIONCONTROL

COMPRESSOR,TWO STAGE,FLARE D808 H23.24
GAS VAPORRECOVERY,150 SCFM
CAPACITY
A/N: 458560
Permit to Construct Issued: 07/25/08

COMPRESSOR,TWO-STAGE,FLARE D809 H23.24
GAS VAPORRECOVERY,150 SCFM
CAPACITY
A/N: 458560
Permit to Construct Issued: 07/25/08

KNOCKOUT POT,WITHDEMISTER D810
A/N: 458560
Permit to Construct Issued: 07/25/08

KNOCKOUT POT,WITHDEMISTER D811
A/N: 458560
Permit to Construct Issued: 07/25/08

FUGITIVEEMISSIONS, D812 H23.2
MISCELLANEOUS
A/N: 458560
Permit to Construct Issued: 07/25/08

SSyysstteem 22::RREEFFININEERRYYFFLLARE SYSTEM S13.2,S18.9ARE SYSTEM
KNOCKOUT POT,D-723,LENGTH: 50 D395
FT; DIAMETER:10 FT
A/N: 459987
Permit to Construct Issued: 07/25/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : AIR POLLUTIONCONTROL

FLARE,ELEVATEDWITH STEAM C396 D738 CO: 2000 PPMV (5) [RULE D12.3,D323.1,
INJECTION,NW-791,REFINERYGAS, 407,4-2-1982] ; PM: 0.1 D323.2,E193.3,
HEIGHT:100 FT; DIAMETER:1 FT GRAINS/SCF (5) [RULE E193.5,H23.22,
WITH 409,8-7-1981] I1.1, I1.6
A/N: 459987
Permit to Construct Issued: 07/25/08

BURNER, JOHNZINK,MODEL
EEF-QS-18

DRUM,D-806, RELIEF, D397
W/CONDENSINGWATERSPRAYS,
HEIGHT:34 FT 3 IN; DIAMETER:5 FT
A/N: 459987
Permit to Construct Issued: 07/25/08

FUGITIVEEMISSIONS, D650 H23.2
MISCELLANEOUS
A/N: 459987
Permit to Construct Issued: 07/25/08

SSyysstteem 33::ININCCININEERRAATTIIOONNSSYYSSTTEEMMSSEERRVVIINNGGAASSPPHHAALLTTBBLLOOWWININGGPPLLAANNTT
INCINERATOR,H-907,NATURALGAS, C531 C81 C86 C88 NOX:MAJOR CO: 2000 PPMV (5) [RULE C1.23,C8.1,
HEATRECOVERYSECTION,18 C90 C566 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D28.1,D28.5,
MMBTU/HR WITH C577C761 MAJOR SOURCE** GRAINS/SCF (5) [RULE D82.3,D323.1,
A/N: 353056 C763 409,8-7-1981] ; PM: (9) [RULE H23.4, I1.2
Permit to Construct Issued: 08/27/99 404,2-7-1986]

SO2: 20 PPMV (8) [40CFR60
SubpartJ,6-24-2008]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : AIR POLLUTIONCONTROL

BURNER,NORTHAMERICAN,
MODELNO. 4131D, 18
MMBTU/HR

SSyysstteem 44::SSOOXXSSCCRRUUBBBBININGGS SSY 13.2YSSTTEEMMSSEERRVVININGGAASSPPHHAALLTTBBLLOOWWININGGPPLLAANNTT
SCRUBBER,PACKEDBED,W-900, C566 C531 D569 C8.2
AMEREXTOWER, STAINLESSSTEEL,
HEIGHT:23 FT; DIAMETER:8 FT
A/N: 353057
Permit to ConstructIssued: 08/27/99

STORAGETANK,FIXEDROOF,TK- D568 SOX: 500 PPMV (5) [RULE
242, REACTEDCAUSTIC,HEIGHT:15 407,4-2-1982]

FT; DIAMETER:10 FT 6 IN
A/N: 353058
Permit to Construct Issued: 08/27/99

HEATER,H-908, SCRUBBEROUTLET D569 C566 NOX: LARGE CO: 400 PPMV (5A) [RULE C1.6
GAS REHEAT, NATURALGAS, SOURCE** 1146,11-17-2000] ; CO: 2000
FORCEDDRAFT,WITHDUCT PPMV (5) [RULE 407,4-2-1982]
BURNER,8 MMBTU/HR ; NOX: 30 PPMV (4) [RULE
A/N: 353074 1303(a)(1)-BACT,5-10-1996

Permit to Construct Issued: 08/27/99

RULE 1303(a)(1)-BACT,12-6-
2002] ; PM: 0.1 GRAINS/SCF
(5) [RULE 409,8-7-1981] ; PM:
(9) [RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1166::ISISOOMMEERRIIZZAATTIIOONN(P(PEENNEEXXPPLLUUSS))

SSy S4.1, S11.1,ysstteem 11::RREEFFOORRMMAATTEESSPPLLIITTTTEERR S13.2, S15.2,
S15.4

COLUMN,W-1501, FRACTIONATION, D724
REFORMATE,HEIGHT:122 FT;
DIAMETER:6 FT 6 IN
A/N: 424098
Permit to Construct Issued: 06/16/04

ACCUMULATOR, D-1501, D725
REFORMATESPLITTEROVERHEAD,
REFLUX,HEIGHT:15 FT; DIAMETER:
5 FT 6 IN
A/N: 425794
Permit to Construct Issued: 06/16/04

FUGITIVEEMISSIONS, D726 H23.23, I1.4
MISCELLANEOUS
A/N: 424098
Permit to Construct Issued: 06/16/04

S S4.1, S11.1,Syysstteem 22::BBEENNSSAATTUUNNIITT S13.2, S15.2,
S15.4

TANK,SURGE, D-1505,FEED, D727
LENGTH: 18 FT; DIAMETER:6 FT
A/N: 408471
Permit to Construct Issued: 06/16/04

ADSORBER,D-1506,SULFURGUARD D728
BED,MOLECULARSIEVES
ADSORBENT,100 CU.FT.;DIAMETER:
3 FT 6 IN;HEIGHT:13 FT 6 IN
A/N: 408471
Permit to Construct Issued: 06/16/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : ISOMERIZATION(PENEX PLUS)

ADSORBER,D-1504,MAKE-UPH2 D729
ZINCOXIDETREATER,TRACE
SULFURREMOVER,30 CU.FT.;
DIAMETER:2 FT;HEIGHT:11 FT
A/N: 408471
Permit to Construct Issued: 06/16/04

REACTOR,RA-1501, D730
HYDROGENATION,HIGH-BENZENE
LIGHTREFORMATE,HEIGHT:19 FT 6
IN; DIAMETER:3 FT 6 IN
A/N: 408471
Permit to Construct Issued: 06/16/04

ACCUMULATOR, D-1507,BENSAT D731
PRODUCT,REFLUXAND
EMERGENCYQUENCH,HEIGHT:18
FT; DIAMETER:6 FT
A/N: 408471
Permit to Construct Issued: 06/16/04

KNOCKOUT POT,D-1519,MAKE-UP D732
H2,HEIGHT:6 FT; DIAMETER:2 FT
A/N: 408471
Permit to Construct Issued: 06/16/04

FUGITIVEEMISSIONS, D733 H23.23, I1.4
MISCELLANEOUS
A/N: 408471
Permit to Construct Issued: 06/16/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : ISOMERIZATION(PENEX PLUS)

System 3: ISOMUNIT S4.1, S11.1,System 3 : ISOMUNIT S13.2, S15.2,
S15.4

ADSORBER,D-1508A,MAKE-UPH2 D734
DRIER,MOLECULARSIEVES
ADSORBENT,IN SERIESWITHDRIER
D-1508B,HEIGHT:17 FT 6 IN;
DIAMETER:1 FT 6 IN
A/N: 424095
Permit to Construct Issued: 06/16/04

ADSORBER,D-1508B,MAKE-UPH2 D735
DRIER,MOLECULARSIEVES
ADSORBENT,IN SERIESWITHDRIER
D-1508A,HEIGHT: 17 FT 6 IN;
DIAMETER:1 FT 6 IN
A/N: 424095
Permit to Construct Issued: 06/16/04

ADSORBER,D-1509A,FEEDDRIER, D736
MOLECULARSIEVESADSORBENT,IN
SERIESWITHDRIERD-1509B,
HEIGHT:16 FT; DIAMETER:3 FT
A/N: 424095
Permit to Construct Issued: 06/16/04

ADSORBER,D-1509B,FEEDDRIER, D737
MOLECULARSIEVESADSORBENT,IN
SERIESWITHDRIERD-1509A,
HEIGHT:16 FT; DIAMETER:3 FT
A/N: 424095
Permit to Construct Issued: 06/16/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : ISOMERIZATION(PENEX PLUS)

STORAGETANK,PRESSURIZED,D- D738 C396 E193.4
1510, PERCHLORETHYLENE
INJECTION,WITHNITROGEN
BLANKET,HEIGHT:12 FT;
DIAMETER:4 FT
A/N: 424094
Permit to Construct Issued: 06/16/04

REACTOR,RA-1502A& B, D739
ISOMERIZATION,BENSATPRODUCT,
IN SERIES, 2 TOTAL;DIAMETER:4 FT
6 IN;HEIGHT:37 FT
A/N: 424095
Permit to Construct Issued: 06/16/04

COLUMN,W-1502, FRACTIONATION, D740
ISOMPRODUCTSTABILIZER;TWO
SECTIONS,BOTTOMWITH
DIAMETER:4 FT 6 IN; TOP WITH
DIAMETER:3 FT,HEIGHT:79 FT
A/N: 424095
Permit to Construct Issued: 06/16/04

COLUMN,W-1503, FRACTIONATION, D741
MIXEDC5 SIDESTRIPPER,HEIGHT:
13 FT; DIAMETER:1 FT 8 IN
A/N: 424095
Permit to Construct Issued: 06/16/04

ACCUMULATOR, D-1511, ISOM D742
STABILIZEROVERHEAD,REFLUX,
HEIGHT:12 FT; DIAMETER:4 FT
A/N: 424095
Permit to Construct Issued: 06/16/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : ISOMERIZATION(PENEX PLUS)

SCRUBBER,W-1504,CAUSTIC,ISOM C743
STABILIZEROVERHEADGAS, TWO
SECTIONS;BOTTOMWITH
DIAMETER:5 FT; TOP WITH
DIAMETER:2 FT,HEIGHT:31 FT 6 IN
A/N: 424095
Permit to Construct Issued: 06/16/04

FUGITIVEEMISSIONS, D744 H23.23, I1.4
MISCELLANEOUS
A/N: 424095
Permit to Construct Issued: 06/16/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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SECTIONH: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D27 1 1 3

D29 1 1 3

D30 2 1 3

D31 3 1 3

D37 5 2 1

D38 5 2 1

D39 5 2 1

D40 6 2 1

D41 6 2 1

D41 10 2 4

D41 11 3 1

D42 11 3 1

D42 6 2 1

D42 10 2 4

D44 7 2 2

D45 8 2 2

D46 9 2 2

D54 6 2 1

D54 10 2 3

D54 10 2 4

D73 12 3 2

D74 12 3 2

D75 12 3 2

D76 13 3 2

C77 14 3 3

D80 14 4 1

C81 14 4 1

D82 20 4 4

D82 15 4 1

D82 16 4 2

D82 18 4 3

D85 16 4 2

C86 16 4 2

D87 18 4 3

C88 18 4 3

D89 20 4 4
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

C90 20 4 4

D130 22 5 1

D131 23 6 1

D132 23 6 1

D133 23 6 1

D135 23 6 1

D136 24 6 1

D137 24 6 1

D138 24 6 1

D140 24 6 1

D141 24 6 1

D143 25 6 7

D143 24 6 1

C167 25 6 6

C175 25 7 3

D179 26 8 9

D181 27 8 13

D187 27 8 11

D217 28 8 20

D218 28 8 20

D251 29 8 20

D252 29 8 20

D285 30 10 1

D299 32 10 2

D358 32 10 3

D359 33 10 3

D374 37 12 1

D375 37 12 1

D376 37 12 1

D393 38 13 6

D394 38 13 6

D395 40 15 2

C396 41 15 2

D397 41 15 2

D492 39 13 6

D524 30 10 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

C531 41 15 3

C566 42 15 4

D568 42 15 4

D568 33 10 5

D569 42 15 4

D570 29 8 23

C575 26 8 9

C576 27 8 11

C577 28 8 13

D579 30 10 1

C581 30 10 1

D592 33 11 2

C601 30 10 1

D602 31 10 1

C603 31 10 1

D610 7 2 1

D618 25 6 1

D621 39 13 6

D622 38 13 3

D623 38 13 3

D650 41 15 2

D677 34 11 3

D679 35 11 3

C681 36 11 4

C682 36 11 4

D685 38 13 4

D686 7 2 1

D687 7 2 1

D701 23 5 1

D704 29 8 20

D718 26 7 3

D720 4 1 7

D721 4 1 7

D722 4 1 7

D723 4 1 7

D724 43 16 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D725 43 16 1

D726 43 16 1

D727 43 16 2

D728 43 16 2

D729 44 16 2

D730 44 16 2

D731 44 16 2

D732 44 16 2

D733 44 16 2

D734 45 16 3

D735 45 16 3

D736 45 16 3

D737 45 16 3

D738 46 16 3

D739 46 16 3

D740 46 16 3

D741 46 16 3

D742 46 16 3

C743 47 16 3

D744 47 16 3

D745 39 13 6

D746 39 13 6

D747 39 13 6

D748 31 10 2

D752 21 4 4

D752 15 4 1

D752 17 4 2

D752 19 4 3

D753 21 4 4

D753 15 4 1

D753 17 4 2

D753 19 4 3

D754 21 4 4

D754 15 4 1

D754 17 4 2

D754 19 4 3



SectionH Page:53
Facility I.D.: 800183
Revision #: 30
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D755 19 4 3

D755 21 4 4

D755 15 4 1

D755 17 4 2

D756 19 4 3

D756 21 4 4

D756 16 4 1

D756 17 4 2

D757 20 4 3

D757 22 4 4

D757 16 4 1

D757 18 4 2

D759 22 5 1

D760 22 5 1

D783 33 10 5

C794 5 1 8

D798 22 5 1

D802 32 10 2

D803 32 10 2

D805 4 1 7

D806 6 2 1

D807 39 15 1

D808 40 15 1

D809 40 15 1

D810 40 15 1

D811 40 15 1

D812 40 15 1

S813 8 2 2

C814 11 2 5

D816 16 4 1

D817 18 4 2

D818 20 4 3

D819 22 4 4

D827 26 8 9

D828 27 8 11

D829 28 8 13
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Device Index For SectionH

Device ID SectionH Page No. Process System

D831 29 8 23
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The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designatedNo.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not purchase fuel oil containing sulfur compounds in excess of 15 ppm by weight as supplied
by the supplier.

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001;RULE 2004, 4-6-2007]

F34.2 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hourperiod.

[RULE 431.1, 6-12-1998]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F48.1 The operator shall not use at this facility anhydrous ammonia in SCR or any other air pollution control systems
after March 31, 2009.Moreover, no anhydrous ammonia shall be transported to and from or stored at this facility
after March 31, 2009, except in pressurized containers no greater than 200 lbs in holding capacity. The operator
shall convert all selective catalytic reduction (SCR) systems used at this facility to aqueous ammonia by March 31,
2009.

[CA PRC CEQA, 11-23-1970]

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR79
40CFR80
CaliforniaCode of Regulations,Title 13,Division 3, Chapter 5

[40CFR 79, 7-1-1999; 40CFR 80, 7-1-1999; CCR Title 13, 9-24-1999]

F52.2 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR61,SubpartFF

The operator shall keep records in accordancewith 61.356-Recordkeeping requirements

The operator shall complywith the applicable reportingrequirementsas speci©ed in 61.357

[40CFR 61 Subpart FF, 12-4-2003]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphereoriginated from the equipment.

PROCESSCONDITIONS
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

P13.1 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Processessubject to this condition : 9]

SYSTEM CONDITIONS

S1.1 The operator shall limit the throughput to no more than 500000 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 25]

S1.2 The operator shall limit the throughput to no more than 4e+06 barrel(s) in any one year.

For the purpose of this condition, throughput shall be de©ned as amount of asphalt loaded by the individual
loading rack.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 6 , 7 , 8]

S1.3 The operator shall limit the throughput to no more than 9e+06 barrel(s) in any one year.

For the purpose of this condition, throughput shall be de©ned as the combined amounts of asphalt loaded by
LoadingRacks 6, 7, & 8 (Systems6, 7, & 8, respectively).

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 6 , 7 , 8]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S1.4 The operator shall limit the throughput to no more than 182500 barrel(s) in any one month.

For the purpose of this condition, throughput shall be de©ned as the total coating (asphalt) production for the
4 stills in Process4, systems 1, 2, 3, and 4.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process4, System 1 , 2 , 3 , 4]

S1.5 The operator shall limit the loading rate to no more than 12000 barrel(s) in any one day.

For the purposeof this condition, loading rate shall be de©ned as diesel loading rate.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 17]

S1.6 The operator shall limit the loading rate to no more than 8000 barrel(s) in any one day.

For the purposeof this condition, loading rate shall be de©ned as fuel oil loading rate.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 17]

S1.7 The operator shall limit the loading rate to no more than 13000 barrel(s) in any one day.

For the purpose of this condition, loading rate shall be de©ned as total combined gasoline loading rate for
RacksNos. 20 & 21.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 18 , 27]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S1.8 The operator shall limit the loading rate to no more than 6000 barrel(s) in any one day.

For the purposeof this condition, loading rate shall be de©ned as Jet-A loading rate.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 27]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S4.1 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21.

All new components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background as measured using EPA Method 21, shall be repairedwithin 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief device, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in writing in the following applications: heavy liquid service, control valves,
instrument piping/tubing, applications requiring torsional valve stem motion, applications where failures
could pose safety hazards (e.g. drain valves with valve stems in horizontal position), retro©ts with space
limitations,and valves not commericallyavailable

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator shall revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District."

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s) and copies of requisitiondata sheet for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

For the purpose of this condition, leakless valve shall be de©ned as a valve equipped with sealed bellow or
equivalent as approved in writing by the District prior to installation.

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-
BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; 40CFR 60
SubpartGGG, 6-7-1985]

[Systems subject to this condition : Process16, System 1 , 2 , 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S4.2 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21.

All new components in VOC service except for pumps, compressors,and drains, a leak greater than 200 ppm
but less than 1,000 ppm measured as methane above background as measured using EPAMethod 21, shall be
repairedwithin 14 days of detection.Components shall be de©ned as any valve, ©tting, pressure relief device,
diaphragm,hatch, sight-glass,and meter,which are not exempted by Rule 1173.

All pumps, compressors, and drains, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background as measuredusing EPAMethod 21, shall be repairedwithin 14 days of detection.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approvedby the District in writing in the followingapplications:

heavy liquid service, control valves, instrument piping/tubing, applications requiring torsional valve stem
motion, applicationswhere failures could pose safety hazards (e.g. drain valves with valve stems in horizontal
position), retro©ts with space limitations, and valves not commerically available at the time of Permit to
Construct issuance.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 200 ppm for two consecutive months, then the
operator shall revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District."

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a process instrumentationdiagram(s) with a listing of all non-leakless type valves categorized by tag
no., size, type, service, operating conditions (temperature and pressure), body material, application, and
reasonswhy leakless valves were not used.

For the purpose of this condition, leakless valve shall be de©ned as a valve equipped with sealed bellow or
equivalent as approved in writing by the District prior to installation.

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-
BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; 40CFR 60
SubpartGGG, 6-7-1985]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process1, System 7; Process2, System 1]

S11.1 The operator shall comply with all applicable mitigation measures stipulated in the "Statement of Findings,
Statement of OverridingConsiderations, andMitigationMonitoringPlan" documentwhich is part of the AQMD
Certi©ed Final Environmental Impact Report dated 04/09/2004 for this facility.

This condition shall only apply to equipment listed in SectionH of this facility permit.

[CA PRC CEQA, 11-23-1970]

[Systems subject to this condition : Process1, System 7; Process16, System 1 , 2 , 3]

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 463

[RULE 1149, 7-14-1995;RULE 463, 5-6-2005]

[Systems subject to this condition : Process10, System 2 , 3 , 4]

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 2 , 4 , 5 , 6 , 7; Process 2, System 1 , 3 , 4; Process
3, System 1; Process 6, System 1 , 2 , 4 , 5 , 6 , 7; Process13, System 6; Process15, System 1 , 2 , 4; Process
16, System 1 , 2 , 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1166

[RULE 1166, 7-14-1995; RULE 1166, 5-11-2001]

[Systems subject to this condition : Process13, System 3]

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

[RULE 463, 5-6-2005]

[Systems subject to this condition : Process10, System 1]

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1178

[RULE 1178, 4-7-2006]

[Systems subject to this condition : Process10, System 2 , 4]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 462

[RULE 462, 5-14-1999]

[Systems subject to this condition : Process8, System 6 , 7 , 8 , 9 , 11 , 13 , 18 , 22 , 23 , 24 , 25 , 27]

S13.7 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

VOC District Rule 1176

[RULE 1176, 9-13-1996;40CFR 60 SubpartQQQ, 5-5-1989]

[Systems subject to this condition : Process9, System 4]

S13.8 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART XX

[40CFR 60 SubpartXX, 12-19-2003]

[Systems subject to this condition : Process8, System 18 , 27]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.9 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM 40CFR60,SUBPART UU

[40CFR 60 SubpartUU, 8-5-1983]

[Systems subject to this condition : Process4, System 1 , 2 , 3 , 4]

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the tail gas treating unit.

This process/systemshall not be operated unless the tail gas treating unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1]
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The operator shall comply with the terms and conditions set forth below:

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

Until January 1, 2009, or until the ªare vapor recovery system is operational (whichever is earlier), all
emergency vent gases shall be directed to a blowdownªare system. This process/systemshall not be operated
unless the blowdownªare system is in full use and has valid permit to receive vent gases from this system.

After January 1, 2009, or until the ªare vapor recovery system is operational (whichever is earlier), all
emergency vent gases shall be directed to a blowdownªare system and/or ªare vapor recovery system. This
process/systemshall not be operated unless the blowdownªare system and/orªare vapor recovery system are
in full use and have valid permits to receive vent gases from this system.

After January 1, 2009, or until the ªare vapor recovery system is operational (whichever is earlier), all
normal vent gases shall be directed to a ªare vapor recovery system (Process 15, System 1). This
process/systemshall not be operated unless the ªare vapor recovery system is in full use and has valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1 , 2 , 4 , 5 , 6 , 7; Process 2, System 1 , 3 , 4; Process
3, System 1; Process 6, System 1 , 2 , 4 , 5 , 6 , 7; Process 7, System 2; Process 10, System 3; Process 13,
System 6; Process16, System 1 , 2 , 3]

S15.3 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases shall be directed to a vapor recovery system (Process8, System 19) in tandem with Boiler 7, 8
& 9 (Process12, System 1).

This process/systemshall not be operated unless the vapor recovery system and boiler(s) are in full use and
have a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 462, 5-14-1999]

[Systems subject to this condition : Process8, System 18 , 27]
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The operator shall comply with the terms and conditions set forth below:

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a fuel gas mix drum system.

This process/systemshall not be operated unless the fuel gas mix drum system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process1, System 7; Process3, System 1; Process6, System 1; Process 16,
System 1 , 2 , 3]

S15.5 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gas shall be directed to the sulfur recovery unit (Process 7, System 1) with the standby caustic
absorber (Process6, System 6).

This process/systemshall not be operated unless the sulfur recovery unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 2 , 7]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gas shall be directed to the amine/fuel gas treating unit (Process 6, System 1) with the standby
caustic absorber (Process6, System 6).

This process/systemshall not be operated unless the amine/fuel gas treating unit is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process1, System 1 , 2 , 4 , 5 , 6; Process2, System 1 , 3 , 4]
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The operator shall comply with the terms and conditions set forth below:

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to tail gas incinerator.

This process/systemshall not be operated unless tail gas incinerator is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 6; Process7, System 2]

S15.10 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to the tail gas incinerator.

This process/systemshall not be operatedunless the tail gas incinerator is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1]

S15.11 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases shall be directed to tail gas incinerator.

This process/systemshall not be operated unless tail gas incinerator is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process13, System 3]
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The operator shall comply with the terms and conditions set forth below:

S15.12 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to the blowdownªare system.

This process/systemshall not be operated unless the blowdown ªare system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process15, System 1]

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur RecoveryUnit (Process:7, System: 1)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 2]
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The operator shall comply with the terms and conditions set forth below:

S18.2 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

CrudeUnit (Process:1, System: 1, 2, 4, 5, 6 & 7)

HydrotreatingUnit (Process:2, System: 1, 3, & 4)

CatalyticReformingUnit (Process:3, System: 1)

Treating/Stripping(Process:6, System: 1, 2, 4, 5, 6 & 7)

Sulfur RecoveryUnit (Process:7, System: 2)

StorageTanks (Process:10, System: 3)

Miscellaneous(Process:13, System: 6)

Naphtha Splitter (Process:1, System: 7)

Isomerization(PenexPlus) Process (Process:16, System: 1, 2 & 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process15, System 1]

S18.3 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

GasolineTankTruckLoadingRacks (Process:8, System: 18 & 27)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 462, 5-14-1999]

[Systems subject to this condition : Process8, System 19]
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The operator shall comply with the terms and conditions set forth below:

S18.4 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

CatalyticReformingUnit (Process:3, System: 1)

Amine/FuelGas TreatingUnit (Process:6, System: 1)

Naphtha Splitter (Process:1, System: 7)

Isomerization(PenexPlus) Process (Process:16, System: 1, 2 & 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process13, System 6]

S18.5 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Treating/Stripping(Process:6, System: 2 & 7)

Air StripperTower (Device 504) in (Process:9, System: 2)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1]
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The operator shall comply with the terms and conditions set forth below:

S18.6 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

CrudeUnit (Process:1, System: 1, 2 & 4)

HydrotreatingUnit (Process:2, System: 1, 3 & 4)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 1]

S18.7 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur RecoveryUnit (Process:7, System: 1 & 2)

Soil Vapor Extraction (Process:13, System: 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 3]

S18.8 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Caustic Storage& ScrubbingUnit (Standbyfor Amine/FuelGas Treating& SRU) (Process:6, System: 6)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 3]
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The operator shall comply with the terms and conditions set forth below:

S18.9 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Flare Gas Vapor Recovery System (Process:15, System: 1)

[RULE 1118, 2-13-1998;RULE 1118, 11-4-2005]

[Systems subject to this condition : Process15, System 2]

S31.1 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)293151:

All valves and new major components shall be physically identi©ed in the ©eld with special marking that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the records.

The leak rate from non-bellows seal valves and other non-valve fugitive components shall not exceed 500
ppmv. A leak rate greater than 500 ppmv, but less than or equal to 1,000 ppmv, shall be repaired within 14
calendar days after detection of the leak.

All non-bellows seal valves shall be inspected monthly using EPA Method 21. The operator may begin
quarterly inspections, upon District approval, after two consecutive monthly inspections in which only two
percent or less of non-bellows seal valves are found to be leaking above 500 ppmv.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process1, System 1]
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The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)468871:

The operator shall provide the following informationto the District no later than 60 days after initial startup:

(a) Process and instrumentation diagrams (or some other equivalent District-approved diagrams) that
identify all valves. Along with the diagrams, the operator shall provide a listing of all valves categorized by
location, type, size, accessibilityand service; and,

(b) A recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by size and service. The operator shall submit a listing of all non-
bellows seal valves categorized by tag number, type, size, body material, service, operating temperature,
operatingpressure and reason(s)why bellows seal valves were not used.

All valves and new major components shall be physically identi©ed in the ©eld with special marking that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the records.

All non-bellows seal valves shall be inspected monthly using EPA Method 21. The operator may begin
quarterly inspections, upon District approval, after two consecutive monthly inspections in which only two
percent or less of non-bellows seal valves are found to be leaking above 500 ppmv.

The leak rate from non-bellows seal valves and other non-valve fugitive components shall not exceed 500
ppmv. A leak rate greater than 500 ppmv, but less than or equal to 1,000 ppmv, shall be repaired within 14
calendar days after detection of the leak.

All new valves in VOC service except those speci©cally exempted by R1173 shall be leakless valves or
approved by the District in writing for the following applications: heavy liquid service, control valve,
instrumentpiping/tubing, applicationsrequiring torsional valve stem motion, applicationswhere valve failure
could pose safety hazard (e.g., drain valves with valve stem in horizontal position), retro©ts with space
limitations,and valves not commerciallyavailable.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process5, System 1]
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The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by application number(s) 477619 (Naphtha Hydrodesulfurization Unit, HDS #1), 477621
(NaphthaSplitter), 458560 (FlareVapor Recovery System):

All open-ended lines shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to a closed vent system.

All new light liquid pumps shall utilize double seals.

All compressorsshall be equippedwith a seal systemwith a higher pressurebarrierªuid.

Prior to start of constructionof the Naphtha Splitter, under A/N 477621, the operator shall replaceValveNo.
1017with a bellows-sealvalve.

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applications where valve failure could pose safety hazard, retro©ts/special
applicationswith space limitations,and valves not commerciallyavailable.

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA Reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPA ReferenceMethod 21.

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 200 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District.

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate of less than 200 ppmv.

All components in VOC service except for pumps, compressors,and drains, a leak greater than 200 ppm but
less than 1,000 ppm measured as methane above background as measured using EPA Method 21, shall be
repairedwithin 14 days of detection.Components shall be de©ned as any valve, ©tting, pressure relief device,
diaphragm, hatch, sight-glass, and meter, which are not exempted by Rule 1173. A leak greater than 1,000
ppm shall be repaired according to Rule 1173.

All pumps, compressors, and drains, a leak greater than 500 ppm but less than 1,000 ppm measured as
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methane above background as measured using EPA Method 21, shall be repairedwithin 14 days of detection.
A leak greater than 1,000 ppm shall be repaired according to Rule 1173.

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approved by the District. Records shall be kept and maintained for at leas ©ve
years, and shall be made available to ExecutiveO¬cer of his authorized representativeupon request.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process1, System 7; Process2, System 1; Process15, System 1]

DEVICE CONDITIONS

A. Emission Limits

A63.5 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than or equal to 0 Percent opacity

[40CFR 60 SubpartUU, 8-5-1983]

[Devices subject to this condition : D80,D85,D87,D89,D524,D579,D602]
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The operator shall comply with the terms and conditions set forth below:

A63.6 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

CO Less than or equal to 1235 LBS IN ANY ONEMONTH

PM10 Less than or equal to 722 LBS IN ANY ONEMONTH

VOC Less than or equal to 238 LBS IN ANY ONEMONTH

SOX Less than or equal to 74 LBS IN ANY ONEMONTH

For the purposesof this condition, the limit(s) shall be based on the total combined emissions from equipment
D677 (Gas turbine) and D679 (Duct Burner).

The operator shall calculate the emission limit(s) by using monthly fuel use data and the following emissions
factors: PM10 with duct ©ring 7.1 lbs/MMscf, PM10 without duct ©ring 6.7 lbs/MMscf, VOC with duct
©ring 2.3 lbs/MMscf, VOC without duct ©ring 2.6 lbs/MMscf, and SOx with and without duct ©ring 0.75
lbs/MMscf.

The operator shall calculate the emission limit(s) for CO after the CO catalyst is installed in the SCR housing
and prior to the CO CEMS certi©cation, using fuel use data and the followingemission factors:CO with duct
©ring 12.1 lbs/MMscf,CO without duct ©ring 13.7 lbs/MMscf.

The operator shall calculate the emission limit(s) for CO, after the CO CEMS certi©cation, based on readings
from the certi©ed CEMS. In the event the CO CEMS is not operating or the emissions exceed the valid upper
range of the analyzer, the emissions shall be calculated in accordancewith the approvedCEMS plan.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D677,D679]

A72.1 The operator shallmaintain this equipment to achieve a minimum overall control e¬ciency of 95 percent for ROG
during the normal operationof the equipment it vents.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : C175]
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The operator shall comply with the terms and conditions set forth below:

A99.1 The 2.5 PPM NOX emission limit(s) shall not apply during turbine startup period. Startup time shall not exceed 4
hours per startup and the number of startups shall not exceed twenty per calendar year.Written records of startups
shall be maintained and made available upon request fromAQMD.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D677,D679]

A99.2 The 6 PPM CO emission limit(s) shall not apply during turbine startup period. Startup time shall not exceed 4
hours per startup and the number of startups shall not exceed twenty per calendar year.Written records of startups
shall be maintained and made available upon request fromAQMD.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D677,D679]

A99.3 The 94 LBS/MMCF NOX emission limit(s) shall only apply during the interim reporting period to report
RECLAIM emissions.The interim reportingperiod shall not exceed 12 months from the initial startup date.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D677,D679]

A99.4 The 60 PPM NOX emission limit(s) shall only apply during the start up period when the SCR is bypassed, and
the heater vents to the bypass stack.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D44,D45]

A195.1 The 2.5 PPMVNOX emission limit(s) is averagedover 60 minutes at 15 percent oxygen, dry.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D677,D679]
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A195.2 The 6 PPMV CO emission limit(s) is averagedover 60 minutes at 15 percent oxygen, dry.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D677,D679]

A195.3 The 2 PPMVVOC emission limit(s) is averagedover 60 minutes at 15 percent oxygen, dry.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D677,D679]

A195.4 The 5 PPMVNH3 emission limit(s) is averagedover 60 minutes at 15 percent O2, dry.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C682]

A195.5 The 5 PPMVNH3 emission limit(s) is averagedover 60 minutes at 3 percent O2, dry.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C794, C814]

A195.6 The 5.0 PPMVNOX emission limit(s) is averagedover 3 hours at 3 percent oxygen, dry.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D30]

A195.7 The 5.0 PPMV NOX emission limit(s) is averaged over 3 hours at 3 percent oxygen, dry. The 5 ppmv NOx
emission limit is not applicable during startup periodwhen the SCR is bypassed.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D44,D45,D46]

B.Material/FuelTypeLimits
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The operator shall comply with the terms and conditions set forth below:

B22.1 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.5 psia or greater
under actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D602]

B22.5 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 5 psia or greater under
actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D748]

B22.6 The operator shall not use this equipment with materials having a(n) true vapor pressure of 2.5 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D299]

B61.2 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

The H2S concentrationlimit shall be based on a rolling 3-hour averagingperiod

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27,D29,D30,D31,D44,D45,D46,D73,D74,D75,D76, C175]
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The operator shall comply with the terms and conditions set forth below:

B61.3 The operator shall not use straight-runheavy naphtha containing the following speci©ed compounds:

Compound weight percent

Benzene greater than 1.8

[RULE 1401, 3-4-2005]

[Devices subject to this condition : D748]

B61.4 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

Total reduced sulfur greater than 40

The total reduced sulfur concentrationlimit shall be averagedover a 4-hourperiod.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D27,D29,D30,D31]
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The operator shall comply with the terms and conditions set forth below:

B61.5 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

Total reduced sulfur greater than 30

The total reduced sulfur concentrationlimit shall be averagedover a 4-hourperiod.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D44,D45]

B61.6 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

Total reduced sulfur greater than 100

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D46]

C. Throughput or OperatingParameter Limits

C1.5 The operator shall limit the throughput to no more than 266400 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D524]
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The operator shall comply with the terms and conditions set forth below:

C1.6 The operator shall limit the fuel usage to no more than 182000 cubic feet per day.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D569]

C1.9 The operator shall limit the throughput to no more than 600000 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D579]

C1.12 The operator shall limit the operating time to no more than 199 hour(s) in any one year.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D592]

C1.14 The operator shall limit the throughput to no more than 16667 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D285]

C1.22 The operator shall limit the throughput to no more than 125000 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D602]

C1.23 The operator shall limit the fuel usage to no more than 411000 cubic feet per day.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C531]



SectionH Page:85
Facility I.D.: 800183
Revision #: 30
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

C1.25 The operator shall limit the throughput to no more than 16667 barrel(s) in any one month.

For the purposeof this condition, throughput shall be de©ned as straight-runheavy naphtha.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: [V / H(subscript: t)] x
H(subscript:a), where V is the volume of the tank in barrels,H(subscript: t) is the height of the tank in feet
based on tank strapping chart and H(subscript: a) is the total vertical one-way liquid surface level travel in
feet per month. All measurements shall be made in accordance with the procedures published in the most
recent edition of the American Petroleum InstituteManual of PetroleumMeasurementStandards.

The operator shall calculate the total vertical one-way liquid surface level travel, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously monitor and record the hourly liquid
surface level movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank
level measurement. If the ATLG di«ers from the manual tank level measurement by more than 0. 8 percent,
the ATLG shall be repaired. While the ATLG is being repaired, throughput shall be determined by hourly
tank level data averaged for the previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D748]
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The operator shall comply with the terms and conditions set forth below:

C1.26 The operator shall limit the throughput to no more than 222228 barrel(s) in any one month.

For the purposeof this condition, throughput shall be de©ned as diesel fuel/fuel oil.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: [V / H(subscript: t)] x
H(subscript:a), where V is the volume of the tank in barrels,H(subscript: t) is the height of the tank in feet
based on tank strapping chart and H(subscript: a) is the total vertical one-way liquid surface level travel in
feet per month. All measurements shall be made in accordance with the procedures published in the most
recent edition of the American Petroleum InstituteManual of PetroleumMeasurementStandards.

The operator shall calculate the total vertical one-way liquid surface level travel, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously monitor and record the hourly liquid
surface level movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank
level measurement. If the ATLG di«ers from the manual tank level measurement by more than 0. 8 percent,
the ATLG shall be repaired. While the ATLG is being repaired, throughput shall be determined by hourly
tank level data averaged for the previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D748]
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The operator shall comply with the terms and conditions set forth below:

C1.33 The operator shall limit the fuel usage to no more than 16,159,010 cubic feet in any one calendarmonth.

To complywith this condition, the operator shall install and maintain a(n) non-resettabletotalizing fuel meter
to accurately indicate the fuel usage of the heater.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

The fuel usage limit of this condition shall not be increasedor removed for this equipment unless the operator
performpublic noti©cation in accordance to the requirementsof Rule 212 that are applicable to a projectwith
on-site emission increases exceeding the daily maximums speci©ed in subdivision (g) of the rule. The public
noti©cation shall contain details to describe the project approved by the District under application nos.
436002, 436003, 436004 and 436005.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 212, 12-7-1995; RULE 212,
11-14-1997]

[Devices subject to this condition : D27]

C1.34 The operator shall limit the fuel usage to no more than 37,704,357 cubic feet in any one calendarmonth.

To complywith this condition, the operator shall install and maintain a(n) non-resettabletotalizing fuel meter
to accurately indicate the fuel usage of the heater.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

The fuel usage limit of this condition shall not be increasedor removed for this equipment unless the operator
performpublic noti©cation in accordance to the requirementsof Rule 212 that are applicable to a projectwith
on-site emission increases exceeding the daily maximums speci©ed in subdivision (g) of the rule. The public
noti©cation shall contain details to describe the project approved by the District under application nos.
436002, 436003, 436004 and 436005.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 212, 12-7-1995; RULE 212,
11-14-1997]

[Devices subject to this condition : D29]
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The operator shall comply with the terms and conditions set forth below:

C1.35 The operator shall limit the ©ring rate to no more than 48 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D73,D74]

C1.36 The operator shall limit the ©ring rate to no more than 27.7MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D76]

C1.37 The operator shall limit the throughput to no more than 62,000barrel(s) in any one month.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on tank strapping chart and L is the total vertical one-way tank level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and in unit of feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0. 8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determinedby hourly tank level data averaged for the previous30 days, prior to
the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D299]
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The operator shall comply with the terms and conditions set forth below:

C6.3 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
does not exceed 120Deg F.

The operator shall install and maintain a temperature reading device prior to the mist eliminator to ensure
compliancewith this condition.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C603]

C6.4 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
does not exceed 400Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperatureof the asphalt stored in or pumped into the tank.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D602]

C6.7 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
does not exceed 350Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperatureof the asphalt stored in or pumped into the tank.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D285,D524,D579]
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The operator shall comply with the terms and conditions set forth below:

C6.8 The operator shall use this equipment in such a manner that the ªow being monitored, as indicated below, does
not exceed 400 CFM.

To comply with this condition, the operator shall install and maintain a(n) ªow meter to accurately indicate
the ªow rate of the incinerator inlet vapor stream. In case a pressure sensor device is used in place of ªow
meter, a conversion chart shall be made available to indicate the corresponding ªow rate, in CFM, to the
pressure reading.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D623]

C6.10 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use a explosimeter or equivalent device to monitor the hydrocarbon concentration in the
vapor space above the internalªoating roof twice a year at a 4 to 8 month interval.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D299,D748]
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The operator shall comply with the terms and conditions set forth below:

C6.12 The operator shall use this equipment in such a manner that the percent spent caustic being monitored, as
indicated below, does not exceed 70 percent.

The operator shall monitor the spent caustic concentrationof the recirculatingNaOH scrubbing solution once
a day.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

This condition shall only applywhen the exhaust gas from the caustic scrubber (Device C167) is being vented
to the ªare (DeviceC396).

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : C167]

C8.1 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1400Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the ©rebox or in the ductwork immediatelydownstream from the ©rebox.

The measuring device or gauge shall be accurate to within plus or minus 50 degree F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 470, 5-7-1976]

[Devices subject to this condition : C531]
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The operator shall comply with the terms and conditions set forth below:

C8.2 The operator shall use this equipment in such a manner that the pH being monitored, as indicated below, is not
less than 7.5 of the pH scale.

The operator shall use a pH meter to monitor the pH of the scrubbingsolutiondaily.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C566]

C8.3 The operator shall use this equipment in such a manner that the ªow rate being monitored, as indicated below, is
not less than 80 gpm.

The operator shallmonitor the ªowrate of the recirculatingNaOH scrubbingsolution once a day.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

This condition shall only applywhen the exhaust gas from the caustic scrubber (Device C167) is being vented
to the ªare (DeviceC396).

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : C167]
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The operator shall comply with the terms and conditions set forth below:

C8.4 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1400Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the ©rebox or in the ductwork immediatelydownstream from the ©rebox.

The measuring device or gauge shall be accurate to within plus or minus 50 degree F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 468, 10-8-1976]

[Devices subject to this condition : C175]

C157.1 The operator shall install and maintain a pressure relief valve set at 25 psig.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D685]

D.Monitoring/TestingRequirements

D12.1 The operator shall install and maintain a(n) non-resettable elapsed time meter to accurately indicate the elapsed
operating time of the engine.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D592]
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The operator shall comply with the terms and conditions set forth below:

D12.2 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the ©lter.

The operator shall record the parameter beingmonitoredonce every 7 days.

The monitoring and recording frequency shall increase to at least once every 8 hours whenever the static
di«erential pressure reaches 20 inches water column or greater. The operator shall clean or replace the ©lter
when 3 consecutivereadingsof 20 inches water column or greater are recorded.

The operator shallmaintain the di«erential pressuregauges in good working condition.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C581, C601, C603]

D12.3 The operator shall install and maintain a(n) thermocouple or any other equivalentdevice to accurately indicate the
presenceof a ªame at the pilot light.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1118, 11-4-2005; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; 40CFR 60 Subpart A, 4-9-
1993]

[Devices subject to this condition : C396]
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The operator shall comply with the terms and conditions set forth below:

D12.4 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the mist eliminator.

The operator shall record the parameter beingmonitoredonce every 7 days.

The monitoring and recording frequency shall increase to at least once every 8 hours whenever the static
di«erential pressure reaches 20 inches water column or greater. The operator shall clean or replace the ©lter
when 3 consecutivereadingsof 20 inches water column or greater are recorded.

The operator shallmaintain the di«erential pressuregauges in good working condition.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C575, C576, C577]

D12.5 The operator shall install and maintain a(n) ªow meter to accurately indicate the ªow rate of the total hourly
throughput of injected ammonia (NH3).

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuringdevice or gauge shall be accurate to within plus or minus 5 percent. It shall be calibrated once
every 12 months.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : C682, C794, C814]
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The operator shall comply with the terms and conditions set forth below:

D12.6 The operator shall install and maintain a(n) temperaturegauge to accurately indicate the temperature in the exhaust
at the inlet to the SCR reactor.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuringdevice or gauge shall be accurate to within plus or minus 5 percent. It shall be calibrated once
every 12 months.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : C682, C794, C814]

D12.7 The operator shall install and maintain a(n) pressure gauge to accurately indicate the di«erential pressure across
the SCR catalyst bed in inches water column.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuringdevice or gauge shall be accurate to within plus or minus 5 percent. It shall be calibrated once
every 12 months.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : C682, C794, C814]
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The operator shall comply with the terms and conditions set forth below:

D28.1 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial start-up.

The test shall be conducted to determine the CO emissions at the outlet.

The test shall be conducted to determineROG emissions at the outlet.

The test shall be conducted to determine the PM10 emissions at the outlet.

The test shall be conducted to determine the oxygen concentrationat the outlet.

The test shall be conducted to determine the moisture content at the outlet.

The test shall be conducted to determine the ªow rate at the outlet.

The test shall be conducted to determineBenzo(a)pyrene emissions at the outlet.

The test shall be conducted to determineFormaldehyde emissions at the outlet.

The test shall be conducted to determineAcetaldehydeemissions at the outlet.

The test shall be conducted to determineChromium(VI) emissions at the outlet.

The test shall be conducted to determineArsenic emissions at the outlet.

The test shall be conducted to determine the e¬ciency of the Incineratorfor ROG.

The test shall be conducted to demonstratecompliancewith 40CFR60,Subpart UU and Rule 404.

The test shall be conductedwhen the Asphalt Oxidizing Units are operating at no less than 80 percent of the
permitted production rate.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002; RULE 1401, 3-4-2005]

[Devices subject to this condition : C531]
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The operator shall comply with the terms and conditions set forth below:

D28.2 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the PM10 emissions at the outlet.

The test shall be conducted at least in one of the loading racks equippedwith a CECO ©lter ModelDLM 121
and another loading rack with DLM 161, to determine the hydrocarbon concentration at the outlet of the
©lter. Such test shall be conducted during a loading operation. The District shall be noti©ed at least seven
days from the scheduled source test. the test results shall be submitted to the District within 60 day from the
date of the test.

The test shall be conducted to determine the ROG emissions at the outlet.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D179,D187,D570]

D28.3 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial start-up.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to determine the Benzene at the inlet and outlet.

The test shall be conducted to determine the VOC emissions at the inlet and outlet.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C175]
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The operator shall comply with the terms and conditions set forth below:

D28.4 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the CO, PM and ROG emissions at the outlet.

The test shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 404, 2-7-1986; RULE 407, 4-2-1982; RULE 409,
8-7-1981]

[Devices subject to this condition : C175]

D28.5 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedonce per three years to determine the CO, ROG and PM emissions at the outlet.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997;RULE 404, 2-7-1986;RULE 407, 4-2-1982;RULE 409, 8-7-1981]

[Devices subject to this condition : C531]

D28.7 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determineNH3 emissions at the outlet.

The test shall be conductedat least once every three years.

The test shall be conducted when the equipment being vented by the SCR are operating under normal
conditions.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C77]
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The operator shall comply with the terms and conditions set forth below:

D28.8 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the NOX emissions at the outlet.

The test shall be conducted to determine the SOX emissions at the outlet.

The test shall be conducted to determine the ROG emissions at the outlet.

The test shall be conducted to determine the PM10 emissions at the outlet.

The test shall be conducted to determine the CO emissions at the outlet.

Source test shall be conductedwhen this equipment is operating at not less than 80 percent of the maximum

©ring rate.

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial startup, and every ©ve years thereafter.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : D27,D29,D30,D31]
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The operator shall comply with the terms and conditions set forth below:

D29.1 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NH3 emissions Districtmethod 207.1 1 hour Outlet of the SCR
and 5.3 or EPAmethod
17

The test shall be conducted and the results submittted to the District within 45 days after the test date. The
AQMD shall be noti©ed of the date and time of the test at least 7 days prior to the test.

The test shall be conducted at least quarterly during the ©rst twelve months of operation and at least annually
thereafter.The NOx concentration, as determined by the CEMS, shall be simultaneouslyrecorded during the
ammonia slip test. If the CEMS is inoperable,a test shall be conducted to determine the NOx emissions using
District Method 100.1measuredover a 60 minute averaging time period.

The test shall be conducted to demonstratecompliancewith the Rule 1303 concentrationlimit.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C682]
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The operator shall comply with the terms and conditions set forth below:

D29.2 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NOX emissions Districtmethod 100.1 1 hour Outlet of the SCR

CO emissions Districtmethod 100.1 1 hour Outlet of the SCR

SOX emissions ApprovedDistrict District-approved Fuel Sample
method averaging time

ROG emissions ApprovedDistrict 1 hour Outlet of the SCR
method

PM emissions ApprovedDistrict District-approved Outlet of the SCR
method averaging time

NH3 emissions Districtmethod 207.1 1 hour Outlet of the SCR
and 5.3 or EPAmethod
17

The test shall be conducted in accordancewith a District approved source test protocol.The protocol shall be
submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approvedby
the District before the test commences. The test protocol shall include the proposed operating conditions of
the turbine and duct burner during the tests, the identity of the testing lab, a statement from the testing lab
certifying that it meets the criteria of Rule 304, and a descriptionof all sampling and analytical.

The test shall be conducted after District approval of the source test protocol, but no later than 180 days after
initial start-up.The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to detemine the oxygen levels in the exhaust. In addition, the test shall measure
the fuel ªow rate (CFH), the ªue gas ªow rate, and the turbine and steam turbine generatingoutput in MW.

The test shall be conducted for all pollutants 1) when the gas turbine and duct burner are operating
simultaneously at 100 percent of maximum heat input and 2) when the gas turbine is operating alone at 100
percent of maximum heat input. In addition, a test shall be conductedwhen the gas turbine is operating alone
at loads of 75 and 50 percent of maximum heat input for the NOx, CO, VOC and NH3 tests.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : D677,D679]
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The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

SOX emissions ApprovedDistrict District-approved Fuel Sample
method averaging time

ROG emissions ApprovedDistrict 1 hour Outlet of the SCR
method

PM emissions ApprovedDistrict District-approved Outlet of the SCR
method averaging time

The test shall be conducted 1) when the gas turbine and duct burner are operating simultaneously at 100
percent of maximum heat input and 2) when the gas turbine is operating alone at 100 percent of maximum
heat input.

The test(s) shall be conducted at least once every three years. The ©rst test shall be conducted within three
calendar years of the test requiredby conditionD29.2.

The test shall be conducted and the results submitted to the District within 60 days after the test date. The
AQMD shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to demonstrate compliance with the Rule 1303 concentration and/or monthly
emissions limit.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D677,D679]
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The operator shall comply with the terms and conditions set forth below:

D29.4 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NH3 emissions Districtmethod 207.1 1 hour Outlet of the SCR
and 5.3 or EPAmethod
17

The test shall be conducted and the results submittted to the District within 60 days after the test date. The
AQMD shall be noti©ed of the date and time of the test at least 7 days prior to the test.

The test shall be conducted at least quarterly during the ©rst twelve months of operation and at least annually
thereafter.The NOx concentration, as determined by the CEMS, shall be simultaneouslyrecorded during the
ammonia slip test. If the CEMS is inoperable,a test shall be conducted to determine the NOx emissions using
District Method 100.1measuredover a 60 minute averaging time period.

The test shall be conducted to demonstratecompliancewith the Rule 1303 concentrationlimit.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C794, C814]
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The operator shall comply with the terms and conditions set forth below:

D29.5 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NOX emissions Districtmethod 100.1 1 hour Outlet of the SCR
serving this equipment

CO emissions Districtmethod 100.1 1 hour Outlet of the SCR
serving this equipment

CO emissions Districtmethod 100.1 1 hour Outlet of HeaterH-
501/502

SOX emissions ApprovedDistrict District-approved Fuel Sample
method averaging time

ROG emissions ApprovedDistrict 1 hour Outlet of the SCR
method serving this equipment

PM emissions ApprovedDistrict District-approved Outlet of the SCR
method averaging time serving this equipment

The test shall be conducted in accordancewith a District approved source test protocol.The protocol shall be
submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approvedby
the District before the test commences.

The test protocol shall include the proposed operating conditions of the heaters during the tests, the identity
of the testing lab, a statement from the testing lab certifying that it meets the criteria of Rule 304, and
descriptionsof all sampling and analyticalmethods.

The test shall be conducted after District approval of the source test protocol, but no later than 180 days after
initial start-up.The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted when this equipment is operating at not less than 80 percent of the maximum

©ring rate.

CO emission test may be conductedseparately for each heater.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : D44,D45,D46]



SectionH Page:106
Facility I.D.: 800183
Revision #: 30
Date: February27, 2009

FACILITYPERMIT TO OPERATE
PARAMOUNTPETR CORP (EIS USE)

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

D29.6 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NOX emissions Districtmethod 100.1 1 hour Bypass stack

CO emissions Districtmethod 100.1 1 hour Bypass stack

SOX emissions Districtmethod 100.1 1 hour Bypass stack

ROG emissions ApprovedDistrict 1 hour Bypass stack
method

PM emissions ApprovedDistrict 1 hour Bypass stack
method

The source test shall be conducted to determine the emission pro©les during start up period of heaters and
SCR.

The test shall be conducted to demonstrate compliance with ROG emission limit of heaters H-101 (device
D44) and H-102 (deviceD45).

NOx, SOx and CO emission tests shall be conducted for the entire startup. ROG and PM emission tests shall
begin two hours after the heaters have started up.

The test shall measure the ªue gas ªow rates (acfm), fuel ªow rate, higher heating value (HHV) of fuel gas,
temperaturesand oxygen levels in the exhaust every two hours during start up period.

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial startup of the heaters.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : D44,D45]
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The operator shall comply with the terms and conditions set forth below:

D82.1 The operator shall install and maintain a CEMS to measure the followingparameters:

CO concentrationin ppmv

Concentrations shall be corrected to 15 percent oxygenon a dry basis.

The CEMS shall be installed and operated, in accordance with an approvedAQMD Rule 218 CEMS plan
application.The operator shall not install the CEMS prior to receiving initial approval fromAQMD.

The CEMS shall be installed and operated to measure CO concentration over a 15 minute averaging time
period.

The CEMS will convert the actual CO concentrations to mass emission rates (lbs/hr) and record the hourly
emission rates on a continuous basis.

The CEMS shall be installed and operatingno later than 90 days after initial startup of the turbine.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D677,D679]

D82.2 The operator shall install and maintain a CEMS to measure the followingparameters:

NOX concentrationin ppmv

Concentrations shall be corrected to 15 percent oxygenon a dry basis.

The CEMS shall be installed and operating no later than 12 months after initial startup of the turbine and
shall comply with the requirements of Rule 2012. During the interim period between the initial startup and
the provisional certi©cation date of the CEMS, the operator shall complywith the monitoring requirementsof
Rule 2012(h)(2) and 2012(h)(3). Within two weeks after the turbine startup date, the operator shall provide
written noti©cation to the District of the exact date of startup.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D677,D679]
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The operator shall comply with the terms and conditions set forth below:

D82.3 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Concentrations shall be corrected to zero percent excess air on a dry basis.

Oxygen concentrationin percent volume

The CEMS shall be installed in accordancewith the requirementsof 40CFR60 Subpart J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C531]

D90.2 The operator shall periodicallyanalyze the concentrationof VOC in ppmv as hexane at the inlet and outlet of the
incineratoraccording to the following speci©cations:

The operator shall use a ªame ionization detector (FID) or a District approvedorganic vapor analyzer (OVA)
calibrated in ppmv of hexane to analyze the parameter.

The operator shall analyze once every day for the ©rst seven days, then every seven operating days for a
month, thenmonthly thereafter.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C175]
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The operator shall comply with the terms and conditions set forth below:

D90.3 The operator shall continuously monitor the Total sulfur in the fuel gas before being burned in this device
according to the following speci©cations:

The operator shall use Gas Chromatograph meeting the requirements of 40CFR60 Subpart J to monitor the
parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operatormay monitor the total sulfur concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof total sulfur in the fuel gas being burned
in this device.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27,D29,D30,D31,D44,D45,D46]

D90.7 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall use an NSPS Subpart J approved instrument meeting the requirements of 40CFR 60
Subpart J to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operator may monitor the H2S concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof H2S in the fuel gas being burned in this
device..

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27,D44,D46,D73,D74,D75,D76, C175]
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The operator shall comply with the terms and conditions set forth below:

D232.1 The operator shall install and maintain a continuous emission monitoring device to accurately indicate the
ammonia concentration in the ªue gas exiting the turbine exhaust stack. The continuous emission monitoring
device shall be approvedby the ExecutiveO¬cer and shall monitor and record ammonia concentrations, and alert
the operator (via audible or visible alarm) whenever ammonia concentrations are near, at, or in excess of the
permitted ammonia limit of 5 ppmv, corrected to 15 percent oxygen. It shall continuously monitor, compute, and
record the followingparameters.

Date, time, extent (in time) of all excursionsabove 5 ppmv, corrected to 15 percent oxygen.

Ammonia concentration, uncorrected in ppmv.

Ammonia concentrationin ppmv, corrected to 15 percent oxygen.

The continuous emission monitoring device may not be used for compliance determination or emission
information determination without corroborative data using an approved reference method for the
determinationof ammonia.

The continuous emissionmonitoring device described above shall be operated and maintained according to a
Quality Assurance Plan (QAP) approved by the Executive O¬cer. The QAP must address contingencies for
monitored ammonia concentrations near, at, or above the permitted compliance limit, and remedial actions to
reduce ammonia levels once an exceedancehas occurred.

Oxygen concentrationin percent.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C682]
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The operator shall comply with the terms and conditions set forth below:

D232.2 The operator shall install and maintain a continuous emission monitoring device to accurately indicate the
ammonia concentration in the ªue gas exiting the heater exhaust stack. The continuous emission monitoring
device shall be approvedby the ExecutiveO¬cer and shall monitor and record ammonia concentrations, and alert
the operator (via audible or visible alarm) whenever ammonia concentrations are near, at, or in excess of the
permitted ammonia limit of 5 ppmv, corrected to 3 percent oxygen. It shall continuously monitor, compute, and
record the followingparameters.

Ammonia concentration, uncorrected in ppmv.

Oxygen concentrationin percent.

Ammonia concentrationin ppmv, corrected to 3 percent oxygen.

Date, time, extent (in time) of all excursionsabove 5 ppmv, corrected to 3 percent oxygen.

The continuous emissionmonitoring device described above shall be operated and maintained according to a
Quality Assurance Plan (QAP) approved by the Executive O¬cer. The QAP must address contingencies for
monitored ammonia concentrations near, at, or above the permitted compliance limit, and remedial actions to
reduce ammonia levels once an exceedancehas occurred.

The continuous emission monitoring device may not be used for compliance determination or emission
information determination without corroborative data using an approved reference method for the
determinationof ammonia.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C794, C814]
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The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a bi-weekly basis whenever fuel oil is burned.The routine bi-weekly inspection shall be conducted while
the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C175, C396, C531]
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The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a semi-annual basis, at least, unless the equipment did not operate during the entire semi-annual period.
The routine semi-annual inspection shall be conducted while the equipment is in operation and during daylight
hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D80, D85, D87, D89, D179, D181, D187, D285, C396, D570, D579,
D602]
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The operator shall comply with the terms and conditions set forth below:

D323.3 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a monthly basis whenever fuel oil is burned.The routine monthly inspection shall be conductedwhile the
equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D524]
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The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO concentration limit(s). The operator shall
complywith all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1146, 11-17-2000; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D27,D31,D75,D76,D374]

D328.2 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO concentration limit(s). The operator shall
complywith all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 407, 4-2-1982]

[Devices subject to this condition : D29,D30,D73,D74,D375,D376]

E. EquipmentOperation/ConstructionRequirements

E57.1 The operator shall vent this equipment to dust control equipment whenever SCR catalyst loading/unloading or
handling/transportoperationsproduces catalyst ©nes.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C77, C794, C814]
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The operator shall comply with the terms and conditions set forth below:

E71.4 The operator shall not use this equipment to treat vapors containinghalogenatedHC compounds.

[RULE 1401, 3-4-2005]

[Devices subject to this condition : C175]

E71.5 The operator shall only vent this equipment during ©lling to the pressurized storage tank from which the product
is beingwithdrawn.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D251,D252]

E73.1 Notwithstanding the requirementsof Section E conditions, the operator is not required to use ammonia injection if
any of the followingrequirement(s)are met:

the temperatureat the inlet to the SCR catalyst bed is below 550 deg F

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C77]

E73.2 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
ammonia injection if the followingrequirement is met:

When the inlet exhaust temperature to the SCR is 400 degrees F or less, not to exceed 3 hours during a
startup.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : C682]
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The operator shall comply with the terms and conditions set forth below:

E73.3 Notwithstanding the requirementsof Section E conditions, the operator shall not use D375 (Boiler No. 8) and/or
D376 (Boiler No. 9) when any of the following equipment is in operation, except during the 4-hour period
following the startup of the gas turbine and the 4-hourperiod prior to the shutdownof the gas turbine. :

The simultaneousoperation of Device D677 and of Devices D375 and/orD376 shall not exceed 160 hours in
any 12-month period. The operator shall keep records, in a manner approved by the District, of the number
of hours of simultaneousoperation.

In this condition, Device D374 (Boiler No. 7) may be substituted for D375 (Boiler No. 8), when it is
necessary to performmaintenance or inspection of D374.During this period, operation of D375 shall not be
regulated by this condition. When it is necessary to operate D375 in replacement of D374, simultaneous
operationof D374,D375, and D677 shall not exceed 32 hours in any 12 month period.

Device ID:D679 (Duct Burner)

Device ID:D677 (Gas Turbine)

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D374,D375,D376,D677,D679]

E73.4 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
ammonia injection if the followingrequirement is met:

During the ©rst 96 hours of emissions generation during the commissioningperiod or when the inlet exhaust
temperature to the SCR is 550 degreesF or less, not to exceed 2 hours during a startup.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : C794]
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The operator shall comply with the terms and conditions set forth below:

E73.5 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
ammonia injection if the followingrequirement is met:

During the ©rst 96 hours of emissions generation during the commissioningperiod or when the inlet exhaust
temperature to the SCR is 550 degreesF or less, not to exceed 11 hours during a startup.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : C814]

E144.1 The operator shall vent this equipment,during©lling, only to the vessel fromwhich it is being ©lled.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D685]

E179.1 For the purpose of the following condition number(s), continuously record shall be de©ned as recording at least
once every hour and shall be calculated upon the average of the continuous monitoringfor that hour.

ConditionNumber D 12- 5

ConditionNumber D 12- 6

[RULE 2012, 5-6-2005]

[Devices subject to this condition : C682, C794, C814]

E179.2 For the purpose of the following condition number(s), continuously record shall be de©ned as recording at least
once everymonth and shall be calculated based upon the average of the continuous monitoringfor that month.

ConditionNumber D 12- 7

[RULE 2012, 5-6-2005]

[Devices subject to this condition : C682, C794, C814]
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The operator shall comply with the terms and conditions set forth below:

E193.2 The operator shall upon completion of construction, operate and maintain this equipment according to the
following speci©cations:

In accordancewith all mitigationmeasures stipulated in the NegativeDeclaration (SCHNo. 2001111161) that
was prepared for this project by the South Coast Air QualityManagementDistrict.

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D677,D679, C682,D685]

E193.3 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall comply with all applicable requirements speci©ed by Section 60.18 of Subpart A of the
40CFR 60.

[40CFR 60 SubpartA, 4-9-1993]

[Devices subject to this condition : C396]

E193.4 The operator shall operate and maintain this equipment according to the following speci©cations:

The vapor space of the tank shall be maintained at a minimum operating pressure of 15 psig by nitrogen
blanketingat all times

The operator shall limit the loading rate to prevent actuating the pressure relief valve during©lling

[RULE 1401, 3-4-2005]

[Devices subject to this condition : D738]
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The operator shall comply with the terms and conditions set forth below:

E193.5 The operator shall operate and maintain this equipment according to the following speci©cations:

The assisted-steam system shall have the capability to deliver a maximum rate of 21,000 lb/hr of 100 psig
steam to the ªare ªame

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C396]

E193.6 The operator shall operate and maintain this equipment according to the following speci©cations:

The pressure-vacuum relief valves shall be set to either 10 percent below the maximum allowable working
pressure of the tank or a minimum setting of 15 psig whichever requires to prevent actuating the valves
during normal operating conditions

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D358,D359]

E224.1 The operator shall replace the ©lter when the pressuredrop across the ©berbed approaches12" W.C.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C575, C576, C577]

E224.2 The operator shall replace the pre©lter and ©lterbed when the pressure drop across the equipment approaches 10
inches water.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C603]
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The operator shall comply with the terms and conditions set forth below:

E336.3 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be directed to the incinerator (Device C531 of Process 15, System 3) in tandem with SOx
scrubbing system (Process15, System 4), which consists of a scrubber (Device C566) followedby a scrubber
exhaust gas re-heater (Device D569).

This equipment shall not be operated unless the incinerator and the SOx scrubbing system are in full use and
have a valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002;RULE 470, 5-7-1976]

[Devices subject to this condition : C81, C86, C88, C90,D181,D570]

H. ApplicableRules

H23.2 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

[RULE 1173, 5-13-1994;RULE 1173, 12-6-2002]

[Devices subject to this condition : D618,D621,D650,D701,D704,D718,D803,D812,D816,D817,D818,
D819,D827,D828,D829,D831]
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The operator shall comply with the terms and conditions set forth below:

H23.4 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27,D29,D30,D31,D44,D45,D46,D73,D74,D75,D76, C175, C531]

H23.9 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Kb

[40CFR 60 Subpart Kb, 10-15-2003]

[Devices subject to this condition : D748]

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM 40CFR60,SUBPART UU

PM District Rule 470

VOC District Rule 470

[RULE 470, 5-7-1976; 40CFR 60 SubpartUU, 8-5-1983]

[Devices subject to this condition : D80,D85,D87,D89]
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The operator shall comply with the terms and conditions set forth below:

H23.14 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM 40CFR60,SUBPART UU

[40CFR 60 SubpartUU, 8-5-1983]

[Devices subject to this condition : D524,D579,D602]

H23.22 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C396]

H23.23 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-7-1985]

[Devices subject to this condition : D723,D726,D733,D744]
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The operator shall comply with the terms and conditions set forth below:

H23.24 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGGa

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGGa, 6-2-2008]

[Devices subject to this condition : D610,D808,D809]

I. Administrative

I1.1 The operator shall comply with all the requirements of the Variance, Case No. 2914-87, dated April 24, 2007,
and the modi©cation and extension to this variance, dated July 17, 2008, in accordance with the Findings and
Decisions of the Hearing Board or as subsequently modi©ed by the Hearing Board. The operator shall submit
progress reports at least semi-annually, or more frequently if speci©ed in the Findings and Decisions. The
progress reports shall contain dates for achieving activities,milestones or compliance required in the schedule of
compliance and dates when such activities, milestones or compliance were achieved; and an explanation of why
any dates in the schedule of compliancewere not, or will not be met, and any preventativeor correctivemeasures
adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C396]

I1.2 The operator shall comply with all the requirements of the Stipulated Order for Abatement, Case No. 2914-72,
dated October 14, 2004, in accordancewith the Findings and Decisions of the Hearing Board or as subsequently
modi©ed by the Hearing Board. The operator shall submit progress reports at least semi-annually, or more
frequently if speci©ed in the Findings and Decisions. The progress reports shall contain dates for achieving
activities, milestones or compliance required in the schedule of compliance and dates when such activities,
milestones or compliancewere achieved; and an explanationof why any dates in the schedule of compliancewere
not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : D29,D44,D45,D46, C175, C531]
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The operator shall comply with the terms and conditions set forth below:

I1.3 The operator shall comply with all the requirements of the Stipulated Order for Abatement, Case No. 2914-90,
dated August 26, 2008, in accordancewith the Findings and Decisions of the Hearing Board or as subsequently
modi©ed by the Hearing Board. The operator shall submit progress reports at least semi-annually, or more
frequently if speci©ed in the Findings and Decisions. The progress reports shall contain dates for achieving
activities, milestones or compliance required in the schedule of compliance and dates when such activities,
milestones or compliancewere achieved; and an explanationof why any dates in the schedule of compliancewere
not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C175]

I1.4 The operator shall comply with all the requirements of the Stipulated Order for Abatement, Case No. 2914-91,
dated August 26, 2008, in accordancewith the Findings and Decisions of the Hearing Board or as subsequently
modi©ed by the Hearing Board. The operator shall submit progress reports at least semi-annually, or more
frequently if speci©ed in the Findings and Decisions. The progress reports shall contain dates for achieving
activities, milestones or compliance required in the schedule of compliance and dates when such activities,
milestones or compliancewere achieved; and an explanationof why any dates in the schedule of compliancewere
not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : D726,D733,D744]

I1.5 The operator shall complywith all the requirementsof the Variance,Case No. 2914-93, datedNovember 6, 2008,
in accordancewith the Findings and Decisions of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Findings and Decisions. The progress reports shall contain dates for achieving activities, milestones or
compliance required in the schedule of compliance and dates when such activities,milestones or compliance were
achieved; and an explanation of why any dates in the schedule of compliance were not, or will not be met, and
any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : D73,D74,D75,D76]
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The operator shall comply with the terms and conditions set forth below:

I1.6 The operator shall complywith all the requirementsof the Variance,Case No. 2914-95, dated January 13, 2009,
in accordance with the Order and Decision of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Order and Decision. The progress reports shall contain dates for achieving activities,milestones or compliance
required in the schedule of compliance and dates when such activities, milestones or compliance were achieved;
and an explanation of why any dates in the schedule of compliance were not, or will not be met, and any
preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C396]

I30.1 In accordancewith Rule 3002(a)(3), the permit for this equipment is being issued as a non-TitleV permit.

The facility permit holder shall ©le an application for a Title V permit revision for this equipmentwithin 90 days
of the issuance of the facility's initial Title V permit.

[RULE 3002, 11-14-1997]

[Devices subject to this condition : D73,D74,D75,D76, C77]

I296.1 This equipment shall not be operated unless the operator demonstrates to the Executive O¬cer that the facility
holds su¬cient RTCs to o«set the prorated annual emissions increase for the ©rst complianceyear of operation.In
addition, this equipment shall not be operatedunless the operatordemonstrates to the ExecutiveO¬cer that, at the
commencement of each compliance year after the ©rst compliance year of operation, the facility holds su¬cient
RTCs in an amount equal to the annual emissions increase.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D677,D679]
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The operator shall comply with the terms and conditions set forth below:

I296.2 This equipment shall not be operated unless the operator demonstrates to the Executive O¬cer that the facility
holds su¬cient RTCs to o«set the prorated annual emissions increase for the ©rst complianceyear of operation.In
addition, this equipment shall not be operatedunless the operatordemonstrates to the ExecutiveO¬cer that, at the
commencement of each compliance year after the ©rst compliance year of operation, the facility holds su¬cient
RTCs in an amount equal to the annual emissions increase.

To comply with this condition, the operator shall, prior to the 1st compliance year hold a minimum NOx
RTCs of 1,625 lbs/yr. This condition shall apply during the 1st 12 months of operation, commencingwith
the initial operationof the heaters.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D44,D45]

K. RecordKeeping/Reporting

K40.1 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

Emission data shall be expressed in terms of concentration(ppmv) corrected to 15 percent oxygen (dry basis),
mass rate (lbs/hr), and lbs/MM Cubic Feet. In addition, solid PM emissions, if required to be tested, shall
also be reported in terms of grains per DSCF.

All exhaust ªow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
actual cubic feet perminute (DACFM).

All moisture concentrationshall be expressed in terms of percent corrected to 15 percent oxygen.

Source test results shall also include the oxygen levels in the exhaust, fuel ªow rate (CFH), the ªue gas
temperature,and the generatorpower output (MW) underwhich the test was conducted.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D679]
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The operator shall comply with the terms and conditions set forth below:

K40.2 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

All exhaust ªow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
actual cubic feet perminute (DACFM).

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM emissions, if required
to be tested, shall also be reported in terms of grains per DSCF.

Emission data shall be expressed in terms of concentration(ppmv), corrected to 3 percent oxygen, dry basis.

Source test results shall also include the oxygen and carbon dioxide levels in the exhaust gas, fuel ªow rate
(CFH), high heating value (Btu/scf), total sulfur and H2S concentration, speciation analysis of the re©nery
fuel gas, the ªue gas temperatureand percent excess air underwhich the test was conducted.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002;RULE 2005, 5-6-2005]

[Devices subject to this condition : D27,D29,D30,D31,D44,D45,D46]
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The operator shall comply with the terms and conditions set forth below:

K67.1 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

To demonstrate compliance with Condition No. S1.4, records of Industrial AB Asphalt production shall be
kept in the followingmanner:

Production = Closing Inventory- Opening Inventory+ Shipments - Transfers(Receipts)

For the purpose of this condition, Opening Inventory is the month opening inventory of coating tanks as
determinedby a third party professionalguaging company.

For the purpose of this condition, Shipments are to be calculated from the weight tickets of coating sales
converted to barrels based on the density.

For the purpose of this condition, Closing inventory is the month end inventory of the coating tanks as
determinedby a third party professionalgauging company.

For the purpose of this condition, Transfers (Receipts) are to be calculated from the weight tickets of all
purchasedcoating converted to barrels based on density.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D80,D85,D87,D89]

K67.5 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

The date of operation, the elapse time in hours, and the reasons for operation

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D592]
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The operator shall comply with the terms and conditions set forth below:

K67.7 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Natural Gas usage after the commissioningperiod and prior to CEMS certi©cation.

Natural Gas usage after the CEMS certi©cation.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D677,D679]

K67.8 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Daily inspectionsand maintenanceof all valves at this facility

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D685]

K67.9 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Tank throughput in barrels per calendarmonth

Commodityproduct stored and time period of its storage

Hydrocarbon concentrationmeasurementsdone in the vapor space above the ªoating roof of the tank

Other records that may be required to complywith the applicable requirementsof District Rule 463(d), 1178,
40CFR 60--Subpart Kb

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1178, 4-7-2006; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 463, 5-6-2005; 40CFR 60
Subpart Kb, 10-15-2003]

[Devices subject to this condition : D748]
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The operator shall comply with the terms and conditions set forth below:

K67.10 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

[RULE 1401, 3-7-2008]

[Devices subject to this condition : D299,D783]
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SECTION I: PLANS AND SCHEDULES

This section lists all plans approved by AQMD for the purposes of meeting the requirements
of applicableAQMD rules specified below. The operator shall comply with all conditions
specified in the approval of these plans, with the following exceptions:

a. The operator does not have to comply with NOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) which become effective
after December 31,1993.

b. The operator does not have to comply with NOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) after the facility has
received final certification of all monitoring and reporting requirements
specified in Section F and Section G.

Documents pertaining to the plan applications listed below are available for public review
at AQMDHeadquarters. Any changes to plan applications will require permit modification
in accordance with TitleV permit revision procedures.

List of approved plans:

Application Rule

297401 463
330575 1176
341736 1118

NOTE: This section does not list compliance schedules pursuant to the requirements of
RegulationXXX - TitleV Permits; Rule 3004(a)(10)(C). For equipment subject to a
variance, order for abatement, or alternative operating condition granted pursuant to
Rule 518.2, equipment specific conditions are added to the equipment in Section D or H
of the permit.
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SECTION J: AIR TOXICS

NOT APPLICABLE
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GENERAL PROVISIONS

1. This permit may be revised, revoked, reopened and reissued, or terminated for
cause, or for failure to comply with regulatory requirements, permit terms, or
conditions. [3004(a)(7)(C)]

2. This permit does not convey any property rights of any sort or any exclusive
privilege. [3004(a)(7)(E)]

Permit Renewal and Expiration
3. (A) Except for solid waste incineration facilities subject to standards under

Section 129(e) of the Clean Air Act, this permit shall expire ©ve years
from the date that this Title V permit is issued. The operator's right to
operate under this permit terminates at midnight on this date, unless the
facility is protected by an application shield in accordance with Rule
3002(b), due to the ©ling of a timely and complete application for a Title
V permit renewal, consistent with Rule 3003. [3004(a)(2), 3004(f)]

(B) A Title V permit for a solid waste incineration facility combusting
municipal waste subject to standards under Section 129(e) of the Clean
Air Act shall expire 12 years from the date of issuance unless such
permit has been renewed pursuant to this regulation. These permits shall
be reviewed by the Executive O¬cer at least every ©ve years from the
date of issuance. [3004(f)(2)]

4. To renew this permit, the operator shall submit to the Executive O¬cer an
application for renewal at least 180 days, but not more than 545 days, prior to
the expiration date of this permit. [3003(a)(6)]

Duty to Provide Information
5. The applicant for, or holder of, a Title V permit shall furnish, pursuant to Rule

3002(d) and (e), timely information and records to the Executive O¬cer or
designee within a reasonable time as speci©ed in writing by the ExecutiveO¬cer
or designee. [3004(a)(7)(F)]

Payment of Fees
6. The operator shall pay all required fees speci©ed in Regulation III - Fees.

[3004(a)(7)(G)]

Reopening for Cause
7. The Executive O¬cer will reopen and revise this permit if any of the following

circumstances occur:

(A) Additional regulatory requirements become applicable with a remaining
permit term of three or more years. Reopening is not required if the
e«ective date of the requirement is later than the expiration date of this
permit, unless the permit or any of its terms and conditions has been
extended pursuant to paragraph (f)(4) of Rule 3004.
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(B) The Executive O¬cer or EPA Administrator determines that this permit
contains a material mistake or that inaccurate statements were made in
establishing the emissions standards or other terms or conditions of this
permit.

(C) The Executive O¬cer or EPA Administrator determines that the permit
must be revised or revoked to assure compliance with the applicable
requirements. [3005(g)(1)]

COMPLIANCEPROVISIONS

8. The operator shall comply with all regulatory requirements, and all permit terms
and conditions, except:

(A) As provided for by the emergency provisions of condition no. 17 or
condition no. 18, or

(B) As provided by an alternative operating condition granted pursuant to a
federally approved (SIP-approved)Rule 518.2.

Any non-compliance with any federally enforceable permit condition constitutes
a violation of the Federal CleanAir Act and is grounds for enforcement action;
for permit termination, revocation and reissuance, or revision; or denial of a
permit renewal application. Non-compliance may also be grounds for civil or
criminal penalties under the California State Health and Safety Code.
[3004(a)(7)(A)]

9. The operator shall allow the Executive O¬cer or authorized representative,
upon presentation of appropriate credentials to:

(A) Enter the operator's premises where emission-related activities are
conducted, or records are kept under the conditions of this permit;

(B) Have access to and copy, at reasonable times, any records that must be
kept under the conditions of the permit;

(C) Inspect at reasonable times, any facilities, equipment (including
monitoring and air pollution control equipment), practices, or operations
regulated or required under the permit; and

(D) Sample or monitor at reasonable times, substances or parameters for the
purpose of assuring compliance with the facility permit or regulatory
requirements. [3004(a)(10)(B)]

10. All terms and conditions in this permit, including any provisions designed to
limit a facility's potential to emit, are enforceable by the EPA Administrator
and citizens under the federal Clean Air Act, unless the term or condition is
designated as not federally enforceable. Each day during any portion of which
a violation occurs is a separate o«ense. [3004(g)]
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11. A challenge to any permit condition or requirement raised by EPA, the
operator, or any other person, shall not invalidate or otherwise a«ect the
remaining portions of this permit. [3007(b)]

12. The ©ling of any application for a permit revision, revocation, or termination,
or a noti©cation of planned changes or anticipated non-compliance does not stay
any permit condition. [3004(a)(7)(D)]

13. It shall not be a defense for a person in an enforcement action, including those
listed in Rule 3002(c)(2), that it would have been necessary to halt or reduce
the permitted activity in order to maintain compliance with the conditions of
this permit, except as provided for in "Emergency Provisions" of this section.
[3004(a)(7)(H)]

14. The operator shall not build, erect, install, or use any equipment, the use of
which, without resulting in a reduction in the total release of air contaminants to
atmosphere, reduces or conceals an emission which would otherwise constitute
a violation of Chapter 3 (commencing with Section 41700) of Part 4, of
Division 26 of the CaliforniaHealth and Safety Code or of AQMD rules. This
rule shall not apply to cases in which the only violation involved is of Section
41700 of the CaliforniaHealth and Safety Code, or Rule 402 of AQMD Rules.
[408]

15. Nothing in this permit or in any permit shield can alter or a«ect:

(A) Under Section 303 of the federal Clean Air Act, the provisions for
emergency orders;

(B) The liability of the operator for any violation of applicable requirements
prior to or at the time of permit issuance;

(C) The applicable requirements of the Acid Rain Program, Regulation
XXXI;

(D) The ability of EPA to obtain information from the operator pursuant to
Section 114 of the federal CleanAirAct;

(E) The applicability of state or local requirements that are not "applicable
requirements", as de©ned in Rule 3000, at the time of permit issuance
but which do apply to the facility, such as toxics requirements unique
to the State; and

(F) The applicability of regulatory requirements with compliance dates after
the permit issuance date. [3004(c)(3)]

16. For any portable equipment that requires an AQMD or state permit or
registration, excluding a) portable engines, b) military tactical support
equipment and c) AQMD-permitted portable equipment that are not a major
source, are not located at the facility for more than 12 consecutive months after
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commencing operation, and whose operation does not conªict with the terms or
conditions of this Title V permit: 1) the facility operator shall keep a copy of
the AQMD or state permit or registration; 2) the equipment operator shall
comply with the conditions on the permit or registration and all other regulatory
requirements; and 3) the facility operator shall treat the permit or registration as
a part of its TitleV permit, subject to recordkeeping, reporting and certi©cation
requirements. [3004(a)(1)]
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EMERGENCYPROVISIONS
17. An emergency1 constitutes an a¬rmative defense to an action brought for non-

compliance with a technology-based emission limit only if:

(A) Properly signed, contemporaneous operating records or other credible
evidence demonstrate that:

(1) An emergency occurred and the operator can identify the
cause(s) of the emergency;

(2) The facility was operated properly (i.e. operated and maintained
in accordance with the manufacturer's speci©cations, and in
compliance with all regulatory requirements or a compliance
plan), before the emergency occurred;

(3) The operator took all reasonable steps to minimize levels of
emissions that exceeded emissions standard, or other
requirements in the permit; and,

(4) The operator submitted a written notice of the emergency to the
AQMD within two working days of the time when the
emissions limitations were exceeded due to the emergency.
The notice shall contain a description of the emergency, any
steps taken to mitigate emissions, and corrective actions taken;
and

(B) The operator complies with the breakdown provisions of Rule 430 -
Breakdown Provisions, or subdivision (i) of Rule 2004 - Requirements,
whichever is applicable. [3002(g), 430, 2004(i)]

18. The operator is excused from complyingwith any regulatory requirement that is
suspended by the Executive O¬cer during a state of emergency or state of war
emergency, in accordancewith Rule 118 - Emergencies. [118]

1 "Emergency"meansany situation arising from sudden and reasonably unforeseeable events beyond the
control of the operator, including acts of God, which: (A) requires immediate correctiveaction to restore
normal operation; and (B) causes the facility to exceed a technology-based emission limitation under the
permit, due to unavoidable increases in emissions attributable to the emergency; and (C) is not caused by
improperly designed equipment, lack of preventative maintenance, careless or imporper operation, or
operatorerror.
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RECORDKEEPINGPROVISIONS

19. In addition to any other recordkeeping requirements speci©ed elsewhere in this
permit, the operator shall keep records of required monitoring information,
where applicable, that include:

(A) The date, place as de©ned in the Title V permit, and time of sampling
or measurements;

(B) The date(s) analyseswere performed;

(C) The company or entity that performed the analyses;

(D) The analytical techniques or methods used;

(E) The results of such analyses; and

(F) The operating conditions as existing at the time of sampling or
measurement. [3004(a)(4)(B)]

20. The operator shall maintain records pursuant to Rule 109 and any applicable
material safety data sheet (MSDS) for any equipment claimed to be exempt
from a written permit by Rule 219 based on the information in those records.
[219(t)]

21. The operator shall keep all records of monitoring data required by this permit or
by regulatory requirements for a period of at least ©ve years from the date of
the monitoring sample, measurement, report, or application. [3004(a)(4)(E)]

REPORTINGPROVISIONS

22. The operator shall comply with the following requirements for prompt reporting
of deviations:

(A) Breakdowns shall be reported as required by Rule 430 - Breakdown
Provisions or subdivision (i) of Rule 2004 - Requirements, whichever
is applicable.

(B) Other deviations from permit or applicable rule emission limitations,
equipment operating conditions, or work practice standards,
determined by observation or by any monitoring or testing required by
the permit or applicable rules that result in emissions greater than those
allowed by the permit or applicable rules shall be reported within 72
hours (unless a shorter reporting period is speci©ed in an applicable
State or Federal Regulation) of discovery of the deviation by contacting
AQMD enforcement personnel assigned to this facility or otherwise
calling (800)CUT-SMOG.
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(C) A written report of such deviations reported pursuant to (B), and any
corrective actions or preventative measures taken, shall be submitted to
AQMD, in an AQMD approved format, within 14 days of discovery of
the deviation.

(D) All other deviations shall be reported with the monitoring report
required by condition no. 23. [3004(a)(5)]

23. Unless more frequent reporting of monitoring results are speci©ed in other
permit conditions or in regulatory requirements, the operator shall submit
reports of any required monitoring to the AQMD at least twice per year. The
report shall include a) a statement whether all monitoring required by the permit
was conducted; and b) identi©cation of all instances of deviations from permit
or regulatory requirements. A report for the ©rst six calendar months of the
year is due by August 31 and a report for the last six calendar months of the
year is due by February 28. [3004(a)(4)(F)]

24. The operator shall submit to the Executive O¬cer and to the Environmental
Protection Agency (EPA), an annual compliance certi©cation. For RECLAIM
facilities, the certi©cation is due when the Annual Permit Emissions Program
(APEP) report is due and shall cover the same reporting period. For other
facilities, the certi©cation is due on March 1 for the previous calendar year.
The certi©cation need not include the period preceding the date the initial Title
V permit was issued. Each compliance certi©cation shall include:

(A) Identi©cation of each permit term or condition that is the basis of the
certi©cation;

(B) The compliance status during the reporting period;

(C) Whether compliance was continuous or intermittent;

(D) The method(s) used to determine compliance over the reporting period
and currently, and

(E) Any other facts speci©cally required by the Executive O¬cer to
determine compliance.

The EPA copy of the certi©cation shall be sent to: Director of the Air Division Attn:
Air-3 USEPA, Region IX 75 Hawthorne St. San Francisco, CA 94105
[3004(a)(10)(E)]

25. All records, reports, and documents required to be submitted by a Title V
operator to AQMD or EPA shall contain a certi©cation of accuracy consistent
with Rule 3003(c)(7) by a responsible o¬cial (as de©ned in Rule 3000).
[3004(a)(12)]
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PERIODICMONITORING

26. All periodic monitoring required by this permit pursuant to Rule 3004(a)(4)(c)
is based on the requirements and justi©cations in the AQMD document
"Periodic Monitoring Guidelines for Title V Facilities" or in case-by-case
determinations documented in the TitleV application ©le. [3004(a)(4)]
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FACILITYRULES

This facility is subject to the following rules and regulations:

With the exception of Rule 402, 473, 477, 1118 and Rules 1401 through 1420, the following rules that
are designated as non-federallyenforceableare pending EPA approval as part of the state implementation
plan. Upon the e«ective date of that approval, the approved rule(s) will become federally enforceable,
and any earlier versionsof those rules will no longer be federally enforceable.

RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 109 5-2-2003 Federally enforceable

RULE 1107 1-6-2006 Non federally enforceable

RULE 1107 11-9-2001 Federally enforceable

RULE 1108 2-1-1985 Federally enforceable

RULE 1108.1 11-4-1983 Federally enforceable

RULE 1110.2 2-1-2008 Non federally enforceable

RULE 1113 11-8-1996 Federally enforceable

RULE 1113 7-13-2007 Non federally enforceable

RULE 1118 11-4-2005 Federally enforceable

RULE 1118 2-13-1998 Non federally enforceable

RULE 1122 10-1-2004 Federally enforceable

RULE 1123 12-7-1990 Federally enforceable

RULE 1146 11-17-2000 Federally enforceable

RULE 1149 7-14-1995 Federally enforceable

RULE 1166 5-11-2001 Non federally enforceable

RULE 1166 7-14-1995 Federally enforceable

RULE 1168 1-7-2005 Non federally enforceable

RULE 1168 10-3-2003 Federally enforceable

RULE 1171 11-7-2003 Federally enforceable

RULE 1171 7-14-2006 Non federally enforceable

RULE 1173 12-6-2002 Non federally enforceable

RULE 1173 5-13-1994 Federally enforceable

RULE 1173 6-1-2007 Non federally enforceable

RULE 1176 9-13-1996 Federally enforceable

RULE 1178 4-7-2006 Federally enforceable

RULE 118 12-7-1995 Non federally enforceable

RULE 1301 12-7-1995 Federally enforceable

RULE 1303(a)(1)-BACT 12-6-2002 Non federally enforceable

RULE 1303(a)(1)-BACT 5-10-1996 Federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 1303(a)-BACT 5-10-1996 Federally enforceable

RULE 1303(b)(2)-O«set 12-6-2002 Non federally enforceable

RULE 1303(b)(2)-O«set 5-10-1996 Federally enforceable

RULE 1304(a)-Modeling and O«set Exemption 6-14-1996 Federally enforceable

RULE 1304(c)-O«set Exemption 6-14-1996 Federally enforceable

RULE 1401 3-4-2005 Non federally enforceable

RULE 1401 3-7-2008 Non federally enforceable

RULE 1402 3-4-2005 Non federally enforceable

RULE 1404 4-6-1990 Non federally enforceable

RULE 1411 3-1-1991 Non federally enforceable

RULE 1415 10-14-1994 Non federally enforceable

RULE 1418 9-10-1999 Non federally enforceable

RULE 2004 4-6-2007 Non federally enforceable

RULE 2004 5-11-2001 Federally enforceable

RULE 2005 5-6-2005 Federally enforceable

RULE 2011 5-6-2005 Federally enforceable

RULE 2012 5-6-2005 Federally enforceable

RULE 212 11-14-1997 Non federally enforceable

RULE 212 12-7-1995 Federally enforceable

RULE 217 1-5-1990 Federally enforceable

RULE 219 7-11-2003 Non federally enforceable

RULE 219 9-4-1981 Federally enforceable

RULE 3002 11-14-1997 Federally enforceable

RULE 3003 11-14-1997 Federally enforceable

RULE 3003 3-16-2001 Non federally enforceable

RULE 3004 12-12-1997 Federally enforceable

RULE 3004(a)(10)(C) 12-12-1997 Federally enforceable

RULE 3004(a)(4)-PeriodicMonitoring 12-12-1997 Federally enforceable

RULE 3005 11-14-1997 Federally enforceable

RULE 3005 3-16-2001 Non federally enforceable

RULE 3007 10-8-1993 Federally enforceable

RULE 301 5-2-2008 Non federally enforceable

RULE 304 7-9-2004 Non federally enforceable

RULE 401 11-9-2001 Non federally enforceable

RULE 401 3-2-1984 Federally enforceable

RULE 402 5-7-1976 Non federally enforceable

RULE 404 2-7-1986 Federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 405 2-7-1986 Federally enforceable

RULE 407 4-2-1982 Federally enforceable

RULE 408 5-7-1976 Federally enforceable

RULE 409 8-7-1981 Federally enforceable

RULE 430 7-12-1996 Non federally enforceable

RULE 431.1 6-12-1998 Federally enforceable

RULE 431.2 5-4-1990 Federally enforceable

RULE 431.2 9-15-2000 Non federally enforceable

RULE 462 5-14-1999 Federally enforceable

RULE 463 5-6-2005 Federally enforceable

RULE 465 8-13-1999 Federally enforceable

RULE 468 10-8-1976 Federally enforceable

RULE 470 5-7-1976 Federally enforceable

40CFR 60 SubpartA 4-9-1993 Federally enforceable

40CFR 60 SubpartGG 2-24-2006 Federally enforceable

40CFR 60 SubpartGGG 6-7-1985 Federally enforceable

40CFR 60 SubpartGGGa 6-2-2008 Federally enforceable

40CFR 60 Subpart J 6-24-2008 Federally enforceable

40CFR 60 SubpartKb 10-15-2003 Federally enforceable

40CFR 60 SubpartQQQ 5-5-1989 Federally enforceable

40CFR 60 SubpartUU 8-5-1983 Federally enforceable

40CFR 60 SubpartXX 12-19-2003 Federally enforceable

40CFR 61 SubpartFF 12-4-2003 Federally enforceable

40CFR 68 - Accidental Release Prevention 5-24-1996 Federally enforceable

RULE 701 6-13-1997 Federally enforceable

40CFR 79 7-1-1999 Federally enforceable

40CFR 80 7-1-1999 Federally enforceable

40CFR 82 SubpartB 7-14-1992 Federally enforceable

40CFR 82 SubpartF 5-14-1993 Federally enforceable

CA PRC CEQA 11-23-1970 Non federally enforceable

CCR Title 13 9-24-1999 Non federally enforceable
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APPENDIXA: NOX AND SOX EMITTING EQUIPMENT EXEMPT FROMWRITTEN
PERMIT PURSUANT TO RULE 219

1. LAB EQUIPMENT, GASOLINE

2. LAB EQUIPMENT, NATURAL GAS

3. MAINTENANCE EQUIPMENT, DIESEL

4. MAINTENANCE EQUIPMENT, GASOLINE

5. HEATERS, NATURAL GAS

6. MAINTENANCE EQUIPMENT, PROPANE
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[RULE 1107 1-6-2006]
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 1107 11-9-2001]

Except as otherwiseprovided in Rule 1107

(1) VOC Content of Coatings

A person shall not apply to metal parts and products subject to the provisions

of this rule any coatings, including any VOC-containingmaterials added to the

original coating supplied by the manufacturer, which contain VOC in excess

of the limits specifiedbelow:

LIMITS

Grams of VOC Per Liter of Coating,

Less Water and Less Exempt Compounds

Coating Air Dried (lb/gal) Baked (lb/gal)
General

One-Component 275 (2.3) 275 (2.3)

Multi-Component 340 (2.8) 275 (2.3)

MilitarySpecification 340 (2.8) 275 (2.3)

EtchingFiller 420 (3.5) 420 (3.5)

Solar-Absorbent 420 (3.5) 360 (3.0)

Heat-Resistant 420 (3.5) 360 (3.0)

ExtremeHigh-Gloss 420 (3.5) 360 (3.0)

Metallic 420 (3.5) 420 (3.5)

ExtremePerformance 420 (3.5) 360 (3.0)

PrefabricatedArchitecturalComponent 420 (3.5) 275 (2.3)

Touch Up 420 (3.5) 360 (3.0)

Repair 420 (3.5) 360 (3.0)

SiliconeRelease 420 (3.5) 420 (3.5)

High PerformanceArchitectural 420 (3.5) 420 (3.5)

Camouflage 420 (3.5) 420 (3.5)

Vacuum-Metalizing 420 (3.5) 420 (3.5)

Mold-Seal 420 (3.5) 420 (3.5)

High-Temperature 420 (3.5) 420 (3.5)

Electric-InsulatingVarnish 420 (3.5) 420 (3.5)

Pan Backing 420 (3.5) 420 (3.5)

PretreatmentCoatings 420 (3.5) 420 (3.5)

-1-
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 1107 11-9-2001]

(2) A person shall not use VOC-containingmaterials which have a VOC content

of more than 200 grams per liter of material for stripping any coating

governedby this rule.
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 1108 2-1-1985]

Except as otherwise provided in Rule 1108

The operator shall not sell or offer for sale for use in the District, or use any cutback

asphalt containing more than 0.5 percent by volume organic compounds which

evaporate at 260oC (500oF) or lower as determined by ASTM Method D402

(AASHTO T78) or other test method as approved by the Executive Officer.



AppendixB Page 6
Facility I.D.#: 800183
Revision #: 4
Date: February 27, 2009

FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 1108.1 11-4-1983]

Except as otherwise provided in Rule 1108.1

The operator shall not sell or offer for sale for use in the District, or use any

emulsified asphalt containing more than three percent by volume of organic

compounds which evaporate at 260oC (500oF) or lower as determined by ASTM

Method D244 (AASHTO T59), or other test method as approved by the Executive

Officer.
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PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

(1) Except as provided in paragraphs (c)(2), (c)(3), and (c)(4) of Rule

1113, the operator shall not supply, sell, offer for sale, apply, or solicit

the application of, any architectural coatingwhich, at the time of sale or

manufacture, containsmore than 250 grams of VOC per liter of coating

(2.08 pounds per gallon), less water, less exempt compounds, and less

any colorant added to tint bases, or manufacture, blend, or repackage

such a coating for use within the District.

(2) Except as provided in paragraphs (c)(3) and (c)(4) of Rule 1113, the

operator shall not supply, sell, offer for sale, apply, solicit the

application of, manufacture, blend, or repackage, for use within the

District, any architectural coating listed in the Table of Standardswhich

contains VOC (excluding any colorant added to tint bases) in excess of

the corresponding VOC limit specified in the table, after the effective

date specified.

TABLEOF STANDARDS

VOC LIMITS

Grams of VOC Per Liter of Coating,
LessWaterAnd Less Exempt Compounds

COATING Limit* Effective Effective Effective Effective Effective Effective
Date of 1/1/1998 1/1/1999 7/1/2001 1/1/2005 7/1/2008
Adoption

Bond Breakers 350
ClearWood Finishes
Varnish 350
SandingSealers 350
Lacquer 680 550 275

Concrete-CuringCompounds 350
Dry-FogCoatings 400
Fire-proofingExterior 350 450 350
Coatings
Fire-RetardantCoatings
Clear 650
Pigmented 350

Flats 250 100 50
GraphicArts (Sign)Coatings 500
IndustrialMaintenance

-1-
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

Primers and Topcoats
Alkyds 420
CatalyzedEpoxy 420
BituminousCoatings 420

Materials
InorganicPolymers 420
VinylChloridePolymers 420
ChlorinatedRubber 420
Acrylic Polymers 420
UrethanePolymers 420
Silicones 420
UniqueVehicles 420

Japans/FauxFinishing 350 700 350
Coatings
MagnesiteCementCoatings 600 450
MasticCoatings 300
Metallic PigmentedCoatings 500
Multi-ColorCoatings 420 250
PigmentedLacquer 680 550 275
Pre-TreatmentWash Primers 780
Primers,Sealers, and 350
Undercoaters
Quick-DryEnamels 400
Roof Coatings 300
Shellac
Clear 730
Pigmented 550

Stains 350
SwimmingPool Coatings
Repair 650
Other 340

TrafficCoatings 250 150
WaterproofingSealers 400
Wood Preservatives
Below-Ground 350
Other 350

* The specified limits remain in effect unless revised limits are listed in subsequentcolumns

in the Table of Standards

-2-
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TABLEOF STANDARDS (cont.)

VOC LIMITS

Grams of VOC Per Liter ofMaterial

COATING Limit

Low-SolidsCoating 120

-3-
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[RULE 1113 7-13-2007]
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 404 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, particulate

matter in excess of the concentration at standard conditions, shown in Table 404(a).

Where the volume discharged is between figures listed in the Table, the exact

concentration permitted to be discharged shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 404(a)

Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry Discharged Gas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions
Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute
25 or 883 450 0.196 900 31780 118 0.0515
less or

less
30 1059 420 .183 1000 35310 113 .0493

35 1236 397 .173 1100 38850 109 .0476

40 1413 377 .165 1200 42380 106 .0463

45 1589 361 .158 1300 45910 102 .0445

50 1766 347 .152 1400 49440 100 .0437

60 2119 324 .141 1500 52970 97 .0424

70 2472 306 .134 1750 61800 92 .0402
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 404 2-7-1986]

Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry Discharged Gas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions
Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute

80 2825 291 .127 2000 70630 87 .0380

90 3178 279 .122 2250 79460 83 .0362

100 3531 267 .117 2500 88290 80 .0349

125 4414 246 .107 3000 105900 75 .0327

150 5297 230 .100 4000 141300 67 .0293

175 6180 217 .0947 5000 176600 62 .0271

200 7063 206 .0900 6000 211900 58 .0253

250 8829 190 .0830 8000 282500 52 .0227

300 10590 177 .0773 10000 353100 48 .0210

350 12360 167 .0730 15000 529700 41 .0179

400 14130 159 .0694 20000 706300 37 .0162

450 15890 152 .0664 25000 882900 34 .0148

500 17660 146 .0637 30000 1059000 32 .0140

600 21190 137 .0598 40000 1413000 28 .0122

700 24720 129 .0563 50000 1766000 26 .0114

800 28250 123 .0537 70000 2472000 23 .0100
or more or more
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, solid

particulate matter including lead and lead compounds in excess of the rate shown in

Table 405(a).

Where the process weight per hour is between figures listed in the table, the exact

weight of permitted discharge shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 405(a)

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
100 or 220 or 0.450 0.99 9000 19840 5.308 11.7

less less
150 331 0.585 1.29 10000 22050 5.440 12.0
200 441 0.703 1.55 12500 27560 5.732 12.6
250 551 0.804 1.77 15000 33070 5.982 13.2
300 661 0.897 1.98 17500 38580 6.202 13.7

350 772 0.983 2.17 20000 44090 6.399 14.1
400 882 1.063 2.34 25000 55120 6.743 14.9
450 992 1.138 2.51 30000 66140 7.037 15.5
500 1102 1.209 2.67 35000 77160 7.296 16.1
600 1323 1.340 2.95 40000 88180 7.527 16.6

700 1543 1.461 3.22 45000 99210 7.738 17.1
800 1764 1.573 3.47 50000 110200 7.931 17.5
900 1984 1.678 3.70 60000 132300 8.277 18.2
1000 2205 1.777 3.92 70000 154300 8.582 18.9
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FACILITYPERMITTO OPERATE

PARAMOUNTPETR CORP (EIS USE)

APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
1250 2756 2.003 4.42 80000 176400 8.854 19.5

1500 3307 2.206 4.86 90000 198400 9.102 20.1
1750 3858 2.392 5.27 100000 220500 9.329 20.6
2000 4409 2.563 5.65 125000 275600 9.830 21.7
2250 4960 2.723 6.00 150000 330700 10.26 22.6
2500 5512 2.874 6.34 175000 385800 10.64 23.5

2750 6063 3.016 6.65 200000 440900 10.97 24.2
3000 6614 3.151 6.95 225000 496000 11.28 24.9
3250 7165 3.280 7.23 250000 551200 11.56 25.5
3600 7716 3.404 7.50 275000 606300 11.82 26.1
4000 8818 3.637 8.02 300000 661400 12.07 26.6

4500 9921 3.855 8.50 325000 716500 12.30 27.1
5000 11020 4.059 8.95 350000 771600 12.51 27.6
6000 13230 4.434 9.78 400000 881800 12.91 28.5
7000 15430 4.775 10.5 450000 992100 13.27 29.3
8000 17640 5.089 11.2 500000 1102000 13.60 30.0

or more or more




