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FACILITY PERMIT SECTION H 

Process 3:  FLUID CATALYTIC CRACKING 

SYSTEM 8:  CATALYST HANDLING FACILITY NO. 2 

Equipment ID No. Conn. 
To 

Emissions and 
Requirements 

Conditions 

VESSEL, ADDITIVE SHOT POT, 
GRACE, MODEL CIS-2452-VM, 
PORTABLE, NOX REDUCING 
CATALYST, SOX REDUCING 
CATALYST, AND CO PROMOTER, 
WITH PNEUMATIC CATALYST 
LOADING/UNLOADING SYTEM, 
WIDTH: 5 FT; HEIGHT: 8 FT; 
LENGTH: 3 FT 
A/N: 462618 

D2658 C2661 PM: (9) [RULE 
404, 2-7-
1986;RULE 405, 
2-7-1986]  
 

C1.X 
D28. 6, 
D323.2,  
E71. 14 

VESSEL, ADDITIVE SHOT POT, 
INTERCAT, MODEL 50, PORTABLE, 
NOX REDUCING CATALYST, SOX 
REDUCING CATALYST, AND CO 
PROMOTER, WITH PNEUMATIC 
CATALYST LOADING/UNLOADING 
SYTEM,  WIDTH: 5 FT; HEIGHT: 8 
FT; LENGTH: 3 FT 
A/N: 462618 

D2659 C2662 PM: (9) [RULE 
404, 2-7-
1986;RULE 405, 
2-7-1986]  
 

C1.X 
D28. 6, 
D323.2,  
E71. 14 

VESSEL, ADDITIVE SHOT POT, 
INTERCAT, MODEL 200, PORTABLE 
, NOX REDUCING CATALYST, SOX 
REDUCING CATALYST, AND CO 
PROMOTER, WITH PNEUMATIC 
CATALYST LOADING/UNLOADING 
SYTEM, WIDTH: 5 FT; HEIGHT: 8 FT; 
LENGTH: 3 FT 
A/N: 462618 

D2660 C2663 PM: (9) [RULE 
404, 2-7-
1986;RULE 405, 
2-7-1986]  
 

C1.X 
D28. 6, 
D323.2,  
E71. 14 
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Process 3:  FLUID CATALYTIC CRACKING 

FILTER, CARTRIDGE TYPE, OUTER 
DIAMETER: 1 FT; INNER 
DIAMETER: 8 IN; LENGTH: 1FT 8 IN 
A/N: 462618 

C2661 D2658  A72.2, 
D322.4, 
D381.2, 
K67.8 

FILTER, CARTRIDGE TYPE, OUTER 
DIAMETER: 1 FT; INNER 
DIAMETER: 8 IN; LENGTH: 1FT 8 IN 
A/N: 462618 

C2662 D2659  A72.2, 
D322.4, 
D381.2, 
K67.8 

FILTER, CARTRIDGE TYPE, OUTER 
DIAMETER: 1 FT; INNER 
DIAMETER: 8 IN; LENGTH: 1FT 8 IN 
A/N: 462618 

C2663 D2660  A72.2, 
D322.4, 
D381.2, 
K67.8 

 
Conditions:  A72.2, C1.X, D28.6, D322.4, D323.2, D381.2, E71.14, K67.8. 
  
A72.2   THE OPERATOR SHALL MAINTAIN THIS EQUIPMENT TO ACHIEVE A MINIMUM 
OVERALL CONTROL EFFICIENCY OF 99.0 PERCENT FOR PM10 DURING THE NORMAL 
OPERATION OF THE EQUIPMENT IT VENTS. 
 
RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b )(2) – Offset, 5-10-1996 
 
C1.X  THE OPERATOR SHALL LIMIT THE TOTAL THROUGHPUT FOR THE THREE SHOT 
POT LOADERS TO NO MORE THAN 22,200 POUNDS IN ANY ONE CALENDAR MONTH. 
 
RULE 1303(b )(2) – Offset, 5-10-1996 
 
D28.6    THE OPERATOR SHALL CONDUCT SOURCE TEST(S) IN ACCORDANCE WITH 
THE FOLLOWING SPECIFICATIONS: 

 
The test shall be conducted initially to determine emission rates of PM and PM10 from the 
discharge of the pneumatic catalyst loading/unloading system during unloading of SOx reducing 
catalyst and CO promoter additive  from a shipping container into the shot pots, and the control 
efficiencies of the filters. 
 
The test shall be conducted at least once every 12 months to determine emission rates of PM and 
PM10 from the discharge of the vacuum pneumatic catalyst loading/unloading system during 
unloading of an additive  from a shipping container into the shot pots, and the control efficiencies 
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of the filters.  If the shot pot loaders do not operate more than 30 days in a 12-month period, a test 
is not required. 
 
The test shall be conducted initially and annually if the equipment is utilized for more than 30 
days in a calendar year. 
 
Source test shall be conducted when this equipment is operating at least 80 percent of the 
permitted maximum capacity or within a capacity range approved by the District. Report of the 
test and operating condition of the equipment shall be submitted to the District within 60 days 
after the test. 
 
The District shall be notified of the date and time of the test at least 10 days prior to the test. 
 
The test shall be conducted according to an approved test protocol. The operator shall submit the 
test protocol to the District at least 60 days prior to the initial testing. 

 
RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b )(2) – Offset, 5-10-1996 
 
D322.4   THE OPERATOR SHALL PERFORM ANNUAL INSPECTION OF THE EQUIPMENT 
AND FILTER MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA, AND 
IMPROPERLY INSTALLED FILTER MEDIA. 
 
RULE 3004(A)(4)-Periodic Monitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-
2001; RULE 404, 2-7-1986] 
 
D323.2   THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS 
FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER 
THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE 
EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE 
EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE 
ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN 
OPERATION AND DURING DAYLIGHT HOURS.  
 

IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE 
DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE HOUR, THE 
OPERATOR SHALL VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE 
EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION 
CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR 
DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS 
UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST, AND EITHER: 
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1.     TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS 
WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL 
DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN 
SECTION K OF THIS PERMIT; OR 
 
2.     HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE 
WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES 
IN THE CARB MANUAL "VISIBLE EMISSION EVALUATION", WITHIN THREE 
BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD. 

 
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE 
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE 
FOLLOWING RECORDS: 
 

1.     STACK OR EMISSION POINT IDENTIFICATION; 
 
2.     DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE 
EMISSIONS; 
 
3.     DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
 
4.     ALL VISIBLE EMISSION OBSERVATION RECORDS BY OPERATOR OR A 
CERTIFIED SMOKE READER. 

 
[RULE 3004(A)(4)-Periodic Monitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-
2001] 
 
D381.2   THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS 
FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER 
THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE 
EMISSIONS ARE OBSERVED, AND ON A QUARTERLY BASIS, AT LEAST, UNLESS THE 
EQUIPMENT DID NOT OPERATE DURING THE ENTIRE QUARTERLY PERIOD.  THE 
ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT 
IS IN OPERATION AND DURING DAYLIGHT HOURS.   
 

IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE 
DETECTED, THE OPERATOR SHALL TAKE CORRECTIVE ACTION(S) THAT 
ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE 
VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE 
REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE 
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE 
FOLLOWING RECORDS: 

 
1.     STACK OR EMISSION POINT IDENTIFICATION; 
 
2.     DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE 
EMISSIONS; AND 
 
3.     DATE AND TIME VISIBLE EMISSION WAS ABATED. 

[RULE 3004(A)(4)-Periodic Monitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-
2001] 
 
E71.14  THE OPERATOR SHALL NOT USE THIS EQUIPMENT TO LOAD ADDITIVES 
UNLESS THE TOTAL LOADING RATE FOR THE THREE SHOT POT LOADERS IS LESS 
THAN 150 POUNDS PER HOUR.  
 
[RULE 1401, 6-15-2001] 
 
K67.8 THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE 
DISTRICT, FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 
 

The name of the person performing the inspection and/or maintenance of the filter media 
 
The date, time, and results of the inspection 
 
The date, time, and description of any maintenance or repairs resulting from the inspection 

 
[RULE 3004(A)(4)-Periodic Monitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-
2001; RULE 404, 2-7-1986] 
 
 
 
 
 


