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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

 
 
 
 

Facility Equipment and Requirements 
(Section D) 

 
 
 
 
This section consists of a table listing all permitted equipment at the facility, facility wide 
requirements, all individual Permits to Construct and Permits to Operate issued to various equipment 
at the facility, and Rule 219-exempt equipment subject to source-specific requirements.  Each permit 
and Rule 219-exempt equipment will list operating conditions including periodic monitoring 
requirements, and applicable emission limits and requirements that the equipment is subject to.  Also 
included is the rule origin and authority of each emission limit and permit condition. 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

PERMITTED EQUIPMENT LIST 
 
 
THE FOLLOWING IS A LIST OF ALL PERMITS TO CONSTRUCT AND PERMITS TO OPERATE AT THIS 
FACILITY: 
 
Application number Permit to Operate number Equipment description 

156792 R-M60953 SPRAY BOOTH PAINT AND SOLVENT 
430496 F70753 SPRAY BOOTH PAINT AND SOLVENT 
539897 G20625 ICE EM ELEC GEN-DIESEL 
549088  ICE EM ELEC GEN-DIESEL 
549447  SPRAY BOOTH PAINT AND SOLVENT 
549448  SPRAY BOOTH PAINT AND SOLVENT 

 
NOTE:  EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDING PERMITS TO OPERATE NUMBER 
ARE ISSUED PERMITS TO CONSTRUCT.  THE ISSUANCE OR DENIAL OF THEIR PERMITS TO OPERATE IS 
SUBJECT TO ENGINEERING FINAL REVIEW.  ANY OTHER APPLICATIONS THAT ARE STILL BEING 
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL 
NOT BE FOUND IN THIS TITLE V PERMIT. 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

FACILITY WIDE CONDITION(S) 
 
 
Condition(s): 
 
1. EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE OPERATOR SHALL NOT 

DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER 
ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGATING MORE THAN THREE 
MINUTES IN ANY ONE HOUR WHICH IS: 

 
A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. 1 ON THE RINGELMANN 

CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR 
B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER’S VIEW TO A DEGREE EQUAL TO OR 

GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPH (A) OF THIS CONDITION. 
[RULE 401] 

 
2. THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THIS 

FACILITY SHALL NOT EXCEED 136 POUNDS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
3. THE TOTAL QUANTITY OF VOC EMISSIONS FROM THE USE OF ALL VOC-CONTAINING 

MATERIALS IN EQUIPMENT OR PROCESSES SUBJECT TO RULE 442 AT THIS FACILITY SHALL 
NOT EXCEED 833 POUNDS IN ANY ONE CALENDAR MONTH.  WITHIN 14 CALENDAR DAYS 
AFTER THE END OF EACH CALENDAR MONTH, THE OPERATOR SHALL TOTAL AND RECORD 
VOC EMISSIONS FOR THE CALENDAR MONTH FROM ALL EQUIPMENT AND OPERATIONS 
SUBJECT TO RULE 442 AT THE FACILITY 
[RULE 442] 

 
4. TO ENSURE COMPLIANCE WITH THE EMISSION LIMITS OF THIS PERMIT, THE OPERATOR 

SHALL: 

A. COMPLY WITH RULE 109 (RECORDKEEPING FOR VOLATILE ORGANIC COMPOUND 
EMISSIONS). 

B. KEEP ADEQUATE RECORDS FOR THIS FACILITY TO VERIFY THE VOC EMISSIONS IN 
POUNDS.  THE RECORDS SHALL INCLUDE ANY PROCEDURES USED TO ACCOUNT FOR 
CONTROL DEVICE EFFICIENCIES AND/OR WASTE DISPOSAL.  IT SHALL BE SIGNED AND 
CERTIFIED FOR ACCURACY BY THE HIGHEST RANKING INDIVIDUAL RESPONSIBLE FOR 
COMPLIANCE WITH DISTRICT RULES. 

C. MAINTAIN A SINGLE LIST WHICH INCLUDES ONLY THE NAME AND ADDRESS OF EACH 
PERSON FROM WHOM THE FACILITY ACQUIRED VOC-CONTAINING MATERIAL 
REGULATED BY THE DISTRICT THAT WAS USED OR STORED AT THE FACILITY DURING 
THE PRECEDING 12 MONTHS. 

D. RETAIN ALL PURCHASE INVOICES FOR ALL VOC-CONTAINING MATERIAL USED OR 
STORED AT THE FACILITY, AND ALL WASTE MANIFESTS FOR ALL WASTE VOC-
CONTAINING MATERIAL REMOVED FROM THE FACILITY. 

[RULE 109, 1303(b)(2)-OFFSET] 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

5. ALL RECORDS REQUIRED BY THIS PERMIT SHALL BE PREPARED IN A FORMAT WHICH IS 
ACCEPTABLE TO THE DISTRICT, SHALL BE RETAINED AT THE FACILITY FOR AT LEAST FIVE 
YEARS, AND SHALL BE MADE AVAILABLE TO ANY DISTRICT REPRESENTATIVE UPON 
REQUEST. 
[RULE 109, 1303(b)(2)-OFFSET] 

 
6. MATERIAL SAFETY DATA SHEETS FOR ALL COATINGS AND SOLVENTS USED AT THIS FACILITY 

AND SUBJECT TO DISTRICT RULES SHALL BE KEPT CURRENT AND MADE AVAILABLE TO 
DISTRICT PERSONNEL UPON REQUEST. 
[RULE 109, 1303(b)(2)-OFFSET] 

 
7. THE OPERATOR SHALL NOT USE FUEL OIL CONTAINING SULFUR COMPOUNDS IN EXCESS OF 

0.05 PERCENT BY WEIGHT. 
[RULE 431.2] 

 
8. AFTER JUNE 1, 2004, THE OPERATOR SHALL NOT PURCHASE ANY DIESEL FUEL UNLESS THE 

FUEL IS LOW SULFUR DIESEL FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPM 
BY WEIGHT AS SUPPLIED BY THE SUPPLIER. 
[RULE 431.2] 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

PERMIT TO OPERATE 
 

 Permit No.R-M60953 
 A/N 156792 
Equipment Description: 
 
SPRAY BOOTH, FLOOR TYPE, BLEEKER, MODEL NO. F24-8-10HV, FLOOR TYPE, 24’-0” W. X 10’-0” L. X 8’-
0” H., WITH FIFTY SIX 20” X 20” EXHAUST FILTERS, AND TWO 3 H.P. EXHAUST FANS. 
 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH 

FILTER MEDIA AT LEAST 2 INCHES THICK. 
[RULE 1303(a)(1)-BACT] 

 
4. A GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES OF WATER, THE STATIC PRESSURE 

DIFFERENTIAL ACROSS THE EXHAUST FILTERS.  IN OPERATION, THE PRESSURE DIFFERENTIAL 
SHALL NOT EXCEED 0.25 INCH OF WATER. 
[RULE 1303(a)(1)-BACT] 

 
5. THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THIS 

EQUIPMENT SHALL NOT EXCEED 68 POUNDS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
6. THE OPERATOR SHALL KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE 

DAILY VOC EMISSIONS IN POUNDS AND THE VOC CONTENT OF EACH MATERIAL AS APPLIED 
(INCLUDING WATER AND EXEMPT COMPOUNDS). 
[RULE 109, 1303(b)(2)-OFFSET] 

 
 
 
Periodic Monitoring: 
 
7. THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

 
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

THE FILTER MEDIA; 
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING 

FROM THE INSPECTION. 
[RULE 3004 (a)(4)] 

 
8. THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTERS 

ONCE EVERY WEEK. 
[RULE 3004 (a)(4)] 

 
 
Emissions and Requirements: 
 
9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIRMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 

VOC: RULE 109 
VOC: RULE 442 
VOC RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1136, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 
PM:  RULE 481 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

 
PERMIT TO OPERATE 

 
 Permit No F70753 
 A/N 430496 
 
Equipment Description: 
 
SPRAY BOOTH, FLOOR TYPE, BLEEKER, MODEL NO. F-32-8-10-HV, 16’-0” W. X 10’-0” L. X 8’-0” H., WITH 
THIRTY- SIX 20” X 20” EXHAUST FILTERS AND ONE 3 H.P. EXHAUST FAN. 
 
 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH 

FILTER MEDIA AT LEAST 2 INCHES THICK. 
[RULE 1303(a)(1)-BACT] 

 
4. A GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES OF WATER, THE STATIC PRESSURE 

DIFFERENTIAL ACROSS THE EXHAUST FILTERS.  IN OPERATION, THE PRESSURE DIFFERENTIAL 
SHALL NOT EXCEED 0.25 INCH OF WATER. 
[RULE 1303(a)(1)-BACT] 

 
5. THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THIS 

EQUIPMENT SHALL NOT EXCEED 68 POUNDS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
6. THE OPERATOR SHALL KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE 

DAILY VOC EMISSIONS IN POUNDS AND THE VOC CONTENT OF EACH MATERIAL AS APPLIED 
(INCLUDING WATER AND EXEMPT COMPOUNDS). 
[RULE 109, 1303(b)(2)-OFFSET] 

 
 
Periodic Monitoring: 
 
7. THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

 
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF  THE 

FILTER MEDIA; 
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 

THE INSPECTION. 
[RULE 3004 (a)(4)] 

 
8. THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTERS 

ONCE EVERY WEEK. 
[RULE 3004 (a)(4)] 

 
 
Emissions and Requirements: 
 
9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 

VOC: RULE 109 
VOC: RULE 442 
VOC RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1136, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 
PM:  RULE 481 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

PERMIT TO CONSTRUCT/OPERATE 
 

 Permit No.  G20625 
 A/N 539897 
 
Equipment Description: 
 
INTERNAL COMBUSTION ENGINE, CUMMINS, MODEL NO. QSM11-G4, DIESEL-FUELED, 6 CYLINDERS, 
TURBOCHARGED, AFTERCOOLED, 470 BHP, DRIVING AN EMERGENCY ELECTRICAL GENERATOR. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH 

INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING. 
 [RULE 1303(a)(1)-BACT, 1110.2, 1470, 40CFR63 SUBPART ZZZZ] 
 
4. AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND 

MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME. 
 [RULE 1303(a)(1)-BACT, 1110.2, 1470, 40CFR60 SUBPART IIII] 
 
5. THE OPERATION OF ENGINE BEYOND 50 HOURS PER YEAR ALLOTTED FOR ENGINE 

MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID 
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE 
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN 
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS 
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY 
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE.  ENGINE OPERATION SHALL BE 
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A 
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT. 

 [RULE 1304(a)(4), 1470] 
 
6. AN ENGINE OPERATING LOG SHALL BE KEPT AND SHALL DOCUMENT THE TOTAL TIME THE 

ENGINE IS OPERATED EACH MONTH AND SPECIFIC REASON FOR OPERATION AS:  
 

A. EMERGENCY USE. 
B. MAINTENANCE AND TESTING. 
C. OTHER (DESCRIBE THE REASON FOR OPERATING). 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

IN ADDITION, EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE THE 
DATE OF OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE TIME METER 
READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING AND END OF OPERATION.  
 [RULE 1303(a)(1)-BACT, 1110.2, 1470, 40CFR60 SUBPART IIII] 
 

7. ON OR BEFORE JANUARY 15 TH OF EACH YEAR, THE OPERATOR SHALL RECORD IN THE ENGINE 
OPERATING LOG THE FOLLOWING: 
 
A. THE TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND 
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE 

PREVIOUS CALENDAR YEAR. 
 

ENGINE OPERATING LOG SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR 
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE 
UPON REQUEST.  
[RULE 1303(a) (1)-BACT, 1110.2, 1470, 40CFR60 SUBPART IIII] 

 
8. THE OPERATOR SHALL NOT USE ANY DIESEL FUEL UNLESS THE FUEL IS LOW SULFUR DIESEL 

FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPM BY WEIGHT AS SUPPLIED BY 
THE SUPPLIER. 
[RULE 431.2, 40CFR60 SUBPART IIII] 

 
9. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING 

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR 
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN 
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR. 
[RULE 1470] 
 

Emissions And Requirements: 
 
10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 

NOx + VOC: 3.0 GRAMS/BHP-HR, RULE 1303(a)(1)-BACT, 40CFR60 SUBPART IIII 
CO:  2.6 GRAMS/BHP-HR, RULE 1303(a)(1)-BACT, 40CFR60 SUBPART IIII 
PM:  0.15 GRAMS/BHP-HR, RULE 1303(a)(1)-BACT, 1470, 40CFR60 SUBPART IIII 
PM:  RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 
HAPS:  40CFR63 SUBPART ZZZZ, SEE SECTION J FOR REQUIREMENTS 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

PERMIT TO CONSTRUCT 
 

 A/N 549088 
           Granted as of 

June 25, 2013 
 
 
Equipment Description: 
 
INTERNAL COMBUSTION ENGINE, CUMMINS, MODEL NO. QSB7-G5 NR3, DIESEL-FUELED, 6 CYLINDERS, 
TURBOCHARGED, AFTERCOOLED, 324 BHP, DRIVING AN EMERGENCY ELECTRICAL GENERATOR, WITH 
A CRT DIESEL PARTICULATE FILTER SYSTEM, JOHNSON MATTHEY, MODEL NO. CRT, AND A DATA 
LOGGING AND ALARM SYSTEM. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH 

INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING. 
 [RULE 1110.2, 1303(a)(1)-BACT, 1304(a)(4), 1470, 40CFR63 SUBPART ZZZZ] 
 
4. AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND 

MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME. 
 [RULE 1110.2, 1303(a)(1)-BACT, 1304(a)(4), 1470, 40 CFR60 SUBPART IIII] 
 
5. THE OPERATION OF ENGINE BEYOND 50 HOURS PER YEAR ALLOTTED FOR ENGINE 

MAINTENANCE AND TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID 
POWER OR UP TO 30 MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE 
ELECTRICAL GRID OPERATOR OR ELECTRIC UTILITY HAS ORDERED ROTATING OUTAGES IN 
THE CONTROL AREA WHERE THE ENGINE IS LOCATED OR HAS INDICATED THAT IT EXPECTS 
TO ISSUE SUCH AN ORDER AT A CERTAIN TIME, AND THE ENGINE IS LOCATED IN A UTILITY 
SERVICE BLOCK THAT IS SUBJECT TO THE ROTATING OUTAGE.  ENGINE OPERATION SHALL BE 
TERMINATED IMMEDIATELY AFTER THE UTILITY DISTRIBUTION COMPANY ADVISES THAT A 
ROTATING OUTAGE IS NO LONGER IMMINENT OR IN EFFECT. 

 [RULE 1304(a)(4), 1470] 
 
6. AN ENGINE OPERATING LOG SHALL BE KEPT AND SHALL DOCUMENT THE TOTAL TIME THE ENGINE IS 

OPERATED EACH MONTH AND SPECIFIC REASON FOR OPERATION AS: 
 

A. EMERGENCY USE. 
B. MAINTENANCE AND TESTING. 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

C. OTHER (DESCRIBE THE REASON FOR OPERATING). 
 
IN ADDITION, EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE THE DATE 
OF OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE TIME METER READING (IN HOURS 
AND TENTHS OF HOURS) AT THE BEGINNING AND END OF OPERATION. 
[RULE 1110.2, 1303(a)(1)-BACT, 1304(a)(4), 1470, 40CFR60 SUBPART IIII] 

 
7. ON OR BEFORE JANUARY 15 TH OF EACH YEAR, THE OPERATOR SHALL RECORD IN THE ENGINE 

OPERATING LOG THE FOLLOWING: 
 
A. THE TOTAL HOURS OF OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND 
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE 

PREVIOUS CALENDAR YEAR. 
 

ENGINE OPERATING LOG SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR YEARS 
AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE UPON REQUEST. 
[RULE 1110.2, 1303(a)(1)-BACT, 1304(a)(4), 1470, 40CFR60 SUBPART IIII] 

 
8. THE OPERATOR SHALL NOT USE ANY DIESEL FUEL UNLESS THE FUEL IS LOW SULFUR DIESEL 

FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPM BY WEIGHT AS SUPPLIED BY 
THE SUPPLIER. 

 [RULE 431.2, 40CFR60 SUBPART IIII] 
 
9. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING 

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR 
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN 
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR. 

 [RULE 1470] 
   
10. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS ITS EXHAUST IS VENTED TO A CRT 

DIESEL PARTICULATE FILTER SYSTEM WHICH IS IN FULL OPERATION AND IN GOOD 
OPERATING CONDITION AT ALL TIMES. 

 [RULE 1303(a)(1)-BACT] 
 
11. THE CRT DIESEL PARTICULATE FILTER SYSTEM INSTALLED ON THIS ENGINE SHALL 

MAINTAIN AT LEAST 85% CONTROL EFFICIENCY FOR PARTICULATE MATTER EMISSIONS.  
[RULE 1303(a)(1)-BACT]  

 
12. THE OPERATOR SHALL NOT OPERATE THE CRT DIESEL PARTICULATE FILTER SYSTEM 

WITHOUT AN OPERATIONAL DATA LOGGING AND ALARM SYSTEM. 
[RULE 1303(a)(1)-BACT] 

 
13. A GAUGE SHALL BE INSTALLED TO INDICATE IN INCHES OF WATER, THE BACK PRESSURE OF 

THE CRT DIESEL PARTICULATE FILTER SYSTEM.  IN OPERATION, THE MAXIMUM BACK 
PRESSURE OF THE CRT DIESEL PARTICULATE FILTER SYSTEM SHALL NOT EXCEED 34 INCHES 
W.C.  

 [RULE 1303(a)(1)-BACT] 
 
14. THIS ENGINE SHALL NOT BE OPERATED BELOW PASSIVE REGENERATION TEMPERATURE FOR 

MORE THAN 720 COSECUTIVE MINUTES. 
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 [RULE 1303(a)(1)-BACT] 
 
15. THE OPERATOR SHALL REGENERATE THE DIESEL PARTICULATE FILTER AFTER EVERY 24 

COLD START-UPS AND 30-MINUTE IDLE SESSIONS OR WHENEVER A WARNING SIGNAL IS 
RECEIVED FROM THE ALARM SYSTEM.  IN ORDER TO ACHIEVE RE-GENERATION, THE 
OPERATOR SHALL RUN THE ENGINE UNTIL THE EXHAUST TEMPERATURE EXCEEDS 464 
DEGREES FAHERNHEIT AND THE BACKPRESSURE MONITORING SYSTEM INDICATES A 
NORMAL BACKPRESSURE READING. 

 [RULE 1303(a)(1)-BACT] 
 
16. THE TEMPERATURE OF THE ENGINE EXHAUST GAS AT THE INLET TO THE CRT DIESEL 

PARTICULATE FILTER SYSTEM SHALL BE GREATER THAN OR EQUAL TO 240 DEGREES 
CENTIGRADE (464 DEGREES FAHRENHEIT), EXCEPT DURING COLD ENGINE START-UP, NOT TO 
EXCEED 10 MINUTES. 

 [RULE 1303(a)(1)-BACT] 
 
17. REMOVAL OF THE CRT DIESEL PARTICULATE FILTER SYSTEM’S FILTER MEDIA FOR CLEANING 

SHALL ONLY OCCUR UNDER THE FOLLOWING CONDITIONS: 
 

A. THE INTERNAL COMBUSTION ENGINE SHALL NOT BE OPERATED FOR MAINTENANCE 
AND TESTING OR ANY OTHER NON-EMERGENCY USE WHILE THE CRT DIESEL 
PARTICULATE FILTER MEDIA IS REMOVED; AND 
 

B. THE CRT DIESEL PARTICULATE FILTER’S FILTER MEDIA SHALL BE RETURNED AND RE-
INSTALLED WITHIN 10 WORKING DAYS FROM THE DATE OF REMOVAL; 

 
THE OWNER OR OPERATOR SHALL MAINTAIN RECORDS INDICATING THE DATE(S) THE CRT 
DIESEL PARTICULATE FILTER’S FILTER MEDIA WAS REMOVED FOR CLEANING AND THE 
DATE(S) THE FILTER MEDIA WAS RE-INSTALLED.  RECORDS SHALL BE RETAINED FOR A 
MINIMUM PERIOD OF FIVE YEARS AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON 
REQUEST. 
[RULE 1303(a)(1)-BACT] 
 

Emissions And Requirements: 
 
18. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 

NOx + VOC 3.0 GRAMS/BHP-HR, RULE 1303(a)(1)-BACT, 40CFR60 SUBPART IIII 
CO  2.6 GRAMS/BHP-HR, RULE 1303(a)(1)-BACT, 40CFR60 SUBPART IIII 
PM  0.15 GRAMS/BHP-HR, 40CFR60 SUBPART IIII 
PM:  RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 
PM:  RULE 1472 
HAPS:  40 CFR 63 SUBPART ZZZZ, SEE APPENDIX J FOR REQUIREMENTS 
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FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

PERMIT TO CONSTRUCT 
 

 A/N 549447 
 Granted as of 
 June 25, 2013 
 
 
Equipment Description: 
 
MODIFICATION TO SPRAY BOOTH UNDER A/N 156792 (P/O M60953) CONSISTING OF: 
 
SPRAY BOOTH, FLOOR TYPE, BLEEKER, MODEL NO. F24-8-10HV,  24’-0” W. X 10’-0” L. X 8’-0” H., WITH 
FIFTY-SIX 20” X 20” EXHAUST FILTERS, AND TWO 3 H.P. EXHAUST FANS. 
 
BY CHANGING PERMIT CONDITIONS TO ALLOW GLASS COATING (RULE 1145). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH 

FILTER MEDIA AT LEAST 2 INCHES THICK. 
[RULE 1303(a)(1)-BACT] 

 
4. A GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES OF WATER, THE STATIC PRESSURE 

DIFFERENTIAL ACROSS THE EXHAUST FILTERS.  IN OPERATION, THE PRESSURE DIFFERENTIAL 
SHALL NOT EXCEED 0.25 INCH OF WATER. 
[RULE 1303(a)(1)-BACT] 

 
5. THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THIS 

EQUIPMENT SHALL NOT EXCEED 68 POUNDS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
6. THE OPERATOR SHALL KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE 

DAILY VOC EMISSIONS IN POUNDS, THE VOC CONTENT OF EACH MATERIAL AS APPLIED 
(INCLUDING WATER AND EXEMPT COMPOUNDS), AND THE SUBSTRATE TO WHICH THE 
MATERIAL IS APPLIED. 
 [RULE 109, 1303(b)(2)-OFFSET] 

 
7. WHEN GLASS SUBSTRATES ARE COATED IN THIS EQUIPMENT, ONLY THE INSIDE OF GLASS 

LAMP BASES SHALL BE COATED USING ONLY A SATAjet 1000K RP SPRAY GUN. 
[RULE 1145] 



  Section D  Page 15 
  Facility I.D.#:         800428 
  Revision #:                     3
  Date:             July 28, 2013 
 
 
 

FACILITY PERMIT TO OPERATE 
LAMPS PLUS INC/PACIFIC COAST LIGHTING 

 
 
8. THE AIR PRESSURE SUPPLIED TO THE SATAjet SPRAY GUN USED TO COAT THE GLASS LAMP 

BASES SHALL NOT EXCEED 16 PSIG.  A PRESSURE GAUGE SHALL BE ATTACHED TO THE SPRAY 
GUN ASSEMBLY TO ACCURATELY MEASURE THE AIR PRESSURE WHENEVER THE SPRAY GUN 
IS IN OPERATION. 
[RULE 1145] 
 

9. THE GLASS LAMP BASES COATED IN THIS EQUIPMENT SHALL NOT HAVE AN OPENING OF 
GREATER THAN 8 INCHES OF DIAMETER.  IF THE OPENING IS LARGER THAN 8 INCHES IN 
DIAMETER, AN ADAPTER SHALL BE USED TO REDUCE THE SIZE OF THE OPENING TO 8 INCHES 
OR SMALLER. 
[RULE 1145] 
 

10. THE SPRAY GUN TRIGGER ON THE SATAjet SPRAY GUN SHALL BE RELEASED BEFORE THE 
SPRAY GUN EXTENSION NOZZLE IS REMOVED FROM INSIDE THE GLASS LAMP BASE.  

 [RULE 1145]  
 

Periodic Monitoring: 
 
11. THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

 
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF 

THE FILTER MEDIA; 
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING 

FROM THE INSPECTION. 
[RULE 3004 (a)(4)] 

 
12. THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTERS 

ONCE EVERY WEEK. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 

 
13. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIRMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 

VOC: RULE 109 
VOC: RULE 442 
VOC RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1136, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1145, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 
PM:        RULE 481 
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LAMPS PLUS INC/PACIFIC COAST LIGHTING 

PERMIT TO CONSTRUCT 
 

 A/N 549448 
           Granted as of 
           June 25, 2013 
 
 
 
Equipment Description: 
 
MODIFICATION TO SPRAY BOOTH UNDER A/N 430496 (P/O F70753) CONSISTING OF: 
 
SPRAY BOOTH, FLOOR TYPE, BLEEKER, MODEL NO. F-32-8-10-HV, 16’-0” W. X 10’-0” L. X 8’-0” H., WITH 
THIRTY- SIX 20” X 20” EXHAUST FILTERS AND ONE 3 H.P. EXHAUST FAN. 
 
BY CHANGING PERMIT CONDITIONS TO ALLOW GLASS COATING (RULE 1145). 
 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS ALL EXHAUST AIR PASSES THROUGH 

FILTER MEDIA AT LEAST 2 INCHES THICK. 
[RULE 1303(a)(1)-BACT] 

 
4. A GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES OF WATER, THE STATIC PRESSURE 

DIFFERENTIAL ACROSS THE EXHAUST FILTERS.  IN OPERATION, THE PRESSURE DIFFERENTIAL 
SHALL NOT EXCEED 0.25 INCH OF WATER. 
[RULE 1303(a)(1)-BACT] 

 
5. THE TOTAL QUANTITY OF VOLATILE ORGANIC COMPOUND (VOC) EMISSIONS FROM THIS 

EQUIPMENT SHALL NOT EXCEED 68 POUNDS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
6. THE OPERATOR SHALL KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIFY THE 

DAILY VOC EMISSIONS IN POUNDS, THE VOC CONTENT OF EACH MATERIAL AS APPLIED 
(INCLUDING WATER AND EXEMPT COMPOUNDS), AND THE SUBSTRATE TO WHICH THE 
MATERIAL IS APPLIED. 
[RULE 109, 1303(b)(2)-OFFSET] 

 
7. WHEN GLASS SUBSTRATES ARE COATED IN THIS EQUIPMENT, ONLY THE INSIDE OF GLASS 

LAMP BASES SHALL BE COATED USING ONLY A SATAjet 1000K RP SPRAY GUN. 
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[RULE 1145] 
 
8. THE AIR PRESSURE SUPPLIED TO THE SATAjet SPRAY GUN USED TO COAT THE GLASS LAMP 

BASES SHALL NOT EXCEED 16 PSIG.  A PRESSURE GAUGE SHALL BE ATTACHED TO THE SPRAY 
GUN ASSEMBLY TO ACCURATELY MEASURE THE AIR PRESSURE WHENEVER THE SPRAY GUN 
IS IN OPERATION. 
[RULE 1145] 
 

9. THE GLASS LAMP BASES COATED IN THIS EQUIPMENT SHALL NOT HAVE AN OPENING OF 
GREATER THAN 8 INCHES OF DIAMETER.  IF THE OPENING IS LARGER THAN 8 INCHES IN 
DIAMETER, AN ADAPTER SHALL BE USED TO REDUCE THE SIZE OF THE OPENING TO 8 INCHES 
OR SMALLER. 
[RULE 1145] 
 

10. THE SPRAY GUN TRIGGER ON THE SATAjet SPRAY GUN SHALL BE RELEASED BEFORE THE 
SPRAY GUN EXTENSION NOZZLE IS REMOVED FROM INSIDE THE GLASS LAMP BASE. 

 [RULE 1145] 
 

Periodic Monitoring: 
 
11. THE OPERATOR SHALL PERFORM A WEEKLY INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

 
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF 

THE FILTER MEDIA; 
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING 

FROM THE INSPECTION. 
[RULE 3004 (a)(4)] 

 
12. THE OPERATOR SHALL DETERMINE AND RECORD THE PRESSURE DROP ACROSS THE FILTERS 

ONCE EVERY WEEK. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 

 
13. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIRMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 

VOC: RULE 109 
VOC: RULE 442 
VOC RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1136, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1145, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 
PM:        RULE 481 
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RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS. 
 
Periodic Monitoring: 
 
1. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE 

FOLLOWING PARAMETER(S) OR ITEM(S): 
 

FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, REDUCERS, OR OTHER VOC 
CONTAINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUAL RECORDS OF ALL COATINGS 
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER (g/l) 
OF MATERIALS FOR LOW-SOLIDS COATINGS, AND (c) VOC CONTENT AS SUPPLIED IN g/l OF 
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING. 

FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OTHER VOC 
CONTAINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING 
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF 
MATERIALS USED FOR LOW-SOLIDS COATINGS, AND (c) VOC CONTENT AS APPLIED IN g/l OF 
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING. 
[RULE 3004 (a) (4)] 

 
Emissions and Requirements: 
 
2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 
VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMENT, HAND WIPING OPERATIONS. 
 
Emissions and Requirements: 
 
1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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SECTION E: ADMINISTRATIVE CONDITIONS

The operating conditions in this section shall apply to all permitted equipment at this 
facility unless superseded by condition(s) listed elsewhere in this permit.
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1. The permit shall remain effective unless this permit is suspended, revoked, 

modified, reissued, denied, or it is expired for nonpayment of permit processing or 

annual operating fees.  [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and the 

permit shall expire if annual operating fees are not paid pursuant to 

requirements of Rule 301(d).  [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the 

Permit to Construct issuance date, unless a Permit to Construct extension has 

been granted by the Executive Officer or unless the equipment has been 

constructed and the operator has notified the Executive Officer prior to the 

operation of the equipment, in which case the Permit to Construct serves as a 

temporary Permit to Operate.  [202, 205]

c. The Title V permit shall expire as specified under Section K of the Title V 

permit.  The permit expiration date of the Title V facility permit does not 

supercede the requirements of Rule 205.  [205, 3004]

2. The operator shall maintain all equipment in such a manner that ensures proper 

operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess of those 

allowed by Division 26 of the Health and Safety Code of the State of California or 

the Rules and Regulations of the AQMD. This permit cannot be considered as 

permission to violate existing laws, ordinances, regulations, or statutes of other 

governmental agencies. [204]

4. The operator shall not use equipment identified in this facility permit as being 

connected to air pollution control equipment unless they are so vented to the 

identified air pollution control equipment which is in full use and which has been 

included in this permit. [204]



FACILITY PERMIT TO OPERATE
LAMPS PLUS INC/ PACIFIC COAST LIGHTING

SECTION E: ADMINISTRATIVE CONDITIONS

1

July 28, 2013

2Page:
800428

Date:

Facility ID:
Section E

Revision #:

5. The operator shall not use any equipment having air pollution control device(s) 

incorporated within the equipment unless the air pollution control device is in full 

operation. [204]

6. The operator shall maintain records to demonstrate compliance with rules or permit 

conditions that limit equipment operating parameters, or the type or quantity of 

material processed.  These records shall be made available to AQMD personnel 

upon request and be maintained for at least five years. [204]

7. The operator shall maintain and operate all equipment to ensure compliance with 

all emission limits as specified in this facility permit.  Compliance with emission 

limits shall be determined according to the following specifications, unless 

otherwise specified by AQMD rules or permit conditions: [204]

a. For internal combustion engines and gas turbines, measured concentrations shall 

be corrected to 15 percent stack-gas oxygen content on a dry basis and be 

averaged over a period of 15 consecutive minutes; [1110.2, 1134]

b. For other combustion devices, measured concentrations shall be corrected to 3 

percent stack-gas oxygen content on a dry basis and be averaged over a period 

of 15 consecutive minutes; [1146, 1146.1, 204]

c. For non-combustion sources, compliance with emission limits shall be 

determined and averaged over a period of 60 minutes; [204]

d. For the purpose of determining compliance with Rule 407, carbon monoxide 

(CO) shall be measured on a dry basis and be averaged over 15 consecutive 

minutes, and sulfur compounds which would exist as liquid or gas at standard 

conditions shall be calculated as sulfur dioxide (SO2) and be averaged over 15 

consecutive minutes; [407]

e. For the purpose of determining compliance with Rule 409, combustion 

contaminant emission measurements shall be corrected to 12 percent of carbon 

dioxide (CO2) at standard conditions and averaged over a minimum of 15 

consecutive minutes. [409]
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f. For the purpose of determining compliance with Rule 475, combustion 

contaminant emission measurements shall be corrected to 3 percent of oxygen 

(O2) at standard conditions and averaged over 15 consecutive minutes or any 

other averaging time specified by the Executive Officer.  [475]

8. The operator shall, when a source test is required by AQMD, provide a source test 

protocol to AQMD no later than 60 days before the proposed test date.  The test 

shall not commence until the protocol is approved by AQMD.  The test protocol 

shall contain the following information: [204, 304]

a. Brief description of the equipment tested.

b. Brief process description, including maximum and normal operating 

temperatures, pressures, throughput, etc.

c. Operating conditions under which the test will be performed.

d. Method of measuring operating parameters, such as fuel rate and process 

weight.  Process schematic diagram showing the ports and sampling locations, 

including the dimensions of the ducts and stacks at the sampling locations, and 

distances of flow disturbances, (e.g. elbows, tees, fans, dampers) from the 

sampling locations (upstream and downstream).

e. Brief description of sampling and analytical methods used to measure each 

pollutant, temperature, flow rates, and moisture.

f. Description of calibration and quality assurance procedures.

g. Determination that the testing laboratory qualifies as an "independent testing 

laboratory" under Rule 304 (conflict of interest).

9. The operator shall submit a report no later than 60 days after conducting a source 

test, unless otherwise required by AQMD rules or equipment-specific conditions.  

The report shall contain the following information: [204]

a. The results of the source test.
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b. Brief description of the equipment tested.

c. Operating conditions under which the test was performed.

d. Method of measuring operating parameters, such as fuel rate and process 

weight.  Process schematic diagram showing the ports and sampling locations, 

including the dimensions of the ducts and stacks at the sampling locations, and 

distances of flow disturbances, (e.g. elbows, tees, fans, dampers) from the 

sampling locations (upstream and downstream).

e. Field and laboratory data forms, strip charts and analyses.

f. Calculations for volumetric flow rates, emission rates, control efficiency, and 

overall control efficiency.

10. The operator shall, when a source test is required, provide and maintain facilities 

for sampling and testing.  These facilities shall comply with the requirements of 

AQMD Source Test Method 1.1 and 1.2. [217]

11. Whenever required to submit a written report, notification or other submittal to the 

Executive Officer, AQMD, or the District, the operator shall mail or deliver the 

material to:   Deputy Executive Officer, Engineering and Compliance, AQMD, 

21865 E. Copley Drive, Diamond Bar, CA 91765-4182.  [204]
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NOT APPLICABLE
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NOT APPLICABLE
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SECTION H: PERMIT TO CONSTRUCT AND TEMPORARY PERMIT TO OPERATE 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

See Section D of this permit for any Permit to Construct issued to this facility.
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This section lists all plans approved by AQMD for the purposes of meeting the requirements of applicable 
AQMD rules.

NONE

NOTE: This section does not list compliance schedules pursuant to the requirements of Regulation XXX - Title 

V Permits; Rule 3004(a)(10)(C). For equipment subject to a variance, order for abatement, or alternative 

operating condition granted pursuant to Rule 518.2, equipment specific conditions are added to the equipment in 

Section D or H of the permit.
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 9 

This facility is subject to the following rules and regulations

FACILITY RULES

With the exception of Rule 402, 473, 477, 1118 and Rules 1401 through 1420, the following 
rules that are designated as non-federally enforceable are pending EPA approval as part of the 
state implementation plan. Upon the effective date of that approval, the approved rule(s) will 
become federally enforceable, and any earlier versions of those rules will no longer be federally 
enforceable.

RULE SOURCE Adopted/Amended Date FEDERAL Enforceability

RULE 109 5-2-2003 Federally enforceable

RULE 1107 1-6-2006 Federally enforceable

RULE 1110.2 2-1-2008 Federally enforceable

RULE 1110.2 9-7-2012 Non federally enforceable

RULE 1113 6-3-2011 Non federally enforceable

RULE 1113 7-13-2007 Federally enforceable

RULE 1136 6-14-1996 Federally enforceable

RULE 1145 12-4-2009 Non federally enforceable

RULE 1145 2-14-1997 Federally enforceable

RULE 1168 1-7-2005 Federally enforceable

RULE 1171 2-1-2008 Federally enforceable

RULE 1171 5-1-2009 Non federally enforceable

RULE 118 12-7-1995 Non federally enforceable

RULE 1303(a)(1)-BACT 12-6-2002 Non federally enforceable

RULE 1303(a)(1)-BACT 5-10-1996 Federally enforceable

RULE 1303(b)(2)-Offset 12-6-2002 Non federally enforceable

RULE 1303(b)(2)-Offset 5-10-1996 Federally enforceable

RULE 1304(a)-Modeling and 

Offset Exemption

6-14-1996 Federally enforceable

RULE 1401 12-7-1990 Non federally enforceable

RULE 1470 5-4-2012 Non federally enforceable

RULE 204 10-8-1993 Federally enforceable
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RULE SOURCE Adopted/Amended Date FEDERAL Enforceability

RULE 217 1-5-1990 Federally enforceable

RULE 219 6-1-2007 Non federally enforceable

RULE 219 9-4-1981 Federally enforceable

RULE 3002 11-14-1997 Federally enforceable

RULE 3002 11-5-2010 Non federally enforceable

RULE 3003 11-14-1997 Federally enforceable

RULE 3003 11-5-2010 Non federally enforceable

RULE 3004 12-12-1997 Federally enforceable

RULE 3004(a)(4)-Periodic 

Monitoring

12-12-1997 Federally enforceable

RULE 3005 11-14-1997 Federally enforceable

RULE 3005 11-5-2010 Non federally enforceable

RULE 3007 10-8-1993 Federally enforceable

RULE 304 6-1-2012 Non federally enforceable

RULE 401 11-9-2001 Non federally enforceable

RULE 401 3-2-1984 Federally enforceable

RULE 402 5-7-1976 Non federally enforceable

RULE 404 2-7-1986 Federally enforceable

RULE 408 5-7-1976 Federally enforceable

RULE 430 7-12-1996 Non federally enforceable

RULE 431.2 5-4-1990 Federally enforceable

RULE 431.2 9-15-2000 Non federally enforceable

RULE 442 12-15-2000 Federally enforceable

RULE 481 1-11-2002 Federally enforceable

RULE 701 6-13-1997 Federally enforceable

40CFR 60 Subpart IIII 6-28-2011 Federally enforceable

40CFR 63 Subpart ZZZZ 1-18-2008 Federally enforceable

40CFR 63SubpartZZZZ 3-9-2011 Federally enforceable
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