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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY
PERMIT TO OPERATE
Equipment ID No. |Connected| RECLAIM Emissions and Conditions
To Msoc::i':::i:"{'f;n Requirements
BEIpARRL 0 EE 2 R 2 sy :
: e s $13.7

TANK, T-102, FLOAT/SLUDGE, D1237
DOUBLE DECK FLOATING ROOF,
MECHANICAL SHOE PRIMARY SEAL
AND RIM-MOUNTED SECONDARY
WIPER SEAL, 130000 GALS ;

BENZENE: (10) 40 | H23.1

CFR 61 Subpart

FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #2,

DIAMETER: 31 FT; HEIGHT: 22FT 6-23-2003]
A/N: 405763
SUMP, T-108, RECOVERED D1238 | C2159 BENZENE: (10) 40 | ES7.2
OIL/WATER, FIXED COVER, 1300 C3167 CFR 61 Subpart H23.4
GALS C3168 FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
. 1996] ; VOC:500
A/N: 405763 PPMYV (8) [40CFR
61 SUBPART FF,
12-4-2003]
TANK, RAPID MIX, T-200, FIXED D1239 | C2159 BENZENE: (10)40 | E57.2
ROOF, WITH MIXER (K-200), 3600 C3167 CFR 61 Subpart H23.4
GALS; DIAMETER: 8 FT 6 IN; HEIGHT: C3168 FF, #2, 12-4-2003;
11 FT 6 IN HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003);
VOC:500 PPMYV (5)
A/N: 405763 [RULE 1176, 9-13-

1996] ; VOC:500
PPMYV (8) [40CFR
61 SUBPART FF,
12-4-2003]
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY

Equipment ID No. |Connected| RECLAIM
To Source Type/

Emissions and Conditions
Requirements

Monitoring Unit
TANK, FLOCCULATION, T-201, FIXED | D1240 | C2159
ROOF, WITH AGITATOR, 36000 GALS; C3167
DIAMETER: 26 FT; HEIGHT: 10 FT 6 IN 3168

A/N: 405763

BENZENE: (10) 40 | E57.2
CFR 61 Subpart H23.4
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]

TANK, FLOTATION, T-202, FIXED D1241 | C2159
ROOF, WITH SKIMMER AND SLUDGE C3167
RAKE (K-202), 150000 GALS; C3168
DIAMETER: 53 FT; HEIGHT: 10 FT 3 IN

A/N: 405763

BENZENE: (10)40 | E57.2
CFR 61 Subpart H23.4
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003};
VOC:500 PPMYV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003)

TANK, SURGE, T-203, DAF FLOAT D1242 | C2159
AND SLUDGE, FIXED ROOF, 4000 C3167
GALS; DIAMETER: 8 FT; HEIGHT: 11 C3168
FT9IN

A/N: 405763

BENZENE: (10) 40 | E57.2
CFR 61 Subpart H23.4
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996} ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]

AIR FLOTATION UNIT, INDUCED, NO. | D1243 | Cl1841
T-270, FIXED COVER, 90000 GALS;
WIDHT: 12 FT; HEIGHT: 15 FT;
LENGTH: 60FT

A/N: 405763

BENZENE: (10) 40 | H23.4
CFR 61 Subpart
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMYV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMYV (8) [40CFR
61 SUBPART FF,




SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT Section D Page 3

21865 Copley Drive, Diamond Bar, CA 91765 Facility LD.#: 800030
Revision #: Draft

Date: Draft

FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY

Equipment ID No. |Connected| RECLAIM Emissions and Conditions
To Source Type/ Requirements

Monitoring Unit
12-4-2003]

AIR FLOTATION UNIT, INDUCED, NO. | D1244 | C1842 BENZENE: (10} 40 | H23.4
T-370, FIXED COVER, 90000 GALS; CFR 61 Subpart
WIDTH: 12 FT; HEIGHT: 15 FT ; FF, #2, 12-4-2003;

LENGTH: 60FT HAP: (10) [40CFR
63 Subpart CC, #4,

6-23-2003];
VOC:500 PPMV (5)
(RULE 1176, 9-13-
A/N: 405763 1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,

12-4-2003]
TANK, FLOAT CLARIFIER, T-280, D1245 BENZENE: (10) 40 | H23.4
FIXED ROOF, WITH SKIMMER, CFR 61 Subpart
HEIGHT: 12 FT; DIAMETER: 40 FT FF,#2, 12-4-2003;

HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];

A/N: 405763 VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003)

SUMP, FLOAT CLARIFIER, T-281, D1246 BENZENE: (10)40 | H234
FIXED COVER, ENCLOSED, WITH CFR 61 Subpart
LOOP SEAL, WIDTH: & FT; DEPTH: § FF, #2, 12-4-2003;

FT, LENGTH: 15FT 6 IN HAP: (10) {40CFR
63 Subpart CC, #4,

6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003)

A/N: 405763
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY
Equipment ID No. |Connected| RECLAIM Emissions and Conditions
To Miﬁ:::i:ypd. Requirements
g Unit

DRAIN SYSTEM COMPONENT - D3724 BENZENE: (10) 40 { H23.4
CFR 61 Subpart
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];

A/N: 405763 VOC:500 PPMV (8)
[40CFR 61
SUBPART FF, 12-
4-2003]

SUMP, T-282, OILY SLUDGE, FIXED DI1247 BENZENE: (10) 40 | H23.4

COVER, ENCLOSED, WITH LOOP
SEAL, WIDTH: 15 FT; DEPTH: 10 FT;
LENGTH: 14 FT

A/N: 405763

CFR 61 Subpart
FF, #2,12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]

TANK, RAPID MIX, T-300, FIXED D1248 | C2159
ROOF, WITH MIXER, HEIGHT: 11 FT 6 C3167
IN; DIAMETER: 8 FT 6 IN C3168

A/N: 405763

BENZENE: (10)40 | E57.2
CFR 61 Subpart E57.4
FF, #2, 12-4-2003; H23.4
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ;VOC:500
PPMYV (8) [40CFR
61 SUBPART FF,
12-4-2003]

TANK, FLOCCULATION, T-301, FIXED | D1249 | C2159
ROOF, WITH PADDLE AGITATOR (K- C3167
301), 36000 GALS; DIAMETER: 26 FT; C3168
HEIGHT: 10 FT 6 IN

A/N: 405763

BENZENE: (10) 40 | E57.2
CFR 61 Subpart E57.4
FF, #2,12-4-2003; | H23.4
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY

Equipment

ID No.

Connected
To

RECLAIM
Source Type/
Monitoring Umnit

Emissions and
Requirements

Conditions

TANK, FLOTATION, T-302, FIXED
ROOF, WITH SKIMMER AND SLUDGE
RAKE, 150000 GALS.; DIAMETER: 53
FT; HEIGHT: 10 FT 3 IN

D1250

C2159
C3167
C3168

BENZENE: (10) 40
CFR 61 Subpart
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
YOC:500 PPMYV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]

E57.2
E57.4
H23.4

TANK, T-303, FLOAT/SLUDGE, FIXED
ROOF, 1300 GALS; DIAMETER: 8 FT;
HEIGHT: 4 FT

A/N: 405763

D1251

C3167
C3168
C2159

BENZENE: (10) 40
CFR 61 Subpart
FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMYV (8) [40CFR
61 SUBPART FF,
12-4-2003]

E57.2
E57.4
H23.4

SUMP, NO. 4 SEPARATOR, T-400,
FIXED COVER

A/N: 405763

D1252

]
.
N

BENZENE: (10) 40
CFR 61 Subpart
FF, #1, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]

H23.4

TANK, T-500, AERATION BASIN,

FIXED COVER, 1.5 E+06 GALS; WIDTH:

106 FT 6 IN; DEPTH: 20 FT; LENGTH:
160 FT

A/N: 405763

D1253

C2158-
C3169
C3170

HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996}

E57.3
H23.4
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY

Equipment ID No. |Connected RECLAIM
To Source Type/

Emissions and Conditions
Requirements

Monitoring Unit
TANK, AERATION BASIN, T-600, WITH | D1254 | C2158
ALUMINUM DOME COVER, 900000
GALS; WIDTH: 80 FT; DEPTH: 20 FT;
LENGTH: 128 FT 6 IN

A/N: 405763

HAP: (10) [40CFR | E54.3
63 Subpart CC, #4,
6-23-2003)

TANK, NO. T-601, OPEN TOP, 450000 D1255
GALS; DIAMETER: 80 FT; HEIGHT: 12

HAP: (10) [40CFR
63 Subpart CC, #4,

FT 6-23-2003]
A/N: 405763
TANK, CLARIFIER SKIM, NO. T-602, D1256 HAP: (10) [40CFR

OPEN TOP, 490 GALS; DIAMETER: 3
FT, HEIGHT: 9 FT 6 IN

A/N: 405763

63 Subpart CC, #4,
6-23-2003]

TANK, AERATION BASIN, T-700, WITH | D1257 | C2158
ALUMINUM DOME COVER, 900000
GALS; WIDTH: 80 FT; HEIGHT: 20 FT;
LENGTH: 128 FT 6 IN

A/N: 405763

HAP: (10) [40CFR | E54.3
63 Subpart CC, #4,
6-23-2003]

TANK, CLARIFIER, T-701, OPEN TOP, D1258
450000 GALS; DIAMETER: 80 FT;
HEIGHT: 12 FT

A/N: 405763

HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003]

TANK, CLARIFIER SKIM, T-702, OPEN | D1239
TOP, 490 GALS; DIAMETER: 3 FT;
HEIGHT: 9 FT 6IN

A/N: 405763

HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003]

STORAGE TANK, FIXED ROOF, T-290, | D3157
POLYMER, POLYETHYLENE, 1850
GALS; DIAMETER: 6 FT 1 IN; HEIGHT:
9FT6IN
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY
Equipment ID No. |Connected| RECLAIM Emissions and Conditions
To MF:::tr::i:mit Requirements
A/N: 405763
TANK, REFINERY FOREBAY, WITH 12 | D1260 | C3218 BENZENE: (10)40 | H23.4
COMPARTMENTS, CONCRETE CFR 61 Subpart
COVERED, WIDTH: 49 FT 2 IN ; DEPTH: FF, #2, 12-4-2003;
11 FT 8 IN; LENGTH: 249 FT 8 IN HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
_ VOC:500 PPMV (5)
AN 405763 [RULE 1176, 9-13-
1996] ; VOC:500
PPMYV (8) [40CFR
61 SUBPART FF,
12-4-2003]
NO. 2 FOREBAY, WIDTH: 12 FT; DAAAA | CBBEB BENZENE: (10) 40 | H234
LENGTH: FROM 23 FT TO 27 FT; CFR 61 Subpart
DEPTH: 19 FT FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
A/N: 405763 6-23-2003];
VOC:500 PPMV (5)
[RULE 1176, 9-13-
1996] ; VOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]
CARBON ADSORBER, EFS-10, EACH CBBBB | DAAAA D90.32
OF TWO UNITS IN SERIES, 2000 LBS E128.1
E153.4
A/N: 405763
CARBON ADSORBER, EFS-11, EACH C3218 | D1260 D3%0.28
OF TWO UNITS IN SERIES, 2000 LBS E128.1
E1534
A/N: 405763
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY
Equipment ID No. |Connected| RECLAIM Emissions and Conditions
To MSD"'f"e.T“d. Regquirements
nitoring Unit
FUGITIVE EMISSIONS, D3663 H23.3
MISCELLANEQUS
A/N: 405763
PIT, T-260, DIVERSION PUMP WET PIT, | D3834 BENZENE: (10) 40 | H23.4
FIXED COVER CFR 61 Subpart

FF, #2, 12-4-2003;
HAP: (10) [40CFR
63 Subpart CC, #4,
6-23-2003];
VOC:500 PPMV (5)
A/N: 405763 [RULE 1176, 9-13-
1996] ; vOC:500
PPMV (8) [40CFR
61 SUBPART FF,
12-4-2003]

CONDITIONS:

The operator shall comply with the terms and conditions which are set forth below:

PROCESS CONDITIONS
None
SYSTEM CONDITIONS
S13.7 All devices under this system are subject to the applicable requirements of the following rules or
regulations:
Contaminant | Rule | Rule/Subpart
Benzene | 40 CFR 61 | FF

[40 CFR 61 Subpart FF, 12-4-2003]
D. Monitoring/Testing Requirements

D90.28 The operator shall periodically monitor the VOC concentration at the outlet of the final carbon
canister according to the following specifications:
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY

The operator shall menitor once every week when in use.
The operator shall utilize EPA Method 21.
The operator shall calibrate the instrument used to monitor the parameter in ppmv methane.

Alternately, the operator may use the District Grab Sample Method as specified in Rule 1176,
to measure the VOC concentration.

The operator shall maintain records in a manner approved by the District, to demonstrate
compliance with this condition.

[RULE 1176, 9-13-1996; RULE 3004 (a) (4)-Periodic Monitoring, 12-12-1997; 40 CFR 61
Subpart FF, 12-4-2003]]

[Devices subject to this condition: C1820, C1841, C1842]
Systems subject to this condition: Process 15, System 1,2,3,4,5
¥ il

D90.32 The operator shall periodically monitor the VOC concentration at the outlet of the final carbon
canister according to the following specifications:

The operator shall monitor once every two weeks using EPA Method 21.
The operator shall calibrate the instrument used to monitor the parameter in ppmv methane.

Alternately, the operator may use the District Grab Sample Method as specified in Rule 1176,
to measure the VOC concentration.

The operator shall maintain records in a manner approved by the District, to demonstrate
compliance with this condition.

[RULE1303¢(a)(H)-BACT;-5-10-1996; RULE 1176, 9-13-1996; RULE 3004 (a) (4)-
Periodic Monitoring, 12-12-1997; 40 CFR 61 Subpart FF, 12-4-2003]

Devices subject to this condition: C1837, C1839, CBBBB]
E. Equipment Operation/Construction Requirements

E54.3 The operator is not required to vent this equipment to the following equipment if all of the
requirements listed below are met:

Device ID C2158 [OXIDIZER, REGENERATIVE, F-707]

Requirement number 1: whenever the RTO is shutdown during breakdown or maintenance
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FACILITY PERMIT TO OPERATE
CHEVRON PRODUCTS COMPANY

E57.2

E57.3

E57.4

E128.1

E153.4

[RULE 1303(a)(1)-BACT, 5-10-1996]
[Devices subject to this condition: D1254, D1257]

The operator shall vent this equipment to the carbon canisters, devices C3167 or C3168 whenever the
RTO and/or scrubbers are shutdown during breakdown or maintenance.

[RULE 1303(a)(1)-BACT, 5-10-1996]

[Devices subject to this condition: D1238, D1239, D1240, D1241, D1242, D1248, D1249, D1250,
D1251]

The operator shall vent this equipment to the carbon canisters, devices C3169 or C3170 whenever the
RTO is shutdown during breakdown or maintenance.

[RULE 1303(a)(1)-BACT, 5-10-1996, RULE 1303(b)(2)-Offset, 5-10-1996]
[Devices subject to this condition: D1253, D2162]
The operator shall vent this equipment to the Scrubbers and RTO whenever it is operated as a DAF

unit. Rule 1176, 40 CFR 61 Subpart FF, and 40 CFR 63 Subpart CC shall only apply when the
equipment is operated as a DAF unit.

[RULE 1176, 9-13-1996; 40 CFR 61 Subpart FF, 12-4-2003, 40 CFR 63 Subpart CC, 12-
19-2005]

[Devices subject to this condition: D1248, D1249, D1250, D1251]

The operator shall keep all spent carbon in a tightly covered container which shall remain closed
except when it is being transferred into or out of the container.

[RULE 1303(a)(1)-BACT, 5-10-1996, RULE 1303(a)(1)-BACT, 12-6-2002)

[Devices subject to this condition: C1820, C1822, C1839, C2090, C3167, C3168, C3169, C3170,
C3218, C3509, CBBBB]

The operator shall change over the carbon in the adsorber whenever breakthrough occurs.
For the purpose of this condition, breakthrough occurs when the EPA Method 21 measurement or the

District Grab Sample Method analytical result indicates 2 VOC concentration of 500 ppmv at the
outlet of the carbon canister.

[RULE 1176, 9-13-1996; RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; 40CFR 61 Subpart
FF, 12-4-2003]
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FACILITY PERMIT TO OPERATE
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[Devices subject to this condition: C1820, C1822, C1837, C1839, C3167, C3168, C3169, C3170,
C3218, CBBBB]

H. Applicable Rules

H23.1 This equipment is subject to the applicable requirements of the following rules or regulations:

Contaminant I Rule | Rule/Subpart
Benzene | 40 CFR 61 Subpart | FF

[40 CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition: D1237, D1364, D1380, D1381, D2151, D3141, D3144]

H23.3 This equipment is subject to the applicable requirements of the following rules or regulations:

Contaminant | Rule | Rule/Subpart
vOC | District Rule | 1173

[RULE 1173, 5-13-1994, RULE 1173, 6-1-2007]

[Devices subject to this condition: D3576, D3588, D3610, D3631, D3635, D3640, D3642, D3644,
D3645, D3646, D3654, D3655, D3657, D3659, D3660, D3663, D3671, D3672, D3673, D3681,
D3682, D3687, D3688, D3691, D3694, D4086, D4087, D4088]

H23.4 This equipment is subject to the applicable requirements of the following rules or regulations:

Contaminant | Rule | Rule/Subpart
voC | District Rule | 1176

[RULE 1176, 9-13-1996]

[Devices subject to this condition: D1220, D1221, D1223, D1224, D1225, D1228, D1229,
D1231, D1238, D1239, D1240, D1241,D1242, D1243, D1244, D1245, D1246, D1247, D1248,
D1249, D1250, D1251, D1252, D1253, D1260, D2163, D3712, D3724, D3834, DXXXX,
DYYYY, DZZZZ, DAAAA]




