



MINOR PERMIT REVISION NO. 59165
(REVISION TO OPERATING PERMIT NO. 53399)

ARIZONA PUBLIC SERVICE COMPANY
DESCRIPTION OF THE REVISION

This Minor Permit Revision No. 59165 to Operating Permit No. 53399 authorizes Arizona Public Service Company (APS), the Permittee to replace two baghouses on the fly ash silo with three baghouses, each rated at 10,073 standard cubic feet per minute (scfm).  Of the three, two baghouses will be operated in parallel at all times and the third will be used as a replacement.  

The revision also incorporates the newly applicable requirements of 40 CFR Part 63, Subpart ZZZZ, “National Emission Standards for Hazardous Air Pollutants (NESHAP): Stationary Reciprocating Internal Combustion Engines for each emergency engine at Units 1 through 4.
The changes meet all the gatekeepers of A.A.C. R 18-2-319.A for a minor permit revision.
Attachment “B” and “C” of Permit No. 53399 are revised as described below:

ATTACHMENT "B": SPECIFIC CONDITIONS
Condition VIII.C of Attachment “B” of operating permit No. 53399 is hereby revised to read as follows:

VIII. FLY ASH HANDLING FACILITY
A. Particulate Matter

1. Emission Limits/Standards
The Permittee shall not cause, allow or permit the discharge of particulate matter into the atmosphere in any one hour from each of the fly ash silo baghouses exhaust vents in total quantities in excess of the amounts calculated by the following equation:








E = 55.0 P0.11 – 40
Where:
E =  the maximum allowable particulate emissions rate in pounds-mass per hour.
P =  the process weight rate in tons-mass per hour.

         




         [A.A.C. R18-2-730.A.1.b and B]
2. Air Pollution Control Requirements
The Permittee shall install, operate and maintain the baghouses in a manner consistent with good air pollution control practice for minimizing particulate matter emissions from the fly ash silo vents.  The Permittee shall inspect and maintain the fabric filter control device in accordance with manufacturer specifications.
     [Installation Permit No. 1244, A.A.C. R18-2-331.A.3.e]

            [Material Permit Condition identified by underline and italics]

3. Monitoring, Recordkeeping and Reporting Requirements 

a. The Permittee shall maintain and operate the fly ash silo baghouses in accordance with the manufacturer’s specification.  These specifications shall be on file and shall be readily available for inspection by the Department.




            [Installation Permit No. 1244]

b. The Permittee shall maintain records of emissions control equipment maintenance performed on the fly ash silo baghouses.


            
         [Installation Permit No. 1244]

Condition XIII.D is hereby added to Attachment “B” of operating permit No. 53399 and Condition XIII.D has been renamed to Condition XIII.E and a new.  The revisions shall read as follows:

IX. INTERNAL COMBUSTION ENGINES
D. Hazardous Air Pollutants

1. Applicability
The requirements of 40 CFR Part 63, Subpart ZZZZ are applicable to the Emergency Diesel Generator’s for Unit 2, Unit 3, and Unit 4 identified in Attachment “C”.

[40 CFR 63.6580 and 40 CFR 63.6590]
2. General Requirements

a. Fuel Requirements
Beginning January 1, 2015, if  the Permittee operates the Emergency Diesel Engines or is contractually obligated to make available the Emergency Diesel Engines for more than 15 hours per calendar year for the purposes specified in Condition XIII.D.3.b(2) and XIII.D.3.b(3), the Permittee shall use diesel fuel that meets the requirements in 40 CFR 80.510(b) for nonroad diesel fuel, except that any existing diesel fuel purchased (or otherwise obtained) prior to January 1, 2015, may be used until depleted.

[40 CFR 63.6604(b)]

b. At all times, the Permittee shall operate and maintain the Emergency Diesel Generators, including associated air pollution control equipment and monitoring equipment, in a manner consistent with safety and good air pollution control practices for  minimizing emissions.  The general duty to minimize emissions does not require the Permittee to make any further efforts to reduce emissions if levels required by 40 CFR Part 63, Subpart ZZZZ have been achieved.  

[40 CFR 63.6605(b)]
c. Operation and Maintenance
(1) The Permittee shall demonstrate continuous compliance with the following operation and maintenance requirements: 
[40 CFR 63.6640(a) and 40 CFR 63, Subpart ZZZZ, Table 2c]

(a) The Permittee shall change the oil and filter every 500 hours operation or annually, whichever comes first.

[40 CFR 63, Subpart ZZZZ, Table 2c]

(b) The Permittee shall inspect the air cleaner every 1000 hours of operation or annually, whichever come first, and replace as necessary.

[40 CFR 63, Subpart ZZZZ, Table 2c]

(c) The Permittee shall inspect all hoses and belts every 500 hours of operation or annually, whichever comes first, and replace as necessary.

[40 CFR 63, Subpart ZZZZ, Table 2c]
(2) The Permittee shall report each instance in which Condition XIII.D.2.c(1)(a) through Condition XIII.D.2.c(1)(c) were not met. These instances are deviations from the emission and operating limitations in this subpart. These deviations shall be reported according to the requirements in Condition XIII.D.4.a. 

[40 CFR 63.6640(b)]
3. Compliance Demonstration

The Permittee shall demonstrate continuous compliance by operating the Emergency Diesel Engines according to the requirements of Condition XIII.D.3.a through Condition XIII.D.3.d, below.

[40 CFR 63.6640(f)]

a. There is no time limit on the use of the Emergency Diesel Engines in emergency situations.

[40 CFR 63.6640(f)(1)]

b. The Permittee may operate the Emergency Diesel Engines for any combination of the purposes specified in Condition XIII.D.3.b(1) through Condition XIII.D.3.b(3) for a maximum of 100 hours per calendar year.  Any operation for non-emergency situations as allowed by Condition XIII.D.3(c) counts as part of the 100 hours per calendar year allowed by this Condition.  As part of the 100 hours per calendar year, the Permittee may operate the Emergency Engines:
[40 CFR 63.6640(f)(2)]
(1) For maintenance checks and readiness testing, provided that the tests are recommended by federal, state or local government, the manufacturer, the vendor, the regional transmission organization or equivalent balancing authority and transmission operator, or the insurance company associated with the engine. The Permittee may petition the Director for approval of additional hours to be used for maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains records indicating that federal, state, or local standards require maintenance and testing of the Emergency Diesel Generators beyond 100 hours per calendar year.
[40 CFR 63.6640(f)(2)(i)]
(2) For emergency demand response for periods in which the Reliability Coordinator under the North American Electric Reliability Corporation (NERC) Reliability Standard EOP-002-3, Capacity and Energy Emergencies (incorporated by reference, see §63.14), or other authorized entity as determined by the Reliability Coordinator, has declared an Energy Emergency Alert Level 2 as defined in the NERC Reliability Standard EOP-002-3.
[40 CFR 63.6640(f)(2)(ii)]
(3) For periods where there is a deviation of voltage or frequency of 5 percent or greater below standard voltage or frequency.
[40 CFR 63.6640(f)(2)(iii)]
c. The Permittee may operate the Emergency Diesel Generator for a maximum of 50 hours in non-emergency situations.    The 50 hours of operation in non-emergency situations:

[40 CFR 63.6640(f)(3)]
(1) Are counted as part of the 100 hours per calendar year for maintenance and testing and emergency demand response provided in Condition XIII.D.4.b. 

(2) Cannot be used for peak shaving or non-emergency demand response, or to generate income for the Permittee to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity.
4. Record Keeping and Reporting Requirements
a. The Permittee shall submit all deviations and compliance certifications pursuant to timelines specified in Condition VII.A and Condition XII.B of Attachment A, respectively.  
[40 CFR 63.6650(b)(5)]

(1) Along with the Compliance Certifications submitted for the Conditions specified in Section XIII of Attachment B, the Permittee shall submit a Compliance Report containing the following information:

[40 CFR 63.6650(c)]

(a) Company name and address.

[40 CFR 63.6650(c)(1)]

(b) Statement by a responsible official, with that official's name, title, and signature, certifying the accuracy of the content of the report.

[40 CFR 63.6650(c)(2)]

(c) Date of report and beginning and ending dates of the reporting period.

[40 CFR 63.6650(c)(3)]

(d) If the Permittee had a malfunction during the reporting period, the compliance report shall include the number, duration, and a brief description for each type of malfunction which occurred during the reporting period and which caused or may have caused any applicable emission limitation to be exceeded. The report shall also include a description of actions taken by the Permittee during a malfunction of the Emergency Diesel Engines to minimize emissions in accordance with Condition XIII.D.2.b, including actions taken to correct a malfunction.

[40 CFR 63.6650(c)(4)]

(e) If there are no deviations from operating limitations, a statement that there were no deviations from the emission or operating limitations during the reporting period.

[40 CFR 63.6650(c)(5)]

(2) For each deviation from an operating limitation that occurs for the Emergency Diesel Generators, the Compliance Report shall contain the information Condition XIII.D.4.a(1)(a) through Condition XIII.D.4.a(1)(d) and the following additional information in paragraphs.

[40 CFR 63.6650(d)]

(a) The total operating time of the Emergency Diesel Engine at which the deviation occurred during the reporting period.

[40 CFR 63.6650(d)(1)]

(b) Information on the number, duration, and cause of deviations (including unknown cause, if applicable), as applicable, and the corrective action taken.

[40 CFR 63.6650(d)(2)]

b. If the Permittee operates the Emergency Diesel Generators or becomes contractually obligated to make available the Emergency Diesel Generators for more than 15 hours per calendar year for the purposes specified in Conditions XIII.D.3.b(2) and Condition XIII.D.3.b(3), the Permittee shall submit an annual report according to the requirements in Condition XIII.D.4.b(1) through Condition XIII.D.4.b(3).
[40 CFR 63.6650(h)]
(1) The report shall contain the following information:

(a) Company name and address where the engine is located.
[40 CFR 63.6650(h)(i)]
(b) Date of the report and beginning and ending dates of the reporting period.
[40 CFR 63.6650(h)(ii)]
(c) Engine site rating and model year.
[40 CFR 63.6650(h)(iii)]
(d) Latitude and longitude of the engine in decimal degrees reported to the fifth decimal place.
[40 CFR 63.6650(h)(iv)]
(e) Hours operated, including the date, start time, and end time for engine operation for the purposes specified in Condition XIII.D.3.b(2) and Condition XIII.D.3.b(3).
[40 CFR 63.6650(h)(v)]
(f) Number of hours the engine is contractually obligated to be available for the purposes specified in Condition XIII.D.3.b(2) and Condition XIII.D.3.b(3).
[40 CFR 63.6650(h)(vi)]
(g) If there were no deviations from the fuel requirements in Condition XIII.D.2.a, a statement that there were no deviations from the fuel requirements during the reporting period.
[40 CFR 63.6650(h)(viii)]
(h) If there were deviations from the fuel requirements in Condition XIII.D.2.a, information on the number, duration, and cause of deviations, and the corrective action taken.
[40 CFR 63.6650(h)(ix)]
(2) The first annual report shall cover the calendar year 2015 and shall be submitted no later than March 31, 2016. Subsequent annual reports for each calendar year shall be submitted no later than March 31 of the following calendar year.

(3) The annual report shall be submitted electronically using the subpart specific reporting form in the Compliance and Emissions Data Reporting Interface (CEDRI) that is accessed through EPA's Central Data Exchange (CDX) (www.epa.gov/cdx). However, if the reporting form specific to this subpart is not available in CEDRI at the time that the report is due, the written report shall be submitted to the Administrator at the appropriate address listed in 40 CFR 63.13.  
c. The Permittee shall keep the following records at all times:

[40 CFR 63.6655(a)]
(1) A copy of each notification and report to comply with Conditions contained in Section XIII of Attachment B, including all documentation supporting any Initial Notification or Notification of Compliance Status that has been submitted, according to the requirement in 40 CFR 63.10(b)(2)(xiv).
[40 CFR 63.6655(a)(1)]
(2) Records of the occurrence and duration of each malfunction of operation (i.e., process equipment) or the air pollution control and monitoring equipment.
[40 CFR 63.6655(a)(2)]
(3) Records of performance tests and performance evaluations as required in 40 CFR 63.10(b)(2)(viii).
[40 CFR 63.6655(a)(3)]
(4) Records of all required maintenance performed on the air pollution control and monitoring equipment.
[40 CFR 63.6655(a)(4)]
(5) Records of actions taken during periods of malfunction to minimize emissions in accordance with Condition XIII.D.3.b, including corrective actions to restore malfunctioning process and air pollution control and monitoring equipment to its normal or usual manner of operation.

(6) Records of the maintenance conducted on the stationary RICE in order to demonstrate that the Permittee operated and maintained the Emergency Diesel Engines according to the Permittee’s maintenance plan.
[40 CFR 63.6655(e)]

ATTACHMENT “C”: Equipment List

MINOR PERMIT REVISION NO. 59165
(REVISION TO OPERATING PERMIT NO. 53399)

ARIZONA PUBLIC SERVICE COMPANY – CHOLLA GENERATING STATION
The following equipment replaces the Fly ash Baghouse Equipment List in Attachment “C” of Air Quality Control Permit No. 53399.  

	Equipment
	Operating Scenario
	Quantity
	Manufacturer
	Model/ Type
	Serial Number
	Date Installed
	Rated Capacity

	Fly ash Baghouse
	Normal
	3
	Industrial Accessories
	144TB-BVWT-243
	BVF-1 53985-27-       0004

BVF-2 53985-27-0007

BVF-3 53985-27-0006
	2012
	50% capacity baghouses rated at 10,073 scfm

Contains 243 bags with dimensions of 144 inches by 5.8 inches
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