
Table F3-5
Final Polygon Recharge Rates, March 2004

Casmalia Resources Superfund Site
Casmalia, CA

Polygon
2004 Steady-State 

Recharge Rate (ft/day)

2004 Net Recharge as 
Percentage of Average 

Annual Rainfall

R35 0.000944 23%

R34 0.0006 14%

R33 0.002 48%

R32 0.000124 3%

R36 0.001 24%

R30 0.00055 13%

R29 0.001107 27%

R28 0.0004 10%

R27 0.000124 3%

R26 0.0018 43%

R25 0.0008 19%

R24 0.0005 12%

R23 0.000142 3%

R22 0.0026 63%

R21 0.0028 68%

R20 0.0008 19%

R19 0.002 48%

R18 0.0018 43%

R21a 0.0028 68%

R22a 0.0028 68%

R17 0.000756 18%

R37 0.0004 10%

R16 PS C 0 0%

R15 0.0024 58%

R14 0.000124 3%

R13 0.002 48%

R12 Meta 0 0%

R11 0.002 48%

R10 0.001 24%

R9 0.0007 17%

R31 0.0015 36%

R1 0.001 24%

R8 Acids 0 0%

R7 0.001242 30%

R6 0.002 48%

R5 0.0002 5%

R4 0.000124 3%

R3 0.000756 18%

R2 DCR R 0.001 24%

Note:  Average annual onsite rainfall from 1993-2007 = 18.14 inches.
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