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SECTION J: AIR TOXICS
[40CFR 63 Subpart X, #02 06-23-2003]

SECONDARY LEAD SMELTING FACILITIES, WITHOUT COLLOCATED BLAST
AND REVERBERATORY FURNACES

1. The owner/operator shall comply with all applicable requirements of 40 CFR 63,
Subpart X and of Subpart A - General Provisions by the date(s) specified in these
subparts.

2. The owner/operator shall submit all reports, notifications, plans, submittals and other

communications required by Subpart X or Subpart A to the AQMD and, unless
notified to the contrary by AQMD or US EPA, to US EPA Region IX (See Sections
E and K of this permit for addresses).

3. Gases discharged to the atmosphere from any blast, reverberatory, rotary, or electric
smelting furnace shall not contain lead compounds in excess of 2.0 milligrams of lead
per dry standard cubic meter (0.00087 grains of lead per dry standard cubic foot).

4. All process fugitive emission sources shall be located in a total enclosure.

S. All enclosure hoods, and total enclosures or building ventilation shall be vented to
(an) air pollution control device(s). Gases discharged to the atmosphere from the(se)
control device(s) shall not contain lead compounds in excess of 2.0 milligrams of lead
per dry standard cubic meter (0.00087 grains of lead per dry standard cubic foot).

6. All dryer emission vents and agglomerating furnace emission vents shall be vented to
(an) air pollution control device(s). Gases discharged to the atmosphere from the(se)
control device(s) shall not contain lead compounds in excess of 2.0 milligrams of lead
per dry standard cubic meter (0.00087 grains of lead per dry standard cubic foot).

7. The owner/operator shall maintain the ventilation in the total enclosure building at a
lower than ambient pressure to ensure an in-draft through the doorway opening(s).
The in-draft shall be no less than 0.02 mm Hg when all doors are in the position they
are in during normal operation.
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An initial compliance test, to determine lead compound emissions from all control
devices shall be conducted no later than June 20, 1998. Thereafter, an annual
compliance test shall be conducted no later than 12 calendar months from the initial
compliance test date. The testing frequency may be reduced to a test every 24
calendar months provided the previous compliance test from the source demonstrates
that the lead compound emissions were 1.0 milligrams of lead per dry standard cubic
meter (0.00044 grains per dry standard cubic foot) or less.

The test methods used shall comply with requirements of Section 63.547.

The control of fugitive dust shall be maintained in accordance with the standard
operating procedures (SOP) manual that was submitted pursuant to the requirements
of Section 63.545 and that has been approved by the AQMD.

The owner/operator shall comply with all applicable monitoring requirements of
Section 63.548.

The procedures for inspection, maintenance and the bag leak detection and corrective
action plan for all baghouses (fabric filters) that are used to control process, process
fugitive, or fugitive dust emissions from any source subject to the lead emission
standards in, including those used to control emissions from building ventilation, shall
be pursuant to the standard operating procedures (SOP) manual that was submitted
pursuant to the requirements of Section 63.548 and that has been approved by the
AQMD.

The bag leak detection system shall meet the requirements of Section 63.548 (e)(1)
through (e)(8) and follow procedures outlined in the USEPA’s Fabric Filter Bag Leak
Detection Guidance dated September 1997 or any revisions thereafter.

The pressure drop across the HEPA filter system(s) shall be monitored and recorded
daily. If the pressure drop is outside the limit(s) stated in Sections D and/or H of this
Facility Permit, the owner/operator shall take corrective measures as stated in Section
63.548.

Page: 2
008547
DRAFT

June 27, 2013



15.

16.

Section J

Facility ID:
Revision #:

Date:

FACILITY PERMIT TO OPERATE
QUEMETCO INC

SECTION J: AIR TOXICS
[40CFR 63 Subpart X, #02 06-23-2003]

The owner/operator shall comply with the notification requirements pursuant to
Section 63.549.

The owner/operator shall comply with all recordkeeping and reporting requirements
pursuant to Section 63.550.
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NATIONAL EMISSION STANDARDS FOR HAZARDQOUS AIR POLLUTANTS:
STATIONARY RECIPROCATING INTERNAL COMBUSTION ENGINES

The owner/operator of existing emergency stationary Reciprocating Internal Combustion Engines (RICE)
located at an area source of hazardous air pollutant (HAP) emissions shall comply with the applicable
requirements of 40 CFR 63 Subpart ZZZZ including but not limited to the following:

1. The owner/operator shall comply with the applicable requirements as specified in 63.6603
including but not limited to the following:

Table 2d to Subpart ZZZZ of Part 63—Requirements for Existing Stationary RICE
Located at Area Sources of HAP Emissions

As stated in §§63.6603 and 63.6640, you must comply with the following requirements for existing stationary RICE located at
area sources of HAP emissions:

During periods of

You must meet the following requirement, startup you must .
For each... except during periods of startup. ..
4. Emergency stationary CI a. Change oil and filter every 500 hours of operation
RICE and black start stationary |or annually, whichever comes first;'
CIRICE.’
b. Inspect air cleaner every 1,000 hours of operation
or annually, whichever comes first; and
c. Inspect all hoses and belts every 500 hours of
operation or annually, whichever comes first, and
replace as necessary.
5. Emergency stationary SI a. Change oil and filter every 500 hours of operation
RICE; black start stationary SI |or annually, whichever comes first;'
RICE.? b. Inspect spark plugs every 1,000 hours of operation

or annually, whichever comes first; and

c. Inspect all hoses and belts every 500 hours of
operation or annually, whichever comes first, and
replace as necessary.

'Sources have the option to utilize an oil analysis program as described in §63.6625(i) in order to extend the specified oil
change requirement in Table 2d of this subpart.

If an emergency engine is operating during an emergency and it is not possible to shut down the engine in order to perform the
management practice requirements on the schedule required in Table 2d of this subpart, or if performing the management
practice on the required schedule would otherwise pose an unacceptable risk under Federal, State, or local law, the
management practice can be delayed until the emergency is over or the unacceptable risk under Federal, State, or local law
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has abated. The management practice should be performed as soon as practicable after the emergency has ended or the
unacceptable risk under Federal, State, or local law has abated. Sources must report any failure to perform the management
practice on the schedule required and the Federal, State or local law under which the risk was deemed unacceptable.

2. The owner/operator shall comply with the applicable general requirements as specified in 63.6605.

3. The owner/operator shall comply with the applicable monitoring, installation, collection,
operation, and maintenance requirements specified in 63.6625.

4. The owner/operator shall demonstrate continuous compliance with the applicable emission
limitations and operating limitations specified in 63.6640 including but not limited to the
following:

(a) You must demonstrate continuous compliance with each emission limitation and
operating limitation according to methods specified in Table 6 to this subpart.

Table 6 to Subpart ZZZZ of Part 63—Continuous Compliance With Emission Limitations,
Operating Limitations, Work Practices, and Management Practices

As stated in §63.6640, you must continuously comply with the emissions and operating limitations and work or management practices as
required by the following:

Complying with
the requirement
For each... to... You must demonstrate continuous compliance by. ..
existing emergency and  [a. Work or i. Operating and maintaining the stationary RICE according
black start stationary Management to the manufacturer's emission-related operation and
RICE located at an area  [practices maintenance instructions; or
source of HAP ii. Develop and follow your own maintenance plan which
must provide to the extent practicable for the maintenance
and operation of the engine in a manner consistent with good
air pollution control practice for minimizing emissions.

(b) You must report each instance in which you did not meet each emission limitation or operating
limitation in Table 2d to this subpart that apply to you. These instances are deviations from the
emission and operating limitations in this subpart. These deviations must be reported according to
the requirements in §63.6650.

(c) you must operate the emergency stationary RICE according to the requirements in paragraphs
(i) through (iii) of this section. Any operation other than emergency operation, maintenance and
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testing, and operation in non-emergency situations for 50 hours per year, as described in
paragraphs (i) through (iii) of this section, is prohibited. If you do not operate the engine according
to the requirements in paragraphs (i) through (iii) of this section, the engine will not be considered
an emergency engine under this subpart and will need to meet all requirements for non-emergency
engines.

(1) There is no time limit on the use of emergency stationary RICE in emergency
situations.

(i1) You may operate your emergency stationary RICE for the purpose of maintenance
checks and readiness testing, provided that the tests are recommended by Federal, State
or local government, the manufacturer, the vendor, or the insurance company associated
with the engine. Maintenance checks and readiness testing of such units is limited to 100
hours per year. The owner or operator may petition the Administrator for approval of
additional hours to be used for maintenance checks and readiness testing, but a petition is
not required if the owner or operator maintains records indicating that Federal, State, or
local standards require maintenance and testing of emergency RICE beyond 100 hours
per year.

(iii) You may operate your emergency stationary RICE up to 50 hours per year in non-
emergency situations, but those 50 hours are counted towards the 100 hours per year
provided for maintenance and testing. The 50 hours per year for non-emergency
situations cannot be used for peak shaving or to generate income for a facility to supply
power to an electric grid or otherwise supply power as part of a financial arrangement
with another entity; except that owners and operators may operate the emergency engine
for a maximum of 15 hours per year as part of a demand response program if the regional
transmission organization or equivalent balancing authority and transmission operator has
determined there are emergency conditions that could lead to a potential electrical
blackout, such as unusually low frequency, equipment overload, capacity or energy
deficiency, or unacceptable voltage level. The engine may not be operated for more than
30 minutes prior to the time when the emergency condition is expected to occur, and the
engine operation must be terminated immediately after the facility is notified that the
emergency condition is no longer imminent. The 15 hours per year of demand response
operation are counted as part of the 50 hours of operation per year provided for non-
emergency situations. The supply of emergency power to another entity or entities
pursuant to financial arrangement is not limited by this paragraph (iii), as long as the
power provided by the financial arrangement is limited to emergency power.

5. The owner/operator shall comply with the applicable record keeping requirements specified in
63.6655 and 63.6660.
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