




Facility Equipment and Requirements
(Section D)




This section consists of a table listing all permitted equipment at the facility, facility wide requirements, all individual Permits to Construct and Permits to Operate issued to various equipment at the facility, and Rule 219-exempt equipment subject to source-specific requirements.  Each permit and Rule 219-exempt equipment will list operating conditions including periodic monitoring requirements, and applicable emission limits and requirements that the equipment is subject to.  Also included is the rule origin and authority of each emission limit and permit condition.


PERMITTED EQUIPMENT LIST


THE FOLLOWING IS A LIST OF ALL PERMITS TO CONSTRUCT AND PERMITS TO OPERATE AT THIS FACILITY:

	Application number
	Permit to Operate number
	Equipment description

	00800B
	E00611
	ABRASIVE BLASTING (CABINET/MACHINE/ROOM)

	00875B
	E00610
	BAGHOUSE, AMBIENT TEMP (>500 SQ FT) 

	10340B
	10340B
	BOILER (5-20 MMBTU/HR) COMB GAS-DISTILL

	420347
	F71862
	WASTEWATER EVAPORATION   

	278639
	D71072
	HEATER/FURNACE (<5 MMBTU/HR) NAT GAS

	279632
	D80037
	SPRAY BOOTH PAINT AND SOLVENT

	279633
	D80038
	SPRAY BOOTH PAINT AND SOLVENT

	279634
	D80039
	ABRASIVE BLASTING (CABINET/MACHINE/ROOM)

	279635
	D80040
	BAGHOUSE, AMBIENT TEMP (>500 SQ FT)

	279637
	D80041
	STORAGE TANK WASTE WATER  

	279638
	D80084
	STORAGE TANK WASTE WATER  

	279639
	D80085
	STORAGE TANK WASTE WATER  

	279640
	D80086
	STORAGE TANK WASTE WATER  

	279641
	D80087
	STORAGE TANK WASTE WATER  

	279642
	D80088
	STORAGE TANK WASTE WATER  

	279643
	D80089
	STORAGE TANK WASTE WATER  

	279644
	D80042
	STORAGE TANK WASTE WATER  

	496375
	G2479
	TANK, OTHER AQUEOUS SOLUTION

	496376
	G2480
	TANK, OTHER AQUEOUS SOLUTION

	296970
	D85897
	I C E (50-500 HP) EM FIRE FGHT-DIESEL

	305336
	D95494
	HEATER/FURNACE (<5 MMBTU/HR) NAT GAS

	410665
	F58278
	OVEN, DRYING

	316413
	F10562
	SCRUBBER CHEMICAL M.S.

	316414
	F10563
	FLARE, OTHER

	337848
	F32013
	SPRAY EQUIPMENT OPEN

	337849
	F32014
	SPRAY EQUIPMENT OPEN

	337850
	F32015
	SPRAY EQUIPMENT OPEN

	337851
	F32016
	SPRAY EQUIPMENT OPEN

	337852
	F32017
	SPRAY EQUIPMENT OPEN

	357617
	F32018
	SPRAY EQUIPMENT OPEN

	357619
	F32022
	SPRAY EQUIPMENT OPEN

	384653
	F48004
	TANK DEGASSING UNIT

	513550
	
	WASTE WATER TREATING



NOTE:  EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDING PERMITS TO OPERATE NUMBER ARE ISSUED PERMITS TO CONSTRUCT.  THE ISSUANCE OR DENIAL OF THEIR PERMITS TO OPERATE IS SUBJECT TO ENGINEERING FINAL REVIEW.  ANY OTHER APPLICATIONS THAT ARE STILL BEING PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL NOT BE FOUND IN THIS TITLE V PERMIT.

FACILITY WIDE CONDITION(S)


Condition(s):

1. EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE OPERATOR SHALL NOT DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGATING MORE THAN THREE MINUTES IN ANY ONE HOUR WHICH IS:

A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. 1 ON THE RINGELMANN CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR
B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER’S VIEW TO A DEGREE EQUAL TO OR GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPH (A) OF THIS CONDITION.
[RULE 401]

2.   	THE OPERATOR SHALL NOT BURN LIQUID FUEL CONTAINING SULFUR COMPOUNDS IN EXCESS OF 15 PPM BY WEIGHT.
 [RULE 431.2] 

3.	THE OPERATOR SHALL NOT USE NATURAL GAS CONTAINING SULFUR COMPOUNDS, CALCULATED AS H2S, IN EXCESS OF 16 PPMV.  
[RULE 431.1]

4.	THE TOTAL QUANTITY OF VOC EMISSIONS FROM COATINGS AND SOLVENTS CONSUMED AT THIS FACILITY SHALL NOT EXCEED 400 POUNDS IN ANY ONE DAY.
	[RULE 1303(b)(2)-OFFSET]


PERMIT TO OPERATE

	Permit No. E00611
	A/N 00800B

Equipment Description:

ABRASIVE BLASTING FACILITY CONSISTING OF:
1. BLASTING ROOM 20’-0” W. X 100’-0” L. X 20’-0” H.
2. TWO 1.5 HP ABRASIVE RECOVERY UNITS
3. TWO ¼ HP ABRASIVE AIR CLEANERS
4. TWO 1.5 HP BUCKET ELEVATORS
5. 150 HP AIR COMPRESSOR
6. CLEMCO INDUSTRIES BLASTING UNIT MODEL SC2452

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED A PERMIT TO OPERATE BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT]

Periodic Monitoring:

4.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND
C. DATE AND TIME VISIBLE EMISSION WAS ABATED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

5.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 1140

PERMIT TO OPERATE

	Permit No. E00610
	A/N 00875B

Equipment Description:

AIR POLLUTION CONTROL SYSTEM CONSISTING OF:
1.	TWO BAGHOUSES; CLEMCO INDUSTRIES MODEL 4320; EACH ENCLOSING 432 COTTON SATEEN BAGS; EACH 4,320 FT
2.	TWO 25 HP EXHAUST FANS (13,700 ACFM)
3.	FOUR 0.75 HP SHAKER MOTORS 
4. EXHAUST SYSTEM VENTING ABRASIVE BLASTING ROOM

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

Periodic Monitoring:

3.	THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE FILTER MEDIA;
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM THE INSPECTION.
[RULE 3004 (a)(4)]

4.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND
C. DATE AND TIME VISIBLE EMISSION WAS ABATED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

5.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS

 PERMIT TO OPERATE

	Permit No. 10340B
	A/N 10340B

Equipment Description:

BOILER, CLEAVER-BROOKS, SERIAL NO. 37425, WITH ONE BURNER, 8,375,000 BTU PER HOUR, AND NATURAL GAS FIRED.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS BOILER SHALL BE FIRED WITH NATURAL GAS ONLY.
	[RULE 1303(a)(1)-BACT]

4.	THE OPERATOR SHALL LIMIT THE NATURAL GAS FUEL USAGE TO NO MORE THAN 90,000 THERMS PER YEAR.  
[RULE 1146]
 
5.	THE OPERATOR SHALL INSTALL AND MAINTAIN A NON-RESETTABLE TOTALIZING FUEL METER TO ACCURATELY INDICATE THE FUEL USAGE.  
[RULE 1146]

6.	THE OPERATOR SHALL FOLLOW THE TUNE-UP REQUIREMENTS OF RULE 1146.
[RULE 1146] 

Periodic Monitoring:

7.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements

8.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

CO:	2000 PPMV, RULE 407
CO:	NO RULE 1146 LIMIT, RULE 1146(c)(5)
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	0.1 GR/SCF, RULE 409
NOx:	NO RULE 1146 LIMIT, RULE 1146(c)(5)











PERMIT TO OPERATE

	Permit No. F71862
	A/N 420347

Equipment Description:

WASTEWATER TREATMENT SYSTEM CONSISTING OF:
1.	EQUALIZATION TANK NO. 1, 134’-0” W. X 10’-0” L. X 4’-6” H., 25,100 GALLON CAPACITY, WITH A TRANSFER PUMP.
2.	TRANSFER SUMP, 12’-0” W. X 10’-0” L. X 7’-5” H., 9,000 GALLON CAPACITY, WITH A TRANSFER PUMP.
3.	EQUALIZATION TANK NO. 2, 24’-0” W. X 21’-6” L. X 8’-0” H., 23,200 GALLON CAPACITY, WITH A TRANSFER PUMP. 
4.	OIL SEPARATOR TANK, 7’-1” DIA. X 7’-1” H., 2,000 GALLON CAPACITY.
5.	THREE EVAPORATION BASINS, EACH 200’-0” W. X 75’-0” L. X 4’-0” H., AND EACH 318,000 GALLON CAPACITY.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THE OPERATOR SHALL MONITOR AND RECORD THE OCCURRENCE OF ANY OFFENSIVE ODORS FROM THE EVAPORATIVE BASINS ON A WEEKLY BASIS.  IF THE OPERATOR RECEIVES AN ODOR COMPLAINT ASSOCIATED WITH THE OPERATION OF THIS WASTEWATER TREATMENT SYSTEM OR IS NOTIFIED BY THE DISTRICT THAT IT HAS RECEIVED AN ODOR COMPLAINT ASSOCIATED WITH THIS WASTEWATER SYSTEM, THE OPERATOR SHALL TAKE IMMEDIATE CORRECTIVE ACTIONS TO MITIGATE AND ELIMINATE THE PROBLEMS.   
[RULE 402]

4.	THE OPERATOR SHALL ADD COMPRESSED AIR OR AN OXYGEN RELEASING COMPOUND, SUCH AS HYDROGEN PEROXIDE, TO MAINTAIN THE DISSOLVED OXYGEN LEVEL OF THE WATER IN THE EVAPORATIVE BASINS AT 2 MG/L.
[RULE 402]

5.	THE OPERATOR SHALL REMOVE SOLIDS FROM ONE EVAPORATIVE BASIN EACH YEAR ON A ROTATING CYCLE.
[RULE 402]

6.	THE OPERATOR SHALL MAINTAIN ADEQUATE RECORDS TO DEMONSTRATE COMPLIANCE WITH CONDITIONS NOS. 3, 4, AND 5 ABOVE.  SUCH RECORDS SHALL BE KEPT ON THE PREMISES FOR AT LEAST FIVE YEARS AND MADE AVAILABLE TO EXECUTIVE OFFICER OR HIS REPRESENTATIVE UPON REQUEST.
[RULE 204]










PERMIT TO OPERATE

	Permit No. D71072
	A/N 278639

Equipment Description:

HEATER NO. 2, INDUSTRIAL COMBUSTION ENGINEERS, MODEL NO. 3000V, SERIAL NO. 441, WITH ONE BURNER, INDUSTRIAL COMBUSTION ENGINEERS, 2,500,000 BTU PER HR, AND NATURAL GAS FIRED. 

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL BE FIRED WITH NATURAL GAS ONLY.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL COMPLY WITH RULE 1146.1.
[RULE 1146.1]

5. THE OPERATOR SHALL LIMIT THE NATURAL GAS FUEL USAGE TO NO MORE THAN 18,000 THERMS PER YEAR.  
[RULE 1146.1]
 
6.	THE OPERATOR SHALL INSTALL AND MAINTAIN A NON-RESETTABLE TOTALIZING FUEL METER TO ACCURATELY INDICATE THE FUEL USAGE.  
[RULE 1146.1]

7.	THE OPERATOR SHALL FOLLOW THE TUNE-UP REQUIREMENTS OF RULE 1146.1.
[RULE 1146.1] 

Periodic Monitoring:

8. 	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

9. 	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

CO:	2000 PPM, RULE 407
CO:	NO RULE 1146.1 LIMIT, RULE 1146.1(c)(5)
NOx:	NO RULE 1146.1 LIMIT, RULE 1146.1(c)(5)
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	0.1 gr/scf, RULE 409


PERMIT TO OPERATE

	Permit No. D80037
	A/N 279632

Equipment Description:

SPRAY BOOTH, RAILCAR, FLOOR TYPE, SBS, SERIAL NO. 3141, 31'-0" W X 85'-5" L X 22'-0" H., WITH FOUR 20 HP. EXHAUST FANS AND WATER WASH CHAMBERS.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS THE WATER WASH SYSTEM IS IN OPERATION.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL BE OPERATED IN COMPLIANCE WITH RULES 1107 AND 1171.
[RULE 1107, RULE 1171]

5.	MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVE DATE OF DECEMBER 7, 1990 OR EARLIER.
[RULE 1401]

6.	RECORDS OF COATING AND SOLVENT USAGE SHALL BE KEPT IN ACCORDANCE WITH RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

7.	THE OPERATOR SHALL NOT OPERATE THIS EQUIPMENT UNLESS THE WATER WASH UNIT IS PROPERLY MAINTAINED AND IN FULL OPERATION WITH THE WATER CURTAIN COMPLETELY COVERING THE EXHAUST SECTION OF THE BOOTH.  THE OPERATOR SHALL ALSO PERFORM A WEEKLY INSPECTION OF THE WATER CURTAIN INTEGRITY.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE WATER WASH;
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM THE INSPECTION.
[RULE 3004 (a)(4)]

8.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

9.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS.

VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 109
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 481

PERMIT TO OPERATE

	Permit No. D80038
	A/N 279633

Equipment Description:

SPRAY BOOTH, SMALL PARTS, FLOOR TYPE, SBS, SERIAL NO. 3140, 14'-0" W X 10'-0" L X 7'-0" H., WITH ONE 15 H.P. EXHAUST FAN AND WATER WASH CHAMBERS.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS SPRAY BOOTH SHALL NOT BE OPERATED UNLESS THE WATER WASH SYSTEM IS IN OPERATION.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL BE OPERATED IN COMPLIANCE WITH RULES 1107 AND 1171.
[RULE 1107, RULE 1171]

5.	MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVE DATE OF DECEMBER 7, 1990 OR EARLIER.
[RULE 1401]

6.	RECORDS OF COATING AND SOLVENT USAGE SHALL BE KEPT IN ACCORDANCE WITH RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

7.	THE OPERATOR SHALL NOT OPERATE THIS EQUIPMENT UNLESS THE WATER WASH UNIT IS PROPERLY MAINTAINED AND IN FULL OPERATION WITH THE WATER CURTAIN COMPLETELY COVERING THE EXHAUST SECTION OF THE BOOTH.  THE OPERATOR SHALL ALSO PERFORM A WEEKLY INSPECTION OF THE WATER CURTAIN INTEGRITY.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE WATER WASH;
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM THE INSPECTION.
[RULE 3004 (a)(4)]

8.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

9.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS.

VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 109
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 481

PERMIT TO OPERATE

	Permit No. D80039
	A/N 279634

Equipment Description :

ABRASIVE BLASTING, EXTERIOR GRIT BLASTING ROOM, PANGBORN, 18’-0” W X 75’-0” L X 20’-0” H, WITH FOUR NOZZLES EACH 0.5” DIA.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED A PERMIT TO OPERATE BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL BE OPERATED IN COMPLIANCE WITH RULE 1140.
[RULE 1140]

Periodic Monitoring:

5.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 1140, SEE APPENDIX B FOR EMISSION LIMITS


PERMIT TO OPERATE

	Permit No. D80040
	A/N 279635

Equipment Description:

AIR POLLUTION CONTROL SYSTEM CONSISTING OF:
1.	BAGHOUSE, PANGBORN, MODEL SSBPT-216, WITH 216 FILTER BAGS, EACH 0’-5” DIA X 10’-0” L.
2.	EXHAUST SYSTEM WITH A 75 HP. BLOWER VENTING ONE ABRASIVE BLASTING ROOM.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

Periodic Monitoring:

3.	THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):
A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE FILTER MEDIA;
B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND
C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM THE INSPECTION.
[RULE 3004 (a)(4)]

4.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND
C. DATE AND TIME VISIBLE EMISSION WAS ABATED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

5.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS

PERMIT TO OPERATE

	Permit No. D80041
	A/N 279637

Equipment Description:

STORAGE TANK NO. 1, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS

PERMIT TO OPERATE

	Permit No. D80084
	A/N 279638

Equipment Description:

STORAGE TANK NO. 2, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS



PERMIT TO OPERATE

	Permit No. D80085
	A/N 279639

Equipment Description:

STORAGE TANK NO. 3, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. D80086
	A/N 279640

Equipment Description:

STORAGE TANK NO. 4, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE. 
 	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. D80087
	A/N 279641

Equipment Description:

STORAGE TANK NO. 5, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
 	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. D80088
	A/N 279642

Equipment Description:

STORAGE TANK NO. 6, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. D80089
	A/N 279643

Equipment Description:

STORAGE TANK NO. 7, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
 	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. D80042
	A/N 279644

Equipment Description:

STORAGE TANK NO. 8, 10’-0” DIA. X 14’-0” H., 8,000 GALLON CAPACITY, WITH CARBON ADSORPTION UNIT

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE.
 	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT STORE MATERIALS WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

5.	THE OPERATOR SHALL CHANGE OVER THE CARBON IN THE ADSORBER WHENEVER BREAKTHROUGH OCCURS.  FOR THE PURPOSE OF THIS CONDITION, BREAKTHROUGH OCCURS WHEN THE HYDROCARBON MONITOR READING INDICATES A CONCENTRATION OF 50 PPMV OR GREATER AT THE OUTLET.
[RULE 3004 (a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS




 PERMIT TO OPERATE

	Permit No. G2479
	A/N 496375

Equipment Description:

WASH TANK NO. 1, 15’-0” DIA. X 23’-0” H., 2,550 GALLON CAPACITY.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED A PERMIT TO OPERATE BY THE EXECUTIVE OFFICER.
 	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT USE WASH SOLUTION WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Emissions And Requirements:	

5.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS


PERMIT TO OPERATE

	Permit No. G2480
	A/N 496376

Equipment Description:

WASH TANK NO. 2, 15’-0” DIA X 23’-0” H., 2,550 GALLON CAPACITY.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED A PERMIT TO OPERATE BY THE EXECUTIVE OFFICER.
 	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL NOT USE WASH SOLUTION WITH A VAPOR PRESSURE GREATER THAN 50 MM HG AT 68 DEGREES FAHRENHEIT.
	[RULE 1303(b)(2)-OFFSET]

Emissions And Requirements:

5.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS

PERMIT TO OPERATE
	Permit No. D85897
	A/N 296970

Equipment Description:

INTERNAL COMBUSTION ENGINE, CLARKE DETROIT DIESEL, DIESEL FUEL, EMERGENCY, FIRE PUMP, MODEL DDFP-T3DT, TURBOCHARGED, 3 CYLINDERS, 113 BHP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THE SULFUR CONTENT OF THE DIESEL FUEL SUPPLIED TO THE ENGINE SHALL NOT EXCEED 15 PPM BY WEIGHT.
[RULE 431.2]

4.	THIS EQUIPMENT SHALL COMPLY WITH RULE 431.2 AND 1470.
	[RULE 431.2, RULE 1470]

Periodic Monitoring:

5.	THE OPERATOR SHALL INSTALL AND MAINTAIN A NON-RESETABLE ELAPSED TIME METER TO ACCURATELY INDICATE THE ELAPSED OPERATING TIME OF THE ENGINE. 
[RULE 3004 (a)(4)]

6.	THIS EQUIPMENT SHALL NOT BE OPERATED MORE THAN 200 HOURS IN ANY ONE YEAR.
	[RULE 3004(a)(4)]

7.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON A SEMI-ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE SEMI-ANNUAL PERIOD.  THE ROUTINE SEMI-ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

8.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
VOC:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 

PERMIT TO OPERATE

	Permit No. D95494
	A/N 305336

Equipment Description:

RAILCAR DRYING SYSTEM CONSISTING OF:
1.	HEATER NO. 1, INDUSTRIAL COMBUSTION ENGINEERS, MODEL NO. 3000V, SERIAL NO. 440, WITH ONE BURNER, INDUSTRIAL COMBUSTION, 2,500,000 BTU PER HR., AND NATURAL GAS FIRED.
2.	SMALL PARTS DRYING OVEN, CROWN METAL FABRICATORS AND ERECTORS, 3'-6" W. X 7’-0" L. X 12'-0" H. AND A 1000 CFM AIR FLOW.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL BE FIRED WITH NATURAL GAS ONLY.
[RULE 1303(a)(1)-BACT]

4.	COATED ARTICLES CURED IN THE SMALL PARTS DRYING OVEN SHALL ONLY BE CURED FROM HEAT SUPPLIED BY HEATER NO. 1.
[RULE 1303(a)(1)-BACT]

5.	THIS EQUIPMENT SHALL COMPLY WITH RULE 1146. 1.
[RULE 1146.1]

6.	THE OPERATOR SHALL LIMIT THE NATURAL GAS FUEL USAGE TO NO MORE THAN 18,000 THERMS PER YEAR. 
 	[RULE 1146.1]
 
7.	THE OPERATOR SHALL INSTALL AND MAINTAIN A NON-RESETTABLE TOTALIZING FUEL METER TO ACCURATELY INDICATE THE FUEL USAGE.  
[RULE 1146.1]

8. THE OPERATOR SHALL FOLLOW THE TUNE-UP REQUIREMENTS OF RULE 1146.1.  
[RULE 1146.1] 





Periodic Monitoring:

9.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

10.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

CO:	2000 PPM, RULE 407
CO:	NO RULE 1146.1 LIMIT, RULE 1146.1(c)(2)
NOx:	NO RULE 1146.1 LIMIT, RULE 1146.1(c)(2)
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	0.1 gr/scf, RULE 409 


PERMIT TO OPERATE

	Permit No. F58278 
                                                                                                              	A/N 410665

Equipment Description:

OVEN, CATALYTIC INDUSTRIAL GROUP-SBS, MODEL IRO171730-DT, SERIAL NO. 3141-592, 16'-0" W. X 30'-0" L. X 17-0" H., 1,800,000 BTU PER HOUR, NATURAL GAS FIRED, INFRARED HEATERS, WITH A 1.5 HP EXHAUST FAN.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL BE FIRED WITH NATURAL GAS ONLY.
	[RULE 1303(a)(1)-BACT]

4.	THIS EQUIPMENT SHALL BE OPERATED BELOW 194F.
 [RULE 1303(a)(1)-BACT]

Periodic Monitoring:

5. THE OPERATOR SHALL INSTALL AND MAINTAIN A DEVICE TO CONTINUOUSLY RECORD THE TEMPERATURE OF THE OVEN.
[RULE 3004(a)(4)]

Emissions And Requirements:

6.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

CO:	2000 PPM, RULE 407
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	0.1 gr/scf, RULE 409
NOx:	30 PPM, RULE 1147

 PERMIT TO OPERATE

	Permit No. F10562
	A/N 316413

Equipment Description:

AIR POLLUTION CONTROL SYSTEM CONSISTING OF:
1.	CLEANING SYSTEM SCRUBBER, 3I, MODEL 3200-B, WITH VENTURI PARTICULATE SCRUBBER, 6" DIA. X 4’-0" L., SCRUBBING SOLUTION TANK, 140 GALLON, RECIRCULATION PUMP, 5 HP., HEAT EXCHANGER, 60-190 KBTU, PACKED TOWER, 1’-6” DIA. X 8'-0” H., ACTIVATED CARBON ADSORPTION UNIT WITH A MINIMUM OF 1,000 POUNDS OF ACTIVATED CARBON.
2.	EXHAUST SYSTEM VENTING A RAILTANK CAR CLEANING SYSTEM AND TWO WASH TANKS.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	SPENT SCRUBBING SOLUTION SHALL BE DISPOSED OF IN ACCORDANCE WITH ALL LOCAL, STATE, AND FEDERAL REGULATIONS.
[RULE 1303(a)(1)-BACT]
   
4.	THE TOTAL ACCUMULATED CARCINOGENIC RISK ASSOCIATED WITH THE TOXIC EMISSIONS FROM THIS EQUIPMENT SHALL NOT EXCEED 7.52 IN ONE MILLION IN ANY 12 MONTH PERIOD.  THE TOTAL CARCINOGENIC RISK FROM THIS EQUIPMENT SHALL BE CALCULATED USING THE METHODOLOGY SUBMITTED TO THE DISTRICT WITH THIS PERMIT APPLICATION.
[RULE 1303(a)(1)-BACT]

5.	THIS EQUIPMENT SHALL BE IN OPERATION WHENEVER THE RAILCAR TANK CLEANING SYSTEM IS IN OPERATION, EXCEPT WHEN CLEANING CARS CONTAINING FOOD GRADE COMMODITIES (STEAM CLEANED).
[RULE 1303(a)(1)-BACT]

Periodic Monitoring:

6.	A FLOW RATE IN THE RECIRCULATION LINE OF THE VENTURI SCRUBBER SHALL BE MAINTAINED AT NOT LESS THAN 40 GALLONS PER MINUTE WHEN THE EQUIPMENT IT SERVES IS IN OPERATION.   TO COMPLY WITH THIS CONDITION THE OPERATOR SHALL INSTALL AND MAINTAIN A FLOW METER TO ACCURATELY INDICATE THE FLOW RATE OF THE SCRUBBING SOLUTION.  THE OPERATOR SHALL DETERMINE AND RECORD THE PARAMETER BEING MONITORED ONCE EVERY DAY.
[RULE 3004 (a)(4)]

7.	THE FLOW RATE IN THE LIQUID RECIRCULATION LINE OF THE PACKED TOWER SCRUBBER SHALL BE MAINTAINED AT NOT LESS THAN 5 GALLONS PER MINUTE THROUGH THE SPRAY NOZZLES WHEN THE EQUIPMENT IT SERVES IS IN OPERATION.  TO COMPLY WITH THIS CONDITION THE OPERATOR SHALL INSTALL AND MAINTAIN A FLOW METER TO ACCURATELY INDICATE THE FLOW RATE OF THE SCRUBBING SOLUTION.  THE OPERATOR SHALL DETERMINE AND RECORD THE PARAMETER BEING MONITORED ONCE EVERY DAY.
[RULE 3004 (a)(4)]

8.	THE SCRUBBING SOLUTION TANK PH SHALL BE MEASURED EVERYDAY THE SCRUBBER IS OPERATED AND SHALL BE MAINTAINED AT OR GREATER THAN 8. A DAILY RECORD OF PH MEASUREMENT SHALL BE KEPT WHEN THE SCRUBBER IS OPERATED AND SHALL BE RETAINED FOR A PERIOD OF AT LEAST FIVE YEARS AND BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR HIS REPRESENTATIVE UPON REQUEST.
[RULE 3004 (a)(4)]

9.	THE OPERATOR SHALL MEASURE THE VOC CONCENTRATION, EVERY WEEK, AT THE ADSORBER OUTLET USING A GAS DETECTION TUBE OR ANY OTHER DISTRICT APPROVED METHOD.  DURING OPERATION, THE OUTLET VOC CONCENTRATION SHALL NOT EXCEED 50 PPMV AS HEXANE. IN THE EVENT THE OUTLET VOC CONCENTRATION EXCEEDS THE 50 PPMV, THE OPERATOR SHALL REPLACE THE CARBON IN THE ADSORBER PRIOR TO THE NEXT TANK CLEANING.
[RULE 3004 (a)(4)]

10.	 THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements

11.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. F10563
	A/N 316414

Equipment Description:

FLARE STACK, 30’ H. WITH KALDAIR INDAIR FLARE TIP, MODEL I-4-AS, 4” DIA. FLARE TIP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3. 	THE FLARE RATE SHALL BE CONTROLLED SO AS NOT TO EXCEED THE SMOKELESS CAPACITY OF THE FLARE BURNERS.
[RULE 1303(a)(1)-BACT] 

4.	THE OPERATOR SHALL INSTALL AND MAINTAIN AN INTERLOCK CONTROL TO STOP THE OPERATION IF THE FLARE IS EXTINGUISHED DURING THE DEGASSING PROCESS OR IF THERE IS NO FLARE AT THE START-UP.
[RULE 1303(a)(1)-BACT]

5.	THE ACCUMULATED CANCER RISK FOR THIS EQUIPMENT SHALL BE LESS THAN ONE IN A MILLION FOR ANY GIVEN YEAR.
[RULE 1401]

6.	THE OPERATOR SHALL KEEP A RECORD OF THE NUMBER OF CARS DEGASSED AND THE ASSOCIATED CUMULATIVE CANCER RISK. THE CANCER RISK SHALL BE CALCULATED BASED ON THE DATA SUBMITTED.
[RULE 1401]

7.	MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVE DATE OF DECEMBER 7, 1990, OR EARLIER EXCEPT FOR 1,3-BUTADIENE (CAS NO. 106-99-0). 
[RULE 1401]

Periodic Monitoring:

8.	THE FLARE SHALL BE OPERATED WITH A FLAME PRESENT AT ALL TIMES.  
[RULE 3004(a)(4)]

9.	THE OPERATOR SHALL INSTALL AND MAINTAIN AN INFRARED/ULTRAVIOLET OR FLAME IONIZATION DETECTOR TO ACCURATELY INDICATE THE PRESENCE OF A FLAME AT THE PILOT LIGHT.  
[RULE 3004(A)(4)]

10.	THE OPERATOR SHALL CONDUCT A CHECK FOR THE PRESENCE OF A FLAME ONCE EVERY WEEK AND RECORD THE RESULTS.  
[RULE 3004(A)(4)]

11.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions And Requirements:

12.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS: 

CO:	2000 PPM, RULE 407
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM:	0.1 gr/scf, RULE 409



PERMIT TO OPERATE

	Permit No. F32013
	                                                                                                                                  A/N 337848

Equipment Description:

SPRAY GUN NO. 1, AIR-ASSISTED AIRLESS, GRACO, MODEL AA PLUS OR EQUIVALENT AND PNEUMATIC PUMP

Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3. THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4. THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR.
[RULE 1303(a)(1)-BACT]

5. THE TOTAL QUANTITY OF VOC EMISSIONS FROM SOLVENTS AND COATINGS CONSUMED AT THIS FACILITY SHALL NOT EXCEED 400 LBS. IN ANY ONE DAY.
[RULE 1303(b)(2)-OFFSET]

6. THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY THE DAILY USAGE, DAILY VOC EMISSIONS AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENTS OF RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

7.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

8.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS

PERMIT TO OPERATE

	Permit No. F32014
	A/N 337849

Equipment Description:

SPRAY GUN NO. 2, AIR-ASSISTED AIRLESS, GRACO MODEL AA PLUS OR EQUIVALENT AND PNEUMATIC PUMP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4.	THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR.
[RULE 1303(a)(1)-BACT]

5.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY DAILY USAGE, DAILY VOC EMISSIONS, AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENT OF RULE 109.
[RULE 1107, RULE 109]

Periodic Monitoring:

6.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

7.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS

PERMIT TO OPERATE

	Permit No. F32015
	A/N 337850

Equipment Description:

SPRAY GUN NO. 3, GRACO, HVLP OR EQUIVALENT, AND PNEUMATIC PUMP

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4.	THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR.
[RULE 1303(a)(1)-BACT]

5.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY DAILY USAGE, DAILY VOC EMISSIONS, AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENT OF RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

6.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

7.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS




PERMIT TO OPERATE

	Permit No. F32016
	A/N 337851

Equipment Description:

AIRLESS SPRAY GUN NO. 1, GRACO MODEL AA PLUS OR EQUIVALENT AND PNEUMATIC PUMP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4.	THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR.
[RULE 1303(a)(1)-BACT]

5.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY DAILY USAGE, DAILY VOC EMISSIONS, AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENT OF RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

6.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

7.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS


PERMIT TO OPERATE

	Permit No. F32017
	A/N 337852

Equipment Description:

AIRLESS SPRAY GUN NO. 2, GRACO MODEL AA PLUS OR EQUIVALENT AND PNEUMATIC PUMP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4.	THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR. 
[RULE 1303(a)(1)-BACT]

5.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY DAILY USAGE, DAILY VOC EMISSIONS, AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENT OF RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

6.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

7.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS



PERMIT TO OPERATE

	Permit No. F32018
	A/N 357617

Equipment Description:

AIRLESS SPRAY GUN NO. 3, GRACO, SILVER MODEL OR EQUIVALENT AND PNEUMATIC PUMP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4.	THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR.
[RULE 1303(a)(1)-BACT]

5.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY DAILY USAGE, DAILY VOC EMISSIONS, AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENT OF RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

6.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

7.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS



PERMIT TO OPERATE

	Permit No. F32022
	A/N 357619

Equipment Description:

AIRLESS SPRAY GUN NO. 4, GRACO, SILVER MODEL OR EQUIVALENT AND PNEUMATIC PUMP.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THIS EQUIPMENT SHALL ONLY SPRAY COATING MATERIALS WHICH ARE IN COMPLIANCE WITH RULE 1107 AND 1171.
[RULE 1107, RULE 1171]

4.	THIS EQUIPMENT SHALL HAVE A TRANSFER EFFICIENCY OF 65% OR GREATER WHEN APPLYING COATINGS TO A RAILROAD TANK CAR.
[RULE 1303(a)(1)-BACT]

5.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS TO VERIFY DAILY USAGE, DAILY VOC EMISSIONS, AND COMPLIANCE WITH RULE 1107 AS PER THE REQUIREMENT OF RULE 109.
[RULE 1303(b)(2)-OFFSET]

Periodic Monitoring:

6.	THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER:
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST;
B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR
C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS TO AQMD.
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:
A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

Emissions and Requirements:

7.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:

VOC:	RULE 109
VOC:	RULE 1107, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS


PERMIT TO OPERATE

	Permit No. F48004
	A/N 384653

Equipment Description:

RAILCAR TANK DEGASSING SYSTEM, CONSISTING OF:
1.	ONE 3000-GALLON CAUSTIC SCRUBBING SOLUTION TANK,
2.	ONE EDUCTOR, 
3.	ONE 20 HP. RECIRCULATION PUMP,
4.	PACKED SCRUBBER TOWER, 1’-0” DIA. X 8’-0” H., WITH A SINGLE NOZZLE. 

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	CAUSTIC SCRUBBING SOLUTION AT A MINIMUM PRESSURE OF 70 PSIG, MEASURED DOWNSTREAM OF THE FLOW ORIFICE IN THE RECIRCULATION LINE, SHALL BE SUPPLIED TO THE PACKED SCRUBBER TOWER SPRAY NOZZLE WHENEVER THIS CONTROL EQUIPMENT IS IN OPERATION.
[RULE 1303(a)(1)-BACT]

4.	A PRESSURE GAUGE INDICATING THE PRESSURE OF THE CAUSTIC SCRUBBING SOLUTION IN PSIG SHALL BE INSTALLED AND MAINTAINED IN THE RECIRCULATION LINE TO THE PACKED SCRUBBER TOWER.
[RULE 1303(a)(1)-BACT]

5.	AN OXIDATION REDUCTION POTENTIAL (ORP) INDICATOR SHALL BE INSTALLED AND MAINTAINED TO MONITOR THE ORP OF THE CAUSTIC SCRUBBING SOLUTION WHEN SCRUBBING CHLORINE GAS.  THE SOLUTION SHALL BE MAINTAINED AT AN ORP OF 550 MVDC (MILLIVOLT, DC) OR LOWER.  WHEN THE ORP REACHES A VALUE OF 550 MVDC, THE GAS INLET VALUE SHALL SHUT TO DISALLOW ANY ADDITIONAL FLOW OF GAS INTO THE SCRUBBING TANK UNTIL THE CAUSTIC SCRUBBING SOLUTION IS CHANGED.
[RULE 1303(a)(1)-BACT]

6.	A pH INDICATOR SHALL BE INSTALLED AND MAINTAINED TO MONITOR THE pH OF THE CAUSTIC SCRUBBING SOLUTION WHEN SCRUBBING HYDROGEN CHLORIDE OR SULFUR DIOXIDE GAS.  THE SOLUTION SHALL BE MAINTAINED AT A pH LEVEL OF 11 OR HIGHER.  WHEN THE pH REACHES A VALUE OF 11, THE GAS INLET VALVE SHALL SHUT TO DISALLOW ANY ADDITIONAL FLOW OF GAS INTO THE SCRUBBING TANK UNTIL THE CAUSTIC SCRUBBING SOLUTION IS CHANGED.
[RULE 1303(a)(1)-BACT]

7.	THIS EQUIPMENT SHALL BE IN OPERATION ONLY WHEN RAILCARS CONTAINING CHLORINE, HYDROGEN CHLORIDE OR SULFUR DIOXIDE ARE BEING DEGASSED.
[RULE 1303(a)(1)-BACT]

8.	THE OPERATOR SHALL KEEP ADEQUATE RECORDS OF THE DATES AND CONTENTS OF THE RAILCARS DEGASSED TO THIS EQUIPMENT.  SUCH RECORDS SHALL BE RETAINED ON THE PREMISES FOR A PERIOD OF AT LEAST FIVE YEARS AND BE MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.
[RULE 1303(a)(1)-BACT]

Periodic Monitoring:

9.	THE OPERATOR SHALL USE THIS EQUIPMENT IN SUCH A MANNER THAT THE PRESSURE IN THE CAUSTIC SOLUTION RECIRCULATION LINE TO THE SCRUBBER IS NOT LESS THAN 70 PSIG.  TO COMPLY WITH THIS CONDITION THE OPERATOR SHALL INSTALL AND MAINTAIN A PRESSURE GAUGE TO ACCURATELY INDICATE THE PRESSURE IN THE RECIRCULATION LINE TO THE SCRUBBER.  THE OPERATOR SHALL DETERMINE AND RECORD THE PARAMETER BEING MONITORED ONCE EVERY DAY.
[RULE 3004 (a)(4)]

10.	THE OPERATOR SHALL USE THIS EQUIPMENT IN SUCH A MANNER THAT THE pH OF THE SCRUBBING SOLUTION IS NOT LESS THAN 11 OF THE pH SCALE WHEN SCRUBBING HYDROGEN CHLORIDE OR SULFUR DIOXIDE GAS.  TO COMPLY WITH THIS CONDITION THE OPERATOR SHALL INSTALL AND MAINTAIN A pH METER TO ACCURATELY INDICATE THE pH OF THE SCRUBBING SOLUTION.  THE OPERATOR SHALL DETERMINE AND RECORD THE PARAMETER BEING MONITORED ONCE EVERY DAY.
[RULE 3004 (a)(4)]

Emissions And Requirements:

11.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATIONS:
 
PM:	RULE 404, SEE APPENDIX B FOR EMISSION LIMITS














PERMIT TO CONSTRUCT

	Permit No. 
	A/N 513550

Equipment Description:

WASTEWATER TREATMENT SYSTEM CONSISTING OF:
1.	TRANSFER SUMP, 12’-0” W. X 10’-0” L. X 7’-5” H., 9,000 GALLON CAPACITY, WITH A TRANSFER PUMP.
2.	EQUALIZATION TANK NO. 2, 24’-0” W. X 21’-6” L. X 8’-0” H., 23,200 GALLON CAPACITY, WITH A TRANSFER PUMP. 
3.	OIL/WATER SEPARATOR TANK, 
4.	THREE EVAPORATION BASINS, EACH 200’-0” W. X 75’-0” L. X 4’-0” H., AND EACH 318,000 GALLON CAPACITY.

Conditions:

1.	OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

2.	THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING CONDITION AT ALL TIMES.
[RULE 204]

3.	THE OPERATOR SHALL MONITOR AND RECORD THE OCCURRENCE OF ANY OFFENSIVE ODORS FROM THE EVAPORATIVE BASINS ON A WEEKLY BASIS.  IF THE OPERATOR RECEIVES AN ODOR COMPLAINT ASSOCIATED WITH THE OPERATION OF THIS WASTEWATER TREATMENT SYSTEM OR IS NOTIFIED BY THE DISTRICT THAT IT HAS RECEIVED AN ODOR COMPLAINT ASSOCIATED WITH THIS WASTEWATER SYSTEM, THE OPERATOR SHALL TAKE IMMEDIATE CORRECTIVE ACTIONS TO MITIGATE AND ELIMINATE THE PROBLEMS.   
[RULE 402]

4.	THE OPERATOR SHALL ADD COMPRESSED AIR OR AN OXYGEN RELEASING COMPOUND, SUCH AS HYDROGEN PEROXIDE, TO MAINTAIN THE DISSOLVED OXYGEN LEVEL OF THE WATER IN THE EVAPORATIVE BASINS AT 2 MG/L.
[RULE 402]

5.	THE OPERATOR SHALL REMOVE SOLIDS FROM ONE EVAPORATIVE BASIN EACH YEAR ON A ROTATING CYCLE.
[RULE 402]

6.	THE OPERATOR SHALL MAINTAIN ADEQUATE RECORDS TO DEMONSTRATE COMPLIANCE WITH CONDITIONS NOS. 3, 4, AND 5 ABOVE.  SUCH RECORDS SHALL BE KEPT ON THE PREMISES FOR AT LEAST FIVE YEARS AND MADE AVAILABLE TO EXECUTIVE OFFICER OR HIS REPRESENTATIVE UPON REQUEST.
[RULE 204]


RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS.

Periodic Monitoring:

1. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):

FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, REDUCERS, OR OTHER VOC CONTAINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUAL RECORDS OF ALL COATINGS CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER (g/l) OF MATERIALS FOR LOW-SOLIDS COATINGS, (c) VOC CONTENT AS SUPPLIED IN g/l OF COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.

FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OTHER VOC CONTAINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF MATERIALS USED FOR LOW-SOLIDS COATINGS, (c) VOC CONTENT AS APPLIED IN g/l OF COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.
[RULE 3004 (a) (4)]

Emissions And Requirements:

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATION:

VOC:	RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS
VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS



RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, HAND WIPING OPERATIONS.

Emissions And Requirements:

1.	THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES AND REGULATION:

VOC:	RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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