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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION A: FACILITY INFORMATION

LEGALOWNER&/OROPERATOR: CONOCOPHILLIPSCOMPANY

LEGALOPERATOR (if different than owner):

EQUIPMENT LOCATION: 1520 E SEPULVEDABLVD

CARSON,CA 90745

MAILING ADDRESS: 1660W ANAHEIMST

WILMINGTON,CA 90744

RESPONSIBLE OFFICIAL: JAYCHURCHILL

TITLE: MANAGER,LOS ANGELESREFINERY

TELEPHONENUMBER: (310)952-6001

CONTACT PERSON: KRISTINWISDOM

TITLE: SUPERINTENDENTOF ENV. AFFAIRS

TELEPHONENUMBER: (310)952-6120

TITLEV PERMIT ISSUED: November 07, 2008

TITLEV PERMIT EXPIRATIONDATE: November 06, 2013

TITLEV RECLAIM

YES NOx: YES

SOx: YES

CYCLE: 1

ZONE: COASTAL
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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.TotalNOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 11/07/08 RTCs

(pounds) (pounds)

7/2005 6 /2006 Coastal 0 0 0
1/2006 12/2006 Coastal 295902 13243 0
7/2006 6 /2007 Coastal 0 0 0
1/2007 12/2007 Coastal 295902 30423 0
7/2007 6 /2008 Coastal 0 314000 0
1/2008 12/2008 Coastal 295902 591624 9735
1/2009 12/2009 Coastal 295902 298889 19469
1/2010 12/2010 Coastal 295902 289155 29204
1/2011 12/2011 Coastal 295902 279420 38939
1/2012 12/2012 Coastal 295902 279420 38939
1/2013 12/2013 Coastal 295902 279420 38939
1/2014 12/2014 Coastal 295902 279420 38939
1/2015 12/2015 Coastal 295902 279420 38939
1/2016 12/2016 Coastal 295902 279420 38939
1/2017 12/2017 Coastal 295902 279420 38939
1/2018 12/2018 Coastal 295902 279420 38939
1/2019 12/2019 Coastal 295902 279420 38939

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.TotalNOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 11/07/08 RTCs

(pounds) (pounds)

1/2020 12/2020 Coastal 295902 279420 38939
1/2021 12/2021 Coastal 295902 279420 38939
1/2022 12/2022 Coastal 295902 279420 38939
1/2023 12/2023 Coastal 295902 279420 38939

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.



SectionB Page 3
Facility I.D.#: 800362
Revision #: 18
Date: November07, 2008

FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 11/07/08 (NTCs)

(pounds) (pounds)

7/2005 6 /2006 Coastal 0 0
1/2006 12/2006 Coastal 132526 24786
7/2006 6 /2007 Coastal 0 0
1/2007 12/2007 Coastal 132526 118786
7/2007 6 /2008 Coastal 0 104000
1/2008 12/2008 Coastal 132526 477160
1/2009 12/2009 Coastal 132526 477160
1/2010 12/2010 Coastal 132526 477160
1/2011 12/2011 Coastal 132526 431835
1/2012 12/2012 Coastal 132526 431835
1/2013 12/2013 Coastal 132526 431835
1/2014 12/2014 Coastal 132526 431835
1/2015 12/2015 Coastal 132526 431835
1/2016 12/2016 Coastal 132526 431835
1/2017 12/2017 Coastal 132526 431835
1/2018 12/2018 Coastal 132526 431835
1/2019 12/2019 Coastal 132526 431835

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 11/07/08 (NTCs)

(pounds) (pounds)

1/2020 12/2020 Coastal 132526 431835
1/2021 12/2021 Coastal 132526 431835
1/2022 12/2022 Coastal 132526 431835
1/2023 12/2023 Coastal 132526 431835

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

NOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

1/1994 12/1994 Coastal 1292790 0
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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

SOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

1/1994 12/1994 Coastal 486168 0
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FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION C: FACILITY PLOT PLAN

(TO BE DEVELOPED)
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1: P13.21 :CCRRUUDDEEDDIISSTTIILLLLAATTIIOONN
SSyysstteem 11::CCRRUUDDEEDDIISSTTILILLLAATTIIOONNUUNNIT S13.5, S15.1,IT S15.3, S15.4,

S15.11, S31.4

TANK,FLASH,DU-1, SPENT SODA , D1
HEIGHT:53 FT 6 IN; DIAMETER:3 FT
A/N:

COLUMN,PRIMARY,DU-3,CRUDE D2
OIL,HEIGHT:112 FT; DIAMETER:12
FT
A/N:

COLUMN,FIRST SIDECUT STRIPPER, D3
DU-4,HEIGHT:47 FT; DIAMETER:5
FT
A/N:

COLUMN,SECONDARY,DU-5, D4
CRUDEOIL,HEIGHT:174 FT 6 IN;
DIAMETER:16 FT
A/N:

COLUMN,2ND& 3RD SIDECUT D5
STRIPPERS,DU-6,HEIGHT:40 FT 6
IN; DIAMETER:5 FT
A/N:

ACCUMULATOR, V-2142, PRIMARY D6
COLUMNOVERHEAD,HEIGHT:23 FT
10 IN; DIAMETER:5 FT 6 IN
A/N:

VESSEL,TREATER,1ST STAGESODA, D8
V-2147, PRIMARYCOLUMN
OVERHEAD,HEIGHT:29 FT;
DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

ACCUMULATOR, V-3043, D9
SECONDARYCOLUMNOVERHEAD,
HEIGHT:30 FT; DIAMETER:9 FT 6 IN
A/N:

VESSEL,SWEETNER,V-2197, D11
PRIMARYCOLUMNTOPS,HEIGHT:
19 FT; DIAMETER:7 FT 6 IN
A/N:

VESSEL,SEPARATOR,SECONDARY D16
COLUMNTHIRD STAGE,V-3047,
HEIGHT:6 FT; DIAMETER:4 FT
A/N:

FUGITIVEEMISSIONS, D832 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 22::CCRRUUDDEEDDIISSTTIILLLLAATTIOIONNUUNNITITHHEEAATTEERRSS
HEATER,CRUDEOIL, NO. 255, D59 NOX:MAJOR CO: 2000 PPMV (5A) [RULE B61.1,C1.5,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; CO: 10.4 D29.2,D90.6,
LOW NOX BURNER,350 MMBTU/HR MAJOR SOURCE** LBS/HR (5) [RULE 1303(b)(2)- D328.1,H23.6
WITH O«set,5-10-1996;RULE1303(b)(2)-
A/N: O«set,12-6-2002]

PM: (9) [RULE 404,2-7-1986] ;
PM: 5.44 LBS/HR (5) [RULE
1303(b)(2)-O«set,5-10-1996;RULE
1303(b)(2)-O«set,12-6-2002]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:3
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

ROG: 1.81 LBS/HR (5A)
[RULE 1303(b)(2)-O«set,5-10-
1996;RULE1303(b)(2)-O«set,12-6-
2002]

BURNER,36 BURNERS,
REFINERY/NATURALGAS, JOHN
ZINK,MODEL PSFG-16,SPECIAL
STAGEDFUEL BURNERS,WITH
LOW NOX BURNER

S S13.5, S15.2,Syysstteem 44::VVAACCUUUUMMFFLLAASSHHUUNNIITT S15.3, S15.4,
S15.11, S31.3

TANK,SURGE, V-2250, SR RESIDUE, D64
WITHNATURALGAS BLANKETING,
HEIGHT:27 FT 6 IN; DIAMETER:16
FT 3 IN
A/N:

ACCUMULATOR, V-2251, FLASHER D65 H23.10
OVERHEAD,HEIGHT:20 FT;
DIAMETER:9 FT
A/N:

KNOCKOUT POT,STEAMAIR D66
DECOKINGQUENCH,V-2253,
HEIGHT:7 FT 8 IN; DIAMETER:4 FT
A/N:

COLUMN,FLASHER,FR-1,HEIGHT: D69
127 FT; DIAMETER:23 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

SCRUBBER,DEA, FR-2, VENTGAS D70
A/N:

COMPRESSOR,FR-501,VENTGAS D77
A/N:

FUGITIVEEMISSIONS, D835 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N:

SSyysstteem 55::VVAACCUUUUMMFFLLAASSHHUUNNITITHHEEAATTEERRSS
HEATER,NO. 33, VACUUMFLASHER, D78 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.1, D28.16,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.6,D232.1,
LOW NOX BURNER,153.6 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.6
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 445828 404,2-7-1986]

BURNER,REFINERY/NATURAL
GAS, JOHNZINK,MODEL PSMR-
14, WITHLOW NOX BURNER,32
TOTAL

HEATER,NO. 34, VACUUMFLASHER, D79 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.1, D28.16,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.6,D232.1,
LOW NOX BURNER,153.6 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.6
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 445829 404,2-7-1986]

BURNER,REFINERY/NATURAL
GAS, JOHNZINK,MODEL PSMR-
14, WITHLOW NOX BURNER,32
TOTAL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

SSyysstteem 88::CCRUD S13.5, S15.1,RUDEEUUNNITITFFEEEEDDDDEESSAALLTTEERR S15.3, S15.4,
S15.11

VESSEL,DESALTER,V-2171,CRUDE D10
OIL, LENGTH: 49 FT; DIAMETER:12
FT
A/N:

VESSEL,DESALTER,V-2342,CRUDE D12
OIL, LENGTH: 49 FT; DIAMETER:12
FT
A/N:

VESSEL,DESALTER,V-3048,CRUDE D17
OIL, LENGTH:55 FT; DIAMETER:12
FT
A/N:

VESSEL,SEPARATOR,V-2419, D55
BRINE/OIL
A/N:

Pr P13.2Proocceessss22::CCOOKKIINNGGAANNDDRREESSIDIDUUAALLCCOONNDDITITIOIONNININGG
SSyysstteem 11::DDEELLAAYYEEDDCCOOKKININGGUUNNIT S13.5, S15.4,IT S31.3

FRACTIONATOR, MAIN,CK-1, D80
HEIGHT:149 FT; DIAMETER:15 FT 6
IN
A/N:

COLUMN,STRIPPER,CK-2,EXTRA D81
HEAVYGAS OIL,HEIGHT:25 FT 6 IN;
DIAMETER:3 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

COLUMN,STRIPPER,CK-3,HEAVY D82
GAS OIL,HEIGHT:43 FT; DIAMETER:
5 FT
A/N:

COLUMN,STRIPPER,CK-4,LIGHT D83
GAS OIL,HEIGHT:43 FT; DIAMETER:
4 FT 6 IN
A/N:

ACCUMULATOR, V-2247,MAIN D84
FRACTIONATOR OVERHEAD,
HEIGHT:20 FT; DIAMETER:12 FT
A/N:

ACCUMULATOR, V-2248,MAIN D85
FRACTIONATOR OVERHEAD,
HEIGHT:20 FT; DIAMETER:9 FT
A/N:

DRUM,COKE,V-2236,HEIGHT:75 D796 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N:

DRUM,COKE,V-2237,HEIGHT:75 D797 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N:

DRUM,COKE,V-2238,HEIGHT:75 D798 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N:

DRUM,COKE,V-2239,HEIGHT:75 D799 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

ABSORBER,RECTIFIED,CK-5, D95
HEIGHT:159 FT 6 IN; DIAMETER:7
FT
A/N:

COLUMN,SPONGE,CK-6,HEIGHT:42 D96
FT 6 IN; DIAMETER:3 FT 6 IN
A/N:

COLUMN,DEBUTANIZER,CK-7, D97
HEIGHT:127 FT 4 IN; DIAMETER:8
FT
A/N:

SETTLINGTANK,V-2245, D99
DEBUTANIZEROVERHEAD,
LENGTH: 7 FT; DIAMETER:5 FT
A/N:

COMPRESSOR,CK-501,WET GAS D103
A/N:

KNOCKOUT POT,V-3122,HEIGHT:8 D758
FT 4 IN; DIAMETER:3 FT
A/N:

FUGITIVEEMISSIONS, D838 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 22::DDEELLAAYYEEDDCCOOKKININGGUUNNIITTHHEEAATTEERRSS
HEATER,NO. 31, DELAYEDCOKING, D104 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.1,C1.13,
C3/C4MEROXOFF GAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D28.16,D82.1,
REFINERY/NATURALGAS, WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE D90.6,D232.1,
STEAM INJECTION,WITHLOW NOX 409,8-7-1981] ; PM: (9) [RULE H23.27
BURNER,175MMBTU/HR WITH 404,2-7-1986]

A/N: 445831

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

BURNER,C3/C4MEROXOFF GAS,
REFINERY/NATURALGAS, JOHN
ZINK,MODEL PSMR-15,5.47
MMBTU/HREACH,WITHLOW
NOX BURNER,32 TOTAL

HEATER,NO. 32, DELAYEDCOKING, D105 NOX:MAJOR CO: 2000 PPMV (5) [RULE A26.1,B61.1,
C3/C4MEROXOFF GAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 C1.13,D28.16,
REFINERY/NATURALGAS, WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE D82.1, D90.6,
STEAM INJECTION,WITHLOW NOX 409,8-7-1981] ; PM: (9) [RULE D232.1,H23.27
BURNER,175MMBTU/HR WITH 404,2-7-1986]

A/N: 445832

BURNER,C3/C4MEROXOFF GAS,
REFINERY/NATURALGAS, JOHN
ZINK,MODEL PSMR-15,5.47
MMBTU/HREACH,WITHLOW
NOX BURNER,32 TOTAL

SSyystem 3: COKERBLOWDOWN S13.5, S15.3,stem 3 : COKERBLOWDOWN S15.4,S15.11

VESSEL,QUENCH,QU-1,HEIGHT:70 D106
FT; DIAMETER:13 FT 6 IN
A/N: 325625

SETTLINGTANK,V-2259,HEIGHT:19 D107
FT; DIAMETER:14 FT 6 IN
A/N: 325625

FUGITIVEEMISSIONS, D841 HAP: (10) [40CFR63 Subpart H23.1,H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 325625

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

SSyysstteem 44::CCOOKKEEHHAANNDDLLI S13.1INNGGUUNNITIT##11
PIT,ONE COMPARTMENT,SLURRY, D952 PM10: (9) [RULE 405,2-7-1986] A63.2
NOMINALCAPACITY200 TONS,
COKE
A/N: 407450

MIXER, 5K-2339,COKEFINES, D108 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
HEIGHT:6 FT; DIAMETER:4 FT E124.1
A/N: 407450

CONVEYOR,CH-452,COKEFINES D109 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
A/N: 407450 E124.1

CONVEYOR,9T-16,COARSECOKE, D110 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
SHUTTLE-TYPE E124.1
A/N: 407450

CONVEYOR,9T-17,COKEFINES, D111 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
ENCLOSEDIN A 9-FT STEELTUBE E124.1
A/N: 407450

CONVEYOR,SHUTTLE,9T-18,COKE D112 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
FINES E124.1
A/N: 407450

STORAGE SILO,COKE,NOMINAL D113 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
CAPACITY:72,000 TONS,WIDTH:154 E136.1,E137.1
FT;HEIGHT:175 FT; LENGTH: 600 FT
A/N: 407450

PIT,TWO COMPARTMENT,SLURRY, D114 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1
NOMINALCAPACITY:2,800 TONS,
COKE
A/N: 407450

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

CONVEYOR,9T-15,COARSECOKE, D115 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
ENCLOSEDIN A 9-FT STEELTUBE E124.1
A/N: 407450

S S13.1Syysstteem 55::CCOOKKEEHHAANNDDLLIINNGGUUNNITIT##22
FEEDER,PLOW,PFA-1, , COARSE D116 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
COKE E124.1
A/N: 472818

FEEDER,PLOW,PFA-2,COKEFINES D117 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
A/N: 472818 E124.1

CONVEYOR,9T-19, RECLAIMCOKE, D118 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
ENCLOSED E124.1
A/N: 472818

CONVEYOR,9T-20,COKE,ENCLOSED D119 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
IN A 9-FT STEELTUBE E124.1
A/N: 472818

CONVEYOR,9T-21,COKE,ENCLOSED D120 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
IN A 9-FT STEELTUBE E124.1
A/N: 472818

HOPPER,SURGE, TK-1631,COKE D123 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
A/N: 472818 E124.1

BIN,WEIGH,WB-1,WITHWEIGH D124 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
SCALES E124.1,E125.1
A/N: 472818

BIN,WEIGH,WB-2,WITHWEIGH D125 PM: (9) [RULE 405,2-7-1986] A63.2, D323.1,
SCALES E124.1,E125.1
A/N: 472818

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

TRUCKWASHINGSTATION, TOP AND D126 PM: (9) [RULE 405,2-7-1986] A63.2, A103.1,
SIDESFIXED SPRAYTYPE D323.1,E125.1
A/N: 472818

P P13.2Prroocceessss33::HHYYDDRROOTTRREEAATTIINNGG

SSyysstteem 11::FFCCCCFFEEEEDD(G(GAASSOOIILL))HHYYDDRROODDEESSUULLFFUURRIZIZAATTIOIONNUUNNITITDDHHTT-3 S13.5, S15.2,-3 S15.3, S15.4,
S15.11

COLUMN,PRODUCTSTRIPPER,DH- D127
280,HEIGHT:60 FT; DIAMETER:6 FT
6 IN
A/N: 325634

ABSORBER,DEA,HP-275,HEIGHT:80 D128
FT; DIAMETER:5 FT 7 IN
A/N: 325634

ABSORBER,DEA,HP-276,HEIGHT:25 D129
FT; DIAMETER:2 FT
A/N: 325634

TANK,SURGE, V-1084,WASHWATER, D130
HEIGHT:12 FT; DIAMETER:5 FT 6 IN
A/N: 325634

TANK,SURGE, V-2522, RECYCLE D131
GAS,HEIGHT:10 FT; DIAMETER:6
FT
A/N: 325634

TANK,SURGE, V-2555,HEIGHT:30 D136
FT; DIAMETER:10 FT
A/N: 325634

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

REACTOR,NO.1, V-2556,HEIGHT:14 D137
FT; DIAMETER:10 FT
A/N: 325634

REACTOR,NO. 2, V-2557,HEIGHT:14 D138
FT; DIAMETER:10 FT
A/N: 325634

REACTOR,NO. 3, V-2558,HEIGHT:24 D139
FT; DIAMETER:10 FT
A/N: 325634

REACTOR,NO. 4, V-2559,HEIGHT:34 D140
FT; DIAMETER:10 FT
A/N: 325634

REACTOR,NO. 5, V-2560,HEIGHT:44 D141
FT; DIAMETER:10 FT
A/N: 325634

VESSEL,SEPARATOR,HIGH D142
PRESSUREANDHIGH
TEMPERATURE,V-2561,HEIGHT:30
FT; DIAMETER:9 FT
A/N: 325634

VESSEL,SEPARATOR,LOW D143
PRESSUREANDHIGH
TEMPERATURE,V-2562,HEIGHT:20
FT; DIAMETER:6 FT
A/N: 325634

VESSEL,SEPARATOR,HIGH D144
PRESSUREANDHIGH
TEMPERATURE,V-2563,HEIGHT:20
FT; DIAMETER:6 FT
A/N: 325634

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

VESSEL,SEPARATOR,LOW D145
PRESSUREANDHIGH
TEMPERATURE,V-2564,HEIGHT:20
FT; DIAMETER:6 FT
A/N: 325634

ACCUMULATOR, V-2565, STRIPPER D146
OVERHEAD,HEIGHT:30 FT;
DIAMETER:6 FT
A/N: 325634

KNOCKOUT POT,DECOKING,V-2569, D148
HEIGHT:10 FT; DIAMETER:6 FT
A/N: 325634

COMPRESSOR,HP-559,STRIPPER D169
VENTGAS
A/N: 325634

COMPRESSOR,HP-560,STRIPPER D170
VENTGAS
A/N: 325634

COMPRESSOR,HP-558,RECYCLEGAS D800
A/N: 325634

FUGITIVEEMISSIONS, D842 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 325634

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

SSyysstteem 22:: FCFCCFEFEEDE(DGA(SGOAISL)OHIYLD)RHOYDDERSUOLDFEUSRUILZFAUTRIOIZNAUTINOITN DUHNTI-T3 HDEHATE-3R
HEATER
HEATER,DH-40 (DHT-3),FEED, D174 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.1, D90.6,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,H23.6
LOW NOX BURNER,70 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 325643 404,2-7-1986]

BURNER,5 BURNERS,
REFINERY/NATURALGAS, COEN,
MODEL SR6-030-FD-6,MODEL
SR6-050-FD-6,WITHLOW NOX
BURNER

PPrroocceessss44::HHYYDDRROOGGEEN PRODUCTION P13.2N PRODUCTION
SSystem 1: HYDROGENPLANT S2.1, S13.4,ystem 1 : HYDROGENPLANT S13.5, S15.2,

S15.3,S15.11

ABSORBER,CARBONDIOXIDE,HP- D175 CO: 2000 PPMV (5) [RULE H23.28
270,HEIGHT:179 FT 3 IN; 407,4-2-1982]

DIAMETER:5 FT 6 IN
A/N: 379205

COLUMN,CARBONDIOXIDE D176 HAP: (10) [40CFR63 Subpart H23.28
STRIPPER,HP-271,HEIGHT:108 FT 6 CC, #2,5-25-2001]

IN; DIAMETER:10 FT
A/N: 379205

COLUMN,DEA TREATMENT, HP-273, D177
HEIGHT:92 FT 6 IN; DIAMETER:4 FT
A/N: 379205

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROGENPRODUCTION P13.2

TANK,HOLDING,TK-1625,SELEXOL, D178
715 BBL; DIAMETER:15 FT;HEIGHT:
24 FT
A/N: 379205

SUMP,S-23, ATMOSPHERIC D179 H23.28
BLOWDOWN,ENCLOSED,WIDTH: 6
FT; DEPTH: 8 FT; LENGTH: 6 FT
A/N: 379205

SUMP,S-28, DEA, ENCLOSED, D180 HAP: (10) [40CFR63 Subpart
WIDTH: 6 FT; DEPTH: 6 FT; LENGTH: CC, #2,5-25-2001]

6 FT
A/N: 379205

KNOCKOUT POT,V-2500, FEEDGAS, D181
HEIGHT:6 FT; DIAMETER:3 FT 6 IN
A/N: 379205

VESSEL,SULFURCONVERTER,V- D801
2503,HEIGHT:10 FT 9 IN;
DIAMETER:7 FT 6 IN
A/N: 379205

VESSEL,SEPARATOR,V-2501, FEED D182
GAS OIL,HEIGHT:6 FT; DIAMETER:
3 FT
A/N: 379205

VESSEL,SEPARATOR,V-2502, FEED D183
GAS OIL,HEIGHT:6 FT; DIAMETER:
3 FT
A/N: 379205

REACTOR,ZNO GUARD BED, V-2504, D184
HEIGHT:12 FT; DIAMETER:8 FT
A/N: 379205

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:16
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROGENPRODUCTION P13.2

REACTOR,ZNO GUARD BED, V-2505, D185
HEIGHT:12 FT; DIAMETER:8 FT
A/N: 379205

KNOCKOUT POT,LOW D186
TEMPERATURESEPARATOR,V-2511,
HEIGHT:6 FT; DIAMETER:3 FT
A/N: 379205

KNOCKOUT POT,LOW D187 HAP: (10) [40CFR63 Subpart
TEMPERATURESEPARATOR,V-2512, CC, #2,5-25-2001]

HEIGHT:6 FT; DIAMETER:3 FT
A/N: 379205

KNOCKOUT POT,TWO STAGE D188 CO: 2000 PPMV (5) [RULE H23.28
EFFLUENT,V-2513,HEIGHT:24 FT 6 407,4-2-1982] ; HAP: (10)
IN; DIAMETER:5 FT 6 IN [40CFR63 SubpartCC, #2,5-25-

A/N: 379205 2001]

KNOCKOUT POT,V-2519, PRODUCT D190
HYDROGEN,HEIGHT:6 FT;
DIAMETER:6 FT
A/N: 379205

KNOCKOUT POT,V-2520, FEEDGAS, D191
HEIGHT:6 FT; DIAMETER:3 FT
A/N: 379205

KNOCKOUT POT,V-2521,COKER D192
FEEDGAS
A/N: 379205

KNOCKOUT POT,ATMOSPHERIC,V- D193
2529,CONDENSATE,HEIGHT:6 FT;
DIAMETER:3 FT
A/N: 379205

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROGENPRODUCTION P13.2

TANK,LOW PRESSUREFLASH,V- D194 HAP: (10) [40CFR63 Subpart H23.28
3062,HEIGHT:28 FT; DIAMETER:7 CC, #2,5-25-2001]

FT
A/N: 379205

SUMP,SELEXOLDRAIN,ENCLOSED, D201 HAP: (10) [40CFR63 Subpart
WIDTH: 6 FT; DEPTH: 6 FT; LENGTH: CC, #2,5-25-2001]

6 FT
A/N: 379205

VESSEL,LOW TEMPERATURESHIFT D202 CO: 2000 PPMV (5) [RULE H23.28
CONVERTER,V-2509,HEIGHT:12 FT 407,4-2-1982]

6 IN; DIAMETER:10 FT 6 IN
A/N: 379205

TANK,FLASH,V-2517, SELEXOL, D802
LENGTH: 28 FT; DIAMETER:7 FT
A/N: 379205

VESSEL,METHANATOR,V-2518, D203
HEIGHT:21 FT; DIAMETER:4 FT 6 IN
A/N: 379205

COMPRESSOR,SINGLESTAGE,HP- D206
555, FEEDGAS
A/N: 379205

COMPRESSOR,SINGLESTAGE,HP- D207
556, FEEDGAS, (STANDBY)
A/N: 379205

FUGITIVEEMISSIONS, D846 H23.1
MISCELLANEOUS
A/N: 379205

VESSEL,DEARATOR,V-2515, D896 CO: 2000 PPMV (5) [RULE H23.28
HEIGHT:4 FT 6 IN; DIAMETER:6 FT 407,4-2-1982]

A/N: 379205

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROGENPRODUCTION P13.2

SSyysstteem 22::HHYYDDRROOGGEENNPPLLAANNTTHHEEAATTEERR
HEATER,STEAMREFORMING,HP-38, D210 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.1,B61.1,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.6,D328.1,
LOW NOX BURNER,340 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.6
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

BURNER,128 BURNERS,
REFINERY/NATURALGAS, JOHN
ZINK,MODEL PLNFC-30,WITH
LOW NOX BURNER

Process 5 P13.2Process 5::GGAASSPPRROODDUUCCTTIIOONN

SSyysstteem 11::DDEEBBUTA S13.5UTANNIZIZEERRUUNNIITT
COLUMN,DEBUTANIZER,DU-2, D803
HEIGHT:81 FT; DIAMETER:6 FT 6 IN
A/N: 325659

ACCUMULATOR, V-2139, D211
DEBUTANIZEROVERHEAD,HEIGHT:
23 FT; DIAMETER:5 FT
A/N: 325659

FUGITIVEEMISSIONS, D848 HAP: (10) [40CFR63 Subpart H23.1,H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 325659

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : GAS PRODUCTION P13.2

System 2: GAS PLANT S13.5, S15.3,System 2 : GAS PLANT S15.11

DRUM,V-2297, FUELGAS BLEND, D216
HEIGHT:18 FT 8 IN; DIAMETER:10
FT
A/N: 325662

KNOCKOUT POT,V-2128,GAS, D217
HEIGHT:10 FT; DIAMETER:4 FT
A/N: 325662

VESSEL,VAPORIZER,V-2108, D219
PROPANE,LENGTH: 74 FT 7 IN;
DIAMETER:10 FT 9 IN
A/N: 325662

VESSEL,VAPORIZER,V-2445, D220
PROPANE,LENGTH: 74 FT 7 IN;
DIAMETER:10 FT 9 IN
A/N: 325662

FUGITIVEEMISSIONS, D849 H23.1
MISCELLANEOUS
A/N: 325662

SSyysstem 3 S13.5, S15.3,tem 3::LLPPGGDDIISSTTIILLLLAATTIIOONNUUNNIITT S15.11

COLUMN,DEPROPANIZER,D301, D471
(TOP SECTION:4 FT 6 IN DIAMETER),
HEIGHT:95 FT; DIAMETER:6 FT
A/N: 325665

FUGITIVEEMISSIONS, D472 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 325665

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : GAS PRODUCTION P13.2

ACCUMULATOR, F301, D477
DEPROPANIZERREFLUX,LENGTH:
18 FT; DIAMETER:5 FT 6 IN
A/N: 325665

VESSEL,MATERIALDROPOUT,F306, D479 C484 VOC: 500 PPMV (4) [RULE
COMMONTO LPG DISTILLATION 1303(a)(1)-BACT,5-10-1996;RULE

AND COKERLPG MEROXUNITS,1800 1303(a)(1)-BACT,12-6-2002]

GALS; DIAMETER:5 FT; LENGTH:10
FT
A/N: 392202

KNOCKOUT POT,F307,HEIGHT:17 D480
FT; DIAMETER:6 FT 6 IN
A/N: 325665

CARBONADSORBER,ME301A& B C484 D479 D90.11,E128.1,
(TWO IN PARALLELAND ONE OF E153.1
WHICHAS SPARE),COMMONTO LPG
DISTILLATIONAND COKERLPG
MEROXUNITS, 225 LBS
A/N: 392202

S S13.5, S15.3,Syysstteem 44::CCOOKKEERRLLPPGGMMEERROOXXUUNNIITT S15.5,S15.11

VESSEL,EXTRACTOR,D-101,COKER D486
C3/C4,HEIGHT:53 FT; DIAMETER:4
FT 6 IN
A/N: 392202

COLUMN,OXIDIZER,D-102,HEIGHT: D487
26 FT; DIAMETER:4 FT
A/N: 392202

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : GAS PRODUCTION P13.2

VESSEL,SURGE, F-101,COKERC3/C4, D489
HEIGHT:15 FT; DIAMETER:6 FT 6 IN
A/N: 392202

VESSEL,PREWASH,F-102,COKER D490
C3/C4,HEIGHT:20 FT; DIAMETER:5
FT 6 IN
A/N: 392202

KNOCKOUT POT,F-103,COKER D491
C3/C4CAUSTIC,LENGTH:18 FT;
DIAMETER:4 FT 6 IN
A/N: 392202

FILTER,COKERC3/C4SAND,F-104, D492
HEIGHT:14 FT 6 IN; DIAMETER:5 FT
A/N: 392202

VESSEL,SEPARATOR,F-105, D493 HAP: (10) [40CFR63 Subpart
DISULFIDE,LENGTH: 23 FT; CC, #2,5-25-2001]

DIAMETER:7 FT
A/N: 392202

VESSEL,F-106,NAPHTHAWASH, D494
HEIGHT:13 FT 8 IN; DIAMETER:4 FT
A/N: 392202

VESSEL,MATERIALDROPOUT,F306, D479 C484 VOC: 500 PPMV (4) [RULE
COMMONTO LPG DISTILLATION 1303(a)(1)-BACT,5-10-1996;RULE

AND COKERLPG MEROXUNITS,1800 1303(a)(1)-BACT,12-6-2002]

GALS; DIAMETER:5 FT; LENGTH:10
FT
A/N: 392202

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : GAS PRODUCTION P13.2

CARBONADSORBER,ME301A& B C484 D479 D90.11,E128.1,
(TWO IN PARALLELAND ONE OF E153.1
WHICHAS SPARE),COMMONTO LPG
DISTILLATIONAND COKERLPG
MEROXUNITS, 225 LBS
A/N: 392202

FUGITIVEEMISSIONS, D851 H23.22
MISCELLANEOUS
A/N: 392202

Process 6: G P13.2Process 6 : GAASSAANNDDWWAATTEERRTTRREEAATTMMEENNTT

SSyysstteem 11::SSOOUURRWWAATTEERRSSTTRRIPIPPPININGGUNIT S13.5, S15.3,UNIT S15.6,S15.11

COLUMN,STRIPPER,QU-2, SOUR D221 SOX: 500 PPMV (5) [RULE
WATER,HEIGHT:46 FT; DIAMETER: 407,4-2-1982]

4 FT
A/N: 348537

COLUMN,STRIPPER,QU-261,SOUR D222 SOX: 500 PPMV (5) [RULE H23.12
WATER,HEIGHT:101 FT; DIAMETER: 407,4-2-1982] ; VOC: 500
5 FT 6 IN PPMV (8) [40CFR61 Subpart
A/N: 348537 FF,12-4-2003]

COLUMN,STRIPPER,QU-262,SOUR D223 HAP: (10) [40CFR61 Subpart H23.12
WATER,HEIGHT:101 FT; DIAMETER: FF_01,12-4-2003] ; SOX: 500
5 FT 6 IN PPMV (5) [RULE 407,4-2-1982]
A/N: 348537 ; VOC: 500 PPMV (8) [40CFR

61 SubpartFF,12-4-2003]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

ACCUMULATOR, V-2410, STRIPPER D224
COLUMNOVERHEAD,HEIGHT:12
FT; DIAMETER:5 FT
A/N: 348537

ACCUMULATOR, V-2411, STRIPPER D225
COLUMNOVERHEAD,HEIGHT:12
FT; DIAMETER:5 FT
A/N: 348537

ACCUMULATOR, V-2444, STRIPPER D227
COLUMNOVERHEAD,HEIGHT:10
FT; DIAMETER:5 FT
A/N: 348537

TANK,FLASH,NO. 2423, SOUR D364
WATER/ORGANICLIQUID,63 BBL;
DIAMETER:3 FT;HEIGHT:50 FT
A/N: 348537

TANK,FLASH,NO. 2424, SOUR D421
WATER/ORGANICLIQUID,63 BBL;
DIAMETER:3 FT;HEIGHT:50 FT
A/N: 348537

FUGITIVEEMISSIONS, D852 H23.1,H23.22
MISCELLANEOUS
A/N: 348537

SSyyssttem 2: PILOT AND PURGEGAS TREATINGUNIT S13.5, S15.3,em 2 : PILOT AND PURGEGAS TREATINGUNIT S15.11

KNOCKOUT POT,V-3061, PILOTAND D229
PURGEGAS,HEIGHT:5 FT;
DIAMETER:1 FT
A/N: 325675

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

SCRUBBER,V-3072, PILOTAND D230
PURGEGAS,HEIGHT:22 FT;
DIAMETER:1 FT 6 IN
A/N: 325675

DRYER,V-3073, PILOTAND PURGE D231
GAS,HEIGHT:9 FT; DIAMETER:3 FT
6 IN
A/N: 325675

DRYER,V-3074, PILOTAND PURGE D232
GAS,HEIGHT:9 FT; DIAMETER:3 FT
6 IN
A/N: 325675

VESSEL,SEPARATOR,SF-205, PILOT D233
AND PURGEGAS,HEIGHT:7 FT 3 IN;
DIAMETER:10.75 IN
A/N: 325675

FILTER,DUST,SF-206,HEIGHT:3 FT D234
11 IN; DIAMETER:1 FT 0.75 IN
A/N: 325675

System 3: SOURGAS TREATINGUNIT S13.5, S15.3,System 3 : SOURGAS TREATINGUNIT S15.11, S18.1

KNOCKOUT POT,V-2231, SOUR GAS D235
CONDENSATE,HEIGHT:10 FT;
DIAMETER:4 FT
A/N: 325677

TANK,WASH,V-2233,C3-C4FEED D236
WATER,HEIGHT:12 FT; DIAMETER:
5 FT
A/N: 325677

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

ABSORBER,LIQUIDCONTACTOR,V- D237
2234, DEA/C3-C4,(PACKEDTOWER),
HEIGHT:60 FT; DIAMETER:4 FT 6 IN
A/N: 325677

VESSEL,COALESCER,V-2235, D238
TREATEDC3-C4,HEIGHT:6 FT;
DIAMETER:3 FT 6 IN
A/N: 325677

TOWER, FLASH,V-2257, RICHDEA D239 HAP: (10) [40CFR63 Subpart
A/N: 325677 CC, #2,5-25-2001]

ABSORBER,DEA,CK-8 D240
A/N: 325677

SUMP,DEA BLOWDOWN,FULLY D241 HAP: (10) [40CFR63 Subpart
COVERED,WIDTH: 6 FT; DEPTH: 10 CC, #2,5-25-2001]

FT; LENGTH:10 FT
A/N: 325677

FUGITIVEEMISSIONS, D854 HAP: (10) [40CFR63 Subpart H23.1,H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 325677

SSyysstteem 44::AAMMIINE REGENERATION S15.3, S15.6,NE REGENERATIONUUNNITITNNOO..11 S15.11

TANK,SURGE, TK-1676,LEANDEA, D244 HAP: (10) [40CFR63 Subpart
(COMMONTO SRU NO. 2), 3020 BBL; CC, #2,5-25-2001]

DIAMETER:30 FT;HEIGHT:24 FT
A/N: 392206

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

TANK,HOLDING,TK-1770,PRECOAT D245
FILTERBACKWASHWATER,81 BBL;
DIAMETER:9 FT 6 IN;HEIGHT:6 FT
6 IN
A/N: 392206

TANK,HOLDING,TK-2504,PRECOAT D246
MIX, 500 GALS; DIAMETER:5 FT;
HEIGHT:4 FT
A/N: 392206

SUMP,UNDERGROUND,S-56, DEA, D248
WIDTH: 4 FT 10 IN; DEPTH: 5 FT 2 IN;
LENGTH: 4 FT 3 IN
A/N: 392206

VESSEL,DEA FLASHAND SKIMMER, D249
V-2570,LENGTH: 24 FT; DIAMETER:
13 FT
A/N: 392206

ACCUMULATOR, V-2571, DEA D250
STRIPPEROVERHEAD,HEIGHT:11
FT; DIAMETER:8 FT
A/N: 392206

KNOCKOUT POT,V-2581, SOUR D251
WATER,HEIGHT:10 FT; DIAMETER:
4 FT
A/N: 392206

FILTER,PRECOAT, V-3018,COMMON D254
TO DEA REGENERATIONUNITS 1 & 2
A/N: 392206

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

FILTER,PREFILTER,V-3134,DEA, D780
COMMONTO DEA REGENERATION
UNITS 1 & 2, LENGTH: 3 FT 7 IN;
DIAMETER:3 FT 6 IN
A/N: 392206

FILTER,CARBON,V-3135, DEA, D781
COMMONTO DEA REGENERATION
UNITS 1 & 2, WITHA BASKET
STRAINER(6 IN DIA. X 18 IN
LENGTH),HEIGHT:10 FT;
DIAMETER:6 FT
A/N: 392206

COLUMN,STRIPPER,DA-282,DEA, D804
HEIGHT:90 FT; DIAMETER:8 FT
A/N: 392206

System 5: S15.3, S15.6,System 5 :AAMMININEERREEGGEENNEERRAATTIIOONNUUNNITITNNOO..22 S15.11

COLUMN,DEA STRIPPER,DA-283, D276
HEIGHT:90 FT; DIAMETER:8 FT
A/N: 392197

SUMP,UNDERGROUND,S-62, DEA, D278
WIDTH: 4 FT 10 IN; DEPTH: 5 FT 2 IN;
LENGTH: 4 FT 3 IN
A/N: 392197

VESSEL,DEA FLASHAND SKIMMER, D279
V-2572,LENGTH: 24 FT; DIAMETER:
13 FT
A/N: 392197

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

ACCUMULATOR, V-2573,DEA D280
STRIPPEROVERHEAD,HEIGHT:11
FT; DIAMETER:8 FT
A/N: 392197

KNOCKOUT POT,V-2591, SOUR D281
WATER,HEIGHT:10 FT; DIAMETER:
4 FT
A/N: 392197

TANK,HOLDING,TK-1770,PRECOAT D245
FILTERBACKWASHWATER,81 BBL;
DIAMETER:9 FT 6 IN;HEIGHT:6 FT
6 IN
A/N: 392206

TANK,HOLDING,TK-2504,PRECOAT D246
MIX, 500 GALS; DIAMETER:5 FT;
HEIGHT:4 FT
A/N: 392206

FILTER,PRECOAT, V-3018,COMMON D254
TO DEA REGENERATIONUNITS 1 & 2
A/N: 392206

FILTER,PREFILTER,V-3134,DEA, D780
COMMONTO DEA REGENERATION
UNITS 1 & 2, LENGTH: 3 FT 7 IN;
DIAMETER:3 FT 6 IN
A/N: 392206

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : GASANDWATERTREATMENT P13.2

FILTER,CARBON,V-3135, DEA, D781
COMMONTO DEA REGENERATION
UNITS 1 & 2, WITHA BASKET
STRAINER(6 IN DIA. X 18 IN
LENGTH),HEIGHT:10 FT;
DIAMETER:6 FT
A/N: 392206

Proce P13.1, P13.2Processss77::SSUULLFFUURRPPRROODDUUCCTTIOIONN

SSyysstteem 11::SSUULLFFUURRRRECOVER S15.3, S15.7,ECOVERYYUUNNITITNNOO..11 S15.11, S18.2

REACTOR,THERMAL,CL-44, D242 H23.12
REFINERYGAS,H2S GAS
A/N: 392206

BURNER,CL-45,AUXILIARYNO. 1, D805
H2S FIRED
A/N: 392206

BURNER,AUXILIARYNO. 2, CL-46, D806
H2S FIRED
A/N: 392206

BURNER,AUXILIARYNO. 3, CL-47, D807
H2S FIRED
A/N: 392206

ABRASIVEBLASTING, D247 C252 H2S: 10 PPMV (5) [RULE
ACCUMULATOR,UNDERGROUND, 468,10-8-1976] ; SOX: 500
S-49, SULFUR,NITROGEN PPMV (5) [RULE 407,4-2-1982]
BLANKETS,WIDTH: 20 FT; DEPTH:
13 FT; LENGTH: 35 FT
A/N: 392206

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR PRODUCTION P13.1, P13.2

SCRUBBER,V-2587, SULFURPIT C252 D247 E336.1
VAPOR,HEIGHT:9 FT; DIAMETER:4
FT
A/N: 392206

FUGITIVEEMISSIONS, D855 HAP: (10) [40CFR63 Subpart H23.1,H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 392206

CONDENSER,CL-538,NO. 1 D888
A/N: 392206

CONDENSER,CL-539,NO. 2 D889
A/N: 392206

CONDENSER,CL-540,NO. 3 D890
A/N: 392206

CONDENSER,CL-541,NO. 4 D891 H2S: 10 PPMV (5) [RULE
A/N: 392206 468,10-8-1976] ; HAP: (10)

[40CFR63 SubpartUUU, #4,2-9-

2005] ; SOX: 250 PPMV (8)
[40CFR60 SubpartJ,6-24-2008]

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

System 2: SULFUR RECOVERYUNIT NO. 2 S15.3, S15.7,System 2 : SULFUR RECOVERYUNIT NO. 2 S15.11, S18.2

REACTOR,THERMAL,CU-49, D275 H23.12
REFINERYGAS,H2S GAS
A/N: 392197

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR PRODUCTION P13.1, P13.2

BURNER,CU-50,AUXILIARYNO. 1, D808
H2S FIRED
A/N: 392197

PIT,ACCUMULATOR, D277 C282 H2S: 10 PPMV (5) [RULE
UNDERGROUND,S-60, SULFUR, 468,10-8-1976] ; SOX: 500
NITROGENBLANKETED,WIDTH: 20 PPMV (5) [RULE 407,4-2-1982]
FT; DEPTH: 13 FT; LENGTH: 35 FT
A/N: 392197

BURNER,CU-51,AUXILIARYNO. 2, D809
H2S FIRED
A/N: 392197

BURNER,CU-52,AUXILIARYNO. 3, D810
H2S FIRED
A/N: 392197

SCRUBBER,V-2610, SULFURPIT C282 D277 E336.2
VAPOR,HEIGHT:9 FT; DIAMETER:4
FT
A/N: 392197

FUGITIVEEMISSIONS, D856 HAP: (10) [40CFR63 Subpart H23.1,H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 392197

CONDENSER,CU 555, NO. 1 D892
A/N: 392197

CONDENSER,CU 556, NO. 2 D893
A/N: 392197

CONDENSER,CU 557, NO. 3 D894
A/N: 392197

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR PRODUCTION P13.1, P13.2

CONDENSER,CU 558, NO. 4 D895 H2S: 10 PPMV (5) [RULE
A/N: 392197 468,10-8-1976] ; HAP: (10)

[40CFR63 SubpartUUU, #4,2-9-

2005] ; SOX: 250 PPMV (8)
[40CFR60 SubpartJ,6-24-2008]

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

System 3: S S18.4System 3 : SCCOOTTTTAAILILGGAASSININCCIINNEERRAATTOORR
INCINERATOR,CATALYTIC,CU-53, C292 S293 NOX:MAJOR CO: 2000 PPMV (5) [RULE C8.5,D29.4,
PROCESSGAS, REFINERY/NATURAL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D82.2,D328.1,
GAS, 15MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.6
A/N: 325684 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

SO2: 250 PPMV (8) [40CFR
60 SubpartJ,6-24-2008]

BURNER,PROCESSGAS,
REFINERY/NATURALGAS, J. T.
THORPE,MODELWCS-GF-SP-
1242-36.0-0.75--40

STACK,HEIGHT:125 FT; DIAMETER: S293 C292
6 FT
A/N: 325684

FUGITIVEEMISSIONS, D857 H23.1,H23.22
MISCELLANEOUS
A/N: 325684

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR PRODUCTION P13.1, P13.2

INCINERATOR,THERMAL,CL-48, C294 S295 NOX:MAJOR CO: 2000 PPMV (5) [RULE C8.4,C8.8,
PROCESSGAS, REFINERY/NATURAL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D82.2,D328.1,
GAS, STANDBY, 27.5MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.6
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 338490 404,2-7-1986]

SO2: 250 PPMV (8) [40CFR
60 SubpartJ,6-24-2008]

BURNER,PROCESSGAS,
REFINERY/NATURALGAS, J. T.
THORPE,MODELWCS-GF-SP-
1242-36.0-0.75--40

STACK S295 C294
A/N: 338490

FUGITIVEEMISSIONS, D858 H23.1,H23.22
MISCELLANEOUS
A/N: 338490

System 4: TAILGAS (SCOT) UNIT NO. 2, REDUCTIONCONTROL S13.5, S15.3,System 4 : TAILGAS (SCOT) UNIT NO. 2, REDUCTIONCONTROL S15.8, S15.11,
S18.3

COLUMN,QUENCH,C-3758,HEIGHT: D499
34 FT; DIAMETER:10 FT
A/N: 325686

ABSORBER,C-3759,HEIGHT:55 FT 6 D500
IN; DIAMETER:10 FT
A/N: 325686

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR PRODUCTION P13.1, P13.2

COLUMN,STRIPPER,C-3760, D501
HEIGHT:86 FT 6 IN; DIAMETER:7 FT
6 IN
A/N: 325686

ACCUMULATOR, STRIPPERCOLUMN, D502
V-3120,HEIGHT:12 FT; DIAMETER:3
FT
A/N: 325686

REACTOR,V-3121,HEIGHT:21 FT 6 D503
IN; DIAMETER:11 FT
A/N: 325686

SUMP,SE-4316,SOLVENTDRIPS D811
(MDEA),WIDTH:5 FT; DEPTH: 8 FT 9
IN; LENGTH: 3 FT 3 IN
A/N: 325686

TANK,HOLDING,TK-1677,MDEA, D264
571 BBL; DIAMETER:15 FT;HEIGHT:
18 FT
A/N: 392205

SSyysstteem 55::TTAAIILLGGA S13.5, S15.3,ASS(S(SCCOOTT))UUNNIITTNNOO..11,,RREEDDUUCCTTIOIONNCCOONNTTRROOLL S15.8, S15.11,
S18.3

COLUMN,QUENCH,SU-285,HEIGHT: D261
34 FT; DIAMETER:10 FT
A/N: 392205

ABSORBER,SU-286,HEIGHT:55 FT 6 D262
IN; DIAMETER:10 FT
A/N: 392205

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:35
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : SULFUR PRODUCTION P13.1, P13.2

COLUMN,STRIPPER,SU-287, D263
HEIGHT:86 FT 6 IN; DIAMETER:7 FT
6 IN
A/N: 392205

TANK,HOLDING,TK-1677,MDEA, D264
571 BBL; DIAMETER:15 FT;HEIGHT:
18 FT
A/N: 392205

SUMP,UNDERGROUND,S-55,MDEA, D265
WIDTH:5 FT 2 IN; DEPTH: 6 FT 2 IN;
LENGTH: 3 FT 11 IN
A/N: 392205

REACTOR,SCOT,V-2598,HEIGHT:21 D267
FT 6 IN; DIAMETER:10 FT 1 IN
A/N: 392205

ACCUMULATOR, V-2599,MDEA D268
STRIPPEROVERHEAD,HEIGHT:12
FT; DIAMETER:3 FT
A/N: 392205

PPrroocceessss88::LLOOAADDIN P13.2INGGAANNDDUUNNLLOOAADDININGG

SSyysstteem 11::CCRRUUDDEEOOILILTTAANNKKCCAR UNLOADINGSYSTEM S1.1, S15.3,AR UNLOADINGSYSTEM S15.11

UNLOADINGARM, TANKCAR, D296
CRUDEOIL, 6 TOTAL;DIAMETER:8
IN
A/N: 325689

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADINGAND UNLOADING P13.2

TANK,SURGE, NO. 2502,CRUDEOIL, D362 HAP: (10) [40CFR63 Subpart H23.15,K67.3
1500 BBL; DIAMETER:20 FT; CC, #2,5-25-2001]

HEIGHT:28 FT
A/N: 325689

KNOCKOUT POT,HEIGHT:8 FT; D307
DIAMETER:3 FT
A/N: 325689

BLOWER,KB-9008,SURGE TANK D828
VENTGAS, 2-HP
A/N: 325689

FUGITIVEEMISSIONS, D861 H23.1
MISCELLANEOUS
A/N: 325689

SSyysstteem 33::LLPPGGTANK S15.3,S15.11TANKCCAARRLLOOAADDININGGAANNDDUUNNLLOOAADDININGG
LOADINGANDUNLOADINGARM, D324
TANKCAR, SWING-TYPE,LPG, WITH
A DOUBLE 3-IN FLEXIBLEHOSEAND
A 1-IN FLEXIBLEHOSE TYPE VAPOR
VENT,4 TOTAL
A/N: 325693

FUGITIVEEMISSIONS, D862 H23.1
MISCELLANEOUS
A/N: 325693

SSyysstteem 44::SSUULLFFUURRTTAANNKKCCAARRAANNDDTTAANNKKTTRRUUCCKKLLOOAADDININGG
LOADINGARM, TANKTRUCK,TOP, D330 C335 SOX: 500 PPMV (5) [RULE
SULFUR,5 TOTAL 407,4-2-1982]

A/N: 325714

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : LOADINGAND UNLOADING P13.2

SSyysstteem 55::VVAAPPOORRRREECCOOVVEERRYYSSYYSSTTEEMM
SCRUBBER,CHEMICAL,V-2604, C335 D330 D359 C8.1,C8.7
HEIGHT:9 FT; DIAMETER:4 FT D360
WITH
A/N: 430800

BLOWER,RA-745, 550 CFM

PPrroocceessss99::WWAASSTTEEWWAATTEERRTTRREEATMENT P13.2ATMENT
System S13.6System11::SSTTOORRMM/P/PRROOCCEESSSUUNNIITTWWAASSTTEEWWAATTEERRTTRREEAATTMMEENNTT
OILWATERSEPARATOR,NO. 1, D336 HAP: (10) [40CFR63 Subpart
WASTEWATER, API-TYPE CC, #2,5-25-2001]

COLLECTIONMECHANISM,WIDTH:
16 FT; DEPTH: 6 FT; LENGTH: 85 FT 4
IN
A/N:

OILWATERSEPARATOR,NO. 2, D337 HAP: (10) [40CFR63 Subpart
WASTEWATER, API-TYPE CC, #2,5-25-2001]

COLLECTORMECHANISM,WIDTH:
16 FT; DEPTH: 6 FT; LENGTH: 85 FT 4
IN
A/N:

OILWATERSEPARATOR,NO. 3, D338 HAP: (10) [40CFR63 Subpart
WASTEWATER, API-TYPE CC, #2,5-25-2001]

COLLECTORMECHANISM,WIDTH:
16 FT; DEPTH: 6 FT; LENGTH: 85 FT 4
IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

SUMP,OIL ANDWATER,FIXED D339
COVER,WIDTH:5 FT; DEPTH: 6 FT 7
IN; LENGTH:10 FT
A/N:

SUMP,PROCESSWATER,CONCRETE D340
WITHOPEN TOP,WIDTH:15 FT;
DEPTH: 8 FT 6 IN; LENGTH:15 FT
A/N:

SUMP,STORMWATER,CONCRETE D341
WITHOPEN TOP,WIDTH:15 FT;
DEPTH: 8 FT 6 IN; LENGTH: 20 FT
A/N:

TANK,AIR FLOATATION,TK-1601, D342
PROCESSWATER,FIXEDROOF,
HEIGHT:16 FT; DIAMETER:26 FT
A/N:

TANK,AIR FLOATATION,TK-1602, D344
PROCESSWATER,FIXEDROOF,
HEIGHT:16 FT; DIAMETER:26 FT
A/N:

SUMP,RES-5, STORMWATER, D345
CONCRETEWITHA SKIMMER
A/N:

SCREEN,CLASSIFYING,DR-4201, D346
MECHANICALTYPE
A/N:

TANK,AIR FLOATATION,TK-1603, D813
STORMWATER,FIXEDROOF,
HEIGHT:16 FT; DIAMETER:26 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

DRAIN SYSTEMCOMPONENT D887 HAP: (10) [40CFR63 Subpart
A/N: CC, #2,5-25-2001]

FUGITIVEEMISSIONS, D945 H23.1
MISCELLANEOUS
A/N:

SSyysstteem 33::OOILILAANNDDWWAATTEERRSSEEPPAARRAT S13.6ATIOIONN##11
OILWATERSEPARATOR,FIXED D347 C524 HAP: (10) [40CFR63 Subpart
ROOF,CPI TYPE, SB-5, SERVINGTHE CC, #2,5-25-2001] ; VOC: 500
COKERAND FLASHERUNITS PPMV (5) [RULE 1176,9-13-
A/N: 455029 1996] ; VOC: 500 PPMV (8)

[40CFR60 SubpartQQQ,10-17-

2000]

CARBONADSORBER,EQUIVALENT C523 C524 D90.10,E128.1,
(OR GREATER)VOLUMETO A 55 E153.2
GALLONCANISTER
A/N: 455029

SCRUBBER,PACKEDCOLUMNWITH C524 D347 C523 C8.6
PALLRINGS,WATEROR
WASTEWATER (ONCETHROUGH),
HEIGHT:6 FT; DIAMETER:4 IN
A/N: 455029

FUGITIVEEMISSIONS, D944 H23.1
MISCELLANEOUS
A/N: 455029

DRAIN SYSTEMCOMPONENT D949 HAP: (10) [40CFR63 Subpart H23.13
A/N: 455029 CC, #2,5-25-2001]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

SSyysstteem 44::OOIILLAANNDDWWAATTEERRSSEPARATION#2 S13.6EPARATION#2
OILWATERSEPARATOR,FIXED D348 C526 HAP: (10) [40CFR63 Subpart
ROOF,CPI-TYPE,SB-6, SERVING CC, #2,5-25-2001] ; VOC: 500
CRUDEUNIT PPMV (5) [RULE 1176,9-13-
A/N: 453496 1996] ; VOC: 500 PPMV (8)

[40CFR60 SubpartQQQ,10-17-

2000]

CARBONADSORBER,EQUIVALENT C525 C526 D90.10,E128.1,
(OR GREATER)VOLUMETO A 55 E153.2
GALLONCANISTER
A/N: 453496

SCRUBBER,PACKEDCOLUMNWITH C526 D348 C525 C8.6
PALLRINGS,WATEROR
WASTEWATER (ONCETHROUGH),
HEIGHT:6 FT; DIAMETER:4 IN
A/N: 453496

FUGITIVEEMISSIONS, D868 H23.1
MISCELLANEOUS
A/N: 453496

DRAIN SYSTEMCOMPONENT D950 HAP: (10) [40CFR63 Subpart H23.13
A/N: 453496 CC, #2,5-25-2001]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

S S13.6Syysstteem 55::OOILILAANNDDWWAATTEERRSSEEPPAARRAATTIIOONN##33
OILWATERSEPARATOR,FIXED D349 C528 HAP: (10) [40CFR63 Subpart H23.13
ROOF,CPI-TYPE,SB-41,SERVING CC, #2,5-25-2001] ; VOC: 500
SULFURPLANT, PPMV (5) [RULE 1176,9-13-
HYDRODESULFURIZATIONUNIT 1996] ; VOC: 500 PPMV (8)
DHT-3& HYDROGENPLANT [40CFR60 SubpartQQQ,10-17-

A/N: 453493 2000]

CARBONADSORBER,EQUIVALENT C527 C528 D90.10,E128.1,
(OR GREATER)VOLUMETO A 55 E153.2
GALLONCANISTER
A/N: 453493

SCRUBBER,PACKEDCOLUMNWITH C528 D349 C527 C8.6
PALLRINGS,WATEROR
WASTEWATER (ONCETHROUGH),
HEIGHT:6 FT; DIAMETER:4 IN
A/N: 453493

FUGITIVEEMISSIONS, D869 H23.1
MISCELLANEOUS
A/N: 453493

DRAIN SYSTEMCOMPONENT D951 HAP: (10) [40CFR63 Subpart H23.13
A/N: 453493 CC, #2,5-25-2001]

P P13.2Prroocceessss1100::SSTTOORRAAGGEETTAANNKKSS

SSyysstteem 11::FFIIXXEEDDRROOOOFFTTAANNKKSS
STORAGETANK,FIXEDROOF,NO. D352 B22.1,H23.2,
16, 79022 BBL; DIAMETER:117 FT 4 K67.3
IN;HEIGHT:41 FT 6 IN
A/N: 325724

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,FIXEDROOF,NO. D353 C1.3,H23.2
17, FUELOIL, 79113 BBL; DIAMETER:
117 FT 3 IN;HEIGHT:41 FT 6 IN
A/N: 325877

STORAGETANK,FIXEDROOF,NO. D354 C1.4
18, HEAVYFLASHDISTILLATE,79135
BBL; DIAMETER:117 FT 3 IN;
HEIGHT:41 FT 5 IN
A/N: 325726

STORAGETANK,FIXEDROOF, D359 C335 SOX: 500 PPMV (5) [RULE
HEATED,NO. 1678, SULFUR, 407,4-2-1982]

INSULATED,16450 BBL; DIAMETER:
70 FT;HEIGHT:24 FT
A/N: 325733

STORAGETANK,FIXEDROOF, D360 C335 SOX: 500 PPMV (5) [RULE
HEATED,NO. 1679, SULFUR, 407,4-2-1982]

INSULATED,16450BBL; DIAMETER:
70 FT;HEIGHT:24 FT
A/N: 325735

STORAGETANK,FIXEDROOF,TK D363 K67.3
2507, DIESELSTABILITYADDITIVE
DISTILLATE,11700 GALS;
DIAMETER:10 FT;HEIGHT:19 FT 11
IN
A/N: 325737

STORAGETANK,FIXEDROOF,NO. D86 E134.1
2230, AMMONIUMPOLYSULFIDE,
20000 GALS; DIAMETER:15 FT;
HEIGHT:18 FT
A/N: 325622

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

FUGITIVEEMISSIONS, D870 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 325622

SSyysstteem 22::EEXXTTEERRNNAALLFFLLOOAATTININGGRROOOOFFTTAANNKS S13.3KS
STORAGETANK,EXTERNAL D365 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 1, WITHA CC, #2,5-25-2001]

STEAMHEATINGCOILAND JET
MIXER, 78000 BBL; DIAMETER:117
FT 3 IN;HEIGHT:41 FT 10 IN WITH
A/N: 325742

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A,WIPER TYPE

STORAGETANK,EXTERNAL D366 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 2, WITHA CC, #2,5-25-2001]

STEAMHEATINGCOILAND A
MIXER, 80000 BBL; DIAMETER:117
FT;HEIGHT:42 FT WITH
A/N: 487988

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D367 H23.3, K67.3
FLOATINGROOF,NO. 3, 80000 BBL;
DIAMETER:117 FT;HEIGHT:43 FT
WITH
A/N: 325744

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D369 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 5, WITHA CC, #2,5-25-2001]

STEAMHEATINGCOILAND JET
MIXER, 78000 BBL; DIAMETER:117
FT 3 IN;HEIGHT:41 FT 10 IN WITH
A/N: 325745

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D370 HAP: (10) [40CFR63 Subpart C1.3
FLOATINGROOF,NO. 6, HEAVYGAS CC, #2,5-25-2001]

OIL, WITH STEAMHEATINGCOILS
AND A MIXER, 78778 BBL;
DIAMETER:117 FT 2 IN;HEIGHT:41
FT 4 IN WITH
A/N: 325746

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D373 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 9, 80000 BBL; CC, #2,5-25-2001]

DIAMETER:117 FT 2 IN;HEIGHT:41
FT 8 IN WITH
A/N: 325748

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D374 H23.3, K67.3
FLOATINGROOF,NO. 10, 85000 BBL;
DIAMETER:117 FT;HEIGHT:45 FT
WITH
A/N: 325749

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D376 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 12, 80000 BBL; CC, #2,5-25-2001]

DIAMETER:117 FT;HEIGHT:42 FT
WITH
A/N: 325751

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D377 H23.3, K67.3
FLOATINGROOF,NO. 13, 80000 BBL;
DIAMETER:117 FT;HEIGHT:42 FT
WITH
A/N: 325752

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D379 K67.3
FLOATINGROOF,N0. 21, 82700 BBL;
DIAMETER:117 FT;HEIGHT:43 FT
WITH
A/N: 325756

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D380 H23.12,H23.17,
FLOATINGROOF,NO. 42, K67.3
SOUR/OILY/FLASHWATER,WITHA
MIXER, 41000 BBL; DIAMETER:95 FT
7 IN;HEIGHT:32 FT 10.625 IN WITH
A/N: 487993

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,EXTERNAL D381 B22.6,C1.22,
FLOATINGROOF,NO. 44, 42707 BBL; H23.17,K67.3
DIAMETER:95 FT 7 IN;HEIGHT:33
FT 5 IN WITH
A/N: 487971

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED,WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D382 HAP: (10) [40CFR63 Subpart H23.13,H23.23,
FLOATINGROOF,NO. 45, WELDED, CC, #2,5-25-2001] K67.3
37000 BBL; DIAMETER:78 FT 10 IN;
HEIGHT:42 FT 8 IN WITH
A/N: 403157

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D384 H23.3, K67.3
FLOATINGROOF,NO. 47, 35000 BBL;
DIAMETER:90 FT;HEIGHT:32 FT
WITH
A/N: 325633

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D389 HAP: (10) [40CFR63 Subpart B22.3,C1.7,
FLOATINGROOF,NO. 280, 80000 BBL; CC, #2,5-25-2001] H23.3
DIAMETER:117 FT;HEIGHT:42 FT
WITH
A/N: 325638

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D394 HAP: (10) [40CFR63 Subpart C1.17,H23.4
FLOATINGROOF,NO. R-510,WITH CC, #2,5-25-2001]

TWOMIXERS, 320000 BBL;
DIAMETER:218 FT;HEIGHT:50 FT
WITH
A/N: 487992

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:51
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D395 HAP: (10) [40CFR63 Subpart C1.17,H23.4
FLOATINGROOF,NO. R-511, CC, #2,5-25-2001]

WELDED,WITH TWOMIXERS, 320000
BBL; DIAMETER:218 FT;HEIGHT:50
FT WITH
A/N: 487990

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,EXTERNAL D396 HAP: (10) [40CFR63 Subpart C1.1,H23.4
FLOATINGROOF,NO. R-512, CC, #2,5-25-2001]

WELDED,WITH TWOMIXERS, 320000
BBL; DIAMETER:218 FT;HEIGHT:50
FT WITH
A/N: 487989

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D397 HAP: (10) [40CFR63 Subpart C1.1,H23.4
FLOATINGROOF,NO. R513, WITH CC, #2,5-25-2001]

TWO TANKMIXERS, 320000 BBL;
DIAMETER:218 FT 6 IN;HEIGHT:50
FT WITH
A/N: 487979

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,EXTERNAL D398 HAP: (10) [40CFR63 Subpart C1.18,H23.24
FLOATINGROOF,NO. 1628, 15000 CC, #2,5-25-2001]

BBL; DIAMETER:48 FT;HEIGHT:51
FT WITH
A/N: 325651

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D399 HAP: (10) [40CFR63 Subpart C1.18,H23.24
FLOATINGROOF,NO. 1629, CC, #2,5-25-2001]

WELDED,15000 BBL; DIAMETER:48
FT;HEIGHT:51 FT WITH
A/N: 392762

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D400 HAP: (10) [40CFR63 Subpart C1.16,H23.16
FLOATINGROOF,NO. 1646, 170000 CC, #2,5-25-2001]

BBL; DIAMETER:160 FT;HEIGHT:51
FT WITH
A/N: 325660

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D401 HAP: (10) [40CFR63 Subpart C1.12,E193.5,
FLOATINGROOF,NO. 1647, CC, #2,5-25-2001] H23.13,H23.17
WASTEWATER, WITHA MIXER,
200000 BBL; DIAMETER:180 FT;
HEIGHT:51 FT WITH
A/N: 487818

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,EXTERNAL D402 HAP: (10) [40CFR63 Subpart B22.5,C1.15,
FLOATINGROOF,NO. 1648, 170000 CC, #2,5-25-2001] H23.16
BBL; DIAMETER:160 FT;HEIGHT:51
FT WITH
A/N: 398198

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE, RIM-MOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D404 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 2155, 80000 CC, #2,5-25-2001]

BBL; DIAMETER:120 FT;HEIGHT:40
FT WITH
A/N: 325668

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D407 H23.12,H23.17,
FLOATINGROOF,NO. 2270, K67.3
SOUR/OILY/FLASHWATER,WITHA
MIXER, 38000 BBL; DIAMETER:75 FT;
HEIGHT:48 FT WITH
A/N: 348539

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D408 HAP: (10) [40CFR63 Subpart H23.12,H23.13,
FLOATINGROOF,NO. 2272, 15500 CC, #2,5-25-2001] H23.17,K67.3
BBL; DIAMETER:48 FT;HEIGHT:48
FT WITH
A/N: 487977

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,EXTERNAL D409 K67.3
FLOATINGROOF,NO. 2274,
WELDED,255000 BBL; DIAMETER:
195 FT;HEIGHT:48 FT WITH
A/N: 396890

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
LIQUIDMOUNTEDRESILIENT
FOAM-FILLED

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D410 HAP: (10) [40CFR63 Subpart H23.3, K67.3
FLOATINGROOF,NO. 2275, WITH 2 CC, #2,5-25-2001]

JETMIXERS,170000 BBL; DIAMETER:
160 FT;HEIGHT:48 FT WITH
A/N: 325683

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D411 H23.12,H23.13,
FLOATINGROOF,NO. 2282, WITH H23.17,K67.3
INTERNALHEATINGCOILS,8300
BBL; DIAMETER:45 FT;HEIGHT:30
FT 8 IN WITH
A/N: 487976

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYB OR
BETTER , WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,EXTERNAL D412 H23.12,H23.13,
FLOATINGROOF,NO. 2283, WITH H23.17,K67.3
HEATINGCOILS,6720 BBL;
DIAMETER:40 FT;HEIGHT:30 FT
WITH
A/N: 423656

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D413 H23.17,K67.3
FLOATINGROOF,NO. 2284, 1400 BBL;
DIAMETER:25 FT;HEIGHT:15 FT
WITH
A/N: 325690

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D414 H23.13,H23.23,
FLOATINGROOF,NO. 2285, 8373 BBL; K67.3
DIAMETER:45 FT;HEIGHT:30 FT
WITH
A/N: 325692

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D415 H23.13,H23.23,
FLOATINGROOF,NO. 2286, K67.3
WELDED,9900 BBL; DIAMETER:45
FT;HEIGHT:35 FT WITH
A/N: 395159

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D416 K67.3
FLOATINGROOF,NO. TK-2287,35000
BBL; DIAMETER:81 FT;HEIGHT:40
FT WITH
A/N: 325695

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

STORAGETANK,EXTERNAL D417 HAP: (10) [40CFR63 Subpart B22.2,C1.2,
FLOATINGROOF,NO. 2288, 11300 CC, #2,5-25-2001] H23.3
BBL; DIAMETER:45 FT;HEIGHT:40
FT WITH
A/N: 325696

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D418 HAP: (10) [40CFR63 Subpart B22.2,C1.2,
FLOATINGROOF,NO. 2289, 11300 CC, #2,5-25-2001] H23.3
BBL; DIAMETER:45 FT;HEIGHT:40
FT WITH
A/N: 325697

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D419 K67.3
FLOATINGROOF,NO. 2341,HEIGHT:
48 FT; DIAMETER:160 FT WITH
A/N: 325699

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDMOUNTEDRESILIENT
FOAM-FILLED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D420 HAP: (10) [40CFR63 Subpart C1.14,H23.16
FLOATINGROOF,NO. 2500, WITHA CC, #2,5-25-2001]

JETMIXER, 55000 BBL; DIAMETER:
90 FT;HEIGHT:48 FT WITH
A/N: 487974

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

FUGITIVEEMISSIONS, D871 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 487974

System S13.2System33::PPRREESSSUURRIIZZEEDDTTAANNKKSS
STORAGETANK,PRESSURIZED,NO. D422 C465C469
2170, 7000 BBL; DIAMETER:42 FT 3 D938 D939
IN
A/N: 325700

STORAGETANK,PRESSURIZED,NO. D423 C465C469
2127, 7000 BBL; DIAMETER:42 FT D938 D939
A/N: 325701

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,PRESSURIZED,NO. D424 C465C469
2222, 8500 BBL; DIAMETER:45 FT 4 D938 D939
IN
A/N: 325702

STORAGETANK,PRESSURIZED,NO. D425 C465C469
2223, 8500 BBL; DIAMETER:45 FT 4 D938 D939
IN
A/N: 325703

FUGITIVEEMISSIONS, D872 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 325703

SSyysstteem 44::TTEEMMPPOORRAARRYYTTAANNKKSS
STORAGETANK,FIXEDROOF,API D426 C427 VOC: 500 PPMV (4) [RULE C1.9,H23.5
SLUDGE,500 BBL; WIDTH: 7 FT 6 IN; 1303(a)(1)-BACT,5-10-1996;RULE

HEIGHT:12 FT; LENGTH: 35 FT 1303(a)(1)-BACT,12-6-2002]

A/N: 325704

CARBONADSORBER,ACTIVATED C427 D426 D90.5,E128.1,
CARBON,2 TOTAL,200 LBS E153.3
A/N: 325704

FUGITIVEEMISSIONS, D873 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 325704

Sys S13.3Systteem 55::ININTTEERRNNAALLFFLLOOAATTIINNGGRROOOOFFTTAANNKKSS
STORAGETANK,INTERNAL D372 C1.20,C6.1
FLOATINGROOF,NO. 7, 80000 BBL;
DIAMETER:117 FT 3 IN;HEIGHT:42
FT WITH
A/N: 325747

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

FLOATINGROOF, PAN, RIVETED
SHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D388 HAP: (10) [40CFR63 Subpart C6.1, K67.3
FLOATINGROOF,NO. 274, RIVETED, CC, #2,5-25-2001]

80373 BBL; DIAMETER:117 FT 3 IN;
HEIGHT:41 FT WITH
A/N: 393102

FLOATINGROOF, PAN

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDMOUNTEDRESILIENT
FOAM-FILLED

FUGITIVEEMISSIONS, D947 H23.1
MISCELLANEOUS
A/N: 393102

SSyysstteem 66::PPRREESSSUURRIZIZEEDDSSTTOORRAAGGEETTAANNKK,,IINNOORRGGAANNIICC
STORAGETANK,PRESSURIZED,NO. D915 E71.1
V-3147,ANHYDROUSAMMONIA,SET
AT265 PSIG, SERVES SCOTUNITS
1&2, WITH PRV VENT TO
ATMOSPHERE,500 GALS; DIAMETER:
3 FT 5 IN; LENGTH:5 FT 9 IN
A/N: 337469

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

STORAGETANK,PRESSURIZED,NO. D917 E71.2,E144.1
V-3154,AQUEOUSAMMONIA,19%,
WITH TWO PRV/RUPTUREDISKS
VENT TO ATMOSPHERE,WITH
NITROGENBLANKET,SUBMERGED
FILLING,11420 GALS; DIAMETER:9
FT; LENGTH: 21 FT
A/N: 426497

SSyysstteem 77::DDOOMMEEDDEEXXTTEERRNNAALLFFLLOOAATTIINNGGRROOOOFFTTAANNKKSS
STORAGETANK,WELDED SHELL, D378 HAP: (10) [40CFR63 Subpart C1.26,H23.5,
DOMEDEXTERNALFLOATING CC, #3A,5-25-2001] K67.5
ROOF,NO. 15, MIXEDNAPHTHA,
79000 BBL; DIAMETER:117 FT;
HEIGHT:40 FT WITH
A/N: 460933

DOME COVER,GEODESIC

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

GUIDEPOLE,GASKETEDSLIDING
COVER,WITHWIPER,
UNSLOTTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

FUGITIVEEMISSIONS, D948 H23.1
MISCELLANEOUS
A/N: 460933

PPrroocceessss1111::SSTTEEAAMMGGEENNEERRAATTIIOONN

SSyysstteem 11::BBOOILILEERRSS
BOILER,NO. 10, REFINERY/NATURAL D429 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.1
GAS, WITHLOW NOX BURNER,FLUE SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
GAS RECIRCULATION, 352 MAJOR SOURCE** GRAINS/SCF (5) [RULE
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 404,2-7-1986]

BURNER,4 BURNERS,
REFINERY/NATURALGAS, B &W,
MODEL PFI 28-16,WITHLOW
NOX BURNER

PPrroocceessss1122::MMISISCCEELLLLAANNEEOOUUSS

SSyysstteem 11::SSLLUUDDGGEEHHAANNDDLLININGG
TANK,GRAVITYSETTLING,TK-2518, D431 C435 HAP: (10) [40CFR63 Subpart
SLUDGE,WITH INTERNALRAKES, CC, #2,5-25-2001] ; VOC: 500
HEIGHT:12 FT; DIAMETER:35 FT PPMV (4) [RULE 1303(a)(1)-
A/N: 487975 BACT,5-10-1996]

TANK,DAF,TK-2520,WITH FLOAT D432 C434 VOC: 500 PPMV (4) [RULE
COLLECTOR,180 BBL; DIAMETER:9 1303(a)(1)-BACT,5-10-1996;RULE

FT;HEIGHT:16 FT 1303(a)(1)-BACT,12-6-2002]

A/N: 487975

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 :MISCELLANEOUS

TANK,FIXEDROOF,TK-2519,SPARE, D433 C435 VOC: 500 PPMV (4) [RULE
230 BBL; DIAMETER:9 FT;HEIGHT: 1303(a)(1)-BACT,5-10-1996;RULE

20 FT 1303(a)(1)-BACT,12-6-2002]

A/N: 487975

CARBONADSORBER,ACTIVATED C434 D432 D90.1,E128.1,
CARBON,2 TOTAL IN PARALLEL,150 E153.2,H116.1
LBS
A/N: 487975

CARBONADSORBER,ACTIVATED C435 D431D433 D90.1,E128.1,
CARBON,2 TOTAL IN PARALLEL,150 E153.2,H116.1
LBS
A/N: 487975

SSyysstteem 44::MMAAIINNTTEENNAANNCCEEDDRROOPP-O-OUUTT
VESSEL,MAINTENANCEDROP-OUT, D448 HAP: (10) [40CFR63 Subpart
V-2420,LENGTH: 20 FT; DIAMETER: CC, #2,5-25-2001]

10 FT
A/N: 325710

KNOCKOUT POT,V-2421,LENGTH: 7 D449 C465C469
FT 8 IN; DIAMETER:4 FT D938 D939
A/N: 325710

FUGITIVEEMISSIONS, D875 H23.1
MISCELLANEOUS
A/N: 325710

SSyysstteem 77::FFUUEELLSSTTOORRAAGGEEAANNDDDDISISPPEENNSSININGG
STORAGETANK,ABOVEGROUND, D759 C1.19, J109.1
GASOLINE,CONVAULT TYPE, 2000
GALS;WIDTH: 8 FT;HEIGHT:5 FT 6
IN; LENGTH:11 FT 3 IN
A/N: 325712

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 :MISCELLANEOUS

FUELDISPENSINGNOZZLE, D760 D330.1, J110.1
GASOLINE,WITHA TANKTOP
MOUNTEDDISPENSERAND A PHASE
II VAPORRECOVERYSYSTEM
A/N: 325712

STORAGETANK,ABOVEGROUND, D761 C1.6
DIESELFUEL,CONVAULT TYPE, 1000
GALS;WIDTH:5 FT 8 IN;HEIGHT:4
FT 4 IN; LENGTH:11 FT
A/N: 325712

FUELDISPENSINGNOZZLE,DIESEL, D762
WITHA TANKTOP MOUNTED
DISPENSER
A/N: 325712

SSyysstteem 88::EEMMEERRGGEENNCCYYICICEENNGGININEESS
INTERNALCOMBUSTIONENGINE, D785 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,B61.3,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- C1.11,C1.27,
CATERPILLAR,MODELNO. 3208, 235 PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- D12.2,H23.26,
BHP 7-1986] ; SOX: 6.24 LBS/1000 H23.31,K67.2
A/N: 325713 GAL DIESEL (1) [RULE

2011,5-6-2005]

SSyysstteem 99::NNOONN-E-EMMEERRGGEENNCCYYIICCEENNGGIINNEE
INTERNALCOMBUSTIONENGINE, D791 NOX: PROCESS NOX: 544 LBS/1000GAL B61.2, D29.1,
NON-EMERGENCY,CR-8,CRANE UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- H23.32,K67.8
MOTOR,DIESELFUEL, DETROIT, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2-
MODELDDC 6V-71N,252 BHP 7-1986] ; SOX: 6.24 LBS/1000
A/N: 327224 GAL DIESEL (1) [RULE

2011,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 :MISCELLANEOUS

INTERNALCOMBUSTIONENGINE, D826 NOX: PROCESS NOX: 344 LBS/1000GAL B61.2, D29.1,
NON-EMERGENCY,PW-69,WELDING UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- H23.32,K67.8
MOTOR,DIESELFUEL, PERKINS, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2-
MODEL PERKINSUS236, 57 BHP 7-1986] ; SOX: 6.24 LBS/1000
A/N: 342285 GAL DIESEL (1) [RULE

2011,5-6-2005]

PPrroocceessss1144::AAIRIRPPOOLLLLUUTTIOIONNCCOONNT P18.1TRROOLL

SSyysstteem 11::EEAASSTTFFLLAARE S S31.3RE SYYSSTTEEMM
FLARE,ELEVATEDWITH STEAM C465 D422 D423 D12.3,D323.2,
INJECTION,SA-4,WITHA JOHN ZINK D424D425 E193.4,H23.29,
FLARE TIP AND FOUR CONTINUOUS D449D466 I1.1
PILOT BURNERS,HEIGHT:175 FT; D753
DIAMETER:3 FT
A/N:

KNOCKOUT POT,V-2254 D466 C465
A/N:

KNOCKOUT POT,V-3052 D467
A/N:

KNOCKOUT POT,V-3053 D468
A/N:

FUGITIVEEMISSIONS, D876 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #2,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : AIR POLLUTIONCONTROL P18.1

System 2:WEST FLARE SYSTEM S31.3System 2 :WEST FLARE SYSTEM
FLARE, SA-6,WITHA JOHNZINK C469 D422 D423 D12.3,D323.2,
FLARE TIP, THREEAUTOMATIC D424 D425 E193.4,H23.29,
STEAM SUPPLYCONTROLS,HEIGHT: D449D470 I1.1
175 FT; DIAMETER:2 FT 6 IN
A/N:

KNOCKOUT POT,V-2540 D470 C469
A/N:

FUGITIVEEMISSIONS, D877 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #2,5-25-2001]

A/N:

PPrroocceessss1155::RR212199EEXXEEMMPPTTEEQQUUIIPPMMEENNTTSSUUBBJJEECCTTTTOOSSOOUURRCCEESSPPEECCIIFFICICRRUULLEESS
RULE 219 EXEMPTEQUIPMENT,AIR E879 H23.7
CONDITIONINGUNITS

RULE 219 EXEMPTEQUIPMENT, E880 H23.7
REFRIGERATIONUNITS

RULE 219 EXEMPTEQUIPMENT, E881 H23.8
COOLINGTOWERS

RULE 219 EXEMPTEQUIPMENT, E882 H23.20
REFRIGERANTRECOVERYAND/OR
RECYCLINGUNITS,

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : R219 EXEMPT EQUIPMENT SUBJECT TO SOURCE SPECIFICRULES

RULE 219 EXEMPTEQUIPMENT, E884 VOC: (9) [RULE 1107,11-9- H23.19
COATINGEQUIPMENT,LOW USE OR 2001;RULE1107,1-6-2006;RULE

EMISSIONS 1171,11-7-2003;RULE1171,2-1-

2008]

RULE 219 EXEMPTEQUIPMENT, E885 VOC: (9) [RULE 1113,11-8- K67.4
COATINGEQUIPMENT,PORTABLE, 1996;RULE1113,7-13-2007;RULE

ARCHITECTURALCOATINGS 1171,11-7-2003;RULE1171,2-1-

2008]

RULE 219 EXEMPTEQUIPMENT,FIRE E886 H23.9
EXTINGUISHINGEQUIPMENTUSING
HALONS

RULE 219 EXEMPTEQUIPMENT, E913 VOC: (9) [RULE 1171,11-7- H23.21
CLEANINGEQUIPMENT 2003;RULE1171,2-1-2008]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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SECTIOND: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D1 1 1 1

D2 1 1 1

D3 1 1 1

D4 1 1 1

D5 1 1 1

D6 1 1 1

D8 1 1 1

D9 2 1 1

D10 5 1 8

D11 2 1 1

D12 5 1 8

D16 2 1 1

D17 5 1 8

D55 5 1 8

D59 2 1 2

D64 3 1 4

D65 3 1 4

D66 3 1 4

D69 3 1 4

D70 4 1 4

D77 4 1 4

D78 4 1 5

D79 4 1 5

D80 5 2 1

D81 5 2 1

D82 6 2 1

D83 6 2 1

D84 6 2 1

D85 6 2 1

D86 42 10 1

D95 7 2 1

D96 7 2 1

D97 7 2 1

D99 7 2 1

D103 7 2 1

D104 7 2 2
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CONOCOPHILLIPSCOMPANY

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D105 8 2 2

D106 8 2 3

D107 8 2 3

D108 9 2 4

D109 9 2 4

D110 9 2 4

D111 9 2 4

D112 9 2 4

D113 9 2 4

D114 9 2 4

D115 10 2 4

D116 10 2 5

D117 10 2 5

D118 10 2 5

D119 10 2 5

D120 10 2 5

D123 10 2 5

D124 10 2 5

D125 10 2 5

D126 11 2 5

D127 11 3 1

D128 11 3 1

D129 11 3 1

D130 11 3 1

D131 11 3 1

D136 11 3 1

D137 12 3 1

D138 12 3 1

D139 12 3 1

D140 12 3 1

D141 12 3 1

D142 12 3 1

D143 12 3 1

D144 12 3 1

D145 13 3 1

D146 13 3 1
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D148 13 3 1

D169 13 3 1

D170 13 3 1

D174 14 3 2

D175 14 4 1

D176 14 4 1

D177 14 4 1

D178 15 4 1

D179 15 4 1

D180 15 4 1

D181 15 4 1

D182 15 4 1

D183 15 4 1

D184 15 4 1

D185 16 4 1

D186 16 4 1

D187 16 4 1

D188 16 4 1

D190 16 4 1

D191 16 4 1

D192 16 4 1

D193 16 4 1

D194 17 4 1

D201 17 4 1

D202 17 4 1

D203 17 4 1

D206 17 4 1

D207 17 4 1

D210 18 4 2

D211 18 5 1

D216 19 5 2

D217 19 5 2

D219 19 5 2

D220 19 5 2

D221 22 6 1

D222 22 6 1



SectionD Page:76
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D223 22 6 1

D224 23 6 1

D225 23 6 1

D227 23 6 1

D229 23 6 2

D230 24 6 2

D231 24 6 2

D232 24 6 2

D233 24 6 2

D234 24 6 2

D235 24 6 3

D236 24 6 3

D237 25 6 3

D238 25 6 3

D239 25 6 3

D240 25 6 3

D241 25 6 3

D242 29 7 1

D244 25 6 4

D245 26 6 4

D245 28 6 5

D246 26 6 4

D246 28 6 5

D247 29 7 1

D248 26 6 4

D249 26 6 4

D250 26 6 4

D251 26 6 4

C252 30 7 1

D254 26 6 4

D254 28 6 5

D261 34 7 5

D262 34 7 5

D263 35 7 5

D264 34 7 4

D264 35 7 5
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D265 35 7 5

D267 35 7 5

D268 35 7 5

D275 30 7 2

D276 27 6 5

D277 31 7 2

D278 27 6 5

D279 27 6 5

D280 28 6 5

D281 28 6 5

C282 31 7 2

C292 32 7 3

S293 32 7 3

C294 33 7 3

S295 33 7 3

D296 35 8 1

D307 36 8 1

D324 36 8 3

D330 36 8 4

C335 37 8 5

D336 37 9 1

D337 37 9 1

D338 37 9 1

D339 38 9 1

D340 38 9 1

D341 38 9 1

D342 38 9 1

D344 38 9 1

D345 38 9 1

D346 38 9 1

D347 39 9 3

D348 40 9 4

D349 41 9 5

D352 41 10 1

D353 42 10 1

D354 42 10 1
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Device Index For SectionD

Device ID SectionD PageNo. Process System

D359 42 10 1

D360 42 10 1

D362 36 8 1

D363 42 10 1

D364 23 6 1

D365 43 10 2

D366 43 10 2

D367 44 10 2

D369 44 10 2

D370 45 10 2

D372 63 10 5

D373 45 10 2

D374 46 10 2

D376 46 10 2

D377 47 10 2

D378 65 10 7

D379 47 10 2

D380 48 10 2

D381 48 10 2

D382 49 10 2

D384 49 10 2

D388 64 10 5

D389 50 10 2

D394 50 10 2

D395 51 10 2

D396 51 10 2

D397 52 10 2

D398 52 10 2

D399 53 10 2

D400 53 10 2

D401 54 10 2

D402 54 10 2

D404 55 10 2

D407 55 10 2

D408 56 10 2

D409 56 10 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D410 57 10 2

D411 57 10 2

D412 58 10 2

D413 58 10 2

D414 59 10 2

D415 59 10 2

D416 60 10 2

D417 60 10 2

D418 61 10 2

D419 61 10 2

D420 62 10 2

D421 23 6 1

D422 62 10 3

D423 62 10 3

D424 63 10 3

D425 63 10 3

D426 63 10 4

C427 63 10 4

D429 66 11 1

D431 66 12 1

D432 66 12 1

D433 67 12 1

C434 67 12 1

C435 67 12 1

D448 67 12 4

D449 67 12 4

C465 69 14 1

D466 69 14 1

D467 69 14 1

D468 69 14 1

C469 70 14 2

D470 70 14 2

D471 19 5 3

D472 19 5 3

D477 20 5 3

D479 20 5 3
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D479 21 5 4

D480 20 5 3

C484 20 5 3

C484 22 5 4

D486 20 5 4

D487 20 5 4

D489 21 5 4

D490 21 5 4

D491 21 5 4

D492 21 5 4

D493 21 5 4

D494 21 5 4

D499 33 7 4

D500 33 7 4

D501 34 7 4

D502 34 7 4

D503 34 7 4

C523 39 9 3

C524 39 9 3

C525 40 9 4

C526 40 9 4

C527 41 9 5

C528 41 9 5

D758 7 2 1

D759 67 12 7

D760 68 12 7

D761 68 12 7

D762 68 12 7

D780 27 6 4

D780 28 6 5

D781 27 6 4

D781 29 6 5

D785 68 12 8

D791 68 12 9

D796 6 2 1

D797 6 2 1
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Device Index For SectionD

Device ID SectionD PageNo. Process System

D798 6 2 1

D799 6 2 1

D800 13 3 1

D801 15 4 1

D802 17 4 1

D803 18 5 1

D804 27 6 4

D805 29 7 1

D806 29 7 1

D807 29 7 1

D808 31 7 2

D809 31 7 2

D810 31 7 2

D811 34 7 4

D813 38 9 1

D826 69 12 9

D828 36 8 1

D832 2 1 1

D835 4 1 4

D838 7 2 1

D841 8 2 3

D842 13 3 1

D846 17 4 1

D848 18 5 1

D849 19 5 2

D851 22 5 4

D852 23 6 1

D854 25 6 3

D855 30 7 1

D856 31 7 2

D857 32 7 3

D858 33 7 3

D861 36 8 1

D862 36 8 3

D868 40 9 4

D869 41 9 5



SectionD Page:82
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D870 43 10 1

D871 62 10 2

D872 63 10 3

D873 63 10 4

D875 67 12 4

D876 69 14 1

Device Index For SectionD

Device ID SectionD PageNo. Process System

D877 70 14 2

E879 70 15 0

E880 70 15 0

E881 70 15 0

E882 70 15 0

E884 71 15 0

E885 71 15 0

E886 71 15 0

D887 39 9 1

D888 30 7 1

D889 30 7 1

D890 30 7 1

D891 30 7 1

D892 31 7 2

D893 31 7 2

D894 31 7 2

D895 32 7 2

D896 17 4 1

E913 71 15 0

D915 64 10 6

D917 65 10 6

D944 39 9 3

D945 39 9 1

D947 64 10 5

D948 66 10 7

D949 39 9 3

D950 40 9 4
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD PageNo. Process System

D951 41 9 5

D952 9 2 4
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designated No.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not purchase diesel fuel containing sulfur compounds in excess of 15 ppm by weight as
suppliedby the supplier.

This condition shall become e«ective on or after June 1, 2004.

[RULE 431.2, 5-4-1990; RULE 431.2,9-15-2000]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table 1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001;RULE 2004, 4-6-2007]

F34.2 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hourperiod.

[RULE 431.1, 6-12-1998]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

CONSENT DECREE CIVIL NO. H-05-0258. The facility shall send the District a copy of the semiannual
updates sent to the EPA of the speci©c requirement of emission standards and limitations from the Consent
Decree as well as dates of compliance for the requirementnot yet ful©lled.

40 CFR 60 SubpartA

40 CFR 61 SubpartA

40 CFR 63 SubpartA

[40CFR 60 Subpart A, 5-16-2007; 40CFR 61 Subpart A, 5-16-2007; 40CFR 63 Subpart A, 5-16-2007;
CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphereoriginated from the equipment.

PROCESSCONDITIONS

P13.1 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Processessubject to this condition : 7]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

P13.2 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Benzene 40CFR61, SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Processessubject to this condition : 1, 2, 3, 4, 5, 6, 7, 8, 9, 10]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

P18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Crude DistillationUnit (Process:1, System: 1)

Vacuum Flash Unit (Process:1, System: 4)

DelayedCokingUnit (Process:2, System: 1)

Coker Blowdown (Process:2, System: 3)

FCC Feed (GasOil) HydrodesulfurizationUnit DHT-3 (Process:3, System: 1)

FCC Feed (GasOil) HydrodesulfurizationUnit 120 (Process:3, System: 3)

HydrogenPlant (Process:4, System: 1)

Gas Production (Process:5, System: 1, 2, 3, and 4)

Gas andWaterTreatment(Process:6, System: 1, 2, 3, 4, and 5)

Sulfur RecoveryUnit No. 1 (Process:7, System: 1)

Sulfur RecoveryUnit No. 2 (Process:7, System: 2)

Tail Gas (Scot) Unit 2 (Process:7, System: 4)

Tail Gas (Scot) Unit No. 1 (Process:7, System: 5)

CrudeOil TankCar UnloadingSystem (Process:8, System: 1)

LPG TankCar Loading and UnloadingSystem (Process:8, System: 3)

SourWater Oxidizer (Process:1, System: 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Processessubject to this condition : 14]

SYSTEM CONDITIONS
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S1.1 The operator shall limit the unloading rate to no more than 88000 barrel(s) in any one day.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 1]

S2.1 The operator shall limit emissions from this system as follows

CONTAMINANT EMISSIONSLIMIT

VOC Less than 2.5 lbs/mmscfof hydrogen produced

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process4, System 1]

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1158

[RULE 1158, 6-11-1999;RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 4 , 5]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; RULE 463, 5-6-2005]

[Systems subject to this condition : Process 10, System 3]

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Systems subject to this condition : Process 10, System 2 , 5]

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1189

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process4, System 1]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 4 , 8; Process 2, System 1 , 3; Process 3, System 1 ,
3; Process4, System 1; Process 5, System 1 , 2 , 3 , 4; Process6, System 1 , 2 , 3; Process7, System 4 , 5]

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process 9, System 1 , 3 , 4 , 5]

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases under normal operating conditions shall be directed to the sour gas treating unit(s) located in
the Vacuum Flash Unit (Process1, System 4).

This process/systemshall not be operated unless the fuel gas treating unit(s) is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1 , 7 , 8]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases under normal operating conditions shall be directed to the sour gas treating unit located in this
system.

This process/systemshall not be operated unless the sour gas treating unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 4; Process3, System 1 , 3; Process4, System 1]

S15.3 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergency vent gases shall be directed to a blowdown ªare system or ªare gas recovery system except
Devices IDs D2, D4, D58, D65, D60, D69, D95-D97,D816,D175,D188,D202,D803,D479,D896 that
vent to the atmosphere.

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[Systems subject to this condition : Process 1, System 1 , 4 , 7 , 8; Process 2, System 3; Process 3, System 1 ,
3; Process 4, System 1; Process 5, System 2 , 3 , 4; Process6, System 1 , 2 , 3 , 4 , 5; Process7, System 1 , 2
, 4 , 5; Process8, System 1 , 3]

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases under normal operating conditions shall be directed to the sour gas treating unit(s).

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1 , 4 , 8; Process2, System 1 , 3; Process3, System 1]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.5 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the delayed coking unit heater(s).

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 5, System 4]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunit(s).

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 1 , 4 , 5]

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the tail gas treating (SCOT) unit.

This process/systemshall not be operated unless the tail gas treating (SCOT) unit is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1 , 2]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.8 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the incinerationsystem.

This process/systemshall not be operated unless the incineration system is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 4 , 5]

S15.11 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a ªare gas recovery system except
device ID's D175,D188,D202, and D896 that vent to atmosphere..

This process/systemshall not be operated unless the above air pollution control equipment (consistingof two
compressors operating independently or concurrently at any given time) is in full use and has a valid permit
to receive vent gases from this system.

[Systems subject to this condition : Process 1, System 1 , 4 , 7 , 8; Process 2, System 3; Process 3, System 1 ,
3; Process 4, System 1; Process 5, System 2 , 3 , 4; Process6, System 1 , 2 , 3 , 4 , 5; Process7, System 1 , 2
, 4 , 5; Process8, System 1 , 3]

S15.12 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases during normal operation shall be directed to the sour gas treating unit located in either the
Vacuum Flasher Unit (Process1, System 4), or the HydrodesulfurizationUnit (Process3, System 3).

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process 14, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.13 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to a ªare system.

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process 14, System 3]

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Crude DistillationUnit (Process:1, System: 1)

Vacuum Flash Unit (Process:1, System: 4)

DelayedCokingUnit (Process:2, System: 1)

Coker Blowdown (Process:2, System: 3)

FCC Feed (GasOil) HydrodesulfurizationUnit DHT-3 (Process:3, System: 1)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.2 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

SourWater StrippingUnit (Process:6, System: 1)

Amine RegenerationUnits (Process:6, System: 4 and 5)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1 , 2]

S18.3 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur RecoveryUnits 1 & 2 (Process:7, System: 1 & 2)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 4 , 5]

S18.4 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Tail gas treating (SCOT) unit(s) (Process:7, System: 4 & 5)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.1 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)325725:

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator shall revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to bellow-sealedvalves

All new valves in VOC service except those speci©cally exempted by Rule 1173, shall be bellow-sealed
valves for 2-inch and smaller sizes, except in the following applications: heavy liquid service, control valve,
instrumentpiping/tubing, applicationsrequiring torsional valve stem motion, applicationswhere valve failure
could pose safety hazard (e.g. drain valves with valve stems in horizontal position), and retro©ts with space
limitations

All new components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane background as measured using EPA Method 21, shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief device, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21

All new valves greater than 2-inch size and major components in VOC service as de©ned by Rule 1173,
except those speci©cally exempted by Rule 1173 shall be identi©ed from other components through their tag
numbers (e.g. numbers ending in the letter "N"), and shall be noted in the records

The operator shall provide to the District, no later than 60 days after initial startup, a plot plan or process
instrumentationof each new valve in VOC service

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-
BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; 40CFR 60
SubpartGGG, 6-2-2008]

[Systems subject to this condition : Process3, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)409983:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, operating temperature, operating pressure, body material,
application,and reasonwhy bellows seal valves were not used.

The operator shall provide to the District, no later than 90 days after initial startup, a complete, as built,
piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves
with a listing of tag numbers.

All valves shall be bellow-seal valves except in the following applications: valves in heavy liquid service,
control valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where
valve failure could pose safety hazard (e.g., Drain valves with stems in the horizontal position),
retro©t/special application valves with space limitation, and valves not commercially available. The District
shall approve all exceptions to this requirement.

All components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPA ReferenceMethod 21.

All valves and new major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 shall be distinctly identi©ed from other components through their tag numbers (e.g.,
numbers ending in the letter "N"), and shall be noted in the records

All components in VOC service, with a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background using EPA ReferenceMethod 21, shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor,pressure relief valve, diaghram, hatch,
sight-glass,and meter,which are not exempted by Rule 1173

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the (non-
bellows seal) valves and ªange population inspected is found to leak gaseous or liquid volatile organic
compounds at a rate of less than 500 ppmv.

The operator shall keep records of the monthly inspection (quarterlywhere applicable), subsequent repairs,
and reinspections,in a manner approvedby the District. Records shall be kept and maintained for at least ©ve
years, and shall be made available to ExecutiveO¬cer or his authorized representativeupon request.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 7]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)458382, 458383, 458384, 467378, 467377 and 464152:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, application, and reasons why bellows seal valves were not
used.

The operator shall provide to the District, no longer than 90 days after initial startup, a complete, as built,
piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves
with a listing of tag numbers.

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applications where valve failure could pose safety hazard, retro©ts/special
applicationswith space limitations,and valves not commerciallyavailable.

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District.

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv.

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least two
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to a closed vent system.

All new light liquid pumps shall utilize double seals and be connected to a closed vent system.

All compressorsshall be equippedwith a seal systemwith a higher pressurebarrierªuid.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process 1, System 4; Process2, System 1; Process3, System 3; Process 14,
System 1 , 2 , 3]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)471540:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, application, and reasons why bellows seal valves were not
used.

The operator shall provide to the District, no longer than 90 days after initial startup, a complete, as built,
piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves
with a listing of tag numbers.

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applications where valve failure could pose safety hazard, retro©ts/special
applicationswith space limitations,and valves not commerciallyavailable.

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District.

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv.

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least two
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.



SectionD Page:103
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to a closed vent system.

All new light liquid pumps shall utilize double seals and be connected to a closed vent system.

All compressorsshall be equippedwith a seal systemwith a higher pressurebarrierªuid.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1]

DEVICE CONDITIONS

A. Emission Limits

A26.1 The operator shall complywith the followingconditionnumber(s)within 180 days from the EPA's determination
on an alternativemonitoringplan (AMP).

ConditionNumber D 232- 1

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

[Devices subject to this condition : D105]

A63.1 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

NOX Less than or equal to 2200 LBS IN ANY ONE DAY

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D210]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.2 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than 10 Percent opacity

[RULE 1158, 6-11-1999; RULE 1158, 7-11-2008]

[Devices subject to this condition : D108,D109,D110,D111,D112,D113,D114,D115,D116,D117,D118,
D119,D120,D123,D124,D125,D126,D952]

A103.1 The operator shall keep materials in all outgoing petroleum coke trucks su¬ciently moist to prevent fugitive dust
emissions.

[RULE 1158, 6-11-1999; RULE 1158, 7-11-2008]

[Devices subject to this condition : D126]

B.Material/FuelTypeLimits

B22.1 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D352]

B22.2 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 6 psia or greater under
actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D417,D418]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B22.3 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 4 psia or greater under
actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D389]

B22.5 The operator shall not use this equipment with materials having a(n) Reid vapor pressure of 7.4 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D402]

B22.6 The operator shall not use this equipment with materials having a(n) true vapor pressure of 3.0 psia or greater
under actual operating conditions.

[RULE 1178, 4-7-2006; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D381]

B61.1 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

The H2S concentrationlimit shall be based on a rolling 3-hour averagingperiod

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

[Devices subject to this condition : D59,D78,D79,D104,D105,D174,D210]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B61.2 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound weight percent

Sulfur less than 0.05

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D785,D791,D826]

B61.3 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound ppm by weight

Sulfur less than or equal to 15

[RULE 1470, 6-1-2007; RULE 431.2, 5-4-1990; RULE 431.2,9-15-2000]

[Devices subject to this condition : D785]

C. Throughput or OperatingParameter Limits

C1.1 The operator shall limit the number of turnovers to no more than 57 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D396,D397]

C1.2 The operator shall limit the number of turnovers to no more than 97 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D417,D418]



SectionD Page:107
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.3 The operator shall limit the number of turnovers to no more than 90 in any one year.

[RULE 1301(b)(1),12-7-1995]

[Devices subject to this condition : D353,D370]

C1.4 The operator shall limit the number of turnovers to no more than 40 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D354]

C1.5 The operator shall limit the ©ring rate to no more than 350MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D59]

C1.6 The operator shall limit the throughput to no more than 24000 gallon(s)per year.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D761]

C1.7 The operator shall limit the number of turnovers to no more than 82 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D389]

C1.9 The operator shall limit the number of turnovers to no more than 365 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D426]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.11 The operator shall limit the operating time to no more than 199 hour(s) in any one year.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996;RULE 2012, 5-6-2005]

[Devices subject to this condition : D785]

C1.12 The operator shall limit the throughput to no more than 1.87714e+07 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D401]

C1.13 The operator shall limit the ©ring rate to no more than 175MM Btu per hour.

To complywith this condition, the operator shallmonitor and record the ªow rates and high heating values of
the C3/C4 Merox o« gas and re©nery fuel gas/natural gas. Such records shall be made available to the
District personnelupon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D104,D105]

C1.14 The operator shall limit the number of turnovers to no more than 584 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D420]

C1.15 The operator shall limit the throughput to no more than 8.50e+05barrel(s) in any one calendarmonth.

The operator shall install and maintain a gauging system to continuously monitor and record the liquid level
in this tank. Records of gauge levels and throughput shall be maintained in a manner approvedby the District
and made available to the District personnelupon request.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D402]



SectionD Page:109
Facility I.D.: 800362
Revision #: 17
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.16 The operator shall limit the throughput to no more than 4.745e+06 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D400]

C1.17 The operator shall limit the throughput to no more than 4.5625e+06 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D394,D395]

C1.18 The operator shall limit the throughput to no more than 219000 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D398,D399]

C1.19 The operator shall limit the throughput to no more than 3000 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D759]

C1.20 The operator shall limit the throughput to no more than 2.555e+06 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D372]
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.22 The operator shall limit the throughput to no more than 193450 barrel(s) in any one calendarmonth.

The operator shall install and maintain an automatic gauging system to continuously monitor and record the
liquid level in this tank. Hourly records of gauge levels and total throughput shall be maintained in a manner
approved by the District and made available to the District personnel upon request. During maintenance of
the gauging system, liquid levels shall be monitoredand recordedmanually at each ©lling interval.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D381]
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CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.26 The operator shall limit the throughput to no more than 2,402,916 barrel(s) in any one calendarmonth.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x d x d x l, where d is
the diameter of the tank in feet based on the tank strappingchart and l is the total vertical one-way roof travel
in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once per hour.

The operator shall calculate the total one-way roofmovement, in feet, on a daily and monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

The operator shall keep adequate records to show compliance with the limitations speci©ed in this permit.
Such records shall be maintained and kept on ©le for at least two years and shall be made available to the
executiveo¬cer or his authorized representativeupon request.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D378]
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CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.27 The operator shall limit the maintenance testing to no more than 34 hours in any one calendar year.

The purpose(s) of this condition is to ensure compliance with requirements of National Fire Protection
Association(NFPA)25 standards.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1470(h)(15),11-3-2006]

[Devices subject to this condition : D785]

C6.1 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 50 percent of the Lower ExplosiveLimit.

The operator shall use a lower explosivemeter to monitor the hydrocarbon concentration.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D372,D388]

C8.1 The operator shall use this equipment in such a manner that the pH being monitored, as indicated below, is not
less than 10 of the pH scale.

The operator shall determine and record the parameter beingmonitoredonce every 24 hours.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : C335]
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CONOCOPHILLIPSCOMPANY

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C8.4 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1200Deg F.

This condition shall only apply whenever the incinerator is receiving vent gas from either SCOT Tail Gas
Unit.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the ©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 468, 10-8-1976; 40CFR 60 Subpart J, 6-24-
2008]

[Devices subject to this condition : C294]

C8.5 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 430Deg F.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperatureat the inlet of the catalyst bed.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 407, 4-2-1982;RULE 468, 10-8-1976; 40CFR 60
Subpart J, 6-24-2008]

[Devices subject to this condition : C292]
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The operator shall comply with the terms and conditions set forth below:

C8.6 The operator shall use this equipment in such a manner that the ªow rate being monitored, as indicated below, is
not less than 2 gpm.

To comply with this condition, the operator shall install and maintain a(n) ªow meter to accurately indicate
the ªow rate being supplied to the scrubber.

The operator shall determine and record the parameter beingmonitoredonce every 24 hours.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1176, 9-13-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C524, C526, C528]

C8.7 The operator shall use this equipment in such a manner that the ªow rate being monitored, as indicated below, is
not less than 9 gpm.

To comply with this condition, the operator shall install and maintain a(n) ªow meter to accurately indicate
the ªow rate being supplied to the scrubber.

The operator shall determine and record the parameter beingmonitoredonce every 24 hours.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : C335]
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The operator shall comply with the terms and conditions set forth below:

C8.8 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 520Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the ©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

This condition shall only apply whenever the incinerator is operating in standby mode and is not receiving
vent gas from the SCOT Tail Gas Units.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 468, 10-8-1976; 40CFR 60 Subpart J, 6-24-
2008]

[Devices subject to this condition : C294]

D.Monitoring/TestingRequirements

D12.2 The operator shall install and maintain a(n) timer to accurately indicate the elapsed operating time of the engine.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996;RULE 2012, 5-6-2005]

[Devices subject to this condition : D785]

D12.3 The operator shall install and maintain a(n) thermocouple to accurately indicate the presence of a ªame at the pilot
light.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C465, C469]
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The operator shall comply with the terms and conditions set forth below:

D28.16 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedat least once every three years.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

Source test shall be conductedwhen this equipment is operating at least 80 percent of the permitted capacity
or within a capacity range approved by the District. Report of the test and operating conditions of the
equipment shall be submitted to the Districtwithin 60 days after the test.

The test shall be conducted to determine and report the concentrationof NOx, corrected to 3 percent oxygen,
dry basis..

The test shall be conducted to determine and report the mass emission rate in pound per hour for NOx, SOx,
ROG, CO, total PM, and PM10, corrected to 3 percent oxygen, dry basis..

The test shall be conducted to determine and report the excess oxygen in percent,dry basis, at the outlet..

The test shall be conducted to determine and report the moisture in percent at the outlet..

The test shall be conducted to determine and report the ªue gas ªow rate in DSCF per hour at the outlet..

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D78,D79,D104,D105]
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The operator shall comply with the terms and conditions set forth below:

D29.1 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict District-approved Outlet
method averaging time

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 404, 2-7-1986]

[Devices subject to this condition : D791,D826]

D29.2 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict District-approved Outlet
method averaging time

ROG emissions ApprovedDistrict District-approved Outlet
method averaging time

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : D59]
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The operator shall comply with the terms and conditions set forth below:

D29.4 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict District-approved Outlet
method averaging time

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 404, 2-7-1986;RULE 409, 8-7-1981]

[Devices subject to this condition : C292]

D82.1 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Concentrations shall be corrected to 3 percent oxygenon a dry basis.

[RULE 1301(b)(1),12-7-1995]

[Devices subject to this condition : D104,D105]
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The operator shall comply with the terms and conditions set forth below:

D82.2 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Concentrations shall be corrected to zero percent excess air on a dry basis.

Oxygen concentrationin percent volume

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C292, C294]

D90.1 The operator shall periodically monitor the hydrocarbon concentration at the outlet of the carbon canister
according to the following speci©cations:

The operator shallmonitor once every day.

The operator shall use a di«usion sensor, or ªame-ionization system, or an infra-red ionization system, or
ultra-violet ionization system, or a District approvedOVA, to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C434, C435]
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The operator shall comply with the terms and conditions set forth below:

D90.5 The operator shall periodicallymonitor the hydrocarbon concentrationat the inlet of the ©rst, inlet of the second,
and the outlet of the second carbon canister according to the following speci©cations:

The operator shall use a di«usion sensor, or a ªame-ionization system, or an infra-red ionization system, or
an ultra-violet ionization system to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor once every day.

[RULE 1178, 4-7-2006; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 463, 5-6-2005]

[Devices subject to this condition : C427]

D90.6 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall use an NSPS Subpart J approved instrumentmeeting the requirementsof 40CFR60 Subpart
J to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operator may monitor the H2S concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof H2S in the fuel gas being burned in this
device.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D59,D78,D79,D104,D105,D174,D210]
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The operator shall comply with the terms and conditions set forth below:

D90.10 The operator shall periodicallymonitor the VOC concentration at the outlet of the carbon canister according to
the following speci©cations:

The operator shallmonitor once every day.

The operator shall use a di«usion sensor, or ªame-ionization system, or an infra-red ionization system, or
ultra-violet ionization system, or a District approvedOVA to monitor the parameter.

As an alternative to the above test methods, the Grab Sample method as described in Rule 1176, Attachment
A, may be used formonitoringVOC.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1176, 9-13-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C523, C525, C527]

D90.11 The operator shall periodically monitor the hydrocarbon concentration at the outlet of the carbon canister
according to the following speci©cations:

The operator shallmonitor once every day.

The operator shall use a di«usion sensor, or ªame-ionization system, or an infra-red ionization system, or
ultra-violet ionization system, or a District approvedOVA to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C484]
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The operator shall comply with the terms and conditions set forth below:

D232.1 The operator shall install and maintain a continuous emission monitoring device to accurately indicate the H2S
concentrationat the fuel gas inlet to the combustiondevice pursuant to 40CFR60 Subpart J. Compliancewith the
fuel gas H2S concentration can alternately be determined by measuring the SO2 emissions at the outlet of the
device and complying with the 20 ppmv (dry basis, zero percent excess air) SO2 limit allowed by 40CFR60
Subpart J. The measurementmay be performedat a single device that shares common source of the fuel gas..

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D78,D79,D104,D105]
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The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a annual basis, at least, unless the equipment did not operate during the entire annual period. The routine
annual inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard,using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984]

[Devices subject to this condition : D108,D109,D110,D111,D112,D113,D114,D115,D116,D117,D118,
D119,D120,D123,D124,D125,D126]
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The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on an semiannual basis, at least, unless the equipment did not operate during the entire semiannual period.
The routine annual inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard,using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984]

[Devices subject to this condition : C465, C469,D796,D797,D798,D799]
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The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO emission limit(s). The operator shall comply
with all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D59,D174,D210, C292, C294,D429]

D330.1 The operator shall have a person that has been trained in accordance with Rule 461(d)(5) conduct a semi-annual
inspection of the gasoline transfer and dispensing equipment. The ©rst inspection shall be in accordance with
Rule 461, Attachment B, the second inspection shall be in accordance with Rule 461, Attachment C, and the
subsequent inspections shall alternate protocols. The operator shall keep records of the inspection and the repairs
in accordance to Rule 461 and Section K of this Permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 461, 6-3-2005; RULE 461, 3-7-2008]

[Devices subject to this condition : D760]

E. EquipmentOperation/ConstructionRequirements

E71.1 The operator shall not use this equipment to store anhydrous ammonia unless the pressure relief valve is set at 265
psig or higher.

[RULE 1301(b)(1),12-7-1995]

[Devices subject to this condition : D915]
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The operator shall comply with the terms and conditions set forth below:

E71.2 The operator shall not use this equipment to store aqueous ammonia unless the pressure relief valves are set at 50
psig or higher and the rupture disks are set at 45 psig or higher.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D917]

E124.1 The operator shall regularly wash exterior conveyors and return belts, overhead structures and the ground area
down to the coke ladenwater return system to avoid accumulationof coke dust.

[RULE 1158, 6-11-1999;RULE 1158, 7-11-2008]

[Devices subject to this condition : D108,D109,D110,D111,D112,D115,D116,D117,D118,D119,D120,
D123,D124,D125]

E125.1 The operator shall drive all the outgoing petroleum coke trucks,whether ©lled or empty, through the truck wash
system in order to thoroughly wash any residual coke o« the exterior of the trucks.

[RULE 1158, 6-11-1999;RULE 1158, 7-11-2008]

[Devices subject to this condition : D124,D125,D126]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C427, C434, C435, C484, C523, C525, C527]

E134.1 The operator shall maintain a layer of diesel oil at least 12" high on top of the ammonium polysul©de in this
equipment.

[RULE 1301(b)(1),12-7-1995]

[Devices subject to this condition : D86]
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The operator shall comply with the terms and conditions set forth below:

E136.1 The operator shall store all coke in the coke building and shall keep all coke in closed storage.

[RULE 1158, 6-11-1999;RULE 1158, 7-11-2008]

[Devices subject to this condition : D113]

E137.1 The operator shall treat petroleum coke storage pile and petroleum coke with dust suppressant agents such as
sealants, and wetting and moisture retention solutions, as needed, to prevent any air borne dust emissions at all
times.

[RULE 1158, 6-11-1999;RULE 1158, 7-11-2008]

[Devices subject to this condition : D113]

E144.1 The operator shall vent this equipment,during©lling, only to the vessel fromwhich it is being ©lled.

[RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D917]

E153.1 The operator shall change over the spent carbon with fresh activated carbon in the adsorber whenever
breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the carbon canister. (The 500 ppmv refers to VOCs).

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C484]
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The operator shall comply with the terms and conditions set forth below:

E153.2 The operator shall change over the spent carbon with fresh activated carbon in the adsorber whenever
breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the carbon canister. (The 500 ppmv refers to VOCs).

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C434, C435, C523, C525, C527]

E153.3 The operator shall change over the spent carbon with fresh activated carbon in the adsorber whenever
breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the carbon canister. (The 500 ppmv refers to VOCs).

[RULE 1178, 4-7-2006; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 463, 5-6-2005]

[Devices subject to this condition : C427]

E193.4 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall comply with all applicable requirements speci©ed in Section 60.18 of the 40CFR60
SubpartA

[40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C465, C469]
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The operator shall comply with the terms and conditions set forth below:

E193.5 The operator shall locate and operate this equipment according to the following speci©cations:

The operator shall not use this equipment with materials having a true vapor pressure of 3 psia or greater
measured at 70 degreesF

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D401]

E336.1 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be vented to the air blower for the thermal reactor (D242).

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C252]

E336.2 The operator shall vent the vent gases from this equipment as follows:

All vent gases shall be vented to the air blower for the thermal reactor (D275).

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C282]

H. ApplicableRules
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The operator shall comply with the terms and conditions set forth below:

H23.1 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007]

[Devices subject to this condition : D838,D841,D846,D848,D849,D852,D854,D855,D856,D857,D858,
D861,D862,D868,D869,D870,D871,D872,D873,D875,D876,D877,D944,D945,D946,D947,D948]

H23.2 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Devices subject to this condition : D352,D353]

H23.3 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

[RULE 1149, 7-14-1995; RULE 1149, 5-2-2008]

[Devices subject to this condition : D365,D366,D367,D369,D373,D374,D376,D377,D384,D389,D404,
D410,D417,D418]
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The operator shall comply with the terms and conditions set forth below:

H23.4 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC 40CFR60,SUBPART K

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; 40CFR 60 Subpart K, 10-17-2000]

[Devices subject to this condition : D394,D395,D396,D397]

H23.5 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Devices subject to this condition : D378,D426]

H23.6 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

[Devices subject to this condition : D59,D78,D79,D174,D210, C292, C294]
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The operator shall comply with the terms and conditions set forth below:

H23.7 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1415

Refrigerants 40CFR82,SUBPART F

[RULE 1415, 10-14-1994; 40CFR 82 Subpart F, 5-14-1993]

[Devices subject to this condition : E879, E880]

H23.8 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Chromium,Hexavalent District Rule 1404

[RULE 1404, 4-6-1990]

[Devices subject to this condition : E881]

H23.9 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Halon District Rule 1418

[RULE 1418, 9-10-1999]

[Devices subject to this condition : E886]
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The operator shall comply with the terms and conditions set forth below:

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 465

Sulfur compounds District Rule 465

[RULE 465, 8-13-1999]

[Devices subject to this condition : D65]

H23.12 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR61, SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D222,D223,D242,D275,D380,D407,D408,D411,D412]

H23.13 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

[40CFR 60 Subpart QQQ, 10-17-2000]

[Devices subject to this condition : D349,D382,D401,D408,D411,D412,D414,D415,D949,D950,D951]
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The operator shall comply with the terms and conditions set forth below:

H23.15 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC 40CFR60,SUBPART Ka

VOC District Rule 1149

[RULE 1149, 7-14-1995; RULE 1149, 5-2-2008; RULE 463, 5-6-2005; 40CFR 60 Subpart Ka, 12-14-2000]

[Devices subject to this condition : D362]

H23.16 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC 40CFR60,SUBPART Ka

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; 40CFR 60 Subpart Ka, 12-14-2000]

[Devices subject to this condition : D400,D402,D420]

H23.17 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC 40CFR60,SUBPART Kb

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; 40CFR 60 Subpart Kb, 10-15-2003]

[Devices subject to this condition : D380,D381,D401,D407,D408,D411,D412,D413]
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The operator shall comply with the terms and conditions set forth below:

H23.19 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 109

[RULE 109, 5-2-2003]

[Devices subject to this condition : E884]

H23.20 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1411

Refrigerants 40CFR82,SUBPART B

[RULE 1411, 3-1-1991; 40CFR 89 Subpart B, 7-1-2000]

[Devices subject to this condition : E882]

H23.21 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1122

[RULE 1122, 10-1-2004]

[Devices subject to this condition : E913]
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The operator shall comply with the terms and conditions set forth below:

H23.22 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-2-2008]

[Devices subject to this condition : D472,D832,D835,D841,D842,D848,D851,D852,D854,D855,D856,
D857,D858]

H23.23 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

Benzene 40CFR61, SUBPART FF

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; 40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D382,D414,D415]
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The operator shall comply with the terms and conditions set forth below:

H23.24 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC 40CFR60,SUBPART Ka

Benzene 40CFR61, SUBPART FF

[RULE 1149, 7-14-1995; RULE 1149, 5-2-2008; 40CFR 60 Subpart Ka, 12-14-2000; 40CFR 61 Subpart FF,
12-4-2003]

[Devices subject to this condition : D398,D399]

H23.26 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1470

[RULE 1470, 6-1-2007]

[Devices subject to this condition : D785]
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The operator shall comply with the terms and conditions set forth below:

H23.27 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

Upon EPA's approval of the alternativemonitoringplan (AMP) submitted on March 30, 2005 for measuring
H2S concentration in the fuel gas consumed by the combustion devices, all devices subject to this condition
shall become "a«ected facilities" as de©ned in 40CFR60New SourcePerformanceStandards.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

[Devices subject to this condition : D104,D105]

H23.28 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

CO District Rule 407

The CO emission limit of this rule applies during all non-emergency operating periods including planned
startup and shutdownof the hydrogen plant.

[RULE 407, 4-2-1982]

[Devices subject to this condition : D175,D176,D179,D188,D194,D202,D896]
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The operator shall comply with the terms and conditions set forth below:

H23.29 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C465, C469]

H23.31 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1110.2

CO District Rule 1110.2

[RULE 1110.2, 2-1-2008]

[Devices subject to this condition : D785]

H23.32 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1110.2

CO District Rule 1110.2

The equipment is subject to the portable engine requirementsof Rule 1110.2.

[RULE 1110.2, 2-1-2008]

[Devices subject to this condition : D791,D826]
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The operator shall comply with the terms and conditions set forth below:

H116.1 The operator shall terminate the operation of this equipment in order to comply with District Rule 402 whenever
the District determine that the equipment is creating nuisance.

[RULE 402, 5-7-1976]

[Devices subject to this condition : C434, C435]

I. Administrative

I1.1 The operator shall comply with all the requirements of the variance dated May 8, 2007, Case No. 4900-80 in
accordancewith the Findings and Decisions of the Hearing Board. The operator shall submit progress reports at
least semi-annually, or more frequently if speci©ed in the Findings and Decisions. The progress reports shall
contain dates for achieving activities,milestones or compliance required in the schedule of compliance and dates
when such activities, milestones or compliance were achieved; and an explanation of why any dates in the
scheduleof compliancewere not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C465, C469]

J. Rule 461

J109.1 The operator shall use, except for diesel transfer, the phase I vapor recovery system in full operation whenever
this equipment is in use. This system shall be installed, operated and maintained to meet all CARB certi©cation
requirements.

[RULE 461, 6-3-2005; RULE 461, 3-7-2008]

[Devices subject to this condition : D759]

J110.1 The operator shall use, except for diesel transfer, the phase II vapor recovery system in full operationwhenever
gasoline from this equipment is dispensed to motor vehicles as de©ned in Rule 461. This system shall be installed,
operated and maintained to meet all CARB certi©cation requirements.

[RULE 461, 6-3-2005; RULE 461, 3-7-2008]

[Devices subject to this condition : D760]
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The operator shall comply with the terms and conditions set forth below:

K. RecordKeeping/Reporting

K67.2 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

An engine operating log shall be maintained which on a monthly basis shall include manual and automatic
operation and shall list all engine operations in each of the followingareas:

A. Emergencyuse hours of operation

B. Maintenanceand testing hours

C. Other operatinghours (describe the reason for operation)

In addition, each time the engine is started manually, the log shall include the date of operation and the timer
reading in hours at the beginning and end of operation.The log shall be kept for a minimum of three calendar
years prior to the current year and made available to the District personnel upon request. The total hours of
operation for the previous calendar year shall be recorded sometime during the ©rst 15 days of January of
each year.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 1470, 6-1-2007; RULE 2012, 5-6-2005]

[Devices subject to this condition : D785]

K67.3 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput and vapor pressureof stored liquid.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1178, 4-7-2006;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 463, 5-6-2005]

[Devices subject to this condition : D352,D362,D363,D365,D366,D367,D369,D373,D374,D376,D377,
D379, D380, D381, D382, D384, D388, D404, D407, D408, D409, D410, D411, D412,D413,D414,D415,
D416,D419]
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The operator shall comply with the terms and conditions set forth below:

K67.4 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

For architectural applications where no thinners, reducers, or other VOC containing materials are added,
maintain semi-annual records for all coating consisting of (a) coating type, (b) VOC content as supplied in
grams per liter (g/l) of materials for low-solids coatings, (c) VOC content as supplied in g/l of coating, less
water and exempt solvent, for other coatings.

For architectural applications where thinners, reducers, or other VOC containing materials are added,
maintain daily records for each coating consisting of (a) coating type, (b) VOC content as applied in grams
per liter (g/l) of materials used for low-solids coatings, (c) VOC content as applied in g/l of coating, less
water and exempt solvent, for other coatings.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1113, 7-13-2007;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : E885]

K67.5 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Tank throughput in barrels.

Commodity stored and its storage time period.

Truevapor pressure, in psia at actual temperature,of each commodity stored.

Hydrocarbon concentrationmeasurementsof the vapor space above the ªoating roof of the tank.

Other records that are required to complywith the applicable requirementsof Rules 463(d), 1149, 1178, and
40CFR63 Subpart CC.

[RULE 1149, 7-14-1995; RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005; 40CFR 63
SubpartCC, 12-19-2005]

[Devices subject to this condition : D378]
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The operator shall comply with the terms and conditions set forth below:

K67.8 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Tank throughput in barrels

Truevapor pressure, in psia at actual temperatureor the ªash point data determinedper ConditionB22.7

Commodity stored

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D791,D826]
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The operating conditions in this section shall apply to all permitted equipment
at this facility unless superseded by condition(s) listed elsewhere in this permit.

1. The permit shall remain effective unless this permit is suspended, revoked,
modified, reissued, denied, or it is expired for nonpayment of permit
processing or annual operating fees. [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and
the permit shall expire if annual operating fees are not paid pursuant to
requirements of Rule 301(d). [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the
Permit to Construct issuance date, unless a Permit to Construct extension
has been granted by the ExecutiveOfficer or unless the equipment has been
constructed and the operator has notified the ExecutiveOfficer prior to
the operation of the equipment, in which case the Permit to Construct
serves as a temporary Permit to Operate. [202, 205]

c. The TitleV permit shall expire as specified under Section K of the Title
V permit. The permit expiration date of the TitleV facility permit does
not supercede the requirements of Rule 205. [205, 3004]

2. The operator shall maintain all equipment in such a manner that ensures
proper operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess
of those allowed by Division 26 of the Health and Safety Code of the State
of California or the Rules and Regulations of the AQMD. This permit cannot
be considered as permission to violate existing laws, ordinances,
regulations, or statutes of other governmental agencies. [204]

4. The operator shall not use equipment identified in this facility permit as
being connected to air pollution control equipment unless they are so vented
to the identified air pollution control equipment which is in full use and
which has been included in this permit. [204]

5. The operator shall not use any equipment having air pollution control
device(s) incorporated within the equipment unless the air pollution control
device is in full operation. [204]

6. The operator shall maintain records to demonstrate compliance with rules or
permit conditions that limit equipment operating parameters, or the type or
quantity of material processed. These records shall be made available to
AQMD personnel upon request and be maintained for at least: [204]
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a. Three years for a facility not subject to TitleV; or
b. Five years for a facility subject to TitleV.

7. The operator shall maintain and operate all equipment to ensure compliance
with all emission limits as specified in this facility permit. Compliance
with emission limits shall be determined according to the following
specifications, unless otherwise specified by AQMD rules or permit
conditions: [204]

a. For internal combustion engines and gas turbines, measured concentrations
shall be corrected to 15 percent stack-gas oxygen content on a dry basis
and be averaged over a period of 15 consecutive minutes; [1110.2, 1134,
204]

b. For other combustion devices, measured concentrations shall be corrected
to 3 percent stack-gas oxygen content on a dry basis and be averaged over
a period of 15 consecutive minutes; [1146, 1146.1, 204]

c. For a largeNOx source, compliance with a RECLAIM concentration limit
shall be measured over a continuous 60 minutes for that source; [2012]

d. For non-combustion sources, compliance with emission limits shall be
determined and averaged over a period of 60 minutes; [204]

e. For the purpose of determining compliance with Rule 407, carbon monoxide
(CO) shall be measured on a dry basis and be averaged over 15 consecutive
minutes, and sulfur compoundswhich would exist as liquid or gas at
standard conditions shall be calculated as sulfur dioxide (SO2) and be
averaged over 15 consecutive minutes; [407]

f. For the purpose of determining compliance with Rule 409, combustion
contaminant emission measurements shall be corrected to 12 percent of
carbon dioxide (CO2) at standard conditions and averaged over 15
consecutive minutes. [409]

g. For the purpose of determining compliance with Rule 475, combustion
contaminant emission measurements shall be corrected to 3 percent of
oxygen (O2) at standard conditions and averaged over 15 consecutive
minutes or any other averaging time specified by the ExecutiveOfficer.
[475]

8. All equipment operating under the RECLAIM program shall comply concurrently
with all provisions of AQMD Rules and Regulations, except those listed in
Table 1 of Rule 2001 for NOx RECLAIM sources and Table 2 of Rule 2001 for
SOx RECLAIM sources. Those provisions listed in Tables 1 or 2 shall not
apply to NOx or SOx emissions after the date the facility has demonstrated
compliance with all monitoring and reporting requirements of Rules 2011 or
2012, as applicable. Provisions of the listed AQMD rules in Tables 1 or 2
which have initial implementation dates in 1994 shall not apply to a RECLAIM
NOx or SOx source, respectively. [2001]



SectionE Page 3
Facility I.D.#: 800362
Revision #: 9
Date: November07, 2008

FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION E: ADMINISTRATIVE CONDITIONS

9. The operator shall, when a source test is required by AQMD, provide a source
test protocol to AQMD no later than 60 days before the proposed test date.
The test shall not commence until the protocol is approved by AQMD. The test
protocol shall contain the following information: [204, 304]

a. Brief description of the equipment tested.
b. Brief process description, including maximum and normal operating

temperatures, pressures, through-put, etc.
c. Operating conditions under which the test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e,g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Brief description of sampling and analytical methods used to measure each
pollutant, temperature, flow rates, and moisture.

f. Description of calibration and quality assurance procedures.
g. Determination that the testing laboratory qualifies as an "independent

testing laboratory" under Rule 304 (no conflict of interest).

10. The operator shall submit a report no later than 60 days after conducting a
source test, unless otherwise required by AQMD Rules or equipment-specific
conditions. The report shall contain the following information: [204]

a. The results of the source test.
b. Brief description of the equipment tested.
c. Operating conditions under which test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e.g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Field and laboratory data forms, strip charts and analyses.
f. Calculations for volumetric flow rates, emission rates, control

efficiency, and overall control efficiency.

11. The operator shall, when a source test is required, provide and maintain
facilities for sampling and testing. These facilities shall comply with the
requirements of AQMD Source TestMethod 1.1 and 1.2. [217]



SectionE Page 4
Facility I.D.#: 800362
Revision #: 9
Date: November07, 2008

FACILITY PERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTION E: ADMINISTRATIVE CONDITIONS

12. Whenever required to submit a written report, notification or other
submittal to the ExecutiveOfficer, AQMD, or the District, the operator
shall mail or deliver the material to: Deputy ExecutiveOfficer, Engineering
and Compliance, AQMD, 21865 E. Copley Drive, Diamond Bar, CA 91765-4182.
[204]
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The Facility shall comply with all applicable monitoring and source testing requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. NOxMonitoringConditions

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
majorNOx source to continuously measure the concentration of NOx
emissions and all other applicable variables specified in Rule 2012, Table
2012-1 and Rule 2012,Appendix A, Table 2-A to determine the NOx emissions
rate from each source. The time-sharing of CEMS amongNOx sources may be
allowed by the ExecutiveOfficer in accordance with the requirements for
time sharing specified in Appendix A. [2012]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2012]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2012. [2012]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2012, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2012Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.
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B. The Operator of a NOx Large Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter and any device
specified by the ExecutiveOfficer as necessary to determine monthly fuel
usage or other applicable variables specified in Rule 2012,Appendix A,
Table 3-A. The sharing of totalizing fuel meter may be allowed by the
ExecutiveOfficer if the fuel meter serves large sources which have the
same emission factor, concentration limit, or emission rate. The sharing
of totalizing fuel meters shall not be allowed for large sources which are
required to comply with an annual heat input limit. [2012]

2. Comply at all timeswith the specifiedNOx concentration limit in PPM
measured over any continuous 60 minutes for that source or establish an
equipment-specific emission rate that is reliable, accurate,
representative of that sources emissions, and in accordance with the
requirements specified in Rule 2012,Appendix A, Chapter 5. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2012, Table 2012-1, and Rule 2012,
Appendix A, Table 4-A. The sharing of totalizing fuel meters may be
allowed by the ExecutiveOfficer if the fuel meter serves process units
which have the same emission factor or emission rate. The sharing of
totalizing meter shall not be allowed for process unitswhich are required
to comply with an annual heat input limit. [2012]

II. NOx Source Testing and Tune-up Conditions

1. The operator shall conduct all required NOx source testing in compliance
with an AQMD-approved source test protocol. [2012]

2. The operator shall, as applicable, conduct source tests for every large
NOx source no later than December 31, 1996 and every 3 years thereafter.
The source test shall include the determination of NOx concentration and a
relative accuracy audit of the exhaust stack flow determination (e.g.
in-stack flow monitor or fuel flow monitor based F-factor calculation).
Such source test results shall be submitted per the schedule described by
APEP. In lieu of submitting the first source test report, the facility
permit holder may submit the results of a source test not more than 3
years old which meets the requirements when conducted. [2012]
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3. All NOx large sources and NOx process units shall be tuned-up in
accordance with the schedule specified in Rule 2012,Appendix A, Chapter
5, Table 5-B. [2012]

III. SOxMonitoringConditions

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major SOx source to continuously measure the concentration of SOx
emissions or fuel sulfur content and all other applicable variables
specified in Rule 2011, Table 2011-1 and Rule 2011,Appendix A, Table 2-A
to determine the SOx emissions rate from each source. The time-sharing of
CEMS among SOx sources may be allowed by the ExecutiveOfficer in
accordance with the requirements for time sharing specified in Appendix A.
[2011]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2011]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2011. [2011]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2011, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2011Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
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d. fees.

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2011, Table 2011-1, and Rule 2011,
Appendix A, Table 3-A. The sharing of totalizing meters shall be allowed
for process units except those using fuelswith different sulfur contents.
[2011]

IV. SOx Source Testing Conditions

1. The operator shall conduct all required SOx source testing in compliance
with an AQMD-approved source test protocol. [2011]
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The Facility shall comply with all applicable reporting and recordkeeping requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. Recordkeeping Requirements for all RECLAIM Sources

1. The operator shall maintain all monitoring data required to be measured
or reported pursuant to Rule 2011 and Rule 2012, whichever is
applicable. All records shall be made available to AQMD staff upon
request and be maintained for at least:

a. Three years after eachAPEP report is submitted to AQMD for a
facility not subject to TitleV, unless a different time period is
required in Rule 2011 or Rule 2012 [2011& 2012]; or

b. Five years after eachAPEP report is submitted to AQMD for a
facility subject to TitleV. [3004(a)(4)(E)]

c. Notwithstanding the above, all data gathered or computed for
intervals of less than 15 minutes shall only be maintained a minimum
of 48 hours. [2011& 2012]

2. The operator shall store on site and make available to the Executive
Officer upon request: records used to determine emissions, maintenance
records, sources test reports, relative accuracy test audit reports,
relative accuracy audit reports and fuel meter calibration records.
[2011& 2012]

II. Reporting Requirements for all RECLAIM Sources

1. The operator shall submit a quarterly certification of emissions
including the facility's totalNOx or SOx emissions, whichever is
applicable, for the quarter within 30 days after the end of the first
three quarters and 60 days after the end of the fourth quarter of a
compliance year. [2011& 2012]

NOx Reporting Requirements

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each majorNOx source,
the total daily mass emissions of NOx and daily status codes. Such data
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shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2012]

2. CalculateNOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2012 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2012]

3. Submit an electronic report within 15 days following the end of each
month totaling NOX emissions from all majorNOx sources during the
month. [2012]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2012]

B. The Operator of a NOx Large Source, as defined in Rule 2012, shall:

1. Install, maintain and operate a modem or any reporting device approved
by the ExecutiveOfficer to report, to the AQMD, the total monthly NOx
mass emissions from each largeNOx source. The Operator shall comply
with this requirement within 12 months of the date of entry to the
RECLAIM Program. Such data shall be reported within 15 days after the
end of each calendar month. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall:

1. Electronically report the calculated quarterlyNOx emissions for each
NOx process unit. The Operator shall comply with this requirement
within 12 months of the date of entry to the RECLAIM Program. [2012]
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SOx Reporting Requirements

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major SOx source,
the total daily mass emissions of SOx and daily status codes. Such data
shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2011]

2. Calculate SOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2011 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2011]

3. Submit an electronic report within 15 days following the end of each
month totaling SOX emissions from all major SOx sources during the
month. [2011]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2011]

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall:

1. Electronically report the calculated quarterly SOx emissions for each
SOx process unit. [2011]
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1: CRUDE DISTILLATION P13.2Process 1 : CRUDE DISTILLATION
SSyysstteem 11::CCRRUUDDEEDDIISSTTIILLLLAATTIIOONNUUNIT S13.5, S15.1,NIT S15.3, S15.4,

S15.11, S31.4

TANK,FLASH,DU-1, SPENT SODA , D1
HEIGHT:53 FT 6 IN; DIAMETER:3 FT
A/N: 471540
Permit to Construct Issued: 12/04/07

COLUMN,PRIMARY,DU-3,CRUDE D2
OIL,HEIGHT:112 FT; DIAMETER:12
FT
A/N: 471540
Permit to Construct Issued: 12/04/07

COLUMN,FIRST SIDECUT STRIPPER, D3
DU-4,HEIGHT:47 FT; DIAMETER:5
FT
A/N: 471540
Permit to Construct Issued: 12/04/07

COLUMN,SECONDARY,DU-5, D4
CRUDEOIL,HEIGHT:174 FT 6 IN;
DIAMETER:16 FT
A/N: 471540
Permit to Construct Issued: 12/04/07

COLUMN,2ND& 3RD SIDECUT D5
STRIPPERS,DU-6,HEIGHT:40 FT 6
IN; DIAMETER:5 FT
A/N: 471540
Permit to Construct Issued: 12/04/07

ACCUMULATOR, V-2142, PRIMARY D6
COLUMNOVERHEAD,HEIGHT:23 FT
10 IN; DIAMETER:5 FT 6 IN
A/N: 471540
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.



SectionH Page:2
Facility I.D.: 800362
Revision #: 27
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

VESSEL,TREATER,1ST STAGESODA, D8
V-2147, PRIMARYCOLUMN
OVERHEAD,HEIGHT:29 FT;
DIAMETER:6 FT
A/N: 471540
Permit to Construct Issued: 12/04/07

ACCUMULATOR, V-3043, D9
SECONDARYCOLUMNOVERHEAD,
HEIGHT:30 FT; DIAMETER:9 FT 6 IN
A/N: 471540
Permit to Construct Issued: 12/04/07

VESSEL,SWEETNER,V-2197, D11
PRIMARYCOLUMNTOPS,HEIGHT:
19 FT; DIAMETER:7 FT 6 IN
A/N: 471540
Permit to Construct Issued: 12/04/07

VESSEL, SEPARATOR,SECONDARY D16
COLUMNTHIRD STAGE,V-3047,
HEIGHT:6 FT; DIAMETER:4 FT
A/N: 471540
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,SECONDARY D953
COLUMNSECONDSTAGE,V-3046B,
HEIGHT:7 FT; DIAMETER:4 FT
A/N: 471540
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

VESSEL,SEPARATOR,SECONDARY D954
COLUMNFIRST STAGE,V-3045B,
HEIGHT:7 FT 9 IN; DIAMETER:4 FT
6 IN
A/N: 471540
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,SECONDARY D955
COLUMNFIRST STAGE,V-3044B,
HEIGHT:7 FT 9 IN; DIAMETER:4 FT
6 IN
A/N: 471540
Permit to Construct Issued: 12/04/07

FUGITIVEEMISSIONS, D832 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 471540
Permit to Construct Issued: 12/04/07

SSyysstteem 22::CCRRUUDDEEDDIISSTTIILLLLAATTIOIONNUUNNIITTHHEEAATTEERRSS
HEATER,CRUDEOIL, DU-255, D59 NOX:MAJOR CO: 2000 PPMV (5A) [RULE A305.1,B61.1,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; CO: 10.4 C1.10,D12.4,
OPTIONALSTEAM INJECTION,WITH MAJOR SOURCE** LBS/HR (5) [RULE 1303(b)(2)- D28.9, D29.2,
LOW NOX BURNER,350 MMBTU/HR O«set,5-10-1996;RULE1303(b)(2)- D90.6,D328.1,
WITH O«set,12-6-2002] H23.6
A/N: 384792
Permit to Construct Issued: 07/11/01

PM: 0.1 GRAINS/SCF (5B)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986] ; PM: 5.44
LBS/HR (5) [RULE 1303(b)(2)-
O«set,5-10-1996

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

RULE 1303(b)(2)-O«set,12-6-
2002] ; ROG: 1.81 LBS/HR
(5) [RULE 1303(b)(2)-O«set,5-10-
1996;RULE1303(b)(2)-O«set,12-6-
2002]

BURNER,36 BURNERS,
REFINERY/NATURALGAS,
CALLIDUSTECHNOLOGIESINC.,
MODELLE-CSG-10W,9.72
MMBTU/HREACH,WITHLOW
NOX BURNER

SSyystem 4: VACUUMFLASHUNIT S13.5, S15.2,stem 4 : VACUUMFLASHUNIT S15.3, S15.4,
S15.11, S31.3

TANK,SURGE, V-2250, SR RESIDUE, D64
WITHNATURALGAS BLANKETING,
HEIGHT:27 FT 6 IN; DIAMETER:16
FT 3 IN
A/N: 472815
Permit to Construct Issued: 12/04/07

ACCUMULATOR, V-2251, FLASHER D65 H23.10
OVERHEAD,HEIGHT:20 FT;
DIAMETER:9 FT
A/N: 472815
Permit to Construct Issued: 12/04/07

KNOCKOUT POT,STEAMAIR D66
DECOKINGQUENCH,V-2253,
HEIGHT:7 FT 8 IN; DIAMETER:4 FT
A/N: 472815
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

COLUMN,FLASHER,FR-1,HEIGHT: D69
127 FT; DIAMETER:23 FT 6 IN
A/N: 472815
Permit to Construct Issued: 12/04/07

SCRUBBER,DEA, FR-2, VENTGAS D70
A/N: 472815
Permit to Construct Issued: 12/04/07

COMPRESSOR,FR-501,VENTGAS D77
A/N: 472815
Permit to Construct Issued: 12/04/07

FUGITIVEEMISSIONS, D835 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 472815
Permit to Construct Issued: 12/04/07

S S15.1, S15.3,Syysstteem 77::BBRRIINNEEFFLLAASSHHSSTTRRIPIPPPEERR(B(BEENNZZEENNEESSTTRRIIPPPPEERR)) S15.11, S31.2

VESSEL,DU-301,BRINE FLASH D919 HAP: (10) [40CFR63 Subpart H23.12
STRIPPER,HEIGHT:24 FT; CC, #4,5-25-2001]

DIAMETER:6 FT
A/N: 409983
Permit to Construct Issued: 03/09/04

VESSEL,V-3152, STRIPPER D920
OVERHEADACCUMULATER,
LENGTH:14 FT; DIAMETER:4 FT 6
IN
A/N: 409983
Permit to Construct Issued: 03/09/04

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

FUGITIVEEMISSIONS, D834 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 409983
Permit to Construct Issued: 03/09/04

Sys S13.5, S15.1,Systteem 88::CCRRUUDDEEUUNNITITFFEEEEDDDDEESSAALLTTEERR S15.3, S15.4,
S15.11

VESSEL,DESALTER,V-2171,CRUDE D10
OIL, LENGTH: 49 FT; DIAMETER:12
FT
A/N: 338062
Permit to Construct Issued: 05/14/98

VESSEL,DESALTER,V-2342,CRUDE D12
OIL, LENGTH: 49 FT; DIAMETER:12
FT
A/N: 338062
Permit to Construct Issued: 05/14/98

VESSEL,DESALTER,V-3048,CRUDE D17
OIL, LENGTH:55 FT; DIAMETER:12
FT
A/N: 338062
Permit to Construct Issued: 05/14/98

TANK,SURGE, V-2419,BRINE, D55
HEIGHT:10 FT 1 IN; DIAMETER:6 FT
6 IN
A/N: 338062
Permit to Construct Issued: 05/14/98

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION P13.2

VESSEL,DESALTER,V-3148,CRUDE D823
OIL, LENGTH: 73 FT; DIAMETER:12
FT
A/N: 338062
Permit to Construct Issued: 05/14/98

VESSEL,DESALTER,V-3149,CRUDE D824
OIL, LENGTH: 73 FT; DIAMETER:12
FT
A/N: 338062
Permit to Construct Issued: 05/14/98

FUGITIVEEMISSIONS, D957 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 338062
Permit to Construct Issued: 05/14/98

PPrroocceessss22::CCOOKKIINNGGAAND R P13.2ND REESSIDIDUUAALLCCOONNDDITITIIOONNININGG

SSyysstteem 11::DELAYEDCOKINGU S13.5, S15.4,DELAYEDCOKINGUNNITIT S31.3

FRACTIONATOR, MAIN,CK-1, D80
HEIGHT:149 FT; DIAMETER:15 FT 6
IN
A/N: 464152
Permit to Construct Issued: 07/18/07

COLUMN,STRIPPER,CK-2,EXTRA D81
HEAVYGAS OIL,HEIGHT:25 FT 6 IN;
DIAMETER:3 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

COLUMN,STRIPPER,CK-3,HEAVY D82
GAS OIL,HEIGHT:43 FT; DIAMETER:
5 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

COLUMN,STRIPPER,CK-4,LIGHT D83
GAS OIL,HEIGHT:43 FT; DIAMETER:
4 FT 6 IN
A/N: 464152
Permit to Construct Issued: 07/18/07

ACCUMULATOR, V-2247,MAIN D84
FRACTIONATOR OVERHEAD,
HEIGHT:22 FT; DIAMETER:12 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

ACCUMULATOR, V-2248,MAIN D85
FRACTIONATOROVERHEAD,
HEIGHT:20 FT; DIAMETER:9 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

DRUM,COKE,V-2236,HEIGHT:75 D796 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

DRUM,COKE,V-2237,HEIGHT:75 D797 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

DRUM,COKE,V-2238,HEIGHT:75 D798 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

DRUM,COKE,V-2239,HEIGHT:75 D799 PM: (9) [RULE 405,2-7-1986] D323.2
FT; DIAMETER:26 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

ABSORBER,RECTIFIED,CK-5, D95
HEIGHT:159 FT 6 IN; DIAMETER:7
FT
A/N: 464152
Permit to Construct Issued: 07/18/07

COLUMN,SPONGE,CK-6,HEIGHT:42 D96
FT 6 IN; DIAMETER:3 FT 6 IN
A/N: 464152
Permit to ConstructIssued: 07/18/07

COLUMN,DEBUTANIZER,CK-7, D97
HEIGHT:136 FT 6 IN; DIAMETER:8
FT
A/N: 464152
Permit to Construct Issued: 07/18/07

SETTLINGTANK,V-2245, D99
DEBUTANIZEROVERHEAD,
LENGTH: 7 FT; DIAMETER:5 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

COMPRESSOR,CK-501,WET GAS D103
A/N: 464152
Permit to Construct Issued: 07/18/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.2

KNOCKOUT POT,V-3122,HEIGHT:8 D758
FT 4 IN; DIAMETER:3 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

KNOCKOUT POT,V-3172,WET GAS D943
COMPRESSORDISCHARGE,HEIGHT:
8 FT 6 IN; DIAMETER:5 FT
A/N: 464152
Permit to Construct Issued: 07/18/07

FUGITIVEEMISSIONS, D838 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 464152
Permit to Construct Issued: 07/18/07

Process 3: HYDROTREATING P13.2Process 3 : HYDROTREATING

System 3: FCC FEED (GAS OIL)HYDRODESULFURIZATIONUNIT 120 S13.5, S15.2,System 3 : FCC FEED (GAS OIL)HYDRODESULFURIZATIONUNIT 120 S15.3, S15.11,
S31.1,S31.3

TANK,SURGE, 120-V-1,FEED, D721
HEIGHT:20 FT; DIAMETER:10 FT 6
IN
A/N: 467377
Permit to Construct Issued: 06/07/07

REACTOR,UNIONFINERA, 120-V-2A, D722
HEIGHT:55 FT 6 IN; DIAMETER:8 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

REACTOR,UNIONFINERB, 120-V-2B, D723
HEIGHT:49 FT 3 IN; DIAMETER:8 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

REACTOR,UNIONFINERGUARDC, D724
120-V-11,HEIGHT:65 FT; DIAMETER:
8 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

VESSEL,SEPARATOR,HOT HIGH D725
PRESSURE,120-V-3,HEIGHT:13 FT;
DIAMETER:5 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

TANK,SURGE, 120-V-30,WASH D726
WATER,HEIGHT:12 FT; DIAMETER:
8 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

TANK,HOLDING,120-V-12,WASH D727
WATER,HEIGHT: 9 FT; DIAMETER:4
FT 6 IN
A/N: 467377
Permit to Construct Issued: 06/07/07

CARBONADSORBER,120-ME-3A/B, C728 D816 D90.2,E128.1,
ACTIVATED CARBON,TWO IN E153.2,H23.11
PARALLEL (ONE SPARE),55-GALLON
CANISTEREACH
A/N: 467377
Permit to Construct Issued: 06/07/07

FILTER,120-ME-4,FEED D814
A/N: 467377
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

VESSEL,SEPARATOR,COLDHIGH D730
PRESSURE,120-V-5,HEIGHT:27 FT;
DIAMETER:3 FT 6 IN
A/N: 467377
Permit to Construct Issued: 06/07/07

TANK,DEGASSING,120-V-17,SOUR D731
WATER,HEIGHT:19 FT; DIAMETER:
5 FT 6 IN
A/N: 467377
Permit to Construct Issued: 06/07/07

EJECTOR,UNIONFINER D732
EVACUATION, 120-EJ-1
A/N: 467377
Permit to Construct Issued: 06/07/07

TANK,SURGE, 120-V-13,LOW D733
PRESSUREFEED,HEIGHT:14 FT 6
IN; DIAMETER:6 FT 6 IN
A/N: 467377
Permit to Construct Issued: 06/07/07

VESSEL,SEPARATOR,120-V-4, D734
HEIGHT:12 FT; DIAMETER:5 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

COLUMN,STABILIZER,120-V-8, D735
HEIGHT:54 FT; DIAMETER:5 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

VESSEL,SEPARATOR,COLDLOW D736
PRESSURE,120-V-6,HEIGHT:12 FT;
DIAMETER:5 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

COMPRESSOR,HYDROGEN D738 H23.22
RECYCLE,120-C-1A
A/N: 467377
Permit to Construct Issued: 06/07/07

COMPRESSOR,HYDROGEN D740 H23.22
RECYCLE,120-C-1B
A/N: 467377
Permit to Construct Issued: 06/07/07

KNOCKOUT POT, 120-V-14,DEA D741
CONTACTORFEED,HEIGHT:8 FT 6
IN; DIAMETER:2 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

VESSEL,CONTACTOR,DEA, 120-V- D742
15, HEIGHT:54 FT 6 IN; DIAMETER:4
FT
A/N: 467377
Permit to Construct Issued: 06/07/07

COMPRESSOR,120-C-2A,MAKEUP D748 H23.22
HYDROGEN/OFFGAS
A/N: 467377
Permit to Construct Issued: 06/07/07

COMPRESSOR,120-C-2B,MAKEUP D749 H23.22
HYDROGEN/OFFGAS
A/N: 467377
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

TANK,HOLDING,(SUMP),120-V-23, D816 C728 VOC: 500 PPMV (5) [RULE H23.11
GRAVITYDRAIN,HEIGHT:10 FT; 1176,9-13-1996]

DIAMETER:5 FT
A/N: 467377
Permit to Construct Issued: 06/07/07

FUGITIVEEMISSIONS, D844 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 467377
Permit to Construct Issued: 06/07/07

SSyysstteem 44::FFCCCCFFEEEEDD(G(GAASSOOILIL))HHYYDDRROODDEESSUULLFFUURRIZIZAATTIOIONNUUNNITIT121020HHEEAATTEERR
HEATER,HYDROGENCHARGE,120- D713 NOX: LARGE CO: 400 PPMV (5A) [RULE C8.3,D12.1,
H-1, NATURALGAS, KTI,WITHLOW SOURCE** 1146,11-17-2000] ; CO: 0.09 D28.3,E193.1
NOX BURNER,22 MMBTU/HR WITH LBS/HRNATURALGAS (4)
A/N: 325727 [RULE 1303(a)(1)-BACT,5-10-

Î Permit to Construct Issued: 04/21/94 1996;RULE1303(a)(1)-BACT,12-6-

2002]

CO: 2000 PPMV (5) [RULE
407,4-2-1982] ; NOX: 0.66
LBS/HRNATURALGAS (4)
[RULE 2005,5-6-2005] ; NOX: 30
PPMVNATURALGAS (4)
[RULE 2005,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986] ; PM: 0.44
LBS/HRNATURALGAS (4)
[RULE 1303(a)(1)-BACT,5-10-

1996

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : HYDROTREATING P13.2

RULE 1303(a)(1)-BACT,12-6-
2002] ; PM: 21 LBS/MMSCF
NATURALGAS (4) [RULE
1303(a)(1)-BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002]

ROG: 0.15 LBS/HR
NATURALGAS (4) [RULE
1303(a)(1)-BACT,5-10-1996;RULE

1303(a)(1)-BACT,12-6-2002]

BURNER,8 BURNERS,NATURAL
GAS, CALLIDUS,MODELLE-
CSG-W,WITHLOW NOX BURNER,
22 MMBTU/HR

PPrroocceessss44::HHYYDDRRO P13.2OGGEENNPPRROODDUUCCTTIOIONN

SSyysstteem 22::HHYYDDRROOGGEENNPPLLAANNTTHHEEAATTEERR
HEATER,STEAMREFORMING,HP-38, D210 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.1,C1.8,
REFINERY/NATURALGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.6,D328.1,
LOW NOX BURNER,340 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.6
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 360819 404,2-7-1986]

Permit to Construct Issued: 02/25/00

BURNER,128 BURNERS,
REFINERY/NATURALGAS,
CALLIDUSTECHNOLOGIES,
MODELLE-CFSG-3W,WITHLOW
NOX BURNER

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9:WASTEWATER TREATMENT P13.2Process 9 :WASTEWATER TREATMENT

SSyysstteem 11::SSTTOORRMM/P/PRROOCCEESSSUUNNIITTWWAASSTTEEWWAATTEERRTTRREEAATTMME S13.6ENNTT
OILWATERSEPARATOR,NO. 1, D336 C719 HAP: (10) [40CFR63 Subpart H23.13
OIL/WATER,WITHA FIXEDCOVER CC, #2,5-25-2001] ; VOC: 500
A/N: 325732 PPMV (5) [RULE 1176,9-13-
Î Permit to Construct Issued: 08/31/95 1996] ; VOC: 500 PPMV (8)

[40CFR60 SubpartQQQ,10-17-

2000]

SCRUBBER,PACKEDCOLUMNWITH C719 D336 C519 C8.6
PALLRINGS,WATEROR
WASTEWATER (ONCETHROUGH),
HEIGHT:8 FT; DIAMETER:4 IN
A/N: 325732
Î Permit to Construct Issued: 08/31/95

OILWATERSEPARATOR,NO. 2, D337 C720 HAP: (10) [40CFR63 Subpart H23.13
OIL/WATER,WITHA FIXEDCOVER CC, #2,5-25-2001] ; VOC: 500
A/N: 325732 PPMV (5) [RULE 1176,9-13-
Î Permit to Construct Issued: 08/31/95 1996] ; VOC: 500 PPMV (8)

[40CFR60 SubpartQQQ,10-17-

2000]

SCRUBBER,PACKEDCOLUMNWITH C720 D337 C520 C8.6
PALLRINGS,WATEROR
WASTEWATER (ONCETHROUGH),
HEIGHT:8 FT; DIAMETER:4 IN
A/N: 325732
Î Permit to Construct Issued: 08/31/95

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

SUMP,PUMP STRUCTURE,NO. 3, D338 C521D773 HAP: (10) [40CFR63 Subpart H23.13
STORM/PROCESSWATER,CONCRETE CC, #2,5-25-2001] ; VOC: 500
WITH FIXEDCOVERAND FLAME PPMV (5) [RULE 1176,9-13-
ARRESTOR 1996] ; VOC: 500 PPMV (8)
A/N: 325732 [40CFR60 SubpartQQQ,10-17-

Î Permit to Construct Issued: 08/31/95 2000]

SUMP,OIL ANDWATER,FIXED D339 H23.13
COVER,WIDTH:5 FT; DEPTH: 6 FT 7
IN; LENGTH:10 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SUMP,PROCESSWATER,CONCRETE D340
WITHOPEN TOP,WIDTH:15 FT;
DEPTH: 8 FT 6 IN; LENGTH:15 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SUMP,STORMWATER,CONCRETE D341
WITHOPEN TOP,WIDTH:15 FT;
DEPTH: 8 FT 6 IN; LENGTH: 20 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

TANK,AIR FLOATATION,TK-1601, D342 C517 VOC: 500 PPMV (5) [RULE
PROCESSWATER,FIXEDROOF, 1176,9-13-1996]

HEIGHT:16 FT; DIAMETER:26 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

TANK,AIR FLOATATION,TK-1602, D344 C517 VOC: 500 PPMV (5) [RULE
PROCESSWATER,FIXEDROOF, 1176,9-13-1996]

HEIGHT:16 FT; DIAMETER:26 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

RESERVOIR,STORMWATER,WITHA D345
21 FT.DIKE, 193000 BBL
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SCREEN,CLASSIFYING,STEELBAR D346
TYPE, DR-4201,HEIGHT:4 FT,
WIDTH: 3 FT,MANUALLYCLEANED
A/N: 325732
Î Permit to Construct Issued: 08/31/95

CARBONADSORBER,(THREE IN C517 D342 D344 D90.1,E128.1,
PARALLEL),ACTIVATED CARBON, E153.2
150 LBS
A/N: 325732
Î Permit to Construct Issued: 08/31/95

CARBONADSORBER,ACTIVATED C519 C719 D90.3,E128.1,
CARBON,150 LBS E153.2
A/N: 325732
Î Permit to Construct Issued: 08/31/95

CARBONADSORBER,ACTIVATED C520 C720 D90.3,E128.1,
CARBON,150 LBS E153.2
A/N: 325732
Î Permit to Construct Issued: 08/31/95

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

TANK,AIR FLOATATION,TK-1603, D813
STORMWATER,FIXEDROOF,
HEIGHT:16 FT; DIAMETER:26 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SUMP,API INLETBOX, D773 D338 C521 HAP: (10) [40CFR63 Subpart H23.13
STORM/PROCESSWASTEWATER, CC, #2,5-25-2001] ; VOC: 500
CONCRETE,FIXEDCOVER,WITH PPMV (5) [RULE 1176,9-13-
VAPORPATHCOMMONTO INLET 1996]

CHANNEL&PUMPSTRUCTURE
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SCREEN,CLASSIFYING,WIREMESH D774
TYPE, 1-1/2 INCHOPENINGS,
HEIGHT:4 FT; WIDTH: 3 FT,
MANUALLYCLEANED
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SCREEN,CLASSIFYING,WIREMESH D775
TYPE, 1-1/2 INCHOPENINGS,
HEIGHT:2 FT 8 IN; WIDTH: 3 FT 4-1/2
IN, MANUALLYCLEANED
A/N: 325732
Î Permit to Construct Issued: 08/31/95

TANK,FIXEDROOF,TK-2529,API D829 C830 VOC: 500 PPMV (5) [RULE
SLUDGE,143 BBL; DIAMETER:10 FT; 1176,9-13-1996]

HEIGHT:11 FT
A/N: 325732
Î Permit to Construct Issued: 08/31/95

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 :WASTEWATER TREATMENT P13.2

CARBONADSORBER,ACTIVATED C830 D829 VOC: 500 PPMV (5) [RULE D90.3,E128.1,
CARBON,2 TOTAL IN SERIES,150 1176,9-13-1996] E153.2
LBS
A/N: 325732
Î Permit to Construct Issued: 08/31/95

DRAIN SYSTEMCOMPONENT D887 HAP: (10) [40CFR63 Subpart H23.13
A/N: 325732 CC, #2,5-25-2001]

Î Permit to Construct Issued: 08/31/95

FUGITIVEEMISSIONS, D945 H23.1
MISCELLANEOUS
A/N: 325732
Î Permit to Construct Issued: 08/31/95

SSyysstteem 22::AAIIRRPPOOLLLLUUTTIIOONNCCOONNTTRROOLLSSYYSSTTEEMM
CARBONADSORBER,TWO TOTAL C521 D338 D773 D90.3,D94.1,
(ONE STANDBY),1000 LBS EACH, E128.1,E153.2
MULTIPLESOURCES,ACTIVATED
CARBON,ALSO CONTROLSVAPORS
FROMAPI INLETBOX, INLETAND
OUTLETCHANNELS
A/N: 325734
Î Permit to Construct Issued: 06/07/95

Process 10: P13.2Process 10 :SSTTOORRAAGGEETTAANNKKSS

SSyysstteem 77::DDOOMMEEDDEEXXTTEERRNNAALLFFLLOOAATTIINNGGRROOOOFFTTAANNKKSS
STORAGETANK,DOMEDEXTERNAL D958 B22.7,C1.28,
FLOATINGROOF,NO. 2625, GAS OIL, H23.33, I30.1,
180000 BBL; DIAMETER:165 FT; K67.8
HEIGHT:48 FT WITH
A/N: 472048
Permit to Construct Issued: 07/29/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : STORAGETANKS P13.2

DOME COVER,GEODESIC

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

GUIDEPOLE,GASKETEDSLIDING
COVER,WITHWIPER,
UNSLOTTED

PPrroocceessss1111::SSTTEEAAMMGGEENNEERRAATTIOIONN
SSyysstteem 11::BBOOILILEERRSS
BOILER,NO. 10, REFINERY/NATURAL D429 C921 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.1,B61.1,
GAS, WITHLOW NOX BURNER,FLUE SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 C1.21,D12.5,
GAS RECIRCULATION, 352 MAJOR SOURCE** GRAINS/SCF (5) [RULE D28.14,D90.6,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE D328.1,E73.2,
A/N: 458829 404,2-7-1986] H23.6
Permit to Construct Issued: 10/12/06

BURNER,4 BURNERS,88
MMBTU/HREACH,
REFINERY/NATURALGAS, COEN
COMPANY, MODELDELTA
POWER II-27

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : STEAM GENERATION

SELECTIVECATALYTICREDUCTION, C921 D429 NH3: 5 PPMV (4) [RULE D28.14,D82.3
CORMETECHHONEYCOMBTYPE 1303(a)(1)-BACT,5-10-1996;RULE

CATALYST,8.1 CUBICMETER,WITH 1303(a)(1)-BACT,12-6-2002]

0-5%VANADIUMPENTOXIDE
A/N: 458831
Permit to Construct Issued: 10/12/06

BOILER,NO. 11, REFINERY/NATURAL D430 NOX:MAJOR CO: 2000 PPMV B61.1,C1.21,
GAS, WITHLOW NOX BURNER,FLUE SOURCE**;SOX: REFINERY/NATURALGAS D12.5, D28.13,
GAS RECIRCULATION, 352 MAJOR SOURCE** (5) [RULE 407,4-2-1982] ; PM: D90.6,D328.1,
MMBTU/HR WITH 0.1 GRAINS/SCF E73.1,H23.6
A/N: 405663 REFINERY/NATURALGAS
Permit to Construct Issued: 03/18/03 (5) [RULE 409,8-7-1981]

BURNER,4 BURNERS,
REFINERY/NATURALGAS, COEN
COMPANY, MODELDELTA
POWER II-27, 88 MMBTU/HR
EACH,WITHLOW NOX BURNER

PPrroocceessss1122::MMISISCCEELLLLAANNEEOOUUSS

SSyysstteem 66::WWILILMMININGGTTOONNEEXXTTRRAACCTTIIOONNWWEELLLL
KNOCKOUT POT,OIL, (110 D533 C538
IDENTICALPOTS),HEIGHT:3 FT 4
IN; DIAMETER:6 IN
A/N: 325736
Î Permit to Construct Issued: 12/11/91

KNOCKOUT POT,PRODUCTVENT, D534 C538
HEIGHT:4 FT; DIAMETER:2 FT
A/N: 325736
Î Permit to Construct Issued: 12/11/91

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 :MISCELLANEOUS

KNOCKOUT POT,OIL,HEIGHT:4 FT; D535 C538
DIAMETER:1 FT 6 IN
A/N: 325736
Î Permit to Construct Issued: 12/11/91

PULSATINGDAMPER D536 C538
A/N: 325736
Î Permit to Construct Issued: 12/11/91

AFTERBURNER,NATURALGAS, C538 D533 D534 NOX: PROCESS CO: 2000 PPMV (5) [RULE B61.1,C6.2,
WELL GAS, 3.6 MMBTU/HR D535D536 UNIT**; SOX: 407,4-2-1982] ; NOX: 130 C8.2,D28.2,
A/N: 325736 PROCESSUNIT** LBS/MMSCFNATURALGAS D90.6,D332.1,
Î Permit to Construct Issued: 12/11/91 (1) [RULE 2012,5-6-2005] ; PM: E193.2,H23.6,

(9) [RULE 404,2-7-1986] K67.1

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981]

SSyysstteem 88::EEMMEERRGGEENNCCYYICICEENNGGIINNEESS
INTERNALCOMBUSTIONENGINE, D930 NOX: PROCESS CO: 2.6 GRAM/BHP-HR B61.3,C1.24,
EMERGENCYPOWER,DIESELFUEL, UNIT**; SOX: DIESEL (4) [RULE 1303(a)(1)- C1.25,E71.4,
CUMMINS,MODELQSL9-G2,FOUR PROCESSUNIT** BACT,5-10-1996;RULE E116.1,E193.6,
CYCLES,SIX CYLINDER,WITH 1303(a)(1)-BACT,12-6-2002] ; H23.26,H23.31,
TURBOCHARGERAND NOX: 469 LBS/1000GAL K67.6, K67.7
AFTERCOOLER,325 BHP WITH DIESEL (1) [RULE 2012,5-6-
A/N: 457044 2005]

Permit to Construct Issued: 08/17/06

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 :MISCELLANEOUS

NOX + ROG: 4.8
GRAM/BHP-HRDIESEL (4)
[RULE 1303(a)(1)-BACT,5-10-

1996;RULE1303(a)(1)-BACT,12-6-

2002] ; PM: 0.15 GRAM/BHP-
HR DIESEL (4) [RULE
1303(a)(1)-BACT,5-10-1996

RULE 1303(a)(1)-BACT,12-6-
2002;RULE1470,6-1-2007] ;
PM: (9) [RULE 404,2-7-1986] ;
SOX: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,5-6-
2005]

GENERATOR,ELECTRICAL D931
POWER,CUMMINS,MODEL
200DSHAC,200 KW

FILTER,DIESELPARTICULATE C932
FILTER,CLEANAIRSYSTEMS,
INC.,MODEL PERMIT
CA180W4CN40,WITHA HIBACK
DATA LOGGINGAND ALARM
SYSTEM

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 :MISCELLANEOUS

SSyysstteem 1100::SSOOILILVVAAPPOORREEXXTTRRAACCTTIOIONNAANNDDCCOONNTTRROOLLSSYYSSTTEEMM
OXIDIZER,THERMAL,ENVENT C925 NOX: PROCESS CO: 2000 PPMVNATURAL A63.3, A63.4,
CORPORATION,MODELESVE 1000, UNIT** GAS (5) [RULE 407,4-2-1982] ; B163.1,C1.23,
SERIALNO. BF 572, NATURALGAS, NOX: 32 PPMVNATURAL C8.9,C8.10,
FOR NON-HALOGENATEDHC IN- GAS (4) [RULE 2005,5-6-2005] ; D29.3,D90.9,
SITU SOIL REMEDIATIONONLY, W/ PM: 0.1 GRAINS/SCF D332.1,E71.3,
FULLYMODUL. TEMP CNTRL, 6 NATURALGAS (5) [RULE E190.1,E202.1,
MMBTU/HR WITH 409,8-7-1981] E223.1,E336.3,
A/N: 475763 H23.30
Permit to Construct Issued: 04/30/08

VAPOREXTRACTIONWELL

KNOCKOUTBOX,WATER,FOR
VAPOREXTRACTIONWELLS
ANDDUCTS

BLOWER,EXTRACTION,
MAXIMUMFLOWRATEOF 1,000
SCFM,30 HP

COMPARTMENT,FOR OPTIONAL
PLATINUMCATALYSTON SS, 1.6
CUBICFEETOF ACTIVE
VOLUME,TO CONVERTTHE
OXIDIZERFROMTHERMALTO
CATALYTICOPERATION

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1144::AAIRIRPPOOLLLLUUTTIOION CON P18.1N CONTTRROOLL

SSyysstteem 11::EEAASST FL S31.3T FLAARREESSYYSSTTEEMM
FLARE,ELEVATEDWITH STEAM C465 D422 D423 D12.3,D323.2,
INJECTION,SA-4,WITHA JOHNZINK D424 D425 E193.4,H23.29,
FLARE TIP AND FOUR CONTINUOUS D449D466 I1.1
PILOT BURNERS,HEIGHT:175 FT; D753
DIAMETER:3 FT
A/N: 458382
Permit to Construct Issued: 06/07/07

VESSEL,WATERSEAL, V-3163, D933
HEIGHT:19 FT 6 IN; DIAMETER:12
FT 6 IN
A/N: 458382
Permit to Construct Issued: 06/07/07

TANK,HOLDING,V-3164,WATER D937
SEALOVERFLOW,LENGTH:10 FT;
DIAMETER:4 FT 6 IN
A/N: 458382
Permit to Construct Issued: 06/07/07

KNOCKOUT POT,V-2254 D466 C465D938
A/N: 458382 D939
Permit to Construct Issued: 06/07/07

KNOCKOUT POT,V-3052 D467
A/N: 458382
Permit to Construct Issued: 06/07/07

KNOCKOUT POT,V-3053 D468
A/N: 458382
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : AIR POLLUTIONCONTROL P18.1

KNOCKOUT POT,F-307,HEIGHT:17 D753 C465D938
FT; DIAMETER:6 FT 6 IN D939
A/N: 458382
Permit to Construct Issued: 06/07/07

FUGITIVEEMISSIONS, D876 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 458382
Permit to Construct Issued: 06/07/07

SSyysstte S31.3em 22::WWEESSTTFFLLAARREESSYYSSTTEEMM
FLARE, SA-6,WITHA JOHNZINK C469 D754 D755 D12.3,D323.2,
FLARE TIP, THREEAUTOMATIC D756 E193.4,H23.29,
STEAM SUPPLYCONTROLS,A VAPOR I1.1
SEAL,HEIGHT:175 FT; DIAMETER:2
FT 6 IN
A/N: 458383
Permit to Construct Issued: 06/07/07

KNOCKOUT POT,V-2540 D470 C469
A/N: 458383
Permit to Construct Issued: 06/07/07

KNOCKOUT POT, 120-V-22,HEIGHT: D754 C469D938 E193.3,E204.1
20 FT; DIAMETER: 12 FT D939
A/N: 458383
Permit to Construct Issued: 06/07/07

VESSEL,WATERSEAL, 120-V-32, D755 C469
HEIGHT:18 FT; DIAMETER:11 FT 11
IN
A/N: 458383
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : AIR POLLUTIONCONTROL P18.1

TANK,HOLDING,120-V-34,WATER D756 C469
SEALOVERFLOW,4800 GALS;
DIAMETER:4 FT 6 IN; LENGTH:10
FT
A/N: 458383
Permit to Construct Issued: 06/07/07

FUGITIVEEMISSIONS, D877 HAP: (10) [40CFR63 Subpart H23.1
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 458383
Permit to Construct Issued: 06/07/07

SSyyssttem S15.12, S15.13,em33::FFLLAARREEGGAASSRREECCOOVVEERRYYSSYYSSTTEEMM S31.3

COMPRESSOR,C-3016,LIQUIDRING, D938 D422 D423 E73.3,H23.22
DUAL SEALSWITHBARRIERFLUID D424 D425
SYSTEM,900 CU.FT./MIN D449D466
A/N: 458384 D753 D754
Permit to Construct Issued: 06/07/07

COMPRESSOR,C-3017,LIQUIDRING, D939 D422 D423 E73.3,H23.22
DUAL SEALSWITHBARRIERFLUID D424 D425
SYSTEM,900 CU.FT./MIN D449D466
A/N: 458384 D753 D754
Permit to Construct Issued: 06/07/07

KNOCKOUT POT,V-3166, D940
COMPRESSORDISCHARGE,LENGTH:
18 FT; DIAMETER:6 FT 6 IN
A/N: 458384
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : AIR POLLUTIONCONTROL P18.1

KNOCKOUT POT,V-3168, SCRUBBER D941
INLET,HEIGHT:7 FT; DIAMETER:2
FT
A/N: 458384
Permit to Construct Issued: 06/07/07

FUGITIVEEMISSIONS, D942 HAP: (10) [40CFR63 Subpart H23.22
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 458384
Permit to Construct Issued: 06/07/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS, NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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CONOCOPHILLIPSCOMPANY

SECTIONH: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH PageNo. Process System

D1 1 1 1

D2 1 1 1

D3 1 1 1

D4 1 1 1

D5 1 1 1

D6 1 1 1

D8 2 1 1

D9 2 1 1

D10 6 1 8

D11 2 1 1

D12 6 1 8

D16 2 1 1

D17 6 1 8

D55 6 1 8

D59 3 1 2

D64 4 1 4

D65 4 1 4

D66 4 1 4

D69 5 1 4

D70 5 1 4

D77 5 1 4

D80 7 2 1

D81 7 2 1

D82 8 2 1

D83 8 2 1

D84 8 2 1

D85 8 2 1

D95 9 2 1

D96 9 2 1

D97 9 2 1

D99 9 2 1

D103 9 2 1

D210 15 4 2

D336 16 9 1

D337 16 9 1

D338 17 9 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH PageNo. Process System

D339 17 9 1

D340 17 9 1

D341 17 9 1

D342 17 9 1

D344 18 9 1

D345 18 9 1

D346 18 9 1

D429 21 11 1

D430 22 11 1

C465 26 14 1

D466 26 14 1

D467 26 14 1

D468 26 14 1

C469 27 14 2

D470 27 14 2

C517 18 9 1

C519 18 9 1

C520 18 9 1

C521 20 9 2

D533 22 12 6

D534 22 12 6

D535 23 12 6

D536 23 12 6

C538 23 12 6

D713 14 3 4

C719 16 9 1

C720 16 9 1

D721 10 3 3

D722 10 3 3

D723 10 3 3

D724 11 3 3

D725 11 3 3

D726 11 3 3

D727 11 3 3

C728 11 3 3

D730 12 3 3



SectionH Page:33
Facility I.D.: 800362
Revision #: 27
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH PageNo. Process System

D731 12 3 3

D732 12 3 3

D733 12 3 3

D734 12 3 3

D735 12 3 3

D736 13 3 3

D738 13 3 3

D740 13 3 3

D741 13 3 3

D742 13 3 3

D748 13 3 3

D749 13 3 3

D753 27 14 1

D754 27 14 2

D755 27 14 2

D756 28 14 2

D758 10 2 1

D773 19 9 1

D774 19 9 1

D775 19 9 1

D796 8 2 1

D797 8 2 1

D798 9 2 1

D799 9 2 1

D813 19 9 1

D814 11 3 3

D816 14 3 3

D823 7 1 8

D824 7 1 8

D829 19 9 1

C830 20 9 1

D832 3 1 1

D834 6 1 7

D835 5 1 4

D838 10 2 1

D844 14 3 3
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH PageNo. Process System

D876 27 14 1

D877 28 14 2

D887 20 9 1

D919 5 1 7

D920 5 1 7

C921 22 11 1

C925 25 12 10

D930 23 12 8

D931 24 12 8

C932 24 12 8

D933 26 14 1

D937 26 14 1

D938 28 14 3

D939 28 14 3

D940 28 14 3

D941 29 14 3

D942 29 14 3

D943 10 2 1

D945 20 9 1

D953 2 1 1

D954 3 1 1

D955 3 1 1

D957 7 1 8

D958 20 10 7
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designated No.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not purchase diesel fuel containing sulfur compounds in excess of 15 ppm by weight as
suppliedby the supplier.

This condition shall become e«ective on or after June 1, 2004.

[RULE 431.2, 5-4-1990; RULE 431.2,9-15-2000]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table 1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001;RULE 2004, 4-6-2007]

F34.2 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hourperiod.

[RULE 431.1, 6-12-1998]



SectionH Page:37
Facility I.D.: 800362
Revision #: 27
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

CONSENT DECREE CIVIL NO. H-05-0258. The facility shall send the District a copy of the semiannual
updates sent to the EPA of the speci©c requirement of emission standards and limitations from the Consent
Decree as well as dates of compliance for the requirementnot yet ful©lled.

40 CFR 60 SubpartA

40 CFR 61 SubpartA

40 CFR 63 SubpartA

[40CFR 60 Subpart A, 5-16-2007; 40CFR 61 Subpart A, 5-16-2007; 40CFR 63 Subpart A, 5-16-2007;
CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphereoriginated from the equipment.

PROCESSCONDITIONS

P13.1 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Processessubject to this condition : 7]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

P13.2 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Benzene 40CFR61, SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Processessubject to this condition : 1, 2, 3, 4, 5, 6, 7, 8, 9, 10]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

P18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Crude DistillationUnit (Process:1, System: 1)

Vacuum Flash Unit (Process:1, System: 4)

DelayedCokingUnit (Process:2, System: 1)

Coker Blowdown (Process:2, System: 3)

FCC Feed (GasOil) HydrodesulfurizationUnit DHT-3 (Process:3, System: 1)

FCC Feed (GasOil) HydrodesulfurizationUnit 120 (Process:3, System: 3)

HydrogenPlant (Process:4, System: 1)

Gas Production (Process:5, System: 1, 2, 3, and 4)

Gas andWaterTreatment(Process:6, System: 1, 2, 3, 4, and 5)

Sulfur RecoveryUnit No. 1 (Process:7, System: 1)

Sulfur RecoveryUnit No. 2 (Process:7, System: 2)

Tail Gas (Scot) Unit 2 (Process:7, System: 4)

Tail Gas (Scot) Unit No. 1 (Process:7, System: 5)

CrudeOil TankCar UnloadingSystem (Process:8, System: 1)

LPG TankCar Loading and UnloadingSystem (Process:8, System: 3)

SourWater Oxidizer (Process:1, System: 3)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Processessubject to this condition : 14]

SYSTEM CONDITIONS
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S1.1 The operator shall limit the unloading rate to no more than 88000 barrel(s) in any one day.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process8, System 1]

S2.1 The operator shall limit emissions from this system as follows

CONTAMINANT EMISSIONSLIMIT

VOC Less than 2.5 lbs/mmscfof hydrogen produced

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process4, System 1]

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1158

[RULE 1158, 6-11-1999;RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 4 , 5]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

[RULE 1149, 7-14-1995;RULE 1149, 5-2-2008; RULE 463, 5-6-2005]

[Systems subject to this condition : Process 10, System 3]

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Systems subject to this condition : Process 10, System 2 , 5]

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1189

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process4, System 1]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 4 , 8; Process 2, System 1 , 3; Process 3, System 1 ,
3; Process4, System 1; Process 5, System 1 , 2 , 3 , 4; Process6, System 1 , 2 , 3; Process7, System 4 , 5]

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process 9, System 1 , 3 , 4 , 5]

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases under normal operating conditions shall be directed to the sour gas treating unit(s) located in
the Vacuum Flash Unit (Process1, System 4).

This process/systemshall not be operated unless the fuel gas treating unit(s) is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1 , 7 , 8]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases under normal operating conditions shall be directed to the sour gas treating unit located in this
system.

This process/systemshall not be operated unless the sour gas treating unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 4; Process3, System 1 , 3; Process4, System 1]

S15.3 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergency vent gases shall be directed to a blowdown ªare system or ªare gas recovery system except
Devices IDs D2, D4, D58, D65, D60, D69, D95-D97,D816,D175,D188,D202,D803,D479,D896 that
vent to the atmosphere.

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[Systems subject to this condition : Process 1, System 1 , 4 , 7 , 8; Process 2, System 3; Process 3, System 1 ,
3; Process 4, System 1; Process 5, System 2 , 3 , 4; Process6, System 1 , 2 , 3 , 4 , 5; Process7, System 1 , 2
, 4 , 5; Process8, System 1 , 3]

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases under normal operating conditions shall be directed to the sour gas treating unit(s).

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1 , 4 , 8; Process2, System 1 , 3; Process3, System 1]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.5 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the delayed coking unit heater(s).

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 5, System 4]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunit(s).

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 1 , 4 , 5]

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the tail gas treating (SCOT) unit.

This process/systemshall not be operated unless the tail gas treating (SCOT) unit is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1 , 2]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.8 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to the incinerationsystem.

This process/systemshall not be operated unless the incineration system is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 4 , 5]

S15.11 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a ªare gas recovery system except
device ID's D175,D188,D202, and D896 that vent to atmosphere..

This process/systemshall not be operated unless the above air pollution control equipment (consistingof two
compressors operating independently or concurrently at any given time) is in full use and has a valid permit
to receive vent gases from this system.

[Systems subject to this condition : Process 1, System 1 , 4 , 7 , 8; Process 2, System 3; Process 3, System 1 ,
3; Process 4, System 1; Process 5, System 2 , 3 , 4; Process6, System 1 , 2 , 3 , 4 , 5; Process7, System 1 , 2
, 4 , 5; Process8, System 1 , 3]

S15.12 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases during normal operation shall be directed to the sour gas treating unit located in either the
Vacuum Flasher Unit (Process1, System 4), or the HydrodesulfurizationUnit (Process3, System 3).

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process 14, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.13 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to a ªare system.

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process 14, System 3]

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Crude DistillationUnit (Process:1, System: 1)

Vacuum Flash Unit (Process:1, System: 4)

DelayedCokingUnit (Process:2, System: 1)

Coker Blowdown (Process:2, System: 3)

FCC Feed (GasOil) HydrodesulfurizationUnit DHT-3 (Process:3, System: 1)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process6, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S18.2 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

SourWater StrippingUnit (Process:6, System: 1)

Amine RegenerationUnits (Process:6, System: 4 and 5)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 1 , 2]

S18.3 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur RecoveryUnits 1 & 2 (Process:7, System: 1 & 2)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 4 , 5]

S18.4 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Tail gas treating (SCOT) unit(s) (Process:7, System: 4 & 5)

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process7, System 3]
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The operator shall comply with the terms and conditions set forth below:

S31.1 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)325725:

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator shall revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to bellow-sealedvalves

All new valves in VOC service except those speci©cally exempted by Rule 1173, shall be bellow-sealed
valves for 2-inch and smaller sizes, except in the following applications: heavy liquid service, control valve,
instrumentpiping/tubing, applicationsrequiring torsional valve stem motion, applicationswhere valve failure
could pose safety hazard (e.g. drain valves with valve stems in horizontal position), and retro©ts with space
limitations

All new components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane background as measured using EPA Method 21, shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief device, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21

All new valves greater than 2-inch size and major components in VOC service as de©ned by Rule 1173,
except those speci©cally exempted by Rule 1173 shall be identi©ed from other components through their tag
numbers (e.g. numbers ending in the letter "N"), and shall be noted in the records

The operator shall provide to the District, no later than 60 days after initial startup, a plot plan or process
instrumentationof each new valve in VOC service

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-
BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; 40CFR 60
SubpartGGG, 6-2-2008]

[Systems subject to this condition : Process3, System 3]
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The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)409983:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, operating temperature, operating pressure, body material,
application,and reasonwhy bellows seal valves were not used.

The operator shall provide to the District, no later than 90 days after initial startup, a complete, as built,
piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves
with a listing of tag numbers.

All valves shall be bellow-seal valves except in the following applications: valves in heavy liquid service,
control valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where
valve failure could pose safety hazard (e.g., Drain valves with stems in the horizontal position),
retro©t/special application valves with space limitation, and valves not commercially available. The District
shall approve all exceptions to this requirement.

All components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPA ReferenceMethod 21.

All valves and new major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 shall be distinctly identi©ed from other components through their tag numbers (e.g.,
numbers ending in the letter "N"), and shall be noted in the records

All components in VOC service, with a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background using EPA ReferenceMethod 21, shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor,pressure relief valve, diaghram, hatch,
sight-glass,and meter,which are not exempted by Rule 1173

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the (non-
bellows seal) valves and ªange population inspected is found to leak gaseous or liquid volatile organic
compounds at a rate of less than 500 ppmv.

The operator shall keep records of the monthly inspection (quarterlywhere applicable), subsequent repairs,
and reinspections,in a manner approvedby the District. Records shall be kept and maintained for at least ©ve
years, and shall be made available to ExecutiveO¬cer or his authorized representativeupon request.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
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The operator shall comply with the terms and conditions set forth below:

1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 7]
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The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)458382, 458383, 458384, 467378, 467377 and 464152:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, application, and reasons why bellows seal valves were not
used.

The operator shall provide to the District, no longer than 90 days after initial startup, a complete, as built,
piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves
with a listing of tag numbers.

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applications where valve failure could pose safety hazard, retro©ts/special
applicationswith space limitations,and valves not commerciallyavailable.

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District.

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv.

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least two
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.
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The operator shall comply with the terms and conditions set forth below:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to a closed vent system.

All new light liquid pumps shall utilize double seals and be connected to a closed vent system.

All compressorsshall be equippedwith a seal systemwith a higher pressurebarrierªuid.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Systems subject to this condition : Process 1, System 4; Process2, System 1; Process3, System 3; Process 14,
System 1 , 2 , 3]
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The operator shall comply with the terms and conditions set forth below:

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)471540:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, application, and reasons why bellows seal valves were not
used.

The operator shall provide to the District, no longer than 90 days after initial startup, a complete, as built,
piping and instrumentation diagram(s) and copies of requisition data sheets for all non-leakless type valves
with a listing of tag numbers.

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applications where valve failure could pose safety hazard, retro©ts/special
applicationswith space limitations,and valves not commerciallyavailable.

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District.

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv.

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least two
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.
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The operator shall comply with the terms and conditions set forth below:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to a closed vent system.

All new light liquid pumps shall utilize double seals and be connected to a closed vent system.

All compressorsshall be equippedwith a seal systemwith a higher pressurebarrierªuid.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 1, System 1]

DEVICE CONDITIONS

A. Emission Limits

A63.1 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

NOX Less than or equal to 2200 LBS IN ANY ONE DAY

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D429]
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The operator shall comply with the terms and conditions set forth below:

A63.3 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Benzene Less than or equal to 1,239LBS IN ANY ONE YEAR

MTBE Less than or equal to 1,560LBS IN ANY ONE YEAR

Benzene andMTBE shall be measured at the outlet of the oxidizer according to conditionD90.9.

The Benzene and MTBE concentrations, averaged over a 12-month period, shall not exceed 1.65 ppmv and
3.7 ppmv, respectively,in order to complywith this condition.

[RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]

A63.4 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

VOC Less than or equal to 234 LBS IN ANY ONE MONTH

The operator shall use the latest required source test results for calculating VOC based on the actual number
of hours of operation in any month to show compliance to the limit. If records of hours of operation are not
available, the operator shall use 24 hours and 30 days in a month.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C925]
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The operator shall comply with the terms and conditions set forth below:

A305.1 Whenever this equipment is in operation, the steam injectionmay be operated at any control e¬ciency provided
that the emission concentrations beingmonitoredby the certi©ed CEMS serving this equipment is below the valid
upper range speci©ed in the approvedCEMS plan.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D59]

B.Material/FuelTypeLimits

B22.7 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

For the purposes of this condition, organic liquid materials that are stored at ambient temperatures with a

ªash point of 100 deg F or more as determinedby ASTMMethodD-93, shall be deemed to have a true vapor
pressureof less than or equal to 0.1 psia under actual storage conditions.

The ªash point of the material stored shall be determinedevery time there is a change of the material stored in
the tank.

[RULE 1178, 4-7-2006; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D958]

B61.1 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

The H2S concentrationlimit shall be based on a rolling 3-hour averagingperiod

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

[Devices subject to this condition : D59,D210,D429,D430, C538]
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The operator shall comply with the terms and conditions set forth below:

B61.3 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound ppm by weight

Sulfur less than or equal to 15

[RULE 1470, 6-1-2007; RULE 431.2, 5-4-1990; RULE 431.2,9-15-2000]

[Devices subject to this condition : D930]

B163.1 The operator shall only use this equipment subject to restrictionscontaining the following:

An identi©cation tag or nameplate shall be displayed on the equipment to show manufacturermodel and/or
serial numbers. The tag(s) or plate(s) shall be issued by the manufacturer, and shall be adhered to the
equipment in a permanent and conspicuous position.

The catalyst in the oxidizer (when operating in catalytic mode) shall be maintained in good working
condition. The operator shallmaintain records of catalyst cleaning periods and replacement frequency.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002; RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]

C. Throughput or OperatingParameter Limits

C1.8 The operator shall limit the ©ring rate to no more than 340MM Btu per hour.

To comply with this condition, the operator shall monitor and record the fuel rate and the fuel high heating
value. Such records shall be made available to District personnelupon request.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D210]
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The operator shall comply with the terms and conditions set forth below:

C1.10 The operator shall limit the ©ring rate to no more than 350MM Btu per hour.

To complywith this condition, the operator shall monitor and record the fuel rate and the high heating value.
Such records shall be made available to the District personnelupon request.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D59]

C1.21 The operator shall limit the ©ring rate to no more than 352MM Btu per hour.

To complywith this condition, the operator shall monitor and record the fuel rate and the high heating value
of the re©nery/natural gas. Such records shall be made available to the District personnelupon request.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D429,D430]

C1.23 The operator shall limit the load to no more than 1,000 cubic feet perminute.

For the purpose of this condition, the load shall be de©ned as the total waste gas ªow rate at the inlet of this
oxidizer.

To comply with this condition, the operator shall install and maintain a(n) ªow meter to accurately indicate
the ªow rate at the inlet to the oxidizer.

The operator shallmeasure the ªow rate in standard cubic feet perminute (SCFM).

If a pressure sensing device is used instead of the ªow meter, a conversion chart shall be made available to
indicate the ªow rate (in CFM) corresponding to the pressure reading.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C925]
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The operator shall comply with the terms and conditions set forth below:

C1.24 The operator shall limit the operating time to no more than 200 hour(s) in any one year.

To comply with this condition, the operator shall install and maintain a(n) non-resettable elapsed time meter
to accurately indicate the elapsed operating time of the engine.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D930]

C1.25 The operator shall limit the maintenance testing to no more than 50 hour(s) in any one year.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002; RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]
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The operator shall comply with the terms and conditions set forth below:

C1.28 The operator shall limit the throughput to no more than 1,705,000 barrel(s) in any one calendarmonth.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x d x d x l, where d is
the diameter of the tank in feet based on the tank strappingchart and l is the total vertical one-way roof travel
in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once per hour.

The operator shall calculate the total one-way roofmovement, in feet, on a daily and monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8 %, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to time that the ATLGwent out of service.

The operator shall keep adequate records to show compliance with the limitations speci©ed in this permit.
Such records shall be maintained and kept on ©le for at least ©ve years and shall be made available to the
ExecutiveO¬cer or his authorized representativeupon request.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D958]
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The operator shall comply with the terms and conditions set forth below:

C6.2 The operator shall use this equipment in such a manner that the hydrocarbon vapors ªow rate beingmonitored,as
indicated below, does not exceed 300 CFM.

To comply with this condition, the operator shall install and maintain a(n) ªow meter to accurately indicate
the ªow rate of the hydrocarbon vapors into this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C538]

C8.2 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1650Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the combustionchamber and the gauge shall be providedat 10 feet elevation above
ground.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C538]

C8.3 The operator shall use this equipment in such a manner that the oxygen concentration being monitored, as
indicated below, is not less than 1 percent.

To comply with this condition, the operator shall install and maintain a(n) continuous monitoring system to
accurately indicate the oxygen concentrationat the the convectionsection or exhaust stack.

This condition shall only apply during normal operating conditions and shall not apply during startup,
shutdown, or process upset.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D713]
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The operator shall comply with the terms and conditions set forth below:

C8.6 The operator shall use this equipment in such a manner that the ªow rate being monitored, as indicated below, is
not less than 2 gpm.

To comply with this condition, the operator shall install and maintain a(n) ªow meter to accurately indicate
the ªow rate being supplied to the scrubber.

The operator shall determine and record the parameter beingmonitoredonce every 24 hours.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1176, 9-13-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C719, C720]

C8.9 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1400Deg F.

This condition shall only applywhen the oxidizer is operating in the thermalmode.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperatureof the oxidizer.

A tenperature sensor, accurate to 20 degrees Farenheit, shall be installed and maintained at the exhaust stack
of this equipment. The sensor shall be mounted at least 0.6 seconds downstream of the ªame zone. A
temperature indicator and a strip chart recorder or electronic data logger shall be used to display and record
the above temperaturewhenever this equipment is in operation.

The operator shall automaticallyregulate the temperatureby a fullymodulated control system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002; RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]
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The operator shall comply with the terms and conditions set forth below:

C8.10 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 700Deg F.

This condition shall only applywhen the oxidizer is operating in the catalytic mode.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperatureof the oxidizer.

A tenperature sensor, accurate to 20 degrees Farenheit, shall be installed and maintained at the exhaust stack
and at the inlet to the catalyst. The sensor shall be mounted at least 0.6 seconds downstream of the ªame
zone. A temperature indicator and a strip chart recorder or electronic data logger shall be used to display and
record the above temperatureswhenever this equipment is in operation.

The operator shall automaticallyregulate the temperatureby a fullymodulated control system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002; RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]

D.Monitoring/TestingRequirements

D12.1 The operator shall install and maintain a(n) non-resettabletotalizing fuel ªow meter to accurately indicate the fuel
usage of the equipment.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D713]

D12.3 The operator shall install and maintain a(n) thermocouple to accurately indicate the presence of a ªame at the pilot
light.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C465, C469]
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The operator shall comply with the terms and conditions set forth below:

D12.4 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the steam-to-fuel
ratio applied to the burners.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D59]

D12.5 The operator shall install and maintain a(n) ªow meter to accurately indicate the ªue gas ªow at the recirculation
line.

The operator shall record the parameter beingmonitoredonce every 15 minute(s).

The operator shall record the parameterwhenever the boiler is operating and the FGR is in use.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D429,D430]

D28.2 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial start-up.

The test shall be conducted to determine the NOX emissions at the inlet and outlet.

The test shall be conducted to determine the CO emissions at the inlet and outlet.

The test shall be conducted to determine the non-methane hydrocarbon emissions at the inlet and outlet.

The test shall be conducted to determine the Benzene at the inlet and outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C538]
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The operator shall comply with the terms and conditions set forth below:

D28.3 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial start-up.

Source test shall be conducted when this equipment is operating at no less than 80 percent of the maximum
production rate..

The test shall be conducted to determine the NOX emissions at the outlet.

The test shall be conducted to determine the SOX emissions at the outlet.

The test shall be conducted to determine the CO emissions at the outlet.

The test shall be conducted to determine the ROG emissions at the outlet.

The test shall be conducted to determine the total PM emissions at the outlet.

The test shall be conducted to determine the PM10 emissions at the outlet.

The test shall be conducted to determine the oxygen concentrationat the outlet.

The test shall be conducted to determine the moisture content at the outlet.

The test shall be conducted to determine the ªow rate at the outlet.

The test shall be conductedat least once every three years.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to demonstrate compliance with 40CFR60, Appendix A (latest version) and
methods approvedby AQMD.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 407,
4-2-1982]

[Devices subject to this condition : D713]
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The operator shall comply with the terms and conditions set forth below:

D28.9 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedwithin 120 days after achievingmaximum production rate, but no later than 180
days after initial start-up.

The test shall be conducted to determine emission rate of NOX, SOX, ROG, CO, PM, and PM10, both with
and without steam injectionwithin the design operating range.The operator shall submit a test protocol to the
District at least 60 days prior to the testing. The tests shall be conducted according to the approved test
protocol or any subsequently approved revisions.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

Source test shall be conductedwhen this equipment is operating at least 80 percent of the permittedmaximum
capacity or within a capacity range approved by the District. Report of the test and operating conditions of
the equipment shall be submitted to the Districtwithin 60 days after the test.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002;RULE 2012, 5-6-2005]

[Devices subject to this condition : D59]

D28.13 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedwithin 120 days after achievingmaximum production rate, but no later than 180
days after initial start-up.

The test shall be conducted to determine emission rate of NOX, SOX, ROG, CO, PM, and PM10. The
operator shall submit a test protocol to the District at least 60 days prior to the testing. The test shall be
conductedaccording to the approved test protocol.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted for both operating modes with and without the use of FGR with the boiler
operating at least 80 percent of the permitted maximum capacity or within a capacity range approved by the
District. Report of the test and operating condition of the equipment shall be submitted to the District within
60 days after the test.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D430]
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The operator shall comply with the terms and conditions set forth below:

D28.14 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted initially to determine emission rate of NOX, SOX, ROG, CO, NH3, PM, and
PM10 at the outlet of the SCR and NOX, SOX, PM, and PM10 at the inlet of the SCR. Subsequent test shall
be conducted at least annually to determine emission rate of ammonia at the outlet of the SCR with the SCR
in full use. Subsequent test shall also be conducted at least once every three years for PM and PM10 at the
outlet of the SCR with the SCR in full use.

The test shall be conducted for all criteria pollutants in the initial testing for both operatingmodes, i.e., with
SCR and FGR operating separately.

The test shall be conductedwith the boiler operating at least 80 percent of the permittedmaximum capacity or
within a capacity range approved by the District. The operator shall submit a test protocol to the District at
least 60 days prior to the testing.

The test shall be conducted according to the approved test protocol.The initial test shall be conductedwithin
120 days after achieving maximum production rate, but no later than 180 days after equipment is in full
operation. The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.
Report of the test data, operating conditions of the equipment, and NH3 injection rate during the test shall be
submitted to the Districtwithin 60 days after the test.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D429, C921]
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The operator shall comply with the terms and conditions set forth below:

D29.2 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict District-approved Outlet
method averaging time

ROG emissions ApprovedDistrict District-approved Outlet
method averaging time

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : D59]
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The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NOX emissions Districtmethod 100.1 1 hour Outlet of the Oxidizer

The test shall be conducted to demonstratecompliancewith the NOx emissions limit of 32 PPMV.

The test(s) shall be conductedwithin 90 days after achievingmaximum production rate, but no later than 180
days after initial start-up.

During the source test(s), the facility permit holder shall also record the operating temperatures of the
oxidizer.

Not withstanding the requirements of Section E conditions, the source test results shall be submitted to the
District no later than 60 days after the source test was conducted.

When catalyst is added to the oxidizer so that it can be operated in the catalytic mode, all the above tests shall
be repeated within 90 days of achieving maximum production rate, but no later than 180 days after initial
start-upof the CatalyticOxidizer.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C925]
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The operator shall comply with the terms and conditions set forth below:

D82.3 The operator shall install and maintain a CEMS to measure the followingparameters:

NH3 concentrationin ppmv

Concentrations shall be corrected to 3 percent oxygenon a dry basis.

The CEMS shall be installed and maintained to continuously record the parameter beingmeasured.

The CEMS shall be installed after consultationwith the SCAQMD on the appropriateCEMS. The operator
shall submit to the SCAQMD at least 60 days prior to the installation of the CEMS, a CEMS application
proposal and a Quality Control and PerformanceEvaluation Plan for the operation of the CEMS. The CEMS
shall be accurate to within plus or minus 20 percent relative accuracy. It shall be calibrated at least once every
12 months or as outlined in the Quality Control and PerformanceEvaluationPlan.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C921]

D90.1 The operator shall periodically monitor the hydrocarbon concentration at the outlet of the carbon canister
according to the following speci©cations:

The operator shallmonitor once every day.

The operator shall use a di«usion sensor, or ªame-ionization system, or an infra-red ionization system, or
ultra-violet ionization system, or a District approvedOVA, to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C517]
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The operator shall comply with the terms and conditions set forth below:

D90.2 The operator shall periodically monitor the hydrocarbon concentration at the outlet of the carbon canister
according to the following speci©cations:

The operator shall use a di«usion sensor, or ªame-ionization system, or an infra-red ionization system, or
ultra-violet ionization system, or a District approvedOVA to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor once every day.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C728]

D90.3 The operator shall periodically monitor the hydrocarbon concentration at the outlet of the carbon canister
according to the following speci©cations:

The operator shallmonitor once every day.

The operator shall use a di«usion sensor, or ªame-ionization system, or an infra-red ionization system, or
ultra-violet ionization system, or a District approvedOVA to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1176, 9-13-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C519, C520, C521, C830]
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The operator shall comply with the terms and conditions set forth below:

D90.6 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall use an NSPS Subpart J approved instrumentmeeting the requirementsof 40CFR60 Subpart
J to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operator may monitor the H2S concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof H2S in the fuel gas being burned in this
device.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D59,D210,D429,D430, C538]

D90.9 The operator shall sample and analyze the VOC concentration in ppmv hexane, and speciated for Benzene and
MTBE at the inlet and outlet of the oxidizer according to the following speci©cations:

Grab samples shall be collected at the inlet and outlet of this equipment at least once during the ©rst week of
its operation and quarterly thereafter.

Sampling shall conform to CARB Method 422 or equivalent. Samples with high moisture shall be collected
using an appropriatemethod such as SCAQMD 25.1/25.3 or othermethods approvedby the district.

Analysis shall be conducted using EPA Method 8015, EPA Method 8260, EPA Method TO-03 and EPA
MethodTO-15 or othermethod approvedby the district.

The operator shall note the oxidizer operating temperature during the above tests, and include it in the report
submitted to the district.

A report of ©ndings on the grab sampling tests shall be prepared and submitted to SCAQMD, Engineering
and Compliance, Attention: Bhaskar Chandan,within 45 days of the test date. The project location, AQMD
application/permit number, samplingdate and location, and analysis date shall be included in the test report.

[RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]
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The operator shall comply with the terms and conditions set forth below:

D94.1 The operator shall install, maintain and operate a sampling line at the inlet and outlet of the carbon canisters to
allowmeasurementof hydrocarbon concentrations

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C521]
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The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on an semiannual basis, at least, unless the equipment did not operate during the entire semiannual period.
The routine annual inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard,using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984]

[Devices subject to this condition : C465, C469,D796,D797,D798,D799]
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The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO emission limit(s). The operator shall comply
with all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D59,D210,D429,D430]

D332.1 The operator shall determine compliance with the CO emission limit(s) by conducting a test at least every ©ve
years using a portable analyzer and AQMD-approvedtest method or, if not available, a non-AQMDapproved test
method. The test shall be conducted when the equipment is operating under normal conditions to demonstrate
compliance with Rule 407 concentration limit. The operator shall complywith all general testing, reporting,and
recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 407, 4-2-1982]

[Devices subject to this condition : C538, C925]

E. EquipmentOperation/ConstructionRequirements

E71.3 The operator shall not operate this equipment to treat vapors containing halogenated compounds or any
carcinogenic compounds listed in AQMD Rule 1401 (as amended on March 4, 2005) other than Benzene and
Methyl Tert-ButlyEther (MTBE).

[RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]
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The operator shall comply with the terms and conditions set forth below:

E71.4 The operator shall not operate this equipment for more than 50 hours per year allowed for maintenance and
testing, except in the event of a loss of grid power or up to 30 minutes prior to a rotating outage, provided that: 1)
the electrical grid operator or electric utility has ordered rotating outages in the control area where the engine is
located or has indicated that it expects to issue such an order at a certain time; and 2) the engine is located in a
utility service block that is subject to the rotating outage.

Engine operation shall be terminated immediately after the utility distributioncompany advises that a rotating
outage is no longer imminent or in e«ect.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002; RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]

E73.1 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
FGR if all of the followingrequirement(s)are met:

a) Whenever this boiler is in operation, the operatormay choose not to operate the FGR for not more than a
total of six days in any one month.

b) Emissions during breakdown of the FGR shall not be excluded from RECLAIM allocation unless the
breakdownis in full compliancewith the BreakdownProvisions of Rule 2004.

c) Records of the operation of the FGR shall be maintained and made available for District personnel upon
request.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D430]
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The operator shall comply with the terms and conditions set forth below:

E73.2 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
FGR or SCR if all of the followingrequirement(s)are met:

a) Whenever this boiler is in operation, the operatormay choose to operate the FGR or the SCR (C921).

b) The operator shall submit an application for re-certi©cation of the CEMS for this boiler in accordancewith
Rule 2012 by April 20, 2003.

d) Records of the operation of the FGR and the SCR shall be maintained and made available for District
personnelupon request.

[RULE 2012, 5-6-2005]

[Devices subject to this condition : D429]

E73.3 Notwithstanding the requirementsof Section E conditions, the operator is not required to use both of the ªare gas
recovery compressorsconcurrentlyif:

The load on the ªare gas recovery system is not su¬cient to require both compressorsto be online.

[RULE 1303(a)-BACT,5-10-1996;RULE 1303(a),12-6-2002]

[Devices subject to this condition : D938,D939]

E116.1 This engine shall not be used as part of a demand response programusing interruptibleservice contract in which a
facility receives a payment or reduced rates in return for reducing its electric load on the grid when requested to
do so by the utility or the grid operator.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002; RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C517, C519, C520, C521, C728, C830]
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The operator shall comply with the terms and conditions set forth below:

E153.2 The operator shall change over the spent carbon with fresh activated carbon in the adsorber whenever
breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the carbon canister. (The 500 ppmv refers to VOCs).

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C517, C519, C520, C521, C728, C830]

E190.1 The operator shallmaintain a minimum stack height of 13 feet.

[RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]

E193.1 The operator shall install this equipment according to the following speci©cations:

This heater shall be ©red with natural gas exclusively. The term "natural gas" as de©ned in this permit is a
mixture of gaseous hydrocarbons, with at least 80 percentmethane (by volume), and of pipeline quality, such
as the gas sold or distributedby any utility company regulatedby the CaliforniaPublicUtilitiesCommission.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D713]

E193.2 The operator shall install this equipment according to the following speci©cations:

The operator shall install an alarm system to warn of possible visible emission violation during emergency
shutdownor failure of this equipment

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C538]
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The operator shall comply with the terms and conditions set forth below:

E193.3 The operator shall construct this equipment according to the following speci©cations:

During the constructionof equipment listed under Process 14, System 2 in Section H of this facility permit,
the operator shall comply with all mitigation measures contained in the November 1994 "Statement of
Findings, Statement of Overriding Considerations, and Mitigation Monitoring Plan" which is part of the
AQMD Final Environmental Impact Report and Addendum that were prepared for this project and certi©ed
on November18, 1994

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D754]

E193.4 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall comply with all applicable requirements speci©ed in Section 60.18 of the 40CFR60
SubpartA

[40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C465, C469]

E193.6 The operator shall operate and maintain this equipment according to the followingrequirements:

The data logging and alarm system shall be programmed to interface with the engine control system to
automatically shutdown the engine or switch it to power de-rating mode whenever the backpressure of the
diesel particulate©lter system exceeds the maximum backpressuresetting speci©ed by the ©lter manufacturer.

The temperature of the engine exhaust gas at the inlet to the diesel particulate ©lter system shall be greater
than or equal to 300 degrees celsius (572 degrees fahrenheit), except during cold engine start-up, not to
exceed 10 minutes.

The operator shall regenerate the diesel particulate ©lter after every 24 cold engine start-ups or whenever a
"yellow"warning signal is received from the hiback alarm system,whichever occurs©rst. In order to achieve
©lter regeneration, the operator shall run the engine until the exhaust temperature exceeds 572 degrees
fahrenheitand the backpressuremonitoringsystem indicates a normal backpressurereading.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002; RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]
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The operator shall comply with the terms and conditions set forth below:

E202.1 The operator shall clean and maintain this equipment according to the following speci©cations:

Upon completion of Soil Vapor Extraction at this location, any vapor extractionwell(s) and duct(s) shall be
capped to prevent vapors from venting to the atmosphere.Vapors shall not be extracted from the soil, unless
vented to the vapor control system. There shall be no detectable leak between the outlet of the vapor
extractionblower used and the inlet to this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C925]

E204.1 The operator shall tag the valves according to the following speci©cations:

All new valves greater than 2-inch size and major components in VOC service as de©ned by Rule 1173,
except those speci©cally exempted by Rule 1173, shall be distinctly identi©ed from other components through
their tag numbers (e.g. numbers ending in the letter "N"), and shall be noted in the records

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : D754]

E223.1 The operator shall install and maintain an interlock control to stop the operation of this equipment if the operating
temperature falls below the required minimum operating temperatures speci©ed in conditions C8.9 and C8.10,
when temperature exceeds manufacturer's speci©cations, when ªameout occurs, or when the vapor blower ªow
rate exceeds 1,000 SCFM.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(a)(1)-BACT,12-6-2002]

[Devices subject to this condition : C925]

E336.3 The operator shall vent the vent gases from this equipment as follows:

The stack will not be equipped or operated with a rain cap or other appurtenance which obstructs vertical
dispersionof the exhaust air contaminants.

[RULE 1401, 3-7-2008]

[Devices subject to this condition : C925]

H. ApplicableRules
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The operator shall comply with the terms and conditions set forth below:

H23.1 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007]

[Devices subject to this condition : D876,D877,D945]

H23.6 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVILNO. H-05-0258, 1-27-2005]

[Devices subject to this condition : D59,D210,D429,D430, C538]

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 465

Sulfur compounds District Rule 465

[RULE 465, 8-13-1999]

[Devices subject to this condition : D65]



SectionH Page:82
Facility I.D.: 800362
Revision #: 27
Date: November07, 2008

FACILITYPERMIT TO OPERATE
CONOCOPHILLIPSCOMPANY

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

H23.11 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Devices subject to this condition : C728,D816]

H23.12 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR61, SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D919]

H23.13 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

[40CFR 60 Subpart QQQ, 10-17-2000]

[Devices subject to this condition : D336,D337,D338,D339,D773,D887]
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The operator shall comply with the terms and conditions set forth below:

H23.22 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-2-2008]

[Devices subject to this condition : D738,D740,D748,D749,D832,D834,D835,D838,D844,D938,D939,
D942,D957]

H23.26 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1470

[RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]

H23.29 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C465, C469]
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The operator shall comply with the terms and conditions set forth below:

H23.30 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

The operator shall monitor H2S concentration at the inlet to this equipment according to the approved EPA
alternative monitoring plan (AMP) dated November 5,2007. Upon request, a copy shall be made available to
the ExecutiveO¬cer or designee.

The operator shallmaintain records in a manner approvedby the District, to demonstrate compliancewith the
requirementsspeci©ed under this condition.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C925]

H23.31 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1110.2

CO District Rule 1110.2

[RULE 1110.2, 2-1-2008]

[Devices subject to this condition : D930]
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The operator shall comply with the terms and conditions set forth below:

H23.33 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

For Rule 463 applicability,only subdivision (d) in the May 6, 2005 amendment, or equivalent requirements
in the future amendments,shall apply to domed externalªoating roof tanks.

[RULE 1149, 7-14-1995; RULE 1149, 5-2-2008; RULE 463, 5-6-2005]

[Devices subject to this condition : D958]

I. Administrative

I1.1 The operator shall comply with all the requirements of the variance dated May 8, 2007, Case No. 4900-80 in
accordancewith the Findings and Decisions of the Hearing Board. The operator shall submit progress reports at
least semi-annually, or more frequently if speci©ed in the Findings and Decisions. The progress reports shall
contain dates for achieving activities,milestones or compliance required in the schedule of compliance and dates
when such activities, milestones or compliance were achieved; and an explanation of why any dates in the
scheduleof compliancewere not, or will not be met, and any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C465, C469]

I30.1 In accordancewith Rule 3002(a)(3), the permit for this equipment is being issued as a non-TitleV permit.

The facility permit holder shall ©le an application for a Title V permit revision for this equipmentwithin 90 days
of the issuance of the facility's initial Title V permit.

[RULE 3002, 11-14-1997]

[Devices subject to this condition : D958]

K. RecordKeeping/Reporting
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The operator shall comply with the terms and conditions set forth below:

K67.1 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Temperature

Fuel usage

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : C538]

K67.6 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

An engine operating log shall be maintained which on a monthly basis shall include manual and automatic
operation and shall list all engine operations in each of the followingareas:

A. Emergencyuse hours of operation

B. Maintenanceand testing hours

C. Other operatinghours (describe the reason for operation)

In addition, each time the engine is started manually, the log shall include the date of operation and the timer
reading in hours at the beginning and end of operation.The log shall be kept for a minimum of three calendar
years prior to the current year and made available to the District personnel upon request. The total hours of
operation for the previous calendar year shall be recorded sometime during the ©rst 15 days of January of
each year.

[RULE 1110.2, 2-1-2008; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002; RULE
1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]
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The operator shall comply with the terms and conditions set forth below:

K67.7 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Diesel Particulate©lter inspections,replacementsand manual regenerations.

Data retrieved from the hiback logging system that includes the backpressure, exhaust gas temperature, and
the date and time of the readings.

[RULE 1470, 6-1-2007]

[Devices subject to this condition : D930]

K67.8 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Tank throughput in barrels

Truevapor pressure, in psia at actual temperatureor the ªash point data determinedper ConditionB22.7

Commodity stored

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D958]
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SECTION I: PLANS AND SCHEDULES

This section lists all plans approved by AQMD for the purposes of meeting the requirements
of applicableAQMD rules specified below. The operator shall comply with all conditions
specified in the approval of these plans, with the following exceptions:

a. The operator does not have to comply withNOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) which become effective
after December 31,1993.

b. The operator does not have to comply withNOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) after the facility has
received final certification of all monitoring and reporting requirements
specified in Section F and Section G.

Documents pertaining to the plan applications listed below are available for public review
at AQMDHeadquarters. Any changes to plan applications will require permit modification
in accordance with TitleV permit revision procedures.

List of approved plans:

Application Rule

327267 2002
332227 1176
448998 1173
453376 1178

NOTE: This section does not list compliance schedules pursuant to the requirements of
RegulationXXX - TitleV Permits; Rule 3004(a)(10)(C). For equipment subject to a
variance, order for abatement, or alternative operating condition granted pursuant to
Rule 518.2, equipment specific conditions are added to the equipment in Section D or H
of the permit.
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #4 2-9-2005]
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SECTION K: TITLEV Administration

GENERAL PROVISIONS

1. This permit may be revised, revoked, reopened and reissued, or terminated for
cause, or for failure to comply with regulatory requirements, permit terms, or
conditions. [3004(a)(7)(C)]

2. This permit does not convey any property rights of any sort or any exclusive
privilege. [3004(a)(7)(E)]

Permit Renewal and Expiration
3. (A) Except for solid waste incineration facilities subject to standards under

Section 129(e) of the Clean Air Act, this permit shall expire ©ve years
from the date that this Title V permit is issued. The operator's right to
operate under this permit terminates at midnight on this date, unless the
facility is protected by an application shield in accordance with Rule
3002(b), due to the ©ling of a timely and complete application for a Title
V permit renewal, consistent with Rule 3003. [3004(a)(2), 3004(f)]

(B) A Title V permit for a solid waste incineration facility combusting
municipal waste subject to standards under Section 129(e) of the Clean
Air Act shall expire 12 years from the date of issuance unless such
permit has been renewed pursuant to this regulation. These permits shall
be reviewed by the Executive O¬cer at least every ©ve years from the
date of issuance. [3004(f)(2)]

4. To renew this permit, the operator shall submit to the Executive O¬cer an
application for renewal at least 180 days, but not more than 545 days, prior to
the expiration date of this permit. [3003(a)(6)]

Duty to Provide Information
5. The applicant for, or holder of, a Title V permit shall furnish, pursuant to Rule

3002(d) and (e), timely information and records to the Executive O¬cer or
designee within a reasonable time as speci©ed in writing by the ExecutiveO¬cer
or designee. [3004(a)(7)(F)]

Payment of Fees
6. The operator shall pay all required fees speci©ed in Regulation III - Fees.

[3004(a)(7)(G)]

Reopening for Cause
7. The Executive O¬cer will reopen and revise this permit if any of the following

circumstances occur:

(A) Additional regulatory requirements become applicable with a remaining
permit term of three or more years. Reopening is not required if the
e«ective date of the requirement is later than the expiration date of this
permit, unless the permit or any of its terms and conditions has been
extended pursuant to paragraph (f)(4) of Rule 3004.
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(B) The Executive O¬cer or EPA Administrator determines that this permit
contains a material mistake or that inaccurate statements were made in
establishing the emissions standards or other terms or conditions of this
permit.

(C) The Executive O¬cer or EPA Administrator determines that the permit
must be revised or revoked to assure compliance with the applicable
requirements. [3005(g)(1)]

COMPLIANCEPROVISIONS

8. The operator shall comply with all regulatory requirements, and all permit terms
and conditions, except:

(A) As provided for by the emergency provisions of condition no. 17 or
condition no. 18, or

(B) As provided by an alternative operating condition granted pursuant to a
federally approved (SIP-approved) Rule 518.2.

Any non-compliance with any federally enforceable permit condition constitutes
a violation of the Federal CleanAir Act and is grounds for enforcement action;
for permit termination, revocation and reissuance, or revision; or denial of a
permit renewal application. Non-compliance may also be grounds for civil or
criminal penalties under the California State Health and Safety Code.
[3004(a)(7)(A)]

9. The operator shall allow the Executive O¬cer or authorized representative,
upon presentation of appropriate credentials to:

(A) Enter the operator's premises where emission-related activities are
conducted, or records are kept under the conditions of this permit;

(B) Have access to and copy, at reasonable times, any records that must be
kept under the conditions of the permit;

(C) Inspect at reasonable times, any facilities, equipment (including
monitoring and air pollution control equipment), practices, or operations
regulated or required under the permit; and

(D) Sample or monitor at reasonable times, substances or parameters for the
purpose of assuring compliance with the facility permit or regulatory
requirements. [3004(a)(10)(B)]

10. All terms and conditions in this permit, including any provisions designed to
limit a facility's potential to emit, are enforceable by the EPA Administrator
and citizens under the federal Clean Air Act, unless the term or condition is
designated as not federally enforceable. Each day during any portion of which
a violation occurs is a separate o«ense. [3004(g)]
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11. A challenge to any permit condition or requirement raised by EPA, the
operator, or any other person, shall not invalidate or otherwise a«ect the
remaining portions of this permit. [3007(b)]

12. The ©ling of any application for a permit revision, revocation, or termination,
or a noti©cation of planned changes or anticipated non-compliance does not stay
any permit condition. [3004(a)(7)(D)]

13. It shall not be a defense for a person in an enforcement action, including those
listed in Rule 3002(c)(2), that it would have been necessary to halt or reduce
the permitted activity in order to maintain compliance with the conditions of
this permit, except as provided for in "Emergency Provisions" of this section.
[3004(a)(7)(H)]

14. The operator shall not build, erect, install, or use any equipment, the use of
which, without resulting in a reduction in the total release of air contaminants to
atmosphere, reduces or conceals an emission which would otherwise constitute
a violation of Chapter 3 (commencing with Section 41700) of Part 4, of
Division 26 of the CaliforniaHealth and Safety Code or of AQMD rules. This
rule shall not apply to cases in which the only violation involved is of Section
41700 of the CaliforniaHealth and Safety Code, or Rule 402 of AQMD Rules.
[408]

15. Nothing in this permit or in any permit shield can alter or a«ect:

(A) Under Section 303 of the federal Clean Air Act, the provisions for
emergency orders;

(B) The liability of the operator for any violation of applicable requirements
prior to or at the time of permit issuance;

(C) The applicable requirements of the Acid Rain Program, Regulation
XXXI;

(D) The ability of EPA to obtain information from the operator pursuant to
Section 114 of the federal CleanAirAct;

(E) The applicability of state or local requirements that are not "applicable
requirements", as de©ned in Rule 3000, at the time of permit issuance
but which do apply to the facility, such as toxics requirements unique
to the State; and

(F) The applicability of regulatory requirements with compliance dates after
the permit issuance date. [3004(c)(3)]

16. For any portable equipment that requires an AQMD or state permit or
registration, excluding a) portable engines, b) military tactical support
equipment and c) AQMD-permitted portable equipment that are not a major
source, are not located at the facility for more than 12 consecutive months after
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commencing operation, and whose operation does not conªict with the terms or
conditions of this Title V permit: 1) the facility operator shall keep a copy of
the AQMD or state permit or registration; 2) the equipment operator shall
comply with the conditions on the permit or registration and all other regulatory
requirements; and 3) the facility operator shall treat the permit or registration as
a part of its TitleV permit, subject to recordkeeping, reporting and certi©cation
requirements. [3004(a)(1)]
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EMERGENCY PROVISIONS
17. An emergency1 constitutes an a¬rmative defense to an action brought for non-

compliance with a technology-based emission limit only if:

(A) Properly signed, contemporaneous operating records or other credible
evidence demonstrate that:

(1) An emergency occurred and the operator can identify the
cause(s) of the emergency;

(2) The facility was operated properly (i.e. operated and maintained
in accordance with the manufacturer's speci©cations, and in
compliance with all regulatory requirements or a compliance
plan), before the emergency occurred;

(3) The operator took all reasonable steps to minimize levels of
emissions that exceeded emissions standard, or other
requirements in the permit; and,

(4) The operator submitted a written notice of the emergency to the
AQMD within two working days of the time when the
emissions limitations were exceeded due to the emergency.
The notice shall contain a description of the emergency, any
steps taken to mitigate emissions, and corrective actions taken;
and

(B) The operator complies with the breakdown provisions of Rule 430 -
Breakdown Provisions, or subdivision (i) of Rule 2004 - Requirements,
whichever is applicable. [3002(g), 430, 2004(i)]

18. The operator is excused from complyingwith any regulatory requirement that is
suspended by the Executive O¬cer during a state of emergency or state of war
emergency, in accordancewith Rule 118 - Emergencies. [118]

1 "Emergency" meansany situation arising from sudden and reasonably unforeseeable events beyond the
control of the operator, including acts of God, which: (A) requires immediate correctiveaction to restore
normal operation; and (B) causes the facility to exceed a technology-based emission limitation under the
permit, due to unavoidable increases in emissions attributable to the emergency; and (C) is not caused by
improperly designed equipment, lack of preventative maintenance, careless or imporper operation, or
operatorerror.
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RECORDKEEPINGPROVISIONS

19. In addition to any other recordkeeping requirements speci©ed elsewhere in this
permit, the operator shall keep records of required monitoring information,
where applicable, that include:

(A) The date, place as de©ned in the Title V permit, and time of sampling
or measurements;

(B) The date(s) analyseswere performed;

(C) The company or entity that performed the analyses;

(D) The analytical techniques or methods used;

(E) The results of such analyses; and

(F) The operating conditions as existing at the time of sampling or
measurement. [3004(a)(4)(B)]

20. The operator shall maintain records pursuant to Rule 109 and any applicable
material safety data sheet (MSDS) for any equipment claimed to be exempt
from a written permit by Rule 219 based on the information in those records.
[219(t)]

21. The operator shall keep all records of monitoring data required by this permit or
by regulatory requirements for a period of at least ©ve years from the date of
the monitoring sample, measurement, report, or application. [3004(a)(4)(E)]

REPORTINGPROVISIONS

22. The operator shall comply with the following requirements for prompt reporting
of deviations:

(A) Breakdowns shall be reported as required by Rule 430 - Breakdown
Provisions or subdivision (i) of Rule 2004 - Requirements, whichever
is applicable.

(B) Other deviations from permit or applicable rule emission limitations,
equipment operating conditions, or work practice standards,
determined by observation or by any monitoring or testing required by
the permit or applicable rules that result in emissions greater than those
allowed by the permit or applicable rules shall be reported within 72
hours (unless a shorter reporting period is speci©ed in an applicable
State or Federal Regulation) of discovery of the deviation by contacting
AQMD enforcement personnel assigned to this facility or otherwise
calling (800)CUT-SMOG.
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(C) A written report of such deviations reported pursuant to (B), and any
corrective actions or preventative measures taken, shall be submitted to
AQMD, in an AQMD approved format, within 14 days of discovery of
the deviation.

(D) All other deviations shall be reported with the monitoring report
required by condition no. 23. [3004(a)(5)]

23. Unless more frequent reporting of monitoring results are speci©ed in other
permit conditions or in regulatory requirements, the operator shall submit
reports of any required monitoring to the AQMD at least twice per year. The
report shall include a) a statement whether all monitoring required by the permit
was conducted; and b) identi©cation of all instances of deviations from permit
or regulatory requirements. A report for the ©rst six calendar months of the
year is due by August 31 and a report for the last six calendar months of the
year is due by February 28. [3004(a)(4)(F)]

24. The operator shall submit to the Executive O¬cer and to the Environmental
Protection Agency (EPA), an annual compliance certi©cation. For RECLAIM
facilities, the certi©cation is due when the Annual Permit Emissions Program
(APEP) report is due and shall cover the same reporting period. For other
facilities, the certi©cation is due on March 1 for the previous calendar year.
The certi©cation need not include the period preceding the date the initial Title
V permit was issued. Each compliance certi©cation shall include:

(A) Identi©cation of each permit term or condition that is the basis of the
certi©cation;

(B) The compliance status during the reporting period;

(C) Whether compliance was continuous or intermittent;

(D) The method(s) used to determine compliance over the reporting period
and currently, and

(E) Any other facts speci©cally required by the Executive O¬cer to
determine compliance.

The EPA copy of the certi©cation shall be sent to: Director of the Air Division Attn:
Air-3 USEPA, Region IX 75 Hawthorne St. San Francisco, CA 94105
[3004(a)(10)(E)]

25. All records, reports, and documents required to be submitted by a Title V
operator to AQMD or EPA shall contain a certi©cation of accuracy consistent
with Rule 3003(c)(7) by a responsible o¬cial (as de©ned in Rule 3000).
[3004(a)(12)]
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PERIODICMONITORING

26. All periodic monitoring required by this permit pursuant to Rule 3004(a)(4)(c)
is based on the requirements and justi©cations in the AQMD document
"Periodic Monitoring Guidelines for Title V Facilities" or in case-by-case
determinations documented in the TitleV application ©le. [3004(a)(4)]
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FACILITYRULES

This facility is subject to the following rules and regulations:

With the exception of Rule 402, 473, 477, 1118 and Rules 1401 through 1420, the following rules that
are designated as non-federallyenforceableare pending EPA approval as part of the state implementation
plan. Upon the e«ective date of that approval, the approved rule(s) will become federally enforceable,
and any earlier versionsof those rules will no longer be federally enforceable.

RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 109 5-2-2003 Federally enforceable

RULE 1107 1-6-2006 Non federally enforceable

RULE 1107 11-9-2001 Federally enforceable

RULE 1110.2 2-1-2008 Non federally enforceable

RULE 1113 11-8-1996 Federally enforceable

RULE 1113 7-13-2007 Non federally enforceable

RULE 1118 11-4-2005 Federally enforceable

RULE 1122 10-1-2004 Federally enforceable

RULE 1123 12-7-1990 Federally enforceable

RULE 1146 11-17-2000 Federally enforceable

RULE 1149 5-2-2008 Non federally enforceable

RULE 1149 7-14-1995 Federally enforceable

RULE 1158 6-11-1999 Federally enforceable

RULE 1158 7-11-2008 Federally enforceable

RULE 1171 11-7-2003 Federally enforceable

RULE 1171 2-1-2008 Non federally enforceable

RULE 1173 5-13-1994 Federally enforceable

RULE 1173 6-1-2007 Non federally enforceable

RULE 1176 9-13-1996 Federally enforceable

RULE 1178 4-7-2006 Federally enforceable

RULE 118 12-7-1995 Non federally enforceable

RULE 1189 1-21-2000 Federally enforceable

RULE 1301 12-7-1995 Federally enforceable

RULE 1301(b)(1) 12-7-1995 Federally enforceable

RULE 1303(a) 12-6-2002 Non federally enforceable

RULE 1303(a)(1)-BACT 12-6-2002 Non federally enforceable

RULE 1303(a)(1)-BACT 5-10-1996 Federally enforceable

RULE 1303(a)-BACT 5-10-1996 Federally enforceable

RULE 1303(b)(2)-O«set 12-6-2002 Non federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 1303(b)(2)-O«set 5-10-1996 Federally enforceable

RULE 1304(a)-Modeling and O«set Exemption 6-14-1996 Federally enforceable

RULE 1401 3-7-2008 Non federally enforceable

RULE 1404 4-6-1990 Non federally enforceable

RULE 1411 3-1-1991 Non federally enforceable

RULE 1415 10-14-1994 Non federally enforceable

RULE 1418 9-10-1999 Non federally enforceable

RULE 1470 6-1-2007 Non federally enforceable

RULE 1470(h)(15) 11-3-2006 Non federally enforceable

RULE 2004 4-6-2007 Non federally enforceable

RULE 2004 5-11-2001 Federally enforceable

RULE 2005 5-6-2005 Federally enforceable

RULE 2011 5-11-2001 Federally enforceable

RULE 2011 5-6-2005 Federally enforceable

RULE 2012 5-6-2005 Federally enforceable

RULE 204 10-8-1993 Federally enforceable

RULE 217 1-5-1990 Federally enforceable

RULE 219 7-11-2003 Non federally enforceable

RULE 219 9-4-1981 Federally enforceable

RULE 2202 11-8-1996 Non federally enforceable

RULE 3002 11-14-1997 Federally enforceable

RULE 3003 3-16-2001 Non federally enforceable

RULE 3004 12-12-1997 Federally enforceable

RULE 3004(a)(10)(C) 12-12-1997 Federally enforceable

RULE 3004(a)(4)-PeriodicMonitoring 12-12-1997 Federally enforceable

RULE 3005 11-14-1997 Federally enforceable

RULE 3005 3-16-2001 Non federally enforceable

RULE 3007 10-8-1993 Federally enforceable

RULE 304 5-11-2001 Non federally enforceable

RULE 401 11-9-2001 Non federally enforceable

RULE 401 3-2-1984 Federally enforceable

RULE 402 5-7-1976 Non federally enforceable

RULE 403 12-11-1998 Federally enforceable

RULE 404 2-7-1986 Federally enforceable

RULE 405 2-7-1986 Federally enforceable

RULE 407 4-2-1982 Federally enforceable

RULE 408 5-7-1976 Federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 409 8-7-1981 Federally enforceable

RULE 430 7-12-1996 Non federally enforceable

RULE 431.1 6-12-1998 Federally enforceable

RULE 431.2 5-4-1990 Federally enforceable

RULE 431.2 9-15-2000 Non federally enforceable

RULE 461 3-7-2008 Non federally enforceable

RULE 461 6-3-2005 Federally enforceable

RULE 463 5-6-2005 Federally enforceable

RULE 465 8-13-1999 Federally enforceable

RULE 468 10-8-1976 Federally enforceable

40CFR 60 SubpartA 5-16-2007 Federally enforceable

40CFR 60 SubpartGGG 6-2-2008 Federally enforceable

40CFR 60 Subpart J 6-24-2008 Federally enforceable

40CFR 60 SubpartK 10-17-2000 Federally enforceable

40CFR 60 SubpartKa 12-14-2000 Federally enforceable

40CFR 60 SubpartKb 10-15-2003 Federally enforceable

40CFR 60 SubpartQQQ 10-17-2000 Federally enforceable

40CFR 61 SubpartA 5-16-2007 Federally enforceable

40CFR 61 SubpartFF 12-4-2003 Federally enforceable

40CFR 61 SubpartFF_01 12-4-2003 Federally enforceable

40CFR 63 SubpartA 5-16-2007 Federally enforceable

40CFR 63 Subpart CC 12-19-2005 Federally enforceable

40CFR 63 Subpart CC, #2 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #3A 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #4 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #5A 5-25-2001 Federally enforceable

40CFR 63 SubpartUUU, #4 2-9-2005 Federally enforceable

40CFR 68 - Accidental Release Prevention 5-24-1996 Federally enforceable

RULE 701 6-13-1997 Federally enforceable

40CFR 82 SubpartF 5-14-1993 Federally enforceable

40CFR 89 SubpartB 7-1-2000 Federally enforceable

CA PRC CEQA 11-23-1970 Non federally enforceable

CONSENTDECREE CIVILNO. H-05-0258 1-27-2005 Federally enforceable
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APPENDIXA: NOX AND SOX EMITTING EQUIPMENT EXEMPT FROMWRITTEN
PERMIT PURSUANT TO RULE 219

1. INTERNAL COMBUSTION ENGINES, GASOLINE FUELED

2. SPACEHEATERS, NATURAL GAS

3. INTERNAL COMBUSTION ENGINES, DIESEL FUELED
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Except as otherwiseprovided in Rule 1107

(1) VOC Content of Coatings

A person shall not apply to metal parts and products subject to the provisions

of this rule any coatings, including any VOC-containingmaterials added to the

original coating supplied by the manufacturer,which contain VOC in excess

of the limits specifiedbelow:

LIMITS

Grams of VOC Per Liter of Coating,

Less Water and Less Exempt Compounds

Coating Air Dried (lb/gal) Baked (lb/gal)
General

One-Component 275 (2.3) 275 (2.3)

Multi-Component 340 (2.8) 275 (2.3)

MilitarySpecification 340 (2.8) 275 (2.3)

EtchingFiller 420 (3.5) 420 (3.5)

Solar-Absorbent 420 (3.5) 360 (3.0)

Heat-Resistant 420 (3.5) 360 (3.0)

ExtremeHigh-Gloss 420 (3.5) 360 (3.0)

Metallic 420 (3.5) 420 (3.5)

ExtremePerformance 420 (3.5) 360 (3.0)

PrefabricatedArchitecturalComponent 420 (3.5) 275 (2.3)

Touch Up 420 (3.5) 360 (3.0)

Repair 420 (3.5) 360 (3.0)

SiliconeRelease 420 (3.5) 420 (3.5)

High PerformanceArchitectural 420 (3.5) 420 (3.5)

Camouflage 420 (3.5) 420 (3.5)

Vacuum-Metalizing 420 (3.5) 420 (3.5)

Mold-Seal 420 (3.5) 420 (3.5)

High-Temperature 420 (3.5) 420 (3.5)

Electric-InsulatingVarnish 420 (3.5) 420 (3.5)

Pan Backing 420 (3.5) 420 (3.5)

PretreatmentCoatings 420 (3.5) 420 (3.5)

-1-
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(2) A person shall not use VOC-containingmaterials which have a VOC content

of more than 200 grams per liter of material for stripping any coating

governedby this rule.

-2-
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[RULE 1113 11-8-1996]

(1) Except as provided in paragraphs (c)(2), (c)(3), and (c)(4) of Rule

1113, the operator shall not supply, sell, offer for sale, apply, or solicit

the application of, any architectural coatingwhich, at the time of sale or

manufacture, containsmore than 250 grams of VOC per liter of coating

(2.08 pounds per gallon), less water, less exempt compounds, and less

any colorant added to tint bases, or manufacture, blend, or repackage

such a coating for use within the District.

(2) Except as provided in paragraphs (c)(3) and (c)(4) of Rule 1113, the

operator shall not supply, sell, offer for sale, apply, solicit the

application of, manufacture, blend, or repackage, for use within the

District, any architectural coating listed in the Table of Standardswhich

contains VOC (excluding any colorant added to tint bases) in excess of

the corresponding VOC limit specified in the table, after the effective

date specified.

TABLEOF STANDARDS

VOC LIMITS

Grams of VOC Per Liter of Coating,
LessWaterAnd Less Exempt Compounds

COATING Limit* Effective Effective Effective Effective Effective Effective
Date of 1/1/1998 1/1/1999 7/1/2001 1/1/2005 7/1/2008
Adoption

Bond Breakers 350
ClearWood Finishes
Varnish 350
SandingSealers 350
Lacquer 680 550 275

Concrete-CuringCompounds 350
Dry-FogCoatings 400
Fire-proofingExterior 350 450 350
Coatings
Fire-RetardantCoatings
Clear 650
Pigmented 350

Flats 250 100 50
GraphicArts (Sign)Coatings 500
IndustrialMaintenance

-1-
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Primers and Topcoats
Alkyds 420
CatalyzedEpoxy 420
BituminousCoatings 420

Materials
InorganicPolymers 420
VinylChloridePolymers 420
ChlorinatedRubber 420
Acrylic Polymers 420
UrethanePolymers 420
Silicones 420
UniqueVehicles 420
Japans/FauxFinishing 350 700 350
Coatings
MagnesiteCementCoatings 600 450
MasticCoatings 300
MetallicPigmentedCoatings 500
Multi-ColorCoatings 420 250
PigmentedLacquer 680 550 275
Pre-TreatmentWash Primers 780
Primers,Sealers, and 350
Undercoaters
Quick-DryEnamels 400
Roof Coatings 300
Shellac
Clear 730
Pigmented 550
Stains 350
SwimmingPool Coatings
Repair 650
Other 340

TrafficCoatings 250 150
WaterproofingSealers 400
Wood Preservatives
Below-Ground 350
Other 350

* The specified limits remain in effect unless revised limits are listed in subsequentcolumns

in the Table of Standards
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FACILITYPERMITTO OPERATE

CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

TABLEOF STANDARDS (cont.)

VOC LIMITS

Grams of VOC Per Liter of Material

COATING Limit

Low-SolidsCoating 120
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CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]
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CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]
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[RULE 1171 11-7-2003]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1171 2-1-2008]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1171 2-1-2008]
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APPENDIXB: RULE EMISSION LIMITS
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CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 404 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, particulate

matter in excess of the concentration at standard conditions, shown in Table 404(a).

Where the volume discharged is between figures listed in the Table, the exact

concentration permitted to be discharged shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 404(a)

Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry DischargedGas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions

Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute
25 or 883 450 0.196 900 31780 118 0.0515

less or
less

30 1059 420 .183 1000 35310 113 .0493

35 1236 397 .173 1100 38850 109 .0476

40 1413 377 .165 1200 42380 106 .0463

45 1589 361 .158 1300 45910 102 .0445

50 1766 347 .152 1400 49440 100 .0437

60 2119 324 .141 1500 52970 97 .0424

70 2472 306 .134 1750 61800 92 .0402
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FACILITYPERMITTO OPERATE

CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 404 2-7-1986]

Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry DischargedGas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions

Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute

80 2825 291 .127 2000 70630 87 .0380

90 3178 279 .122 2250 79460 83 .0362

100 3531 267 .117 2500 88290 80 .0349

125 4414 246 .107 3000 105900 75 .0327

150 5297 230 .100 4000 141300 67 .0293

175 6180 217 .0947 5000 176600 62 .0271

200 7063 206 .0900 6000 211900 58 .0253

250 8829 190 .0830 8000 282500 52 .0227

300 10590 177 .0773 10000 353100 48 .0210

350 12360 167 .0730 15000 529700 41 .0179

400 14130 159 .0694 20000 706300 37 .0162

450 15890 152 .0664 25000 882900 34 .0148

500 17660 146 .0637 30000 1059000 32 .0140

600 21190 137 .0598 40000 1413000 28 .0122

700 24720 129 .0563 50000 1766000 26 .0114

800 28250 123 .0537 70000 2472000 23 .0100
or more or more
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FACILITYPERMITTO OPERATE

CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, solid

particulate matter including lead and lead compounds in excess of the rate shown in

Table 405(a).

Where the process weight per hour is between figures listed in the table, the exact

weight of permitted discharge shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 405(a)

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
100 or 220 or 0.450 0.99 9000 19840 5.308 11.7

less less
150 331 0.585 1.29 10000 22050 5.440 12.0
200 441 0.703 1.55 12500 27560 5.732 12.6
250 551 0.804 1.77 15000 33070 5.982 13.2
300 661 0.897 1.98 17500 38580 6.202 13.7

350 772 0.983 2.17 20000 44090 6.399 14.1
400 882 1.063 2.34 25000 55120 6.743 14.9
450 992 1.138 2.51 30000 66140 7.037 15.5
500 1102 1.209 2.67 35000 77160 7.296 16.1
600 1323 1.340 2.95 40000 88180 7.527 16.6

700 1543 1.461 3.22 45000 99210 7.738 17.1
800 1764 1.573 3.47 50000 110200 7.931 17.5
900 1984 1.678 3.70 60000 132300 8.277 18.2
1000 2205 1.777 3.92 70000 154300 8.582 18.9
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FACILITYPERMITTO OPERATE

CONOCOPHILLIPSCOMPANY

APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
1250 2756 2.003 4.42 80000 176400 8.854 19.5

1500 3307 2.206 4.86 90000 198400 9.102 20.1
1750 3858 2.392 5.27 100000 220500 9.329 20.6
2000 4409 2.563 5.65 125000 275600 9.830 21.7
2250 4960 2.723 6.00 150000 330700 10.26 22.6
2500 5512 2.874 6.34 175000 385800 10.64 23.5

2750 6063 3.016 6.65 200000 440900 10.97 24.2
3000 6614 3.151 6.95 225000 496000 11.28 24.9
3250 7165 3.280 7.23 250000 551200 11.56 25.5
3600 7716 3.404 7.50 275000 606300 11.82 26.1
4000 8818 3.637 8.02 300000 661400 12.07 26.6

4500 9921 3.855 8.50 325000 716500 12.30 27.1
5000 11020 4.059 8.95 350000 771600 12.51 27.6
6000 13230 4.434 9.78 400000 881800 12.91 28.5
7000 15430 4.775 10.5 450000 992100 13.27 29.3
8000 17640 5.089 11.2 500000 1102000 13.60 30.0

or more or more
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