



 SEQ CHAPTER \h \r 1MINOR PERMIT REVISION DESCRIPTION

This revision authorizes Freeport-McMoRan Miami Inc. to install two (2) natural gas fired 128 kW (172 HP) emergency generators.  Though the new equipment will result in an increase to the facility’s potential emissions, that increase will be less than significant for all criteria pollutants.  
ATTACHMENT “B”:  SPECIFIC CONDITIONS 

ADDENDA (MINOR PERMIT REVISION NO. 58758) 

TO 

AIR QUALITY CONTROL PERMIT NO. 53592 

FOR 

FREEPORT-MCMORAN MIAMI INC. – MIAMI SMELTER
The above change meets all the requirements for a minor permit revision as listed in A.A.C. R18-2-319.  

Attachment “B” Section XXIII of Operating Permit No. 53592 shall be added as follows:  
XXIII.
NSPS – EMERGENCY SPARK IGNITION INTERNAL COMBUSTION ENGINES (SI ICE)

A. Applicability


   

This Section is applicable to each emergency SI ICE (emergency generator) identified in Attachment “C” as subject to New Source Performance Standards (NSPS) Subpart JJJJ.

B. Fuel Requirements

1. Gasoline Fuel Sulfur Limits

If the Permittee burns gasoline in the stationary emergency SI ICE, then that gasoline shall meet the per gallon sulfur limit of 80 parts per million (ppm) as stated in 40 CFR 80.195.


[40 CFR 60.4235]

2. Permit Shield

Compliance with the condition of this Section shall be deemed compliance with 40 CFR 60.4235.


[A.A.C. R18-2-325]

C. Operating Requirements


1. The Permittee is prohibited from operating the emergency SI ICE for any operation other than emergency operation, maintenance and testing, emergency demand response, and operation in non-emergency situations for 50 hours per year.

[40 CFR 60.4243(d), A.A.C. R18-2-331.A.3.c]



[Material Permit Conditions are indicated by underline and italics] 
2. The Permittee shall install a non-resettable hour meter prior to start-up of the engine. 

[A.A.C. R18-2-306.A.3, A.A.C. R18-2-331.A.3.c, and 40 CFR 60.4237]

[Material Permit Conditions are indicated by underline and italics]

3. The Permittee must operate the stationary emergency SI ICE according to the requirements in Conditions XXIII.C.3.a through c below.  

[40 CFR 60.4243(d)]

a. There is no time limit on the use of emergency stationary SI ICE in emergency situations.

[40 CFR 60.4243(d)(1)]

b. The Permittee may operate the stationary emergency SI ICE for any combination of the purposes specified in Conditions XXIII.C.3.b.(1) through (3)  below for a maximum of 100 hours per calendar year. Any operation for non-emergency situations as allowed by Condition XXIII.C.3.c below counts as part of the 100 hours per calendar year allowed by this paragraph.

[40 CFR 60.4243(d)(2)]

(1) Emergency stationary SI ICE may be operated for maintenance checks and readiness testing, provided that the tests are recommended by federal, state, or local government, the manufacturer, the vendor, the regional transmission operator, or the insurance company associated with the engine.  The Permittee may petition the Administrator or Director for approval of additional hours to be used for maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains records indicating that federal, state, or local standards require maintenance and testing of emergency SI ICE beyond the 100 hours per calendar year.

[40 CFR 60.4243(d)(2)(i)]

(2) Emergency stationary SI ICE may be operated for emergency demand response for periods in which the Reliability Coordinator under the North American Electric Reliability Corporation (NERC) Reliability Standard EOP-002-3, Capacity and Energy Emergencies (incorporated by reference, see 40 CFR 60.17), or other authorized entity as determined by the Reliability Coordinator has declared an Energy Emergency Alert Level 2 as defined in the NERC Reliability Standard EOP-002-3.

[40 CFR 60.4243(d)(2)(ii)]

(3) Emergency stationary SI ICE may be operated for periods where there is a deviation of voltage or frequency of 5 percent or greater below standard voltage or frequency.

[40 CFR 60.4243(d)(2)(iii)]

c. The Permittee may operate the emergency stationary SI ICE for up to 50 hours per calendar year in non-emergency situations.  The 50 hours of operation in non-emergency situations are counted as part of the 100 hours per calendar year for maintenance and testing and emergency demand response provided in Condition I.D.2.b above.  Except as provided in Condition I.D.2.c.(1) below, the 50 hours per calendar year for non-emergency situations cannot be used for peak shaving, non-emergency demand response, to generate income for a facility to an electric grid, or otherwise supply power as part of a financial arrangement with another entity.

[40 CFR 60.4243(d)(3)]

(1) The 50 hours per year for non-emergency situations can be used to supply power as part of a financial arrangement with another entity if all of the following conditions are met:

[40 CFR 60.4243(d)(3)(i)]

(a) The engine is dispatched by the local balancing authority or local transmission and distribution system operator.

[40 CFR 60.4243(d)(3)(i)(A)]

(b) The dispatch is intended to mitigate local transmission and/or distribution limitations so as to avert potential voltage collapse or line overloads that could lead to the interruption of power supply in a local area or region.

[40 CFR 60.4243(d)(3)(i)(B)]

(c) The dispatch follows reliability emergency operation or similar protocols that follow specific NERC, regional, state, public utility commission, or local standards or guidelines.

[40 CFR 60.4243(d)(3)(i)(C)]

(d) The power is provided only to the facility itself or to support the local transmission and distribution system.

[40 CFR 60.4243(d)(3)(i)(D)]

(e) The owner or operator identifies and records the entity that dispatches the engine and the specific NERC, regional, state, public utility commission or local standards or guidelines that are being followed for dispatching the engine.  The local balancing authority or local transmission and distribution system operator may keep these records on behalf of the engine owner or operator.

[40 CFR 60.4243(d)(3)(i)(E)]

4. The Permittee operating an emergency stationary natural gas fired SI ICE may operate the engine using propane for a maximum of 100 hours per year as an alternative fuel solely during emergency operations, but must keep records of such use. If propane is used for more than 100 hours per year in an engine that is not certified to the emission standards when using propane, the Permittee shall conduct a performance test to demonstrate compliance with the emission standards of 40 CFR 60.4233.

[40 CFR 60.4243(e)]

5. The Permittee shall use air-to-fuel ratio controllers when operating a three-way catalysts/non-selective catalytic reduction.  The air-to-fuel ratio controller shall be maintained and operated appropriately in order to ensure proper operation of the engine and control device to minimize emissions at all times. 

[40 CFR 60.4243(g)]

6. Permit Shield

Compliance with the conditions of this Section shall be deemed compliance with 40 CFR 60.4237, 40 CFR 60.4243(d), 40 CFR 60.4243(e), and 40 CFR 60.4243(g).

[A.A.C. R18-2-325]

D. Emission Standards 

1. The Permittee shall operate and maintain the stationary emergency SI ICE such that it complies with the emission standards listed in Condition XXIII.D.2 below over the entire life of the engine. 

[40 CFR 60.4234]

2. The Permittee operating a stationary emergency SI ICE that commenced construction (date engine was ordered) or modified or reconstructed after June 12, 2006, and was manufactured on or after the date specified in the Table 1 below shall comply with the emission standards listed in the corresponding applicable standards.   



[40 CFR 60.4233(d) and (f)]

Table 1: Emission Standards for Emergency SI ICE
	Engine Rating
	Manufacture Date 
	Applicable Regulation

	< 25 HP
	On or After July 1, 2008
	40 CFR 60.4231(a)

[40 CFR 60.4233(a)]

	> 25 HP
	On or After January 1, 2009 
	Gasoline Engines 

40 CFR 60.4231(b)

[40 CFR 60.4233(b)]
	Rich Burn LPG Engines

40 CFR 60.4231(c)

[40 CFR 60.4233(c)]

	> 25 HP 

 (excluding gasoline & rich burn LPG ICE)
	On or After  January 1, 2009
	Emission Standards in Table 1 of

 40 CFR Part 60 Subpart JJJJ

[40 CFR 60.4233(d) and (e)]

	≥25 HP

and

<130 HP

which are 

Modified 

or 

Reconstructed 

After June 12, 2006
	On or After  January 1, 2009
	Emission Standards in Table 1 of

 40 CFR Part 60 Subpart JJJJ

[40 CFR 60.4233(d) and (e)]

	≥130 HP

which are

Modified 

or 

Reconstructed 

After June 12, 2006

 
	Prior to  January 1, 2009
	NOx 

 3.0 g/HP-hour or 

250 ppmvd 

@ 15% O2
[40CFR 60.4233(f)]
	CO

4.0 g/HP-hr 

or

540 ppmvd

 @ 15% O2

[40 CF60.4233(f)]
	VOC 

1.0 g/HP-hr

or

86 ppmvd 

@ 15% O2

[40 CF60.4233(f)]


3. Permit Shield

Compliance with the conditions of this Section shall be deemed compliance with 40 CFR 60.4233(a), 40 CFR 60.4233(b), 40 CFR 60.4233(c), 40 CFR 60.4233(d), 40 CFR 60.4233(e), 40 CFR 60.4233(f), and 40 CFR 60.4234.


[A.A.C. R18-2-325]

E. Compliance Requirements 

1. Emergency SI ICE Less Than 25 HP 

a. Certified SI ICE

The Permittee operating a stationary SI ICE manufactured after July 1, 2008 and subject to the emission standards specified in 40 CFR 60.4233(a), shall demonstrate compliance by purchasing an engine certified to the emission standards in 40 CFR 60.4231(a).  In addition, the Permittee shall meet one of the requirements specified in Conditions XXIII.E.1.a.(1) through (2) below:

[40 CFR 60.4243(a)]

(1) Operating per Manufacturer’s Instructions

The Permittee shall operate and maintain the certified stationary SI ICE and control device according to the manufacturer’s emission-related written instructions and shall keep records of conducted maintenance to demonstrate compliance.  If engine settings are adjusted according to and consistent with the manufacturer’s instructions, the stationary SI ICE will not be considered out of compliance.   

[40 CFR 60.4243(a)(1)]

(2) Not Operating per Manufacturer’s Instructions

If the Permittee does not operate and maintain the certified stationary SI ICE and control device in accordance with the manufacturer’s emission-related written instructions, then the SI ICE will be considered a non-certified engine.  The Permittee shall demonstrate compliance by keeping a maintenance plan and records of conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.    

[40 CFR 60.4243(a)(2)(i)]

b. Non-Certified SI ICE

The Permittee operating a non-certified stationary SI ICE shall perform an initial performance test per the testing requirements of 40 CFR 60.4244.  If the stationary engine is rebuilt or undergoes major repair or maintenance, subsequent performance testing is required every 8,760 hours or 3 years, whichever comes first.  A rebuilt stationary SI ICE means an engine that has been rebuilt as that term is defined in 40 CFR 94.11(a).  

[40 CFR 60.4243(f)]
2. Emergency SI ICE Greater Than 25 HP (Gasoline Engines and Rich Burn LPG Engines) 

a. Certified SI ICE

The Permittee operating a stationary SI ICE manufactured after July 1, 2008 and subject to the emission standards specified in 40 CFR 60.4233(b) or (c), shall demonstrate compliance by purchasing an engine certified to the emission standards in 40 CFR 60.4231(b) or (c), as applicable, for the same engine class and maximum engine power.  In addition, the Permittee shall meet one of the requirements specified in Conditions XXIII.E.2.a.(1) through (2) below:

[40 CFR 60.4243(h)]

(1) Operating per Manufacturer’s Instructions

The Permittee shall operate and maintain the certified stationary SI ICE and control device according to the manufacturer’s emission-related written instructions and shall keep records of conducted maintenance to demonstrate compliance.  If engine settings are adjusted according to and consistent with the manufacturer’s instructions, the stationary SI ICE will not be considered out of compliance.   

[40 CFR 60.4243(a)(1)]

(2) Not Operating per Manufacturer’s Instructions

If the Permittee does not operate and maintain the certified stationary SI ICE and control device in accordance with the manufacturer’s emission-related written instructions, then the SI ICE will be considered a non-certified engine.  The Permittee shall demonstrate compliance according to the Conditions XXIII.E.2.a.(2)(a) through (c) below: 

[40 CFR 60.4243(a)(2)]

(a) SI ICE Less Than 100 HP (<100 HP)

The Permittee operating a stationary SI ICE less than 100 HP shall keep a maintenance plan and records of conducted maintenance to demonstrate compliance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  

[40 CFR 60.4243(a)(2)(i)]

(b) SI ICE Greater Than or Equal to 100 HP and Less Than or Equal to 500 HP (Between 100 HP and 500 HP)

The Permittee operating a stationary SI ICE greater than or equal to 100 HP and less than or equal to 500 HP, shall keep maintenance records of the conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee shall conduct an initial performance test per the testing requirements of 40 CFR 60.4244 within 1 year of engine startup to demonstrate compliance.  If the stationary engine is rebuilt or undergoes major repair or maintenance, subsequent performance testing is required every 8,760 hours or 3 years, whichever comes first.  A rebuilt stationary SI ICE means an engine that has been rebuilt as that term is defined in 40 CFR 94.11(a).  

 [40 CFR 60.4243(a)(2)(ii) and (f)]

(c) SI ICE Greater Than 500 HP (>500 HP)

The Permittee operating a stationary SI ICE greater than 500 HP, shall keep a maintenance plan and records of conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee shall conduct an initial performance test within 1 year of engine startup and conduct subsequent performance testing every 8,760 hours or 3 years, whichever comes first, thereafter to demonstrate compliance.

[40 CFR 60.4243(a)(2)(iii)]

b. Non-Certified SI ICE

(1) SI ICE Less Than or Equal to 500 HP (<500 HP)

The Permittee operating a non-certified stationary SI ICE that is less than or equal to 500 HP, shall perform an initial performance test per the testing requirements of 40 CFR 60.4244.  If the stationary engine is rebuilt or undergoes major repair or maintenance, subsequent performance testing is required every 8,760 hours or 3 years, whichever comes first.  A rebuilt stationary SI ICE means an engine that has been rebuilt as that term is defined in 40 CFR 94.11(a).   

[40 CFR 60.4243(f)]

3. Emergency SI ICE Greater Than 25 HP (Excluding Gasoline and Rich Burn LPG Engines)

a. Certified SI ICE 

The Permittee operating a stationary SI ICE greater than 25 HP subject to the emission standards specified in 40 CFR 60.4233(d) or (e), shall demonstrate compliance according to one of the methods specified in Conditions XXIII.E.3.a.(1) and (2) below:

[40 CFR 60.4243(b)]

(1) Operating per Manufacturer’s Instructions

The Permittee shall operate and maintain the certified stationary SI ICE and control device according to the manufacturer’s emission-related written instructions and shall keep records of conducted maintenance to demonstrate compliance.  If engine settings are adjusted according to and consistent with the manufacturer’s instructions, the stationary SI ICE will not be considered out of compliance.   

[40 CFR 60.4243(a)(1)]

(2) Not Operating per Manufacturer’s Instructions

If the Permittee does not operate and maintain the certified stationary SI ICE and control device in accordance with the manufacturer’s emission-related written instructions, then the SI ICE will be considered a non-certified engine and the Permittee shall demonstrate compliance according to Conditions XXIII.E.3.a.(2)(a)  through (c) below: 

[40 CFR 60.4243(a)(2)]

(a) SI ICE Less Than 100 HP (<100 HP)

The Permittee operating a stationary SI ICE less than 100 HP shall keep a maintenance plan and records of conducted maintenance to demonstrate compliance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  

[40 CFR 60.4243(a)(2)(i)]

(b) SI ICE Greater than 100 HP and Less Than or Equal to 500 HP (Between 100 HP and 500 HP)

The Permittee operating a stationary SI ICE greater than or equal to 100 HP and less than or equal to 500 HP, shall keep maintenance records of the conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee must conduct an initial performance test per the testing requirements of 40 CFR 60.4244 within 1 year of engine startup to demonstrate compliance.  If the stationary engine is rebuilt or undergoes major repair or maintenance, subsequent performance testing is required every 8,760 hours or 3 years, whichever comes first.  A rebuilt stationary SI ICE means an engine that has been rebuilt as that term is defined in 40 CFR 94.11(a).   

  [40 CFR 60.4243(a)(2)(ii) and (f)]

(c) SI ICE Greater than 500 HP (>500 HP)

The Permittee operating a stationary SI ICE greater than 500 HP, shall keep a maintenance plan and records of conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee shall conduct an initial performance test within 1 year of engine startup and conduct subsequent performance testing every 8,760 hours or 3 years, whichever comes first, thereafter to demonstrate compliance.

[40 CFR 60.4243(a)(2)(iii)]
b. Non-Certified SI ICE

If the Permittee operates a non-certified engine, compliance with the emission standards specified in 40 CFR 60.4233(d) or (e) shall be demonstrated according to the testing requirements specified in 40 CFR 60.4244 and according to Conditions XXIII.E.3.b.(1) and (2) below:

 [40 CFR 60.4243(b)(2)]

(1) SI ICE Greater Than 25 HP and Less Than or Equal to 500 HP (Between 25 HP and 500 HP)

The Permittee operating a stationary SI ICE greater than 25 HP and less than or equal to 500 HP, shall keep a maintenance plan and records of conducted maintenance to demonstrate compliance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee shall conduct an initial performance test per the testing requirements of 40 CFR 60.4244.  If the stationary engine is rebuilt or undergoes major repair or maintenance, subsequent performance testing is required every 8,760 hours or 3 years, whichever comes first.  A rebuilt stationary SI ICE means an engine that has been rebuilt as that term is defined in 40 CFR 94.11(a).   

 [40 CFR 60.4243(b)(2)(i) and (f)]

(2) SI ICE Greater Than 500 HP (>500 HP)

The Permittee operating a certified stationary SI ICE greater than 500 HP, shall keep a maintenance plan and records of the conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee shall conduct an initial performance test and conduct subsequent performance testing every 8,760 or 3 years, whichever comes first, thereafter to demonstrate compliance. 

[40 CFR 60.4243(b)(2)(ii)]

4. Modified or Reconstructed Emergency SI ICE 

a. The Permittee operating a stationary SI ICE that is modified or reconstructed and complying with the emission standards specified in 40 CFR 60.4233(f), shall demonstrate compliance in accordance with Conditions XXIII.E.4.a.(1) or (2) below.   Any non-certified engine that demonstrates compliance with Condition XXIII.E.4.a.(1) below demonstrates that the non-certified engine complies with the emission standards specified in 40 CFR 60.4233(f).  

[40 CFR 60.4243(c) and (f)]

(1) SI ICE Greater Than 25 HP and Less Than or Equal to 500 HP (>25 HP and < 500 HP)

The Permittee operating a stationary SI ICE greater than 25 HP and less than or equal to 500 HP, shall keep a maintenance plan and records of conducted maintenance to demonstrate compliance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee must conduct an initial performance test according to the testing requirements specified in 40 CFR 60.4244.  The test must be conducted within 60 days after the engine commences operation after the modification or reconstruction.

[40 CFR 60.4243(b)(2)(i) and 40 CFR 60.4243(i)(2)]

(2) SI ICE Greater Than 500 HP (> 500 HP)

The Permittee operating a stationary SI ICE greater than 500 HP, shall keep a maintenance plan and records of the conducted maintenance and shall, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions.  In addition, the Permittee shall conduct an initial performance test according to the testing requirements specified in 40 CFR 60.4244.  The test must be conducted within 60 days after the engine commences operation after the modification or reconstruction.  In addition, the Permittee shall conduct subsequent performance testing every 8,760 or 3 years, whichever comes first, thereafter to demonstrate compliance.  

[40 CFR 60.4243(b)(2)(ii) and 40 CFR 60.4243(i)(2)]

5. Permit Shield

Compliance with the conditions of this Section shall be deemed compliance with 40 CFR 60.4243(a), 40 CFR 60.4243(b), 40 CFR 60.4243(c), 40 CFR 60.4243(f), 40 CFR 60.4243(h), and 40 CFR 4243(i).  
[A.A.C. R18-2-325]
F. Recordkeeping and Reporting Requirements

1. The Permittee operating an emergency stationary SI ICE must meet the following recordkeeping requirements:

[40 CFR 60.4245(a)]

a. Records of all notifications submitted to comply with this Section and all documentation supporting any notification.

[40 CFR 60.4245(a)(1)]

b. Maintenance conducted on the engine.

[40 CFR 60.4245(a)(2)]

c. If the stationary SI ICE is a certified engine, documentation from the manufacturer that the engine is certified to meet the emission standards and information as required in 40 CFR Parts 90, 1048, 1054, and 1060, as applicable.

[40 CFR 60.4245(a)(3)]

d. If the stationary SI ICE is not a certified engine or is a certified engine operating in a non-certified manner and subject to §60.4243(a)(2), documentation that the engine meets the emission standards.

[40 CFR 60.4245(a)(4)]

2. For all emergency stationary SI ICE greater than or equal to 500 HP manufactured on or after July 1, 2010, that do not meet the standards applicable to non-emergency engines, the Permittee shall keep records of the hours of operation of the engine that is recorded through the non-resettable hour meter. 

[40 CFR 60.4245(b)]

3. For all emergency stationary SI ICE greater than or equal to 130 HP and less than 500 HP manufactured on or after July 1, 2011 that do not meet the standards applicable to non-emergency engines, the Permittee shall keep records of the hours of operation of the engine that is recorded through the non-resettable hour meter. 

[40 CFR 60.4245(b)]

4. For all stationary SI emergency ICE greater than 25 HP and less than 130 HP manufactured on or after July 1, 2008, that do not meet the standards applicable to non-emergency engines, the Permittee shall keep records of the hours of operation of the engine that is recorded through the non-resettable hour meter. The Permittee shall document how many hours are spent for emergency operation, including what classified the operation as emergency and how many hours are spent for non-emergency operation.

[40 CFR 60.4245(b)]

5. The Permittee operating a stationary SI ICE greater than or equal to 500 HP that has not been certified by an engine manufacturer to meet the emission standards in §60.4231 must submit an initial notification as required in §60.7(a)(1). The notification must include the following information:

[40 CFR 60.4245(c)]

a. Name and address of the Permittee;

[40 CFR 60.4245(c)(1)]

b. The address of the affected source;

[40 CFR 60.4245(c)(2)]

c. Engine information including make, model, engine family, serial number, model year, maximum engine power, and engine displacement;

[40 CFR 60.4245(c)(3)]

d. Emission control equipment; and

[40 CFR 60.4245(c)(4)]

e. Fuel used.

[40 CFR 60.4245(c)(5)]

6. The Permittee operating an emergency stationary CI ICE with a maximum engine power more than 100 HP that operates or is contractually obligated to be available for more than 15 hours per calendar year for the purposes specified in Condition XXIII.C.3.b.(2) and (3), shall submit an annual report according to the requirements in Conditions XXIII.F.6.a through c below:

[40 CFR 60.4245(e)]

a. The report must contain the following information.

(1) Company name and address where the engine is located;

[40 CFR 60.4245(e)(1)(i)]

(2) Date of the report and beginning and ending dates of the reporting period;

[40 CFR 60.4245(e)(1)(ii)]

(3) Engine site rating and model year;

[40 CFR 60.4245(e)(1)(iii)]

(4) Latitude and longitude of the engine in decimal degrees reported to the fifth decimal place;

[40 CFR 60.4245(e)(1)(iv)]

(5) Hours operated for the purposes specified in Conditions XXIII.C.3.b.(2) and (3) including the date, start time, and end time for engine operation for the purposes specified in Condition XXIII.C.3.b.(2) and (3);

[40 CFR 60.4245(e)(1)(v)]

(6) Number of hours the engine is contractually obligated to be available for the purposes specified in Conditions XXIII.C.3.b.(2) and (3); and 

[40 CFR 60.4245(e)(1)(vi)]

(7) Hours operated for the purposes specified in Condition XXIII.C.3.c.(1), including the date, start time, and end time for engine operation for the purposes specified in Condition XXIII.C.3.c.(1).  The report must also identify the entity that dispatched the engine and the situation that necessitated the dispatch of the engine.

[40 CFR 60.4245(e)(1)(vii)]

b. The first annual report shall cover the calendar year 2015 and must be submitted no later than March 31, 2016.  Subsequent annual reports for each calendar year must be submitted no later than March 31 of the following calendar year.  

[40 CFR 60.4245(e)(2)]

c. The annual report shall be submitted electronically using the subpart specific reporting form in the Compliance and Emissions Data Reporting Interface (CEDRI) that is accessed through EPA’s Central Data Exchange (CDX) (www.epa.gov/cdx).  However, if the reporting form specific to this subpart is not available in CEDRI at the time that the report is due, the written report must be submitted to the Administrator at the appropriate address listed in 40 CFR 60.4.

[40 CFR 60.4245(e)(3)]

7. Permit Shield

Compliance with the conditions of this Section shall be deemed compliance with 40 CFR 60.4245.

[A.A.C. R18-2-325]

ATTACHMENT “G”: EQUIPMENT LIST

ADDENDA (MINOR PERMIT REVISION NO. 58758) 

TO 

AIR QUALITY CONTROL PERMIT NO. 53592 

FOR 

FREEPORT-MCMORAN MIAMI INC. – MIAMI SMELTER
The equipment list in Permit No. 53592 is revised to include two (2) natural gas fired emergency generators each rated at 128 kW (172 HP).   

	Description
	Capacity
	Manufacturer
	Equipment

Number


	Model Number
	Serial 

Number
	Date 

of 

Manufacture
	NSPS

or

NESHAP

	 Emergency Generator
	128 kW

(172 HP)
	Kohler
	TBD
	195REZG
	TBD
	TBD
	JJJJ

	 Emergency Generator
	128 kW

(172 HP)
	Kohler
	TBD
	195REZG
	TBD
	TBD
	JJJJ
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