
San Joaquin Valley 
AIR POLLUTION CONTROL OlSTRlCT 

@nm 
HEALTHY AIR LIVINGm 

Gerardo C. Rios, Chief 
Permits Office (AIR-3) 
U.S. EPA - Region IX 
75 Hawthorne St 
San Francisco, CA 941 05 

Re: Notice of Final Action - Minor Title V Permit Modification 
District Facility # S-1548 
Project # S-1082245 

Dear Mr. Rios: 

The Air Pollution Control Officer has modified the Title V permit for Aera Energy LLC by 
incorporating Authorities to Construct S-1548-144-35 and '-501-0. The Authorities to 
Construct authorize the installation of a new 55,000 gallon free water knockout vessel 
(S-1548-501-0) to an existing shared vapor control system that is listed on permit unit S- 
1548-144.' 

Enclosed is the modified Title V permit. The application and proposal were sent to US 
EPA Region IX on December 29, 2009. No comments were received following the 
District's preliminary decision on this project. 

Thank you for your cooperation in this matter. If you have any questions, please contact 
Mr. Jim Swaney, Permit Services Manager, at (559) 230-5900. 

Sincerelv. 

DW: b kc 

Enclosures 
S e y e d  Sedredin  

Executive OirectorlAir Pollution Control Officer 

Northern Region Central Region (Main Office) Southern Region 
4800 Enterprise Way 1990 E. Gettysburg Avenue 34946 Flyover Court 

Modesto. CA 95356.8718 Fresno, CA 93726.0244 Bakersfield, CA 93308.9725 
Tel: 1209) 557.6400 FAX: (2091 557.6475 Tel: (559) 230-6000 FAX: (559) 230.6061 Tel: 661.392.5500 FAX: 661.392-5585 



San Joaquin Valley 
AIR POLLUTlON CONTROL OlSTRlCT 

m n m  
HEALTHY AIR LIVING" 

FEB 2 4 2010 
John Haley, Environmental Engineer 
Aera Energy LLC 
PO Box 11 164 
Bakersfield, CA 93389-1 164 

Re: Notice of Final Action - Minor Title V Permit Modification 
District Facility # S-1548 
Project # S-1082245 

Dear Mr. Haley: 

The Air Pollution Control Officer has modified the Title V permit for Aera Energy LLC by 
incorporating Authorities to Construct S-1548-144-35 and '-501-0. The Authorities to 
Construct authorize the installation of a new 55,000 gallon free water knockout vessel 
(S-1548-501-0) to an existing shared vapor control system that is listed on permit unit S- 
1548-144. 

Enclosed is the modified Title V permit. The application and proposal were sent to US 
EPA Region IX on December 29, 2009. No comments were received following the 
District's preliminary decision on this project. 

Thank you for your cooperation in this matter. If you have any questions, please contact 
Mr. Jim Swaney, Permit Services Manager, at (559) 230-5900. 

Sincerely, 

t d  1 David Warner 
m i r e c t o r  of Permit Services 

Enclosures 

S e y e d  S a d r e d i n  
Executive DirectorlAir Pollution Control Ollicer 

Northern Region Central Region (Mein Office) Southern Region 
4800 Enterprise Way 1990 E. Gettysburg Avenue 34946 Flyover Court 

Modesto, CA 95356.8718 Fresno, CA 93726-0244 Bakersfield, CA 93308.9725 
Tel: 12091 557.6400 FAX: 1209) 557.6475 Tel: (559) 230-6000 FAX: (559) 230.6061 Tel: 661-392-5500 FAX: 661.392.5585 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: S-1548-144-40 

SECTION: NW20 TOWNSHIP: 28s RANGE: 21E 

EXPIRATION DATE: 05/31/2006 

EQUIPMENT DESCRIPTION: 
12,000 BBL FIXED ROOF CLARIFIER TANK 201A WNAPOR CONTROL COMPRESSOR(S), COOLER(S), LIQUID 
KNOCKOUT(S) & PIPING TO FIELD GAS SYSTEM OR AIR ASSISTED KALDAIR FLARE W/PLA-18 FLARE TIP 

PERMIT UN;lT REQUIREMENTS 
1. Tank shall vent only to vapor control system listed below. [District NSR Rule] Federally Enforceable Through Title V 

Permit 

2. Vapor control system shall consist of vapor piping from vessels and tanks S- 1548- 144, '- 145, '- 146, '- 147, '- 148, '- 149, 
'-41 8, '-419, '-428, '-429, '-439, '-440, '-441, '-442, '-463, '-476, '-478 through '-484, '-486, '-487, '-488, '-489, '-497, '- 
498, and '-501. [District NSR Rule] Federally Enforceable Through Title V Permit 

3. Except during maintenance activities and power outages, operator shall continuously monitor the discharge pressure of 
the vapor recovery system to ensure its proper operation. The monitoring system shall be programmed to alarm the 
operator when the discharge pressure increases to where the flare activates. [District NSR Rule and 40 CFR 
60.1 13b(c)(l)(ii)] Federally Enforceable Through Title V Permit 

4. Drain valves shall only drain into covered containers which shall be emptied into tanks with vapor control systems. 
[District NSR Rule] Federally Enforceable Through Title V Permit 

5. Permittee shall maintain an accurate fugitive component count and resultant emissions calculated using U.S. EPA 
Publication 453lR-95-017, or other factors approved by the district. [District NSR Rule] Federally Enforceable 
Through Title V Permit 

6. The vapor control system shall be capable of reducing VQC emissions by at least 99% by weight. [District NSR Rule] 
Federally Enforceable Through Title V Permit 

7. Total VOC emission rate from S- 1548- 144 (excluding the flare and LOTS pressure vessels), S-1548- 145, S- 1548-1 46, 
S- 1 548- 147, S- 1548-1 48, S-1548-149, S-1548-428, S- 1548-429, S- 1548-439, S- 1548-440, S- 1548-44 1, and S-1548- 
442 shall not exceed 161.0 Iblday. [District NSR Rule] Federally Enforceable Through Title V Permit 

8. The tank shall be equipped with a fixed roof with no holes or openings. [District NSR Rule] Federally Enforceable 
Through Title V Permit 

9. Collected vapors shall be compressed to the field gas system or incinerated in the flare. [District NSR Rule] Federally 
Enforceable Through Title V Permit 

10. Flare shall be operated with a flame present at all times. Presence of a flame shall be monitored using a thermocouple 
or equivalent device. Kaldair Inc.'s KEP-100 Ignition System is an approved monitoring device. [District Rules 4001 
and 43 1 I] Federally Enforceable Through Title V Permit 

1 1. Flare pilot fuel shall be LPG or natural gas with sulfur content less than 0.75 grains11 00 scf, [District NSR Rule] 
Federally Enforceable Through Title V Permit 

12. Records shall be maintained of all periods when the flare pilot flame is absent. [District Rule 1070 and 40CFR 
60.1 15(d)(2)] Federally Enforceable Through Title V Permit 

PERMIT UNIT REQUIREMENTS CONTINUE ON NEXT PAGE 
These terms and conditions are part of the Facility-wide Pennit to Operate. 

Facility Name: AERAENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE,CA 
5 1 5 4 8 1 4 U 0  : Fsb 5 2010 I t5PM - CLERICOB 



Permit Unit Requirements for S-1548-144-40 (continued) Page 2 of 4 

13. Semi-annual reports of all periods without the presence of a flare pilot flame shall be furnished to the District 
Compliance Division and EPA. [District Rule 4001,40CFR 60.1 15b(d)(3)] Federally Enforceable Through Title V 
Permit 

14. Flare air-assist blower shall be maintained and operated for smokeless combustion, i.e. no visible emissions in excess 
of 5% opacity or 114 Ringelmann except for periods not to exceed a total of 5 minutes during any 2 consecutive hours. 
[District NSR Rule and District Rule 40011 Federally Enforceable Through Title V Permit 

15. Flare shall be equipped with flare gas volume flowmeter. [District NSR Rule] Federally Enforceable Through Title V 
Permit 

16. Net heating value of the gas being combusted by flare shall be 300 Btulscf or greater. [District Rules 4001 and 43 1 I] 
Federally Enforceable Through Title V Permit 

17. Total sulfur concentration of gas incinerated in flare shall not exceed 2000 ppmv. [District NSR Rule and District Rule 
480 I] Federally Enforceable Through Title V Permit 

18. Amou,nt of gas combusted shall not exceed any of the following: 5,000,000 scflday, 25 MMscfIquarter, 100 
MMscfIyear. [District NSR Rule] Federally Enforceable Through Title V Permit 

19. Emissions from the flare shall not exceed any of the following (based on total gas combusted): PM-10: 0.008 
IbMMBtu; NOx (as N02): 0.068 IbMMBtu; VOC: 0.063 IbMMBtu; or CO: 0.37 IbMMBtu. [District NSR Rule] 
Federally Enforceable Through Title V Permit 

20. Permittee shall measure sulfur content of gas incinerated in flare at least once every year. Such data shall be submitted 
to the District within 60 days of sample collection. [District NSR Rule and District Rule 480 I] Federally Enforceable 
Through Title V Permit 

2 1. Permittee shall keep accurate,records of daily, quarterly, and annual quantity of gas combusted. Such records shall be 
retained for a period of five years and made readily.available for District inspection upon request. [District NSR Rule] 
Federally Enforceable Through Title V Permit 

22. A trained observer, as defined in EPA Method 22, shall check visible emissions at least once annually for a period of 
15 minutes. If visible emissions are detected at any time during this period, the observation period shall be extended to 
two hours. A record containing the results of these observations shall be maintained, which also includes company 
name, process unit, observer's name and aff~liation, date, estimated wind speed and direction, sky condition, and the 
observer's location relative to the source and sun. [District NSR Rule and District Rule 2520, 9.3.21 Federally 
Enforceable Through Title V Permit 

23. The vapor control system shall be maintained in a leak-free condition. [District Rule 4623, 5.6 and 40CFR 
60.1 12b(a)(3)(i)] Federally Enforceable Through Title V Permit 

24. This tank shall be maintained in a leak-free condition. [District Rule 4623, 5.1.31 Federally Enforceable Through Title 
V Permit 

25. Any tank gauging or sampling device on a tank vented to the vapor recovery system shall be equipped with a leak-free 
cover which shall be closed at all times except during gauging or sampling. [District Rule 4623, 5.6.21 Federally 
Enforceable Through Title V Permit 

26. All piping, valves, and fittings shall be constructed and maintained in a leak- free condition. [District Rule 4623, 5.6.31 
Federally Enforceable Through Title V Permit 

27. At least once per year, operator shall visually inspect tank shell, hatches, seals, seams, cable seals, valves, flanges, 
connectors, and any other piping components directly affixed to the tank and within five feet of the tank for liquid 
leaks, and with a portable hydrocarbon detection instrument conducted in accordance with EPA Method 2 1 for gas 
leaks. Operator shall also visually or ultrasonically inspect as appropriate, the external shells and roofs of uninsulated 
tanks for structural integrity annually. [District Rule 4623, Table 31 Federally Enforceable Through Title V Permit 

PERMIT UNIT REQUIREMENTS CONTINUE ON NEXT PAGE 
These terms and conditions are part of the Facility-wide Permit to Operate. 

Facility Name: AERA ENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE,CA 
6-1548.144-40: Fsb 61010 7.15PU- CLERIC00 



Permit Unit Requirements for S-1548-144-40 (continued) Page 3 of 4 

28. Upon detection of a liquid leak, defined as a leak rate of greater than or equal to 30 drops per minute, operator shall 
repair the leak within 8 hours. For leaks with a li,quid leak rate of between 3 and 30 drops per minute, the leaking 
component shall be repaired within 24 hours after detection. [District Rule 4623, Table 31 Federally Enforceable 
Through Title V Permit 

29. For components belonging to the tank (i.e. attached to the tank and up to the point where it connects to the trunk line of 
the vapor control system), a gas leak is defined as a VOC concentration of greater than 10,000 ppmv above 
background measured in accordance with EPA Method 21. [District Rule 46231 Federally Enforceable Through Title 
V Permit 

30. For the components belonging to the tank vapor control system, a gas leak is defined as a VOC concentration of 
greater than 500 ppmv above background measured in accordance with EPA Method 2 1. The vapor control system 
components consist of the hard-piping, ductwork, connections, and flow-inducing devices that transport gas or vapor 
from the tanks to the flare. [4OCFR 60.1 12b(a)(3)(i) and 40CFR 60.48 11 Federally Enforceable Through Title V 
Permit 

3 1. A gas leak discovered on the tank vapor control system shall be recorded and reported as a violation of NSPS Subpart 
Kb, 4OCFR 60.1 12b(a)(3)(i). [40CFR 60.1 12b(a)(3)(i)] Federally Enforceable Through Title V Permit 

32. Components found to be leaking either liquids or gases shall be immediately affixed with a tag showing the component 
to be leaking. Operator shall maintain records of the liquid or gas leak detection readings, dateltime the leak was 
discovered, and dateltime the component was repaired to a leak-free condition. [District Rule 4623, Table 31 Federally 
Enforceable Through Title V Permit 

33. Upon detection of a gas leak, the operator shall take one of the following actions: 1) eliminate the leak within 8 hours 
after detection; or 2) if the leak cannot be eliminated, then minimize the leak to the lowest possible level within 8 hours 
after detection by using best maintenance practices, and eliminate the leak within 48 hours after minimization. In no 
event shall the total time to minimize and eliminate a leak exceed 56 hours after detection. [District Rule 4623, Table 
31 Federally Enforceable Through Title V Permit 

34. Leaking components belonging to the tank that have been discovered by the operator that have been immediately 
tagged and repaired within the timeframes specified in District Rule 4623, Table 3 shall not constitute a violation of 
this rule. Leaking components belonging to the tank discovered by District staff that were not previously identified 
andlor tagged by the operator, andlor any leaks that were not repaired within the timeframes specified in District Rule 
4623, Table 3 shall constitute a violation of this rule. [District Rule 4623, Table 31 Federally Enforceable Through 
Title V Permit 

35. If a component type for a given tank is found to leak during an annual inspection, operator shall conduct quarterly 
inspections of that component type on the tank or tank system for four consecutive quarters. If a component type is 
found to have no leak after four consecutive quarterly inspections, then revert to annual inspections. [District Rule 
4623, Table 31 Federally Enforceable Through Title V Permit 

36. Any component found to be leaking on two consecutive annual inspections is in violation of Rule 4623, even if 
covered under the voluntary inspection and maintenance program. [District Rule 4623, Table 31 Federally Enforceable 
Through Title V Permit 

37. Operator shall maintain an inspection log containing the following 1) Type of component leaking; 2) Date and time of 
leak detection, and method of detection; 3) Date and time of leak repair, and emission level of recheck after leak is 
repaired; 4) Method used to minimize the leak to lowest possible level within 8 hours after detection. [District Rule 
10701 

38. The control efficiency of any VOC destruction device, measured and calculated as carbon, shall be determined by US 
EPA Method 25, except when the outlet concentration must be below 50 ppm in order to meet the standard, in which 
case US EPA Method 25a may be used. US EPA Method 18 may be used in lieu of US EPA Method 25 or US EPA 
Method 25a provided the identity and approximate concentrations of the analyteslcompounds in the sample gas stream 
are known before analysis with the gas chromatograph and the gas chromatograph is calibrated for each of the known 
analyteslcompounds to ensure that the VOC concentrations are neither under- or over-reported. [District Rule 4623, 
6.4.61 Federally Enforceable Through Title V Permit 

PERMIT UNIT REQUIREMENTS CONTINUE ON NEXT PAGE 
These terms and conditions are part of the Facility-wide Permit to Operate. 

Facility Name: AERA ENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE.CA 
8 - I M B 1 4 U 0 :  Fsb 5 P I 0  115PM -CLERleOB 



Permit Unit Requirements for S-1548-144-40 (continued) Page 4 of 4 

39. The operator shall ensure that the vapor recovery system is functional and is operating in compliance with permit 
conditions at all times. [District NSR Rule and District Rule 2520, 9.3.21 Federally Enforceable Through Title V 
Permit 

These terms and conditions are part of the Facility-wide Permit to Operate. 
~ a c i l i i ~  Name: AERA ENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE.CA 
S.154B14UO'Feb 52010 2 15PM -CLERlcnB 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: S-1548-501-1 EXPIRATION DATE: 05/31/2006 

EQUIPMENT DESCRIPTION: 
55,000 GALLON (12 FT DIAMETER X 65 FT LENGTH) FREE WATER KNOCKOUT VESSEL V-201 H WITH VAPOR 
CONTROL AS DESCRIBED IN S-1548-144 (DEHY 20) 

PERMIT UNlT REQUIREMENTS 
The vessel and APCO-approved vapor control system, including piping, valves, and fittings, shall be maintained gas- 
tight, except during periods of vessel cleaning. [District Rules 2201and 25201 Federally Enforceable Through Title V 
Permit 

Vessel shall be designed and maintained to vent only to the gas gathering system or the flare (S-1547-144), except 
during periods of vessel cleaning. [District Rule 22011 Federally Enforceable Through Title V Permit 

The FWKO shall be equiped with a control valve on its vapor-out line which shall be set at a sufficient pressure to 
prevent the backflow of tank vapors into the FWKO vessel. [District Rule 22011 Federally Enforceable Through Title 
V Permit 

Except during periods of vapor control system maintenance, and tank cleaning, vapor collection system shall operate 
with a minimum efficiency of 99%. [District Rule 220 I] Federally Enforceable Through Title V Permit 

VOC fugitive emissions from the components in gas service on tank and tank vapor collection system shall not exceed 
0.4 Ibfday. [District Rule 22011 Federally Enforceable Through Title V Permit 

All components attached to this vessel shall be identified and categorized according to the following equipment types: 
connectors, flanges, open-ended lines (sample connections, drains, bleed valves, etc.), pump seals, valves with visible 
actuators, and other (pressure relief devices, compressor seals, meters, etc.). Components shall be further identified 
and categorized according to the following types of service: gasflight liquid, light oil and heavy oil. [District Rule 
22011 Federally Enforceable Through Title V Permit 

Portable hydrocarbon detection instrument shall be operated and calibrated in accordance with EPA Method 21. 
[District Rule 22011 Federally Enforceable Through Title V Permit 

Flanges shall be monitored with a portable hydrocarbon detection instrument along the entire circumference of the 
flange-gasket interface. Threaded connections, tubing fittings, and other types of non-permanent joints shall be 
monitored along the entire circumference ofjoint interface. [District Rule 22011 Federally Enforceable Through Title 
V Permit 

All piping, valves and fittings associated with this vessel shall be constructed and maintained in a gas-tight condition. 
Gas-tight shall be defined as emitting no more than 10,000 ppm of methane with an instrument calibrated with 
methane. Emissions in excess of this limit shall be considered a leak. [District Rule 22011 Federally Enforceable 
Through Title V Permit 

PERMIT UNlT REQUIREMENTS CONTINUE ON NEXT PAGE 
These terms and conditions are part of the Facility-wide Permit to Operate. 

Fadlity Name: AERA ENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE.CA 
6-1YB501.1 : Fcb52010 2 15PM -CLERICOB 



Permit Unit Requirements for S-1548-501-1 (continued) Page 2 of 3 

10. All components containing VOCs shall be inspected annually by the facility operator to ensure compliance with the 
provisions of this permit. However, if two (2) percent or more of the components of any type subject to the 
requirements of this permit are found to leak during an annual inspection, the inspection frequency for that component 
type shall be changed from annual to quarterly. If less than two percent of the components of that type are 
subsequently found to be leaking during five consecutive inspections, the inspection frequency may be changed from 
quarterly to annual. Components located in inaccessible (over 15 feet above ground when access is required from the 
ground or over 6 feet away from a platform when access is required from the platform) locations shall be inspected at 
least annually and components located in unsafe areas shall be inspected and repaired at the next process unit 
turnaround (the scheduled shutdown of a unit for maintenance and repair work). [District Rules 220 1 and 44091 
Federally Enforceable Through Title V Permit 

1 1. A facility operator, upon detection of a leaking component, shall affix to that component not immediately repaired a 
weatherproof readily visible tag bearing the date on which the leak is detected. The tag shall remain in place until the 
leaking component is repaired, reinspected, and found to be in compliance with the requirements of this permit. 
[District Rules 2201 and 44091 Federally Enforceable Through Title V Permit 

12. An operator shall reinspect a component for leaks within thirty working days after the date on which the component is 
repaired. [District Rule 44091 Federally Enforceable Through Title V Permit 

13. Emissions from components which have been tagged by the facility operator for repair within 15 calendar days or 
which have been repaired and are awaiting re-inspection shall not be in violation of this permit. [District Rules 220 1 
and 44091 Federally Enforceable Through Title V Permit 

14. Permittee shall maintain accurate component count for tank according to CAPCOA's "California Implementation 
Guidelines for Estimating Mass Emissions of Fugitive Hydrocarbon Leaks at Petroleum Facilities," Table IV-2c (Feb 
1999), Screening Value Range emission factors < 10,000 ppmv. Permittee shall update such records when new 
components are approved and installed. [District Rule 22011 Federally Enforceable Through Title V Permit 

15. This permit authorizes tank cleaning that is not the result of breakdowns or poor maintenance as a routine maintenance 
activity. [District Rule 20801 Federally Enforceable Through Title V Permit 

16. Permittee shall conduct tank cleaning and maintenance operations in accordance with District approved procedures as 
described in this permit. [~istrict  Rule 20801 Federally Enforceable Through Title V Permit 

17. Tank may be disconnected from vapor control system during District approved cleaning and maintenance procedures 
as described in this permit. [District Rule 20801 Federally Enforceable Through Title V Permit 

18. Permittee shall notify the District Compliance Division at least 72 hours before tank cleaning and vapor control system 
disconnection and within 72 hours after restoring crude oil flow to the tank. [District Rule 20801 Federally Enforceable 
Through Title V Permit 

19. Prior to opening the tank to allow tank cleaning, one of the following procedures must be followed: 1) Prior to venting 
the tank to the atmosphere, operate the tank vapor recovery systemlvapor control device for at least 24 hours such that 
it collects the tank vapors; or 2) use liquid displacement, conducted using a liquid with a TVP less than 0.5 psia, or 
conducted by floating the oil pad off a crude oil tank by restricting the outflow of water, such that 90% of the tank 
volume is displaced; or 3) Vent the tank to a vapor control devicelvapor recovery system until the vapor concentration 
is less than 10% of the lower explosive limit (LEL) or 5,000 ppmv whichever is less; or 4) vent the tank to the vapor 
control system for a length of time determined by the following relationship: t = 2.3 V/Q, where t = time, V = tank 
volume (cubic feet), and Q= flow rate to the vapor control system as determined using appropriate engineering 
calculations. [District Rule 20801 Federally Enforceable Through Title V Permit 

20. The tank shall be cleaned using one of the following methods: water, hot water, solvents with an initial boiling point of 
greater than 302 F, solvents with a vapor pressure of less than 0.5 psia, or solvents with 50 grams VOC per liter or less. 
The tank sediment may be used for road mix as allowed by Section 6.17 of District Rule 2020. [District Rule 20801 
Federally Enforceable Through Title V Permit 

21. Steam cleaning shall be allowed only during December through March, or at locations where wastewater treatment 
facilities are limited. [District Rule 20801 Federally Enforceable Through Title V Permit 

PERMIT UNIT REQUIREMENTS CONTINUE ON NEXT PAGE 
These t e n s  and conditions are part of the Facility-wide Permit to Operate. 

Facility Name: AERA ENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE.CA 
PlY8-501-1 : Feb 5 2010 2.15PU-CLERICOB 



Permit Unit Requirements for S-1548-501-1 (continued) Page 3 of 3 

22. Upon reintroducing crude oillwater to the tank, the vapor control system shall be reactivated and pressure relief valves 
closed. [District Rule 20801 Federally Enforceable Through Title V Permit 

23. Within 48 hours after refilling the tank with crude oillwater, the pressure relief valve seats and hatch seals shall be 
inspected for leaks using EPA method 21 and the regular tank maintenance and inspection program shall resume. 
[District Rule 20801 Federally Enforceable Through Title V Permit 

24. Permittee shall maintain records of each period of cleaning and maintenance when the tank is disconnected or isolated 
from the vapor control system. Records shall include the date that tank cleaning was initiated, the date tank cleaning 
was completed, the procedure used to vent tank vapors prior to opening, the method of tank cleaning used, and a 
description of internal and external tank repairs and maintenance performed. Such records shall be retained for a period 
of at least 5 years and shall be made available for District inspection upon request. [District Rule 20801 Federally 
Enforceable Through Title V Permit 

These terms and conditions are part of the Facility-wide Permit to Operate. 
Facility Name: AERA ENERGY LLC 
Location: LIGHT OIL WESTERN STATIONARY SOURCE.CA 
S-IS4CMl-1 : Fob51010 1.15PM -CLERlCOB 


