
(Adopted December 5, 1986) 

RULE 443.1. LABELING OF MATERIALS CONTAINING ORGANIC SOLVENTS 

(a)  A person sha l l  not  s e l l  o r  o f f e r  f o r  sale f o r  use i n  the D i s t r i c t ,  i n  
containers of 0.94 1 i t e r  (one quar t )  capacity o r  larger ,  any v o l a t i l e  
organic compound (VOC) o r  mater ia l  containing VOC manufactured a f t e r  July 
1, 1987, unless the maximum VOC expressed i n  grams o f  UOC per l i t e r  of 
mater ia l  and i n  grams o f  VOC per l i t e r  o f  coat ing l ess  water and less 
exempt solvents i s  c l e a r l y  and c o r r e c t l y  ind icated on o r  supplied w i t h  
the container; and 
(1) FOP coatings and/or mater ia ls  for which the manufacturer recommends 

the add i t ion  o f  VOC ( th inn ing)  before app l i ca t ion  o r  use, the  t h i n -  
n ing  ins t ruc t ions ,  along w i t h  grams o f  VOC per l i t e r  o f  coating 
less  water and less  exempt solvent and the grams o f  VOC per l i t e r  
o f  mater ia l  a f t e r  the recommended thinning, s h a l l  be c l e a r l y  and 
c o r r e c t l y  ind icated on o r  supplied w i t h  the container; and 

( 2 )  For mu1 ti-packaged coatings, coatings and/or mate r ia ls  t h a t  are 
mixed before app l i ca t i on  o r  use, the mixing dnst ruct ions and the 
grams o f  VOC per l i t e r  o f  coat ing less water and l ess  exempt so l -  
vent a f t e r  the recommended mixing sha l l  be c l e a r l y  and c o r r e c t l y  
ind icated on o r  supplied w i t h  the container; and 

( 3 )  For coatings t ha t  contain reac t i ve  d i luents ,  the  VOC contents i n  
the VOC no t  consumed dur ing cur ing sha l l  be c l e a r l y  and co r rec t l y  
ind icated on o r  supplied w i t h  the container. The grams o f  VOC per 
l l t e r  o f  coat ing s h a l l  be ca lcu la ted by the f o l l ow ing  equation: 

Grams of VOC per l i t e r  of coat ing less  water and 1 ess exempt 

compounds = WS - Ww - WeS 

Where: WS = weight of  v o l a t i l e  compounds no t  consumed dur ing 
curing, i n  grams 

W, = weight o f  water not  consumed ' du r ing  curing, i n  
grams 

We, = weight o f  exempt compounds not  consumed dur ing 
curing, i n  grams 

Vm = volume o f  the mater ia l  p r i o r  t o  react ion,  i n  l i t e r s  
Vw * volume o f  water not  consumed dur ing  cur ing,  i n  

1 i t e r s  
- volume o f  exempt compounds not  consumed dur ing Ves - 

curing, i n  l i t e r s  

These requirements may be s a t i s f i e d  by furn ish ing a data sheet o r  by af- 
f i x i n g  a  s t i c k e r  o r  l abe l  t o  the container which sets  f o r t h  t h i s  
f nformatlon. 
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c- : 
( b )  A person s h a l l  n o t  s e l l  o r  o f f e r  f o r  s a l e  f o r  use i n  t h e  D i s t r i c t ,  i n  

con ta ine rs  o f  one g a l l o n  capac i t y  o r  l a r g e r ,  any so l ven t  con ta in ing  VOC 
manufactured a f t e r  J u l y  1, 1987, unless the  maximum grams o f  VOC per  
1 i t e r  o f  m a t e r i a l  and t h e  vapor pressure o f  t h e  VOC a t  200C i s  c l e a r l y  
and c o r r e c t l y  i n d i c a t e d  on t h e  conta iner .  This  requirement may he s a t l s -  
f i e d  by  f u r n i s h i n g  a data sheet o r  by a f f i x i n g  a s t i c k e r  o r  l a b e l  t o  t h e  
con ta ine r  which s e t s  f o r t h  t h i s  in fo rmat ion .  

[ c )  The p r o v i s i o n s  o f  t h i s  Rule s h a l l  n o t  app ly  t o  a r c h i t e c t u r a l  c o i l t i n q ~  
m a t e r f a l s  r e g i s t e r e d  by t h e  USDA as i n s e c t i c i d e s ,  pes t i c i des  o r  he rb i -  
eldes, o r  t o  m a t e r i a l s  p r i m a r i l y  used as f u e l s .  

(d) A V o l a t i l e  Organic Compound (VOC) i s  any v o l a t i l e  compound of carbon ex- 
c l  uding methane, carbon monoxide, carbon d iox ide ,  carbon ic  ac id ,  metal 1 i c  
carb ides o r  carbonates, ammonium carbonate, 1 , l , l - t r i ch lo roe thane,  meth- 
y l e n e  c h l o r i d e ,  tr i fluorornethane (FC-23). t r i c l l l o r o t r i  f luoroethane (CFC- 
1'13), d i ch lo rod i f l uo romethane  QCFC-12), t r i ch lo ro f l uo romethane  (CFC-ll), 
c h l o r o d i  f luoromethane (CFC-22), d i c h l o r o t e t r a f l  uoroethane (CFC-114), and 
ch lo ropenta f luoroethane (CFC-115). 

(e) Methods o f  Ana lys i s  
The v o l a t i l e  o rgan ic  content  o f  coat ings  sub jec t  t o  t h e  p rov i s ions  o f  
t h i s  Rule s h a l l  be determined by procedures i n  t h e  D i s t r i c t ' s  "Laboratory 

d 
Method o f  Ana lys i s  f o r  Enforcement Samples" manual, 

'- 
( f )  Grams o f  VOC per 1 i t e r  o f  c o a t i n g  l e s s  water and l e s s  exempt compounds i s  

t h e  weight o f  VOC per  t h e  combined volume o f  VOC and volume o f  coa t i ng  
s o l  i d s  and can be c a l c u l a t e d  by t h e  fo l l ow ing  equat ion:  

Grams o f  VOC per  l i t e r  o f  c o a t i n g  l e s s  water and l e s s  exempt compounds = 

Where: Ws = weight  o f  v o l a t i l e  compounds i n  grams 
Ww = weight  o f  water i n  grams 
WeS = weight  o f  exempt compounds i n  grams . 
Vm = volume o f  m a t e r i a l  i n  l i t e r s  
Vw = volume o f  water i n  1 l t e r s  
VeS = volume o f  exempt compounds i n  1 i t e r s  
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(9) Grams of VOC per  l i t e r  o f  m a t e r i a l  i s  t h e  weight o f  VOC per volume o f  
m a t e r i a l  and can be c a l c u l a t e d  by t h e  f o l l o w i n g  equat ion:  

Grams of VOC per l i t e r  o f  m a t e r i a l  = Ws - Ww - We, 

Where: Ws = we igh t  o f  v o l a t i l e  compounds i n  grams 
W, = we igh t  o f  water i n  grams 
W e S  = we igh t  o f  exempt compounds i n  grams 
V, = volume o f  m a t e r i a l  i n  l i t e r s  

(h )  Exempt Compounds a r e  any of t h e  f o l l o w i n g  compounds: lBl,l- 
t r i c h l o r o e t h a n e ,  methy l  ene c h l o r i d e ,  t r i f l u o r o m e t h a n e  (FC-231, 
t r i c h l o r o t r i f I I u o r o e t h a n e  (CFC-113), d ich lo rod i f luoromethane (CFC-121, 
f r i ch lo ro f l uo romethane  (CFC-11) , chlorodi f luosomethane (CFC-22), 
d i c h l o r o t e t r a f l  uoroethane (CFC-114), and ch lo ropen ta f l  uoroethane (CFC- 
1 1 5 ) .  

(i) Containers f o r  a l l  coa t i ngs  and m a t e r i a l s  sub jec t  t o  paragraph ( a )  s h a l l  
d i s p l a y  t h e  da te  o f  manufacture o f  t h e  contents o r  a code i n d i c a t i n g  the  
d a t e  o f  manufacture. The manufacturers o f  such coa t i ngs  s h a l l  f i l e  the 
codes w i t h  t h e  Execu t i ve  O f f i c e r  of t h e  D i s t r i c t .  


