ATTACHMENT 3
Commitment 1, Reduce Facility VOC Emissions

Information for Clean Texas, Cleaner World Program (CTCW)
In accordance with CTCW requirements, progress for each Texas facility must be reported independently.
Bryan Mound Site

In CY 2004, 0.67 tons of VOCs were emitted from workover operations.  The volume of crude oil moved in 2004 during workover operations is relatively small (only one workover episode) compared to the volume moved during the baseline.  VOCs emissions normalized to volume moved is 25.14 tons/yr.  This is less, however, than the baseline VOC emissions of 28.1 tons/yr. and more than the 2006 goal of 23.8 tons/yr (a 15% decrease in baseline emissions).
Big Hill Site

In CY 2004, 16.8 tons of VOCs were emitted from workover operations.  Since almost 25% of the oil moved through the workover operations had been degassed, the VOC amount is normalized to the VOC amount contained in the oil prior to degassing.  The volume of crude moved in 2004 was almost twice that of the baseline.  VOCs normalized to volume moved is 8.63 tons/yr.  This is less than the baseline VOC emissions of 24.9 tons/yr. and the 2006 goal of 21.2 tons/yr (a 15% decrease in baseline emissions).
Despite the decreases in VOCs observed at both sites, they can not yet be attributed to a change in design or operations.  Decreases can be attributed to other factors such as crude oil composition and temperature.  Effort will continue to find a reasonable means to decrease VOCs.
