ATTACHMENT 3
Commitment 1, Reduce Facility VOC Emissions

Information for Clean Texas, Cleaner World Program (CTCW)
In accordance with CTCW requirements, progress for each Texas facility must be reported independently.
Bryan Mound Site

In CY 2005, no workover operations were conducted at Bryan Mound, therefore 0.0 tons of VOCs were emitted from this activity.  This is less than the baseline VOC emissions of 28.1 tons/yr. and the 2006 goal of 23.8 tons/yr (a 15% decrease in baseline emissions).
Big Hill Site

In CY 2005, 26.35 tons of VOCs were emitted from workover operations.  The volume of crude moved in 2005 was almost 10% greater than that of the baseline.  VOCs normalized to volume moved is 23.95 tons/yr.  This is less than the baseline VOC emissions of 24.9 tons/yr but greater than the 2006 goal of 21.2 tons/yr (a 15% decrease in baseline emissions).
Despite the decreases in VOCs observed this year, they can not yet be attributed to a permanent change in design or operations.  Decreases can be attributed to other factors such as crude oil composition and temperature.  Investigation in to the various means to reduce VOC emissions has not eliminated the frac tank from workover operations, but effort is being made to decrease the oil throughput and time that a frac tank is used.  The less crude oil that is exposed to atmospheric pressure in a frac tank and the less time that oil is in the tank will ultimately reduce VOC emissions.
