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Ms. Roberta Wedge R SR r‘* "u_ ;
Staff Scientist

Dynamac Corporation ?ﬂ-
The Dynamac Building '0 w
11140 Rockville Pike

Rockville, MD 20852 -
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& 14 92
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Dear Roberta:
Subject: Alkylamines

In confirmation of our telepﬁone conversation about your
previous inquiry on alkyl amines, BASF can supply the following
information on a non-confidential basis:

n-hexylamine: BASF imports <1,000 lbs/yr.
1 Customer (package;/reseller)

mono-2-ethylhexylamine: BASF imports < 250,000 lbs/yr.

Less than 6 customers. Anticipated use as in dye

manufacturing and as a synergic: for pheromones. We

believe that there is an additicnal application as

an oil additive. BASF does not participate in this
market.

n-dodecylamine:

Not currently iﬁported or
manufactured by BASF Corporation.

Technical Bulletins and Material Safety Data Shee

ts for n-
hexylamine and 2-ethylhexylamine are enclosed.

If you have any further questions, please call me.

Sincerely,

BASF CORPORATION
Chemicals Division

Hing ] L.

Mary . Klosowski
Manager, Government Regulations

sb
cCc: Mr. G. Ross

1808 Biddie Avenue. Wyandotte, Micnigan 48182 (313) 246-6100




Technical Bulletin

-July 1987

?’"' [Appesrance colorless liquid. free of suspended matter ]
c“!(c"lhc"c"l""l mm
CAS no.: 104-75-¢ Assay. ... .. . 99% min. (GC)
Moleculer weight: 120.24 g/mol
Prod. no.: 022581 Typical properties
Solubility

........... limited miscibility with water, completely miscible with
nearly all organic solvents,

Boiling point ... . 168-171C
Freezing point . . ... < =-70°C
Densitydyy ...

,,,,,,,,, - B

Suggested Applications Important: While the information and data
An intermediate for the production of contained in this bulletin are presented in
pharmaceutical, agriculture chemicals ~ good fath and believed to be reiiable, they
and dye chemicals. The product is alsp  do not constitute a part of our terms and
used as a corrosion inhibitor emulsify- conditions of sales unless specifically incor-
ing agent, petroleum additive. and as a  PO'ated in our Order Acknowledgement

) ! NOTHING HEREIN SHALL BE DEEMED TO
textile auxiliaries. CONSTITUTE A WARRANTY, EXPRESS OR IM.

. PLIED. THAT SAID INFORMATION OR DATA ARE
Shipping CORRECT OR THAT THE PRODUCTS
Available in nonreturnable steel drums DESCRIBED ARE MERCHANTABLE OR FiT FOR
containing 352 pounds net weight. A PARTICULAR PURPOSE. OR THAT SAID IN.
DOT label required: Corrosive. FORMATION. DATA OR PRODUCTS CAN SE
Proper shipping name: Corrosive USED WITHOUT INFRINGING PATENTS OF
Liquid. NOS—UN 1760 THIRD PARTIES

Ha M"“’ hazards € BASF Corporation. 1987
2-Ethythexylamine is a corrosive liquid
that may irritaie and burn the skin and
eyes. Contact with eyes may results in
pain. swelling and possible corneal
Cicuding. ingestion may result in severe
gastric disturbances, including nausea
and vomiting. Inhalation of vapor may
irritae the respiratory tract. Refer to our
Material Safety Data Sheet for informa-
tion on toxicity, safety precautions. han-
dling and disposal.

BASF tion
Chemicals Division
100 Cherry Hill Road
Parsippany N J 07054
(201) 263-3400
800-526-1072

intermediates & Fine Chemicals




Technical Bulletin

July 1988

CH, (CHy)s NH,
CAS no.: 111-26-2

Molecular weighti: 101.2 g/mol
Product no.: 635971

Iintermediates & Fine Chemicais

n-Hexylamine

colorless liquid, free of suspended matter]

. 0.5% max. _J

99% min. (GC)

Boiling range
Freezing point
Density at 20°C . ..
Weight/galion . ..
Flash point

..0766 g/cm3

partiaily soluble in water; miscible with
almost ail common organic sclvents
130-132°C

-19°C

6.4 ibs.
27°C (closed cup)

Suggested applications

This chemical intermediate can be used
in the manufaciure o surfactants, cor-
rosion inhibitors. che  ceuticals, pes-
ticides, dyes, and rubL. chemicals.

Shipping
Available in buik containers and non-

returnable steel drums containing
330 pounds net weight.

DOT labels required: Flammable
Liquid, Corrosive

Proper shipping name: Alkylamines
and Polyamines, Flammable Liquid,
Corrosive, UN 2733

Handling hazards

n-Hexylamine is a flammable liquid
which is corrosive 1o the skin and eyes.
Contact with the liquid causes severe
irmitation and possible burns and per-
marent eye injury. Inhalation of vapors
irritates the respiratory tract. Ingestion
results in irritation and possible
camage to the gastrointestinal tract.
Refer to our Material € sfety Data Sheet
for information on toxicity, safety
precautions, handling, and disposal.

Important: While the information and data
contained in this bulletin are presented in
good faith and believed to be reliable, they
do not constitute a part of our terms and
conditions of sales unless specifically incor-
porated in our Order Acknowledgement
NOTHING HEREIN SHALL BE DEEMED TO
CONSTITUTE A WARRANTY. EXPRESS OR
IMPLIED, THAT SAID INFORMATION OR DATA
ARE CORRECT OR THAT THE PRODUCTS
DESCRIBED ARE MERCHANTABLE OR FIiT FOR
A PARTICULAFR PURPOSE. OR THAT SAID
INFORMATION, DATA OR PRODUCTS CAN BE
USED WITHCUT INFRINGING PATENTS OF
THIRD PARTIES

& BASF Corporation. 1988

BASF Corporstion
Chemicals Division
100 Cherry Hili Road
Pa,sippany, N.J. 07054
(201) 316-3000
800-526-1072

BASF






