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Leak Notification

3. Title 40 CFR §264.222 was removed in the "codification rule," July 15,

1985 (50 FR 28748). Section 264.222 contained the exemption from Subpart F
groundwater protection requirements for double-lined surface impoundments.
Deleted §264.222(b)(1) and (2) contained notification requirements for
occurrence of a leak into the leak detection system at a double-lined surface
impoundment. Are there any notification requirements for detection of a leak
under the regulations found in §264.221 of the "codification rule" (or

anywhere else) as required by HSWA of 1984 (P.L. 98-616)?

Sections 264.221 and 265.221 of the "codification rule" contain revised

design and operating requirements for new surface impoundments, new surface
impoundments at existing facilities, and lateral expansions and replacements
of existing surface impoundments. Sections 264.221 and 265.221 require the
installation of two or more liners and a leachate collection system between
liners. Notification requirements for detection of a leak are not found in

this section. However, the "Draft Minimum Technology Guidance on Double
Liner System for Landfills and Surface Impoundments" (EPA /530-SW-85-014
dated May 24, 1985) contains operating instructions for the use of secondary
leachate collection systems between liners. The draft guidance (page 46)
states: "As a general matter EPA will include in draft permits a requirement
that the owner or operator notify the Regional Administrator, in writing, of
the presence of liquids in the secondary leachate collection system in a

timely manner. Such notification may include, if necessary:

1. leakage rate (quantity);
2. the concentrations of hazardous constituents

(indicator parameters specified by §264.98(a))."

In addition, if a leak is detected during interim status, the owner/operator
must modify the Part B application.
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