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TANK SYSTEM DESIGN-SECONDARY CONTAINMENT
UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
MAY 29 1987

Mor. David E. Sauer

Manager Environmental Affairs
Buffalo Color Corporation

P.O. Box 7027

Buffalo, New York 14240-7027

Dear Mr. Sauer:

After reviewing the schematic drawing for the "pipe in a

trough in a trench" system included in your May 6, 1987 letter,
and talking with you over the phone, I believe your proposal to
be consistent with the new tank regulations in terms of secondary
containment. However, other provisions may apply.

In addition to proper secondary containment a new tank

system and its components must, among other things, be designed
to be compatible with wastes managed, protect against corrosion
structural failure, flotation, dislodgement or frost heave, and
withstand vehicular (and other) overhead stresses. Along with
appropriate design, the tank system must be installed properly
and treated for tightness before being place into service.

For your information, I've enclosed a summary of applicable
Part 265, Subpart ] provisions for generators accumulating
hazardous waste on-site for 90 days or less. If I can be of any
further assistance please feel free to give me a call at

(202) 382-4499.

Sincerely,

Chester J. Oszman Jr.
Environment Engineer

Enclosure

bcc: Bill Kline, OSW
Marwan Fanek, Region II
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LESS THAN 90 DAY ACCUMULATION TANK SYSTEMS

[Effective in all unauthorized States and in all States
regulating new underground tanks or underground tanks
that cannot be entered for inspection.]

Generators may accumulate hazardous waste less than 90 days
provided:

1) complies with Part 265 Subparts C,D,& | (except §§265.197(c)
& 265.200) and §265.16. Need not comply with Part 265
Subparts G & H (as required in §265.197) except must comply
with §§265.111 & §265.114;

2) date of starting accumulation is marked & visible for inspection;

3) labeled "hazardous waste".

Note: 262.34(b) offers 30 day extension to be granted by RA.
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