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STANDARD OPERATING PROCEDURE SOP-1: 

NAVIGATION AND POSITIONING 
 

Scope and Application 

Accurate station positioning is required to help ensure quality and consistency in 
collecting samples and in data interpretation and analysis.  Station positioning must be 
both absolutely accurate in that it correctly defines a position by latitude and longitude, 
and relatively accurate in that the position must be repeatable, allowing a user to 
reoccupy a station location (e.g., long‐term monitoring programs).   

This SOP describes the most commonly used station positioning method, Differential 
Global Positioning System (DGPS).  Integral owns the following DGPS hardware and 
software systems for station positioning at many of their field efforts. 

• Trimble Pathfinder™ Pro XRS system (TSC1 handheld unit, GPS receiver and GPS 
antenna) 

• Trimble GeoXT 

• Trimble Pathfinder Office (Version 4.0)  

• Trimble TerraSync Professional (Version 3.05)  

• ESRI ArcPad 7.1 

The Trimble DGPS offers post‐processing sub‐meter accuracy often required for 
documenting sampling station locations and for relocating previously sampled stations.  
A thorough and comprehensive discussion of the Trimble DGPS is provided in attachments 
to this SOP. 

Summary of Method 

Global positioning system (GPS) navigation is used to navigate and position the sampler 
at the desired location.  GPS is a satellite‐based system that receives positioning data at 1‐
second intervals from multiple satellites at known positions in space.  Standard GPS is 
calculated to an accuracy of about ±50 m.   

A higher accuracy of approximately 2 m may be obtained by applying differential 
corrections to the standard GPS positioning data using DGPS.  These differential 
corrections are applied by sending GPS differential corrections to the GPS receiver via 
radio transmission.   If the sampling location is near the coastal United States, the U.S. 
Coast Guard generates differential corrections that are transmitted via radio link to the 
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GPS receiver.  If a Coast Guard station is out of range of the sampling area, then a receiver 
may be set up at a known (i.e., surveyed) reference point on land or real‐time satellite 
differential signals can be purchased from a private company (e.g., OmniSTAR). 

With the Trimble GeoXT and Pro XRS systems, GPS data can be gathered to sub‐meter 
accuracy using a choice of differential correction sources (i.e., free beacon differential 
signals [e.g., Coast Guard or U.S. Forest Service beacons] or OmniSTAR) without 
establishing a reference station. Correction of data is required to gain sub‐meter accuracy. 
Free beacon or base station signals allow differential corrections to be performed after 
data collection by using a nearby beacon or base station logging data files. (Note: Station 
must be within 150 km (93.2 miles) of the data collection location.) For satellite‐based 
signals, a built‐in virtual base station allows for real‐time data correction, eliminating the 
need for post‐processing data in some cases. However, post‐processing data corrections 
can obtain accuracies in the range of 30−50 cm. These accuracies are for the horizontal 
(northing and easting) component only. The vertical component (elevation) accuracy 
ranges from sub meter to three times larger than the horizontal accuracy. 

The GPS receiver transmits differentially corrected positioning data to the computer and 
displays it on the screen using an integrated navigation software package (e.g., HYPACK, 
TerraSync).  The computer data are typically displayed and recorded in World Geodetic 
System of 1984 (WGS‐1984) geographic coordinates (latitude/longitude).  However, the 
integrated navigation system can display and record information in other datums (e.g., 
UTM, NAD83, etc.).  The integrated navigation system, acting as a data manager, displays 
the samplerʹs position relative to a target station location in plan view on a video screen.  
The resulting pictorial screen presentation, as well as numeric navigation data (e.g., range 
and bearing to the target sampling location) assists the vessel operator (when sampling 
on‐water) in approaching and maintaining the station position while sampling.  

Supplies and Equipment 

• Cables (antenna to receiver, receiver to computer) 

• Trimble Pro XRS GPS antenna 

• Trimble Pro XRS GPS receiver with battery charger and batteries 

• Trimble TSC1 handheld data logger unit with Asset Surveyor software 

• Trimble GeoXT handheld GPS unit (antenna, receiver and computer all‐in‐one 
unit) with battery charger/docking station and cables 

• Trimble® GeoBeacon™ receiver for precision of real‐time differential GPS (use 
with GeoXT)  

• Laptop computer and additional navigational monitor (if needed) 

• Navigation software (e.g., Terrasync and Pathfinder Office) 
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• Laser range finder (use TruPulse™ 200 or 360 Laser Rangefinder ‐ Blue Tooth™ 
enabled) 

• Logbook or log sheets. 

Procedures 

Latitude and longitude coordinates will be obtained at the locations where surface water 
samples are collected.  An average positioning objective is to accurately determine and 
record the positions of all sampling locations to within ±2 m.  Positioning accuracies on 
the order of ±1–3 m can be achieved by avoiding the few minutes per day when the 
satellites are not providing the same level of signal.  The GPS provides the operator with a 
listing of the time intervals during the day when accuracies are decreased.  Avoidance of 
these time intervals permits the operator to maintain better positioning accuracy. 

On-Land Sampling Event 

A Trimble Pro XRS backpack or a handheld Trimble GeoXT (equipped with a 
GeoBeacon™ receiver) DGPS unit may be used to direct the sampling team to the 
proposed sampling location.  To expedite field activities, the target station coordinates 
may be entered in the navigation system database prior to beginning sampling.  The 
DGPS antenna is located as close as possible to where the sampling will occur.  Once the 
sample(s) have been collected at the appropriate location, the horizontal coordinates of 
the station are recorded in the field logbook. If necessary, the vertical elevation may be 
recorded as well. 

On-Water Sampling Event 

When collecting samples from a boat, the GPS Pathfinder Pro XRS system is used.  The 
receiver is a real‐time GPS mapping receiver combining a GPS receiver, a minimum shift 
keying (MSK) beacon differential receiver, and a satellite differential receiver in a single 
housing, the GPS Pathfinder Pro XRS receiver offers the flexibility for choosing a source 
for real‐time differential corrections. 

The GPS antenna is mounted right above the location where the sample will be collected.  
That is, the antenna is mounted vertically at the outboard end of the vessel’s boom, at the 
top middle of an A‐frame or at the outboard end of a davit.  If this is not possible, the 
navigator must measure the distance between the sampler location and the antenna and 
enter an offset in the navigation program (e.g. TerraSync) to correct for that distance.  The 
GPS antenna cable extends along the boom into the cabin where it is connected to the GPS 
receiver and a laptop.   If available, an additional video screen is installed to allow the 
vessel operator to observe on‐screen positioning data from the helm. 
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Alternatively, if sampling will be done from a different vessel, such as a drilling barge, a 
backpack or handheld DGPS unit may be used to position the sampling vessel over a 
proposed sampling location.  The DGPS antenna is located as close as possible to where 
the drilling will occur (i.e., over the moon pool).  The person operating the DGPS unit 
directs the sampling vessel operator to the sample station location.   

Once the sampling vessel is at the appropriate location and is anchored, the horizontal 
coordinates of the station are recorded in the field logbook.  To expedite field activities, the 
target station coordinates may be entered in the navigation system database prior to 
beginning sampling. 

Positioning System Verification 

GPS requires no calibration, as all signal propagation is controlled by the U.S. government 
(the Department of Defense for satellite signals and the U.S. Coast Guard and U.S. Forest 
Service for differential corrections).   Verification of the accuracy of the GPS requires that 
coordinates be known for one (or more) horizontal control points within the study area.  
The GPS position reading at any given station can then be compared to the known control 
point.  If possible, GPS accuracy should be verified at the beginning or at the end of each 
sampling day.  

Station Positioning Activities 

A consistent routine is used for each dayʹs positioning activities.  After successful 
reception of differential signals, the computer turned on, and the software booted.  The 
accuracy of the system is verified at a horizontal control point, as described in the 
previous section. 

At the beginning of a sampling day, the team leader defines the order in which each 
sampling station will be visited.  The station locations are then selected one at a time from 
a number of pre‐selected station locations that have been entered into the integrated 
navigation system database.  Upon selection of a target station, the positioning data of the 
sampler is displayed on the computer screen or hand‐held unit to assist the operator in 
proceeding to the station, and if on water work, in maintaining the station position during 
sampling.  A confirmed position is recorded electronically each time a sample collection is 
attempted (this means that during sediment grab sampling and coring from a boat, the 
locations of both accepted and rejected grabs or cores are recorded).  Upon recovery of the 
sampling device, the station position coordinates (i.e. northing (y) and easting (x) or 
latitude and longitude) are read from the archived computer file and recorded in the field 
logbook or on log sheets as a backup to the computer record. Time and water depth (if 
applicable) are also recorded.  Ancillary information recorded in the field logbook may 
include personnel operating the GPS system, tidal phase or river stage for on‐water work, 
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elevation for on‐land work, type of sampling activity, and time when coordinates were 
collected.  

References 

Trimble Navigation Limited.  2001.  TSC1 Asset Surveyor operation manual.   Version 
5.20.  http://trl.trimble.com/dscgi/ds.py/Get/File‐8145/Oper.pdf 

Trimble Navigation Limited.  2007.  GPS tutorial.   Accessed on January 12, 2007.  
http://www.trimble.com/gps/index.shtml 

http://trl.trimble.com/dscgi/ds.py/Get/File-8145/Oper.pdf
http://www.trimble.com/gps/index.shtml
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ATTACHMENT 1 

TRIMBLE PRO XRS AND TSC1 DESCRIPTION 
 
 
The Trimble Pathfinder™ Pro XRS combines a high‐performance GPS receiver and 
antenna, beacon differential receiver, and satellite differential receiver (Wide Area 
Augmentation System [WAAS]) capabilities in one compact unit. The Pro XRS also includes 
Trimble’s advanced Everest™ technology, which allows users to collect accurate position 
data near walls, water, vehicles, or other surfaces that reflect satellite signals. Reflected 
signals, also called multipath signals, make it difficult for GPS receivers to accurately 
determine position. Everest uses a patented technique to remove multipath signals before 
measurements are used to calculate position. 

Equipment Required 

The GPS Pro XRS with a TSC1 data logger consists of the following: 

• GPS receiver in backpack casing (with system batteries and cables) 

• Hand‐held data logger (TSC1) and cable, OR Laptop with Terrasync software 
installed and cable. (Note: Terrasync procedures are covered under Attachment 5.) 

• Pro XRS antenna, range poles, and cable 

• Compass and tape measure 

• Spare 12‐volt camcorder and 9‐volt batteries (minimum of 2 each) (use only 
Kodak, Duracell, or Energizer 9‐volt batteries) 

• Battery charger and power cord. 

Pro XRS and TSC1 Setup 

Follow these procedures for the proper setup of the Pro XRS: 

1. Ensure connections between batteries, receiver and data logger are correct and 
secure. The coaxial antenna cable connects from the GPS receiver port “ANT” to 
the base of the antenna. The TSC1 cable (a “pig‐tail”‐type cable) connects from 
the bottom or top of the TSC1 to the receiver port “B”, where a 9‐pin serial port 
dongle is attached.  The dual Y‐clip cables should be connected from the 
receiver to the batteries.  Alternatively, if AC power is available (e.g., aboard a 
vessel), then the power cable for the battery charger can be attached directly to 
the receiver on some models.   



 

 
SOP‐1 

Revision 10/2007 

 

Integral Consulting Inc.  7   

2. Screw the three long antenna poles together (the shorter pole may be added if 
necessary for taller users). Screw on the antenna and connect its cable. 

3. Put backpack and/or shoulder strap on. The pouch for the data logger should be 
in place around the waist strap/in backpack. 

4. Screw antenna to the attachments on the top of the back‐pack. Wind cord 
around pole, and use ensure the antenna is secure. Please be aware of overhead 
hazards, especially if working near low hanging power lines.  Severe injury or 
death can result.  

Basic Operation of the Pro XRS 

Recording a Feature 

Before beginning field use, ensure that all GPS configurations and settings are set 
correctly for the particular use of the Pro XRS and that an appropriate data dictionary is 
loaded onto the TSC1 (See Attachment 4 and 5for typical settings). These steps outline the 
basic use of the GPS to document a sample position or any other defined “feature.” Note 
that the TSC1 has both hard‐keys and soft‐keys that allow for its operation. The hard‐keys 
are all the keys (e.g., letters and numbers) on its surface. The soft‐keys are the F1 through 
F5 hardkeys.  The function of these changes depending upon the context. These keys will 
be referred to with arrows around them (<soft‐key>).  

1. Turn data logger on outside in an open area. Wait for antenna to receive satellite 
signals. The display will read “Recording Almanac,” “Too few SVs,” and 
“PDOP too high.” Continue to wait until enough satellites (a minimum of 4) are 
acquired, and the PDOP is below 5.0. 

2. Ensure that the real‐time settings are correct according to the parameters listed 
in Attachment 1. 

3. Select DATA COLLECTION, and create a new rover file or open an existing file. 
This file should be named according to the format specified by the project GIS 
analyst. Note: If opening an existing file press <NEW> to access the “Antenna 
options” menu and “Start Feature” menu. 

4. Enter the height of the antenna from the ground to the “Measurement Method” 
reference point shown in the “Antenna Options” menu and then press ENTER 
to bring up the “Start Feature” menu. 
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5. Pick the appropriate data dictionary to use with the rover file. Only one 
dictionary can be used with a rover file. Please consult with the project GIS 
analyst to formulate the most appropriate data dictionary for the type of 
sampling you wish to perform.  The data dictionary entitled “Generic,” contains 
only a comment field, and is appropriate for simple navigation tasks. If using a 
data dictionary, make sure to become familiar with its attributes before 
recording information in the field.  

6. Move to the location of the first feature for which you want to record the GPS 
position. Select the appropriate feature and press ENTER to begin logging.  Log 
data points in accordance with the feature type. Point features should have at 
least 10 points collected at a stationary location. Line features should be 
collected while moving. If movement is stopped, press the <PAUSE> key. When 
movement starts again, press the <RESUME> key. Area features should be 
collected with enough points to define the outline of the area (e.g., a square 
building would have four single points, collected on each corner, and the 
<PAUSE> key would be used between each of the points). 

7. Depending on the setup of the data dictionary, each feature may have one or 
more feature attributes. An attribute is used to record additional data associated 
with the feature. For example, the attributes assigned to a sediment sampling 
station could be sample number, station ID, sampling gear, sediment color, 
odor, etc. (The <PAUSE> key should be used while recording feature attributes 
to avoid too many data points being collected at one point feature. [Body 
movements while logging attributes for an extended time can decrease the 
accuracy of collection.] The <PAUSE> key must be used when recording 
attributes of a line or area feature because only one data point should be 
collected in a single location.) Once all attributes are entered and the feature 
data points are logged, press ENTER to complete and save the feature and move 
on to a new feature. Pressing ESC instead of ENTER will allow the user to 
abandon the logged feature without saving. 

8. When all features in a given area have been recorded, from the “Data 
Collection” menu press ESC to exit data capture and then press <YES> to close 
the file. Features are appended and saved to the file after each collection, so 
there is no need to “save” the file.  When the Pro XRS system is not in use, it 
should be turned off. If you need to come back to the same rover file later in the 
day, the rover file may be reopened at that time. Rover files may not be edited 
after 7 days from the first feature was created.  Please consult the project GIS 
analyst for the best way to handle multi‐week sampling projects. Ideally, files 
should be saved and sent to the GIS daily for differential corrections. Files older 
than a week will require access to archived base station files for differential 
corrections and will require additional GIS time for post‐processing. 
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Post‐processing may be done in the field if the appropriate software and internet 
connections are available. 

9. At the end of each day, the rover file should be downloaded to a PC by using 
Pathfinder Office software and if possible, sent to the GIS team for post‐
processing and QA/QC checks. 

Feature Collection Options 

Offsets—The TSC1 can collect a point or line feature while standing at a set distance 
away from the feature. This option may be necessary because of obstructions such as tree 
cover, buildings, or car traffic. For a point feature, measure the distance between the 
object you want recorded and the Pro XRS antenna. Use the compass to determine the 
bearing (e.g., west is 270°). The bearing is the direction the point should be moved for it to 
be located in the correct place (e.g., if you are due north of the feature, the bearing is south 
or 180°; i.e., the position you want recorded is south of where you are standing). Estimate 
the inclination from the feature to the GPS antenna (if height determination is critical, a 
clinometer should be used). The inclination is the degree angle up from the feature to the 
antenna (e.g., if the feature is 5° below the antenna position, −5° would be entered). 
During data capture, from within the feature, press the <OFFSET> button, and enter the 
distance, bearing, and inclination. Press OK to complete the feature. 

Note: This procedure describes an offset of a single feature. A constant offset may be 
applied to all features collected as well. 

Nesting—While recording a line feature or an area feature, a point feature may be 
collected to avoid backtracking. While recording the line or area feature, press <PAUSE> 
and then <NEST>. The TSC1 will prompt for collection of a new feature. Move to the 
feature, and collect data as for any other point feature. When the feature is complete, press 
OK. The Pro XRS is ready to resume collecting data as part of the line/area feature: press 
<RESUME>.  (Remember to continue moving before pressing resume to avoid having 
multiple positions recorded in the same place in the line or area feature.) 

Segmenting—While moving along a line feature, changing the attributes of that line may 
be necessary (e.g., because of a change in surface type from paved to dirt road, dropping a 
benthic sledge at the bottom of a river and marking when the benthic tow starts). This 
change may be done without having to begin a new feature by pressing <PAUSE> and 
then <SEGMENT>.  Change the appropriate attributes and then press <RESUME> to 
continue recording. 

Repeat—The function allows the collection of a new feature with the same feature 
attributes as the previous feature. If features are not exactly the same, it also allows 
editing of the attributes. 
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Quickmark—Allows collection of point features while moving (e.g., from a car or a boat) 
by estimating the exact location. The use of this feature will not result in positionally 
accurate locations and is not recommended for most sampling operations. 

Reviewing and Editing Features 

It is possible to review or edit features collected in the field while still in the data capture 
mode.  For example, it may be necessary to document the GPS location in the field 
logbook or to edit one of the feature’s attributes.  Without exiting data capture, press 
<REVIEW>. (If data capture is already complete, just press REVIEW and then select the 
appropriate rover file.) This step will display a list of data points including each feature 
collected. Scroll to the appropriate feature, and follow the steps below depending on the 
required action: 

• To view the GPS location (e.g., lat/long), press <POS> 

• To edit the attributes, press ENTER.  Make any necessary edits to the attributes by 
scrolling through. 

• To change or add an offset, press <POS>, then press <OFFSET>.  Make any 
necessary changes. 

• To delete a feature collected in error, press <DEL>. 

Navigating to an Existing Location 

Waypoints 

To use the Pro XRS to navigate to a previously established position, this position must be 
loaded into the TSC1 data logger as a waypoint, be present as a feature position in the 
data files, or must be generated in the field using the GPS unit. Waypoints may be entered 
into the TSC1 by: 

• Manually entering coordinates 

• Choosing previously recorded locations and importing them into the TSC1 by 
using Pathfinder Office 

• Defining a location stored in a rover file saved to the TSC1 as a waypoint (see 
Reviewing/Editing Features, above) 

• Creating a way point from the current position being shown by the operating GPS 
unit in the field. 
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Navigating 

Usually the Navigation module (accessed by pressing MENU followed by Navigation) will 
be used to guide yourself to a target (waypoint or feature). You can also use the Map 
module (accessed by pressing MENU followed by Map) to: 

• Orient yourself in the area you are working in 

• Get a general indication of the location of a feature or waypoint that you want to 
find 

• Find or select features or waypoints that you want to navigate to 

• Plot a course from one place to another.   

While in the Map screen, the GPS cursor x shows the current position reported by the 
receiver and is always shown on the Map screen (note: it may not always be within the 
visible part of the screen when panning or scrolling). The <OPTIONS> key can be used to 
hide or display the GPS trail (line of dots showing up to 60 previous positions), the 
heading showing the direction of travel, and other options on the map display.   

A feature can be selected by pressing MENU, Data Collection to reach the “Start Feature” 
screen, and then REVIEW to access all features contained in the data file. The desired 
feature can then be highlighted and selected by pressing the <Target> key which adds a 
crossed flag to the feature. The Map screen can be re‐accessed by selecting MENU, then 
Map, which will now show the highlighted feature with a crossed flag symbol on the Map 
screen. The user can then start moving toward the feature and the current position 
(shown by the x) will move closer to the target position as the user approaches.   

There are two graphical modes of navigation with the Pro XRS in the TSC1 Navigation 
module.  On both modes text information appears on the right of the screen in the Info 
panels, which can be configured by the user. The graphic modes available are the 
Directional Dial screen or the Road screen, which can be toggled between using the <Mode> 
key.   

To navigate you need to select a target and then a start position. Each of these positions 
can be features from an open data file or a waypoint. A list of available features or 
waypoints can be accessed by pressing <TARGET> or <START>. Once the item has been 
chosen as a target it will show the crossed flags symbol in the list. Once a target has been 
selected, the Distance to Go appears at the bottom of the Navigation screen, which 
indicates the distance from the current GPS position to the target. Select a start position 
(not required but useful for calculating crosstrack error and other navigation information) 
by pressing <START>. A waypoint of the current GPS position can be created for use as 
the Start point by selecting <CREATE>. Once the Start position is selected, a flag symbol 
will appear next to the item in the list.   
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In the Directional Dial mode an arrow will appear that will always point at the target. This 
is the bearing to go (Note: you need to be moving for this to be accurate as it will lock if 
you are moving too slowly or are stopped). The triangle at the top of the circle represents 
the direction that you are going or heading. This triangle never moves, but by changing 
directions you can line up the arrow with the triangle. When the two are aligned you are 
heading in the direction of the target.  When you are close to the target a bull’s‐eye (two 
concentric circles) will appear at the edge of the screen. This is warning you that the unit 
will be switching to the close up screen. A proximity alarm will sound and the directional 
arrow will be replaced by the bull’s‐eye on the close up screen. Your current position will 
be shown by an x and the target by the bull’s‐eye. Move so that the x is in the same 
location as the bull’s‐eye.  

In the Road mode you navigate by walking down a road. Your position is shown by a stick 
figure and is always positioned in the center of the screen. The target (crossed flags) 
shows the point that you are navigating to. Your heading is shown by the top center of the 
screen and the bearing to go is shown by the direction of the road, which will rotate as 
you change your heading. Change your heading until the road is pointing at the top of the 
screen (Target is also at the top of the screen) and the edges are parallel to the sides of the 
screen. As you move toward the target the screen zooms in, so the road appears to get 
wider. 

Downloading Rover Files 

Upon returning to the office, all rover files should be downloaded from the TSC1 to a PC 
for post‐processing.  You will need the Trimble Pathfinder Office software installed on 
your computer.  If not using a field laptop that already has the program installed, please 
contact your project GIS analyst for instructions on how to install the software. 

Connect the TSC1 to your computer using the appropriate cables.  In addition to the 
“pigtail” cable, you will also need a null modem, which is a 9‐pin female to female cable, 
in order to plug into a PC serial port.  Once connected, power up the TSC1 unit and 
navigate to MENU, File Manager, File Transfer.  Then, open the Pathfinder software and 
navigate to the Utilities>Data Transfer… window from the menu bar.   Select GIS 
Datalogger on COM1 (for most computer systems), and press the green connect button.  
Files can be downloaded fro the TSC1 by selecting the Receive tab and choose the data file 
type from the Add pulldown menu.   After downloading, all rover files and waypoints 
should be removed from the TSC1 to conserve memory. Rover files may be deleted from 
the File Manager menu. 

1. Select MENU, File Manager, then delete file(s). 

2. Select the rover file to be deleted, and press <ENTER>. 

3. Confirm the deletion of this file by pressing <YES>. 
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Data dictionaries can be deleted in the same manner by selecting Data dictionaries from 
the File Manager menu. Waypoints may be deleted by selecting Utilities from the Main 
menu and then by selecting Waypoints followed by <DEL>. 
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ATTACHMENT 2 

TSC1 SETTINGS 
 

The following are lists of menus that can be accessed through the TSC1 keypad. Please 
ensure that settings are correct before proceeding. Please do not make changes to the 
settings unless necessary. Each menu will list all available subheadings, the correct 
setting, and the available <soft‐keys> to access additional menus. Comments are included 
only where necessary. 

GPS Rover Options 

Access this menu by selecting Configuration from the main menu and then select GPS 
Rover Options. 

Logging Options      Setting   Comment 
Logging intervals 

Point feature       1s 
Line/area feature     2s–5s     depending upon speed of movement 
Not in feature      None 

Velocity         None 
Confirm end feature       No 
Minimum pos       10 
Carrier Mode        Off 
Carrier phase min time     10 min 
Dynamics code       Land     may be changed to sea or air, as 
               appropriate 
Audible click         Yes 
Log DOP data       Yes 
Log PPRT data       Yes 
Log QA/QC data       Yes 
Allow GPS update       Warn First 
Warning Distance       Any 
Position Mode Manual     3D 
Elevation Mask       15°     Should not go below 15° (accuracy 
               decreases) 
SNR Mask         6.0     Can raise to 7 if multi‐path filtering is 
               poor 
PDOP Mask         5.0     Can be raised up to 8 – reduces  
              accuracy 
PDOP Switch        6.0 
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Real-Time Input Options 

This menu can be accessed from the GPS Rover options menu by selecting real‐time input. 

 
Option  Setting     Comment 
Preferred Correction Source 

Choice 1     Integrated Beacon  
Choice 2     Integrated WAAS 
Choice 3    Use uncorrected GPS 

Correction age limit     20s 

Antenna Options 

This menu can be accessed from the GPS Rover options menu by selecting Antenna 
Options. 
 
Option  Setting     Comment 
Height (from ground)   in m or ft     Enter correct user antenna height  

          using measurement method indicated 
          below 

Measure       Uncorrected 
Type         Integrated 

GPS/Beacon/Satellite 
Confirm       Per file     Can be changed to “Per feature” if  
              antenna height varies and elevation is 
              critical 
Part Number       33580‐50     Auto selected based on TYPE selected 
Measurement      Bottom of Antenna 
Method      Mount 
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ATTACHMENT 3 

ADDITIONAL SETTINGS FOR THE TSC1 
 
 
Additional TSC1 settings can be found in the configuration menu. Items of particular 
importance are indicated in italics. 

Configuration 

This menu can be accessed by selecting Configuration from the main menu. 

Configuration  Description 

GPS base station options   For using a land base station or beacon for real time 
corrections 

NMEA/TSIP output     Consult manual 
Coordinate system   Changes coordinate system among latitude/longitude, UTM, 

and other coordinate systems. System can be converted, if 
necessary, after data capture by using Pathfinder Office 
software. 

Map Display options  Change layers, scale, background files and items shown on 
the TSC1 screen during data collection 

Navigation options     Changes Navigation parameters 
Units and display   Changes various units, for example: length (e.g., feet, 

meters), elevation reference (e.g., MSL), North reference (i.e., 
true or magnetic). Units can be converted, if necessary, after 
data capture by using Pathfinder Office software. 

Time and date     Changes to local time, 24 hour clock, date format, etc. 
Quickmarks       Set‐up parameters for use with quickmarks. 
Constant offset     Set‐up parameters for use with a constant offset. 
External sensors     Connections with external sensors. 
Hardware (TSC1)   TSC1 settings such as beep volume, contrast, internal and 

external battery status, software version, free space. 
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Contrast and Backlighting 

The TSC1 display can be viewed in various light settings. Pressing FUNC, then L turns on 
the display backlight for viewing in dim lighting. In addition, the contrast can be adjusted 
by pressing FUNC, then E or F.
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ATTACHMENT 4 

PRE-SAMPLING ACTIVITIES BEFORE USE OF THE PRO 
XRS DGPS UNIT 

 

Determination of Optimal Satellite-Use Time 

Positioning accuracies on the order of ±1–3 m can be achieved by avoiding the few 
minutes per day when the satellites are not providing the same level of signal.  The GPS 
provides the operator with a listing of the time intervals during the day when accuracies 
are decreased.  Avoidance of these time intervals using Trimble’s Mission Planning 
software permits the operator to maintain better positioning accuracy. 

Mission Planning 

Trimble’s Planning software is a stand‐alone software tool supporting any form of 
analysis to determine visibility for GPS and geostationary satellites. It can be downloaded 
for free at: 

http://www.trimble.com/planningsoftware_ts.asp 

The location can be picked from a list of cities from all over the world, select a location 
from the world map or type in the local WGS84 position to do more precise mission 
planning.  

• Put in multiple station locations to determine the best time to observe these 
stations simultaneously.  

• Get detailed sky plots (including obstructions) of the site for any time of the day to 
aid in determining the best available occupation times.  

• Chart out the different DOP values by time 

• Get a quick overview on the number of satellites available for the site, for any time 
of the day.  

Using the Mission Planning Software 

1. First, download the latest version of the Trimble Planning Software from the 
web site listed above. Be sure to download the latest Ephemeris file from the 
same page. 

http://www.trimble.com/planningsoftware_ts.asp
http://www.trimble.com/planningsoftware_ts.asp
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2. Install the software to a computer on which you have the appropriate 
permissions.  

3. Start the Trimble Planning Software.   

4. On the Main Menu, go to Almanac > Import > SSF…  

5. Browse through the same folder where the Ephemeris file was saved.  Select it 
and click Open.   

Setting the GPS Survey Parameters   

1. On the Main Menu, go to File>Station. 

2. Click on the City name button to open the City Selector. 

3. There are a number of options for selecting the area to survey.  Depending upon 
the area to be surveyed, it may be more appropriate to manually enter 
Latitude/Longitude coordinates, or to use the Map Button to search for a station 
visually.    

4. Select the city that is closest to the area to where the survey will be conducted.   

5. If there are significant obstacles that will be confronted in 
the survey, click on the obstacles button and use the 
Obstruction Editor to define any obstructions that will be a 
factor in the survey (will the survey be in a canyon, the 
shadow of a mountain, etc?…).  

6. Define the starting date/time and duration of the survey 
work. 

7. Set the time zone for report format 

Creating Planning Graphs 

Once the survey parameters have been entered use the Toolbar to produce all the graphs 
created by the planning survey. 
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Elevation Graphs 

The elevation graph will show satellites at very low elevations that do not significantly 
contribute to positioning calculations because of atmospheric interferences. It will also 
show the elevation in the sky for each satellite visible by the GPS receiver in the area 
across the time period defined.  Note that this graph may be the most important for 
planning surveys in vertically developed urban environments.   

 
 

 
 

 
 

 

 

 

 

 

Visibility Graphs  

This graph displays the visibility of satellites as a function of time.  
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DOP Graphs 

Dilution of Precision (DOP) maps shows the satellite signal quality in relation to the 
number of satellites and their position in the sky and relative to each other.  The lower the 
DOP value the better signal quality and the higher the positioning precision. This map is 
probably the best to use for a survey planning.  
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ATTACHMENT 5 

MANAGING GPS DATA FROM TERRASYNC—A 
TUTORIAL 

 

Introduction 

Currently, positional data collected in the field is most often done with a Trimble GPS 
unit (see Integral’s equipment list at the beginning of the SOP) interfaced with a laptop 
via Trimble’s TerraSync software.  This short tutorial is meant to serve as a guide to field 
personnel who need to understand how to retrieve and collect geographic data in the 
most efficient way possible with existing software. 

Scope  

This document is intended to be a reference for procedures involving:  

1. Fixing files containing target stations that are more than 7 days old so that they 
can be updated 

2. Adding features in GPS Pathfinder software (companion to TerraSync) and then 
importing them as base files in TerraSync. 

This document is not intended to be a comprehensive manual for using Terrasync or 
Pathfinder software.  It is assumed that the reader has received at least some training on 
how to use the basic features of Terrasync and is comfortable using MS Windows. 

The Basics 

GPS data collection at Integral currently utilized two pieces of complementary software: 
Terrasync – the interface for GPS navigation and data collection; and Pathfinder Office – a 
multi‐use piece of software that acts as a conduit between GIS data files (shape files) and 
Terrasync GPS files.  Pathfinder can also be used as a simple map editor in a pinch.   

Installing the Correct Versions of Terrasync and Pathfinder 

  *** Important note *** :  This tutorial uses Pathfinder Office version 4.00 and TerraSync version 
3.05.  It is very important to use the proper versions of this software due to compatibility issues.  
Licenses for TerraSync are reserved to one per computer or handheld GPS device.  A floating 
license is available for Pathfinder Office and can be installed in several office computers .Please 
obtain installation instructions from GIS staff.   
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Initial Setup of TerraSync and Pathfinder Office 

There are certain settings and configuration setups that are needed before Pathfinder 
Office can talk to Terrasync.  Whether you are newly installing this software or have an 
existing installation, it is good to check to make sure these settings are in place.   

1. Open Pathfinder Office and go to the >Utilities>Data Transfer... menu.  
A dialog box similar to Figure 1 should greet you.  This is the interface for 
communicating with Terrasync.   

  
2. Click the Devices button, and then New…  

3. You are then presented with a list of options, and you want ‘GIS Folder’ 
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4.  Browse to the Terrasync data folder on your computer, which in most cases will 
be  C:\My Documents\TerraSync\  

5. In the next box, ‘Type’ will be TerraSync, and ‘Version’ will be v. 3.05.  

6. The next box prompts you for a name that will display in the device list.  Shorten it 
to simply say TerraSync.  

7. Now you should be able to go back to the Data Transfer dialog box, select 
TerraSync from the dropdown menu, press the ‘connect’ icon, and get a rewarding 
green check mark indicating success.  

 
 
If this procedure does not work for you, it is likely that you have the wrong version of 
Pathfinder or TerraSync.  For some reason, with each version upgrade of Pathfinder, 
connectivity to older versions of Terrasync is lost.  You can check what version of 
Pathfinder you have installed by going to the >Help>About GPS Pathfinder 
Office...menu.  To find out what version of Terrasync you have, you need to go to 
C:\Program Files\TerraSync\, right‐click on TerraSync.exe, and choose the version 
tab.   

Common Issues 

Handling Expired Files in Terrasync 

One of the most common things that field personnel will have to deal with is the one 
week expiration date when trying to collect data with Terrasync (Figure 1).  This is a 
safety feature of Terrasync to prevent too many days of logged in data being saved in a 
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single file, and unfortunately there is no solution that we know of.  The following 
instructions will guide you through the process to make the files useable.   

 

 

Figure 1: TerraSync file that is over one week old will not allow user to collect features.  Note, the 
clock starts ticking when you collect your first feature in the field (not when the file was 
created) 

 
Basically, there are two options depending on your needs.  If you don’t need to see your 
previously logged locations and just need to see the targets, you can use the original files 
provided by GIS staff (option 1).  If you need to see previously occupied locations in order 
to make decisions about where to go next, then you will need to transfer the file to 
Pathfinder and back again (option 2).  

Option 1: Move and replace logged files with original targets. 

At the beginning of the field effort, you should receive a set of files with your target 
locations, most likely in a zip archive (.zip file extension).  There will be six to eight files 
with the same name but with different extensions (see Figure 2).  These files will have to 
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go into the C:\My Documents\TerraSync\ folder in order to be available to 
Terrasync.   

 

 

Figure 2: Example of file set to be unzipped into the TerraSync folder. 

 
After you unzip these files to Terrasync, keep this zip archive around in an easy to find 
place (i.e. the Desktop or project GPS folder).  The reason for this is that the one week 
clock does not start ticking until you begin collecting your first point in the field.  
Therefore, you can use this unadulterated file again, so long as you make a copy of the 
work you did the previous week.  Here are the detailed steps to take: 

1. Make sure you have the original files with the target locations available in a 
handy place.  This will probably be the original zip archive.  Also, be sure to 
close TerraSync while performing this process.  

2. Navigate to C:\My Documents\TerraSync\ in Windows Explorer.  Locate 
the files that you have been using the previous week.  Make sure to get all the 
little files associated with the dataset.  Note, that while it is useful to sort the 
files by date modified, you can miss some of the little files – it is highly 
recommended that you sort the files alphabetically.   
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Figure 3:  Selecting files to copy to a different directory 

 
3. Copy all of these files to a different directory, preferably one that is named 

appropriately to reflect the data and time period that you were collecting.  For 
example C:\Documents and 
Settings\bpointer\Desktop\lampreyTargets_20060925.  These files 
contain the data you have collected the previous week and should be backed up 
and/or emailed to the appropriate project manager or GIS staff.   

4. First, make sure you have made a copy of the original files.  You can now safely 
replace the files you just copied with the ones from the original zip file.  Simply 
right‐click the zip archive, click “Extract All…”, and when prompted to 
“Select a folder to extract files to” , browse to C:\My 
Documents\TerraSync.  If prompted about replacing existing files, select yes 
to all.   
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Figure 4: Extract (or copy) original target files into the TerraSync directory. 

 
5. You should now be able to open the file in TerraSync and begin logging as 

normal.   

Option 2: Transfer files back and forth from TerraSync. 

If you need to be able to see the previously occupied positions from last week while 
positioning this week, you need to use Pathfinder to reset the file.  This process will 
essentially combine the targets and actuals from last week into one file.  This has its 
drawbacks though – once converted the actuals from last week will not be able to be 
corrected, so a backup procedure similar to the one in the previous option should be 
carried out to maintain data integrity.  Here are the details.  

1. For good data management, please backup the data files from the previous 
week using the procedure laid out in steps 1‐3 in Option 1 above.   

2. Close TerraSync and open up Pathfinder Office.   

3. Go to the >Utilities>Data Transfer menu or just click the icon on the left. 
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4. Ensure that the device listed is TerraSync.  If not, follow the initial setup 
instructions at the beginning of this document.  Most of the computers used for 
GPS logging are already setup for this. 

There are two tabs, Receive and Send.  Make sure that Receive is selected and 
then go to Add>Data File.  Select the file(s) that you are using and select Open.  
The file should now be in the “Files to Receive” box.  Click Transfer All and wait 
for the transfer to take place.  If you have made the recommended backups, it is 
fine to replace any files.   
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Figure 5: Transferring file from TerraSync. 

 
5. Now select the Send tab, and go to Add>Data File.  Select the file you just 

transferred (it will have the same name as the TerraSync file) and click Open.  
Now click Transfer All to move the file back to TerraSync.  
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By transferring the file back and forth from Terrasync to Pathfinder you have 
“reset the clock” and you may now update the file for an additional 7 days.  This 
file will have your targets and actual positions from the last week, so it is 
important to be aware of the features you are selecting for navigation.  
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STANDARD OPERATING PROCEDURE SOP-2: 

SURFACE SEDIMENT SAMPLING  
 

Scope and Application 

The purpose of this SOP is to define and standardize the methods for collecting surface 
sediment samples from freshwater or marine environments.  Surface sediments are 
defined as those from 0 to at most 1 ft (30 cm) below the sediment‐water interface.  The 
actual definition of surface sediments is typically program‐specific and is dependent on 
the purpose of the study and the regulatory criteria (if any) to which the data will be 
compared.   

This SOP utilizes and augments the procedures outlined in Puget Sound Estuary Program 
(PSEP; USEPA 1996) guidelines. A goal of this SOP is to ensure that the highest quality, 
most representative data be collected, and that these data are comparable to data collected 
by different programs that follow PSEP guidelines. 

Summary of Method 

Sediment samples for chemical and toxicity analysis are collected using a surface 
sediment sampling device (e.g., grab sampler).  If a sample meets acceptability guidelines, 
overlying water is carefully siphoned off the surface, and the sediment is described in the 
field log.  Sediment samples for chemical analysis may be collected directly from the 
sampler (e.g., volatile organic compounds and sulfides) or sediment from the sampler 
may be homogenized using decontaminated, stainless‐steel containers and utensils prior 
to being placed in sample jars.  Sediment from several sampler casts may also be 
composited and homogenized prior to being placed in sample jars. 

Supplies and Equipment  

A generalized supply and equipment list is provided below.  Additional equipment may 
be required depending on project requirements. 

• Grab sampler or box corer (see examples below in Procedures for Sediment Sample 
Collection) 

• Field equipment: 

− Siphoning hose 

− Stainless‐steel bowls or containers 
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− Stainless‐steel spoons, spatulas, and/or mixer 

− Decontamination supplies  

− (AlconoxTM detergent, 0.1 N nitric acid, methanol, hexane, deionized water) 

− Personal protective equipment for field team (rain gear, safety goggles,  hard 
hats, nitrile gloves) 

− Photoionization detector (PID) and/or flame ionization detector (FID) 

− First Aid kit 

− Cell phone 

− Camera 

− Sample containers 

− Bubble wrap 

− Sample jar labels 

− Clear tape 

− Permanent markers 

− Indelible black‐ink pens  

− Pencils 

− Coolers 

− Ice 

• Documentation 

− Waterproof field logbook 

− Field Sampling Plan (FSP) 

− Health and Safety Plan (HASP) 

− Correction forms 

− Request for change forms 

− Waterproof sample description forms. 

Procedures 

Sediment Sample Collection  

To collect sediment for chemical and biological analyses, a sampler that obtains a 
quantifiable volume of sediment with minimal disturbance of the sediments must be 
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employed.  Additionally, the sampler should be composed of a material such as stainless‐
steel or aluminum, or have a non‐contaminating coating such as TeflonTM.  Samplers 
capable of providing high‐quality sediment samples include grab‐type samplers (e.g., van 
Veen, Smith‐McIntyres, Young grab, Power Grab and ponar grab) and box cores (Soutar, 
mini‐Soutar, Gray‐O’Hara, spade core).  Some programs require a sampler that collects 
from a specific area (e.g., 0.1 m2).  Most sampling devices are typically a standard size; 
however, some non‐standard sizes are available to meet the requirements of specific 
programs.  Grab samplers, especially the van Veen grab, are the most commonly used 
samplers to collect surface sediment.  Power Grab samplers are often used for programs 
requiring collection of sediment deeper than 10 cm (4 in) or in areas with debris. 

A hydraulic winch system should be used to deploy the sampler at a rate not exceeding 1 
m/sec to minimize the bow wake associated with sampler descent.  Once the sampler hits 
the bottom, the jaws are slowly closed and the sampler is brought to the deck of the vessel 
at a rate not exceeding 1 m/sec to minimize any washing and disturbance of the sediment 
within the sampler.   At the moment the sampler hits the bottom, the time, depth, and 
location of sample acquisition are recorded in the field logbook.   

Once onboard, the sampler is secured, any overlying water is carefully siphoned off, and 
the sample is inspected to determine acceptability.  Criteria used to determine 
acceptability are those detailed in PSEP (1986), except when noted in the project‐specific 
FSP.   These criteria include but are not limited to: 

• There is minimal or no excessive water leakage from the jaws of the sampler. 

• There is no excessive turbidity in the water overlying the sample. 

• The sampler is not over‐penetrated. 

• The sediment surface appears to be intact with minimal disturbance. 

• The program‐specified penetration depths are attained.  

If the sample meets acceptability criteria, the sample is recorded and observations entered 
onto a sample description form or log.  Once the sample has been characterized, the 
sediment is then subsampled for chemical and biological analyses. 

Sample Processing  

Sediment for chemical and/or toxicity analyses is removed from the sampler using a 
stainless‐steel spoon.  Depending on programmatic goals, the upper 30 cm (1 ft) of 
sediment is removed.  To prevent possible cross contamination, sediments touching the 
margins of the sampler are not used.    

Sample logs, labels, custody seals, and chain‐of‐custody forms are completed, and sample 
information is recorded in the field notebook. 
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Samples for volatile compounds (either organics or sulfides) are collected using a 
decontaminated stainless‐steel spoon while sediment is still in the sampler.  These 
sediments are not homogenized.  The volatile organics sample jar should be tightly 
packed with sediment (to eliminate obvious air pockets) and filled so that there is no 
headspace remaining in the jar.  Alternatively, if there is adequate water in the sediment, 
the container may be filled to overflowing so that a convex meniscus forms at the top, and 
the cap carefully placed on the jar.  Once sealed, there should be no air bubbles.  The 
sulfides sample is preserved with 0.2 N zinc acetate. 

The remaining sediment is then placed into a pre‐cleaned, stainless‐steel bowl.  Typically, 
sediment from a minimum of three separate casts of the sampler is composited at each 
station.  Once a sufficient amount of sediment has been collected, the sediment is 
homogenized until it is of uniform color and has obtained a smooth consistency.  It is then 
dispensed into pre‐cleaned sample jars for the various chemical or biological analyses.  
Sample jars for biological analyses should be filled to the top with sediment to minimize 
available headspace.  This procedure will minimize any oxidation reactions within the 
sediment. Sample jars for chemical analysis may be frozen for storage, leaving enough 
headspace left in the container to allow for expansion of the sediment upon freezing.  
Sample jars collected for VOC analysis will not be frozen.   

After dispensing the sediment, the containers are then placed into coolers with ice and are 
either shipped directly to the analytical laboratories or transported to a storage facility.  
Excess sediment will be placed in Department of Transportation‐approved 55 gallons 
drums and handled in accordance with SOP‐11.   

Sediment is described in accordance with ASTM D‐2488 (SOP 4) on the sample log form. 

Sampling equipment decontaminated in accordance with SOP‐9, Equipment 
Decontamination. 

Reference 

USEPA.  1996.  Puget Sound Estuary Program: Recommended protocols for measuring 
selected environmental variables in Puget Sound.  Prepared for U.S. Environmental 
Protection Agency, Region 10, and Puget Sound Estuary Program, Seattle, WA.  Tetra 
Tech and HRA, Inc., Bellevue, WA. 
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STANDARD OPERATING PROCEDURE SOP-3: 

SUBSURFACE SEDIMENT SAMPLING USING A SPLIT-
SPOON SAMPLER AND A GUS OR OSTERBERG 

SAMPLER EQUIPPED WITH A SHELBY TUBE 
 

Scope and Application 

This SOP describes Integral procedures for the collection of subsurface sediment samples 
using a split‐spoon sampler and a Gregory Undisturbed Sampler (GUS) or Osterberg 
sampler equipped with a Shelby Tube.  Sediment cores will be collected following ASTM 
Method D‐1586‐84, Standard Test Method for Penetration Test and Split‐Barrel Sampling 
of Soils. 

Supplies and Equipment 

A generalized supply and equipment list is provided below.  Additional equipment may 
be required depending on the project. 

• Sampling device:  

− Hollow‐stem auger drill rig (or equivalent Sonic rig) 

− Stainless‐steel, 1.5‐ft‐long, 2‐in‐diameter split spoon; or 2.5‐ft‐long, 3‐in‐diameter  
split‐spoon sampler or Shelby tubes 

− Stainless‐steel or other liners, if required 

− Stainless‐steel core catchers (as necessary) 

− Core extruder device, drill, ratchet, plugs 

− 55‐gallon drums (if required) 

• Field equipment: 

− Aluminum foil 

− Duct tape 

− Hack saw 

− Plastic sheeting 

− Pipe cutter 
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− Plunger (if necessary) 

− Table or tray  

− Ice (if storing cores) 

− Stainless‐steel bowls 

− Stainless‐steel spoons, spatulas, and/or mixer 

− Assorted geology supplies (e.g., hand lens, grain‐size card, scales, etc.) 

− Decontamination equipment (SOP‐9) 

− Personal protective equipment for field team (rain gear, safety goggles,  hard 
hats, nitrile gloves)  

− Photoionization detector (PID) 

− First Aid kit 

− Cell phone 

− Camera 

− Sample containers 

− Ziploc® bags 

− Bubble wrap 

− Clear tape 

− Permanent markers 

− Indelible ink pen 

− Pencils 

− Coolers 

• Documentation: 

− Core description forms  

− Waterproof field logbook 

− Field Sampling Plan (FSP) 

− Health and Safety Plan (HASP) 

− Chain‐of‐custody seals 

− Sample labels 

− Correction forms 
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Procedures 

Hollow‐stem auger or equivalent (e.g., Sonic) drilling is used to obtain sediment cores 
using both split‐spoon and GUS or Osterberg samplers equipped with a Shelby tube.  
Both split‐spoons and Shelby tubes can collect similar‐sized cores (2‐ft‐long, 3‐in‐
diameter), although the methods of obtaining the cores differ.  Split‐spoons are hammered 
into the sediment, while Shelby tubes are hydraulically or pneumatically (with nitrogen 
gas) driven into the sediment.  In addition, each half of a split‐spoon sample is simply 
pulled apart to expose the core, while the sediment must be extruded from the Shelby 
tube.  Once the core is exposed, the processing and handling of the core sample is 
identical. 

The following sections describe the methods of collecting and ʺextrudingʺ split‐spoon and 
Shelby tube cores, respectively.  Methods for processing and sampling the cores are also 
included. 

Collection of Cores Using a Split-Spoon Sampler 

1. Decontaminate the split‐spoon sampler, liners (if used), and other equipment in 
accordance with SOP‐9.  If a stainless‐steel split‐spoon sampler without liners is 
used, the sampler should be fully decontaminated between all samples 
collected.  If liners are used, liners should be fully decontaminated, while the 
split‐spoon should be cleaned with Alconox®, tap or seawater, and a distilled 
water rinse.  

2. Insert stainless‐steel liners into the split‐spoon sampler, along with sand 
catchers, if required.   

3. Attach the split‐spoon sampler to the bottom end of a string of drill rod which 
extends from the top of the auger, through the hollow stem, and to the bottom 
of the borehole. 

4. Attach a 140‐pound (or other appropriate weight) hammer to the top of the drill 
rod string and drive the sampler into the soil at the bottom of the borehole. 

 
NOTE:  Record the hammer weight and blow counts in the field log.  The blow 

counts are generally recorded for each 6‐inch interval. 
 

5. To drive the sampler into the sediment, alternately raise the hammer on a rope, 
which passes around a rotating cathead, and allow the hammer to free‐fall 30 
inches by suddenly releasing the tension on the cable. 

6. Pull the sampler up from the bottom of the borehole on the drive rods and 
remove from the bottom of the drive rod string. 
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7. Remove the top assembly and the drive shoe from the sampler and open the 
tube by removing one‐half of the split barrel.  If liners are used, push the 
sediment from the liner, and arrange the liner sections in the appropriate order, 
taking care to maintain the integrity of the core.   

8. If field organic vapor monitoring is required, immediately collect a 
representative sample from the sampler and place in a new, labeled Ziploc® bag 
for screening.  The Ziploc® bag should be closed and allowed to sit in ambient 
air for 10 minutes prior to monitoring with an OVM or PID.   

9. Process and subsample the core as described in sections below. 

10. Advance the auger and repeat steps 1‐9. 

Collection of Cores Using GUS or Osterberg Samplers Equipped with Shelby Tubes 

1. Decontaminate the Shelby tubes and other equipment in accordance with SOP‐9.  
The Shelby tubes should be fully decontaminated between all samples collected.  
Core caps should be washed with Alconox® and water, and rinsed with distilled 
water, in accordance with SOP‐9.  

2. Attach the GUS or Osterberg sampler equipped with a Shelby tube to the 
bottom end of a string of drill rod that extends from the top of the auger, 
through the hollow stem, and to the bottom of the borehole. 

3. Lower the coring assembly (rod with GUS or Osterberg sampler) until it is 
positioned at the sediment/water interface. 

4. Hydraulically (or pneumatically) drive the core tube into the sediment until a 2‐
ft core is obtained. 

5. Once the core is brought onboard, remove it from the rod, and immediately cap 
and tape both ends.  It is preferable to put a layer of foil on each end prior to 
capping.  Label the core with station, sampling depth interval, time of collection, 
and core orientation (top of core). 

6. Place the core in an upright box or stand with ice until it is processed.  Cover the 
cores in the holding box with a tarp to prevent sample contamination from 
airborne particles (e.g., vessel engine gases) and to keep them out of direct 
sunlight. 

7. The Shelby tube cores may be processed on the barge or onshore near the site.  
During transit, the tubes must remain upright and cool. 
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8. When prepared to process a core, remove the cap from the upper end of the core 
(holes present where the core is attached to the sampler and rod).  Place the core 
horizontally in the extruder core holder so that the open end is toward the 
extruder.  Secure the core in the holder and remove the other cap at the bottom 
of the core.  Place an appropriate‐sized plug wrapped in foil into the top end of 
the core, insert the extruder rod and screw, and wind the plug until it touches 
the top end of the sediment.  A tray wrapped in aluminum foil should be placed 
at the bottom end of the core, and a person wearing nitrile or polyethylene 
gloves should be present to catch and guide the core as it is extruded.  Use a 
drill or ratchet (depending on how stiff the core is) to wind the screw, pushing 
the core from the Shelby tube.  If the core is particularly stiff, it may be necessary 
to hit the side of the core tube with a rubber hammer or other device while 
winding the extruder.  Alternatively, if the core is particularly soft, the core may 
be readily extruded by simply pushing the plug with a rod by hand. 

9. If field organic vapor monitoring is required, immediately collect a 
representative sample from the sampler and place it in a new, labeled Ziploc® 
bag for screening.  The Ziploc® bag should be closed and allowed to sit in 
ambient air for 10 minutes prior to monitoring with an OVM or PID.  

10. Process and subsample the core as described in the following sections. 

11. Advance the auger, and repeat steps 1‐10. 

Sampling and Processing the Subsurface Sediment Cores 

1. Once the core is exposed, split the core lengthwise using a decontaminated knife 
or spoon.   

2. If subsamples are to be collected for volatile organics, total sulfides, or acid 
volatile sulfides, collect them immediately after the core has been split.  Use a 
decontaminated spoon to remove sediment along the entire length of the core 
for each subsample collected.  Place the subsample into the appropriate jar 
according to the procedures described in SOP‐6, label the jar, and place it in a 
cooler with ice (or blue ice).  The volatile organics sample jar should be tightly 
packed with sediment (to eliminate obvious air pockets) and filled so that there 
is no headspace remaining in the jar.  Alternatively, if there is adequate water in 
the sediment, the container may be filled to overflowing so that a convex 
meniscus forms at the top, and the cap carefully placed on the jar.  Once sealed, 
there should be no air bubbles.   

3. If required by the field sampling plan, place a sign above the sample, including 
station number, core depth, and date and time of core collection.  In addition, 
place a measuring stick along the length of the core, and photograph the 
sediment core.  Avoid touching the core with the scale or sign. 
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4. Describe the core, including such information as the vertical changes in 
sediment characteristics (e.g., texture, density, and moisture) and distribution of 
visible contamination, color and odor of the sediments, sediment texture, 
presence of debris (wood chips, wood fibers, human artifacts), presence of oily 
sheen, and visible fauna or biological structures in accordance with ASTM 
Method D2488 (SOP‐4).  This information should be recorded in the sediment 
coring log, along with other information listed in SOP‐4, Sediment Borehole 
Logging. 

5. Transfer sediment selected for chemical analyses to a decontaminated stainless‐
steel mixing bowl.  Cover the bowl if more sediment from another core is 
composited with the sample. 

6. Mix the sediment in the bowl until well homogenized (visibly uniform) and 
transfer it into the appropriately sized sample containers for the individual 
analyses (see SOP‐2, Surface Sediment Sampling). 

7. Verify that samples have been properly labeled and store them onsite in a cooler 
at 4oC until they are packaged for shipping (see SOPs 5 and 6). 

8. Generally, at completion of sediment sampling activities at a station, collect all 
spilled and excess material and dispose of overboard at the original sampling 
location.  However, dispose of material in accordance with applicable 
regulations and any directives issued by the client.  It may be required to place 
access material into DOT‐approved 55‐gallon drums (depending on level and 
type of contamination). 

9. Decontaminate all sampling equipment, including internal components, prior to 
use, between sampling events, stations and depth intervals, and prior to 
demobilization in accordance with SOP‐9, Equipment Decontamination. 
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STANDARD OPERATING PROCEDURE SOP-4: 

BOREHOLE LOGGING AND FIELD CLASSIFICATION OF 
SOILS AND SEDIMENT 

 

Scope and Application 

The following procedures establish the minimum information that must be recorded in 
the field to adequately document soil borehole advancement activities performed during 
field exploration.  The borehole log form must be filled out completely.   

This SOP presents the field classification of soils to be used by Integral field staff.  In 
general, Integral has adopted the procedures provided in ASTM Method D‐2488‐00 
attached, Standard Practice for Description and Identification of Soils.  ASTM D‐2488‐00 
uses the Unified Soil Classification System (USCS) for naming soils.  Field personnel are 
encouraged to study these procedures prior to initiation of field work. 

Soil descriptions should be precise and comprehensive without being verbose.  The 
overall impression of the soil should not be distorted by excessive emphasis on minor 
constituents.  In general, the similarities of consecutive soil samples should be 
emphasized and minor differences de‐emphasized.  These descriptions will be used to 
interpret aquifer properties and other potential contaminant transport properties, rather 
than interpret the exact mineralogy or tectonic environment.  Integral is primarily 
interested in engineering and geochemical properties of the soil. 

Soil descriptions should be provided in the Soil Description column of the soil boring 
log for each sample collected.  If there is no difference between consecutive soil samples, 
subsequent descriptions can be noted as “same as above” or minor changes such as 
“increasing sand” or “becomes dark brown” can be added. 

The format and order of soil descriptions should be as follows: 

• Group symbol—Place in the Unified Symbol column 

• USCS group name—Make identical to the ASTM D‐2488‐00 Group Name with 
the appropriate modifiers. 

• Minor components 

• Color 

• Moisture 

• Additional descriptions 
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Supplies and Equipment  

• Soil log form 

• Munsell® (or equivalent) soil color chart 

Procedures 

1. The USCS is an engineering properties system that uses grain size to classify 
soils.  The first major distinction is between fine‐grained soils (more than 
50 percent passing the No. 200 sieve [75 μm/0.029 in.]) and coarse‐grained soils 
(more than 50 percent retained by the No. 200 sieve).  Small No. 200 sieves are 
necessary to classify soils that are near the cutoff size. 

2. Fine‐grained soils are classified as either silts or clays.  Field determinations of 
silts and clays are based on observations of dry strength, dilatancy, toughness, 
and plasticity.  Field procedures for these tests are included in ASTM 
D‐2488‐00.  If these tests are used, the results should be included in the soil 
description.  At least one complete round of field tests should be performed for 
a site if these materials are encountered, preferably at the beginning of the field 
investigation.  The modifiers “fat” and “lean” are used by ASTM to describe 
soils of high and low plasticity.  The soil group symbols (i.e., CL, MH) already 
indicate plasticity characteristics, and these modifiers are not necessary in the 
description.  Soils with high plasticity can be emphasized by describing them 
as “silty CLAY with high plasticity.”  Plasticity is an important descriptor 
because it is often used to interpret whether an ML soil is acting as either a 
leaky or a competent aquitard.  For example, an ML soil can be 
dilatent/nonplastic and serve as a transport pathway, or it can be highly plastic 
and very impervious. 

3. Coarse‐grained soils are classified as either predominantly gravel or sand, with 
the No. 4 sieve (4.75 mm/0.19 in.) being the division.  Modifiers are used to 
describe the relative amounts of fine‐grained soil, as noted below: 

Description  Percent Fines  Group Symbol 

Gravel (sand)  <5 percent  GW, GP (SW, SP) 

Gravel (sand) with silt 
(clay) 

5–15 percent  Hyphenated 
names 

Silty (clayey) gravel (sand)  >15 percent  GM, GC (SM, SC) 

 



 

 
SOP‐4 

Revision 8/2008 

 

 Integral Consulting Inc.  3  

The gradation of a coarse‐grained soil is included in the specific soil name (i.e., 
fine to medium SAND with silt).  Estimating the percent of size ranges 
following the group name is encouraged for mixtures of silt, sand, and gravel.  
Use of the modifiers “poorly graded” or “well graded” is not necessary as they 
are indicated by the group symbol. 

A borderline symbol is shown with a slash (GM/SM).  This symbol should be 
used when the soil cannot be distinctly placed in either soil group.  A 
borderline symbol should also be used when describing interbedded soils of 
two or more soil group names when the thickness of the beds are 
approximately equal, such as “interbedded lenses and layers of fine sand and 
silt.”  The use of a borderline symbol should not be used indiscriminately.  
Every effort should be made to place the soil into a single group. (One very 
helpful addition to the soil log form description is the percentage of 
silt/sand/gravel.  Even if the geologist did not have sufficient time to properly 
define the soil, this percentage breakdown allows classification at a later date.) 

4. Minor components such as cobbles, roots, and construction debris should be 
preceded by the appropriate adjective reflecting relative percentages: trace (0–
5 percent), few (5–10 percent), little (15–25 percent), and some (30–45 percent).  
The word “occasional” can be applied to random particles of a larger size than 
the general soil matrix (i.e., occasional cobbles, occasional brick fragments).  
The term “with” indicates definite characteristics regarding the percentage of 
secondary particle size in the soil name.  It will not be used to describe minor 
components.  If a nonsoil component exceeds 50 percent of an interval, it 
should be stated in place of the group name. 

5. The basic color of a soil, such as brown, gray, or red, must be given.  The color 
term can be modified by adjectives such as light, dark, or mottled.  Especially 
note staining or mottling.  This information may be useful to establish water 
table fluctuations or contamination.  The Munsell® soil color chart designation 
is the Integral color standard.  These charts are readily available and offer a 
high degree of consistency in descriptions between geologists. 

6. The degree of moisture present in the soil should be defined as dry, moist, or 
wet.  Moisture content can be estimated from the criteria listed in Table 3 of 
ASTM D‐2488‐00. 
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7. Features such as discontinuities, inclusions, joints, fissures, slickensides, 
bedding, laminations, root holes, and major mineralogical components should 
be noted if they are observed.  Anything unusual should be noted.  Additional 
soil descriptions may be made at the discretion of the project manager or as the 
field conditions warrant.  The Soil Boring Log Form lists some optional 
descriptions, as does Table 13 of the ASTM standard.  The reader is referred to 
the ASTM standard for procedures of these descriptions. 

8. The contact between two soil types must be clearly marked on the soil boring 
log.  The field geologist, who has the advantage of watching the drilling rate 
and cuttings removal and can talk with the driller in real time has a much 
better chance of interpreting the interval than someone in the office.  If the 
contact is obvious and sharp, draw it in with a straight line.  If it is gradational, 
a slanted line over the interval is appropriate.  In the case where it is unclear, a 
dashed line over the most likely interval is used. 

 



Designation: D 2488 – 00

Standard Practice for
Description and Identification of Soils (Visual-Manual
Procedure) 1

This standard is issued under the fixed designation D 2488; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope *

1.1 This practice covers procedures for the description of
soils for engineering purposes.

1.2 This practice also describes a procedure for identifying
soils, at the option of the user, based on the classification
system described in Test Method D 2487. The identification is
based on visual examination and manual tests. It must be
clearly stated in reporting an identification that it is based on
visual-manual procedures.

1.2.1 When precise classification of soils for engineering
purposes is required, the procedures prescribed in Test Method
D 2487 shall be used.

1.2.2 In this practice, the identification portion assigning a
group symbol and name is limited to soil particles smaller than
3 in. (75 mm).

1.2.3 The identification portion of this practice is limited to
naturally occurring soils (disturbed and undisturbed).

NOTE 1—This practice may be used as a descriptive system applied to
such materials as shale, claystone, shells, crushed rock, etc. (see Appendix
X2).

1.3 The descriptive information in this practice may be used
with other soil classification systems or for materials other than
naturally occurring soils.

1.4 The values stated in inch-pound units are to be regarded
as the standard.

1.5 This standard does not purport to address all of the
safety problems, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.For specific
precautionary statements see Section 8.

1.6 This practice offers a set of instructions for performing
one or more specific operations. This document cannot replace
education or experience and should be used in conjunction
with professional judgment. Not all aspects of this practice may
be applicable in all circumstances. This ASTM standard is not

intended to represent or replace the standard of care by which
the adequacy of a given professional service must be judged,
nor should this document be applied without consideration of
a project’s many unique aspects. The word “Standard” in the
title of this document means only that the document has been
approved through the ASTM consensus process.

2. Referenced Documents

2.1 ASTM Standards:
D 653 Terminology Relating to Soil, Rock, and Contained

Fluids2

D 1452 Practice for Soil Investigation and Sampling by
Auger Borings2

D 1586 Test Method for Penetration Test and Split-Barrel
Sampling of Soils2

D 1587 Practice for Thin-Walled Tube Sampling of Soils2

D 2113 Practice for Diamond Core Drilling for Site Inves-
tigation2

D 2487 Classification of Soils for Engineering Purposes
(Unified Soil Classification System)2

D 3740 Practice for Minimum Requirements for Agencies
Engaged in the Testing and/or Inspection of Soil and rock
as Used in Engineering Design and Construction3

D 4083 Practice for Description of Frozen Soils (Visual-
Manual Procedure)2

3. Terminology

3.1 Definitions—Except as listed below, all definitions are
in accordance with Terminology D 653.

NOTE 2—For particles retained on a 3-in. (75-mm) US standard sieve,
the following definitions are suggested:
Cobbles—particles of rock that will pass a 12-in. (300-mm) square
opening and be retained on a 3-in. (75-mm) sieve, and
Boulders—particles of rock that will not pass a 12-in. (300-mm) square
opening.

3.1.1 clay—soil passing a No. 200 (75-µm) sieve that can be
made to exhibit plasticity (putty-like properties) within a range
of water contents, and that exhibits considerable strength when
air-dry. For classification, a clay is a fine-grained soil, or the1 This practice is under the jurisdiction of ASTM Committee D-18 on Soil and

Rock and is the direct responsibility of Subcommittee D18.07 on Identification and
Classification of Soils.

Current edition approved Feb. 10, 2000. Published May 2000. Originally
published as D 2488 – 66 T. Last previous edition D 2488 – 93e1.

2 Annual Book of ASTM Standards, Vol 04.08.
3 Annual Book of ASTM Standards, Vol 04.09.
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fine-grained portion of a soil, with a plasticity index equal to or
greater than 4, and the plot of plasticity index versus liquid
limit falls on or above the “A” line (see Fig. 3 of Test Method
D 2487).

3.1.2 gravel—particles of rock that will pass a 3-in. (75-
mm) sieve and be retained on a No. 4 (4.75-mm) sieve with the
following subdivisions:

coarse—passes a 3-in. (75-mm) sieve and is retained on a
3⁄4-in. (19-mm) sieve.

fine—passes a3⁄4-in. (19-mm) sieve and is retained on a No.
4 (4.75-mm) sieve.

3.1.3 organic clay—a clay with sufficient organic content to
influence the soil properties. For classification, an organic clay
is a soil that would be classified as a clay, except that its liquid
limit value after oven drying is less than 75 % of its liquid limit
value before oven drying.

3.1.4 organic silt—a silt with sufficient organic content to
influence the soil properties. For classification, an organic silt
is a soil that would be classified as a silt except that its liquid
limit value after oven drying is less than 75 % of its liquid limit
value before oven drying.

3.1.5 peat—a soil composed primarily of vegetable tissue in
various stages of decomposition usually with an organic odor,
a dark brown to black color, a spongy consistency, and a
texture ranging from fibrous to amorphous.

3.1.6 sand—particles of rock that will pass a No. 4 (4.75-
mm) sieve and be retained on a No. 200 (75-µm) sieve with the
following subdivisions:

coarse—passes a No. 4 (4.75-mm) sieve and is retained on
a No. 10 (2.00-mm) sieve.

medium—passes a No. 10 (2.00-mm) sieve and is retained
on a No. 40 (425-µm) sieve.

fine—passes a No. 40 (425-µm) sieve and is retained on a
No. 200 (75-µm) sieve.

3.1.7 silt—soil passing a No. 200 (75-µm) sieve that is
nonplastic or very slightly plastic and that exhibits little or no
strength when air dry. For classification, a silt is a fine-grained
soil, or the fine-grained portion of a soil, with a plasticity index
less than 4, or the plot of plasticity index versus liquid limit
falls below the “A” line (see Fig. 3 of Test Method D 2487).

4. Summary of Practice

4.1 Using visual examination and simple manual tests, this
practice gives standardized criteria and procedures for describ-
ing and identifying soils.

4.2 The soil can be given an identification by assigning a
group symbol(s) and name. The flow charts, Fig. 1a and Fig. 1b
for fine-grained soils, and Fig. 2, for coarse-grained soils, can
be used to assign the appropriate group symbol(s) and name. If
the soil has properties which do not distinctly place it into a
specific group, borderline symbols may be used, see Appendix
X3.

NOTE 3—It is suggested that a distinction be made betweendual
symbolsandborderline symbols.

Dual Symbol—A dual symbol is two symbols separated by a hyphen,
for example, GP-GM, SW-SC, CL-ML used to indicate that the soil has
been identified as having the properties of a classification in accordance
with Test Method D 2487 where two symbols are required. Two symbols
are required when the soil has between 5 and 12 % fines or when the liquid

limit and plasticity index values plot in the CL-ML area of the plasticity
chart.
Borderline Symbol—A borderline symbol is two symbols separated by a
slash, for example, CL/CH, GM/SM, CL/ML. A borderline symbol should
be used to indicate that the soil has been identified as having properties
that do not distinctly place the soil into a specific group (see Appendix
X3).

5. Significance and Use

5.1 The descriptive information required in this practice can
be used to describe a soil to aid in the evaluation of its
significant properties for engineering use.

5.2 The descriptive information required in this practice
should be used to supplement the classification of a soil as
determined by Test Method D 2487.

5.3 This practice may be used in identifying soils using the
classification group symbols and names as prescribed in Test
Method D 2487. Since the names and symbols used in this
practice to identify the soils are the same as those used in Test
Method D 2487, it shall be clearly stated in reports and all
other appropriate documents, that the classification symbol and
name are based on visual-manual procedures.

5.4 This practice is to be used not only for identification of
soils in the field, but also in the office, laboratory, or wherever
soil samples are inspected and described.

5.5 This practice has particular value in grouping similar
soil samples so that only a minimum number of laboratory tests
need be run for positive soil classification.

NOTE 4—The ability to describe and identify soils correctly is learned
more readily under the guidance of experienced personnel, but it may also
be acquired systematically by comparing numerical laboratory test results
for typical soils of each type with their visual and manual characteristics.

5.6 When describing and identifying soil samples from a
given boring, test pit, or group of borings or pits, it is not
necessary to follow all of the procedures in this practice for
every sample. Soils which appear to be similar can be grouped
together; one sample completely described and identified with
the others referred to as similar based on performing only a few
of the descriptive and identification procedures described in
this practice.

5.7 This practice may be used in combination with Practice
D 4083 when working with frozen soils.

NOTE 5—Notwithstanding the statements on precision and bias con-
tained in this standard: The precision of this test method is dependent on
the competence of the personnel performing it and the suitability of the
equipment and facilities used. Agencies that meet the criteria of Practice
D 3740 are generally considered capable of competent and objective
testing. Users of this test method are cautioned that compliance with
Practice D 3740 does not in itself assure reliable testing. Reliable testing
depends on several factors; Practice D 3740 provides a means for
evaluating some of those factors.

6. Apparatus

6.1 Required Apparatus:
6.1.1 Pocket Knife or Small Spatula.
6.2 Useful Auxiliary Apparatus:
6.2.1 Small Test Tube and Stopper(or jar with a lid).
6.2.2 Small Hand Lens.

7. Reagents

7.1 Purity of Water—Unless otherwise indicated, references
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to water shall be understood to mean water from a city water
supply or natural source, including non-potable water.

7.2 Hydrochloric Acid—A small bottle of dilute hydrochlo-
ric acid, HCl, one part HCl (10N) to three parts water (This
reagent is optional for use with this practice). See Section 8.

8. Safety Precautions

8.1 When preparing the dilute HCl solution of one part
concentrated hydrochloric acid (10N) to three parts of distilled
water, slowly add acid into water following necessary safety
precautions. Handle with caution and store safely. If solution
comes into contact with the skin, rinse thoroughly with water.

8.2 Caution—Do not add water to acid.

9. Sampling

9.1 The sample shall be considered to be representative of
the stratum from which it was obtained by an appropriate,
accepted, or standard procedure.

NOTE 6—Preferably, the sampling procedure should be identified as
having been conducted in accordance with Practices D 1452, D 1587, or
D 2113, or Test Method D 1586.

9.2 The sample shall be carefully identified as to origin.

NOTE 7—Remarks as to the origin may take the form of a boring
number and sample number in conjunction with a job number, a geologic
stratum, a pedologic horizon or a location description with respect to a
permanent monument, a grid system or a station number and offset with
respect to a stated centerline and a depth or elevation.

9.3 For accurate description and identification, the mini-
mum amount of the specimen to be examined shall be in
accordance with the following schedule:

NOTE 1—Percentages are based on estimating amounts of fines, sand, and gravel to the nearest 5 %.
FIG. 1a Flow Chart for Identifying Inorganic Fine-Grained Soil (50 % or more fines)

NOTE 1—Percentages are based on estimating amounts of fines, sand, and gravel to the nearest 5 %.

FIG. 1 b Flow Chart for Identifying Organic Fine-Grained Soil (50 % or more fines)
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Maximum Particle Size,
Sieve Opening

Minimum Specimen Size,
Dry Weight

4.75 mm (No. 4) 100 g (0.25 lb)
9.5 mm (3⁄8 in.) 200 g (0.5 lb)
19.0 mm (3⁄4 in.) 1.0 kg (2.2 lb)
38.1 mm (11⁄2 in.) 8.0 kg (18 lb)
75.0 mm (3 in.) 60.0 kg (132 lb)

NOTE 8—If random isolated particles are encountered that are signifi-
cantly larger than the particles in the soil matrix, the soil matrix can be
accurately described and identified in accordance with the preceeding
schedule.

9.4 If the field sample or specimen being examined is
smaller than the minimum recommended amount, the report
shall include an appropriate remark.

10. Descriptive Information for Soils

10.1 Angularity—Describe the angularity of the sand
(coarse sizes only), gravel, cobbles, and boulders, as angular,
subangular, subrounded, or rounded in accordance with the
criteria in Table 1 and Fig. 3. A range of angularity may be
stated, such as: subrounded to rounded.

10.2 Shape—Describe the shape of the gravel, cobbles, and
boulders as flat, elongated, or flat and elongated if they meet
the criteria in Table 2 and Fig. 4. Otherwise, do not mention the
shape. Indicate the fraction of the particles that have the shape,
such as: one-third of the gravel particles are flat.

10.3 Color—Describe the color. Color is an important
property in identifying organic soils, and within a given
locality it may also be useful in identifying materials of similar
geologic origin. If the sample contains layers or patches of

varying colors, this shall be noted and all representative colors
shall be described. The color shall be described for moist
samples. If the color represents a dry condition, this shall be
stated in the report.

10.4 Odor—Describe the odor if organic or unusual. Soils
containing a significant amount of organic material usually
have a distinctive odor of decaying vegetation. This is espe-
cially apparent in fresh samples, but if the samples are dried,
the odor may often be revived by heating a moistened sample.
If the odor is unusual (petroleum product, chemical, and the
like), it shall be described.

10.5 Moisture Condition—Describe the moisture condition
as dry, moist, or wet, in accordance with the criteria in Table 3.

10.6 HCl Reaction—Describe the reaction with HCl as
none, weak, or strong, in accordance with the critera in Table
4. Since calcium carbonate is a common cementing agent, a
report of its presence on the basis of the reaction with dilute
hydrochloric acid is important.

10.7 Consistency—For intact fine-grained soil, describe the

NOTE 1—Percentages are based on estimating amounts of fines, sand, and gravel to the nearest 5 %.
FIG. 2 Flow Chart for Identifying Coarse-Grained Soils (less than 50 % fines)

TABLE 1 Criteria for Describing Angularity of Coarse-Grained
Particles (see Fig. 3)

Description Criteria

Angular Particles have sharp edges and relatively plane sides with
unpolished surfaces

Subangular Particles are similar to angular description but have
rounded edges

Subrounded Particles have nearly plane sides but have well-rounded
corners and edges

Rounded Particles have smoothly curved sides and no edges
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consistency as very soft, soft, firm, hard, or very hard, in
accordance with the criteria in Table 5. This observation is
inappropriate for soils with significant amounts of gravel.

10.8 Cementation—Describe the cementation of intact
coarse-grained soils as weak, moderate, or strong, in accor-
dance with the criteria in Table 6.

10.9 Structure—Describe the structure of intact soils in
accordance with the criteria in Table 7.

10.10 Range of Particle Sizes—For gravel and sand com-
ponents, describe the range of particle sizes within each
component as defined in 3.1.2 and 3.1.6. For example, about
20 % fine to coarse gravel, about 40 % fine to coarse sand.

10.11 Maximum Particle Size—Describe the maximum par-
ticle size found in the sample in accordance with the following
information:

10.11.1 Sand Size—If the maximum particle size is a sand
size, describe as fine, medium, or coarse as defined in 3.1.6.
For example: maximum particle size, medium sand.

10.11.2 Gravel Size—If the maximum particle size is a
gravel size, describe the maximum particle size as the smallest
sieve opening that the particle will pass. For example, maxi-
mum particle size, 11⁄2 in. (will pass a 11⁄2-in. square opening
but not a3⁄4-in. square opening).

10.11.3 Cobble or Boulder Size—If the maximum particle
size is a cobble or boulder size, describe the maximum
dimension of the largest particle. For example: maximum
dimension, 18 in. (450 mm).

10.12 Hardness—Describe the hardness of coarse sand and
larger particles as hard, or state what happens when the

FIG. 3 Typical Angularity of Bulky Grains

TABLE 2 Criteria for Describing Particle Shape (see Fig. 4)

The particle shape shall be described as follows where length, width, and
thickness refer to the greatest, intermediate, and least dimensions of a particle,
respectively.

Flat Particles with width/thickness > 3
Elongated Particles with length/width > 3
Flat and elongated Particles meet criteria for both flat and elongated

FIG. 4 Criteria for Particle Shape
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particles are hit by a hammer, for example, gravel-size particles
fracture with considerable hammer blow, some gravel-size
particles crumble with hammer blow. “Hard” means particles
do not crack, fracture, or crumble under a hammer blow.

10.13 Additional comments shall be noted, such as the
presence of roots or root holes, difficulty in drilling or augering
hole, caving of trench or hole, or the presence of mica.

10.14 A local or commercial name or a geologic interpre-
tation of the soil, or both, may be added if identified as such.

10.15 A classification or identification of the soil in accor-
dance with other classification systems may be added if
identified as such.

11. Identification of Peat

11.1 A sample composed primarily of vegetable tissue in
various stages of decomposition that has a fibrous to amor-

phous texture, usually a dark brown to black color, and an
organic odor, shall be designated as a highly organic soil and
shall be identified as peat, PT, and not subjected to the
identification procedures described hereafter.

12. Preparation for Identification

12.1 The soil identification portion of this practice is based
on the portion of the soil sample that will pass a 3-in. (75-mm)
sieve. The larger than 3-in. (75-mm) particles must be re-
moved, manually, for a loose sample, or mentally, for an intact
sample before classifying the soil.

12.2 Estimate and note the percentage of cobbles and the
percentage of boulders. Performed visually, these estimates
will be on the basis of volume percentage.

NOTE 9—Since the percentages of the particle-size distribution in Test
Method D 2487 are by dry weight, and the estimates of percentages for
gravel, sand, and fines in this practice are by dry weight, it is recom-
mended that the report state that the percentages of cobbles and boulders
are by volume.

12.3 Of the fraction of the soil smaller than 3 in. (75 mm),
estimate and note the percentage, by dry weight, of the gravel,
sand, and fines (see Appendix X4 for suggested procedures).

NOTE 10—Since the particle-size components appear visually on the
basis of volume, considerable experience is required to estimate the
percentages on the basis of dry weight. Frequent comparisons with
laboratory particle-size analyses should be made.

12.3.1 The percentages shall be estimated to the closest 5 %.
The percentages of gravel, sand, and fines must add up to
100 %.

12.3.2 If one of the components is present but not in
sufficient quantity to be considered 5 % of the smaller than
3-in. (75-mm) portion, indicate its presence by the termtrace,
for example, trace of fines. A trace is not to be considered in the
total of 100 % for the components.

13. Preliminary Identification

13.1 The soil isfine grainedif it contains 50 % or more
fines. Follow the procedures for identifying fine-grained soils
of Section 14.

13.2 The soil iscoarse grainedif it contains less than 50 %
fines. Follow the procedures for identifying coarse-grained
soils of Section 15.

14. Procedure for Identifying Fine-Grained Soils

14.1 Select a representative sample of the material for
examination. Remove particles larger than the No. 40 sieve
(medium sand and larger) until a specimen equivalent to about
a handful of material is available. Use this specimen for
performing the dry strength, dilatancy, and toughness tests.

14.2 Dry Strength:
14.2.1 From the specimen, select enough material to mold

into a ball about 1 in. (25 mm) in diameter. Mold the material
until it has the consistency of putty, adding water if necessary.

14.2.2 From the molded material, make at least three test
specimens. A test specimen shall be a ball of material about1⁄2
in. (12 mm) in diameter. Allow the test specimens to dry in air,
or sun, or by artificial means, as long as the temperature does
not exceed 60°C.

TABLE 3 Criteria for Describing Moisture Condition

Description Criteria

Dry Absence of moisture, dusty, dry to the touch
Moist Damp but no visible water
Wet Visible free water, usually soil is below water table

TABLE 4 Criteria for Describing the Reaction With HCl

Description Criteria

None No visible reaction
Weak Some reaction, with bubbles forming slowly
Strong Violent reaction, with bubbles forming immediately

TABLE 5 Criteria for Describing Consistency

Description Criteria

Very soft Thumb will penetrate soil more than 1 in. (25 mm)
Soft Thumb will penetrate soil about 1 in. (25 mm)
Firm Thumb will indent soil about 1⁄4in. (6 mm)
Hard Thumb will not indent soil but readily indented with thumbnail
Very hard Thumbnail will not indent soil

TABLE 6 Criteria for Describing Cementation

Description Criteria

Weak Crumbles or breaks with handling or little finger pressure
Moderate Crumbles or breaks with considerable finger pressure
Strong Will not crumble or break with finger pressure

TABLE 7 Criteria for Describing Structure

Description Criteria

Stratified Alternating layers of varying material or color with layers at
least 6 mm thick; note thickness

Laminated Alternating layers of varying material or color with the
layers less than 6 mm thick; note thickness

Fissured Breaks along definite planes of fracture with little
resistance to fracturing

Slickensided Fracture planes appear polished or glossy, sometimes
striated

Blocky Cohesive soil that can be broken down into small angular
lumps which resist further breakdown

Lensed Inclusion of small pockets of different soils, such as small
lenses of sand scattered through a mass of clay; note
thickness

Homogeneous Same color and appearance throughout
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14.2.3 If the test specimen contains natural dry lumps, those
that are about1⁄2 in. (12 mm) in diameter may be used in place
of the molded balls.

NOTE 11—The process of molding and drying usually produces higher
strengths than are found in natural dry lumps of soil.

14.2.4 Test the strength of the dry balls or lumps by
crushing between the fingers. Note the strength as none, low,
medium, high, or very high in accorance with the criteria in
Table 8. If natural dry lumps are used, do not use the results of
any of the lumps that are found to contain particles of coarse
sand.

14.2.5 The presence of high-strength water-soluble cement-
ing materials, such as calcium carbonate, may cause excep-
tionally high dry strengths. The presence of calcium carbonate
can usually be detected from the intensity of the reaction with
dilute hydrochloric acid (see 10.6).

14.3 Dilatancy:
14.3.1 From the specimen, select enough material to mold

into a ball about1⁄2 in. (12 mm) in diameter. Mold the material,
adding water if necessary, until it has a soft, but not sticky,
consistency.

14.3.2 Smooth the soil ball in the palm of one hand with the
blade of a knife or small spatula. Shake horizontally, striking
the side of the hand vigorously against the other hand several
times. Note the reaction of water appearing on the surface of
the soil. Squeeze the sample by closing the hand or pinching
the soil between the fingers, and note the reaction as none,
slow, or rapid in accordance with the criteria in Table 9. The
reaction is the speed with which water appears while shaking,
and disappears while squeezing.

14.4 Toughness:
14.4.1 Following the completion of the dilatancy test, the

test specimen is shaped into an elongated pat and rolled by
hand on a smooth surface or between the palms into a thread
about1⁄8 in. (3 mm) in diameter. (If the sample is too wet to roll
easily, it should be spread into a thin layer and allowed to lose
some water by evaporation.) Fold the sample threads and reroll
repeatedly until the thread crumbles at a diameter of about1⁄8
in. The thread will crumble at a diameter of1⁄8 in. when the soil
is near the plastic limit. Note the pressure required to roll the
thread near the plastic limit. Also, note the strength of the
thread. After the thread crumbles, the pieces should be lumped
together and kneaded until the lump crumbles. Note the
toughness of the material during kneading.

14.4.2 Describe the toughness of the thread and lump as

low, medium, or high in accordance with the criteria in Table
10.

14.5 Plasticity—On the basis of observations made during
the toughness test, describe the plasticity of the material in
accordance with the criteria given in Table 11.

14.6 Decide whether the soil is aninorganic or anorganic
fine-grained soil (see 14.8). If inorganic, follow the steps given
in 14.7.

14.7 Identification of Inorganic Fine-Grained Soils:
14.7.1 Identify the soil as alean clay, CL, if the soil has

medium to high dry strength, no or slow dilatancy, and medium
toughness and plasticity (see Table 12).

14.7.2 Identify the soil as afat clay, CH, if the soil has high
to very high dry strength, no dilatancy, and high toughness and
plasticity (see Table 12).

14.7.3 Identify the soil as asilt, ML, if the soil has no to low
dry strength, slow to rapid dilatancy, and low toughness and
plasticity, or is nonplastic (see Table 12).

14.7.4 Identify the soil as anelastic silt, MH, if the soil has
low to medium dry strength, no to slow dilatancy, and low to
medium toughness and plasticity (see Table 12).

NOTE 12—These properties are similar to those for a lean clay.
However, the silt will dry quickly on the hand and have a smooth, silky
feel when dry. Some soils that would classify as MH in accordance with
the criteria in Test Method D 2487 are visually difficult to distinguish from
lean clays, CL. It may be necessary to perform laboratory testing for
proper identification.

14.8 Identification of Organic Fine-Grained Soils:
14.8.1 Identify the soil as anorganic soil, OL/OH, if the soil

contains enough organic particles to influence the soil proper-
ties. Organic soils usually have a dark brown to black color and
may have an organic odor. Often, organic soils will change
color, for example, black to brown, when exposed to the air.
Some organic soils will lighten in color significantly when air
dried. Organic soils normally will not have a high toughness or
plasticity. The thread for the toughness test will be spongy.

NOTE 13—In some cases, through practice and experience, it may be
possible to further identify the organic soils as organic silts or organic
clays, OL or OH. Correlations between the dilatancy, dry strength,
toughness tests, and laboratory tests can be made to identify organic soils
in certain deposits of similar materials of known geologic origin.

TABLE 8 Criteria for Describing Dry Strength

Description Criteria

None The dry specimen crumbles into powder with mere pressure
of handling

Low The dry specimen crumbles into powder with some finger
pressure

Medium The dry specimen breaks into pieces or crumbles with
considerable finger pressure

High The dry specimen cannot be broken with finger pressure.
Specimen will break into pieces between thumb and a hard
surface

Very high The dry specimen cannot be broken between the thumb and a
hard surface

TABLE 9 Criteria for Describing Dilatancy

Description Criteria

None No visible change in the specimen
Slow Water appears slowly on the surface of the specimen during

shaking and does not disappear or disappears slowly upon
squeezing

Rapid Water appears quickly on the surface of the specimen during
shaking and disappears quickly upon squeezing

TABLE 10 Criteria for Describing Toughness

Description Criteria

Low Only slight pressure is required to roll the thread near the
plastic limit. The thread and the lump are weak and soft

Medium Medium pressure is required to roll the thread to near the
plastic limit. The thread and the lump have medium stiffness

High Considerable pressure is required to roll the thread to near the
plastic limit. The thread and the lump have very high
stiffness
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14.9 If the soil is estimated to have 15 to 25 % sand or
gravel, or both, the words “with sand” or “with gravel”
(whichever is more predominant) shall be added to the group
name. For example: “lean clay with sand, CL” or “silt with
gravel, ML” (see Fig. 1a and Fig. 1b). If the percentage of sand
is equal to the percentage of gravel, use “with sand.”

14.10 If the soil is estimated to have 30 % or more sand or
gravel, or both, the words “sandy” or “gravelly” shall be added
to the group name. Add the word “sandy” if there appears to be
more sand than gravel. Add the word “gravelly” if there
appears to be more gravel than sand. For example: “sandy lean
clay, CL”, “gravelly fat clay, CH”, or “sandy silt, ML” (see Fig.
1a and Fig. 1b). If the percentage of sand is equal to the percent
of gravel, use “sandy.”

15. Procedure for Identifying Coarse-Grained Soils
(Contains less than 50 % fines)

15.1 The soil is agravel if the percentage of gravel is
estimated to be more than the percentage of sand.

15.2 The soil is asand if the percentage of gravel is
estimated to be equal to or less than the percentage of sand.

15.3 The soil is aclean gravel or clean sand if the
percentage of fines is estimated to be 5 % or less.

15.3.1 Identify the soil as awell-graded gravel, GW, or as a
well-graded sand, SW, if it has a wide range of particle sizes
and substantial amounts of the intermediate particle sizes.

15.3.2 Identify the soil as apoorly graded gravel, GP, or as
a poorly graded sand, SP, if it consists predominantly of one
size (uniformly graded), or it has a wide range of sizes with
some intermediate sizes obviously missing (gap or skip
graded).

15.4 The soil is either agravel with finesor asand with fines
if the percentage of fines is estimated to be 15 % or more.

15.4.1 Identify the soil as aclayey gravel, GC, or aclayey
sand, SC, if the fines are clayey as determined by the
procedures in Section 14.

15.4.2 Identify the soil as asilty gravel, GM, or asilty sand,

SM, if the fines are silty as determined by the procedures in
Section 14.

15.5 If the soil is estimated to contain 10 % fines, give the
soil a dual identification using two group symbols.

15.5.1 The first group symbol shall correspond to a clean
gravel or sand (GW, GP, SW, SP) and the second symbol shall
correspond to a gravel or sand with fines (GC, GM, SC, SM).

15.5.2 The group name shall correspond to the first group
symbol plus the words “with clay” or “with silt” to indicate the
plasticity characteristics of the fines. For example: “well-
graded gravel with clay, GW-GC” or “poorly graded sand with
silt, SP-SM” (see Fig. 2).

15.6 If the specimen is predominantly sand or gravel but
contains an estimated 15 % or more of the other coarse-grained
constituent, the words “with gravel” or “with sand” shall be
added to the group name. For example: “poorly graded gravel
with sand, GP” or “clayey sand with gravel, SC” (see Fig. 2).

15.7 If the field sample contains any cobbles or boulders, or
both, the words “with cobbles” or “with cobbles and boulders”
shall be added to the group name. For example: “silty gravel
with cobbles, GM.”

16. Report

16.1 The report shall include the information as to origin,
and the items indicated in Table 13.

NOTE 14—Example: Clayey Gravel with Sand and Cobbles, GC—
About 50 % fine to coarse, subrounded to subangular gravel; about 30 %
fine to coarse, subrounded sand; about 20 % fines with medium plasticity,
high dry strength, no dilatancy, medium toughness; weak reaction with
HCl; original field sample had about 5 % (by volume) subrounded
cobbles, maximum dimension, 150 mm.

In-Place Conditions—Firm, homogeneous, dry, brown
Geologic Interpretation—Alluvial fan

TABLE 11 Criteria for Describing Plasticity

Description Criteria

Nonplastic A 1⁄8-in. (3-mm) thread cannot be rolled at any water content
Low The thread can barely be rolled and the lump cannot be

formed when drier than the plastic limit
Medium The thread is easy to roll and not much time is required to

reach the plastic limit. The thread cannot be rerolled after
reaching the plastic limit. The lump crumbles when drier
than the plastic limit

High It takes considerable time rolling and kneading to reach the
plastic limit. The thread can be rerolled several times after
reaching the plastic limit. The lump can be formed without
crumbling when drier than the plastic limit

TABLE 12 Identification of Inorganic Fine-Grained Soils from
Manual Tests

Soil
Symbol

Dry Strength Dilatancy Toughness

ML None to low Slow to rapid Low or thread cannot be
formed

CL Medium to high None to slow Medium
MH Low to medium None to slow Low to medium
CH High to very high None High

TABLE 13 Checklist for Description of Soils

1. Group name
2. Group symbol
3. Percent of cobbles or boulders, or both (by volume)
4. Percent of gravel, sand, or fines, or all three (by dry weight)
5. Particle-size range:

Gravel—fine, coarse
Sand—fine, medium, coarse

6. Particle angularity: angular, subangular, subrounded, rounded
7. Particle shape: (if appropriate) flat, elongated, flat and elongated
8. Maximum particle size or dimension
9. Hardness of coarse sand and larger particles

10. Plasticity of fines: nonplastic, low, medium, high
11. Dry strength: none, low, medium, high, very high
12. Dilatancy: none, slow, rapid
13. Toughness: low, medium, high
14. Color (in moist condition)
15. Odor (mention only if organic or unusual)
16. Moisture: dry, moist, wet
17. Reaction with HCl: none, weak, strong
For intact samples:
18. Consistency (fine-grained soils only): very soft, soft, firm, hard, very hard
19. Structure: stratified, laminated, fissured, slickensided, lensed, homo-

geneous
20. Cementation: weak, moderate, strong
21. Local name
22. Geologic interpretation
23. Additional comments: presence of roots or root holes, presence of mica,

gypsum, etc., surface coatings on coarse-grained particles, caving or
sloughing of auger hole or trench sides, difficulty in augering or excavating,
etc.
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NOTE 15—Other examples of soil descriptions and identification are
given in Appendix X1 and Appendix X2.

NOTE 16—If desired, the percentages of gravel, sand, and fines may be
stated in terms indicating a range of percentages, as follows:

Trace—Particles are present but estimated to be less than 5 %
Few—5 to 10 %
Little—15 to 25 %
Some—30 to 45 %
Mostly—50 to 100 %

16.2 If, in the soil description, the soil is identified using a
classification group symbol and name as described in Test
Method D 2487, it must be distinctly and clearly stated in log

forms, summary tables, reports, and the like, that the symbol
and name are based on visual-manual procedures.

17. Precision and Bias

17.1 This practice provides qualitative information only,
therefore, a precision and bias statement is not applicable.

18. Keywords

18.1 classification; clay; gravel; organic soils; sand; silt; soil
classification; soil description; visual classification

APPENDIXES

(Nonmandatory Information)

X1. EXAMPLES OF VISUAL SOIL DESCRIPTIONS

X1.1 The following examples show how the information
required in 16.1 can be reported. The information that is
included in descriptions should be based on individual circum-
stances and need.

X1.1.1 Well-Graded Gravel with Sand (GW)—About 75 %
fine to coarse, hard, subangular gravel; about 25 % fine to
coarse, hard, subangular sand; trace of fines; maximum size, 75
mm, brown, dry; no reaction with HCl.

X1.1.2 Silty Sand with Gravel (SM)—About 60 % predomi-
nantly fine sand; about 25 % silty fines with low plasticity, low
dry strength, rapid dilatancy, and low toughness; about 15 %
fine, hard, subrounded gravel, a few gravel-size particles
fractured with hammer blow; maximum size, 25 mm; no
reaction with HCl (Note—Field sample size smaller than
recommended).

In-Place Conditions—Firm, stratified and contains lenses of
silt 1 to 2 in. (25 to 50 mm) thick, moist, brown to gray;
in-place density 106 lb/ft3; in-place moisture 9 %.

X1.1.3 Organic Soil (OL/OH)—About 100 % fines with
low plasticity, slow dilatancy, low dry strength, and low
toughness; wet, dark brown, organic odor; weak reaction with
HCl.

X1.1.4 Silty Sand with Organic Fines (SM)—About 75 %
fine to coarse, hard, subangular reddish sand; about 25 %
organic and silty dark brown nonplastic fines with no dry
strength and slow dilatancy; wet; maximum size, coarse sand;
weak reaction with HCl.

X1.1.5 Poorly Graded Gravel with Silt, Sand, Cobbles and
Boulders (GP-GM)—About 75 % fine to coarse, hard, sub-
rounded to subangular gravel; about 15 % fine, hard, sub-
rounded to subangular sand; about 10 % silty nonplastic fines;
moist, brown; no reaction with HCl; original field sample had
about 5 % (by volume) hard, subrounded cobbles and a trace of
hard, subrounded boulders, with a maximum dimension of 18
in. (450 mm).

X2. USING THE IDENTIFICATION PROCEDURE AS A DESCRIPTIVE SYSTEM FOR SHALE, CLAYSTONE,
SHELLS, SLAG, CRUSHED ROCK, AND THE LIKE

X2.1 The identification procedure may be used as a
descriptive system applied to materials that exist in-situ as
shale, claystone, sandstone, siltstone, mudstone, etc., but con-
vert to soils after field or laboratory processing (crushing,
slaking, and the like).

X2.2 Materials such as shells, crushed rock, slag, and the
like, should be identified as such. However, the procedures
used in this practice for describing the particle size and
plasticity characteristics may be used in the description of the
material. If desired, an identification using a group name and
symbol according to this practice may be assigned to aid in
describing the material.

X2.3 The group symbol(s) and group names should be
placed in quotation marks or noted with some type of distin-
guishing symbol. See examples.

X2.4 Examples of how group names and symbols can be
incororated into a descriptive system for materials that are not
naturally occurring soils are as follows:

X2.4.1 Shale Chunks—Retrieved as 2 to 4-in. (50 to 100-
mm) pieces of shale from power auger hole, dry, brown, no
reaction with HCl. After slaking in water for 24 h, material
identified as “Sandy Lean Clay (CL)”; about 60 % fines with
medium plasticity, high dry strength, no dilatancy, and medium
toughness; about 35 % fine to medium, hard sand; about 5 %
gravel-size pieces of shale.

X2.4.2 Crushed Sandstone—Product of commercial crush-
ing operation; “Poorly Graded Sand with Silt (SP-SM)”; about
90 % fine to medium sand; about 10 % nonplastic fines; dry,
reddish-brown, strong reaction with HCl.

X2.4.3 Broken Shells—About 60 % gravel-size broken
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shells; about 30 % sand and sand-size shell pieces; about 10 %
fines; “Poorly Graded Gravel with Sand (GP).”

X2.4.4 Crushed Rock—Processed from gravel and cobbles
in Pit No. 7; “Poorly Graded Gravel (GP)”; about 90 % fine,

hard, angular gravel-size particles; about 10 % coarse, hard,
angular sand-size particles; dry, tan; no reaction with HCl.

X3. SUGGESTED PROCEDURE FOR USING A BORDERLINE SYMBOL FOR SOILS WITH TWO POSSIBLE
IDENTIFICATIONS.

X3.1 Since this practice is based on estimates of particle
size distribution and plasticity characteristics, it may be diffi-
cult to clearly identify the soil as belonging to one category. To
indicate that the soil may fall into one of two possible basic
groups, a borderline symbol may be used with the two symbols
separated by a slash. For example: SC/CL or CL/CH.

X3.1.1 A borderline symbol may be used when the percent-
age of fines is estimated to be between 45 and 55 %. One
symbol should be for a coarse-grained soil with fines and the
other for a fine-grained soil. For example: GM/ML or CL/SC.

X3.1.2 A borderline symbol may be used when the percent-
age of sand and the percentage of gravel are estimated to be
about the same. For example: GP/SP, SC/GC, GM/SM. It is
practically impossible to have a soil that would have a
borderline symbol of GW/SW.

X3.1.3 A borderline symbol may be used when the soil
could be either well graded or poorly graded. For example:
GW/GP, SW/SP.

X3.1.4 A borderline symbol may be used when the soil
could either be a silt or a clay. For example: CL/ML, CH/MH,
SC/SM.

X3.1.5 A borderline symbol may be used when a fine-
grained soil has properties that indicate that it is at the
boundary between a soil of low compressibility and a soil of
high compressibility. For example: CL/CH, MH/ML.

X3.2 The order of the borderline symbols should reflect
similarity to surrounding or adjacent soils. For example: soils
in a borrow area have been identified as CH. One sample is
considered to have a borderline symbol of CL and CH. To
show similarity, the borderline symbol should be CH/CL.

X3.3 The group name for a soil with a borderline symbol
should be the group name for the first symbol, except for:

CL/CH lean to fat clay
ML/CL clayey silt
CL/ML silty clay

X3.4 The use of a borderline symbol should not be used
indiscriminately. Every effort shall be made to first place the
soil into a single group.

X4. SUGGESTED PROCEDURES FOR ESTIMATING THE PERCENTAGES OF GRAVEL, SAND,
AND FINES IN A SOIL SAMPLE

X4.1 Jar Method—The relative percentage of coarse- and
fine-grained material may be estimated by thoroughly shaking
a mixture of soil and water in a test tube or jar, and then
allowing the mixture to settle. The coarse particles will fall to
the bottom and successively finer particles will be deposited
with increasing time; the sand sizes will fall out of suspension
in 20 to 30 s. The relative proportions can be estimated from
the relative volume of each size separate. This method should
be correlated to particle-size laboratory determinations.

X4.2 Visual Method—Mentally visualize the gravel size
particles placed in a sack (or other container) or sacks. Then,
do the same with the sand size particles and the fines. Then,
mentally compare the number of sacks to estimate the percent-
age of plus No. 4 sieve size and minus No. 4 sieve size present.

The percentages of sand and fines in the minus sieve size No.
4 material can then be estimated from the wash test (X4.3).

X4.3 Wash Test (for relative percentages of sand and
fines)—Select and moisten enough minus No. 4 sieve size
material to form a 1-in (25-mm) cube of soil. Cut the cube in
half, set one-half to the side, and place the other half in a small
dish. Wash and decant the fines out of the material in the dish
until the wash water is clear and then compare the two samples
and estimate the percentage of sand and fines. Remember that
the percentage is based on weight, not volume. However, the
volume comparison will provide a reasonable indication of
grain size percentages.

X4.3.1 While washing, it may be necessary to break down
lumps of fines with the finger to get the correct percentages.
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X5. ABBREVIATED SOIL CLASSIFICATION SYMBOLS

X5.1 In some cases, because of lack of space, an abbrevi-
ated system may be useful to indicate the soil classification
symbol and name. Examples of such cases would be graphical
logs, databases, tables, etc.

X5.2 This abbreviated system is not a substitute for the full
name and descriptive information but can be used in supple-
mentary presentations when the complete description is refer-
enced.

X5.3 The abbreviated system should consist of the soil
classification symbol based on this standard with appropriate
lower case letter prefixes and suffixes as:

Prefix: Suffix:

s = sandy s = with sand
g = gravelly g = with gravel

c = with cobbles
b = with boulders

X5.4 The soil classification symbol is to be enclosed in
parenthesis. Some examples would be:

Group Symbol and Full Name Abbreviated

CL, Sandy lean clay s(CL)
SP-SM, Poorly graded sand with silt and gravel (SP-SM)g
GP, poorly graded gravel with sand, cobbles, and
boulders

(GP)scb

ML, gravelly silt with sand and cobbles g(ML)sc

SUMMARY OF CHANGES

In accordance with Committee D18 policy, this section identifies the location of changes to this standard since
the last edition (1993e1) that may impact the use of this standard.

(1) Added Practice D 3740 to Section 2. (2) Added Note 5 under 5.7 and renumbered subsequent notes.

ASTM International takes no position respecting the validity of any patent rights asserted in connection with any item mentioned
in this standard. Users of this standard are expressly advised that determination of the validity of any such patent rights, and the risk
of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM International Headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should
make your views known to the ASTM Committee on Standards, at the address shown below.

This standard is copyrighted by ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959,
United States. Individual reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above
address or at 610-832-9585 (phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website
(www.astm.org).
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STANDARD OPERATING PROCEDURES SOP-5: 
 

SAMPLE LABELING 
 

Scope and Application 

This SOP describes the general Integral procedures for sample labeling.  The project‐
specific sampling and analysis plan (SAP) should be consulted to determine the exact 
sample identifiers and sample labels are required for a given project.  If they are not 
specified in the SAP, the designations listed below should be followed. 

Supplies and Equipment  

• Site logbook 

• Chain‐of‐custody form(s) 

• Sample labels. 

Procedures 

Environmental samples will be labeled using a unique designation system consisting of: 

• Sample identification number  

• Tag number 

• Sample location identification. 

The following describes each of the numbers. 

Sample ID Number 

The sample ID number is a unique number that is generally assigned six digits, 
including a two‐digit media code and a four‐digit number.  The media code may be site‐
specific, but the Integral default codes are as follows: 

• SS—Surface soil 

• BH—Subsurface soil or rock (typically from borehole) 

• GW—Groundwater 

• SW—Surface water 
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• PW—Pore water 

• BT—Biota or biological tissue 

The exact sample ID numbering scheme may vary from project to project.  Variances in 
the sample numbering scheme will be described in the field sampling plan for the field 
effort.  Each sample will be assigned a unique sample number.  Note that in cases where 
samples consist of multiple bottles from the same location, each bottle will be assigned 
the same sample number and time.  Replicates from the same location, however, will be 
assigned a different sample number and time, and the sample numbers of related field 
replicates will not necessarily have any shared content.  Each field split of a single 
sample will also have a different sample number and time.  The sample number is 
recorded on the sample label, the chain‐of‐custody form, and the field logbook.   

Sample Tag Number 

A different tag number is attached to each sample container.  If the amount of material 
(i.e., everything associated with a single sample number) is too large for a single 
container, each container will have the same sample number and a different sample tag.  
A sample will also be split between containers if a different preservation technique is 
used for each container (i.e., because different analyses will be conducted). 

The sample tag number is a unique five‐ or six‐digit number assigned to each sample 
label (or “tag”) for multiple bottles per sample.  Integral sample labels come with a pre‐
printed sample tag number.  The purpose of the tag number is to provide a unique 
tracking number to a specific sample bottle.  This allows for greater flexibility in tracking 
sample bottles and assists in field quality control when filling out documentation and 
shipping.  Sample tags are not used by many other consultants, and there may be 
resistance from such firms during teaming situations.  However, experience has shown 
that tags can be very valuable, both in the field and while processing data from field 
efforts. 

Sample tag numbers will be recorded on the sample label (typically pre‐printed), the 
chain‐of‐custody form, and the field logbook.  Tag numbers are used by laboratories 
only to confirm that they have received all of the containers that were filled and 
shipped.  Data are reported by sample number. 

Sample Location ID 

The sample location ID is a unique designation that identifies where the sample was 
collected.  For sediment samples, this number is frequently the station ID (e.g., WB‐10).  
The sample ID will also indicate if the sample is a field quality control sample (e.g., WB‐
10‐DUP).  The sample ID is recorded in the field logbook only and is not provided on the 
sample label or chain‐of‐custody form. 
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Sample Documentation 

The SAP, or an appendix to the SAP, presents examples of how sample labeling 
information should be documented in the field logbook or borehole log.  More or less 
information may be required on a site‐specific basis. 
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STANDARD OPERATING PROCEDURE SOP-6: 

SAMPLE PACKAGING AND SHIPPING 
 

Scope and Application 

Specific requirements for sample packaging and shipping must be followed to ensure the 
proper transfer and documentation of environmental samples collected during field 
operations.  Procedures for the careful and consistent transfer of samples from the field to 
the laboratory are outlined herein.  This SOP presents the method to be used when 
packing samples that will either be hand delivered or shipped by commercial carrier to 
the laboratory. 

Equipment and Supplies Required 

Specific equipment or supplies necessary to properly pack and ship environmental 
samples include the following: 

• Project‐specific sampling and analysis plan (SAP) 

• Project‐specific field logbook  

• Sealable airtight bags (assorted sizes) (e.g., Ziplocs®) 

• Wet ice in doubled, sealable bags; frozen Blue Ice®; or dry ice  

• Coolers 

• Bubble wrap 

• Fiber reinforced packing tape and duct tape 

• Clear plastic packing tape 

• Scissors or knife 

• Chain‐of‐custody (COC) forms 

• Chain‐of‐custody seals  

• Large plastic garbage bags (preferably 3 mil [0.003 inch] thick) 

• Paper towels 

• “Fragile,” “This End Up,” or “Handle With Care” labels 

• Mailing labels 

• Airbills for overnight shipment 
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Procedure 

The logistics for sample packaging and shipping should be specifically tailored to each 
study.  In some cases, samples may be transferred from the field to a local storage facility 
where they can be either frozen or refrigerated.  Depending on the logistics of the 
operation, field personnel may transport samples to the laboratory themselves or utilize a 
commercial courier or shipping service.  If a courier service is used, then Integral field 
personnel need to be aware of any potentially limiting factors to timely shipping (e.g., 
availability of overnight service and weekend deliveries to specific areas of the country, 
shipping regulations “restricted articles” [e.g., dry ice, formalin]) prior to shipping the 
samples. 

Sample Preparation 

The following steps should be followed to ensure the proper transfer of samples from the 
field to the laboratories: 

At the sample collection site: 

1. Appropriately document all samples using the proper logbooks or field forms 
(see SOP‐8), required sample container identification (i.e., sample labels with tag 
numbers), and chain‐of‐custody (COC) form.  Fill out the COC form as 
described in SOP‐7, and use the sample labeling techniques provided in SOP‐5. 

2. Make sure all applicable laboratory quality control sample designations have 
been made on the COC forms.  Samples that will be archived for future possible 
analysis should be clearly identified on the COC form and should be also be 
labeled as “Do Not Analyze:  Hold and archive for possible future analysis” as 
some laboratories interpret “archive” to mean continue holding the residual 
sample after analysis.  

3. Notify the laboratory contact and the Integral project quality assurance/quality 
control (QA/QC) coordinator that samples will be shipped and the estimated 
arrival time.  Send copies of all COC forms to Integral’s project QA/QC 
coordinator or project manager, as appropriate. 

4. Ensure that samples remain in the possession of the sampling personnel at all 
times.  Any temporary onsite sample storage areas will be locked and secured to 
maintain sample integrity and chain‐of‐custody requirements. 

5. Clean the outside of all dirty sample containers to remove any residual material 
that may lead to cross‐contamination.  
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6. Fill out the chain‐of‐custody form as described in SOP‐7, and retain the back 
(pink) copy of the form for the project records prior to sealing the cooler.  Check 
sample containers against the chain‐of‐custody form to ensure all of the samples 
that were collected are in the cooler. 

7. Store each sample container in an individual sealable plastic bag that allows the 
sample label to be read.  Volatile organic analyte (VOA) vials must be encased in 
a foam sleeve or in bubble wrap before being sealed in bags.   

8. If the samples have a required storage temperature, place a sufficient amount of 
ice in the sample cooler to maintain the temperature inside the cooler (e.g., 4°C) 
throughout the sampling day. 

At the sample processing area (immediately after sample collection): 

1. If the samples have a required storage temperature, then the samples should be 
cooled to and maintained at that temperature prior to shipping.  For example, a 
sufficient amount of ice must be present in each sample cooler to maintain the 
temperature inside the cooler at 4°C until processing begins to ship the samples 
to the testing laboratory. 

2. Be aware of holding time requirements for project‐specific analytes and arrange 
the sample shipping schedule accordingly. 

3. Place samples in secure storage (i.e., locked room or vehicle) or ensure they 
remain in the possession of Integral sampling personnel before shipment.  Lock 
and secure any sample storage areas to maintain sample integrity and chain‐of‐
custody requirements. 

4. Store samples in the dark (e.g., keep coolers shut). 

At the sample processing area (just prior to shipping):  

1. Check sample containers against the COC form to ensure all samples intended 
for shipment are accounted for. 

2. Choose the appropriate size cooler (or coolers) and make sure that the outside 
and inside of the cooler is clean of gross contamination.  If the cooler has a drain 
on the outside at the bottom of the cooler, the drain should be capped and 
thoroughly taped shut with duct tape. 

3. Ensure the cooler is lined with bubble wrap and a large plastic bag (preferably a 
bag with a thickness of 3 mil) is opened and placed inside the cooler.  
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4. Individually wrap each glass container (which at the sample collection site had 
already been placed in an individual sealable plastic bag) in bubble wrap using 
either tape or a rubber band to hold the bubble wrap in place. Place the 
wrapped samples into the large plastic bag in the cooler, leaving sufficient room 
for ice to keep the samples cold (i.e., 4°C).   

5. If temperature blanks have been provided by the testing laboratory, include one 
temperature blank in each sample cooler. 

6. If the samples have a required storage temperature, add enough wet ice or Blue 
Ice® to keep the samples refrigerated during overnight shipping (i.e., 4°C).  
Always over‐estimate the amount of ice that you think will be required.  Ice 
should be enclosed in a sealable plastic bag and then placed in a second sealable 
plastic bag to prevent leakage.  Avoid separating the samples from the ice with 
excess bubble wrap because it will insulate the containers from the ice.  After all 
samples and ice have been added to the cooler, use bubble wrap (or other 
available clean packing material) to fill any empty space to keep the samples 
from shifting during transport. 

7. If possible, consolidate all VOA samples in a single cooler and ship them with 
(a) trip blank(s) if the project‐specific quality assurance project plan calls for one. 

8. Sign, date, and include any tracking numbers provided by the shipper on the 
COC form.  Remove the back (pink) copy of the original COC form and retain 
this copy for the project records.   

9. Place the rest of the signed COC form in a sealable bag and tape the bag 
containing the form to the inside of the cooler lid.  Each cooler should contain an 
individual COC form for the samples contained in each respective cooler.  If 
time constraints impact sample shipping and it becomes necessary to combine 
all of the samples onto a single set of COC forms and the shipment contains 
multiple coolers, indicate on the outside of the respective cooler “Chain‐of‐
Custody Inside.” 

10. After the cooler is sufficiently packed to prevent shifting of the containers, close 
the lid and seal it shut with fiber‐reinforced packing tape.  The cooler should be 
taped shut around the opening between the lid and the bottom of the cooler and 
around the circumference of the cooler at both hinges. 

11. As security against unauthorized handling of the samples, apply two chain‐of‐
custody seals across the opening of the cooler lid (example provided in 
Attachment 2‐1).  One seal should be placed on the front right portion of the 
cooler and one seal should be placed on the back left portion of the cooler.  Be 
sure the seals are properly affixed to the cooler so they are not removed during 
shipment. Additional tape across the seal may be necessary if the outside of the 
cooler is wet. 
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Sample Shipping 

Hand-Delivery to the Testing Laboratory 

1. Notify the laboratory contact and the Integral project QA/QC coordinator that 
samples will be delivered to the laboratory and the estimated arrival time.   

2. All environmental samples that are hand‐delivered to the testing laboratory will 
be received by the laboratory on the same day that they were packed in the 
coolers.   

3. Fax or scan and email copies of all COC forms to the Integral project QA/QC 
coordinator.  Note:  Prior to faxing, it may be necessary to photocopy the COC 
form on a slightly darker setting so that the form is readable after it has been 
faxed.  Never leave the original COC form in the custody of non‐Integral staff. 

Shipped by Commercial Carrier to the Laboratory 

1. Use a mailing label and label the cooler with destination and return addresses, 
and add other appropriate stickers, such as “This End Up,” “Fragile,” and 
“Handle With Care.” If the shipment contains multiple coolers, indicate on the 
mailing label the number of coolers that the testing laboratory should expect to 
receive (e.g., 1 of 2; 2 of 2).  Place clear tape over the mailing label to firmly affix 
it to the outside of the cooler and to protect it from the weather.  This is a 
secondary label in case the airbill is lost during shipment. 

2. Fill out the airbill as required and fasten it to handle tags provided by the 
shipper (or the top of the cooler if handle tags are not available).   

3. If samples need to be frozen (‐20°C) during shipping, then dry ice will need to 
be placed in the sample cooler.  Be aware of any additional shipping, handling, 
and special labeling requirements that may be required by the shipper for these 
samples.  

4. Benthic infauna samples will need to be preserved with formalin in the field 
prior to shipping.  Be aware of any additional shipping, handling, and special 
labeling requirements that may be required by the shipper for these samples. 

5. Notify the laboratory contact and the Integral project QA/QC coordinator that 
samples will be shipped and the estimated arrival date and time.  All 
environmental samples that are shipped at 4°C or ‐20°C will be shipped 
overnight for next morning delivery.  Fax or scan and email copies of all COC 
forms to the Integral project QA/QC coordinator.  Note:  Prior to faxing, it may 
be necessary to photocopy the COC form on a slightly darker setting so that the 
form is readable after it has been faxed.  Never leave the original COC form in 
the custody of non‐Integral staff. 
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STANDARD OPERATING PROCEDURE SOP-7: 

SAMPLE CUSTODY 
 

Scope and Application 

This SOP describes Integral procedures for custody management of environmental 
samples. 

A stringent, established program of sample chain‐of‐custody will be followed during 
sample storage and shipping activities to account for each sample. The procedure 
outlined herein will be used with SOP‐6, which covers sample packaging and shipping; 
SOP‐8, which covers the use of field logbooks and other types of field documentation; and 
SOP‐5, which covers sample labeling.  Chain‐of‐custody (COC) forms ensure that samples 
are traceable from the time of collection through processing and analysis until final 
disposition. A sample is considered to be in a person’s custody if any of the following 
criteria are met: 

1. The sample is in the person’s possession 

2. The sample is in the person’s view after being in possession 

3. The sample is in the person’s possession and is being transferred to a designated 
secure area 

4. The sample has been locked up to prevent tampering after it was in the person’s 
possession. 

At no time is it acceptable for samples to be outside of Integral personnel’s custody unless 
the samples have been transferred to a secure area (i.e., locked up). If the samples cannot 
be placed in a secure area, then an Integral field team member must physically remain 
with the samples (e.g., at lunch time one team member must remain with the samples). 

Chain-of-Custody Forms 

The COC form is the critical because it documents sample possession from the time of 
collection through the final disposition of the sample.  The form also provides information 
to the laboratory regarding what analyses are to be performed on the samples that are 
shipped. 

The COC form will be completed after each field collection activity and before the 
samples are shipped to the laboratory.  Sampling personnel are responsible for the care 
and custody of the samples until they are shipped. When transferring possession of the 
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samples, the individuals relinquishing and receiving the samples must sign the COC 
form(s), indicating the time and date that the transfer occurs.  

The COC forms each consist of 3‐part carbon‐less paper with white, yellow, and pink 
copies.  The pink copy is kept by the sampling team leader.  The white sheet and the 
yellow sheet will be placed into a plastic sealable bag and secured to the inside top of each 
transfer container (e.g., cooler). The pink sheet will be retained by the field staff for filing 
at the Integral Project Manager’s location.  Each COC form has a unique 4‐digit number.  
This number and the samples on the form shall be recorded in the field logbook.  Integral 
also uses computer‐generated COC forms. If computer‐generated forms are used, then the 
forms must be printed in triplicate and all three sheets signed so that two sheets can 
accompany the shipment to the laboratory and one sheet can be retained on file at the 
Integral Project Manager’s location.  Alternatively, if sufficient lead time is available, the 
computer‐generated forms will be printed on 3‐part carbon‐less paper. 

The project‐assigned sample number and the unique tag number at the bottom of each 
sample label will be recorded on the COC form. The COC form will also identify the 
sample collection date and time, the type of sample, the project, and the sampling 
personnel. In addition, the COC form provides information on the preservative or other 
sample pretreatment applied in the field and the analyses to be conducted by referencing 
a list of specific analyses or the statement of work for the laboratory. The COC form will 
be sent to the laboratory along with the sample(s).  

Procedures 

The following guidelines will be followed to ensure the integrity of the samples: 

1. Each COC form must be appropriately signed and dated by the sampling 
personnel.  The person who relinquishes custody of the samples must also sign 
this form. 

2. At the end of each sampling day and prior to shipping or storage, chain‐of‐
custody entries will be made for all samples. Information on the labels and tags 
will be checked against field logbook entries. 

3. The COC form should not be signed until the information has been checked for 
inaccuracies by the sampling team leader. All changes should be made by 
drawing a single line through the incorrect entry and initialing and dating it. 
Revised entries should be made in the space below the entries. Any blank lines 
remaining on the COC form after corrections are made should be marked out 
with single lines that are initialed and dated. This procedure will preclude any 
unauthorized additions. 
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4. At the bottom of each COC form is a space for the signatures of the persons 
relinquishing and receiving the samples and the time and date that the transfer 
occurred. The time that the samples were relinquished should match exactly the 
time they were received by another party. Under no circumstances should there 
be any time when custody of the samples is undocumented. 

5. If samples are sent by a commercial carrier not affiliated with the laboratory, 
such as Federal Express (FedEx) or United Parcel Service (UPS), the name of the 
carrier should be recorded on the COC form.  Any tracking numbers supplied 
by the carrier should be also entered on the COC form. The time of transfer 
should be as close to the actual drop‐off time as possible. After the COC forms 
are signed and the “pink” copy has been removed, they should be sealed inside 
the transfer container. 

6. If errors are found after the shipment has left the custody of sampling personnel, 
a corrected version of the forms must be made and sent to all relevant parties.  
Minor errors can be rectified by making the change on a copy of the original 
with a brief explanation and signature. Errors in the signature block may require 
a letter of explanation. 

7. Samples that are archived internally at Integral must be accompanied by a COC 
form and an Archive Record form. 

8. Upon completion of the field sampling event, the sampling team leader will be 
responsible for submitting all COC forms to be copied. A discussion of copy 
distribution is provided in SOP‐AP2. 

Custody Seal 

As security against unauthorized handling of the samples during shipping, two custody 
seals will be affixed to each sample cooler. The custody seals will be placed across the 
opening of the cooler (front right and back left) prior to shipping. Be sure the seals are 
properly affixed to the cooler so they cannot be removed during shipping. Additional 
tape across the seal and around the cooler may be prudent. 

Shipping Air Bills 

When samples are shipped from the field to the testing laboratory via a commercial 
carrier (e.g., Federal Express, UPS), an air bill or receipt is provided by the shipper. The 
air bill number (or tracking number) should be noted on the applicable COC forms or 
alternatively the applicable COC form number should be noted on the air bill to enable 
the tracking of samples if a cooler becomes lost. 
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Acknowledgement of Sample Receipt Forms 

In most cases, when samples are sent to a testing laboratory, an Acknowledgment of 
Sample Receipt form is faxed to the project QA/QC coordinator the day the samples are 
received by the laboratory. It is the responsibility of the person receiving this form to 
review the form and make sure that all the samples that were sent to the laboratory were 
received by the laboratory and that the correct analyses were requested. If an error is 
found, the laboratory must be called immediately. Decisions made during the telephone 
conversation should be documented in writing on the Acknowledgment of Sample 
Receipt Form. In addition, corrections should be made to the COC form and the corrected 
version of the COC form should be faxed to the laboratory. 

Archive Record Forms 

On rare occasions, samples are archived at an Integral office. If samples are to be archived 
at Integral, it is the responsibility of the project manager to complete an Archive Record 
form.  This form is to be accompanied by a copy of the COC form for the samples, and 
will be placed in a locked file cabinet.  The original COC form will remain with the 
samples in a sealed Ziploc bag. 
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STANDARD OPERATING PROCEDURE SOP-8: 

FIELD DOCUMENATION 
 

Scope and Application 

The integrity of each sample from the time of collection to the point of data reporting 
must be maintained throughout the study. Proper record keeping will be implemented in 
the field to allow samples to be traced from collection to final disposition.  

All information relevant to field operations must be properly documented to ensure that 
activities are accounted for and can be reconstructed from written records to the extent 
that someone not present at the site can reconstruct the activity without relying on the 
memory of the field crew.  Several types of field documents will be used for this purpose 
and should be consistently used by field personnel.  Field documentation should include 
only a factual description of site‐related activities and observations made.  Field personnel 
should not include superfluous comments or speculation regarding the field activities or 
observations made.  

Field Logbooks 

During field sampling events, field logbooks are used to record all daily field activities. 
The purpose of the field logbook is to document events that occur and record data 
measured in the field to the extent that someone not present at the site can reconstruct the 
activity without relying on the memory of the field crew. 

The field logbook is issued by the Project Manager (or designee) to the appropriate site 
personnel for the direction of onsite activities (e.g., Reconnaissance Survey Team Leader, 
Sampling Team Leader).  It is the responsibility of this person (or designee) to keep the 
site logbook current while in his or her possession, and return it to the Project Manager or 
turn it over to another field team.   

A separate bound, waterproof field logbook with consecutively numbered pages will be 
completed using indelible ink for each sampling event. All daily field activities will be 
documented in indelible ink in this logbook and no erasures will be made. All corrections 
should consist of a single line‐out deletion, followed by the author’s initials and the date. 
The author will initial and date each page of the field logbook. The author will sign and 
date the last page at the end of each day, and a line will be drawn through the remainder 
of the page. 
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The project name, dates of the field work, site name and location (city and state), and 
Integral contract number should be written on the cover of the field logbook. If more than 
one logbook is used during a single sampling event, then the upper right hand corner of 
the logbook will be annotated (e.g., Volume 1 of 2, 2 of 2) to indicate the number of 
logbooks used during the field event. Field logbooks will be stored in a secure manner 
when not in use in the field. At a minimum, the sampler will record the following 
information in the field logbook: 

• Project name, project location, and contract number 

• Purpose and description of the field task 

• Project start date and end date 

• Date and time of entry (24‐hour clock) 

• Time and duration of daily sampling activities 

• Weather conditions at the beginning of the field work and any changes that occur 
throughout the day, including the approximate time of the change (e.g., wind 
speed and direction, rain, thunder, wave action, current, tide, vessel traffic, 
temperature of both the air and water, thickness of ice if present) 

• Name and affiliation of person making entries and other field personnel and their 
duties, including the times that they are present 

• The location and description of the work area, including sketches, map references, 
and photograph log, if appropriate 

• Level of personal protection being used 

• Onsite visitors (names and affiliations), if any, including the times that they are 
present 

• The name, agency, and telephone number of any field contacts 

• Notation of the coordinate system used to determine the station location 
information 

• The sample identifier and analysis code for each sample to be submitted for 
laboratory analysis, if not included on separate field data sheets 

• All field measurements made (or reference to specific field data sheets used for 
this purpose), including the time that the measurement was collected and the date 
of calibration, if appropriate 

• The sampling location name, date, gear, water depth (if applicable), and sampling 
location coordinates, if not included on separate field data sheets 

• The type of vessel used (e.g., size, power, type of engine) (for aquatic sampling 
only) 
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• Specific information on each type of sampling activity 

• The sample type (e.g., groundwater, soil, surface sediment), sample number, 
sample tag number, and preservatives used (if any), if not included on separate 
field data sheets 

• Sample storage methods 

• Cross‐references of numbers for duplicate samples 

• A description of the sample [source and appearance, such as soil or sediment type, 
color, texture, consistency, presence of biota or debris, presence of oily sheen, 
changes in sample characteristics with depth, presence/location/thickness of the 
redox potential discontinuity (RPD) layer, and odor] and penetration depth, if not 
included on separate field data sheets 

• Estimate of length and appearance of recovered cores, if not included on separate 
field data sheets 

• Photographs (uniquely identified) taken at the sampling location, if any 

• Details of the work performed 

• Variations, if any, from the project‐specific sampling and analysis plan (SAP) or 
standard operating protocols and reasons for deviation 

• Details pertaining to unusual events which might have occurred during sample 
collection (e.g., possible sources of sample contamination, equipment failure, 
unusual appearance of sample integrity, control of vertical descent of the sampling 
equipment) 

• References to other logbooks or field forms used to record information (e.g., field 
data sheets, health and safety log) 

• Any field results not appearing the field data sheets (if used), including station 
identification and location, date, and time of measurement 

• Sample shipment information (e.g., shipping manifests, COC form numbers, 
carrier, air bill numbers, time addresses) 

• A record of quantity of investigation derived wastes (if any) and storage and 
handling procedures. 

During the field day, as listed above, a summary of all site activities should be recorded in 
the logbook.  The information need not duplicate anything recorded in other field 
logbooks or field forms (e.g., Site Health and Safety Officer’s logbook, calibration logbook, 
field data sheets), but should summarize the contents of the other logbooks and refer to 
the page locations in these logbooks for detailed information. 
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If measurements are made at any location, the measurements and equipment used must 
either be recorded in the field logbook or reference must be made to the logbook and page 
number(s) on which they are recorded.  All maintenance and calibration records for 
equipment should be traceable through field records to the person using the instrument 
and to the specific piece of instrumentation itself. 

Upon completion of the field sampling event, the sampling team leader will be 
responsible for submitting all field logbooks to be copied. A discussion of copy 
distribution is provided below. 

Field Data Forms 

Occasionally, additional field data forms are generated during a field sampling event 
(e.g., groundwater monitoring form, sediment core profile form, water quality 
measurement form) to record the relevant sample information collected during a 
sampling event. For instructions regarding the proper identification of field data forms, 
sampling personnel should consult the project‐specific SAP. 

Upon completion of the field sampling event, the sampling team leader will be 
responsible for submitting all field data forms to be copied. A discussion of copy 
distribution is provided below. 

Photographs 

In certain instances, photographs (print or digital) of sampling stations may be taken 
using a camera‐lens system with a perspective similar to the naked eye. Photographs 
should include a measured scale in the picture, when practical. Photographs may also be 
taken of sample characteristics and routine sampling activities. Telephoto or wide‐angle 
shots will not be used because they cannot be used in enforcement proceedings. The 
following items should be recorded in the field logbook for each photograph taken: 

1. The photographer’s name or initials, the date, the time of the photograph, and 
the general direction faced (orientation) 

2. A brief description of the subject and the field work portrayed in the picture 

3. For print photographs, the sequential number of the photograph and the roll 
number on which it is contained 

4. For digital photographs, the sequential number of the photograph, the file name, 
the file location, and back‐up disk number (if applicable). 

Upon completion of the field sampling event, the sampling team leader will be 
responsible for submitting all photographic materials to be developed (prints) or to be 
copied (disks), as appropriate. The prints or disks (as appropriate) and associated 
negatives will be placed in the project files (at the Integral Project Manager’s office). Photo 
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logs and any supporting documentation from the field logbooks will be photocopied and 
placed in the project files with the prints or disks. 

Equipment Calibration Records 

Equipment calibration records, including instrument type and serial number, calibration 
supplies used, calibration methods and calibration results, date, time, and personnel 
performing the calibration, should be recorded in the field logbook.  At a minimum, 
equipment used during the investigation should be calibrated daily in accordance with 
the manufacturers’ recommendations. 

Distribution of Copies 

Two copies of all field logbooks and additional field data forms will be made at Integral. 
The first copy will be stamped with a “COPY” stamp. This copy will be placed in the 
project file and will be available for general staff use. The second copy will be stamped 
with a “FILE” stamp. This copy will be placed in the data management file with the 
laboratory data packages and will be used by the data management and quality assurance 
staff only. The original field logbooks and forms will be placed in a locked file cabinet.  

Set-up of Locking File Cabinet 

Each project will have its own file folder in a locking file cabinet. The folder label will 
include the project name and contract number. As many as six kinds of files will be 
included in this folder for each project: 

• Field logbook(s) 

• Additional field data forms 

• Photographs 

• COC forms 

• Acknowledgment of Sample Receipt forms 

• Archive Record form (to be completed only if samples are archived at an Integral 
field storage facility or Integral laboratory). 
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STANDARD OPERATING PROCEDURE SOP-9: 

EQUIPMENT DECONTAMINATION 
 

Scope and Application 

To prevent potential cross contamination of samples, all reusable sediment sampling and 
processing equipment will be decontaminated before each use. At the sample collection 
site, a decontamination area will be established in a clean location, upwind of actual 
sampling locations, if possible. This is where all sediment sampling and processing 
equipment will be cleaned. Decontaminated equipment will be stored away from areas 
that may cause recontamination.  When handling decontamination chemicals, field 
personnel will follow all relevant procedures and will wear protective clothing as 
stipulated in the site‐specific health and safety plan. 

This SOP describes procedures for decontamination of sampling equipment, drilling 
equipment, and other tools that could come in contact with contaminated media (Ecology 
2003, PSEP 1997).    

Supplies and Equipment  

• Plastic sheeting 

• Steam cleaner and collection basin (if required) 

• 55‐gallon, DOT‐approved drums (if required) 

• Non‐phosphate detergent (e.g., Alconox® or Liquinox®) 

• Acid rinses (inorganic constituents), either reagent‐grade diluted nitric or 
hydrochloric acid (if required) 

• Solvent rinses (organic constituents), either pesticide‐grade methanol, hexane, 
isopropanol or acetone (if required) 

• Polyethylene or polypropylene tub (to collect solvent rinsate) 

• Deionized or distilled water rinse available from retail stores.  Note that distilled 
water generally contains low levels of organic contaminants and can not be used 
for field blanks (must receive reagent‐grade from laboratory). 

• Tap water rinse from local tap water.   

• 5‐gallon buckets, or other appropriate containers 

• Scrub brushes 
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• TeflonTM squirt bottles 

• Gloves (e.g., nitrile or polyethylene) 

• Personal protective clothing (as specified in the site‐specific health and safety plan) 

Procedures 

Drill Rig or Test Pit Sampling Equipment Decontamination Procedures 

1. Decontaminate sampling equipment before use, between samples and stations, 
and upon completion of sampling operations.  

2. Equipment used during drilling/test pit operations should be decontaminated in 
the Exclusion Zone prior to transport to the Support Zone (refer to site‐specific 
HASP).   

3. If the steam‐cleaning location is in an area outside of the Exclusion Zone, 
remove loose sediment on the drill rig, augers, drill pipe, and rods, and other 
large equipment at the drill site, then move the equipment directly to the steam‐
cleaning decontamination area for more thorough cleaning. 

4. To decontaminate a drill rig or backhoe, pressure wash with a steam cleaner 
using potable water rinse upon mobilization, between drilling locations, and 
upon demobilization.  Cleaning water can generally be allowed to drain directly 
on the ground near the station (refer to the field sampling plan [FSP]). 

5. To decontaminate auger, drill rods, and other downhole tools, pressure wash 
with a steam cleaner and potable water rinse upon mobilization, between 
drilling locations, and upon demobilization.  All decontamination fluids are to 
be containerized for proper disposal. 

6. To decontaminate split‐spoon and hand‐auger samplers, wash with laboratory‐
grade detergent/water solution, rinse with tap water and a final distilled water 
rinse.  If the samplers were exposed to visibly contaminated sediments (e.g., 
creosote, diesel, etc), dry the sampler off with clean paper towels and carefully 
rinse the equipment with hexane from a squirt bottle, letting the excess solvent 
drain into a waste container (which may need to be equipped with a funnel).  A 
hexane rinse should be followed by another distilled water rinse.  To the extent 
possible, allow to air dry prior to sampling.  If the split‐spoon is not used 
immediately, wrap it in aluminum foil.  All decontamination fluids are to be 
containerized for proper disposal. 
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Decontamination of Sampling Implements and Processing Materials 

1. Decontaminate sampling implements (e.g., spoons and knives) and other 
processing materials such as mixing bowls and pans before use, between 
samples, and upon completion of sampling operations. 

2. To decontaminate sampling spoons, mixing bowls, and other hand‐held tools, 
wash with a scrub brush using a laboratory‐grade detergent/water solution 
(Liquinox® or Alconox® solution), rinse with tap water, followed by distilled 
water or ASTM Type II reagent‐grade water.  As described above, if the 
sediment is visibly contaminated, a hexane rinse may be necessary.  This is 
followed by another distilled water rinse.  To the extent possible, allow to air 
dry.  Once decontaminated, this equipment will be wrapped in aluminum foil to 
prevent contamination by airborne contaminants during transportation to the 
sampling site.  Containerize all decontamination fluids for proper disposal. 

3. To decontaminate sampling spoons used to collect volatile organics, wash the 
spoon with a scrub brush using a laboratory‐grade detergent/water solution, 
and rinse with distilled water.  Wrap the spoon in aluminum foil.  The solvent 
rinse is eliminated in order to avoid interference with the analysis.  Containerize 
all decontamination fluids for proper disposal. 

4. If necessary, to decontaminate wash buckets, pressure wash with a steam 
cleaner using a laboratory‐grade detergent/water solution and potable water 
rinse upon mobilization, between station locations, upon demobilization, or as 
needed during sampling operations. 

After decontaminating all of the sampling equipment, the disposable gloves and used foil 
will be placed in garbage bags and disposed of in an appropriate solid waste landfill. 

References 

Ecology.  2003.  Sediment sampling and analysis plan appendix.  Guidance on the 
development of sediment sampling and analysis plans meeting the requirements of the 
sediment management standards (Chapter 173‐204 WAC).  Washington State Department 
of Ecology, Olympia, WA. 
 
PSEP.  1997.  Puget Sound Estuary Program: recommended guidelines for sampling 
marine sediment, water columns, and tissue in Puget Sound.  Final report.  Prepared for 
the Puget Sound Estuary Program, U.S. Environmental Protection Agency, Region 10, 
Office of Puget Sound, Seattle, WA, and Puget Sound Water Quality Authority, Olympia, 
WA. 
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STANDARD OPERATING PROCEDURE SOP-10: 

PREPARATION OF FIELD QUALITY CONTROL SAMPLES 
FOR SEDIMENTS 

 

Scope and Application 

This SOP describes the purpose, preparation, and collection frequency of field duplicate 
samples, field replicate samples, matrix spike/matrix spike duplicates, equipment rinsate 
blanks, bottle blanks, trip blanks, temperature blanks, environmental blanks, and 
reference  materials (i.e., a standard reference material, a certified reference material, or 
other reference material; for the purposes of this document the acronym SRM will be used 
for all types of reference materials) for sediment samples. Not all of the field quality 
control (QC) samples discussed in this SOP may be required for a given project. The 
specific field quality control samples will be identified in the project‐specific field 
sampling and analysis plan (FSP) and quality assurance project plan (QAPP). For most 
projects, Integral’s recommended field QC samples are: an equipment rinsate blank, a 
field duplicate, and trip blanks if volatile organic compounds (VOCs) are to be analyzed. 
Definitions of all potential QC samples are described below. 

As part of the quality assurance/quality control (QA/QC) program, all field QC samples 
will be sent to the laboratories blind. To accomplish this, field QC samples will be 
prepared and labeled in the same manner as regular samples, with each QC sample being 
assigned a unique sample number that is consistent with the numbering for regular 
samples. All of the containers with preservatives that are required to complete the field 
QC sample for the applicable analyte list shall be labeled with the same sample number. 
The sample ID for field quality control samples should allow data management and data 
validation staff to identify them as such and should only be recorded in the field logbook. 
Under no circumstances should the laboratory be allowed to use reference materials, 
rinsate blanks, or trip blanks for laboratory QC analysis (i.e., duplicates, matrix spike, and 
matrix spike duplicates). To prevent this from happening, regular samples should be 
selected and marked on the chain‐of‐custody/sampling analysis request (COC/SAR) form 
or the laboratory should be instructed to contact the project QA/QC coordinator to select 
appropriate samples for each sample group. 

Field quality control samples will be prepared at least once per sampling event, and 
certain types will be prepared more often at predetermined frequencies. If the number of 
samples taken does not equal an integer multiple of the intervals specified in this SOP, the 
number of field quality control samples is specified by the next higher multiple. For 
example, if a frequency of 1 quality control sample per 20 is indicated and 28 samples are 
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collected, 2 quality control samples will be prepared. The text below describes the 
preparation and frequency of field quality control samples required for sediment 
sampling activities, and shall be followed, unless different frequency requirements are 
listed in the FSP and QAPP. 

The following table lists the quality control sample types and suggested frequencies for 
sediment sampling programs. Because sediment quality control sampling may require 
assessment of site cross‐contamination, additional blanks may be required. A detailed 
explanation of each quality control sample type with the required preparation follows. 

Table 1.  Field Quality Control Sample Requirements 

Quality Control 
Sample Name Abbreviation Location Preparation Method Frequencya 

Duplicate  DUP Sampling site Additional natural sample One per 20 samples. 
May not be applicable 
if REP is being 
collected.  

Replicate  REP Sampling site Additional natural sample One replicate per 20 
samples. May not be 
applicable if DUP is 
being collected.  

Matrix spike/matrix  
spike duplicate 

MS/MSD Sampling site Additional sample bottles 
filled for laboratory 
quality control 
requirements  

One per 20 samples.  

Equipment rinsate  
blank 

ER Sampling site Deionized water 
collected after pouring 
through and over 
decontaminated 
equipment 

Minimum of one per 
sampling event per 
type of sampling 
equipment used and 
then 1:20 thereafter. 

Bottle blank  BB Field Unopened bottle  One per sample 
episode or one per 
bottle type.  

Trip blank  TB Laboratory Deionized water with 
preservative 

One pair per each 
VPC sample cooler 
shipment 

Temperature blank  TMB Laboratory Deionized water  One per sample 
cooler.  

Environmental 
blank 

EB Field Bottle filled at sample 
site with DI water  

One per 20 samples.  

Standard 
reference material 

SRM Field 
laboratory or 
Sampling site 

SRM ampules or other 
containers for each 
analyte group 

One set per 50 
samples or one per 
episode. 

a Frequencies provided here are general recommendations; specific frequencies should be provided in the 
project-specific FSP or QAPP.  
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Field Duplicate Samples 

Field duplicate (or split) samples are collected to assess the homogeneity of the samples 
collected in the field and the precision of the sampling process. Field duplicates will be 
prepared by collecting two aliquots for the sample and submitting them for analysis as 
separate samples. Field duplicates will be collected at a minimum frequency of 1 per 20 
samples or once per sampling event, whichever is more frequent. The actual number of 
field duplicate samples collected during a sampling event will be determined on a case‐
by‐case basis by the project QA/QC coordinator (consult the project‐specific FSP and 
QAPP, as the requirements on frequency of field duplicate collection may vary by EPA 
region or state). 

Field Replicate Samples 

Field replicate samples are co‐located samples collected in an identical manner over a 
minimum period of time to provide a measure of the field and laboratory variance, 
including variance resulting from sample heterogeneity. Field replicates will be prepared 
by collecting two completely separate samples from the same station and submitting them 
for analysis as separate samples. Field replicates will be collected at a minimum frequency 
of 1 per 20 samples or once per sampling event, whichever is more frequent. If field 
duplicate samples are collected, then it is unlikely that field replicate samples will also be 
collected during a sampling event. The actual number of field replicate samples collected 
during a sampling event will be determined on a case‐by‐case basis by the project QA/QC 
coordinator (consult the project‐specific FSP and QAPP, as the requirements on frequency 
of field duplicate collection may vary by EPA region or state). 

Matrix Spike/Matrix Spike Duplicates 

The matrix spike/matrix spike duplicate (MS/MSD) analyses provide information about 
the effect of the sample matrix on the design and measurement methodology used by the 
laboratory. To account for the additional volume needed by the laboratory to perform the 
analyses, extra sample volumes may be required to be collected from designated sediment 
stations. MS/MSDs may be collected at a minimum frequency of 1 per 20 samples or once 
per sampling event, whichever is more frequent. The actual number of extra bottles 
collected during a sampling event will be determined on a case‐by‐case basis by the 
project QA/QC coordinator (consult the project‐specific FSP and QAPP, as the 
requirements may vary by analyte group). 

Equipment Rinsate Blanks 

Equipment rinsate blanks will be used to help identify possible contamination from the 
sampling environment and/or from decontaminated sampling equipment. Equipment 
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rinsate blanks will be prepared by pouring laboratory distilled/deionized water through, 
over, and into the decontaminated sample collection equipment, then transferring the 
water to the appropriate sample containers and adding any necessary preservatives. 
Equipment rinsate blanks will be prepared for all inorganic, organic, and conventional 
analytes at least once per sampling event per the type of sampling equipment used. The 
actual number of equipment rinsate blanks prepared during an event will be determined 
on a case‐by‐case basis by the project QA/QC coordinator (consult the project‐specific FSP 
and QAPP, as the requirements on frequency of equipment rinsate blank collection may 
vary by EPA region or state). 

Bottle Blanks 

The bottle blank is an unopened sample bottle. Bottle blanks are submitted along with 
sediment samples to ensure that contaminants are not originating from the bottles 
themselves because of improper preparation, handling, or cleaning techniques. If 
required, one bottle blank per lot of prepared bottles will be submitted for analysis. If 
more than one type of bottle will be used in the sampling (e.g., HDPE or glass), then a 
bottle blank should be submitted for each type of bottle and preservative. The actual 
number of bottle blanks analyzed during a project will be determined on a case‐by‐case 
basis by the project QA/QC coordinator (consult the project‐specific FSP and QAPP as the 
requirements on frequency of bottle blank analysis may vary by EPA region or state). 

To prepare a bottle blank in the field, set aside one unopened sample bottle from each 
bottle lot sent from the testing laboratory. Label the bottle as “Bottle Blank” on the sample 
label (and in the “Remarks” column on the COC/SAR form), and send the empty bottle to 
the laboratory with the field samples. 

Trip Blanks 

Trip blanks will be used to help identify whether contaminants may have been introduced 
during the shipment of the sediment samples from the field to the laboratory for VOC 
analyses only. Trip blanks are prepared at the testing laboratory by pouring 
distilled/deionized water into two 40‐mL VOC vials and tightly closing the lids. Each vial 
will be inverted and tapped lightly to ensure no air bubbles exist. 

The trip blanks will be transported unopened to and from the field in the cooler with the 
VOC samples. A trip blank shall be labeled and placed inside the cooler that contains 
newly collected VOC samples and it shall remain in the cooler at all times. A trip blank 
must accompany samples at all times in the field. One trip blank (consisting of a pair of 
VOC vials) will be sent with each cooler of samples shipped to the testing laboratory for 
VOC analysis. 
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Temperature Blanks 

Temperature blanks will be used by the laboratory to verify the temperature of the 
samples upon receipt at the testing laboratory. Temperature blanks will be prepared at 
the testing laboratory by pouring distilled/deionized water into a vial and tightly closing 
the lid. The blanks will be transported unopened to and from the field in the cooler with 
the sample containers. A temperature blank shall be included with each sample cooler 
shipped to the testing laboratory. 

Field Blanks 

The field blank is prepared in the field to evaluate potential background concentrations 
present in the air and in the distilled/deionized water used for the final decontamination 
rinse. If unpreserved bottles are to be used, then the appropriate preservative (i.e., for 
metals samples use a 10‐percent nitric acid solution to bring sample pH to 2 or less) must 
be added, as may be required. Field blanks should be collected at a minimum frequency 
of 1 in 20 samples. The actual number of field blanks analyzed during a project will be 
determined on a case‐by‐case basis by the project QA/QC coordinator (consult the project‐
specific FSP and QAPP, as the requirements on frequency of field blank analysis may vary 
by EPA region or state). 

To prepare a field blank in the field, open the laboratory‐prepared sample bottle while at 
a sample collection site, fill the sample bottle with distilled/deionized water and then seal. 
Assign the field blank a unique sample number, label the bottle, and then send the bottle 
to the laboratory with the field samples. 

Reference Materials 

Reference materials (i.e., a standard reference material, a certified reference material, or 
other reference material; for the purposes of this document the acronym SRM will be used 
for all types of reference materials) are samples containing known analytes at known 
concentrations that have been prepared by and obtained from EPA‐approved sources. 
The SRMs have undergone multilaboratory analyses using a standard method which 
provides certified concentrations. When available for a specific analyte, SRM samples 
provide a measure of analytical performance and/or analytical method bias (i.e., accuracy) 
of the laboratory. Several SRMs may be required to cover all analytical parameters. For all 
analytes where available, one SRM will be analyzed at a frequency of one per 50 samples. 
The actual number of SRMs analyzed during a project will be determined on a case‐by‐
case basis by the project QA/QC coordinator (consult the project‐specific FSP and QAPP, 
as the requirements on frequency of SRM analysis may vary by EPA region or state). 
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STANDARD OPERATING PROCEDURE SOP-11: 

INVESTIGATION-DERIVED WASTE HANDLING 
 

Scope and Application 

This SOP presents the method to be used when handling investigation‐derived wastes 
during field sampling activities. 

Supplies and Equipment  

• 55‐gallon drums 

• Paint markers 

• Tools (to open and close drum) 

• Drum labels. 

Procedures 

1. Containerize solid wastes by placing them in properly labeled, Department of 
Transportation (DOT)‐approved, 55‐gallon drums or other approved containers. 
Do not combine solid residues known to be from a contaminated area with other 
residues.  

2. Label drums as “NON‐CLASSIFIED WASTE MATERIAL: LABORATORY 
ANALYSIS IN PROGRESS”.  Include on the labels a drum number, the type of 
material, site address, accumulation date, and generator name and phone 
number. 

3. Properly close, seal, and stage all filled or partially filled drums before 
demobilization. 

4. Profile the drums based on the analytical results from corresponding borehole 
samples, or waste characterization samples collected from the drums. Once the 
drums are profiled, dispose of them in accordance with applicable regulations.  

5. Maintain a drum inventory in the field logbook.  
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6. Sampling activities will generate personal protective equipment and 
miscellaneous debris that need to be disposed of.  Remove gross contamination 
from these items, and place the items in plastic bags.  Interim storage of these 
materials in plastic bags is acceptable.  Dispose of the bags at an appropriate 
solid waste facility dumpster at the end of each day. 
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STANDARD OPERATING PROCEDURE SOP-12: 

HYDROCARBON FIELD SCREENING FOR SOIL AND 
SEDIMENT 

 

Scope and Application 

This SOP presents the qualitative field screening methods for hydrocarbons in soil.   

Equipment/Reagents Required 

• Clean, stainless‐steel or plastic pan 

• Camera (if necessary) 

• Ziploc® bags 

• Photo‐ionization detector (PID) 

Procedures 

Headspace Field Screening 

1. Calibrate PID in accordance with the manufacturer’s specifications. 

2. Label Ziploc® bag with the sample number. 

3. Place representative soil sample in Ziploc® bag until bag is approximately one‐
quarter full (if sample recovery is sufficient).  Seal Ziploc® bag and homogenize 
sample. 

4. Allow bag to sit at ambient temperature for approximately 10 minutes.  Place 
PID wand into bag, being careful not to contact soil with PID probe.  Also be 
careful not to let any ambient air in the bag as this may cause dilution. 

5. Gently shake Ziploc® bag and record highest sustained reading in the field 
logbook or borehole log. 

Visual Screening 

Visual screening consists of inspecting the soil or sediment for the presence of stains 
indicative of residual petroleum hydrocarbons.  Visual screening is generally more 
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effective in detecting the presence of heavier petroleum hydrocarbons, such as motor oil, 
or when hydrocarbon concentrations are high. 

1. Visually inspect soil or sediment sample. 

2. Look for indications of the presence of hydrocarbons, which typically include a 
mottled appearance or dark discoloration of the soil. 

3. Record observations in logbook.  Note: Visual observations do not definitively 
indicate the presence of hydrocarbons. 

Sheen Testing 

Sheen testing involves immersion of the soil or sediment sample in water and observing 
the water surface for signs of a sheen. 

1. Place a representative soil or sediment sample into a clean, stainless‐steel or 
plastic pan filled with deionized water with as little disturbance as possible.   

2. Record observations in the logbook.  Visual evidence of a sheen forming on the 
surface of the water is classified as follows: 

• No sheen (NS)—No visible sheen on the water surface. 

• Colorless Sheen (CS)—Light, nearly colorless sheen; spread is irregular, 
not rapid; film dissipates rapidly (Note:  light colorless sheens can be 
confused with sheens produced by organic content).  Note that this sheen 
may or may not indicate the presence hydrocarbons. 

• Heavy Sheen (HS)—Light to heavy colorful film with iridescence; 
stringy, spread is rapid; sheen flows off the sample; most or all of water 
surface is covered with sheen. 
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