
217/782-2113 
 

LIFETIME OPERATING PERMIT 
 
PERMITTEE 
 
Farmington Wilbur Vault Corporation 
Attn:  Louis Hecox, President 
22413 East State Route 116 
Farmington, Illinois  61531 
 
Application No.: 96080069 I.D. No.: 057810AAB 
Applicant's Designation: BATCHPLANT Date Received: September 6, 2001 
Subject: Concrete Batch Plant 
Date Issued: October 26, 2001 Expiration Date: See Condition 1. 
Location: 22413 East State Route 116, Farmington 
 
 
This permit is hereby granted to the above-designated Permittee to OPERATE 
emission unit(s) and/or air pollution control equipment consisting of: 
 
A B & L Cremation Systems Model N-20AA Incinerator 
A Concrete Batch Plant 
Cement Storage Silo Controlled by a Baghouse 
 
pursuant to the above-referenced application.  This permit is subject to 
standard conditions attached hereto and the following special condition(s): 
 
1a. This permit shall expire 180 days after the Illinois EPA sends a 

written request for the renewal of this permit. 
 
 b. This permit shall terminate if it is withdrawn or is superseded by a 

revised permit. 
 
2a. Operation and emissions of the incinerator shall not exceed the 

following limits: 
 

Operating Waste Feed E  M  I  S  S  I  O  N  S 
Hours Rate PM CO 
(Hr/Yr) (Lb/Hr) (Tons/Mo) (Tons/Yr) (Tons/Mo) (Tons/Yr)

      
8,760 150 0.04 0.35 0.05 0.53 

 
These limits define the maximum emissions of the incinerator and are 
based on the capacity and hours of operation indicated in the permit 
application, and stack test data from identical incinerator.  
Compliance shall be determined from a running total of the previous 12 
months data. 

 
 b. The incinerator shall be equipped with an afterburner combustion 

chamber temperature indicator and strip chart recorder or disk storage 
for the afterburner combustion temperature. 
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 c. The afterburner combustion chamber shall be preheated to the 

manufacturer’s recommended temperature but not lower than 1400°F, 
before any remains are loaded into the incinerators, and this 
temperature shall be maintained during incineration. 

 
 d. Human remains shall be the only waste burned in the incinerator. 
 
3. Emissions of carbon monoxide (CO) from the incinerator shall not exceed 

500 ppm, corrected to 50% excess air, pursuant to 35 Ill. Adm. Code 
216.141. 

 
4. No person shall cause or allow the emission of particulate matter into 

the atmosphere from the incinerator to exceed 0.1 grains per standard 
cubic foot of effluent gases corrected to 12% carbon dioxide (Ill. Adm. 
Code 212.181(d)). 

 
5a. The throughput of the above-referenced concrete batch plant shall not 

exceed 2,340 cubic yards (4,680 tons) per month and 23,400 cubic yards 
(46,800 tons) per year. 

 
 b. The throughput of the cement storage silo shall not exceed 585 cubic 

yards (1,170 tons) per month and 5,850 cubic yards (11,700 tons) per 
year. 

 
6. Particulate matter emissions shall not exceed the following limits: 
 

 Particulate Matter Emissions 
Process (Tons/Month) (Tons/Year) 
   
Concrete Batch Plant 0.1 1.1 
Cement Storage Silo ---  0.01 
 
These limits are based on a maximum production rate, 99.8% efficiency 
of silo baghouse and standard AP-42 emission factors.  Compliance shall 
be determined from a running total of 12 months of data. 

 
7. The Permittee shall, in accordance with the manufacturer(s) and/or 

vendor(s) recommendations, perform periodic maintenance on the 
pollution control equipment covered under this permit such that the 
pollution control equipment be kept in proper working condition and not 
cause a violation of the Environmental Protection Act or regulations 
promulgated therein. 

 
8a. A concrete batch plant includes all aggregate transfer, weigh hopper 

loading, mixer and/or truck loading, cement and/or fly ash silo loading 
and transferring at the site, together with incidental heating and fuel 
storage emission units activities at the site. 

 
 b. Other facilities, such as an aggregate processing plant, asphalt mix 

plants, or any other process units, shall not be operated at the 
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concrete batch plant unless such emission units are exempted from 
permitting requirements pursuant to 35 Ill. Adm. Code 201.146. 

 
9a. This permit imposes conditions on activities at the concrete batch 

plant to assure compliance with applicable requirements of 35 Ill. Adm. 
Code Part 212, Subpart K:  Fugitive Particulate Matter and Subpart L:  
Particulate Matter Emissions from Process Emission Sources. 

 
 b. This permit does not exempt the Permittee from obtaining a construction 

and/or operating permit for any additional emission units in excess of 
those units specified in the above referenced application, unless such 
emission units or operations are exempted from permitting requirements 
pursuant to 35 Ill. Adm. Code 201.146. 

 
10. No person shall cause or allow the emission of fugitive particulate matter 

from any process, including any material handling or storage activity that 
is visible by an observer looking generally toward the zenith (that is, 
looking at the sky directly overhead) from a point beyond the property 
line of the emission source, pursuant to 35 Ill. Adm. Code 212.301. 

 
11. The Permittee shall maintain records of the following items, and such 

other items as may be appropriate to allow the Illinois EPA to review 
compliance with the limits in this permit. 

 
a. Monthly and yearly concrete production; 
 
b. Monthly and yearly cement usage; and 
 
c. Feed rate of incinerator (lb/month and tons/year). 

 
12. All records and logs required by this permit shall be retained at a 

readily accessible location at the source for at least three years from 
the date of entry and shall be made available for inspection and 
copying by the Illinois EPA upon request.  Any records retained in an 
electronic format (e.g., computer) shall be capable of being retrieved 
and printed on paper during normal source office hours so as to be able 
to respond to an Illinois EPA request for records during the course of 
a source inspection. 

 
13. If there is an exceedance of the requirements of this permit as 

determined by the records required by this permit, the Permittee shall 
submit a report to the Illinois EPA's Compliance Section in 
Springfield, Illinois within 30 days after the exceedance.  The report 
shall include the emissions released in accordance with the 
recordkeeping requirements, a copy of the relevant records, and a 
description of the exceedance or violation and efforts to reduce 
emissions and future occurrences. 

 
14. Two (2) copies of required reports and notifications concerning 

equipment operation or repairs, performance testing or a continuous 
monitoring system shall be sent to: 
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Illinois Environmental Protection Agency 
Division of Air Pollution Control 
Compliance Section (#40) 
P.O. Box 19276 
Springfield, Illinois  62794-9276 

 
and one (1) copy shall be sent to the Illinois EPA's regional office at 
the following address unless otherwise indicated: 

 
Illinois Environmental Protection Agency 
Division of Air Pollution Control 
5415 North University 
Peoria, Illinois  61614 

 
15. persons with lifetime operating permits must obtain a revised permit 

for any of the following changes at the source: 
 

a. An increase in emissions above the amount the emission unit or 
the source is permitted to emit; 

 
b. A modification; 
 
c. A change in operations that will result in the source’s 

noncompliance with conditions in the existing permit; or 
 
d. A change in ownership, company name, or address, so that the 

application or existing permit is no longer accurate. 
 
If you have any questions on this permit, please contact Randy Solomon at 
217/782-2113. 
 
 
 
 
Donald E. Sutton, P.E. 
Manager, Permit Section 
Division of Air Pollution Control 
 
DES:RBS:jar 
 
cc: Region 2 
 
 


