217/ 782-2113

CONSTRUCTI ON PERM T
PERM TTEE

Chi cago Hei ghts Stee
Attn: M. Fred Dah
211 East Main Street

Chicago, Illinois 60411
Application No.: 00100028 |.D. No.: 031045ABS
Applicant's Designation: LINE #3 Dat e Recei ved: Cctober 11, 2000

Subj ect: Coating Line #3
Date | ssued: January 17, 2001
Location: 211 East Main Street, Chicago Heights

Permit is hereby granted to the above-designated Permttee to CONSTRUCT
em ssi on source(s) and/or air pollution control equipnent consisting of
Coating Line #3 as described in the above-referenced application. This
Permit is subject to standard conditions attached hereto and the foll ow ng
speci al condition(s):

1.0 Unit Specific Conditions

1.1 Unit: Coating Line #3
Cont r ol

1.1.1 Description

Coating Line #3 will consist of a finish coat dipping
operation (two 1200 gal l on portable tanks), topcoat

di ppi ng operation (two 100 gall on portable tanks), a
natural gas fired curing oven, a cool down zone, and a
burn off oven. The coating line will be designed to apply
coating materials to fabricated scrap steel parts, such as
fence posts.

1.1.2 List of Emssion Units and Air Pollution Control Equi pment

Eni ssi on Enmi ssion Contro
Uni t Description Equi prrent
Coating Line #3 | M scel | aneous Met al None
Parts Coating Line

1.1.3 Applicability Provisions and Applicabl e Regul ati ons

a. An “affected coating |line” for the purpose of these
unit-specific conditions, is a coating |ine as
described in Conditions 1.1.1 and 1.1.2.

b. An affected coating line is subject to the follow ng
[imtation:
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.1

1.

.1

i The Permittee shall not apply at any tine any
coating in which the VOM content exceeds the
following emission limtations for the
m scel | aneous nmetal parts and products
coating, as applied pursuant to 35 | AC
218.204(j)(2). The follow ng enission
limtation is expressed in units of VOM per
vol une of coating (m nus water and any
compounds which are specifically exenpted from
the definition of VOM as applied at each
coating applicator:

kg/ | b/ gal

Extreme Performance Coating
Air Dried 0.42 3.5
Baked 0.40 3.3

ii. Conmpounds which are specifically exenpted from
the definition of VOM should be treated as
wat er for the purpose of calculating the "less
water" part of the coating conposites.

c. The affected coating line is subject to 35 | AC
212.321(a), which provides that the Pernittee shal
not cause or allow the em ssion of particulate matter
into the atnosphere in any one hour period from any
new process em ssion unit, either alone or in
conbination with the em ssion of particulate matter
fromall other simlar process emission units for
whi ch construction or nodification comenced on or
after April 14, 1972, at a source or preni ses,
exceeds the allowabl e emnission rates specified in
subsection (c) of 35 I AC 212.321 [35 | AC
212.321(a)].

Non- Applicability of Regul ations of Concern

This permit is issued based on the affected coating |ine

not being subject to 35 | AC 218, Subpart G because the

affected coating line is required to neet 35 | AC

218.204(c) [35 I AC 218.209].

Operational And Production Limts And Work Practices
None

Em ssion Linitations

a. Em ssions from Coating Line #3 and Coating Line #2
(conbi ned) shall not exceed the following limts:
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VOM Enmi ssi ons
(Ton/ Mont h) (Ton/ Year)

15.1 151.0

These limts are based on maxi mum coati ng usage and
the conpliance procedures specified in Condition
1.1.12. The annual limt represents an em ssion
increase of 24.1 tons/year. This increase is based
on the source having average two year baseline

em ssions of 126.9 tons/year for VOM em ssions
contri buted by coating operations associated with
Coating Line #2.

b. Conpliance with annual limts shall be determ ned on
a monthly basis fromthe sum of the data for the
current month plus the preceding 11 nonths (running
12 nonth total).

C. The source has addressed the applicability and
conpliance of 35 I AC Part 203, Major Stationary
Sources Construction. These limts continue to
ensure that the construction and/or nodification
addressed in this construction pernmt does not
constitute a new mmj or source or major nodification
pursuant to these rules.

1.1.7 Testing Requirenents

The VOM content of each coating shall be determ ned by the
applicable test nethods and procedures specified in 35 | AC
218.105 to establish the records required under 35 | AC
218.211 [35 I AC 218.211(a)].

1.1.8 NMonitoring Requirenents
None
1.1.9 Recordkeepi ng Requirenents

The Pernmittee shall maintain records of the follow ng
itens for the affected coating line to denonstrate
conpliance with Conditions 1.1.3 and 1.1.6:

a. The Permittee shall collect and record all of the
following informati on each day for the affected
coating line and maintain the information at the
source for a period of three years [35 | AC
218.211(c)(2)]:

i The nane and identification nunmber of each
coating as applied on each affected coating
l'ine; and
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ii. The wei ght of VOM per vol ume of each coating
(m nus water and any conpounds which are
specifically exenpted fromthe definition of
VOM) as applied each day on each affected
coating line.

b. Vol ume of each coating used (gallons); and

c. VOM emi ssions from Coating Line #2 and Coating Line
#3 combi ned (tons/nonth and tons/year).

1.1.10 Reporting Requirenents

a. The Permittee shall pronptly notify the Illinois EPA,
Conpl i ance Section, of nonconpliance of the affected
coating line with the permt requirenents as foll ows.
Reports shall describe the probable cause of such
devi ations, and any corrective actions or preventive
measur es taken:

Em ssions of VOMin excess of the limts
specified in Condition 1.1.6.

b. Any record show ng violation of 35 | AC 218. 204 shal
be reported by sending a copy of such record to the
Agency within 30 days follow ng the occurrence of the
vi ol ati on.

c. At least 30 cal endar days before changi ng the nethod
of conpliance from 35 | AC 218.204 to 35 | AC 218. 205
35 I AC 218. 207, the Pernmittee shall conmply with al
requi renents of 35 | AC 218.211(d) (1) or (e)(1),
respectively. Upon changing the nmethod of conpliance
from35 | AC 218.204 to 35 | AC 218.205 or 35 | AC
218.207, the Permittee shall conply with al
requi renents of 35 | AC 218.211(d) or (e),
respectively.

1.1.11 Operational Flexibility/Anticipated Operating Scenari os
N A
1.1.12 Conpliance Procedures
a. Conpliance with Condition 1.1.3(c) is assunmed to be
achi eved by the work-practices inherent in operation
of an affected coating |ine.
b. Conpliance with the emission limtations established

in Condition 1.1.3(b)(i) shall be based on the
recordkeeping requirenents in Condition 1.1.9.
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c. Conpliance with the emssion |linmts established in
Condition 1.1.6 shall be based on the recordkeeping
requirenents in Condition 1.1.9 and the emi ssion
factors and formulas |isted bel ow

VOM Eni ssions (Tons) = (Material Usage, Gallons) x
(VOM Content of Material, Lb VOM Gall on)

2. The affected coating line may be operated for a period of 180 days
under this construction permt.

Pl ease note that the Permttee should seek to amend their CAAPP pernit to

i nclude the construction and/or nodification covered under this permt
through the adm nistrative amendnent process by subnmitting an application
that includes the information contained in form 273-CAAPP. This application
nmust al so identify and address any changes fromthe associ ated construction
permt application. Note that information previously submtted in the
construction permt application may be incorporated by reference into the
application to anmend the CAAPP pernmit. The Pernmittee nust also provide
updated i nformation on fees as contained in form 292- CAAPP, “Fee

Determ nation for CAAPP Permit.

If you have any questions on this, please call Jason Schnepp at 217/782-2113.

Donald E. Sutton, P.E

Manager, Permit Section

Di vision of Air Pollution Control
DES: JMS: j ar

cc: Region 1



