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LIFETIME OPERATING PERMIT –- NSPS SOURCE -- REVISED 
 
 
PERMITTEE 
 
Palos Community Hospital 
Attn:  Marty Baron 
12251 South 80th Avenue 
Palos Heights, Illinois  60463 
 
Application No.: 91020078 I.D. No.: 031237AAD 
Applicant’s Designation: 1.5MWEPG-1 & 2 Date Received: June 13, 2007 
Subject: Hospital 
Date Issued: August 16, 2007 Expiration Date: See Condition 1. 
Location: 12251 South 80th Avenue, Palos Heights, Cook County, 60463 
 
 
This permit is hereby granted to the above-designated Permittee to OPERATE 
emission unit(s) and/or air pollution control equipment consisting of: 
 
Two 1,500 kW (2,220 HP) Diesel Emergency Generator Sets 
Two 16.7 mmBtu/hour Natural Gas Boilers (Model CB293-400) 
One 38.4 mmBtu/hour Natural Gas Boiler (Model D-52) 
One Ethylene Oxide Sterilizer (AMSCO 3208) 
 
pursuant to the above-referenced application.  This permit is subject to 
standard conditions attached hereto and the following special condition(s): 
 
1a. This permit shall expire 180 days after the Illinois EPA sends a 

written request for the renewal of this permit. 
 
 b. This permit shall terminate if it is withdrawn or is superseded by a 

revised permit. 
 
2. Pursuant to 35 Ill. Adm. Code 214.301, the Permittee shall not allow 

the emission of sulfur dioxide into the atmosphere from each diesel 
generator set to exceed 2,000 ppm. 

 
3. The Permittee shall comply with the requirements of 35 Ill. Adm. Code 

212.123 and 212.301. 
 
4. The Illinois EPA shall be allowed to sample fuel stored at the source 

associated with the diesel generator sets. 
 
5. This permit is issued based on the potential to emit (PTE) for 

hazardous air pollutants (HAPs) as listed in Section 112(b) of the 
Clean Air Act being less than 10 tons per year of any single HAP and 25 
tons per year of any combination of such HAPs, or such lesser quantity 
as USEPA may establish by rule which would require the Permittee to 
obtain a Clean Air Act Permit Program permit from the Illinois EPA. 

 



 
6. The generator sets are subject to a New Source Performance Standard 

(NSPS) for Stationary Compression Ignition Internal Combustion Engines, 
40 CFR Part 60, Subparts A and IIII.  The Illinois EPA is administering 
NSPS in Illinois on behalf of the United States EPA under a delegation 
agreement. 

 
7. The Permittee shall comply with the fuel requirements in 40 CFR 

60.4207. The sulfur content of the diesel fuel shall not exceed 0.05% 
(500 ppm) through September 30, 2007. 

 
8. Pursuant to 40 CFR 60.4205(a), the generator shall comply with the 

following emission limits for pre-2007 model year emergency stationary 
engines with displacement of less than 10 liters per cylinder: 

 
 g/kW-Hour g/HP-Hour 
   
Carbon Monoxide (CO) 11.4 8.5 
Nitrogen Oxides (NOx)  9.2 6.9 
Particulate Matter(PM)   0.54 0.4 
Hydrocarbons  1.3 1.0 
 

9. Pursuant to 40 CFR 60.4209(a), the Permittee must install a non-
resettable hour meter prior to startup of the engines. 

 
10. The Permittee shall comply with the compliance requirements of 40 CFR 

60.4211(a) and (b). 
 
11. The Permittee shall comply with the applicable testing requirements in 

40 CFR 60.4212. 
 
12. Each diesel generator set runtime shall not exceed 500 hours/year. 
 
13a. Emissions and operation of the two (2) diesel generator sets combined 

will not exceed the following: 
 

 Emission Factor Emission Limit
Pollutant (Lbs/HP-Hour) (Tons/Year) 
   
Nitrogen Oxides (NOx) 0.0200 22.20 
Carbon Monoxide (CO) 0.0030  3.40 
Volatile Organic Material (VOM) 0.0004  0.44 
Particulate Matter(PM) 0.0003  0.34 
Sulfur Dioxide (SO2) ----  0.01 
 
The above emission factors are derived manufacturer’s data provided in 
the application for units with power rating of 2220 HP (1500 kW) and 
sulfur dioxide which was calculated from standard AP-42 Table 3.4-1 
factors with a fuel sulfur content (0.05%).  Emission totals except for 
SO2, shall be calculated by multiplying the diesel generator set runtime 
and the emission factors for each pollutant.  SO2 emissions shall be 
calculated as noted in the application.  Compliance with annual limits 
shall be determined on a monthly basis from the sum of the data for the 
current month plus the preceding 11 months. 

 



 
 b. Diesel fuel (Number 2 fuel oil) with a sulfur content of 0.05% or less 

shall be the only fuel fired in the diesel generator sets. 
 
14. Emissions and operation of the following equipment shall not exceed the 

following limits: 
 

a.   E  M  I  S  S  I  O  N  S 
  Operation Nitrogen Oxides Carbon Monoxide 
 Item of Equipment (Hr/Yr) (Lb/Hr) (Ton/Yr) (Lb/Hr) (Ton/Yr)
       
 Each CB293-400 Boiler 4,480 3.34 3.74 2.81 3.14 
 D52 Boilers 3,080 3.84 5.91 3.23 4.97 
 

Compliance with these limits shall be determined from required 
recordkeeping and material balance.  Compliance with annual 
limits shall be determined from a running total of 12 months of 
data. 
 

b.  Operation Ethylene Oxide 
 Item of Equipment (Hours/Year) (Lbs/Hour) (Tons/Year)
     
 Sterilizer AMSCO 3208 7,644 0.10 0.38 
 

Compliance with these limits shall be determined from required 
recordkeeping and material balance.  Compliance with annual 
limits shall be determined from a running total of 12 months of 
data. 
 

15a. The Permittee shall maintain monthly records of the following items: 
 

i. Diesel generator set runtime (hours/month, hours/year); 
 
ii. Certification from the fuel supplier of weight percent sulfur 

content of each diesel fuel shipment received; 
 
iii. Amount of diesel fuel used (gallons/month, gallons/year); 
 
iv. Natural gas usage (mmscf/month and mmscf/year); 
 
v. Ethylene oxide usage (tons/month and tons/year); 
 
vi. Emissions of ethylene oxide, NOx, CO, SO2, PM, and VOM with 

supporting calculations (tons/month, tons/year); and 
 
vii. An inspection, maintenance and repair log listing each activity 

performed with date. 
 

  b. The Permittee shall comply with the notification, reporting and 
recordkeeping requirements in 40 CFR 60.4214(b). 

 
16. All records and logs required by this permit shall be retained at a 

readily accessible location at the source for at least three years from 
the date of entry and shall be made available for inspection and 
copying by the Illinois EPA upon request.  Any records retained in an 
electronic format (e.g., computer) shall be capable of being retrieved 



 
and printed on paper during normal source office hours so as to be able 
to respond to an Illinois EPA request for records during the course of 
a source inspection. 

 
17. If there is an exceedance of or deviation from the requirements of this 

permit the Permittee shall submit a report to the Illinois EPA’s 
Compliance Section in Springfield, Illinois within 30 days after the 
exceedance/deviation.  The report shall include the emissions released 
in accordance with the recordkeeping requirements, copy of the relevant 
records, and a description of the exceedance or deviation and efforts 
to reduce emissions and future occurrences. 

 
18. Two (2) copies of required reports and notifications shall be sent to: 
 

Illinois Environmental Protection Agency 
Division of Air Pollution Control 
Compliance Section (#40) 
P.O. Box 19276 
Springfield, Illinois  62794-9276 
 

and one (1) copy shall be sent to the Illinois EPA’s regional office at 
the following address unless otherwise indicated: 
 

Illinois Environmental Protection Agency 
Division of Air Pollution Control 
9511 West Harrison 
Des Plaines, Illinois  60016 
 

19. Persons with lifetime operating permits must obtain a revised permit 
for any of the following changes at the source: 

 
a. An increase in emissions above the amount the emission unit or 

the source is permitted to emit; 
 
b. A modification; 
 
c. A change in operations that will result in the source’s 

noncompliance with conditions in the existing permit; or 
 
d. A change in ownership, company name, or address, so that the 

application or existing permit is no longer accurate. 
 
 

It should be noted that this permit has been revised to incorporate 
Construction Permit 07040041. 
 
It should be noted that the distillate fuel oil tank, 450 kW standby 
generator, 900 kW standby generator, two 0.3 mmBtu/hour boilers, and print 
shop are exempt from state permit requirements, pursuant to 35 Ill. Adm. Code 
201.146. 
 
If you have any questions on this permit, please contact Jocelyn Stakely at 
217/782-2113. 
 
 



 
 
 
Edwin C. Bakowski, P.E. Date Signed:  ___________________ 
Acting Manager, Permit Section 
Division of Air Pollution Control 
 
ECB:JRS:psj 
 
cc: Region 1 


