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1.0 Background
The Federal Clean Air Act Amendments of 1990 (CAAA) established “Title V” operating permit program requirements under Title 40 CFR Part 70.  The Placer County Air Pollution Control District (“District”) adopted District Rule 507, Federal Operating Permit Program, to implement the Title V permit program.  The District received Program Approval from the U.S. Environmental Protection Agency on 12/08/94 (59 FR 63289) and on 05/03/95 (60 FR 21720).
This document is the “Statement of Basis” for the Roseville Electric – Roseville Energy Park  Title V Permit to Operate.  As required under District Rule 507, Section 401.4.b, the Statement of Basis documents all information and considerations that have gone into the District’s formulation of the Title V Permit to Operate – ensuring the Title V Permit to Operate conditions reflect all rules and regulations, and are enforceable through monitoring, recordkeeping, and reporting requirements.
2.0 Facility Description
2.1 Description

Roseville Electric (the Electric Department of the City of Roseville) owns and operates a natural gas combined cycle power plant at the Roseville Energy Park, located in Roseville, California, in Township 11 North, Range 5 East, Section 23.  The power plant commenced operations on October 15, 2007.  The plant is rated at 120 MW, with a peaking capacity of 160 MW.  The plant includes two (2) natural gas fired combustion turbines, natural gas fired duct burners, and steam turbine.  Nitrogen oxides (NOx) and carbon monoxide (CO) emissions are controlled with the use of dry-low-NOx combustors, oxidation catalyst, and selective catalytic reduction.
2.2  Equipment Listing
As contained in the attached proposed Title V Permit to Operate REP-001, Section 1.B:
Combustion Units

	Equipment
	Description

	Combustion Turbine, Unit #1
	Natural gas fired turbine generator, rated at 457.3 MMBtu/hr

	Combustion Turbine, Unit #2
	Natural gas fired turbine generator, rated at 457.3 MMBtu/hr

	Duct Burner, Unit #1
	Natural gas fired duct burner, 8 element, rated at 225 MMBtu/hr

	Duct Burner, Unit #2
	Natural gas fired duct burner, 8 element, rated at 225 MMBtu/hr

	Emergency Generator
	Diesel fired engine, rated at 1133 bhp

	Fire Pump
	Diesel fired engine, rated at 300 bhp


General Emission Units

	Equipment
	Description

	Cooling Tower
	Evaporative cooler, counter flow design


Emission Control Units
	Equipment
	Description

	SCR, Unit #1
	Selective Catalytic Reduction, reduction catalyst bed, ammonia injection system

	SCR, Unit #2
	Selective Catalytic Reduction, reduction catalyst bed, ammonia injection system

	Oxidation Catalyst, Unit #1
	Oxidation catalyst bed

	Oxidation Catalyst, Unit #2
	Oxidation catalyst bed


Insignificant Activities
The following types of activities are exempted from the Title V permit requirements based on U.S. EPA’s guidelines of Trivial Activities, and District Rule 507 Appendix I, List of Title V Insignificant Activities:
1.
Plant maintenance and upkeep activities, such as painting.

2.
The repair and maintenance shop activities not related to the source's primary business activities.

3.
Combustion emissions from propulsion of mobile sources, including forklifts.

4.
Portable generator, portable pumps, portable steam cleaner, and water heaters/steam cleaners that are exempt from District and State portable equipment permitting regulations.

5.
Unheated cleaning equipment and office janitorial activities and equipment and consumer use of janitorial products and consumer use of office equipment and products.

6.
Non-electric space heating.

7.
Fuel storage tanks (200 gallon capacity) for the emergency generator and fire pump.

8.
Oil-containing reservoirs for gas and steam turbines, oil-containing transformers, and used oil tank.

9.
Sulfuric acid and ammonia tanks.

10.
Natural gas compression and storage equipment.

11.
Laboratory fume hoods and vents, used for quality control.

12.
Welding, soldering, and cutting operations, where hazardous air pollutant emissions are less than 0.5 tons/yr.

13.
Surface coating and solvent cleaning, where operations are exempt from District permitting (utilize less than 1 gallon per day of VOC containing materials).

14.
Refrigeration units that contain less than 50 lb of refrigerant.

3.0  Applicability of Title V Operating Permit
Stationary sources that are subject to Title V permitting requirements include, as defined in District Rule 507 Section 102:

· Major sources, defined in District Rule 507 Section 219.2, as sources with the potential to emit above:

--
10 tons per year, or more, of any hazardous air pollutant listed pursuant to Section 112(b) of the Clean Air Act Amendments or 25 tons per year, or more, of any combination of hazardous air pollutants listed
--
25 tons per year of nitrogen oxides

--
25 tons per year of volatile organic compounds

--
100 tons per year of sulfur dioxide

--
100 tons per year of carbon monoxide

--
100 tons per year of PM10

--
100 tons per year of a regulated air pollutant
--
Any lesser emission threshold quantity promulgated by the U.S. EPA
· Acid rain units subject to Title IV of the Federal Clean Air Act Amendments.

· Solid waste incinerators subject to Section 111 or 129 of the Federal Clean Air Act Amendments.

· Any other stationary sources specifically designated by rule of the U.S. EPA.

Roseville Energy Park facility operations have the following potential emissions: 
· PM10 : 35.95 tons/yr

· Nitrogen oxides : 31.09 tons/yr

· Carbon monoxide : 59.86 tons/yr

· Volatile organic compounds : 13.42 tons/yr

· Sulfur oxides : 6.83 tons/yr

Roseville Energy Park is under the Title V Permit to Operate program because both:

· It is a major source because potential emissions of nitrogen oxides are above the major source threshold.
· It operates units -- electric utility gas turbines – that are under the Clean Air Act Amendments Title IV Acid Rain program.
4.0  Permit Organization
The Title V Permit to Operate contains the following content, as per District Rule 507 Section 402.2 and 40 CFR Part 70.6, Permit Content:
· Section 1. Facility Description and Equipment Identification
Description of the facility and a listing of equipment to which the permit conditions apply.

· Section 2. Unit Specific Conditions
Emissions limits and operating conditions for the specific unit operations.
· Section 3. Facility Wide Conditions
Includes conditions for opacity, nuisance, fugitive dust, inspection authority, operating compliance plan, air toxics, change of ownership, Acid rain provisions, portable/temporary sources.
· Section 4. Standard Terms and Conditions

Includes conditions addressing:

--
Emergency Provisions
--
Severability.  Clause to ensure the continued validity of otherwise unaffected permit requirements.

--
Right of Entry.  A condition allowing District, California Air Resources Board, or U.S. Environmental Protection Agency officials entry for the purpose of inspecting and sampling.
--
Permit Life.  A fixed term of 5 (five) years.

--
Payment of Fees.  Ensure that appropriate permit fees are paid on schedule.
--
Voluntary Emissions Caps/Emissions Netting.  Provisions for emissions caps / emissions netting.
· Section 5. Alternative Operating Scenarios

· Section 6.  Monitoring, Testing, and Recordkeeping and Reporting
Includes requirements for emission unit monitoring testing, recordkeeping, and reporting.
· Section 7. Compliance Certification
Includes conditions that address:

--
Compliance Plan.  A condition to follow a compliance plan, submitted with the Title V permit application
--
Compliance Schedule.  A requirement for a compliance schedule submittal in cases of non-compliance
--
Compliance Certification
5.0  Review for Applicable Requirements
The Title V Permit to Operate considers, and contains conditions sufficient to ensure compliance with, all applicable Federal, State, and local rules and regulations, as required by District Rule 507, Section 303.1.e and Section 205.
Roseville Energy Park (REP) air emissions sources currently operate under District Permits to Operate REPR-09-01, 09-02, 09-03, 09-04, and 09-05.  The District permits are based on a “Final Determination of Compliance” (FDOC), issued jointly by the California Energy Commission and District.  The FDOC served as a preconstruction authority to construct and a full operating permit.

The FDOC, and comparable District operating permits, are directly incorporated into the Title V permit development.
5.1  California Health and Safety Code, Division 26
California Health and Safety Code Division 26 requirements, which addresses air quality regulations that are applicable to sources in California, are incorporated into the District’s rules and/or District permits.  A review indicates that there have not been any new regulations that impact REP sources since the FDOC and District issued permits for REP.
5.2  California Air Resources Board

California Air Resources Board regulations, contained in the California Code of Regulations, Title 13 and Title 17, are incorporated into the District’s rules and/or District permits.    Review indicates that there have not been any new regulations that impact REP sources since the FDOC and District issued permits for REP.
5.3  District
District orders, rules, and regulations are applicable to all sources in Placer County.

5.3.1  District SIP Adopted Rules
District rules adopted into the SIP have been reviewed for applicable requirements to REP operations.  The results of this review are summarized in Table 1 – specifically, where a rule is applicable, the location of coverage in the Title V permit.
5.3.2  District Non-SIP Adopted Rules
District rules not adopted into the SIP have also been reviewed for applicable requirements to REP operations.  The results of this review are summarized in Table 2.
Requirements incorporated into Title V Permit to Operate solely originating from Non-SIP rules, and which are non-federally enforceable, are designated as “District Only”.

5.4  Preconstruction Permit Requirements from Authority to Construct and Permit to Operate

As mentioned above, REP operates under conditions contained in a “Final Determination of Compliance” (FDOC), developed by the California Energy Commission and District.  The FDOC acts as both a District Authority to Construct and Permit to Operate.  The FDOC contains all operating conditions required to meet all applicable Federal, State, and District air quality requirements, at the issuance date of the FDOC permit, November 1, 2004.
The FDOC is reviewed for enforceable preconstruction conditions to include in the Title V Permit to Operate.  Conditions from the FDOC are grouped into three categories:

· Incorporated conditions.  Conditions that are directly incorporated into the Title V Permit to Operate.  Table 3 identifies these conditions, and their location in the Title V permit.
· Obsolete conditions.  Conditions whose requirements are already met or are no longer applicable, thus are not included in the Title V Permit to Operate.  Table 4 identifies these conditions.
· Streamlined conditions.  Conditions similar to conditions already incorporated into the proposed permit, thus are not included in the Title V Permit to Operate.   Table 5 identifies these conditions, and the location where they are already addressed.
5.5  Federal

Federal rules and regulations that are reviewed for applicable requirements to REP operation include:

· Clean Air Act Title I:

--
New Source Review requirements in the California State Implementation Plan approved by the U.S. Environmental Protection Agency and the terms and conditions of the preconstruction permit issued pursuant to an approved New Source Review rule.  The California State Implementation Plan (SIP) specifies the state’s strategy for improving or maintaining air quality, as required by the Federal Clean Air Act.  In California the local air pollution control agency (District) has primary jurisdiction over stationary sources of emissions; thus the California SIP contains District rules and regulations.  Once U.S. EPA adopts the SIP, or parts of it, District rules contained in it become federally enforceable.  New or modified District rules are not federally enforceable until they are approved and adopted into the SIP by the U.S. EPA.

-
District Evaluation:  New Source Review requirements have been comprehensively addressed in the development of the Final Determination of Compliance, as discussed above.

--
Prevention of Significant Deterioration (PSD) requirements (40 CFR Part 52).

-
District Evaluation:  PSD requirements are not applicable to REP operations.

--
New Source Performance Standards (40 CFR Part 60).

-
District Evaluation:  The REP gas turbines fall under the NSPS 40 CFR Part 60 Subpart KKKK, Standards of Performance for Stationary Combustion Turbines, as having been constructed after February 18, 2005, and having heat input rating greater than 10 MMBtu/hr.  The Title V permit conditions fully implement all NSPS 40 CFR Part 60 Subpart KKKK and General Provision requirements:
Emission Limits (60.4315-60.4330).  The NSPS limit for NOx is 25 ppmv at 15% O2.  The Title V permit limit is 2 ppmv at 15% O2, on a one-hour averaging basis, Condition 2.1.5.  The NSPS limit for SO2 is 0.06 lb/MMBtu.  The Title V permit limit is 0.65 lb/hr and 0.5 gr/100 scf natural gas, both of which are significantly more stringent than the NSPS.
General Compliance (60.4333).  Addressed in Condition 3.19
Monitoring (60.4335-60.4370).  Section 6 of the Title V permit requires NOx and CO continuous emission monitor, to comply with all quality assurance and quality control requirements of U.S. EPA, an option of the NSPS requirements.  Section 6 also specifies natural gas sampling for sulfur content.
Reporting (60.4375-60.4395).  Section 6 of the Title V permit includes all reporting requirements required by the NSPS.

Performance Tests (60.4400-60.4415).  Section 6 of the Title V permit requires annual source testing, test methods, operating conditions during tests, and all of the other requirements of the NSPS.

General Provisions (60.1-60.19).  Addressed in Condition 3.20, and numerous additional locations throughout Sections 3 and 6.
--
National Ambient Air Quality Standards, increments, and visibility requirements as they apply to portable sources required to obtain a permit pursuant to Section 504(e) of the Clean Air Act.

-
District Evaluation:  Addressed indirectly through permit development conforming with New Source Review requirements, as discuss above.

--
National Emissions Standards for Hazardous Air Pollutants (40 CFR Part 61).

-
District Evaluation:  Not applicable to REP operations.

--
National Emission Standards for Hazardous Air Pollutants for Source Categories (Maximum Achievable Control Technology) (40 CFR Part 63).

-
District Evaluation:  Not applicable to REP operations.

--
Compliance Assurance Monitoring (CAM) (40 CFR Part 64).

-
District Evaluation:  NOx and CO emissions from the gas turbines fall under the CAM requirements, as they are controlled through an active air pollution control device (selective catalytic reduction, and catalytic oxidation, respectively) and uncontrolled emissions individually would qualify as a major source.  REP utilizes separate continuous emission monitoring systems (CEMS) for each turbine for NOx and CO and O2 to demonstrate compliance with NOx and CO permit emission limits, and for the CEMS to use all U.S. EPA required quality assurance and quality control procedures and recordkeeping and reporting requirements, as specified under Title V and District Permit conditions.  The use of CEMS that meets all U.S. EPA quality assurance and quality control requirements satisfies the CAM requirements.
--
Risk Management Plans and plan preparation and registration requirements (Section 1127 of the Clean Air Act).

-
District Evaluation:  Not applicable to REP operations.

--
Solid Waste Incineration requirements (Sections 111 or 129 of the Clean Air Act).

-
District Evaluation:  Not applicable to REP operations.
--
Consumer and Commercial Product requirements (Section 183 of the Clean Air Act).

-
District Evaluation:  Not applicable to REP operations.

--
Tank Vessel requirements (Section 183 of the Clean Air Act).

-
District Evaluation:  Not applicable to REP operations.

--
District prohibitory rules that are approved into the State Implementation Plan.

-
District Evaluation:  Addressed above in District rules and regulations section.

--
Standards or regulations promulgated pursuant to a Federal Implementation Plan.

-
District Evaluation:  Addressed above in District rules and regulations section.

--
Enhanced Monitoring and Compliance Certification requirements (Section 114(a)(3) of the Clean Air Act).

-
District Evaluation:  Addressed throughout Sections 6 and 7 of the Title V document.

· Title III, Section 328 (Outer Continental Shelf) requirements of the Clean Air Act (40 CFR Part 55).

-
District Evaluation:  Not applicable to REP operations.

· Title IV (Acid Deposition Control) requirements of the Clean Air Act (40 CFR Parts 72, 73, 75, 76, 77, 78 and regulations implementing Sections 407 and 410 of the Clean Air Act).

-
District Evaluation:  The gas turbines fall under the Title IV program.  A draft Title IV permit is attached to the Title V permit, and a copy attached to this Basis document.  A reference to the Title IV permit is contained in the Title V permit under Condition 3.18.
· Title VI (Stratospheric Ozone Protection) requirements of the Clean Air Act (40 CFR Part 82).

-
District Evaluation:  Addressed throughout Sections 6 and 7 of the Title V document.

· Monitoring and Analysis requirements (Section 504(b) of the Clean Air Act).

-
District Evaluation:  Addressed throughout Sections 6 and 7 of the Title V document.
Results of the review of applicable Federal requirements to REP operations are also summarized in Table 6.

Note that the following procedures are used to incorporate applicable federal requirements into Title V Permit to Operate conditions, per District Rule 507 Section 402.1:

· When a federal requirement and similar non-federally enforceable requirement apply to the same emissions unit, both requirements are incorporated as permit conditions.

· When a federal requirement and a similar non-federally enforceable requirement apply to the same emissions unit and the requirements are mutually exclusive, the requirement specified in the preconstruction permit or the more stringent requirement is incorporated as the Title V permit condition and the other requirement referenced in the Title V permit.

Table 1.  District SIP Rules

	Rule# 
	Title 
	Applicable 
	Basis 
	In Compliance 
	Title V Condition 

	
	
	
	
	
	

	Regulation 1 ‑ General Provisions 

	101 
	Title 
	Y 
	Administrative requirement 
	Y 
	N 

	102 
	Definitions 
	Y 
	Administrative requirement 
	Y 
	N 

	103 
	Validity 
	Y 
	Administrative requirement 
	Y 
	N 

	Regulation 2 ‑ Prohibitions 

	201 
	Coverage 
	Y 
	Administrative requirement 
	Y 
	N 

	202 
	Visible Emissions 
	Y 
	Opacity limit 
	Y 
	3.1

	203 
	Exceptions to Rule 202 
	N 
	Not exempt from visible emission limits 
	N/A
	N/A 

	204 
	Wet Plumes 
	Y 
	No wet plumes from operations
	N/A 
	N 

	209
	Fossil Fueled

Boilers
	N
	Does not operate a boiler
	N/A
	N/A

	210 
	Specific Contaminants 
	Y 
	0.2% SO2; 0.1 gr/dscf PM 
	Y 
	3.4

	211 
	Process Weight 
	Y 
	No operations under this rule
	N/A
	N/A 

	216 
	Organic Solvent Cleaning and Degreasing Operations 
	N 
	Not a degreasing operation as defined in Section 202
	N/A
	N/A 

	217 
	Cutback and Emulsified Asphalt Paving Materials 
	Y 
	Infrequent minor paving operations, insignificant source
	Y 
	N/A 

	219 
	Organic Solvents 
	N
	Not an organic solvent operation
	N/A
	N/A 

	220 
	Abrasive Blasting 
	N 
	Not an abrasive blasting operation 
	N/A
	N/A 

	221 
	Compliance Tests 
	Y 
	Compliance tests require approved methods 
	Y 
	Conditions in Section 6

	Regulation 3 ‑ Open Burning 

	300
	Open Burning 
	N/A
	Does not Open Burn 
	N/A 
	N/A 

	Regulation 4 ‑ Miscellaneous Provisions 

	406 
	Combination of Emissions 
	Y 
	Does not have combined exhaust
	Y 
	N 

	407 
	Circumvention 
	Y 
	Administrative requirement 
	Y 
	N 

	408 
	Source Record Keeping and Reporting 
	Y 
	Administrative requirement 
	Y 
	3.9

	Regulation 5 ‑ Permits - Current District rules are not adopted into the SIP. However, EPA considers Non-SIP rules that replace rule previously adopted in the SIP as federally enforceable. 

	Regulation 6 ‑ Fees - Not considered applicable federal requirements.

	Regulation 7 ‑ Hearing Board - Not considered applicable federal requirements.

	Regulation 8 ‑ Enforcement - Not considered applicable federal requirements.

	Regulation 9 ‑ Air Toxic Contaminants - None in SIP.


Table 2.  District Non‑SIP Rules
	Rule# 
	Title 
	Applicable
	Basis 
	Compliance 
	Condition# 

	Regulation 1 ‑ General Provisions 

	100
	General Provisions 
	Y 
	All in SIP/

Administrative requirement 
	Y
	N 

	Regulation 2 ‑ Prohibitions 

	205 
	Nuisance 
	Y 
	Odors, fugitive dust 
	Y 
	3.2 

	206 
	Incinerator Burning 
	N 
	Does not operate an incinerator 
	N/A 
	N/A 

	207 
	Particulate Matter 
	Y 
	0.1 gr/dscf PM limit from any single source
	Y
	3.3 

	208
	Orchard or Citrus Heater
	N
	Does not operate orchard heaters
	N/A
	N/A

	212
	Storage of Organic Liquids
	N
	Does not store organic liquids
	N/A
	N/A

	213
	Gasoline Transfer into Storage Tanks
	N
	Does not transfer gasoline into storage tanks
	N/A
	N/A

	214
	Transfer of Gasoline into Vehicle Fuel Tanks
	N
	Does not transfer gasoline into vehicle fuel tanks
	N/A 
	N/A

	215
	Transfer of Gasoline into Tank Trucks, Trailers, and Railroad cars
	N
	Does not transfer gasoline into tank trucks, railroad cars or trailers.
	N/A 
	N/A

	218 
	Architectural Coatings 
	Y 
	Maintenance operations insignificant source
	Y 
	N 

	222
	Reduction of Animal Matter
	N
	Does not reduce animal matter
	N/A 
	N/A

	223
	Metal Can Coating
	N
	Does not coat metal cans
	N/A 
	N/A

	224 
	Aggregate Containing Asbestos 
	Y 
	Does not use aggregate containing asbestos
	N/A
	N/A

	225
	Wood Fired Appliances
	N
	Does not operate wood fired appliances
	N/A 
	N/A

	226
	Sulfur Content of Fuel - Tahoe Basin
	N
	Not located in the Tahoe Basin
	N/A 
	N/A

	227
	Petroleum Dry Cleaning Operations
	N
	Not a dry cleaning operation
	N/A 
	N/A

	228
	Fugitive Dust 
	Y
	Operations do not produce fugitive dust 
	Y
	3.6

	229 
	Fiberboard Manufacturing 
	N 
	Does not

manufacture fiberboard 
	N/A 
	N/A

	230
	Plastic Products and Materials - Paper Treating Operations
	N
	Not a plastic products and materials paper treating operation
	N/A 
	N/A 

	231 
	Industrial, Institutional, and Commercial Boilers 
	N 
	Does not operate a boiler
	N/A 
	N/A



	232
	Biomass Suspension Boilers
	N
	Does not operate a boiler
	N/A 
	N/A

	233
	Biomass Boilers
	N
	Does not operate a boiler

	N/A 
	N/A

	234
	Automotive Refinishing Operations
	N
	Does not refinish automobiles
	N/A 
	N/A

	235
	Adhesives
	Y
	Maintenance operations insignificant source
	Y 
	N/A

	236
	Wood Product Coating Operations
	N
	Not a wood products coating operation
	N/A 
	N/A

	237
	Municipal Landfills
	N
	Not a landfill operation
	N/A 
	N/A

	238
	Factory Coating of Flat Wood Panels
	N
	Does not coat flat wood panels
	N/A 
	N/A

	239
	Graphics Art Operations
	N
	Not a graphics art operation
	N/A 
	N/A

	240 
	Surface Cleaning and Degreasing 
	N 
	Not in subject business category
	N/A 
	N/A

	241 
	Boilers at Plastic Laminate Manufacturing Facilities 
	N 
	Does not manufacture plastic laminate
	N/A
	N/A


	244
	Semiconductor Operations
	N 
	Does not manufacture semiconductors
	N/A
	N/A

	246
	Natural Gas Fired Water Heaters
	N
	Does not install or sell water heaters
	N/A
	N/A

	250
	Stationary Gas Turbines
	N 
	Operates gas turbine
	Y
	Throughout permit

	Regulation 3 ‑ Open Burning 

	301 
	Prohibition on Open Burning 
	N 
	Does not open burn
	N/A 
	N/A

	302 
	Burning Permits 
	N 
	Does not open burn
	N/A 
	N/A 

	303
	Exemptions to Rule 302
	N 
	Does not open burn
	N/A 
	N/A 

	304 
	Permit Validity 
	N 
	Does not open burn
	N/A 
	N/A 

	305 
	No Burn Days 
	N 
	Does not open burn
	N/A 
	N/A 

	306
	Exceptions to Rule 305
	N 
	Does not open burn
	N/A 
	N/A 

	307
	Agricultural Burn Reports
	N 
	Does not open burn
	N/A 
	N/A 

	308
	Determination of Amount Burned Daily
	N 
	Does not open burn
	N/A 
	N/A 

	309
	Approved Ignition Devices
	N 
	Does not open burn
	N/A 
	N/A 

	310
	Restricted Burn Days
	N 
	Does not open burn
	N/A 
	N/A 

	311 
	Wind Direction 
	N 
	Does not open burn
	N/A 
	N/A 

	312
	Minimum Drying Times
	N 
	Does not open burn
	N/A 
	N/A 

	313
	Exceptions to Rule 312
	N 
	Does not open burn
	N/A 
	N/A 

	314 
	Preparation of Material to Be Burned 
	N 
	Does not open burn
	N/A 
	N/A 

	315
	Burning of Agricultural Waste
	N 
	Does not open burn
	N/A 
	N/A 

	316
	Range Improvement/ Forest Management Burning
	N 
	Does not open burn
	N/A 
	N/A 

	317
	Wildland Vegetation Management Burning
	N 
	Does not open burn
	N/A 
	N/A 

	318
	Land Development Open Burning
	N 
	Does not open burn
	N/A 
	N/A 

	319
	Right of Way Clearing and Levee, Ditch, and Reservoir Maintenance Burning
	N 
	Does not open burn
	N/A 
	N/A 

	320
	Open Burning Conducted by Public Officers
	N 
	Does not open burn
	N/A 
	N/A 

	321
	Hazard Reduction Burning 
	N 
	Does not open burn
	N/A 
	N/A 

	322
	Mechanized Burning
	N 
	Does not open burn
	N/A 
	N/A 

	323 
	Open Burning Non-industrial Wood waste at Disposal Sites 
	N 
	Does not open burn
	N/A 
	N/A 

	324
	Residential Rubbish Burning
	N 
	Does not open burn
	N/A 
	N/A 

	325 
	Recreational Open Fires 
	N 
	Does not open burn
	N/A 
	N/A 

	Regulation 4 ‑ Miscellaneous Provisions 

	401 
	Responsibility 
	Y 
	Issued a permit Administrative requirement
	Y 
	N 

	402 
	Authority to Inspect 
	Y 
	Administrative requirement 
	Y 
	3.7 and 4.3

	403 
	Responsibility of Permittee 
	Y 
	Administrative requirement 
	Y 
	N 

	404 
	Upset Conditions, Breakdown, or Scheduled Maintenance 
	Y 
	Operates subject sources and control equipment 
	Y 
	3.8 

	405 
	Separation of Emissions 
	Y 
	Does not separate emissions
	Y 
	N 

	409 
	Public Records 
	Y 
	Administrative requirement 
	Y 
	N 


	410
	Record Keeping for Volatile Organic Compound Emissions
	Y
	Subject to a rules requiring VOC record-keeping
	Y
	6.5.3

	Regulation 5 ‑ Permits

	501 
	General Permit Requirements 
	Y 
	Subject to District permit requirements 
	Y 
	Conditions in Section 3

	502 
	New Source

Review 
	Y 
	NSR permit conditions
	Y 
	 Conditions in Section 2 and Section 3

	503
	Emission Statement
	Y
	Potential emissions > 10 TPY for VOC 
	Y
	3.12

	504 
	Emission Reduction Credits (ERC)
	Y 
	Has been Issued ERCs 
	Y 
	N/A

	505
	Priority Reserve
	Y
	Does not require ERC loan 
	N/A 
	N/A 

	506
	Biomass Emission Credits
	N
	Does not qualify for biomass ERCs
	N/A 
	N/A

	507 
	Federal Operating Permit Program 
	Y 
	Standard Title V permit conditions
	Y 
	Conditions in Section 4, Section 7, and various other locations through the permit

	508
	General Conformity
	N
	Administrative Requirements dealing with SIPs
	N/A
	N/A

	509
	Transportation Conformity
	N
	Administrative Requirements dealing with SIP transportation plans 
	N/A
	N/A

	510
	Violations and Determination of Compliance Title V
	Y
	Provides standards for determining compliance with federal requirements
	Y
	N

	511 
	Potential to Emit 
	N
	Subject to Rule 507, exempted by section 104
	N/A
	N/A

	512
	Request for Synthetic Minor Source Status
	N
	Not requesting synthetic minor source status
	N/A
	N/A


	513
	Toxic New Source Review: Federal Clean Air Act Section 112(g)
	N
	Not a major source of HAPs
	N/A
	N/A

	Regulation 6 ‑ Fees 

	601 
	Permit Fees 
	Y 
	Administrative requirement 
	Y 
	N 

	602 
	Hearing Board Fees 
	Y 
	Administrative requirement 
	Y 
	N

	603 
	Analysis Fee 
	Y 
	Administrative requirement 
	Y 
	N 

	604 
	Source Test Observation and Report Evaluation 
	Y 
	Administrative requirement 
	Y 
	N 

	607 
	Burning Permit Fees 
	N 
	Does not open burn 
	N/A 
	N/A 

	608 
	Control Council Fee 
	Y 
	Administrative requirement 
	Y 
	N 

	610 
	Air Toxics "Hot Spots" Fees 
	Y 
	Subject to Hot Spots reporting 
	Y 
	3.10.5

	Regulation 7 ‑ Procedure before the Hearing Board 

	701 
	General 
	Y 
	Administrative requirement 
	Y 
	N 

	702 
	Filing Petitions 
	Y 
	Administrative requirement 
	Y 
	N 

	703 
	Contents of Petition 
	Y 
	Administrative requirement 
	Y 
	N 

	704 
	Petitions for Variances 
	Y 
	Administrative requirement 
	Y 
	N

	705 
	Appeal from Denial 
	Y 
	Administrative requirement 
	Y 
	N 

	706 
	Failure to Comply with Rules 
	Y 
	Administrative requirement 
	Y 
	N 

	707 
	Answers 
	Y 
	Administrative requirement 
	Y 
	N 

	708 
	Dismissal of Petition 
	Y 
	Administrative requirement 
	Y 
	N 

	709 
	Place of Hearing 
	Y 
	Administrative requirement 
	Y 
	N 

	710 
	Notice of Hearing 
	Y 
	Administrative requirement 
	Y 
	N 

	711 
	Evidence 
	Y 
	Administrative requirement 
	Y 
	N 

	712 
	Preliminary Matters 
	Y 
	Administrative requirement 
	Y 
	N 

	713 
	Official Notice 
	Y 
	Administrative requirement 
	Y 
	N 

	714 
	Continuances 
	Y 
	Administrative requirement 
	Y 
	N 

	715 
	Decision 
	Y 
	Administrative requirement 
	Y 
	N 

	716 
	Effective Date of Decision 
	Y 
	Administrative requirement 
	Y 
	N 

	717 
	Lack of Permit 
	Y 
	Administrative requirement 
	Y 
	N 

	Regulation 8 ‑ Enforcement 

	801 
	Enforcement 
	Y 
	Administrative requirement 
	Y 
	N 

	802 
	Authority to Arrest 
	Y 
	Administrative requirement 
	Y 
	N 

	803 
	Penalties 
	Y 
	Administrative requirement 
	Y 
	N 

	804 
	Order for Abatement 
	Y 
	Administrative requirement 
	Y 
	N 

	805 
	Notice to Comply 
	Y 
	Administrative requirement 
	Y 
	N 

	806 
	Civil Penalties 
	Y 
	Administrative requirement 
	Y 
	N 

	Regulation 9 ‑ Air Toxic Contaminants 

	901 
	ATC Measure Benzene 
	N 
	Rescinded
	N/A 
	N/A 

	902 
	ATC Measure Chromium 
	N 
	Not a plating operation 
	N/A 
	N/A 

	903 
	ATC Measure Ethylene Oxide 
	N 
	Not a source of ethylene oxide 
	N/A
	N/A 

	904 
	ATC Measure‑Hex Chromium from Cooling Towers 
	Y 
	Does operate cooling towers
	Y
	3.15 

	905 
	ATC Measure Asbestos 
	N 
	Not a significant source of asbestos 
	N/A
	N/A 

	906
	ATC Hospital Waste Incinerators
	N 
	Does not operate a hospital waste incinerator
	N/A
	N/A 


Table 3.  Incorporated Conditions

	Origin
	Condition
	TV#

	FDOC-10
	The gas turbines shall be fired exclusively on pipeline grade natural gas.
	2.1.9

	FDOC-11
	Roseville Electric shall maintain an Operating Compliance Plan for the new CTG/HRSG which will assure that the air pollution control equipment will be properly maintained and that necessary operational procedures are in place to continuously achieve compliance with this permit.  The Operating Compliance Plan shall include a description of the process monitoring program and devices to be used.
A.
The plan shall specify the frequency of surveillance checks that will be made of process monitoring devices and indicators to determine continued operation within permit limits.  A record or log of individual surveillance checks shall be kept to document performance of the surveillance. 

B.  The plan shall include the frequency and methods of calibrating the process monitoring devices.

C.
The plan shall specify for each emission control device:

i.
Operation and maintenance procedures that will demonstrate continuous operation of the emission control device during emission producing operations; and

ii.
Records that must be kept to document the performance of required  periodic maintenance procedures.

D.

The plan shall identify what records will be kept to comply with air pollution control requirements and regulations and the specific format of the records.  These records shall include at least the Recordkeeping information required by this permit.  The information must include emission monitoring evaluations, calibration checks and adjustments, and maintenance performed on such monitoring systems.

E.
The plan shall be submitted to the PCAPCD 30 days prior to startup of the gas turbines and boiler.  The plan must be implemented upon approval by the PCAPCD Air Pollution Control Officer. 

F. The plan shall be resubmitted to the PCAPCD for approval upon any changes to compliance procedures described in the plan, or upon the request of the PCAPCD Air Pollution Control Officer


	3.10.4

	FDOC-12
	. CEMS Remote Polling:

A. Roseville Electric shall install and maintain equipment, facilities, software and systems at the facility and at the PCAPCD office that will allow the District to poll or receive electronic data from the CEMS.  Roseville Electric shall make CEMS data available for automatic polling of the daily records.  Roseville Electric shall make hourly records available for manual polling within no more than a one hour delay.  The basic elements of this equipment include a telephone line, modem and datalogger.  Alternatively, an internet based system may be used. The costs of installing and operating this equipment, excluding District costs, shall be borne by the REP. 

B. Upon notice by the District that the facility's polling system is not operating, the REP shall provide the data by a District-approved alternative format and method for up to a maximum of 30 days.

C. The polling data is not a substitute for other required recordkeeping or reporting.  (Rule 404 § C; Rule 501 § 304.2.c; HSC 42706)
	6.3.8.1, 6.3.8.2

	FDOC-13
	The hours of operation of each gas turbine shall not exceed the following:

Table 53 – Power Plant Gas Turbine Operating Schedule

Quarter 1

Quarter 2

Quarter 3

Quarter 4 

Annual

Total operating hours

2,096

1,864

2,132

2,145

8,237


	2.1.13

	FDOC-15
	Roseville Electric shall install a selective catalytic reduction (SCR) system and an oxidation catalyst on the gas turbine.   The SCR and oxidation catalyst equipment shall be operated whenever the gas turbine is operated except during commissioning.
	2.1.10

	FDOC-16
	The gas turbine engine and generator lube oil vents shall be equipped with mist eliminators.
	2.1.11

	FDOC-17
	The gas turbines shall be equipped with continuously recording, nonresettable fuel gas flowmeters on each unit.
	6.2.2.1

	FDOC-18
	Each gas turbine exhaust shall be equipped with continuously recording emissions monitor for NOx, CO, and 02 dedicated to this unit. Continuous emission monitor shall meet the requirements of 40 CFR parts 60 and 75, and shall be capable of monitoring emissions during startups and shutdowns as well as normal operating conditions. The system shall be installed and operational prior to the cessation of commissioning when their operability will be confirmed by source testing.
	6.3.1

	FDOC-19
	The gas turbine exhaust stacks shall be equipped with permanent provisions to allow collection of stack gas samples consistent with EPA test methods.  Access ladders and/or stairs and platforms shall allow easy access to the sampling ports.
	6.4.1.5

	FDOC-20
	The gas turbine engine shall be fired exclusively on pipeline quality natural gas with a sulfur content no greater than 0.50 grains of sulfur compounds per 100 dry scf of natural gas. 
	2.1.12

	FDOC-21
	Startup is defined as the period beginning with turbine light-off (firing) until the unit meets the Ib/hr and ppmv emission limits in this permit.  Shutdown is defined as the period beginning with initiation of turbine shutdown sequence and ending with cessation of firing of the gas turbine engine. Startup and shutdown durations shall not exceed 3.0 hours and 1 hour, respectively, per occurrence. 
	2.1.7

	FDOC-22
	NOx, excluding the thermal stabilization period (i.e. startup period which is not to exceed 3 hours), shall not exceed the following levels under load conditions:



9 x EFF/25 ppm, @ 15% O2, averaged over 15 minutes:

Where: EFF(efficiency) is the higher of the following:


EFF1
=
 3412 x 100% 



AHR








AHR =
Actual Heat Rate at HHV of Fuel (BTU/KW-HR)]



or


EFF2
=
MRE x LHV
 






HHV



MRE = Manufacturer's Rated Efficiency with Air Pollution Equipment at LHV, which is the manufacturer's continuous rated percent efficiency of the gas turbine with air pollution equipment after correction from LHV to HHV of the fuel at peak load for that facility.
	2.1.8

	FDOC-28
	Roseville Electric shall submit a CEMS QA/QC plan to the PCAPCD for approval.  Approval should also be required for any future changes to the plan.
	6.3.3

	FDOC-29
	Roseville Electric shall submit to the PCAPCD, prior to issuance of a Permit to Operate, information correlating the control system operating parameters to the associated NOx, CO, PM-10, VOC and SOx emissions. This information may be used by the PCAPCD Air Pollution Control Officer to determine compliance where there is no continuous emission monitoring system available or when the continuous emission monitoring system is not operating properly.
	6.3.4

	FDOC-30
	Provide source test information annually regarding the exhaust gas NOx concentration at ISO conditions corrected to 15 percent oxygen on a dry basis, and the demonstrated percent efficiency (EFF) of the turbine unit.
	6.6.4

	FDOC-31
	A gas turbine operating log shall be kept which includes, on a daily basis, the actual Pacific Standard Time start-up and stop time, total hours of operation, type and quantity of fuel used (liquid/gas). This information shall be available for inspection at any time from the date of entry.
	6.5.2

	FDOC-32
	Hourly records of NOx and CO emission concentrations (ppmv @ 15% 02), and hourly, daily, and quarterly records of NOx and CO emissions shall be kept. Ongoing compliance with the CO emission limits during normal operation shall be deemed compliance with the VOC emission limits during normal operation.
	6.5.3

	FDOC-33
	Records of SOx Ib/hr, lb/day, and Ib/quarter emissions shall be kept. SOx emissions shall be based on fuel use records, natural gas sulfur content, and mass balance calculations.
	6.5.4

	FDOC-34
	The following records shall be kept: occurrence, duration, and type of any startup, shutdown, or malfunction; performance testing, evaluations, calibrations, checks, adjustments, any period during which a continuous monitoring system or monitoring device was inoperative, maintenance of any continuous emission monitor emission measurements, total daily and rolling twelve month average hours of operation, hourly quantity of fuel used, and gross three hour average operating load.
	6.5.5

	FDOC-35
	All records which are required to be maintained by this permit shall be maintained for a period of five years and shall be made readily available for District inspection upon request.  Results of continuous emissions monitoring shall be reduced according to the procedure established in 40 CFR, Part 51, Appendix P. paragraphs 5.0 through 5.3.3, or by other methods deemed equivalent by mutual agreement with the District, the ARB, and the EPA.
	6.5.1

	FDOC-36
	Roseville Electric shall notify the PCAPCD of any breakdown condition as soon as reasonably possible, but no later than two PCAPCD business hours after its detection.
	6.6.5

	FDOC-37
	Any violation of any emission standard listed in this permit which is indicated by the CEMS shall be reported to the PCAPCD no later than 96 hours after such occurrence per California Health and Safety Code 42706.
	6.6.6

	FDOC-38
	The PCAPCD shall be notified in writing within seven calendar days following the correction of any breakdown condition. The breakdown notification shall include a description of the equipment malfunction or failure, the date and cause of the initial failure, the estimated emissions in excess of those allowed, and the methods utilized to restore normal operations.
	6.6.7

	FDOC-39
	Audits of continuous emission monitors shall be conducted quarterly, except during quarters in which relative accuracy and total accuracy testing is performed, in accordance with EPA guidelines. The PCAPCD shall be notified prior to completion of the audits. Audit reports shall be submitted along with quarterly compliance reports to the PCAPCD.
	6.3.5

	FDOC-40
	Roseville Electric shall comply with the applicable requirements for quality assurance testing and maintenance of the continuous emission monitor equipment in accordance with the procedures and guidance specified in 40 CFR Part 60, Appendix F.
	6.3.6

	FDOC-41
	Roseville Electric shall submit a written report to the APCO for each calendar quarter, within 30 days of the end of the quarter, including: time intervals, data and magnitude of excess emissions, nature and cause of excess (if known), corrective actions taken and preventive measures adopted; averaging period used for data reporting shall correspond to the averaging period for each respective emission standard; applicable time and date of each period during which the CEM was inoperative (except for zero and span checks) and the nature of system repairs and adjustments; and a negative declaration when no excess emissions occurred.
	6.6.9

	FDOC-42
	Roseville Electric shall provide the PCAPCD with a written emission statement showing actual emissions of volatile organic compounds and oxides of nitrogen.  Pursuant to PCAPCD Rule 503 Roseville Electric shall submit this emission statement on a form or in a format specified by the PCAPCD Air Pollution Control Officer.  The statement shall contain the following information: 

A.  
Information contained in the California Air Resources Board's Emission Inventory Turn Around Document as described in Instructions for the Emission Data System Review and Update Report; and

B.
Actual emissions of volatile organic compounds and oxides of nitrogen, in tons per year, for the calendar year prior to the preparation of the emission statement; and

C.
Information regarding seasonal or diurnal peaks in the emission of affected pollutants; and

D.  
Certification by a responsible official of Roseville Electric that the information contained in the emission statement is accurate to the best knowledge of the individual certifying the emission statement.
	3.12

	FDOC-44
	A performance test shall be conducted annually for each combustion turbine/heat recovery steam generator unit.
	6.4.3.1

	FDOC-45
	Compliance with the cold start NOx, and CO mass emission limits shall be demonstrated for each of the gas turbines by performance testing no later than 180 days after initial operation and at least once every seven years thereafter by an ARB certified independent test firm.
	6.4.3.2

	FDOC-46
	The following test methods shall be used PM10: EPA Method 202 (front half and back half), NOx: EPA Method 20, CO: EPA Method 10, VOC: EPA method 18, and fuel gas sulfur content: ASTM D3246. Alternative test methods as approved by the PCAPCD may also be used to address the source testing requirements of this permit.
	6.4.3.3

	FDOC-47
	No emissions are permitted, from any source, which are a nuisance per PCAPCD Rule 205, Nuisance.  (Rule 205)
	3.2

	FDOC-48
	Stack emission opacity as dark or darker than Ringelmann No. 1 (20% opacity) for period or periods aggregating more than three (3) minutes in any one hour is prohibited and is in violation of PCAPCD Rule 202, Visible Emissions.  (Rule 202)
	3.1

	FDOC-49
	Particulate matter emissions shall not exceed 0.1 grains per cubic foot of gas calculated at 12 percent CO at standard conditions. (Rule 210)
	3.4

	FDOC-50
	Sulfur compound emissions calculated as SO2 shall not exceed 0.2 percent by volume. (Rule 210).
	3.4

	FDOC-51
	The ammonia slip shall not exceed 10 ppmv @15% O2.  Compliance with ammonia slip shall be demonstrated by using the following calculation procedure:

Ammonia slip ppmv @ 15% O2= ((a-(bxc/1,000,000))x1,000,000)/b) x d.

where

a = ammonia injection rate (lb/hr)/17 (lb/lb.mol.),

b = dry exhaust gas flow rate (lb/hr)/29(lb/lb.mol.),

c = change in measured NOx concentration ppmv at 15% O2 

      across catalyst,





    d = correction factor

The correction factor shall be derived annually during compliance testing by comparing the measured and calculated ammonia slip.
	2.1.4

	FDOC-52
	The emissions from the gas turbine after air pollution controls shall not exceed the following:

Table 53 -  Gas Turbine PPMV Limitations Excluding Startup, Shutdown and Excursions
NOX
CO

VOC

2.0 ppmvd

@ 15% O2,

1-hour average

4 ppmvd

@ 15% O2,

3-hour average

2 ppmvd

 @ 15% O2, 1-hour average


	2.1.5

	FDOC-53
	The 2.0 ppmvd NOx emission limit is averaged over 1 hour at 15 percent oxygen, dry basis. The limit shall not apply to the first six (6) 1-hour average NOx emissions above 2.0 ppmvd, dry basis at 15% O2, in any calendar quarter period for each combustion gas turbine provided that it meets all of the following requirements:

A.
This equipment operates under any one of the qualified conditions `described below:



1. 
Rapid combustion turbine load changes due to the following

conditions:

i.
Load changes initiated by the California ISO or a successor entity when the plant is operating under Automatic Generation Control; or

ii.
Activation of a plant automatic safety or equipment protection system which rapidly decreases turbine load


2.
The first two 1-hour reporting periods following the initiation/shutdown of a fogging system injection pump

3.
The first two 1-hour reporting periods following the initiation/shutdown of combustion turbine water injection

4.
The first two 1-hour reporting periods following the initiation of HRSG duct burners

5. Events as the result of technological limitations identified by the operator and approved in writing by the PCAPCD.

B. 
The 1-hour average NOx emissions above 2.0 ppmv, dry basis at 15% O2, did not occur as a result of operator neglect, improper operation or maintenance, or qualified breakdown under Rule 404, Upset Conditions, Breakdown or Scheduled Maintenance.   Notification to the PCAPCD is required within two hours of a qualified event.

C.     The qualified operating conditions described in (A) above are recorded in the plant’s operating log within 24 hours of the event, and in the CEMS by 5 p.m. the next business day following the qualified operating condition. The notations in the log and CEMS must describe the date and time of entry into the log/CEMS and the plant operating conditions responsible for NOx emissions exceeding the 2.0 ppmv 1-hour average limit.  In addition, these excursions must be identified in the CEMS quarterly reports.

D.
The 1-hour average NOx concentration for periods that result from a qualified operating condition does not exceed 25 ppmv, dry basis at 15 percent O2.

E.
All NOx emissions during these events shall be included in all calculations of hourly, daily, and annual mass emission rates as required by this permit.
	2.1.6

	FDOC-55
	If the Alstom GX100 turbines are selected for the project, emission rates from each gas turbine and heat recovery steam generator exhaust during startup and shutdown shall not exceed the following:

Table 56 – Alstom GX100 Combustion Turbine Emission Limitations during Startup and Shutdown

Pollutant

Maximum Pounds Per Hour (worst-case turbine)

Pounds per Startup or Shutdown (both turbines combined)

NOx
37.1

122.8

CO

89.5

204.8


	2.1.1

	FDOC-57
	If the Alstom GX100 turbines are selected for the project, emission rates from each gas turbine and heat recovery steam generator exhaust, except during startup and/or shutdown, or excursions shall not exceed the following:

Table 58  - Alstom GTX100 - COMBUSTION TURBINE EMISSION LIMITATIONS PER TURBINE EXCLUDING STARTUP AND SHUTDOWN

POLLUTANT

POUNDS/HOUR

Carbon Monoxide (CO)

6.2 (three-hour rolling average)

Nitrogen Oxides (NOx)

5.1 (one-hour average)

PM-10

4.7

Sulfur Oxides (SOx)

1.0

Volatile Organic Compounds (VOCs)

1.8


	2.1.2

	FDOC-59
	If the Alstom GX100 turbines are selected for the project, the daily emissions shall not exceed the following rates:

Table  60 – Alstom GX100 - FACILITY DAILY EMISSION LIMITS
POLLUTANT

Two Alstom Turbines

Auxiliary

Boiler

Cooling Tower

Diesel Emergency Generator

Diesel Fire Pump

NOx
406.0
16.8
--

4.31
1.72
CO

629.5
52.8
--

0.84
0.09
VOC

223.1
7.2
--

0.16
0.05
PM10
226.8

14.4
16.3
0.14
0.03
SO2
47.1
1.92
--

0.10
0.19

	2.1.14,

2.2.5,

2.3.7,

2.4.7

	FDOC-60
	If the Alstom GTX100 turbine are selected, the quarterly emissions shall not exceed the levels shown below:

Table 61 – Alstom GTX100 Gas Turbines

Pollutant

Lbs/hr Max Two  Turbine

Lbs/day

Max 

Two Turbines

Quarter 1 (lbs/quarter)

Two turbines

Quarter 2 (lbs/quarter)

Two Turbines

Quarter 3 (lbs/quarter)

Two   turbines

Quarter 4 (lbs/quarter)

Two  Turbines

Tons/

Year 

Two Turbines

NOx

74.2

406.0
15,399

12,965

17,496

15,422

30.64

CO

179.0

629.5
26,787 
32,590 
28,175 
29,862 
58.71 
VOCs

39.4

223.1
5,791 
7,306 
6,630 
6,848 
13.29 
PM-10

6.4

211.8
16,300 
13,692 
17,789 
17,569 
32.67 
SOx

1.3

44.0
3,385 
2,843 
3,694 
3,648 
6.78 

	2.1.3

	FDOC-63
	If the Alstom GX100 turbines are selected for the project, the total facility emissions shall not exceed the following quarterly emission rates:

Table 64 - ALSTOM GX100 - FACILITY QUARTERLY EMISSION LIMITS
POLLUTANT

QUARTER 1 

(lbs)

QUARTER 2

(lbs)

QUARTER 3

(lbs)

QUARTER 4

(lbs)

Tons/year

NOx
15,546
13,412

17,646

15,572

31.09

CO

27,121
33,872
28,515
30,202
59.86
VOC

5,832
7,455
6,672
6,890
13.42
PM10
17,673
15,513
19,168
19,158
35.95
SO2
3,400
2,893
3,709
3,663
6.83

	2.5.1

	FDOC-64
	40 CFR 60 Subpart GG – Standards of Performance for Stationary Gas Turbines

The gas turbines are required to meet the notification, recordkeeping and performance test requirements of this regulation.  Roseville Electric must submit a written quarterly excess emission report to the Administrator.  A performance test is required within 60 days of achieving maximum production or no later than 180 days of initial startup.


	6.1.2

	FDOC-66
	No hexavalent chromium containing compounds shall be added to the cooling water. 
	2.2.3, 3.15

	FDOC-67
	Drift eliminator drift rate shall not exceed 0.0005% of the circulating water flow.
	2.2.4

	FDOC-68
	An analysis of the cooling tower water shall be performed within 180 days of initial operation and annually thereafter.  
	6.4.2

	FDOC-69
	No emissions are permitted, from any source, which are a nuisance per PCAPCD Rule 205, Nuisance.  (Rule 205)
	3.2

	FDOC-70
	PM-10 emission rate shall not exceed the following: 

Table 65 - COOLING TOWER EMISSION LIMITATIONS

Pollutant

POUNDS

PER DAY
QUARTER 1

(Pounds/quarter)

QUARTER 2

(Pounds/quarter)

QUARTER 3

(Pounds/quarter)

QUARTER 4

(Pounds/quarter)

PM-10

16.3

1,471

1,487

1,504

1,504


	2.2.1

	FDCO-71
	Compliance with the PM-10 emission limit shall be demonstrated as follows: PM-10 = cooling water recirculation rate * total dissolved solids concentration in the blowdown water * design drift rate.
	2.2.2

	FDOC-85
	A non-resetable hour meter shall be installed on each engine/generator set to record the hours of operation.
	6.2.4.1

	FDOC-86
	Operation for maintenance and testing of the diesel engine fire pump shall be limited to 30 hours per year.
	2.3.5

	FDOC-87
	Operation for other than maintenance and testing purposes shall be limited to involuntary interruptions of electrical power.  Operation shall not exceed 24 hours without prior authorization by the PCAPCD Air Pollution Control Officer.
	2.3.6

	FDOC-88
	The sulfur content of the diesel fuel used shall not exceed 15 ppm by weight.
	2.3.1

	FDOC-89
	Records of operation and maintenance shall be kept by the Owner or Operator for a period of five years and shall be made available to the PCAPCD upon request.   Information required for reporting to the PCAPCD includes, but is not limited to:


A.
The hours of operation the engine was run for maintenance and testing.

B. The hours of operation the engine was run during interruption of electrical power.


C.  
Records of the sulfur content of the diesel fuel used.


	6.2.4.2

	FDOC-90
	No emissions are permitted, from any source, which are a nuisance per PCAPCD Rule 205, Nuisance.
	3.2

	FDOC-91
	Stack emission opacity as dark or darker than Ringelmann No. 1 (20% opacity) for period or periods aggregating more than three (3) minutes in any one hour is prohibited and is in violation of PCAPCD Rule 202, Visible Emissions.
	3.1

	FDOC-92
	Particulate matter emissions shall not to exceed 0.1 grains per cubic foot of gas calculated at 12 percent CO at standard conditions.
	3.4

	FDOC-93
	Sulfur compound emissions calculated as SO2 shall not exceed 0.2 percent by volume. 
	3.4

	FDOC-94
	Nitrogen oxide emissions from the fire pump diesel engine shall not exceed 6.9 grams per brake horsepower - hour.  This may be demonstrated by manufacturer's emissions data sheet.
	2.3.2

	FDOC-95
	PM-10 emissions from the fire pump diesel engine shall not exceed 0.4 grams per brake horsepower - hour.  This may be demonstrated by manufacturer's emissions data sheet.
	2.3.3

	FDOC-96
	The fire pump diesel engine shall meet the requirements of the California Air Resources Board Airborne Toxic Control Measure for Stationary Compression Ignition Engines when it becomes effective.
	2.3.4

	FDOC-98
	A non-resetable hour meter shall be installed on each engine/generator set to record the hours of operation.
	6.2.3.1

	FDOC-99
	Operation for maintenance and testing of the emergency diesel engine and generator shall be limited to 30 hours per year.
	2.4.5

	FDOC-100
	Operation for other than maintenance and testing purposes shall be limited to involuntary interruptions of electrical power.  Operation shall not exceed 24 hours without prior authorization by the PCAPCD Air Pollution Control Officer.
	2.4.6

	FDOC-101
	The sulfur content of the diesel fuel used shall not exceed 15 ppm by weight. 
	2.4.1

	FDOC-102
	Records of operation and maintenance shall be kept by the Owner or Operator for a period of five years and shall be made available to the PCAPCD upon request.   Information required for reporting to the PCAPCD includes, but is not limited to:

A.  The hours of operation the engine was run for maintenance and testing.


B.  The hours of operation the engine was run during interruption of electrical power.


C.  Records of the sulfur content of the diesel fuel used.
	

	FDOC-103
	No emissions are permitted, from any source, which are a nuisance per PCAPCD Rule 205, Nuisance.  (Rule 205) 
	3.2

	FDOC-104
	Stack emission opacity as dark or darker than Ringelmann No. 1 (20% opacity) for period or periods aggregating more than three (3) minutes in any one hour is prohibited and is in violation of PCAPCD Rule 202, Visible Emissions.  (Rule 202)
	3.1

	FDOC-105
	Particulate matter emissions shall not to exceed 0.1 grains per cubic foot of gas calculated at 12 percent CO at standard conditions. (Rule 210)
	3.4

	FDOC-106
	Sulfur compound emissions calculated as SO2 shall not exceed 0.2 percent by volume. (Rule 210). 
	3.4

	FDOC-107
	Nitrogen oxide emissions from the emergency generator diesel engine shall not exceed 6.9 grams per brake horsepower - hour.  This may be demonstrated by manufacturer's emissions data sheet.
	2.4.2

	FDOC-108
	PM-10 emissions from the emergency generator diesel engine shall not exceed 0.4 grams per brake horsepower - hour.  This may be demonstrated by manufacturer's emissions data sheet.
	2.4.3

	FDOC-109
	The engine shall meet the requirements of the California Air Resources Board Airborne Toxic Control Measure for Stationary Compression Ignition Engines when it becomes effective.
	2.4.4

	FDOC-110
	Portable equipment shall comply with all applicable requirements while operating at the facility, including PCAPCD Permit and Prohibitory Regulations, or be State-registered portable equipment.  State-registered portable equipment shall comply with State registration requirements.  A copy of the State registration shall be readily available whenever the State-registered portable equipment is at the facility.
	3.17

	FDOC-112
	Authorization to construct the equipment listed and as prescribed in the approved plans and specifications is hereby granted, subject to the specified permit conditions.  The construction and operation of listed equipment shall be conducted in compliance with all data and specifications submitted with the application under which this per​mit is issued unless otherwise noted in the conditions.  Deviation from the approved plans is not permissible without first securing approval for the changes from the PCAPCD Air Pollution Control Officer. (Rule 501)
	3.10.2.1

	FDOC-113
	Written notification shall be submitted to the PCAPCD no later than seven (7) days after completion of construction. (Rule 501)
	3.10.2.2

	FDOC-114
	This permit shall be maintained on the premises of the subject equipment. (Rule 501)
	3.10.7

	FDOC-115
	The authorized PCAPCD agents shall have the right of entry to any premises on which an air pollution emission source is located for the purpose of inspecting such source, including securing samples of emissions therefrom, or any records required to be maintained therewith by the PCAPCD. (Rule 402)
	3.7

	FDOC-116
	In the event of any violation of the PCAPCD Rules and Regulations, Roseville Electric shall take action to end such viola​tion. (Rule 502)
	3.11.1

	FDOC-117
	Roseville Electric shall notify the PCAPCD within two hours of any upset conditions, breakdown or scheduled maintenance which cause emissions in excess of limits established by PCAPCD Rules and Regulations. (Rule 404)
	3.8

	FDOC-118
	Any alteration of the subject equipment, including a change in the method of operation, shall be reported to the PCAPCD.  Such alternations may require an Authority to Construct Permit. (Rule 501)
	3.10.2.4

	FDOC-119
	Exceeding any of the limiting condition is prohibited without prior application for, and the subsequent granting of a permit modification pursuant to PCAPCD Rule 501, General Permit Requirements, Section 400.
	3.10.3

	FDOC-120
	In the event of a change of ownership, an application must be submitted to the PCAPCD. Upon any change in control or ownership of facilities constructed, operated, or modified under authority of this permit, the requirements contained in this Authority to Construct shall be binding on all subsequent owners and operators. (Rule 501)
	3.10.6.2

	FDOC-121
	Compliance of the permitted facility is required with the provisions of the "Air Toxics `Hot Spots' Information and Assessment Act" of 1987 (Health and Safety Code Sections 44300 et seq.).
	3.10.5

	FDOC-122
	Performance Test Requirements: If the PCAPCD finds that additional performance tests are required to determine com​pliance with PCAPCD Rules and Regulations and Conditions of this Authority to Construct, reasonable written notice shall be provided to Roseville Electric.  The performance tests shall be subject to the following restrictions (Rule 501):

A.
At least thirty (30) days prior to the actual testing, a written test plan shall be submitted to the PCAPCD Air Pollution Control Officer detailing the sampling methods, analytical methods or detection principles to be used. The prior written approval of the PCAPCD Air Pollution Control Officer is required for the use of alternate test methods.

B.
The PCAPCD may require, upon reasonable written notice, the conduct by Roseville Electric of such emissions testing or analysis as may be deemed necessary by the PCAPCD to demonstrate compliance with PCAPCD Rules and Regulations and the limiting conditions of this permit.

C.
Testing shall be conducted in accordance with 40 CFR 60, Appendix A, Methods, or equivalent methods approved by the State of California Air Resources Board (ARB) by reference in Title 17 of the California Administrative Code, or other methods specified by Roseville Electric and approved in writing by the PCAPCD Air Pollution Control Officer. Independent testing contractors and analytical laboratories shall be Air Resources Board certified for the test or analysis conducted.  Particulate matter testing, if requested, shall include both filterable and condensed particulate matter (e.g. Method 5 modified to include impinger catch).

D.
A report of the testing shall be submitted to the PCAPCD no later than sixty (60) days after the source test is performed.
	6.4.1.4


Table 4.  Streamlined Conditions

None
Table 5.  Obsolete/Superseded Conditions

	Origin
	Condition
	Basis

	FDOC-1
	If the GE LM-6000 turbines are selected, emission offsets shall be provided for all calendar quarters for NOx and PM-10 in the following amounts, at the offset ratio specified in the PCAPCD Rule 502, New Source Review (8/01).  (Offsets are not required for CO, SOx and VOC emissions under PCAPCD Rules and Regulations.)

Table 48  – GE LM6000 - OFFSETS REQUIRED

POLLUTANT

QUARTER 1

(lbs/quarter)

QUARTER 2

(lbs/quarter)

QUARTER 3

(lbs/quarter)

QUARTER 4

(lbs/quarter)

Tons/year

NOx
15,546
13,412

17,646

15,572

31.09

PM-10

17,523
15,246
18,999
18,788
35.28


	GE turbines were not selected.

	FDOC-2
	The ERC certificates to be surrendered if the GE LM-6000 turbines are selected shall include the following:

Table 49 – ERCs GE LM6000

NOx

District/

Certificate 

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

Current Owner of Certificate

City of Roseville

PCAPCD/ 2001-23 (2004-03)

5,050

5,050

5,050

5,050

10.1

Calpine Corp.

YSAQMD/ EC-209       (EC-238)

0

6,199

0

3,188

4.69

Calpine Corp.

YSAQMD/ EC-210

0

9,558

0

3,973

6.77

Energy 2001/

SMAQMD Bank

5,300

5,300

5,250

4,150

10.00

VOCs for NOx

District/

Certificate 

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

City of Roseville

PCAPCD/ 2001-26 (2004-04)
33,512

33,512

33,512

33,512

67.0

PM-10

District/

Certificate 

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

City of Roseville

PCAPCD/ 2001-24 (2004-04)

22,680

0

13,252

21,490

28.71

City of Roseville

PCAPCD/ 2001-22

(2004-02)

2,578
19,820

16,085

15,916

27.20


	GE turbines were not selected.

	FDOC-3
	If the Alstom GX100 turbines are selected, emission offsets shall be provided for all calendar quarters for NOx and PM-10 in the following amounts, at the offset ratio specified in the PCAPCD Rule 502, New Source Review (8/01).  (Offsets are not required for CO, SOx and VOC emissions under PCAPCD Rules and Regulations.) 

Table 50 - ALSTOM GX100 - OFFSETS REQUIRED

POLLUTANT

QUARTER 1

(lbs/quarter)

QUARTER 2

(lbs/quarter)

QUARTER 3

(lbs/quarter)

QUARTER 4

(lbs/quarter)

Tons/year

NOx
15,546
13,412

17,646

15,572

31.09

PM-10

17,673
15,513
19,168
19,158
35.95


	Does not apply to Title V.

	FDOC-4
	The ERC certificates to be surrendered If the Alstom turbines are selected shall include the following:

Table 51 – ERCs ALSTOM GTX-100

NOx

District/

Certificate

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

Current Owner of Certificate
City of Roseville

PCAPCD/ 2001-23 (2004-03)

5,050

5,050

5,050

5,050

10.1

Calpine Corp.

YSAQMD/ EC-209       (EC-238)

0

6,199

0

3,188

4.70

Calpine Corp.

YSAQMD/ EC-210

0

9,558

0

3,973

6.77

Energy 2001/

SMAQMD Bank

5,300

5,300

5,250

4,150

10.00

VOCs for NOx

District/

Certificate

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

City of Roseville

PCAPCD/ 2001-26
33,512

33,512

33,512

33,512

67.0

PM-10

District/

Certificate

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

City of Roseville

PCAPCD/ 2001-24

       2,578 

      20,167 

      16,085 

      15,916 

27.37

City of Roseville

PCAPCD/ 2001-22

      22,680 

-

      13,440 

      22,680 

29.40

Enron North America

PCAPCD/22001-24 (2004-06)

          362 

-

          420 

-

0.39


	Does not apply to Title V.

	FDOC-5
	The ERC Certificates PCAPCD 2001-23, YSAQMD EC-209 (EC-238), YSAQMD EC-210, PCAPCD 2001-26, PCAPCD 2001-24 and PCAPCD/ 2001-22 shall be submitted to the PCAPCD at least 30 days prior to start of construction.  Copies of the ERCs surrendered shall be submitted to the Energy Commission by that date.  For the purpose of this condition, start of construction shall be defined as the pouring of foundation on site.
	Does not apply to Title V.

	FDOC-6
	ERCs obtained from reductions at Energy 2001 shall be submitted to the PCAPCD at least 30 days prior to commencing operation of any of the stationary source equipment (gas turbines, boiler, emergency fire pump, or emergency generator).  Copies of the ERCs surrendered shall be submitted to the Energy Commission by that date.  For the purpose of this condition, commencing operation shall be defined as first fire of any of the stationary source equipment listed herein.
	Does not apply to Title V.

	FDOC-7



	The NOx ERCs listed in the Energy 2001 row may alternatively be obtained in part at or in whole from the Sacramento Air Quality Management District (SMAQMD) Bank at an offset ratio of 2.1 to 1.  The offset ratio of 1.3 to 1 shall apply to Energy 2001 offsets.  An offset ratio of 2.1 to 1 shall apply to SMAQMD Bank offsets.  The combined quantity shall be sufficient to offset the following NOx emissions:

Table 51

NOx

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

4,077
4,077
4,038
3,192
7.69

Compliance to be determined by the following :

(NOx ERCs Energy 2001 /1.3) + (NOx ERCs SMAQMD Bank /2.1) = Quarterly requirement.
	Does not apply to Title V.

	FDOC-8
	ERCs obtained from the SMAQMD Bank shall be submitted to the PCAPCD at least 30 days prior to commencing operation of any of the stationary source equipment (gas turbines, boiler, emergency fire pump, or emergency generator).  Copies of the ERCs surrendered shall be submitted to the Energy Commission by that date.  For the purpose of this condition, commencing operation shall be defined as first fire of any of the stationary source equipment listed herein.
	Does not apply to Title V.

	FDOC-9
	Prior to the use of ERCs from the SMAQMD Bank, Roseville Electric shall appear before the PCAPCD District Board and gain approval of the transfer of ERCs per Health and Safety Code, Section 40709.6, Offset by reduction to stationary source located in another District.
	Does not apply to Title V.

	FDOC-10b
	The gas turbines and auxillary boiler shall be fired exclusively on pipeline grade natural gas.
	Boiler not to be installed.

	FDOC-14
	Roseville Electric shall submit design details for the selective catalytic reduction, oxidation catalyst, and continuous emission monitor system to the PCAPCD at least 30 days prior to commencement of construction of these components.
	Does not apply to Title V.

	FDOC-23
	The commissioning period commences when all mechanical and electrical systems are installed and individual startup has been completed or when a gas turbine is first fired whichever comes first.  The period ends when the plant has completed performance testing and is available for commercial operation.
	Does not apply to Title V.

	FDOC-24
	The gas turbines shall be tuned to minimize the air emissions.  At the earliest feasible time, in accordance with the recommendations of the equipment manufacturer and construction contractor, the air pollution control equipment shall be installed, adjusted and operated to minimize emissions from the combustion turbines.
	Does not apply to Title V.

	FDOC-25
	The total number of firing hours of each gas turbine without abatement shall not exceed 160 hours during the commissioning period.  Such operation shall only be limited to such activities that can only be properly executed without the air pollution control equipment.  The total operating days during conditioning shall not exceed 33 calendar days.
	Does not apply to Title V.

	FDOC-26
	During the commissioning operations, CO emissions shall not exceed 829 pounds per hour for any one-hour block average.  Compliance to be determined by emission factors to be determined prior to startup and approved by the District.  (This condition was established to prevent impacts from exceeding 500 ug/m3 over an 8-hour average).
	Does not apply to Title V.

	FDOC-27
	The total mass emissions of each regulated pollutant that are emitted during the commissioning period shall not exceed the quarterly emission limits specified in these conditions.
	Does not apply to Title V.

	FDOC-43
	Compliance with the short term emission limits (Ib/hr and ppmv @ 15% O2) shall be demonstrated by a performance test conducted within 60 days of reaching maximum production and not later than 180 days after initial startup of  each gas turbine engine.
	Does not apply to Title V.

	FDOC-54
	If the GE LM6000 turbines are selected for the project, emission rates from each gas turbine and heat recovery steam generator exhaust during startup and shutdown shall not exceed the following:

Table 55 – GE LM6000 Combustion Turbine Emission Limitations during Startup and Shutdown

Pollutant

Maximum Pounds Per Hour (worst-case turbine)

Pounds per Startup or Shutdown (both turbines combined)

NOx
19.3

49.7

CO

14.3

42.2


	GE turbines were not selected.

	FDOC-56
	If the GE LM6000 turbines are selected for the project, emission rates from each gas turbine and heat recovery steam generator exhaust, except during startup and/or shutdown or excursions, shall not exceed the following: 

Table 57  - GE LM6000 - COMBUSTION TURBINE EMISSION LIMITATIONS PER TURBINE EXCLUDING STARTUP AND SHUTDOWN

POLLUTANT

POUNDS/HOUR

Carbon Monoxide (CO)

6.1 (three-hour rolling average)

Nitrogen Oxides (NOx)

5.0 (one-hour average)

PM-10

4.6

Sulfur Oxides (SOx)

1.0

Volatile Organic Compounds (VOCs)

1.7


	GE turbines were not selected.

	FDOC-58
	If the GE LM6000 turbines are selected for the project, the daily emissions shall not exceed the following rates:

Table 59 – GE LM6000 - DAILY EMISSION LIMITS
POLLUTANT

Two 

GE Turbines

Auxiliary

Boiler

Cooling Tower

Diesel Emergency Generator

Diesel Fire Pump

NOx
268.7
16.8
--

4.31
1.72
CO

300.8
52.8
--

0.84
0.09
VOC

83.6
7.2
--

0.16
0.05
PM10
221.6
14.4
16.3
0.14
0.03
SO2
46.0
1.92
--

0.10
0.19

	GE turbines were not selected.

	FDOC-61
	If the GE LM6000 turbines are selected are selected, the quarterly emissions shall not exceed the levels shown below:

Table 62  - GE LM6000 Gas Turbines

Pollutant

Lbs/hr Max Two  Turbine

Lbs/day

Max 

Two Turbines

Quarter 1 (lbs/quarter)

Two Turbines

Quarter 2 (lbs/quarter)

Two Turbines

Quarter 3 (lbs/quarter)

Two Turbines

Quarter 4 (lbs/quarter)

Two Turbines

Tons/year

Two Turbines

NOx

38.7

268.7
15,399

12,965

17,496

15,422

30.64

CO

28.7

300.8
21,291 
18,454 
23,160 
22,982 
42.94 
VOCs

3.5

83.6

6,006 
5,038 
6,555 
6,473 
12.04 
PM-10

9.2

221.6

15,968 
13,425 
17,410 
17,199 
32.00 
SOx

1.9

46.0

3,316 
2,788 
3,615 
3,571 
6.65 

	GE turbines were not selected.

	FDOC-62
	If the GE LM6000 turbines are selected for the project, the total facility emissions shall not exceed the following quarterly emission rates:

Table 63 – GE LM6000 - FACILITY QUARTERLY EMISSION LIMITS
POLLUTANT

QUARTER 1 

(lbs)

QUARTER 2

(lbs)

QUARTER 3

(lbs)

QUARTER 4

(lbs)

Tons/year

NOx
15,546
13,412

17,646

15,572

31.09

CO

21,625
19,737
23,500
23,322
44.09
VOC

6,046
5,188
6,596
6,514
12.17
PM10
17,523
15,246
18,999
18,788
35.28
SO2
3,331
2,838
3,630
3,587
6.69

	GE turbines were not selected.

	FDOC-64b
	40 CFR 60 Subpart GG – Standards of Performance for Stationary Gas Turbines

The gas turbines are required to meet the notification, recordkeeping and performance test requirements of this regulation.  Roseville Electric must submit a written quarterly excess emission report to the Administrator.  A performance test is required within 60 days of achieving maximum production or no later than 180 days of initial startup.

	Does not apply to Title V.

	FDOC-65
	Permittee shall submit drift eliminator design details at least 30 days prior to commencement of construction of the cooling towers basin.
	Does not apply to Title V.

	FDOC-72
	An ultra-low NOx burner and flue gas recirculation system shall be installed and operated on the auxillary boiler.
	Boiler not to be installed.

	FDOC-73
	A non-resetable fuel meter shall be installed on the gas line serving the boiler.
	Boiler not to be installed.

	FDOC-74
	The hours of operation of the auxillary boiler shall not exceed the following:

Table 66 – Boiler Hours of Operation

Quarter 1

Quarter 2

Quarter 3

Quarter 4

Boiler 

Hours of Operation

140

568

143

143


	Boiler not to be installed.

	FDOC-75
	Compliance with the boiler emission limits on pounds per hour and ppmv emission limits shall be demonstrated by an initial performance test conducted within 60 days of reaching maximum production and not later than 180 days from initial startup.
	Boiler not to be installed.

	FDCO-76
	The initial performance test shall be conducted for NOx, VOC, SOx, PM-10, CO, CO2, and O2.
	Boiler not to be installed.

	FDOC-77
	Performance tests shall be conducted on the boiler every other calendar year after the initial testing.  These tests shall include NOx, CO, CO2, and O2.
	Boiler not to be installed.

	FDOC-78
	All boiler source tests shall be made in the as-found operating condition, except that source tests shall include at least one test conducted at the maximum feasible firing rate allowed by the PCAPCD permit. No source test shall be conducted within two hours after a continuous period in which fuel flow to the unit is zero, or shut off, for thirty minutes or longer.
	Boiler not to be installed.

	FDOC-79
	At least thirty (30) days prior to the compliance source tests, a written test plan detailing the test methods and procedures to be used shall be submitted for approval by the PCAPCD Air Pollution Control Officer. The plan shall cite the test methods to be used for the determination of compliance with the emission limitations of this rule.
	Boiler not to be installed.

	FDOC-80
	A report of the compliance test shall be submitted to the PCAPCD within sixty (60) days of completion of the source test.
	Boiler not to be installed.

	FDOC-81
	The NOx emissions from the boiler shall not exceed 9.0 ppmv @ 3% O2 on a three hour average.
	Boiler not to be installed.

	FDOC-82
	The CO emissions from the boiler shall not exceed 50 ppmv @ 3% O2 on a three hour average.
	Boiler not to be installed.

	FDOC-83
	The boiler emissions shall not exceed any of the following:
Table 67 - BOILER EMISSION LIMITATIONS

Pollutant

POUNDS

Per Hour
QUARTER 1

(Pounds/quarter)

QUARTER 2

(Pounds/quarter)

QUARTER 3

(Pounds/quarter)

QUARTER 4

(Pounds/quarter)

NOx
0.7

92
372
94
94
CO

2.2

311
1,259
317
317
VOC

0.3

36
144
36
36
PM10
0.6

82
332
84
84
SO2
0.08

11
46
12
12

	Boiler not to be installed.

	FDOC-84
	Permittee shall submit IC engine design details to the PCAPCD at least 30 days prior to commencement of construction of the fire water pump foundation.
	Does not apply to Title V.

	FDOC-97
	Permittee shall submit IC engine design details to the PCAPCD at least 30 days prior to commencement of construction of the IC engine foundation.
	Does not apply to Title V.

	FDCO-111
	The Owner/Operator shall file a complete application for a Title V permit pursuant to Rule 507, Federal Operating Permit Program by no later than one year after commencing operation.
	Does not apply to Title V.


	Origin
	Condition
	Basis

	FDOC_Rev1-4
	The ERC certificates to be surrendered if the Alstom turbines are selected shall include the following:

NOx

District/

Certificate

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

City of Roseville

PCAPCD/ 2001-23 (2004-03)

5,050

5,050

5,050

5,050

10.1

Calpine Corp.

YSAQMD/ EC-209       (EC-238)

0

6,199

0

3,188

4.69

Calpine Corp.

YSAQMD/ EC-210

0

9,558

0

3,973

6.77

Energy 2001 or 

SMAQMD Bank

5,300

5,300

5,250

4,150

10.00

VOCs for NOx

District/

Certificate

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

SMUD

2008-02

12,475

12,695

12,573

12,644

24.19

SMUD

2006-09

1,260

1,260

1,260

1,260

2.52

SMUD

2007-03

2,200

470

1,359

924

2.48

SMUD

2007-06

431

557

557

475

1.01

City of Roseville

PCAPCD/ 2001-26

33,512

33,512

33,512

33,512

67.0

PM10

District/

Certificate

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

City of Roseville

PCAPCD/ 2001-24

2,578

20,167

16,085

15,916

27.37

City of Roseville

PCAPCD/ 2001-22

22,680

-

13,440

22,680

29.40

Enron North America

PCAPCD/22001-24 (2004-06)

362

-

420

-

0.39


	Does not apply to Title V.

	FDOC-Rev1-7
	If the NOx ERCs listed in the Energy 2001 row may are alternatively be obtained in part at or in whole from the Sacramento Air Quality Management District (SMAQMD) Bank at an offset ratio of 2.1 to 1.  The offset ratio of 1.3 to 1 shall apply to Energy 2001 offsets.  An offset ratio of 2.1 to 1 shall apply to SMAQMD Bank offsets.  The combined quantity shall be sufficient to offset the following NOx emissions:

NOx

Quarter 1

(lbs)

Quarter 2

(lbs)

Quarter 3

(lbs)

Quarter 4 (lbs)

Annual (Tons)

4,077
4,077
4,038
3,192
7.69

	Does not apply to Title V.


	




AIR QUALITY AQ-9.5 Table 1




        Placer County Air Pollution Control District 





  VOC Emission Reduction Credits (pounds)

1st Quarter

2nd Quarter

3rd Quarter

4th Quarter

Annual

2008-02

9,889

11,493

10,474

8,131

39,987

2006-09

1,260

1,260

1,260

1,260

5,040

2007-03

2,200

470

1,359

924

4,953

2007-06

431

557

557

475

2,020





AIR QUALITY AQ-9.5 Table 2



Required NOx Offsets for Project NOx Emissions

1st Quarter

2nd Quarter

3rd Quarter

4th Quarter

Annual

Required NOx Offsets

4,077
4,077
4,038
3,192
7.69

	Does not apply to Title V.
	


Table 6.  Applicable Federal Requirements
	Section Description 
	Applicable 
	Basis 
	Condition # 

	1. 205.1 Title I requirements: 

a. New Source Review requirements in the State Implementation Plan approved by the US Environmental Protection Agency and the terms and conditions of the preconstruction permit issued pursuant to an approved New Source Review rule; 
	Y
	Existing District permit conditions


	Several conditions in Sections 2, 3, 4 and 6 

	b. Prevention of Significant Deterioration (PSD) requirements and the terms and conditions of the PSD permit (40 CFR Part 52); 
	N 
	No applicable requirements identified
	N/A 

	c. New Source Performance Standards (40 CFR Part 60); 
	Y
	Natural gas utility gas turbine standards
	Several conditions through permit, discussed in detail in the text of the basis report

	d. National Ambient Air Quality Standards, increments, and visibility requirements as they apply to portable sources required to obtain a permit pursuant to Section 504(e) of the Clean Air Act; 
	N 
	Roseville Electric does not operate portable sources
	N/A 

	e. National Emissions Standards for Hazardous Air Pollutants (40 CFR Part 61); 
	Y 
	Standard terms for demolition or construction projects that may emit asbestos 
	Section 3, Condition 3.M.2

	f. Maximum Achievable Control Technology or Generally Available Control Technology Standards (40 CFR Part 63); 
	N 
	No applicable standards or requirements identified.
	N/A

	g. Risk Management Plans and plan preparation and registration requirements (Section 1127) of the Clean Air Act); 
	Y
	Standard term requiring a RMP if subject 
	Section 3, Condition 3.M.2

	h. Solid Waste Incineration requirements (Sections 111 or 129 of the Clean Air Act); 
	N 
	Roseville Electric does not operate a solid waste incinerator
	N/A 

	I. Consumer and Commercial Product requirements (Section 183 of the Clean Air Act); 
	N 
	No applicable requirements identified 
	N/A 

	j. Tank Vessel requirements (Section 183 of the Clean Air Act); 
	N 
	Roseville Electric does not operate tank vessels 
	N/A 

	k. District prohibitory rules that are approved into the State Implementation Plan; 
	Y 
	See District SIP rule review. 
	Several conditions in Sections 2, 3, and 6

	l. Standards or regulations promulgated pursuant to a Federal Implementation Plan; and 
	N 
	No applicable standards or regulations identified. 
	N/A 

	m. Enhanced Monitoring and Compliance Certification requirements (Section 114(a)(3) of the Clean Air Act; and 40 CFR Part 64). 
	N 
	Compliance Assurance Monitoring requirements apply to NOx and CO emissions from gas turbines.  Meet through use of CEMS.
	NOx and CO CEMS requirements in Section 6 

	2. 205.2 Title III, Section 328 (Outer Continental Shelf) requirements of the Clean Air Act (40 CFR Part 55); 
	N 
	Roseville Electric does not operate on the Outer Continental Shelf.
	N/A 

	3. 205.3 Title IV (Acid Deposition Control) requirements of the Clean Air Act (40 CFR Parts 72, 73, 75, 76, 77, 78 and regulations implementing Sections 407 and 410 of the Clean Air Act); 
	Y 
	Roseville Electric Title IV permit included in Title V document.
	Section 3

	4. 205.4 Title VI (Stratospheric Ozone Protection) requirements of the Clean Air Act (40 CFR Part 82); and 
	Y 
	Standard term requiring certified technicians for projects involving ozone depleting substances 
	Section 3, Condition 3.M.1

	5. 205.5 Monitoring and Analysis requirements (Section 504(b) of the Clean Air Act). 
	N 
	No applicable standards or requirements identified. 
	N/A 




Abbreviations / Acronyms
Administrator
Administrator of the United States Environmental Protection Agency

Act
Clean Air Act

ARB
California Air Resources Board

APCO
Placer County Air Pollution Control District Air Pollution Control Officer

AP-42
United States Environmental Protection Agency Compilation of Emission Factors document

ASTM
American Society for Testing and Materials

ATC
Authority to Construct permit

Bhp
brake horsepower

BSFC
brake-specific fuel consumption

Btu
British thermal unit

CAA
Clean Air Act

CARB
California Air Resources Board

CAAA
Clean Air Act Amendments of 1990

CAM
Compliance Assurance Monitoring

CAP
Clean Air Plan

CARB
California Air Resources Board

CEMS
continuous emissions monitoring system

CFR
Code of Federal Regulations

CO
carbon monoxide

CO2
carbon dioxide

Districts
Placer County Air Pollution Control District

dscf
dry standard cubic foot

Deg. F
degrees Fahrenheit

EPA
United States Environmental Protection Agency

ERC
emission reduction credit

FDOC
Final Determination of Compliance

FR
Federal Register

g
gram

gal
gallon

gpm
gallons per minute

gr
grain

gr/acf
grains per actual cubic foot

gr/dscf
grains per dry standard cubic foot

HHV
higher heating value

H2S
hydrogen sulfide

H&SC
California Health and Safety Code

IC
internal combustion

I&M
inspection and maintenance

K
thousand

kV
kilovolt

lb
pound

lbs/hr
pounds per hour

LHV
lower heating value

MM, mm
million

MSDS
Material Safety Data Sheet

MW
molecular weight or Megawatts

NESHAP
National Emissions Standards for Hazardous Air Pollutants

NOx
oxides of nitrogen, calculated as NO2
NSPS
New Source Performance Standards

O2
oxygen

OCS
Outer Continental Shelf

PCAPCD
Placer County Air Pollution Control District

PFD
process flow diagram

pH
hydrogen ion concentration in a solution

PSD
Prevention of Significant Deterioration

PTO
Permit to Operate

ppmv
parts per million volume (concentration)




psia
pounds per square inch absolute

psig
pounds per square inch gauge

PM
particulate matter

PM10
particulate matter less than 10 mm in size

PTE
potential to emit

ROC
reactive organic compounds

scf
standard cubic feet

scfd
standard cubic feet per day

scfm
standard cubic feet per minute






SCAQMD
South Coast Air Quality Management District

SIP
State Implementation Plan

SOx
sulfur oxides

TOC
total organic compounds

tpq
tons per quarter

tpy
tons per year

unit
single emissions unit

USEPA
United States Environmental Protection Agency

U.S. EPA
United States Environmental Protection Agency

VOC
volatile organic compounds

wt %
weight percent
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ATTACHMENT 2

Proposed Title IV Acid Rain Permit, Roseville Electric
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