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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 

  

 

Section D Page: 

Facility I.D.: 800264 
Revision #: draft 

Date:   draft 

FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

Equipment 

 

ID 

�o. 

Connected 

To 

RECLAIM 

Source Type 

/Monitoring 

Unit 

Emission* 

And 

Requirements 

Conditions 

Process 3: TREATI�G/STRIPPI�G    

System 3: WASTE WATER TREATME�T SYSTEM  S13.3 
STORAGE TANK, INTERNAL 

FLOATING ROOF, NO.6303, 

WASTE WATER, WITH 

STEAM COIL, 6300 BBL; 

DIAMETER: 33 FT 6 IN; 

HEIGHT: 40 FT WITH 

A/N: 471226 

  

FLOATING ROOF, 

WELDED SHELL 

 

PRIMARY SEAL, 

CATEGORY A, 

MECHAICAL SHOE 

 

SECONDARY SEAL, 

CATEGORY B, WIPER 

SEAL 

 D68       

 

C1.11,  

C6.2,  

H23.1, 

K67.4 

STORAGE TANK, INTERNAL 

FLOATING ROOF, NO.6304, 

WASTE WATER, SLOP OIL, 

WITH STEAM COIL, 6300 

BBL; DIAMETER: 33 FT  

6 IN; HEIGHT: 40 FT WITH 

A/N: 471227 

  

FLOATING ROOF, 

WELDED SHELL 

 

PRIMARY SEAL, 

CATEGORY A, 

MECHAICAL SHOE 

 

SECONDARY SEAL, 

CATEGORY B, WIPER 

SEAL 

D69    C1.11,  

C6.2,  

H23.1, 

K67.4 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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Facility I.D.: 800264 
Revision #: draft 

Date:   draft 

FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

Equipment 

 

ID 

�o. 

Connected 

To 

RECLAIM 

Source Type 

/Monitoring 

Unit 

Emission* 

And 

Requirements 

Conditions 

Process 5: STORAGE TA�KS     

System 3: I�TER�AL FLOATI�G ROOF STORAGE TA�KS S13.4 
STORAGE TANK, INTERNAL 

FLOATING ROOF, NO.12007,  

12000 BBL; DIAMETER: 42 FT 

6 IN; HEIGHT: 45 FT 48 FT 

WITH 

A/N: 471228 

  

FLOATING ROOF, 

WELDED SHELL 

 

PRIMARY SEAL, 

CATEGORY A, 

MECHANICAL SHOE 

 

SECONDARY SEAL, 

CATEGORY B, WIPER 

SEAL 

D158    C1.12,  

C6.3,  

K67.4 

STORAGE TANK, 

INTERNAL FLOATING 

ROOF, STEAM  

HEATED, NO.30003, 

CRUDE  

OIL, 30000 BBL; 

DIAMETER:  

70 FT; HEIGHT: 45 FT 

WITH 

A/N: 471230 

  

FLOATING ROOF, 

WELDED SHELL 

 

PRIMARY SEAL, 

CATEGORY A, 

METALLIC SHOE 

 

SECONDARY SEAL, 

CATEGORY B, WIPER 

SEAL 

D164    C1.13,  

C6.3,  

K67.4 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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Revision #: draft 

Date:   draft 

FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

 
Equipment 

 

ID 

�o. 

Connected 

To 

RECLAIM 

Source Type 

/Monitoring 

Unit 

Emission* 

And 

Requirements 

Conditions 

Process 5: STORAGE TA�KS     

System 3: I�TER�AL FLOATI�G ROOF STORAGE TA�KS S13.4 
STORAGE TANK, 

INTERNAL FLOATING 

ROOF, STEAM  

HEATED, NO.30004, 

CRUDE  

OIL, 30000 BBL; 

DIAMETER:  

70 FT; HEIGHT: 45 FT 

WITH 

A/N: 471231 

  

FLOATING ROOF, 

WELDED SHELL 

 

PRIMARY SEAL, 

CATEGORY A, 

METALLIC SHOE 

 

SECONDARY SEAL, 

CATEGORY B, WIPER 

SEAL 

D165    C1.13,  

C6.3,  

K67.4 

STORAGE TANK, 

INTERNAL FLOATING 

ROOF, STEAM  

HEATED, NO.30006, 

CRUDE  

OIL, 30000 BBL; 

DIAMETER:  

70 FT; HEIGHT: 45 FT 

WITH 

A/N: 471232 

  

FLOATING ROOF, 

WELDED SHELL 

 

PRIMARY SEAL, 

CATEGORY A, 

METALLIC SHOE 

 

SECONDARY SEAL, 

CATEGORY B, WIPER 

SEAL 

D166    C1.13,  

C6.3,  

K67.4 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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Facility I.D.: 800264 
Revision #: draft 

Date:   draft 

FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

Conditions: 

 

S13.3 All devices under this system are subject to the applicable requirements of the following 

rules or regulations: 

 

Contaminant Rule Rule/Subpart 

VOC District Rule 1149 

VOC District Rule 1176 

 

[RULE 1149, 7-14-1995; RULE 1176, 9-13-1996] 

 

[Systems subject to this condition : Process 3, System 3] 

 

 

S13.4 All devices under this system are subject to the applicable requirements of the following 

rules or regulations: 

 

Contaminan Rule Rule/Subpart 

VOC 

VOC 

VOC 

District Rule 

District Rule 

District Rule 

463 

1149 

1178 

 

[RULE 1149, 7-14-1995; RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-

2005]  

 

[Systems subject to this condition : Process 5, System 3] 

 

C1.11 The operator shall limit the throughput to no more than 189000 barrel(s) in any one calendar 

month. 

 

For the purpose of this condition, throughput shall be defined as the total combined 

throughput of slop oil. 

 

The operator shall maintain daily and calendar monthly throughput records. 

The operator shall comply with the following throughput measurement practices. 

 

The operator shall calculate the throughput, in barrels, by the following equation: V/H 

(subscript: a), where V is the volume of the tank in barrels based on the most recent version 

of the API Standard 2550, H (subscript: t) is the height of the tank based on the tank 



 SOUTH COAST SOUTH COAST SOUTH COAST SOUTH COAST AIR QUALITY MANAGEMENT DISTRICTAIR QUALITY MANAGEMENT DISTRICTAIR QUALITY MANAGEMENT DISTRICTAIR QUALITY MANAGEMENT DISTRICT    
    21865 Copley Drive, Diamond Bar, CA 9176521865 Copley Drive, Diamond Bar, CA 9176521865 Copley Drive, Diamond Bar, CA 9176521865 Copley Drive, Diamond Bar, CA 91765    
 

 

 

 

 
 

SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

strapping chart and H (subscript: a) is the total vertical one-way liquid surface level travel in 

feet month. 

 

The operator shall calculate the total one-way liquid surface level movement, in feet, on daily 

basis. 

 

The operator shall record the liquid level (in feet) every 24 hours and prior to and after any 

tank movement.  The throughput shall be calculated by reading the strapping table volumes 

for the respective liquid levels, and then calculating the difference.   

 

or, 

 

Alternatively, an automatic tank level gauge (ATLG) shall be used to measure the liquid 

surface level movement for either each filling or withdraw operation. The ATLG shall be 

verified  once per quarter by comparing against a manual tank level measurement. If the 

ATLG differs from the manual tank level measurement by more than 0.8 percent. the ATLG 

shall be repaired. 

 

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002] 

 

[Devices subject to this condition : D68, D69] 

 

C1.12 The operator shall limit the throughput to no more than 132000 barrel(s) in any one calendar 

month. 

 

For the purpose of this condition, throughput shall be defined as total combined throughput 

of naphtha, kerosene, diesel, and gasoil. 

 

The operator shall maintain daily and calendar monthly throughput records. 

 

The operator shall comply with the following throughput measurement practices. 

The operator shall calculate the throughput, in barrels, by the following equation: V/H 

(subscript: a), where V is the volume of the tank in barrels based on the most recent version 

of the API Standard 2550, H (subscript: t) is the height of the tank based on the tank 

strapping chart and H (subscript: a) is the total vertical one-way liquid surface level travel in 

feet month. 

 

The operator shall calculate the total one-way liquid surface level movement, in feet, on daily 

basis. 

 



 SOUTH COAST SOUTH COAST SOUTH COAST SOUTH COAST AIR QUALITY MANAGEMENT DISTRICTAIR QUALITY MANAGEMENT DISTRICTAIR QUALITY MANAGEMENT DISTRICTAIR QUALITY MANAGEMENT DISTRICT    
    21865 Copley Drive, Diamond Bar, CA 9176521865 Copley Drive, Diamond Bar, CA 9176521865 Copley Drive, Diamond Bar, CA 9176521865 Copley Drive, Diamond Bar, CA 91765    
 

 

 

 

 
 

SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

The operator shall record the liquid level (in feet) every 24 hours and prior to and after any 

tank movement.  The throughput shall be calculated by reading the strapping table volumes 

for the respective liquid levels, and then calculating the difference.   

  

or, 

 

Alternatively, an automatic tank level gauge (ATLG) shall be used to measure the liquid 

surface level movement for either each filling or withdraw operation. The ATLG shall be 

verified  once per quarter by comparing against a manual tank level measurement. If the 

ATLG differs from the manual tank level measurement by more than 0.8 percent. the ATLG 

shall be repaired. 

 

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002] 

 

[Devices subject to this condition : D158, D161] 

 

C1.13 The operator shall limit the throughput to no more than 330000 in any one calendar month. 

 

For the purpose of this condition, throughput shall be defined as the total combined 

throughput of crude oil. 

 

The operator shall maintain daily and calendar monthly throughput records. 

 

The operator shall comply with the following throughput measurement practices. 

 

The operator shall calculate the throughput, in barrels, by the following equation: V/H 

(subscript: a), where V is the volume of the tank in barrels based on the most recent version 

of the API Standard 2550, H (subscript: t) is the height of the tank based on the tank 

strapping chart and H (subscript: a) is the total vertical one-way liquid surface level travel in 

feet month. 

 

The operator shall calculate the total one-way liquid surface level movement, in feet, on daily 

basis. 

The operator shall record the liquid level (in feet) every 24 hours and prior to and after any 

tank movement.  The throughput shall be calculated by reading the strapping table volumes 

for the respective liquid levels, and then calculating the difference.   

 

or, 

 

Alternatively, an automatic tank level gauge (ATLG) shall be used to measure the liquid 

surface level movement for either each filling or withdraw operation. The ATLG shall be 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

verified  once per quarter by comparing against a manual tank level measurement. If the 

ATLG differs from the manual tank level measurement by more than 0.8 percent. the ATLG 

shall be repaired. 

 

[RULE 1303(b)(2)-Offset, 5-10-1996; RULE 1303(b)(2)-Offset, 12-6-2002] 

 

[Devices subject to this condition: D164, D165, D166] 

 

C6.2 The operator shall use this equipment in such a manner that the hydrocarbon concentration 

being monitored, as indicated below, does not exceed 30 percent of the Lower Explosive 

Limit. 

 

The operator shall use a lower explosive meter to monitor the hydrocarbon concentration. 

 

[RULE 463, 3-11-1994; RULE 463, 5-6-2005] 

 

[Devices subject to this condition: D68, D69, D156, D160, D168, D272] 

 

C6.3 The operator shall use this equipment in such a manner that the hydrocarbon concentration 

being monitored, as indicated below, does not exceed 50 percent of the Lower Explosive Limit. 

 

The operator shall use a lower explosive meter to monitor the hydrocarbon concentration. 

 

[RULE 463, 3-11-1994; RULE 463, 5-6-2005] 

 

[Devices subject to this condition: D157, D158, D159, D161, D164, D165, D166, D167] 

 

H23.1 This equipment is subject to the applicable requirements of the following rules or regulations: 

 

Contaminant Rule Rule/Subpart 

VOC 40CFR60, Subpart Kb 

 

[40CFR 60 Subpart Kb, 10-15-2003] 

 

[Devices subject to this condition : D68, D69] 

 

Reason: Subpart Kb does not apply because the two tanks are limited to storing contents with a 

vapor pressure below the Subpart Kb’s applicability limit. 
 

K67.4 The operator shall keep records, in a manner approved by the District, for the following 

parameter(s) or item(s): 
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SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 

EDGI�GTO� OIL COMPA�Y 

 

Throughput and vapor pressure of stored liquid 

 

This condition shall become effective when the initial Title V permit is issued to the facility. 

 

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; RULE 463, 3-11-1994] 

 

[Devices subject to this condition : D68, D69, D126, D127, D128, D129, D130, D131, D132, 

D133, D134, D135, D136, D137, D138, D139, D140, D141, D142, D143, D144, D145, 

D146, D147, D148, D149, D150, D151, D152, D153, D154, D155, D156, D157, D158, 

D159, D160, D161, D162, D163, D164, D165, D166, D167, D169, D170, D171, D172, 

D173, D272] 

 

 

 

 

 

 

 

 

 

  


