
 
 
 
 
 

 
SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 
CHEVRON PRODUCTS COMPANY 

 

SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT 
21865 Copley Drive, Diamond Bar, CA 91765 

Process 9/System 1 
 

FACILITY PERMIT SECTION D 
Equipment ID 

No. 
Connected 

To 
RECLAIM 

Source Type 
Emission*  

And Requirements 
Conditions 

 
Process 9: SELECTIVE HYDROGENATION  P13.1 

System 1: C4 SELECTIVE HYDROGENATION UNIT S13.2, 
S15.7, 
S15.10, 
S31.14 

COLUMN, WASH, C-200, FEED 
WATER, HEIGHT: 80 FT 6 IN; 
DIAMETER: 9 FT 6 IN 
A/N: 448302 
 

D712 
    

DRUM, DEGASSING, V-204, 
LENGTH: 15 FT ; DIAMETER: 5 FT 
A/N: 448302 
 

D715 
    

REACTOR, SELECTIVE 
HYDROGENATION, R-270, HEIGHT: 
24 FT ; DIAMETER: 6 FT 6 IN 
A/N: 448302 
 

D3009 
    

VESSEL, COALESCER, V-270, 
WATER, HEIGHT: 7 FT 4 IN; 
DIAMETER: 2 FT 
A/N: 448302 
 

D3010 
    

FUGITIVE EMISSIONS, 
MISCELLANEOUS 
A/N: 448302 
 

D3638 
  HAP: (10) [40CFR 

63 Subpart CC, #5A, 
6-23-2003] 

H23.19 
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- CONDITIONS – 
 

New are noted in bold & underlines.  Additions are noted in bold and deletions in strikeouts. 
 
PROCESS CONDITIONS: 
P13.1 All devices under this process are subject to the applicable requirements of the following rules or 

regulations: 
 

Contaminant Rule Rule/Subpart 
Benzene 40CFR61, SUBPART FF 

 
 [40CFR 61 Subpart FF, 12-4-2003] 
 [Processes subject to this condition : 9] 
 
SYSTEM CONDITIONS: 
S13.2 All devices under this system are subject to the applicable requirements of the following rules or 

regulations: 
  

Contaminant Rule Rule/Subpart 
VOC District Rule 1123 

 
 [RULE 1123, 12-7-1990] 

[Systems subject to this condition: Process 9, System 1, 2] 
 
S15.7 The vent gases from all affected devices of this process/system shall be vented as follows: 
  

All emergency vent gases shall be directed to a vapor recovery system and/or flare system except 
Devices IDs D15, D3195, D3199, D3200 (Process 1, System 3), D106 (Process 1, System 13), 
D3574, D3371, D3373, D591, D595, D597, D3372, D592, D598 & D602 (Process 6, System 4) 
that vent to the atmosphere. 
 
This process/system shall not be operated unless the vapor recovery system and/or flare system is 
in full use and has a valid permit to receive vent gases from this system. 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 9, System 1, 2] 

 
S15.10 The vent gases from all affected devices of this process/system shall be vented as follows: 
  

 All vent gases under normal operating conditions shall be directed to the vapor recovery system. 
 
This process/system shall not be operated unless the vapor recovery system(s) is in full use and 
has a valid permit to receive vent gases from this system. 

 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
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 [Systems subject to this condition : Process 9, System 1 , 2] 
 
S31.14 The following BACT requirements shall apply to VOC service fugitive components associated with 

the devices that are covered by application number(s) 284288, 284290, 289724, 290190, 292674, 
326619, 329314 and 403039: 

 
The operator shall provide to the District, no later than 60 days after initial startup, a recalculation 
of the fugitive emissions based on actual components installed and removed from service. The 
valves and flanges shall be categorized by size and service. The operator shall submit a listing of 
all new non-bellows seal valves which shall be categorized by tag no., size, type, operating 
temperature, operating pressure, body material, application, and reasons why bellows seal valves 
were not used. 
 
All new valves in VOC service, except those specifically exempted by Rule 1173, shall be 
bellows seal valves for 2-inch and smaller sizes, except as approved by the District, in the 
following applications: heavy liquid service, control valve, instrument piping/tubing, applications 
requiring torsional valve stem motion, applications where valve failure could pose safety hazard 
(e.g., drain valves with valve stems in horizontal position), retrofits/special applications with 
space limitations. 
 
All new valves greater than 2-inch and major components in VOC service as defined by Rule 
1173, except those specifically exempted by Rule 1173 and those in heavy liquid service as 
defined in Rule 1173, shall be distinctly identified from other components through their tag 
numbers (e.g., numbers ending in the letter "N"), and shall be noted in the records. 
 
All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, 
as methane, measured above background using EPA Method 21 shall be repaired within 14 days 
of detection. Components shall be defined as any valve, fitting, pump, compressor, pressure relief 
valve, diaphragm, hatch, sight-glass, and meter, which are not exempted by Rule 1173. 
 
All new components in VOC service as defined in Rule 1173, except valves and flanges, shall be 
inspected quarterly using EPA reference Method 21. All new valves and flanges in VOC service, 
except those specifically exempted by Rule 1173, shall be inspected monthly using EPA Method 
21. 
 
If 98.0 percent or greater of the new (non-bellows seal) valves and the new flange population 
inspected is found to leak gaseous or liquid volatile organic compounds at a rate less than 500 
ppmv for two consecutive months, then the operator may change to a quarterly inspection 
program with the approval of the District. 
 
The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent 
of the new (non-bellows seal) valves and the new flange population inspected is found to leak 
gaseous or liquid volatile organic compounds at a rate less than 500 ppmv. 
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The operator shall keep records of the monthly inspection (quarterly where applicable), 
subsequent repair, and reinspection, in a manner approved by the District. Records shall be kept 
and maintained for at least five years, and shall be made available to the Executive Officer or his 
authorized representative upon request.  
 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 9, System 1 , 2] 

 
DEVICE CONDITIONS: 
H. Applicable Rules 
 
H23.19 This equipment is subject to the applicable requirements of the following rules or regulations: 
 

Contaminant Rule Rule/Subpart 
VOC District Rule 1173 
VOC 40CFR60, SUBPART GGG 

 
[RULE 1173, 5-13-1994; RULE 1173, 2-6-2009; 40CFR 60 Subpart GGG, 6-2-2008] 
[Devices subject to this condition : D3638] 

 
Additionally, the following conditions will be administratively modified as shown below to reflect the new 
name for Process 9/System 1. 
 
S18.8 All affected devices listed under this process/system shall be used only to receive, recover and/or 

dispose of vent gases routed from the system(s) or process(es) listed below, in addition to specific 
devices identified in the "connected to" column: 

 
Crude Distillation (Process: 1, System: 17) 
Delayed Coking (Process: 2, System: 1) 
Hydrotreating (Process: 4, System: 3 & 5) 
Catalytic Reforming (Process: 5, System: 1) 
Air Liquide Hydrogen Plant (ID 148236) (Process: N/A, System: N/A) 
Hydrocracking (Process: 7, System: 4 & 7) 
Selective Hydrogenation (Process: 9, System: 1) 
LPG Production (Process: 10, System: 4) 
Treating and Stripping Process (Process: 12, System: 10, 12 & 24) 
Storage Tanks (Process: 16, System: 4 & 8) 
Air Pollution Control (Process: 20, System: 28, 29, 30 & 37) 
Miscellaneous (Process: 21, System: 16) 
 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 20, System 12 , 31] 
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S18.14 All affected devices listed under this process/system shall be used only to receive, recover and/or 
dispose of vent gases routed from the system(s) or process(es) listed below, in addition to specific 
devices identified in the "connected to" column: 

 
Crude Distillation (Process: 1, System: 17) 
Hydrotreating (Process: 4, System: 3 & 5) 
Catalytic Reforming (Process: 5, System: 1) 
Air Liquide Hydrogen Plant (ID 148236) (Process: N/A, System: N/A) 
Hydrocracking (Process: 7, System: 4 & 7) 
Selective Hydrogenation (Process: 9, System: 1) 
Treating and Stripping Process (Process: 12, System: 10, 12 & 24) 
LPG Loading/Unloading (Process: 14, System: 5) 
LPG/Pentane Loading and Unloading (Process: 14, System: 28) 
Storage Tanks (Process: 16, System: 4 & 8) 

 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition: Process 20, System 28 , 29 , 30 , 37] 
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Process 9/System 2  
 

FACILITY PERMIT SECTION D 
Equipment ID 

No. 
Connected

To 
RECLAIM 

Source Type 
Emission*  

And Requirements 
Conditions 

 
Process 9: SELECTIVE HYDROGENATION  P13.1 

System 2: C5 SELECTIVE HYDROGENATION UNIT S11.1, 
S13.2, 
S15.7, 
S15.10, 
S31.14 

VESSEL, WATER WASHER, V-5725, 
HEIGHT: 32 FT ; DIAMETER: 7 FT 
A/N: 413907 
 

D2099 
    

VESSEL, COALESCER, V-5726, 
HEIGHT: 4 FT 4 IN; DIAMETER: 2 FT 
2 IN 
A/N: 413907 
 

D2100 
    

TANK, SURGE, C5 SELECTIVE 
HYDROGENATION, V-5730, 
LENGTH: 39 FT 8 IN; DIAMETER: 10 
FT 
A/N: 413907 
 

D2101 
    

REACTOR, C5 SELECTIVE 
HYDROGENATION, R-5730, 
HEIGHT: 66 FT ; DIAMETER: 4 FT 
A/N: 413907 
 

D2107 
    

FUGITIVE EMISSIONS, 
MISCELLANEOUS 
A/N: 413907 
 

D3639 
  HAP: (10) [40CFR 

63 Subpart CC, #5A, 
6-23-2003] 

H23.19 
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– CONDITIONS – 
 

New are noted in bold & underlines.  Additions are noted in bold and deletions in strikeouts. 
 
PROCESS CONDITIONS: 
P13.1 All devices under this process are subject to the applicable requirements of the following rules or 

regulations: 
 

Contaminant Rule Rule/Subpart 
Benzene 40CFR61, SUBPART FF 

 [40CFR 61 Subpart FF, 12-4-2003] 
 [Processes subject to this condition : 9] 
 
SYSTEM CONDITIONS: 
S11.1 The operator shall comply with all applicable mitigation measures stipulated in the “Statement of 

Findings, Statement of Overriding Considerations, and Mitigation Monitoring Plan" document which 
is part of the AQMD Certified Final Environmental Impact Report dated 09-may-1995 for this 
facility. 

  
 This condition shall only apply to equipment listed in Section H of this facility permit. 
 

[CA PRC CEQA, 11-23-1970] 
[Systems subject to this condition : Process 4, System 3; Process 8, System 1 , 7; Process 9, System 2; 
Process 14, System 17; Process 20, System 24] 

 
S13.2 All devices under this system are subject to the applicable requirements of the following rules or 

regulations: 
  

Contaminant Rule Rule/Subpart 
      VOC                  District Rule        1123 

 
 [RULE 1123, 12-7-1990] 

[Systems subject to this condition : Process 9, System 1, 2] 
 
S15.7 The vent gases from all affected devices of this process/system shall be vented as follows: 
  

All emergency vent gases shall be directed to a vapor recovery system and/or flare system except 
Devices IDs D15, D3195, D3199, D3200 (Process 1, System 3), D106 (Process 1, System 13), 
D3574, D3371, D3373, D591, D595, D597, D3372, D592, D598 & D602 (Process 6, System 4) 
that vent to the atmosphere. 
 
This process/system shall not be operated unless the vapor recovery system and/or flare system is 
in full use and has a valid permit to receive vent gases from this system. 
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[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 9, System 1, 2] 
 

S15.10 The vent gases from all affected devices of this process/system shall be vented as follows: 
  

 All vent gases under normal operating conditions shall be directed to the vapor recovery system. 
 
This process/system shall not be operated unless the vapor recovery system(s) is in full use and 
has a valid permit to receive vent gases from this system. 

 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 

 [Systems subject to this condition : Process 9, System 1 , 2] 
 
S31.14 The following BACT requirements shall apply to VOC service fugitive components associated with 

the devices that are covered by application number(s) 284288, 284290, 289724, 290190, 292674, 
326619, 329314 and 403039: 
 
The operator shall provide to the District, no later than 60 days after initial startup, a recalculation of 
the fugitive emissions based on actual components installed and removed from service. The valves 
and flanges shall be categorized by size and service. The operator shall submit a listing of all new 
non-bellows seal valves which shall be categorized by tag no., size, type, operating temperature, 
operating pressure, body material, application, and reasons why bellows seal valves were not used. 
 
All new valves in VOC service, except those specifically exempted by Rule 1173, shall be bellows 
seal valves for 2-inch and smaller sizes, except as approved by the District, in the following 
applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring 
torsional valve stem motion, applications where valve failure could pose safety hazard (e.g., drain 
valves with valve stems in horizontal position), retrofits/special applications with space limitations. 
 
All new valves greater than 2-inch and major components in VOC service as defined by Rule 1173, 
except those specifically exempted by Rule 1173 and those in heavy liquid service as defined in Rule 
1173, shall be distinctly identified from other components through their tag numbers (e.g., numbers 
ending in the letter "N"), and shall be noted in the records. 
 
All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as 
methane, measured above background using EPA Method 21 shall be repaired within 14 days of 
detection. Components shall be defined as any valve, fitting, pump, compressor, pressure relief valve, 
diaphragm, hatch, sight-glass, and meter, which are not exempted by Rule 1173. 
 
All new components in VOC service as defined in Rule 1173, except valves and flanges, shall be 
inspected quarterly using EPA reference Method 21. All new valves and flanges in VOC service, 
except those specifically exempted by Rule 1173, shall be inspected monthly using EPA Method 21. 
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If 98.0 percent or greater of the new (non-bellows seal) valves and the new flange population 
inspected is found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv 
for two consecutive months, then the operator may change to a quarterly inspection program with the 
approval of the District. 
 
The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the 
new (non-bellows seal) valves and the new flange population inspected is found to leak gaseous or 
liquid volatile organic compounds at a rate less than 500 ppmv. 
 
The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent 
repair, and reinspection, in a manner approved by the District. Records shall be kept and maintained 
for at least five years, and shall be made available to the Executive Officer or his authorized 
representative upon request. 
 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 9, System 1 , 2] 

 
DEVICE CONDITIONS: 
H. Applicable Rules 
H23.19 This equipment is subject to the applicable requirements of the following rules or regulations: 
 

Contaminant Rule Rule/Subpart 
VOC District Rule 1173 
VOC 40CFR60, SUBPART GGG 

 
[RULE 1173, 5-13-1994; RULE 1173, 2-6-2009; 40CFR 60 Subpart GGG, 6-2-2008] 
[Devices subject to this condition : D3639] 

 
Additionally, the following conditions will be administratively modified as shown below to reflect the new 
name for Process 9/System 2. 
 
S18.7 All affected devices listed under this process/system shall be used only to receive, recover and/or 

dispose of vent gases routed from the system(s) or process(es) listed below, in addition to specific 
devices identified in the "connected to" column: 

 
Crude Distillation (Process: 1, System: 3, 5 & 13) 
Coking and Resid Conditioning (Process: 2, System: 1 & 5) 
FCCU (Process: 3, System: 1 & 5) 
Hydrotreating (Process: 4, System: 1, 7, 9, 11 & 13) 
Hydrogen Generation (Process: 6, System: 4) 
Alkylation (Process: 8, System: 1, 2, 5, 7, 8, 9 & 10) 
C5 Selective Hydrogenation Unit (Process: 9, System: 2) 
LPG Production (Process: 10, System: 1 & 2) 
Treating & Stripping (Process: 12, System: 2, 7, 9, 11, 13, 17, 22, 23, 25, 26, 27 & 28) 
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Sulfur Production (Process: 13, System: 10 & 11) 
Air Pollution Control (Process: 20, System: 10, 19 & 34) 
Miscellaneous (Process: 21, System: 13, 14 & 18) 

 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996]  
[Systems subject to this condition : Process 20, System 3 , 7 , 23] 
 

S18.13 All affected devices listed under this process/system shall be used only to receive, recover and/or 
dispose of vent gases routed from the system(s) or process(es) listed below, in addition to specific 
devices identified in the "connected to" column: 

 
FCCU (Process: 3, System: 1 & 5) 
Alkylation (Process: 8, System: 8) 
C5 Selective Hydrogenation Unit (Process: 9, System: 2) 
Treating and Stripping (Process: 12, System: 17) 

 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 20, System 34] 
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Process 3/System 5 
 

FACILITY PERMIT SECTION D 
Equipment ID 

No. 
Connected 

To 
RECLAIM 

Source Type 
Emission*  

And Requirements 
Conditions 

 
Process 3: FLUID CATALYTIC CRACKING P13.1 

System 5: GASOLINE SPLITTER UNIT S7.2, S13.2, 
S15.7, 
S15.10, 
S31.15 

COLUMN, FCC DEPENTANIZER, C-
5700, HEIGHT: 166 FT 4.5 IN; 
DIAMETER: 10 FT 6 IN 
A/N: 413909 
 

D2093 
    

ACCUMULATOR, V-5700, 
DEPENTANIZER OVERHEAD, 
LENGTH: 20 FT ; DIAMETER: 8 FT 6 
IN 
A/N: 413909 
 

D2096 
    

SURGE DRUM, GASOLINE 
SPLITTER BOTTOMS, V-5745, 
HEIGHT: 28 FT ; DIAMETER: 10 FT 
A/N: 413909 
 

D2108 
    

KNOCK OUT POT, FLARE, V-5790, 
LENGTH: 15 FT ; DIAMETER: 8 FT 
A/N: 413909 
 

D2125 
    

POT, DEPENTANIZER WATER 
DRAW-OFF, V-5701, HEIGHT: 4 FT ; 
DIAMETER: 2 FT 
A/N: 413909 
 

D3419 
    

VESSEL, V-5740, GASOLINE 
SPLITTER ACCUMULATOR, 
LENGTH: 20 FT ; DIAMETER: 8 FT 
A/N: 413909 
 

D3790 
    

VESSEL, V-5747, GASOLINE 
SPLITTER REBOILER 
CONDENSATE POT, HEIGHT: 5 FT ; 
DIAMETER: 2 FT 6 IN 
A/N: 413909 
 

D3791 
    

COLUMN, C-5740, FCC GASOLINE 
SPLITTER, HEIGHT: 165 FT 4.5 IN ; 
DIAMETER: 9 FT 6 IN 
A/N: 413909 
 

D3792 
    

FUGITIVE EMISSIONS, 
MISCELLANEOUS 
A/N: 413909 
 

D4302 
  HAP: (10) [40CFR 

63 Subpart CC, #5A, 
6-23-2003] 

H23.19 
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- CONDITIONS – 
 

New are noted in bold & underlines.  Additions are noted in bold and deletions in strikeouts. 
 
PROCESS CONDITIONS: 
P13.1 All devices under this process are subject to the applicable requirements of the following rules or 

regulations: 
 

Contaminant Rule Rule/Subpart 
Benzene 40CFR61, SUBPART FF 

 
 
 [40CFR 61 Subpart FF, 12-4-2003] 
 [Processes subject to this condition : 3] 
 
SYSTEM CONDITIONS: 
S7.2 The following conditions shall apply to all refinery operation and related devices from this system: 
 

The operator shall comply with all applicable mitigation measures stipulated in the "Statement of 
Findings, Statement of Overriding Considerations, and Mitigation Monitoring Plan" document 
which is part of the AQMD Certified Final Environmental Impact Report dated 30-Nov-2001 for 
this facility.  

 
[CA PRC CEQA, 11-23-1970] 
[Systems subject to this condition : Process 3, System 5; Process 4, System 3 , 4; Process 8, System 8; 
Process 14, System 28] 
 

S13.2 All devices under this system are subject to the applicable requirements of the following rules or 
regulations: 

  
Contaminant Rule Rule/Subpart 
      VOC                  District Rule        1123 

 
 [RULE 1123, 12-7-1990] 

[Systems subject to this condition : Process 3, System 5] 
 
S15.7 The vent gases from all affected devices of this process/system shall be vented as follows: 
  

All emergency vent gases shall be directed to a vapor recovery system and/or flare system except 
Devices IDs D15, D3195, D3199, D3200 (Process 1, System 3), D106 (Process 1, System 13), 
D3574, D3371, D3373, D591, D595, D597, D3372, D592, D598 & D602 (Process 6, System 4) 
that vent to the atmosphere. 
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This process/system shall not be operated unless the vapor recovery system and/or flare system is 
in full use and has a valid permit to receive vent gases from this system. 

 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 3, System 5] 
 

S15.10 The vent gases from all affected devices of this process/system shall be vented as follows: 
  

 All vent gases under normal operating conditions shall be directed to the vapor recovery system. 
 
This process/system shall not be operated unless the vapor recovery system(s) is in full use and 
has a valid permit to receive vent gases from this system. 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
 [Systems subject to this condition : Process 3, System 5] 
 
S31.15 The following BACT requirements shall apply to VOC service fugitive components associated with 

the devices that are covered by application number(s) 378811, 380595, 380596, 380597, 380611, 
385372, 385373, 385374, 413909 and 475142: 
 
The operator shall provide to the District, no later than 60 days after initial startup, a recalculation of 
the fugitive emissions based on actual components installed and removed from service. The valves 
and flanges shall be categorized by size and service. The operator shall submit a listing of all new 
non-bellows seal valves which shall be categorized by tag no., size, type, operating temperature, 
operating pressure, body material, application, and reasons why bellows seal valves were not used. 
All new valves in VOC service, except those specifically exempted by Rule 1173, shall be bellows 
seal valves, except as approved by the District, in the following applications: heavy liquid service, 
control valve, instrument piping/tubing, applications requiring torsional valve stem motion, 
applications where valve failure could pose safety hazard (e.g., drain valves with valve stems in 
horizontal position), retrofits/special applications with space limitations, and valves not commercially 
available. 
 
All new valves and major components in VOC service as defined by Rule 1173, except those 
specifically exempted by Rule 1173 and those in heavy liquid service as defined in R1173, shall be 
distinctly identified from other components through their tag numbers (e.g., numbers ending in the 
letter "N"), and shall be noted in the records. 
 
All new components in VOC service as defined in Rule 1173, except valves and flanges, shall be 
inspected quarterly using EPA reference Method 21. All new valves and flanges in VOC service, 
except those specifically exempted by Rule 1173, shall be inspected monthly using EPA Method 21. 
 
If 98.0 percent or greater of the new (non-bellows seal) valves and the new flange population 
inspected is found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv 
for two consecutive months, then the operator may change to a quarterly inspection program with the 
approval of the District. 



 
 
 
 
 

 
SECTION D:  FACILITY DESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS 

The operator shall comply with the terms and conditions set forth below: 
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FACILITY PERMIT TO OPERATE 
CHEVRON PRODUCTS COMPANY 

 

SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT 
21865 Copley Drive, Diamond Bar, CA 91765 

 
The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the 
new (non-bellows seal) valves and the new flange population inspected is found to leak gaseous or 
liquid volatile organic compounds at a rate less than 500 ppmv. 
 
All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as 
methane, measured above background using EPA Method 21 shall be repaired within 14 days of 
detection. Components shall be defined as any valve, fitting, pump, compressor, pressure relief valve, 
diaphragm, hatch, sight-glass, and meter, which are not exempted by Rule 1173. 
 
The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent 
repair, and reinspection, in a manner approved by the District. Records shall be kept and maintained 
for at least five years, and shall be made available to the Executive Officer or his authorized 
representative upon request. 
 
[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Systems subject to this condition : Process 3, System 5] 

 
DEVICE CONDITIONS: 
H. Applicable Rules 
H23.19 This equipment is subject to the applicable requirements of the following rules or regulations: 
 

Contaminant Rule Rule/Subpart 
VOC District Rule 1173 
VOC 40CFR60, SUBPART GGG 

 
[RULE 1173, 5-13-1994; RULE 1173, 2-6-2009; 40CFR 60 Subpart GGG, 6-2-2008] 
[Devices subject to this condition : D3639] 

 
K. Record Keeping/Reporting 
K171.1 The operator shall provide to the District the following items: 
 

Final drawings and/or specifications of the equipment installed/constructed shall be submitted to 
the District within 60 days prior to the operation of the equipment. 
 

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-Offset, 5-10-1996] 
[Devices subject to this condition : D3790, D3791, D3792] 


