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Power Plant
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402 East Beal Road Niland, CA 92257
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Henryk A. Olstowski, 

Assistant Manager, Energy
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Baltazar A. Aguilera,
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Issued by:



Brad Poiriez   
Date

Air Pollution Control Officer
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1. Equipment List

I. Equipment Specifications

1. NGT Unit 1

Description:
Combustion Turbine.

Manufacturer:
General Electric LM6000 PD Sprint Combustion Turbine Generator (CTG).

Capacity:

Power Output 46.395 MW; Nominal 45 MW
Heating Rate:
Total Combustion Turbine Heat Input = 439.57 MMBtu/hr.

Control Equipment:
Dry Low NOx Burners and SCR, plus CO and NOx catalyst.

Monitors:

NOX, CO, O2, NH3 slip and SO2, (SO2 is a calculated value).

2. NGT Unit 2

Description:
Combustion Turbine.

Manufacturer:
General Electric LM6000 PD Sprint Combustion Turbine Generator (CTG).

Capacity:

Power Output 46.395 MW; Nominal 45 MW

Heating Rate:
Total Combustion Turbine Heat Input = 439.57 MMBtu/hr.

Control Equipment:
Dry Low NOx Burners and SCR, plus CO and NOx catalyst.

Monitors:

NOX, CO, O2,  NH3 slip and SO2, (SO2 is a calculated value).

3. Diesel Driven Fire Water Pump

Emergency Fire Water Pump, John Deere Co. Engine, Model 4045, 105 HP. This unit operates on four cylinders, four cycles, is lean burning and turbo charged.  The diesel engine is equipped with a Cuttler-Hammer FD 100 Diesel Engine Controller

4. Black Start Engine Generator

Standby Power Generator, Caterpillar Engine, Model G3516BLE, 1,818 hp natural gas-fired.  
2. Permit Conditions
I. General Permit Conditions

1. The Permittee shall obtain an Authority to Construct permit prior to the modification or replacement of any equipment for which a Permit to Operate has been granted and prior to the installation and operation of any equipment for which an Authority to Construct is required.   ICAPCD Rule 201, Permits Required, revised 09/14/99; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, PTO3507A, Conditions A.4.
2. No air contaminant shall be released into the atmosphere which causes a public nuisance.  ICAPCD Rule 407, Nuisances, revised 09/14/99; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, PTO3507A, Conditions A.2.  {District Only}.
3. The Permittee shall comply with the standards for recycling and emissions reduction pursuant to 40 CFR Part 82.  40 CFR Part 82, Protection of Stratospheric Ozone.
4. The Permittee shall submit to the Imperial County Air Pollution Control District (ICAPCD) a standard ICAPCD application no earlier than 18 months and no later than 6 months before the expiration date of the current Title V Operating Permit.  Permits to Operate for all emissions units at a stationary source shall undergo simultaneous renewal.  ICAPCD Rule 900.D.3.b, Procedures for Issuing Permits to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 06/26/01.

II. Compliance with Permit Conditions

1. The Permittee shall comply with all permit conditions;

2. This permit does not convey property rights or exclusive privilege of any sort;

3. Noncompliance with any permit conditions is grounds for permit termination, revocation and reissuance, modification, enforcement action, or denial of 
permit renewal;

4. The Permittee shall not use the (need to halt or reduce a permitted activity in order to maintain compliance( as a defense for noncompliance with any permit conditions;
5. A pending permit action or notification of anticipated noncompliance does not stay any permit conditions;

6. Within a reasonable time period, The Permittee shall furnish any information requested by the air pollution control officer (APCO) of ICAPCD, in writing, for the purpose of determining: 1)compliance with the permit, 2) whether or not cause exists to modify, revoke and reissue, or terminate a permit or for an enforcement action.  ICAPCD Rule 900.F.2.k, Procedures for Issuing Permit to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 06/26/01; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80;  Permit to Operate 3507A, Conditions A.1, A.3, and A.5.
III. Emission Limits
A. Combustion Turbine Generators
1. The Combustion Turbine Generators (CTGs) shall comply with requirements below under all operating scenarios, except requirements (a) through (e) which do not apply during a gas CTG start-up, warm-up, shutdown, commissioning or maintenance period.

a. The nitrogen oxide emission concentration at each exhaust point shall not exceed 2.5 ppmv, on a dry basis, corrected to 15% 02, averaged over any 1-hour period, and 3.975 pounds per hour, verified by Continuous Emissions Monitoring System (CEMS).  

b. The carbon monoxide emission concentration at each exhaust point shall not exceed 6 ppmv, on a dry basis, corrected to 15% 02, averaged over any rolling 3-hour period, and 5.81 pounds per hour, verified by CEMS.
c. The Reactive Organic Compound emission concentration at each exhaust point shall not exceed 2.0 ppmv, on a dry basis, corrected to 15% 02, averaged over any 1-hour period, and 1.11 pounds per hour, verified by annual compliance test.  

d. Ammonia (NH3) emission concentrations at each exhaust point shall not exceed 5 ppmv, on a dry basis, corrected to 15% 02, averaged over any one-hour period.  The Permittee shall verify, by continuous recording, the ammonia injection rate to the SCR Systems.   
e. Particulate matter (PM10) mass emissions at each emission point shall not exceed 3 pounds per hour, verified by annual compliance test.  ICAPCD Rule 207 New Source Review, adopted 03/17/80; Permit to Operate 3507A, Condition B.3; 40 CFR 60.4320(a); 40 CFR 60.4330(a)(2);  ICAPCD Rule 403 General Limitations on the Discharge of Air Contaminants, revised 05/18/04; ICAPCD Rule 400 Fuel Burning Equipment, revised on 9/14/99.
2. The Permittee shall ensure that the cumulative combined emissions from the CTG’s do not exceed the following limits during any calendar year including emissions generated during gas turbine start-ups and shutdowns: 

a. 16.67 tons of NO, (as NO2) per year; 

b. 21.99 tons of CO per year;

c. 4.07 tons of ROC per year; 

d. 2.65 tons of SO2 per year; and 

e. 9.68 tons of PM10 per year. ICAPCD Rule 207 New Source Review, adopted 03/17/80; Permit to Operate 3507A Condition B.5.
3. The Permittee shall not release or discharge into the atmosphere from any single source of emission, any air contaminant as dark or darker as designated as No. 1 on the Ringlemann Chart (20% opacity) for a period or periods aggregating more than three (3) minutes in any hour.  ICAPCD Rule 401.A.1 Opacity of Emissions, revised 11/19/85; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, PTO 3507A, Condition A.6.
4.  SEQ CHAPTER \h \r 1The Permittee shall not discharge into the atmosphere from any single emission unit combustion contaminants exceeding in concentrations at the point of discharge 0.2 grains per dry cubic foot of gas, calculated to 12% of carbon dioxide (CO2) at standard conditions averaged over 25 consecutive minutes.  ICAPCD Rule 403 General Limitations on the Discharge of Air Contaminants, revised 05/18/04.
5. The CTGs shall not burn any gaseous fuel containing sulfur compounds in excess of 20 grains per 100 cubic feet of gaseous fuel, calculated as hydrogen sulfide at standard conditions.  SEQ CHAPTER \h \r 1ICAPCD Rule 405 Sulfur Compounds Emission Standards, Limitations and Prohibitions, revised 05/18/04; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition B.11; 40 CFR 60.4365(a).
B. Black-Start Generator Engine 
1. The Permittee shall not discharge into the atmosphere any nitrogen oxides in excess of 140 pounds per hour, calculated as nitrogen dioxide (NO2).  This condition shall be valid when equipment is installed.  ICAPCD Rule 400, Fuel Burning Equipment, revised on 9/14/99.
2. The Black-Start Generator(s engine shall not discharge into the atmosphere any visible air contaminant other than uncombined water vapor, for a period or periods aggregating more than three minutes in any one hour, which is 20% opacity or greater.  This condition shall be valid when equipment is installed.   ICAPCD Rule 401.A.1, Opacity of Emissions, adopted  11/19/85.

3. The Permittee shall not release into the atmosphere from any single source of emission, sulfur compounds, calculated as sulfur dioxide (SO2) in excess of 0.2 % by volume, measured at the point of discharge.  This condition shall be valid when equipment is installed.  ICAPCD Rule 405.B.1.a and 405.B.2.a.3, Sulfur Compounds Emission Standards, Limitations and Prohibitions, revised 09/14/99.

4. The Permittee shall not discharge into the atmosphere from any single emission unit combustion contaminants exceeding in concentrations at the point of discharge  0.2 grains per dry cubic foot of gas, calculated to 12 percent of carbon dioxide (CO2) at standard conditions averaged over 25 consecutive minutes.   This condition shall be valid when equipment is installed.  ICAPCD Rule 403.3 and 403.5, General Limitations on the Discharge of Air Contaminants, revised 05/18/04.   
C. Emergency Fire Pump Engine 
1. The Permittee shall not discharge into the atmosphere any nitrogen oxides in excess of 140 pounds per hour, calculated as nitrogen dioxide (NO2).  ICAPCD Rule 400, Fuel Burning Equipment, revised on 9/14/99.
2. The emergency fire pump(s engine shall not discharge into the atmosphere any visible air contaminant other than uncombined water vapor, for a period or periods aggregating more than three minutes in any one hour, which is 20% opacity or greater. ICAPCD Rule 401.A.1, Opacity of Emissions, adopted  11/19/85.

3. The Permittee shall not release into the atmosphere from any single source of emission, sulfur compounds, calculated as sulfur dioxide (SO2) in excess of 0.2% by volume, measured at the point of discharge.  ICAPCD Rule 405.B.1.a and 405.B.2.a.3, Sulfur Compounds Emission Standards, Limitations and Prohibitions, revised 09/14/99.

4. The Permittee shall not burn any liquid fuel having a sulfur content in excess of 0.5%  by weight.  ICAPCD Rule 405, Sulfur Compounds Emission Standards, Limitations and Prohibitions, revised 09/14/99.

5. The Permittee shall not discharge into the atmosphere from any single emission unit combustion contaminants exceeding in concentrations at the point of discharge  0.2 grains per dry cubic foot of gas, calculated to 12% of carbon dioxide (CO2) at standard conditions averaged over 25 consecutive minutes.   ICAPCD Rule 403.3 and 403.5, General Limitations on the Discharge of Air Contaminants, revised 05/18/04.   
IV. Operational Limits
A. Combustion Turbine Generators

1. Total CTG operation, for both CTGs, shall be limited to: 5,960 hours of normal operation, up to 40 hours of maintenance (operations without SCR and CO catalyst), and up to 83.3 hours startup, 250 hours for warmup, and 66.7 shutdown hours, for a total of 6,000 operations hours and 400 hours of startup and shutdown events per year.  ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80; Permit to Operate 3507A, Condition B.1.
2. The duration of each startup event shall include a 10 minutes startup and 30 minutes warm-up on average and the duration of shutdown events shall be restricted on average to 8 minutes.  In the occurrence where it is difficult to bring the unit into compliance with the emission limits in Section III.A.1 during a turbine startup, these emissions will be counted toward the allowable maintenance hours specified in this permit.  ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80; Permit to Operate 3507A, Condition B.4.
3. The CTGs shall not burn any gaseous fuel containing sulfur compounds in excess of 20 grains per 100 cubic feet of gaseous fuel, calculated as hydrogen sulfide at standard conditions.  The Permittee shall take sample analysis twice per year of the natural gas utilized at the Niland Gas Turbine Plant and analyze for the sulfur content using U.S.EPA-approved laboratory methods, or shall obtain certified analytical results from the natural gas supplier. The Permittee may use the sulfur content monitoring data generated at the El Centro Generating Station (ECGS) to determine compliance with this requirement, provided both facilities continue to share the same natural gas pipeline.   SEQ CHAPTER \h \r 1ICAPCD Rule 405.B.5.a, Sulfur Compounds Emission Standards, Limitations and Prohibitions, revised 05/18/04; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition B.11; 40 CFR 60.4365(a).
4. The facility shall not incur more than eight startups and six shutdowns in any one 24 hour period.  ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80; Permit to Operate 3507A, Condition B.12.
B. Black-Start Generator Engine 

1. Black-start generator engine shall be restricted to operate a total of 12 hours per year for non-emergency testing and maintenance purposes.  This condition shall be valid when equipment is installed.  ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition E.2.
2. The black-start generator shall not be used to provide power to sources other than the Niland Gas Turbine Plant.  This condition shall be valid when equipment is installed.  ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A-1 Condition E.4.
C. Emergency Fire Pump Engine
1. The emergency firewater pump engine shall be restricted to operate a total of 50 hours per year for non-emergency testing and maintenance purposes.  ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80,  Permit to Operate 3507A, Condition F.2.
V. Monitoring and Testing

A. Combustion Turbine Generators

1. The Permittee shall install, certify, maintain, operate and quality-assure a CEMS which continuously measures and records the exhaust gas NOX, CO and O2 concentrations.  The Permittee shall install, calibrate, maintain, and operate these monitoring systems according to CARB/USEPA monitoring plans and they shall be installed prior to initial equipment startup. 40 CFR 60.4340(b)(1); 40 CFR 75, Subpart B, Monitoring Provisions; ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80; PTO 3507A, Condition B.6. 
2.  SEQ CHAPTER \h \r 1The CEMS shall be installed, calibrated, maintained and operated according to the following sections:

a. The CEMS shall meet the standards of 40 CFR Part 60.45.

b. Calibration gas mixtures shall meet the specifications in 40 CFR Part 51, Appendix P, Section 3.3 and Part 60, Appendix B, Performance Specification 2, Section 2.1.

c. Cycling times shall be those specified in 40 CFR Part 60, Appendix P, Sections 3.4, 3.4.1 and 3.4.2.

d. The continuous NOx monitoring system shall meet the applicable performance specifications requirements in 40 CFR Part 51, Appendix P, Part 60, Appendix B.

e. The continuous O2 monitoring system shall meet the performance specifications requirements in 40 CFR Part 51, Appendix P, and Part 60, Appendix B.  40 CFR 60.4350; ICAPCD Rule 110, Stack Monitoring, Revised 09/14/99.
3. The NOX, CO and O2 CEMS shall meet the requirements in 40 CFR 60, Appendix F Procedure 1 and Part 60, Appendix B Performance Specifications 2, 3, and 4, and/or 40 CFR 75 Appendix A, or shall meet equivalent specifications established by mutual agreement of the ICAPCD, the CARB, and the USEPA. 40 CFR 60.4345(a). 
4. The CEMS shall complete a minimum of one cycle of operation (sampling, analyzing, and data recording) for each successive 15-minute period or shall meet equivalent specifications established by mutual agreement of the ICAPCD, the CARB and the USEPA. 40 CFR 60.4345(b). 
5. For each CTG and its control system, except during turbine commissioning, startup, shutdowns, and maintenance events, the CTGs shall be properly operated and properly maintained.  The Selective Catalytic Reduction (SCR) and Oxidation Catalyst Systems shall be in operation whenever fuel is combusted at the source and the catalyst bed has reached minimum operating temperature.  ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80; Permit to Operate 3507A, Condition B.2.
6. As specified below, the Permittee shall calculate and record (CEMS) the following data: 

a. Total Heat Input Rate for every clock hour and the average hourly Heat Input Rate for every 30-day rolling average. 

b. Daily, cumulative total Heat Input Rate. 

c. The average NOx mass emissions (as NO2), & CO mass emissions, and NOx and CO corrected to 15% O2 emission concentrations for every clock hour and for every 30-day rolling average. 

d. On an hourly basis, the cumulative total NOx, mass emissions (as N02) and the cumulative total CO mass emissions, for each calendar day.

e. For the purposes of (a) through (d) above, “cumulative” shall refer to both CTGs.  40 CFR 75, Subpart B Monitoring Provisions; ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80; Permit to Operate 3507A,  Condition B.7; 40 CFR 60.4350(h) and 40 CFR 60.4380(b)(1).
7. On an annual basis , the owner/operator shall conduct a source test on both exhaust points while each Combustion Turbine Generator is operating at standard capacity (greater than 80% load) to determine compliance with Section III.A.1 and to verify the accuracy of the continuous emission monitor measurements. The Permittee shall submit approved source test protocol at least 30 days before commencing stack testing. The Permittee shall test for (as a minimum): moisture content and oxygen concentration, stack gas flow rate, reactive organic compounds concentration and mass emissions, nitrogen oxide concentration and mass emissions (as NO2), carbon monoxide concentration and mass emissions, sulfur dioxide concentration and mass emissions, and particulate matter (PM10) emissions including condensable particulate matter. ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80; Permit to Operate 3507, Condition B.9; 40 CFR 60.4400; ICAPCD Rule 400, Fuel Burning Equipment, revised on 09/14/99. 
8. The following test methods shall be used: NOX -EPA Method 7E or 20; CO -EPA Method 10 or 10B; VOC -EPA Method 18 or 25; PM10 -EPA Method 5 (front half and back half) or 201 and 202a; and O2 -EPA Method 3, 3A, or 20. EPA approved alternative test methods as approved by the ICAPCD may also be used to address the source testing requirements of this permit. 40 CFR 60.4400(1)(i).
B. Black-Start Generator Engine 

1. The Black-Start Generator Engine shall demonstrate compliance with the nitrogen oxides limit through emission compliance testing.  The emission compliance test shall be performed every 3 calendar years.  This condition shall be enforced once the unit is installed.  ICAPCD Rule 400, Fuel Burning Equipment, revised on 9/14/99.

2. The Black-Start Generator Engine shall demonstrate compliance with the nitrogen oxides limit using EPA Method 7, 7A, 7C, 7E, or any other applicable EPA approved test method. Measurements of stack flow rates shall be determined using EPA Method 2, or any other applicable EPA approved test method.  This condition shall be enforced once the unit is installed.  ICAPCD Rule 400.D, Fuel Burning Equipment, revised on 9/14/99.

3. The Black-Start Generator Engine may demonstrate compliance with the SO2 limit by calculations based on sulfur content of fuel(s).  This condition shall be enforced once the unit is installed.  ICAPCD Rule  900.F.2.e, Procedures for Issuing Permits to Operate for Sources Subject to Title V of  the Federal CAA Amendments of 1990, revised 06/26/01.
C. Emergency Fire Pump Engine

1. The Emergency Fire Pump Engine shall demonstrate compliance with the nitrogen oxides limit through emission compliance testing.  The emission compliance test shall be performed every 3 calendar years.  ICAPCD Rule 400, Fuel Burning Equipment, revised on 9/14/99.

2. The Emergency Fire Pump Engine shall demonstrate compliance with the nitrogen oxides limit using EPA Method 7, 7A, 7C, 7E, or any other applicable EPA approved test method. Measurements of stack flow rates shall be determined using EPA Method 2, or any other applicable EPA approved test method.  ICAPCD Rule 400.D, Fuel Burning Equipment, revised on 9/14/99.

3. The Emergency Fire Pump Engine may demonstrate compliance with the SO2 limit by calculations based on sulfur content of fuel(s).  ICAPCD Rule  900.F.2.e, Procedures for Issuing Permits to Operate for Sources Subject to Title V of  the Federal CAA Amendments of 1990, revised 06/26/01.
VI. Record Keeping Requirements 
A. Combustion Turbine Generators
1. The Permittee shall maintain all records and reports on site for a minimum of 5 years.  These records shall include but are not limited to: continuous monitoring records (firing hours, fuel flows, emission rates, monitor excesses, breakdowns, etc.), source test and analytical records, natural gas sulfur content analysis results, emission calculation records, records of plant upsets and related incidents. The Permittee shall make all records and reports available to ICAPCD staff upon request.   SEQ CHAPTER \h \r 140CFR60.334, Standards of Performance for Stationary Gas Turbines; 40 CFR 75, Subpart B Monitoring Provisions, Permit to Operate 3507A-1 Condition C.1.
B. Black-Start Generator Engine 
1. A log shall be maintained on the premises showing hours of operation and routine repairs of black-start generator engine. This log shall be made available for inspection by the ICAPCD.  This condition shall be valid when equipment is installed.  ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition E.1.

2. The results of all compliance and test reports shall be retained for five (5) years from the date of each entry and made available to ICAPCD personnel upon request.  This condition shall be valid when equipment is installed.  ICAPCD Rule 400, Fuel Burning Equipment, revised on 9/14/99.
C. Emergency Fire Pump Engine
1. A log shall be maintained on the premises showing hours of operation and routine repairs of emergency firewater pump engine. This log shall be made available for inspection by the ICAPCD.  ICAPCD Rule 207 New Source Review, revised 05/05/81; Permit to Operate 3507A-1 Condition F.1.
2. The results of all compliance and test reports shall be retained for five (5) years from the date of each entry and made available to ICAPCD personnel upon request.  ICAPCD Rule 400, Fuel Burning Equipment, revised on 9/14/99.
VII. Reporting Requirements

A. Combustion Turbine Generators
1. The Permittee shall submit a quarterly report on the continuous emissions monitoring systems to the ICAPCD.  The report shall be submitted to the ICAPCD by the 30th day following the end of the calendar quarter and shall include:

a. The time intervals, date and magnitude of excess emissions; nature and cause of the excess (if known), corrective actions taken and preventive measures adapted.

b. The averaging period used for data reporting corresponding to the averaging period specified in the emission test period used to determine compliance with an emission standard for the pollutant in question.

c. Time and date of each period during which the continuous emissions monitoring system was inoperative except for zero and span checks and the nature of system repairs and adjustments.

d. A negative declaration when no excess emissions occurred.

e. A summary of actual monthly emissions from the CEMS.  40CFR60.334, Standards of Performance for Stationary Gas Turbines; 40 CFR 75, Subpart B, Monitoring Provisions; Permit to Operate 3507A, Condition C.3; ICAPCD Rule 110 Stack Monitoring, revised 09/14/99; 40 CFR 60.4375(a) and 60.4395.    SEQ CHAPTER \h \r 1
2. The Permittee shall submit to the ICAPCD an annual report by the end of February of each operating year.  This report shall include the following items for the preceding year:

a. For each turbine the monthly hours of operation.

b. For each turbine the monthly fuel consumption.  ICAPCD Rule 207 New Source Review, revised 05/05/81; Permit to Operate 3507A, Condition C.4.
3.  SEQ CHAPTER \h \r 1The Permittee shall furnish the ICAPCD written results of the source tests conducted within thirty (30) days of the test completion.  40 CFR Part 70.6 Periodic Monitoring.  
4.  SEQ CHAPTER \h \r 1The Permittee shall report any deviation from requirements in this Title V Operating Permit other than deviations reported to the ICAPCD pursuant to the ICAPCD Upset/ Breakdown Rule within 2 days of occurrence.  The  Permittee shall use ICAPCD approved forms to report any deviations.  ICAPCD Rule 900.F.2.g, Procedures for Issuing Permits to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01.
5. The Permittee shall submit a written monitoring report to the ICAPCD every six months. The report shall identify any deviations from permit requirements, including those previously reported to the ICAPCO.   The Permittee shall submit one report postmarked by January 30 of each year that covers the period from July 1 through December 31 of the previous calendar year, and one report postmarked by July 30 that covers the period from January 1 through June 30 of each calendar year. All reports of a deviation from permit requirements shall include the probable cause of the deviation and any preventive or corrective action taken. The Permittee shall use ICAPCD’ approved forms for the report regarding deviation from permit requirements and shall also include a written statement from the responsible official which certifies the truth, accuracy, and completeness of the report.  When no deviations have occurred during the reporting period, such information shall be stated in the report.  ICAPCD Rule 900.F.2.g, Procedures for Issuing Permits to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01.
B. Black-Start Generator Engine 
1. Permittee shall submit to the ICAPCD an annual report by the end of February of each operating year containing the monthly fuel consumption and hours operated per month for the unit.  This condition shall be valid when equipment is installed.  ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition E.3.
C. Emergency Fire Pump Engine
1. Permittee shall submit to the ICAPCD an annual report by the end of February of each operating year containing the monthly fuel consumption and hours operated per month for the unit.  ICAPCD Rule 207 New Source Review, revised 05/05/81; Permit to Operate 3507A-1 Condition F.3.

VIII. Emergency Provisions

1.  SEQ CHAPTER \h \r 1The Permittee shall notify the ICAPCD of any upset conditions, breakdown or scheduled maintenance which cause a violation of emission limitations prescribed by ICAPCD Rules and Regulations, or by State law.   The ICAPCD shall be notified as soon as reasonably possible, but not later than two (2) hours after its detection.  The completion of corrective measures or the shutdown of emitting equipment is required within 24 hours of occurrence of a breakdown condition.  ICAPCD Rule 900.F.2.l Emergency Provisions, revised 6/26/01; ICAPCD Rule 111.C Equipment Breakdown, adopted 12/11/79; ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition D.1.
2. The Permittee shall submit a written report to the APCO within ten days after a breakdown occurrence has been corrected.  This report shall include: a) a statement that the occurrence has been corrected, together with the date of correction and proof of compliance; b) the reason(s) or cause(s) of the occurrence; c) a description of the corrective measures undertaken; and d) the type of emission and estimated quantity of the emissions caused by the occurrence.  ICAPCD Rule 900.F.2.l Emergency Provisions, revised 6/26/01; ICAPCD Rule 111.C, Equipment Breakdown, adopted 12/11/79; ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition D.2.
3. Within two weeks of an emergency event, the operator shall submit to the ICAPCD a properly signed, contemporaneous log or other relevant evidence which demonstrates that: a) an emergency occurred; b) the Permittee can identify the cause(s) of the emergency; c) the facility was being properly operated at the time of the emergency; d) all steps were taken to minimize the emissions resulting from the emergency; and e) within two working days of the emergency event, the Permittee provided the ICAPCD with a description of the emergency and any mitigation or corrective actions taken.  ICAPCD Rule 900.F.2.l, Procedures for Issuing Permits to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01.
4. In any enforcement proceeding, the Permittee has the burden of proof for establishing that an emergency occurred.  ICAPCD Rule 900.F.2.l Emergency Provisions, revised 6/26/01; ICAPCD Rule 111.C Equipment Breakdown, adopted 12/11/79; ICAPCD Rule 207 New Source Review, adopted prior to 03/17/80, Permit to Operate 3507A, Condition D.3.
IX.  SEQ CHAPTER \h \r 1Compliance Certification
1. The Permittee shall submit compliance certification reports to the U.S.EPA, Director, Air Division, 75 Hawthorne Street, AIR-3, San Francisco, CA 94105 and the ICAPCD every 12 months.  These reports shall be postmarked by February 28 of each year and that covers the previous calendar year. The reports shall include the following requirements: a) identify the basis for each permit term or condition and a means of monitoring compliance with the term or condition; b) the compliance status and method(s) used to determine compliance for the current time period and over the entire reporting period, including whether compliance during the period was continuous or intermittent; and c) any additional inspection, monitoring, or entry requirement  that may be promulgated pursuant to sections 114(a) and 504(b) of the CAA.  The Permittee shall use ICAPCD approved forms for the compliance certification and shall also include a written statement from the responsible official which certifies the truth, accuracy, and completeness of the report. ICAPCD Rule 900.F.2.n, Procedures for Issuing Permit to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01.
X. Acid Rain Requirements

1. In accordance with the provisions of Title IV of the Clean Air Act and 40 CFR Parts 72 through 77, this Acid Rain Permit is issued to Imperial Irrigation District, Niland Gas Turbine Plant.

2. All terms and conditions of this permit are enforceable by Imperial County Air Pollution Control District and U.S. EPA under the Clean Air Act.  40 CFR Part 72.
3. The Permittee shall comply with all the applicable requirements of the Acid Rain Permit Application located in Attachment A. 40 CFR Part 72.30
4. This Acid Rain permit incorporates the definitions of terms in 40 CFR Part 72.2.
5. This permit is valid for a term of five (5) years from the date of issuance unless a timely and complete renewal application is submitted to ICAPCD.   40 CFR 72.69
6. A timely renewal application is an application that is received at least six months prior to the permit expiration date. 40 CFR 72.30
XI. Risk Management Plan 
1. This stationary source, as defined in 40 CFR Section 68.3, is subject to part 68, the Accidental Release Prevention regulations.  This stationary source shall certify compliance with the requirements of part 68 as part of the annual compliance certification as required by 40 CFR Part 70 or 71.  40 CFR Part 68 Chemical Accident Prevention Provisions. 

XII. Right of Entry

1. The Regional Administrator of United States Environmental Protection Agency (U.S. EPA), the Executive Officer of the California Air Resources Board, the APCO, or their authorized representatives, upon the presentation of credentials, shall be permitted to enter upon the premises:

a. To inspect the stationary source, including equipment, work practices, operations, and emissions-related activity; and

b. To inspect and duplicate records required by this Operating Permit; and

c. To sample substances or monitor emissions from the source or other parameters to assure compliance with the Permit or applicable requirements. Monitoring of emissions can include source testing.  ICAPCD Rule 900.F.2.j, Procedures for Issuing Permit to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01; 40 CFR 70.6 Permit Content.
XIII. Severability

1. The provisions of this Operating Permit are severable and if any provisions of this Operating Permit are held invalid, the remainder of this Operating Permit shall not be affected thereby.  ICAPCD Rule 900.F.2.m, Procedures for Issuing Permit to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01.
XIV. Permit Life

1. This Operating Permit shall become invalid five years from the date of issuance unless a timely and complete renewal application is submitted to the ICAPCD.  The Permittee shall apply for renewal of this Operating Permit no earlier than 18 months and no later than 6 months  before the expiration date of the current permit to operate.  Upon submittal of a timely and complete renewal application, this Operating Permit shall remain in effect until the APCO issues or denies the renewal application.  ICAPCD Rule 900.F.2.o, Procedures for Issuing Permit to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01.
XV. Payment of Fees

1. The Permittee shall remit the Title V annual fee to the ICAPCD on a timely basis.  Failure to remit fees on a timely basis shall result in forfeiture of this Operating Permit.  Operation without a permit to operate subjects the source to potential enforcement action by the ICAPCD and the U.S. EPA pursuant to section 502(a) of the Clean Air Act.  ICAPCD Rule 900.F.2.p, Procedures for Issuing Permit to Operate for Sources Subject to Title V of the Federal CAA Amendments of 1990, revised 6/26/01. 
XVI. Green House Gas (GHG) Provisions.

1. Greenhouse gas emissions inventories shall be compiled and reported in accordance with applicable state and federal regulations.

Verification:
Any greenhouse gas emissions that are reported by the Permittee to the California Climate action Registry(CCAR) or The Climate Registry (TCR) or according to state and federal regulations and pursuant to this condition shall be reported to the Compliance Project Manager(CPM) and the Imperial County Air Pollution Control District as part of the fourth Quarterly or the annual Air Quality Report. ICAPCD Rule 207, New Source Review, adopted prior to 03/17/80, PTO3507A, Conditions B.13  {District Only}.
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