



SIGNIFICANT PERMIT REVISION DESCRIPTION

This significant permit revision for Freeport Mc-MoRan Morenci Inc. (FMMI) incorporates the newly promulgated NESHAP Subpart CCCCCC requirements for operation of the four Gasoline Dispensing Facilities (GDFs) at the Morenci facility.  These GDFs are used to provide gasoline to the fleet of vehicles at the Morenci facility and are located at different areas of the facility. 
There is no change in emissions since the gasoline disposal facilities have been in operation and were subject to state requirements.
 SEQ CHAPTER \h \r 1

 SEQ CHAPTER \h \r 1ATTACHMENT "B"

SPECIFIC CONDITIONS

Addenda (Significant Permit Revision #49347) to Operating Permit #42474 for

Freeport-McMoRan Morenci Inc. - Morenci Mine
The existing Condition VIII shall be replaced with the following Condition VIII in the requirements set forth in Attachment "B" of the Operating Permit #42474:

VIII.
TANK FARM GASOLINE TANKS/GASOLINE DISPENSING FACILITY
A.
Applicability

1.
This Section applies to the following: 

a.
Gasoline Dispensing Facilities (GDF), Storage tanks at the GDFs as listed in Table C-12 Operation 011- Storage Tanks, Equipment List, Attachment “C” and associated equipment components in vapor or liquid gasoline service.  Pressure/Vacuum vents on gasoline storage tanks and equipment necessary to unload product from cargo tanks into storage tanks at GDFs.  The equipment used for the refueling of motor vehicles is not covered.

          [40 CFR 63.11111 (a), (b), & (c), and 63. 11112(a)] 

b.
 Each gasoline cargo tank during the delivery of product to a GDF.

             [40 CFR 63.11111(a)]
2.
The Permittee shall comply with the underlying requirements of 40 CFR Subpart CCCCCC by January 10, 2011.



         [40 CFR 63.11113 (b)]
3.
In the event that any of the GDF/s become subject to the control requirement of higher average monthly throughput, the Permittee:

a.
Shall, with in 90 days, send a notification about the date such a change has occurred in the particular GDF, and 

       [A.A.C. R18-2-306.A.5]
b.
Shall comply with the new applicable standards of 40 CFR Subpart CCCCCC no later than 3 years after the affected GDFs becomes subject to the new control requirements.

 
           [40 CFR 63.11113 (c)]
4.
Definition of Monthly Throughput

Monthly throughput is the total volume of gasoline that is loaded into all gasoline storage tanks during a month, as calculated on a rolling 30-day average. 

[40 CFR 63.11132]
B.
Operating Limitations

I. GDFs with less than 10,000 gallons throughput per month presently applicable to GDF #3 and #4
a.
The Permittee shall not allow gasoline to be handled in a manner that would result in vapor releases to the atmosphere for extended periods of time.  Measures to be taken include, but are not limited to, the following: 

(1) 
Minimize gasoline spills;

(2) 
Clean up spills as expeditiously as practicable;

(3) 
Cover all open gasoline containers and all gasoline storage tank fill-pipes with a cover having a gasketed seal when not in use;

(4) Minimize gasoline sent to open waste collection systems that collect and transport gasoline to reclamation and recycling devices, such as oil/water separators.
[40 CFR 63.11116(a) and 63.11117(a)]
2.
GDFs with less than 100,000 gallons throughput per month presently applicable to GDF #1 and #2
a.
The Permittee shall not allow gasoline to be handled in a manner that would result in vapor releases to the atmosphere for extended periods of time.  Measures to be taken include, but are not limited to, the following: 

(1) 
Minimize gasoline spills;

(2) 
Clean up spills as expeditiously as practicable;

(3) 
Cover all open gasoline containers and all gasoline storage tank fill-pipes with a cover having a gasketed seal when not in use;

(5) Minimize gasoline sent to open waste collection systems that collect and transport gasoline to reclamation and recycling devices, such as oil/water separators.
[40 CFR 63.11116(a) and 63.11117(a)]
b.
Submerged Fill Pipes

The Permittee shall load gasoline into storage tanks by utilizing submerged filling.  
(1)
The submerged fill pipes installed on or before November 9, 2006, must be no more than 12 inches from the bottom of the storage tank. 



      [40 CFR 63.11117(b)(1)]
(2)
The submerged fill pipes installed on or after November 9, 2006, must be no more than 6 inches from the bottom of the storage tank. 




      [40 CFR 63.11117(b)(2)]
c.
The Permittee shall have records available within 24 hours of a request by the Director to document the gasoline throughput.    [40 CFR 63.11117(d)]

d.
If any of the GDFs referenced above becomes subject to additional control measures in 40 CFR 63 Subpart CCCCCC, the Permittee shall comply with the applicable provisions within 3 years of the GDF unit becoming subject to the new control requirements.       [40 CFR 63.11113(c)]

3.
Storage Tanks 
I. Each gasoline storage tank shall be equipped with a submerged filling device, or acceptable equivalent, for control of hydrocarbon emissions.




         [A.A.C. R18-2-710.B]
I. All pumps and compressors that handle volatile organic compounds shall be equipped with mechanical seals or other equipment of equal efficiency to prevent release of organic contaminants into the atmosphere.




         [A.A.C. R18-2-710.D]
C. Monitoring and Recordkeeping Requirements

1.
The Permittee shall maintain a monthly record of the gasoline throughput of each GDF. 

2.
The Permittee shall, for the gasoline storage tanks, maintain a file of the typical Reid vapor pressure of gasoline stored and of dates of storage.  Dates on which the storage vessel is empty shall be shown.
                    [A.A.C. R18-2-710.E.1]
3.
If the gasoline is stored in a storage vessel other than one equipped with a vapor recovery system or its equivalent and the true vapor pressure is greater than 470 mm Hg (9.1 psia), the Permittee shall record the average monthly temperature, and true vapor pressure of gasoline at such temperature.
     [A.A.C. R18-2-710.E.2.b]
4.
The average monthly storage temperature shall be an arithmetic average calculated for each calendar month, or portion thereof, if storage is for less than a month, from bulk liquid storage temperatures determined at least once every seven days.

  
      


       [A.A.C. R18-2-710.E.3]
5.
The true vapor pressure shall be determined by the procedures in American Petroleum Institute Bulletin 2517, amended as of February 1980 (and no future editions), which is incorporated herein by reference and on file with the Office of the Secretary of State. This procedure is dependent upon determination of the storage temperature and the Reid vapor pressure, which requires sampling of the petroleum liquids in the storage vessels. Unless the Director requires in specific cases that the stored petroleum liquid be sampled, the true vapor pressure may be determined by using the average monthly storage temperature and the typical Reid vapor pressure. For those liquids for which certified specifications limiting the Reid vapor pressure exist, the Reid vapor pressure may be used. For other liquids, supporting analytical data must be made available upon request to the Director when typical Reid vapor pressure is used.
       [A.A.C. R18-2-710.E.4]
E.
Permit Shield






            [A.A.C. R18-2-325]
Compliance with the conditions of this Part shall be deemed compliance with 40 CFR 63.11111(a), (b), & (c), 63.11112(a), 63.11113(b) & (c), 63.11116(a), 40 CFR 63.11117(a), (b)(1), (b)(2), (c), & (d), 63.111321, and A.A.C. R18-2-710.B, D, E.1, E.2.b, E.3 & E.4.
ATTACHMENT “C”

EQUIPMENT LIST

Addenda (Significant Permit Revision #49347) to Operating Permit #42474 for

Freeport-McMoRan Morenci Inc. - Morenci Mine

Equipment with Process #s 155 to 157, Gasoline Storage Tanks, shall be deleted from the Table C-12, Equipment List, Attachment “C”, in the operating permit #42474.
The following equipment shall be added to the Table C-12, Equipment List, Attachment “C”, in the operating permit #42474.
TABLE C-12 OPERATION 011- STORAGE TANKS
	Process No.
	Equipment
	Make
	Model
	Serial No.
	Year of Manufacture
	Rated Capacity

(Gallons)
	Existing/New

	GDF #1 (Mill) (Presently monthly throughput below 100,000 gallons)


	155
	Tank #G1
	FMMI
	Custom Fabricated
	Before 1984
	12,000
	Existing



	156
	Tank #G2
	FMMI
	Custom Fabricated
	Before 1984
	12,000
	Existing



	157
	Tank #G3
	FMMI
	Custom Fabricated
	Before 1984
	12,000
	Existing



	263
	Tank #C1
	Nogales Iron & Steel
	WNR
	604623
	1996
	6,000
	Existing



	GDF #2 (Mine) (Presently monthly throughput below 100,000 gallons)


	263
	Tank #Pit72
	FMMI
	Custom Fabricated
	Before 1984
	9,994
	Existing



	264
	Tank #Pit73
	FMMI
	Custom Fabricated
	Before 1984
	9.994
	Existing



	266
	Tank #Pit77
	FMMI
	Custom Fabricated
	Before 1984
	9,994
	Existing



	GDF #3 (Mine) on skids (Presently monthly throughput below 10,000 gallons)


	267
	Tank #Pit76
	FMMI
	Custom Fabricated
	Before 1984
	2,600
	Existing



	GDF #4 (Guard Gate) (Presently monthly throughput below 10,000 gallons)


	268
	Tank #Pit78
	FMMI
	Custom Fabricated
	Before 1984
	980
	Existing



	269
	Tank #Pit79
	FMMI
	Custom Fabricated
	Before 1984
	980
	Existing
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