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	Table III

Generally Applicable Requirements

(Not Requiring Routine Monitoring)



	
Applicable

Requirement
	
Regulation Title or

Description of Requirement
	Federally

Enforceable

(Y/N)

	BAAQMD · Regulation 1
	General Provisions and Definitions  (05/02/2001)
	N



	SIP· Regulation 1
	General Provisions and Definitions (SIP Approved)   (06/28/1999)
	Y

	BAAQMD · Regulation 2 · Rule 1
	Permits, General Requirements  (08/01/2001)
	N



	SIP Regulation 2 · Rule 1
	Permits, General Requirements (SIP Approved)  (01/26/1999)
	Y



	BAAQMD · Regulation 2 · Rule 2
	Permits, New Source Review  (05/17/2000)
	N



	SIP Regulation 2 · Rule 2
	Permits, New Source Review (01/26/1999)
	Y



	BAAQMD · Regulation 2 · Rule 3
	Permits, Power Plants (12/19/1979)
	Y



	BAAQMD · Regulation 2 · Rule 4
	Permits, Emissions Banking  (05/17/2000)
	N



	SIP Regulation 2 · Rule 4
	Permits, Emissions Banking  (01/26/1999)
	Y



	BAAQMD · Regulation 2 · Rule 6
	Permits, Major Facility Review  (04/16/2003)
	N


	SIP  Regulation  2 · Rule 6
	Permits, Major Facility Review   (06/23/1995)
	Y


	BAAQMD · Regulation 2 · Rule 9
	Permits, Interchangeable Emission Reduction Credits  (04/07/1999)
	N

	BAAQMD · Regulation 3
	Fees  (07/02/2003)
	N


	SIP· Regulation 3
	Fees   (05/03/1994)
	Y


	BAAQMD · Regulation 4
	Air Pollution Episode Plan  (03/20/1991)
	N



	SIP Regulation 4
	Air Pollution Episode Plan (08/06/1990)
	Y



	BAAQMD · Regulation 5
	Open Burning  (03/06/2002)
	N


	SIP · Regulation 5
	Open Burning (09/04/1998)
	Y



	BAAQMD · Regulation 6
	Particulate Matter and Visible Emissions  (12/19/1990)
	Y



	BAAQMD · Regulation 7
	Odorous Substances  (03/17/1982)
	N



	BAAQMD · Regulation 8 · Rule 1
	Organic Compounds, General Provisions  (06/15/1994)
	Y



	BAAQMD · Regulation 8 · Rule 2
	Organic Compounds, Miscellaneous Operations  (06/15/1994)
	Y



	BAAQMD Regulation 8, Rule 3
	Organic Compounds - Architectural Coatings (11/21/2001)
	N

	SIP - Regulation 8, Rule 3
	Organic Compounds - Architectural Coatings (02/18/1998)
	Y

	BAAQMD Regulation 8, Rule 4
	Organic compounds - General Solvent and Surface Coating Operations (10/16/2002)
	N

	SIP Regulation 8, Rule 4
	Organic compounds - General Solvent and Surface Coating Operations (12/23/1997)
	Y

	BAAQMD · Regulation 8 · Rule 9
	Organic Compounds, Vacuum Producing Systems  (07/20/1983)
	Y

	BAAQMD · Regulation 8 · Rule 10
	Organic Compounds, Process Vessel Depressurization  (07/20/1983)
	Y

	BAAQMD · Regulation 8 · 

Rule 28-302
	Pressure Relief Devices at New or Modified Sources at Petroleum Refineries  (12/17/1997)
	N

	BAAQMD · Regulation 8 · Rule 40
	Organic Compounds, Contaminated Soil and UST Removal  (12/15/1999)
	Y

	BAAQMD Regulation 8, Rule 49
	Organic Compounds - Aerosol Paint Products (12/20/95)
	N

	SIP Regulation 8, Rule 49
	Organic Compounds - Aerosol Paint Products (03/22/1995)
	Y

	BAAQMD Regulation 8, Rule 51
	Organic Compounds - Adhesive and Sealant Products (7/17/2002)
	N

	SIP - Regulation 8, Rule 51
	Organic Compounds - Adhesive and Sealant Products (02/26/2002)
	Y

	
	
	

	BAAQMD · Regulation 10 · Subpart A
	NSPS Incorporation by Reference, General Provisions  (02/16/2000)
	N

	BAAQMD · Regulation 11 · Rule 2
	Hazardous Pollutants, Asbestos Demolition and Renovation.  (10/07/1998)
	N

	BAAQMD · Regulation 11 · Rule 12
	NESHAPS Incorporation by Reference, 40 CFR  61 Subpart FF Benzene Waste (01/05/1994)
	N


	BAAQMD Regulation 12, Rule 4
	Miscellaneous Standards of Performance - Sandblasting (7/11/1990)
	N

	SIP Regulation 12, Rule 4
	Miscellaneous Standards of Performance – Sandblasting (09/02/1981)
	Y

	NESHAPS Title 40  Part 61  

Subpart M
	NESHAPS, Asbestos  (06/19/1995)
	Y



	Title 40 Part 68
	Chemical Accident Prevention Provisions  (01/31/1994)
	Y



	Title 40 Part 82  Subpart F
	CFC Recycling and Emissions Reduction  (05/14/1993)
	Y



	Title 40 Part 82 Subpart F 82.156
	Recycling and Emissions Reductions - Required Practices  (08/08/1995)
	Y

	Title 40 Part 82 Subpart F 82.161
	Recycling and Emissions Reductions - Technician Certification  (08/19/1994)
	Y

	Title 40 Part 82 Subpart F 82.166
	Recycling and Emissions Reductions - Reporting and Recordkeeping Provisions  (08/08/1995)
	Y

	Title 40 Part 82 Subpart H 82.270(b)
	Prohibitions, Halon (03/05/1998)
	Y


	Table IV – Refinery
Generally Applicable Requirements
which Require Routine Monitoring

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD · Regulation 1
BAAQMD · Regulation 1
	General Provisions and Definitions  (05/02/2001)


	
	

	1-510
	Area Monitoring
	Y
	

	1-530
	Area Monitoring Downtime
	Y
	

	1-540
	Area Monitoring Data Examination
	Y
	

	1-542
	Area Concentration Excesses
	Y
	

	1-543
	Record Maintenance for Two Years
	Y
	

	1-544
	Monthly Summary
	Y
	

	BAAQMD Regulation 2, Rule 1
	General Requirements (8/1/01)
	
	

	2-1-429
	Federal Emissions Statement
	N
	

	BAAQMD

Regulation 8, Rule 5
	Storage of Organic Liquids (11/27/02)
	
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-502
	Tank degassing annual source test requirement
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.2
	Source tests for tank degassing equipment
	Y
	

	8-5-604
	Determination of applicability
	Y
	

	BAAQMD

Regulation 8, 

Rule 8
	Wastewater (Oil-Water) Separators (6/15/94)
	
	

	8-8-308
	Junction Box
	Y
	

	BAAQMD · Regulation 9, Rule 1
	Inorganic Gaseous Pollutants, Sulfur Dioxide Emissions Limitations (03/15/1995)
	
	

	9-1-110
	Conditional Exemption, Area Monitoring
	Y
	

	9-1-301
	Limitations on Ground Level Concentrations
	Y
	

	9-1-302
	General Emission Limitation (applies only when area monitoring for SO2 is not in compliance)
	Y
	

	9-1-313
	Sulfur Removal Operations at Petroleum Refineries
	N
	

	9-1-313.2
	Sulfur Removal and Recovery System
	N
	

	9-1-501
	Area Monitoring Requirements
	Y
	

	9-1-604
	Ground Level Monitoring
	Y
	

	SIP

Regulation 9, Rule 1
	Inorganic Gaseous Pollutants, Sulfur Dioxide Emissions Limitations (05/20/1992)
	
	

	9-1-313
	Sulfur Removal Operations at Petroleum Refineries
	Y1
	

	9-1-313.2
	Sulfur Removal and Recovery System
	Y1
	

	BAAQMD · Regulation 9, Rule 2
	Inorganic Gaseous Pollutants, Hydrogen Sulfide  (10/06/1999)
	
	

	9-2-110
	Exemptions
	N
	

	9-2-301
	Limitations on Hydrogen Sulfide
	N
	

	9-2-501
	Area Monitoring Requirements
	N
	

	9-2-601
	Ground Level Monitoring
	N
	

	NSPS Title 40  Part 60 Subpart A
	General Provisions  (03/16/1994)
	
	

	40 CFR 60.1
	Applicability
	Y
	

	40 CFR 60.2
	Definitions
	Y
	

	40 CFR 60.3
	Units and Abbreviations
	Y
	

	40 CFR 60.4
	Address
	Y
	

	40 CFR 60.5
	Determination of Construction or Modification
	Y
	

	40 CFR 60.6
	Review of Plans
	Y
	

	40 CFR 60.7(a)
	Notification and Recordkeeping
	Y
	

	40 CFR 60.7(b)
	Maintain Records-CEMs
	Y
	

	40 CFR 60.8
	Performance Tests
	Y
	

	40 CFR 60.9
	Availability of Information
	Y
	

	40 CFR 60.11
	Compliance with Standards and Maintenance Requirements
	Y
	

	40 CFR 60.12
	Circumvention
	Y
	

	40 CFR 60.13
	Monitoring Requirements
	Y
	

	40 CFR 60.14
	Modification
	Y
	

	40 CFR 60.15
	Reconstruction
	Y
	

	40 CFR 60.17
	Incorporated by Reference
	Y
	

	40 CFR 60.19
	General Notification and Reporting Requirements
	Y
	

	NESHAPS Title 40  Part 61 Subpart A
	NESHAPS, General Provisions  (03/16/1994)


	
	

	40 CFR 61.01
	Lists of Pollutants and Applicability of Part 61
	Y
	

	40 CFR 61.02
	Definitions
	Y
	

	40 CFR 61.03
	Units and abbreviations
	Y
	

	40 CFR 61.04
	Address
	Y
	

	40 CFR 61.05
	Prohibited Activities
	Y
	

	40 CFR 61.06
	Determination of Construction or Modification
	Y
	

	40 CFR 61.07
	Application for Approval of Construction or Modification
	Y
	

	40 CFR 61.08
	Approval of construction or modification
	Y
	

	40 CFR 61.09
	Notification of startup
	Y
	

	40 CFR 61.10
	Source reporting and waiver request
	Y
	

	40 CFR 61.12
	Compliance with Standards and Maintenance Requirements
	Y
	

	40 CFR 61.13
	Emission Tests and Waiver of Emission Tests
	Y
	

	40 CFR 61.14
	Monitoring requirements
	Y
	

	40 CFR 61.15
	Modification
	Y
	

	40 CFR 61.18
	Incorporation by reference
	Y
	

	40 CFR 61.19
	Circumvention
	Y
	

	NESHAPS Title 40  Part 61 Subpart FF
	NESHAPS, Benzene Waste Operations  (11/12/2002)
	
	

	40 CFR 61.340(a)
	Applicability: Chemical Manufacturing, Coke by-product recovery, petroleum refineries
	Y
	

	40 CFR 61.340(c)
	Applicability: Exempt Waste
	Y
	

	40 CFR 61.340(d)
	Applicability: Exemption for Sources Routed to Fuel Gas
	Y
	

	40 CFR 61.341
	Definitions
	Y
	

	40 CFR 61.342
	Standards:  General
	Y
	

	40 CFR 61.342(a)
	Standards:  General; Total Annual Benzene Quantity
	Y
	

	40 CFR 61.342(b)
	Standards:  General; Facility with TAB > 10Mg/year in compliance by 4/7/93
	Y
	

	40 CFR 61.342(c)(1)
	Standards:  General; Treat benzene-containing waste streams in accordance with 61.342(c)(1)(i), 61.342(c)(1)(ii) and 61.342(c)(1)(iii)
	Y
	

	40 CFR 61.342(c)(1)(i)
	Standards:  General; Remove or destroy benzene in accordance with 
	Y
	

	40 CFR 61.342(c)(1)(ii)
	Standards:  General; Comply with 61.343 through 61.347 for treatment units operated in accordance with 61.342(c)(1)(i)
	Y
	

	40 CFR 61.342(c)(1)(iii)
	Standards:  General; Comply with 61.343 through 61.347 for treatment units for recycled wastes. Recycled wastes subject to 61.342(c)
	Y
	

	40 CFR 61.342(e)
	Standards:  General; Alternative to 61.342(c) and 61.342(d)
	Y
	

	40 CFR 61.342(e)(1)
	Standards:  General; Treat waste with a flow-weighted annual average water content of less than 10% per 61.342(c)(1)
	Y
	

	40 CFR 61.342(e)(2)
	Standards:  General; Treatment of waste with a flow-weighted annual average water content of 10% or more by volume.
	Y
	

	40 CFR 61.342(e)(2)(i)
	Standards:  General; [Uncontrolled] 61.342(e)(2) Waste shall not contain more than 6.0 Mg/yr benzene.
	Y
	

	40 CFR 61.342(e)(2)(ii)
	Standards:  General; Determine 61.342(e)(2) benzene quality 
	Y
	

	40 CFR 61.342(g)
	Standards:  General; Compliance by record review and test results
	Y
	

	40 CFR 61.345(a)
	Standards:  Containers
	Y
	

	40 CFR 61.345(a)(1)
	Standards:  Containers--Covers
	Y
	

	40 CFR 61.345(a)(1)(ii)
	Standards:  Containers--Openings
	Y
	

	
	
	
	

	40 CFR 61.345(b)
	Standards:  Containers--Quarterly inspection
	Y
	

	40 CFR 61.345(c)
	Standards:  Containers--Repairs
	Y
	

	40 CFR 61.348(a)
	Standards: Treatment Processes
	Y
	

	40 CFR 61.348(a)(5)
	Standards: Treatment Processes; Aggregated wastes
	Y
	

	40 CFR 61.348(b)
	Standards: Treatment Processes; Aggregated wastes
	Y
	

	40 CFR 61.350(a)
	Standards: Delay of Repair; If repair is technically impossible without shutdown
	Y
	

	40 CFR 61.350(b)
	Standards: Delay of Repair; Exempt from 61.343 for delayed repairs
	Y
	

	40 CFR 61.355
	Test Methods, Procedures, and Compliance Provisions
	Y
	

	40 CFR 61.355(a)
	Test Methods, Procedures, and Compliance Provisions; Determine total annual benzene quantity
	Y
	

	40 CFR 61.355(a)(1)
	Test Methods, Procedures, and Compliance Provisions; Determine total annual benzene quantity
	Y
	

	40 CFR 61.355(a)(2)
	Test Methods, Procedures, and Compliance Provisions; Determine total annual benzene quantity
	Y
	

	40 CFR 61.355(a)(3)
	Test Methods, Procedures, and Compliance Provisions; Determine total annual benzene quantity
	Y
	

	40 CFR 61.355(a)(6)
	Test Methods, Procedures, and Compliance Provisions; Determine total annual benzene quantity
	Y
	

	40 CFR 61.355(b)
	Test Methods, Procedures, and Compliance Provisions; Determine annual waste quantity
	Y
	

	40 CFR 61.355(b)(1)
	Test Methods, Procedures, and Compliance Provisions; Determine annual waste quantity
	Y
	

	40 CFR 61.355(b)(7)
	Test Methods, Procedures, and Compliance Provisions; Determine annual waste quantity
	Y
	

	40 CFR 61.355(c)(1)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(1)(i)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(1)(i)(A)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(1)(ii)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(1)(iii)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(1)(iv)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(1)(v)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(2)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(c)(3)
	Test Methods, Procedures, and Compliance Provisions; Determine flow-weighted annual average benzene concentration
	Y
	

	40 CFR 61.355(k)(1)
	Test Methods, Procedures, and Compliance Provisions; Determine Benzene Quantity for 61.342(e)(2) calculation
	Y
	

	40 CFR 61.355(k)(2)
	Test Methods, Procedures, and Compliance Provisions; Determine Benzene Quantity for 61.342(e)(2) calculation
	Y
	

	40 CFR 61.355(k)(3)
	Test Methods, Procedures, and Compliance Provisions; Determine Benzene Quantity for 61.342(e)(2) calculation
	Y
	

	40 CFR 61.355(k)(5)
	Test Methods, Procedures, and Compliance Provisions; Determine Benzene Quantity for 61.342(e)(2) calculation
	Y
	

	40 CFR 61.355(k)(6)
	Test Methods, Procedures, and Compliance Provisions; Determine Benzene Quantity for 61.342(e)(2) calculation
	Y
	

	40 CFR 61.356
	Recordkeeping Requirements
	Y
	

	40 CFR 61.356(a)
	Recordkeeping and retention requirements
	Y
	

	40 CFR 61.356(b)
	Waste stream records
	Y
	

	40 CFR 61.356(b)(4)
	Waste stream records
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	40 CFR 61.357
	Reporting Requirements
	Y
	

	40 CFR 61.357(a)(1)
	Reporting Requirements; Total Annual benzene quantity
	Y
	

	40 CFR 61.357(a)(2)
	Reporting Requirements; Table of Waste Streams and Control Methods
	Y
	

	40 CFR 61.357(a)(3)
	Reporting Requirements; Data required for uncontrolled waste streams
	Y
	

	40 CFR 61.357(d)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste
	Y
	

	40 CFR 61.357(d)(2)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Annual report
	Y
	

	40 CFR 61.357(d)(5)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Annual report contents required
	Y
	

	40 CFR 61.357(d)(6)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Quarterly inspection certification
	Y
	

	40 CFR 61.357(d)(7)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Quarterly report
	Y
	

	40 CFR 61.357(d)(7)(iv)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Quarterly report; Control device requirements
	Y
	

	40 CFR 61.357(d)(7)(iv)(A)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Quarterly report; Control device requirements; Thermal Oxidizer
	Y
	

	40 CFR 61.357(d)(7)(iv)(I)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Quarterly report; Control device requirements; Carbon Adsorption 
	Y
	

	40 CFR 61.357(d)(8)
	Reporting Requirements: Facilities with 10 Mg/yr or more total benzene in waste; Annual Report Summarizing Inspection Findings
	Y
	

	
	
	
	

	
	
	
	

	40 CFR 63 Subpart A
	General Provisions of MACT Standards  (03/16/1994 as amended at 67 FR 16595, Apr. 5, 2002)
	
	

	63.1(a)(1)
	Terms used throughout this part are defined in section 63.2
	Y
	

	63.1(a)(2)
	This part contains NESHAPS pursuant to Section 112 of Federal Clean Air Act. These NESHAPS are independent of NESHAPS in 40 CFR 61.
	Y
	

	63.1(a)(3)
	Emission standard in this part does not replace a more stringent standard in another rule.
	Y
	

	63.1(a)(6)
	Availability of information
	Y
	

	63.1(a)(11)
	Submittal postmarked within required timeframe is sufficient.
	Y
	

	63.1(a)(12)
	Time periods may be extended if mutually agreed upon, as allowed under 63.9(i)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	63.2
	Definitions
	Y
	

	63.4(a)(1)
	Sources may not operate in violation, unless an extension or exemption has been obtained
	Y
	

	63.4(a)(2)
	Recordkeeping and reporting requirements must be met
	Y
	

	
	
	
	

	
	
	
	

	63.4(b)
	Circumvention
	Y
	

	63.4(c)
	Fragmentation
	Y
	

	
	
	
	

	63.5(a)(1)
	Construction and Reconstruction applicability
	Y
	

	63.5(a)(2)
	Construction and Reconstruction-effective date
	Y
	

	63.5(b)(1)
	Upon construction or reconstruction, subject to standards for new sources
	Y
	

	63.5(b)(3)
	Prior written approval of administrator required before constructing or reconstructing
	Y
	

	63.5(b)(4)
	Construction and Reconstruction-notification to administrator
	Y
	

	
	
	
	

	63.5(b)(6)
	 Equipment added to affected source becomes part of affected source, and is subject to relevant standards for source
	Y
	

	63.5(d)(1)(i)
	Application for approval of construction or reconstruction
	Y
	

	63.5(d)(1)(ii)
	Separate applications for each construction or reconstruction
	Y
	

	63.5(d)(3)
	Application for approval of reconstruction
	Y
	

	63.5(d)(4)
	Additional information
	Y
	

	63.5(e)
	Approval of construction or reconstruction
	Y
	

	63.5(f)(1)
	Approval of construction or reconstruction based on prior state pre-construction review
	Y
	

	63.5(f)(2)
	Construction and Reconstruction-submittal of request to Administrator
	Y
	

	63.6(a)
	Compliance with Standards and Maintenance Requirements-applicability
	Y
	

	63.6(b)(3)
	Compliance date for sources constructed between proposal and promulgation date for standard
	Y
	

	
	
	Y
	

	63.6(e)
	Operation and Maintenance Requirements
	Y
	

	63.6(f)(1)
	Compliance with non-opacity emission standards - applicability
	Y
	

	63.6(f)(2)(i)
	Determination of compliance with non-opacity standard based on performance tests
	Y
	

	63.6(f)(2)(ii)
	Determination of compliance with non-opacity standard based on based on conformance with operation and maintenance requirements
	Y
	

	63.6(f)(2)(iii)
	Use of startup tests for state requirements
	Y
	

	63.6(f)(2)(iii)(A)
	Tests within reasonable time
	Y
	

	63.6(f)(2)(iii)(B)
	Tests conducted under representative operating conditions
	Y
	

	63.6(f)(2)(iii)(C)
	Use of EPA-approved test procedures
	Y
	

	63.6(f)(2)(iv)
	Determine compliance by reviewing records, inspections
	Y
	

	63.6(f)(2)(v)
	Determine compliance by evaluation of conformance with operation and maintenance requirements
	Y
	

	63.6(f)(3)
	Finding of compliance
	Y
	

	63.6(g)
	Use of alternative non-opacity emission standard
	Y
	

	63.6(h)(1)
	Compliance with opacity and visible emissions standards-Applicability
	Y
	

	63.6(h)(2)
	Methods for determining compliance
	Y
	

	63.6(h)(6)
	Availability of records
	Y
	

	63.6(i)
	Extension of compliance with emission standards
	Y
	

	63.6(j)
	Exemption from compliance with emission standard
	Y
	

	63.7(a)(3)
	Administrator may require a performance test
	Y
	

	63.7(d)
	Performance testing facilities.
	Y
	

	63.7(e)(1)
	Performance Testing Requirements-conduct of performance tests
	Y
	

	63.7(e)(2)
	Performance Testing Requirements-use of test methods and procedures in 40 CFR 51, 60, 61, or 63
	Y
	

	63.7(e)(4)
	Testing under Section 114 of the Clean Air Act
	Y
	

	63.7(h)(1)
	Waiver of performance tests
	Y
	

	63.7(h)(2)
	Application for waiver of individual performance test
	Y
	

	63.7(h)(3)
	Request to waive a performance test
	Y
	

	63.7(h)(5)
	Administrator’s authority not abrogated
	Y
	

	63.8(b)(1)
	Conducting monitoring
	Y
	

	63.8(b)(3)
	Using more than one monitoring system to measure emissions.
	Y
	

	63.8(c)(1)
	Monitoring Requirements
	Y
	

	63.8(c)(1)(i)
	Permit holder shall keep necessary parts to repair “routine” malfunctions, as identified in malfunction plan, per 63.6(e)(3)
	Y
	

	63.8(c)(1)(iii)
	Applicable operation and maintenance procedures
	Y
	

	63.8(c)(2)
	Monitoring systems shall measure representative emissions, parameters.
	Y
	

	63.8(c)(3)
	Monitors shall be installed prior to, or in conjunction with, performance tests under 63.7
	Y
	

	63.8(f)(1)
	Use of alternative monitoring method
	Y
	

	63.8(f)(2)
	Administrator may approve alternative monitoring upon written request
	Y
	

	63.8(f)(3)
	If administrator has reasonable grounds to dispute results of alternative monitoring, the administrator may require specific monitoring
	Y
	

	63.8(f)(4)(ii)
	Requirements for application for alternative monitoring
	Y
	

	63.8(f)(4)(iv)
	Requirements for application for minor changes
	Y
	

	63.8(f)(5)(i)
	Notification of approval of alternative monitoring
	Y
	

	63.8(f)(5)(ii)
	Administrator may establish procedures and criteria
	Y
	

	63.8(f)(5)(iii)
	Use of alternative monitoring until Administrator approves other monitoring
	Y
	

	63.9(a)
	Notification requirements – applicability and general information
	Y
	

	63.9(b)(4)
	Notification Requirements for new or reconstructed source with initial startup date after effective date of relevant standard
	Y
	

	63.9(b)(5)
	Notification Requirements for construction of new source or reconstruction of existing source subject to standard
	Y
	

	63.9(c)
	Request for extension of compliance
	Y
	

	63.9(d)
	Notification that source is subject to special compliance requirements
	Y
	

	63.9(i)
	Adjustments to time periods or postmark deadlines for submittal and review of required communications
	Y
	

	63.10(a)
	Recordkeeping and reporting - applicability and general information.
	Y
	

	63.10(b)(2)(i)
	Records of startup, shutdown, or malfunction of operation.
	Y
	

	63.10(b)(2)

(ii)
	Records of malfunction of air pollution control equipment
	Y
	

	63.10(b)(2)

(iv)
	Record of actions deviating from startup, shutdown, and malfunction plan.
	Y
	

	63.10(b)(2)

(v)
	Records to determine conformance with startup, shutdown, and malfunction plan.
	Y
	

	63.10(b)(2)

(x)
	Records of monitoring system calibration checks. 
	Y
	

	63.10(b)(2)

(xi)
	Records of monitoring system adjustments and maintenance. 
	Y
	

	63.10(d)(4)
	Progress reports for extension of compliance
	Y
	

	63.10(d)(5)(i)
	Periodic startup, shutdown, and malfunction reports.
	Y
	

	63.10(d)(5)

(ii)
	Immediate startup, shutdown, and malfunction reports.
	Y
	

	63.10(f)
	Waiver of recordkeeping and reporting requirements
	Y
	

	63.11
	Control Device Requirements
	Y
	

	63.12
	State Authority and Delegation
	Y
	

	63.13
	Addresses of EPA Regional Office
	Y
	

	63.14
	Incorporation by Reference
	Y
	

	63.15
	Availability of Information and Confidentiality
	Y
	

	NESHAPS Title 40  Part 63 Subpart CC
	NESHAPS for Petroleum Refineries  (06/12/1996)
	
	

	40 CFR 63.640(a)
	Applicability applies to petroleum refining process units and to related emission points.
	Y
	

	40 CFR 63.640(c)
	Applicability and Designation of Affected Source--Includes all emission points at Refinery
	Y
	

	40 CFR 63.640(d)
	Applicability and Designation of Affected Source--Exclusions
	Y
	

	40 CFR 63.640(f)
	Applicability and Designation of Affected Source
	Y
	

	40 CFR 63.640(g)
	Applicability and Designation of Affected Source--Exempt Processes
	Y
	

	40 CFR 63.640(h)
	Applicability and Designation of Affected Source--Compliance dates
	Y
	

	40 CFR 63.640(i)
	Applicability and Designation of Affected Source--New petroleum refining process unit requirements
	Y
	

	40 CFR 63.640(j)
	Applicability and Designation of Affected Source--Changes to existing petroleum refining process units
	Y
	

	40 CFR 63.640(k)
	Applicability and Designation of Affected Source--Additional requirements for new or changed sources
	Y
	

	40 CFR 63.640(l)
	Applicability and Designation of Affected Source--Additions of equipment (i.e. process vents, storage vessels, etc) in Group 1 sources not subject to 63.640(i) or (k).
	Y
	

	40 CFR 63.640(m)
	Applicability and Designation of Affected Source--Changes causing Group 2 emission points to become Group 1 points
	Y
	

	40 CFR 63.640(q)
	For overlap of subpart CC with local or State regulations, the permitting authority for the affected source may allow consolidation of the monitoring, recordkeeping, and reporting requirements under this subpart.
	Y
	

	40 CFR 63.641
	Definitions:  (arranged alphabetically)  Group 1 wastewater stream, Group 2 wastewater stream, miscellaneous process vents (specifically does not include emissions from wastewater collection and conveyance systems).
	Y
	

	40 CFR 63.642
	General Standards
	Y
	

	40 CFR 63.642(a)
	Apply for a part 70 or part 71 operating permit
	Y
	

	40 CFR 63.642(c)
	Table 6 of this subpart specifies the subpart A provisions that apply.
	Y
	

	40 CFR 63.642(d)
	Initial performance tests and compliance determinations shall be required only as specified in this subpart
	Y
	

	40 CFR 63.642(e)
	Keep copies of all applicable reports and records for at least 5 years, except as otherwise specified in this subpart.
	Y
	

	40 CFR 63.642(f)
	All reports required by this subpart shall be sent to the Administrator
	Y
	

	40 CFR 63.642(i)
	Existing source owners/operators shall demonstrate compliance with (g) by following procedures in (k) or by following emission averaging compliance approach in (l) for specified emission points and the procedures in (k) for other emission points.
	Y
	

	40 CFR 63.642(k)
	Existing source owners/operators may comply, and new sources owners/operators shall comply with the wastewater provisions in 63.647 and comply with 63.654 and is exempt from (g)
	Y
	

	40 CFR 63.647(a)
	Wastewater Provisions
	Y
	

	40 CFR 63.647(b)
	Wastewater Provisions
	Y
	

	40 CFR 63.647(c)
	Wastewater Provisions
	Y
	

	40 CFR 63.654(a)
	Semi-Annual Reporting and Recordkeeping Requirements
	Y
	

	40 CFR 63.654(e)
	Semi-Annual Reporting and Recordkeeping Requirements
	Y
	

	40 CFR 63.654(g)
	Periodic Reporting and Recordkeeping Requirements
	Y
	

	40 CFR 63.654(h)
	Reporting and Recordkeeping Requirements--Other reports
	Y
	

	40 CFR 63.654(i)
	Reporting and Recordkeeping Requirements--Recordkeeping
	Y
	

	Appendix 

Table 1
	Hazardous Air Pollutants
	Y
	

	Appendix 

Table 6
	Hazardous Air Pollutants
	Y
	

	NESHAPS Title 40  Part 63 Subpart UUU
	National Emission Standards for Hazardous Air Pollutants for Petroleum Refineries:  Catalytic Cracking Units, Catalytic Reforming Units, and Sulfur Recovery Units.
	
	4/11/2005



Table IV - J1

Source-Specific Applicable Requirements

External Floating Roof Tank; with Permit Conditions

S-57 (TK-1701)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date
	BAAQMD Regulation 8 Rule 5
	Organic Compounds, Storage of Organic Liquids  (11/27/02 )

	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-320.5
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.5.1
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.5.2
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--cover, gasket, pole sleeve, pole wiper
	Y
	

	8-5-320.5.3
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary Seal Requirements; Resilient-toroid-type seal requirements
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary Seal Requirements; Welded external floating roof tanks with seals installed after 9/4/1985 or welded internal floating roof tanks with seals installed after 2/1/1993
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J2

Source-Specific Applicable Requirements

External Floating Roof Tank

S-58 (TK-1702)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-320.5
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.5.1
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.5.2
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--cover, gasket, pole sleeve, pole wiper
	Y
	

	8-5-320.5.3
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary Seal Requirements; Resilient toroid-type seal requirements
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary Seal Requirements; Welded external floating roof tanks with seals installed after 9/4/1985 or welded internal floating roof tanks with seals installed after 2/1/1993
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J3

Source-Specific Applicable Requirements

External Floating Roof Tanks

S-59, S-60, S-61, S-62, S-86 (TK-1703, TK-1704, TK-1705, TK-1706, TK-1758)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-320.5
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.5.1
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.5.2
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--cover, gasket, pole sleeve, pole wiper
	Y
	

	8-5-320.5.3
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary Seal Requirements; Metallic-shoe-type seal requirements
	Y
	

	8-5-321.3.1
	Primary Seal Requirements; Metallic-shoe-type seal requirements--geometry of shoe
	Y
	

	8-5-321.3.2
	Primary Seal Requirements; Metallic-shoe-type seal requirements--welded tanks
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary Seal Requirements; Welded external floating roof tanks with seals installed after 9/4/1985 or welded internal floating roof tanks with seals installed after 2/1/1993
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J4

Source-Specific Applicable Requirements

External Floating Roof Tanks

S-63, S-66, S-68 (TK-1711, TK-1714, TK-1716)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank Fitting Requirements; Solid sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.4.2
	Tank Fitting Requirements; Solid sampling or gauging well requirements--cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank Fitting Requirements; Solid sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary Seal Requirements; Metallic-shoe-type seal requirements
	Y
	

	8-5-321.3.1
	Primary Seal Requirements; Metallic-shoe-type seal requirements--geometry of shoe
	Y
	

	8-5-321.3.2
	Primary Seal Requirements; Metallic-shoe-type seal requirements--welded tanks
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.3
	Secondary seal requirements; Seal gaps (applicable as long as secondary seal is not zero-gap seal as defined in 8-5-322.5)
	Y
	

	8-5-322.5
	Secondary seal requirements; Gap for welded external floating roof tanks with seal installed after September 4, 1985 (becomes applicable when secondary seal is considered newly installed and subject to zero-gap seal gap requirements)
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J5

Source-Specific Applicable Requirements

External Floating Roof Tanks

S-64, S-73, S-74, S-75, S-76, S-77, S-78, S-79, S-80, S-82 (TK-1712, TK-1733, TK-1734, TK-1736, TK-1737, TK-1738, TK-1739, TK-1751, TK-1752, TK-1754)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank Fitting Requirements; Solid sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.4.2
	Tank Fitting Requirements; Solid sampling or gauging well requirements--cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank Fitting Requirements; Solid sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary Seal Requirements; Metallic-shoe-type seal requirements
	Y
	

	8-5-321.3.1
	Primary Seal Requirements; Metallic-shoe-type seal requirements--geometry of shoe
	Y
	

	8-5-321.3.2
	Primary Seal Requirements; Metallic-shoe-type seal requirements--welded tanks
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary Seal Requirements; Welded external floating roof tanks with seals installed after 9/4/1985 or welded internal floating roof tanks with seals installed after 2/1/1993
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J6

Source-Specific Applicable Requirements

External Floating Roof Tanks

S-72, S-83, S-84, S-92 (TK-1720, TK-1755, TK-1756, TK-1771)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank Fitting Requirements; Solid sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.4.2
	Tank Fitting Requirements; Solid sampling or gauging well requirements--cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank Fitting Requirements; Solid sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary Seal Requirements; Resilient-toroid-type seal requirements
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary Seal Requirements; Welded external floating roof tanks with seals installed after 9/4/1985 or welded internal floating roof tanks with seals installed after 2/1/1993
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J7

Source-Specific Applicable Requirements

External Floating Roof Tank

S-97 (TK-1776)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank Fitting Requirements; Solid sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.4.2
	Tank Fitting Requirements; Solid sampling or gauging well requirements--cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank Fitting Requirements; Solid sampling or gauging well requirements--gap between well and roof
	Y
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.4
	Primary Seal Requirements; Resilient-toroid-type seal requirements
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.3
	Secondary seal requirements; Seal gaps (applicable as long as secondary seal is not zero-gap seal as defined in 8-5-322.5)
	Y
	

	8-5-322.5
	Secondary seal requirements; Gap for welded external floating roof tanks with seal installed after September 4, 1985 (becomes applicable when secondary seal is considered newly installed and subject to zero-gap seal gap requirements)
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	




































Table IV - J8

Source-Specific Applicable Requirements

NSPS Subpart K External Floating Roof Tank

S-163 (TK-1732)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service, Notification
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service, Notification, 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service, Notification, Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service, Tank in compliance prior to notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service, Floating roof tanks
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service, Minimize emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service, Notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service, Satisfy requirements of 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation, Notification
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation, Notification, 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation, Notification, Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation, Tank in compliance prior to start of work. Certified per 8-5-404
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation, No product movement, Minimize emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation, Not to exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank Fitting Requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank Fitting Requirements; Floating roof tanks, Projection below liquid surface
	Y
	

	8-5-320.3
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids
	Y
	

	8-5-320.3.1
	Tank Fitting Requirements; Floating roof tanks, Gasketed covers, seals, lids - Gap requirements
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-320.5
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.5.1
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--projection below liquid surface
	Y
	

	8-5-320.5.2
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--cover, gasket, pole sleeve, pole wiper
	Y
	

	8-5-320.5.3
	Tank Fitting Requirements; Floating roof tanks, Slotted sampling or gauging well requirements--gap between well and roof
	Y
	

	
	
	
	

	8-5-321
	Primary Seal Requirements
	Y
	

	8-5-321.1
	Primary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary Seal Requirements; Metallic-shoe-type seal requirements
	Y
	

	8-5-321.3.1
	Primary Seal Requirements; Metallic-shoe-type seal requirements--geometry of shoe
	Y
	

	8-5-321.3.2
	Primary Seal Requirements; Metallic-shoe-type seal requirements--welded tanks
	Y
	

	8-5-322
	Secondary Seal Requirements
	Y
	

	8-5-322.1
	Secondary Seal Requirements; No holes, tears, other openings
	Y
	

	8-5-322.2
	Secondary Seal Requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary Seal Requirements; Welded external floating roof tanks with seals installed after 9/4/1985 or welded internal floating roof tanks with seals installed after 2/1/1993
	Y
	

	8-5-322.6
	Secondary Seal Requirements; Extent of seal
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank Degassing Requirements; Tanks > 75 cubic meters, Approved Emission Control System
	Y
	

	8-5-328.2
	Tank Degassing Requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information Required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid, type of blanket gas, TVP - Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks, Seal Replacement Records - Retain 10 years
	Y
	

	8-5-503
	Portable Hydrocarbon Detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	



Table IV - J9

Source-Specific Applicable Requirements

NSPS Subpart Kb External Floating Roof Tank

S-207 (TK-1740)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements – Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids – Projection below surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids –
	Y
	

	8-5-320.3.1
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary seal requirements; Metallic shoe type seal requirements
	Y
	

	8-5-321.3.1
	Primary seal requirements; Metallic shoe type seal requirements Geometry of shoe
	Y
	

	8-5-321.3.2
	Primary seal requirements; Metallic shoe type seal requirements Gaps for welded tanks
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary seal requirements; Gap for welded tanks with seal installed after September 4, 1985
	Y
	

	8-5-322.6
	Secondary seal requirements; extent of seal 
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	



Table IV - J10

Source-Specific Applicable Requirements

Internal Floating Roof Tank without Secondary Seal

S-112 (TK-1805)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.2
	Requirements for Internal Floating roofs; Seals installed after 2/1/1993
	Y
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank; not required if dome roof has translucent panels
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	8-5-320.4
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary seal requirements; Metallic shoe type seals requirements
	Y
	

	8-5-321.3.1
	Primary seal requirements; Metallic shoe type seals requirements; Geometry of shoe
	Y
	

	8-5-321.3.2
	Primary seal requirements; Metallic shoe type seals requirements; Gaps for welded tanks
	Y
	

	8-5-321.4
	Primary seal requirements; Metallic shoe type seals requirements
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J11

Source-Specific Applicable Requirements
Internal Floating Roof Tank with Secondary Seal and Solid Guide Poles

; MACT Exempt

S-89 (TK-1761)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.1
	Requirements for Internal Floating roofs; Seals installed on or before 2/1/1993
	Y
	

	8-5-305.1.1
	Requirements for Internal Floating roofs; Seals installed on or before 2/1/1993; Liquid mounted primary seal
	Y
	

	
	
	
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank; not required if dome roof has translucent panels
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	8-5-320.4
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary seal requirements; Resilient toroid type seals requirements
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary seal requirements; Gaps for welded external floating roof tanks with seals installed after 2/1/93 
	Y
	

	8-5-322.6
	Secondary seal requirements; Extent of seal
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J12

Source-Specific Applicable Requirements
Internal Floating Roof Tanks with Secondary Seals and Slotted Guidepoles;
MACT Exempt

S-88, S-87, S-91 (TK-1760, TK-1759, TK-1763)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.2
	Requirements for Internal Floating roofs; Seals installed after 2/1/1993
	Y
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank; not required if dome roof has translucent panels
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-320.5
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements
	Y
	

	8-5-320.5.1
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements; Projection below the liquid surface
	Y
	

	8-5-320.5.2
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements; Cover, gasket, pole sleeve, pole wiper
	Y
	

	8-5-320.5.3
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary seal requirements; Resilient-toroid type seals requirements
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary seal requirements; Gaps for welded tanks with seals installed after 2/1/93 – note 2
	Y
	

	8-5-322.6
	Secondary seal requirements; Extent of seal
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	


	Table IV - J12.1

Source-Specific Applicable Requirements

Internal Floating Roof Tank with Secondary Seals and Slotted Guidepoles;

Seals installed on or before 2/1/1993;MACT Exempt

S-90 (TK-1762)

	Applicable Requirement
	Regulation Title or Description of Requirement
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD · Regulation 8 Rule 5
	Organic Compounds, Storage of Organic Liquids  (11/27/02)
	
	

	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.1
	Requirements for Internal Floating roofs; Seals installed on or before 2/1/1993
	Y
	

	8-5-305.1.1
	Requirements for Internal Floating roofs; Seals installed on or before 2/1/1993; Liquid mounted primary seal
	Y
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank; not required if dome roof has translucent panels
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	8-5-320.5
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements
	Y
	

	8-5-320.5.1
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements; Projection below the liquid surface
	Y
	

	8-5-320.5.2
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements; Cover, gasket, pole sleeve, pole wiper
	Y
	

	8-5-320.5.3
	Tank fitting requirements; Floating roof tanks; Slotted sampling or gauging well requirements; Gap between the well and the roof 
	Y
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.4
	Primary seal requirements; Resilient-toroid type seals requirements
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary seal requirements; Gaps for welded tanks with seals installed after 2/1/93 – note 2
	Y
	

	8-5-322.6
	Secondary seal requirements; Extent of seal
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	NESHAPS Title 40  Part 63 Subpart CC
	NESHAPS for Petroleum Refineries  (06/12/1996)
	
	

	40 CFR 63.640(c)(2)
	Applicability and Designation of Storage Vessels
	Y
	

	40 CFR 63.640(e)
	Applicability and Designation of Affected Source--Storage vessel source association--Determine if storage vessel is part of a process unit.
	Y
	



Table IV - J13

Source-Specific Applicable Requirements

NSPS Subpart Kb Internal Floating Roof Tank

S-210 (TK-1820)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.2
	Requirements for Internal Floating roofs; Seals installed after 2/1/1993
	Y
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	8-5-320.4
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary seal requirements; Resilient-toroid type seals requirements
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary seal requirements; Gaps for welded tanks with seals installed after 2/1/93
	Y
	

	8-5-322.6
	Secondary seal requirements; Extent of seal
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	



Table IV - J14

Source-Specific Applicable Requirements

Fixed Roof Tank with Vapor Recovery to Fuel Gas

S-55 (TK-2801)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J17

Source-Specific Applicable Requirements

Fixed Roof Tank with Vapor Recovery to Fuel Gas; with Permit Conditions

S-133 (TK-2712)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J21

Source-Specific Applicable Requirements

Fixed Roof Tank with Submerged Fill & P/V; with Permit Conditions

S-108 (TK-1801)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of Vapor Recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.2
	Requirements for Submerged Fill Pipes; Side fill
	
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J22

Source-Specific Applicable Requirements

Fixed Roof Tank with Submerged Fill & P/V

S-110 (TK-1803)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.2
	Requirements for Submerged Fill Pipes; Side fill
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J23

Source-Specific Applicable Requirements

Fixed Roof Tank < 10 Kgals with Submerged Fill & P/V

S-113, S-114, S-115, S-117, S-120, S-122, S-123, S-171, S-180, S-234, S-235 (TK-1806, TK-1807, 
TK-1808, TK-1810, TK-1813, TK-1814, TK-1794, NO TAG, NO TAG, NO TAG, NO TAG)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.2
	Requirements for Submerged Fill Pipes; Side fill
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J24

Source-Specific Applicable Requirements

Fixed Roof Tank < 10 Kgals with Submerged Fill & P/V; with Permit Conditions

S-143 (TK-1034)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	Y
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.2
	Requirements for Submerged Fill Pipes; Side fill
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J25

Source-Specific Applicable Requirements

Fixed Roof Tank < 10 Kgals with Submerged Fill & P/V; with Permit Conditions

S-170 (TK-2317)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.2
	Requirements for Submerged Fill Pipes; Side fill
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J26

Source-Specific Applicable Requirements

Fixed Roof Tank < 10 Kgals with Submerged Fill & P/V; with Permit Conditions

S-239 (TK-1918)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.1
	Requirements for Submerged Fill Pipes; Top fill
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J27

Source-Specific Applicable Requirements

Fixed Roof Tank < 10 Kgals with Submerged Fill & P/V; with Permit Conditions

S-158 (TK-2902)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-302
	Requirements for Submerged Fill Pipes
	Y
	

	8-5-302.2
	Requirements for Submerged Fill Pipes; Side fill
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	



Table IV - J28

Source-Specific Applicable Requirements

Storage Drum with 10 Kgal Capacity

S-1013 (D-2720)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination
	Y
	



Table IV - J32

Source-Specific Applicable Requirements

External Floating Roof Tank - Benzene Wastewater

S-85 (TK-1757)


Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements – Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids – Projection below surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids –
	Y
	

	8-5-320.3.1
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary Seal Requirements; Metallic-shoe-type seal requirements
	Y
	

	8-5-321.3.1
	Primary Seal Requirements; Metallic-shoe-type seal requirements--geometry of shoe
	Y
	

	8-5-321.3.2
	Primary Seal Requirements; Metallic-shoe-type seal requirements--welded tanks
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	
	
	
	

	8-5-322.5
	Secondary seal requirements; Gap for welded external floating roof tanks with seal installed after September 4, 1985 
	Y
	

	8-5-322.6
	Secondary seal requirements; extent of seal 
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J33

Source-Specific Applicable Requirements

External Floating Roof Tanks - Benzene Wastewater

S-67, S-81, S-104 (TK-1715, TK-1753, TK-1795)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-304
	Requirements for External Floating Roofs
	Y
	

	8-5-304.1
	Requirements for External Floating Roofs; Tank fitting requirements
	Y
	

	8-5-304.2
	Requirements for External Floating Roofs; Primary seal requirements
	Y
	

	8-5-304.3
	Requirements for External Floating Roofs; Secondary seal requirements
	Y
	

	8-5-304.4
	Requirements for External Floating Roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements – Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids – Projection below surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids –
	Y
	

	8-5-320.3.1
	Tank fitting requirements – Floating roof tanks, Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.4
	Tank Fitting Requirements; Solid sampling or gauging well requirements in floating roof tanks
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-321.4
	Primary Seal Requirements; Resilient-toroid type seal requirements
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	
	
	
	

	8-5-322.5
	Secondary seal requirements; Gap for welded external floating roof tanks with seal installed after September 4, 1985 
	Y
	

	8-5-322.6
	Secondary seal requirements; extent of seal 
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	8-5-401
	Inspection Requirements for External Floating Roof Tanks
	Y
	

	8-5-401.1
	Inspection Requirements for External Floating Roof Tanks; Primary and Secondary Seal Inspections
	Y
	

	8-5-401.2
	Inspection Requirements for External Floating Roof Tanks; Tank Fittings Inspections
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J34

Source-Specific Applicable Requirements

Internal Floating Roof Tanks with Double Seals - Benzene Wastewater

S-101, S-105 (TK-1791, TK-1796)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.2
	Requirements for Internal Floating roofs; Seals installed after 2/1/1993
	Y
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank; not required if dome roof has translucent panels
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	8-5-320.4
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary seal requirements; Metallic shoe type seals requirements
	Y
	

	8-5-321.3.1
	Primary seal requirements; Metallic shoe type seals requirements; Geometry of shoe
	Y
	

	8-5-321.3.2
	Primary seal requirements; Metallic shoe type seals requirements; Gaps for welded tanks
	Y
	

	8-5-322
	Secondary seal requirements
	Y
	

	8-5-322.1
	Secondary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-322.2
	Secondary seal requirements; Insertion of probes
	Y
	

	8-5-322.5
	Secondary seal requirements; Gaps for welded internal floating roof tanks with seals installed after 2/1/93
	Y
	

	8-5-322.6
	Secondary seal requirements; Extent of seal
	Y
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J35

Source-Specific Applicable Requirements

Internal Floating Roof Tank without Secondary Seal - Benzene Wastewater

S-103 (TK-1793)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.3
	Limited Exemption, Tank Removal From and Return to Service; Floating roof tanks - continuous and quick filling, emptying and refilling
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-305
	Requirements for Internal Floating roofs
	Y
	

	8-5-305.1
	Requirements for Internal Floating roofs; Seals installed on or before 2/1/1993
	Y
	

	8-5-305.1.1
	Requirements for Internal Floating roofs; Seals installed on or before 2/1/1993; Liquid mounted primary seal
	Y
	

	
	
	
	

	8-5-305.3
	Requirements for Internal Floating roofs; Viewports in fixed roof tank; not required if dome roof has translucent panels
	Y
	

	8-5-305.4
	Requirements for Internal Floating roofs; Tank fitting requirements
	Y
	

	8-5-305.5
	Requirements for Internal Floating roofs; Floating roof requirements
	Y
	

	8-5-320
	Tank fitting requirements; Floating roof tanks
	Y
	

	8-5-320.2
	Tank fitting requirements; Floating roof tanks; Projection below liquid surface except p/v valves and vacuum breaker vents
	Y
	

	8-5-320.3
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids 
	Y
	

	8-5-320.3.1
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Gap requirements
	Y
	

	8-5-320.3.2
	Tank fitting requirements; Floating roof tanks; Gasketed covers, seals, lids – Inaccessible openings on internal floating roof tanks
	Y
	

	8-5-320.4
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells
	Y
	

	8-5-320.4.1
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Projection below the liquid surface
	Y
	

	8-5-320.4.2
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Cover, seal, or lid
	Y
	

	8-5-320.4.3
	Tank fitting requirements; Floating roof tanks; Solid sampling or gauging wells; Gap between the well and the roof 
	Y
	

	
	
	
	

	8-5-321
	Primary seal requirements
	Y
	

	8-5-321.1
	Primary seal requirements; No holes, tears, or other openings 
	Y
	

	8-5-321.2
	Primary seal requirements; The seal shall be metallic shoe or liquid mounted except as provided in 8-5-305.1.3
	Y
	

	8-5-321.3
	Primary seal requirements; Metallic shoe type seals requirements
	Y
	

	8-5-321.3.1
	Primary seal requirements; Metallic shoe type seals requirements; Geometry of shoe
	Y
	

	8-5-321.3.2
	Primary seal requirements; Metallic shoe type seals requirements; Gaps for welded tanks
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements;  Ozone excess day prohibition
	Y
	

	8-5-402
	Inspection Requirements for Internal Floating Roof Tanks
	Y
	

	8-5-402.1
	Inspection Requirements for Internal Floating Roof Tanks; Primary and Secondary Seal Inspections – Seal gaps
	Y
	

	8-5-402.2
	Inspection Requirements for Internal Floating Roof Tanks; Visual Inspection of Outer Most Seal
	Y
	

	8-5-402.3
	Inspection Requirements for Internal Floating Roof Tanks; Tank Fitting Inspection
	Y
	

	
	
	
	

	8-5-404
	Certification
	Y
	

	8-5-405
	Information required
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	
	
	
	



Table IV - J36

Source-Specific Applicable Requirements

Fixed Roof Tank with Closed Vent System & Two Control Devices - Benzene Wastewater 

S-131 (D-2069)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination
	Y
	


Table IV - J37

Source-Specific Applicable Requirements

Fixed Roof Tank with Closed Vent System & Two Control Devices - Benzene Wastewater 

S-150 (TK-2051)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Condition
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination
	Y
	



Table IV - J38

Source-Specific Applicable Requirements

NSPS Subpart Kb Fixed Roof Tank with Closed Vent System & Carbon Control Device - 

S-193, S-196 (TK-2027, TK-2077)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	8-5-328.1
	Tank degassing requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	Tank degassing requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing 
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination
	Y
	



Table IV - J39

Source-Specific Applicable Requirements

Storage Drums with Closed Vent System & Two Control Devices - Benzene Wastewater

S-199, S-200 (D-2055, D-2056)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	
	
	
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination
	Y
	



Table IV - J41

Source-Specific Applicable Requirements

Coker Sludge Drum with Vapor Recovery Routed to Fuel Gas

S-208 (D-920)

Federally 
Future 

Applicable 
Regulation Title or 
Enforceable 
Effective 

Requirement
Description of 
(Y/N)
Date

BAAQMD · Regulation 8 · 
Organic Compounds, Storage of Organic Liquids  (11/27/02)

Rule 5
	8-5-111
	Limited Exemption, Tank Removal From and Return to Service 
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	
	
	
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-306
	Requirements for Approved Emission Control Systems
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-328
	Tank degassing requirements
	Y
	

	
	
	
	

	
	
	
	

	8-5-328.2
	Tank degassing requirements; Ozone Excess Day Prohibition
	Y
	

	
	
	
	

	
	
	
	

	
	
	
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves
	Y
	

	8-5-404
	Certification
	Y
	

	
	
	
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; true vapor pressure; Retain 24 months
	Y
	

	8-5-501.2
	Records; Internal and External Floating Roof Tanks; Seal Replacement Records – Retain 10 years
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-603
	Determination of emissions
	Y
	

	8-5-603.1
	Determination of Emissions; Organic compounds specified in 8-5-306
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination
	Y
	


	Table IV – D1

Source-Specific Applicable Requirements

S-1004 Catalytic Reformer

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	NESHAPS Title 40 Part 63 Subpart UUU
	National Emission Standards for Hazardous Air Pollutants for Petroleum Refineries: Catalytic Cracking Units, Catalytic Reforming Units, and Sulfur Recovery Units.
	Y
	4/11/2005

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	18794, Part 1
	1. Total throughput of Naphtha through Catalytic Reformer shall not exceed the following limits: 

a. 12,739 KB/Year (34.9 KB/D annual average)

b. 39.8 KB/Day (maximum)
	Y
	

	18794, Part 2
	2. The following monthly records shall be maintained in a District-approved log for at least 5 years for S-1004 and shall be made available for District inspection upon request. [Basis: Regulation 1-441]

a. Daily Maximum Naphtha throughput in KB/D

b. Daily Average Naphtha throughput in KB/D
	Y
	


	Table IV – D2

Source-Specific Applicable Requirements

S-1006 Crude Unit

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	815, Part1
	The Crude Unit throughput shall not exceed 135,000 barrels per day (any single day) of crude feed. [Basis: Cumulative Increase, toxics, offsets]
	Y
	

	815, Part 2
	The Owner/Operator shall maintain a log of daily crude unit throughput. This data shall be available to the District upon request. A report shall be submitted to the District on a monthly basis. [Basis: Banked POC credits]
	Y
	


	Table IV – D3

Source-Specific Applicable Requirements

S-1007 Akylation Unit

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	10574, Part 51
	The total daily throughput of alkylate from the Alkylation Unit (S-1007) shall not exceed 22,800 barrels per day (Basis: BACT, Cumulative Increase)
	Y
	

	10574, Part 52
	The Alkylate Production Project in Application 3782, when installed, shall consist of no more than 100 valves, 200 connectors/flanges, 2 pressure relief valves and 3 pumps. The POC emissions from the entire project shall not exceed 0.174 ton/year. The annual mass limit for POC may be adjusted based on the final fugitive component count. Any additional POC offsets required due to a larger fugitive component count would need to be provided prior to permit issuance. (Basis: Cumulative Increase, Offsets)
	Y
	

	18043, Part 1
	Total fugitive POC emissions from the MTBE Phaseout Project (combined from S-1007, S-1014, and S-1012) shall not exceed 0.571 ton in any rolling 12 consecutive month.  The owner/operator shall submit a revised pump, valve and flange count within 15 days of start up in order to show compliance with this permit condition.  If fugitive emissions from the source exceed 0.571 ton/yr, then the District may adjust the cumulative increase attributable to this permit application before the issuance of the Permit to Operate. [Basis: Cumulative Increase, Toxics]
	Y
	


	Table IV – D4

Source-Specific Applicable Requirements

S-1010 Hydrogen Plant

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	15512, Part 1
	The Owner/Operator shall route the precursor organic compounds from the deaerator vents associated with the operation of S-1010 Hydrogen Plant downstream to the S-40 and/or S-41 boilers at all times in which the source is in operation. [Basis: RACT]
	Y
	


	Table IV – D5

Source-Specific Applicable Requirements

S-1012 Dimersol Unit

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	18043, Part 1
	Total fugitive POC emissions from the MTBE Phaseout Project (combined from S-1007, S-1014, and S-1012) shall not exceed 0.571 ton in any rolling 12 consecutive month.  The owner/operator shall submit a revised pump, valve and flange count within 15 days of start up in order to show compliance with this permit condition.  If fugitive emissions from the source exceed 0.571 ton/yr, then the District may adjust the cumulative increase attributable to this permit application before the issuance of the Permit to Operate. [Basis: Cumulative Increase, Toxics]
	Y
	


	Table IV – D6

Source-Specific Applicable Requirements

S-1014 Virgin Light Ends Splitter

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	18043, Part 1
	Total fugitive POC emissions from the MTBE Phaseout Project (combined from S-1007, S-1014, and S-1012) shall not exceed 0.571 ton in any rolling 12 consecutive month.  The owner/operator shall submit a revised pump, valve and flange count within 15 days of start up in order to show compliance with this permit condition.  If fugitive emissions from the source exceed 0.571 ton/yr, then the District may adjust the cumulative increase attributable to this permit application before the issuance of the Permit to Operate. [Basis: Cumulative Increase, Toxics]
	Y
	


	Table IV – D7

Source-Specific Applicable Requirements

S-1024 Light Cat Naphtha Hydrofiner

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD

Permit
	PERMIT CONDITIONS
	
	

	9296, Part E1
	The total throughput of product at this source shall not exceed 24,000 barrels per day, as average over any calendar year. [Basis: Cumulative Increase, Toxics]
	Y
	

	9296, Part E2
	The total daily throughput of product at this source shall be recorded daily in a District approved log.  This record shall be  retained for a period of at least five years from the date of entry.  It shall be kept on site and made available to the District staff upon request. [Basis: Recordkeeping]
	Y
	


	Table IV – J42

Source-Specific Applicable Requirements

Exempt LPG Spheres Vented to Fuel Gas System

TK-1721, TK-1722, TK-1723, TK-1724, TK-1725, TK-1726

	Applicable Requirement
	Regulation Title or Description of 
	Federally Enforceable (Y/N)
	Future Effective Date

	BAAQMD · Regulation 8,

Rule 5
	Organic Compounds, Storage of Organic Liquids  (11/27/02)

REQUIREMENTS FOR PRESSURE TANKS
	
	

	8-5-111
	Limited Exemption, Tank Removal From and Return to Service
	Y
	

	8-5-111.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO
	Y
	

	8-5-111.1.1
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-111.1.2
	Limited Exemption, Tank Removal From and Return to Service; Notice to the APCO; Telephone notification
	Y
	

	8-5-111.2
	Limited Exemption, Tank Removal From and Return to Service; Compliance before notification
	Y
	

	8-5-111.4
	Limited Exemption, Tank Removal From and Return to Service; Use of vapor recovery
	Y
	

	8-5-111.5
	Limited Exemption, Tank Removal From and Return to Service; Minimization of emissions
	Y
	

	8-5-111.6
	Limited Exemption, Tank Removal From and Return to Service; Written notice of completion not required
	Y
	

	8-5-111.7
	Limited Exemption, Tank Removal From and Return to Service; Compliance with Section 8-5-328
	Y
	

	8-5-112
	Limited Exemption, Tanks in Operation
	Y
	

	8-5-112.1
	Limited Exemption, Tanks in Operation; Notice to the APCO
	Y
	

	8-5-112.1.1
	Limited Exemption, Tanks in Operation; Notice to the APCO; 3 day prior notification
	Y
	

	8-5-112.1.2
	Limited Exemption, Tanks in Operation; Notice to the APCO; Telephone notification
	Y
	

	8-5-112.2
	Limited Exemption, Tanks in Operation; Compliance and certification before commencement of work
	Y
	

	8-5-112.3
	Limited Exemption, Tanks in Operation; No product movement; minimization of emissions
	Y
	

	8-5-112.4
	Limited Exemption, Tanks in Operation; Exemption does not exceed 7 days
	Y
	

	8-5-301
	Storage Tank Control Requirements (internal floating roof, external floating roof, or approved emission control system)
	Y
	

	8-5-303
	Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-303.1
	Requirements for Pressure Vacuum Valves; Set pressure 
	Y
	

	8-5-303.2
	Requirements for Pressure Vacuum Valves; Installation, maintenance, operation 
	Y
	

	8-5-307
	Requirements for Pressure Tanks and Blanketed Tanks
	Y
	

	8-5-328
	Tank Degassing Requirements
	Y
	

	8-5-328.1
	Tank Degassing Requirements; Tanks > 75 cubic meters
	Y
	

	8-5-328.1.2
	 Tank Degassing Requirements; Tanks > 75 cubic meters; Concentration of <10,000 ppm as methane after degassing
	Y
	

	8-5-328.2
	Tank degassing requirements; Ozone excess day prohibition
	Y
	

	8-5-403
	Inspection Requirements for Pressure Vacuum Valves 
	Y
	

	8-5-404
	Certification
	Y
	

	8-5-501
	Records
	Y
	

	8-5-501.1
	Records; Type and amounts of liquid; blanket gas; true vapor pressure; Retain 24 months
	Y
	

	8-5-503
	Portable hydrocarbon detector
	Y
	

	8-5-602
	Analysis of Samples, True Vapor Pressure
	Y
	

	8-5-604
	Determination of Applicability
	Y
	

	8-5-605
	Pressure Vacuum Valve Gas Tight Determination 
	Y
	

	NESHAPS Title 40 Part 63 Subpart CC
	National Emission Standards for Hazardous Air Pollutants for Petroleum Refining (8/18/95)

EXEMPTION FOR TANKS VENTED TO FUEL GAS SYSTEM
	
	

	40 CFR 63.640(c)(2)
	Applicability and Designation of Storage Vessels
	Y
	

	40 CFR 63.640(d)(5)
	Exemption for emission points routed to fuel gas system
	Y
	


`Attachment C1

Permit Condition No. 98 for Crude/Product Dock (S-129)

Proposed Deletion of Permit Conditions for Crude Lightering

Background:

The BAAQMD granted VOC Emission Reduction Credits (ERC's) to the Exxon Benicia Refinery in 1987, when Exxon Shipping voluntarily controlled VOC emissions from crude lightering operations in SFB, prior to development of a District regulation. 

Exxon Shipping generated VOC credits by installing emission controls on board its parent and lighter vessels, with credits to be used for future projects at the Exxon Benicia Refinery. The joint project between the two Exxon affiliates was done in the general interest of Exxon Corporation.    

The banked VOC credits were based on lightering ANS crude from an Exxon parent vessel to an Exxon lighter vessel (such as the Galveston and Baytown), in which crude subsequently was delivered to the Exxon Benicia Refinery. 

In 1989, the BAAQMD adopted Regulation 8 Rule 46 (Marine Tank Vessel to Marine Tank Vessel Loading), which was modeled after the Exxon permit conditions for crude lightering controls.

ExxonMobil sold the Benicia Refinery to Valero on May 15, 2000, as part of the FTC agreement when Exxon purchased Mobil Oil Corporation and became ExxonMobil. However, the Valero Refinery continued to receive lightered crude from SeaRiver for about one year. 

Valero terminated its agreement with SeaRiver (ExxonMobil) to receive lightered crude on June 1, 2001. 

SeaRiver and Valero representatives met with BAAQMD Enforcement staff on April 5, 2002 to request elimination of the permit conditions for crude lightering. 

The crude lightering permit conditions, which previously had not been linked to any Refinery source, has now been included as Permit Condition No. 98 for the Refinery's Crude/Product Dock (S-129) in the draft Title V permit.

Rationale for Deleting Permit Conditions:
· Permit conditions are only valid when SeaRiver vessels lighter crude to SeaRiver vessels, and deliver that crude to the ExxonMobil Benicia Refinery 

· ExxonMobil sold the Benicia Refinery to Valero on May 15, 2000.

· SeaRiver and the Valero Benicia Refinery are now independently owned and operated, with no mutual or joint operating agreements. 

· The Valero Benicia Refinery terminated its agreement to receive lightered crude from SeaRiver in June, 2001. The Refinery now receives only unlightered crude in SeaRiver parent vessels. 

· Since the Valero Benicia Refinery no longer receives lightered crude from SeaRiver, the lightering permit conditions are no longer relevant, and can be eliminated from the Title V permit. 

· BAAQMD Regulation 8 Rule 46, which was patterned after the Exxon permit conditions for crude lightering, provides comparable emission controls, in the event lightered crude is again delivered to the Benicia Refinery. 

	Table VII – D1

Applicable Limits and Compliance Monitoring Requirements

S-1004 Catalytic Reformer

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS 

	Throughput
	BAAQMD Condition 18794, Part 1a
	Y
	
	Total throughput of Naphtha shall not exceed 12,739 KB/Year (34.9 KB/D annual average)
	BAAQMD

Condition 18794, Part 2b
	P/M 
	Records

	Throughput
	BAAQMD Condition 18794, Part 1b
	Y
	
	Total throughput of Naphtha shall not exceed 39.8 KB/Day (maximum)
	BAAQMD

Condition 18794, Part 2a
	P/M 
	Records


	Table VII – D3

Applicable Limits and Compliance Monitoring Requirements

S-1007 Alkylation Unit

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS 

	Throughput
	BAAQMD Condition 10574, Part 51
	Y
	
	<=22,800 barrels per day of alkylate throughput
	None
	N/A
	None

	POC
	BAAQMD Condition 10574, Part 52
	Y
	
	<= 0.174 ton/year fugitive POC emissions for Alkylate Production Project (A/N 3782) based on installation of no more than 100 valves, 200 connectors/flanges, 2 pressure relief valves and 3 pumps. (Limit may be adjusted based on the final fugitive component count after the Alkylate Production Project (A/N 3782) is installed)
	None
	N/A
	None

	POC
	BAAQMD Condition 18043, Part 1
	Y
	
	<= 0.571 ton in any rolling 12 consecutive months total fugitive POC emissions from the MTBE Phaseout Project (combined from S-1007, S-1014, and S-1012) 
	None
	N/A
	None


	Table VII – D4

Applicable Limits and Compliance Monitoring Requirements

S-1010 Hydrogen Plant

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS 

	POC
	BAAQMD Condition

15512, Part 1
	Y
	
	Route POC from deaerator vents associated with S-1010 downstream to S-40 and/or S-41 boilers at all times when S-1010 is in operation
	None
	N/A
	None


	Table VII – D5

Applicable Limits and Compliance Monitoring Requirements

S-1012 Dimersol Unit

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS 

	POC
	BAAQMD Condition 18043, Part 1
	Y
	
	<= 0.571 ton in any rolling 12 consecutive months total fugitive POC emissions from the MTBE Phaseout Project (combined from S-1007, S-1014, and S-1012) 
	None
	N/A
	None


	Table VII – D6

Applicable Limits and Compliance Monitoring Requirements

S-1014 Virgin Light Ends Splitter

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS 

	POC
	BAAQMD Condition 18043, Part 1
	Y
	
	<= 0.571 ton in any rolling 12 consecutive months total fugitive POC emissions from the MTBE Phaseout Project (combined from S-1007, S-1014, and S-1012) 
	None
	N/A
	None


	Table VII – D7

Applicable Limits and Compliance Monitoring Requirements

S-1024 Light Cat Naphtha Hydrofiner

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS 

	Throughput
	BAAQMD Condition 9296, 

Part E1
	Y
	
	<= 24,000 barrels per day, calendar year average
	BAAQMD Condition 9296, 

Part E2
	P/D
	Records


	Table VII – J9

Applicable Limits and Compliance Monitoring Requirements

S-207 (TK-1740) – NSPS Subpart Kb External Floating Roof Tank


	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS

	

POC


	BAAQMD Condition #BAAQMD Condition # 10797
Part 1
	Y
	
	Total POC emissions shall not exceed 4.62 tons in any rolling 365 consecutive day period 





	


None
	
N/A

	
None

	
	

	
	
	
	

	
	


	
	

	
	
	
	

	

	

	Material Stored
	BAAQMD Condition # 10797
Part 4
	Y
	
	The S-207 External roof storage tank shall store mogas/components only.
	BAAQMD Condition # 10797
Part 7
	P/D
	Record

	
	

	
	
	
	

	
	

	Throughput
	BAAQMD Condition # 10797
Part 6
	Y
	
	The total throughput of mogas/components at S-207 shall not exceed 16,936,400 barrels in any rolling 365 consecutive day period.
	BAAQMD Condition # 10797
Part 7
	P/D
	Record


	Table VII – J13 

Applicable Limits and Compliance Monitoring Requirements

S-210 (TK-1820) – NSPS Subpart Kb Internal Floating Roof Tank


	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Permit
	PERMIT CONDITIONS

	Throughput
	BAAQMD Condition #
 9296
Part C1
	Y
	
	The total throughput shall not exceed 575,000 barrels of methanol/ethanol in any rolling 12 consecutive month period. 
	BAAQMD Condition # 9296
Part C6
	P/M
	Records of monthly tank throughputs

	POC
	BAAQMD Condition # 9296
Part C2
	Y
	
	Total POC emissions including fugitive POC emissions shall not exceed 0.87 ton in any rolling 12 consecutive month period.
	BAAQMD Condition # 9296
Part C6




	P/M



	Records of monthly tank throughputs



	Storage
	BAAQMD Condition # 9296
Part C5
	Y
	
	The S-210 internal floating roof tank shall only store methanol/ethanol unless written authorization is received from the APCO allowing a change.
	BAAQMD Condition # 9296
Part C6
	P/M
	Records of  monthly tank throughputs


	Table VII – J12.1

Applicable Limits and Compliance Monitoring Requirements

S-90 (TK-1762)

Internal Floating Roof Tank with Secondary Seals and Slotted Guide Poles; Seals Installed on or before 2/1/1993; MACT Exempt


	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	BAAQMD Regulation 8-5
	Organic Compounds - STORAGE OF ORGANIC LIQUIDS 

LIMITS AND MONITORING FOR FLOATING-ROOF TANKS

	VOC
	BAAQMD 8-5-301
	Y
	
	Record of liquids stored and true vapor pressure
	BAAQMD

8-5-501.1
	periodic 

initially and upon change of service
	Records

	VOC
	BAAQMD 8-5-320
	Y
	
	Floating roof fitting closure standards; includes gasketed covers
	BAAQMD

8-5-402.3


	P/SA
	Measurement and visual inspection

	VOC
	BAAQMD 8-5-321
	Y
	
	Primary rim-seal standards; includes gap criteria
	BAAQMD

8-5-402.1


	periodic

10 year intervals and every time a seal is replaced
	Seal inspection

	VOC
	BAAQMD 8-5-322
	Y
	
	Secondary rim-seal standards; includes gap criteria
	BAAQMD

8-5-402.1

 
	periodic

10 year intervals and every time a seal is replaced
	Seal inspection

	VOC
	BAAQMD 8-5-305,

8-5-321.1,

8-5-322.1
	Y
	
	Visual inspection of outer most seal
	BAAQMD

8-5-402.2

 
	P/SA
	Visual inspection

	VOC
	BAAQMD  8-5-328.1.2
	Y
	
	Concentration of < 10,000 ppm as methane after degassing
	BAAQMD

8-5-503
	periodic

each time emptied & degassed 
	Portable hydrocarbon detector

	VOC
	
	Y
	
	Certification reports on tank inspections and source tests
	BAAQMD

8-5-404

8-5-405
	periodic

after each tank inspection and source test
	Certification report

	VOC
	
	Y
	
	Records of tank seal replacement
	BAAQMD

8-5-501.2
	periodic

after each tank seal inspection
	Records

	VOC
	
	Y
	
	Determination of applicability
	BAAQMD

8-5-604
	P/E
	look-up table or sample analysis

	None
	40 CFR 63 Subpart CC NESHAPS for Petroleum Refineries

Exempt per 63.640(e). Not associated with a process unit.


	Table VII – J42

Applicable Limits and Compliance Monitoring Requirements

Exempt LPG Spheres Vented to Fuel Gas System

TK-1721, TK-1722, TK-1723, TK-1724, TK-1725, TK-1726

	Type of Limit
	Citation of Limit
	FE

Y/N
	Future Effective Date
	Limit
	Monitoring Requirement Citation
	Monitoring Frequency

(P/C/N)
	Monitoring Type

	
	Organic Compounds - STORAGE OF ORGANIC LIQUIDS 

LIMITS AND MONITORING FOR PRESSURE TANKS

	VOC
	BAAQMD 8-5-301
	Y
	
	Record of liquids stored and true vapor pressure
	BAAQMD

8-5-501.1
	P/E
	records

	VOC
	BAAQMD 8-5-303.1
	Y
	
	Pressure vacuum valve set pressure within 10% of maximum allowable working pressure of the tank, or at least 0.5 psig
	BAAQMD 

8-5-403
	P/SA
	visual inspection

	VOC
	BAAQMD 8-5-303.2
	Y
	
	Pressure vacuum valve must be gas-tight: < 500 ppm (as methane) above background
	BAAQMD 

8-5-403

8-5-503

8-5-605
	P/SA
	Method 21 portable hydrocarbon detector

	VOC
	BAAQMD

8-5-307
	Y
	
	Pressure tank must be gas tight: < 100 ppm (as methane) above background
	BAAQMD 

8-5-503

8-5-605
	not specified
	Method 21 portable hydrocarbon detector

	VOC
	BAAQMD 8-5-328.1.2
	Y
	
	Organic concentration in tank <10,000 ppm as methane after degassing
	BAAQMD

8-5-503
	P/E 
	portable hydrocarbon detector

	VOC
	
	Y
	
	Determination of applicability
	BAAQMD

8-5-604
	P/E
	look-up table or sample analysis

	NONE
	40 CFR 63 Subpart CC – NESHAPS for Petroleum Refineries

Exempt per 63.640(d)(5).  Emission point routed to fuel gas system 


	Table VIII

Test Methods



	Applicable Requirement
	
Description of Requirement
	
Acceptable Test Methods

	BAAQMD Regulation
1-522
	Continuous Emission Monitoring
	Manual of Procedures, Volume V

	BAAQMD Regulation
1-605
	Laboratory, Source Test and Air Monitoring Procedures


	Manual of Procedures

	BAAQMD Regulation 

6-301
	Ringelmann No. 1 Limitation
	Manual of Procedures, Volume I, Evaluation of Visible Emissions

	BAAQMD Regulation
6-302
	Opacity Limit
	Manual of Procedures, Volume V, Continuous Emission Monitoring 

	BAAQMD Regulation 

6-303
	Ringelmann No. 2 Limitation
	Manual of Procedures, Volume I, Evaluation of Visible Emissions

	BAAQMD Regulation
6-304
	Tube Cleaning
	Manual of Procedures, Volume I, Evaluation of Visible Emissions

	BAAQMD Regulation
6-310
	Particulate Weight Limitation
	Manual of Procedures, Volume IV, ST-15, Particulate Sampling

	BAAQMD Regulation
6-311
	General Operations 
	Manual of Procedures, Volume IV, ST-15, Particulate Sampling 

	BAAQMD Regulation

6-330
	Sulfur Recovery Units
	Manual of Procedures, Volume IV, ST-20, Sulfur Dioxide, Sulfur Trioxide and Sulfuric Acid Mist 



	BAAQMD Regulation 

8-2-301
	VOC Emission Limit for Miscellaneous Operations
	Manual of Procedures, Volume, IV, ST-7, Non-Methane Organic Carbon Sampling or EPA method 25 or 25A

	BAAQMD Regulation
8-5-117
	Low Vapor Pressure Exemption for Tanks
	Manual of Procedures, Volume III, Lab Method 28

	BAAQMD Regulation

8-5-301
8-5-501.1
	True Vapor Pressure
	Manual of Procedures, Volume III, Lab Method 28, Determination of Vapor Pressure of Organic Liquids from Storage Tanks, if organic compound is not listed in Table 1

	BAAQMD Regulation

8-5-303.2

8-5-306,

8-5-307
	Organic compound leak concentration
	EPA Method 21 (40 CFR 60, Appendix A), Determination of Volatile Organic Compound Leaks) – Portable hydrocarbon detector

	BAAQMD Regulation
8-5-306
	Tank Emission Control System Requirements, 95% Abatement Efficiency
	Manual of Procedures, Volume IV, ST 4, Bulk Gasoline Loading Terminals* NOTE: This source test has been deleted without replacement in the MOP, but is still called out in the regulation. 

	BAAQMD Regulation
8-5-320
	Floating Roof Tank (internal and external) tank fitting gap measurement
	Physical measurements as described in BAAQMD 8-5-320 when required in BAAQMD 8-5-401.2 (external floating roof tanks) or 8-5-402.3 (internal floating roof tanks).

	BAAQMD Regulation
8-5-321
	Floating Roof Tank (internal and external) primary rim seal gap measurement
	Physical measurements as described in BAAQMD 8-5-321 when required in BAAQMD 8-5-401.1 (external floating roof tanks) or 8-5-402.1 (internal floating roof tanks). (.

	BAAQMD Regulation
8-5-322
	Floating Roof Tank (internal and external) secondary rim seal gap measurement
	Physical measurements as described in BAAQMD 8-5-322 when required in BAAQMD 8-5-401.1 (external floating roof tanks) or 8-5-402.1 (internal floating roof tanks).

	BAAQMD Regulation
8-5-328.1.2
	Tank Degassing Emission Control System, 90% Abatement Efficiency Requirements
	Manual of Procedures, Volume IV, ST-7, Non-Methane Organic Carbon Sampling


	BAAQMD Regulation

8-5-328.1.2
	Organic concentration in tank < 10,000 ppm as methane after degassing
	EPA Method 21 [40 CFR 60, Appendix A], Determination of Volatile Organic Compound Leaks

	BAAQMD Regulation
8-7-301.2
	Phase I Vapor Recovery Efficiency Requirements
	Manual of Procedures, Volume IV,  ST-36, Gasoline Dispensing Facility Phase I Volumetric Efficiency, or as prescribed by CARB Test Procedure TP-201.1

	BAAQMD Regulation 

8-7-301.6

8-7-302.5
	Vapor Tightness Requirements
	Manual of Procedures, Volume IV, ST-30, Static Pressure Integrity Test, Underground Storage Tanks as prescribed by CARB Test Procedure TP-201.3 (underground tanks)

	BAAQMD Regulation
8-7-302.8
	Phase II Liquid Removal Requirements
	Manual of Procedures, Volume IV, ST-37, Gasoline Dispensing Facility Liquid Removal Devices

	BAAQMD Regulation

8-7-302.12
8-7-313.3
	Phase II Liquid Retain Requirements
	CARB Test Procedure TP-201.2E or test procedure determined by CARB to be equivalent to TP-201.2E

	BAAQMD Regulation

8-7-302.13
8-7-313.3
	Phase II Spitting Requirements
	CARB Test Procedure TP-201.2D or test procedure determined by CARB to be equivalent to TP-201.2D

	BAAQMD Regulation 

8-7-302.14
	Phase II Vapor Balance System Dynamic Backpressure Requirements
	Manual of Procedures, Volume IV, ST-27, GDF Dynamic Back Pressure Test, or as prescribed by CARB Test Procedure TP-201.4

	

	
	

	BAAQMD Regulation

8-8-114,

8-8-501
	Bypass Wastewater Requirements – Concentration of Dissolved Critical Organic Compounds
	Manual of Procedures, Volume III, Lab Method 33

	BAAQMD Regulation
8-8-302.3
	Oil-Water Separator Vapor Recovery System Requirements
	Manual of Procedures, Volume IV, ST-7, Non-Methane Organic Carbon Sampling or EPA Method 25 or 25A

	BAAQMD Regulation 

8-8-303
	Gauging and Sampling Device on Oil-Water Separator – vapor tight  cover, seal, or lid
	EPA Method 21 (40 CFR 60, Appendix A), Determination of Volatile Organic Compound Leaks – Portable hydrocarbon detector

	BAAQMD Regulation
8-8-307.2
	Air Flotation Unit Vapor Recovery System Requirements
	Manual of Procedures, Volume IV, ST-7, Non-Methane Organic Carbon Sampling or EPA Method 25 or 25A

	BAAQMD Regulation
8-18
	Fugitive Emission Monitoring Requirements
	EPA Method 21 (40 CFR 60, Appendix A), Determination of Volatile Organic Compound Leaks

	BAAQMD Regulation

8-28-304.2
	Pressure Relief Device Vapor Recovery Requirements after Repeat Releases 
	Manual of Procedures, Volume IV, ST-7, Non-Methane Organic Carbon Sampling or EPA Method 25 or 25A or Other methods to demonstrate control efficiency

	BAAQMD Regulation
8-44-301
	POC emission rate limitation and emission reduction efficiency (>=95%) during vessel loading 
	Manual of Procedures, Volume IV, ST-4, Bulk Gasoline Loading Terminals and ST-34, Bulk and Marine Loading Terminals, Vapor Recovery Units
*NOTE: ST-4 Bulk Gasoline Loading Terminals has been deleted without replacement in the MOP


	BAAQMD Regulation
8-44-303
8-44-304.1
	Leak free and gas tight requirements
	EPA Method 21 (40 CFR 60, Appendix A), Determination of Volatile Organic Compound Leaks

	

	

	

	
	
	

	
	
	

	BAAQMD Regulation
9-1-310.1
	Emission Limitations for Fluid Catalytic Cracking Units, Fluid Cokers, and Coke Calcining Unit
	Manual of Procedures, Volume IV, ST-19A, Sulfur Dioxide, Continuous Sampling, or ST-19B, Total Sulfur Oxides Integrated Sample  
Note: ST-19B has been deleted from Volume IV of the MOP  

	

	
	


	BAAQMD Regulation
9-1-304
	Fuel Burning (Liquid and Solid Fuels)
	Manual of Procedures, Volume III, Lab Method 10, Determination of Sulfur in Fuel Oil. 

	BAAQMD Regulation 

9-1-313.2 and SIP

9-1-313.2
	H2S Gas Stream Abatement Efficiency
	Manual of Procedures, Volume III, Lab Method 25, Determination of H2S in Effluents or equivalent method approved by APCO

	BAAQMD Regulation 

9-1-313.2 and SIP

9-1-313.2
	H2S Water Stream Abatement Efficiency
	Manual of Procedures, Volume III, Lab Method 32, Determination of H2S in Process Water Streams or equivalent method approved by APCO

	BAAQMD Regulation 

9-1-313.2 and SIP

9-1-313.2
	NH3 Abatement Efficiency
	Manual of Procedures, Volume III, Lab Method 1A, Determination of NH3 in Effleunts Collected in Acid Media Using the Specific Ion Electrode or equivalent method approved by APCO

	

	
	

	

	
	

	BAAQMD Regulation 
9-1-301
9-2-301
	Limitations on H2S Ground Level Concentrations
	Manual of Procedures, Volume VI, Section 1, Area Monitoring

	BAAQMD Regulation
9-3-303
	NOx Emission Limit for New or Modified Heat Transfer Operations
	Manual of Procedures, Volume V and Manual of Procedures, Volume IV, ST-13A or B, Oxides of Nitrogen, Continuous Sampling (nitrogen oxides) and ST-14, Oxygen, Continuous Sampling
Note: ST-13B (nitrogen oxides) has been deleted from Volume IV of the MOP

	BAAQMD Regulation
9-9-301.1
	Emission Limits- Turbines Rated < 10 MW
	Manual of Procedures, Volume IV, ST-13A, Oxides of Nitrogen, Continuous Sampling and 

ST-14, Oxygen, Continuous Sampling

	BAAQMD Regulation
 9-10-112
	Limited Exemption, Low Fuel Usage
	ASTM D1826-88 or ASTM D1945-81 in conjunction with ASTM D3588-89 

	BAAQMD Regulations
9-10-301
	Refinery-Wide NOx Emission Limit 
	For CEMs: Manual of Procedures, Volume V and Manual of Procedures, Volume IV, ST-13A or B, Oxides of Nitrogen, Continuous Sampling  and ST-14, Oxygen, Continuous Sampling.
Note: ST-13B (nitrogen oxides) has been deleted from Volume IV of the MOP
For Equivalent Verification System pursuant to 9-10-502: District approved methods per the BAAQMD Regulation 9, Rule 10 NOx Monitoring Policy.

	BAAQMD Regulation

9-10-303
	NOx Emission Limit for Facility (Federal Requirement), 0.20 lb per MMBTU of heat input, operating day average
	For CEMs: Manual of Procedures, Volume V and Manual of Procedures, Volume IV, ST-13A or B, Oxides of Nitrogen, Continuous Sampling  and ST-14, Oxygen, Continuous Sampling. 
Note: ST-13B (nitrogen oxides) has been deleted from Volume IV of the MOP

For Equivalent Verification System pursuant to 9-10-502: District approved methods per the BAAQMD Regulation 9, Rule 10 NOx Monitoring Policy.

	BAAQMD Regulation
9-10-303.1
	NOx Emission Limit, CO Boiler (Federal Requirement)
	Manual of Procedures, Volume V and Manual of Procedures, Volume IV, ST-13A or B, Oxides of Nitrogen, Continuous Sampling and ST-14,Oxygen, Continuous Sampling
Note:  ST-13B has been deleted from the MOP.

	BAAQMD Regulation
9-10-304.1
	NOx Emission Limit, CO Boiler (BAAQMD Requirement)
	Manual of Procedures, Volume V and Manual of Procedures, Volume IV, ST-13A or B, Oxides of Nitrogen, Continuous Sampling and ST-14,Oxygen, Continuous Sampling

Note:  ST-13B has been deleted from the MOP.

	BAAQMD Regulation 

9-10-305
	CO Emission Limit
	For Equivalent Verification System pursuant to 9-10-502: District approved methods per the BAAQMD Regulation 9, Rule 10 NOx Monitoring Policy.

	BAAQMD Regulation
11-10-302.2
	Wooden Cooling Tower Circulating Water Hexavalent Chromium Concentration
	American Public Health Method 312B or equivalent method as approved by the APCO

	40 CFR 60

Subpart Db

60.44b(a)

60.44b(e)
	NOx Emission Limit
	40 CFR 60 Appendix B, Performance Specification 2

	40 CFR 60 Subpart J

60.104(a)(1)
	Fuel Gas H2S Concentration Limit
	40 CFR 60, Appendix A, EPA Method 11, Determination of Hydrogen Sulfide Content of Fuel Gas Streams in Petroleum Refineries; and 

40 CFR 60 Appendix B, Performance Specification 7, Specifications and Test Procedures for Hydrogen Sulfide Continuous Emission Monitoring Systems in Stationary Sources  

	40 CFR 60

Subpart Kb

60.112b

(a)(3)(i)
	NSPS Subpart Kb Closed Vent System – leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(b)

	40 CFR 60

Subpart Kb

60.112b

(a)(3)(ii)
	NSPS Subpart Kb Closed Vent System Performance (95% efficiency)
	40 CFR 60 Subpart Kb 60.113b(c) Testing and Procedures

	40 CFR 60

Subpart Kb

60.113b

(b)(4)(i)
	NSPS Subpart Kb External Floating Roof Tank primary rim seal gap measurement
	40 CFR 61 Subpart Kb 60.113b(b)(1) through 60.113b(b)(3) Testing and Procedures

	40 CFR 60

Subpart Kb

60.113b

(b)(4)(ii)
	NSPS Subpart Kb External Floating Roof Tank secondary rim seal gap measurement
	40 CFR 61 Subpart Kb 60.113b(b)(1) through 60.113b(b)(3) Testing and Procedures

	40 CFR 60

Subpart GG 60.333 (b)
	Fuel Sulfur Limit 
	ASTM D 1072-80 or 90, Standard Method for Total Sulfur in Fuel Gases

ASTM D 3031-81, Standard Test Method for Total Sulfur in Natural Gas by Hydrogenation

ASTM D 4084-82 or 94, Standard Method for Analysis of Hydrogen Sulfide in Gaseous Fuels (Lead Acetate Reaction Rate Method), 

ASTM D 3246-81, 92, or 96, Standard Method for Sulfur in Petroleum Gas by Oxidative Microcoulometry
See permit shield.  The initial ASTM grab sample method specified by 60.335(d) as the monitoring requirement for this 60.333(b) fuel sulfur limit is superceded by ongoing TRS CEMs required by BAAQMD Permit Condition 19177, Part 35. 

	40 CFR 60

Subpart VV

60.482-2(b)(1)
	Pumps in light liquid service – leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(b)

	40 CFR 60

Subpart VV

60.482-2(e)
	Pumps in light liquid service and designated for “no detectable emission” – leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(c)

	40 CFR 60

Subpart VV

60.482-3(d)
	Compressor barrier fluid system and seal failure detection sensor.
	

	40 CFR 60

Subpart VV

60.482-3(i)
	Compressors designated for “no detectable emission” – leak detection
	EPA Method 21 (40 CFR 60 Appendix A)  Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(c)

	40 CFR 60

Subpart VV

60.482-4(b)(1)
	Pressure relief valve (gas/vapor) no detectable emissions after a pressure release event.
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(c)

	40 CFR 60

Subpart VV

60.482-7(b)
	Valves in gas/vapor service and in light liquid service – leak detection.
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(b)

	40 CFR 60

Subpart VV

60.482-7(f)
	Valves in gas/vapor service and in light liquid service and designated for “no detectable emission” – leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(c)

	40 CFR 60

Subpart VV

60.482-7(h)
	Valves in gas/vapor service and in light liquid service and designated as difficult-to-monitor.
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks), once per year in accordance with written plan (60.482-7(h)(3)

	40 CFR 60

Subpart VV

60.482-8(b)
	Pumps and valves in heavy liquid service, pressure relief devices (liquid), and flanges and other connectors – leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(b)

	40 CFR 60

Subpart VV

60.483-2
	Individual valves meeting criteria for skip period leak detection – leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 60 Subpart VV 60.485(b)

	40 CFR 60

Subpart VV

60.485(d)
	Determination % VOC content in process fluid
	ASTM E260-73, 91, or 96 OR

ASTM E168-67, 77, or 92 OR

ASTM E169-63, 77, or 93

	40 CFR 60

Subpart VV

60.485(e)
	Demonstrate equipment is in light liquid service
	ASTM D2879-83, 96, or 97 (Vapor pressure) OR Standard reference texts

	40 CFR 61

Subpart FF

61.343

(a)(1)(i)(A)
	Tank fittings leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 61 Subpart FF 61.355(h)

	40 CFR 61

Subpart FF

61.345

(a)(1)(i)
	Container fittings leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 61 Subpart FF 61.355(h)

	40 CFR 61

Subpart FF

61.347

(a)(1)(i)(A)
	Oil/Water Separator fittings leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 61 Subpart FF 61.355(h)

	40 CFR 61

Subpart FF

61.349

(a)(1)(i)
	Closed-vent system leak detection
	EPA Method 21 (40 CFR 60 Appendix A) Determination of Volatile Organic Compound Leaks) as specified in 40 CFR 61 Subpart FF 61.355(h)

	40 CFR 61

Subpart FF

61.349(a)(2)

(i)(A)
	Enclosed Combustion Control Device Requirements, > 95% Reduction
	40 CFR 61 Subpart FF 61.355 Test Methods, Procedures, and Compliance Provisions

	40 CFR 61

Subpart FF

61.349(a)(2)

(ii)
	Carbon Adsorption Control Device Requirements, 95% VOC or 98% benzene reduction
	40 CFR 61 Subpart FF 61.356 Recordkeeping Requirements 

	40 CFR 61 Subpart FF

61.342(e)(2)(i)
	Uncontrolled Benzene Wastewater Limit 
	40 CFR 61 Subpart FF 61.355 Test Methods, Procedures, and Compliance Provisions

	40 CFR 61 Subpart FF

61.355(c)(3)
	Measure benzene concentration in waste streams
	From “Test Methods for Evaluating Solid Waste, Physical/Chemical Methods,” EPA Publication No. SW-846:

(1) Method 8020, Aromatic Volatile Organics,
(2) Method 8021, Volatile Organic Compounds in Water by Purge and Trap Capillary Column Gas Chromatography with Photoionization and Electrolytic Conductivity Detectors in Series
(3) Method 8240, Gas Chromatography/Mass Spectrometry for Volatile Organics 
(4) Method 8260, Gas Chromatography/Mass Spectrometry for Volatile Organics: Capillary Column Technique
From 40 CFR Part 136, Appendix A, Test Procedures for Analysis of Organic Pollutants, for wastewaters for which these are approved EPA methods:

(1) Method 602, Purgeable Aromatics, 

(2) Method 624, Purgeables

	40 CFR 61 Subpart FF

61.355(h)
	Test equipment for compliance with no detectable emissions requirements of 40 CFR 61 Subpart FF
	EPA Method 21 (40 CFR 60, Appendix A), Determination of Volatile Organic Compound Leaks)

	40 CFR 61 Subpart FF

61.355(i)
	Demonstrate compliance of a control device with a performance test
	40 CFR 60, Appendix A, Method 1 or 1A

40 CFR 60, Appendix A, Method 2, 2A, 2C, or 2D

40 CFR 60, Appendix A, Method 18

	40 CFR 63 Subpart CC

63.643(a)(2)
	HAP Reduction Requirements for Fluid Cokers
	40 CFR 63 Subpart CC 63.645 Test Methods and Procedures for Miscellaneous Process Vents

	40 CFR 63

Subpart CC

63-646(a)

40 CFR 63

Subpart G

60.120(b)(3)

60.120(b)(5)
	Refinery MACT (40 CFR 63

Subpart CC) Group 1 external floating roof tanks primary rim-seal gap measurement
	40 CFR 63 Subpart G 60.120(b)(1) and 60.120(b)(2) Procedures to Determine Compliance

	40 CFR 63

Subpart CC

63-646(a)

40 CFR 63

Subpart G

60.120(b)(4)

60.120(b)(6)
	Refinery MACT (40 CFR 63

Subpart CC) Group 1 external floating roof tanks secondary rim-seal gap measurement
	40 CFR 63 Subpart G 60.120(b)(1) and 60.120(b)(2) Procedures to Determine Compliance








1 This section has been removed from BAAQMD Regulations because it has been superseded.  Nevertheless, the source must comply with this regulation until US EPA has reviewed and approved the District’s revision of the regulation.
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