SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT Title Page
21865 Copley Drive, Diamond Bar, CA 91765 Facility LD.#: 008488

Revision #: 2
Date: January 22, 2008

FACILITY PERMIT TO OPERATE

INTERNATIONAL PAPER CO
1350 E 223RD ST
CARSON, CA 90745

NOTICE

IN ACCORDANCE WITH RULE 206, THIS PERMIT TO OPERATE OR A COPY THEREOF MUST BE KEPT AT
THE LOCATION FOR WHICH IT IS ISSUED.

THIS PERMIT DOES NOT AUTHORIZE THE EMISSION OF AIR CONTAMINANTS IN EXCESS OF THOSE
ALLOWED BY DIVISION 26 OF THE HEALTH AND SAFETY CODE OF THE STATE OF CALIFORNIA OR THE
RULES OF THE SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT. THIS PERMIT SHALL NOT BE
CONSTRUED AS PERMISSION TO VIOLATE EXISTING LAWS, ORDINANCES, REGULATIONS OR STATUTES
OF ANY OTHER FEDERAL, STATE OR LOCAL GOVERNMENTAL AGENCIES.

Barry R. Wallerstein, D. Env.
EXECUTIVE OFFICER

BYM&A

Carol Coy
Deputy Executive Officer
Engineering & Compliance
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Facility Equipment and Requirements
(Section D)

This section consists of a table listing all petedt equipment at the facility, facility wide
requirements, all individual Permits to Construat &ermits to Operate issued to various equipment
at the facility, and Rule 219-exempt equipment actbjo source-specific requirements. Each permit
and Rule 219-exempt equipment will list operatingnditions including periodic monitoring
requirements, and applicable emission limits awogirements that the equipment is subject to. Also
included is the rule origin and authority of eaahigsion limit and permit condition.
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FACILITY PERMIT TO OPERATE
INTERNATIONAL PAPER CO

PERMITTED EQUIPMENT LIST

THE FOLLOWING IS A LIST OF ALL PERMITS TO CONSTRUCAND PERMITS TO OPERATE AT THIS

FACILITY:

Application number

Permit to Operate

Equipment description

number
C40386 M25019 ADHESIVE MIXING SYS.
C40385 M25020 STORAGE SILO
222722 D63790 BOILER
322996 F04781 FLEXOGRAPHIC PRINTING PRESS
458845 F84816 CORRUGATOR
458847 F84817 FLEXOGRAPHIC PRINTING PRESS & FOLDER/GLUER
458848 F84818 FLEXOGRAPHIC PRINTING PRESS & FOLDER/GLUER
458849 F84819 FLEXOGRAPHIC PRINTING PRESS
458850 F84820 FLEXOGRAPHIC PRINTING PRESS
458852 F84821 FLEXOGRAPHIC PRINTING PRESS
458853 F84822 FLEXOGRAPHIC PRINTING PRESS & FOLDER/GLUER
470882 F94928 LAMINATOR

NOTE: EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDINBERMITS TO OPERATE NUMBER
ARE ISSUED PERMITS TO CONSTRUCT. THE ISSUANCE OEMAL OF THEIR PERMITS TO OPERATE IS
SUBJECT TO ENGINEERING FINAL REVIEW. ANY OTHER ARFPCATIONS THAT ARE STILL BEING
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSBICT OR PERMITS TO OPERATE WILL
NOT BE FOUND IN THIS TITLE V PERMIT.
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FACILITY WIDE CONDITION(S)

Condition(s):

1.

EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE PBRATOR SHALL NOT
DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURGOF EMISSIONS WHATSOEVER
ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGANG MORE THAN THREE
MINUTES IN ANY ONE HOUR WHICH IS:

A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. ON THE RINGELMANN
CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OMINES; OR

B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER'’S VIEW T®ODEGREE EQUAL TO OR
GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPHK)(OF THIS CONDITION.
[RULE 401]

THE TOTAL QUANTITY OF VOC (VOLATILE ORGANIC COMPUND) EMISSIONS DISCHARGED
TO THE ATMOSPHERE AT THIS FACILITY SHALL NOT EXCEB 136 POUNDS IN ANY ONE DAY.
[RULE 1303(b)(2)-OFFSET]

IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS FACILITY TO VERIFY ALY VOC EMISSIONS IN POUNDS
AND THE VOC CONTENT OF EACH MATERIAL AS APPLIED (IKLUDING WATER AND EXEMPT
COMPOUNDS).

[RULE 109, 1303(b)(2)-OFFSET]

ALL RECORDS REQUIRED BY THIS PERMIT SHALL BE PRRRED IN A FORMAT WHICH IS
ACCEPTABLE TO THE DISTRICT, SHALL BE RETAINED AT TH FACILITY FOR FIVE YEARS, AND
SHALL BE MADE AVAILABLE TO ANY DISTRICT REPRESENTATVE UPON REQUEST.

[RULE 109, 1303(b)(2)-OFFSET]

MATERIAL DATA SHEETS FOR ALL PRINTING INKS, ADHESIVES, COATINGS, AND OTHER VOC-
CONTAINING MATERIALS USED AT THIS FACILITY SHALL BEKEPT CURRENT AND SHALL BE
MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.

[RULE 109, 1303(b)(2)-OFFSET]

THE TOTAL QUANTITY OF HAZARDOUS AIR POLLUTANT (FAP) EMISSIONS FROM THIS
FACILITY SHALL NOT EXCEED 1,666 POUNDS OF A SINGLHAP OR 4,166 POUNDS OF A
COMBINATION OF HAPS IN ANY CALENDAR MONTH. TO ENSBRE COMPLIANCE WITH THE
MONTHLY EMISSION CAPS OF THIS CONDITION, THE FACIOY OPERATOR SHALL:

(A) IN ADDITION TO THE RECORDKEEPING REQUIREMENTS ©BRULE 109, KEEP ADEQUATE
RECORDS FOR THIS EQUIPMENT AND THIS FACILITY TO VHRY THE DAILY AND
MONTHLY HAP EMISSIONS IN POUNDS AND THE HAP CONTENDF EACH MATERIAL AS
APPLIED (INCLUDING WATER AND EXEMPT COMPOUNDS). TH RECORDS SHALL BE
PREPARED IN A FORMAT WHICH IS ACCEPTABLE TO THE DIRICT.
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FACILITY PERMIT TO OPERATE
INTERNATIONAL PAPER CO

WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH NTH, TOTAL AND RECORD
HAP EMISSIONS FOR THE MONTH FROM ALL EQUIPMENT ANDPERATIONS THAT ARE
REQUIRED TO HAVE WRITTEN PERMITS OR ARE EXEMPT FROMWRITTEN PERMITS
PURSUANT TO RULE 219. THE RECORD SHALL INCLUDE ANFPROCEDURES USED TO
ACCOUNT FOR CONTROL DEVICE EFFICIENCIES AND/OR WAEIDISPOSAL. IT SHALL
BE SIGNED AND CERTIFIED FOR ACCURACY BY THE HIGHESRANKING INDIVIDUAL
RESPONSIBLE FOR COMPLIANCE WITH DISTRICT RULES.

MAINTAIN A SINGLE LIST WHICH INCLUDES ONLY THENAME AND ADDRESS OF EACH
PERSON FROM WHOM THE FACILITY ACQUIRED HAP-CONTAINNG MATERIAL
REGULATED BY THE DISTRICT THAT WAS USED OR STOREDTATHE FACILITY DURING
THE PRECEDING 12 MONTHS.

RETAIN ALL PURCHASE INVOICES FOR ALL HAP-CONTANING MATERIAL USED OR
STORED AT THE FACILITY, AND ALL WASTE MANIFESTS FORALL WASTE HAP-
CONTAINING MATERIAL REMOVED FROM THE FACILITY, FORFIVE YEARS.

[40CFR63 SUBPART KK, 40CFR63 SUBPART DDDDD]
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INTERNATIONAL PAPER CO

PERMIT TO OPERATE

Per mit No. M 25019
A/N C40386

Equipment Description:

ADHESIVE MIXING SYSTEM CONSISTING OF:

1.

2.

PNEUMATIC CONVEYOR, STARCH TRANSFER, WITH A 20HBLOWER.
CYCLONE SEPARATOR, 0'-8" DIA., WITH A 3/4 HP DGGHARGE ROTARY VALVE.

TANK, WEIGHING AND REMIXING, 578-GAL CAPACITY, WTH A 3 HP AGITATOR, AND A
5 HP DISCHARGE PUMP.

TANK, FINAL MIXING, 818-GAL CAPACITY, WITH A5 HP AGITATOR AND A5 HP
DISCHARGE PUMP.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANLKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

Periodic M onitoring:

3.

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VELE EMISSIONS FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEWETHERE IS A PUBLIC
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMSSIONS ARE OBSERVED, AND ON
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT ID NOT OPERATE DURING THE
ENTIRE QUARTERLY PERIOD. THE ROUTINE QUARTERLY INZECTION SHALL BE CONDUCTED
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLGHT HOURS.

IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WTER VAPOR) ARE DETECTED,
THE OPERATOR SHALL TAKE CORRECTIVE ACTION(S) THAT IHMINATES THE VISIBLE
EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE HMSIONS AS A POTENTIAL
DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREENTS IN SECTION K OF THIS
PERMIT.

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCEIW THE RECORDKEEPING
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FACILITY PERMIT TO OPERATE
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE RQROWING RECORDS:

A. STACK OR EMISSION POINT IDENTIFICATION;

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TOBATE VISIBLE EMISSIONS; AND
C. DATE AND TIME VISIBLE EMISSION WAS ABATED.

[RULE 3004 (a)(4)]

Emissions And Requirements:

4. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
INTERNATIONAL PAPER CO

PERMIT TO OPERATE

Per mit No. M 25020
A/N C-40385

Equipment Description:

STORAGE SILO, STARCH, 12-0" DIA X 41'-0" H., WITH CHARGING PNEUMATIC CONVEYOR WITH A 3/4
HP BLOWER, A 20 HP AERATING BLOWER, A 3/4 HP DISCHRGING ROTARY VALVE, AND A FILTER
VENT WITH 154 SQ.FT. TOTAL FILTER AREA.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

Periodic M onitoring:

3.

THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTIONF THE EQUIPMENT AND FILTER
MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND INPROPERLY INSTALLED FILTER

MEDIA. THE OPERATOR SHALL KEEP RECORDS, IN A MANNEAPPROVED BY THE DISTRICT,
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S):

A. THE NAME OF THE PERSON PERFORMING THE INSPECTIGMND/OR MAINTENANCE OF
HE FILTER MEDIA;

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AN

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANE OR REPAIRS RESULTING

FROM THE INSPECTION.
[RULE 3004(a)(4)]

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VELE EMISSIONS FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENER THERE IS A PUBLIC
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE HISSIONS ARE OBSERVED, AND ON
A SEMI-ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMEN DID NOT OPERATE DURING THE
ENTIRE SEMI-ANNUAL PERIOD. THE ROUTINE SEMI-ANNUA INSPECTION SHALL BE
CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION ANDURING DAYLIGHT HOURS.
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INTERNATIONAL PAPER CO

IF ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WTER VAPOR) ARE DETECTED,
THE OPERATOR SHALL TAKE CORRECTIVE ACTION(S) THAT IHMINATES THE VISIBLE
EMISSIONS WITHIN 24 HOURS AND REPORT THE VISIBLE HMSIONS AS A POTENTIAL
DEVIATION IN ACCORDANCE WITH THE REPORTING REQUIREENTS IN SECTION K OF THIS
PERMIT.

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCEIW THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE RDOWING RECORDS:

A. STACK OR EMISSION POINT IDENTIFICATION;

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TOBATE VISIBLE EMISSIONS; AND
C. DATE AND TIME VISIBLE EMISSION WAS ABATED.

[RULE 3004(a) (4)]

THE OPERATOR SHALL DISCHARGE DUST COLLECTED INHIS EQUIPMENT ONLY INTO

CLOSED CONTAINERS.
[RULE 3004 (a) (4)]

Emissions And Requirements:

6.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. D63790
AN 222722

Equipment Description:

BOILER, 21,000,000 BTU/HR. NATURAL GAS FIRED, INTEN®AL COMBUSTION MODEL LND 210 LOW NOXx
BURNER WITH A 25 HP COMBUSTION AIR BLOWER AND A 26iP FORCED FLUE GAS RECIRCULATION
SYSTEM.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN ALL USE WHENEVER THE BOILER
STACK TEMPERATURE EXCEEDS 200 DEGREES FAHRENHEIT.
[RULE 1303(a)(1)-BACT]

AN INDICATING INSTRUMENT SHALL BE INSTALLED TO ACCURATELY MEASURE THE BOILER
STACK TEMPERATURE.
[RULE 1303(a)(1)-BACT]

THIS EQUIPMENT SHALL BE FIRED ON NATURAL GAS ONY.
[RULE 1303(a)(1)-BACT]

Periodic Monitoring:

6.

THE OPERATOR SHALL INSTALL AND MAINTAIN A DEVICETO CONTINUOUSLY RECORD THE
STACK TEMPERATURE OF THE BOILER.
[RULE 3004 (a)(4)]

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THROX EMISSION LIMIT(S) BY
CONDUCTING A TEST AT LEAST ONCE EVERY YEAR USING AMQMD-APPROVED TEST
METHOD. THE TEST SHALL BE CONDUCTED WHEN THE EQUMENT IS OPERATING UNDER
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RUE 1146 CONCENTRATION
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LIMIT. THE OPERATOR SHALL COMPLY WITH ALL GENERALTESTING, REPORTING, AND
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OHIS PERMIT.
[RULE 3004 (a)(4)]

8. THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THEO EMISSION LIMIT(S) BY
CONDUCTING A TEST AT LEAST ONCE EVERY YEAR USING AMQMD-APPROVED TEST
METHOD. THE TEST SHALL BE CONDUCTED WHEN THE EQUMENT IS OPERATING UNDER
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RUE 1146 CONCENTRATION
LIMIT. THE OPERATOR SHALL COMPLY WITH ALL GENERALTESTING, REPORTING, AND
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OHIS PERMIT.

[RULE 3004 (a)(4)]

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

CO: 400 PPMV, RULE 1146
CO: 2000 PPMV, RULE 407
NOx: 40 PPMV, RULE 1146

PM: 0.1 GR/SCF, RULE 409
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FACILITY PERMIT TO OPERATE
INTERNATIONAL PAPER CO

PERMIT TO OPERATE

Per mit No. F4781
A/N 322996

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, WARD, SERIAL NO. 157A8DFL4BZTDC, 4-COLOR, 113 INCH SHEET-
WIDTH, WITH A 40 HP DRIVE.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANLKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

PRINTING INKS, AND OTHER VOC-CONTAINING MATERIAIS USED IN THIS EQUIPMENT SHALL
NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS CARCINOGEN AIR CONTAMINANTS IN RULE
1401, AS AMENDED ON DECEMBER 7, 1990.

[RULE 1401]

IN ADDITION TO THE RECORD KEEPING REQUIREMENT®IIRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIAHE FOLLOWING:

A. THE VOC CONTENT OF INKS, AND ANY OTHER MATERIAB USED, IN POUNDS PER
GALLON AS APPLIED, INCLUDING WATER AND EXEMPT CONPOUNDS.

B. DAILY VOC EMISSIONS IN POUNDS.

C. OTHER DATA AS REQUIRED TO VERIFY COMPLIANCE WIH THE CONDITIONS

SPECIFIED IN THIS PERMIT.
[RULE 109, 1303(b)(2)-OFFSET]

Emissions And Requirements:

5.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. F84816
A/N 458845

Equipment Description:

CORRUGATOR SYSTEM, ADHESIVE, FOSBER AMERICA, 110" W. x 320" - 0" L. x 11’ - 0" W. (OUTSIDE
DIMENSIONS) WITH 200 HP MOTOR DRIVE.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEINIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATIONUNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACETALDEHYDE, ACRYLAMIDE, FORIALDEHYDE, ISOPROPYL
ALCOHOL, METHANOL AND VINYL ACETATE AS SPECIFIED BEOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACETALADEHYDE 75-07-0 90
ACRYLAMIDE 79-06-1 0.02
FORMALDEHYDE 50-00-0 515
ISOPROPYL ALCOHOL 67-63-0 50
METHANOL 67-56-1 6,000
VINYL ACETATE 108-05-4 8,000

[RULE 1401]
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5. IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIHHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 4 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT

COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

C. THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 4

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRBENDAR MONTH, TOTAL

AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOSISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1128, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. F84817
AJ/N 458847

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, S & S, SERIAL NO. 680M-19562, 4-COLOR, 38 INCH SHEET-WIDTH,
WITH A 50 HP MAIN DRIVE AND A FOLDER/GLUER.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACRYLIC ACID, AMMONIA, ETHYLENE GLYCOL, METHANOL AND
STYRENE AS SPECIFIED BELOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACRYLIC ACID 78-10-7 400
AMMONIA 7664-41-7 15,000
ETHYLENE GLYCOL 107-21-1 600
METHANOL 67-56-1 200
STYRENE 100-42-5 1,000

[RULE 1401]
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5. IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIHHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 4 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT

COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

C. THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 4

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRBENDAR MONTH, TOTAL

AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOSISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. F84818
A/N 458848

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, LANGSTON, SERIAL NG82844, 2-COLOR, 37.5 INCH SHEET-WIDTH,
WITH A 50 HP MAIN DRIVE AND A FOLDER/GLUER.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATIONUNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED-BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANLKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACRYLIC ACID, AMMONIA, ETHYLENE GLYCOL, METHANOL AND
STYRENE AS SPECIFIED BELOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACRYLIC ACID 78-10-7 400
AMMONIA 7664-41-7 15,000
ETHYLENE GLYCOL 107-21-1 600
METHANOL 67-56-1 200
STYRENE 100-42-5 1,000

[RULE 1401]
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5. IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIHHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 4 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT

COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

C. THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 4

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRBENDAR MONTH, TOTAL

AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOSISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. F84819
A/N 458849

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, WARD, SERIAL NO. 15088, D/C, 4-COLOR, 66 INCH SHEET-WIDTH,
WITH A 40 HP MAIN DRIVE.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEINIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACRYLIC ACID, AMMONIA, ETHYLENE GLYCOL AND STYRENE AS
SPECIFIED BELOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACRYLIC ACID 78-10-7 400
AMMONIA 7664-41-7 15,000
ETHYLENE GLYCOL 107-21-1 600
STYRENE 100-42-5 1,000

[RULE 1401]

IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIHHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 4 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT
COMPOUNDS
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B. THE DAILY VOC EMISSIONS IN POUNDS

THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 4

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRENDAR MONTH, TOTAL
AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE

CUMULATIVE CALENDAR YEAR IN POUNDS
E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOBISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. F84820
A/N 458850

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, ISOWA, SERIAL NO. 8&P2101, 3-COLOR, 50 INCH SHEET-WIDTH,
WITH A 45 HP MAIN DRIVE.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACRYLIC ACID, AMMONIA, ETHYLENE GLYCOL AND STYRENE AS
SPECIFIED BELOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACRYLIC ACID 78-10-7 400
AMMONIA 7664-41-7 15,000
ETHYLENE GLYCOL 107-21-1 600
STYRENE 100-42-5 1,000

[RULE 1401]

IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIHHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 4 OF ADHESIVES ANIANY OTHER MATERIALS



Secton L ragezl
Facility 1.D.#: 008488

Revision #: 2
Date: January 22, 2008

FACILITY PERMIT TO OPERATE
INTERNATIONAL PAPER CO

USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT

COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

C. THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 4

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRENDAR MONTH, TOTAL

AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOBISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO OPERATE

Per mit No. F84821
A/N 458852

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, WARD, MODEL NO. 1500@GBCOLOR, 66 INCH SHEET-WIDTH, WITH A
50 HP MAIN DRIVE.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEMNIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

CLEAN-UP SOLVENTS USED IN THIS EQUIPMENT SHALL®T CONTAIN ANY VOC.
[RULE 1303(a)(1)-BACT]

THE VOC CONTENT OF THE INKS USED IN THIS EQUIPNWE SHALL NOT EXCEED 1.5 POUND
PER GALLON, AS APPLIED, LESS WATER AND EXEMPT SOL\KETS.
[RULE 1303(a)(1)-BACT]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTIN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACRYLIC ACID, AMMONIA, ETHYLENE GLYCOL AND STYRENE AS
SPECIFIED BELOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACRYLIC ACID 78-10-7 400
AMMONIA 7664-41-7 15,000
ETHYLENE GLYCOL 107-21-1 600
STYRENE 100-42-5 1,000

[RULE 1401]
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7. IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIHHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 6 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT

COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

C. THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 6

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRBENDAR MONTH, TOTAL

AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOSISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

8. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS



Secton L ragez4
Facility 1.D.#: 008488

Revision #: 2
Date: January 22, 2008

FACILITY PERMIT TO OPERATE
INTERNATIONAL PAPER CO

PERMIT TO OPERATE

Per mit No. F84822
A/N 458853

Equipment Description:

FLEXOGRAPHIC PRINTING PRESS, BOBST-MARTIN, 4-COLORB7 INCH SHEET-WIDTH, WITH A 50 HP
MAIN DRIVE AND A FOLDER/GLUER.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEINIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION MDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

CLEAN-UP SOLVENTS USED ON THIS EQUIPMENT SHALMOT CONTAIN ANY VOC.
[RULE 1303(a)(1)-BACT]

THE VOC CONTENT OF THE INKS USED IN THIS EQUIPNWE SHALL NOT EXCEED 1.5 LB PER
GALLON, AS APPLIED, LESS WATER AND EXEMPT SOLVENTS.
[RULE 1303(a)(1)-BACT]

THE VOC CONTENT OF THE ADHESIVES USED IN THISJIIPMENT SHALL NOT EXCEED 0.25
POUNDS PER GALLON, AS APPLIED, LESS WATER AND EXEMFSOLVENTS.
[RULE 1303(a)(1)-BACT]

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACRYLIC ACID, AMMONIA, ETHYLENE GLYCOL, METHANOL AND
STYRENE AS SPECIFIED BELOW.

[RULE 1401]
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7. THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR
ACRYLIC ACID 78-10-7 400
AMMONIA 7664-41-7 15,000
ETHYLENE GLYCOL 107-21-1 600
METHANOL 67-56-1 200
STYRENE 100-42-5 1,000
[RULE 1401]
8. IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL

KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIAHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 7 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT

COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

C. THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 7

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRENDAR MONTH, TOTAL

AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOSISPECIFIED IN THIS PERMIT.

[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions And Requirements:

9. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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PERMIT TO CONSTRUCT/OPERATE

Per mit No. F94928
AJ/N 470882

Equipment Description:

LAMINATOR, QUAD FOLD END AUTOMATIC MULTI-FOLDS, KLIPPENSTEIN CORPORATION, MODEL
KLM-2006, 6’-3 1/4” W. x 33-6 5/8" L. x 6’-3 3" H.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTEINIACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATIONUNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED ANIKEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

CLEAN-UP SOLVENTS USED ON THIS EQUIPMENT SHAIMOT CONTAIN ANY VOLATILE
ORGANIC COMPOUNDS (VOC).
[RULE 1303(a)(1)-BACT]

THE VOC CONTENT OF THE ADHESIVES AND OTHER MATERLS USED IN THIS EQUIPMENT
SHALL NOT EXCEED 0.1 LBS/GAL, AS APPLIED, INCLUDINGVATER AND EXEMPT SOLVENTS.

MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTIN ANY TOXIC AIR CONTAMINANTS
IDENTIFIED IN RULE 1401, TABLE I, WITH AN EFFECTIVEDATE OF MARCH 4, 2005 OR EARLIER,
WITH THE EXCEPTION OF ACETALDEHYDE, FORMALDEHYDEMETHANOL AND VINYL
ACETATE AS SPECIFIED BELOW.

[RULE 1401]

THE TOTAL QUANTITY OF TOXIC AIR CONTAMINANTS (TAC) DISCHARGED TO THE
ATMOSPHERE FROM THIS EQUIPMENT SHALL NOT EXCEED THEOLLOWING ANNUAL
EMISSION LIMITS:

MAXIMUM
TOXIC AIR
CAS # POUNDS PER
CONTAMINANT (TAC) CALENDAR YEAR

ACETALADEHYDE 75-07-0 90
FORMALDEHYDE 50-00-0 515
METHANOL 67-56-1 6,000
VINYL ACETATE 108-05-4 8,000

[RULE 1401]
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7. IN ADDITION TO THE RECORDKEEPING REQUIREMENTS IRULE 109, THE OPERATOR SHALL
KEEP ADEQUATE RECORDS FOR THIS EQUIPMENT TO VERIAHE FOLLOWING:

A. THE VOC CONTENT AND INDIVIDUAL TOXIC AIR CONTAMINANT (TAC) CONTENT FOR
THE TAC LISTED IN CONDITION NO. 6 OF ADHESIVES ANIANY OTHER MATERIALS
USED, IN POUNDS PER GALLON AS APPLIED, INCLUDING WFER AND EXEMPT
COMPOUNDS

B. THE DAILY VOC EMISSIONS IN POUNDS

THE DAILY INDIVIDUAL TAC EMISSIONS, IN POUNDS, IOR THE TAC LISTED IN
CONDITION NO. 6

D. WITHIN 14 CALENDAR DAYS AFTER THE END OF EACH CRBENDAR MONTH, TOTAL
AND RECORD INDIVIDUAL TAC EMISSIONS FOR THE CALENDR MONTH AND FOR THE
CUMULATIVE CALENDAR YEAR IN POUNDS

E. OTHER DATA AS REQUIRED TO VERIFY THE CONDITIOBISPECIFIED IN THIS PERMIT.
[RULE 109, 1303(b)(2)-OFFSET, RULE 1401]

Emissions and Requirements:

8. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 109
VOC: RULE 1168, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORBAE, ARCHITECTURAL COATINGS.

Periodic Monitoring:

1.

THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPRE@D BY THE DISTRICT, FOR THE
FOLLOWING PARAMETER(S) OR ITEM(S):

FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS HDUCERS, OR OTHER VOC
CONATINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUA L RECORDS OF ALL COATINGS
CONSISITING OF (a) COATING TYPE, (b) VOC CONTENT ASJUPPLIED IN GRAMS PER LITER (g/l)
OF MATERIALS FOR LOW-SOLIDS COATINGS, (c) VOC CONTH AS SUPPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHERGATING.

FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERREDUCERS, OR OTHER VOC
CONATINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING
CONSITING OF (a) COATING TYPE, (b) VOC CONTENT ASP®LIED IN GRAMS PER LITER (g/l) OF
MATERIALS USED FOR LOW-SOLIDS COATINGS, (c) VOC CONENT AS APPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHERGATING.

[RULE 3004 (a) (4)]

Emissions And Requirements:

2.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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RULE 219 EQUIPMENT

Equipment Description:
RULE 219 EXEMPT EQUIPMENT, HAND WIPING OPERATIONS.
Emissions And Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 109
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RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, BOILER, > 400,000 MMBTHR AND < 2 MMBTU/HR.
Emissions And Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: 0.1 gr/scf, RULE 409
NOx: 30 PPMV, RULE 1146.2
CO: 400 PPMV, RULE 1146.2
CO: 0.1 gr/scf, RULE 407
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APPENDIX B: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

(1) Except as provided in paragraphs (c)(2), (c)(3), and (c)(4) of Rule
1113, the operator shall not supply, sell, offer for sale, apply, or solicit
the application of, any architectural coating which, at the time of sale or
manufacture, contains more than 250 grams of VOC per liter of coating
(2.08 pounds per gallon), less water, less exempt compounds, and less
any colorant added to tint bases, or manufacture, blend, or repackage
such a coating for use within the District.

(2)  Except as provided in paragraphs (c)(3) and (c)(4) of Rule 1113, the
operator shall not supply, sell, offer for sale, apply, solicit the
application of, manufacture, blend, or repackage, for use within the
District, any architectural coating listed in the Table of Standards which
contains VOC (excluding any colorant added to tint bases) in excess of
the corresponding VOC limit specified in the table, after the effective
date specified.

TABLE OF STANDARDS
VOC LIMITS
Grams of VOC Per Liter of Coating,
Less Water And Less Exempt Compounds
COATING Limit* | Effective | Effective | Effective | Effective | Effective | Effective
Date of | 1/1/1998 | 1/1/1999 | 7/1/2001 | 1/1/2005 | 7/1/2008
Adoption

Bond Breakers 350
Clear Wood Finishes

Varnish 350

Sanding Sealers 350

Lacquer 680 550 275
Concrete-Curing Compounds 350
Dry-Fog Coatings 400
Fire-proofing Exterior 350 450 350
Coatings
Fire-Retardant Coatings

Clear 650

Pigmented 350
Flats 250 100 50
Graphic Arts (Sign) Coatings 500
Industrial Maintenance
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APPENDIX B: RULE EMISSION LIMITS

Primers and Topcoats
Alkyds
Catalyzed Epoxy
Bituminous Coatings
Materials
Inorganic Polymers
Vinyl Chloride Polymers
Chlorinated Rubber
Acrylic Polymers
Urethane Polymers
Silicones
Unique Vehicles
Japans/Faux Finishing
Coatings
Magnesite Cement Coatings
Mastic Coatings
Metallic Pigmented Coatings
Multi-Color Coatings
Pigmented Lacquer
Pre-Treatment Wash Primers
Primers, Sealers, and
Undercoaters
Quick-Dry Enamels
Roof Coatings
Shellac
Clear
Pigmented
Stains
Swimming Pool Coatings
Repair
Other
Traffic Coatings
Waterproofing Sealers
Wood Preservatives
Below-Ground
Other

[RULE 1113 11-8-1996]

420
420
420

420
420
420
420
420
420
420
350

600
300
500
420
680
780
350

400
300

730
550
350

650
340
250
400

350
350

700

250
550

150

350
450

275

* The specified limits remain in effect unless revised limits are listed in subsequent columns
in the Table of Standards
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APPENDIX B: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

TABLE OF STANDARDS (cont.)

VYOC LIMITS
Grams of VOC Per Liter of Material

COATING Limit
Low-Solids Coating 120
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APPENDIX B: RULE EMISSION LIMITS
[RULE 1113 7-13-2007]

Except as provided in paragraphs (c)(2), (¢)(3), (c)(4), and specified coatings
averaged under (¢)(6), no person shall supply, sell, offer for sale, manufacture,
blend, or repackage any architectural coating for use in the District which, at
the time of sale or manufacture, contains more than 250 grams of VOC per
liter of coating (2.08 pounds per gallon), less water, less exempt compounds,
and less any colorant added to tint bases, and no person shall apply or solicit
the application of any architectural coating within the District that exceeds
250 grams of VOC per liter of coating as calculated in this paragraph.

Except as provided in paragraphs (c)(3), (c¢)(4), and designated coatings
averaged under (¢)(6), no person shall supply, sell, offer for sale, manufacture,
blend, or repackage, for use within the District, any architectural coating listed
in the Table of Standards which contains VOC (excluding any colorant added
to tint bases) in excess of the corresponding VOC limit specified in the table,
after the effective date specified, and no person shall apply or solicit the
application of any architectural coating within the District that exceeds the
VOC limit as specified in this paragraph. No person shall apply or solicit the
application within the District of any industrial maintenance coatings, except
anti-graffiti coatings, for residential use or for use in areas such as office space
and meeting rooms of industrial, commercial or institutional facilities not
exposed to such extreme environmental conditions described in the definition
of industrial maintenance coatings; or of any rust-preventative coating for
industrial use, unless such a rust preventative coating complies with the
Industrial Maintenance Coating VOC limit specified in the Table of Standards.
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TABLE OF STANDARDS
VOC LIMITS

Grams of VOC Per Liter of Coating,
Less Water and Less Exempt Compounds

Bond Breakers 350
Clear Wood Finishes 350 275
Varnish 350 275
Sanding Sealers 350 275
Lacquer 680 550 275
Clear Brushing Lacquer 680 275
Concrete-Curing Compounds 350 100
Concrete-Curing Compounds 350
For Roadways and Bridges™®*
Dry-Fog Coatings 400 150
Fire-Proofing Exterior Coatings | 430 350
Fire-Retardant Coatings™***
Clear 650
Pigmented 350
Flats 250 100 50
Floor Coatings 420 100 50
Graphic Arts (Sign) Coatings 500
Industrial Maintenance (IM) 420 250 100
Coatings
High Temperature IM 420
Coatings
Zinc-Rich IM Primers 420 340 100
Japans/Faux Finishing Coatings 700 350
Magnesite Cement Coatings 600 450
Mastic Coatings 300
Metallic Pigmented Coatings 300
Multi-Color Coatings 420 250
Nonflat Coatings 250 150 50
Nonflat High Gloss 250 150 50
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Pigmented Lacquer 680 550 275
Pre-Treatment Wash Primers 780 420
Primers, Sealers, and 350 200 100
Undercoaters
Quick-Dry Enamels 400 250 150 50
Quick-Dry Primers, Sealers, and | 330 200 100
Undercoaters
Recycled Coatings 250
Roof Coatings 300 250 50
Roof Coatings, Aluminum 500 100
Roof Primers, Bituminous 350 350
Rust Preventative Coatings 420 400 100
Shellac
Clear 730
Pigmented 550
Specialty Primers 350 250 100
Stains 350 250 100
Stains, Interior 250
Swimming Pool Coatings
Repair 650 340
Other 340
Traffic Coatings 250 150 100
Waterproofing Sealers 400 250 100
Waterproofing 400 100
Concrete/Masonry Sealers
Wood Preservatives
Below-Ground 350
Other 350
* The sgfcif;eddlimits remain in effect unless revised limits are listed in subsequent columns in the Table of
andards.

** Does not include compounds used for curbs and gutters, sidewalks, islands, driveways and other
miscellaneous concrete areas.

***%  The Fire-Retardant Coating category will be eliminated on January 1, 2007 and subsumed by the
coating category for which they are formulated.
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TABLE OF STANDARDS (cont.)
VOC LIMITS

Grams of VOC Per Liter of Material

COATING Limit

Low-Solids Coating 120
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Except as otherwise provided in Rule 1128

(1)

2)

G)

The operator shall not use or apply any coating in any paper, fabric or film

coating application process, with or without heating ovens, unless:

(A)  The coating contains less than 265 grams of VOC per liter of coating
less water, and less exempt compounds, as applied.

The operator shall not use or apply any plastisol to any paper, fabric, or film

substrate unless the coating contains less than 20 grams of VOC per liter of

coating, less water, and less exempt compounds, as applied.

The operator shall not use wash primer on any paper, fabric, and/or film used

in any paper, fabric, and/or film coating application process, with or without

heating ovens, unless:

(A)  The wash primer contains less than 265 grams of VOC per liter of

mateial used.
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Except as otherwise provided in Rule 1130

(D) VOC Content of Graphic Arts Materials
The operator shall not apply any graphic arts material, including any VOC-
containing materials added to the original graphic arts materials, which

contains a total VOC in excess of the limits specified below:

VOC LIMIT
Grams per Liter of
Coating (or Ink or Adhesive), Less
GRAPHIC ARTS MATERIAL Water
and Less Exempt Compounds

(October 8. 1999) Effective
January 1, 2000

Lithographic Ink 300 300
Letterpress Ink 300 300
Gravure Ink 300 300
Flexographic Ink Non-Porous 300 300
Substrate

Flexographic Ink Porous 300 225
Substrate

Flexographic Fluorescent Ink 300 300
Coating 300 300
Adhesive 300 150

(2)  VOC Content of Fountain Solution
Through December 31, 1999, the operator shall not apply in any graphic arts
operation any fountain solution, including any VOC-containing materials

added to the original fountain solution, which contains a total VOC in excess

-1-
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of 100 grams per liter of material. Effective January 1, 2000, the VOC
content of fountain solution, including any VOC containing material added to
the original fountain solution as applied, shall be:

(A)  no greater than 80 grams per liter of material, or

(B)  no greater than 100 grams per liter of material, if a refrigerated chiller

is used.
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(1)

Solvent Requirements

A person shall not use a solvent to perform solvent cleaning operations unless the

solvent complies with the applicable requirements set forth below:

CURRENT
LIMITS
SOLVENT CLEANING ACTIVITY VOC
g/l
(Ib/gal)
(A) Product Cleaning During Manufacturing Process Or Surface
Preparation For Coating, Adhesive, Or Ink Application
(1) General 25
(0.21)
(i1) Electrical Apparatus Components & Electronic 500
Components (4.2)
(ii1) Medical Devices & Pharmaceuticals 800
(6.7)
(B) Repair and Maintenance Cleaning
(1) General 25
(0.21)
(i1) Electrical Apparatus Components & 900
Electronic Components (7.5)
(ii1) Medical Devices & Pharmaceuticals
(A) Tools, Equipment, & Machinery 800
(6.7)
(B) General Work Surfaces 600
(5.0
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CURRENT
LIMITS
SOLVENT CLEANING ACTIVITY vVOC
g/l
(Ib/gal)
(C) Cleaning of Coatings or Adhesives Application 550
Equipment (4.6)
(D) Cleaning of Ink Application Equipment
(1) General 25
(0.21)
(i1) Flexographic Printing 25
(0.21)
(i) Gravure Printing
(A) Publication 750
(6.3)
(B) Packaging 25
(0.21)
(iv) Lithographic or Letter Press Printing
(A) Roller Wash — Step 1 600
(5.0
(B) Roller Wash-Step 2, 800
Blanket Wash, & On-Press Components (6.7)
(C) Removable Press Components 25
(0.21)
(v) Screen Printing 750
(6.3)
(vi) Ultraviolet Ink/ Electron Beam Ink 800
Application Equipment (except screen printing) (6.7)
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SOLVENT CLEANING ACTIVITY

CURRENT
LIMITS

VOC

g/l
(Ib/gal)

(vii) Specialty Flexographic Printing

600
(5.0)

(E) Cleaning of Polyester Resin Application Equipment

25
(0.21)
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(D) Solvent Requirements
A person shall not use a solvent to perform solvent cleaning operations unless the

solvent complies with the applicable requirements set forth below:

CURRENT | EFFECTIVE
LIMFETS* 1/1/2008
YOC vVOC
SOLVENT CLEANING ACTIVITY g/l g/l
(Ib/gal) (Ib/gal)
(A) Product Cleaning During
Manufacturing Process Or Surface
Preparation For Coating, Adhesive,
Or Ink Application
(1) General 25
(0.21)
(i1) Electrical Apparatus 100
Components & Electronic (0.83)
Components
(1)) Medical Devices & 800
Pharmaceuticals (6.7)
(B) Repair and Maintenance Cleaning
(1) General 25
(0.21)
(i1) Electrical Apparatus 100
Components & Electronic (0.83)
Components
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CURRENT EFFECTIVE
LIMITS* 1/1/2008
YOC VOC
SOLVENT CLEANING ACTIVITY g/l g/l
(cont.) (Ib/gal) (Ib/gal)
(1)) Medical Devices &
Pharmaceuticals
(A) Tools, Equipment, & 800
Machinery (6.7)
(B) General Work Surfaces 600
(5.0)
(C) Cleaning of Coatings or Adhesives 25
Application Equipment (0.21)
(D) Cleaning of Ink Application
Equipment
(1) General 25
(0.21)
(i1) Flexographic Printingl 25
(0.21)
(i) Gravure Printing
(A) Publication 100
(0.83)
(B) Packaging 25
(0.21)
(iv) Lithographic (Offset) or Letter Press
Printing
(A) Roller Wash, Blanket Wash,
& On-Press Components
(I) Newsprint 100
(0.83)
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[RULE 1171 7-14-2006]

CURRENT EFFECTIVE
LIMITS* 1/1/2008
YOC VOC
SOLVENT CLEANING ACTIVITY g/l g/l
(cont.) (Ib/gal) (Ib/gal)
(IT) Other Substrates 500 100
(4.2) (0.83)
(B) Removable Press Components 25
(0.21)
(v) Screen Printing 500 100
(4.2) (0.83)
(vi) Ultraviolet Ink/ Electron Beam Ink 650 100
Application Equipment (except (5.4) (0.83)
screen printing)
(vit) Specialty Flexographic Printing 100
(0.83)
(E) Cleaning of Polyester Resin Application 2
Eaui t (0.21)
quipmen

* The specified limits remain in effect unless revised limits are listed in subsequent

columns.
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The operator shall not discharge into the atmosphere from this equipment, particulate

matter in excess of the concentration at standard conditions, shown in Table 404(a).

Where the volume discharged is between figures listed in the Table, the exact

concentration permitted to be discharged shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 404(a)

Maximum Concentration

Maximum Concentration

of Particulate of Particulate Matter
Volume Discharged Matter” Allowed in Volume Discharged Allowed in Discharged
Calculated as Dry Discharged Gas Calculated as Dry Gas | Gas Calculated as Dry Gas
Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions
Cubic Cubic | Milligrams | Grains per Cubic Cubic Milligrams | Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic Per Minute Per Cubic Meter Foot
Minute Minute Meter Minute
25 or 883 450 0.196 900 31780 118 0.0515
less or
less
30 1059 420 183 1000 35310 113 .0493
35 1236 397 173 1100 38850 109 .0476
40 1413 377 165 1200 42380 106 .0463
45 1589 361 158 1300 45910 102 .0445
50 1766 347 152 1400 49440 100 .0437
60 2119 324 141 1500 52970 97 .0424
70 2472 306 134 1750 61800 92 .0402
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Maximum Concentration

Maximum Concentration

of Particulate of Particulate Matter
Volume Discharged Matter” Allowed in Volume Discharged Allowed in Discharged
Calculated as Dry Discharged Gas Calculated as Dry Gas | Gas Calculated as Dry Gas
Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions
Cubic Cubic | Milligrams | Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic Per Minute Per Cubic Meter Foot
Minute Minute Meter Minute
80 2825 291 127 2000 70630 87 .0380
90 3178 279 122 2250 79460 83 .0362
100 3531 267 117 2500 88290 80 .0349
125 4414 246 107 3000 105900 75 .0327
150 5297 230 .100 4000 141300 67 .0293
175 6180 217 .0947 5000 176600 62 0271
200 7063 206 .0900 6000 211900 58 .0253
250 8829 190 .0830 8000 282500 52 .0227
300 10590 177 0773 10000 353100 48 .0210
350 12360 167 .0730 15000 529700 41 .0179
400 14130 159 .0694 20000 706300 37 0162
450 15890 152 .0664 25000 882900 34 .0148
500 17660 146 .0637 30000 1059000 32 .0140
600 21190 137 .0598 40000 1413000 28 0122
700 24720 129 .0563 50000 1766000 26 0114
800 28250 123 .0537 70000 2472000 23 .0100
or more or more
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The operator shall not discharge into the atmosphere from this equipment, solid

particulate matter including lead and lead compounds in excess of the rate shown in
Table 405(a).

Where the process weight per hour is between figures listed in the table, the exact

weight of permitted discharge shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 405(a)

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid
Allowed for Solid Particulate Matter

Process Weight Particulate Matter Process Weight (Aggregate Discharged
Per Hour (Aggregate Discharged Per Hour From All points of

From All Points of Process
Process

Kilograms | Pounds | Kilograms | Pounds | Kilograms | Pounds Kilograms Pounds

Per Hour | Per Hour | Per Hour | Per Hour | Per Hour | Per Hour Per Hour Per Hour
100 or 220 or 0.450 0.99 9000 19840 5.308 11.7

less | less

150 331 0.585 1.29 10000 22050 5.440 12.0
200 441 0.703 1.55 12500 27560 5.732 12.6
250 551 0.804 1.77 15000 33070 5.982 13.2
300 661 0.897 1.98 17500 38580 6.202 13.7
350 772 0.983 2.17 20000 44090 6.399 14.1
400 882 1.063 2.34 25000 55120 6.743 14.9
450 992 1.138 2.51 30000 66140 7.037 15.5
500 1102 1.209 2.67 35000 77160 7.296 16.1
600 1323 1.340 2.95 40000 88180 7.527 16.6
700 1543 1.461 3.22 45000 99210 7.738 17.1
800 1764 1.573 3.47 50000 110200 7.931 17.5
900 1984 1.678 3.70 60000 132300 8.277 18.2
1000 2205 1.777 3.92 70000 154300 8.582 18.9
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Maximum Discharge

Maximum Discharge Rate

Rate Allowed for Solid
Allowed for Solid Particulate Matter

Process Weight Particulate Matter Process Weight (Aggregate Discharged
Per Hour (Aggregate Discharged Per Hour From All points of

From All Points of Process
Process

Kilograms | Pounds | Kilograms | Pounds | Kilograms | Pounds Kilograms Pounds

Per Hour | Per Hour | Per Hour | Per Hour | Per Hour | Per Hour Per Hour Per Hour
1250 2756 2.003 4.42 80000 176400 8.854 19.5
1500 3307 2.206 4.86 90000 198400 9.102 20.1
1750 3858 2.392 5.27 | 100000 220500 9.329 20.6
2000 4409 2.563 5.65 | 125000 275600 9.830 21.7
2250 4960 2.723 6.00 |[ 150000 330700 10.26 22.6
2500 5512 2.874 6.34 |[ 175000 385800 10.64 23.5
2750 6063 3.016 6.65 | 200000 440900 10.97 242
3000 6614 3.151 6.95 | 225000 496000 11.28 24.9
3250 7165 3.280 7.23 | 250000 551200 11.56 25.5
3600 7716 3.404 7.50 | 275000 606300 11.82 26.1
4000 8818 3.637 8.02 | 300000 661400 12.07 26.6
4500 9921 3.855 8.50 | 325000 716500 12.30 27.1
5000 11020 4.059 8.95 | 350000 771600 12.51 27.6
6000 13230 4.434 9.78 | 400000 881800 12.91 28.5
7000 15430 4775 10.5 450000 992100 13.27 293
8000 17640 5.089 11.2 500000 1102000 13.60 30.0

or more or more






