
PROPOSED

Aloha Petroleum - 999 Kalanianaole Ave, Hilo
Faciltiy Summary
Proposed

Tanks
Load Rack

Fugitive
s Total5869 5870 5871 901 902

VOC (TPY) 0.8 0.2 0.8 4.4 4.4 118.5 0.1 129    

HAPs (lb/yr)
Benzene 7.4       0.2       7.8       43.3     43.3     1,130.8   1.2       1,234   
Cyclohexane 1.1       -       1.1       6.2       6.2       -          0.2       15        
Ethylbenzene 0.6       -       0.6       3.5       3.5       94.7        0.1       103      
Hexane 6.6       0.3       7.0       38.9     38.9     1,016.4   1.1       1,109   
Isooctane 9.1       0.3       9.6       53.0     53.0     1,385.0   1.5       1,511   
Toluene 8.6       0.2       9.1       50.3     50.3     1,333.7   1.4       1,454   
1,2,4-Trimethylbenzene 0.2       -       0.2       0.9       0.9       66.2        0.0       68        
Isopropyl benzene 0.2       -       0.2       0.9       0.9       23.0        0.0       25        
Naphthalene -       -       -       -       -       443.4      -       443      
Xylene, mixed 2.6       0.1       2.7       15.0     15.0     5,493.3   0.4       5,529   

Total HAPs (TPY) 6        

Past 2-year Emissions
Tanks

Load Rack
Fugitive

s Total5869 5870 5871 901 902
2005 VOC (TPY) 0.7 0.7 0.8 4.4 4.4 79.0 0.1 90        
2006 VOC (TPY) 0.7 0.2 0.8 4.4 4.4 92.5 0.1 103      

Past 2-year Avgerage (TPY) 97        


	Summary

