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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

 
 
 
 
 

Facility Equipment and Requirements 
(Section D) 

 
 
 
 
This section consists of a table listing all permitted equipment at the facility, facility wide 
requirements, all individual Permits to Construct and Permits to Operate issued to various equipment 
at the facility, and Rule 219-exempt equipment subject to source-specific requirements.  Each permit 
and Rule 219-exempt equipment will list operating conditions including periodic monitoring 
requirements, and applicable emission limits and requirements that the equipment is subject to.  Also 
included is the rule origin and authority of each emission limit and permit condition. 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMITTED EQUIPMENT LIST 
 
 
THE FOLLOWING IS A LIST OF ALL PERMITS TO CONSTRUCT AND PERMITS TO OPERATE AT THIS 
FACILITY: 
 
Application 
number 

Permit 
number 

Equipment description 

129268 M49604 ORGANIC CHEMICALS MISC BLENDING 
129269 M49605 ORGANIC CHEMICALS MISC BLENDING 
129270 M49606 ORGANIC CHEMICALS MISC BLENDING 
129271 M49607 ORGANIC CHEMICALS MISC BLENDING 
129273 M49609 ORGANIC CHEMICALS MISC BLENDING 
129274 M49610 ORGANIC CHEMICALS MISC BLENDING 
129275 M49611 ORGANIC CHEMICALS MISC BLENDING 
129276 M49612 ORGANIC CHEMICALS MISC BLENDING 
129290 M49626 ORGANIC CHEMICALS MISC BLENDING 
162401 M61867 STORAGE TANK OTHER W/CTL MISC INORG ACID 
444158 F79220 BOILER (5-20 MMBTU/HR) COMB GAS-DISTILL 
259742 D58018 BOILER (5-20 MMBTU/HR) COMB GAS-DISTILL 
259743 D58020 BOILER (5-20 MMBTU/HR) COMB GAS-DISTILL 
259744 D58021 BOILER (5-20 MMBTU/HR) COMB GAS-DISTILL 
265107 D58292 MISC MATERIALS BLENDING    
278737 D84426 BOILER (<5 MMBTU/HR) COMB GAS-RESID OIL 
294807 D84557 SCRUBBER, VENTURI VENTING M.S. 
336173 F18190 PIGMENTS BLENDING 
336174 F18189 PIGMENTS BLENDING 
336175 F18191 PIGMENTS BLENDING 
336176 F16924 PIGMENTS BLENDING 
336177 F16925 PIGMENTS BLENDING 
338207 F18188 MISC INORGANIC CHEMICALS BLENDING   
338209 F16296 MISC INORGANIC CHEMICALS BLENDING   
338210 F16295 MISC INORGANIC CHEMICALS BLENDING   
338212 F16297 MISC ORGANIC ACID BLENDING 
338251 F16298 BLEACH BLENDING   
447597 F79264 FLOWCOATER 
447598 F79265 FLOWCOATER 
444160 F79223 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444161 F79224 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444162 F79225 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444163 F79226 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444164 F79227 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444170 F79232 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444169 F79231 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444165 F79228 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444166 F79229 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444167 F79230 WET GATE PRINTING W/ PERCHLOROETHYLENE 
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444177 F79237 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444198 F79330 FILM CLEANING MACHINE 
444201 F79262 FILM CLEANING MACHINE 
444195 F79259 FILM CLEANING MACHINE 
444200 F79261 FILM CLEANING MACHINE 
444196 F79260 FILM CLEANING MACHINE 
444202 F79263 FILM CLEANING MACHINE 
444199 F79331 FILM CLEANING MACHINE 
406242 F57335 PERC STORAGE TANK 
444171 F79233 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444172 F79234 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444173 F79235 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444175 F79236 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444178 F79238 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444180 F79239 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444183 F79240 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444185 F79241 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444186 F79242 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444187 F79244 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444189 F79249 WET GATE PRINTING W/ PERCHLOROETHYLENE 
444190 F79252 FILM CLEANING MACHINE 
444191 F79253 FILM CLEANING MACHINE 
444192 F79254 FILM CLEANING MACHINE 
444193 F79256 FILM CLEANING MACHINE 
444194 F79329 FILM CLEANING MACHINE 
408256 F57376 PERC STORAGE TANK 
444159 F79221 BOILER (5-20 MMBTU/HR) NAT GAS ONLY 
444204 F98618 DUAL CARBON ADSORBERS 
444206 F98620 CARBON ADSORBER 
 
NOTE:  EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDING PERMITS TO OPERATE NUMBER 
ARE ISSUED PERMITS TO CONSTRUCT.  THE ISSUANCE OR DENIAL OF THEIR PERMITS TO OPERATE IS 
SUBJECT TO ENGINEERING FINAL REVIEW.  ANY OTHER APPLICATIONS THAT ARE STILL BEING 
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL 
NOT BE FOUND IN THIS TITLE V PERMIT. 
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FACILITY WIDE CONDITION(S) 
 
 
Condition(s): 
 
1. EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE OPERATOR SHALL NOT 

DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER 
ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGATING MORE THAN THREE 
MINUTES IN ANY ONE HOUR WHICH IS: 

A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. 1 ON THE RINGELMANN 
CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR 

B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER’S VIEW TO A DEGREE EQUAL TO OR 
GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPH (A) OF THIS CONDITION. 

[RULE 401] 
 
2. THE OPERATOR SHALL NOT USE FUEL OIL CONTAINING SULFUR COMPOUNDS IN EXCESS OF 

0.05 PERCENT BY WEIGHT. 
[RULE 431.2] 

 
3. AFTER JUNE 1, 2004, THE OPERATOR SHALL NOT PURCHASE ANY DIESEL FUEL UNLESS THE 

FUEL IS LOW SULFUR DIESEL FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPM 
BY WEIGHT AS SUPPLIED BY THE SUPPLIER. 
[RULE 431.2] 

 
4. THE TOTAL AMOUNT OF PERCHLOROETHYLENE THAT IS USED IN ALL EQUIPMENT AND 

OPERATIONS THAT ARE LOCATED AT PLANT 20 AND ARE VENTED TO THE CARBON ADSORBER 
SHALL NOT EXCEED 28,000 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

 
5. THE TOTAL AMOUNT OF PERCHLOROETHYLENE THAT IS USED IN ALL EQUIPMENT AND 

OPERATIONS THAT ARE LOCATED AT PLANT 20A AND ARE VENTED TO THE CARBON 
ADSORBER SHALL NOT EXCEED 17,000 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

 
6. THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 

DEMONSTRATE COMPLIANCE WITH CONDITIONS NOS. 4 & 5. 
[RULE 1401] 

 
7. MATERIAL SAFETY DATA SHEETS FOR ALL MATERIALS USED AT THIS FACILITY SHALL BE 

KEPT CURRENT AND MADE AVAILABLE TO ANY DISTRICT REPRESENTATIVE UPON REQUEST. 
[RULE 109, 1303(b)(2)-OFFSET, 1401] 

 
8. ALL RECORDS REQUIRED BY THIS PERMIT SHALL BE PREPARED IN A FORMAT WHICH IS 

ACCEPTABLE TO THE DISTRICT, SHALL BE RETAINED AT THE FACILITY FOR AT LEAST FIVE 
YEARS, AND SHALL BE MADE AVAILABLE TO ANY DISTRICT REPRESENTATIVE UPON 
REQUEST. 
[RULE 109, 1303(b)(2)-OFFSET] 
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PERMIT TO OPERATE 
 

 Permit No. M49604 
 A/N 129268 
 
Equipment Description: 
 
MIXING TANK, EXP 2 FIX, 6’-0” DIA X 6’-0” H., WITH A 1 H.P. AGITATOR, AND A 2 H.P. TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M49605 
 A/N 129269 
Equipment Description: 
 
MIXING TANK, ECP 2 BLEACH, 4’-6” DIA X 6’-0” H., WITH A ½ H.P. AGITATOR, AND A 2 H.P. TRANSFER 
PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 



  Section D Page 7 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. M49606 
 A/N 129270 
Equipment Description: 
 
MIXING TANK, ECP 2 ACCELERATOR, 4’-0” DIA X 6’-0” H., WITH A 1/3 H.P. AGITATOR, AND A 3 H.P. 
TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M49607 
 A/N 129271 
Equipment Description: 
 
TWO MIXING TANKS, ECP 2 DEVELOPER, EACH 6’-0” DIA X 7’-0” H., AND EACH WITH A 1 H.P. AGITATOR 
AND A 3 H.P. TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 



  Section D Page 9 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
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PERMIT TO OPERATE 
 

 Permit No. M49609 
 A/N 129273 
Equipment Description: 
 
MIXING TANKS, ECP 2 PREBATH, 6’-0” DIA X 6’-6” H., WITH A 1 H.P. AGITATOR AND A 3 H.P. TRANSFER 
PUMP. 

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M49610 
 A/N 129274 
Equipment Description: 
 
TWO MIXING TANKS, ECN 2 DEVELOPER REPLENISHER, EACH 4’-4” DIA X 5’-6” H., AND EACH WITH A ¼ 
H.P. AGITATOR AND A ¼ H.P. TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M49611 
 A/N 129275 
Equipment Description: 
 
MIXING TANKS, ECN 2 BACKING REMOVAL REPLENISHER, 5’-6” DIA X 6’-6” H., WITH A 1 H.P. AGITATOR 
AND A 3 H.P. TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M49612 
 A/N 129276 
Equipment Description: 
 
MIXING TANK, ECN 2 FIX REPLENISHER, 6’-6” DIA X 7’-0” H., WITH A 1-1/2 H.P. AGITATOR AND A 3 H.P. 
TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M49626 
 A/N 129290 
Equipment Description: 
 
MIXING TANK, BLACK AND WHITE HYPOCLEARING 3’-0” DIA X 6’-0” H., WITH A ½ H.P. AGITATOR AND 
A ¼ H.P. TRANSFER PUMP.  

Periodic Monitoring: 

1. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

Emissions and Requirements: 

2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. M61867 
 A/N 162401 
 
Equipment Description: 
 
STORAGE TANK T-106, ACETIC ACID 80 PERCENT, 12’-6” L. X 11’-0” W. X 5’-9” H., CAPACITY 6,000 
GALLONS, WITH A BULK SUPPLY PUMP, BSF-106, 3 H.P. AND A TRANSFER PUMP, TP-106, AIR 
OPERATED, SUBMERGED FILL AND PRESSURE RELIEF VALVE.  
 
Conditions: 
 
1) THIS EQUIPMENT SHALL BE USED TO STORE ONLY ACETIC ACID, 80 PERCENT. 

[RULE 1303(b)(2)-OFFSET] 
 
2) THE MAXIMUM QUANTITY OF ACETIC ACID, 80 PERCENT, FILLED INTO THIS EQUIPMENT 

SHALL NOT EXCEED 6,000 GALLONS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
3) A LOG SHALL BE MAINTAINED, IN A FORM ACCEPTABLE TO THE DISTRICT, SHOWING THE 

SOURCE AND QUANTITY OF EACH BATCH OF MATERIAL CHARGED TO THIS EQUIPMENT.  THE 
LOG SHALL BE RETAINED FOR AT LEAST 5 YEARS AND SHALL BE MADE AVAILABLE TO THE 
DISTRICT UPON REQUEST.  
[RULE 1303(b)(2)-OFFSET] 
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PERMIT TO OPERATE 
 

 Permit No. F79220 
 A/N 444158 
 
Equipment Description: 
 
BOILER NO. 2, CLEAVER-BROOKS, MODEL CB-200-150, WITH AN INDUSTRIAL COMBUSTION, MODEL 
LNDG-84-S, 6,300,000 BTU/HR, NATURAL GAS OR FUEL OIL FIRED BURNER; A FULLY-MODULATING 
INDUCED-DRAFT FLUE GAS RECIRCULATION SYSTEM; WITH ONE 5-H.P. COMBUSTION AIR BLOWER 
AND ONE AUTOMATIC AIR-FUEL-FLUE GAS CONTROL SYSTEM. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) FUEL OIL SUPPLIED AT THE BURNER SHALL BE NO. 2 OR A LIGHTER GRADE AS DESCRIBED BY 
THE LATEST ASTM SPECIFICATIONS AND SHALL CONTAIN NO MORE THAN 0.05 PERCENT 
SULFUR BY WEIGHT AND NO MORE THAN 0.00024 PERCENT BY WEIGHT NITROGEN. 
[RULE 431.2, 1303(a)(1)-BACT] 

4) THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN 
OPERATION. 
[RULE 1146, 1303(a)(1)-BACT] 

5) THE BURNER CONTROL SYSTEM AUTOMATICALLY REGULATING COMBUSTION AIR, FUEL, 
AND RECIRCULATED FLUE GAS AS THE BOILER LOAD VARIES SHALL BE ADJUSTED AND 
TUNED AT LEAST TWICE A YEAR ACCORDING TO THE MANUFACTURER'S SPECIFICATIONS TO 
ASSURE ITS ABILITY TO REPEAT THE SAME PERFORMANCE AT THE SAME FIRING RATE. 
[RULE 1146, 1303(a)(1)-BACT] 

6) RECORDS OF SUCH ADJUSTMENTS, TUNE-UP, AND CALIBRATION AS STATED IN CONDITION 
NO. 5 SHALL BE KEPT FOR AT LEAST 5 YEARS AND MADE AVAILABLE UPON REQUEST OF THE 
DISTRICT. 
[RULE 1146, 1303(a)(1)-BACT] 

 

Periodic Monitoring: 

7) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR, IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
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[RULE 3004 (a)(4)] 

8) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON- AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

9) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS 
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY 
OVER A FIVE YEAR PERIOD.  THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT 
IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT 
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE 
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER: 

A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME 
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT; 
OR 

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE 
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING 
RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND  
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

 

Emissions and Requirements: 

10) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
CO: 400 PPMV, RULE 1146 
CO: 2000 PPMV, RULE 407 
NOx: 30 PPMV, RULE 1146 
PM: 0.1 GR/SCF, RULE 409 
SOx: 500 PPM, RULE 407 
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PERMIT TO OPERATE 
 

 Permit No. D58018 
 A/N 259742 
 
Equipment Description: 
 
BOILER NO. 3, CLEAVER-BROOKS, MODEL CB-200-150, WITH AN INDUSTRIAL COMBUSTION, MODEL 
LNDG-84-S, 6,300,000 BTU/HR, NATURAL GAS OR FUEL OIL FIRED BURNER; A FULLY-MODULATING 
INDUCED-DRAFT FLUE GAS RECIRCULATION SYSTEM; A 5 H.P. COMBUSTION AIR BLOWER; AND AN 
AUTOMATIC AIR-FUEL-FLUE GAS CONTROL SYSTEM. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) FUEL OIL SUPPLIED AT THE BURNER SHALL BE NO. 2 OR A LIGHTER GRADE AS DESCRIBED BY 
THE LATEST ASTM SPECIFICATIONS AND SHALL CONTAIN NO MORE THAN 0.05 PERCENT 
SULFUR BY WEIGHT AND NO MORE THAN 0.00024 PERCENT BY WEIGHT NITROGEN. 
[RULE 431.2, 1303(a)(1)-BACT] 

4) THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN 
OPERATION. 
[RULE 1146, 1303(a)(1)-BACT] 

5) THE BURNER CONTROL SYSTEM AUTOMATICALLY REGULATING COMBUSTION AIR, FUEL, 
AND RECIRCULATED FLUE GAS AS THE BOILER LOAD VARIES SHALL BE ADJUSTED AND 
TUNED AT LEAST TWICE A YEAR ACCORDING TO THE MANUFACTURER'S SPECIFICATIONS TO 
ASSURE ITS ABILITY TO REPEAT THE SAME PERFORMANCE AT THE SAME FIRING RATE. 
[RULE 1146, 1303(a)(1)-BACT] 

6) RECORDS OF SUCH ADJUSTMENTS, TUNE-UP, AND CALIBRATION AS STATED IN CONDITION 
NO.5 SHALL BE KEPT FOR AT LEAST 5 YEARS AND MADE AVAILABLE UPON REQUEST OF THE 
DISTRICT. 
[RULE 1146, 1303(a)(1)-BACT] 

 

Periodic Monitoring: 

7) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR, IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
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[RULE 3004 (a)(4)] 

8) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON- AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

9) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS 
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY 
OVER A FIVE YEAR PERIOD.  THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT 
IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT 
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE 
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER: 

A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME 
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT; 
OR 

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE 
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING 
RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND  
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

 

Emissions and Requirements: 

10) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
CO: 400 PPMV, RULE 1146 
CO: 2000 PPMV, RULE 407 
NOx: 30 PPMV, RULE 1146 
PM: 0.1 GR/SCF, RULE 409 
SOx: 500 PPM, RULE 407 
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PERMIT TO OPERATE 
 

 Permit No. D58020 
 A/N 259743 
 
Equipment Description: 
 
BOILER NO. 1, RAY, MODEL 150EB5699, WITH AN INDUSTRIAL COMBUSTION, MODEL LNDG-84-S, 
6,300,000 BTU/HR, NATURAL GAS OR FUEL OIL FIRED BURNER; A FULLY- MODULATING INDUCED-
DRAFT FLUE GAS RECIRCULATION SYSTEM; A 5-H.P. COMBUSTION AIR BLOWER; AND AN AUTOMATIC 
AIR-FUEL FLUE GAS CONTROL SYSTEM. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) FUEL OIL SUPPLIED AT THE BURNER SHALL BE NO. 2 OR A LIGHTER GRADE AS DESCRIBED BY 
THE LATEST ASTM SPECIFICATIONS AND SHALL CONTAIN NO MORE THAN 0.05 PERCENT 
SULFUR BY WEIGHT AND NO MORE THAN 0.00024 PERCENT BY WEIGHT NITROGEN. 
[RULE 431.2, 1303(a)(1)-BACT] 

4) THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN 
OPERATION. 
[RULE 1146, 1303(a)(1)-BACT] 

5) THE BURNER CONTROL SYSTEM AUTOMATICALLY REGULATING COMBUSTION AIR, FUEL, 
AND RECIRCULATED FLUE GAS AS THE BOILER LOAD VARIES SHALL BE ADJUSTED AND 
TUNED AT LEAST TWICE A YEAR ACCORDING TO THE MANUFACTURER'S SPECIFICATIONS TO 
ASSURE ITS ABILITY TO REPEAT THE SAME PERFORMANCE AT THE SAME FIRING RATE. 
[RULE 1146, 1303(a)(1)-BACT] 

6) RECORDS OF SUCH ADJUSTMENTS, TUNE-UP, AND CALIBRATION AS STATED IN CONDITION 
NO. 5 SHALL BE KEPT FOR AT LEAST 5 YEARS AND MADE AVAILABLE UPON REQUEST OF THE 
DISTRICT. 
[RULE 1146, 1303(a)(1)-BACT] 

 

Periodic Monitoring: 

7) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR, IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
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[RULE 3004 (a)(4)] 

8) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON- AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

9) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS 
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY 
OVER A FIVE YEAR PERIOD.  THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT 
IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT 
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE 
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER: 

A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME 
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT; 
OR 

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE 
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING 
RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND  
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

 

Emissions and Requirements: 

10) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
CO: 400 PPMV, RULE 1146 
CO: 2000 PPMV, RULE 407 
NOx: 30 PPMV, RULE 1146 
PM: 0.1 GR/SCF, RULE 409 
SOx: 500 PPM, RULE 407 
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PERMIT TO OPERATE 
 

 Permit No. D58021 
 A/N 259744 
 
Equipment Description: 
 
BOILER NO. 2, RAY, MODEL 150EB5699, WTTH AN INDUSTRIAL COMBUSTION, MODEL LNDG-84-S, 
6,300,000 BTU/HR, NATURAL GAS OR FUEL OIL FIRED BURNER; A FULLY- MODULATING INDUCED-
DRAFT FLUE GAS RECIRCULATION SYSTEM; A 5-H.P. COMBUSTION AIR BLOWER; AND AN AUTOMATIC 
AIR-FUEI FLUE GAS CONTROL SYSTEM. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) FUEL OIL SUPPLIED AT THE BURNER SHALL BE NO. 2 OR A LIGHTER GRADE AS DESCRIBED BY 
THE LATEST ASTM SPECIFICATIONS AND SHALL CONTAIN NO MORE THAN 0.05 PERCENT 
SULFUR BY WEIGHT AND NO MORE THAN 0.00024 PERCENT BY WEIGHT NITROGEN. 
[RULE 431.2, 1303(a)(1)-BACT] 

4) THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN 
OPERATION. 
[RULE 1146, 1303(a)(1)-BACT] 

5) THE BURNER CONTROL SYSTEM AUTOMATICALLY REGULATING COMBUSTION AIR, FUEL, 
AND RECIRCULATED FLUE GAS AS THE BOILER LOAD VARIES SHALL BE ADJUSTED AND 
TUNED AT LEAST TWICE A YEAR ACCORDING TO THE MANUFACTURER'S SPECIFICATIONS TO 
ASSURE ITS ABILITY TO REPEAT THE SAME PERFORMANCE AT THE SAME FIRING RATE. 
[RULE 1146, 1303(a)(1)-BACT] 

6) RECORDS OF SUCH ADJUSTMENTS, TUNE-UP, AND CALIBRATION AS STATED IN CONDITION 
NO. 5 SHALL BE KEPT FOR AT LEAST 5 YEARS AND MADE AVAILABLE UPON REQUEST OF THE 
DISTRICT. 
[RULE 1146, 1303(a)(1)-BACT] 

 

Periodic Monitoring: 

7) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR, IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
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[RULE 3004 (a)(4)] 

8) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON- AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

9) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS 
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS 
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY 
OVER A FIVE YEAR PERIOD.  THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT 
IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE EMISSIONS (NOT 
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE 
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER: 

A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME 
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT; 
OR 

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE 
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING 
RECORDS: 
A. STACK OR EMISSION POINT IDENTIFICATION; 
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND  
D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 

[RULE 3004 (a)(4)] 

 

Emissions and Requirements: 

10) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
CO: 400 PPMV, RULE 1146 
CO: 2000 PPMV, RULE 407 
NOx: 30 PPMV, RULE 1146 
PM: 0.1 GR/SCF, RULE 409 
SOx: 500 PPM, RULE 407 
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PERMIT TO OPERATE 
 

 Permit No. D58292 
 A/N 265107 
 
Equipment Description: 
 
MIXING TANK, ENR DEVELOPER SOLUTION, 3’-0” DIA X 6’-0” H., WITH A 1/3 H.P. AGITATOR AND A ¼ 
H.P. TRANSFER PUMP.  
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW.  
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIME. 
[RULE 204] 

 
Periodic Monitoring: 
 
3) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 

AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 
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C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
4) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. D84426 
 A/N 278737 
 
Equipment Description: 
 
BOILER, CLEAVER BROOKS, FIRE TUBE TYPE, MODEL CB 200-60, WITH A 2,580,000 BTU PER HOUR 
NATURAL GAS OR LOW NOX FUEL OIL FIRED WITH A FLUE GAS RECIRCULATION SYSTEM. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THE BOILER SHALL EMIT NO MORE THAN 30 PPMV OF OXIDES OF NITROGEN (NOX), 

CALCULATED AS NO2, AND 400 PPMV OF CARBON MONOXIDE (CO), ALL MEASURED BY 
VOLUME ON A DRY BASIS AT 3% 02. 
[RULE 1146.1] 

 
4) THIS EQUIPMENT SHALL COMPLY WITH RULE 1146.1. 

[RULE 1146.1] 
 
5) THIS BOILER SHALL BE FIRED ON NATURAL GAS.  LOW NOX FUEL OIL SHALL ONLY BE USED 

AS BACK-UP FUEL. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
6) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) BY 

CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146.1 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

 
7) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) BY 

CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR, IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146.1 CONCENTRATION 
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LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
CO: 400 PPMV, RULE 1146.1 
CO: 2000 PPMV, RULE 407 
NOx: 30 PPMV, RULE 1146.1 
PM: 0.1 GR/SCF, RULE 409 
SOx: 500 PPM, RULE 407 
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PERMIT TO OPERATE 
 

 Permit No. D84557 
 A/N 294807 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. SCRUBBER, AIR CHEM, VERTICAL PACKED TYPE, MODEL NO. ACS FV 5.5, WITH 24' OF 3.5" 

PACKING AND WITH A 12" DEPTH MIST ELIMINATOR. 
 
2. EXHAUST SYSTEM VENTING A MAIN DUCT FOR THE POSITIVE SOLUTIONS IN DEVELOPING 

MOTION PICTURE FILMS INCLUDING ACCELERATOR MIX, FIX REPLENISHER MIX, BLEACH MIX, 
DEVELOPER MIX #1, DEVELOPER MIX #2, SOUND TRACK DEVELOPER MIX, SOUND TRACK 
DEVELOPER STORAGE, FIX SYSTEM, ACCELERATOR REPLENISHER, ACID STOP MIX AND CD-2 
EXTRACT STORAGE. 

 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THE OPERATOR SHALL INSTALL AND MAINTAIN FLOW METER TO ACCURATELY INDICATE 

THE FLOW RATE IN THE RECIRCULATING LINE TO THE SCRUBBER.  THE FLOW RATE SHALL BE 
MAINTAINED AT NOT LESS THAN 95 GPM. 
[RULE 1303(a)(1)-BACT] 

 
4) NOT LESS THAN 10 GPH OF WATER SHALL BE SUPPLIED TO THE SCRUBBER WHEN THE 

EQUIPMENT IT SERVES IS IN OPERATION. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
5) THE OPERATOR SHALL DETERMINE AND RECORD THE FLOW RATE OF THE SCRUBBING 

SOLUTION ONCE EVERY DAY. 
[RULE 3004 (a)(4)] 

 
6) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
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ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 
THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
7) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS 



  Section D Page 29 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F18190 
 A/N 336173 
 
Equipment Description: 
 
MIXING TANK FOR MAGENTA DYE SYSTEM, 6'-10" H. X 5'-8" D., 1321 GALLON (5000 LITER) CAPACITY, 1 
H.P. MIXER. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE AMOUNT OF POWDERS ADDED TO MIX SHALL NOT EXCEED 39.6 POUNDS PER 1000 

GALLONS (19 KG PER 4000 LITERS) OF WATER AND THE EQUIPMENT IS LIMITED TO TWO MIXES 
PER DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3 TO 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. F18189 
 A/N 336174 
 
Equipment Description: 
 
MIXING TANK FOR YELLOW DYE SYSTEM, 6'-10" H. X 5'-8" D., 1321 GALLON (5000 LITER) CAPACITY, 1 
H.P. MIXER. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE AMOUNT OF POWDERS ADDED TO MIX SHALL NOT EXCEED 27.1 POUNDS PER 1000 

GALLONS (13 KG PER 4000 LITERS) OF WATER AND THE EQUIPMENT IS LIMITED TO TWO MIXES 
PER DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3 TO 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. F18191 
 A/N 336175 
 
Equipment Description: 
 
MIXING TANK FOR CYAN DYE SYSTEM, 6'-10" H. X 5'-8" D., 1321 GALLON (5000 LITER) CAPACITY, 1 H.P. 
MIXER. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE AMOUNT OF POWDERS ADDED TO MIX SHALL NOT EXCEED 25.0 POUNDS PER 1000 

GALLONS (12 KG PER 4000 LITERS) OF WATER AND THE EQUIPMENT IS LIMITED TO TWO MIXES 
PER DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3 TO 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F16924 
 A/N 336176 
 
Equipment Description: 
 
TWO CONNECTED MIXING TANKS FOR MATRIX DEVELOPER, 7'-6" H., 661 GALLON (2500 LITER) 
CAPACITY, EACH TANK WITH 1 H.P. MIXER. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 1.3 POUNDS PER GALLON OF 

WATER (314 KG PER 2000 LITERS OF WATER); EACH TANK SHALL NOT EXCEED A MAXIMUM OF 
TWO MIXES PER DAY.  
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITIONS 3 TO 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F16925 
 A/N 336177 
 
Equipment Description: 
 
MIXING TANKS FOR “DYE” SOUND TRACK DEVELOPER, 6'-1 3/4" H. X 2’-11 5/8” D.,  GALLON (1200 LITER) 
CAPACITY 0.5 H.P. MIXER. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 1.2 POUNDS PER GALLON OF 

WATER (152 KG PER 1050 LITERS OF WATER); EACH TANK SHALL NOT EXCEED A MAXIMUM OF 
TWO MIXES PER DAY.  
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITIONS 3 TO 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 



  Section D Page 38 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F18188 
 A/N 338207 
 
Equipment Description: 
 
I.T.P FIX MIX TANK, 1057 GALLON (4000 LITER) CAPACITY, 6'-6" H. X 5'-4" DIAMETER, FIXED ROOF, 
PARTIAL HINGE OPENING. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 0.17 POUNDS PER GALLON OF 

WATER (40 KG PER 2000 LITERS OF WATER); THE TANK TURNOVERS PER YEAR SHALL NOT 
EXCEED 300. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATOR SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3, 4 & 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F16296 
 A/N 338209 
 
Equipment Description: 
 
B & W (W395) NEGATIVE DEVELOPER REPLENISHER TANK, 317 GALLON (1200 LITER) CAPACITY, 4'-4" H. 
X 5'-6" DIAMETER, FIXED ROOF, UNHEATED, PARTIAL HINGE OPENING. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 0.70 POUNDS PER GALLON OF 

WATER (152 KG PER 1800 LITERS OF WATER); THE TANK TURNOVERS PER YEAR SHALL NOT 
EXCEED 313. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATOR SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3, 4 & 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F16295 
 A/N 338210 
 
Equipment Description: 
 
D97 DEVELOPER REPLENISHER MIX TANK, 317 GALLON (1200 LITER) CAPACITY, 6'-0" H. X 3'-3" 
DIAMETER, FIXED ROOF, UNHEATED. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 0.61 POUNDS PER GALLON OF 

WATER (73.4 KG PER 1000 LITERS OF WATER); THE TANK TURNOVERS PER YEAR SHALL NOT 
EXCEED 52. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATOR SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3, 4 & 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F16297 
 A/N 338212 
 
Equipment Description: 
 
B & W (328) FIX TANK, 687 GALLON (2600 LITER) CAPACITY, 6'-7" H. X 4'-4" DIAMETER, FIXED ROOF. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 0.31 POUNDS PER GALLON OF 

WATER (93.7 KG PER 2500 LITERS OF WATER); THE TANK TURNOVERS PER YEAR SHALL NOT 
EXCEED 12. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3, 4 & 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 

 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
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AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. F16298 
 A/N 338251 
 
Equipment Description: 
 
ECN2 BLEACH SYSTEM TANK, 6'-11" H. X 6'-3" DIAMETER, 1321 GALLONS CAPACITY (5000 LITER  
CAPACITY), FIBERGLASS TANK WITH A THREE HORSEPOWER CIRCULATION PUMP AND A TWO  
HORSEPOWER AGITATOR. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) NO SOLVENT SHALL BE USED IN THIS EQUIPMENT. 

[RULE 1303(b)(2)-OFFSET] 
 
4) THE SOLIDS HANDLED IN THE MIXING SHALL NOT EXCEED 0.55 POUNDS PER GALLON OF 

WATER(33 KG PER 500 LITERS OF WATER); THE TANK TURNOVERS PER YEAR SHALL NOT 
EXCEED 25. 
[RULE 1303(b)(2)-OFFSET] 

 
5) CHEMICALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY COMPOUNDS IDENTIFIED AS 

CARCINOGENIC AIR CONTAMINANTS IN RULE 1401. 
[RULE 1401] 

 
6) THE OPERATORS SHALL MAINTAIN RECORDS TO PROVE COMPLIANCE WITH CONDITION 3, 4 & 

5.  SUCH RECORDS SHALL BE RETAINED FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE 
TO DISTRICT PERSONNEL UPON REQUEST. 
[RULE 1303(b)(2)-OFFSET, 1401] 
 

Periodic Monitoring: 
 
7) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 
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A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS 
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PERMIT TO OPERATE 
 

 Permit No. F79264 
 A/N 447597 
 
Equipment Description: 
 
FILM EDGE WAX COATER, PLANT 20, NO. A, CUSTOM MADE, 1’-11” W. X 1’-11.5” H. X 1’-3” D. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401] 

4) THIS EQUIPMENT SHALL BE OPERATED IN COMPLIANCE WITH RULE 1128. 
[RULE 1128] 

5) THE TOTAL QUANTITY OF PERCHLOROETHYLENE USED IN THE TWO EDGE WAX COATERS, 
UNDER APPLICATIONS NOS. 447597 & 447598, SHALL NOT EXCEED 420 POUNDS IN ANY ONE 
CALENDAR MONTH. 
[RULE 1401] 

6) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE I WITH AN EFFECTIVE DATE OF MARCH 12,1999 OR EARLIER, 
EXCEPT FOR THE QUANTITY OF PERCHLOROETHYLENE AS SPECIFIED IN CONDITION NO. 5. 
[RULE 1401] 

7) THE OPERATOR OF THIS EQUIPMENT SHALL MAINTAIN ADEQUATE RECORDS TO VERIFY 
COMPLIANCE WITH CONDITION NOS. 3, 4, AND 5.  THESE RECORDS SHALL BE RETAINED ON 
SITE FOR AT LEAST FIVE YEARS AND SHALL BE MADE AVAILABLE TO DISTRICT PERSONNEL 
UPON REQUEST. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
VOC: RULE 109 
VOC: RULE 1128, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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 Permit No. F79265 
 A/N 447598 
 
Equipment Description: 
 
FILM EDGE WAX COATER, PLANT 20, NO. B, CUSTOM MADE, 1’-11” W X 1’-11.5” H. X 1’-3” D. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401] 

4) THIS EQUIPMENT SHALL BE OPERATED IN COMPLIANCE WITH RULE 1128. 
[RULE 1128] 

5) THE TOTAL QUANTITY OF PERCHLOROETHYLENE USED IN THE TWO EDGE WAX COATERS, 
UNDER APPLICATIONS NOS. 447597 & 447598, SHALL NOT EXCEED 420 POUNDS IN ANY ONE 
CALENDAR MONTH. 
[RULE 1401] 

6) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE I WITH AN EFFECTIVE DATE OF MARCH 12,1999 OR EARLIER, 
EXCEPT FOR THE QUANTITY OF PERCHLOROETHYLENE AS SPECIFIED IN CONDITION NO. 5. 
[RULE 1401] 

7) THE OPERATOR OF THIS EQUIPMENT SHALL MAINTAIN ADEQUATE RECORDS TO VERIFY 
COMPLIANCE WITH CONDITION NOS. 3, 4, AND 5.  THESE RECORDS SHALL BE RETAINED ON 
SITE FOR AT LEAST FIVE YEARS AND SHALL BE MADE AVAILABLE TO DISTRICT PERSONNEL 
UPON REQUEST. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
VOC: RULE 109 
VOC: RULE 1128, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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 Permit No. F79223 
 A/N 444160 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-1, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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PERMIT TO OPERATE 
 

 Permit No. F79224 
 A/N 444161 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-2, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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PERMIT TO OPERATE 
 

 Permit No. F79225 
 A/N 444162 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-3, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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PERMIT TO OPERATE 
 

 Permit No. F79226 
 A/N 444163 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-4, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 



  Section D Page 55 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79227 
 A/N 444164 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-5, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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PERMIT TO OPERATE 
 

 Permit No. F79232 
 A/N 444170 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. SP-2, SCHMITZER, CONTACT TYPE, 
PERCHLOROETHYLENE, 35 TO 70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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PERMIT TO OPERATE 
 

 Permit No. F79231 
 A/N 444169 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. SP-1, SCHMITZER, CONTACT TYPE, 
PERCHLOROETHYLENE, 35 TO 70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79228 
 A/N 444165 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-6, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 



  Section D Page 59 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79229 
 A/N 444166 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-7, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79230 
 A/N 444167 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20A, NO. OP-8, OPTICAL PRINT TYPE, 16 TO 70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79237 
 A/N 444177 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. SP-5, SCHMITZER, CONTACT TYPE, 
PERCHLOROETHYLENE, 35 TO 70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79330 
 A/N 444198 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER-SMITH, MODEL CF-3000 MARK VI, 3’-8” W. X 2’-9” D. X 
6’-5” H., WITH ONE 3.5-GALLON CAPACITY CLEANING TANK AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79262 
 A/N 444201 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20A, LIPSNER SMITH, CF-3000-MK VI, 3’-8” W. X 2’-9” D. X 6’-5” H., 
WITH 3.5 GALLONS CLEANING TANK CAPACITY AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79259 
 A/N 444195 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER SMITH, CF-7200, 3’-8” W. X 2’-9” D. X 6’-5” H., WITH 3.5 
GALLONS CLEANING TANK CAPACITY AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79261 
 A/N 444200 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20A, LIPSNER SMITH, CF-7200, 3’-8” W. X 2’-9” D. X 6’-5” H., WITH 3.5 
GALLONS CLEANING TANK CAPACITY AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79260 
 A/N 444196 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER SMITH, CF-7200, 3’-8” W. X 2’-9” D. X 6’-5” H., WITH 3.5 
GALLONS CLEANING TANK CAPACITY AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79263 
 A/N 444202 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20A, LIPSNER SMITH, CF-3000-MK VI, 3’-8” W. X 2’-9” D. X 6’-5” H., 
WITH 3.5 GALLONS CLEANING TANK CAPACITY AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79331 
 A/N 444199 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER SMITH, CF-3000-MK VI, 3’-8” W. X 2’-9” D. X 6’-5” H., 
WITH 3.5 GALLONS CLEANING TANK CAPACITY AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F57335 
 A/N 406242 
 
Equipment Description: 
 
STORAGE TANK, PLANT 20, NO. T-104, PERCHLOROETHYLENE, UNHEATED, COVERED, UNDERGROUND 
(INDOOR), 6’-0” L. X 6’-0” W. X 5’-9” H., 1,500-GALLON CAPACITY, WITH A BULK SUPPLY PUMP, BSP-104, 
3 H.P. AND A TRANSFER PUMP, TP-104, AIR OPERATED. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THIS EQUIPMENT SHALL BE USED TO STORE ONLY PERCHLOROETHYLENE.  

[RULE 1401] 
 
4) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE FILLED INTO THIS EQUIPMENT SHALL 

NOT EXCEED 1500 GALLONS IN ANY ONE DAY.  
[RULE 1401] 

 
5) A LOG SHALL BE MAINTAINED, IN A FORM ACCEPTABLE TO THE DISTRICT, SHOWING THE 

SOURCE AND QUANTITY OF EACH BATCH OF MATERIAL CHARGED TO THIS EQUIPMENT.  THE 
LOG SHALL BE RETAINED FOR AT LEAST 5 YEARS AND SHALL BE MADE AVAILABLE TO THE 
DISTRICT UPON REQUEST.  
[RULE 1303(b)(2)-OFFSET, 1401] 

 
6) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED AN OPERATING PERMIT 
BY THE DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

 
7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 

IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MAY 3, 2002 OR EARLIER, 
EXCEPT FOR PERCHLOROETHYLENE. 

 [RULE 1401] 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79233 
 A/N 444171 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. SP-1, CONTACT TYPE, SCHMITZER, 35-70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79234 
 A/N 444172  
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. SP-2, SCHMITZER, CONTACT TYPE, 35-70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79235 
 A/N 444173 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. SP-3, CONTACT TYPE, SCHMITZER, 35-70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79236 
 A/N 444175  
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. SP-4, SCHMITZER, CONTACT TYPE, 35-70 MM FILM 
WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79238 
 A/N 444178 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-1, BHP INC., CONTACT TYPE, PANEL PRINTER. 
35MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79239 
 A/N 444180  
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-2, BHP INC., CONTACT TYPE, PANEL PRINTER, 
35-70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79240 
 A/N 444183 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-3, BHP INC., CONTACT TYPE, PANEL PRINTER, 
35 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79241 
 A/N 444185  
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-4, BHP INC., CONTACT TYPE, PANEL PRINTER, 
35 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79242 
 A/N 444186 
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-5, BHP INC., CONTACT TYPE, PANEL PRINTER, 
35-70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79244 
 A/N 444187  
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-6, CONTACT TYPE, BHP INC., PANEL PRINTER, 
35-70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 



  Section D Page 80 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F79249 
 A/N 444189  
 
Equipment Description: 
 
WET-GATE FILM PRINTING MACHINE, PLANT 20, NO. BP-7, BHP INC., CONTACT TYPE, PANEL PRINTER, 
35-70 MM FILM WIDTH. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
PERCHLOROETHYLENE: RULE 1425 
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 Permit No. F79252 
 A/N 444190 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER-SMITH, MODEL CF-3000 MARK VI, 3’-8” W. X 2’-9” D. X 
6’-5” H., WITH ONE 3.5-GALLON CAPACITY CLEANING TANK AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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 Permit No. F79253 
 A/N 444191 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER-SMITH, MODEL CF-3000 MARK VI, 3’-8” W. X 2’-9” D. X 
6’-5” H., WITH ONE 3.5-GALLON CAPACITY CLEANING TANK AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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 Permit No. F79254 
 A/N 444192 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER-SMITH, MODEL CF-3000 MARK VI, 3’-8” W. X 2’-9” D. X 
6’-5” H., WITH ONE 3.5-GALLON CAPACITY CLEANING TANK AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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 Permit No. F79256 
 A/N 444193 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER-SMITH, MODEL CF-3000 MARK VI, 3’-8” W. X 2’-9” D. X 
6’-5” H., WITH ONE 3.5-GALLON CAPACITY CLEANING TANK AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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PERMIT TO OPERATE 
 

 Permit No. F79329 
 A/N 444194 
 
Equipment Description: 
 
FILM CLEANING MACHINE, PLANT 20, LIPSNER-SMITH, MODEL CF-3000 MARK VI, 3’-8” W. X 2’-9” D. X 
6’-5” H., WITH ONE 3.5-GALLON CAPACITY CLEANING TANK AND VAPOR CONDENSING COILS. 

Conditions: 

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 
CONDITION AT ALL TIMES. 
[RULE 204] 

3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED TO AIR POLLUTION 
CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED A VALID PERMIT BY THE 
DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

4) THE SOLVENT USED IN THIS EQUIPMENT SHALL CONTAIN AT LEAST 99% BY WEIGHT 
PERCHLOROETHYLENE OR OTHER CLEAN AIR SOLVENT OR EXEMPT COMPOUNDS AS DEFINED 
IN RULE 102. 
[RULE 1303(b)(2)-OFFSET] 

5) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE CONSUMED IN THIS EQUIPMENT SHALL 
NOT EXCEED 1800 POUNDS IN ANY CALENDAR MONTH. 
[RULE 1401] 

6) THE OPERATOR SHALL MAINTAIN RECORDS IN A FORMAT APPROVED BY THE DISTRICT TO 
DEMONSTRATE COMPLIANCE WITH CONDITION NOS. 4 & 5. 
[RULE 1303(b)(2)-OFFSET, 1401] 

7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 
IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MARCH 4, 2005 OR EARLIER 
WITH THE EXCEPTION OF PERCHLOROETHYLENE. 
[RULE 1401] 

 

Emissions and Requirements: 

8) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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 Permit No. F57376 
 A/N 408256 
 
Equipment Description: 
 
STORAGE TANK, PLANT 20, NO. T-105, PERCHLOROETHYLENE, UNHEATED, COVERED, UNDERGROUND 
(INDOOR), 4’-0” L. X 4’-0” W. X 4’-6” H., CAPACITY 500 GALLONS, WITH A BULK SUPPLY PUMP, BSP-105, 3 
H.P. AND A TRANSFER PUMP, TP-105, AIR OPERATED. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THIS EQUIPMENT SHALL BE USED TO STORE ONLY PERCHLOROETHYLENE.  

[RULE 1303(b)(2)-OFFSET] 
 
4) THE MAXIMUM QUANTITY OF PERCHLOROETHYLENE FILLED INTO THIS EQUIPMENT SHALL 

NOT EXCEED 500 GALLONS IN ANY ONE DAY.  
[RULE 1401] 

 
5) A LOG SHALL BE MAINTAINED, IN A FORM ACCEPTABLE TO THE DISTRICT, SHOWING THE 

SOURCE AND QUANTITY OF EACH BATCH OF MATERIAL CHARGED TO THIS EQUIPMENT.  THE 
LOG SHALL BE RETAINED FOR AT LEAST 5 YEARS AND SHALL BE MADE AVAILABLE TO THE 
DISTRICT UPON REQUEST.  
[RULE 1303(b)(2)-OFFSET, 1401] 

 
6) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND HAS BEEN ISSUED AN OPERATING PERMIT 
BY THE DISTRICT. 
[RULE 1303(a)(1)-BACT, 1401, 1425] 

 
7) MATERIALS USED IN THIS EQUIPMENT SHALL NOT CONTAIN ANY TOXIC AIR CONTAMINANTS 

IDENTIFIED IN RULE 1401, TABLE 1 WITH AN EFFECTIVE DATE OF MAY 3, 2002 OR EARLIER, 
EXCEPT FOR PERCHLOROETHYLENE. 

 [RULE 1401] 
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 Permit No. F79221 
 A/N 444159 
 
Equipment Description: 
 
BOILER, SUPERIOR BOILER, SEMINOLE 3-PASS, MODEL NUMBER 6X1500-S150-LNDG-145-P, NATURAL 
GAS FIRED, 12.6 MMBTU, 300 HP, WET BACK DESIGN, 150 PSI STEAM RATED & EQUIPPED WITH A LOW 
NOX INDUSTRIAL COMBUSTION BURNER WITH FLUE GAS RECIRCULATION SYSTEM. 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THIS BOILER SHALL BE FIRED ONLY ON NATURAL GAS. 

[RULE 1303(a)(1)-BACT] 
 
4) THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN 

OPERATION. 
[RULE 1146, 1303(a)(1)-BACT] 

 
5) THE OXIDES OF NITROGEN (NOX) EMISSIONS FROM THE BOILER SHALL NOT EXCEED 20 PPM, 

CALCULATED AS NO2, AND CARBON MONOXIDE (CO) EMISSIONS SHALL NOT EXCEED 50 PPM, 
BOTH MEASURED BY VOLUME ON A DRY BASIS AT 3% OXYGEN, AND AVERAGED OVER A 15 
CONSECUTIVE MINUTES. 
[RULE 1303(a)(1)-BACT] 

 
6) AN INDICATING INSTRUMENT SHALL BE INSTALLED TO ACCURATELY MEASURE THE BOILER 

STACK TEMPERATURE. 
[RULE 1146, 1303(a)(1)-BACT] 

 
 
Periodic Monitoring: 
 
7) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) EITHER 

BY: (a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD 
METHOD 100.1 OR 7.1; OR  (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE 
ANALYZER AND AQMD-APPROVED TEST METHOD.  THE TEST SHALL BE CONDUCTED WHEN 
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE 
COMPLIANCE WITH RULE 1303 CONCENTRATION LIMIT.  THE OPERATOR SHALL COMPLY WITH 
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E 
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AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

 
8) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) EITHER BY: 

(a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD METHOD 
100.1 OR 10.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE 
ANALYZER AND AQMD-APPROVED TEST METHOD..  THE TEST SHALL BE CONDUCTED WHEN 
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE 
COMPLIANCE WITH RULE 1303 CONCENTRATION LIMIT.  THE OPERATOR SHALL COMPLY WITH 
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E 
AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
9) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
CO: 50 PPMV, RULE 1303(a)(1)-BACT 
CO: 400 PPMV, RULE 1146 
CO: 2000 PPMV, RULE 407 
NOx: 20 PPMV, RULE 1303(a)(1)-BACT 
NOx: 30 PPMV, RULE 1146 
PM: 0.1 GR/SCF, RULE 409 
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 Permit No. F98618 
 A/N 444204 
  
Equipment Description: 
 
PLANT 20 AIR POLLUTION CONTROL SYSTEM: 

1. CARBON ADSORBER SYSTEM NO. 1, CONSISTING OF: 

a) CARBON ADSORBER, AMCEC, STEAM REGENERATIVE, WITH FOUR PARALLEL CARBON 
BEDS, EACH WITH 750 POUNDS OF CARBON AND 21-INCH BED DEPTH. 

b) DRYING/COOL-DOWN AIR SYSTEM, CONSISTING OF ONE INLET AIR FILTER, ONE STEAM 
HEAT EXCHANGER, AND ONE 5-HP FAN. 

c) DESORBATE SYSTEM, CONSISTING OF ONE TWO-STAGE CONDENSER, ONE DECANTER, ONE 
SOLVENT-HOLDING TANK, AND ONE 0.5-HP TRANSFER PUMP. 

d) PERCHLOROETHYLENE STORAGE/HOLDING TANKS. 

2. CARBON ADSORBER SYSTEM NO. 2, CONSISTING OF: 

a) CARBON ADSORBER, WESTEC, STEAM REGENERATIVE, WITH THREE PARALLEL CARBON 
BEDS, EACH WITH 2000 POUNDS OF CARBON AND 72-INCH BED DEPTH. 

b) DRYING/COOL-DOWN AIR SYSTEM, CONSISTING OF ONE INLET AIR FILTER, ONE STEAM 
HEAT EXCHANGER, AND ONE 5-HP FAN. 

c) DESORBATE SYSTEM, CONSISTING OF ONE TWO-STAGE CONDENSER, ONE DECANTER, ONE 
SOLVENT-HOLDING TANK, AND ONE 0.5-HP TRANSFER PUMP. 

d) PERCHLOROETHYLENE STORAGE/HOLDING TANKS. 

3. EXHAUST SYSTEM, CONSISTING OF ONE INLET FILTER, TWO 25 -HP FANS (ONE STANDBY), 3000 
CFM CAPACITY, AND TWO 40-HP FANS (ONE STANDBY), 5000 CFM CAPACITY, VENTING THE 
FOLLOWING: 

a) TWELVE PERMANENT TOTAL ENCLOSURES VENTING TWELVE WET-GATE FILM PRINTING 
MACHINES 

b) ONE PERMANENT TOTAL ENCLOSURE VENTING NINE FILM CLEANING MACHINES 

c) ONE PERMANENT TOTAL ENCLOSURE VENTING ONE WET ROLL BENCH OPERATION 

d) TWO PERMANENT TOTAL ENCLOSURES VENTING TWO EDGE WAX COATERS 

e) TWO PERCHLOROETHYLENE STORAGE TANKS 

f) RULE 219 EXEMPT PERCHLOROETHYLENE STORAGE/HOLDING TANKS AND DRYING 
CABINET 
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Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THE OPERATOR SHALL MAINTAIN THE PERMANENT TOTAL ENCLOSURES (PTEs) TO COMPLY 

WITH ALL CRITERIA SPECIFIED IN EPA METHOD 204. 
[RULE 1303(a)(1)-BACT] 

 
4) THE AMCEC CARBON ADSORBER SHALL BE OPERATED WITH AT LEAST THREE CARBON BEDS 

IN THE ADSORPTION MODE WHENEVER ANY OF THE EQUIPMENT IT SERVES IS IN OPERATION. 
 [RULE 1303(a)(1)-BACT] 
 
5) THE WESTEC CARBON ADSORBER SHALL BE OPERATED WITH AT LEAST TWO CARBON BEDS 

IN THE ADSORPTION MODE WHENEVER ANY OF THE EQUIPMENT IT SERVES IS IN OPERATION. 
 [RULE 1303(a)(1)-BACT] 
 
6) THE COMBINED PROCESS STREAM VENTED TO THIS AIR POLLUTION CONTROL SYSTEM SHALL 

BE LIMITED TO LESS THAN 3,000 CFM AT ANY ONE TIME WHENEVER ONLY AMCEC CARBON 
ADSORBER IS IN OPERATION. 
[RULE 1303(a)(1)-BACT] 

 
7) THE COMBINED PROCESS STREAM VENTED TO THIS AIR POLLUTION CONTROL SYSTEM SHALL 

BE LIMITED TO LESS THAN 5,000 CFM AT ANY ONE TIME WHENEVER ONLY WESTEC CARBON 
ADSORBER IS IN OPERATION. 
[RULE 1303(a)(1)-BACT] 

 
8) THE OPERATOR SHALL KEEP RECORDS TO DEMONSTRATE COMPLIANCE WITH EITHER 

CONDITION NO. 6 OR NO. 7 IN A FORMAT APPROVED BY THE DISTRICT AND USE THE 
FOLLOWING FLOW RATES IN COMPUTING A COMBINED PROCESS STREAM WHENEVER ONLY 
ONE OF THE TWO CARBON ADSORBERS IS IN OPERATION: 

SONIC CLEANING ROOM 900 CFM 
EACH FILM CLEANING MACHINE WITH CABINET 175 CFM 
EACH BHP (35 & 70 MM) FILM PRINTING MACHINE WITH CABINET  425 CFM 
EACH BHP (35 MM) FILM PRINTING MACHINE WITH CABINET 375 CFM 
EACH SCHMITZER FILM PRINTING MACHINE WITH CABINET 350 CFM 
EACH FILM EDGE WAX COATER 75 CFM 
WET ROLL BENCH ROOM 175 CFM 
EACH DRYING CABINET 50 CFM 
ALL STORAGE/HOLDING TANKS 200 CFM 

 [RULE 1303(a)(1)-BACT] 
 
9) THIS AIR POLLUTION CONTROL SYSTEM SHALL BE OPERATED WITH AN OVERALL CONTROL 

EFFICIENCY (COLLECTION AND REMOVAL) NOT LESS THAN 98.75%. 
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 [RULE 1303(a)(1)-BACT] 
 
10) A GAUGE(S) SHALL BE INSTALLED AND MAINTAINED TO INDICATE, IN INCHES OF WATER 

COLUMN (W.C.), THE SUCTION PRESSURE AT THE INLET TO EACH EXHAUST FAN.  THE 
OPERATOR SHALL ESTABLISH A TABLE SHOWING THE MINIMUM SUCTION PRESSURE 
REQUIRED TO MAINTAIN ADEQUATE EXHAUST FLOW VERSUS THE NUMBER OF EQUIPMENT 
VENTED. 

 [RULE 1303(a)(1)-BACT] 
 
11) THE OPERATOR SHALL OPERATE AND MAINTAIN THIS EQUIPMENT ACCORDING TO THE 

FOLLOWING REQUIREMENTS: 
 

THE 30 MINUTES ROLLING AVERAGE CONCENTRATION OF PERCHLOROETHYLENE AT THE 
OUTLET OF THE COMBINED EXHAUST STACK SHALL NOT EXCEED 5 PPMV. 
 
EACH CARBON BED SHALL BE REGENERATED WHENEVER THE PERCHLOROETHYLENE 
CONCENTRATION AT THE OUTLET OF THE CARBON BED EXCEEDS 5 PPMV FOR TWO (15 
MINIUTES) CONSECUTIVE MEASURMENT PERIODS.  IN THE EVENT OF AN ANALYZER FAILURE 
OR TEMPORARY REMOVAL FOR REPAIR, THE REGENERATION CYCLE SHALL BE SET TO 
DESORB EACH OPERATING CARBON BED SEQUENTIALLY WITH NO IDLE PERIOD IN THE 
SEQUENCE. 

 
THE OPERATOR SHALL OPERATE AND MAINTAIN A MONITORING SYSTEM CONSISTING OF A 
INFRARED GAS ANALYZER(S) AND A DATA ACQUISITION SYSTEM TO CONTINUOUSLY 
MEASURE AND RECORD THE 30 MINUTES ROLLING AVERAGE CONCENTRATION OF 
PERCHLOROETHYLENE IN PPMV (EXCEPT DURING PERIODS OF ANALYZER CALIBRATION OR 
REPAIR NOT TO EXCEED 96 HOURS) OF EACH CARBON BED OUTLET AND THE COMBINED 
EXHAUST STACK OUTLET PURSUANT TO THE OPERATION AND MAINTENANCE 
REQUIREMENTS SPECIFIED IN 40 CFR PART 64.7.  SUCH A MONITORING SYSTEM SHALL BE 
INSPECTED, MAINTAINED, AND CALIBRATED IN ACCORDANCE WITH THE MANUFACTURER’S 
SPECIFICATIONS CONSISTENT WITH 40 CFR 60 APPENDIX B PERFORMANCE SPECIFICATION 8. 

 
FOR THE PURPOSE OF THIS CONDITION, A DEVIATION SHALL BE DEFINED AS WHEN THE 30 
MINUTES ROLLING AVERAGE CONCENTRATION OF PERCHLOROETHYLENE AT THE COMBINED 
EXHAUST STACK EXCEEDS 5 PPMV DURING THE NORMAL OPERATION OF THE EQUIPMENT IT 
SERVES.  THE OPERATOR SHALL OPERATE AND MAINTAIN AN AUDIO ALARM TO ALERT THE 
OPERATOR WHEN A DEVIATION OCCURS.  WHENEVER A DEVIATION OCCURS, THE OPERATOR 
SHALL INSPECT THIS EQUIPMENT TO IDENTIFY THE CAUSE OF SUCH A DEVIATION, TAKE 
IMMEDIATE CORRECTIVE ACTIONS, AND KEEP RECORDS OF THE DURATION AND CAUSE 
(INCLUDING UNKNOWN CAUSE, IF APPLICABLE) OF THE DEVIATION AND THE CORRECTIVE 
ACTIONS TAKEN.   

 
ALL DEVIATIONS SHALL BE REPORTED TO THE AQMD PURSUANT TO THE REQUIREMENTS 
SPECIFIED IN 40 CFR PART 64.9 AND CONDITION NOS. 22 AND 23 IN SECTION K OF THIS PERMIT. 

 
THE OPERATOR SHALL SUBMIT AN APPLICATION WITH A QUALITY IMPROVEMENT PLAN (QIP) 
IN ACCORDANCE WITH 40 CFR PART 64.8 TO THE AQMD IF MORE THAN SIX DEVIATIONS 
OCCUR IN ANY SEMI-ANNUAL REPORTING PERIOD SPECIFIED IN CONDITION NO. 23 IN 
SECTION K OF THIS PERMIT.  THE REQUIRED QIP SHALL BE SUBMITTED TO THE AQMD WITHIN 
90 CALENDAR DAYS AFTER THE DUE DATE FOR THE SEMI-ANNUAL MONITORING REPORT. 
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THE OPERATOR SHALL INSPECT AND MAINTAIN ALL COMPONENTS OF THIS EQUIPMENT ON 
AN ANNUAL BASIS IN ACCORDANCE WITH THE MANUFACTURER’S SPECIFICATIONS. 

 
THE OPERATOR SHALL KEEP ADEQUATE RECORDS IN A FORMAT THAT IS ACCEPTABLE TO 
THE AQMD TO DEMONSTRATE COMPLIANCE WITH ALL APPLICABLE REQUIREMENTS 
SPECIFIED IN THIS CONDITION AND 40 CFR PART 64.9 FOR A MINIMUM OF FIVE YEARS. 
[RULE 1303(a)(1)-BACT, 3004(a)(4)-PERIODIC MONITORING, 40CFR PART 64] 

 
12) THE OPERATOR SHALL MAINTAIN RECORDS OF DATES OF CARBON INSPECTION, CLEANING, 

AND REPLACEMENT, RETAIN SUCH RECORDS ON FILE FOR FIVE YEARS, AND MAKE THESE 
RECORDS AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. 

 [RULE 1303(a)(1)-BACT] 
 
13) THE OPERATOR OF THIS EQUIPMENT SHALL SUBMIT THE RESULTS OF ALL PRELIMINARY 

TESTS THAT ARE CONDUCTED ON THIS EQUIPMENT FOR INFORMATIONAL PURPOSES TO THE 
DISTRICT WITHIN 45 DAYS AFTER THE TESTING DATE. 
[RULE 1303(a)(1)-BACT] 

14) THE OPERATOR SHALL MAINTAIN RECORDS OF SOLVENT (CONTAINING 
PERCHLOROETHYLENE) USAGE IN ALL FILM PRINTING AND CLEANING OPERATIONS AT THIS 
FACILITY AS PER THE REQUIREMENTS OF RULE 1425 AND 109. THESE RECORDS SHALL BE 
RETAINED ON FILE AT THE FACILITY FOR A MINIMUM OF FIVE YEARS AND SHALL BE MADE 
AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. 

 [RULES 109, 1425] 
 
 
Periodic Monitoring: 
 
15) THE OPERATOR SHALL CONDUCT SOURCE TEST(S) IN ACCORDANCE WITH THE FOLLOWING 

SPECIFICATIONS: 

A. THE TEST SHALL BE CONDUCTED AT LEAST ONCE DURING THE LIFE OF THE PERMIT 

B. THE TEST SHALL BE CONDUCTED NO LATER THAN OCTOBER 1, 2010 UNLESS OTHERWISE 
APPROVED IN WRITING BY THE DISTRICT  

C. THE TEST SHALL BE CONDUCTED TO DETERMINE THE PERCHLOROETHYLENE EMISSIONS 
USING APPLICABLE TEST METHODS SPECIFIED IN RULE 1425. 

D. THE TEST SHALL BE CONDUCTED TO DEMONSTRATE COMPLIANCE WITH OVERALL 
CONTROL EFFICIENCY SPECIFIED IN RULE 1425 AND THIS PERMIT. 

E. THE OPERATOR SHALL COMPLY WITH ADMINISTRATIVE CONDITIONS NOs. 8, 9, AND 10 OF 
SECTION E OF THIS FACILITY PERMIT. 

F. THE OPERATOR SHALL SUBMIT TWO COMPLETE COPIES OF THE SOURCE TEST REPORT 
SPECIFIED IN CONDITION NO. 9 OF SECTION E OF THIS FACILITY PERMIT TO THE DISTRICT 
ENGINEERING AND COMPLIANCE DIVISION.  THE ENGINEERING COPY OF THE REPORT 
SHALL BE SENT TO:  SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT, COATING, 
PRINTING AND AEROSPACE OPERATIONS, ATTN: AIR QAULITY AND COMPLIANCE 
SUPERVISOR, 21865 COPLEY DRIVE, DIAMOND BAR, CA 91765.  THE COMPLIANCE COPY OF 
THE REPORT SHALL BE SENT TO:  SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT, 
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P.O. BOX 4941, DIAMOND BAR, CA 91765 
 [RULE 3004 (a)(4)] 

 
Emissions and Requirements: 
 
16) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 



  Section D Page 94 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

PERMIT TO OPERATE 
 

 Permit No. F98620 
 A/N 444206 
 
  
Equipment Description: 
 
PLANT 20A AIR POLLUTION CONTROL SYSTEM: 

1. CARBON ADSORPTION SYSTEM, AMCEC, STEAM-REGENERATIVE TYPE, WITH THREE 
PARALLEL BEDS, EACH WITH 750 POUNDS OF CARBON AND A 21 INCH BED DEPTH. 

2. DRYING/COOL-DOWN AIR SYSTEM WITH AN INLET AIR FILTER, A STEAM HEAT EXCHANGER, 
AND A 5 HP FAN. 

3. DESORBATE SYSTEM WITH A TWO STAGE CONDENSER, A DECANTER, A SOLVENT HOLDING 
TANK, AND A 1/2 HP TRANSFER PUMP. 

4. EXHAUST SYSTEM WITH ONE INLET FILTER, AND TWO 25-HP FANS (ONE STANDBY), 2000 CFM 
CAPACITY, VENTING THE FOLLOWING: 

a) TEN PERMANENT TOTAL ENCLOSURES VENTING TEN WET-GATE FILM PRINTING 
MACHINES. 

b) FIVE PERMANENT TOTAL ENCLOSURES VENTING FIVE FILM CLEANING MACHINES. 

c) RULE 219 EXEMPT PERCHLOROETHYLENE STORAGE/HOLDING TANKS AND DRYING 
CABINET. 

 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THE OPERATOR SHALL MAINTAIN THE PERMANENT TOTAL ENCLOSURES (PTEs) TO COMPLY 

WITH ALL CRITERIA SPECIFIED IN EPA METHOD 204. 
[RULE 1303(a)(1)-BACT] 

 
4) THE EQUIPMENT SHALL BE OPERATED WITH AT LEAST TWO CARBON BEDS IN THE 

ADSORPTION MODE WHENEVER ANY OF THE EQUIPMENT IT SERVES IS IN OPERATION. 
 [RULE 1303(a)(1)-BACT] 
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5) THE COMBINED PROCESS STREAM VENTED TO THIS EQUIPMENT SHALL BE LIMITED TO LESS 
THAN 2,000 CFM AT ANY ONE TIME.  TO DEMONSTRATE COMPLIANCE WITH THIS CONDITION, 
THE OPERATOR SHALL KEEP RECORDS IN A FORMAT APPROVED BY THE DISTRICT AND USE 
THE FOLLOWING FLOW RATES IN COMPUTING A COMBINED PROCESS STREAM: 

EACH FILM CLEANING MACHINE WITH CABINET 175 CFM 
EACH OPTICAL FILM PRINTING MACHINE 100 CFM 
EACH SCHMITZER FILM PRINTING MACHINE WITH CABINET 350 CFM 
EACH DRYING CABINET 50 CFM 
ALL STORAGE/HOLDING TANKS 100 CFM 

 [RULE 1303(a)(1)-BACT] 
 
6) THIS AIR POLLUTION CONTROL SYSTEM SHALL BE OPERATED WITH AN OVERALL CONTROL 

EFFICIENCY (COLLECTION AND REMOVAL) NOT LESS THAN 98.75%. 
 [RULE 1303(a)(1)-BACT] 
 
7) A GAUGE(S) SHALL BE INSTALLED AND MAINTAINED TO INDICATE, IN INCHES OF WATER 

COLUMN (W.C.), THE SUCTION PRESSURE AT THE INLET TO EACH EXHAUST FAN. THE 
OPERATOR SHALL ESTABLISH A TABLE SHOWING THE MINIMUM SUCTION PRESSURE 
REQUIRED TO MAINTAIN ADEQUATE EXHAUST FLOW VERSUS THE NUMBER OF EQUIPMENT 
VENTED. 

 [RULE 1303(a)(1)-BACT] 
 
8) THE OPERATOR SHALL OPERATE AND MAINTAIN THIS EQUIPMENT ACCORDING TO THE 

FOLLOWING REQUIREMENTS: 
 

THE 30 MINUTES ROLLING AVERAGE CONCENTRATION OF PERCHLOROETHYLENE AT THE 
OUTLET OF THE COMBINED EXHAUST STACK SHALL NOT EXCEED 5 PPMV. 
 
EACH CARBON BED SHALL BE REGENERATED WHENEVER THE PERCHLOROETHYLENE 
CONCENTRATION AT THE OUTLET OF THE CARBON BED EXCEEDS 5 PPMV FOR TWO (15 
MINIUTES) CONSECUTIVE MEASURMENT PERIODS.  IN THE EVENT OF AN ANALYZER FAILURE 
OR TEMPORARY REMOVAL FOR REPAIR, THE REGENERATION CYCLE SHALL BE SET TO 
DESORB EACH OPERATING CARBON BED SEQUENTIALLY WITH NO IDLE PERIOD IN THE 
SEQUENCE. 

 
THE OPERATOR SHALL OPERATE AND MAINTAIN A MONITORING SYSTEM CONSISTING OF A 
INFRARED GAS ANALYZER(S) AND A DATA ACQUISITION SYSTEM TO CONTINUOUSLY 
MEASURE AND RECORD THE 30 MINUTES ROLLING AVERAGE CONCENTRATION OF 
PERCHLOROETHYLENE IN PPMV (EXCEPT DURING PERIODS OF ANALYZER CALIBRATION OR 
REPAIR NOT TO EXCEED 96 HOURS) OF EACH CARBON BED OUTLET AND THE COMBINED 
EXHAUST STACK OUTLET PURSUANT TO THE OPERATION AND MAINTENANCE 
REQUIREMENTS SPECIFIED IN 40 CFR PART 64.7.  SUCH A MONITORING SYSTEM SHALL BE 
INSPECTED, MAINTAINED, AND CALIBRATED IN ACCORDANCE WITH THE MANUFACTURER’S 
SPECIFICATIONS CONSISTENT WITH 40 CFR 60 APPENDIX B PERFORMANCE SPECIFICATION 8. 

 
FOR THE PURPOSE OF THIS CONDITION, A DEVIATION SHALL BE DEFINED AS WHEN THE 30 
MINUTES ROLLING AVERAGE CONCENTRATION OF PERCHLOROETHYLENE AT THE COMBINED 
EXHAUST STACK EXCEEDS 5 PPMV DURING THE NORMAL OPERATION OF THE EQUIPMENT IT 
SERVES.  THE OPERATOR SHALL OPERATE AND MAINTAIN AN AUDIO ALARM TO ALERT THE 
OPERATOR WHEN A DEVIATION OCCURS.  WHENEVER A DEVIATION OCCURS, THE OPERATOR 
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SHALL INSPECT THIS EQUIPMENT TO IDENTIFY THE CAUSE OF SUCH A DEVIATION, TAKE 
IMMEDIATE CORRECTIVE ACTIONS, AND KEEP RECORDS OF THE DURATION AND CAUSE 
(INCLUDING UNKNOWN CAUSE, IF APPLICABLE) OF THE DEVIATION AND THE CORRECTIVE 
ACTIONS TAKEN.   

 
ALL DEVIATIONS SHALL BE REPORTED TO THE AQMD PURSUANT TO THE REQUIREMENTS 
SPECIFIED IN 40 CFR PART 64.9 AND CONDITION NOS. 22 AND 23 IN SECTION K OF THIS PERMIT. 

 
THE OPERATOR SHALL SUBMIT AN APPLICATION WITH A QUALITY IMPROVEMENT PLAN (QIP) 
IN ACCORDANCE WITH 40 CFR PART 64.8 TO THE AQMD IF MORE THAN SIX DEVIATIONS 
OCCUR IN ANY SEMI-ANNUAL REPORTING PERIOD SPECIFIED IN CONDITION NO. 23 IN 
SECTION K OF THIS PERMIT.  THE REQUIRED QIP SHALL BE SUBMITTED TO THE AQMD WITHIN 
90 CALENDAR DAYS AFTER THE DUE DATE FOR THE SEMI-ANNUAL MONITORING REPORT. 

 
THE OPERATOR SHALL INSPECT AND MAINTAIN ALL COMPONENTS OF THIS EQUIPMENT ON 
AN ANNUAL BASIS IN ACCORDANCE WITH THE MANUFACTURER’S SPECIFICATIONS. 

 
THE OPERATOR SHALL KEEP ADEQUATE RECORDS IN A FORMAT THAT IS ACCEPTABLE TO 
THE AQMD TO DEMONSTRATE COMPLIANCE WITH ALL APPLICABLE REQUIREMENTS 
SPECIFIED IN THIS CONDITION AND 40 CFR PART 64.9 FOR A MINIMUM OF FIVE YEARS. 
[RULE 1303(a)(1)-BACT, 3004(a)(4)-PERIODIC MONITORING, 40CFR PART 64] 

 
9) THE OPERATOR SHALL MAINTAIN RECORDS OF DATES OF CARBON INSPECTION, CLEANING, 

AND REPLACEMENT, RETAIN SUCH RECORDS ON FILE FOR FIVE YEARS, AND MAKE THESE 
RECORDS AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. 

 [RULE 1303(a)(1)-BACT] 
 
10) THE OPERATOR OF THIS EQUIPMENT SHALL SUBMIT THE RESULTS OF ALL PRELIMINARY 

TESTS THAT ARE CONDUCTED ON THIS EQUIPMENT FOR INFORMATIONAL PURPOSES TO THE 
DISTRICT WITHIN 45 DAYS AFTER THE TESTING DATE. 
[RULE 1303(a)(1)-BACT] 

 
11) THE OPERATOR SHALL MAINTAIN RECORDS OF SOLVENT (CONTAINING 

PERCHLOROETHYLENE) USAGE IN ALL FILM PRINTING AND CLEANING OPERATIONS AT THIS 
FACILITY AS PER THE REQUIREMENTS OF RULE 1425 AND 109.  THESE RECORDS SHALL BE 
RETAINED ON FILE AT THE FACILITY FOR A MINIMUM OF FIVE YEARS AND SHALL BE MADE 
AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST. 

 [RULES 109, 1425] 
 
 
 
Periodic Monitoring: 
 
12) THE OPERATOR SHALL CONDUCT SOURCE TEST(S) IN ACCORDANCE WITH THE FOLLOWING 

SPECIFICATIONS: 

A. THE TEST SHALL BE CONDUCTED AT LEAST ONCE DURING THE LIFE OF THE PERMIT 

B. THE TEST SHALL BE CONDUCTED NO LATER THAN OCTOBER 1, 2010 UNLESS OTHERWISE 
APPROVED IN WRITING BY THE DISTRICT  
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C. THE TEST SHALL BE CONDUCTED TO DETERMINE THE PERCHLOROETHYLENE EMISSIONS 
USING APPLICABLE TEST METHODS SPECIFIED IN RULE 1425. 

D. THE TEST SHALL BE CONDUCTED TO DEMONSTRATE COMPLIANCE WITH OVERALL 
CONTROL EFFICIENCY SPECIFIED IN RULE 1425 AND THIS PERMIT. 

E. THE OPERATOR SHALL COMPLY WITH ADMINISTRATIVE CONDITIONS NOs. 8, 9, AND 10 OF 
SECTION E OF THIS FACILITY PERMIT. 

F. THE OPERATOR SHALL SUBMIT TWO COMPLETE COPIES OF THE SOURCE TEST REPORT 
SPECIFIED IN CONDITION NO. 9 OF SECTION E OF THIS FACILITY PERMIT TO THE DISTRICT 
ENGINEERING AND COMPLIANCE DIVISION.  THE ENGINEERING COPY OF THE REPORT 
SHALL BE SENT TO:  SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT, COATING, 
PRINTING AND AEROSPACE OPERATIONS, ATTN: AIR QAULITY AND COMPLIANCE 
SUPERVISOR, 21865 COPLEY DRIVE, DIAMOND BAR, CA 91765.  THE COMPLIANCE COPY OF 
THE REPORT SHALL BE SENT TO:  SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT, 
P.O. BOX 4941, DIAMOND BAR, CA 91765 

[RULE 3004 (a)(4)] 

 
 
Emissions and Requirements: 
 
13) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
HAP:    40CFR63, SUBPART T, SEE SECTION J FOR REQUIREMENTS 
PERCHLOROETHYLENE: RULE 1425 
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RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMET, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS. 
 
Periodic Monitoring: 
 
1. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE 

FOLLOWING PARAMETER(S) OR ITEM(S): 
 
FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, REDUCERS, OR OTHER VOC 
CONTAINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUAL RECORDS OF ALL COATINGS 
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER (g/l) OF 
MATERIALS FOR LOW-SOLIDS COATINGS, AND (c) VOC CONTENT AS SUPPLIED IN g/l OF COATING, 
LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING. 

 
FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OTHER VOC 
CONTAINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING 
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF 
MATERIALS USED FOR LOW-SOLIDS COATINGS, AND (c) VOC CONTENT AS APPLIED IN g/l OF 
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING. 
[RULE 3004 (a) (4)] 

 
 
Emissions and Requirements: 
 
2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 

VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 

 
 



  Section D Page 99 
  Facility I.D.#:       006643 
  Revision #:                     7 
  Date:       August 21, 2008 
 
 
 

FACILITY PERMIT TO OPERATE 
TECHNICOLOR INC 

RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMENT, HAND WIPING OPERATION. 
 
Emissions and Requirements: 
 
1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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RULE 219 EQUIPMENT 

Equipment Description: 

RULE 219 EXEMPT EQUIPMENT, PRINTING EQUIPMENT, LOW USE OR EMISSIONS, WITH RELATED 
COATING, LAMINATING AND DRYING EQUIPMENT. 

Emissions and Requirements: 

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
VOC: RULE 1130, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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RULE 219 EQUIPMENT 

Equipment Description: 

RULE 219 EXEMPT EQUIPMENT, AIR CONDITIONING UNITS 

Emissions and Requirements: 

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
REFRIGERANT:  RULE 1415 
REFRIGERANT:  40CFR 82 SUBART F 
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RULE 219 EQUIPMENT 

Equipment Description: 

RULE 219 EXEMPT EQUIPMENT, CLEANING EQUIPMENT, SMALL UNHEATED, NON-CONVEYORIZED 

Emissions And Requirements: 

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
VOC: RULE 1122 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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RULE 219 EQUIPMENT 

Equipment Description: 

RULE 219 EXEMPT EQUIPMENT, LAMINATING EQUIPMENT, LOW USE OR EMISSIONS. 

Emissions And Requirements: 

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 
AND REGULATIONS: 
 
VOC: RULE 1168, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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