South Coast
Air Quality Management District

21865 Copley Drive, Diamond Bar, CA 91765-4178.
(909) 396-2000 - www.agmd.gov

December 1, 2009

Mr. Gerardo Rios (A1r-3 EPA Region 9)
U.S. EPA, Region IX- Alr—3

75 Hawthornc St.

San Francisco, CA 94105

Dear Mr. Rios:

Cedars-Sinai Medical C&fitet (ID 016389) has proposed.to revise their Title V permit by
adding three selective catalytic reduction systems on their three existing boilers (pages
45-62). The proposed revision is considered as a “Minor permit revision” to their facility
permit. Attached for your review is the permit evaluation and the draft Title V permit for
the proposed permit revision.

If you have any questions or wish to provide comments regarding this project, please call
Hemang Desai at (909) 396-2596.

Very truly yours,
Ml 4 7l

Michael D. Mills
Senior Manager
General Commercial & Energy Team

Enclosure
Via e-mail
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FACILITY PERMIT TO OPERATE
CEDARS-SINAI MEDICAL CTR

Facility Equipment and Requirements
(Section D)

This section consists of a table listing all permitted equipment at the facility, facility wide
requirements, all individual Permits to Construct and Permits to Operate 1ssued to various equipment
at.the facility, and Rule 219-exempt equipment subject to source-specific requirements. Each permit
and Rule 219-exempt equipment will list operating conditions including periodic monitoring
requirements, and applicable emission limits and requirements that the equipment is subject to. Also
included is the rule origin and authority of each emission limit and permit condition.
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FACILITY PERMIT TO OPERATE
CEDARS-SINATI MEDICAL CTR

PERMITTED EQUIPMENT LIST

THE FOLLOWING IS A LIST' OF ALL PERMITS TO CONSTRUCT AND PERMITS TO OPERATE AT THIS
FACILITY:

Application number | Permit to Operate number | Equipment description

223484 D61488 BOILER (>50 MMBTU/HR) NAT GAS-DISTL
PP

223485 D61570 BOILER (»50 MMBTU/HR) NAT GAS-DISTL
PP

223486 D61485 BOILER (>50 MMBTU/HR) NAT GAS-DISTL
PP

246993 D64622 | C E (50-500 HP) EM ELEC GEN-DIESEL

246994 D64662 | C E (60-500 HP) EM ELEC GEN-DIESEL

246996 D41403 | C E (50-500 HP) EM ELEC GEN-DIESEL

249844 D45165 1 C E (>500 HP) EM ELEC GEN DIESEL

249845 D45166 1 C E (>500 HP) EM ELEC GEN DIESEL

290663 D81544 I C E (50-500 HP) EM ELEC GEN-DIESEL

329953 F9154 STORAGE TANK DIESEL

329954 F9157 STORAGE TANK DIESEL

329955 F9156 STORAGE TANK DIESEL

329956 F9155 STORAGE TANK DIESEL

343820 F16016 ICE (50-500 HP) EM ELEC GEN DIESEL

3563727 F35019 ICE (50-500 HP) EM ELEC GEN DIESEL

378130 F36173 1 C E (>500 HP) EM ELEC GEN DIESEL

410733 F62172 | CE (>500 HP) EM ELEC GEN DIESEL

410735 F62173 | C E (>500 HP) EM ELEC GEN DIESEL

410736 F62174 | CE (>500 HP) EM ELEC GEN DIESEL

410737 F62176 | CE (>500 HP) EM ELEC GEN DIESEL

410738 F62175 | C E (>500 HP) EM ELEC GEN DIESEL

497314 SELECTIVE CATALYITIC REDUCTION

501990 SELECTIVE CATALYITIC REDUCTION

501991 SELECTIVE CATALYITIC REDUCTION

503717 BOILER (=50 MMBTU/HR} NAT GAS-DISTL
PP

503718 BOILER (>50 MMBTU/HR) NAT GAS-DISTL
PP

503719 BOILER (>50 MMBTU/HR} NAT GAS-DISTL
PP

NOTE: EQUIPMENT LISTED ABOVE THAT HAS NO CORRESPONDING PERMITS TO OPERATE NUMBER
ARE ISSUED PERMITS TO CONSTRUCT. THE ISSUANCE OR DENIAL OF THEIR PERMITS TO OPERATE IS
SUBJECT TO ENGINEERING FINAL REVIEW, ANY OTHER APPLICATIONS THAT ARE STILL BEING
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL
NOT BE FOUND IN THIS TITLE V PERMIT.
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FACILITY WIDE CONDITION(S)

Condition(s):

1.

EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE OPERATOR SHALL NOT
DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER
ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGATING MORE THAN THREE
MINUTES IN ANY ONE HOUR WHICH IS:

A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. 1 ON THE RINGLEMANN
CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR

B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER'S VIEW TO A DEGREE EQUAL TO OR
GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPH (A) OF THIS CONDITION.
[RULE 401)

THE OPERATOR SHALL NOT PURCHASE ANY DIESEL FUEL UNLESS THE FUEL IS LOW SULFUR
DIESEL FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPMV BY WEIGHT AS
SUPPLIED BY THE SUPPLIER.

[RULE 431.2)
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PERMIT TO OPERATE

Permit No. D61488
A/N 223484

Equipment Description:

‘BOILER, TRANE-MURRAY, MODEL NO. MCF 4-49, SERIAL NUMBER 10440, WITH A COEN, MODEL

DAF/FGR 26, LOW-NOX BURNER, 61,887,000 BTU/HR NATURAL GAS FIRED, AND 40,000,000 BTU/ LOW
NOX FUEL OIL FIRED, WITH INDUCED FLUE GAS RECIRCULATION, AND A 20 HP COMBUSTION AIR
BLOWER.

Conditions:

1.

[#%)]

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN
OPERATION.
[RULE 1146]

THIS BOILER SHALL BE EQUIPPED WITH A NON-RESETTABLE, TOTALIZING FLOW METER FOR
EACH FUEL FIRED. :
[RULE 1146]

THE BOILER OPERATOR SHALL RECORD THE DAILY FUEL USE IN A MANNER APPROVED IN
WRITING BY THE DISTRICT. ALL RECORDS SHALL BE RETAINED FOR A PERIOD OF TWO YEARS
AND BE MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST

[RULE 1146]. '

IF THE BOILER BURNS MORE THAN 1,355,320 THEMS OF FUEL IN ANY ONE CALENDAR YEAR,
THE BOILER SHALL MEET THE 30 PPM OXIDES OF OXIDES OF NITROGEN LIMIT OF RULE 1146
BY MARCH | OF THE FOLLOWING YEAR.

[RULE 1146]

IF THIS BOILER BURNS MORE THAN 200 BILLION BTUS OF FUEL IN ANY ONE CALENDAR YEAR,
THE BOILER OPERATOR SHALL INSTALL AND OPERATE FOR THE LIFE OF THE UNIT BEGINNING
MARCH 1 OF THE FOLLOWING YEAR AN OXIDES OF NITROGEN CONTINUOUS EMISSION
MONITORING SYSTEM THAT IS APPROVED BY THE EXECUTIVE OFFICER IN ACCORDANCE
WITH RULE 218(B).

[RULE 1146]

Periodic Monitoring:
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THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) EITHER

BY:(a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD
METHOD 100.1 OR 7.1; OR.(b)*CONDUCTING A TEST AT'LEAST ANNUALLY USING A PORTABLE

ANALYZER AND AQMD-APPROVED TEST METHOD. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) EITHER BY:
(2) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD METHOD
100.1 OR 10.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD.. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS
COMBUSTED ONE MILLION -GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN OPERATION AND DURING DAYLIGHT HOURS. ' IF ANY VISIBLE EMISSIONS (NOT
INCLUDING CONDENSED:WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER:

A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT;
OR

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY

. STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS
TO AQMD. .
IN ADDITION, THE OPERATOR SHALL KEEP THE.RECORDS IN-ACCORDANCE WITH THE

'RECORDKEEPING REQUIREMENTS IN'SECTION K OF THIS PERMIT AND THE FOLLOWING
RECORDS: '

A. STACK OR EMISSION POINT IDENTIFICATION;
B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]
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11. UNITS WITH A HEAT INPUT GREATER THAN 10 MMBTU/HR AND ANNUAL, OIL USAGE GREATER
THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT
EXCEED 2,000,000 GALLONS IN ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER ‘CONDITION, HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

A. DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

12. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: ‘ v

CO: 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146
NOX 40 PPMV, RULE 1146
NOX: 30 PPMV, RULE 1146
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PERMIT TO OPERATE

Permit No. D61570
A/N 223485

Equipment Description:

BOILER, TRANE-MURRAY, MODEL NO. 4-49, SERIAL NUMBER 10441, WITH A COEN, MODEL DAF/FGR 26,
LOW-NOy BURNER, 61,887,000 BTU/HR NATURAL GAS FIRED, AND 40,000,000 BTU/ LOW NOx FUEL OIL
FIRED, WITH INDUCED FLUE GAS RECIRCULATION, AND A 20 HP COMBUSTION AIR BLOWER.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN
OPERATION.
[RULE 1146]

THIS BOILER SHALL BE EQUIPPED WITH A NON-RESETTABLE, TOTALIZING FLOW METER FOR
EACH FUEL FIRED.
[RULE 1146]

THE BOILER OPERATOR SHALL RECORD THE DAILY FUEL USE IN A MANNER APPROVED IN
WRITING BY THE DISTRICT. ALL RECORDS SHALL BE RETAINED FOR A PERIOD OF TWO YEARS
AND BE MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.

[RULE 1146]

IF THE BOILER BURNS MORE THAN 1,355,320 THEMS OF FUEL IN ANY ONE CALENDAR YEAR,
THE BOILER SHALL MEET THE 30 PPM OXIDES OF OXIDES OF NITROGEN LIMIT OF RULE 1146
BY MARCH 1 OF THE FOLLOWING YEAR.

[RULE 1146]

IF THIS BOILER BURNS MORE THAN 200 BILLION BTUS OF FUEL IN ANY ONE CALENDAR YEAR,
THE BOILER OPERATOR SHALL INSTALL AND OPERATE FOR THE LIFE OF THE UNIT BEGINNING
MARCH 1 OF THE FOLLOWING YEAR AN OXIDES OF NITROGEN CONTINUOUS EMISSION
MONITORING SYSTEM THAT IS APPROVED BY. THE EXECUTIVE OFFICER IN ACCORDANCE
WITH RULE 218(B).

[RULE 1146]

Periodic Monitoring:
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THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) EITHER
BY: (a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD
METHOD 100.1 OR.7.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD. THE TEST SHALL BE CONPUCTED WHEN
THE EQUIPMENT IS:OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE 'WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E

AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) EITHER BY:
(2) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD METHOD
100.1 OR 10.1; OR () CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD.. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT. -

[RULE 3004 (a)(4)]

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS
COMBUSTED: ONE MILLION GALL:ONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN OPERATION AND DURING DAYLIGHT HOURS. IF ANY VISIBLE.EMISSIONS (NOT
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED. THAT LAST'MORE THAN THREE
MINUTES IN ANY ONE HOUR, THE OPERATOR ‘SHALL EITHER:

C. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT,
OR

D. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE
EMISSION EVALUATION”; WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS
TO AQMD.

IN ADDITION, THE OPERATOR SHALL KEEP-THE RECORDS IN ACCORDANCE WITH THE

RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING

RECORDS:
E. STACK OR EMISSION POINT IDENTIFICATION;

F. DESCRIPTION OF ANY CORRECTIVE ACTION S TAKEN TO ABATE VISIBLE EMISSIONS;
G. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND

H. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]
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1. UNITS WITH A HEAT INPUT GREATER THAN 10 MMBTU/HR AND ANNUAL OIL USAGE GREATER
THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT
EXCEED 2,000,000 GALLONS IN ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

B. DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)]

‘Emissions And Requirements:

12. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

CO: 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146
NOX 40 PPMV, RULE 1146
NOX: 30PPMV, RULE 1146
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PERMIT TO OPERATE

Permit No: D61485
A/N 223486

Equipment Description:

BOILER, TRANE-MURRAY, MODEL NO. MCF- 4-49, SERIAL NUMBER 10439, WITH A_“COEN, 'M:OD_EL
DAF/FGR 26, LOW-NOX BURNER, 61,887,000 BTU/HR NATURAL GAS FIRED, ANDV‘402.(.)00,0_0_0 BTU/ LOW
NOX FUEL OIL FIRED, WITH INDUCED FLUE GAS RECIRCULATION, AND A 20 HP - COMBUSTION AIR
BLOWER.

Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT TN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN
OPERATION.
[RULE 1146]

L]

4, THIS BOILER SHALL BE EQUIPPED WITH A NON-RESETTABLE, TOTALIZING FLOW METER FOR
EACH FUEL FIRED.
[RULE 1146]

5. THE BOILER OPERATOR SHALL RECORD THE DAILY FUEL USE IN A MANNER.APPROVED IN-
WRITING BY THE DISTRICT. ALL RECORDS SHALL BE RETAINED FOR A PERIOD OF TWO YEARS
AND BE MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146)

6. IF THE BOILER BURNS MORE THAN 1,355,320 THEMS OF FUEL TN ANY ONE CALENDAR YEAR,
THE BOILER SHALL MEET THE 30 PPM OXIDES OF OXIDES OF NITROGEN LIMIT OF RULE 1146
BY MARCH 1 OF THE FOLLOWING YEAR.
[RULE 1146]

7. IF THIS BOILER BURNS MORE THAN 200 BILLION BTUS OF FUEL IN ANY ONE-CALENDAR YEAR,
THE BOILER OPERATOR SHALL INSTALL AND OPERATE FOR THE LIFE OF THE UNIT BEGINNING
MARCH 1 OF THE FOLLOWING YEAR AN OXIDES OF NITROGEN CONTINUOUS EMISSION :
MONITORING SYSTEM THAT IS APPROVED BY THE EXECUTIVE OFFICER IN ACCORDANCE
WITH RULE 218(B).

[RULE 1146]
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Periodic Monitoring:

8.

10.

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) EITHER
BY: (a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD
METHOD 100.1 OR 7.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) EITHER BY:
(2) CONDUCTING A SQURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD METHOD
100.1 OR 10.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD.. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN OPERATION AND DURING DAYLIGHT HOURS. IF ANY VISIBLE EMISSIONS (NOT
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER:

E. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE SAME
FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF THIS PERMIT;
OR

F. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS
TO AQMD. |

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE

RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING

RECORDS:

I. STACK OR EMISSION POINT IDENTIFICATION;
J. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
K. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND
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?

L. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

11. UNITS WITH A HEAT INPUT GREATER THAN 10 MMBTU/HR AND ANNUAL OIL USAGE GREATER
THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT
EXCEED 2,000,000 GALLONS IN ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER.CONDITION, HEAT-TRANSFER SURFACE CONDITION,

- WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN AGCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

C. DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

12. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

CO: 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146
NOX 40 PPMV, RULE 1146
NOX: 30 PPMV, RULE 1146
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PERMIT TO OPERATE

Permit No. D64622
A/N 246993

Equipment Description:

INTERNAL COMBUSTION ENGINE, CATERPILLAR, EMERGENCY ELECTRICAL GENERATION, MODEL NO.

3406TA, SERIAL NO. 2WB01385/6BA137, DIESEL FUELED, TURBOCHARGED, AFTERCOOLED, 6

CYLINDERS, 450 BHP.

Conditions:

)

2)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
LSSUED UNLESS OTHERWISE NOTED BELOW

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME:METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A EMERGENCY USE
B. MAINTENANCE AND TESTING
C. OTHER (BE SPECIFIC).

IN ADDITION, EOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING HOUR METER READING:(IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE END OF THE OPERATION.

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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6. OPERATION BEYOND THE 30 HOURS:PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO.A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE IS -
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED'IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR IN EFFECT.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

7. ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

8. THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]

9. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

Emissions And Requirements:

10. THIS EQUIPMENT 1S SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE. 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. D64662
A/N 246994

Equipment Description:

INTERNAL COMBUSTION ENGINE, CUMMINS, EMERGENCY ELECTRICAL 'GENERATION, MODEL NO. .
6BT-5.9, SERIAL NO. 44188376, DIESEL-FUELED, TURBOCHARGED, 6 CYLINDERS, 134-BHP,

Conditions:

1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
LSSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDTTION AT ALL TIMES.
[RULE 204]

3. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

4. AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

5. THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A. EMERGENCY USE
B. MAINTENANCE AND TESTING

C. OTHER (BE SPECIFIC).

IN ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING HOUR METER READING-(IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE END OF THE OPERATION.

[RULE 11102, RULE 1304 (a), RULE 1470]
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6. OPERATION BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR IN EFFECT.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

7. ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

8. THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]
9. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH, A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

Emissions And Requirements:

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE F OLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. D41403 .
A/N 246996

INTERNAL COMBUSTION ENGINE, ALLIS CHALMERS, DIESEL-FUELED, EMERGENCY ELECTRICAL
GENERATION, MODEL NO. 250DYB-17R, SERIAL NO. 027472423, 6 CYLINDERS, 4 CYCLES,
TURBOCHARGED, 350 BHP.

Conditions:

1. OPERATION OF THIS EQUIPMENT MUST BE CONDUCTED IN COMPLIANCE WITH ALL DATA AND
SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS ISSUED
UNLESS OTHERWISE'NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT MUST BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
- [RULE 204]

3. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

4. AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

5., THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS'DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC' REASON FOR OPERATION AS:

A EMERGENCY USE

B. 'MAINTENANCE AND TESTING

C. ~ OTHER (BE SPECIFIC).

IN'ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE:SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING HOUR METER READING (IN' HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE END-OF THE OPERATION.:

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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OPERATION'BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS.OF GRID POWER OR UP TO 30-
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT'EXPECTS TO ISSUE SUCH AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER.
IMMINENT OR IN EFFECT.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINI:
OPERATING LOG: A : f

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND

B. THE TOTAL HOURS ‘OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN'WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE-1110.2, RULE 1304 (a)]

Emissions And Requirements:

THIS . EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. D45165
A/N 249844

Equipment Description:

INTERNAL COMBUSTION ENGINE, NO. 1, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION,
MODEL NO. 9163-7316, DIESEL-FUELED, TURBOCHARGED, AFTERCOOLED, 16 CYLINDERS, 1745 BHP.

Conditions:

L. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

3. THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

4. AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

5. THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

Al EMERGENCY USE ]
B. - MAINTENANCE AND TESTING
C. ‘OTHER (BE.SPECIFIC). .
IN ADDITION, FOR EACH TIME THE:ENGINE 1S MANUALLY STARTED, THE LOG. SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
_ TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE END OF THE OPERATION,;
[RULE 1110.2, RULE 1304 (a); RULE 1470]
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OPERATION BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID.POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH'AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS:SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT ORIN EFFECT. '

[RULE 1110.2, RULE 1304 (a), RULE 1470]

ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND

B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR.
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS ‘OF THE FOLLOWING RULES
AND REGULATIONS: :

PM:  RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. D45166
A/N 249845

Eduipment Description:

INTERNAL COMBUSTION ENGINE, NO. 2, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION,
MODEL.NO. 9163-7316, DIESEL-FUELED, TURBOCHARGED, AFTERCOOLED, 16 CYLINDERS, 1745 BHP.

Conditions:

1. ‘OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204] ‘

2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES
[RULE 204].

3. THIS ENGINE'SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
- INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

4. AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER.SHALL BE INSTALLED AND
'MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

5. THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH.AND THE SPECIFIC REASON FOR OPERATION AS:

A. EMERGENCY USE
B. MAINTENANGCE AND TESTING

C. . OTHER (BE SPECIEIC). ‘
IN. ADDITION, FOR- EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE'END OF THE OPERATION.

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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6. OPERATION BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ‘ONLY IN THE EVENT OF A LOSS OF GRID POWER.OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR TN EFFECT.

[RULE 1110:2, RULE 1304 (a), RULE 1470]

7. ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE .
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED. ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST-

[RULE 1110.2, RULE 1304 (a), RULE 1470],

8. THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470] 4
9. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

Emissions And Requirements:

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUTREMENTS OF THE FOLLOWTNG RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR. THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. D81544
A/N 290663

Equipment Description:

INTERNAL COMBUSTION ENGINE, CATERPILLAR, EMERGENCY ELECTRICAL GENERATION, MODEL NO.
3054, DIESEL FUELED, 4 CYLINDERS, TURBOCHARGED, 96 BHP:

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMTTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS

ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

THIS EQUIPMENT SHALL, BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT .ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50’ HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A EMERGENCY USE

B. - MAINTENANCE AND TESTING
G, OTHER (BE SPECIFIC).

" IN'ADDITION, FOR EACH TIME THE ENGINE IS, MANUALLY STARTED, THE LOG SHALL INCLUDE

THE DATE.OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE:

 TOTALIZING HOUR METER READING (IN HOURS AND, TENTHS OF HOURS) AT THE BEGINNING
AND THE END OF THE OPERATION.

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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6. OPERATION BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN'THE EVENT OF A LOSS OF GRID POWER OR UP:TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA.WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED:IN A UTILITY SERVICE BLOCK. THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR IN EFFECT. '

[RULE 1110.2, RULE 1304 (a), RULE 1470]

7. ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN'THE ENGINE
OPERATING LOG: :

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINEDON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

8. THE ENGINE SHALL MEET ALL-APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1476]

9. THIS ENGINE SHALL NOT BE USED.AS.PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS,ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.’

[RULE,1110.2, RULE 1304 (a)]

Emissions And Requirements:

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: ’ .

PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F9154
A/N 329953

Equipment Description:

AMBER 363 FUEL-STORAGE TANK (TANK NO. 2), UNDERGROUND, CYLINDRICAL, 12'-0" DIA. X 60'-0" L.,
50,000-GALLON CAPACITY.

Conditions:

1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN. ACCORDANCE WITH ALL DATA
ANDSPECIFICATIONS SUBMITTED WITIJ THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW..

[RULE 204]

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES. '
[RULE 204]

3) THE MAXIMUM QUANTITY OF AMBER 363 FUEL UNLOADED INTO THE UNDERGROUND
STORAGE TANKS ISSUED A PERMIT TO CONSTRUCT AND‘OPERATE UNDER A/N'S 329953, 329954,
329955, AND 329956 SHALL NOT EXCEED 2.08MM GALLONS TOTAL IN ANY ONE CALENDAR
MONTH.
[RULE 1303 (b)(2)-OFFSETS]

4), AN OPERATING LOG LISTING THE DATE AND THE AMOUNT TN GALLONS OF AMBER 363 FUEL
UNLOADED SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM OF TWO YEARS AND
MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST .
[RULE 1303 (b)(2)-OFFSETS].
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Permit No. F9157
A/N 320954

Equipment Description:

AMBER 363 FUEL STORAGE TANK (TANK'NO. 3), UNDERGROUND CYLINDRICAL, 12'-0" DIA. X 60'-0" L.,
50,000-GALLON CAPACITY.

Conditions:

1)

2)

3)

4

OPERATION 'OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THE MAXIMUM QUANTITY OF AMBER 363 FUEL UNLOADED INTO THE UNDERGROUND
STORAGE TANKS ISSUED A PERMITTO-CONSTRUCT AND OPERATE UNDER A/N'S 329953, 329954,
329955, AND 329956 SHALL NOT EXCEED 2.08MM GALLONS TOTAL IN ANY ONE CALENDAR
MONTH.

[RULE 1303 (b)(2) OFFSETS]

AN OPERATING LOG LISTING THE DATE AND THE AMOUNT IN GALLONS ‘OF AMBER 363 FUEL
UNLOADED SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM -OF TWO'YEARS AND
MADE AVAILABLE TO DISTRICT:PERSONNEL UPON REQUEST.

[RULE 1303 (b)(2) -OFFSETS]
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PERMIT TO OPERATE

Permit No. F9156
A/N 329955

Equipment Description:

AMBER 363 FUEL STORAGE TANK{TANK NO. 4), UNDERGROUND, CYLINDRICAL, 12-0" DIA. X 60'-0" L,
50,000-GALLON CAPACITY. :

Conditions:

)

2)

3)

4)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITL THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW. ,

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THE MAXIMUM QUANTITY OF AMBER 363 FUEL UNLOADED INTO THE UNDERGROUND
STORAGE TANKS ISSUED A PERMIT TO CONSTRUCT AND OPERATE UNDER A/N'S 329953, 329954,
329955, AND 329956 SHALL NOT EXCEED 2.08MM GALLONS TOTAL IN ANY ONE CALENDAR

- MONTH.

[RULE 1303 (b)(2) OFFSETS]

AN OPERATING LOG LISTING THE DATE AND THE AMOUNT IN GALLONS OF AMBER 363 FUEL
UNLOADED SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM OF TWO YEARS AND
MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.

[RULE 1303 (b)(2) OFFSETS]
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PERMIT TO OPERATE

Permit No:. F9155
‘A/N 329956

Equipment Déscription:

AMBER 363 FUEL STORAGE TANK (TANK NO. 1), UNDERGROUND, CYLINDRICAL, 12'-0" DIA. X .60%0" L.,
50,000-GALLON CAPACITY.

Conditions:

D

2)

3)

4)

OPERATION OF THIS EQUIPMENT SHALL BE.CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED. WITIJ THE ARPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW

[RULE204].

THIS EQUIPMENT SHALL BE PROPERLY' MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE.204]

THE MAXIMUM .QUANTITY OF AMBER 363 FUEL UNLOADED INTO THE UNDERGROUND.

STORAGE TANKS ISSUED A PERMIT TO.-CONSTRUCT AND OPERATE UNDER A/N'S 329953, 329954,

329955, AND 329956 SHALL NOT EXCEED 2.08MM GALLONS TOTAL IN ANY ONE CALENDAR
MONTH.
[RULE. 1303 (b)(2) OFFSETS]

AN OPERATING LOG LISTING THE DATE AND THE AMOUNT IN GALLONS OF AMBER 363 FUEL
UNLOADED SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM OF TWO YEARS AND

MADE.AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.

[RULE 1303 (b)(2) OFFSETS]
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PERMIT TO OPERATE

Permit No. F16016
A/N 342840

Equipment Description:

INTERNAL-COMBUSTION ENGINE, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION, MODEL
NO. 8063-7405, DIESEL FUELED, 8 CYLINDERS, TURBOCHARGED, AFTERCOOLED, 423 BHP.

Conditions:

1.

'TOTALIZING& H

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMTTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS

"~ ISSUED UNLESS OTHERWISE NOTED BELOW..

[RULE 204]

THIS. EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING

PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTATNED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME

‘THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A. EMERGENCY USE
B. MAINTENANCE AND TESTING
C. OTHER (BE SPECIFIC).

'IN ADDITION FOR EACH TIME THE ENGINE IS MANUALLY STARTED THE LOG SHALL INCLUDE

OUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
ND OF THE OPERATION.

AND THE E

" [RULE 1110.2, RULE 1304 (a), RULE 1470]
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6. OPERATION BEY.OND THE 30 HOURS:RER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS'‘ORDERED ROTATING OUTAGES IN THE CONTROL AREA ' WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THATIT EXPECTS TO ISSUE SUCH AN'ORDER AT A. CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE.
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED.IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR IN EFFECT. ‘

[RULE 1110.2, RULE 1304 (a), RULE 1470]

7. ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVI QU__st CALENDAR YEAR, AND
B.. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED -ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

8. THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470,
[RULE 1470]

9. THIS. ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENTOR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO-BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

Emissions And Requiréments:

10.  THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE404, SEE APPENDIX B FOR THE EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
- CEDARS-SINAI MEDICAL CTR

PERMIT TO OPERATE

Permit No. F35019
A/N 353727

~

INTERNAL COMBUSTION ENGINE, JOHN DEERE, EMERGENCY ELECTRICAL GENERATION, MODEL NO.
6059, DIESEL FUELED, TURBOCHARGED, 166 BHP.

Conditions:

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMTTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS

ISSUED UNLESS OTHERWISE NOTED BELOW.
[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITION AT ALL TIMES.

[RULE 204]

‘THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN.ANY ONE YEAR, WHICH

INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. _
[RULE 11102, RULE 1304 (a);, RULE 1470]

. AN OPE‘RATIONALYNON'—RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO, INDICATE THE ENGINE ELAPSED OPERATING TIME.

[RULE 1110.2, RULE 1304 (a), RULE. 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A. . EMERGENCY USE
B. MAINTENANCE AND TESTING
C. OTHER (BE SPECIFIC).

IN ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE

- THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON EOR OPERATION, AND THE
TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
‘AND! THE END OF THE OPERATION. -

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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6. OPERATION BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN'THE EVENT:OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING-OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE-CONTROL AREA WHERE THE ENGINE IS
'LOCATED OR.HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN.QRDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED:IN' A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR IN EFFECT.

[RULE 1110.2, RULE 1304.(a), RULE 1470] L

7. ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR,. AND .
-B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING EOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF EIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE.11 1‘0.2‘, RULE 1304 (a), RULE 1470]

8. ‘THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]

9, THIS: ENGINE SHALL NOT BE USED AS.PART OF A DEMAND RESPONSE PROGRAM USING.
INTERRUPTIBLE ‘SERVICE CONTRACT TN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1116.2, RULE 1304 (a)]

Emissions And Requirements:

10.  THIS EQUIPMENT IS SUBJECT TO THE-APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F36173
A/N 378130

Equipment Description:

INTERNAL COMBUSTION ENGINE, CATERPILLAR, EMERGENCY ELECTRICAL GENERATION, MODEL NO.
3508, DIESEL FUELED; 8 CLYINDERS, TURBOCHARGED, AFTERCOOLED, 1486 B.H.P. :

Conditions:

D

2)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
LSSUED UNLESS OTHERWISE NOTED BELOW

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES: ;
[RULE 204]

THIS ENGINE SHALL NOT'OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 30 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 11102, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LLOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A. EMERGENCY USE
B. MAINTENANCE AND TESTING
¢ ‘OTHER (BE SPECIFIC).

IN ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING

AND THE ENDOF THE OPERATION.

[RULE 1110.2, RULE 1304 (a), RULE 1470]



‘Section D Page 34
Facility LD#: 016389
Revision#: DRAFT
Date; Decembér 1,2009

FACILITY PERMIT TO OPERATE
CEDARS-SINAT MEDICAL CTR

OPERATION BEYOND THE 30 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT:OF A LOSS-OF GRID-POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING ‘OUTAGES IN THE CONTROL.AREA WHERE THE ENGINE IS

. LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN ORDER AT A CERTAIN

TIME, AND THE ENGINE IS LOCATED IN A UTILITY. SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE 1S NO LONGER
IMMINENT OR IN EFFECT. '
[RULE 1110.2, RULE 1304 (a), RULE 1470]

ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND

B. “THE TOTAL HOURS OF ENGINE. OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED-ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART:OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

Emissions And Requirements:

10.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE EOLLOWING RULES
AND REGULATIONS:

" PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F62172
A/N 410733

Equipment Description:

INTERNAL COMBUSTION ENGINE, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION, MODEL
NO. T163-7K36 (16V-4000), SERIAL NO. 5272001580, DIESEL FUELED, SIXTEEN CYLINDERS,
TURBOCHARGED AND AFTERCOOLED, 2935 BHP: '

Conditions:

2)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS

ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL, BE PROPERLY MAINTAINED AND KEPT IN - GOOD OPERATING

CONDITION AT ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 11102, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS QPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A.  EMERGENCY USE
B.  MAINTENANCE AND TESTING
C. OTHER (BE SPECIFIC).

IN ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE ‘OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING

AND THE.END OF THE OPERATION.

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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‘OPERATION BEYOND THE 50 HOURS-PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND

TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH.AN ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL. BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT-A ROTATING OUTAGE.IS.NO LONGER
IMMINENT OR IN EFFECT.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

ON OR BEFORE JANUARY 15TH OF EA_CH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED:ON SITE FOR A MINIMUM OF FIVE:CALENDAR

YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST. ,
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470. -
[RULE 1470]

THIS ENGINE SHALL NOT BE USED AS PART OF A. DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR.
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE 1110.2, RULE 1304 (a)]

Emissions And Requirements:

10.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
ANDREGULATIONS: '

PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F62173
A/N 410735

_Equipment Description:

INTERNAL COMBUSTION ENGINE, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION, MODEL
NO. T163-7K36 (16V-4000), SERIAL NO. 5272001581, DIESEL FUELED, SEXTEEN CYLINDERS,
TURBOCHARGED.AND AFTERCOOLED, 2935 BHP.

Conditions:

1)

2)

3.

4f

5.

OPERATION ‘OF THIS.EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN'ANY ONE YEAR, WHICH
. INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. ,

[RULE 1110.2, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE'IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A. EMERGENCY USE

B. MAINTENANCE AND TESTING

C. OTHER (BE SPECIFIC).

IN'ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE
THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE

'TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING

" AND THE ‘END OF THE OPERATION.

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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OPERATION BEYOND THE 50 HOURS.PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY' IN THE EVENT OF A LOSS OF GRID POWER :OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE; PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING QUTAGES IN THE.CONTROL AREA WHERE THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN'‘ORDER AT A, CERTAIN
TIME, AND THE ENGINE IS LOCATED IN.A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT-OR IN EFFECT.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG: ‘

A. THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR.
YEARS AND.SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE -
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470] ,

THIS ENGINE SHALL NOT BE USED AS PART-OF A DEMAND RESPONSE PROGRAM USING
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR.REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID GPERATOR.

[RULE 11102, RULE 1304 (a)]

Emissions. And Requirements:

10.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES .
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F62174
A/N 410736

Equipment Description:

INTERNAL COMBUSTION ENGINE, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION ‘MODEL
NO. T163-7K36 (16V-4000), SERIAL NO. 5272001582, DIESEL FUELED, SIXTEEN CYLl'NDERS
TURBOCHARGED AND AFTERCOOLED, 2935 BHP.

‘Conditions:

1

2)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN' ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES. .

[RULE 1110.2, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A. EMERGENCY USE
B. MAINTENANCE AND-TESTING
C. OTHER (BE SPECIFIC).

IN ADDITION, FOR EACH TIME THE ENGINE IS MANUALLY STARTED, THE LOG SHALL INCLUDE

THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE

TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE END OF THE OPERATION.
[RULE 1110.2, RULE 1304 (a), RULE 1470]
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‘OPERATION BEYOND THE 50 HOURS PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND

TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE. THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN-ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE .
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE 1S NO LONGER
IMMINENTOR IN EFFECT..

[RULE 1110.2, RULE 1304 (a), RULE 1470]

ONOR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. ‘THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B.. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR,

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST.

[RULE 11102, RULE 1304 (a), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470}

THIS ENGINE SHALL NOT BE USED AS'PART OF A DEMAND RESPONSE PROGRAM USING:
INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES. A PAYMENT OR.
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC. LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE.1110.2,.-RULE 1304 (a)]

‘Emissions And Requirements:

10.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS. OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B FOR THE . EMISSION LIMITS
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PERMIT TO OPERATE

Permit No. F62176
AIN 410737

Equipment Description:

INTERNAL COMBUSTION ENGINE, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION, MODEL
NO. T163-7K36°(16V-4000); SERIAL NO. 5272001601, DIESEL FUELED, SIXTEEN CYLINDERS,
TURBOCHARGED AND AFTERCOOLED, 2935 BHP.

Conditions:

1

2)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUGTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204] :

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITION AT ALL TIMES.

[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS IN ANY ONE YEAR, WHICH

‘INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING
PURPOSES.

[RULE 1110:2, RULE 1304 (a), RULE 1470]

AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND

'MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.

[RULE 1110.2, RULE 1304 (a), RULE 1470}

THE OPERATOR SHALL'KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME
THE ENGINE IS OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A EMERGENCY USE

B. MAINTENANCE.AND TESTING
C. OTHER (BE SPECIFIC).

IN ADDITION, FOR EACH TIME THE ENGINE 1S MANUALLY STARTED, THE LOG SHALL INCLUDE

‘THE-DATE. OF ENGINE-:OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE

TOTALIZING HOUR METER READING (IN HOURS AND TENTHS OF HOURS) AT THE BEGINNING
AND THE END OF THE - OPERATION.
[RULE 1110.2, RULE 1304 (d), RULE 1470}
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6. OPERATION BEYOND THE 50 HOURS:PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING-OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS-ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE. THE ENGINE IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN'ORDER AT A CERTAIN
TIME, AND THE ENGINE IS LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS NO LONGER
IMMINENT OR: IN EFFECT.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

7. " ON OR BEFORE JANUARY 15TH OF EACH YEAR THE OPERATOR SHALL-RECORD IN THE ENGINE
OPERATING LOG:

A THE TOTAL HOURS OF ENGINE OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR THE
PREVIOUS CALENDAR YEAR.

ENGINE OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF EIVE CALENDAR
YEARS AND SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER.OR RERRESENTATIVE
UPON REQUEST.

[RULE 1110.2, RULE 1304 (a), RULE 1470]

8. THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.

[RULE 1470]
9. THIS ENGINE SHALL NOT BE USED AS PART OF A DEMAND RESPONSE PROGRAM USING .

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT OR
REDUCED RATES IN RETURN FOR REDUCING ITS ELECTRIC LOAD ON THE GRID WHEN
REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

{RULE 1110.2, RULE 1304 (a)]

Emissions And Requirements:

10. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM: RULE 404, SEE APPENDIX B:FOR THE EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
CEDARS-SINAI MEDICAL CTR
PERMIT TO OPERATE

.Permit No. F62175
A/N 410738

Equipment Description:

INTERNAL COMBUSTION ENGINE, DETROIT DIESEL, EMERGENCY ELECTRICAL GENERATION, MODEL
NO. T163-7K36 (16V-4000), SERIAL NO. 5272001602, DIESEL FUELED, SIXTEEN CYLINDERS,
TURBOCHARGED AND AFTERCOOLED, 2935 BHP.

Conditions:

)]

.2)

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS

ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE'PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING

CONDITION AT ALL TIMES.
[RULE 204]

THIS ENGINE SHALL NOT OPERATE MORE THAN 200 HOURS.IN ANY ONE YEAR, WHICH
INCLUDES NO MORE THAN 50 HOURS IN ANY ONE YEAR FOR MAINTENANCE AND TESTING

PURPOSES.

[RULE 1110.2, RULE 1304 (a), RULE 1470]
AN OPERATIONAL NON-RESETTABLE TOTALIZING TIME METER SHALL BE INSTALLED AND
MAINTAINED TO INDICATE THE ENGINE ELAPSED OPERATING TIME.

[RULE 1110:2, RULE 1304.(2); RULE 1470}

THE OPERATOR SHALL KEEP A LOG OF ENGINE OPERATIONS DOCUMENTING THE TOTAL TIME

THE ENGINE IS ‘OPERATED EACH MONTH AND THE SPECIFIC REASON FOR OPERATION AS:

A, EMERGENCY USE.

B. MAINTENANCE AND TESTING
C. OTHER (BE SPECIFIC).

IN ADDITION "FOR EACH. TIME THE ENGINE IS MANUALLY STARTED, THE LLOG SHALL INCLUDE

THE DATE OF ENGINE OPERATION, THE SPECIFIC REASON FOR OPERATION, AND THE
TOTALIZING'HOUR METER READING (IN HOURS' AND TENTHS OF HOURS) AT THE BEGINNING
AND. THE END OF THE ‘OPERATION. '

[RULE 1110.2, RULE 1304 (a), RULE 1470]
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OPERATION BEYOND THE 50 HOURS.PER YEAR ALLOTTED FOR ENGINE MAINTENANCE AND
TESTING SHALL.BE ALLOWED ONLY IN THE EVENT OF A LOSS OF GRID POWER OR UP TO 30
MINUTES PRIOR TO A ROTATING OUTAGE, PROVIDED THAT THE UTILITY DISTRIBUTION
COMPANY HAS ORDERED ROTATING OUTAGES IN THE CONTROL AREA WHERE THE ENGINE.IS
LOCATED OR HAS INDICATED THAT IT EXPECTS TO ISSUE SUCH AN-ORDER AT.A CERTAIN
TIME, AND THE ENGINE IS'LOCATED IN A UTILITY SERVICE BLOCK THAT IS SUBJECT TO THE
ROTATING OUTAGE. ENGINE OPERATION SHALL BE TERMINATED- IMMEDIATELY AFTER THE
UTILITY DISTRIBUTION COMPANY ADVISES THAT A ROTATING OUTAGE IS.NO LONGER
IMMINENT OR IN EFFECT,

[RULE 11102, RULE 1304 (a), RULE 1470]

ON OR BEFORE JANUARY [5TH OF EACH YEAR THE OPERATOR SHALL RECORD IN THE ENGINE
OPERATING LOG:

A. THE TOTAL HOURS OF ENGINE.OPERATION FOR THE PREVIOUS CALENDAR YEAR, AND
B. THE TOTAL HOURS OF ENGINE OPERATION FOR MAINTENANCE AND TESTING FOR.THE
PREVIOUS CALENDAR YEAR.

ENGINE:OPERATION LOG(S) SHALL BE RETAINED ON SITE FOR A MINIMUM OF FIVE CALENDAR
YEARS AND.SHALL BE MADE AVAILABLE TO THE EXECUTIVE OFFICER OR REPRESENTATIVE
UPON REQUEST. , ' :
[RULE 1110.2, RULE 1304 (a), RULE 1470]

THE ENGINE SHALL MEET ALL APPLICABLE REQUIREMENTS OF RULE 1470.
[RULE 1470]

THIS ENGINE SHALL NOT BE USED‘ AS PARTOF A DEMAND RESPONSE PROGRAM USING

INTERRUPTIBLE SERVICE CONTRACT IN WHICH A FACILITY RECEIVES A PAYMENT'OR

REDUCED RATES IN RETURN FOR REDUCINGITS ELECTRIC LOAD ON THE ‘GRID WHEN

REQUESTED TO SO BY THE UTILITY OR THE GRID OPERATOR.

[RULE1110.2, RULE 1304 (a)]

Emissions And Requirements:

10.

THIS EQUIPMENT IS SUBJECT TO' THE -APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

PM:  RULE 404, SEE APPENDIX B FOR THE EMISSION LIMITS
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PERMIT TO CONSTRUCT

Permit No.
A/N 497314

SELEGTIVE:CATALYTIC REDUCTION SYSTEM, NO. 1, HOLDER TOPSOE, MODEL NO. DNX-929. WITH A
CORRUGATED PLATE TYPE CATALYSTBED, TWIN LAYER, 4,800 POUNDS OF CATALYST, WITH AN

ANHYDROUS AMMONIA VAPOR/AIR INJECTION GRID, AND AN INTERCONNECTING AMMONIA
STORAGE SYSTEM WITH A CAPACITY OF 150 GALLONS, SERVING BOILER NO. B-1 (SERIAL NO. 10440).

Conditions:

1)

'2)
3)
4)

)

L

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE.204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS SYSTEM SHALL BE.IN'OPERATION WHENEVER THE BOILER IT IS VENTING IS IN
OPERATION, EXCEPT AS OTHERWISE NOTED IN THIS PERMIT.
[RULE 1146]

THE TEMPERATURE OF THE BOILER EXHAUST AT THE INLET OF THE SELECTIVE CATALYTIC
REDUCTION (SCR) UNIT SHALL BE AT LEAST 300 DEGREES FAHRENHEIT.
[RULE'1146]

. THE.TEMPERATURE OF EXHAUST GASES ENTERING THE SCR UNIT SHALL NOT EXCEED 700

] GREES FAHRENHEIT.
[RULE 1146]

" A CHART RECORDER SHALL BE INSTALLED AND MAINTAINED TO RECORD THE FOLLOWING'

A. ‘THE DATE AND TIME.
B.  THE TYPE OF FUEL AND HOURLY AVERAGE AMOUNT OF FUEL USED.
C. THE EXHAUST GAS INLET TEMPERATURE TO THE SCR.

RECORDS FOR THE ABOVE SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM OF
FIVE YEARS AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]
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7 NOX MONITORS SHALL.BE INSTALLED AND OPERATED TO MEASURE THE:QUTLET NOX.
CONCENTRATION OF THE SELECTIVE CATALYTIC REDUCTION SYSTEM. THE NOX MONITORS
SHALL BE MAINTAINED AND OPERATED IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS. RECORDS OF ALL-CALIBRATIONS AND MAINTENANCE SHALL BE KEPT
FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE TO THE DISTRICT UPON REQUEST.
[RULE 1146]

8) THE HOURLY AVERAGE NOX EMISSIONS AT THE EXIT OF SCR UNIT SHALLNOT EXCEED 5 PPM
(FIRING ON.NATURAL GAS) AND-40 PPM (FIRING ON AMBER OIL) BOTH CORRECTED TO 3% 02
WHEN THE SCR INLET TEMPERATURE IS ABOVE 300 DEGREES FAHRENHEIT.
[RULE 1146]

9) THE AMMONIA INJECTION SYSTEM SHALL BE OPERATED WHENEVER THE SCR INLET
TEMPERATURE IS ABOVE 300 DEGREES FAHRENHEIT.
[RULE 1146]

10)  THEHOURLY AVERAGE AMMONIA EMISSIONS AT THE EXIT OF THE SCR UNIT'SHALL NOT
EXCEED 5 PPM CORRECTED TO 3% O2.
[RULE 1303(a) (1)- BACT]

11)  THE OPERATOR OF THIS BOILER'SHALL-COMPLY WITH ANNUAL SOURCE TESTING
REQUIREMENTS IN SUBDIVISION (D)--COMPLIANCE DETERMINATION OF RULE 1146. THE
ANNUAL TESTING SHALL ALSO MEASURE AMMONIA EMISSIONS (1-HR TESTING) USING
DISTRICT TEST METHOD 207.1 TO COMPLY 'WITH CONDITION NO. 10.

[RULE 1146]

Emissions and Requirements:

12. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

NH3: 5 PPMV, RULE 1303(a)(1)
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PERMIT TO CONSTRUCT

Permit No.
A/N 501990

Equipment Description:
7.

SELECTIVE CATALYTIC REDUCTION SYSTEM, NO. 2, HOLDER TOPSOE, MODEL NO. DNX-929. WITH A
CORRUGATED PLATE TYPE CATALYST BED, TWIN LAYER, 4,800 POUNDS OF CATALYST, WITH AN
ANHYDROUS AMMONIA VAPOR/AIR INJECTION GRID, AND AN.INTERCONNECTING AMMONIA
STORAGE SYSTEM WITH A CAPACITY OF 150 GALLONS, SERVING BOILER NO. B-2 (SERIAL NO. 10441).

Conditions:

1)  OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
‘CONDITION AT ALL TIMES.
[RULE 204]

3)  ‘THIS SYSTEM SHALL BEIN OPERATION WHENEVER THE BOILER IT IS VENTING IS IN
OPERATION, EXCEPT AS‘OTHERWISE NOTED IN THIS PERMIT.
[RULE 1146]

4) - THE TEMPERATURE OF THE BOILER EXHAUST AT THE INLET OF THE SELECTIVE CATALYTIC
REDUCTION (SCR) UNIT'SHALL BE AT LEAST 300 DEGREES FAHRENHEIT.
[RULE 1146]

3) THE TEMPERATURE OF EXHAUST GASES ENTERING THE SCR UNIT SHALL NOT EXCEED 700
. DEGREES FAHRENHEIT.
[RULE 1146]

- 6) _A-CHART RECORDER SHALL BE INSTALLED AND MAINTAINED TO RECORD THE FOLLOWING.

A THE DATE AND TIME. A
B. THE. TYPE OF FUEL AND HOURLY AVERAGE AMOUNT OF FUEL USED.
c. THE.EXHAUST GAS INLET TEMPERATURE TO THE SCR.

RECORDS FOR THE ABOVE SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM OF
FIVE YEARS AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]
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7 NOX MONITORS SHALL BE INSTALLED AND OPERATED TO MEASURE THE OUTLET NOX
CONCENTRATION'OF THE SELECTIVE CATALYTIC REDUCTION SYSTEM. THE NOX MONITORS
SHALL BE MAINTAINED AND OPERATED IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS. RECORDS OF ALL CALIBRATIONS AND MAINTENANCE SHALL BE KEPT
FOR AT LEAST FIVE YEARS AND.BE MADE AVAILABLE TO THE DISTRICT UPON REQUEST.
[RULE 1146]

8) THE HOURLY AVERAGE NOX EMISSIONS AT THE EXIT OF SCR UNIT SHALL NOT EXCEED 5 PPM
(FIRING ‘ON NATURAL GAS) AND 40:PPM (FIRING-ON AMBER OIL) BOTH CORRECTED TO 3%: 02
WHEN THE SCR INLET TEMPERATURE IS ABOVE 300 DEGREES FAHRENHEIT.
[RULE 1146]

9) THE AMMONIA INJECTION SYSTEM SHALL BE OPERATED WHENEVER THE SCR INLET
TEMPERATURE IS ABOVE 300 DEGREES FAHRENHEIT.
[RULE 1146]

10)  THEHOURLY AVERAGE AMMONIA EMISSIONS AT THE EXIT OF THE SCR.UNIT SHALL NOT
EXCEED 5 PPM CORRECTED TO 3% 02.
[RULE 1303(a)(1)- BACT]

11)  THE OPERATOR OF THIS BOILER SHALL COMPLY WITH ANNUAL SOURCE
REQUIREMENTS IN SUBDIVISION (D)--COMPLIANCE DETERMINATIO
ANNUAL TESTING SHALL ALSO MEASURE AMMONIA EMISSIONS (1<HR
DISTRICT TEST METHOD 207.1. TO COMPLY WITH CONDITION NO. 10.
[RULE 1146) ‘

Emissions and Requirements:

12. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLO WING RULES
AND REGULATIONS:

NH3: 5 PPMV, RULE 1303(a)(1)
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PERMIT TO CONSTRUCT

Permit No.
A/N 501991

Equipment Description:

SELECTIVE CATALYTIC REDUCTION SYSTEM, NO. 3, HOLDER TOPSOE, MODEL NO. DNX-929. WITH A
CORRUGATED PLATE TYPE CATALYST BED, TWIN LAYER, 4,800 POUNDS OF CATALYST, WITH AN
ANHYDROUS AMMONIA VAPOR/AIR INJECTION GRID, AND AN INTERCONNECTING AMMONIA
STORAGE SYSTEM WITH A CAPACITY OF 150 GALLONS, SERVING BOILER NO. B-3 (SERIAL NO. 10439)

Conditions:
1 OPERATION OF THISEQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUEDUNLESS OTHERWISE NOTED BELOW.

[RULE 204]
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPTIN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]
3) THIS SYSTEM SHALL BE IN OPERATION WHENEVER THE BOILER IT IS VENTING IS IN

OPERATION, EXCEPT AS OTHERWISE NOTED IN THIS PERMIT.
[RULE 1146]

4) THE TEMPERATURE OF THE BOILER EXHAUST AT THE INLET OF THE SELECTIVE CATALYTIC
REDUCTION (SCR) UNIT SHALL BE AT LEAST 300 DEGREES FAHRENHEIT.
[RULE 1146]

5) THE TEMPERATURE OF EXHAUST GASES ENTERING THE SCR UNIT SHALL NOT EXCEED 700
DEGREES.FAHRENHEIT. '
[RULE 1146]

6) ° A CHARTRECORDER SHALL BE INSTALLED AND MAINTAINED TO RECORD THE FOLLOWING.

A. THE DATE AND TIME.
B. THE TYPE ©F FUEL AND HOURLY AVERAGE AMOUNT OF FUEL USED.

C. THE EXHAUST GAS INLET TEMPERATURE TO THE SCR.

RECORDS FOR THE ABOVE SHALL BE KEPT AND MAINTAINED ON FILE FOR A MINIMUM OF
FIVE YEARS AND MADE AVAILABLE TO DISTRICT PERSONNEL UPON REQUEST.
[RULE T146]
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7) NOX MONITORS SHALL BE INSTALLED AND OPERATED TO MEASURE THE OUTLET NOX
CONCENTRATION OF THE SELECTIVE CATALYTIC REDUCTION ‘SYSTEM. THE NOX MONITORS
SHALL BE MAINTAINED AND OPERATED IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS. RECORDS OF ALL CALIBRATIONS AND MAINTENANCE SHALL BE KEPT
FOR AT LEAST FIVE YEARS AND BE MADE AVAILABLE TO THE DISTRICT UPON REQUEST.
[RULE 1146]

8) THE HOURLY AVERAGE NOX EMISSIONS AT THE EXIT OF SCR UNIT SHALL NOT EXCEED.5 PPM
(FIRING-ON NATURAL GAS) AND 40'PPM (FIRING‘ON AMBER OIL) BOTH CORRECTED TO 3% 02
WHEN THE SCR INLET TEMPERATURE IS ABOVE 300.DEGREES FAHRENHEIT,
[RULE 1146]

9) THE AMMONIA INJECTION SY:STEM SHALL BE OPERATED WHENEVER THE SCR INLET
TEMPERATURE IS ABOVE 300 DEGREES FAHRENHEIT.
[RULE 1146]

10) THE HOURLY AVERAGE AMMONIA EMISSIONS AT THE EXIT OF THE SCR UNIT SHALL NOT
EXCEED 5 PPM CORRECTED TO 3% 02.
[RULE 1303(a)(1)- BACT]

11)  'THE OPERATOR OF THIS BOILER SHALL COMPLY WITH ANNUAL SOURCE TESTING
REQUIREMENTS.IN SUBDIVISION (D)--COMPLIANCE DETERMINATION OF RULE 1146. THE
ANNUAL TESTING SHALL ALSO'MEASURE AMMONIA EMISSIONS (1:HR TESTING) USING

DISTRICT TEST METHOD 207.1 TO COMPLY WITH .CONDITION NO. 10.
[RULE 1146]

Emissions and Requirements;

12. THIS EQUIPMENT IS 'SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

NH3: 5 PPMV, RULE 1303(a)(1)
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PERMIT TO CONSTRUCT

Permit No.
A/N 503717

Equipment Description:

BOILER, TRANE-MURRAY, MODEL NO, MCF 4-49, SERIAL NUMBER 10440, WITH A COEN, MODEL
DAF/FGR 26, LOW-NOX BURNER, 61,887,000 BTU/HR NATURAL GAS FIRED, AND 40,000,000 BTU/ LOW
NOX FUEL OIL.FIRED, WITH INDUCED FLUE GAS RECIRCULATION, AND VENTED TO A SELECTIVE
CATALYTIC REDUCTION SYSTEM.

Conditions:

L.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED. IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN' GOOD OPERATING
CONDITION AT ALL TIMES. :
[RULE 204]

THIS BOILER SHALL.BE FIRED ON NATURAL GAS ONLY, EXCEPT DURING PERIODS OF
NATURAL GAS CURTAILMENT, MAINTENANCE TESTING NOT TO EXCEED 30 MINUTES A
MONTH, AND COMPLIANCE TESTING WITH LOW SULFUR FUEL OIL.

[RULE 1146]

THIS BOILER SHALL NOT BE OPERATED UNLESS IT IS VENTED TO A SELECTIVE CATALYTIC
REDUCTION (SCR) SYSTEM WHICH IS IN OPERATION AND HAS A PERMIT TO CONSTRUCT
ISSUED BY THE EXECUTIVE OFFICER, UNLESS OPERATING FROM COLD START-UP OR LOW
LOAD CONDITIONS WHEN. THE EXHAUST FROM THE BOILER IS LESS THAN 300 DEGREES
FAHRENHEIT.

[RULE 1146]

" THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN'FULL USE WHENEVER THE BOILER IS IN
‘OPERATION.

[RULE 1146]

THE OPERATOR OF THIS BOILER SHALL COMPLY 'WITH ANNUAL SOURCE TESTING
REQUIREMENTS IN SUBDIVISION (D):-COMPLIANCE DETERMINATION OF RULE 1146, ONCE
EVERY THREE YEARS.

[RULE 1146

THE SULFUR CONTENT -OF LOW SULFUR FUEL OIL SUPPLIED TO THE BOILER SHALL NOT
EXCEED 15:PARTS PER MILLION BY WEIGHT.
[RULE 431.2]
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IF THIS BOILER BURNS MORE THAN 200 BILLION BTUS OF FUEL IN ANY ONE:CALENDAR YEAR,
THE BOILER OPERATOR SHALL INSTALL AN OXIDES OF NITROGEN CONTINUOUS EMISSIONS
MONITORING SYSTEM THAT IS APPROVED BY THE EXECUTIVE OFFICER IN ACCORDANCE
WITH RULE 218 (B).

[RULE 1146]

WHEN THE SCR INLET TEMPERATURE IS ABOVE 300 DEGREES FAHRENHEIT, THIS BOILER |
SHALL NOT EMIT MORE THAN 5 PART PER MILLION (PPM) OF OXIDES-OF NITROGEN (NOX) AN
N® MORE THAN 50-PPM OF CARBON MONOXIDE (€0), ALL. MEASURED.BY VOLUME OF ON DRY
BASIS AT 3% 02 AVERAGE OVER 15 MINUTES FOR EACH FUEL USED.

[RULE 1146]

THE OPERATOR SHALL CONDUCT NOX EMISSIONS CHECK ON THE BOILER MONTHLY OR

- EVERY 750 HOURS OF OPERATION ACCORDING TO THE PROTOCOL FOR PERIODIC

MONITORING OF NOX, CO, AND O2 OUTLINED IN SECTION (D)(8) OF RULE 1146.

[RULE 1146]

THIS BOILER SHALL BE EQUIPPED WITH A NON-RESETTABLE, TOT'ALIZING FLOW METER FOR
EACH FUEL FIRED.
[RULE 1146]

THE TOTAL AMOUNT OF NATURAL GAS FUEL SUPPLIED TO THIS BOILER SHALL NOT EXCEED
190,476,190 CUBIC FEET IN ANY ONE YEAR.
[RULE 1146]

ALL RECORDS REQUIRED BY THIS.PERMIT SHALL BE KEPT FOR AT LEAST 5 YEARS AND MADE

AVAILABLE TO THE DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]
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Periodic Monitoring:

14.

15.

16.

'THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) EITHER

BY: (2) CONDUECTING A:SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD

METHOD 100.1 OR 7.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD. THE TEST SHALL BE CONDUCTED WHEN
‘THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE

COMPLIANCE WITH RULE: 1 146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING; REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E

AND K-OF THIS PERMIT:

[RULE 3004 (2)(4)]
THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE-CO EMISSION LIMIT(S) EITHER BY:

'(a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD METHOD .
"100.1 OR 10.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE

ANALYZER AND AQMD-APPROVED TEST METHOD.. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE ‘WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

" THE OPERATOR SHALL CONDUCT AN, INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS

COMBUSTED ONE ‘MILLION GALLONS OF DIESEL FUEL, TO'BE'COUNTED CUMULATIVELY
‘OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT

IS TN OPERATION AND DURING DAYLIGHT HOURS. IF ANY VISIBLE EMISSIONS (NOT

INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE

MINUTES IN ANY ONE ‘HOUR, THE OPERATOR SHALL EITHER:
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A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS ‘WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE
SAME FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF
THIS PERMIT; OR

B. 'HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE
OPACITY STANDARD, USING EPA METHOD 9:OR THE PROCEDURES IN THE CARB
MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND
REPORT ANY DEVIATIONS TO AQMD.

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE

RECORDKEEPING REQUIREMENTS INSECTION K OF THIS PERMIT AND THE FOLLOWING:

RECORDS:

STACK OR EMISSION POINT IDENTIFICATION;

C
D. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE.EMISSIONS;.
E DATE AND TIME VISIBLE EMISSION ‘WAS ABATED; AND

F VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)]

'

17. UNITS WITH A:-HEAT INPUT GREATER THAN 10 MMBTU/HR AND ANNUAL OIL. USAGE GREATER
- THAN 1,000,000 GALLONS OR GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT
EXCEED 2,000,000 GALLONS IN ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK (OF THE OPERATING PRESSURE, TEMPERATURE, AIR -
SUPPLY, VENT, SMOKE SPOT, BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

A DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

18. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING: RULES
AND REGULATIONS:

CO: 2000 PPMV, RULE 407
SOX: 500 PPMV, RULE407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146
NOX 40 PPMV, RULE 1146
NOX: 30 PPMV, RULE 1146
NOX: 5PPMV, RULE 1146
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" Permit No.
A/N 503718

Equipment Description:

BOILER, TRANE-MURRAY, MODEL NO. MCF 4-49, SERIAL NUMBER 10441, WITH A COEN, MODEL
DAF/FGR 26, LOW-NOX BURNER, 61,887,000 BTU/HR NATURAL GAS FIRED, AND 40,000,000 BTU/ LOW
NOX FUEL OIL FIRED, WITH INDUCED FLUE GAS RECIRCULATION, AND VENTED TO A SELECTIVE
CATALYTIC REDUCTION SYSTEM.

Conditions: ‘

1.

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES.
[RULE 204]

THIS BOILER SHALL.BE FIRED ON NATURAL GAS ONLY, EXCEPT DURING PERIODS OF
NATURAL GAS CURTAILMENT, MAINTENANCE TESTING-NOT TO EXCEED 30 MINUTES A
MONTH, AND COMPLIANCE TESTING WITH LOW SULFUR FUEL OIL.

[RULE 1146]

THIS BOILER SHALLNOTBIE OPERATED UNLESS IT IS VENTED TO A SELECTIVE CATALYTIC

REDUCTION (SCR) SYSTEM WHICH IS IN.OPERATION AND HAS A PERMIT TO CONSTRUCT

ISSUED BY THE EXECUTIVE ‘OFFICER, UNLESS OPERATING FROM COLD START-UP OR LOW

" LOAD CONDITIONS WHEN THE EXHAUST FROM THE BOILER IS LESS THAN 300 DEGREES

FAHRENHEIT.
[RULE 1146]

‘THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN
‘OPERATION.

[RULE 1146]

THE OPERATOR OF THIS BOILER SHALL COMPLY WITH ANNUAL SOURCE TESTING

'REQUIREMENTS IN' SUBDIVISION (D)--COMPLIANCE DETERMINATION OF RULE 1146, ONCE

EVERY THREE YEARS.
[RULE 1146

THE SULFUR €ONTENT OF LOW SULFUR FUEL OIL SUPPLIED TO THE BOILER SHALL NOT

EXCEED 15 PARTS PER MILLION BY WEIGHT.

[RULE 431.2]
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IF THIS BOILER BURNS MORE THAN 200 BILLION.BTUS OF FUEL IN ANY ONE CALENDAR YEAR,
THE BOILER 'OPERATOR SHALL INSTALL AN OXIDES OF NITROGEN CONTINUQUS EMISSIONS
MONITORING SYSTEM THAT IS APPROVED BY THE EXECUTIVE OFFICER IN ACCORDANCE
WITH RULE 218 (B). :

[RULE 1146]

" WHEN THE SCR INLET TEMPERATURE IS ABOVE 300 DEGREES FAHRENHELT, THIS BOILER

SHALL NOT EMIT MORE THAN 5 PART PER MILLION (PPM) OF OXIDES OF NITROGEN(NOX) AN
NO MORE THAN 50 PPM OF CARBON MONOXIDE (CQ), ALL MEASURED BY VOLUME OF ON DRY
BASIS AT 3% 02 AVERAGE OVER 15 MINUTES FOR EACH FUEL USED.

i

THE OPERATOR SHALL CONDUCT NOX EMISSIONS CHECK ON THE BOILER MONTHLY OR

‘EVERY 750 HOURS OF OPERATION ACCORDING TO'THE PROTOCOL. FOR: PERIODIC

MONITORING OF NOX, CO, AND 02 OUTLINED IN SECTION (D)(8) OF RULE 1146.
[RULE 1146] -

"THIS BOILER SHALL BE EQUIPPED WITH A NONa‘RESETTABLE, TOTALIZING FLOW METER FOR

EACH FUEL FIRED.

[RULE 1146]

THE TOTAL AMOUNT OF NATURAL GAS FUEL SUPPLIED TO THIS BOILER SHALL NOT EXCEED
190,476,190 CUBIC FEET IN ANY ONE YEAR.
[RULE 1146]

- ALL RECORDS REQUIRED BY THIS PERMIT SHALL BE KEPT FOR AT'LEAST 5§ YEARS AND MADE

AVAILABLE.TO THE DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]
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Periodic Monitoring:

14.

15.

16.

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) EITHER
BY: (2) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD
METHOD 100.1'OR 7.1; OR.(b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THE OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E
AND K OF THIS PERMIT.

[RULE 3004 (a)(4)]

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) EITHER BY:
(2) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD METHOD
100.1 OR.10.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD.. THE TEST SHALL BE CONDUCTED WHEN
THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE
COMPLIANCE WITH RULE 1146 .CONCENTRATION LIMIT. THE OPERATOR SHALL -COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS.IN SECTIONS E
ANDK OF THIS PERMIT.

[RULE 3004 (a){(4)]

THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS
COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THEINSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN - OPERATION AND DURING DAYLIGHT HOURS. IF ANY VISIBLE EMISSIONS (NOT
INCLUDING CONDENSED. WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER:
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A. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE
SAME FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN' SECTION K OF
THIS PERMIT; OR

B. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE
OPACITY STANDARD, USING EPA METHOD 9:OR THE PROCEDURES IN THE:CARB
MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE:BUSINESS DAYS AND
REPORT ANY DEVIATIONS TO AQMD.

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE
RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING
RECORDS:

C. STACK OR EMISSION POINT IDENTIFICATION; .

D DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;
E DATE AND TIME VISIBLE EMISSION WAS ABATED; AND

F VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.

[RULE 3004 (a)(4)]

UNITS WITH A HEAT INPUT GREATER. THAN 10 .,MMBTU/HR AND ANNUAL OIL USAGE GREATER

" THAN 1,000,000 GALLONS OR:GREATER THAN 336 HOURS OF OPERATION, BUT DOES NOT

EXCEED 2,000,000 GALLONS IN ANY ONE YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION CHECK ‘OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY,-VENT, SMOKE SPOT, BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE:RECORDKEEPRING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

A.  DATE WHEN ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)]

Einissions And Requirements:

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

CO: 2000°PPMV, RULE 407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO: 400 PPMV, RULE 1146
NOX 40 PPMV, RULE 1146
NOX: 30 PPMV, RULE 1146
NOX: 5PPMV, RULE 1146



Section D Page 59
Facility LD.#: 016389
Revision#: DRAFT

Date: December 1,2009

FACILITY PERMIT TO OPERATE
CEDARS-SINAI MEDICAL CTR
PERMIT TO CONSTRUCT

Permit No.
A/N 503719

Equipment Description:

‘BOILER, TRANE-MURRAY, MODEL NO. MCF 4-49, SERIAL NUMBER 10439, WITH A COEN, MODEL

DAF/FGR 26, LOW-NOX BURNER, 61,887,000 BTU/HR NATURAL GAS FIRED, AND 40,000,000 BTU/ LOW
NOX FUEL OIL FIRED, WITHINDUCED FLUE GAS RECIRCULATION, AND VENTED TO A SELECTIVE
CATALYTIC REDUCTION SYSTEM.

.

2

'Coﬂditi_(_)ns:

OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN COMPLIANCE WITH ALL DATA
AND-SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS
ISSUED UNLESS OTHERWISE NOTED BELOW.

[RULE 204]

THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING
CONDITION AT ALL TIMES. .
[RULE204]

THIS BOILER SHALL BE FIRED ON NATURAL GAS ONLY, EXCEPT DURING PERIODS OF
NATURAL GAS CURTAILMENT, MAINTENANCE TESTING NOT TO EXCEED 30 MINUTES A
MONTH, AND COMPLIANCE TESTING WITH LOW SULFUR FUEL OIL.

[RULE 1146]

THIS BOILER SHALL NOT BE OPERATED UNLESS IT IS VENTED TO A SELECTIVE CATALYTIC
REDUCTION (SCR) SYSTEM WHICH IS IN OPERATION AND HAS A PERMIT TO CONSTRUCT
ISSUED BY THE EXECUTIVE OFFICER, UNLESS OPERATING FROM COLD START-UP OR LOW

LOAD CONDITIONS WHEN THE EXHAUST FROM THE BOILER IS LESS THAN 300 DEGREES

FAHRENHEILT:

 [RULE 1146]

THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE BOILER IS IN
ORERATION.
fRULE 1146]

COMPLY WITH ANNUAL SOURCE TESTING
'E DETERMINATION OF RULE 1146, ONCE

THE OPERATOR OF THIS BOILER SH;
REQUIREMENTS IN SUBDIVISION (D
EVERY THREE YEARS.

[RULE 1146

THE SULFUR CONTENT OF LOW SULFUR EUEL OIL SUPPLIED TO THE BOILER SHALL NOT
EXCEED 15 PARTS PER MILLION BY WEIGHT.
[RULE 431.2]
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IF THIS BOILER BURNS MORE THAN 200 BILLION BTUS OF FUEL IN'ANY ONE CALENDAR YEAR,
THE BOILER OPERATOR SHALL INSTALL AN-OXIDES OF NITROGEN CONTINUOUS EMISSIONS
MONITORING SYSTEM THAT IS APPROVED BY THE EXECUTIVE OFFICER IN ACCORDANCE
WITH RULE 218 (B).

[RULE 1146]

WHEN THE SCR INLET TEMPERATURE IS ABOVE ‘300 DEGREES FAHRENHEIT, THIS BOILER
SHALL NOT EMIT MORE THAN 5 PART PER MILLION (PPM) OF QXIDES OF NITROGEN (NOX) AN
NO MORE THAN 50 PPM OF CARBON MONOXIDE (CO), ALL MEASURED BY VOLUME OF ON DRY
BASIS AT 3% 02 AVERAGE OVER 15 MINUTES FOR EACH FUEL USED.

[RULE 1146]

THE OPERATOR SHALL CONDUCT NOX EMISSIONS CHECK ON THE BOILER MONTHLY OR
EVERY 750 HOURS OF OPERATION ACCORDING TO THE PROTOCOL FOR PERIODIC
MONITORING OF NOX, CO, AND 02 QUTLINED IN SECTION (D)(8) OF RULE 1146.

[RULE 1146]

THIS BOILER SHALL BE EQUIPPED WITH A NON-RESETTABLE, TOTALIZING FLOW METER FOR
EACH FUEL FIRED.
[RULE 1146]

THE TOTAL AMOUNT OF NATURAL.GAS FUEL ‘SUPPLIED TO THIS BOILER SHALL NOT EXCEED
190,476,190 CUBIC FEET IN ANY ONE YEAR.
[RULE 1146] :

" ALL RECORDS REQUIRED BY THIS PERMIT SHALL BE KEPT FOR AT LEAST 5 YEARS AND MADE

AVAILABLE TO THE DISTRICT PERSONNEL UPON REQUEST.
[RULE 1146]
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Periodic. Monitoring:

14.

15.

16.

THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE'NOX EMISSION LIMIT(S) EITHER

BY: (a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY FIVE YEARS USING AQMD
METHOD 100.1 OR 7.1; OR:(b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE
ANALYZER AND AQMD-APPROVED TEST METHOD. THE TEST SHALL BE CONDUCTED WHEN

THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO DEMONSTRATE :
COMPLIANCE WITH.RULE 1146 CONCENTRATION LIMIT. THE-OPERATOR SHALL COMPLY WITH
ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E

AND K -OF THIS PERMIT.

[RULE 3004 (a)(4)] A
THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) EITHER BY:

(a) CONDUCTING A SOURCE TEST AT LEAST ONCE EVERY EIVE YEARS USING AQMD METHOD

100.1 CR 10.1; OR (b) CONDUCTING A TEST AT LEAST ANNUALLY USING A PORTABLE

'ANALYZER AND. AQMD-APPROVED TEST METHOD.. THE TEST SHALL BE CONDUCTED WHEN'

THE EQUIPMENT IS OPERATING UNDER NORMAL CONDITIONS TO-DEMONSTRATE
COMPLIANCE WITH RULE 1146 CONCENTRATION LIMIT. THEOPERATOR SHALL COMPLY WITH

ALL GENERAL TESTING, REPORTING, AND RECORDKEEPING REQUIREMENTS IN SECTIONS E

AND K OF THIS PERMIT.
[RULE 3004 (a}(4)] ~

' THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSION FROM ALL STACKS
~ AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THIS EQUIPMENT HAS

COMBUSTED ONE MILLION GALLONS OF DIESEL FUEL, TO'BE COUNTED CUMULATIVELY
OVER A FIVE YEAR PERIOD. THE INSPECTION SHALL BE CONDUCTED WHILE THE EQUIPMENT
IS IN OPERATION AND'DURING DAYLIGHT HOURS. IF ANY VISIBLE EMISSIONS (NOT
INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE THAN THREE
MINUTES IN ANY ONE HOUR, THE OPERATOR SHALL EITHER:
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A TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN THE
SAME FASHION AS DEVIATIONS ARE REQUIRED TO BE REPORTED IN SECTION K OF
THIS PERMIT; OR '

B. HAVE.A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE
OPACITY STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN'THE CARB
MANUAL “VISIBLE EMISSION EVALUATION”, WITHIN THREE BUSINESS:DAYS AND
REPORT ANY DEVIATIONS TO AQMD:

IN ADDITION, THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE

RECORDKEEPING REQUIREMENTS IN SECTION K OF THIS PERMIT AND*THE FOLLOWING

RECORDS: . .

C. STACK OR EMISSION POINT IDENTIFICATION;

D. . DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS;

E .DATE AND TIME VISIBLE EMISSION WAS ABATED; AND

F. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER.
[RULE 3004 (a)(4)] :

17. UNITS WITH A HEAT INPUT GREATER THAN 10 MMBTU/HR AND.ANNUAL OIL USAGE GREATER
THAN 1,000,000 GALLONS OR GREATER THAN.336 HOURS OF OPERATION, BUT DOES NOT.
EXCEED 2,000,000 GALLONS IN ANY ONE'YEAR. THE OPERATOR SHALL CONDUCT AN ANNUAL
MAINTENANCE INSPECTION-CHECK OF THE OPERATING PRESSURE, TEMPERATURE, AIR
SUPPLY, VENT, SMOKE SPOT, BURNER CONDITION, HEAT-TRANSFER SURFACE CONDITION,
WATER TREATMENT, BLOWDOWN AND LEAKAGE

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS:

A. DATE WHEN.ANNUAL MAINTENANCE INSPECTION WAS CONDUCTED.
[RULE 3004 (a)(4)]

Emissions And Requirements:

18. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS.OF THE FOLLOWING RULES
AND REGULATIONS:

CO: 2000 PPMV, RULE.407
SOX: 500 PPMV, RULE 407
PM: 0.1 GR/SCF, RULE 409
CO:  400PPMV, RULE 1146
NOX 40PPMV, RULE 1146
NOX: 30PPMV,RULE1146"
NOX: 5PPMV, RULE 1146
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'RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS.

Periodic Monitoring:

1.

THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE
FOLLOWING PARAMETER(S) OR ITEM(S):

FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, REDUCERS, OR.OTHER VOC
CONTAINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUAL RECORDS OF ALL COATINGS
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER {(g/l)
OF MATERIALS FOR LOW-SOLIDS COATINGS, (¢) VOC:CONTENT AS SUPPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.

FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OTHER VOC

CONTAINING MATERIALS ARE: ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING
CONSISTING OF (a) COATING TYPE, (b) VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF
MATERIALS USED FOR LOW-SOLIDS COATINGS, (c) VOC CONTENT AS APPLIED IN g/l OF
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING.

[RULE 3004 (a) (4)]

Emissions And Requirements:

2.

THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATION: .

VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
CEDARS-SINAT MEDICAL CTR

RULE 219 EQUIPMENT
Eqﬁi'p_ineht,De'scri‘ption:
RULE 219‘EXEMPT EQUIPMENT, HAND WI‘PING OPERATIONS.
Emissions And Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATION:

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS
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FACILITY PERMIT TO OPERATE
 CEDARS-SINAT MEDICAL CTR

' RULE 219 EQUIPMENT
Equipment Description:

RULE 219 EXEMPT EQUJIPMENT; COOLING TOWERS

Emissions And Requirements:

1. T‘HIS.'_EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUI’REMENTS OF THE FOLLOWING RULES
AND REGULATIONS:

CR'™. RULE 1404 °
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FACILITY PERMIT TO OPERATE
CEDARS-SINAI MEDICAL CTR

RULE 219 EQUIPMENT

Equipment Description:

RULE 219 EXEMPT EQUIPMENT, HALON FIRE EXTINGUISHING SYSTEM

Emissions And Requirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE'FOLLOWING RULES
AND REGULATIONS: :
HALON: RULE 1418



Section D Page 67
Facility 1.D.#: 016389
- Revisien#. DRAFT

Date: December 1,2009

" FACILITY PERMIT TO OPERATE

- CEDARS-SINATI MEDICAL CTR

RULE 219 EQUIPMENT

Equipment Description:
RULE 219 EXEMPT EQUIPMENT, REERIGERATION SYSTEMS

Emissions And 'Req uirements:

1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES
AND REGULATIONS: ‘ '
REFRIGERANT: RULE 1415
REFRIGERANT: 40 CFR82 SUBPART F



