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FACILITYPERMIT TO OPERATE

BP WEST COAST PROD.LLC BP CARSONREF.
2350 E 223RD ST
CARSON, CA 90749

NOTICE

IN ACCORDANCE WITH RULE 206, THIS PERMIT TO OPERATE OR A COPY THEREOF MUST BE KEPT AT

THE LOCATIONFOR WHICH IT IS ISSUED.

THIS PERMIT DOES NOT AUTHORIZE THE EMISSION OF AIR CONTAMINANTS IN EXCESS OF THOSE

ALLOWED BY DIVISION26 OF THE HEALTHAND SAFETY CODE OF THE STATE OF CALIFORNIAOR THE

RULES OF THE SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT. THIS PERMIT SHALL NOT BE

CONSTRUED AS PERMISSION TO VIOLATEEXISTING LAWS, ORDINANCES, REGULATIONSOR STATUTES

OF ANY OTHER FEDERAL, STATE OR LOCAL GOVERNMENTALAGENCIES.

Barry R. Wallerstein,D. Env.

EXECUTIVEOFFICER

By ________________________

MohsenNazemi, P.E.

Deputy ExecutiveO¬cer
Engineering& Compliance
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION A: FACILITY INFORMATION

LEGALOWNER&/OROPERATOR: BP WEST COAST PROD.LLCBP CARSONREF.

LEGALOPERATOR (if different than owner):

EQUIPMENT LOCATION: 2350 E 223RD ST

CARSON,CA 90749

MAILING ADDRESS: P.O. BOX 6210

CARSON,CA 90749

RESPONSIBLE OFFICIAL: DOUGLASHARRIS

TITLE: BUSINESSUNIT LEADER

TELEPHONENUMBER: (310)847-5200

CONTACT PERSON: SHERYLWOOD

TITLE: ENVIRONMENTALMANAGER

TELEPHONENUMBER: (310)847-5658

TITLEV PERMIT ISSUED:

TITLEV PERMIT EXPIRATIONDATE:

TITLEV RECLAIM

YES NOx: YES

SOx: YES

CYCLE: 2

ZONE: COASTAL
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 01/29/09 RTCs

(pounds) (pounds)

7/2005 6 /2006 Coastal 1485062 0 0
1/2006 12/2006 Coastal 0 0 0
7/2005 6 /2006 Inland 0 76796 0
7/2006 6 /2007 Coastal 1485062 83278 0
1/2007 12/2007 Coastal 0 0 0
7/2006 6 /2007 Inland 0 83000 0
7/2007 6 /2008 Coastal 1485062 0 0
1/2008 12/2008 Coastal 0 215061 4342
7/2007 6 /2008 Inland 0 102263 0
7/2008 6 /2009 Coastal 1485062 1275974 40097
1/2009 12/2009 Coastal 0 256985 8576
7/2008 6 /2009 Inland 0 71048 0
7/2009 6 /2010 Coastal 1485062 1235727 80193
1/2010 12/2010 Coastal 0 252250 12864
7/2009 6 /2010 Inland 0 68807 0
7/2010 6 /2011 Coastal 1485062 1195481 120290
1/2011 12/2011 Coastal 0 458514 17151

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 01/29/09 RTCs

(pounds) (pounds)

7/2010 6 /2011 Inland 0 66566 0
7/2011 6 /2012 Coastal 1485062 1155234 160387
1/2012 12/2012 Coastal 0 458514 17151
7/2011 6 /2012 Inland 0 64325 0
7/2012 6 /2013 Coastal 1485062 1155234 160387
1/2013 12/2013 Coastal 0 458514 17151
7/2012 6 /2013 Inland 0 64325 0
7/2013 6 /2014 Coastal 1485062 1155234 160387
1/2014 12/2014 Coastal 0 458514 17151
7/2013 6 /2014 Inland 0 64325 0
7/2014 6 /2015 Coastal 1485062 1155234 160387
1/2015 12/2015 Coastal 0 458514 17151
7/2014 6 /2015 Inland 0 64325 0
7/2015 6 /2016 Coastal 1485062 1155234 160387
1/2016 12/2016 Coastal 0 458514 17151
7/2015 6 /2016 Inland 0 64325 0
7/2016 6 /2017 Coastal 1485062 1155234 160387

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 01/29/09 RTCs

(pounds) (pounds)

1/2017 12/2017 Coastal 0 458514 17151
7/2016 6 /2017 Inland 0 64325 0
7/2017 6 /2018 Coastal 1485062 1155234 160387
1/2018 12/2018 Coastal 0 458514 17151
7/2017 6 /2018 Inland 0 64325 0
7/2018 6 /2019 Coastal 1485062 1155234 160387
1/2019 12/2019 Coastal 0 458514 17151
7/2018 6 /2019 Inland 0 64325 0
7/2019 6 /2020 Coastal 1485062 1155234 160387
1/2020 12/2020 Coastal 0 458514 17151
7/2019 6 /2020 Inland 0 64325 0
7/2020 6 /2021 Coastal 1485062 1155234 160387
1/2021 12/2021 Coastal 0 458514 17151
7/2020 6 /2021 Inland 0 64325 0
7/2021 6 /2022 Coastal 1485062 1155234 160387
1/2022 12/2022 Coastal 0 458514 17151
7/2021 6 /2022 Inland 0 64325 0

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 01/29/09 RTCs

(pounds) (pounds)

7/2022 6 /2023 Coastal 1485062 1155234 160387
1/2023 12/2023 Coastal 0 458514 17151
7/2022 6 /2023 Inland 0 64325 0

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 01/29/09 (NTCs)

(pounds) (pounds)

7/2005 6 /2006 Coastal 626787 93171
1/2006 12/2006 Coastal 0 0
7/2006 6 /2007 Coastal 626787 156359
1/2007 12/2007 Coastal 0 0
7/2007 6 /2008 Coastal 626787 0
1/2008 12/2008 Coastal 0 608923
7/2007 6 /2008 Inland 0 0
7/2008 6 /2009 Coastal 626787 895927
1/2009 12/2009 Coastal 0 241760
7/2009 6 /2010 Coastal 626787 854339
1/2010 12/2010 Coastal 0 241760
7/2010 6 /2011 Coastal 626787 854339
1/2011 12/2011 Coastal 0 146705
7/2011 6 /2012 Coastal 626787 929339
1/2012 12/2012 Coastal 0 146705
7/2012 6 /2013 Coastal 626787 929339
1/2013 12/2013 Coastal 0 146705

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 01/29/09 (NTCs)

(pounds) (pounds)

7/2013 6 /2014 Coastal 626787 929339
1/2014 12/2014 Coastal 0 146705
7/2014 6 /2015 Coastal 626787 929339
1/2015 12/2015 Coastal 0 146705
7/2015 6 /2016 Coastal 626787 929339
1/2016 12/2016 Coastal 0 146705
7/2016 6 /2017 Coastal 626787 929339
1/2017 12/2017 Coastal 0 146705
7/2017 6 /2018 Coastal 626787 929339
1/2018 12/2018 Coastal 0 146705
7/2018 6 /2019 Coastal 626787 929339
1/2019 12/2019 Coastal 0 146705
7/2019 6 /2020 Coastal 626787 929339
1/2020 12/2020 Coastal 0 146705
7/2020 6 /2021 Coastal 626787 929339
1/2021 12/2021 Coastal 0 146705
7/2021 6 /2022 Coastal 626787 929339

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 01/29/09 (NTCs)

(pounds) (pounds)

1/2022 12/2022 Coastal 0 146705
7/2022 6 /2023 Coastal 626787 929339
1/2023 12/2023 Coastal 0 146705

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

NOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

7/1994 6 /1995 Coastal 3706790 0
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

SOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

7/1994 6 /1995 Coastal 3702692 0
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BP WEST COAST PROD.LLC BP CARSON REF.

SECTION C: FACILITY PLOT PLAN

(TO BE DEVELOPED)
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss11::CCRRUUDDEEDDIISSTTILILLLAATTIOIONN
System S13.2, S46.1,System11::NNOO.1.1CCRRUUDDEEUUNNIITT S46.2,S56.1

TOWER, RGO STRIPPER,RPV-4202, D1
HEIGHT:20 FT; DIAMETER:5 FT
A/N: 395633

TOWER, RPV-4200,CRUDE,WITH D2
RELIEFVALVE VENTEDTO FLARE
NO. 5, HEIGHT:137 FT; DIAMETER:
16 FT 6 IN
A/N:

TOWER, SIDE STRIPPER,RPV-4201A, D3
STOVEOIL, HEIGHT:33 FT 4 IN;
DIAMETER:6 FT 6 IN
A/N: 395633

TOWER,DIESELSTRIPPER,RPV- D4
4201B, HEIGHT:35 FT 1 IN;
DIAMETER:6 FT 6 IN
A/N: 395633

TANK,FLASH,RPV-4205,CRUDE, D5
HEIGHT:30 FT; DIAMETER:10 FT
A/N: 395633

VESSEL,DESALTER,SECONDSTAGE, D6
RPV-4206,LENGTH:100 FT;
DIAMETER:13 FT
A/N: 395633

VESSEL,DESALTER,FIRST STAGE, D7
RPV-4207,LENGTH:100 FT;
DIAMETER:13 FT
A/N: 395633

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

ACCUMULATOR, RPV 4209,CRUDE D8
TOWER OVERHEAD,WITH PRESSURE
RELIEFVALVE VENTEDTO FLARE
NO.5, HEIGHT:26 FT; DIAMETER:9
FT
A/N:

FUGITIVEEMISSIONS, D2459 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395633

SSyysstteem 22::NNOO.2.2CCRRUUDDEEDDIISSTTIILLLLAATTIIOONNUUNIT S13.2, S15.8,NIT S46.1, S46.2,
S56.1

TOWER, RPV-2900,CRUDE,WITH D10
RELIEFVALVE VENTEDTO
ATMOSPHERE,HEIGHT:99 FT 6 IN;
DIAMETER:12 FT
A/N: 395632

TOWER,DIESELSTRIPPER/STOVE D11
OIL STRIPPER,RPV-2901,HEIGHT:37
FT; DIAMETER:5 FT
A/N: 395632

TOWER,NAPHTHASPLITTER,RPV- D12
2902, WITH RELIEFVALVE VENTED
TO ATMOSPHERE,HEIGHT:71 FT 6
IN; DIAMETER:7 FT
A/N: 395632

TOWER,DEBUTANIZER,RPV-2903, D13
WITH RELIEFVALVE VENTEDTO
ATMOSPHERE,HEIGHT:73 FT 2 IN;
DIAMETER:3 FT 6 IN
A/N: 395632

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

VESSEL,DESALTER,FIRST STAGE, D14
RPV-2906,CRUDEOIL, LENGTH:37
FT; DIAMETER:12 FT
A/N: 395632

ACCUMULATOR, RPV-2907,CRUDE D15
TOWER OVERHEAD,LENGTH:29 FT;
DIAMETER:8 FT
A/N: 395632

ACCUMULATOR, RPV-2908, D16
NAPHTHASPLITTERREFLUX,
LENGTH:18 FT; DIAMETER:6 FT 6
IN
A/N: 395632

ACCUMULATOR, RPV-2909, D17
DEBUTANIZERREFLUX,LENGTH:12
FT; DIAMETER:4 FT
A/N: 395632

DRUM,NAPHTHASPLITTER D18
DEWATERING,RPV-5933,HEIGHT:6
FT; DIAMETER:1 FT
A/N: 395632

FUGITIVEEMISSIONS, D2460 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395632

SSyysstteem 33::NNOO.4.4CCRRUUDDEEDDISTILLAT S13.2, S46.1,ISTILLATIIOONNUUNNITIT S46.2,S56.1

TOWER, RPV-607,CRUDE,HEIGHT: D19
83 FT 8 IN; DIAMETER:10 FT 6 IN
A/N: 395630

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

ACCUMULATOR, RPV-648,CRUDE D20
TOWER OVERHEAD,LENGTH:16 FT
9 IN; DIAMETER:5 FT 6 IN
A/N: 395630

ACCUMULATOR, RPV-625,CRUDE D21
STRIPPEROVERHEAD,HEIGHT:10
FT; DIAMETER:4 FT
A/N: 395630

VESSEL,SEPARATOR,RPV-626, D22
CRUDETOWER OVERHEADWATER,
HEIGHT:9 FT 6 IN; DIAMETER:2 FT
11 IN
A/N: 395630

TOWER,DIESEL,STOVEOIL & D23
NAPHTHASTRIPPER,RPV-672A&B,
HEIGHT:53 FT; DIAMETER:4 FT
A/N: 395630

VESSEL,DESALTER,RPV-645, D24
CRUDE,HEIGHT:40 FT; DIAMETER:
12 FT
A/N: 395630

TOWER,CRUDESTRIPPER,RPV-646, D25
HEIGHT:59 FT; DIAMETER:10 FT
A/N: 395630

TANK,COLLECTION,RPV 5564, D26 BENZENE: (10) [40CFR61 H23.12
CRUDEUNITWATER,HEIGHT:7 FT; SubpartFF_02,12-4-2003]

DIAMETER:3 FT 6 IN
A/N: 395630

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

ACCUMULATOR, RPV-5724,CRUDE D1332
STRIPPEROVERHEAD,HEIGHT:16
FT 6 IN; DIAMETER:5 FT 6 IN
A/N: 395630

FUGITIVEEMISSIONS, D2461 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395630

SSyysstteem 44::CCRRUUDDEEDDIISSTTIILLLLAATTIOIONNUUNNIITTHHEEAATTEERRSS
HEATER,NO.1 CRUDEOIL D27 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.29,B61.4,
DISTILLATION,REFINERYGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D29.3,D90.4,
WITH LOW NOX BURNER,550 MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE K67.2
A/N: 395997 404,2-7-1986]

BURNER,SIXTEENBURNERS,
REFINERYGAS, JOHNZINK,
MODEL PFMR-13,WITH LOW
NOX BURNER,550 MMBTU/HR

HEATER,NO. 21, NO.2 CRUDEOIL D29 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4, D90.4,
DISTILLATIONCHARGE,REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,H23.1
GAS, WITH LOW NOX BURNER,150 MAJOR SOURCE** GRAINS/SCF (5) [RULE
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 395610 404,2-7-1986]

BURNER,TWELVE(12)BURNERS,
REFINERYGAS, JOHNZINK,
MODEL PSMR-16,WITH LOW
NOX BURNER,150 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

HEATER,NO.4 CRUDEOIL D31 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.20,B61.4,
DISTILLATIONCHARGE,REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D29.3,D90.4,
GAS, WITH LOW EXCESSAIR FIRING, MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
130 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE K67.2
A/N: 404,2-7-1986]

BURNER,TEN (10) BURNERS,
REFINERYGAS, CALLIDUS
TECHNOLOGIES,MODELCUB-
10W, 10 TOTAL;130 MMBTU/HR

HEATER,NO.22,NO. 2 CRUDEOIL D33 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4, D90.4,
DISTILLATION,REFINERYGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,H23.1
WITH LOW NOX BURNER,100 MAJOR SOURCE** GRAINS/SCF (5) [RULE
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 395609 404,2-7-1986]

BURNER,TWELVE (12) BURNERS,
REFINERYGAS, CALLIDUS
TECHNOLOGIES,MODELLE-
CSG-8W,WITH LOW NOX
BURNER,100 MMBTU/HR

SSyysstteem 55::NNOO..5511VVAACCUUUUMMDDISISTTILILLATIONUNIT S13.2, S31.5,LATIONUNIT S56.1

TANK,SURGE, FEED,RPV 2500, D35
WITHGAS BLANKET,LENGTH:45
FT; DIAMETER:13 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

TOWER, VACUUM,RPV 2501, D36
HEIGHT:66 FT; DIAMETER:26 FT
A/N: 395515

TANK,SURGE, RPV-2525,TOP D37
SECTION:LIGHTGAS OIL; BOTTOM
SECTION:HEAVYGAS OIL, HEIGHT:
22 FT; DIAMETER:5 FT
A/N: 395515

KNOCKOUT POT,RPV 3240, OFF- D38
GASES,HEIGHT:8 FT; DIAMETER:2
FT
A/N:

VESSEL,SEPARATOR,RPV 3210, D39
FUELGAS, HEIGHT:20 FT 6 IN;
DIAMETER:3 FT 6 IN
A/N:

KNOCKOUT POT,RPV 2527, FUEL D40
GAS, HEIGHT:6 FT 9 IN; DIAMETER:
3 FT
A/N: 395515

POT,BLOWDOWNFLASH,RPV-5550, D41
HEIGHT:7 FT 8 IN; DIAMETER:4 FT
A/N:

DRUM,QUENCH,RPV 5546, HEIGHT: D42
13 FT; DIAMETER:5 FT
A/N:

FUGITIVEEMISSIONS, D2462 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

SSyysstteem 66::NNOO..5252VVAACCUUUUMMDDIS S13.2, S46.1,ISTTILILLLAATTIOIONNUUNNIITT S46.2,S56.1

TOWER, VACUUM,RPV-3400, D43
HEIGHT:45 FT; DIAMETER:10 FT
A/N:

TANK,SURGE, RPV-3405,HEAVYGAS D44
OIL, HEIGHT:12 FT; DIAMETER:4 FT
A/N:

TANK,SURGE, RPV-5466,RECYCLE D45
OIL, HEIGHT:12 FT; DIAMETER:3 FT
A/N:

TANK,SURGE, RPV-3407,LIGHTGAS D46
OIL, HEIGHT:7 FT; DIAMETER:3 FT
A/N:

TANK,SURGE, RPV-3410,FEED, D47
WITHGAS BLANKET,HEIGHT:20 FT;
DIAMETER:10 FT
A/N: 395514

VESSEL,COALESCER,RPV 3412, D49
LENGTH:20 FT 6 IN; DIAMETER:4
FT 6 IN
A/N:

COMPRESSOR,RW 11 08703, OFF GAS D50
A/N:

COMPRESSOR,RW 12 08703, OFF GAS D52
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

POT,STRAINER,RPV 5478, LIGHT D56
GAS OIL, HEIGHT:2 FT 6 IN;
DIAMETER:8 IN
A/N:

POT,STRAINER,RPV 5479, HEAVY D57
GASWASHOIL, HEIGHT:1 FT 8 IN;
DIAMETER:8 IN
A/N:

POT,STRAINER,RPV 5470, HEAVY D58
GAS OILWASH,HEIGHT:1 FT 8 IN;
DIAMETER:8 IN
A/N:

POT,STRAINER,RPV 5479, LIGHT D60
GAS OIL, LENGTH:15 FT;
DIAMETER:8 FT
A/N:

FUGITIVEEMISSIONS, D2463 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 77::SSLLOOPPO S56.1OIILLRREERRUUNNUUNNITIT
DRUM,DEWATERING,RPV 107, D59
LENGTH:30 FT; DIAMETER:10 FT
A/N: 471488

TOWER, RERUN, RPV 670, HEIGHT: D61
47 FT 6 IN; DIAMETER:3 FT
A/N: 471488

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

ACCUMULATOR, RPV-1027,RERUN D62
TOWER OVERHEAD,LENGTH:7 FT 4
IN; DIAMETER:5 FT
A/N: 471488

FUGITIVEEMISSIONS, D2464 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 471488

SSyysstteem 88::VVAACCUUUUMMDDIISSTTILILLLAATTIIOONNUUNNIITTHHEEAATTEERRSS
HEATER,NO.51 VACUUMUNIT D63 C1335 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.30,B61.4,
HEATER,BOX TYPE,NATURALGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D29.3,D90.4,
REPLACINGH-401 ANDH-402,WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
LOW NOX BURNER,300 MMBTU/HR 409,8-7-1981] ; PM: (9) [RULE K67.2
WITH 404,2-7-1986]

A/N: 395760

BURNER,32 BURNERS,NATURAL
GAS, JOHNZINK,MODEL PSMR-
17, WITH LOW NOX BURNER,300
MMBTU/HR

SELECTIVECATALYTICREDUCTION, C1335 D63 NH3: 20 PPMV (4) [RULE D12.5,D12.6,
NORTONMANUFACTURER,MODULE 1303(a)(1)-BACT,5-10-1996] D28.4,E57.1
TYPE ZEOLITEHONEYCOMB
CATALYST,120 CU.FT.
A/N: 395758

HEATER,NO.52 VACUUMUNIT, D67 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.9,B61.4,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D29.3,D90.4,
BURNER,120 MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1
A/N: 407216 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

BURNER,EIGHTBURNERS,
REFINERYGAS, JOHNZINK
STAGEDFUEL,WITH LOW NOX
BURNER,120 MMBTU/HR

SSyysstteem 99::SSLLOOPPOOIILLRREERRUUNNUUNNITITHHEEAATTEERRSS
HEATER,REFINERYGAS, BORN, D69 NOX: PROCESS CO: 400 PPMV (5A) [RULE B61.4, D90.4,
MODELCYLINDRICALTYPE, SLOP UNIT**; SOX: 1146,9-5-2008;RULE1146.1,5-13- D332.1,H23.1,
OIL RERUNUNIT,WITH LOW NOX MAJOR SOURCE** 1994] ; CO: 2000 PPMV (5) K67.2
BURNER, 3.9MMBTU/HR WITH [RULE 407,4-2-1982] ; NOX: 0.1
A/N: 395981 LBS/MMBTUREFINERYGAS

(1) [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,REFINERYGAS,
CALLIDUSTECHNOLOGIES,
MODELLE-CSG-4W,WITH LOW
NOX BURNER,3.9 MMBTU/HR

PPrroocceessss22::CCOOKKIINNGGAANNDDRREESSIDIDUUAALLCCOONNDDITITIIOONNININGG

SSyysstteem 11::DDEELLAAYYEEDDCCOOKKIINNGGUUNNIITTNNOO.1 S13.2, S15.4,.1 S46.1, S46.2,
S56.1

COKEDRUM,RPV 1958,NO. 1, D70 PM: (9) [RULE 405,2-7-1986]
HEIGHT:73 FT; DIAMETER:21 FT 6
IN
A/N: 395995

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

COKEDRUM,RPV 1959,NO. 2, D71 PM: (9) [RULE 405,2-7-1986]
HEIGHT:73 FT; DIAMETER:21 FT 6
IN
A/N: 395995

COKEDRUM,RPV 1960,NO. 3,, D72 PM: (9) [RULE 405,2-7-1986]
HEIGHT:73 FT; DIAMETER:21 FT 6
IN
A/N: 395995

COKEDRUM,RPV 1961,NO. 4, D73 PM: (9) [RULE 405,2-7-1986]
HEIGHT:73 FT; DIAMETER:21 FT 6
IN
A/N: 395995

FRACTIONATOR, COKER,RPV 1950, D74
T-1, HEIGHT:129 FT; DIAMETER:12
FT 6 IN
A/N: 395995

COLUMN,STRIPPER,RPV 1951, D75
STOVEOIL, HEIGHT:19 FT 3 IN;
DIAMETER:4 FT
A/N: 395995

COLUMN,STRIPPER,RPV 1952, D76
LIGHTGAS OIL, HEIGHT:19 FT 3 IN;
DIAMETER:4 FT
A/N: 395995

ACCUMULATOR, RPV 1964, D-2, D77
FRACTIONATOR OVERHEAD,WITH
SOURWATERBOOT,WITHMANUAL
VALVE TO FLARE,LENGTH:25 FT;
DIAMETER:8 FT
A/N: 395995

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

ACCUMULATOR, RPV 1963, D78 BENZENE: (10) [40CFR61 H23.12
FRACTIONATOR OVERHEAD,WITH SubpartFF_02,12-4-2003] ; VOC:
SOURWATERBOOTWI, LENGTH:24 500 PPMV (8) [40CFR61
FT 9 IN; DIAMETER:8 FT SubpartFF,12-4-2003]

A/N: 395995

DRUM,BLOWDOWNKNOCKOUT, D79
RPV 1957, D-8, (COMMONTO COKER
NO. 1 AND BLOWDOWNFACILITY),
HEIGHT:42 FT; DIAMETER:12 FT
A/N: 395995

PIT,COKE,COMMONTO #2 COKER, D81
WIDTH:40 FT; DEPTH: 29 FT;
LENGTH:162 FT
A/N: 395995

FILTER,FUELGAS, RW 6090 289.02, D2388
HEIGHT:10 FT 10 IN; DIAMETER:2
FT 6 IN
A/N: 395995

FUGITIVEEMISSIONS, D2465 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395995

Sy S13.2, S15.4,Sysstteem 22::DDEELLAAYYEEDDCCOOKKININGGUUNNITITNNOO.2.2 S46.1, S46.2,
S56.1

FRACTIONATOR, COKER,RPV-1360, D82
T2-1, HEIGHT:157 FT; DIAMETER:12
FT 6 IN
A/N: 395993

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

COLUMN,STRIPPER,RPV 1361, D83
STOVEOIL, HEIGHT:19 FT 4 IN;
DIAMETER:4 FT
A/N: 395993

COLUMN,STRIPPER,RPV 1362,T2- D84
2A,2B, HEIGHT:34 FT 6 IN;
DIAMETER:4 FT
A/N: 395993

COKEDRUM,RPV 1365,NO. 5, D2-1A, D85 PM: (9) [RULE 405,2-7-1986]
HEIGHT:97 FT; DIAMETER:21 FT 6
IN
A/N: 395993

COKEDRUM,RPV 1366,NO. 6, D2-1B, D86 PM: (9) [RULE 405,2-7-1986]
HEIGHT:97 FT; DIAMETER:21 FT 6
IN
A/N: 395993

ACCUMULATOR, RPV 1368, D2-2, D87
FRACTIONATOR OVERHEAD,WITH
SOURWATERBOOT,HEIGHT:25 FT;
DIAMETER:8 FT
A/N: 395993

KNOCKOUT POT,BLOWDOWN,RPV D88
1371, D2-8, (COMMONTO COKERNO.
2 AND COMPRESSIONUNIT),
HEIGHT:42 FT; DIAMETER:12 FT
A/N: 395993

DRUM, STEAMBLOWDOWN,RPV D89
1369, HEIGHT:6 FT; DIAMETER:2 FT
6 IN
A/N: 395993

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

DRUM,BLOWDOWNSETTLING,RPV D90
1372, HEIGHT:39 FT 8 IN;
DIAMETER:10 FT
A/N: 395993

DRUM,BLOWDOWNQUENCH,RPV D91
1373, HEIGHT:24 FT 3 IN;
DIAMETER:3 FT 6 IN
A/N: 395993

POT,STRAINER,BLOWDOWN D92
SUCTION,RPV 5509 AND 5510,
HEIGHT:2 FT 7 IN; DIAMETER:1 FT
4 IN
A/N: 395993

FILTER,FUELGAS, RW 5930 289.02, D2389
HEIGHT:10 FT 10 IN; DIAMETER:2
FT 6 IN
A/N: 395993

FUGITIVEEMISSIONS, D2466 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395993

SSyysstteem 33::DDEELLAAYYEEDDCCOOKKEERRNNOO.1.1BBLLOOWWDDOOWWNNFFAACCILITY S13.2, S15.4,ILITY S56.1

DRUM,BLOWDOWNKNOCKOUT, D79
RPV 1957, D-8, (COMMONTO COKER
NO. 1 AND BLOWDOWNFACILITY),
HEIGHT:42 FT; DIAMETER:12 FT
A/N: 395995

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

DRUM,BLOWDOWNSETTLING,RPV D94
1955, D-9, LENGTH:40 FT;
DIAMETER:10 FT
A/N: 435095

KNOCKOUT POT,BLOWDOWN D95
AFTERCONDENSER,RPV 4300, D-12,
WITHVAPORRECOVERYSYSTEM,
HEIGHT:12 FT; DIAMETER:6 FT
A/N: 435095

FUGITIVEEMISSIONS, D2467 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 435095

SSyysstteem 55:: DELAYED COKER GAS COMPRESSION& LEA S13.2, S15.4,COKERGASCOMPRESSION&LEAN ONILOAILBSOABRSPOTRIOPNTIUONNIT S56.1
UNIT

KNOCKOUT POT,BLOWDOWN,RPV D88
1371, D2-8, (COMMONTO COKERNO.
2 AND COMPRESSIONUNIT),
HEIGHT:42 FT; DIAMETER:12 FT
A/N: 395993

DRUM,BLOWDOWNSETTLING, RPV D98
1372, D-2-9,COMMONTO #2 COKER,
LENGTH:40 FT; DIAMETER:10 FT
A/N: 435108

TANK,FLASH,2ND STAGEGAS D101
COMINGLER,RPV 1969, LENGTH:14
FT; DIAMETER:5 FT
A/N: 435108

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

ABSORBER,RPV-4350,LEANOIL (V- D102
B-300),HEIGHT:74 FT; DIAMETER:8
FT 6 IN
A/N: 435108

COMPRESSOR,RW-11 08706, 1ST D103
STAGEGAS, CENTRIFUGALWITH
OIL SEALS,CAPACITY1 MMSCFH
A/N: 435108

COMPRESSOR,2ND STAGE , RW 12 D104
08706,CENTRIFUGALWITHOIL
SEALS,CAPACITY0.55 MMSCFH
A/N: 435108

KNOCKOUT POT,NORTH D105
CONTACTORINLET,RPV4356,
HEIGHT:10 FT 8 IN; DIAMETER:5 FT
6 IN
A/N: 435108

FUGITIVEEMISSIONS, D2468 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 435108

S S13.2, S15.4,Syysstteem 66::BBLLOOWWDDOOWWNNGGAASSCCOOMMPPRREESSSIOIONNSSYYSSTTEEMM S31.6,S56.1

COMPRESSOR,A, BLOWDOWN D111
RECOVERYRECIPROCATING, RW 42
087.32,K-B-101A,2 STAGEWITH
INTER-STAGECOOLING
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

COMPRESSOR,B, BLOWDOWN D112
RECOVERYRECIPROCATING, RW 43
087.32,K-B-101B,2 STAGEWITH
INTER-STAGECOOLING
A/N:

COMPRESSOR,C, BLOWDOWN D113
RECOVERYRECIPROCATING, RW 44
087.32,K-B-101C,2 STAGEWITH
INTER-STAGECOOLING
A/N:

FUGITIVEEMISSIONS, D2469 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 88::RRAAW PETROLEUMCOKE S7.2,S13.1W PETROLEUMCOKEHHAANNDDLLININGGSSYYSSTTEEMM
HOPPER,RECEIVING,15 TONS D121 PM: (9) [RULE 405,2-7-1986] A63.25,A103.1,
A/N: D323.2

HOPPER,RECEIVING,15 TONS D122 PM: (9) [RULE 405,2-7-1986] A63.25,A103.1,
A/N: D323.2

FEEDER,VIBRATING,RW 0003 271.02, D124 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
HEWITT-ROBINS,STYLEE-9, 7 1/2
H.P.
A/N:

CONVEYOR,BELT,NO.1A,RW 560 D127 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 20 H.P. E204.4
A/N:

CONVEYOR,BELT,NO.1B, RW 777 D128 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 20 H.P. E204.4
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

CONVEYOR,NO.2, RW 778 35601, 20 D129 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
H.P. E204.4
A/N:

CONVEYOR,BELT,NO.3, RW 779 D130 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 20 H.P. E204.4
A/N:

CONVEYOR,BELT,NO.4, RW 780 D131 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, 50 H.P., (LOCATEDIN TUNNEL E204.4
UNDER SOUTHERNPACIFICAND,
PETROLEUMCOKE, PACIFIC
ELECTRICRAILROADSAND
ALAMEDASTREET)
A/N:

CONVEYOR,BELT,NO.5, RW 415 D132 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 40 H.P. E204.4
A/N:

CONVEYOR,BELT,NO.6, RW 782 D133 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 10 H.P. E204.3,E204.4
(REVERSIBLE-LOCATEDIN SCREEN
HOUSE)
A/N:

CONVEYOR,BELT,NO.7, RW 691 D134 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 5 H.P. E204.3,E204.4
A/N:

CONVEYOR,BELT,NO.8, RW 693 D135 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 3 H.P. E204.3,E204.4
(LOCATEDIN SCREENHOUSE)
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

CONVEYOR,BELT,NO.9, RW 692 D136 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 3 H.P. E204.3,E204.4
(REVERSIBLE-LOCATEDIN SCREEN
HOUSE)
A/N:

CONVEYOR,BELT,NO.10, RW 420 D137 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 5 H.P. E204.3,E204.4
A/N:

CONVEYOR,BELT,NO.11, RW 421 D138 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 30 H.P. E204.3,E204.4
A/N:

CONVEYOR,BELT,NO.12, RW 422 D139 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, 25 H.P. E204.3,E204.4
A/N:

CONVEYOR,BELT,NO.13, RW 783 D140 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
35601, PETROLEUMCOKE, E204.3,E204.4
REVERSIBLESHUTTLETYPEWITH
10 H.P.DRIVEMOTOR
A/N:

CRUSHER,#2 COKER,COKE, RW 4 D141 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
12304, 75 HP MOTOR
A/N:

FEEDER,#1, VIBRATING,RW 5 17102 D142 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
A/N:

CRUSHER,COKE, #1A COKER,RW 1 D143 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
12304, 70 HP MOTOR
A/N:

FEEDER,#1, VIBRATING,RW 5 17102 D144 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

CONVEYOR,1A, RW 5 17102 D145 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
A/N:

STORAGEBUILDING,PETROLEUM D146 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
COKE STORAGEBUILDING,WIDTH:
190 FT; HEIGHT:96 FT 6 IN; LENGTH:
575 FT
A/N:

SSyysstteem 99::EEMMEERRGGEENNCCYYGGRREEEENNCCOOKKEEHHAANNDDLLIINNGG&&SSTTOORRAAGGE SYSTEM S13.1E SYSTEM
CONVEYOR,STACKERBELT,NO. 16, D147 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
RW 695 35601,WITHA 10 H.P. E204.5
MOTOR,COVERED
A/N: 396073

OPEN STORAGEPILE,COKE, 8000 D148 PM: (9) [RULE 405,2-7-1986] A63.25,A103.1,
TON CONCRETESTORAGEAREA, D323.2,E204.1,
WITHWATERSPRAYAND A E204.2
BACKSTOPWALL
A/N: 396073

HOPPER,RERUNCOKEAND PIT D149 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
A/N: 396073

CONVEYOR,RERUN BELT,NO. 17, D150 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
RW 696 35601,WITH 30 H.P.MOTOR, E204.5,E204.6
COVERED
A/N: 396073

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

SSyysstteem 1100::HHEEAATTEERRSS
HEATER,NO. 1 DELAYEDCOKER D151 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,C1.23,
UNIT(WEST),REFINERYGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D328.1,
LOW NOX BURNER,130 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.1, K67.2
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 462536 404,2-7-1986]

BURNER,TWENTYFOUR(24)
BURNERS,REFINERYGAS,
CALLIDUS,MODELLE-CFSG-6W,
WITH LOW NOX BURNER,130
MMBTU/HR

HEATER,NO. 1 DELAYEDCOKER D153 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,C1.23,
UNIT(EAST),REFINERYGAS, WITH SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D328.1,
LOW NOX BURNER,130 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.1, K67.2
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 462537 404,2-7-1986]

BURNER,TWENTYFOUR(24)
BURNERS,REFINERYGAS,
CALLIDUS,MODELLE-CFSG-6W,
WITH LOW NOX BURNER,130
MMBTU/HR

HEATER,NO. 1, DELAYEDCOKER D155 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.16,B61.4,
UNITNO. 2, REFINERYGAS, FOSTER SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 C1.23,D90.4,
WHEELER,MODEL SERIALNO 1685, MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
WITH LOW NOX BURNER,130 409,8-7-1981] ; PM: (9) [RULE K67.2
MMBTU/HR WITH 404,2-7-1986]

A/N: 395827

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

BURNER,TWENTYFOUR (24)
BURNERS,REFINERYGAS,
CALLIDUS,MODELLE-CFSG-6W,
WITH LOW NOX BURNER,130
MMBTU/HR

SSyysstteem 1111::CCOOKKEERRGGAASSTTRREEAATTIINNGG/H/H22S S13.2, S15.6,SAABBSSOORRPPTTIIOONN S31.10, S56.1

KNOCKOUT POT, (V-B-103B)RPV D158
1670, SOUTHMDEACONTACTOR
FEED,HEIGHT:54 FT 8 IN;
DIAMETER:6 FT
A/N:

VESSEL,NORTHMDEACONTACTOR, D159
(V-B-104A)RPV 1953, HEIGHT:54 FT 8
IN; DIAMETER:6 FT 6 IN
A/N:

VESSEL,SOUTHMDEACONTACTOR, D160
(V-B-104B)RPV-1669,HEIGHT:45 FT;
DIAMETER:6 FT 6 IN
A/N:

KNOCKOUT POT,NORTHMDEA D161
CONTACTOROUTLET,(V-B-105A)
RPV-1970,HEIGHT:9 FT 6 IN;
DIAMETER:2 FT 6 IN
A/N:

KNOCKOUT POT,NORTHMDEA D162
CONTACTOROUTLET,(V-B-105B)
RPV-1671,HEIGHT:9 FT 6 IN;
DIAMETER:2 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

FUGITIVEEMISSIONS, D2470 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

PPrroocceessss33::FFLLUUIIDDCCAATTAALLYYTTICICCCRRAACCKKININGG

System 1: FLUID CATALYTICCRACKINGUNIT S13.2, S31.9,System 1 : FLUID CATALYTICCRACKINGUNIT S42.1,S56.1

REGENERATOR,RPV-2318,HEIGHT: D164 D234 NOX:MAJOR CO: 500 PPMV (5A) [ A195.1,A195.2,
81 FT 3 IN; DIAMETER:51 FT 8 IN SOURCE**;SOX: CONSENTDECREECIVILNO. A195.3,A195.4,
A/N: MAJOR SOURCE** 2:96CV 095RL,8-29-2001] ; CO: A195.6,D29.8,

2000 PPMV (5) [RULE 407,4- D82.4,D323.3
2-1982]

HAP: (10) [40CFR63 Subpart
UUU, #2,2-9-2005] ; NOX: 40
PPMV (5A) [ CONSENT
DECREECIVILNO. 2:96CV 095

RL,8-29-2001]

NOX: 72 PPMV (5B) [
CONSENTDECREECIVILNO.

2:96CV 095RL,8-29-2001] ; PM:
0.1 GRAINS/SCF (5) [RULE
409,8-7-1981]

PM: (9) [RULE 404,2-7-
1986;RULE405,2-7-1986] ; SO2:
162 PPMV (5A) [ CONSENT
DECREECIVILNO. 2:96CV 095

RL,8-29-2001]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

SO2: 236 PPMV (5B) [
CONSENTDECREECIVILNO.

2:96CV 095RL,8-29-2001]

COLUMN,STRIPPER,RPV 2321, D165
LIGHTCYCLEOIL, HEIGHT:19 FT 6
IN; DIAMETER:7 FT 6 IN
A/N:

FRACTIONATOR, MAIN, RPV-2322, D166
HEIGHT:99 FT 9 IN; DIAMETER:27
FT
A/N:

REACTOR,DISENGAGER,RPV 2323, D167
HEIGHT:96 FT 7 IN; DIAMETER:39
FT 8 IN
A/N:

ACCUMULATOR, RPV 2350, D168
FRACTIONATOR OVERHEAD,
HEIGHT:20 FT; DIAMETER:12 FT
A/N:

VESSEL,TOP REFLUX SETTLER,RPV D169 BENZENE: (10) [40CFR61 H23.12
2395, (COMMONTO FCCGAS SubpartFF_02,12-4-2003] ; VOC:
PLANT),LENGTH:40 FT; DIAMETER: 500 PPMV (8) [40CFR61
12 FT SubpartFF,12-4-2003]

A/N:

TANK,SURGE, HOT FEED,RPV 2618, D170
LENGTH:45 FT; DIAMETER:12 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ELECTROSTATIC PRECIPITATOR, RPV D172
3980, "A" SKID SOUTH#5, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D173
3981, "A" SKIDNORTH #5, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D174
3982,"A"SKID SOUTH#4, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D175
3983, "A" SKIDNORTH #4, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D176
3984, "A" SKID SOUTH#3, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D177
3985,"A"SKIDNORTH #3, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D178
3986, "A" SKID SOUTH#2, CLAROIL,
GULFTRONICS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ELECTROSTATIC PRECIPITATOR, RPV D179
3987, "A" SKIDNORTH #2, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D180
3989, "A" SKIDNORTH #1, CLAROIL,
GULFTRONICS
A/N:

ELECTROSTATIC PRECIPITATOR, RPV D181
3988," A" SKID SOUTH#1, CLAROIL,
GULFTRONICS
A/N:

VESSEL, # 2 DEPROPANIZER,RPV D182
5579, HEIGHT:6 FT; DIAMETER:3 FT
A/N:

BIN, STORAGE,ADDITIVE, D183 PM: (9) [RULE 404,2-7- D323.4
INTERCAT, HEIGHT:30 FT; 1986;RULE405,2-7-1986]

DIAMETER:5 FT
A/N:

STORAGETANK,HOT CATALYST, D184 PM: (9) [RULE 404,2-7- D323.4
RPV 2316,CATALYST,HEIGHT:65 FT; 1986;RULE405,2-7-1986]

DIAMETER:17 FT
A/N:

KNOCKOUT POT,COLD STORAGE D185
EJECTOR,RPV 2434, HEIGHT:8 FT;
DIAMETER:2 FT
A/N:

FUGITIVEEMISSIONS, D2471 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

System 2: FCCUGAS PLANT S13.2, S15.6,System 2 : FCCUGAS PLANT S31.2, S31.9,
S56.1

POT,RERUN PREHEATER, D186
CONDENSATE,RPV 2370, HEIGHT:3
FT; DIAMETER:2 FT
A/N:

TOWER, RPV 2372, RERUN, HEIGHT: D187
49 FT 2 IN; DIAMETER:12 FT
A/N:

ACCUMULATOR, RPV 2375, RERUN D188 BENZENE: (10) [40CFR61 H23.12
TOWER OVERHEAD,LENGTH:18 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:9 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

TOWER,DEBUTANIZER,RPV 2391, D191
HEIGHT:87 FT 3 IN; DIAMETER:13
FT 6 IN
A/N:

KNOCKOUT POT,RPV 2393, FUEL D192
GAS, HEIGHT:15 FT; DIAMETER:9
FT
A/N:

SETTLINGTANK,RPV 2395, RERUN D193
WATER,LENGTH:40 FT; DIAMETER:
12 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:29
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

KNOCKOUT POT,RPV 1674, D194
DEBUTANIZEROVERHEAD
ACCUMULATOR, HEIGHT:1 FT 6 IN;
DIAMETER:1 FT 6 IN
A/N:

ACCUMULATOR, RPV 2406, D195
DEBUTANIZEROVERHEAD,
LENGTH:20 FT; DIAMETER:10 FT
A/N:

TOWER, ABSORBER,DEETHANIZER, D196
RPV 2407, HEIGHT:122 FT;
DIAMETER:11 FT
A/N:

KNOCKOUT POT,RPV 2408, D197
ABSORBERDRY GAS, HEIGHT:8 FT;
DIAMETER:4 FT
A/N:

POT,ABSORBERDEHYDRATOR,RPV D198
2409, HEIGHT:8 FT; DIAMETER:5 FT
A/N:

TOWER, RPV 2386, SPONGEOIL, D199
HEIGHT:66 FT; DIAMETER:8 FT
A/N:

TOWER, #2 DEPROPANIZER,RPV D201
2550, HEIGHT:66 FT; DIAMETER:6
FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ACCUMULATOR, RPV 5580,NO.2 D202
DEPROPANIZEROVERHEAD,
HEIGHT:4 FT; DIAMETER:1 FT 6 IN
A/N:

SETTLINGTANK,RPV 5664, RAW D203
GASOLINE/WATER,HEIGHT:20 FT;
DIAMETER:10 FT
A/N:

TOWER,DEHEXANIZER,RPV 2580, D204
HEIGHT:79 FT; DIAMETER:8 FT 6 IN
A/N:

ACCUMULATOR, RPV 2581, D205
DEHEXANIZEROVERHEAD,
LENGTH:18 FT; DIAMETER:5 FT
A/N:

COLUMN,ABSORBERMDEA D206
CONTACTOR,RPV 3676, HEIGHT:50
FT 10 IN; DIAMETER:3 FT 6 IN
A/N:

ACCUMULATOR, RPV 3677, D207
DEPROPANIZEROVERHEAD,
HEIGHT:2 FT; DIAMETER:1 FT
A/N:

POT,ABSORBER-DEETHANIZER D208
REBOILERDEHYDRATOR,RPV 5383,
HEIGHT:14 FT 8 IN; DIAMETER:9 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

TOWER,NO.1 DEPROPANIZER,RPV D189
2380, HEIGHT:91 FT 9 IN;
DIAMETER:8 FT 6 IN
A/N:

ACCUMULATOR, RPV 2384, D190 BENZENE: (10) [40CFR61 H23.12
DEPROPANIZEROVERHEAD, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:17 FT; DIAMETER:8 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

ACCUMULATOR, RPV 2390, #2 D200
DEPROPANIZEROVERHEAD,
HEIGHT:18 FT; DIAMETER:6 FT
A/N:

FUGITIVEEMISSIONS, D2472 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 33::FFCCCCUUGGAASSCCOOMMPPRREESSSIOIONN&&HHYYDDRROOGGEENNSSUULFID S13.2, S31.9,LFIDEERREEMMOOVVAALLUUNNITIT S46.1, S46.2,
S56.1

ABSORBER,VAPORPHASE, RPV 2345, D217
HEIGHT:42 FT; DIAMETER:9 FT
A/N:

POT,DRIP,RPV 2347, LENGTH:10 FT; D218
DIAMETER:8 FT
A/N:

TANK,1ST STAGECOMPRESSOR D219
SEALOIL, RPV 2625, HEIGHT:5 FT;
DIAMETER:2 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

KNOCKOUT POT,RELIEFVALVE, D220 BENZENE: (10) [40CFR61 H23.12
RPV 2359, HEIGHT:16 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:9 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

FILTER,RPV 2628, FIRST STAGE D222
LUBEOIL,NORTH,HITCO-HYFLOW,
MODEL FI-SE
A/N:

FILTER,RPV 2629, FIRST STAGE D223
LUBEOIL, SOUTH,HITCO-HYFLOW,
MODEL FI-SE
A/N:

KNOCKOUT POT,RPV 5519, SECOND D224
STAGEGAS COMPRESSOR
A/N:

KNOCKOUT POT,RPV 5518, FIRST D225
STAGEGAS COMPRESSOR
A/N:

COMPRESSOR,SECONDSTAGE,RW D226
0009 087 06, FILTERITE
A/N:

COMPRESSOR,SMALL FIRST STAGE, D228
RW 0001 087.06,CENTRIFUGAL,
MODEL 3M 8-24
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

COMPRESSOR,FIRST STAGE, D229
STANDBY, RW 0015 087.06,
INGERSOLL-RAND,CENTRIFUGAL,
MODELMTG-665
A/N:

COMPRESSOR,FIRST STAGE,RW D2390
0053 087.02,NUOVO PIGNONE,
MODELMCL-1005,CENTRIFUGAL,
45000 CU.FT./MIN
A/N:

FUGITIVEEMISSIONS, D2473 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 44::CCAATTAALLYYSSTTHHAANNDDLLIINNGGFFAACCILIT S56.1ILITYY
CYCLONE,WESTERNPRECIPITATION C231 D233 PM: (9) [RULE 404,2-7- D323.4
WITH 1986;RULE405,2-7-1986]

A/N: 395502

HOPPER,DUST D232

HOPPER,FCCCATALYSTAND D233 C231 PM: (9) [RULE 405,2-7-1986] D323.2
NOX/SOXREDUCINGCATALYST,
SIZE:96"DIA X 240"H
A/N: 395502

VESSEL,SEPARATOR,THIRD STAGE, D241 PM: (9) [RULE 405,2-7-1986] D323.2
RPV 3976, LENGTH:51 FT;
DIAMETER:17 FT
A/N: 395502

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

SSyysstteem 55::AAIIRRPPOOLLLLUTIO S42.1UTIONNCCOONNTTRROOLLSSYYSSTTEEMMSSEERRVVIINNGGFFCCCCUU
BOILER,CARBONMONOXIDE,NO.41, D234 D164 C235
FUELOIL, REFINERYGAS, BABCOCK C236
&WILCOCK,MODEL STATE LICENSE
NO. 20600-54,WITH 9 CO BURNERS,
WITHA BYPASSAROUNDTHE
BOILER, 310 MMBTU/HR
A/N:

ELECTROSTATIC PRECIPITATOR, C235 D234 S237 HAP: (10) [40CFR63 Subpart C12.1,E102.1
RESEARCH-COTTRELL,TWELVE(12) S238 UUU, #2,2-9-2005]

POWER TRANSFORMER-RECTIFIER
SETS, 1260 KW
A/N:

ELECTROSTATIC PRECIPITATOR, C236 D234 S239 HAP: (10) [40CFR63 Subpart C12.1,E102.1
BUELL,MODELTYPE 22XA 24.0-1080, S240 UUU, #2,2-9-2005]

EIGHT(8)POWER TRANSFORMER-
RECTIFIERSETS, 512 KW
A/N:

STACK S237 C235
A/N:

STACK S238 C235
A/N:

STACK S239 C236
A/N:

STACK S240 C236
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

System 6: PROPY S56.1System 6 : PROPYLLEENNEETTEETTRRAAMMEERRUUNNIITT
TOWER, POLYMER,RPV 2528, D242
HEIGHT:68 FT 6 IN; DIAMETER:5 FT
6 IN
A/N: 395732

ACCUMULATOR, RPV 2532, D243
POLYMERTOWEROVERHEAD,
LENGTH:14 FT 6 IN; DIAMETER:5
FT
A/N: 395732

ACCUMULATOR, RPV 2536, D244
TETRAMERTOWER OVERHEAD,
WITHNITROGENBLANKET,
LENGTH:7 FT 6 IN; DIAMETER:4 FT
A/N: 395732

TOWER, TRIMER,RPV 2549, HEIGHT: D245
89 FT 8 IN; DIAMETER:4 FT 6 IN
A/N: 395732

TOWER, TETRAMER,RPV 2538, D246
HEIGHT:66 FT 6 IN; DIAMETER:4 FT
A/N: 395732

TANK,SURGE, RPV 2539, D247
CONDENSATE,CONDENSATE,
HEIGHT:3 FT; DIAMETER:2 FT
A/N: 395732

ACCUMULATOR, RPV 2599, TRIMER D248
TOWER OVERHEAD,LENGTH:12 FT;
DIAMETER:3 FT
A/N: 395732

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

DRUM,RPV 2640,CONDENSATE, D249
HEIGHT:3 FT; DIAMETER:2 FT
A/N: 395732

FUGITIVEEMISSIONS, D2475 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395732

SSyysstteem 77::FFLLUUIDIDCCAATTAALLYYTTICICCCRRAACCKKIINNGGUUNNITITHHEEAATTERS S56.1ERS
HEATER,FLUIDCATALYTIC D250 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,C1.18,
CRACKINGFEED,REFINERYGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D328.1,
BORN ENGINEERING,MODEL MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.1
CIRCULARTYPE, WITH LOW NOX 409,8-7-1981] ; PM: (9) [RULE
BURNER,89 MMBTU/HR WITH 404,2-7-1986]

A/N: 395949

BURNER,EIGHT(8)BURNERS,
JOHNZINK,MODEL PSMR-16M,
WITH LOW NOX BURNER,89
MMBTU/HR

FILTER,GAS FILTER,RPV 5652, D1363
HEIGHT:7 FT; DIAMETER:10 FT
A/N: 395974

HEATER,PROPYLENETETRAMER D252 NOX: PROCESS CO: 400 PPMV (5A) [RULE A63.21,B61.4,
REBOILER,REFINERYGAS, WITH UNIT**; SOX: 1146,9-5-2008;RULE1146.1,5-13- D29.3,D90.4,
LOW NOX BURNER,4.9 MMBTU/HR MAJOR SOURCE** 1994] ; CO: 2000 PPMV (5) D332.1,H23.1,
WITH [RULE 407,4-2-1982] ; NOX: 0.1 K67.2
A/N: 395648 LBS/MMBTUREFINERYGAS

(1) [RULE 2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,REFINERYGAS,
CALLIDUSTECHNOLOGIES,
MODELLE-CSG-6W,WITH LOW
NOX BURNER,4.9 MMBTU/HR

HEATER,RPV 2319, REGENERATOR D2837 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4, D90.4,
STARTUPAIR HEATER,REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 H23.1
GAS, PEABODY,2 BURNERS,165 MAJOR SOURCE** GRAINS/SCF (5) [RULE
MMBTU/HR 409,8-7-1981] ; PM: (9) [RULE
A/N: 413048 404,2-7-1986

RULE 405,2-7-1986]

PPrroocceessss44::FFRRAACCTTIIOONNAATTIIOONN
Sy S4.3, S4.4, S13.2,Sysstteem 11::SSUUPPEERRFFRRAACCTTIIOONNAATTIOIONNUUNNITIT S56.1

COLUMN,STABILIZER,NO.1 D253
DEBUTANIZER,RPV-1035,HEIGHT:
77 FT; DIAMETER:6 FT 6 IN
A/N:

COLUMN,STABILIIZER,NO. 2 D254
DEBUTANIZER,RPV-1040,HEIGHT:
117 FT 9 IN; DIAMETER:6 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

COLUMN,SOUTHAREA D255
DISOBUTANIZER,RPV-1101,HEIGHT:
127 FT; DIAMETER:8 FT 6 IN
A/N:

COLUMN,STABILIZER,NO. 7, RPV- D257
1118, HEIGHT:62 FT; DIAMETER:3
FT 6 IN
A/N:

COLUMN,STABILIZER,NO. 9, RPV- D259
1183, HEIGHT:136 FT; DIAMETER:12
FT 6 IN
A/N:

COLUMN,STABILIZER,NO. 10, RPV- D260
1190, HEIGHT:110 FT; DIAMETER:7
FT
A/N:

COLUMN,STABILIZER,NO. 11, RPV- D261
1199, HEIGHT:134 FT; DIAMETER:8
FT
A/N:

COLUMN,NO.3 DEBUTANIZER,RPV- D262
1208, HEIGHT:110 FT; DIAMETER:6
FT
A/N:

ACCUMULATOR,NO.1 D263
DEBUTANIZER,RPV-
5574,STABILIZEROVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

ACCUMULATOR,NO.2 D265 BENZENE: (10) [40CFR61 H23.12
DEBUTANIZER,RPV-1041, SubpartFF_02,12-4-2003]

OVERHEAD,HEIGHT:18 FT 9.5 IN;
DIAMETER:6 FT
A/N:

ACCUMULATOR, RPV-5474,SOUTH D267
AREA DIB OVERHEAD,HEIGHT:18
FT; DIAMETER:6 FT
A/N:

TANK,SURGE, SOUTHAREA DIB D268
FEED, #5 STABILIZER,RPV-1226,
HEIGHT:30 FT 8 IN; DIAMETER:10
FT
A/N:

ACCUMULATOR, RPV-1120,LPG D271
VAPORIZEROVERHEAD,LENGTH:16
FT; DIAMETER:3 FT
A/N:

ACCUMULATOR,NO. 9, RPV-1185, D274
STABILIZERREFLUX,LENGTH:16
FT; DIAMETER:6 FT
A/N:

ACCUMULATOR,NO.10, RPV-1189, D275
STABILIZEROVERHEAD,LENGTH:7
FT 11.5 IN; DIAMETER:6 FT
A/N:

ACCUMULATOR,NO. 9 STABILIZER D276
OVERHEAD,RPV-1189A,LENGTH:15
FT 8 IN; DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:40
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

ACCUMULATOR, RPV 1639, D277 BENZENE: (10) [40CFR61 H23.12
DEBUTANIZEROVERHEAD, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:12 FT; DIAMETER:6 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

TANK,SURGE, RPV 1182, #10 D278
STABILIZERFEED,LENGTH:32 FT;
DIAMETER:9 FT
A/N:

TANK,SURGE, RPV-1180,# 11 D280
STABILIZERFEED,HEIGHT:32 FT;
DIAMETER:9 FT
A/N:

ACCUMULATOR, RPV 1205,NO. 11 D281
STABILIZEROVERHEAD,LENGTH:16
FT; DIAMETER:6 FT
A/N:

ACCUMULATOR, RPV 1213,NO.3 D282
DEBUTANIZEROVERHEAD,
LENGTH:16 FT; DIAMETER:6 FT
A/N:

POT,RPV 2092, LPG VAPORIZER D283
CONDENSATE,HEIGHT:4 FT;
DIAMETER:2 FT
A/N:

TOWER,DEBUTANIZER,(RPV-1638), D284
HEIGHT:76 FT 8 IN; DIAMETER:7 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

SCRUBBER,RPV 1293, SFIA FUEL D287
GAS, HEIGHT:30 FT; DIAMETER:3
FT 4 IN
A/N:

FUGITIVEEMISSIONS, D2476 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 2: NAPHTHASPLITTER UNIT S13.2, S46.1,System 2 : NAPHTHASPLITTER UNIT S46.2,S56.1

TANK,SURGE, RPV 1241,NAPHTHA D290
SPLITTERFEED,HEIGHT:26 FT 6 IN;
DIAMETER:7 FT 6 IN
A/N: 395646

ACCUMULATOR, RPV 1238,NO.2 D291
NAPHTHASPLITTEROVERHEAD,
HEIGHT:20 FT; DIAMETER:7 FT 6 IN
A/N: 395646

TOWER, RPV 1234,NO. 2, NAPHTHA D1400
SPLITTER, HEIGHT:72 FT 8 IN;
DIAMETER:10 FT
A/N: 395646

KNOCKOUT POT,RPV 5517,NO. 2 D1401
NAPHTHASPLITTERFEED SURGE
WATER,HEIGHT:2 FT 8 IN;
DIAMETER:1 FT 2 IN
A/N: 395646

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

KNOCKOUT POT,RPV 5516,NO. 2 D1402 BENZENE: (10) [40CFR61 H23.12
NAPHTHASPLITTEROVERHEAD SubpartFF_02,12-4-2003] ; VOC:
ACCUMULATOR WATER,LENGTH:2 500 PPMV (8) [40CFR61
FT 11 IN; DIAMETER:1 FT 2 IN SubpartFF,12-4-2003]

A/N: 395646

KNOCKOUT POT,RPV 5719,NO. 2 D1403
NAPHTHASPLITTERREBOILER
CONDENSATEWATER,LENGTH:3
FT; DIAMETER:2 FT 6 IN
A/N: 395646

FUGITIVEEMISSIONS, D2474 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395646

SSyysstteem 33::LLIIGGHHTTEENNDDSSDDEEPPRROOPPAANNIZER S13.2, S15.6,IZER S56.1

ABSORBER,MDEA, RPV-3045, D292
HEIGHT:55 FT; DIAMETER:3 FT
A/N: 460571

TOWER,DEPROPANIZER,RPV-3170, D293
HEIGHT:114 FT 6 IN; DIAMETER:7
FT 6 IN
A/N: 460571

ACCUMULATOR, RPV 3171, D296
DEPROPANIZEROVERHEAD,
HEIGHT:21 FT; DIAMETER:7 FT
A/N: 460571

TANK,FLASH,RPV-3172,LED FEED, D297
HEIGHT:25 FT; DIAMETER:8 FT
A/N: 460571

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

COMPRESSOR,RW 009 08732,NORTH D299
LED VAPORFEED
A/N: 460571

COMPRESSOR,RW 0010 08731, D300
SOUTHLED VAPORFEED,WITH
PACKEDGLANDS
A/N: 460571

POT,RPV-5454,REBOILER D301
CONDENSATE,HEIGHT:2 FT 6 IN;
DIAMETER:2 FT
A/N: 460571

FUGITIVEEMISSIONS, D2477 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460571

SSyysstteem 44::SSTTRRAAIIGGHHTTRRUUNNLLIGIGHHTTEENNDDSSDDEEPPRROP S13.2,S56.1OPAANNIZIZEERR
TOWER, STRAIGHTRUN D302
DEPROPANIZER,RPV-2594,HEIGHT:
127 FT; DIAMETER:6 FT
A/N: 395786

ACCUMULATOR, RPV 2596, D303
STRAIGHTRUN DEPROPANIZER
OVERHEAD,LENGTH:20 FT;
DIAMETER:4 FT 6 IN
A/N: 395786

TANK,SURGE, RPV 4028, SRD FEED, D304
LENGTH:29 FT; DIAMETER:8 FT 6
IN
A/N: 395786

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

POT,RPV 5153, REBOILER D307
CONDENSATE,HEIGHT:3 FT;
DIAMETER:2 FT
A/N: 395786

FUGITIVEEMISSIONS, D2478 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395786

System 5: NORTHAREA DEISOBUTANIZERUNIT S13.2,S56.1System 5 : NORTHAREA DEISOBUTANIZERUNIT
TOWER,DEISOBUTANIZER,RPV- D308
2595, HEIGHT:123 FT 6 IN;
DIAMETER:6 FT
A/N: 395777

POT,RPV 5151, DIB REBOILER D309
CONDENSATE,HEIGHT:4 FT;
DIAMETER:2 FT
A/N: 395777

ACCUMULATOR, RPV 5154, D310
DEISOBUTANIZEROVERHEAD,
HEIGHT:20 FT; DIAMETER:7 FT 6 IN
A/N: 395777

DRUM,BUTANEDEGASSING,RPV- D311
5160, HEIGHT:8 FT 6 IN; DIAMETER:
3 FT
A/N: 395777

FUGITIVEEMISSIONS, D2479 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395777

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

System 7: COKERGASOLINEFRACTIONATIONUNIT S13.2, S15.8,System 7 : COKERGASOLINEFRACTIONATIONUNIT S56.1

VESSEL,RECEIVER,RPV 1403, LOW D1974
PRESSUREGAS, HEIGHT:20 FT;
DIAMETER:8 FT
A/N:

TOWER, RPV 1618, DEHEXANIZER, D1975
HEIGHT:19 FT 3 IN; DIAMETER:9 FT
A/N:

ACCUMULATOR, RPV 1620, D1976
DEHEXANIZEROVERHEAD
A/N:

TOWER, RPV 1626, SWING,HEIGHT: D1977
19 FT 3 IN; DIAMETER:9 FT
A/N:

ACCUMULATOR, RPV 1627, SWING D1978 BENZENE: (10) [40CFR61 H23.12
OVERHEAD,HEIGHT:20 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:6 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

TOWER, RPV 16239, DEBUTANIZER, D1979
HEIGHT:82 FT 6 IN; DIAMETER:8 FT
4 IN
A/N:

ACCUMULATOR, RPV 1640, D1980
DEBUTANIZEROVERHEAD,HEIGHT:
16 FT; DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

DRUM,RPV 1642, DEHEXANIZER D1981
FEED,HEIGHT:31 FT 6 IN;
DIAMETER:9 FT
A/N:

DRUM,RPV 1645, FEED (NIS), D1982
HEIGHT:39 FT 6 IN; DIAMETER:10
FT
A/N: 395949

TANK,RPV 1663, FEED(NIS),HEIGHT: D1983
15 FT 6 IN; DIAMETER:6 FT
A/N: 395949

DRUM,RPV 1672, FUELGASMIXING, D1984
HEIGHT:10 FT; DIAMETER:6 FT
A/N:

KNOCKOUT POT,RPV 1677, D1985
ABSORBER,HEIGHT:8 IN;
DIAMETER:4 FT
A/N: 395949

STORAGETANK,RPV 3230, HEIGHT: D1986
35 FT 9 IN; DIAMETER:8 FT
A/N:

FUGITIVEEMISSIONS, D2481 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

SSyysstteem 8: L S13.2, S46.1,8 : LIIQQUUIIDDRREECCOOVVEERRYYUUNNIITT S46.2,S56.1

KNOCKOUT POT,RW-6473-289-02, D2307
COKERGAS COMPRESSORSUCTION,
HEIGHT:11 FT 6 IN; DIAMETER:7 FT
6 IN
A/N: 396012

KNOCKOUT POT,RW-6474-289-02, D2308
DRIER FEED,LENGTH:15 FT;
DIAMETER:7 FT
A/N: 396012

KNOCKOUT POT,RW-6475-289-02, D2309
REGENERATIONGAS, HEIGHT:9 FT;
DIAMETER:4 FT 6 IN
A/N: 396012

DRYER,DEHYDRATOR,RW-6476- D2310
289-02, INLETGAS, LENGTH:30 FT;
DIAMETER:10 FT 6 IN
A/N: 396012

DRYER,DEHYDRATOR,RW-6477- D2311
289-02, INLETGAS, LENGTH:30 FT;
DIAMETER:10 FT 6 IN
A/N: 396012

VESSEL,ECONOMIZER,RW-6486- D2312
289.02, REFRIGERANTINTERSTAGE,
HEIGHT:17 FT 6 IN; DIAMETER:6 FT
6 IN
A/N: 396012

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

VESSEL,RECLAIMER,RW-6478-289- D2313
02, REFRIGERANT(PROPANE),
HEIGHT:4 FT; DIAMETER:1 FT 1 IN
A/N: 396012

VESSEL,COLD SEPARATOR,RW- D2314
6479-289-02,DRY GAS, HEIGHT:17 FT
6 IN; DIAMETER:6 FT 6 IN
A/N: 396012

KNOCKOUT POT,RW-6480-289-02, D2315
REFRIGERANT(PROPANE)
COMPRESSORSUCTION,HEIGHT:11
FT 6 IN; DIAMETER:8 FT 6 IN
A/N: 396012

VESSEL,ECONOMIZER,RW-6481- D2316
289-02, REFRIGERANT(PROPANE),
LENGTH:16 FT; DIAMETER:7 FT
A/N: 396012

DRUM, SURGE, RW-6482-289-02, D2317
REFRIGERANT(PROPANE),LENGTH:
20 FT; DIAMETER:6 FT
A/N: 396012

COLUMN,FRACTIONATING, RW- D2318
6456-289-01,PROPYLENERECOVERY,
HEIGHT:32 FT; DIAMETER:6 FT
A/N: 396012

COLUMN,DEETHANIZER,RW-6457- D2319
289-01,HEIGHT:88 FT; DIAMETER:6
FT
A/N: 396012

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

FILTER,SEPARATOR,RW-6598-289.02, D2320
DRIER FEED
A/N: 396012

FILTER,RW-6599-289.02,DRIER D2321
OUTLET
A/N: 396012

COMPRESSOR,RW-0050-087.05, D2326
REFRIGERANT(PROPANE),SCREW
TYPEWITHDUALMECHANICAL
SEALS
A/N: 396012

SCRUBBER,RW-6485-289.02, D2327
REFRIGERANTCOMPRESSOR
INTERSTAGE,HEIGHT:11 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 396012

COMPRESSOR,RW-0055-87.06,COKER D2329
GAS, CENTRIFUGALTYPE, WITH
PRESSURIZEDDRY GAS TANDEM
SEALS
A/N: 396012

COMPRESSOR,EXPANDER,RW-0056- D2330
87.06,CENTRIFUGALTYPE, WITH
PRESSURIZEDDRY GAS TANDEM
SEALS
A/N: 396012

POT,DRAIN, RW-6484-289-02,FLARE D2395 BENZENE: (10) [40CFR61 H23.12
HEADER,HEIGHT:6 FT; DIAMETER: SubpartFF_02,12-4-2003] ; VOC:
3 FT 500 PPMV (8) [40CFR61
A/N: 396012 SubpartFF,12-4-2003]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

KNOCKOUT POT,RW-6487-289-02, D2396
TURBOEXPANDERCOMPRESSOR
SUCTION,HEIGHT:11 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 396012

FILTER,RW 6600-289.02,DRIER D2397
OUTLET
A/N: 396012

TANK,RW-6588-289.02,METHANOL D2398
ANTIFREEZEINJECTIONTANK,500
GALS
A/N: 396012

KNOCKOUT POT,RW-6473-289-02, D2399
COKERGAS COMPRESSOR,LENGTH:
11 FT 6 IN; DIAMETER:7 FT 6 IN
A/N: 396012

FUGITIVEEMISSIONS, D2486 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 396012

SSyysstteem 99::PPRROOPPAANNE/PR S13.2, S46.1,E/PROOPPYYLLEENNEESSPPLLITITTTEERRUUNNITIT S46.2,S56.1

TOWER,C3 SPLITTER,RW 6431- D2331
289.01,HEIGHT:259 FT 2 IN;
DIAMETER:16 FT 9 IN
A/N: 396015

TOWER,DEETHANIZER,RW-6436- D2332
289.01,HEIGHT:121 FT 10 IN;
DIAMETER:9 FT
A/N: 396015

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

TOWER,ENRICHER,RW 6439-289.01, D2333
HEIGHT:58 FT 6 IN; DIAMETER:9 FT
A/N: 396015

TOWER,COSADSORBER,RW 6575- D2334
289.06,HEIGHT:39 FT; DIAMETER:7
FT 6 IN
A/N: 396015

TOWER,COSADSORBER,RW 6576- D2335
289.06,HEIGHT:39 FT; DIAMETER:7
FT 6 IN
A/N: 396015

TOWER,COSADSORBER,RW 6577- D2336
289.06,HEIGHT:39 FT; DIAMETER:7
FT 6 IN
A/N: 396015

TOWER, ARSINEREMOVAL D2337
REACTOR,RW 6452- 289.06,HEIGHT:
24 FT 9 IN; DIAMETER:8 FT
A/N: 396015

DRUM,C3 SPLITTERSURGE, RW- D2338
6434-289.02,LENGTH:20 FT;
DIAMETER:11 FT 6 IN
A/N: 396015

DRUM,KNOCKOUT,RW 6450-289.02-, D2340 BENZENE: (10) [40CFR61 H23.12
FLARE,LENGTH:24 FT; DIAMETER: SubpartFF_02,12-4-2003] ; VOC:
10 FT 500 PPMV (8) [40CFR61
A/N: 396015 SubpartFF,12-4-2003]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

DRUM,RW 6443-289.02, D2351
COMPRESSORSUCTIONSCRUBBER,
LENGTH:17 FT; DIAMETER:17 FT
A/N: 396015

COMPRESSOR,RW 0054-087.06,C3 D2352
SPLITTEROVERHEAD,
CENTRIFUGALTYPE, WITH
PRESSURIZEDDRY GAS SEAL
A/N: 396015

ADSORBER,1, RW 6573- 289.06, D2400
DEHYDRATION,HEIGHT:2 FT;
DIAMETER:6 FT
A/N: 396015

ADSORBER,2, RW 6574- 289.06, D2401
DEHYDRATION,HEIGHT:2 FT;
DIAMETER:6 FT
A/N: 396015

VESSEL,COALESCER,RW 6578- D2402
289.06,DEHYDRATION
REGENERATION,LENGTH:7 FT 10
IN; DIAMETER:2 FT 4 IN
A/N: 396015

FILTER,GUARD,RW 6579-289.02, D2403
HEIGHT:4 FT 2 IN; DIAMETER:2 FT
A/N: 396015

FUGITIVEEMISSIONS, D2487 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 396015

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss55::HHYYDDRROOTTRREEAATTININGG

System 1: JET FUEL HYDROTREATINGUNIT S13.2, S15.7,System 1 : JET FUEL HYDROTREATINGUNIT S56.1

SCRUBBER,MDEACOLUMN,RPV- D314
3700, HEIGHT:56 FT 10 IN;
DIAMETER:3 FT
A/N: 460572

COLUMN,STABILIZER,RPV-3701, D315
HEIGHT:47 FT 6 IN; DIAMETER:4 FT
A/N: 460572

COLUMN,DESULFIRIZERSTRIPPER D316
COLUMNSTABILIZER,RPV 3702,
HEIGHT:45 FT 2 IN; DIAMETER:3 FT
A/N: 460572

TANK,FLASH,RPV 3703,( HOT), D317
HEIGHT:18 FT 6 IN; DIAMETER:4 FT
6 IN
A/N: 460572

TANK,FLASH,RPV 3712,, HEIGHT:11 D319
FT; DIAMETER:5 FT 6 IN
A/N: 460572

KNOCKOUT POT,RPV 3714, MDEA, D320
HEIGHT:10 FT; DIAMETER:2 FT 6 IN
A/N: 460572

REACTOR,RPV 3706, R3, HEIGHT:10 D323
FT; DIAMETER:6 FT
A/N: 460572

REACTOR,RPV 3707, R2, HEIGHT:30 D324
FT; DIAMETER:7 FT 6 IN
A/N: 460572

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

REACTOR,RPV 3708, R1, HEIGHT:11 D325
FT 4 IN; DIAMETER:4 FT 6 IN
A/N: 460572

ACCUMULATOR, RPV 3722, D326
STABILIZEROVERHEAD,LENGTH:11
FT; DIAMETER:2 FT 6 IN
A/N: 460572

ACCUMULATOR, RPV 3723, STRIPPER D327
OVERHEAD,LENGTH:14 FT;
DIAMETER:3 FT
A/N: 460572

COMPRESSOR,RW 14 087.32, D328
STABILIZERVAPOR,RECIPROCATING
WITH PACKEDGLANDS
A/N: 460572

COMPRESSOR,RW 15 087.32, D329
HYDROGENFEED,RECIPROCATING
WITH PACKEDGLANDS
A/N: 460572

COMPRESSOR, D330
HYDROGEN/DESULFURIZER/HYD-
ROTREATER,RW0053 087.32,
RECYCLEGAS, RECIPROCATING
WITH PACKEDGLANDS
A/N: 460572

FILTER,RPV 3731, STRIPPER D331
BOTTOMS,HEIGHT:5 FT 8 IN;
DIAMETER:8 FT 7 IN
A/N: 460572

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

FILTER,RPV 3732, STRIPPER D332
BOTTOMS,HEIGHT:5 FT 8 IN;
DIAMETER:8 FT 7 IN
A/N: 460572

FUGITIVEEMISSIONS, D2482 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460572

SSyysstteem 22::MMIDID-B-BAARRRREELLDDEESSUULLFFUURRIZ S13.2, S15.6,IZEERR S56.1

REACTOR,RPV 3900, HEIGHT:27 FT D334
9 IN; DIAMETER:8 FT 6 IN
A/N: 460573

SCRUBBER,RPV 3901, RECYCLEGAS D335
MDEA,HEIGHT:59 FT 6 IN;
DIAMETER:4 FT 6 IN
A/N: 460573

COLUMN,STRIPPER,RPV 3902, D336
STABILIZERSIDESTREAM,HEIGHT:
28 FT 6 IN; DIAMETER:2 FT 6 IN
A/N: 460573

COLUMN,STABILIZER,RPV 3903, D337
HEIGHT:70 FT 8 IN; DIAMETER:8 FT
A/N: 460573

SCRUBBER,RPV 3904, STABILIZER D338
OFF-GASESMDEA,HEIGHT:49 FT;
DIAMETER:2 FT 6 IN
A/N: 460573

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

TANK,FLASH,RPV 3909, REACTOR D339
EFFLUENT,HEIGHT:20 FT;
DIAMETER:7 FT
A/N: 460573

VESSEL,SEPARATOR,RPV 3910, D340
DESULFURIZEROIL-WATER,
LENGTH:10 FT; DIAMETER:3 FT
A/N: 460573

ACCUMULATOR, RPV 3911, D341
STABILIZEROVERHEAD,HEIGHT:10
FT; DIAMETER:4 FT
A/N: 460573

POT,COMPRESSORSUCTION,RPV D342
3912, STABILIZEROFF-GAS,HEIGHT:
5 FT 10 IN; DIAMETER:2 FT
A/N: 460573

KNOCKOUT POT,RPV 3913, D343
HYDROGENFEEDGAS, HEIGHT:4
FT; DIAMETER:2 FT
A/N: 460573

VESSEL,SEPARATOR,RPV 3917, D347
STABILIZEROFF-GAS,HEIGHT:4 FT;
DIAMETER:2 FT
A/N: 460573

FILTER,RPV 5654, FEED S, HEIGHT:3 D348
FT 10 IN; DIAMETER:2 FT 6 IN
A/N: 460573

FILTER,RPV 5655, FEEDN, HEIGHT: D349
3 FT 10 IN; DIAMETER:2 FT 6 IN
A/N: 460573

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

COMPRESSOR,RW 0033 08732, THREE D350
STAGERECYCLE& MAKEUP
HYDROGEN, INGERSOLL-RAND13075
SCFM.WITH PACKEDGLAND
A/N: 460573

COMPRESSOR,RW 36 087.32, THREE D351
STAGERECYCLE& MAKEUP
HYDROGEN, INGERSOLL-RAND13075
SCFM.WITH PACKEDGLAND
A/N: 460573

COMPRESSOR,RW 003508732,OFF D352
GAS, INGERSOLL-RAND622 SCFM.
WITH PACKEDGLAND
A/N: 460573

COMPRESSOR,RW 003408732,OFF D353
GAS, INGERSOLL-RAND622 SCFM.
WITH PACKEDGLAND
A/N: 460573

FUGITIVEEMISSIONS, D2483 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460573

SSyysstteem 33::FFLLUUIDIDFFEEEEDDHHDS U S13.2, S15.6,DS UNNITIT S31.9, S46.1,
S46.2,S56.1

ACCUMULATOR, RPV 4018, STRIPPER D354 BENZENE: (10) [40CFR61 H23.12
OVERHEAD,HEIGHT:16 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:7 FT 6 IN 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

MIST ELIMINATOR,RPV 5642 D1404
A/N:

KNOCKOUT POT,RPV 4019, D355
STRIPPERRELEASEMDEA,HEIGHT:
8 FT; DIAMETER:5 FT
A/N:

VESSEL,H2 SEPARATOR,RPV 5634, D1405
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

TANK,SURGE, RPV 4027, FEED, D356
LENGTH:36 FT; DIAMETER:11 FT
A/N:

VESSEL,H2 SEPARATOR,RPV 5635, D1406
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

REACTOR,HDS, RPV 4400, HEIGHT: D357
60 FT; DIAMETER:16 FT
A/N:

VESSEL,H2 SEPARATOR,RPV 5636, D1407
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

COLUMN,STRIPPER,RPV 4405, D358
HEIGHT:30 FT 6 IN; DIAMETER:9 FT
6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:59
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

VESSEL,H2 SEPARATOR, RPV D1408
5637,(PRISM),HEIGHT:10 FT;
DIAMETER:8 IN
A/N:

VESSEL,MDEACONTACTOR,RPV D359
4406, RECYCLEGAS, HEIGHT:19 FT 8
IN; DIAMETER:7 FT 6 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 5638, D1409
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,MDEACONTACTOR,RPV D360
4407, STRIPPERRELEASE,HEIGHT:
49 FT; DIAMETER:4 FT 6 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 5639, D1410
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

TANK,RPV 4411, HOT FLASH, D361
HEIGHT:22 FT; DIAMETER:10 FT
A/N:

VESSEL,H2 SEPARATOR,RPV 5640, D1411
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

TANK,FLASH,RPV 4412,COLD, D362
HEIGHT:16 FT; DIAMETER:7 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

VESSEL,H2 SEPARATOR,RPV 5641, D1412
(PRISM),HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

COMPRESSOR,RW 0057, D1413
RECIPROCATING TYPE
A/N:

FILTER,RPV 4471, FEED,BANK 1 (14 D372
FILTERS),HEIGHT:14 FT;
DIAMETER:6 IN
A/N:

FILTER,RPV 4472, FEED,BANK 2 (14 D373
FILTERS),HEIGHT:14 FT;
DIAMETER:6 IN
A/N:

FILTER,RPV 4473, FEED,BANK 3 (14 D374
FILTERS),HEIGHT:14 FT;
DIAMETER:6 IN
A/N:

FILTER,RPV 4474, FEED,BANK 4 (14 D375
FILTERS),HEIGHT:14 FT;
DIAMETER:6 IN
A/N:

FILTER,RPV 4475, FEED,BANK 5 (14 D376
FILTERS),HEIGHT:14 FT;
DIAMETER:6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

VESSEL,H2 SEPARATOR,RPV 4500, D377
TRAINA, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4501, D378
TRAINA, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4502, D379
TRAINA, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4503, D380
TRAINA, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR, RPV 4504, D381
TRAINA, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4505, D382
TRAINA, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4506, D383
TRAIN B, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

VESSEL,H2 SEPARATOR,RPV 4507, D384
TRAIN B, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4508, D385
TRAIN B, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4509, D386
TRAIN B, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4510, D387
TRAIN B, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4511, D388
TRAIN B, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4512, D389
TRAINC, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4513, D390
TRAINC, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

VESSEL,H2 SEPARATOR,RPV 4514, D391
TRAINC, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4515, D392
TRAINC, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4516, D393
TRAINC, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

VESSEL,H2 SEPARATOR,RPV 4517, D394
TRAINC, HEIGHT:10 FT; DIAMETER:
8 IN
A/N:

KNOCKOUT POT,RPV 4520, H2 D395
PURIFICATION, HEIGHT:4 FT;
DIAMETER:2 FT 6 IN
A/N:

POT,RPV 4521, H2 DEMISTER, D396
HEIGHT:8 FT; DIAMETER:2 FT
A/N:

COMPRESSOR,RW 0018 08706, D397
RECYCLEGAS, CENTRIFUGAL
A/N:

COMPRESSOR,RW 0051 08732,MAKE D398
UP GAS A, RECIPROCATINGWITH
PACKEDSEALS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

COMPRESSOR,RW 0052 08732,MAKE D399
UP GAS B, RECIPROCATINGWITH
PACKEDSEALS
A/N:

KNOCKOUT POT,RPV 5563, D400
HYDROGENPURIFICATION, HEIGHT:
14 FT; DIAMETER:2 FT 5 IN
A/N:

FUGITIVEEMISSIONS, D2484 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 44::NNo.o.11LLIGIGHT HYD S11.1, S13.2,HT HYDRROOTTRREEAATTININGGUUNNIITT S15.6, S31.1,
S56.1

TANK,SURGE, RPV 0207, LENGTH:30 D401
FT; DIAMETER:10 FT
A/N:

POT,RPV 3010, STABILIZER D402
REBOILERCONDENSATE, HEIGHT:2
FT 8 IN; DIAMETER:1 FT 4 IN
A/N:

REACTOR,RPV 3000,NO.1, HEIGHT: D403
12 FT; DIAMETER:5 FT 6 IN
A/N:

REACTOR,RPV 3001,NO.2, HEIGHT: D404
70 FT; DIAMETER:15 FT
A/N:

REACTOR,RPV 3002,NO.3, HEIGHT: D405
7 FT 9 IN; DIAMETER:5 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

TANK,FLASH,RPV 3007, EFFLUENT, D406 BENZENE: (10) [40CFR61 H23.12
LENGTH:15 FT; DIAMETER:5 FT SubpartFF_02,12-4-2003] ; VOC:
A/N: 500 PPMV (8) [40CFR61

SubpartFF,12-4-2003]

COLUMN,STABILIZER,RPV 3012, D407
HEIGHT:49 FT; DIAMETER:6 FT 6 IN
A/N:

ACCUMULATOR, RPV 3013, D408 BENZENE: (10) [40CFR61 H23.12
STABILIZEROVERHEAD,HEIGHT:23 SubpartFF_02,12-4-2003] ; VOC:
FT 7 IN; DIAMETER:4 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

KNOCKOUT POT,COMPRESSOR,RPV D409
3015, HEIGHT:6 FT; DIAMETER:2 FT
A/N:

POT,COMPRESSORDRIPS, RPV 3016, D410
HEIGHT:8 FT; DIAMETER:2 FT
A/N:

ABSORBER,RPV 3020, HEIGHT:61 FT D411
9 IN; DIAMETER:3 FT
A/N:

VESSEL,MDEACONTACTOR,RPV D412
3026, HEIGHT:37 FT; DIAMETER:2
FT 6 IN
A/N:

KNOCKOUT POT,RPV 3022, D413
HYDROGENRELEASEMDEA,
HEIGHT:6 FT; DIAMETER:2 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

REACTOR,RPV 3027,NO.4, HEIGHT: D414
14 FT 9 IN; DIAMETER:5 FT 6 IN
A/N:

COMPRESSOR,RW 0001 08731, D415
STABILIZEROVERHEADVAPOR,3050
MSCFDCAPACITY, WITHMETALLIC
PACKING
A/N:

FUGITIVEEMISSIONS, D2485 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 5: N S13.2, S15.2,System 5 : NAAPPHHTTHHAAHHDDSSUUNNIITT S46.1, S46.2,
S56.1

TOWER, STRIPPER,RW 5809, D1420
HEIGHT:54 FT 2 IN; DIAMETER:6 FT
6 IN
A/N: 460576

COLUMN,CONTACTOR,RW 5810, D1421
RELEASEHYDROGENMDEA,
HEIGHT:50 FT 11 IN; DIAMETER:3
FT
A/N: 460576

REACTOR,RW 5832, HEIGHT:21 FT 1 D1422
IN; DIAMETER:7 FT
A/N: 460576

KNOCKOUT POT,RW 5833, MAKE-UP D1423
HYDROGEN,HEIGHT:7 FT 6 IN;
DIAMETER:2 FT
A/N: 460576

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

ACCUMULATOR, RW 5836, STRIPPER D1424 BENZENE: (10) [40CFR61 H23.12
OVERHEAD,HEIGHT:13 FT 9 IN; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:4 FT 3 IN 500 PPMV (8) [40CFR61
A/N: 460576 SubpartFF,12-4-2003]

POT,CONDENSATE,RW 5834, D1425
STRIPPERREBOILER,HEIGHT:3 FT;
DIAMETER:1 FT 6 IN
A/N: 460576

TANK,FLASH,RW 5838, HEIGHT:20 D1426
FT 7 IN; DIAMETER:7 FT
A/N: 460576

TANK,SURGE, RW 5839, FEED, D1427
HEIGHT:42 FT; DIAMETER:10 FT
A/N: 460576

KNOCKOUT POT,NATURALGAS D1432
FILTER,RW 5837, HEIGHT:5 FT;
DIAMETER:2 FT
A/N: 460576

FUGITIVEEMISSIONS, D2488 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460576

SSyysstteem 66::HHYYDDRROOTTRREEAATTININGGUUNNIITTHHEEAATTEERRSS
HEATER,JET TREATER,R-1, D416 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.4,C1.58,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D90.4,D328.1,
BURNER,24 MMBTU/HR WITH MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) H23.1, K67.2
A/N: 463810 [RULE 407,4-2-1982] ; NOX: 36

PPMV REFINERYGAS (3)
[RULE 2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,FOUR(4)BURNERS,
REFINERYGAS, JOHNZINK,
MODELNDR-16,WITH LOW NOX
BURNER,24 MMBTU/HR

HEATER,JET TREATERSTABILIZER D417 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.23,A63.26,
REBOILER,R-2, REFINERYGAS, SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- B61.4, D29.3,
WITH LOW NOX BURNER,10 MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D90.4,D328.1,
MMBTU/HR WITH [RULE 407,4-2-1982] ; NOX: 36 E51.4,E51.5,
A/N: 396029 PPMV REFINERYGAS (3) H23.1, K67.2,

[RULE 2012,5-6-2005] K67.11

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,THREE(3)BURNERS,
REFINERYGAS, JOHNZINK,
MODELNDR-14,WITH LOW NOX
BURNER,10 MMBTU/HR

HEATER,JET TREATER,R-3, D418 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.4,C1.46,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D90.4,D328.1,
BURNER,11 MMBTU/HR WITH MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) H23.1, K67.2,
A/N: 450593 [RULE 407,4-2-1982] ; NOX: 36 K67.11

PPMV REFINERYGAS (3)
[RULE 2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,THREE(3)BURNERS,
REFINERYGAS, JOHNZINK,
MODELNDR-16,WITH LOW NOX
BURNER,11 MMBTU/HR

HEATER,NO. 018, MID BARREL D419 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,C1.22,
STABILIZERREBOILER,REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D328.1,
GAS, BORN ENGINEERING,WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.1, K67.2
LOW NOX BURNER,52 MMBTU/HR 409,8-7-1981] ; PM: (9) [RULE
WITH 404,2-7-1986]

A/N: 395831

BURNER,FOUR(4)BURNERS,
REFINERYGAS, CALLIDUS,
MODELCUB-12W,WITH LOW
NOX BURNER,52 MMBTU/HR

HEATER,019, MID BARREL FEED, D421 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,C1.21,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D328.1,
BURNER,82 MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.1, K67.2
A/N: 395830 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

BURNER,EIGHT(8)BURNERS,
REFINERYGAS, CALLIDUS,
MODELCUB-8W,WITH LOW NOX
BURNER,82 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

HEATER,FCCHDS, REFINERYGAS, D423 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4, D90.4,
WITH LOW NOX BURNER,80 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,H23.1
MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 396079 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

BURNER,SIXTEEN (16) BURNERS,
REFINERYGAS, JOHNZINK,
WITH LOW NOX BURNER,80
MMBTU/HR

HEATER,LIGHTGASOLINE D425 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.4,C1.47,
HYDROGENATIONFEED,REFINERY SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D90.4,D328.1,
GAS, WITH LOW NOX BURNER,22 MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) H23.1, K67.2
MMBTU/HR WITH [RULE 407,4-2-1982] ; NOX: 36
A/N: 450597 PPMV REFINERYGAS (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,FOUR(4)BURNERS,
REFINERYGAS, JOHNZINK,
MODELVPMRNO.22,WITH LOW
NOX BURNER,22 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

HEATER,RW 0053,NAPHTHAHDS D1433 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.19,D29.3,
REACTORFEED,NATURALGAS, SOURCE** 1146,11-17-2000;RULE1146,9-5- D328.1,E71.13,
MODELHORIZONTALCABINTYPE, 2008] ; CO: 2000 PPMV (5) E193.1
WITH LOW NOX BURNER,12.5 [RULE 407,4-2-1982] ; CO: 0.46
MMBTU/HR WITH LBS/HRNATURALGAS (4)
A/N: [RULE 1303(a)(1)-BACT,5-10-

1996]

CO: 50 PPMVNATURAL
GAS (4) [RULE 1303(a)(1)-
BACT,5-10-1996] ; NOX: 25
PPMV (3) [RULE 2012,5-6-
2005] ; NOX: 25 PPMV
NATURALGAS (4) [RULE
2005,4-20-2001

RULE 2005,5-6-2005]; PM:
21 LBS/MMSCFNATURAL
GAS (4) [RULE 1303(a)(1)-
BACT,5-10-1996] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981]

PM: (9) [RULE 404,2-7-1986] ;
PM: 0.25 LBS/HRNATURAL
GAS (4) [RULE 1303(a)(1)-
BACT,5-10-1996]

BURNER,FOUR BURNERS,
NATURALGAS, WITH LOW NOX
BURNER,12.5 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss66::CCAATTAALLYYTTIICCRREEFFOORRMMININGG

Sys S13.2, S15.6,Systteem 11::NNOO.1.1CCAATTAALLYYTTICICRREEFFOORRMMEERRUUNNIITT S46.1, S46.2,
S56.1

COLUMN,DESULFURIZERSTRIPPER, D426
RPV 2713, HEIGHT:50 FT;
DIAMETER:5 FT 6 IN
A/N: 460577

DRYER,WEST HYDROGEN,RW 6109, D1434
HEIGHT:16 FT; DIAMETER:3 FT
A/N: 460577

VESSEL,HIGH PRESSUREMDEA D427
CONTACTOR,RPV 2716, HEIGHT:48
FT; DIAMETER:5 FT 6 IN
A/N: 460577

DRYER,EAST HYDROGEN,RW 6110, D1435
HEIGHT:16 FT; DIAMETER:3 FT
A/N: 460577

REACTOR,DESULFURIZER,RPV D428
2702, HEIGHT:24 FT 4 IN;
DIAMETER:11 FT
A/N: 460577

KNOCKOUT POT,HYDROGEN D1436
DRYER, RW6111, HEIGHT:8 FT;
DIAMETER:2 FT
A/N: 460577

KNOCKOUT POT,HIGH PRESSURE D429
MDEA, RPV 2755, HEIGHT:12 FT;
DIAMETER:4 FT
A/N: 460577

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

ACCUMULATOR, RPV 2715, D430 BENZENE: (10) [40CFR61 H23.12
DESULFURIZERSTRIPPER SubpartFF_02,12-4-2003] ; VOC:
OVERHEAD,LENGTH:10 FT; 500 PPMV (8) [40CFR61
DIAMETER:4 FT SubpartFF,12-4-2003]

A/N: 460577

KNOCKOUT POT,RPV 2718, FUEL D431
GAS, HEIGHT:8 FT; DIAMETER:4 FT
A/N: 460577

FILTER,REFORMERCHARGE,RPV D432
2711, MORLANECOMPANY, MODEL
TYPE 600-R-6,HEIGHT:5 FT;
DIAMETER:1 FT 6 IN
A/N: 460577

FILTER,REFORMERCHARGE,RPV D433
2712, MORLANECOMPANY, MODEL
TYPE 600-R-6,HEIGHT:5 FT;
DIAMETER:1 FT 6 IN
A/N: 460577

COMPRESSOR,RW 0005 087.03, D434
DESULFURIZERFEEDGAS,
INGERSOLL-RAND
A/N: 460577

COMPRESSOR,RW 0006 087.3, D435
DESULFURIZERRECYCLEGAS,
INGERSOLL-RAND
A/N: 460577

COLUMN,HYDROGENATION D436
STRIPPER,RPV 2724, HEIGHT:48 FT;
DIAMETER:4 FT 4 IN
A/N: 460577

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

VESSEL,LOW PRESSUREMDEA D437
CONTACTOR,RPV 2717, HEIGHT:53
FT 5 IN; DIAMETER:3 FT 6 IN
A/N: 460577

KNOCKOUT POT,LOW PRESSURE D438
MDEA, RPV 2719, HEIGHT:6 FT;
DIAMETER:6 FT 6 IN
A/N: 460577

REACTOR,HYDROGENATION,RPV D439
2701, HEIGHT:13 FT; DIAMETER:5
FT 6 IN
A/N: 460577

TANK,FLASH,REFORMER,RPV 2739, D440
HEIGHT:15 FT; DIAMETER:6 FT 5 IN
A/N: 460577

TANK,FLASH,HYDROGENATION, D441
RPV 2720, HEIGHT:10 FT;
DIAMETER:4 FT 6 IN
A/N: 460577

KNOCKOUT POT,HYDROGENATION D442
WATER,RPV 2721, HEIGHT:8 FT;
DIAMETER:3 FT
A/N: 460577

DRUM,RPV 2727, HYDROGENATION D443
STRIPPERREFLUX,HEIGHT:8 FT;
DIAMETER:4 FT
A/N: 460577

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

DRUM,RPV 2728,CONTAMINATED D444
WATER,HEIGHT:6 FT; DIAMETER:3
FT
A/N: 460577

COLUMN,REFORMERSTABILIZER, D445
RPV 2743, HEIGHT:96 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 460577

REACTOR,NO.1 REFORMER,RPV D446 HAP: (10) [40CFR63 Subpart
2748, HEIGHT:20 FT; DIAMETER:5 UUU, #1,2-9-2005]

FT 4 IN
A/N: 460577

REACTOR,NO.2 REFORMER,RPV D447 HAP: (10) [40CFR63 Subpart
2747, HEIGHT:20 FT 9 IN; UUU, #1,2-9-2005]

DIAMETER:5 FT 4 IN
A/N: 460577

REACTOR,NO.3 REFORMER,RPV D448 HAP: (10) [40CFR63 Subpart
2750, HEIGHT:19 FT 3 IN; UUU, #1,2-9-2005]

DIAMETER:7 FT 4 IN
A/N: 460577

REACTOR,NO.4 REFORMER,RPV D449 HAP: (10) [40CFR63 Subpart
2751, HEIGHT:13 FT; DIAMETER:11 UUU, #1,2-9-2005]

FT 10 IN
A/N: 460577

COMPRESSOR,RW 22 08706, D451
DESULFURIZERRECYCLE
A/N: 460577

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

EJECTOR,DESULFURIZER- D452
HYDROGENATIO-N EVACUATOR, RW
19 15401
A/N: 460577

EJECTOR,REFORMEREVACUATOR, D453
RW 20 154.02
A/N: 460577

COMPRESSOR,RW 0004 087.06, D454
REFORMERRECYCLEGAS,
RECIPROCATING, SIX STAGES
A/N: 460577

DRUM,RPV 0235, FUELGAS NORTH D455
AREA, HEIGHT:12 FT; DIAMETER:6
FT
A/N: 460577

TANK,RPV 2775, TCA INJECTION, D456
HEIGHT:3 FT; DIAMETER:2 FT
A/N: 460577

REACTOR,RPV 3286, R4B, HEIGHT: D457 HAP: (10) [40CFR63 Subpart
12 FT 5 IN; DIAMETER:11 FT 10 IN UUU, #1,2-9-2005]

A/N: 460577

DRUM,TRAP, RPV 4016, HYDROGEN D458
SYSTEMCHLORIDE,HEIGHT:7 FT 10
IN; DIAMETER:5 FT
A/N: 460577

DRUM,RPV 4030, STABILIZER D459
REFLUX,HEIGHT:16 FT; DIAMETER:
4 FT
A/N: 460577

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

DRUM,TRAP, RPV 5106, SULFUR, D460
HEIGHT:10 FT 9 IN; DIAMETER:6 FT
A/N: 460577

FUGITIVEEMISSIONS, D2489 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460577

System 2: NO.2CATALYTICREFORMERUNIT S13.2, S15.6,System 2 : NO.2CATALYTICREFORMERUNIT S56.1

REACTOR,REFORMERNO.2, RPV D461 HAP: (10) [40CFR63 Subpart
3100, HEIGHT:18 FT; DIAMETER:8 UUU, #1,2-9-2005]

FT 6 IN
A/N: 460578

REACTOR,DESULFURIZER, RPV D462 HAP: (10) [40CFR63 Subpart
3101, HEIGHT:25 FT; DIAMETER:12 UUU, #1,2-9-2005]

FT 6 IN
A/N: 460578

REACTOR,REFORMERNO.3-B,RPV D463 HAP: (10) [40CFR63 Subpart
3103, HEIGHT:14 FT 10 IN; UUU, #1,2-9-2005]

DIAMETER:15 FT
A/N: 460578

REACTOR,REFORMERNO.3-A,RPV D464 HAP: (10) [40CFR63 Subpart
3104, HEIGHT:14 FT 10 IN; UUU, #1,2-9-2005]

DIAMETER:15 FT
A/N: 460578

REACTOR,REFORMERNO.1, RPV D465 HAP: (10) [40CFR63 Subpart
3105, HEIGHT:16 FT 6 IN; UUU, #1,2-9-2005]

DIAMETER:7 FT
A/N: 460578

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

VESSEL,MDEACONTACTOR,RPV D468
3108, HEIGHT:56 FT 11 IN;
DIAMETER:5 FT 6 IN
A/N: 460578

VESSEL,SEPARATOR,RPV 3133, D469
SOURWATEROIL, HEIGHT:6 FT;
DIAMETER:2 FT
A/N: 460578

ACCUMULATOR, RPV 3134, D470
DESULFURIZERSTRIPPER,
OVERHEAD,HEIGHT:13 FT;
DIAMETER:3 FT 6 IN
A/N: 460578

COLUMN,DESULFURIZERSTRIPPER, D471
RPV 3135, HEIGHT:53 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 460578

FILTER,RPV 3136-A,CATALYST, D472
MOORLANE,MODEL 246, HEIGHT:7
FT; DIAMETER:2 FT 2 IN
A/N: 460578

FILTER,RPV 3136-B,CATALYST, D473
MOORLANE,MODEL 246, HEIGHT:7
FT; DIAMETER:2 FT 2 IN
A/N: 460578

TANK,FLASH,REFORMER,RPV 3137, D474 C1308 HAP: (10) [40CFR63 Subpart
HEIGHT:15 FT; DIAMETER:10 FT CC, #2,5-25-2001]

A/N: 460578

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

POT,RPV 3146, STABILIZER D475
REBOILERCONDENSATE,HEIGHT:2
FT 6 IN; DIAMETER:1 FT 8 IN
A/N: 460578

COMPRESSOR,RW 0007 087.06, D476
REFORMERRECYCLE,
CENTRIFUGAL,WITH TWO OIL
SEALS
A/N: 460578

COMPRESSOR,RW 0009 087.03, D477
DESULFURIZERFEED,
RECIPROCATING
A/N: 460578

COMPRESSOR,RW 0010 087.03, D478
DESULFURIZERRECYCLE,
RECIPROCATING, TWO CYLINDERS
A/N: 460578

EJECTOR,REFORMEREVACUATER D479
JET,RW 0051 154.01
A/N: 460578

EJECTOR,SURFACECONDENSER D480
EVACUATER JETS, RW 0052 154.01
A/N: 460578

COLUMN,STABILIZER,RPV 3143, D481 HAP: (10) [40CFR63 Subpart
HEIGHT:69 FT 6 IN; DIAMETER:7 FT UUU, #1,2-9-2005]

A/N: 460578

ACCUMULATOR, RPV 3142, D482
REFORMERSTABILIZEROVERHEAD,
HEIGHT:16 FT; DIAMETER:5 FT 6 IN
A/N: 460578

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

KNOCKOUT POT,RPV 2893, FUEL D483
GAS, HEIGHT:8 FT; DIAMETER:5 FT
A/N: 460578

KNOCKOUT POT,CHLORIDETRAP, D485
RPV 3293, HEIGHT:11 IN; DIAMETER:
4 IN
A/N: 460578

DRUM,CHLORIDETRAP, RPV 4017, D486
HEIGHT:36 FT; DIAMETER:7 FT 6 IN
A/N: 460578

FUGITIVEEMISSIONS, D2490 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460578

SSyysstteem 33::NNOO. 3 S4.3, S4.4, S13.2,. 3CCAATTAALLYYTTIICCRREEFFOORRMMEERRUUNNIITT S56.1

KNOCKOUT POT,RPV 2366, D487
HYDROGENRECYCLE, HEIGHT:10
FT; DIAMETER:7 FT
A/N:

DRUM,RPV 2781, STABILIZER D488
REBOILERCONDENSATE,HEIGHT:2
FT 4 IN; DIAMETER:1 FT 8 IN
A/N:

ACCUMULATOR, RPV 2849, D489
STABILIZEROVERHEAD,HEIGHT:8
FT; DIAMETER:4 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

TOWER, REFORMATESTABILIZER, D490
RPV 2850, HEIGHT:77 FT;
DIAMETER:6 FT
A/N:

COLUMN,WASH,RPV 2800, D491
RAFFINATEWATER,HEIGHT:24 FT;
DIAMETER:3 FT
A/N:

COLUMN,WASH,RPV 2801, D492
RAFFINATEWATER,HEIGHT:24 FT;
DIAMETER:3 FT
A/N:

VESSEL,EXTRACTOR,RPV 2806, D493
HEIGHT:77 FT; DIAMETER:8 FT
A/N:

COLUMN,STRIPPER,RPV 2807A, D494
HEIGHT:118 FT; DIAMETER:7 FT
A/N:

TANK,STRIPPERFLASH,RPV 2807 B, D495
HEIGHT:9 FT 7 IN; DIAMETER:7 FT
A/N:

VESSEL,RECEIVER,EXTRACTOR, D496
RPV 2810, LENGTH:16 FT;
DIAMETER:4 FT
A/N:

VESSEL,RECEIVER,RPV 2816, D497
STRIPPEROVERHEAD, LENGTH:16
FT; DIAMETER:5 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

VESSEL,RECEIVER,RPV 2819, D498
WATER,LENGTH:16 FT; DIAMETER:
3 FT
A/N:

REGENERATOR,RPV 2822, SOLVENT, D499
HEIGHT:27 FT 6 IN; DIAMETER:6 FT
A/N:

COLUMN,RPV 2823, WATER, D500
HEIGHT:32 FT; DIAMETER:3 FT 6 IN
A/N:

DRUM,TRAP, RPV 2872, SULFUR, D501
HEIGHT:6 FT 9 IN; DIAMETER:9 FT
10 IN
A/N:

TOWER,CLAY, RPV 2825, HEIGHT:19 D502
FT; DIAMETER:5 FT 6 IN
A/N:

KNOCKOUT POT,RPV 2896, FUEL D503
GAS
A/N:

FILTER,RPV 2948, SOLVENTW , D504
HEIGHT:2 FT 8 IN; DIAMETER:10 IN
A/N:

FILTER,RPV 2949, SOLVENTE, D505
HEIGHT:2 FT 8 IN; DIAMETER:10 IN
A/N:

DRUM,CHLORIDETRAP, RPV 4015, D506
HEIGHT:7 FT 10 IN; DIAMETER:5 FT
10 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

TANK,SURGE, RPV 2836, FEED, D507
LENGTH:32 FT; DIAMETER:9 FT
A/N:

POT, INJECTION,RPV 4045, D510
CHLORIDE,HEIGHT:5 FT 8 IN;
DIAMETER:2 FT
A/N:

VESSEL,RECEIVER,RPV 5109,WATER C511
COLUMN,HEIGHT:12 FT;
DIAMETER:2 FT
A/N:

TANK,FLASH,RPV 2863, D512
REFORMATE, HEIGHT:15 FT;
DIAMETER:6 FT 6 IN
A/N:

KNOCKOUT POT,RPV 2864, D513
HYDROGENGAS , HEIGHT:6 FT;
DIAMETER:2 FT 6 IN
A/N:

REACTOR,RPV 2871,NO.1, HEIGHT: D514 HAP: (10) [40CFR63 Subpart
11 FT 6 IN; DIAMETER:6 FT 6 IN UUU, #1,2-9-2005]

A/N:

REACTOR,RPV 5115,NO.4, HEIGHT: D515 HAP: (10) [40CFR63 Subpart
12 FT 7 IN; DIAMETER:15 FT 6 IN UUU, #1,2-9-2005]

A/N:

REACTOR,RPV 2873,NO.2, HEIGHT: D516 HAP: (10) [40CFR63 Subpart
11 FT 6 IN; DIAMETER:5 FT 6 IN UUU, #1,2-9-2005]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

REACTOR,RPV 2874,NO.3, HEIGHT: D517 HAP: (10) [40CFR63 Subpart
11 FT 1 IN; DIAMETER:7 FT UUU, #1,2-9-2005]

A/N:

KNOCKOUT POT,RPV 2876, HEIGHT: D518
8 FT; DIAMETER:2 FT
A/N:

POT,STRIPPERREBOILER D519
CONDENSATE,RPV 5110, HEIGHT:3
FT; DIAMETER:1 FT 8 IN
A/N:

FILTER,RPV 5754, FUELGAS, D520
HEIGHT:10 FT; DIAMETER:1 FT 5 IN
A/N:

KNOCKOUT POT,VAPORRECOVERY, D521
RPV 2891, HEIGHT:12 FT;
DIAMETER:6 FT
A/N:

DRUM,RPV 5108, FRACTIONATOR D522
REBOILERCONDENSATE,HEIGHT:2
FT 2 IN; DIAMETER:1 FT 10 IN
A/N:

COMPRESSOR,RW 0005 087.06, D523
RECYCLEGAS, CENTRIFUGAL
A/N:

COMPRESSOR,BOOSTER,RW 0008 D524
087.06, RECIPROCATINGWITH
PACKEDGLANDS
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

TANK,HOLDING,NO.930,SODAASH D525 D1313 D1314
, 300 BBL; DIAMETER:13 FT 6 IN; D1656 D2807
HEIGHT:12 FT
A/N:

TANK,HOLDING,NO.931,UDEX D526 D1313 D1314
FEED, 1570 BBL; DIAMETER:25 FT; D1656 D2807
HEIGHT:18 FT
A/N:

TANK,HOLDING,NO.932, PLANT D527 D1313 D1314
SOLVENT,1000 BBL; DIAMETER:20 D1656 D2807
FT; HEIGHT:18 FT
A/N:

TANK,HOLDING,NO.934,WET D528 D1313 D1314
SOLVENT,300 BBL; DIAMETER:12 FT D1656 D2807
3 IN; HEIGHT:12 FT
A/N:

SUMP,CONCRETE,SOLVENT,WITH D529
METALCOVER,WIDTH:6 FT;
DEPTH: 8 FT; LENGTH:6 FT
A/N:

ADSORBER,DRIER, SECONDARY D530
EAST,RPV 2981, HEIGHT:10 FT 6 IN;
DIAMETER:3 FT 6 IN
A/N:

ADSORBER,DRIER, SECONDARY D531
WEST,RPV 2982, HEIGHT:10 FT 6 IN;
DIAMETER:3 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

FUGITIVEEMISSIONS, D2491 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 44::CCAATTAALLYYTTICICRREEFFOORRMMININGGUUNNITITHHEEAATTEERRSS
HEATER,NO.1 REFORMER,NO. 014, D532 S533 S534 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,B61.7,
REFINERYGAS, ALCORN SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 C1.19,D90.4,
COMBUSTIONCOMPANY, WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE D90.15,D328.1,
NOX BURNER,255 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.1, K67.1
A/N: 395838 404,2-7-1986]

BURNER,75 BURNERS,
REFINERYGAS, ZEECO,MODEL
ZEECO,GLSF-9,WITH LOW NOX
BURNER,255 MMBTU/HR

STACK,HEIGHT:40 FT; DIAMETER:7 S533 D532
FT
A/N: 395838

STACK,HEIGHT:40 FT; DIAMETER:7 S534 D532
FT
A/N: 395838

HEATER,NO.2 REFORMER,# 015, D535 S536 S537 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,B61.7,
REFINERYGAS, ALCORN SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 C1.20,D90.4,
COMBUSTIONCOMPANY, WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE D90.15,D328.1,
NOX BURNER,310 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.1
A/N: 395971 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

BURNER,72 BURNERS,
REFINERYGAS, JOHNZINK,
MODEL PSMR-12R(32BURNERS),
MODEL PSMR-15R(40BURNERS),
WITH LOW NOX BURNER,310
MMBTU/HR

BURNER,15 BURNERS,NATURAL
GAS, REFINERYGAS, JOHNZINK,
MODELHPMRA

STACK S536 D535
A/N: 395971

STACK S537 D535
A/N: 395971

HEATER,NO.3 REFORMER,NO.016, D1439 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,B61.7,
REFINERYGAS, ALCORN SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D90.15,
COMBUSTIONCOMPANY, WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
NOX BURNER,171 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE K67.1
A/N: 395649 404,2-7-1986]

BURNER,40 BURNERS,
REFINERYGAS, CALLIDUS,
MODELLE-CSG-4W,WITH LOW
NOX BURNER,171 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

HEATER,NO.2 A, PROCESS D538 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.28,B61.4,
REFORMER,REFINERYGAS, FOSTER SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D12.3,D12.4,
WHEELER,WITH LOW NOX BURNER, MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D29.3,D90.4,
39 MMBTU/HR WITH [RULE 407,4-2-1982] ; NOX: 36 D328.1,H23.1
A/N: 395668 PPMV REFINERYGAS (3)

[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,5 BURNERS,REFINERY
GAS, JOHNZINK,MODEL PNDR-
16, 39 MMBTU/HR

HEATER,NO.1 REFORMER D539 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.27,B61.4,
DESULFURIZER,REFINERYGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D29.3,D90.4,
ALCORNCOMBUSTIONCOMPANY, MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
WITH LOW NOX BURNER,52 409,8-7-1981] ; PM: (9) [RULE K67.1
MMBTU/HR WITH 404,2-7-1986]

A/N: 395673

BURNER,12 BURNERS,
REFINERYGAS, JOHNZINK,
MODEL PNDR 16/14,WITH LOW
NOX BURNER,52 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : CATALYTICREFORMING

HEATER,NO.2 REFORMER D541 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.28,B61.4,
DESULFURIZERNO.2B, REFINERY SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D29.3,D90.4,
GAS, FOSTERWHEELER,MODEL MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D328.1,H23.1,
NO.1379,VERTICALTUBE,WITH [RULE 407,4-2-1982] ; NOX: 36 K67.1
LOW NOX BURNER,39 MMBTU/HR PPMV REFINERYGAS (3)
WITH [RULE 2012,5-6-2005]

A/N: 457433

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,5 BURNERS,REFINERY
GAS, JOHNZINK,WITH LOW
NOX BURNER,39 MMBTU/HR

PPrroocceessss77::HHYYDDRROOGGEENNPPRROODDUUCCTTIIOONN
SSyysstteem 11::HHYYDDRROOGGEEN S2.1, S13.2,NPPLLAANNTT S13.4, S46.1,

S46.2,S56.1

COLUMN,SATURATOR, RPV 3040, D542
HEIGHT:63 FT 6 IN; DIAMETER:6 FT
A/N: 395797

ABSORBER,CATACARB, RPV 3041, D543
BOTTOM,HEIGHT:133 FT;
DIAMETER:10 FT 6 IN
A/N: 395797

COLUMN,LEAN CATACARB D544
REGENERATION,RPV 3042, HEIGHT:
68 FT; DIAMETER:6 FT 6 IN
A/N: 395797

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

COLUMN,SEMI-LEANCATACARB D545
REGENERATOR,RPV 3043, HEIGHT:
89 FT; DIAMETER:12 FT 6 IN
A/N: 395797

COLUMN,RPV 3045, FEEDGASMEA, D546
COMMONTO LIGHTENDS
DEPROPANIZERUNIT,HEIGHT:55
FT; DIAMETER:3 FT
A/N: 395797

FILTER,CATACARB, RPV 3047, D547
LENGTH:6 FT 10 IN; DIAMETER:5
FT
A/N: 395797

DRUM,RPV 3048,CATACARB D548
REFLUX,HEIGHT:8 FT 10 IN;
DIAMETER:6 FT
A/N: 395797

KNOCKOUT POT,RPV 3049, PROCESS D549
GAS COOLER,LENGTH:24 FT 8 IN;
DIAMETER:4 FT 6 IN
A/N: 395797

KNOCKOUT POT,RPV 3050, SEMI- D550
LEAN CATACARBREBOILER
CONDENSATE,LENGTH:24 FT 8 IN;
DIAMETER:4 FT 6 IN
A/N: 395797

KNOCKOUT POT,RPV 3051, LEAN D551
CATACARBREBOILERCONDENSATE,
LENGTH:15 FT; DIAMETER:5 FT
A/N: 395797

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

DRUM,RPV 3052, ZINCOXIDE, D552
LENGTH:13 FT 4 IN; DIAMETER:6
FT
A/N: 395797

DRUM,RPV 3053, ZINCOXIDE, D553
LENGTH:13 FT 4 IN; DIAMETER:6
FT
A/N: 395797

REACTOR,HOT SHIFTCONVERTER, D554
RPV 3055, LENGTH:15 FT 10 IN;
DIAMETER:12 FT
A/N: 395797

REACTOR,METHANATOR,RPV 3056, D555
HEIGHT:18 FT 3 IN; DIAMETER:7 FT
A/N: 395797

VESSEL,DEAERATOR,RPV 3071, D556
HORIZONTALSECTION,LENGTH:18
FT; DIAMETER:9 FT
A/N: 395797

VESSEL,DEAERATOR,RPV 3057, D557
VERTICALSECTION,HEIGHT:6 FT;
DIAMETER:6 FT
A/N: 395797

REACTOR,COLD SHIFTCONVERTER, D558
RPV 3058, LENGTH:9 FT 5 IN;
DIAMETER:13 FT 6 IN
A/N: 395797

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

KNOCKOUT POT,RPV 3059, LOW D559
PRESSURESTEAMGENERATOR
CONDENSATE,LENGTH:15 FT;
DIAMETER:5 FT 6 IN
A/N: 395797

KNOCKOUT POT,COMPRESSOR D560
DISCHARGE,RPV 3062, FEEDGAS,
LENGTH:10 FT; DIAMETER:3 FT
A/N: 395797

KNOCKOUT POT,RPV 3064, D562
CHEVIOTHILLSGAS, LENGTH:9 FT
6 IN; DIAMETER:3 FT 6 IN
A/N: 395797

FILTER,RPV 5751, REFORMIND D563
HEATERFUELGAS, HEIGHT:14 FT;
DIAMETER:3 FT
A/N: 395797

COMPRESSOR,RW 0028, FEEDGAS, D564 E71.2
WORTHINGTON,RECIPROCATING
TYPE, PACKEDGLAND,SERIALNO.
L81808
A/N: 395797

COMPRESSOR,RW 0029 27.4, FEED D565 E71.2
GAS, WORTHINGTON,
RECIPROCATING TYPE, PACKED
GLAND,SERIALNO. L81809
A/N: 395797

COMPRESSOR,RW 0030, FEEDGAS, D566 E71.2
WORTHINGTON,RECIPROCATING
WITH PACKEDGLAND
A/N: 395797

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

REACTOR,COBALT-MOLY D567
CATALYTIC,RPV 3099, HEIGHT:20
FT; DIAMETER:7 FT 6 IN
A/N: 395797

KNOCKOUT POT,CO2 CONDENSER, D568
RPV 5252, HEIGHT:10 FT;
DIAMETER:4 FT
A/N: 395797

TANK,SURGE, TK NO. 0922, D569 HAP: (10) [40CFR63 Subpart
CATACARB,HEIGHT:20 FT; CC, #2,5-25-2001]

DIAMETER:25 FT
A/N: 395797

FUGITIVEEMISSIONS, D2492 H23.3
MISCELLANEOUS
A/N: 395797

SSyysstteem 22::HHYYDDRROOGGEENNPPRROODDUUCCTTIIOONNNNOO.2.2PPLLAANNTT((KKTTIISSYYSSTTEEM) S2.1, S13.2,M) S13.4, S46.1,
S46.2,S56.1

COMPRESSOR,RW 0052, FEEDGAS, D1443
MECHANICALSEAL, OIL
FILLED,W/BUFFERGAS
A/N: 395977

TANK,SURGE, RW 6123, PENTANE, D1444
LENGTH:14 FT; DIAMETER:4 FT
A/N: 395977

REACTOR,COMO,RW 6158, LENGTH: D1446
14 FT; DIAMETER:5 FT
A/N: 395977

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

REACTOR,CHLORIDE/SULFUR D1447
GUARD,RW 6159, LENGTH:28 FT;
DIAMETER:8 FT
A/N: 395977

REACTOR,CHLORIDE/SULFUR D1448
GUARD,RW 6160, LENGTH:28 FT;
DIAMETER:8 FT
A/N: 395977

REACTOR,HIGH TEMPERATURE D1449
SHIFT,RW 6161, LENGTH:14 FT;
DIAMETER:9 FT
A/N: 395977

KNOCKOUT POT,RW 6114, HOT D1450
CONDENSATE,LENGTH:9 FT 6 IN;
DIAMETER:5 FT
A/N: 395977

KNOCKOUT POT,RW 6115,COLD D1451
CONDENSATE,LENGTH:12 FT;
DIAMETER:4 FT
A/N: 395977

VESSEL,RW 6122, DEARATOR, D1452
PROCESSCONDENSATE,LENGTH:7
FT 4 IN; DIAMETER:8 FT
A/N: 395977

DRUM,RW 6119, FLARE D1453
CONDENSATE,LENGTH:9 FT;
DIAMETER:3 FT 6 IN
A/N: 395977

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

ADSORBER,PRESSURESWING,RW D1455
6145, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

ADSORBER,PRESSURESWING,RW D1456
6146, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

ADSORBER,PRESSURESWING,RW D1457
6147, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

ADSORBER,PRESSURESWING,RW D1458
6148, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

ADSORBER,PRESSURESWING,RW D1459
6149, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

ADSORBER,PRESSURESWING,RW D1460
6150, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

ADSORBER,PRESSURESWING,RW D1461
6151, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

ADSORBER,PRESSURESWING,RW D1462
6152, HEIGHT:21 FT; DIAMETER:8
FT 6 IN
A/N: 395977

DRUM,RW 6118, PSA TAILGAS, D1463
LENGTH:80 FT; DIAMETER:12 FT
A/N: 395977

FILTER,RW 6153, FUELGAS, BASKET D1464
TYPE
A/N: 395977

FILTER,RW 6245, PRODUCT D2049
HYDROGEN,BASKETTYPE
A/N: 395977

DRUM, SILENCER,RW 0006, PSA D2055
PURGEGAS, LENGTH:5 FT;
DIAMETER:5 FT 6 IN
A/N: 395977

FUGITIVEEMISSIONS, D2493 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395977

SSyysstteem 33::HHYYDDRROOGGEENNPPRROODDUUCCTTIIOONNUUNNIITTHHEEAATTEERRSS
HEATER,HYDROGENPLANT, D570 C571 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4, D90.4,
PRIMARYREFORMER,NATURAL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,H23.1
GAS, REFINERYGAS, STOCKERAND MAJOR SOURCE** GRAINS/SCF (5) [RULE
SO. CALNATURALGAS,UP-FIRED 409,8-7-1981] ; PM: (9) [RULE
NATURALDRAFTBOX TYPE, WITH 404,2-7-1986]

LOW NOX BURNER,650 MMBTU/HR
WITH
A/N: 396047

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

BURNER,144 BURNERS,
REFINERYGAS, JOHNZINK,
MODELGO-33-40,WITH LOW
NOX BURNER,650 MMBTU/HR

HEATER,RW 0054, HYDROGEN D1465 C1466 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.11,B61.4,
REFORMING,NATURALGAS, PSA SOURCE**;SOX: 407,4-2-1982] ; CO: 8.56 B61.7,C1.24,
GAS, WITH LOW NOX BURNER,427 PROCESSUNIT** LBS/HRNATURALGAS (4); C8.1,D12.12,
MMBTU/HR WITH CO: 25 PPMVNATURAL D12.13,D29.3,
A/N: 407215 GAS (4);NOX: 6.75 LBS/HR D90.7,D90.19,

NATURALGAS (4) [RULE D328.1,E54.4,
2005,4-20-2001 E71.7,

RULE 2005,5-6-2005]; NOX: E175.1,E193.1,
12 PPMVNATURALGAS (4) H23.1
[RULE 2005,4-20-2001;RULE

2005,5-6-2005] ; PM: 0.1
GRAINS/SCF (5) [RULE
409,8-7-1981]

PM: (9) [RULE 404,2-7-1986] ;
PM10: 8.54 LBS/HR
NATURALGAS (4) [RULE
1303(b)(2)-O«set,5-10-1996] ;
ROG: 2.85 LBS/HR
NATURALGAS (4) [RULE
1303(b)(2)-O«set,5-10-1996]

BURNER,WITH 55 BURNERS,
NATURALGAS, PSA GAS, JOHN
ZINK,MODEL PSFG-30& PSFFG-
60, WITH LOW NOX BURNER,427
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROGENPRODUCTION

SSyysstteem 44::SSEELLEECCTTIVIVEECCAATTAALLYYTTIICCCCOONNTTRROOLLSSYYSSTTEEMM
SELECTIVECATALYTICREDUCTION, C571 D570 S573 E57.1
USING IHI HONEYCOMBTYPE S574 S575
CATALYST,1152 CU.FT.;WIDTH:7
FT; HEIGHT:11 FT; LENGTH:57 FT
A/N:

AMMONIA INJECTION D572
A/N:

STACK S573 C571
A/N: 395796

STACK S574 C571
A/N: 395796

STACK S575 C571
A/N: 395796

SELECTIVECATALYTICREDUCTION, C1466 D1465 S1468 NH3: 20 PPMV (4) [RULE D12.14,D28.4,
369 CU.FT.;WIDTH:8 FT 1.5 IN; 1303(a)(1)-BACT,5-10-1996] E71.8
HEIGHT:9 FT 4 IN; LENGTH:35 FT
0.5 IN
A/N: 395576

AMMONIA INJECTION,WITH D1467
AMMONIAMIXERAND TWO
BLOWERS,EACHWITHA 5 HP
MOTOR
A/N: 395576

STACK,WITHA 520 HP BLOWER, S1468 C1466
HEIGHT:150 FT; DIAMETER:7 FT 11
IN
A/N: 395576

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss88::HHYYDDRROOCCRRAACCKKININGG

SSyysstteem 11::HHYYDDRROOCCRRAACCKKEERRUUNNIT(REA S13.2, S31.9,IT(REACCTTIIOONNSSEECCTTIOIONN)) S46.1, S46.2,
S56.1

REACTOR,FIRST STAGE,RPV 3500, D576
R-1
A/N:

REACTOR,FIRST STAGE,RPV 3501, D577
R-2
A/N:

REACTOR,FIRST STAGE,RPV 3502, D578
R-3
A/N:

REACTOR,SECONDSTAGE,RPV D579
3503, R-4
A/N:

VESSEL,SEPARATOR,HIGH D581
PRESSURE,RPV 3511
A/N:

VESSEL,COALESCER,RPV 3512, HPS D582
WATERCOALESCER
A/N:

VESSEL,SEPARATOR,LOW D583
PRESSURE,RPV 3513, HEIGHT:44 FT;
DIAMETER:10 FT
A/N:

TANK,SURGE, RPV-5631,FEED, D584
WITHA LIGHTNINMIXER,HEIGHT:
36 FT; DIAMETER:8 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

SCRUBBER,CAUSTIC,RPV 0765, D592
DISTILLATEHYDROCRACKER,
HEIGHT:20 FT; DIAMETER:6 FT
A/N:

KNOCKOUT POT,EAST FUELGAS, D593
RPV 3211, HEIGHT:7 FT 9 IN;
DIAMETER:5 FT
A/N:

KNOCKOUT POT,SEPARATOR,EAST, D594
INSTRUMENTAIR, RPV 3636,
HEIGHT:1 FT 8 IN; DIAMETER:1 FT
2 IN
A/N:

TANK,FLASH,RPV 5649, SOUR D595
WATER,HEIGHT:5 FT 9 IN;
DIAMETER:2 FT 6 IN
A/N:

FILTER,RPV 5752, D596
FRACTIONATOR/JETFUEL, HEIGHT:
12 FT; DIAMETER:24 FT
A/N:

FILTER,REACTORHEATERFUEL D597
GAS, RPV-5753,HEIGHT:10 FT;
DIAMETER:2 FT
A/N:

DRUM,KNOCKOUT,MAKEUP D598
COMPRESSOR,WITHNITROGEN
BLANKET,HEIGHT:6 FT; DIAMETER:
1 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

TANK,SURGE,NO. 913, RECYCLE D599 HAP: (10) [40CFR63 Subpart
SURGE,WITHNITROGENBLANKET, CC, #2,5-25-2001]

3750 BBL; DIAMETER:30 FT;
HEIGHT:30 FT
A/N:

TANK,NORTHMAKEUP D600
COMPRESSOROIL RESERVOIR,WITH
NITROGENBLANKET,60 GALS;
DIAMETER:1 FT 8 IN; HEIGHT:4 FT
A/N:

TANK,SOUTHMAKEUP D601
COMPRESSORRESEVOIR,WITH
NITROGENBLANKET,600 GALS;
DIAMETER:2 FT 6 IN; HEIGHT:16 FT
A/N:

COMPRESSOR,RW 10 087.6 RECYCLE D602
GAS, CENTRIFUGAL,CLARKMODEL
2 BA
A/N:

COMPRESSOR,RW 20 087.32,NO. 1, D603
MAKE-UPGAS, RECIPROCATING
TYPE, WORTHINGTON4 STAGENO.
L-81794B, MODELBDO-4
A/N:

COMPRESSOR,RW 21 087.32,NO. 2, D604
MAKE-UPGAS, RECIPROCATING
TYPE, WORTHINGTON4 STAGENO.
L-81794B, MODELBDO-4
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

VESSEL,RPV 5525, SOUTHFEED D1470
COALESCER,HEIGHT:9 FT 6 IN;
DIAMETER:3 FT 6 IN
A/N:

VESSEL,RPV 5526,NORTHFEED D1471
COALESCER,HEIGHT:9 FT 6 IN;
DIAMETER:3 FT 6 IN
A/N:

FILTER,RPV 5527,NORTHFEED, D1472
HEIGHT:6 FT 6 IN; DIAMETER:3 FT
A/N:

FILTER,RPV 5528, SOUTHFEED, D1473
HEIGHT:6 FT 6 IN; DIAMETER:3 FT
A/N:

FUGITIVEEMISSIONS, D2494 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 22::HHYYDDRROOCCRRAACCKKEERRUUNNITIT(F(FRRAACCTTIOIONNAATTIOIONNSECTIO S13.2, S15.6,SECTIONN)) S31.9, S46.1,
S46.2,S56.1

COLUMN,STRIPPER,RPV 3600, D607
HEAVYHYDROCRACKATE, HEIGHT:
60 FT 6 IN; DIAMETER:6 FT
A/N:

COLUMN,FRACTIONATOR, RPV 3601, D608 D706
HEIGHT:136 FT; DIAMETER:13 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

COLUMN,DEBUTANIZERTOWER, D610
RPV 3603, HEIGHT:91 FT;
DIAMETER:6 FT
A/N:

COLUMN,TREATER,RPV 3604, D611
LIQUIDAMINE,HEIGHT:27 FT;
DIAMETER:7 FT
A/N:

SCRUBBER,RPV 3605, LP MDEA, D612
HEIGHT:52 FT; DIAMETER:3 FT
A/N:

SCRUBBER,RPV 3606, AMINE, D613
HEIGHT:66 FT 6 IN; DIAMETER:3 FT
A/N:

ACCUMULATOR, RPV 3610, D614
DEBUTANIZEROVERHEAD,
LENGTH:22 FT; DIAMETER:7 FT
A/N:

ACCUMULATOR, RPV 3611, D615
FRACTIONATOR OVERHEAD,
LENGTH:21 FT; DIAMETER:7 FT
A/N:

ACCUMULATOR, RPV 3612, D616
FRACTIONATOR HOT REFLUX,
LENGTH:32 FT; DIAMETER:8 FT
A/N:

SETTLINGTANK,RPV 3614, AMINE, D617
LENGTH:24 FT; DIAMETER:6 FT 6
IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

KNOCKOUT POT,RPV 3617, D619
OVERHEADGAS, HEIGHT:10 FT 6 IN;
DIAMETER:3 FT
A/N:

COMPRESSOR,RW 22 087.32,NO. 3, D622
FRACTIONATOR OVERHEADGAS,
UNIT L-83247
A/N:

COMPRESSOR,RW 23 087.32,NO. 2, D623
FRACTIONATOR OVERHEADGAS,
UNIT L-83248
A/N:

COMPRESSOR,RW 24 087.32NO. 1, D624
FRACTIONATOR OVERHEADGAS,
UNIT L-83249
A/N:

TOWER, STRIPPER,RPV 6233, D2070
DISTILLATEHYDROCRACKATE,
HEIGHT:52 FT 9 IN; DIAMETER:7 FT
A/N:

FUGITIVEEMISSIONS, D2495 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

SSyysstteem 33::HHYYDDRROOCCRRAACCKKININGGUUNNITITHHEEAATTEERRSS
HEATER,NO.R1, RECYCLEGAS, D625 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.28,B61.4,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D12.7,D29.3,
BURNER,39 MMBTU/HR WITH MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D90.4,D328.1,
A/N: 395671 [RULE 407,4-2-1982] ; NOX: 36 H23.1

PPMV REFINERYGAS (3)
[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,FOUR(4)BURNERS,
REFINERYGAS, JOHNZINK,
MODELNO.PNDR-20,WITH LOW
NOX BURNER,39 MMBTU/HR

HEATER,NO.R4, RECYCLEGAS, D626 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.4,C1.48,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D12.7,D90.4,
BURNER,39 MMBTU/HR WITH MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D328.1,H23.1
A/N: [RULE 407,4-2-1982] ; NOX: 36

PPMV REFINERYGAS (3)
[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

BURNER,THREE(3)BURNERS,
REFINERYGAS, JOHNZINK,
MODEL PNDR-16,WITH LOW
NOX BURNER,39 MMBTU/HR

HEATER,NO.R2 RECYCLEGAS, D627 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.28,B61.4,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D12.7,D29.3,
BURNER,39 MMBTU/HR WITH MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D90.4,D328.1,
A/N: 395669 [RULE 407,4-2-1982] ; NOX: 36 H23.1

PPMV REFINERYGAS (3)
[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,FOUR(4)BURNERS,
REFINERYGAS, JOHNZINK,
MODELNO. PNDR-18,WITH LOW
NOX BURNER,39 MMBTU/HR

HEATER,NO.R3 RECYCLEGAS, D628 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.28,B61.4,
REFINERYGAS, WITH LOW NOX SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D12.7,D29.3,
BURNER,39 MMBTU/HR WITH MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D90.4,D328.1,
A/N: 395672 [RULE 407,4-2-1982] ; NOX: 36 H23.1

PPMV REFINERYGAS (3)
[RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

BURNER,THREE(3)BURNERS,
REFINERYGAS, JOHNZINK,
MODELNO.PNDR-16,WITH LOW
NOX BURNER,39 MMBTU/HR

HEATER,REBOILERNO.017, D629 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.14,B61.4,
HYDROCRACKERFRACTIONATOR, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D29.3,D90.4,
REFINERYGAS, BORN ENGINEERING MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,H23.1,
COMPANY, MODELVERTICALTYPE, 409,8-7-1981] ; PM: (9) [RULE K40.3, K67.2
WITH LOW NOX BURNER,173 404,2-7-1986]

MMBTU/HR WITH
A/N: 396048

BURNER,TWELVE(12)BURNERS,
REFINERYGAS, JOHNZINK,
MODEL PSMR-18RM,WITH LOW
NOX BURNER,173 MMBTU/HR

PPrroocceessss99::AALLKKYYLLAATTIIOONNAANNDDPPOOLLYYMMEERRIZIZAATTIOIONN
S S13.2, S15.8,Syysstteem 11::CC44AALLKKYYLLAATTIIOONNUUNNIITT S15.31, S31.1,

S46.1, S46.2,
S56.1

TANK,SETTLING,RPV-5299,ACID , D1479
HEIGHT:70 FT; DIAMETER:15 FT
A/N:

TANK,SETTLING,RPV-5300,ACID , D1480
HEIGHT:70 FT; DIAMETER:15 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TANK,SETTLING,RPV-5301,ACID , D1481
HEIGHT:70 FT; DIAMETER:15 FT
A/N:

DRUM, SUCTIONTRAP/FLASH,RPV D1482
5303, HEIGHT:56 FT; DIAMETER:16
FT
A/N:

ACCUMULATOR, RPV-5313, D1483
REFRIGERANT,HEIGHT:16 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N:

VESSEL,SEPARATOR,REFRIGERANT, D1484
RPV-5308,,HEIGHT:27 FT;
DIAMETER:9 FT
A/N:

VESSEL,COALESCER,RPV-5290, D1485
FEED , HEIGHT:4 FT 4 IN;
DIAMETER:4 FT 6 IN
A/N:

TANK,WASH,RPV-5316,ACID , D1486
HEIGHT:49 FT 6 IN; DIAMETER:16
FT
A/N:

TANK,WASH,RPV-5317,ALKALINE D1487
WATER, LENGTH:45 FT; DIAMETER:
15 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

VESSEL,ECONOMIZER,RPV 5310, D1488
HEIGHT:26 FT 6 IN; DIAMETER:8 FT
6 IN
A/N:

ACCUMULATOR, RPV-5325, D1489
DEISOBUTANIZEROVERHEAD,
LENGTH:42 FT; DIAMETER:14 FT
A/N:

TANK,WASH,RPV-5314,ALKY, D1490
DEPROPANIZERCAUSTIC, LENGTH:
25 FT 6 IN; DIAMETER:8 FT 6 IN
A/N:

VESSEL,COALESCER,RPV-5315, D1491
DEPROPANIZERFEED , LENGTH:10
FT; DIAMETER:1 FT 10 IN
A/N:

DRUM,K.O., RPV-5340,ACID, D1492
HEIGHT:3 FT; DIAMETER:2 FT
A/N:

STORAGETANK,FIXEDROOF,RPV- D1493
5380, , FRESHACID,LENGTH:50 FT;
DIAMETER:13 FT
A/N:

STORAGETANK,FIXEDROOF,RPV- D1494
5381, FRESHACID,LENGTH:50 FT;
DIAMETER:13 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER,DEISOBUTANIZER,RPV D1495
5318, HEIGHT:162 FT 6 IN;
DIAMETER:12 FT 6 IN
A/N:

REACTOR,CONTACTORSTRATCO, D1496
RPV 5291, WITHA 500 H.P.AGITATOR
A/N:

REACTOR,CONTACTORSTRATCO, D1497
RPV 5292, WITHA 500 H.P.AGITATOR
A/N:

REACTOR,CONTACTORSTRATCO, D1498
RPV 5293, WITHA 500 H.P.AGITATOR
A/N:

REACTOR,CONTACTORSTRATCO, D1499
RPV 5294, WITHA 500 H.P.AGITATOR
A/N:

REACTOR,CONTACTORSTRATCO, D1500
RPV 5295, WITHA 500 H.P.AGITATOR
A/N:

REACTOR,CONTACTORSTRATCO, D1501
RPV 5296, WITHA 500 H.P.AGITATOR
A/N:

COMPRESSOR,RW 47 087.05, D1502
REFRIGERATION(EFFLUENT),
CENTRIFUGALMULTI-STAGE
A/N:

VESSEL,COALESCER,SANDFILTER, D1520
RPV 5285
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER, ALKYDEP, RPV 842, D631
HEIGHT:85 FT 2 IN; DIAMETER:4 FT
6 IN
A/N:

TOWER, RW 5965,C5 SIDESTRIPPER D1522
FOR DEBUTANIZER,HEIGHT:32 FT;
DIAMETER:4 FT
A/N:

TOWER, ALKYDEB, RPV-843,NO. 1A, D632
HEIGHT:121 FT 1 IN; DIAMETER:8
FT
A/N:

COLUMN,DEBUTANIZER,RPV 862, D633
HEIGHT:86 FT; DIAMETER:4 FT
A/N:

COLUMN,DEISBOBUTANIZER,RPV D634
875,NO.1B,HEIGHT:120 FT;
DIAMETER:5 FT
A/N:

TANK,SURGE, RPV 0211,NAPHTHA, D635
HEIGHT:8 FT; DIAMETER:3 FT 5 IN
A/N:

TOWER,COKERDEPROP,RPV 951, D638
HEIGHT:75 FT 8 IN; DIAMETER:4 FT
A/N:

TANK,EMERGENCYALKYLATION, D639
RPV 830, HEIGHT:32 FT; DIAMETER:
10 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TANK,EMERGENCYALKYLATION, D640
RPV 831, HEIGHT:32 FT; DIAMETER:
10 FT
A/N:

TANK,EMERGENCYALKYLATION, D641
RPV 832, HEIGHT:32 FT; DIAMETER:
10 FT
A/N:

TANK,EMERGENCYALKYLATION, D642
RPV 834, HEIGHT:36 FT; DIAMETER:
8 FT
A/N:

TANK,EMERGENCYALKYLATION, D643
RPV 835, HEIGHT:36 FT; DIAMETER:
8 FT
A/N:

TANK,EMERGENCYALKYLATION, D644
RPV 836, HEIGHT:36 FT; DIAMETER:
8 FT
A/N:

TANK,EMERGENCYALKYLATION, D645
RPV 837, HEIGHT:36 FT; DIAMETER:
8 FT
A/N:

ACCUMULATOR, RPV 847,NO. 1A, D646
ALKYLATIONDEBUTOVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRUM, SPENTCAUSTICDEGASSING D647
, RPV 859, LENGTH:20 FT;
DIAMETER:5 FT
A/N:

DRUM,DEGASSING,RPV 0884, D648
PROCESSWASTEWATER, HEIGHT:
10 FT; DIAMETER:5 FT
A/N:

DRUM,ACIDBLOWDOWN D649
NEUTRALIZING,RPV 972, HEIGHT:
10 FT; DIAMETER:8 FT
A/N:

TANK,SURGE, RPV 890, ISOBUTANE D650
FEED,HEIGHT:40 FT; DIAMETER:12
FT 11 IN
A/N:

DRUM,ACIDRELIEFBLOWDOWN, D651
RPV 892, LENGTH:40 FT; DIAMETER:
13 FT
A/N:

DRUM,DEGASSING,RPV-985, D652
MEROXW/WWATER,LENGTH:13 FT
6 IN; DIAMETER:8 FT
A/N:

DRUM,RPV-966,SPENTACID, D659
LENGTH:39 FT 6 IN; DIAMETER:13
FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:114
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRUM,RPV-967,SPENTACID, D660
LENGTH:39 FT 6 IN; DIAMETER:13
FT
A/N:

STORAGETANK,RPV-969,NO.2 D661
ALKYLATIONACID , LENGTH:44 FT;
DIAMETER:12 FT
A/N:

STORAGETANK,RPV-970,NO. A-371, D662
NO.2 ALKYLATIONACID , LENGTH:
44 FT; DIAMETER:12 FT
A/N:

DRUM,BLOWDOWN,RPV 971, D663 BENZENE: (10) [40CFR61 H23.12
MTBE/MEROXHYDROCARBON, SubpartFF_02,12-4-2003] ; VOC:
HEIGHT:9 FT 8 IN; DIAMETER:8 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

TOWER, OXIDIZER,RPV 994, MEROX D665
SOLUTION,HEIGHT:30 FT;
DIAMETER:3 FT
A/N:

POT,RPV 5385, MEROXCATALYST D666
ADDITION , HEIGHT:4 FT;
DIAMETER:1 FT
A/N:

DRUM,BLOWDOWN,RPV 891, ACID , D667
LENGTH:40 FT; DIAMETER:13 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRUM,BLOWDOWN,RPV 989, ALKY D668 BENZENE: (10) [40CFR61 H23.12
HYDROCARBON, HEIGHT:16 FT 9 SubpartFF_02,12-4-2003] ; VOC:
IN; DIAMETER:8 FT 1 IN 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

KNOCKOUT POT,RPV 2244, DRIP, D669
SOUR GAS , HEIGHT:6 FT 6 IN;
DIAMETER:6 IN
A/N:

ACCUMULATOR, RPV 5494,NO. 1, D670
ALKYLATIONDEBUTOVERHEAD,
LENGTH:12 FT; DIAMETER:4 FT
A/N:

DRUM,RPV 5302, ATMOSPHERIC D1527
FLASH,HEIGHT:11 FT 8 IN;
DIAMETER:6 FT 6 IN
A/N:

KNOCKOUT POT,RPV 5339, D1528
DEPROPANIZEREVERHEADWATER,
HEIGHT:5 FT; DIAMETER:2 FT
A/N:

TANK,SURGE, RPV 5350, #314 , D1529
COKERDEPROPANIZERFEED,
HEIGHT:30 FT; DIAMETER:8 FT
A/N:

KNOCKOUT POT,RPV 5377,COKER D1531
DEPROPANIZER,HEIGHT:11 FT 8 IN;
DIAMETER:6 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:116
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER, RPV 5551, WATER D1532
KNOCKOUTDRUM,HEIGHT:17 FT 9
IN; DIAMETER:6 FT
A/N:

KNOCKOUT POT,RPV 5609,C4/ D1533
OLEFINFEEDWATER(TK314),
HEIGHT:4 FT; DIAMETER:1 FT
A/N:

KNOCKOUT POT,RPV 5610, D1534
C4/OLEFINFEEDWATER(TK312),
HEIGHT:4 FT; DIAMETER:1 FT
A/N:

KNOCKOUT POT,RPV 5611, D1535
C4/OLEFINFEEDWATER(TK311),
HEIGHT:4 FT; DIAMETER:1 FT
A/N:

KNOCKOUT POT,RPV 5612, D1536
IC4/OLEFINFEEDWATER(TK330)
A/N:

KNOCKOUT POT,RPV 5614, D1538
DEPROPANIZERFEED
WATER(TK314),HEIGHT:3 FT;
DIAMETER:1 FT
A/N:

VESSEL,SEPARATOR,RPV 5336, D2019
HYDROCARBON/CONDENSATE,
HEIGHT:6 FT 8 IN; DIAMETER:7 FT
6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

ACCUMULATOR, RPV 956, SOLVENT D2044
RERUN TOWER OVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N:

REACTOR,CONTACTORSTRATCO D2146
4A, RW 6366, WITHA 500 H.P.
AGITATOR
A/N:

REACTOR,CONTACTORSTRATCO4B, D2147
RW 6367, WITHA 500 H.P.AGITATOR
A/N:

TANK,SETTLING,RW-6368,ACID, D2148
HEIGHT:70 FT; DIAMETER:15 FT
A/N:

TOWER, RPV-5351,WATERWASH,BY D1517
ADDINGNEWTRAYS,HEIGHT:74
FT; DIAMETER:7 FT
A/N:

TOWER,EXTRACTOR,RPV-5284,BY D1521
ADDINGNEWTRAYS,HEIGHT:33
FT; DIAMETER:7 FT
A/N:

DRUM,WASHNAPHTHASETTLER, D2369
RW 0059, HEIGHT:10 FT; DIAMETER:
7 FT
A/N:

VESSEL,COALESCER,RW 6430, D2370
MIXEDC4 FEED,HEIGHT:4 FT 4 IN;
DIAMETER:2 FT 8 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRUM,CAUSTICPREWASH,RW 6424, D2371
HEIGHT:20 FT; DIAMETER:11 FT
A/N:

VESSEL,DISULFIDESEPARATOR,RW D2372 HAP: (10) [40CFR63 Subpart
6425, LENGTH:24 FT; DIAMETER:6 CC, #2,5-25-2001]

FT 6 IN
A/N:

FILTER,DISULFIDESAND,RW-6426, D2373
HEIGHT:7 FT; DIAMETER:2 FT
A/N:

FUGITIVEEMISSIONS, D2496 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 2: CAT S13.2, S31.3,m 2 : CATAALLYYTTIICCPPOOLLYYMMEERRIIZZAATTIIOONNUUNNITIT S56.1

VESSEL,POLYFEED BULLET , RPV D671
2464, LENGTH:32 FT; DIAMETER:9
FT
A/N:

REACTOR,POLY, RPV 5269, HEIGHT: D672
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5270, HEIGHT: D673
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5271, HEIGHT: D674
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

REACTOR,POLY, RPV 5272, HEIGHT: D675
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5273, HEIGHT: D676
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5274, HEIGHT: D677
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5275, HEIGHT: D678
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5276, HEIGHT: D679
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5277, HEIGHT: D680
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

REACTOR,POLY, RPV 5278, HEIGHT: D681
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N:

TOWER,DEPROPANIZER,RPV 2469, D682
HEIGHT:87 FT; DIAMETER:6 FT 6 IN
A/N:

ACCUMULATOR, RPV 2461, D683
DEPROPANIZEROVERHEAD,
LENGTH:12 FT; DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:120
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

VESSEL,RPV 2466, WATERWASH D684
SETTLER,LENGTH:11 FT 6 IN;
DIAMETER:8 FT
A/N:

KNOCKOUT POT,VAPORRECOVERY, D685
RPV 2467, HEIGHT:7 FT 6 IN;
DIAMETER:6 FT
A/N:

FUGITIVEEMISSIONS, D2497 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 4: LINDE ISO-SIVUNIT S13.2, S15.3,System 4 : LINDE ISO-SIVUNIT S56.1

TOWER,CLAYTREATING,RPV 1273, D703
HEIGHT:20 FT; DIAMETER:3 FT
A/N: 395825

TOWER,CLAYTREATING,RPV 1274, D704
HEIGHT:20 FT; DIAMETER:3 FT
A/N: 395825

FUGITIVEEMISSIONS, D2499 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395825

SSyysstteem 55::AALLKKYYLLAATTIIOONNAANNDDPPOOLLYYMMEERRIZIZAATTININUUNNITITHHEEAATTEERRSS
HEATER,ISOSIVREGENERATION, D705 NOX: PROCESS CO: 400 PPMV (5A) [RULE B59.1, D332.1,
NATURALGAS, WITH LOW NOX UNIT** 1146,9-5-2008;RULE1146.1,5-13- E71.4
BURNER,2 MMBTU/HR WITH 1994] ; CO: 2000 PPMV (5)
A/N: 395810 [RULE 407,4-2-1982] ; NOX: 36

PPMVNATURALGAS (1)
[RULE 2012,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,ONE BURNER, JOHN
ZINK,WITH LOW NOX BURNER,
2 MMBTU/HR

System 6: S13.2, S46.1,System 6 :CC55AALLKKYYDDEEPPEENNTTAANNIZIZEERRSSYYSSTTEEMM S46.2,S56.1

TOWER, RW 5954, DEPENTANIZER, D1539
HEIGHT:160 FT 6 IN; DIAMETER:11
FT
A/N: 460580

ACCUMULATOR, RW 5955, D1541
DEPENTANIZEROVERHEAD,
HEIGHT:33 FT; DIAMETER:11 FT
A/N: 460580

DRUM,RW 5963,C5 ALKY D2056 BENZENE: (10) [40CFR61 H23.12
DEPENTANIZERFLAREKNOCKOUT, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:19 FT 6 IN; DIAMETER:6 500 PPMV (8) [40CFR61
FT 6 IN SubpartFF,12-4-2003]

A/N: 460580

DRUM,RW 5966,C5 ALKY D2057
DEPENTANIZEROILYWATER
SEWER,LENGTH:8 FT 10 IN;
DIAMETER:4 FT
A/N: 460580

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRUM,RW 5967,C5 ALKY D2058 BENZENE: (10) [40CFR61 H23.12
DEPENTANIZEROILYWATER SubpartFF_02,12-4-2003] ; VOC:
SEWER,LENGTH:8 FT 10 IN; 500 PPMV (8) [40CFR61
DIAMETER:4 FT SubpartFF,12-4-2003]

A/N: 460580

VESSEL,COALESCER,RW 5970,C5 D2059
ALKYDEPENTANIZER
HYDROCARBON/CONDENSATE,
LENGTH:8 FT; DIAMETER:3 FT
A/N: 460580

FUGITIVEEMISSIONS, D2501 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460580

SSyysstteem 88::NNAAPPHHTTHHAAIISSOOMMEERRIZIZAATTION UNIT S13.2, S15.6,ION UNIT S46.1, S46.2,
S56.1

SCRUBBER,RW 5829, OFF GAS, D1585
HEIGHT:48 FT 6 IN; DIAMETER:5 FT
A/N: 475068

TOWER, ISOM STABILIZER,RW 5831, D1586
HEIGHT:100 FT 11 IN; DIAMETER:8
FT 6 IN
A/N: 475068

STORAGETANK,FIXEDROOF,RW- D1587
007536700,CAUSTIC,HEIGHT:12 FT;
DIAMETER:10 FT
A/N: 475068

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

REACTOR,BENSAT, RW 5841, D1588
HEIGHT:20 FT 9 IN; DIAMETER:6 FT
6 IN
A/N: 475068

TANK,SURGE, RW 5842, ISOMFEED, D1589
HEIGHT:36 FT; DIAMETER:9 FT
A/N: 475068

VESSEL,SULFURTRAP, RW 5844, D1590
BENSATREACTOR,HEIGHT:13 FT;
DIAMETER:7 FT
A/N: 475068

TANK,SURGE, RW 5846, BENSAT D1591
FEED,HEIGHT:36 FT; DIAMETER:9
FT
A/N: 475068

VESSEL,SULFURTRAP, RW 5847, D1592
FEEDHYDROGEN,HEIGHT:14 FT 4
IN; DIAMETER:5 FT 6 IN
A/N: 475068

VESSEL,SULFURTRAP, RW 6083, D1593
FEEDHYDROGEN,HEIGHT:14 FT 4
IN; DIAMETER:5 FT 6 IN
A/N: 475068

REACTOR,ISOM,RW 5848, HEIGHT: D1594
40 FT 9 IN; DIAMETER:9 FT
A/N: 475068

REACTOR,ISOM,RW 5849, HEIGHT: D1595
40 FT 9 IN; DIAMETER:9 FT
A/N: 475068

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

KNOCKOUT POT,FLARE, RW 5850, D1596 BENZENE: (10) [40CFR61 H23.12
HEIGHT:10 FT; DIAMETER:5 FT SubpartFF_02,12-4-2003] ; HAP:
A/N: 475068 (10) [40CFR63 SubpartCC,

#2,5-25-2001] ; VOC: 500
PPMV (8) [40CFR61 Subpart
FF,12-4-2003]

ACCUMULATOR, OVERHEAD,RW D1597
5853, ISOM STABILIZER,HEIGHT:26
FT; DIAMETER:6 FT 6 IN
A/N: 475068

KNOCKOUT POT,RW 6082, FEED D1598
HYDROGEN,HEIGHT:8 FT;
DIAMETER:2 FT
A/N: 475068

STORAGETANK,RW 5855,CHLORIDE D1599 H23.30
INJECTION,HEIGHT: 22 FT;
DIAMETER:5 FT 6 IN
A/N: 475068

DRYER, RW 5857, LIQUIDFEED, D1600
HEIGHT:15 FT; DIAMETER:7 FT
A/N: 475068

DRYER, RW 5858, LIQUIDFEED, D1601
HEIGHT:15 FT; DIAMETER:7 FT
A/N: 475068

DRYER, RW 5859, FEEDHYDROGEN, D1602
HEIGHT:16 FT; DIAMETER:4 FT
A/N: 475068

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRYER, RW 5860, FEEDHYDROGEN, D1603
HEIGHT:16 FT; DIAMETER:4 FT
A/N: 475068

STORAGETANK,RW 5891, PUMP- D1604 BENZENE: (10) [40CFR61 H23.12
OUT/VACUUM,HEIGHT:8 FT 10 IN; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:4 FT 500 PPMV (8) [40CFR61
A/N: 475068 SubpartFF,12-4-2003]

STORAGETANK,RW 5890, OILY D1605
WATER,HEIGHT:8 FT 10 IN;
DIAMETER:4 FT
A/N: 475068

FUGITIVEEMISSIONS, D2502 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 475068

System 9: ISO-OCTENEUNIT S13.2, S31.4,System 9 : ISO-OCTENEUNIT S46.1, S46.2,
S56.1

TOWER,METHANOLSTRIPPER,RPV D636
935, HEIGHT:98 FT 4 IN; DIAMETER:
4 FT
A/N:

TANK,SURGE, RPV 922, FEED, D653
METHANOL,HEIGHT:31 FT 6 IN;
DIAMETER:9 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

ACCUMULATOR, RPV- D655
936,METHANOLSTRIPPER
OVERHEAD,LENGTH:11 FT 8 IN;
DIAMETER:5 FT
A/N:

ACCUMULATOR, RPV 942, MTBE D656
DEBUTANIZEROVERHEAD,
LENGTH:31 FT 6 IN; DIAMETER:9
FT
A/N:

ACCUMULATOR, RPV 952, D657
DEPROPANIZEROVERHEAD,
LENGTH:11 FT 6 IN; DIAMETER:5
FT
A/N:

VESSEL,VAPORIZER,RPV 3232,NO.2 D664
ALKYLATIONAMMONIA,HEIGHT: 5
FT 4 IN; DIAMETER:4 FT
A/N:

KNOCKOUT POT,VAPORRECOVERY, D1508
RPV-912,HEIGHT:7 FT; DIAMETER:5
FT
A/N:

REACTOR,MTBE, RPV 5355, HEIGHT: D1509
28 FT; DIAMETER:12 FT
A/N:

FILTER,RPV-5356,REACTOR D1512
EFFLUENT,HEIGHT:4 FT;
DIAMETER:2 FT 2 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

FILTER,RPV-5357,REACTOR D1513
EFFLUENT,HEIGHT:8 FT 4 IN;
DIAMETER:2 FT
A/N:

KNOCKOUT POT,RPV 5613, MIXED D1537
OLEFINFEEDWATER(TK316)
A/N:

TOWER,MTBEDEBUTANIZER,RPV D637
941, BY REPLACINGTHE TRAYSAND
THENOZZLES,HEIGHT:127 FT 8 IN;
DIAMETER:9 FT
A/N:

DRUM,RPV 955, MIXEDBUTANE D658
FEED,HEIGHT:36 FT; DIAMETER:11
FT
A/N:

FUGITIVEEMISSIONS, D2503 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 1100::BBUUTTAANNEEIISSOOMMEERRIZIZA S13.2, S46.1,ATTIIOONNUUNNIITT S46.2,S56.1

REACTOR,RW 6317, BUTAMER, D2092
NORTH,HEIGHT:10 FT; DIAMETER:
5 FT 6 IN
A/N: 395990

REACTOR,RW 6316, BUTAMER, D2093
SOUTH,HEIGHT:10 FT; DIAMETER:
5 FT 6 IN
A/N: 395990

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER, RW 6331, STABILIZER, D2094
HEIGHT:85 FT; DIAMETER:6 FT
A/N: 395990

TANK,SURGE, RW 6322, BUTAMER D2096
FEED , HEIGHT:24 FT; DIAMETER:6
FT
A/N: 395990

POT,RW 6306, DRYER VENT, D2097
HEIGHT:3 FT; DIAMETER:2 FT
A/N: 395990

DRYER, RW6306,BUTAMERLIQUID D2100
FEED,NORTH , HEIGHT:18 FT;
DIAMETER:5 FT 6 IN
A/N: 395990

DRYER, RW 6307, BUTAMERLIQUID D2101
FEED, SOUTH , HEIGHT:18 FT;
DIAMETER:5 FT 6 IN
A/N: 395990

ACCUMULATOR, RW 6330, D2102
STABILIZEROVERHEAD,HEIGHT:13
FT 6 IN; DIAMETER:4 FT 6 IN
A/N: 395990

VESSEL,COALESCER,RW 6324, D2105
BUTAMERREGENERANT,HEIGHT:8
FT; DIAMETER:3 FT
A/N: 395990

FUGITIVEEMISSIONS, D2504 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395990

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1100::GGAASSPPRROODDUUCCTTIOIONN

SSyysstteem 1: FUEL GASMIX S13.2, S31.10,m 1 : FUEL GASMIXSSYYSSTTEEMM S56.1

DRUM,NORTHAREAMIX, RPV 3276, D706 D608
FUELGAS, HEIGHT:17 FT 7 IN;
DIAMETER:13 FT 6 IN
A/N:

SCRUBBER,RPV 2290, FUELGAS, D708
HEIGHT:55 FT; DIAMETER:6 FT 6 IN
A/N:

ABSORBER,RPV 2861, HEIGHT:42 FT D2005
6 IN; DIAMETER:4 FT
A/N:

ABSORBER,RPV 2862, OFF-GAS D2006
CAUSTICSCRUBBER,HEIGHT:15 FT;
DIAMETER:1 FT 0.75 IN
A/N:

FUGITIVEEMISSIONS, D2505 H23.3
MISCELLANEOUS
A/N:

SSyyssttem 2: LPG RECOVER S13.2,S56.1em 2 : LPG RECOVERYYSSYYSSTTEEMM
TANK,FLASH,PROPANE D709
COMPRESSOR,RPV 3302, HEIGHT:60
FT; DIAMETER:3 FT
A/N: 396078

VESSEL,PRODUCTDRYER, RPV D710
3313, HEIGHT:28 FT 8 IN;
DIAMETER:4 FT
A/N: 396078

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : GAS PRODUCTION

DRUM,PROPANECOMPRESSOR D711
SUCTION,RPV 3319, HEIGHT:8 FT 3
IN; DIAMETER:4 FT 6 IN
A/N: 396078

KNOCKOUT POT,FLASH,RPV 3320, D712 BENZENE: (10) [40CFR61 H23.12
FLARE, HEIGHT:10 FT; DIAMETER:4 SubpartFF_02,12-4-2003] ; VOC:
FT 6 IN 500 PPMV (8) [40CFR61
A/N: 396078 SubpartFF,12-4-2003]

ACCUMULATOR, RPV-3325, D713
PROPANE,HEIGHT:16 FT;
DIAMETER:6 FT
A/N: 396078

DRUM,PROPANEDEOILING,RPV D714
3327, HEIGHT:6 FT 3.75 IN;
DIAMETER:2 FT 6 IN
A/N: 396078

DRUM,FEEDKNOCKOUT,RPV 3329, D715
HEIGHT:7 FT; DIAMETER:3 FT
A/N: 396078

VESSEL,RPV 3332, PROPANEDRYER, D716
HEIGHT:6 FT; DIAMETER:1 FT 6 IN
A/N: 396078

FILTER,RPV 3465, LIQUIDPROPANE, D717
HEIGHT:3 FT 8 IN; DIAMETER:1 FT
4 IN
A/N: 396078

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : GAS PRODUCTION

DRUM,DECANTER,RPV 3334, D718
WATER,HEIGHT:14 FT; DIAMETER:
4 FT
A/N: 396078

DRUM,DAMPENER,RPV 3468, D719
PROPANECOMPRESSORSUCTION,
LENGTH:5 FT 5 IN; DIAMETER:2 FT
6 IN
A/N: 396078

DRUM,DAMPENER,RPV 3470, D720
PROPANECOMPRESSORDISCHARGE,
LENGTH:5 FT 1 IN; DIAMETER:2 FT
6 IN
A/N: 396078

COMPRESSOR,RW-3087.32, D721
ETHYLENEAND PROPANE (WEST),
COOPER-BESSEMERRECIPROCATING
TYPE
A/N: 396078

FUGITIVEEMISSIONS, D2506 H23.3
MISCELLANEOUS
A/N: 396078

SSyysstteem 33::LLIQIQUUIID PETR S13.2,S56.1D PETROOLLEEUUMMGGAASSDDRRYYININGGFFAACCILILITITIEIESS
VESSEL,SOUTHDRYER, RPV 2415, D722
LPG, WITH INTERNALSTEAMCOILS
ANDWITH RELIEFVALVE, HEIGHT:
12 FT 9 IN; DIAMETER:4 FT
A/N: 396108

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : GAS PRODUCTION

VESSEL,NORTHDRYER, RPV 2416, D723
LPG, WITH INTERNALSTEAMCOILS
ANDWITH RELIEFVALVE, HEIGHT:
12 FT 9 IN; DIAMETER:4 FT
A/N: 396108

VESSEL,VAPORIZER,RPV 2417, D724
WITH BROWN FINTUBEHEATER
TYPE TF 8, HEIGHT:7 FT;
DIAMETER:2 FT
A/N: 396108

VESSEL,VAPORIZER,RPV 2418, LPG, D725
HEIGHT:8 FT; DIAMETER:2 FT
A/N: 396108

FUGITIVEEMISSIONS, D2507 H23.3
MISCELLANEOUS
A/N: 396108

PPrroocceessss1111::BBLLEENNDDININGG
SSyysstteem 11::GGAASSOOLLINE S13.2,S56.1INEBBLLEENNDDIINNGGUUNNIITT
STORAGETANK,NO.981,DIESEL D730 H23.30, I296.1
CONDUCTIVITYADDITIVE
A/N: 475066

STORAGETANK,FIXEDROOF, D739
HOLDINGAND TRANSFER,RPV 2940,
WITH INTERNAL JETMIXER, 500
GALS; DIAMETER:4 FT 6 IN;
HEIGHT:4 FT 6 IN
A/N: 475066

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : BLENDING

STORAGETANK,RPV-2941,NO.1, 500 D740
GALS; DIAMETER:4 FT 6 IN;
HEIGHT:4 FT 6 IN
A/N: 475066

STORAGETANK,FIXEDROOF,RPV- D741
2942,NO. 2, 500 GALS; DIAMETER:4
FT 6 IN; HEIGHT:4 FT 6 IN
A/N: 475066

STORAGETANK,FIXEDROOF,RPV- D742
2943,NO. 3, 500 GALS; DIAMETER:4
FT 6 IN; HEIGHT:4 FT 6 IN
A/N: 475066

STORAGETANK,FIXEDROOF,RPV- D743
5485,NO. 4, 500 GALS; DIAMETER:4
FT 6 IN; HEIGHT:4 FT 6 IN
A/N: 475066

STORAGETANK,FIXEDROOF,RPV- D744
5486,NO. 5, 500 GALS; DIAMETER:4
FT 6 IN; HEIGHT:4 FT 6 IN
A/N: 475066

STORAGETANK,FIXEDROOF, D745
RECOVERY,RPV 2944, 250 GALS;
DIAMETER:3 FT; HEIGHT:6 FT 6 IN
A/N: 475066

TESTCELL,ENGINE,RW 0106 158.03, D752
NO. 3, OCTANE,4 H.P.
A/N: 475066

TESTCELL,ENGINE,RW 0107 158.03, D753
NO. 4, OCTANE,4 H.P.
A/N: 475066

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : BLENDING

FUGITIVEEMISSIONS, D2508 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 475066

PPrroocceessss1122::TTRREEAATTIINNGG/S/STTRRIPIPPPININGG

System 1: NO.1 PETRECO STOVEOIL-TREATER S56.1System 1 : NO.1 PETRECO STOVEOIL-TREATER
VESSEL,TREATER,RPV 749, STOVE D756
OIL, HEIGHT:20 FT; DIAMETER:8 FT
A/N: 395365

SETTLINGTANK,STOVEOIL RPV D757
772, CAUSTIC,LENGTH:40 FT;
DIAMETER:9 FT
A/N: 395365

TOWER, SALT,RPV 711, HEIGHT:39 D758
FT 8 IN; DIAMETER:8 FT 6 IN
A/N: 395365

TOWER,CLAY, RPV 2611, HEIGHT:14 D759
FT; DIAMETER:7 FT
A/N: 395365

TOWER,CLAY, RPV 2753, (SPARE, D760
COMMONTO #1 AND #2 UNIT),
HEIGHT:13 FT 6 IN; DIAMETER:7 FT
A/N: 395366

FUGITIVEEMISSIONS, D2509 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395365

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

SSyysstteem 22::NNOO.2.2PPEETTRREEC S56.1COOSSTTOOVVEEOOILIL-T-TRREEAATTEERR
VESSEL,TREATER,RPV 719, TWO- D761
STAGEPETRECO,HEIGHT:20 FT;
DIAMETER:8 FT
A/N: 395366

TANK,WASH,CAUSTIC,RPV 771, D762
NO.2, STOVEOIL, LENGTH:44 FT;
DIAMETER:9 FT
A/N: 395366

TOWER, SALT,RPV 2615, HEIGHT:33 D763
FT 3 IN; DIAMETER:8 FT 6 IN
A/N: 395366

TOWER,CLAY, RPV 2754, HEIGHT:13 D764
FT 6 IN; DIAMETER:7 FT
A/N: 395366

TOWER,CLAY, RPV 2753, (SPARE, D760
COMMONTO #1 AND #2 UNIT),
HEIGHT:13 FT 6 IN; DIAMETER:7 FT
A/N: 395366

FUGITIVEEMISSIONS, D2510 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395366

SSyysstteem 33::NNOO.4.4SSTTOVE S56.1OVEOOIILL-T-TRREEAATTEERR
POT,WATERWASHPRECIPITATOR, D765
RPV 5624, LENGTH:14 FT;
DIAMETER:10 FT
A/N: 395503

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TOWER, SOUTH SALT,RPV 5625, D766
LENGTH:26 FT; DIAMETER:13 FT
A/N: 395503

TOWER,NORTH SALT,RPV5626, D767
LENGTH:26 FT; DIAMETER:13 FT
A/N: 395503

TOWER, SOUTHCLAY, RPV 5627, D768
LENGTH:21 FT; DIAMETER:12 FT 6
IN
A/N: 395503

TOWER,NORTHCLAY, RPV 5628, D769
LENGTH:21 FT; DIAMETER:12 FT 6
IN
A/N: 395503

DRUM,RPV 5647, STEAMOUT D770
A/N: 395503

FUGITIVEEMISSIONS, D2511 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395503

SSyysstteem 44::CCAATTAALLYYTTIICCRREERRUUNNGGAASO S13.2,S56.1SOLLIINNEETTRREEAATTIINNGGUUNNITIT
VESSEL,RERUN BOTTOMCAUSTIC D771
WASH,RPV 734, LENGTH:38 FT;
DIAMETER:12 FT
A/N: 396115

VESSEL,RERUN BOTTOMCAUSTIC D772
WASH,RPV 733, LENGTH:38 FT;
DIAMETER:12 FT
A/N: 396115

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

VESSEL,COALESCER,RPV 0797, D773
GASOLINE,HEIGHT:8 FT 8 IN;
DIAMETER:3 FT
A/N: 396115

TOWER,WATERWASH,RERUN D774
BOTTOM,RPV 732, HEIGHT:38 FT;
DIAMETER:12 FT
A/N: 396115

FUGITIVEEMISSIONS, D2512 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 396115

SSyysstteem 55::SSTTRRAAIIGGHHTTRRUUNNGGAASSOOLLININEETTRREEATIN S13.2,S56.1ATINGGUUNNIITT
VESSEL,TREATER,2 STAGE D778
PETRECOCAUSTIC, RPV 5050,
HEIGHT:21 FT; DIAMETER:12 FT
A/N: 395492

VESSEL,TREATER,2 STAGE D779
PETRECOCAUSTIC,RPV 5051,
HEIGHT:21 FT; DIAMETER:12 FT
A/N: 395492

FUGITIVEEMISSIONS, D2513 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395492

SSyysstteem 77::FFIIXXEEDDBBEEDDMMEERROOXXTTRREEAATTININGGUUNNIT S13.2,S56.1IT
TOWER,LCO SALT,RVP-5004, D782
HEIGHT:20 FT; DIAMETER:6 FT
A/N: 395356

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TOWER,LCO SALT,RVP-5005, D783
HEIGHT:20 FT; DIAMETER:6 FT
A/N: 395356

FUGITIVEEMISSIONS, D2515 H23.3
MISCELLANEOUS
A/N: 395356

System 8: UOPMEROX TREATINGUNIT S13.2, S46.1,System 8 : UOPMEROX TREATINGUNIT S46.2,S56.1

DRUM,FEED SURGE, RPV-1777, D785
HEIGHT:57 FT; DIAMETER:5 FT
A/N: 396014

MIXER,ACETICACIDAND D786
CATALYST,HEIGHT:16 FT;
DIAMETER:3 FT
A/N: 396014

POT,DRAIN, REACTORWATER, D788
HEIGHT:5 FT 6 IN; DIAMETER:2 FT
6 IN
A/N: 396014

TOWER, OXIDIZER,RPV-1778, D789
HEIGHT:23 FT; DIAMETER:4 FT
A/N: 396014

VESSEL,SEPARATOR,DISULFIDE, D790 C910C2413 HAP: (10) [40CFR63 Subpart
RPV-1783,LENGTH:30 FT; CC, #2,5-25-2001]

DIAMETER:5 FT
A/N: 396014

REACTOR,HYDROLYSIS,RW-6519- D2363
289.06,HEIGHT:20 FT; DIAMETER:6
FT
A/N: 396014

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

REACTOR,HYDROLYSIS,RW-6520- D2364
289.06,HEIGHT:20 FT; DIAMETER:6
FT
A/N: 396014

TOWER,CAUSTICPREWASH,RW- D2365
6521-289.02,HEIGHT:20 FT;
DIAMETER:6 FT
A/N: 396014

FILTER,SAND,RW-6523-289.02, D2366
HEIGHT:14 FT 6 IN; DIAMETER:7 FT
A/N: 396014

KNOCKOUT POT,RPV-1779,FLARE D2368 BENZENE: (10) [40CFR61 H23.12
GAS, LENGTH:16 FT; DIAMETER:7 SubpartFF_02,12-4-2003] ; VOC:
FT 500 PPMV (8) [40CFR61
A/N: 396014 SubpartFF,12-4-2003]

TOWER,EXTRACTOR,RW-6522- D2404
289.01,HEIGHT:58 FT; DIAMETER:4
FT 6 IN
A/N: 396014

MIXER, STATIC, RW--, HYDROLYSIS D2367
REACTORFEED,HEIGHT:16 FT;
DIAMETER:3 FT
A/N: 396014

FUGITIVEEMISSIONS, D2516 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 396014

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

SSyysstteem 99::MMEETTHHYYLLDDIEIETTHHAANNOOLLAAMMININEERREEGGEENNEERRAATTIOIONNSSYYSSTTEEMMNNO.1 S13.2, S15.1,O.1 S56.1

KNOCKOUT POT,RPV 412, MDEA D791
REGENERATORCHILLED
OVERHEAD,HEIGHT:4 FT 6 IN;
DIAMETER:3 FT
A/N:

TANK,FLASH,RPV 867, D792
HYDROCARBON,LENGTH:40 FT;
DIAMETER:6 FT
A/N:

ACCUMULATOR, RPV 2479, D793
REGENERATOROVERHEAD,
LENGTH:12 FT; DIAMETER:5 FT 6
IN
A/N:

POT,RPV 2482,REBOILER D794
CONDENSATE,LENGTH:5 FT;
DIAMETER:2 FT
A/N:

COLUMN,REGENERATOR,RPV-2483, D795
HEIGHT:44 FT; DIAMETER:7 FT
A/N:

TANK,FLASH,MAIN RICHMDEA, D796 BENZENE: (10) [40CFR61 H23.12
RPV 2685, HYDROCARBON, SubpartFF_02,12-4-2003] ; VOC:
(COMMONWITHNO. 2 MDEA 500 PPMV (8) [40CFR61
REGENERATIONUNIT),LENGTH:47 SubpartFF,12-4-2003]

FT; DIAMETER:12 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N:

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

FUGITIVEEMISSIONS, D2517 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 1100::MMEETTHYLDIETHANOLAMINEREGENERATIONS S13.2, S15.1,HYLDIETHANOLAMINEREGENERATIONSYYSSTTEEMMNNOO.2.2 S56.1

DRUM,FLASH,HYDROCARBON,RPV D802
2655, LENGTH:20 FT; DIAMETER:6
FT
A/N: 396069

ACCUMULATOR, RPV 2662, MDEA D804
REGENERATOROVERHEAD,
LENGTH:12 FT; DIAMETER:5 FT 7
IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

DRUM,FLASH,RPV 2685, D805
HYDROCARBON,(COMMONWITH
NO. 1 MDEA REGENERATIONUNIT),
LENGTH:40 FT; DIAMETER:12 FT
A/N: 396069

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N:

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

POT,RPV 2666, MDEA D806
REGENERATORREBOILER
CONDENSATE,LENGTH:4 FT;
DIAMETER:3 FT
A/N:

COLUMN,MDEA REGENERATOR, D807
RPV-2667,HEIGHT:44 FT;
DIAMETER:7 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TANK,FLASH,MAIN RICHMDEA, D796 BENZENE: (10) [40CFR61 H23.12
RPV 2685, HYDROCARBON, SubpartFF_02,12-4-2003] ; VOC:
(COMMONWITHNO. 2 MDEA 500 PPMV (8) [40CFR61
REGENERATIONUNIT),LENGTH:47 SubpartFF,12-4-2003]

FT; DIAMETER:12 FT
A/N:

FUGITIVEEMISSIONS, D2518 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 11:METHYLDIETHANOLAMINEREGENERATIONSYSTEM NO.3 S13.2, S15.1,System 11 :METHYLDIETHANOLAMINEREGENERATIONSYSTEM NO.3 S56.1

COLUMN,MDEA REGENERATOR, D808
RPV-1450,HEIGHT:44 FT 3 IN;
DIAMETER:7 FT
A/N: 435126

TANK,FLASH,RPV 1451, D809 C1302 HAP: (10) [40CFR63 Subpart
HYDROCARBON,(COMMONTO NO. 3 CC, #2,5-25-2001]

ANDNO. 4 MDEA REGENERATION
UNIT),LENGTH:40 FT; DIAMETER:
12 FT
A/N: 435126

TANK,FLASH,RPV 1453, D810
HYDROCARBON,LENGTH:25 FT;
DIAMETER:8 FT
A/N: 435126

ACCUMULATOR, RPV 1455, MDEA D812 BENZENE: (10) [40CFR61 H23.12
REGENERATOROVERHEAD, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:12 FT 3 IN; DIAMETER:5 500 PPMV (8) [40CFR61
FT 7 IN SubpartFF,12-4-2003]

A/N: 435126

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

POT,RPV 1456, MDEA D813
REGENERATORREBOILER
CONDENSATE,LENGTH:4 FT 9 IN;
DIAMETER:2 FT
A/N: 435126

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N:

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

FUGITIVEEMISSIONS, D2519 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 435126

System 12:METHYLDIETHANOLAMINEREGENERATIONSYSTEM NO.4 S13.2, S15.1,System 12 :METHYLDIETHANOLAMINEREGENERATIONSYSTEM NO.4 S56.1

COLUMN,MDEA REGENERATOR, D814
RPV-1475,HEIGHT:44 FT 3 IN;
DIAMETER:7 FT
A/N: 435128

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TANK,FLASH,RPV 1478, D815 C1302 BENZENE: (10) [40CFR61 H23.12
HYDROCARBON,LENGTH:25 FT; SubpartFF_02,12-4-2003] ; HAP:
DIAMETER:8 FT (10) [40CFR63 SubpartCC,
A/N: 435128 #2,5-25-2001] ; VOC: 500

PPMV (8) [40CFR61 Subpart
FF,12-4-2003]

ACCUMULATOR, RPV 1480, MDEA D817 BENZENE: (10) [40CFR61 H23.12
REGENERATOROVERHEAD, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:12 FT 3 IN; DIAMETER:5 500 PPMV (8) [40CFR61
FT 7 IN SubpartFF,12-4-2003]

A/N: 435128

POT,RPV 1481,CONDENSATE, D818
LENGTH:4 FT 9 IN; DIAMETER:2 FT
A/N: 435128

TANK,FLASH,RPV 1451, D809 C1302 HAP: (10) [40CFR63 Subpart
HYDROCARBON,(COMMONTO NO. 3 CC, #2,5-25-2001]

ANDNO. 4 MDEA REGENERATION
UNIT),LENGTH:40 FT; DIAMETER:
12 FT
A/N: 435126

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N:

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N:

FUGITIVEEMISSIONS, D2520 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 435128

SSyysstteem 1133::MMEETTHHYYLLDDIEIETTHHAANNOOLLAAMMININEERREEGGEENNEERRAATTIOIONNSSYYSSTTEM NO.5 S13.2, S15.1,EM NO.5 S56.1

TOWER, REGENERATOR,RPV-5421, D822
HEIGHT:60 FT; DIAMETER:8 FT 6 IN
A/N: 460585

TANK,RPV 5422, AMINE,HEIGHT:47 D823
FT; DIAMETER:14 FT
A/N: 460585

ACCUMULATOR, RPV-5423, D824
REGENERATOROVERHEAD,HEIGHT:
18 FT; DIAMETER:5 FT
A/N: 460585

POT,RPV 5424, REBOILER D825
CONDENSATE,HEIGHT:6 FT;
DIAMETER:2 FT
A/N: 460585

POT,RPV 5425, REBOILER D826
CONDENSATE,HEIGHT:6 FT;
DIAMETER:2 FT
A/N: 460585

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

DRUM,ATMOSPHERIC,RPV 5449, D827
CONDENSATE,HEIGHT:4 FT 4 IN;
DIAMETER:2 FT
A/N: 460585

DRUM,BLOWDOWN,RPV-5460, D828
HEIGHT:8 FT; DIAMETER:4 FT
A/N: 460585

FUGITIVEEMISSIONS, D2521 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460585

System 14: NORTH SOURWATERTREATMENT SYSTEM S13.2,S31.6System 14 : NORTH SOURWATERTREATMENT SYSTEM
VESSEL,FLASH,RPV 2257, SOUR D780 BENZENE: (10) [40CFR61 E336.2,E336.5,
WATER,1000 BBL; DIAMETER:12 FT; SubpartFF_02,12-4-2003] ; VOC: H23.12
LENGTH:48 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

KNOCKOUT POT,RPV 2624, FLASH D781 E336.2,E336.5
VESSEL,HEIGHT:12 FT; DIAMETER:
6 FT
A/N:

TANK,SURGE/FEED,FIXEDROOF, D1113 BENZENE: (10) [40CFR61 E71.17,E336.2,
NO.774,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.7,H23.12,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 K67.14
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TANK,SURGE/FEED,FIXEDROOF, D1114 BENZENE: (10) [40CFR61 D182.10,
NO.775,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.2,H23.12,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 K67.14
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N:

COLUMN,STRIPPERA, RPV 4101, D838 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N:

ACCUMULATOR, STRIPPERA D840
OVERHEAD,RPV 4107,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:10
FT; DIAMETER:4 FT
A/N:

VESSEL,STRIPPERA OVERHEAD D839 E336.6
SEPARATOR,RPV 4104,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N:

COLUMN,STRIPPERB, RPV 4100, D841 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

ACCUMULATOR, STRIPPERB D843
OVERHEAD,RPV 4108,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:8
FT 9 IN; DIAMETER:4 FT
A/N:

VESSEL,STRIPPERB OVERHEAD D842 E336.6
SEPARATOR,RPV 4105,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N:

FUGITIVEEMISSIONS, D2514 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 1155::SSOOUUTTHHSSOOUURRWWAATER TREA S13.2,S31.6TER TREATTMMEENNTTSSYYSSTTEEMM
VESSEL,FLASH,RPV 2293, SOUR D844 BENZENE: (10) [40CFR61 E336.2,E336.5,
WATER,1000 BBL; DIAMETER:12 FT; SubpartFF_02,12-4-2003] ; VOC: H23.12
LENGTH:48 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

TANK,SURGE/FEED,FIXEDROOF, D1113 BENZENE: (10) [40CFR61 E71.17,E336.2,
NO.774,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.7,H23.12,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 K67.14
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TANK,SURGE/FEED,FIXEDROOF, D1114 BENZENE: (10) [40CFR61 D182.10,
NO.775,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.2,H23.12,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 K67.14
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N:

COLUMN,STRIPPERA, RPV 4101, D838 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N:

ACCUMULATOR, STRIPPERA D840
OVERHEAD,RPV 4107,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:10
FT; DIAMETER:4 FT
A/N:

VESSEL,STRIPPERA OVERHEAD D839 E336.6
SEPARATOR,RPV 4104,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N:

COLUMN,STRIPPERB, RPV 4100, D841 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

ACCUMULATOR, STRIPPERB D843
OVERHEAD,RPV 4108,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:8
FT 9 IN; DIAMETER:4 FT
A/N:

VESSEL,STRIPPERB OVERHEAD D842 E336.6
SEPARATOR,RPV 4105,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N:

FUGITIVEEMISSIONS, D2527 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 1166::SSOOUURRWWATE S13.12ATERROOXXIIDDIIZZEERRNNOO.2.2
TANK,FEED, SODIUM D2743
HYPOCHLORITE/BLEACHINJECTION,
RW0036, 119 BBL, HEIGHT:9 FT;
DIAMETER:10 FT
A/N: 457431

TANK,SURGE TANK,FIXEDROOF, D2744
TK-823, 5000 BBL,, HEIGHT:40 FT;
DIAMETER:25 FT
A/N: 457431

COLUMN,OXIDIZERNO. 2, RPV- D829
1931,, HEIGHT:52 FT; DIAMETER:9
FT
A/N: 457431

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

VESSEL,FLASH,RPV-1933,,HEIGHT: D830 HAP: (10) [40CFR63 Subpart E336.13
17 FT; DIAMETER:5 FT 6 IN CC, #2,5-25-2001]

A/N: 457431

FUGITIVEEMISSIONS, D2882 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 457431

SSyysstteem 1177::SSOOUURWATER S13.12RWATEROOXXIDIDIIZZEERRNNOO.3.3
COLUMN,OXIDIZERNO. 3, RPV- D831
3190,, HEIGHT:42 FT 1 IN;
DIAMETER:12 FT
A/N: 457432

VESSEL,FLASHDRUM,RPV-3191, D832 HAP: (10) [40CFR63 Subpart E336.13
HEIGHT:24 FT; DIAMETER:8 FT CC, #2,5-25-2001]

A/N: 457432

TANK,FIXEDROOF,FEED (SOUR D833 E336.2,K67.14
WATER),TK-210B, (COMMONTO NO.
2 AND 3 OXIDIZERUNIT), 1200 BBL;
DIAMETER:24 FT; HEIGHT:15 FT
A/N: 457432

FUGITIVEEMISSIONS, D2883 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 457432

S S56.1Syysstteem 2200::SSPPEENNTTCCAAUUSSTTIICCSSEEPPAARRAATTIOIONNSSYYSSTTEEMM
STORAGETANK,FIXEDROOF,NO. D847 D1313 D1314 HAP: (10) [40CFR63 Subpart
634, 1063 BBL; DIAMETER:20 FT; D1656 D2807 CC, #2,5-25-2001]

HEIGHT:20 FT
A/N: 395496

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

STORAGETANK,FIXEDROOF,NO. D848 D1313 D1314 HAP: (10) [40CFR63 Subpart
635, 1063 BBL; DIAMETER:20 FT; D1656 D2807 CC, #2,5-25-2001]

HEIGHT:20 FT
A/N: 395496

FUGITIVEEMISSIONS, D2528 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395496

SSyysstteem 2222::DDIEIESSEELLOOILILDDEH S56.1EHAAZZININGGFFAACCILILITITYY
TOWER, SALT,RPV-702,NORTH, D853
HEIGHT:22 FT; DIAMETER:8 FT
A/N: 395731

TOWER, SALT,RPV-768,SOUTH, D854
HEIGHT:25 FT 6 IN; DIAMETER:10
FT
A/N: 395731

FUGITIVEEMISSIONS, D2529 H23.3
MISCELLANEOUS
A/N: 395731

SSyysstteem 2233::GGAASSSSCCRRUUBBBBEERRSSYYSSTTEEMM(N(NEEXXTTTTOO##99CCOOOOLLININGGTTOOWWEERR))
KNOCKOUT POT,RPV-2290,HEIGHT: D855
6 FT 6 IN; DIAMETER:2 FT 6 IN
A/N: 435133

SCRUBBER,GAS, RPV-3214, D857
CAPACITY1500 GALLONS,HEIGHT:
16 FT; DIAMETER:4 FT
A/N: 435133

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:154
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

KNOCKOUT POT,RPV-3215, D858
CAPACITY340 GALLONS,HEIGHT:6
FT 6 IN; DIAMETER:3 FT
A/N: 435133

SETTLINGTANK,155 GALS; D859
DIAMETER:3 FT; HEIGHT:3 FT
A/N: 435133

FUGITIVEEMISSIONS, D2530 H23.3
MISCELLANEOUS
A/N: 435133

SSyysstte Sem 56.1m2244::RREEFFIINNEERRYYGGAASSTTRREEAATTIINNGG((NNOO.1.1MMEERROOXXTTRRAAININ))
ABSORBER,MEROX, RPV 4962, D860 D12.11,D90.3,
HEIGHT:102 FT 9 IN; DIAMETER:5 E71.5
FT
A/N: 414404

KNOCKOUT POT,RPV-4963,HEIGHT: D861
11 FT 6 IN; DIAMETER:5 FT
A/N: 414404

COLUMN,OXIDIZER,RPV-4964, D862 D863
HEIGHT:15 FT 6 IN; DIAMETER:2 FT
A/N: 414404

VESSEL,SEPARATOR,RPV 4965, D863 D862 D2003
DISULFIDEOIL, HORIZONTAL
SECTION,VERTICALSECTION:DIA 1
FT 4 IN; HEIGHT6 FT,LENGTH:19
FT 6 IN; DIAMETER:4 FT
A/N: 414404

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

FILTER,SAND,RPV-4823,HEIGHT:7 D864
FT; DIAMETER:2 FT
A/N: 414404

DRUM, SPENTCAUSTICDEGASSING, D865
RPV-4972,HEIGHT:10 FT;
DIAMETER:2 FT 6 IN
A/N: 414404

TANK,VENT,RPV-4971,COMMONTO D2003 D863 D869 E71.20
REFINERYGAS TREATING(NO.1 AND
NO.2MEROX TRAIN),HEIGHT:6 FT;
DIAMETER:2 FT
A/N: 414404

FUGITIVEEMISSIONS, D2531 H23.3
MISCELLANEOUS
A/N: 414404

System 25: R S56.1System 25 : REEFFIINNEERRYYGGAASSTTRREEAATTIINNGG((NNOO.2.2MMEERROOXXTTRRAAININ))
ABSORBER,MEROX, RPV 4967, D866 D12.11,D90.3,
HEIGHT:102 FT 9 IN; DIAMETER:5 E71.5
FT
A/N: 414405

KNOCKOUT POT,RPV-4968,HEIGHT: D867
11 FT 6 IN; DIAMETER:5 FT
A/N: 414405

COLUMN,OXIDIZER,RPV-4969, D868 D869
HEIGHT:15 FT 6 IN; DIAMETER:2 FT
A/N: 414405

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

VESSEL,SEPARATOR,RPV 4970, D869 D868 D2003
DISULFIDEOIL, HORIZONTAL
SECTION,VERTICALSECTION:DIA 1
FT 4 IN; HEIGHT6 FT,HEIGHT:19 FT
6 IN; DIAMETER:4 FT
A/N: 414405

FILTER,SAND,RPV-4825,HEIGHT:7 D870
FT; DIAMETER:2 FT
A/N: 414405

DRUM, SPENTCAUSTICDEGASSING, D871
RPV-4973,HEIGHT:10 FT;
DIAMETER:2 FT 6 IN
A/N: 414405

TANK,VENT,RPV-4971,COMMONTO D2003 D863 D869 E71.20
REFINERYGAS TREATING(NO.1 AND
NO.2MEROX TRAIN),HEIGHT:6 FT;
DIAMETER:2 FT
A/N: 414404

FUGITIVEEMISSIONS, D2532 H23.3
MISCELLANEOUS
A/N: 414405

SSyysstteem 2266::CCAAUUSSTTICICNNEEUUTTRRAALLIZIZAATTIIOONNBBAASSININ
SUMP,CAUSTICNEUTRALIZATION D872
BASIN, 24,923 GALLONSCAPACITY,
WIDTH:14 FT; DEPTH: 8 FT 6 IN;
LENGTH:28 FT 1 IN
A/N: 395785

FUGITIVEEMISSIONS, D2536 H23.3
MISCELLANEOUS
A/N: 395785

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:157
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

SSyysstteem 2277::SSPPEENNTTAACCIIDDSSTTOORRAAGGEEFFAACCILILITITYY
STORAGETANK,FIXEDROOF,RPV D873 D875
180, SPENTACID,WITHNITROGEN
BLANKET,906 BBL; DIAMETER:12
FT; HEIGHT:37 FT
A/N: 396080

STORAGETANK,FIXEDROOF,RPV D874 D875
280, SPENTACID,WITHNITROGEN
BLANKET,906 BBL; DIAMETER:12
FT; HEIGHT:37 FT
A/N: 396080

VESSEL,DUALCHAMBER,FOAM D875 D873 D874
TANKAND CAUSTICSCRUBBER, D1313 D1314
HEIGHT:38 FT; DIAMETER:5 FT D1656 D2807
A/N: 396080

FUGITIVEEMISSIONS, D2500 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 396080

PPrroocceessss1133::SSUULLFFUURRRREECCOOVVEERRYY

System 1: CLAUS SULFUR RECOVERYUNIT "A" S13.10, S15.30,System 1 : CLAUS SULFUR RECOVERYUNIT "A" S18.5

REACTOR,"A", RPV-4138,REFINERY D879
GAS, HYDROGENSULFIDE,LENGTH:
44 FT 6 IN; DIAMETER:13 FT
A/N:

CONDENSER,SHELLAND TUBE, D2602
RPV-4143,SULFUR,:A",LENGTH:18
FT; DIAMETER:2 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

CONDENSER,SHELLAND TUBE, D881 H2S: 10 PPMV (5) [RULE
RPV-4149,FINAL SULFUR,LENGTH: 468,10-8-1976] ; HAP: (10)
18 FT; DIAMETER:2 FT 6 IN [40CFR63 SubpartUUU, #4,2-9-

A/N: 2005] ; SOX: 250 PPMV (8)
[40CFR60 SubpartJ,6-24-2008]

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

PIT,ACCUMULATOR, SULFUR, D2645 H2S: 10 PPMM (5) [RULE
WIDTH:10 FT; DEPTH: 9 FT 4 IN; 468,10-8-1976] ; SOX: 500
LENGTH:21 FT 6 IN PPMM (5) [RULE 407,4-2-1982]
A/N:

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
"A"&"B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTS
"A"& "B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

VESSEL,COS/CS2CONVERTER,"A", D880
RPV-4134,LENGTH:19 FT;
DIAMETER:10 FT
A/N:

VESSEL,RPV 5497, FUELGAS "A" D882
CLAUS,HEIGHT:18 FT; DIAMETER:4
FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

FUGITIVEEMISSIONS, D2613 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 2: CLAUS SULFUR RECOVERYUNIT "B" S13.10, S15.30,System 2 : CLAUS SULFUR RECOVERYUNIT "B" S18.5

REACTOR,"B", RPV-4130,REFINERY D883
GAS, HYDROGENSULFIDE,LENGTH:
44 FT 6 IN; DIAMETER:13 FT
A/N:

CONDENSER,RPV-4144,SHELLAND D2604
TUBE, SULFUR,"B", LENGTH:18 FT;
DIAMETER:2 FT 6 IN
A/N:

CONDENSER,SHELLAND TUBE D885 H2S: 10 PPMV (5) [RULE
TYPE, RPV-4150,FINAL SULFUR, 468,10-8-1976] ; HAP: (10)
LENGTH:18 FT; DIAMETER:2 FT 6 [40CFR63 SubpartUUU, #4,2-9-

IN 2005] ; SOX: 250 PPMV (8)
A/N: [40CFR60 SubpartJ,6-24-2008]

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

PIT,ACCUMULATOR, SULFUR, D2646 H2S: 10 PPMV (5) [RULE
WIDTH:10 FT; DEPTH: 9 FT 4 IN; 468,10-8-1976] ; SOX: 500
LENGTH:21 FT 6 IN PPMV (5) [RULE 407,4-2-1982]
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
"A"&"B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTS
"A"& "B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

VESSEL,COS/CS2CONVERTER,"B", D884
RPV-4135,LENGTH:19 FT;
DIAMETER:10 FT
A/N:

FUGITIVEEMISSIONS, D2614 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 33::CCLLAAUUSSSSUULLFFUURRRREECCOOVVEERRYYUUNNIT "C" S13.10, S15.30,IT "C" S18.5

REACTOR,"C" RPV-4132,REFINERY D886
GAS, HYDROGENSULFIDE,LENGTH:
44 FT 6 IN; DIAMETER:13 FT
A/N:

CONDENSER,SHELLAND TUBE D2605
TYPE, RPV-4145,SULFUR"C",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

CONDENSER,SHELLAND TUBE D889 H2S: 10 PPMV (5) [RULE
TYPE, RPV-4151,FINAL SULFUR, 468,10-8-1976] ; HAP: (10)
LENGTH:18 FT; DIAMETER:2 FT 6 [40CFR63 SubpartUUU, #4,2-9-

IN 2005] ; SOX: 250 PPMV (8)
A/N: [40CFR60 SubpartJ,6-24-2008]

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

PIT,ACCUMULATOR, SULFUR, D888 H2S: 10 PPMV (5) [RULE
WIDTH:10 FT; DEPTH: 9 FT 4 IN; 468,10-8-1976] ; SOX: 500
LENGTH:21 FT 6 IN PPMV (5) [RULE 407,4-2-1982]
A/N:

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
"A"&"B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTS
"A"& "B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

FUGITIVEEMISSIONS, D2675 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

Sy S13.10, S15.30,Sysstteem 44::CCLLAAUUSSSSUULLFFUURRRREECCOOVVEERRYYFFAACCILILITITYY"D"D"" S18.5

KNOCKOUT POT,RPV 5438, AMINE D890
ACID,HEIGHT:16 FT 6 IN;
DIAMETER:5 FT
A/N:

VESSEL,CONVERTER,RPV 5439, D891
HEIGHT:44 FT; DIAMETER:12 FT
A/N:

REACTOR,RW-0005440.01,REACTION D892
FURNACE,HYDROGENSULFIDE,
WITHONE BABCOCKDUIKERSIZE
300 BURNER
A/N:

CONDENSER,SHELLAND TUBE D2606
TYPE, RPV-5442,NO. 1, SULFUR,"D",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N:

CONDENSER,SHELLAND TUBE D2607
TYPE, RPV-5444,NO. 2, SULFUR,"D",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N:

CONDENSER,SHELLAND TUBE D2608
TYPE, RPV-5447,NO. 3, SULFUR,"D",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

PIT,ACCUMULATOR, SULFUR,130 D893 C910C2413 H2S: 10 PPMV (5) [RULE
LONG TONSCAPACITY, WIDTH:8 FT; 468,10-8-1976] ; SOX: 500
DEPTH: 14 FT 8 IN; LENGTH:38 FT PPMV (5) [RULE 407,4-2-1982]
A/N:

CONDENSER,SHELLAND TUBE, D894 H2S: 10 PPMV (5) [RULE
RPV-5448,NO.4 SULFUR,LENGTH:15 468,10-8-1976] ; HAP: (10)
FT; DIAMETER:2 FT 8 IN [40CFR63 SubpartUUU, #4,2-9-

A/N: 2005] ; SOX: 250 PPMV (8)
[40CFR60 SubpartJ,6-24-2008]

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

FUGITIVEEMISSIONS, D2615 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
"A"&"B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTS
"A"& "B", HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

SSyysstteem 55::CCLLAAUUSSTTAAIILLG S18.1GAASSTTRREEAATTIINNGGUUNNIITTNNOO..22
KNOCKOUT POT,RPV 4121,CLAUS D899
TAILGAS, HEIGHT:11 FT;
DIAMETER:10 FT
A/N:

HEATER,NATURALGAS, CLAUS D907
TAILGAS, INLINETYPE, 9.33
MMBTU/HR
A/N:

REACTOR,RPV 4117, LENGTH:23 FT; D895
DIAMETER:13 FT
A/N:

ABSORBER,RPV 4118, HEIGHT:40 FT C896 C910C2413
3 IN; DIAMETER:9 FT
A/N:

TOWER, QUENCH,RPV 4119, D897
HEIGHT:39 FT 6 IN; DIAMETER:9 FT
A/N:

FILTER,QUENCHTOWER, RPV 4196, D903
FRAM,LENGTH:3 FT 11 IN;
DIAMETER:1 FT 4 IN
A/N:

REGENERATOR,RPV 4120,COMMON D898
TO TGU NO. 1 & 2, HEIGHT:56 FT 6
IN; DIAMETER:7 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

ACCUMULATOR, RPV 4122, D900
REGENERATOROVERHEAD,
COMMONTO TGU NO. 1 & 2,
HEIGHT:5 FT 6 IN; DIAMETER:3 FT
A/N:

TANK,SURGE, RPV 4123, LEAN D901
MDEA,COMMONTO TGU NO. 1 & 2,
HEIGHT:17 FT; DIAMETER:10 FT
A/N:

STORAGETANK,FIXEDROOF,TK- D908 HAP: (10) [40CFR63 Subpart
617, AMINE,COMMONTO TGU NO. 1 CC, #2,5-25-2001]

& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:24 FT
A/N:

STORAGETANK,FIXEDROOF,TK- D909 HAP: (10) [40CFR63 Subpart K67.5
618, AMINE,COMMONTO TGU NO. 1 CC, #2,5-25-2001]

& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:24 FT
A/N:

FUGITIVEEMISSIONS, D2676 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 6: THERMALOXIDIZERS S56.1System 6 : THERMALOXIDIZERS
KNOCKOUT POT,RPV-0656,WASTE D835
GAS, HEIGHT:12 FT; DIAMETER:9
FT
A/N: 457434

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

OXIDIZER,THERMAL,NO. 2, WASTE C910 D790 D893 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.4,C8.2,
GAS, REFINERYGAS, OR NATURAL C896 S912 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.4,D328.1,
GAS, REFINERYGAS, J.T.THORPE, C2406 MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.1
44.5 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 457434 404,2-7-1986]

BURNER, JOHNZINK,WITH 2
BURNERS

KNOCKOUT POT,SFIA,WASTEGAS, D2745
RW-1009,LENGTH:25 FT; DIAMTER:
9 FT
A/N: 457434

KNOCKOUT POT,SFIA,WASTEGAS D2746
BLOWCASE,RW-5196,LENGTH:6 FT
6 IN; DIAMETER:2 FT 6 IN
A/N: 457434

FILTER,QUENCHTOWER, RPV 4197, D904
FRAM,HEIGHT:5 FT 5 IN;
DIAMETER:2 FT 8 IN
A/N: 457434

STACK,HEIGHT:200 FT; DIAMETER: S912 C910C2413
6 FT
A/N: 457434

OXIDIZER,THERMAL,NO. 1 WASTE C2413 D790 D893 NOX:MAJOR CO: 2000 PPMV (5) [RULE A72.1, A99.6,
GAS, REFINERYGAS OR NATURAL C896 S912 SOURCE**;SOX: 407,4-2-1982] ; NOX: 0.06 B61.4,C8.2,
GAS,NATURALGAS, 39.5 MMBTU/HR C2406 S2415 MAJOR SOURCE** LBS/MMBTUNATURALGAS D82.2,D90.4,
A/N: 457433 (4) [RULE 2005,4-20-2001;RULE D328.1,H23.1,

2005,5-6-2005] I296.1,K40.1

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

PM: (9) [RULE 404,2-7-1986] ;
PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; SOX:
21.1 LBS/HR (2)

STACK,HEIGHT:200 FT; DIAMETER: S2415 C2413
6 FT
A/N: 457433

FUGITIVEEMISSIONS, D2678 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 457433

SSyysstteem 77::CCLLAAUUSSTTAAILILGGAASSTTRREEAATTIINNGGUUNNIITTNNOO. 1 S18.1. 1
REGENERATOR,RPV 4120,COMMON D898
TO TGU NO. 1 & 2, HEIGHT:56 FT 6
IN; DIAMETER:7 FT
A/N:

ACCUMULATOR, RPV 4122, D900
REGENERATOROVERHEAD,
COMMONTO TGU NO. 1 & 2,
HEIGHT:5 FT 6 IN; DIAMETER:3 FT
A/N:

TANK,SURGE, RPV 4123, LEAN D901
MDEA,COMMONTO TGU NO. 1 & 2,
HEIGHT:17 FT; DIAMETER:10 FT
A/N:

STORAGETANK,FIXEDROOF,TK- D908 HAP: (10) [40CFR63 Subpart
617, AMINE,COMMONTO TGU NO. 1 CC, #2,5-25-2001]

& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:24 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

STORAGETANK,FIXEDROOF,TK- D909 HAP: (10) [40CFR63 Subpart K67.5
618, AMINE,COMMONTO TGU NO. 1 CC, #2,5-25-2001]

& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:24 FT
A/N:

FUGITIVEEMISSIONS, D2677 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

PPrroocceessss1144::LLOOAADDIINNGGAANNDDUUNNLLOOAADDIINNGG

SSyysstteem 1::TTWOOPOSIITIION LPG TANKTTRUCKLLOOAADDIINNGG//UUNNLLOOAADDIINNGGNNOOSS.1.133&&9A
9A

UNLOADINGARM, TANKTRUCK, D913
TWO(2), ISO BUTANE,WITH TWIN
SEAL 4" PLUG SHUT-OFFVALVE,
DIAMETER:2 IN
A/N: 396061

FUGITIVEEMISSIONS, D2533 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 396061

SSyysstteem 22::MMIXIXEEDDLLIIGGHHTTEENNDDSSTTAANK CAR LOADING/UNL S13.13, S46.2,NK CAR LOADING/UNLOOAADDININGG S46.3,S56.1

LOADINGANDUNLOADINGARM, D917
TANKCAR, SIX (6), BUTANE,WITH
DRY BREAKCONNECTIONS
A/N:

TANK,SURGE, RPV-4345,BUTANE, D923
HEIGHT:9 FT 6 IN; DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : LOADINGAND UNLOADING

KNOCKOUT POT,LOW LINE, RPV- D924
2746, HEIGHT:8 FT; DIAMETER:4 FT
A/N:

FUGITIVEEMISSIONS, D2534 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 55::SSUULLFFUURRLLOOAADDININGG
LOADINGARM, TANKTRUCK,TWO D960 SOX: 500 PPMV (5) [RULE
(2), SULFUR,DIAMETER:3 IN 407,4-2-1982]

A/N: 395498

LOADINGARM, TANKCAR, TWO (2), D962 SOX: 500 PPMV (5) [RULE
SULFUR,DIAMETER:3 IN 407,4-2-1982]

A/N: 395498

LOADINGARM, TOP, FUELOIL, D964
WITH SUBMERGEDFILL EXTENSION,
DIAMETER:1.5 IN
A/N: 395498

SSyysstteem 1100::LLPPGGTTAANNKKTTRRUUCCKKLLOOAADDININGG/U/UNNLLOOADINGRACK S46.2, S46.3,ADINGRACK S56.1

LOADINGANDUNLOADINGARM, D2121
TANKTRUCK,FOUR (4),
PROPANE/BUTANE,WITHONE
FLEXIBLELOADINGHOSE& ONE
INCHFLEXIBLEREPRESSURIZING
HOSE TO VRS, DIAMETER:2 IN
A/N: 419005

FUGITIVEEMISSIONS, D2538 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 419005

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : LOADINGAND UNLOADING

SSyysstteem 1111::LLPPGGRRAAILILCCAARRLLOOAADDIINNGG/U/UNNLLOOAADDINING RACK S46.2, S46.3,G RACK S56.1

LOADINGANDUNLOADINGARM, D2131
RAIL CAR,EIGHT (8),
PROPYLENE/PROPANE/BUTANE,-
WITH TWO FLEXIBLEHOSES& ONE
TWO INCHREPRESSURIZINGHOSE
TO VRS, DIAMETER:2 IN
A/N: 419006

FUGITIVEEMISSIONS, D2539 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 419006

SSyysstteem 1212::ODOODROIRZINZIGNSGYSSTYEMSTESEMRVSINEGRVI S46.2,S46.3LPNGGLOLAPDGINGL/OUANDLIONAGD/UINNGLOSYASDTINEGMS
SYSTEMS
TANK,ODORANT,1000 GALS D2139
A/N: 419007

FUGITIVEEMISSIONS, D2540 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #2,5-25-2001]

A/N: 419007

PPrroocceessss1155::OOILILWWAATTEERRSSEEPPAARRAATTIIOONN

System 1:WASTEWATERTREATMENT SYSTEM NO.1 S13.6System 1 :WASTEWATERTREATMENT SYSTEM NO.1
OILWATERSEPARATOR,FIXED D1627 C1628 VOC: 500 PPMV (5) [RULE C266.1,E127.1,
ROOF,LIFT STATIONNO.1 , TWO 1176,9-13-1996] E166.1,H23.14,
COMPARTMENTS,WITH 108"H H23.21
OVERFLOWWEIR,WIDTH:25 FT;
DEPTH: 10 FT; LENGTH:96 FT
A/N: 395601

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

FUGITIVEEMISSIONS,DRAINS D2600 HAP: (10) [40CFR63 Subpart H23.22
A/N: 395601 CC, #4,5-25-2001]

CARBONADSORBER,TWO(2) IN C1628 D1627 D90.1,E153.1
SERIES, 1000 LBS
A/N: 395601

SSyysstteem 22::WWAASSTTEEWWAATTEERRTTRREEAATTMMEENNTTSSYYSSTEM NO.4 S13.6TEM NO.4
OILWATERSEPARATOR,FIXED D992 C1630 VOC: 500 PPMV (5) [RULE E127.1,E166.1,
ROOF,LIFT STATIONNO.4, TWO 1176,9-13-1996] H23.14,H23.21
COMPARTMENTS,WITH 108"
OVERRFLOWWEIR,WIDTH:21 FT;
DEPTH: 12 FT 9 IN; LENGTH:96 FT
A/N: 395599

CARBONADSORBER,TWO(2) IN C1630 D992 D90.1,E128.1,
SERIES, 1000 LBS E153.1
A/N: 395599

SSyysstteem 44::WWAASSTTEEWWAATTEERRTTRREEAATTMMEENNTTSSYYSSTTEEM NO.7 S13.6M NO.7
OILWATERSEPARATOR,INLET D994 H23.14
FLUME,COVERED,WIDTH:8 FT;
DEPTH: 6 FT 6 IN; LENGTH:63 FT
A/N:

OILWATERSEPARATOR,FIXED D995 C1002 VOC: 500 PPMV (5) [RULE H23.14
COVER,FOREBAY, WITHOIL 1176,9-13-1996]

SKIMMER,WIDTH:10 FT; DEPTH: 6
FT 6 IN; LENGTH:10 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:172
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

OILWATERSEPARATOR,FIXED D997 C1632 VOC: 500 PPMV (5) [RULE C266.1,E127.1,
ROOF,LIFT STATIONNO.7, TWO 1176,9-13-1996] E166.1,H23.14,
COMPARTMENTS,WITH 108" H H23.21
OVERFLOWWEIR,WIDTH:40 FT;
DEPTH: 12 FT 9 IN; LENGTH:79 FT
A/N:

OILWATERSEPARATOR,OUTLET D998 H23.14
FLUME,COVERED,WIDTH:6 FT;
DEPTH: 12 FT 9 IN; LENGTH:40 FT
A/N:

SUMP,WEST RETENTIONBASIN, D999 B89.1
WIDTH:250 FT; DEPTH: 23 FT 6 IN;
LENGTH:300 FT
A/N:

STORAGETANK,EXTERNAL D1000 BENZENE: (10) [40CFR61 B22.1, D182.9,
FLOATINGROOF,N0.19,WASTE SubpartFF_02,12-4-2003] H23.4,H23.12,
WATER,143000 BBL; DIAMETER:160 K67.5
FT; HEIGHT:40 FT WITH
A/N:

FLOATINGROOF, PONTOON,
WELDEDSHELL

SECONDARYSEAL, RIM
MOUNTED

PRIMARY SEAL,METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:173
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

STORAGETANK,EXTERNAL D1001 BENZENE: (10) [40CFR61 B22.1, D182.9,
FLOATINGROOF,N0.20,WASTE SubpartFF_02,12-4-2003] H23.4,H23.12,
WATER,WITH 50 HP MIXER, 143400 K67.5
BBL; DIAMETER:160 FT; HEIGHT:40
FT WITH
A/N:

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED

CARBONADSORBER,TWO(2) IN C1002 D995 D90.2,E128.1,
SERIES, 360 LBS E153.1
A/N:

VESSEL,V101, TANKS19 & 20 D1634
CONTAINMENTSURGE, HEIGHT:40
FT; DIAMETER:10 FT
A/N:

SSyysstteem 55::WWAASSTTEEWWAATTEERRTTRREEAATTMMEENNTTSSYYSSTEM S13.6TEMNNOO.8.8
OILWATERSEPARATOR,FIXED D1004 C1635 VOC: 500 PPMV (5) [RULE H23.21
COVER,DISTRIBUTIONSECTION, 1176,9-13-1996]

WIDTH:5 FT; DEPTH: 10 FT 10 IN;
LENGTH:3 FT
A/N: 395513

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

OILWATERSEPARATOR,FIXED D1005 C1635 VOC: 500 PPMV (5) [RULE H23.21
COVER,SEPARATIONSECTION, 1176,9-13-1996]

WIDTH:5 FT; DEPTH: 10 FT 10 IN;
LENGTH:24 FT 6 IN
A/N: 395513

OILWATERSEPARATOR,FIXED D1006 C1635 VOC: 500 PPMV (5) [RULE H23.21
COVER,SUMP SECTION,WIDTH:5 1176,9-13-1996]

FT; DEPTH: 10 FT 10 IN; LENGTH:3
FT
A/N: 395513

CARBONADSORBER,TWO(2) IN C1635 D1004 D1005 D90.2,E128.1,
PARALLEL,150 LBS D1006 E153.1
A/N: 395513

SSyysstteem 66::WWAASSTTEEWWAATTEERRFFININAALLTTRREEAATTMMEENNTTSSYYSSTTEEMMNNOO.9 & S13.6.9 &55
OILWATERSEPARATOR,FLOATING D1007 VOC: 500 PPMV (5) [RULE H23.14
ROOF,FOUR CHANNELS,WITHAN 1176,9-13-1996]

ADJUSTABLEPIPE SKIMMER(NO. 9
LIFT STATION),WIDTH:96 FT;
DEPTH: 11 FT; LENGTH:150 FT
A/N: 395996

OILWATERSEPARATOR,FIXED D1008 C1638C1640 VOC: 500 PPMV (5) [RULE E127.1,E166.1,
ROOF,EFFLUENTFLUME (NO. 9 1176,9-13-1996] H23.14,H23.21
LIFT STATION),WIDTH:6 FT; DEPTH:
11 FT; LENGTH:49 FT 6 IN
A/N: 395996

OILWATERSEPARATOR,FIXED D1009 C1638C1640 VOC: 500 PPMV (5) [RULE E127.1,E166.1,
ROOF,EFFLUENTFLUME,WIDTH:6 1176,9-13-1996] H23.14,H23.21
FT; DEPTH: 11 FT; LENGTH:49 FT 6
IN
A/N: 395996

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

SUMP,FIXEDCOVER,NO. 5 TRAP D1010 C1638C1640 VOC: 500 PPMV (5) [RULE H23.14,H23.21
FOREBAY, WIDTH:8 FT; DEPTH: 17 1176,9-13-1996]

FT; LENGTH:9 FT
A/N: 395996

SUMP,FLOCCULATION TANKFEED D1011
FOREBAY, (LOCATEDATNO. 5
TRAP),WIDTH:16 FT; DEPTH: 17 FT;
LENGTH:23 FT
A/N: 395996

SUMP,COMBINATIONSPARE PUMP D1012
BAY, (LOCATEDATNO. 5 TRAP),
WIDTH:16 FT; DEPTH: 17 FT;
LENGTH:16 FT
A/N: 395996

SUMP,TANK95 PUMP BAY, D1013 H23.14
(LOCATEDATNO. 5 TRAP),WIDTH:9
FT; DEPTH: 17 FT; LENGTH:16 FT
A/N: 395996

SUMP,DAF AFTERBAY/SPLITTER D1014 H23.14
BOX, (LOCATEDATNO. 5 TRAP),
WIDTH:9 FT; DEPTH: 17 FT;
LENGTH:19 FT
A/N: 395996

PIT,BINGHAMPUMP, (LOCATEDAT D1015 H23.14
NO. 5 TRAP),WIDTH:9 FT; DEPTH:
17 FT; LENGTH:28 FT
A/N: 395996

SUMP,SKIMOIL , WIDTH:4 FT; D1016 H23.14
DEPTH: 5 FT; LENGTH:8 FT
A/N: 395996

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

TANK,HOLDING,TK 95, EFFLUENT D1021
WATER,OPEN TOP WITHCONCRETE
VIEW BOX, 20000 BBL; DIAMETER:60
FT; HEIGHT:40 FT
A/N: 395996

OILWATERSEPARATOR,LIFT D1637 C1638C1640 VOC: 500 PPMV (5) [RULE C266.1,E127.1,
STATIONNO.9, TWO FIXEDROOF 1176,9-13-1996] H23.14,H23.21
COMPARTEMENTS,WITH 108" H
OVERFLOWWEIR,WIDTH:17 FT;
DEPTH: 11 FT; LENGTH:60 FT
A/N: 395996

CARBONADSORBER,TWO(2) IN C1638 D1008 D1009 D90.1,E128.1,
SERIES, (LOCATEDATNO. 5 TRAP), D1010 D1637 E153.1,E193.20
1000 EACH
A/N: 395996

CARBONADSORBER,TWO(2) IN C1640 D1008 D1009 D90.1,E128.1,
SERIES, (LOCATEDATNO. 9 LIFT D1010D1637 E153.1,E193.20
STATION), 1000 LBS
A/N: 395996

AIR FLOATATIONUNIT,INDUCED D2008 D2011 H23.14,H23.21
GAS FLOATATION(IGF)UNIT,NO.1,
UNICEL,MODELUC-17,2500 GPM, 12
FT DIA X 10 FT HEIGHT
A/N: 395996

AIR FLOATATIONUNIT,INDUCED D2009 D2012 H23.14,H23.21
GAS FLOATATION(IGF)UNIT,NO.2,
UNICEL,MODELUC-17,2500 GPM, 12
FT DIA X 10 FT HEIGHT
A/N: 395996

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

AIR FLOATATIONUNIT,INDUCED D2010 D2013 H23.14,H23.21
GAS FLOATATION(IGF)UNIT,NO.3,
UNICEL,MODELUC-17,2500 GPM, 12
FT DIA X 10 FT HEIGHT
A/N: 395996

VESSEL,SKIMOIL,NO.1, RW6222, 90 D2011 D2008C2014 VOC: 500 PPMV (5) [RULE H23.14,H23.21
BBL CAPACITY, HEIGHT:8 FT; 1176,9-13-1996]

DIAMETER:8 FT
A/N: 395996

VESSEL,SKIMOIL,NO.2, RW6223, 90 D2012 D2009C2014 VOC: 500 PPMV (5) [RULE H23.14,H23.21
BBL CAPACITY, HEIGHT:8 FT; 1176,9-13-1996]

DIAMETER:8 FT
A/N: 395996

VESSEL,SKIMOIL,NO.3, RW6224, 90 D2013 D2010C2014 VOC: 500 PPMV (5) [RULE H23.14,H23.21
BBL CAPACITY, HEIGHT:8 FT; 1176,9-13-1996]

DIAMETER:8 FT
A/N: 395996

CARBONADSORBER,TWO(2) IN C2014 D2011 D2012 D90.1,E128.1,
PARALLEL,EACHCONTAINING D2013 E153.1
1000LBACTIVATED CARBON,TWO
CANISTERSCONNECTEDIN
SERIES/PARALLEL
A/N: 395996

DRAIN SYSTEMCOMPONENT, D2601 H23.14
HEIGHT:7 FT 11 IN; DIAMETER:6 FT
A/N: 395996

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

SSyysstteem 77::OOILILWWAATTEERRTTRREEAATTININGGSSYYSSTTEEMM(B(BEENNZZEENNE NESHAP) S13.6,S56.1E NESHAP)
COLUMN,STRIPPER,RPV 5543, OIL D1644 HAP: (10) [40CFR63 Subpart H23.12
WATER, HEIGHT:65 FT; DIAMETER: CC, #4,5-25-2001]

8 FT
A/N:

COLUMN,STRIPPER,RPV 5544, OIL D1645 HAP: (10) [40CFR63 Subpart H23.12
WATER, HEIGHT:65 FT; DIAMETER: CC, #4,5-25-2001]

8 FT
A/N:

VESSEL,SEPARATOR,RPV 5545, OIL D1646 BENZENE: (10) [40CFR61 H23.12
WATER, HEIGHT:15 FT; DIAMETER: SubpartFF_02,12-4-2003] ; HAP:
7 FT 6 IN (10) [40CFR63 SubpartCC,
A/N: #4,5-25-2001] ; VOC: 500

PPMV (8) [40CFR61 Subpart
FF,12-4-2003]

DRUM,RELIEFQUENCH,RPV 5546, D1647
HEIGHT:13 FT; DIAMETER:5 FT
A/N:

DRUM,RPV 5571, TANKFARM D1648 BENZENE: (10) [40CFR61 H23.12
WATERCOLLECTION,LENGTH:24 SubpartFF_02,12-4-2003] ; VOC:
FT; DIAMETER:8 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

VESSEL,SEPARATOR,RPV 5549, D1649 BENZENE: (10) [40CFR61 H23.12
HYDROCYCLONE,LENGTH:7 FT 7 SubpartFF_02,12-4-2003] ; HAP:
IN; DIAMETER:3 FT (10) [40CFR63 SubpartCC,
A/N: #4,5-25-2001] ; VOC: 500

PPMV (8) [40CFR61 Subpart
FF,12-4-2003]

PUMP,RW 2808 295.02,OILWATER D2157
TRANSFER,CENTRIFUGALTYPE,
WITHDUAL TANDEMSEALS
A/N:

PUMP,RW 2809 295.02,OILWATER D2158
TRANSFER,CENTRIFUGALTYPE,
WITHDUAL TANDEMSEALS
A/N:

FUGITIVEEMISSIONS, D2541 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 88::WWAASSTTEEOOIILLRREECCOOVVEER S13.6RYYUUNNIITT
TANK,TK-309,OIL-WATER,WITH D1030 BENZENE: (10) [40CFR61 H23.4,H23.12,
LIGHTNINMIXER, 4120 BBL; SubpartFF_02,12-4-2003] ; HAP: H23.14
DIAMETER:35 FT; HEIGHT:24 FT (10) [40CFR63 SubpartCC,
WITH #2,5-25-2001]

A/N: 409264

FLOATINGROOF, PONTOON

PRIMARY SEAL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

STORAGETANK,WELDEDSHELL, D1032 BENZENE: (10) [40CFR61 H23.4,H23.12,
TK-310,OIL-WATER,WITH LIGHTNIN SubpartFF_02,12-4-2003] ; HAP: H23.14
MIXER, 4120 BBL; DIAMETER:35 FT; (10) [40CFR63 SubpartCC,
HEIGHT:24 FT WITH #2,5-25-2001]

A/N: 409264

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SSyysstteem 99::SSTTOORRMMWWAATTEERRHHAANNDDLLIINNGGAANND S13.6DTTRREEAATTIINNGGSSYYSSTTEEMM
SUMP,V-15,CTBD/WESTIGF D1058
EFFLUENT,LIFT STATION, FIXED
COVER,WIDTH:12 FT; DEPTH: 23 FT
6 IN; LENGTH:36 FT
A/N:

SUMP,V-16,CTBD/WEST IGF D1059
EFFLUENT,LIFT STATION, FIXED
COVER,WIDTH:6 FT; DEPTH: 23 FT
6 IN; LENGTH:12 FT
A/N:

SUMP,FIXEDCOVER,SHOPSAREA, D2747 C2748 H23.26
2418 CUBICFEETCAPACITY, WIDTH:
16 FT 6 IN; DEPTH: 9 FT 5.75 IN;
LENGTH:21 FT 6 IN
A/N: 419917

CARBONFILTER,TWO CANISTERSIN C2748 D2747 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 419917

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

SUMP,FIRE TRAININGSUMP,82.7 D2749 B59.2, D90.9
CUBICFEETCAPACITY, WIDTH:3
FT; DEPTH: 9 FT 2.25 IN; LENGTH:3
FT
A/N: 428167

SUMP,SUMP (MANIFOLD)95 SUMP, D2750 B59.2, D90.9
245 CUBICFEETCAPACITY, WIDTH:7
FT; DEPTH: 5 FT; LENGTH:7 FT
A/N: 428173

SUMP,FCCGAS FLARE SUMP,27 D2751 B59.2, D90.9
CUBICFEETCAPACITY, WIDTH:3
FT; DEPTH: 3 FT; LENGTH:3 FT
A/N: 428168

SUMP,FIXEDCOVER,SERVING D2752 C2753 H23.14,H23.21
TANK19/20 BASIN, 2040 CUBICFEET
CAPACITY, WIDTH:11 FT 4 IN;
DEPTH: 10 FT; LENGTH:18 FT
A/N: 428175

CARBONFILTER,TWO CANISTERSIN C2753 D2752 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 428175

SUMP,FIXEDCOVER,PUMPSLAB D2754 C2756 H23.21
TAG #000 SUMP,117.5CUBICFEET
CAPACITY, WIDTH:3 FT; DEPTH: 5
FT; LENGTH:7 FT 10 IN
A/N: 428177

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:182
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

SUMP,FIXEDCOVER,PUMPSLAB D2755 C2756 H23.21
TAG #0217 SUMP,905.4CUBICFEET
CAPACITY, WIDTH:6 FT 10 IN;
DEPTH: 15 FT; LENGTH:8 FT 10 IN
A/N: 428177

CARBONFILTER,TWO CANISTERSIN C2756 D2754 D2755 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 428177

SUMP,FIXEDCOVER, #4 STEAM D2757 C2758 H23.21
PLANT TAG #0100 SUMP,866.8CUBIC
FEETCAPACITY, WIDTH:8 FT 3 IN;
DEPTH: 10 FT 3 IN; LENGTH:10 FT 3
IN
A/N: 428179

CARBONFILTER,TWO CANISTERSIN C2758 D2757 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 428179

SUMP,FIXEDCOVER,SERVING D2759 C2760 H23.21
RESERVOIR502 VALVE BOXES
AND/ORDRAINBOX, 756 CUBIC
FEETCAPACITY, WIDTH:7 FT;
DEPTH: 12 FT; LENGTH:9 FT
A/N: 428180

CARBONFILTER,TWO CANISTERSIN C2760 D2759 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 428180

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

SUMP,FIXEDCOVER,S&H TAG D2761 C2762 H23.21
#0182S SUMP,304.4CUBICFEET
CAPACITY, WIDTH:5 FT 4 IN;
DEPTH: 5 FT; LENGTH:11 FT 5 IN
A/N: 428181

CARBONFILTER,TWO CANISTERSIN C2762 D2761 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 428181

SUMP,FIXEDCOVER,NO. 5 FLARE D2787 C2788 H23.14,H23.21
PIT, 63 CUBICFEETCAPACITY,
HEIGHT:5 FT; DIAMETER:4 FT
A/N: 438639

CARBONFILTER,TWO CANISTERSIN C2788 D2787 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES,US FILTER,MODELVSC 200, 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
400 LBS CARBONPER CANISTER
A/N: 438639

SUMP,FIXEDCOVER,OILYWATER D2811 C2812 H23.14,H23.26
STRIPPERUNIT,680 CUBICFEET
CAPACITY, WIDTH:6 FT 8 IN;
DEPTH: 12 FT 2 IN; LENGTH:17 FT
A/N: 439824

CARBONFILTER,TWO CANISTERSIN C2812 D2811 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
SERIES, 400 LBS CARBONPER 1303(a)(1)-BACT,5-10-1996] E153.2,K67.16
CANISTER
A/N: 439824

SUMP,NO. 2 HYDROGENPLANT D2880 C2881 VOC: 500 PPMV (5) [RULE H23.14
STORMWATERLIFT STATION, FIXED 1176,9-13-1996]

COVER,WIDTH:14 FT; DEPTH: 12
FT; LENGTH:23 FT 8 IN
A/N: 474774

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

CARBONADSORBER,TWO C2881 D2880 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
CANISTERSIN SERIES, 1000 LBS 1303(a)(1)-BACT,5-10-1996;RULE E153.1,K67.16
CARBONPER CANISTER 1303(a)(1)-BACT,12-6-2002]

A/N: 474774

Syst S41.1Systeem 1111::RRUULLEE44141RREESSEEAARRCCHHEEQQUUIIPPMMEENNTT
CARBONADSORBER,TWO(2) IN C1632 D997 D90.1,E128.1,
SERIES, 1000 LBS E153.1
A/N:

PPrroocceessss1166::PPEETTRROOLLEEUUMMSSTTOORRAAGGEETTAANNKKSS

SSyysstteem 1: FIXED ROOF S13.8m 1 : FIXED ROOFTTAANNKKSS
TANK,FIXEDROOF,TK-824,SLOP, D80 D1313 D1314 BENZENE: (10) [40CFR61 B22.6,C1.49,
1100 BBL; DIAMETER:20 FT; D1656 D2807 SubpartFF_02,12-4-2003] ; VOC: D182.9,H23.12,
HEIGHT:20 FT 500 PPMV (8) [40CFR61 H23.13
A/N: 448854 SubpartFF,12-4-2003]

STORAGETANK,FIXEDROOF,WEST D800 HAP: (10) [40CFR63 Subpart K67.5
NO. 916, LEANMDEA, 1120 BBL., CC, #2,5-25-2001]

HEIGHT:20 FT; DIAMETER:20 FT
A/N: 465929

STORAGETANK,FIXEDROOF,EAST D801 HAP: (10) [40CFR63 Subpart K67.5
NO. 917, LEANMDEA, 1120 BBL., CC, #2,5-25-2001]

HEIGHT:20 FT; DIAMETER:20 FT
A/N: 465930

STORAGETANK,FIXEDROOF, D1067 D1313 D1314 BENZENE: (10) [40CFR61 E336.2,H23.12,
NO.83, 55000 BBL; DIAMETER:90 FT; D1316 D2807 SubpartFF_02,12-4-2003] ; VOC: K67.5
HEIGHT: 48 FT 500 PPMV (8) [40CFR61
A/N: 396082 SubpartFF,12-4-2003]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1069 HAP: (10) [40CFR63 Subpart B22.9, D182.9,
NO.773, 100000 BBL; DIAMETER:134 CC, #2,5-25-2001] K67.5
FT; HEIGHT:40 FT
A/N:

STORAGETANK,FIXEDROOF, D1070 HAP: (10) [40CFR63 Subpart B22.9, D182.9,
NO.84, 55000 BBL; DIAMETER:90 FT; CC, #2,5-25-2001] K67.5
HEIGHT:48 FT
A/N: 449868

STORAGETANK,FIXEDROOF, D1071 HAP: (10) [40CFR63 Subpart B22.9, D182.9,
NO.24,EQUIPPEDWITHA MIXER, CC, #2,5-25-2001] K67.5
JENSEN,MODEL 680-60, SIDE
MOUNTED,60 HP MOTOR, 80000
BBL; DIAMETER:117 FT; HEIGHT:41
FT 8 IN
A/N: 449866

STORAGETANK,FIXEDROOF, D1072 D1313 D1314 BENZENE: (10) [40CFR61 B22.6,C1.69,
NO.191,24192BBL; DIAMETER:60 D2807 SubpartFF_02,12-4-2003] ; VOC: D182.9,H23.12,
FT; HEIGHT:48 FT 500 PPMV (8) [40CFR61 H23.30,K67.5
A/N: 475055 SubpartFF,12-4-2003]

STORAGETANK,FIXEDROOF, D1073 D1313 D1314 E336.2,K67.5
NO.284, 8950 BBL; DIAMETER:40 FT; D2807
HEIGHT:40 FT
A/N: 395779

STORAGETANK,FIXEDROOF, D1074 D1313 D1314 E336.2,K67.5
NO.289, 3780 BBL; DIAMETER:30 FT; D2807
HEIGHT:30 FT
A/N: 395803

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1075 D1313 D1314 H23.30,K67.5
NO.16, 96690 BBL; DIAMETER:120 D2807
FT; HEIGHT:48 FT
A/N: 475032

STORAGETANK,FIXEDROOF, D1078 D1313 D1314 H23.30,K67.5
NO.93,WITHWATERSEAL TYPE D2807
ROOF, 80000 BBL; DIAMETER:117 FT
2 IN; HEIGHT:41 FT 10 IN
A/N: 475054

STORAGETANK,FIXEDROOF, D1079 D1313 D1314 H23.30,K67.5
NO.90,WITHWATERSEAL TYPE D2807
ROOF, 80000 BBL; DIAMETER:117 FT
2 IN; HEIGHT:41 FT 10 IN
A/N: 475053

STORAGETANK,FIXEDROOF, D1080 E336.2,K67.5
NO.61,WITHWATERSEAL TYPE,
100000 BBL; DIAMETER:134 FT 8 IN;
HEIGHT:40 FT 7 IN
A/N: 396105

STORAGETANK,FIXEDROOF, D1081 E336.2,K67.5
NO.44, 100000 BBL; DIAMETER:134
FT 8 IN; HEIGHT:40 FT 7 IN
A/N: 396106

STORAGETANK,FIXEDROOF, D1083 E336.2,K67.5
NO.43,WITHNATURALGAS
BLANKET,80000 BBL; DIAMETER:
117 FT 2 IN; HEIGHT:40 FT 2 IN
A/N: 396107

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1084 HAP: (10) [40CFR63 Subpart B22.9, D182.9,
NO.958, 150000 BBL; DIAMETER:160 CC, #2,5-25-2001] K67.5
FT; HEIGHT:42 FT
A/N:

STORAGETANK,FIXEDROOF, D1085 D1313 D1314 B22.4,E336.2,
STEAMHEATED,NO.959, 164000 BBL; D2807 K67.5
DIAMETER:150 FT; HEIGHT:52 FT
A/N: 395964

STORAGETANK,FIXEDROOF, D1086 HAP: (10) [40CFR63 Subpart E54.3,E336.2,
NO.968, 150000 BBL; DIAMETER:160 CC, #2,5-25-2001] K67.5
FT; HEIGHT:42 FT
A/N: 395965

STORAGETANK,FIXEDROOF, D1087 BENZENE: (10) [40CFR61 E54.3,E336.2,
HEATED,NO.1, 80200 BBL; SubpartFF_02,12-4-2003] ; VOC: H23.12,K67.5
DIAMETER:117 FT 2 IN; HEIGHT:41 500 PPMV (8) [40CFR61
FT 10 IN SubpartFF,12-4-2003]

A/N: 395497

STORAGETANK,FIXEDROOF, D1089 D1313 D1314 H23.30,K67.5
NO.18, 80000 BBL; DIAMETER:117 FT D2807
2 IN; HEIGHT:41 FT 9 IN
A/N: 475048

STORAGETANK,FIXEDROOF,NO. D1090 HAP: (10) [40CFR63 Subpart B22.9, D182.9,
22, WITH TWO 20 H.P.AGITATORS, CC, #2,5-25-2001] K67.5
74600 BBL; DIAMETER:117 FT 2 IN;
HEIGHT:41 FT 10 IN
A/N: 449856

STORAGETANK,FIXEDROOF,NO. D1091 HAP: (10) [40CFR63 Subpart B22.4, D182.9,
23, WITH TWO 20 H.P.AGITATORS, CC, #2,5-25-2001] K67.5
80000 BBL; DIAMETER:117 FT 2 IN;
HEIGHT:41 FT
A/N: 395509

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1092 D1313 D1314 H23.30,K67.5
NO.62, 100600 BBL; DIAMETER:135 D2807
FT 7 IN; HEIGHT:40 FT 7 IN
A/N: 475050

STORAGETANK,FIXEDROOF, D1093 D1313 D1314 H23.30,K67.5
NO.63, 100600 BBL; DIAMETER:135 D2807
FT 7 IN; HEIGHT:40 FT 7 IN
A/N: 475051

STORAGETANK,FIXEDROOF,NO. D1098 D1313 D1314 BENZENE: (10) [40CFR61 C1.3,D182.10,
192, 24192 BBL; DIAMETER:60 FT; D2807 SubpartFF_02,12-4-2003] ; VOC: H23.12,H23.30,
HEIGHT:48 FT 500 PPMV (8) [40CFR61 K67.5
A/N: 475056 SubpartFF,12-4-2003]

STORAGETANK,FIXEDROOF, D1099 HAP: (10) [40CFR63 Subpart K67.5
NO.277, 500 BBL; DIAMETER:15 FT; CC, #2,5-25-2001]

HEIGHT:18 FT
A/N: 395817

STORAGETANK,FIXEDROOF, D1102 E54.3,E336.2,
NO.288, 3780 BBL; DIAMETER:30 FT; K67.5
HEIGHT:30 FT
A/N: 395794

STORAGETANK,FIXEDROOF,NO. D1103 D1313 D1314 B22.6,C1.70,
426, WASTEWATER, RECOVERED D2807 D182.9,H23.31,
OIL, 24400 BBL; DIAMETER:76 FT; K67.5
HEIGHT:30 FT
A/N: 475058

STORAGETANK,FIXEDROOF, D1104 HAP: (10) [40CFR63 Subpart B22.4,C1.5,
HEATED,NO.501,CONCRETE, CC, #2,5-25-2001] D182.9,
1.2E+06BBL D182.10,K67.5
A/N: 395637

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1106 HAP: (10) [40CFR63 Subpart C1.25,D182.10
NO.614,WASTEWATER, 1200 BBL; CC, #2,5-25-2001]

DIAMETER:25 FT; HEIGHT:13 FT
A/N:

STORAGETANK,FIXEDROOF, D1107 HAP: (10) [40CFR63 Subpart B22.15,C1.59,
NO.677, 16800 BBL; DIAMETER:50 CC, #2,5-25-2001] K67.5
FT; HEIGHT:48 FT
A/N: 449869

STORAGETANK,FIXEDROOF, D1108 HAP: (10) [40CFR63 Subpart B22.15,C1.59,
NO.678, 16800 BBL; DIAMETER:50 CC, #2,5-25-2001] K67.5
FT; HEIGHT:48 FT
A/N: 449870

STORAGETANK,FIXEDROOF, D1109 HAP: (10) [40CFR63 Subpart B22.15,C1.59,
NO.679, 16800 BBL; DIAMETER:50 CC, #2,5-25-2001] K67.5
FT; HEIGHT:48 FT
A/N: 449895

STORAGETANK,FIXEDROOF, D1110 HAP: (10) [40CFR63 Subpart B22.15,C1.59,
NO.680, 16800 BBL; DIAMETER:50 CC, #2,5-25-2001] K67.5
FT; HEIGHT:48 FT
A/N: 449871

STORAGETANK,FIXEDROOF, D1111 D1313 D1314 B22.6,C1.70,
NO.700,RECOVEREDOIL, 15000 BBL; D2807 D182.9,H23.31,
DIAMETER:60 FT; HEIGHT:30 FT K67.5
A/N: 475062

STORAGETANK,FIXEDROOF, D1115 B22.2,C1.28,
NO.933,TETRAETHYLENEGLYCOL, D182.9,
250 BBL; DIAMETER:12 FT 3 IN; D182.10,
HEIGHT:12 FT E336.2
A/N: 395512

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1116 HAP: (10) [40CFR63 Subpart E54.3,E336.2,
NO.956, 151200 BBL; DIAMETER:150 CC, #2,5-25-2001] K67.5
FT; HEIGHT:48 FT
A/N: 395746

STORAGETANK,FIXEDROOF, D1117 B22.4,C1.6,
NO.957, 150000 BBL; DIAMETER:160 D182.9,
FT; HEIGHT:42 FT 10 IN D182.10,
A/N: 395635 E336.2

STORAGETANK,FIXEDROOF, D1119 HAP: (10) [40CFR63 Subpart B22.5, D182.9
NO.R-11,80200 BBL; DIAMETER:117 CC, #2,5-25-2001]

FT; HEIGHT:41 FT 2 IN
A/N: 395739

STORAGETANK,FIXEDROOF, D1120 D1313 D1314 BENZENE: (10) [40CFR61 B22.6,C1.71,
NO.R-12,RECOVEREDOIL, 79800 D2807 SubpartFF_02,12-4-2003] ; VOC: D182.9,H23.5,
BBL; DIAMETER:117 FT; HEIGHT:41 500 PPMV (8) [40CFR60 H23.12,H23.31,
FT 2 IN SubpartKb,10-15-2003;40CFR 61 K67.5
A/N: 475031 SubpartFF,12-4-2003]

STORAGETANK,FIXEDROOF, D1121 HAP: (10) [40CFR63 Subpart K67.5
NO.R-26,FUELOIL, DIESELOIL NO. CC, #2,5-25-2001]

2, EQUIPPEDWITHA MIXER,
JENSEN,MODEL 680-60, SIDE
MOUNTED,60 HP, 96100 BBL;
DIAMETER:120 FT; HEIGHT:48 FT
A/N: 395926

STORAGETANK,FIXEDROOF, D1122 HAP: (10) [40CFR63 Subpart B22.3, D182.9,
NO.R-49,102800 BBL; DIAMETER:134 CC, #2,5-25-2001] K67.5
FT 9 IN; HEIGHT:40 FT 7 IN
A/N: 395753

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1123 HAP: (10) [40CFR63 Subpart K67.5
NO.R-56,FUELOIL, DIESELOIL NO. CC, #2,5-25-2001]

2, 102800 BBL; DIAMETER:134 FT 9
IN; HEIGHT:40 FT 7 IN
A/N: 395752

STORAGETANK,FIXEDROOF, D1124 HAP: (10) [40CFR63 Subpart K67.5
NO.R-58,FUELOIL, DIESELOIL NO. CC, #2,5-25-2001]

2, 102800 BBL; DIAMETER:134 FT 9
IN; HEIGHT:40 FT 7 IN
A/N: 395749

STORAGETANK,FIXEDROOF, D1125 HAP: (10) [40CFR63 Subpart K67.5
NO.R-59,FUELOIL, DIESELOIL NO. CC, #2,5-25-2001]

2, 102800 BBL; DIAMETER:134 FT 9
IN; HEIGHT:40 FT 7 IN
A/N: 395748

STORAGETANK,FIXEDROOF, D1126 HAP: (10) [40CFR63 Subpart K67.5
NO.R-60,FUELOIL, DIESELOIL NO. CC, #2,5-25-2001]

2, 102800 BBL; DIAMETER:134 FT 8
IN; HEIGHT:40 FT 7 IN
A/N: 395745

STORAGETANK,FIXEDROOF, D1127 BENZENE: (10) [40CFR61 C1.36,D182.10,
NO.101,RECOVERED SubpartFF_02,12-4-2003] ; VOC: E336.2,H23.12
GROUNDWATER,15150 BBL; 500 PPMV (8) [40CFR61
DIAMETER:60 FT; HEIGHT:30 FT SubpartFF,12-4-2003]

A/N: 395507

STORAGETANK,FIXEDROOF,NO. D1128 B22.3, D182.9,
R-157, 12000 BBL; DIAMETER:60 FT; E336.2,K67.5
HEIGHT:24 FT
A/N: 395735

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1130 HAP: (10) [40CFR63 Subpart B22.5, D182.9,
NO.R-399,3750 BBL; DIAMETER:30 CC, #2,5-25-2001] K67.5
FT; HEIGHT:30 FT
A/N: 395733

STORAGETANK,FIXEDROOF, D1134 BENZENE: (10) [40CFR61 C1.29,D182.10,
NO.102, PROCESSWATER,15000 BBL; SubpartFF_02,12-4-2003] ; VOC: E336.2,H23.12
DIAMETER:60 FT; HEIGHT:30 FT 500 PPMV (8) [40CFR61
A/N: 395506 SubpartFF,12-4-2003]

STORAGETANK,FIXEDROOF, D1135 BENZENE: (10) [40CFR61 C1.30,D182.10,
NO.103, PROCESSWATER,15000 BBL; SubpartFF_02,12-4-2003] ; VOC: E336.2,H23.12
DIAMETER:60 FT; HEIGHT:30 FT 500 PPMV (8) [40CFR61
A/N: 395505 SubpartFF,12-4-2003]

STORAGETANK,FIXEDROOF, D1136 HAP: (10) [40CFR63 Subpart C1.7,D182.10
NO.610,LEANMDEA, 1080 BBL; CC, #2,5-25-2001]

DIAMETER:22 FT; HEIGHT: 16 FT
A/N: 460586

STORAGETANK,FIXEDROOF, D1137 SOX: 500 PPMV (5) [RULE E336.3
STEAMHEATED,NO.619,SULFUR, 407,4-2-1982]

12500 BBL; DIAMETER:50 FT;
HEIGHT:36 FT
A/N: 395613

STORAGETANK,FIXEDROOF, D1138 SOX: 500 PPMV (5) [RULE E336.3
STEAMHEATED,NO.620,SULFUR, 407,4-2-1982]

12500 BBL; DIAMETER:50 FT;
HEIGHT:36 FT
A/N: 395614

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1139 D1313 D1314 H23.30,K67.5
NO.969, 164000 BBL; DIAMETER:150 D2807
FT; HEIGHT:52 FT 10 IN
A/N: 475063

STORAGETANK,FIXEDROOF, D1140 HAP: (10) [40CFR63 Subpart B22.9, D182.9,
NO.25,WITHA JENSENMODEL CC, #2,5-25-2001] K67.5
FIXED-ANGLESIDE-MOUNTED
MIXER, 94507 BBL; DIAMETER:120
FT; HEIGHT:48 FT
A/N: 449867

STORAGETANK,FIXEDROOF, D1141 D1313 D1314 C1.8,D182.10,
NO.17,WITHA JENSEN,VARI-ANGLE D2807 H23.30,K67.5
SIDE-MOUNTEDMIXER, 93667 BBL;
DIAMETER:120 FT; HEIGHT:48 FT
A/N: 475046

FUGITIVEEMISSIONS, D2589 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 475046

SSyysstteem 22::FFLLOOAATTIINNG RO S13.3G ROOOFFTTAANNKKSS
STORAGETANK,EXTERNAL D1142 HAP: (10) [40CFR63 Subpart C1.9,D182.10,
FLOATINGROOF,NO.2,WITHA CC, #3A,5-25-2001] K67.5
JENSENSIDE-MOUNTEDMIXER,
96700 BBL; DIAMETER:120 FT;
HEIGHT:48 FT WITH
A/N: 395596

FLOATINGROOF,WELDED
SHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D1143 BENZENE: (10) [40CFR61 C1.35,D182.10,
FLOATINGROOF,NO.394,AQEOUS SubpartFF_02,12-4-2003] ; HAP: H23.12
REFINERYSLUDGE/WASTEWATER, (10) [40CFR63 SubpartCC,
4000 BBL; DIAMETER:30 FT; #2,5-25-2001]

HEIGHT:30 FT 8 IN WITH
A/N: 395654

FLOATINGROOF,WELDED
SHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D1144 HAP: (10) [40CFR63 Subpart C1.4,K67.5
FLOATINGROOF,NO.3, 84700 BBL; CC, #3A,5-25-2001]

DIAMETER:120 FT; HEIGHT:42 FT
WITH
A/N: 395667

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D1145 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.4, 80000 BBL; CC, #2,5-25-2001]

DIAMETER:117 FT 2 IN; HEIGHT:41
FT 8 IN WITH
A/N: 395755

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4)

STORAGETANK,EXTERNAL D1146 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.5, 80000 BBL; CC, #3A,5-25-2001]

DIAMETER:117 FT 2 IN; HEIGHT:41
FT 10 IN WITH
A/N: 396083

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA

SECONDARYSEAL,CATEGORYA

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:196
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,EXTERNAL D1147 HAP: (10) [40CFR63 Subpart B22.6,C1.31,
FLOATINGROOF,NO.6, 240000 BBL; CC, #3A,5-25-2001] D182.9,
DIAMETER:176 FT 6 IN; HEIGHT:58 D182.10,
FT WITH H23.13
A/N: 395666

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D1148 HAP: (10) [40CFR63 Subpart B22.6,C1.31,
FLOATINGROOF,NO.8, 240000 BBL; CC, #3A,5-25-2001] D182.9,
DIAMETER:176 FT 6 IN; HEIGHT:58 D182.10,
FT WITH H23.13
A/N: 395665

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,INTERNAL D1150 HAP: (10) [40CFR63 Subpart C1.10,C6.1,
FLOATINGROOF,NO.14,GASOLINE, CC, #3A,5-25-2001] E71.16,
SOURNAPHTHA,ISOOCTANE, E193.10,
ALKYLATE,AND TOLUEN, 360000 H23.25
BBL; DIAMETER:200 FT; HEIGHT:64
FT WITH
A/N: 414400

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

STORAGETANK,EXTERNAL D1159 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.33, 80000 BBL; CC, #2,5-25-2001]

DIAMETER:117 FT 2 IN; HEIGHT:42
FT 10 IN WITH
A/N: 395298

FLOATINGROOF,RIVETED
SHELL

PRIMARY SEAL,CATEGORYA

SECONDARYSEAL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:198
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,EXTERNAL D1160 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.34, 100000 BBL CC, #2,5-25-2001]

WITH
A/N: 395302

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA

SECONDARYSEAL

STORAGETANK,INTERNAL D1162 HAP: (10) [40CFR63 Subpart B22.7,C1.26,
FLOATINGROOF,NO.36, 24000 BBL; CC, #3A,5-25-2001] C6.1,D182.9,
DIAMETER:60 FT; HEIGHT:48 FT D182.10,H23.5
WITH
A/N: 395723

FLOATINGROOF

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,INTERNAL D1163 HAP: (10) [40CFR63 Subpart B22.7,C1.26,
FLOATINGROOF,NO.37, 15000 BBL; CC, #3A,5-25-2001] C6.1,D182.9,
DIAMETER:60 FT; HEIGHT:32 FT D182.10,H23.5
WITH
A/N: 395724

FLOATINGROOF

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D1164 HAP: (10) [40CFR63 Subpart B22.19,D182.9,
FLOATINGROOF,NO.39, 32900 BBL; CC, #3A,5-25-2001] K67.5, K171.2
DIAMETER:70 FT; HEIGHT:48 FT
WITH
A/N: 487104

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

GUIDEPOLE,GASKETEDSLIDING
COVER,WITHWIPER,
UNSLOTTED

STORAGETANK,EXTERNAL D1165 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.40, JET FUEL CC, #2,5-25-2001]

(JP4),WITHA HORIZONTALLY
MOUNTEDCHEMINEERMIXER,
100000 BBL; DIAMETER:135 FT;
HEIGHT:41 FT WITH
A/N: 395784

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4)

STORAGETANK,EXTERNAL D1175 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.57, 97650 BBL; CC, #2,5-25-2001]

DIAMETER:134 FT 9 IN; HEIGHT:40
FT 7 IN WITH
A/N: 395713

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D1185 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.96, 24000 BBL; CC, #2,5-25-2001]

DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 395307

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL

STORAGETANK,EXTERNAL D1186 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.97, 24000 BBL; CC, #2,5-25-2001]

DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 395311

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL

STORAGETANK,EXTERNAL D1187 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.152, 9000 BBL; CC, #2,5-25-2001]

DIAMETER:40 FT; HEIGHT:40 FT
WITH
A/N: 395844

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,EXTERNAL D1193 HAP: (10) [40CFR63 Subpart B22.19,D182.9,
FLOATINGROOF,NO.187,WITH CC, #2,5-25-2001] K67.5, K171.2
HORIZONTALLYMOUNTED
LIGHTNINMIXER, 24170 BBL;
DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 487105

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVE,AND POLEWIPER

STORAGETANK,WELDEDSHELL, D1199 BENZENE: (10) [40CFR61 C1.51,C6.1,
INTERNALFLOATINGROOF,NO.21, SubpartFF_02,12-4-2003] E193.19,
333731 BBL; DIAMETER:186 FT; H23.12,H23.25
HEIGHT:69 FT WITH
A/N: 448851

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED,WIPER TYPE

GUIDEPOLE,GASKETEDCOVER,
WITH POLE SLEEVE,WIPER,
SLOTTED

STORAGETANK,EXTERNAL D2153 HAP: (10) [40CFR63 Subpart C1.39,D182.10,
FLOATINGROOF,NO.13,CRUDEOIL, CC, #3A,5-25-2001] H23.5
460000 BBL; DIAMETER:230 FT;
HEIGHT:69 FT WITH
A/N: 396027

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

FUGITIVEEMISSIONS, D2590 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 395611

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

System 3: PRESSURIZEDTANKS S13.3, S15.51,System 3 : PRESSURIZEDTANKS S46.2, S46.3,
S56.1

STORAGETANK,PRESSURIZED, D1200
NO.75, SPHERICAL,15000 BBL;
DIAMETER:60 FT 5 IN
A/N: 414402

STORAGETANK,PRESSURIZED,TK D1650
NO.138, PENTANE,9000 BBL;
DIAMETER:40 FT; HEIGHT:40 FT
A/N: 395605

STORAGETANK,PRESSURIZED, D1201 BENZENE: (10) [40CFR61 H23.12
NO.194, 3000 BBL; DIAMETER:32 FT SubpartFF_02,12-4-2003] ; VOC:
A/N: 414420 500 PPMV (8) [40CFR61

SubpartFF,12-4-2003]

STORAGETANK,PRESSURIZED,TK D1651
NO.139, PENTANE,WITH 1 PRESSURE
RELIEFVALVE, 9000 BBL;
DIAMETER:40 FT; HEIGHT:40 FT
A/N: 395607

STORAGETANK,PRESSURIZED, D1202
NO.78, SPHERE,MIXEDBUTANES,
10200 BBL; DIAMETER:46 FT
A/N: 395658

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,PRESSURIZED,# D1652
681, SPHERE,WELDEDSHELL,WITH
THREE EMERGENCYPRESSURE
RELIEFVALVES VENTEDTO
ATMOSPHERE,30000 BBL;
DIAMETER:69 FT
A/N: 414440

STORAGETANK,PRESSURIZED,# D1653
682, SPHERE,WELDEDSHELL,WITH
THREE EMERGENCYPRESSURE
RELIEFVALVES VENTEDTO
ATMOSPHERE,30000 BBL;
DIAMETER:69 FT
A/N: 414441

STORAGETANK,PRESSURIZED, D1203
NO.86, SPHERE,BUTANE,15000 BBL
A/N: 395299

STORAGETANK,PRESSURIZED,# D1654
683, SPHERE,WELDEDSHELL,WITH
THREE EMERGENCYPRESSURE
RELIEFVALVES VENTEDTO
ATMOSPHERE,30000 BBL;
DIAMETER:69 FT
A/N: 414442

STORAGETANK,PRESSURIZED, D1204
NO.88,HORTONSPHERE,BUTANE-
BUTYLENE,15000 BBL; DIAMETER:
54 FT 9 IN
A/N: 395305

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,PRESSURIZED,# D1655
684, SPHERE,WELDEDSHELL,WITH
THREE EMERGENCYPRESSURE
RELIEFVALVES VENTEDTO
ATMOSPHERE,30000 BBL;
DIAMETER:69 FT
A/N: 414444

STORAGETANK,PRESSURIZED, D1205
NO.89,HORTONSPHERE,ISO-
BUTANE,15000 BBL; DIAMETER:54
FT 9 IN
A/N: 396117

STORAGETANK,PRESSURIZED, D1206
NO.274, PROPANE,1000 BBL;
DIAMETER:9 FT 8 IN; LENGTH:67
FT 10 IN
A/N: 395661

STORAGETANK,PRESSURIZED, D1207
NO.275, PROPANE,1000 BBL;
DIAMETER:9 FT 8 IN; LENGTH:64
FT 6 IN
A/N: 395660

STORAGETANK,PRESSURIZED, D1208
NO.276, PROPANE,1000 BBL;
DIAMETER:9 FT 8 IN; LENGTH:64
FT 6 IN
A/N: 395659

STORAGETANK,PRESSURIZED, D1209
NO.301, 940 BBL; DIAMETER:9 FT 8
IN; LENGTH:67 FT 10 IN
A/N: 396111

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,PRESSURIZED, D1210
NO.302, 940 BBL; DIAMETER:9 FT 8
IN; LENGTH:67 FT 10 IN
A/N: 395327

STORAGETANK,PRESSURIZED, D1211
NO.303, 940 BBL; DIAMETER:9 FT 8
IN; LENGTH:67 FT 10 IN
A/N: 395329

STORAGETANK,PRESSURIZED, D1212
NO.325, PROPANE,1000 BBL;
DIAMETER:9 FT 8 IN; LENGTH:67
FT 10 IN
A/N: 395664

STORAGETANK,PRESSURIZED, D1213
NO.326, PROPANE,1000 BBL;
DIAMETER:9 FT 8 IN; LENGTH:67
FT 10 IN
A/N: 395663

STORAGETANK,PRESSURIZED,NO. D1214
327, PROPANE,1000 BBL; DIAMETER:
10 FT 8 IN; LENGTH:64 FT 8 IN
A/N: 395662

STORAGETANK,PRESSURIZED, D1215
NO.340,CYLINDERICAL,LIQUIFIED
PROPANE,720 BBL; DIAMETER:10 FT
1 IN; LENGTH:43 FT 8 IN
A/N: 395714

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,PRESSURIZED, D1216
NO.341,CYLINDERICAL,LIQUIFIED
PROPANE,720 BBL; DIAMETER:10 FT
1 IN; LENGTH:43 FT 8 IN
A/N: 395715

STORAGETANK,PRESSURIZED, D1217
NO.342,CYLINDERICAL,LIQUIFIED
PROPANE,720 BBL; DIAMETER:10 FT
1 IN; LENGTH:43 FT 8 IN
A/N: 395716

STORAGETANK,PRESSURIZED, D1218
NO.73, SPHERE,MIXEDBUTANE,
30000 BBL; DIAMETER:69 FT
A/N: 395782

STORAGETANK,PRESSURIZED, D1219
NO.76, SPHERE,BUTANE-BUTYLENE,
30000BBL; DIAMETER:69 FT
A/N: 414403

STORAGETANK,PRESSURIZED, D1220
NO.87, SPHERE,BUTANE,15000 BBL
A/N: INACTIVE

STORAGETANK,PRESSURIZED, D1221
NO.343,CYLINDERICAL,LIQUIFIED
PROPANE,720 BBL; DIAMETER:10 FT
1 IN; LENGTH:43 FT 8 IN
A/N: 395717

STORAGETANK,PRESSURIZED, D1222
NO.79, SPHERE,MIXEDBUTANES,
5000 BBL; DIAMETER:38 FT
A/N: 395657

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,PRESSURIZED, D1223
NO.74, SPHERICAL,15000 BBL;
DIAMETER:60 FT 5 IN
A/N: 414401

STORAGETANK,PRESSURIZED, D1225 E54.3
NO.955, 40000 BBL; DIAMETER:75 FT
6 IN
A/N: 419008

STORAGETANK,PRESSURIZED, D2115
TK.350, PROPANE/PROPYLENE,1550
BBL; DIAMETER:12 FT; LENGTH:84
FT
A/N: 414421

STORAGETANK,PRESSURIZED, D2116
TK.351, PROPANE/PROPYLENE,1550
BBL; DIAMETER:12 FT; LENGTH:84
FT
A/N: 414427

STORAGETANK,PRESSURIZED, D2117
TK.352, PROPANE/PROPYLENE,1550
BBL; DIAMETER:12 FT; LENGTH:84
FT
A/N: 414429

STORAGETANK,PRESSURIZED,TK. D2118
353, PROPANE/PROPYLENE,1550
BBL; DIAMETER:12 FT; LENGTH:84
FT
A/N: 414430

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,PRESSURIZED, D2119
TK.354, PROPANE/PROPYLENE,1550
BBL; DIAMETER:12 FT; LENGTH:84
FT
A/N: 414431

STORAGETANK,PRESSURIZED, D2120
TK.355, PROPANE/PROPYLENE,1550
BBL; DIAMETER:12 FT; LENGTH:84
FT
A/N: 414433

STORAGETANK,PRESSURIZED,RW D2353
1016-367.02,PROPYLENE,SPHERE,
6000 BBL; DIAMETER:42 FT
A/N: 414437

STORAGETANK,PRESSURIZED,RW D2394
1017-367.02,PROPYLENE,SPHERE,
6000BBL; DIAMETER:42 FT
A/N: 414438

FUGITIVEEMISSIONS, D2591 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 419008

System S13.11System44::DDOOMMEEDDFFLLOOAATTININGGRROOOOFFTTAANNKKSS
STORAGETANK,DOMEDEXTERNAL D1153 HAP: (10) [40CFR63 Subpart C6.2,K67.5
FLOATINGROOF,NO.27, 24170 BBL; CC, #3A,5-25-2001]

DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 411587

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA

SECONDARYSEAL,CATEGORY
A, MATRIXA

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1154 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.28, 24170 BBL; CC, #3A,5-25-2001]

DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 411588

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A,MATRIXFLEX "A"

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1155 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.29, 24170 BBL; CC, #3A,5-25-2001]

DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 411589

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, MATRIXFLEX "A"

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1156 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.30, 24170 BBL; CC, #3A,5-25-2001]

DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 411590

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, MATRIXFLEX "A"

DOME COVER,GEODESIC

STORAGETANK,EXTERNAL D1157 HAP: (10) [40CFR63 Subpart K67.5
FLOATINGROOF,NO.31, 78700 BBL; CC, #3A,5-25-2001]

DIAMETER:117 FT; HEIGHT:42 FT
WITH
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
SHOEMOUNTED

STORAGETANK,DOMEDEXTERNAL D1158 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.32, 75600 BBL; CC, #3A,5-25-2001]

DIAMETER:117 FT 2 IN; HEIGHT:41
FT 10 IN WITH
A/N: 443346

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1161 HAP: (10) [40CFR63 Subpart C1.43,C6.2,
FLOATINGROOF,NO.35, 100000 BBL; CC, #3A,5-25-2001] K67.12
DIAMETER:135 FT; HEIGHT:41 FT
WITH
A/N: 430580

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

DOME COVER,GEODESIC

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,DOMEDEXTERNAL D1166 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.41,GASOLINE, CC, #3A,5-25-2001]

WITHA HORIZONTALLYMOUNTED
MIXER, 120000 BBL; DIAMETER:135
FT; HEIGHT:48 FT WITH
A/N: 411568

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED,WIPER TYPE

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,DOMEDEXTERNAL D1167 HAP: (10) [40CFR63 Subpart C1.52,C6.2,
FLOATINGROOF,NO.42, 91400 BBL; CC, #3A,5-25-2001] K67.12
DIAMETER:117 FT; HEIGHT:48 FT
WITH
A/N: 458858

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVEAND POLEWIPER

STORAGETANK,EXTERNAL D1168 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.45,WITHA CC, #3A,5-25-2001]

SIDEMOUNTED-AGITATOR/MIXER,
99600 BBL; DIAMETER:134 FT 10 IN;
HEIGHT:40 FT 7 IN WITH
A/N: 421124

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, MATRIXFLEX "A"

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1169 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.50,WITH CC, #3A,5-25-2001]

HORIZONTALLYMOUNTEDMIXER,
120000 BBL; DIAMETER:134 FT;
HEIGHT:48 FT WITH
A/N: 421117

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,DOMEDEXTERNAL D1170 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.51, RIVETED CC, #3A,5-25-2001]

SHELL,WITH SIDEMOUNTED
AGITATOR/MIXER,100000 BBL;
DIAMETER:134 FT 9 IN; HEIGHT:40
FT 7 IN WITH
A/N: 430581

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1171 HAP: (10) [40CFR63 Subpart C1.44,C6.2,
FLOATINGROOF,NO.52,GASOLINE, CC, #3A,5-25-2001] K67.12
WITHHORIZONTALLYMOUNTED
MIXER, 122400 BBL; DIAMETER:135
FT; HEIGHT:48 FT WITH
A/N: 430582

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:218
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

STORAGETANK,DOMEDEXTERNAL D1172 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.53,WITH CC, #3A,5-25-2001]

HORIZONTALLYMOUNTEDMIXER,
112735 BBL; DIAMETER:134 FT 9 IN;
HEIGHT:40 FT 7 IN WITH
A/N: 443370

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1173 HAP: (10) [40CFR63 Subpart C1.53,C6.2,
FLOATINGROOF,NO.54,WITHA CC, #3A,5-25-2001] H23.7, K67.12
HORIZONTALLYMOUNTEDMIXER,
164330 BBL; DIAMETER:155 FT;
HEIGHT:55 FT WITH
A/N: 458859

FLOATINGROOF, PONTOON

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVEAND POLEWIPER

STORAGETANK,DOMEDEXTERNAL D1174 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.55,WITH CC, #3A,5-25-2001]

HORIZONTALLYMOUNTEDMIXER,
102800 BBL; DIAMETER:134 FT 9 IN;
HEIGHT:40 FT 7 IN WITH
A/N: 443390

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,DOMEDEXTERNAL D1176 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.64, 100200 BBL; CC, #3A,5-25-2001]

DIAMETER:134 FT 7 IN; HEIGHT:40
FT 7 IN WITH
A/N: 477593

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVE,AND POLEWIPER

STORAGETANK,EXTERNAL D1177 HAP: (10) [40CFR63 Subpart B22.6,C1.27,
FLOATINGROOF,N0.65, 150000 BBL; CC, #3A,5-25-2001] D182.9,
DIAMETER:134 FT; HEIGHT:40 FT D182.10,H23.7
WITH
A/N:

FLOATINGROOF, PONTOON

PRIMARY SEAL,METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D1178 HAP: (10) [40CFR63 Subpart C1.14,D182.10,
FLOATINGROOF,NO.66,WITHA CC, #3A,5-25-2001] K67.5
JENSENFIXEDANGLE SIDE-
MOUNTEDMIXER, 122400 BBL;
DIAMETER:135 FT; HEIGHT:48 FT
WITH
A/N:

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,DOMEDEXTERNAL D1179 HAP: (10) [40CFR63 Subpart C6.2,K67.12,
FLOATINGROOF,NO.67,WITH CC, #3A,5-25-2001] K171.1
THREEAGITATOR MOTORS, 122000
BBL; DIAMETER:135 FT; HEIGHT:48
FT WITH
A/N: 473329

FLOATINGROOF, PONTOON,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB,
SINGLEWIPER

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVE,AND POLEWIPER

STORAGETANK,DOMEDEXTERNAL D1180 HAP: (10) [40CFR63 Subpart C1.17,C6.2,
FLOATINGROOF,NO.68,EQUIPPED CC, #3A,5-25-2001] D182.10,
WITH TWOMIXERS,LIGHTNIN, K67.12
122400 BBL; DIAMETER:135 FT;
HEIGHT:48 FT WITH
A/N: 421122

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,DOMEDEXTERNAL D1181 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.69,WITH CC, #3A,5-25-2001]

THREEHORIZONTALLYMOUNTED
PATTERSONMIXERS,EACHWITHA
MOTOR, 122400 BBL; DIAMETER:135
FT; HEIGHT:48 FT WITH
A/N: 430579

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1182 HAP: (10) [40CFR63 Subpart C6.2,K67.12,
FLOATINGROOF,NO.70,WITH CC, #3A,5-25-2001] K171.1
THREEHORIZONTALLYMOUNTED
PATTERSONMIXERS,EACHWITHA
MOTOR, 122400 BBL; DIAMETER:135
FT; HEIGHT:48 FT WITH
A/N: 473330

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED,WIPER TYPE

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVE,AND POLEWIPER

STORAGETANK,DOMEDEXTERNAL D1183 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.71,WITH CC, #3A,5-25-2001]

THREEHORIZONTALLYMOUNTED
PATTERSONMIXERS,EACHWITHA
MOTOR, 122400 BBL; DIAMETER:135
FT; HEIGHT:48 FT WITH
A/N: 458861

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVEAND POLEWIPER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,EXTERNAL D1184 BENZENE: (10) [40CFR61 C1.15,C6.2,
FLOATINGROOF,NO.91, 80000 BBL; SubpartFF_02,12-4-2003] ; HAP: D182.10,
DIAMETER:117 FT; HEIGHT:42 FT 10 (10) [40CFR63 SubpartCC, H23.12,K67.12
IN WITH #3A,5-25-2001]

A/N: 421102

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, MATRIXFLEX "A"

DOME COVER,GEODESIC

STORAGETANK,EXTERNAL D1188 BENZENE: (10) [40CFR61 C6.2,H23.12,
FLOATINGROOF,NO.154, 9000 BBL; SubpartFF_02,12-4-2003] ; HAP: K67.12
DIAMETER:40 FT; HEIGHT:40 FT (10) [40CFR63 SubpartCC,
WITH #2,5-25-2001]

A/N: 421123

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, MATRIXFLEX "A"

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

DOME COVER,GEODESIC

STORAGETANK,DOUBLEDECK, D1190 HAP: (10) [40CFR63 Subpart C6.2,K67.12
WELDEDSHELL,DOMEDEXTERNAL CC, #2,5-25-2001]

FLOATINGROOF,NO.164, 3750 BBL;
DIAMETER:30 FT; HEIGHT:30 FT
WITH
A/N: 430563

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

DOME COVER,GEODESIC

STORAGETANK,EXTERNAL D1194 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.188,WITH CC, #2,5-25-2001]

HORIZONTALLYMOUNTED
LIGHTNINMIXER, 24170 BBL;
DIAMETER:60 FT; HEIGHT:48 FT
WITH
A/N: 421121

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, MATRIXFLEX "A"

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D1195 BENZENE: (10) [40CFR61 C6.2,H23.12,
FLOATINGROOF,NO.189, 24170 BBL; SubpartFF_02,12-4-2003] ; HAP: K67.12
DIAMETER:60 FT; HEIGHT:48 FT (10) [40CFR63 SubpartCC,
WITH #2,5-25-2001]

A/N: 430583

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

DOME COVER,GEODESIC

STORAGETANK,EXTERNAL D1196 BENZENE: (10) [40CFR61 H23.5,H23.12,
FLOATINGROOF,NO.190, 42970 BBL; SubpartFF_02,12-4-2003] K67.5
DIAMETER:80 FT; HEIGHT:48 FT
WITH
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA

SECONDARYSEAL,WIPER TYPE

STORAGETANK,DOMEDEXTERNAL D2850 BENZENE: (10) [40CFR61 B22.18,C1.63,
FLOATINGROOF,NO. 153, SubpartFF_02,12-4-2003] ; HAP: C6.2,H23.12,
RECOVEREDOIL, SLOP OIL, (10) [40CFR63 SubpartCC, K67.12,K171.1
GASOLINEBLENDSTOCK,9000 BBL; #3A,5-25-2001]

DIAMETER:40 FT; HEIGHT:40 FT
WITH
A/N: 408324

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVE,AND POLEWIPER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

FUGITIVEEMISSIONS, D2878 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 408324

SSyysstteem 55::SSTTOORRAAGGEETTAANNKKSS,,OOTTHHEERR
STORAGETANK,FIXEDROOF, D1105 HAP: (10) [40CFR63 Subpart B22.3,C1.42,
UNHEATED,UNDERGROUND, CC, #2,5-25-2001] K67.13
RESERVOIRNO.502,CONCRETE,
OVALSHAPED,1.5E+06BBL;
WIDTH:486 FT 6 IN; HEIGHT:25 FT;
LENGTH:905 FT 8 IN
A/N: 408337

STORAGETANK,FIXEDROOF,RW D2789 B22.11,C1.54,
1026-367.05,H2S SCAVENGER D182.9,K67.5
ADDITIVE,1000 GALS; DIAMETER:5
FT 4 IN; HEIGHT:6 FT
A/N: 424212

STORAGETANK,FIXEDROOF,NO. D2790 HAP: (10) [40CFR63 Subpart B22.12,C1.55,
776, DISTILLATESWITH SULFUR CC, #2,5-25-2001] D182.9,H23.28
COMPOUNDS,1000 BBL; DIAMETER:
20 FT; HEIGHT:18 FT
A/N: 418997

STORAGETANK,FIXEDROOF,NO. D2791 HAP: (10) [40CFR63 Subpart B22.12,C1.55,
777, DISTILLATESWITH SULFUR CC, #2,5-25-2001] D182.9,H23.28
COMPOUNDS,1000 BBL; DIAMETER:
20 FT; HEIGHT:18 FT
A/N: 418998

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF,NO. D2792 HAP: (10) [40CFR63 Subpart B22.12,C1.55,
778, DISTILLATESWITH SULFUR, CC, #2,5-25-2001] D182.9,H23.28
1000 BBL; DIAMETER:20 FT;
HEIGHT:18 FT
A/N: 418999

STORAGETANK,FIXEDROOF,NO. D2793 HAP: (10) [40CFR63 Subpart B22.13,C1.56,
919, 292 BBL; DIAMETER:12 FT; CC, #2,5-25-2001] D182.9
HEIGHT:14 FT 6 IN
A/N: 408302

STORAGETANK,FIXEDROOF,NO. D2794 HAP: (10) [40CFR63 Subpart B22.14,C1.57
905, 11000 BBL; DIAMETER:40 FT; CC, #2,5-25-2001]

HEIGHT:48 FT
A/N: 408325

STORAGETANK,FIXEDROOF,NO. D2840 HAP: (10) [40CFR63 Subpart B22.16,C1.61,
155, 11600 BBL; DIAMETER:60 FT; CC, #2,5-25-2001] H23.13
HEIGHT:24 FT
A/N: 463629

FUGITIVEEMISSIONS, D2878 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 408324

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1177::EELLEECCTTRRICICGGEENNEERRAATTIOIONN

SSyysstteem 11::CCOOGGEENNEERRAATTIOIONNUUNNITITNNOO.1.1
GAS TURBINE,W/ TWO GAS D1226 C1242C1243 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.12,A99.1,
STOP/RATIOVALVES, WITH STEAM S1247 SOURCE**;SOX: 407,4-2-1982] ; CO: 2.5 PPMV A99.2, A99.3,
INJECTION,BUTANE,NATURALGAS, MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- A248.1,A248.2,
REFINERYGAS, GENERAL 10-1996] ; NOX: 96 PPMV (8) A248.3,A248.4,
ELECTRIC,MODEL PG7111EA, [40CFR60 SubpartGG,2-24-2006] A327.1,B61.1,
DRIVINGA 90.87MVAELECTRIC B61.2,B61.3,
GENERATOR,SITE RATEDAT82.72 B61.4,
MW, 985.5 MMBTU/HR
A/N: 411168

NOX: 8 PPMV (4) [RULE B61.7,C1.33,
2005,4-20-2001;RULE 2005,5-6- C1.34,D12.1,
2005] ; PM: 11 LBS/HR (5) D12.2,D90.3,
[RULE 475,10-8-1976;RULE D90.4,D90.17,
475,8-7-1978] D94.1,E17.1,

E54.1,E73.1,
E226.1,

PM: 0.01 GRAINS/SCF (5A) H23.1,H23.18,
[RULE 475,10-8-1976;RULE K67.3
475,8-7-1978] ; PM: 0.1
GRAINS/SCF (5B) [RULE
409,8-7-1981]

SO2: 150 PPMV (5B) [40CFR
60 SubpartGG,2-24-2006] ; SOX:
2 PPMV (4) [RULE 2005,4-20-
2001;RULE2005,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

BURNER,DUCT,NATURALGAS, D1227 C1242C1243 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2,B61.1,
REFINERYGAS, INCLUDINGVENT SOURCE**;SOX: 407,4-2-1982] ; NOX: 8 PPMV B61.2,B61.3,
FOR MEROX SYSTEMSNO. 1& 2, MAJOR SOURCE** (4) [RULE 2005,4-20-2001;RULE B61.4, D90.3,
COMMONVENTINGSYSTEM,340 2005,5-6-2005] ; NOX: 0.2 D90.4,E54.1,
MMBTU/HR LBS/MMBTU (8) [40CFR60 E71.1, H23.1,
A/N: 411168 SubpartDb,11-16-2006] H23.19

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 0.01
GRAINS/SCF (5A) [RULE
476,10-8-1976] ; PM: 11
LBS/HR (5B) [RULE 476,10-8-
1976]

STEAMTURBINE,STEAM,DRIVING D1228
42.78MVAELECTRICGENERATOR,
RATED@37.5MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

STEAMTURBINE,STEAM,DRIVING D1229
42.78MVAELECTRICGENERATOR
RATED@ 37.5 MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

BOILER,WASTEHEATRECOVERY, D1230
STEAM,DUAL PRESSURE,UNFIRED,
583,000 #/HR STMAT625 PSIG, 21,400
#/HR STM@ 150 PSIG
A/N: 411168

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

CONDENSER,STEAM SURFACE, D1231
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

CONDENSER,STEAM SURFACE, D1232
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

HEATEXCHANGER,BUTANE D2111
VAPORIZER,RPV4830, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3, &
4)
A/N: 411169

DRUM,KNOCKOUT,BUTANE,RPV D2112
4831, (COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:11
FT; DIAMETER:5 FT 6 IN
A/N: 411169

HEATEXCHANGER,BUTANE D2113
SUPERHEATER,RPV4832, (COMMON
TO COGENERATIONUNITSNO. 1, 2,
3, & 4)
A/N: 411169

BLOWER,RW 0027-08704,BUTANE, D2114
CENTRIFUGALTYPE, VERTICAL
POSITIONSEALEDWITHNITROGEN,
20 HP
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

COMPRESSOR,NO. 1, RW-0045-087.32, D2740
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

COMPRESSOR,NO. 2, RW-0046-087.32, D2775
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

DRUM,RPV-4800,SLOP COLLECTING D2741
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:9 FT;
DIAMETER:4 FT
A/N: 411169

DRUM,RPV-4829,FUELMIX, HIGH D2742
PRESSURE,HEIGHT: 11 FT;
DIAMETER:6 FT 6 IN
A/N: 411169

FUGITIVEEMISSIONS, D2585 H23.3
MISCELLANEOUS
A/N: 411168

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

SSyysstteem 22::CCOOGGEENNEERRAATTIOIONNUUNNIITTNNOO.2.2
GAS TURBINE,WITH TWO GAS D1233 C1248C1249 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.12,A99.1,
STOP/RATIOVALVES, WITH STEAM S1251 SOURCE**;SOX: 407,4-2-1982] ; CO: 2.5 PPMV A99.2, A99.3,
INJECTION,BUTANE,NATURALGAS, MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- A248.1,A248.2,
REFINERYGAS, GENERAL 10-1996] ; NOX: 96 PPMV (8) A248.3,A248.4,
ELECTRIC,MODEL PG7111EA, [40CFR60 SubpartGG,2-24-2006] A327.1,B61.1,
DRIVINGA 90.87MVAELECTRIC B61.2,B61.3,
GENERATOR,SITE RATEDAT82.72 B61.4,
MW, 985.5 MMBTU/HR
A/N: 411169

NOX: 8 PPMV (4) [RULE B61.7,C1.33,
2005,4-20-2001;RULE 2005,5-6- C1.34,D12.1,
2005] ; PM: 0.1 GRAINS/SCF D12.2,D90.3,
(5B) [RULE 409,8-7-1981] ; PM: D90.4,D90.17,
0.01 GRAINS/SCF (8) [RULE D94.1,E17.1,
475,10-8-1976 E54.1,E73.1,

E226.1,

RULE 475,8-7-1978] ; SO2: H23.1,H23.18,
150 PPMV (8) [40CFR60 K67.3
SubpartGG,2-24-2006] ; SO2: 2
PPMV (4) [RULE 2005,4-20-
2001

RULE 2005,5-6-2005]

BURNER,DUCTBURNER,NATURAL D1234 C1248C1249 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2,B61.1,
GAS, REFINERYGAS, INCLUDING C1252C1253 SOURCE**;SOX: 407,4-2-1982] ; NOX: 8 PPMV B61.2,B61.3,
VENTINGMEROX SYSTEMNO.1AND MAJOR SOURCE** (4) [RULE 2005,4-20-2001;RULE B61.4,D90.3,
2 COMMONVENTINGSYSTEM,340 2005,5-6-2005] ; NOX: 0.2 D90.4,E54.1,
MMBTU/HR LBS/MMBTU (8) [40CFR60 E71.1, H23.1,
A/N: 411169 SubpartDb,11-16-2006] H23.19

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 0.01
GRAINS/SCF (5A) [RULE
476,10-8-1976] ; PM: 11
LBS/HR (5B) [RULE 476,10-8-
1976]

STEAMTURBINE,STEAM,DRIVING D1228
42.78MVAELECTRICGENERATOR,
RATED@37.5MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

STEAMTURBINE,STEAM,DRIVING D1229
42.78MVAELECTRICGENERATOR
RATED@ 37.5 MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

BOILER,WASTEHEATRECOVERY, D1235
STEAM,DUAL PRESSURE,UNFIRED,
583,000 #/HR STMAT625 PSIG, 21,400
#/HR STM@ 150 PSIG
A/N: 411169

CONDENSER,STEAM SURFACE, D1231
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

CONDENSER,STEAM SURFACE, D1232
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

HEATEXCHANGER,BUTANE D2111
VAPORIZER,RPV4830, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3, &
4)
A/N: 411169

DRUM,KNOCKOUT,BUTANE,RPV D2112
4831, (COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:11
FT; DIAMETER:5 FT 6 IN
A/N: 411169

HEATEXCHANGER,BUTANE D2113
SUPERHEATER,RPV4832, (COMMON
TO COGENERATIONUNITSNO. 1, 2,
3, & 4)
A/N: 411169

BLOWER,RW 0027-08704,BUTANE, D2114
CENTRIFUGALTYPE, VERTICAL
POSITIONSEALEDWITHNITROGEN,
20 HP
A/N: 411169

COMPRESSOR,NO. 1, RW-0045-087.32, D2740
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

COMPRESSOR,NO. 2, RW-0046-087.32, D2775
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

DRUM,RPV-4800,SLOP COLLECTING D2741
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:9 FT;
DIAMETER:4 FT
A/N: 411169

DRUM,RPV-4829,FUELMIX, HIGH D2742
PRESSURE,HEIGHT:11 FT;
DIAMETER:6 FT 6 IN
A/N: 411169

FUGITIVEEMISSIONS, D2586 H23.3
MISCELLANEOUS
A/N: 411169

SSyysstteem 33::CCOOGGEENNEERRAATTIIOONNUUNNITITNNOO.3.3
GAS TURBINE,WITH TWO GAS D1236 C1252C1253 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.12,A99.1,
STOP/RATIOVALVES, WITH STEAM S1255 SOURCE**;SOX: 407,4-2-1982] ; CO: 2.5 PPMV A99.2, A99.3,
INJECTION,BUTANE,NATURALGAS, MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- A248.1,A248.2,
REFINERYGAS, GENERAL 10-1996] ; NOX: 96 PPMV (8) A248.3,A248.4,
ELECTRIC,MODEL PG7111EA, [40CFR60 SubpartGG,2-24-2006] A327.1,B61.1,
DRIVINGA 90.87MVAELECTRIC B61.2,B61.3,
GENERATOR,SITE RATEDAT82.72 B61.4,
MW, 985.5 MMBTU/HR
A/N: 411170

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

NOX: 8 PPMV (4) [RULE B61.7,C1.33,
2005,4-20-2001;RULE 2005,5-6- C1.34,D12.1,
2005] ; PM: 0.01 GRAINS/SCF D12.2,D90.3,
(4) [RULE 475,10-8-1976;RULE D90.4,D90.17,
475,8-7-1978] D94.1,E17.1,

E54.1,E73.1,
E226.1,

PM: 11 LBS/HR (4) [RULE H23.1,H23.18,
475,10-8-1976;RULE475,8-7-1978] K67.3
; PM: 0.1 GRAINS/SCF (5B)
[RULE 409,8-7-1981] ; SO2: 150
PPMV (5) [40CFR60 Subpart
GG,2-24-2006]

SOX: 2 PPMV (4) [RULE
2005,4-20-2001;RULE 2005,5-6-

2005]

BURNER,DUCT,NATURALGAS, D1237 C1252C1253 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2,B61.1,
REFINERYGAS, INCLUDING SOURCE**;SOX: 407,4-2-1982] ; NOX: 8 PPMV B61.2,B61.3,
VENTINGMEROX SYSTEMNO.1 AND MAJOR SOURCE** (4) [RULE 2005,4-20-2001;RULE B61.4, D90.3,
2 COMMONVENTINGSYSTEM,340 2005,5-6-2005] ; NOX: 0.2 D90.4,E54.1,
MMBTU/HR LBS/MMBTU (8) [40CFR60 E71.1, H23.1,
A/N: 411170 SubpartDb,11-16-2006] H23.19

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 0.01
GRAINS/SCF (5A) [RULE
476,10-8-1976] ; PM: 11
LBS/HR (5B) [RULE 476,10-8-
1976]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

STEAMTURBINE,STEAM,DRIVING D1228
42.78MVAELECTRICGENERATOR,
RATED@37.5MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

STEAMTURBINE,STEAM,DRIVING D1229
42.78MVAELECTRICGENERATOR
RATED@ 37.5 MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

BOILER,WASTEHEATRECOVERY, D1238
STEAM,DUAL PRESSURE,UNFIRED,
583,000 #/HR STMAT625 PSIG, 21,400
#/HR STM@ 150 PSIG
A/N: 411170

CONDENSER,STEAM SURFACE, D1231
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

CONDENSER,STEAM SURFACE, D1232
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

HEATEXCHANGER,BUTANE D2111
VAPORIZER,RPV4830, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3, &
4)
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

DRUM,KNOCKOUT,BUTANE,RPV D2112
4831, (COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:11
FT; DIAMETER:5 FT 6 IN
A/N: 411169

HEATEXCHANGER,BUTANE D2113
SUPERHEATER,RPV4832, (COMMON
TO COGENERATIONUNITSNO. 1, 2,
3, & 4)
A/N: 411169

BLOWER,RW 0027-08704,BUTANE, D2114
CENTRIFUGALTYPE, VERTICAL
POSITIONSEALEDWITHNITROGEN,
20 HP
A/N: 411169

COMPRESSOR,NO. 1, RW-0045-087.32, D2740
10,700SCFM (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

COMPRESSOR,NO. 2, RW-0046-087.32, D2775
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

DRUM,RPV-4800,SLOP COLLECTING D2741
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:9 FT;
DIAMETER:4 FT
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

DRUM,RPV-4829,FUELMIX, HIGH D2742
PRESSURE,HEIGHT:11 FT;
DIAMETER:6 FT 6 IN
A/N: 411169

FUGITIVEEMISSIONS, D2587 H23.3
MISCELLANEOUS
A/N: 411170

SSyysstteem 44::CCOOGGEENNEERRAATTIOIONNUUNNITITNNOO.4.4
GAS TURBINE,WITH TWO GAS D1239 C1256C1257 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.12,A99.1,
STOP/RATIOVALVES, WITH STEAM S1259 SOURCE**;SOX: 407,4-2-1982] ; CO: 2.5 PPMV A99.2, A99.3,
INJECTION,BUTANE,NATURALGAS, MAJOR SOURCE** (4) [RULE 1303(a)(1)-BACT,5- A248.1,A248.2,
REFINERYGAS, GENERAL 10-1996] ; NOX: 96 PPMV (8) A248.3,A248.4,
ELECTRIC,MODEL PG7111EA, [40CFR60 SubpartGG,2-24-2006] A327.1,B61.1,
DRIVINGA 90.87MVAELECTRIC B61.2,B61.3,
GENERATOR,SITE RATEDAT82.72 B61.4,
MW, 985.5 MMBTU/HR
A/N: 411171

NOX: 8 PPMV (4) [RULE B61.7,C1.33,
2005,4-20-2001;RULE 2005,5-6- C1.34,D12.1,
2005] ; PM: 11 LBS/HR (5) D12.2,D90.3,
[RULE 475,10-8-1976;RULE D90.4,D90.17,
475,8-7-1978] D94.1,E17.1,

E54.1,E73.1,
E226.1,

PM: 0.01 GRAINS/SCF (5A) H23.1,H23.18,
[RULE 475,10-8-1976;RULE K67.3
475,8-7-1978] ; PM: 0.1
GRAINS/SCF (5B) [RULE
409,8-7-1981]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

SO2: 150 PPMV (8) [40CFR
60 SubpartGG,2-24-2006] ; SOX:
2 PPMV (4) [RULE 2005,4-20-
2001;RULE2005,5-6-2005]

BURNER,DUCT,NATURALGAS, D1240 C1256C1257 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2,B61.1,
REFINERYGAS, INCLUDING SOURCE**;SOX: 407,4-2-1982] ; NOX: 8 PPMV B61.2,B61.3,
VENTINGMEROX SYSTEMNO.1 AND MAJOR SOURCE** (4) [RULE 2005,4-20-2001;RULE B61.4, D90.3,
2 COMMONVENTINGSYSTEM,340 2005,5-6-2005] ; NOX: 0.2 D90.4,E54.1,
MMBTU/HR LBS/MMBTU (8) [40CFR60 E71.1, H23.1,
A/N: 411171 SubpartDb,11-16-2006] H23.19

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 0.01
GRAINS/SCF (5A) [RULE
476,10-8-1976] ; PM: 11
LBS/HR (5B) [RULE 476,10-8-
1976]

STEAMTURBINE,STEAM,DRIVING D1228
42.78MVAELECTRICGENERATOR,
RATED@37.5MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

STEAMTURBINE,STEAM,DRIVING D1229
42.78MVAELECTRICGENERATOR
RATED@ 37.5 MW, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

BOILER,WASTEHEATRECOVERY, D1241
STEAM,DUAL PRESSURE,UNFIRED,
583,000 #/HR STMAT625 PSIG, 21,400
#/HR STM@ 150 PSIG
A/N: 411171

CONDENSER,STEAM SURFACE, D1231
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

CONDENSER,STEAM SURFACE, D1232
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4)
A/N: 411169

HEATEXCHANGER,BUTANE D2111
VAPORIZER,RPV4830, (COMMONTO
COGENERATIONUNITSNO. 1, 2, 3, &
4)
A/N: 411169

DRUM,KNOCKOUT,BUTANE,RPV D2112
4831, (COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:11
FT; DIAMETER:5 FT 6 IN
A/N: 411169

HEATEXCHANGER,BUTANE D2113
SUPERHEATER,RPV4832, (COMMON
TO COGENERATIONUNITSNO. 1, 2,
3, & 4)
A/N: 411169

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

BLOWER,RW 0027-08704,BUTANE, D2114
CENTRIFUGALTYPE, VERTICAL
POSITIONSEALEDWITHNITROGEN,
20 HP
A/N: 411169

COMPRESSOR,NO. 1, RW-0045-087.32, D2740
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

COMPRESSOR,NO. 2, RW-0046-087.32, D2775
10,700 SCFM(COMMONTO
COGENERATIONUNITSNO. 1, 2, 3 &
4)
A/N: 411169

DRUM,RPV-4800,SLOP COLLECTING D2741
(COMMONTO COGENERATION
UNITSNO. 1, 2, 3 & 4), HEIGHT:9 FT;
DIAMETER:4 FT
A/N: 411169

DRUM,RPV-4829,FUELMIX, HIGH D2742
PRESSURE,HEIGHT:11 FT;
DIAMETER:6 FT 6 IN
A/N: 411169

FUGITIVEEMISSIONS, D2588 H23.3
MISCELLANEOUS
A/N: 411171

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

SSyysstteem 55::AAIRIRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLSSYYSSTTEEMMNNOO.1.1
SELECTIVECATALYTICREDUCTION, C1242 D1226 D1227 NH3: 20 PPMV (4) [RULE A99.4, D12.9,
NO. 1, WITHAMMONIA INJECTION S1247 1303(a)(1)-BACT,5-10-1996] D28.1,E73.2
A/N: 435240

REACTOR,CARBONMONOXIDE C1243 D1226 D1227 D82.1
OXIDATION,APCNO. 1 S1247
A/N: 435240

AMMONIA INJECTION C1244
A/N: 435240

STORAGETANK,PRESSURIZED, D1245
AMMONIA,71.5 TON CAPACITY,
COMMONTO APC SYSTEMNO. 1, 2,
3, AND 4
A/N: 435240

STACK,EXHAUSTSYSTEMVENTING S1247 D1226C1242
SCRNO. 1, HEIGHT:100 FT; C1243
DIAMETER:14 FT 9 IN
A/N: 435240

SSyysstteem 66::AAIRIRPPOOLLLLUUTTIIOONNCCOONNTTRROOLLSSYYSSTTEEMMNNOO.2.2
SELECTIVECATALYTICREDUCTION, C1248 D1233 D1234 NH3: 20 PPMV (4) [RULE A99.4, D12.9,
NO. 2, WITHAMMONIA INJECTION S1251 1303(a)(1)-BACT,5-10-1996] D28.1,E73.2
A/N: 408240

REACTOR,CARBONMONOXIDE C1249 D1233 D1234 D82.1
OXIDATION,APCNO. 2 S1251
A/N: 408240

AMMONIA INJECTION C1250
A/N: 408240

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

STORAGETANK,PRESSURIZED, D1245
AMMONIA,71.5 TON CAPACITY,
COMMONTO APC SYSTEMNO. 1, 2,
3, AND 4
A/N: 435240

STACK,EXHAUSTSYSTEMVENTING S1251 D1233C1248
SCRNO. 2, HEIGHT:100 FT; C1249
DIAMETER:14 FT 9 IN
A/N: 408240

SSyysstteem 77::AAIIRRPPOOLLLLUUTTIIOONNCCOONNTTRROOLLSSYYSSTTEEMMNNOO.3.3
SELECTIVECATALYTICREDUCTION, C1252 D1234 D1236 NH3: 20 PPMV (4) [RULE A99.4, D12.9,
NO. 3, WITHAMMONIA INJECTION D1237 S1255 1303(a)(1)-BACT,5-10-1996] D28.1,E73.2
A/N: 408241

REACTOR,CARBONMONOXIDE C1253 D1234 D1236 D82.1
OXIDATION,APCNO. 3 D1237 S1255
A/N: 408241

AMMONIA INJECTION C1254
A/N: 408241

STORAGETANK,PRESSURIZED, D1245
AMMONIA,71.5 TON CAPACITY,
COMMONTO APC SYSTEMNO. 1, 2,
3, AND 4
A/N: 435240

STACK,EXHAUSTSYSTEMVENTING S1255 D1236C1252
SCRNO. 3, HEIGHT:100 FT; C1253
DIAMETER:14 FT 9 IN
A/N: 408241

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : ELECTRIC GENERATION

SSyysstteem 88::AAIIRRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLSSYYSSTTEEMMNNOO.4.4
SELECTIVECATALYTICREDUCTION, C1256 D1239 D1240 NH3: 20 PPMV (4) [RULE A99.4, D12.9,
NO. 4, WITHAMMONIA INJECTION S1259 1303(a)(1)-BACT,5-10-1996] D28.1,E73.2
A/N: 408239

REACTOR,CARBONMONOXIDE C1257 D1239 D1240 D82.1
OXIDATION,APCNO. 4 S1259
A/N: 408239

AMMONIA INJECTION C1258
A/N: 408239

STORAGETANK,PRESSURIZED, D1245
AMMONIA,71.5 TON CAPACITY,
COMMONTO APC SYSTEMNO. 1, 2,
3, AND 4
A/N: 435240

STACK,EXHAUSTSYSTEMVENTING S1259 D1239C1256
SCRNO. 4, HEIGHT:100 FT; C1257
DIAMETER:14 FT 9 IN
A/N: 408239

PPrroocceessss1188::SSTTEEAAMMGGEENNEERRAATTIOIONN

System 1: NO. 4 STEAM PLANT S56.1System 1 : NO. 4 STEAM PLANT
BOILER,NO.42, REFINERYGAS, D1262 NOX:MAJOR CO: 2000 PPMV REFINERY A327.2,B61.4,
BABCOCKANDWILCOX,MODEL SOURCE**;SOX: GAS (5) [RULE 407,4-2-1982] ; D90.4,D328.1,
TYPE PFI, 2 AIR PREHEATERS& 2 FD MAJOR SOURCE** PM: 11 LBS/HR (5B) [RULE E80.1,E313.1,
FANS.BOILERHAS BEEN 476,10-8-1976] ; PM: 0.1 E315.1,H23.1
RECLASSIFIEDAS NON-OPERATED GRAINS/SCFREFINERYGAS
DEVIC,433 MMBTU/HR WITH (5) [RULE 409,8-7-1981]
A/N: 435241

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 18 : STEAM GENERATION

PM: 0.01 GRAINS/SCF
REFINERYGAS (5A) [RULE
476,10-8-1976]

BURNER,PEABODY,MODELH-
27, SIX BURNERS

SCRUBBER,FUELGAS, RPV 2456, D1263
HEIGHT:10 FT; DIAMETER:3 FT
A/N: 435241

DRUM,ATMOSPHERICBLOWDOWN, D1264
RPV 2457, HEIGHT:6 FT; DIAMETER:
4 FT
A/N: 435241

DRUM,BLOWNDOWN,RPV 2458, D1265
LENGTH:8 FT; DIAMETER:4 FT
A/N: 435241

TANK,FLASH,RPV 3260,NO. 25, D1266
HEIGHT:10 FT 9 IN; DIAMETER:3 FT
6 IN
A/N: 435241

FUGITIVEEMISSIONS, D2884 H23.3
MISCELLANEOUS
A/N: 435241

SSyysstteem 22::TTHHRREEEECCHHEEMMICICAALLSSLLUURRRRYYMMIIXXIINNGGTTAANNKKSS
TANK,NO. 1 LIME, HEIGHT:7 FT; D1284
DIAMETER:10 FT 10 IN
A/N: 435242

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 18 : STEAM GENERATION

TANK,NO. 2 LIME, HEIGHT:7 FT; D1285
DIAMETER:10 FT 10 IN
A/N: 435242

TANK,NO. 3 LIME, HEIGHT:7 FT; D1286
DIAMETER:10 FT 10 IN
A/N: 435242

PPrroocceessss1199::PPEETTRROOLLEEUUMMMMIISSCCEELLLLAANNEEOOUUSS
SSyysstteem 11::CCOOAATTININGGOOPPEERRAATTIOIONNSS
SPRAYCOATINGOPERATION,BINKS, D1267 PM: (9) [RULE 404,2-7-1986] ; D322.2,H23.20,
WITHA DNYA-PRECIPITATOR VOC: (9) [RULE 1107,11-9- K67.10
(WATERWASH),LENGTH10FT; 2001;RULE1107,1-6-2006;RULE

WIDTH:18 FT; HEIGHT:12 FT, 1171,11-7-2003;RULE1171,2-1-

LOCATEDIN PAINTSHOP,WITH 2008]

SPRAYBOOTH
A/N: 435247

SPRAYCOATINGOPERATION,BINKS, D1268 PM: (9) [RULE 404,2-7-1986] ; D322.3,H23.20,
LENGTH:6 FT; WIDTH:6 FT 6 IN; VOC: (9) [RULE 1107,11-9- K67.8
HEIGHT:7 FT,LOCATEDIN PAINT 2001;RULE1107,1-6-2006;RULE

SHOP,WITH BAFFLE,SPRAYBOOTH 1171,11-7-2003;RULE1171,2-1-

A/N: 435249 2008]

SPRAYCOATINGOPERATION, D1269 PM: (9) [RULE 404,2-7-1986] ; D322.3,H23.20,
LENGTH:8 FT; WIDTH:7 FT; VOC: (9) [RULE 1107,11-9- K67.8
HEIGHT:8 FT,LOCATEDINWEST 2001;RULE1107,1-6-2006;RULE

ENDOF MAINTENANCESHOP 1171,11-7-2003;RULE1171,2-1-

BUILDING,WITH BAFFLE,SPRAY 2008]

BOOTH
A/N: 435251

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : PETROLEUMMISCELLANEOUS

SSyysstteem 22::FFUUEELLSSTTOORRAAGGEEAANNDDDDIISSPPEENNSSININGGFFAACCILILITITYYNNOO.1.1
STORAGETANK,UNDERGROUND, D1272
GASOLINE,LOCATEDATGARAGE,
4000 GALS
A/N: 435253

STORAGETANK,UNDERGROUND, D1274
DIESELFUEL,LOCATEDAT
GARAGE, 4000 GALS
A/N: 435253

FUELDISPENSINGNOZZLE,NO D1275
PHASE II CONTROL,DIESELFUEL,
LOCATEDATGARAGE
A/N: 435253

SSyysstteem 33::FFUUEELLSSTTOORRAAGGEEAANNDDDDISISPPEENNSSININGGFFAACCILILITITYYNNOO.2.2
FUELDISPENSINGNOZZLE, D1276 C1.37,C1.38,
BALANCETYPE PHASE II CONTROL, D182.10,
GASOLINE,LOCATEDATGARAGE D330.1, J110.1
A/N: 435254

STORAGETANK,ABOVEGROUND, D1277 E118.1, J119.1,
GASOLINE,(NON-METHANOL J373.1
COMPATIBLE),LOCATEDBY GATE
60, 5000 GALS; DIAMETER:8 FT;
LENGTH:18 FT 5 IN
A/N: 435254

SSyysstteem 44::SSHHEELLLLBBLLAASSTTIINNGGSSYYSSTTEEMM
ABRASIVEBLASTING,WITH BLAST D1280 C1329 PM: (9) [RULE 1140,2-1- D323.2,H23.16
GENERATOR,LOCATEDACROSS 1980;RULE1140,8-2-1985;RULE

FROM PAINTSHOP (NORTH) WITH 404,2-7-1986;RULE405,2-7-1986]

A/N: 435255

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : PETROLEUMMISCELLANEOUS

BUCKETELEVATOR D1281

TANK,SURGE,WITHAN AERATOR, D1282
LOCATEDOUTSIDEPAINTSHOP,
HEIGHT:2 FT 11 IN; DIAMETER:2 FT
3 IN
A/N: 435255

BAGHOUSE,RUEMELIN,MODEL C1329 D1280 D322.1,D381.1,
NO.1375,W 7.5 HP EXHST E102.1,K67.8
FAN&3/4HPSHAKER SERVGA SHELL
BLASTBTH, LOCATEDOUTSIDEPT
SHOP, 1375 SQ.FT.
A/N: 435257

SSyysstteem 55::AABBRRAASSIIVVEEBBLLAASSTTININGGEEQQUUIPIPMMEENNTT
ABRASIVEBLASTING,ROOM, STEEL D2149 C2151 PM: (9) [RULE 1140,2-1- C1.40,D323.2,
GRIT,LOCATEDAT SOUTHENDOF 1980;RULE1140,8-2-1985;RULE H23.16
OLD CMPD,SE ENDOF REFINERY, 404,2-7-1986;RULE405,2-7-1986]

WITH FABRICFILTER,WIDTH:15 FT;
HEIGHT:10 FT; LENGTH:30 FT
WITH
A/N: 435258

ABRASIVEBLASTINGNOZZLE,
WITH FABRICFILTER,
DIAMETER:0.5 IN; 120 PSIG

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : PETROLEUMMISCELLANEOUS

BAGHOUSE,WITH PULSE JET C2151 D2149 D12.19,D322.1,
CLEANING,CARTRIDGEFILTER, D381.1,E102.1,
MODELHDFT2-16,LOCATEDAT K67.8
SOUTHENDOF OLD CMPD,SE END
OF REFINERY,4064 SQ.FT.;16
CARTRIDGE WITH
A/N: 435263

BLOWER,EXHAUST,15 HP

SSyysstteem 66::IINNTTEERRNNAALLCCOOMMBBUUSSTTIIOONNEENNGGININEESS
INTERNALCOMBUSTIONENGINE, D1997 NOX: PROCESS NOX: 469 LBS/1000GAL B61.5,C1.16,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.10,K67.4
CUMMINS,MODELNO.NTA855F, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2-
SERIALNO. 11344698,NATURALLY 7-1986] ; SOX: 6.24 LBS/1000
ASPIRATED(PUMPLOCATEDATTK GAL DIESEL (1) [RULE
239&240,NO.2 FOAM PUMPHOUSE), 2011,5-6-2005]

WITH TURBOCHARGER,400 BHP
A/N: 435273

INTERNALCOMBUSTIONENGINE, D1998 NOX: PROCESS NOX: 469 LBS/1000GAL B61.5,C1.16,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.10,K67.4
CUMMINS,MODELNO.NTA855F, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2-
SERIALNO. 11531658,NATURALLY 7-1986] ; SOX: 6.24 LBS/1000
ASPIRATED(PUMPLOCATEDAT GAL DIESEL (1) [RULE
TANK80/81),WITH TURBOCHARGER, 2011,5-6-2005]

400 BHP
A/N: 435277

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : PETROLEUMMISCELLANEOUS

INTERNALCOMBUSTIONENGINE, D2416 NOX: PROCESS NOX: 469 LBS/1000GAL B61.5,C1.16,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.10,D135.1,
CLARKE,MODELDDFP-12H,SERIAL PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.4
NO 12VF0124398,WITH 7-1986] ; SOX: 6.24 LBS/1000
AFTERCOOLER,TURBOCHARGER, GAL DIESEL (1) [RULE
1000 BHP 2011,5-6-2005]

A/N: 396040

INTERNALCOMBUSTIONENGINE, D2417 NOX: PROCESS NOX: 469 LBS/1000GAL B61.5,C1.16,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.10,D135.1,
CATEPILLAR,MODEL 3412 DITA, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.4
SERIALNO. 38518847,MOBILEPUMP, 7-1986] ; SOX: 6.24 LBS/1000
STATIONEDBY THE SAFETY GAL DIESEL (1) [RULE
BUILDING,WITHAFTERCOOLER, 2011,5-6-2005]

TURBOCHARGER,870 BHP
A/N: 435281

INTERNALCOMBUSTIONENGINE, D2418 NOX: PROCESS NOX: 469 LBS/1000GAL B61.5,C1.16,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.10,D135.1,
CATEPILLAR,MODEL 3412 DITA, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.4
SERIALNO. 38518848,MOBILEPUMP, 7-1986] ; SOX: 6.24 LBS/1000
STATIONEDBY THE SAFETY GAL DIESEL (1) [RULE
BUILDING,WITHAFTERCOOLER, 2011,5-6-2005]

TURBOCHARGER,870 BHP
A/N: 435282

INTERNALCOMBUSTIONENGINE, D2776 NOX: PROCESS CO: 0.46 GRAM/BHP-HR B61.6,C1.65,
EMERGENCYFIRE,LEAN BURN, UNIT**; SOX: DIESEL (4) [RULE1303(a),12-6- C1.66,D12.10,
DIESELFUEL, DETROITDIESEL, PROCESSUNIT** 2002;RULE1303(a)(1)-BACT,12-6- E193.22, I296.2,
MODELDDFP-L8FA8215, TWO 2002] ; NOX: 469 LBS/1000 K67.4
CYCLE, GAL DIESEL (1) [RULE
TURBOCHARGED/AFTERCOOLED,- 2012,5-6-2005]

515 BHP WITH
A/N: 406139

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : PETROLEUMMISCELLANEOUS

NOX+ ROG: 4.36
GRAM/BHP-HRDIESEL (4)
[RULE 2005,5-6-2005] ; PM10:
0.11 GRAM/BHP-HRDIESEL
(4) [RULE 1303(a)(1)-BACT,5-
10-1996

RULE 1303(a)(1)-BACT,12-6-
2002] ; SOX: 6.24 LBS/1000
GAL DIESEL (1) [RULE
2011,5-6-2005]

PUMP,EMERGENCYFIRE

INTERNALCOMBUSTIONENGINE, 6 D2859 NOX: PROCESS NOX: 469 LBS/1000GAL B61.6,C1.68,
CYLINDER,DIESELFUEL,CUMMINS, UNIT**; SOX: DIESEL (1); PM: (9); SOX: D12.22,
MODELQSX15-G9,DRIVINGAN PROCESSUNIT** 6.24 LBS/1000GAL DIESEL E193.24,K67.17
EMERGENCYELECTRICAL (1)
GENERATOR,WITHAFTERCOOLER,
TURBOCHARGER,755 BHP
A/N: 474371

SSyysstteem 77::MMOOBBIILLEE"H"HOOTTSSYY""HHOOTTSSOOAAPPYYWWAATTEERRMMAACCHHININEE
BOILER,DIESELFUEL,LOCATEDAT D1287 NOX: PROCESS CO: 2000 PPMV (5) [RULE
GARAGE, 0.7 MMBTU/HR UNIT**; SOX: 407,4-2-1982] ; PM: 0.1
A/N: 435283 PROCESSUNIT** GRAINS/SCF (5) [RULE

409,8-7-1981]

INTERNALCOMBUSTIONENGINE, D1288 NOX: PROCESS
NON-EMERGENCY,DIESELFUEL, UNIT**; SOX:
LOCATEDBETWEENCOOLING PROCESSUNIT**
TOWERS 7 & 8, 18 HP
A/N: 435283

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:256
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : PETROLEUMMISCELLANEOUS

TANK,HOLDING,DIESELFUEL, 34 D1289
GALS
A/N: 435283

PPrroocceessss2211::AAIRIRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLPPRROOCCEESSS

S S31.10, S56.1,Syysstteem 11::SSOOUUTTHHAARREEAAFFLLAARREESSYYSSTTEEMM S58.2

FLARE,ELEVATEDWITH STEAM C1302 D809 D815 CO: 2000 PPMV (5) [RULE D323.1,E193.3,
INJECTION,REFINERYGAS, WITH 3 407,4-2-1982] ; PM: 0.1 H23.12,H23.29,
PILOTASSEMBLIES,TIE-INLINE TO GRAINS/SCF (5) [RULE I1.1
FCCUFLARE FOR EMERGENCYOF 409,8-7-1981]

SOUTHUNITS,HEIGHT:203 FT 6 IN;
DIAMETER:3 FT WITH
A/N:

BURNER, JOHNZINK,MODEL
STF-S-24

KNOCKOUT POT,FLARE STACK, D1303
HEIGHT:21 FT 6 IN; DIAMETER:9 FT
A/N:

KNOCKOUT POT,RPV-303,SOUTH D1304
AREA FLARE PRIMARY,LENGTH:40
FT; DIAMETER:10 FT
A/N:

FUGITIVEEMISSIONS, D2542 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

SSyysstteem 22::FFLLUUIDIDCCATALYTICCRACKINGUNIT F S31.9, S31.10,ATALYTICCRACKINGUNIT FLLAARREESSYYSSTTEEMM S56.1,S58.3

FLARE,ELEVATEDWITH STEAM C1305 CO: 2000 PPMV (5) [RULE D12.15,D323.1,
INJECTION,REFINERYGAS, WITHA 407,4-2-1982] ; PM: 0.1 E193.3,H23.12,
LIGHTGAS SEAL, 27 STEAM GRAINS/SCF (5) [RULE H23.29, I1.1
JETS&2"CENTERSTEAMDISCHARGE, 409,8-7-1981]

HEIGHT:128 FT; DIAMETER:2 FT
WITH
A/N:

BURNER, JOHNZINK,MODEL
STF-24

DRUM,FLAREKNOCKOUT,RPV D1306 BENZENE: (10) [40CFR61 H23.12
2132, LENGTH:30 FT; DIAMETER:12 SubpartFF_02,12-4-2003] ; VOC:
FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

VESSEL,SEPARATOR,RPV 3246, D1307
STEAM,HEIGHT:6 FT; DIAMETER:3
FT
A/N:

FUGITIVEEMISSIONS, D2543 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

SSyysstteem 33::HHYYDDRROOCCRRAACCKKEERRFFLLAARREESSYYSSTTEM S31.10, S58.4EM
FLARE,ELEVATEDWITH STEAM C1308 D474 CO: 2000 PPMV (5) [RULE D323.1,E193.3,
INJECTION,REFINERYGAS, WITHA 407,4-2-1982] ; PM: 0.1 H23.12,H23.29,
LIGHTGAS SEAL& 33 STEAM JETS, GRAINS/SCF (5) [RULE I1.1
HEIGHT:161 FT 3 IN; DIAMETER:2 409,8-7-1981]

FT 6 IN WITH
A/N:

BURNER, JOHNZINK,MODEL
STF-S-30

DRUM,FLAREKNOCKOUT,RPV D1309 BENZENE: (10) [40CFR61 H23.12
3212, LENGTH:12 FT; DIAMETER:10 SubpartFF_02,12-4-2003] ; VOC:
FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

MIST ELIMINATOR,RPV-3214, D1310
LENGTH:28 FT 6 IN; DIAMETER:12
FT
A/N:

VESSEL,SEPARATOR,RPV 3213, D1311
STEAM,HEIGHT:4 FT; DIAMETER:2
FT
A/N:

DRUM,RPV 3215, OIL ELIMINATOR, D1312
HEIGHT:6 FT; DIAMETER:5 FT
A/N:

FUGITIVEEMISSIONS, D2544 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:259
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

System 4: REFINERYVAPOR RECOVERY SYSTEM S31.6, S56.1,System 4 : REFINERYVAPOR RECOVERY SYSTEM S58.7

COMPRESSOR,TWO STAGE,NO.5, D1313 D80 D525
RW 7087.03 D526 D527
A/N: D528 D847

D848 D875
D1067 D1072
D1073 D1074
D1075 D1078
D1079 D1085

D1089 D1092
D1093 D1098
D1103 D1111
D1120 D1139
D1141

COMPRESSOR,TWO STAGE,NO.6, D1314 D80 D525
RW 26087.32 D526 D527
A/N: D528 D847

D848 D875
D1067 D1072
D1075 D1078
D1079 D1089
D1092 D1093

D1098 D1103
D1111 D1120
D1139 D1141

KNOCKOUT POT,BLOWDOWN, D1315
WEST,RVP 1067, LENGTH:6 FT;
DIAMETER:2 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

VESSEL,SEPARATOR,STEAM-OIL, D1316 D1067
RVP 1069, HEIGHT:8 FT; DIAMETER:
4 FT
A/N:

KNOCKOUT POT,WEST HEADER, D1317
RPV 1068, LENGTH:12 FT;
DIAMETER:6 FT
A/N:

KNOCKOUT POT,FIELDLOCATED D1319
WEST HEADER,RPV 2089, LENGTH:
10 FT; DIAMETER:4 FT
A/N:

KNOCKOUT POT,BLOWCASEFOR D1320
RPV 1244, RPV 2699, LENGTH:10 FT 5
IN; DIAMETER:1 FT 4 IN
A/N:

SCRUBBER,RPV 1011, WESTWET D1321
GAS, HEIGHT:6 FT 10 IN; DIAMETER:
5 FT
A/N:

SCRUBBER,RPV 1137, EASTWET D1322
GAS, HEIGHT:6 FT 10 IN; DIAMETER:
5 FT
A/N:

SCRUBBER,RPV 1055, DRY GAS, D1323
HEIGHT:6 FT 10 IN; DIAMETER:5 FT
A/N:

SCRUBBER,CAUSTIC,RPV-1247, D1324
HEIGHT:42 FT; DIAMETER:6 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

KNOCKOUT POT,VAPORRECOVERY, D1325 BENZENE: (10) [40CFR61 H23.12
RPV 3268, HEIGHT:7 FT; DIAMETER: SubpartFF_02,12-4-2003] ; VOC:
4 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

COMPRESSOR,RW16, MYCOM, D1656 D80 D525
SCREWTYPE, WITHDOUBLESEAL, D526 D527
SEALOIL SYSTEM,800 HP MOTOR D528 D847
A/N: D848 D875

VESSEL,V-121,BULKOIL, HEIGHT: D1657
10 FT; DIAMETER:6 FT
A/N:

VESSEL,V131, OIL SEPARATOR, D1658
HEIGHT:6 FT; DIAMETER:5 FT
A/N:

TOWER, RW 5794, WEST CAUSTIC, D1659
HEIGHT:57 FT; DIAMETER:4 FT
A/N:

SCRUBBER,(SPARE),RW5795, D1660
HEIGHT:5 FT 8 IN; DIAMETER:5 FT
A/N:

FILTER,COALESCER D2098
A/N:

FUGITIVEEMISSIONS, D2545 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

SSyysstteem 55::FFCCCCUUFFEEEEDDHHDDSSUUNNITITRREELLIEIEFFSSYYSSTEM S31.10, S58.5TEM
FLARE,ELEVATEDWITH STEAM C1326 CO: 2000 PPMV (5) [RULE B61.7, D12.15,
INJECTION,REFINERYGAS, WITH 15 407,4-2-1982] ; H2S: 160 PPMV D90.18,D323.1,
STEAM-AIRINJECTORS,3 PILOT REFINERYGAS (8) [40CFR60 E193.3,H23.1,
BURNERS& 24"MOLECULARSEALS, SubpartJ,6-24-2008] ; PM: 0.1 H23.12,H23.29,
HEIGHT:215 FT; DIAMETER:2 FT GRAINS/SCF (5) [RULE I1.1
WITH 409,8-7-1981]

A/N:

BURNER, JOHNZINK,MODEL
EEF.QS-24

KNOCKOUT POT,HDSAREA FLARE, D1327 BENZENE: (10) [40CFR61 H23.12
RPV 4025, HEIGHT:32 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:9 FT 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

KNOCKOUT POT,HDS FLARE , RPV D1328 BENZENE: (10) [40CFR61 H23.12
730, HEIGHT:40 FT; DIAMETER:12 SubpartFF_02,12-4-2003] ; VOC:
FT 6 IN 500 PPMV (8) [40CFR61
A/N: SubpartFF,12-4-2003]

FUGITIVEEMISSIONS, D2546 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 88::AAIIRRPPOOLLLLUUTTIOIONNCCOONNTTRROOLL
CARBONFILTER,UP TO 4 UNITS, 400 C2445 D90.1,E128.1,
POUNDS,ODOR CONTROL, E153.4,K67.16
PORTABLE
A/N: 419818

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

CARBONFILTER,NO. 1, WITH C2813 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465290

CARBONFILTER,NO. 2, WITH C2814 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465292

CARBONFILTER,NO. 3, WITH C2815 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465294

CARBONFILTER,NO. 4, WITH C2816 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465295

CARBONFILTER,NO. 5, WITH C2817 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465296

CARBONFILTER,NO. 6, WITH C2818 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465298

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

CARBONFILTER,NO. 7, WITH C2819 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465299

CARBONFILTER,NO. 8, WITH C2820 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465300

CARBONFILTER,NO. 9, WITH C2821 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465301

CARBONFILTER,NO. 10, WITH C2822 D90.14,E71.22,
GRANULARCARBON,1000 LBS, E128.2,E153.3
CALGON,ODOR CONTROL,
PORTABLE
A/N: 465302

CARBONFILTER,NO. 11, WITH C2823 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465303

CARBONFILTER,NO. 12, WITH C2824 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465304

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

CARBONFILTER,NO. 13, WITH C2825 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465305

CARBONFILTER,NO. 14, WITH C2826 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465306

CARBONFILTER,NO. 15, WITH C2827 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465307

CARBONFILTER,NO. 16, WITH C2828 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465308

CARBONFILTER,NO. 17, WITH C2829 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465309

CARBONFILTER,NO. 18, WITH C2830 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465310

CARBONFILTER,NO. 19, WITH C2831 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465311

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

CARBONFILTER,NO. 20, WITH C2832 D90.14,E71.22,
GRANULARCARBON,400 LBS,US E128.2,E153.3
FILTER,ODOR CONTROL,PORTABLE
A/N: 465312

SSyysstteem 99::AAPPCCSSerervvininggCCTTBBDD/#/#JJBB-X-X2525SSuummpp&&WWeeststIGIGFFEEuueennttSSuummpp
CARBONFILTER,2 UNITS IN C2446 D90.1,E128.1,
PARALLEL,WESTATES E153.1
MANUFACTURER,VSC-1200,1000LBS
EACH,CARBONKG-601,SERVING
DRAIN SYSTEMCOMPONENT
JUNCTIONBOX # JB-X25,HEIGHT:5
FT 4 IN; DIAMETER:3 FT 6 IN
A/N:

CARBONFILTER,2 UNITS IN C2455 D90.1,E128.1,
PARALLEL,WESTATES E153.1
MANUFACTURER,VSC-1200,1000LBS
EACH,CARBONKG-601,SERVING
DRAIN SYSTEMCOMPONENT
JUNCTIONBOX # JB-X25,HEIGHT:5
FT 4 IN; DIAMETER:3 FT 6 IN
A/N: 396046

PPrroocceessss2233::RR212919EEXXEEMMPPTTEEQQUUIIPPMMEENNTTSSUUBBJEJECCTTTTOOSSOOUURRCCEE-S-SPPEECCIFIFICICRRUULLEESS

SSyysstteem 11::
RULE 219 EXEMPTEQUIPMENT,AIR E2592 H23.8
CONDITIONINGUNITS

RULE 219 EXEMPTEQUIPMENT, E2593 H23.8
REFRIGERATIONUNITS

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 23 : R219 EXEMPT EQUIPMENT SUBJECT TO SOURCE-SPECIFICRULES

RULE 219 EXEMPTEQUIPMENT, E2594 H23.9
COOLINGTOWERS

RULE 219 EXEMPTEQUIPMENT, E2595 H23.8,H23.24
REFRIGERANTRECOVERYAND/OR
RECYCLINGUNITS

RULE 219 EXEMPTEQUIPMENT, E2596 VOC: (9) [RULE 1168,10-3- H23.23
LAMINATINGEQUIPMENT,LOW USE 2003;RULE1168,1-7-2005;RULE

OR EMISSIONS 1171,11-7-2003;RULE1171,2-1-

2008]

RULE 219 EXEMPTEQUIPMENT, E2597 VOC: (9) [RULE 1171,11-7- H23.10
CLEANINGEQUIPMENT,SMALL, 2003;RULE1171,2-1-2008]

UNHEATED,NON-CONVEYORIZED

RULE 219 EXEMPTEQUIPMENT, E2598 VOC: (9) [RULE 1113,11-8- K67.6
COATINGEQUIPMENT,PORTABLE, 1996;RULE1113,7-13-2007;RULE

ARCHITECTURALCOATINGS 1171,11-7-2003;RULE1171,2-1-

2008]

RULE 219 EXEMPTEQUIPMENT,FIRE E2599 H23.11
EXTINGUISHINGEQUIPMENTUSING
HALONS

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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SECTIOND: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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Device Index For SectionD

Device ID SectionD Page No. Process System

D1 1 1 1

D2 1 1 1

D3 1 1 1

D4 1 1 1

D5 1 1 1

D6 1 1 1

D7 1 1 1

D8 2 1 1

D10 2 1 2

D11 2 1 2

D12 2 1 2

D13 2 1 2

D14 3 1 2

D15 3 1 2

D16 3 1 2

D17 3 1 2

D18 3 1 2

D19 3 1 3

D20 4 1 3

D21 4 1 3

D22 4 1 3

D23 4 1 3

D24 4 1 3

D25 4 1 3

D26 4 1 3

D27 5 1 4

D29 5 1 4

D31 6 1 4

D33 6 1 4

D35 6 1 5

D36 7 1 5

D37 7 1 5

D38 7 1 5

D39 7 1 5

D40 7 1 5

D41 7 1 5
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Device Index For SectionD

Device ID SectionD Page No. Process System

D42 7 1 5

D43 8 1 6

D44 8 1 6

D45 8 1 6

D46 8 1 6

D47 8 1 6

D49 8 1 6

D50 8 1 6

D52 8 1 6

D56 9 1 6

D57 9 1 6

D58 9 1 6

D59 9 1 7

D60 9 1 6

D61 9 1 7

D62 10 1 7

D63 10 1 8

D67 10 1 8

D69 11 1 9

D70 11 2 1

D71 12 2 1

D72 12 2 1

D73 12 2 1

D74 12 2 1

D75 12 2 1

D76 12 2 1

D77 12 2 1

D78 13 2 1

D79 13 2 1

D79 15 2 3

D80 184 16 1

D81 13 2 1

D82 13 2 2

D83 14 2 2

D84 14 2 2

D85 14 2 2
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Device Index For SectionD

Device ID SectionD Page No. Process System

D86 14 2 2

D87 14 2 2

D88 14 2 2

D88 16 2 5

D89 14 2 2

D90 15 2 2

D91 15 2 2

D92 15 2 2

D94 16 2 3

D95 16 2 3

D98 16 2 5

D101 16 2 5

D102 17 2 5

D103 17 2 5

D104 17 2 5

D105 17 2 5

D111 17 2 6

D112 18 2 6

D113 18 2 6

D121 18 2 8

D122 18 2 8

D124 18 2 8

D127 18 2 8

D128 18 2 8

D129 19 2 8

D130 19 2 8

D131 19 2 8

D132 19 2 8

D133 19 2 8

D134 19 2 8

D135 19 2 8

D136 20 2 8

D137 20 2 8

D138 20 2 8

D139 20 2 8

D140 20 2 8
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Device Index For SectionD

Device ID SectionD Page No. Process System

D141 20 2 8

D142 20 2 8

D143 20 2 8

D144 20 2 8

D145 21 2 8

D146 21 2 8

D147 21 2 9

D148 21 2 9

D149 21 2 9

D150 21 2 9

D151 22 2 10

D153 22 2 10

D155 22 2 10

D158 23 2 11

D159 23 2 11

D160 23 2 11

D161 23 2 11

D162 23 2 11

D164 24 3 1

D165 25 3 1

D166 25 3 1

D167 25 3 1

D168 25 3 1

D169 25 3 1

D170 25 3 1

D172 26 3 1

D173 26 3 1

D174 26 3 1

D175 26 3 1

D176 26 3 1

D177 26 3 1

D178 26 3 1

D179 27 3 1

D180 27 3 1

D181 27 3 1

D182 27 3 1
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Device Index For SectionD

Device ID SectionD Page No. Process System

D183 27 3 1

D184 27 3 1

D185 27 3 1

D186 28 3 2

D187 28 3 2

D188 28 3 2

D189 31 3 2

D190 31 3 2

D191 28 3 2

D192 28 3 2

D193 28 3 2

D194 29 3 2

D195 29 3 2

D196 29 3 2

D197 29 3 2

D198 29 3 2

D199 29 3 2

D200 31 3 2

D201 29 3 2

D202 30 3 2

D203 30 3 2

D204 30 3 2

D205 30 3 2

D206 30 3 2

D207 30 3 2

D208 30 3 2

D217 31 3 3

D218 31 3 3

D219 31 3 3

D220 32 3 3

D222 32 3 3

D223 32 3 3

D224 32 3 3

D225 32 3 3

D226 32 3 3

D228 32 3 3
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Device Index For SectionD

Device ID SectionD Page No. Process System

D229 33 3 3

C231 33 3 4

D232 33 3 4

D233 33 3 4

D234 34 3 5

C235 34 3 5

C236 34 3 5

S237 34 3 5

S238 34 3 5

S239 34 3 5

S240 34 3 5

D241 33 3 4

D242 35 3 6

D243 35 3 6

D244 35 3 6

D245 35 3 6

D246 35 3 6

D247 35 3 6

D248 35 3 6

D249 36 3 6

D250 36 3 7

D252 36 3 7

D253 37 4 1

D254 37 4 1

D255 38 4 1

D257 38 4 1

D259 38 4 1

D260 38 4 1

D261 38 4 1

D262 38 4 1

D263 38 4 1

D265 39 4 1

D267 39 4 1

D268 39 4 1

D271 39 4 1

D274 39 4 1
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D275 39 4 1

D276 39 4 1

D277 40 4 1

D278 40 4 1

D280 40 4 1

D281 40 4 1

D282 40 4 1

D283 40 4 1

D284 40 4 1

D287 41 4 1

D290 41 4 2

D291 41 4 2

D292 42 4 3

D293 42 4 3

D296 42 4 3

D297 42 4 3

D299 43 4 3

D300 43 4 3

D301 43 4 3

D302 43 4 4

D303 43 4 4

D304 43 4 4

D307 44 4 4

D308 44 4 5

D309 44 4 5

D310 44 4 5

D311 44 4 5

D314 53 5 1

D315 53 5 1

D316 53 5 1

D317 53 5 1

D319 53 5 1

D320 53 5 1

D323 53 5 1

D324 53 5 1

D325 54 5 1
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Device Index For SectionD

Device ID SectionD Page No. Process System

D326 54 5 1

D327 54 5 1

D328 54 5 1

D329 54 5 1

D330 54 5 1

D331 54 5 1

D332 55 5 1

D334 55 5 2

D335 55 5 2

D336 55 5 2

D337 55 5 2

D338 55 5 2

D339 56 5 2

D340 56 5 2

D341 56 5 2

D342 56 5 2

D343 56 5 2

D347 56 5 2

D348 56 5 2

D349 56 5 2

D350 57 5 2

D351 57 5 2

D352 57 5 2

D353 57 5 2

D354 57 5 3

D355 58 5 3

D356 58 5 3

D357 58 5 3

D358 58 5 3

D359 59 5 3

D360 59 5 3

D361 59 5 3

D362 59 5 3

D372 60 5 3

D373 60 5 3

D374 60 5 3
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Device Index For SectionD

Device ID SectionD Page No. Process System

D375 60 5 3

D376 60 5 3

D377 61 5 3

D378 61 5 3

D379 61 5 3

D380 61 5 3

D381 61 5 3

D382 61 5 3

D383 61 5 3

D384 62 5 3

D385 62 5 3

D386 62 5 3

D387 62 5 3

D388 62 5 3

D389 62 5 3

D390 62 5 3

D391 63 5 3

D392 63 5 3

D393 63 5 3

D394 63 5 3

D395 63 5 3

D396 63 5 3

D397 63 5 3

D398 63 5 3

D399 64 5 3

D400 64 5 3

D401 64 5 4

D402 64 5 4

D403 64 5 4

D404 64 5 4

D405 64 5 4

D406 65 5 4

D407 65 5 4

D408 65 5 4

D409 65 5 4

D410 65 5 4
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D411 65 5 4

D412 65 5 4

D413 65 5 4

D414 66 5 4

D415 66 5 4

D416 67 5 6

Device Index For SectionD

Device ID SectionD Page No. Process System

D417 68 5 6

D418 68 5 6

D419 69 5 6

D421 69 5 6

D423 70 5 6

D425 70 5 6

D426 72 6 1

D427 72 6 1

D428 72 6 1

D429 72 6 1

D430 73 6 1

D431 73 6 1

D432 73 6 1

D433 73 6 1

D434 73 6 1

D435 73 6 1

D436 73 6 1

D437 74 6 1

D438 74 6 1

D439 74 6 1

D440 74 6 1

D441 74 6 1

D442 74 6 1

D443 74 6 1

D444 75 6 1

D445 75 6 1

D446 75 6 1
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Device Index For SectionD

Device ID SectionD Page No. Process System

D447 75 6 1

D448 75 6 1

D449 75 6 1

D451 75 6 1

D452 76 6 1

D453 76 6 1

D454 76 6 1

D455 76 6 1

D456 76 6 1

D457 76 6 1

D458 76 6 1

D459 76 6 1

D460 77 6 1

D461 77 6 2

D462 77 6 2

D463 77 6 2

D464 77 6 2

D465 77 6 2

D468 78 6 2

D469 78 6 2

D470 78 6 2

D471 78 6 2

D472 78 6 2

D473 78 6 2

D474 78 6 2

D475 79 6 2

D476 79 6 2

D477 79 6 2

D478 79 6 2

D479 79 6 2

D480 79 6 2

D481 79 6 2

D482 79 6 2

D483 80 6 2

D485 80 6 2

D486 80 6 2
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Device Index For SectionD

Device ID SectionD Page No. Process System

D487 80 6 3

D488 80 6 3

D489 80 6 3

D490 81 6 3

D491 81 6 3

D492 81 6 3

D493 81 6 3

D494 81 6 3

D495 81 6 3

D496 81 6 3

D497 81 6 3

D498 82 6 3

D499 82 6 3

D500 82 6 3

D501 82 6 3

D502 82 6 3

D503 82 6 3

D504 82 6 3

D505 82 6 3

D506 82 6 3

D507 83 6 3

D510 83 6 3

C511 83 6 3

D512 83 6 3

D513 83 6 3

D514 83 6 3

D515 83 6 3

D516 83 6 3

D517 84 6 3

D518 84 6 3

D519 84 6 3

D520 84 6 3

D521 84 6 3

D522 84 6 3

D523 84 6 3

D524 84 6 3
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Device Index For SectionD

Device ID SectionD Page No. Process System

D525 85 6 3

D526 85 6 3

D527 85 6 3

D528 85 6 3

D529 85 6 3

D530 85 6 3

D531 85 6 3

D532 86 6 4

S533 86 6 4

S534 86 6 4

D535 86 6 4

S536 87 6 4

S537 87 6 4

D538 88 6 4

D539 88 6 4

D541 89 6 4

D542 89 7 1

D543 89 7 1

D544 89 7 1

D545 90 7 1

D546 90 7 1

D547 90 7 1

D548 90 7 1

D549 90 7 1

D550 90 7 1

D551 90 7 1

D552 91 7 1

D553 91 7 1

D554 91 7 1

D555 91 7 1

D556 91 7 1

D557 91 7 1

D558 91 7 1

D559 92 7 1

D560 92 7 1

D562 92 7 1
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Device Index For SectionD

Device ID SectionD Page No. Process System

D563 92 7 1

D564 92 7 1

D565 92 7 1

D566 92 7 1

D567 93 7 1

D568 93 7 1

D569 93 7 1

D570 96 7 3

C571 98 7 4

D572 98 7 4

S573 98 7 4

S574 98 7 4

S575 98 7 4

D576 99 8 1

D577 99 8 1

D578 99 8 1

D579 99 8 1

D581 99 8 1

D582 99 8 1

D583 99 8 1

D584 99 8 1

D592 100 8 1

D593 100 8 1

D594 100 8 1

D595 100 8 1

D596 100 8 1

D597 100 8 1

D598 100 8 1

D599 101 8 1

D600 101 8 1

D601 101 8 1

D602 101 8 1

D603 101 8 1

D604 101 8 1

D607 102 8 2

D608 102 8 2
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Device Index For SectionD

Device ID SectionD Page No. Process System

D610 103 8 2

D611 103 8 2

D612 103 8 2

D613 103 8 2

D614 103 8 2

D615 103 8 2

D616 103 8 2

D617 103 8 2

D619 104 8 2

D622 104 8 2

D623 104 8 2

D624 104 8 2

D625 105 8 3

D626 105 8 3

D627 106 8 3

D628 106 8 3

D629 107 8 3

D631 111 9 1

D632 111 9 1

D633 111 9 1

D634 111 9 1

D635 111 9 1

D636 125 9 9

D637 127 9 9

D638 111 9 1

D639 111 9 1

D640 112 9 1

D641 112 9 1

D642 112 9 1

D643 112 9 1

D644 112 9 1

D645 112 9 1

D646 112 9 1

D647 113 9 1

D648 113 9 1

D649 113 9 1
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Device Index For SectionD

Device ID SectionD Page No. Process System

D650 113 9 1

D651 113 9 1

D652 113 9 1

D653 125 9 9

D655 126 9 9

D656 126 9 9

D657 126 9 9

D658 127 9 9

D659 113 9 1

D660 114 9 1

D661 114 9 1

D662 114 9 1

D663 114 9 1

D664 126 9 9

D665 114 9 1

D666 114 9 1

D667 114 9 1

D668 115 9 1

D669 115 9 1

D670 115 9 1

D671 118 9 2

D672 118 9 2

D673 118 9 2

D674 118 9 2

D675 119 9 2

D676 119 9 2

D677 119 9 2

D678 119 9 2

D679 119 9 2

D680 119 9 2

D681 119 9 2

D682 119 9 2

D683 119 9 2

D684 120 9 2

D685 120 9 2

D703 120 9 4
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Device Index For SectionD

Device ID SectionD Page No. Process System

D704 120 9 4

D705 120 9 5

D706 129 10 1

D708 129 10 1

D709 129 10 2

D710 129 10 2

D711 130 10 2

D712 130 10 2

D713 130 10 2

D714 130 10 2

D715 130 10 2

D716 130 10 2

D717 130 10 2

D718 131 10 2

D719 131 10 2

D720 131 10 2

D721 131 10 2

D722 131 10 3

D723 132 10 3

D724 132 10 3

D725 132 10 3

D730 132 11 1

D739 132 11 1

D740 133 11 1

D741 133 11 1

D742 133 11 1

D743 133 11 1

D744 133 11 1

D745 133 11 1

D752 133 11 1

D753 133 11 1

D756 134 12 1

D757 134 12 1

D758 134 12 1

D759 134 12 1

D760 134 12 1
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Device Index For SectionD

Device ID SectionD Page No. Process System

D760 135 12 2

D761 135 12 2

D762 135 12 2

D763 135 12 2

D764 135 12 2

D765 135 12 3

D766 136 12 3

D767 136 12 3

D768 136 12 3

D769 136 12 3

D770 136 12 3

D771 136 12 4

D772 136 12 4

D773 137 12 4

D774 137 12 4

D778 137 12 5

D779 137 12 5

D780 147 12 14

D781 147 12 14

D782 137 12 7

D783 138 12 7

D785 138 12 8

D786 138 12 8

D788 138 12 8

D789 138 12 8

D790 138 12 8

D791 140 12 9

D792 140 12 9

D793 140 12 9

D794 140 12 9

D795 140 12 9

D796 140 12 9

D796 143 12 10

D797 141 12 9

D797 142 12 10

D797 144 12 11
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Device Index For SectionD

Device ID SectionD Page No. Process System

D797 145 12 12

D798 141 12 9

D798 142 12 10

D798 144 12 11

D798 145 12 12

D799 141 12 9

D799 142 12 10

D799 144 12 11

D799 146 12 12

D800 184 16 1

D801 184 16 1

D802 141 12 10

D804 141 12 10

D805 142 12 10

D806 142 12 10

Device Index For SectionD

Device ID SectionD Page No. Process System

D807 142 12 10

D808 143 12 11

D809 143 12 11

D809 145 12 12

D810 143 12 11

D812 143 12 11

D813 144 12 11

D814 144 12 12

D815 145 12 12

D817 145 12 12

D818 145 12 12

D822 146 12 13

D823 146 12 13

D824 146 12 13

D825 146 12 13

D826 146 12 13

D827 147 12 13

D828 147 12 13
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Device Index For SectionD

Device ID SectionD Page No. Process System

D829 151 12 16

D830 152 12 16

D831 152 12 17

D832 152 12 17

D833 152 12 17

D835 165 13 6

D838 148 12 14

D838 150 12 15

D839 148 12 14

D839 150 12 15

D840 148 12 14

D840 150 12 15

D841 148 12 14

D841 150 12 15

D842 149 12 14

D842 151 12 15

D843 149 12 14

D843 151 12 15

D844 149 12 15

D847 152 12 20

D848 153 12 20

D853 153 12 22

D854 153 12 22

D855 153 12 23

D857 153 12 23

D858 154 12 23

D859 154 12 23

D860 154 12 24

D861 154 12 24

D862 154 12 24

D863 154 12 24

D864 155 12 24

D865 155 12 24

D866 155 12 25

D867 155 12 25

D868 155 12 25



SectionD Page:289
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D869 156 12 25

D870 156 12 25

D871 156 12 25

D872 156 12 26

D873 157 12 27

D874 157 12 27

D875 157 12 27

D877 160 13 2

D877 161 13 3

D877 163 13 4

D877 158 13 1

D878 160 13 2

D878 161 13 3

D878 163 13 4

D878 158 13 1

D879 157 13 1

D880 158 13 1

D881 158 13 1

D882 158 13 1

D883 159 13 2

D884 160 13 2

D885 159 13 2

D886 160 13 3

D888 161 13 3

D889 161 13 3

D890 162 13 4

D891 162 13 4

D892 162 13 4

D893 163 13 4

D894 163 13 4

D895 164 13 5

C896 164 13 5

D897 164 13 5

D898 164 13 5

D898 167 13 7

D899 164 13 5
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Device Index For SectionD

Device ID SectionD Page No. Process System

D900 165 13 5

D900 167 13 7

D901 165 13 5

D901 167 13 7

D903 164 13 5

D904 166 13 6

D907 164 13 5

D908 165 13 5

D908 167 13 7

D909 165 13 5

D909 168 13 7

C910 166 13 6

S912 166 13 6

D913 168 14 1

D917 168 14 2

D923 168 14 2

D924 169 14 2

D960 169 14 5

D962 169 14 5

D964 169 14 5

D992 171 15 2

D994 171 15 4

D995 171 15 4

D997 172 15 4

D998 172 15 4

D999 172 15 4

D1000 172 15 4

D1001 173 15 4

C1002 173 15 4

D1004 173 15 5

D1005 174 15 5

D1006 174 15 5

D1007 174 15 6

D1008 174 15 6

D1009 174 15 6

D1010 175 15 6
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Device Index For SectionD

Device ID SectionD Page No. Process System

D1011 175 15 6

D1012 175 15 6

D1013 175 15 6

D1014 175 15 6

D1015 175 15 6

D1016 175 15 6

D1021 176 15 6

D1030 179 15 8

D1032 180 15 8

D1058 180 15 9

D1059 180 15 9

D1067 184 16 1

D1069 185 16 1

D1070 185 16 1

D1071 185 16 1

D1072 185 16 1

D1073 185 16 1

D1074 185 16 1

D1075 186 16 1

D1078 186 16 1

D1079 186 16 1

D1080 186 16 1

D1081 186 16 1

D1083 186 16 1

D1084 187 16 1

D1085 187 16 1

D1086 187 16 1

D1087 187 16 1

D1089 187 16 1

D1090 187 16 1

D1091 187 16 1

D1092 188 16 1

D1093 188 16 1

D1098 188 16 1

D1099 188 16 1

D1102 188 16 1
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1103 188 16 1

D1104 188 16 1

D1105 229 16 5

D1106 189 16 1

D1107 189 16 1

D1108 189 16 1

D1109 189 16 1

D1110 189 16 1

D1111 189 16 1

D1113 147 12 14

D1113 149 12 15

D1114 148 12 14

D1114 150 12 15

D1115 189 16 1

D1116 190 16 1

D1117 190 16 1

D1119 190 16 1

D1120 190 16 1

D1121 190 16 1

D1122 190 16 1

D1123 191 16 1

D1124 191 16 1

D1125 191 16 1

D1126 191 16 1

D1127 191 16 1

D1128 191 16 1

D1130 192 16 1

D1134 192 16 1

D1135 192 16 1

D1136 192 16 1

D1137 192 16 1

D1138 192 16 1

D1139 193 16 1

D1140 193 16 1

D1141 193 16 1

D1142 193 16 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1143 194 16 2

D1144 194 16 2

D1145 195 16 2

D1146 195 16 2

D1147 196 16 2

D1148 196 16 2

D1150 197 16 2

D1153 210 16 4

D1154 211 16 4

D1155 211 16 4

D1156 212 16 4

D1157 212 16 4

D1158 213 16 4

D1159 197 16 2

D1160 198 16 2

D1161 213 16 4

D1162 198 16 2

D1163 198 16 2

D1164 199 16 2

D1165 199 16 2

D1166 214 16 4

D1167 215 16 4

D1168 215 16 4

D1169 216 16 4

D1170 217 16 4

D1171 217 16 4

D1172 218 16 4

D1173 218 16 4

D1174 219 16 4

D1175 200 16 2

D1176 220 16 4

D1177 220 16 4

D1178 221 16 4

D1179 221 16 4

D1180 222 16 4

D1181 223 16 4
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FACILITYPERMIT TO OPERATE
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1182 223 16 4

D1183 224 16 4

D1184 225 16 4

D1185 200 16 2

D1186 201 16 2

D1187 201 16 2

D1188 225 16 4

D1190 226 16 4

D1193 202 16 2

D1194 226 16 4

D1195 227 16 4

D1196 227 16 4

D1199 202 16 2

D1200 204 16 3

D1201 204 16 3

D1202 204 16 3

D1203 205 16 3

D1204 205 16 3

D1205 206 16 3

D1206 206 16 3

D1207 206 16 3

D1208 206 16 3

D1209 206 16 3

D1210 207 16 3

D1211 207 16 3

D1212 207 16 3

D1213 207 16 3

D1214 207 16 3

D1215 207 16 3

D1216 208 16 3

D1217 208 16 3

D1218 208 16 3

D1219 208 16 3

D1220 208 16 3

D1221 208 16 3

D1222 208 16 3
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1223 209 16 3

D1225 209 16 3

D1226 231 17 1

D1227 232 17 1

D1228 232 17 1

D1228 236 17 2

D1228 240 17 3

D1228 243 17 4

D1229 232 17 1

D1229 236 17 2

D1229 240 17 3

D1229 243 17 4

D1230 232 17 1

D1231 233 17 1

D1231 236 17 2

D1231 240 17 3

D1231 244 17 4

D1232 233 17 1

D1232 237 17 2

D1232 240 17 3

D1232 244 17 4

D1233 235 17 2

D1234 235 17 2

D1235 236 17 2

D1236 238 17 3

D1237 239 17 3

D1238 240 17 3

D1239 242 17 4

D1240 243 17 4

D1241 244 17 4

C1242 246 17 5

C1243 246 17 5

C1244 246 17 5

D1245 246 17 5

D1245 247 17 6

D1245 247 17 7
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FACILITYPERMIT TO OPERATE
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1245 248 17 8

S1247 246 17 5

C1248 246 17 6

C1249 246 17 6

C1250 246 17 6

S1251 247 17 6

C1252 247 17 7

C1253 247 17 7

C1254 247 17 7

S1255 247 17 7

C1256 248 17 8

C1257 248 17 8

C1258 248 17 8

S1259 248 17 8

D1262 248 18 1

D1263 249 18 1

D1264 249 18 1

D1265 249 18 1

D1266 249 18 1

D1267 250 19 1

D1268 250 19 1

D1269 250 19 1

D1272 251 19 2

D1274 251 19 2

Device Index For SectionD

Device ID SectionD Page No. Process System

D1275 251 19 2

D1276 251 19 3

D1277 251 19 3

D1280 251 19 4

D1281 252 19 4

D1282 252 19 4

D1284 249 18 2

D1285 250 18 2

D1286 250 18 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1287 255 19 7

D1288 255 19 7

D1289 256 19 7

C1302 256 21 1

D1303 256 21 1

D1304 256 21 1

C1305 257 21 2

D1306 257 21 2

D1307 257 21 2

C1308 258 21 3

D1309 258 21 3

D1310 258 21 3

D1311 258 21 3

D1312 258 21 3

D1313 259 21 4

D1314 259 21 4

D1315 259 21 4

D1316 260 21 4

D1317 260 21 4

D1319 260 21 4

D1320 260 21 4

D1321 260 21 4

D1322 260 21 4

D1323 260 21 4

D1324 260 21 4

D1325 261 21 4

C1326 262 21 5

D1327 262 21 5

D1328 262 21 5

C1329 252 19 4

D1332 5 1 3

C1335 10 1 8

D1363 36 3 7

D1400 41 4 2

D1401 41 4 2

D1402 42 4 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1403 42 4 2

D1404 58 5 3

D1405 58 5 3

D1406 58 5 3

D1407 58 5 3

D1408 59 5 3

D1409 59 5 3

D1410 59 5 3

D1411 59 5 3

D1412 60 5 3

D1413 60 5 3

D1420 66 5 5

D1421 66 5 5

D1422 66 5 5

D1423 66 5 5

D1424 67 5 5

D1425 67 5 5

D1426 67 5 5

D1427 67 5 5

D1432 67 5 5

D1433 71 5 6

D1434 72 6 1

D1435 72 6 1

D1436 72 6 1

D1439 87 6 4

D1443 93 7 2

D1444 93 7 2

D1446 93 7 2

D1447 94 7 2

D1448 94 7 2

D1449 94 7 2

D1450 94 7 2

D1451 94 7 2

D1452 94 7 2

D1453 94 7 2

D1455 95 7 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1456 95 7 2

D1457 95 7 2

D1458 95 7 2

D1459 95 7 2

D1460 95 7 2

D1461 95 7 2

D1462 96 7 2

D1463 96 7 2

D1464 96 7 2

D1465 97 7 3

C1466 98 7 4

D1467 98 7 4

S1468 98 7 4

D1470 102 8 1

D1471 102 8 1

D1472 102 8 1

D1473 102 8 1

D1479 107 9 1

D1480 107 9 1

D1481 108 9 1

D1482 108 9 1

D1483 108 9 1

D1484 108 9 1

D1485 108 9 1

D1486 108 9 1

D1487 108 9 1

D1488 109 9 1

D1489 109 9 1

D1490 109 9 1

D1491 109 9 1

D1492 109 9 1

D1493 109 9 1

D1494 109 9 1

D1495 110 9 1

D1496 110 9 1

D1497 110 9 1
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1498 110 9 1

D1499 110 9 1

D1500 110 9 1

D1501 110 9 1

D1502 110 9 1

D1508 126 9 9

D1509 126 9 9

D1512 126 9 9

D1513 127 9 9

D1517 117 9 1

D1520 110 9 1

D1521 117 9 1

D1522 111 9 1

D1527 115 9 1

D1528 115 9 1

D1529 115 9 1

D1531 115 9 1

D1532 116 9 1

D1533 116 9 1

D1534 116 9 1

D1535 116 9 1

D1536 116 9 1

D1537 127 9 9

D1538 116 9 1

D1539 121 9 6

D1541 121 9 6

D1585 122 9 8

D1586 122 9 8

D1587 122 9 8

D1588 123 9 8

D1589 123 9 8

D1590 123 9 8

D1591 123 9 8

D1592 123 9 8

D1593 123 9 8

D1594 123 9 8
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1595 123 9 8

D1596 124 9 8

D1597 124 9 8

D1598 124 9 8

D1599 124 9 8

D1600 124 9 8

D1601 124 9 8

D1602 124 9 8

D1603 125 9 8

D1604 125 9 8

D1605 125 9 8

D1627 170 15 1

C1628 171 15 1

C1630 171 15 2

C1632 184 15 11

D1634 173 15 4

C1635 174 15 5

D1637 176 15 6

C1638 176 15 6

C1640 176 15 6

D1644 178 15 7

D1645 178 15 7

D1646 178 15 7

D1647 178 15 7

D1648 178 15 7

D1649 179 15 7

D1650 204 16 3

D1651 204 16 3

D1652 205 16 3

D1653 205 16 3

D1654 205 16 3

D1655 206 16 3

D1656 261 21 4

D1657 261 21 4

D1658 261 21 4

D1659 261 21 4
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1660 261 21 4

D1974 45 4 7

D1975 45 4 7

D1976 45 4 7

D1977 45 4 7

D1978 45 4 7

D1979 45 4 7

D1980 45 4 7

D1981 46 4 7

D1982 46 4 7

D1983 46 4 7

D1984 46 4 7

D1985 46 4 7

D1986 46 4 7

D1997 253 19 6

D1998 253 19 6

D2003 155 12 24

D2003 156 12 25

D2005 129 10 1

D2006 129 10 1

D2008 176 15 6

D2009 176 15 6

D2010 177 15 6

D2011 177 15 6

D2012 177 15 6

D2013 177 15 6

C2014 177 15 6

D2019 116 9 1

D2044 117 9 1

D2049 96 7 2

D2055 96 7 2

D2056 121 9 6

D2057 121 9 6

D2058 122 9 6

D2059 122 9 6

D2070 104 8 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2092 127 9 10

D2093 127 9 10

D2094 128 9 10

D2096 128 9 10

D2097 128 9 10

D2098 261 21 4

D2100 128 9 10

D2101 128 9 10

D2102 128 9 10

D2105 128 9 10

D2111 233 17 1

D2111 237 17 2

D2111 240 17 3

D2111 244 17 4

D2112 233 17 1

D2112 237 17 2

D2112 241 17 3

D2112 244 17 4

D2113 233 17 1

D2113 237 17 2

D2113 241 17 3

D2113 244 17 4

D2114 233 17 1

D2114 237 17 2

D2114 241 17 3

D2114 245 17 4

D2115 209 16 3

D2116 209 16 3

D2117 209 16 3

D2118 209 16 3

D2119 210 16 3

D2120 210 16 3

D2121 169 14 10

D2131 170 14 11

D2139 170 14 12

D2146 117 9 1
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2147 117 9 1

D2148 117 9 1

D2149 252 19 5

C2151 253 19 5

D2153 203 16 2

D2157 179 15 7

D2158 179 15 7

D2307 47 4 8

D2308 47 4 8

D2309 47 4 8

D2310 47 4 8

D2311 47 4 8

D2312 47 4 8

D2313 48 4 8

D2314 48 4 8

D2315 48 4 8

D2316 48 4 8

D2317 48 4 8

D2318 48 4 8

D2319 48 4 8

D2320 49 4 8

D2321 49 4 8

D2326 49 4 8

D2327 49 4 8

D2329 49 4 8

D2330 49 4 8

D2331 50 4 9

D2332 50 4 9

D2333 51 4 9

D2334 51 4 9

D2335 51 4 9

D2336 51 4 9

D2337 51 4 9

D2338 51 4 9

D2340 51 4 9

D2351 52 4 9



SectionD Page:305
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2352 52 4 9

D2353 210 16 3

D2363 138 12 8

D2364 139 12 8

D2365 139 12 8

D2366 139 12 8

D2367 139 12 8

D2368 139 12 8

D2369 117 9 1

D2370 117 9 1

D2371 118 9 1

D2372 118 9 1

D2373 118 9 1

D2388 13 2 1

D2389 15 2 2

D2390 33 3 3

D2394 210 16 3

D2395 49 4 8

D2396 50 4 8

D2397 50 4 8

D2398 50 4 8

D2399 50 4 8

D2400 52 4 9

D2401 52 4 9

D2402 52 4 9

D2403 52 4 9

D2404 139 12 8

C2413 166 13 6

S2415 167 13 6

D2416 254 19 6

D2417 254 19 6

D2418 254 19 6

C2445 262 21 8
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

C2446 266 21 9

C2455 266 21 9

D2459 2 1 1

D2460 3 1 2

D2461 5 1 3

D2462 7 1 5

D2463 9 1 6

D2464 10 1 7

D2465 13 2 1

D2466 15 2 2

D2467 16 2 3

D2468 17 2 5

D2469 18 2 6

D2470 24 2 11

D2471 27 3 1

D2472 31 3 2

D2473 33 3 3

D2474 42 4 2

D2475 36 3 6

D2476 41 4 1

D2477 43 4 3

D2478 44 4 4

D2479 44 4 5

D2481 46 4 7

D2482 55 5 1

D2483 57 5 2

D2484 64 5 3

D2485 66 5 4

D2486 50 4 8

D2487 52 4 9

D2488 67 5 5

D2489 77 6 1

D2490 80 6 2

D2491 86 6 3

D2492 93 7 1

D2493 96 7 2
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2494 102 8 1

D2495 104 8 2

D2496 118 9 1

D2497 120 9 2

D2499 120 9 4

D2500 157 12 27

D2501 122 9 6

D2502 125 9 8

D2503 127 9 9

D2504 128 9 10

D2505 129 10 1

D2506 131 10 2

D2507 132 10 3

D2508 134 11 1

D2509 134 12 1

D2510 135 12 2

D2511 136 12 3

D2512 137 12 4

D2513 137 12 5

D2514 149 12 14

D2515 138 12 7

D2516 139 12 8

D2517 141 12 9

D2518 143 12 10

D2519 144 12 11

D2520 146 12 12

D2521 147 12 13

D2527 151 12 15

D2528 153 12 20

D2529 153 12 22

D2530 154 12 23

D2531 155 12 24

D2532 156 12 25

D2533 168 14 1

D2534 169 14 2

D2536 156 12 26
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2538 169 14 10

D2539 170 14 11

D2540 170 14 12

D2541 179 15 7

D2542 256 21 1

D2543 257 21 2

D2544 258 21 3

D2545 261 21 4

D2546 262 21 5

D2585 234 17 1

D2586 238 17 2

D2587 242 17 3

D2588 245 17 4

D2589 193 16 1

D2590 203 16 2

D2591 210 16 3

E2592 266 23 1

E2593 266 23 1

E2594 267 23 1

E2595 267 23 1

E2596 267 23 1

E2597 267 23 1

E2598 267 23 1

E2599 267 23 1

D2600 171 15 1

D2601 177 15 6

D2602 157 13 1

D2604 159 13 2

D2605 160 13 3

D2606 162 13 4

D2607 162 13 4

D2608 162 13 4

D2613 159 13 1

D2614 160 13 2

D2615 163 13 4

D2645 158 13 1
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2646 159 13 2

D2675 161 13 3

D2676 165 13 5

D2677 168 13 7

D2678 167 13 6

D2740 234 17 1

D2740 237 17 2

D2740 241 17 3

D2740 245 17 4

D2741 234 17 1

D2741 238 17 2

D2741 241 17 3

D2741 245 17 4

D2742 234 17 1

D2742 238 17 2

D2742 242 17 3

D2742 245 17 4

D2743 151 12 16

D2744 151 12 16

D2745 166 13 6

D2746 166 13 6

D2747 180 15 9

C2748 180 15 9

D2749 181 15 9

D2750 181 15 9

D2751 181 15 9

D2752 181 15 9

C2753 181 15 9

D2754 181 15 9

D2755 182 15 9

C2756 182 15 9

D2757 182 15 9

C2758 182 15 9

D2759 182 15 9

C2760 182 15 9

D2761 183 15 9
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

C2762 183 15 9

D2775 234 17 1

D2775 238 17 2

D2775 241 17 3

D2775 245 17 4

D2776 254 19 6

D2787 183 15 9

C2788 183 15 9

D2789 229 16 5

D2790 229 16 5

D2791 229 16 5

D2792 230 16 5

D2793 230 16 5

D2794 230 16 5

D2811 183 15 9

C2812 183 15 9

C2813 263 21 8

C2814 263 21 8

C2815 263 21 8

C2816 263 21 8

C2817 263 21 8

C2818 263 21 8

C2819 264 21 8

C2820 264 21 8

C2821 264 21 8

C2822 264 21 8

C2823 264 21 8

C2824 264 21 8

C2825 265 21 8

C2826 265 21 8

C2827 265 21 8

C2828 265 21 8

C2829 265 21 8

C2830 265 21 8

C2831 265 21 8

C2832 266 21 8
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2837 37 3 7

D2840 230 16 5

D2850 228 16 4

D2859 255 19 6

D2878 229 16 4

D2878 230 16 5

D2880 183 15 9

C2881 184 15 9

D2882 152 12 16

D2883 152 12 17

D2884 249 18 1
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designatedNo.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not use diesel fuel containing sulfur compounds in excess of 15 ppm by weight as supplied by
the supplier.

This condition shall become e«ective on or after June 1, 2004.

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001;RULE 2004, 4-6-2007]

F34.1 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hourperiod.

[RULE 431.1, 6-12-1998]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR79
40CFR80
Title 13, CaliforniaCode of Regulations

[40CFR 79, 7-1-1999; 40CFR 80, 7-1-1999; CCR Title 13, 9-24-1999]

F52.2 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR61,SubpartFF

Wastemanagementunits (as de©ned in SubpartFF) subject to the standardsof SubpartFF are identi©ed in the
equipment speci©c section.

Other waste management units associatedwith waste streams are either exempt under 2 Mg/Yr limit or under
the 10 PPMV limit, and are therefore not subject to the standards of Subpart FF. To demonstrate continued
exemptions, the operator shall submit a copy of the annual NESHAP for Benzene Waste Operations report
sent to the EPA to the District.

Exceeding the 2 Mg/Yr limit containing greater than 10 ppmw benzene shall be a violation of Subpart FF,
unless the operator has noti©ed the AQMD and the EPA prior to the start of the new year about their plans to
change to another compliance option allowed by Subpart FF regulation.The noti©cation to the AQMD shall
also address the necessary permit modi©cations, including submitting any additional applications, resulting
from the changes to the complianceoption.

[40CFR 61 Subpart FF, 12-4-2003]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F52.3 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

CONSENTDECREE CIVIL NO. 2:96 CV 095 RL

CONSENTDECREE CIVIL NO. 2:96 CV 095 RL (FourthAmendment)

40 CFR 60 SubpartA

40 CFR 61 SubpartA

40 CFR 63 SubpartA

[40CFR 60 Subpart A, 5-16-2007; 40CFR 61 Subpart A, 5-16-2007; 40CFR 63 Subpart A, 5-16-2007;
CONSENT DECREE CIVIL NO. 2:96 CV 095 RL, 8-29-2001; CONSENTDECREE CIVIL NO. 2:96 CV
095 RL (FourthAmendment), 10-7-2005]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphereoriginated from the equipment.

SYSTEM CONDITIONS

S1.1 The operator shall limit the material processed to no more than 6000 ton(s) in any one day.

For the purpose of this condition, material processed shall be de©ned as the total amount of petroleum coke
loaded into trucks through the four load out weigh hoppers,1A/B and 2A/B, in short tons.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 12]



SectionD Page:316
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S2.1 The operator shall limit emissions from this system as follows

CONTAMINANT EMISSIONSLIMIT

VOC Less than 2.5 lbs/mmscfof hydrogen produced

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process7, System 1 , 2]

S4.3 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ section 60.692-5.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; 40CFR 60 SubpartQQQ, 10-17-2000]

[Systems subject to this condition : Process4, System 1; Process6, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S4.4 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in writing in the following applications: heavy liquid service, control valves,
instrument piping/tubing, applications requiring torsional valve stem motion, applications where failures
could pose safety hazards (e.g. drain valves with valve stems in horizontal position), retro©ts with space
limitations,and valves not commericallyavailable.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to leakless valves.

All new components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background as measured using EPA Method 21, shall be repairedwithin 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief device, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s) and copies of requisitiondata sheet for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; 40CFR 60 Subpart
GGG, 6-2-2008]

[Systems subject to this condition : Process4, System 1; Process6, System 3]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S7.1 The followingconditions shall apply to all coke handling and related devices from this system:

The operator shall submit an application for a permit to construct for a modi©cation of the coke handling and
storage system (Process2 System 8) prior to the constructionof this system for compliancewith Rule 1158.

To comply with Rule 1158 (d)(10), the operator shall install and operate a fog spray system at each material
transfer point such that the transferring of petroleum coke shall not cause any visible airborne dust at the
transferpoint formore than three minutes in any one hour.

If this facility is operated in violation of this condition for visible emission, the operator shall provide covers
or total enclosure on all transfer points except those between the weigh hoppers and the truck trailers, for
which the operator shall provide loading socks to reduce airborne dust by totally enclosing the dropping
materials above the slot-top cover.

The operator shall install and operate a fog spray system at each opening of the station building. The entrance
and exit of the station building for trucks shall have overlapping ªaps which shall remain closed when
sustainedwind speed exceeds 5 miles per hour or whenwind gusts exceed 25 miles per hour.

For the purposeof this condition, transferpoint shall be de©ned as the pointwhere petroleumcoke is dropped
from the conveyor into the load out bin, from the load out bin into the weigh hopper, or from the weigh
hopper into the truck trailer.

[RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 12]

S7.2 The followingconditions shall apply to all coke handling and related devices from this system:

The operator shall install and operate a fog spray system at each opening of the building. The entrance and
exit of the building shall have doors or overlapping ªaps which shall remain closed at all times except to
allow vehicles to enter or leave.

The coke barn shall not be used for loading or unloading petroleumcoke into or out of transportingtrucks.

[RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 8]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S11.1 The operator shall comply with all applicable mitigation measures stipulated in the "Statement of Findings,
Statement of OverridingConsiderations, andMitigationMonitoringPlan" documentwhich is part of the AQMD
Certi©ed Final Environmental Impact Report dated 03-sep-1997 for this facility.

This condition shall only apply to equipment listed in SectionH of this facility permit.

[CA PRC CEQA, 11-23-1970]

[Systems subject to this condition : Process5, System 4]

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1158

[RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 8 , 9 , 12]

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 5 , 6; Process 2, System 1 , 2 , 3 , 5 , 6 , 11;
Process 3, System 1 , 2 , 3; Process 4, System 1 , 2 , 3 , 4 , 5 , 7 , 8 , 9; Process 5, System 1 , 2 , 3 , 4 , 5;
Process6, System 1 , 2 , 3; Process 7, System 1 , 2; Process 8, System 1 , 2; Process 9, System 1 , 2 , 3 , 4 ,
6 , 7 , 8 , 9 , 10; Process 10, System 1 , 2 , 3; Process 11, System 1; Process 12, System 4 , 5 , 7 , 8 , 9 , 10 ,
11 , 12 , 13 , 14 , 15]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Systems subject to this condition : Process16, System 2 , 3]

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1189

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process7, System 1 , 2]

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 464

[RULE 464, 12-7-1990]

[Systems subject to this condition : Process15, System 10]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 464

VOC District Rule 1176

[RULE 1176, 9-13-1996;RULE 464, 12-7-1990]

[Systems subject to this condition : Process15, System 1 , 2 , 3 , 4 , 5 , 6 , 7 , 8 , 9]

S13.8 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Systems subject to this condition : Process16, System 1]

S13.10 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Systems subject to this condition : Process13, System 1 , 2 , 3 , 4]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.11 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

For Rule 463 applicability, only subdivision (d) in the March 11, 1994 amendment, or equivalent
requirements in the future amendments, shall apply to domed external ªoating roof tanks. This does not
preclude any requirementsspeci©ed in Rule 1178.

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Systems subject to this condition : Process16, System 4]

S13.12 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process12, System 16 , 17]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.13 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63,SUBPART EEEE

[40CFR 63 Subpart EEEE, 7-28-2006]

[Systems subject to this condition : Process14, System 2]

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunits.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 9 , 10 , 11 , 12 , 13]

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the naphtha isomerizationsystem.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process5, System 5]

S15.3 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the amine contactor system located in the light ends depropanizer system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 4]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All coker blowdowngases shall be directed to the coker gas treating unit.

This process/system shall not be operated unless the coker gas treating unit is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 1 , 2 , 3 , 5 , 6]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to amine contactor system located within this system.

This process/systemshall not be operated unless the amine contactor system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 11; Process3, System 2; Process4, System 3; Process 5,
System 2 , 3 , 4; Process6, System 1 , 2; Process8, System 2; Process9, System 8]

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to amine contactor system located within this system and the hydrocraker
fractionationsystem.

This process/systemshall not be operated unless the amine contactor system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process5, System 1]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.8 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the coker gas treating unit.

This process/systemshall not be operatedunless coker gas treating unit is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process1, System 2; Process4, System 7; Process9, System 1]

S15.30 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All tail gas from the sulfur recovery unit(s) shall be vented to the tail gas unit No.1 or No.2 followed by
incinerator No.1 or No.2 at all times except during emergency. Sour gas or tail gas shall be vented to the

ªare only during emergency.

All vent gases from the sulfur degassing tank shall be directed to the tail gas unit No.1 or No.2.

This process/systemshall not be operated unless the tail gas unit No.1 or No.2 and the incinerator No.1 or
No.2 are in full use and have a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process13, System 1 , 2 , 3 , 4]

S15.31 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All waste gases generated from this system shall be directed to a thermal oxidizer or fuel gas combustion
device which is in full use, has a valid permit to receive vent gases from this system, and complies with all
applicable rules and regulations including40CFR60,Subpart J limits and monitoringrequirements.

All waste gas generated from this system shall be considered as fuel gas as de©ned in 40CFR60, Subpart J.
Therefore, the vent gases are, when directed to a thermal oxidizer or fuel gas combustion device, subject to
the H2S limits of Subpart J.

[40CFR 60 Subpart J, 6-24-2008]

[Systems subject to this condition : Process9, System 1]
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The operator shall comply with the terms and conditions set forth below:

S15.40 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases during normal operation shall be directed to the sour gas treating system located in the Coker
Unit (Process2, System 11).

This process/systemshall not be operated unless the above equipment is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 10 , 11]

S15.41 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to a ªare.

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 10 , 11]

S15.51 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system, except for
Device ID D1201 which shall be vented to the coker blowdown recovery system, and under emergency
conditions, it shall be vented to the atmosphere.

This process/systemshall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) is in full use and has a valid permit to receive vent
gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process16, System 3]
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The operator shall comply with the terms and conditions set forth below:

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Claus Sulfur RecoveryFacility "A" (Process:13, System: 1)

Claus Sulfur RecoveryFacility"B"(Process:13, System: 2)

Claus Sulfur RecoveryFacility "C" (Process:13, System: 3)

Claus Sulfur RecoveryFacility"D"(Process:13, System: 4)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 2011, 5-6-2005]

[Systems subject to this condition : Process13, System 5 , 7]

S18.5 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

MethyldiethanolamineRegenerationSystemNo. 1 (Process:12, System: 9)

MethyldiethanolamineRegenerationSystemNo. 2 (Process:12, System: 10)

MethyldiethanolamineRegenerationSystemNo.3 (Process:12, System: 11)

MethyldiethanolamineRegenerationSystemNo. 4 (Process:12, System: 12)

MethyldiethanolamineRegenerationSystemNo. 5 (Process:12, System: 13)

North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

Claus Tail Gas TreatingUnit No. 2 (Process:13, System: 5)

Claus Tail Gas TreatingUnit No. 1 (Process:13, System: 7)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 1 , 2 , 3 , 4]
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The operator shall comply with the terms and conditions set forth below:

S31.1 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)410695 and 400672:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process5, System 4; Process9, System 1]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)397243:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]



SectionD Page:331
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process3, System 2]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)397244:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process9, System 2]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)427414:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All components are subject to 40CFR60,SubpartGGG
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 9]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.5 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)425810:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All components are subject to 40CFR60,SubpartGGG

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process1, System 5]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.6 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)434526,434527,434528,436040, 436041 and 454560:

The operator shall provide to the District, no later than 60 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, operating temperature, operating pressure, body material,
application,and reasonswhy bellows seal valves were not used

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applicationswhere valve failure could pose safety hazard (e.g., drain valves with
valve stems in horizontal position), retro©ts/special applications with space limitations, and valves not
commerciallyavailable

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least ©ve
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.

The operator shall replace 4 additional existing valves in VOC service with bellow sealed valves to o«set the
emission increase from the modi©cation to the above referenced applications.The operator shall submit to the
District within 90 days of startup, copies of the as-built piping and instrumentationdiagram identifying the
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

replacement valves and copies of requisition data sheet for the new bellow sealed valves. The additional
valves to be replaced shall include the following valves with Rule 1173 tag numbers: NESHAP 1351, 1352,
1354, and 1355

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components are subject to 40CFR60,SubpartGGG

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 6; Process12, System 14 , 15; Process21, System 4]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.9 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)450816, 450822, 450823, 450824, 450840, 450841:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc

All new process drains installed as a result of this project shall be equippedwith a water seal

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem

All new valves in VOC service installed as a result of this project shall be of leakless type, except those
speci©cally exempted by Rule 1173 or approved by the District in the following applications: heavy liquid
service, control valves, instrument piping/tubing, applications requiring torsional valve stem motion,
applications where failures could pose safety hazards (e.g. drain valves with valve stems in horizontal
position),retro©ts with space limitations,and valves not commerciallyavailable

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173

All accessible pumps, compressors, and atmospheric PRDs shall be audio-visually inspected once per 8 hr
shift. All accessible components in light liquid/gas/vaporand pumps in heavy liquid service shall be inspected
quarterly, except for pumps in light liquid service and valves in gas/vapor or light liquid service which shall
be inspected monthly when required per CFR60 Subpart GGG. All inaccessible or di¬cult to monitor
components in light liquid/gas/vaporservice shall be inspected annually

The following leaks shall be repaired within 7 calendar days - All light liquid/gas/vapor components leaking
at a rate of 500 to 10,000ppm, heavy liquid components leaking at a rate of 100 to 500 ppm or greater than 3
drops/minute, unless otherwise extended as allowed under Rule 1173. The following leaks shall be repaired
within 2 calendar days - any leak between 10,000 to 25,000 ppm, any atmosphericPRD leaking at a rate of
200 to 25,000ppm, unless otherwise extended as allowed under Rule 1173

The following leaks shall be repairedwith in 1 calendar day - any leak greater than 25,000 ppm, heavy liquid
leak greater than 500 ppm, or light liquid leak greater than 3 drops perminute

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, the operator
may revert to a quarterly inspection programwith the approval of the executive o¬cer. This condition does
not apply to leakless valves

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 3, System 1 , 2 , 3; Process 5, System 3; Process 8, System 1 , 2;
Process21, System 2]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.10 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by application number(s) 454566, 454567, 454568, 458598, 458600, 458610, 459257, 459284
& 459286:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, operating temperature, operating pressure, body material,
application,and reasonswhy bellows seal valves were not used

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be belows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applicationswhere valve failure could pose safety hazard (e.g., drain valves with
valve stems in horizotal position), retro©ts/special applications with space limitations, and valves not
commerciallyavailable

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least ©ve
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

All pressure relief valves shall be connected to a closed vent system or equipped with a rupture disc and
telltale indicator

All pumps shall utilize double seals and be connected to a closed vent system.

All compressorsto have a seal systemwith a higher pressurebarrierªuid.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 11; Process 10, System 1; Process 21, System 1 , 2 , 3 ,
5 , 6 , 10 , 11]

S41.1 The operator shall use the equipment in this system for research and development purposes only and shall cease
operationof this equipment after 07/25/2009.

[RULE 441, 5-7-1976]

[Systems subject to this condition : Process15, System 11]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S42.1 The operator shall shall not operate the FCCU unless the operator complies with the emission limits of the
followingrules::

Contaminant Rule Rule Subpart

PM10 District Rule 1105.1

NH3 District Rule 1105.1

If the operator fails to complywith any of the terms and conditions listed below, the operator shall be subject
to the compliancedeadlines as speci©ed in Rule 1105.1(d)(1).

a. Award contract(s) to construct and install the control technology by May 1, 2006

b. Commence construction phase of the control technology permitted by AQMD for compliance with Rule
1105.1(d)(1) by the latter of November 30, 2006, or within 30 days of receiving the permit.These dates may
be extended in writing by the ExecutiveO¬cer upon a request by BP West Coast Products,LLC if the CEQA
document in not ©nalized by October 31, 2006. Such extension(s) shall not be for a period more than ©ve
months after the original deadline listed in this paragraph

c. Start operation of the control technology permitted to insure compliance with Rule 1105.1(d)(1) by August
15, 2008

d. Complywith all Rule 1105.1(d)(1) requirementsno later than August 31, 2008

[RULE 1105.1, 11-7-2003]

[Systems subject to this condition : Process3, System 1 , 5]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S46.1 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that was issued between June 1,
1993 and December 27, 2001.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

All new valves and new major components, as de©ned in Rule 1173, shall be physically identi©ed in the ©eld
with special marking that distinguishes the components from existing. Additionallyall new components shall
be distinctly identi©ed from existing components through their tag numbers (e.g. numbers ending in the letter
"N"), and shall be noted in the records.

All new components in VOC service with a leak greater than 500 ppm but less than 1,000 ppm, as methane,
measured above background using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All new pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All new sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components are subject to 40CFR60,SubpartGGG.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-
O«set, 5-10-1996; 40CFR 60 SubpartGGG, 6-2-2008]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 6; Process 2, System 1 , 2; Process 3, System
3; Process 4, System 2 , 8 , 9; Process 5, System 3 , 5; Process 6, System 1; Process 7, System 1 , 2; Process
8, System 1 , 2; Process9, System 1 , 3 , 6 , 8 , 9 , 10; Process12, System 8]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S46.2 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that was issued between June 1,
1993 and December 27, 2001.

The operator shall provide to the District, no later than August 29, 2003, a complete, as built, process
instrumentation diagram(s) with a listing showing by functional grouping, location, type, accessibility, and
applicationof each new valve in VOC service.The operator shall provide copies of requisitiondata sheets for
all non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

The operator shall provide to the District, no later than August 29, 2003, a list of the following components
broken down into the categories contained in District Form E-18A entitled "Fugitive Component Count":
existing components, new components proposed to be installed under applicable permit(s) to construct, and
new components that were actually installed under applicable permit(s) to construct.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 6; Process 2, System 1 , 2; Process 3, System
3; Process 4, System 2 , 8 , 9; Process 5, System 3 , 5; Process 6, System 1; Process 7, System 1 , 2; Process
8, System 1 , 2; Process9, System 1 , 3 , 6 , 8 , 9 , 10; Process12, System 8; Process14, System 2 , 10 , 11 ,
12; Process16, System 3]



SectionD Page:347
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S46.3 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that was issued between June 1,
1993 and December 27, 2001.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

All new valves and new major components, as de©ned in Rule 1173, shall be physically identi©ed in the ©eld
with special marking that distinguishes the components from existing. Additionallyall new components shall
be distinctly identi©ed from existing components through their tag numbers (e.g. numbers ending in the letter
"N"), and shall be noted in the records.

All new components in VOC service with a leak greater than 500 ppm but less than 1,000 ppm, as methane,
measured above background using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All new pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All new sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-
O«set, 5-10-1996]

[Systems subject to this condition : Process14, System 2 , 10 , 11 , 12; Process16, System 3]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S56.1 Vent gases from all a«ected devices of this process/systemshall be directed to a gas recovery system, except for
venting from those equipment speci©cally indicated in a permit condition, and for the following vent gases which
may be directed to a ªare:

1) Vent gases during an emergency as de©ned in Rule 1118(b)(2) ;

2) Vent gases during startups or shutdowns as de©ned in Rule 1118(b)(21) and (b)(19), respectively,
provided that all ªares have been operated in accordance with ªaring minimization procedures as described in
Rule 1118(c)(4); and

3) Vent gas due to essential operatingneed, as de©ned in Rule 1118(b)(4)(A) that would result in a temporary
fuel gas system imbalance, or as de©ned in Rule 1118(b)(4)(C) that would result in streams that cannot be
recovered due to incompatibilitywith recovery system equipment or with re©nery fuel gas systems, provided that
all ªares have been operated in accordancewith ªaringminimizationproceduresas described in Rule 1118(c)(4).

The ªaringminimizationproceduresand any subsequent changes shall be submitted to the District as described in
Rule 1118(c)(3).

This process/systemshall not be operatedunless its designatedªare(s) and the gas recovery system are both in full
use and have valid permits to receive vent gases from this system.

Vent gases shall not be released to the atmosphere except from the existing safety devices or relief valves on
the followingequipment:

Process1, System 2: 10, 12, 14

Process1, System 3: 19, 20, 24 to 26

Process1, System 5: 35, 39, 41, 42, 2726

Process1, System 6: 43, 49, 57, 58

Process1, System 7: 59, 60, 61, 62

Process2, System 1: 74, 77, 2388

Process2, System 2: 82, 89, 90, 92, 2389

Process2, System 3: 94, 95

Process2, System 5: 98, 101, 102, 104

Process2, System 6: 111, 112, 113

Process2, System 11: 159, 160

Process3, System 1: 164 to 167, 170, 172 to 181, 184, 1336 to 1349, 2382, 2387

Process3, System 2: 186, 188, 189, 191, 196, 199, 201, 1352 to 1355
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Process3, System 4: 241

Process3, System 6: 242, 245 to 247, 249

Process3, System 7: 1363

Process 4, System 1: 253 to 256, 262, 265, 268, 272, 275 to 278, 282, 283. 287, 1364, 1366, 1367,
1372, 1374 to 1376, 1378 to 1381

Process4, System 2: 290, 291, 1400 to 1403

Process4, System 3: 292, 293, 297, 299

Process4, System 4: 302, 304

Process4, System 5: 308, 310, 311

Process4, System 7: 1975 to 1977, 1980, 1981, 1986

Process5, System 1: 314 to 317, 319, 320, 323 to 332

Process5, System 2: 335 to 338, 340, 343, 348 to 353

Process5, System 3: 356, 360, 1413

Process5, System 4: 401, 406, 407, 412, 414

Process6, System 1: 426, 427, 429, 431, 434 to 437, 440, 444, 445, 451, 454 to 456, 458, 460

Process6, System 2: 462, 469, 474 to 481, 483, 486

Process6, System 3: 490, 494, 495, 498, 501, 503, 506, 507, 509, 510, 512, 513, 518, 520, 521, 525
to 528

Process7, System 1: 542 to 548, 550, 552 to 558, 560, 562 to 569

Process8, System 1: 583, 584, 593 to 597

Process8, System 2: 608, 610, 612 to 614, 622, 624

Process 9, System 1: 631, 632, 638 to 652, 659 to 663, 666 to 668, 1482, 1483, 1486 to 1488, 1491,
1493 to 1495, 1497 to 1502, 1528, 1533 to 1536, 2019

Process9, System 2: 672 to 681, 685

Process9, System 3: 686 to 692, 694, 698, 699, 702, 1948

Process9, System 9: 637, 653, 656, 658, 664

Process10, System 1: 706

Process10, System 2: 709, 711 to 715, 720, 721

Process10, System 3: 725

Process11, System 1: 730

Process12, System 1: 756, 759

Process12, System 2: 760 to 762, 764
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Process12, System 3: 765 to 770

Process12, System 4: 771, 772, 774

Process12, System 8: 785, 790, 2365, 2366

Process12, System 9: 794, 797 to 799

Process12, System 10: 801, 806

Process12, System 12: 815, 818

Process12, System13:823, 826, 828

Process12, System 22: 853, 854

Process12, System 24: 860, 861, 863, 864, 865

Process12, System 25: 866, 867, 869, 870, 871, 2003

Process12, System 27: 873 to 875

Process13, System 6: 835

Process15, System 7: 1644 to 1646, 1648, 1649

Process16, System 3: 2115 to 2120, 2353, 2394

Process24, System 1: 1304

Process24, System 2: 1307

Process24, System 4: 1315, 1316, 1319, 1323 to 1325, 1659

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 5 , 6 , 7; Process 2, System 1 , 2 , 3 , 5 , 6 ,
11; Process 3, System 1 , 2 , 3 , 4 , 6 , 7; Process4, System 1 , 2 , 3 , 4 , 5 , 7 , 8 , 9; Process5, System 1 , 2
, 3 , 4 , 5; Process6, System 1 , 2 , 3; Process7, System 1 , 2; Process 8, System 1 , 2; Process 9, System 1 ,
2 , 3 , 4 , 6 , 7 , 8 , 9 , 10; Process10, System 1 , 2 , 3; Process11, System 1; Process12, System 1 , 2 , 3 , 4
, 5 , 7 , 8 , 9 , 10 , 11 , 12 , 13 , 20 , 22 , 24 , 25; Process 13, System 6; Process 14, System 2 , 10 , 11;
Process15, System 7; Process16, System 3; Process18, System 1; Process21, System 1 , 2 , 4]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.1 The South Area Flare Gas Recovery System and North Area Flare Gas Recovery System shall only be used to
receive and handle vent gases from the followingProcess(es)and System(s):

1. No. 1 CrudeUnit (Process:1, System: 1)

2. CokingUnits (Process:2, System: 1 & 2)

3. Coker BlowdownFacility (Process:2, System: 3)

4. Coker Gas Compression& AbsorptionUnit (Process:2, System: 5)

5. BlowdownGas CompressionSystem (Process:2, System: 6)

6. Coker Gas Treating/ H2S AbsorptionUnit (Process:2, System: 11)

7. Fluid CatalytichCrackingUnits (Process:3, System: 1, 2 & 3)

8. Propylene TetramerUnit (Process:3, System: 6)

9. Naphtha Splitter Unit (Process:4, System: 2)

10. Light Ends DepropanizerUnit (Process:4, System: 3)

11. Straight Run Light Ends DepropanizerUnit (Process:4, System: 4)

12. North AreaDeisobutanizerUnit (Process:4, System: 5)

13. Coker GasolineFractionationUnit (Process:4, System: 7)

14. LiquidRecoveryUnit (Process:4, System: 8)

15. C3 Splitter Unit (Process:4, System: 9)

16. Jet FuelHydrotreatingUnit (Process:5, System: 1)

17. Mid-BarrelDesulfurizerUnit (Process:5, System: 2)

18. Fluid FeedHDS Unit (Process:5, System: 3)

19. Light GasolineHydrogenation Unit (Process:5, System: 4)

20. NaphthaHDS Unit (Process:5, System: 5)

21. NaphthaHDS ReactorHeater (Process:5, System: 6)

22. CatalyticReformerUnits (Process:6, System: 1, 2 & 3)

23. HydrogenPlants (Process:7, System: 1 & 2)

24. Hydrocracking Units (Process:8, System: 1 & 2)

25. AlkylationUnit (Process:9, System: 1)

26. Catalytic PolymerizationUnit (Process:9, System: 2)

27. C5 AlkylationDepentanizerUnit (Process:9, System: 6)

28. C5 AlkylationUnit (Process:9, System: 7)
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

29. Naphtha IsomerizationUnit (Process:9, System: 8)

30. Iso-OcteneUnit (Process:9, System: 9)

31. Butane IsomerizationUnit (Process:9, System: 10)

32. LPG Recovery System (Process:10, System: 2)

33. Liquid PetroleumGas DryingFacilities (Process:10, System: 3)

34. UOP Merox Unit (Process:12, System: 8)

35. MDEA RegenerationUnits (Process:12, System: 9, 10, 11, 12 & 13)

36. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

37. Sulfur RecoveryUnits (Process:13, System: 1, 2, 3 & 4)

38. Claus Tail Gas TreatingUnits (Process:13, System: 5 & 7)

39. LPG TankTruckLoading/UnloadingRack (Process:14, System: 10)

40. LPG Rail Car Loading/UnloadingRack (Process:14, System: 11)

41. Re©nery Vapor Recovery System (Process:21, System: 4)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 10 , 11]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.2 South Area Flare System shall only be used to receive and handle vent gases from the following Process(es) and
System(s):

1. CokingUnits (Process:2, System: 1 & 2)

2. Coker BlowdownFacility (Process:2, System: 3)

3. Coker Gas Compression& AbsorptionUnit (Process:2, System: 5)

4. BlowdownGas CompressionSystem (Process:2, System: 6)

5. Coker Gas Treating/H2S AbsorptionUnit (Process:2, System: 11)

6. Fluid CatalyticCrackingUnits (Process:3, System: 1, 2 & 3)

7. Propylene TetramerUnit (Process:3, System: 6)

8. Superfractionation Unit (Process:4, System 1)

9. Naphtha Splitter Unit (Process:4, System: 2)

10. Light Ends DepropanizerUnit (Process:4, System: 3)

11. Straight Run Light Ends DepropanizerUnit (Process:4, System: 4)

12. North AreaDeisobutanizerUnit (Process:4, System: 5)

13. Coker GasolineFractionationUnit (Process:4, System: 7)

14. LiquidRecoveryUnit (Process:4, System: 8)

15. Light GasolineHydrogenation Unit (Process:5, System: 4)

16. CatalyticReformerUnits (Process:6, System: 1, 2, & 3)

17. AlkylationUit (Process:9, System: 1)

18. Iso-OcteneUnit (Process:9, System: 9)

19. MDEA RegenerationUnits (Process:12, System: 9, 10, 11, 12, & 13)

20. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

21. Sulfur RecoveryUnits (Process:13, System: 1, 2, 3, & 4)

22. Claus Tail Gas TreatingUnits (Process:13, System: 5 & 7)

23. Re©nery Vapor Recovery System (Process:21, System: 4)

24. South Area Flare Gas Recovery System (Process:21, System: 10)

25. North Area Flare Gas Recovery System (Process:21, System: 11)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 1]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.3 Fluid CatalyticCrackingUnit Flare System shall only be used to receive and handle vent gases from the following
Process(es)and System(s):

1. CokingUnits (Process:2, System: 1 & 2)

2. Coker BlowdownFacility (Process:2, System: 3)

3. Coker Gas Compression& AbsorptionUnit (Process:2, Sysem: 5)

4. BlowdownGas CompressionSystem (Process:2, System: 6)

5. Coker Gas TreatingUnit (Process:2, System: 11)

6. Fluid CatalyticCrackingUnits CompressionUnit (Process:3, System: 1, 2, & 3)

7. Propylene TetramerUnit (Process:3, System: 6)

8. Naphtha Splitter Unit (Process:4, System: 2)

9. Light Ends DepropanizerUnit (Process:4, System: 3)

10. Straight Run Light Ends DepropanizerUnit (Process:4, System: 4)

11. North AreaDeisobutanizerUnit (Process:4, System: 5)

12. Coker Gas FractionationUnit (Process:4, System: 7)

13. LiquidRecoveryUnit (Process:4, System: 8)

14. Jet FuelHydrotreatingUnit (Process:5, System: 1)

15. Mid-BarrelDesulfurizerUnit (Process:5, System: 2)

16. Light GasolineHydrogenation Unit (Process:5, System: 4)

17. CatalyticReformerUnits (Process:6, System: 1, 2, & 3)

18. HydrogenPlant (Process:7, System: 1)

19. Hydrocracking Units (Process:8, System: 1 & 2)

20. AlkylationUnits (Process:9, System: 1, 4, & 9)

21. Catalytic PolymerizationUnit (Process:9, System: 2)

22. Fuel GasMix System (Process:10, System: 1)

23. LPG Recovery& DryingFacilities (Process:10, System: 2 & 3)

24. MDEA RegenerationSystems (Process:12, System: 9, 10, 11, 12, & 13)

25. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

26. Sulfur RecoveryUnits (Process:13, System: 1, 2, 3, & 4)

27. Claus Tail Gas TreatingUnits (Process:13, System: 5 & 7)

28. If FCC Flare is being utilized to backup the No. 5 Flare, No. 1 CrudeUnit (Process:1, System: 1)
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

29. If FCC Flare is being utilized to backupNo. 5 Flare, Superfractionation Unit (Process:4, System: 1)

30. If FCC Flare is being utilized to backupNo. 5 Flare, NaphthaHDS Unit (Process:5, System: 5)

31. If FCC Flare is being utilized to backup the No. 5 Flare, Naphtha HDS Reactor Heater (Process: 5,
System: 6)

32. If FCC Flare is being utilized to backup the No. 5 Flare,HydrogenPlant No. 2. Although this process and
system must not be in operation, it can route vent gas to the FCC Flare in the event of a ©re case failure
scenario (Process:7, System: 2)

33. If FCC Flare is being utilized to backup the No. 5 Flare, C5 Alkylation Depentanizer Unit (Process: 9,
System: 6)

34. If FCC Flare is being utilized to backup the No. 5 Flare, Naphtha IsomerizationUnit (Process: 9, System:
8)

35. If FCC Flare is being utilized to backup the No. 5 Flare, Butane IsomerizationUnit. Although this process
and system must not be in operation, it can route vent gas to the FCC Flare in the event of a ©re case failure
scenario (Process:9, System: 10)

36. If FCC Flare is being utilized to backup the No. 5 Flare, LPG tank truck loading/unloading rack (Process:
14, System: 10)

37. If FCC Flare is being utilized to backup the No. 5 Flare, LPG rail car loading/unloading rack (Process:14,
System: 11)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 2]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.4 HydrocrackerFlare System shall only be used to receive and handle vent gases from the followingProcess(es)and
System(s):

1. Light Ends Depropanizer(Process:4, System: 3)

2. Jet FuelHydrotreatingUnit (Process:5, System: 1)

3. Mid-BarrelDesulfurizerUnit (Process:5, System: 2)

4. Light GasolineHydrogenation Unit (Process:5, System: 4)

5. CatalyticReformerUnits (Process:6, System: 1, 2, & 3)

6. HydrogenPlant (Process:7, System 1)

7. Hydrocracking Units (Process:8, System: 1 & 2)

8. LPG Recovery System (Process:10, System: 2)

9. Liquid PetroleumGas DryingFacilities (Process:10, System: 3)

10. MDEA RegenerationSystems (Process:12, System: 9 & 10)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 3]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.5 FCCU Feed HDS UNIT Relief System shall only be used to receive and handle vent gases from the following
Process(es)and System(s):

1. Fluid FeedHDS Unit (Process:5, System: 3)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 5]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.6 Re©nery Flare No. 5 System shall only be used to receive and handle vent gases from the following Process(es)
and System(s):

1. No. 1 CrudeUnit (Process:1, System 1)

2. Superfractionation Unit (Process:4, System: 1)

3. C3 Splitter Unit (Process:4, System: 9)

4. NaphthaHDS Unit (Process:5, System: 5)

5. NaphthaHDS ReactorHeater (Process:5, System: 6)

6. HydrogenPlant No. 2 (Process:7, System: 2)

7. C5 AlkylationDepentanizerUnit (Process:9, System: 6)

8. C5 AlkylationUnit (Process:9, System: 7)

9. Naphtha IsomerizationUnit (Process:9, System: 8)

10. Butane IsomerizationUnit (Process:9, System: 10)

11. UOP Merox Unit (Process:12, System: 8)

12. LPG TankTruckLoading/UnloadingRack (Process:14, System: 10)

13. LPG Rail Car Loading/UnloadingRack (Process:14, System: 11)

14. North Area Flare Gas Recovery System (Process:21, System: 11)

15. INEOS POLYPROPYLENELLC ID 124808 (Process:1, System: 1, 2, 3, 5, 6, & 9)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 6]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S58.7 Re©nery Vapor Recovery System shall only be used to receive and handle vent gases from the following
Process(es)and System(s):

1. Crude DistillationUnits (Process:1, System: 2 & 3)

2. Vacuum DistillationUnits (Process:1, System: 5 & 6)

3. SlopOil Rerun Unit (Process:1, System: 7)

4. CokingUnits (Process:2, System: 1 & 2)

5. Coker Gas CompressionSystems (Process:2, System: 5 & 6)

6. Fluid CatalytichCrackingUnit (Process:3, System: 1 & 2)

7. Propylene TetramerUnit (Process:3, System: 6)

8. Superfractionation Unit (Process:4, System: 1)

9. Light Ends DepropanizerUnits (Process:4, System: 3 & 4)

10. LiquidRecoveryUnit (Process:4, System: 8)

11. Propane/PropyleneSplitter Unit (Process:4, System: 9)

12. Jet FuelHydrotreatingUnit (Process:5, System: 1)

13. Fluid FeedHDS Unit (Process:5, System: 3)

14. Light GasolineHydrogenation Unit (Process:5, System: 4)

15. NaphthaHDS Unit (Process:5, System: 5)

16. CatalyticReformerUnits (Process:6, System: 1, 2 & 3)

17. HydrogenUnit No. 2 (Process:7, System: 2)

18. Hydrocracking Units (Process:8, System: 1 & 2)

19. C4 AlkylationUnit (Process:9, System: 1)

20. LINDE ISO SIV Unit (Process:9, System: 4)

21. C5 AlkyDepentanizerUnit (Process:9, System: 6)

22. C5 AlkylationUnit (Process:9, System: 7)

23. Naphtha IsomerizationUnit (Process:9, System: 8)

24. Iso-OcteneUnit (Process:9, System: 9)

25. Butane IsomerizationUnit (Process:9, System: 10)

26. Liquid PetroleumGas DryingFacilities (Process:10, System: 3)

27. GasolineBlendingUnit (Process:11, System: 1)

28. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

29. SourWaterTreater (Process:12, System: 16)

30. Spent Caustic SeparationSystem (Process:12, System: 20)

31. Re©nery Gas TreatingUnits (Process:12, System: 24 & 25)

32. Spent Acid StorageFacility (Process:12, System: 27)

33. Mixed Light Ends TankCar Loading/Unloading (Process:14, System: 2)

34. LPG Rail Car Loading/UnloadingRack (Process:14, System: 11)

35. Oil WaterTreating(BenzeneNeshaps) System (Process:15, System: 7)

36. WasteOil RecoveryUnit (Process:15, System: 8)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 4]

DEVICE CONDITIONS

A. Emission Limits
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.9 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 14 LBS PER DAY

CO Less than or equal to 8.5 LBS PER DAY

PM Less than or equal to 42.5 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D67]

A63.11 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 68.4 LBS PER DAY

CO Less than or equal to 205.4 LBS PER DAY

PM10 Less than or equal to 205 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1465]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.12 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 108 LBS PER DAY

NOX Less than or equal to 2156 LBS PER DAY

SOX Less than or equal to 59 LBS PER DAY

CO Less than or equal to 82 LBS PER DAY

PM Less than or equal to 186 LBS PER DAY

The operator shall calculate the emission limit(s) based on total emissions from the waste heat boiler exhaust
of a cogenerationunit during the 24 hours of operation following©ring

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A63.14 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 61 LBS PER DAY

ROG Less than or equal to 20 LBS PER DAY

CO Less than or equal to 243 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D629]



SectionD Page:364
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.16 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 46 LBS PER DAY

ROG Less than or equal to 15 LBS PER DAY

CO Less than or equal to 183 LBS PER DAY

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D155]

A63.19 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 6 LBS PER DAY

ROG Less than or equal to 1.92 LBS PER DAY

CO Less than or equal to 11 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1433]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.20 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 15 LBS PER DAY

CO Less than or equal to 179 LBS PER DAY

PM Less than or equal to 46 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D31]

A63.21 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 0.6 LBS PER DAY

CO Less than or equal to 0.4 LBS PER DAY

PM Less than or equal to 1.7 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D252]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.23 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 3.5 LBS PER DAY

ROG Less than or equal to 1.2 LBS PER DAY

CO Less than or equal to 0.7 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D417]

A63.24 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 10 LBS PER DAY

ROG Less than or equal to 3.5 LBS PER DAY

CO Less than or equal to 2 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D313]

A63.25 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than or equal to 10 Percent opacity

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D121,D122,D124,D127,D128,D129,D130,D131,D132,D133,D134,
D135,D136,D137,D138,D139,D140,D141,D142,D143,D144,D145,D146,D147,D148,D149,D150]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.26 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 2.8 LBS PER DAY

ROG Less than or equal to 0.9 LBS PER DAY

CO Less than or equal to 0.5 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D417]

A63.27 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 6 LBS PER DAY

CO Less than or equal to 3.6 LBS PER DAY

PM Less than or equal to 18.5 LBS PER DAY

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D539]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.28 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 4.6 LBS PER DAY

CO Less than or equal to 2.7 LBS PER DAY

PM Less than or equal to 14 LBS PER DAY

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D538,D541,D625,D627,D628]

A63.29 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 65 LBS PER DAY

CO Less than or equal to 38 LBS PER DAY

PM Less than or equal to 195 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D27]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.30 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 36 LBS PER DAY

CO Less than or equal to 21 LBS PER DAY

PM Less than or equal to 106 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D63]

A72.1 The operator shall maintain this equipment to achieve a minimum destruction e¬ciency of 98 percent for H2S
during the normal operationof the equipment it vents.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2413]

A99.1 The 8 PPM NOX emission limit(s) shall not applywhen this equipment is operating during startup and shutdown
modes.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A99.2 The 2.5 PPM CO emission limit(s) shall not apply when the associated gas turbine is operating at less than 85
percent of the rated capacity.This condition refers to CO emission limit.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A99.3 The 2.5 PPM CO emission limit(s) shall not apply when the equipment is operating at startup and shutdown
modes.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A99.4 The 20 ppm NH3 emission limit(s) shall not apply when this equipment is operating at startup and shutdown
modes.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1242,C1248,C1252,C1256]

A99.6 The 21.1 Lbs/hr SOX emission limit(s) shall not applywhen burningonly natural gas.

[RULE 2011, 5-6-2005]

[Devices subject to this condition : C2413]

A103.1 The operator shall keep materials in petroleum coke handling and storage systems su¬ciently moist to prevent
fugitive dust emissions.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D121,D122,D148]

A195.1 The 20 PPMVNOX emission limit(s) is averagedover 365 day rolling average at 0 percent O2.

For the purposesof this condition, this limit is a long term limit which applies at all times.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]



SectionD Page:371
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A195.2 The 60 PPMVNOX emission limit(s) is averagedover 7 day rolling average at 0 percent O2.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunctionof the FCCU or the FFHDS.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]

A195.3 The 50 PPMV SOX emission limit(s) is averagedover 365 day rolling average at 0 percent O2.

For the purposesof this condition, this limit is a long term limit which applies at all times.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]

A195.4 The 150 PPMV SOX emission limit(s) is averagedover 7 day rolling average at 0 percent O2.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunctionof the FCCU or the FFHDS.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]

A195.6 The 500 PPMV CO emission limit(s) is averagedover one (1) hour.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunctionof the FCCU.

This condition shall become e«ective on December 31, 2004..

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL, 8-29-2001]

[Devices subject to this condition : D164]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A248.1 The 8 PPM NOX emission limit is dry, corrected to 15 percent oxygen.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A248.2 The 2 PPM SOX emission limit is dry, corrected to 15 percent oxygen.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A248.3 The 2.5 PPM CO emission limit is dry, corrected to 15 percent oxygen.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A248.4 The 4.5 PPM CO emission limit is dry, corrected to 15 percent oxygen.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A327.1 For the purposeof determiningcompliancewith District Rule 475, combustioncontaminantemissionsmay exceed
the concentrationlimit or the mass emission limit listed, but not both limits at the same time.

[RULE 475, 10-8-1976; RULE 475, 8-7-1978]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

A327.2 For the purposeof determiningcompliancewith District Rule 476, combustioncontaminantemissionsmay exceed
the concentrationlimit or the mass emission limit listed, but not both limits at the same time.

[RULE 476, 10-8-1976]

[Devices subject to this condition : D1227,D1234,D1237,D1240,D1262]

B.Material/FuelTypeLimits
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B22.1 The operator shall not use this equipment with materials having a(n) Reid vapor pressure of 0.5 psia or greater
under actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1000,D1001]

B22.2 The operator shall not use this equipment with materials having a(n) true vapor pressure of 1.5 psia or greater
under actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1115]

B22.3 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1105,D1122,D1128]

B22.4 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.5 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1085,D1091,D1104,D1117]

B22.5 The operator shall not use this equipmentwith materials having a(n) true vapor pressure of 0.001 psia or greater
under actual operating conditions.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1119,D1130]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B22.6 The operator shall not use this equipment with materials having a(n) true vapor pressure of 11 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D80,D1072,D1103,D1111,D1120,D1147,D1148,D1177]

B22.7 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 8 psia or greater under
actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1162,D1163]

B22.9 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

Whenever there is a change in the product types, the operator shall determine the ªash point of the organic
material stored using ASTM Method D-93. Those materials having a ªash point less than 100 degrees F as
determinedby this test will be considered as having a true vapor pressure of greater than 5 mm Hg (0.1 psi)
absolute under actual storage conditions. The test must be conducted within ©ve days of changing product
types.

The operator shall keep records of the date when there is a change in material stored, along with the test
results at the facility for a period of ©ve years. These records shall be made available to the ExecutiveO¬cer
upon request.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D1069,D1070,D1071,D1084,D1090,D1140]

B22.11 The operator shall only use this equipment with materials having a(n) true vapor pressure of 0.38 psia or less
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2789]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B22.12 The operator shall not use this equipmentwith materials having a(n) true vapor pressure of 0.06 psia or greater
under actual operating conditions.

To demonstrate compliance with this limitation, the operator shall maintain on ©le a copy of the Material
Safety Data Sheet (MSDS) of the material stored. Records of the materials stored and their MSDS shall be
retained for a period of ©ve years and made available to the ExecutiveO¬cer upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2790,D2791,D2792]

B22.13 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

Whenever there is a change in the product type, the operator shall either maintain on ©le a copy of the
Material Safety Data Sheet (MSDS) for the new material or determine the ªash point of the organic material
stored using ASTMMethodD-93.The test must be conductedwithin ©ve days of changingproduct type.

Those materials having a ªash point less than 100 degrees F as determined by this test will be considered as
having a true vapor pressureof greater than 5 mm Hg (0.1 psi) absolute under actual storage conditons.

The operator shall keep records of the date when there is a change in materials stored, MSDS of materials
stored and any test results at the facility for a period of ©ve years. These records shall be made available to
the ExecutiveO¬cer upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2793]

B22.14 The operator shall not use this equipmentwith materials having a(n) true vapor pressure of 0.01 psia or greater
under actual operating conditions.

To demonstrate compliance with this limitation, the operator shall maintain on ©le a copy of the Material
Safety Data Sheet (MSDS) of the material stored. Records of the material stored and their MSDS shall be
retained for a period of ©ve years and made available to the ExecutiveO¬cer upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2794]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B22.15 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

To demonstrate compliancewith the true vapor pressure limit requirement, the operator shall maintain on ©le
a copy of theMaterial SafetyData Sheet (MSDS) of the material stored.

If theMSDS does not show the true vapor pressure, the operator shall determine the ªash point of the organic
material stored using ASTM Method D-93 whenever there is a change in the product type. Those materials
having a ªash point less than 100 degrees F as determined by this test will be considered as having a true
vapor pressure of greater than 5 mm Hg (0.1 psi) absolute under actual storage conditions. The test must be
conductedwithin ten days of changingproduct types.

The operator shall keep records of the date when there is a change in material stored, alongwith theMSDS or
test results at the facility for a period of ©ve years. These records shall be made available to the Executive
O¬cer upon request.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D1107,D1108,D1109,D1110]

B22.16 The operator shall not use this equipmentwith materials having a(n) true vapor pressure of 0.04 psia or greater
under actual operating conditions.

To demonstrate compliance with this limitation, the operator shall maintain on ©le a copy of the Material
Safety Data Sheet (MSDS) of the material stored. Records of materials stored and their MSDS shall be
retained for a period of ©ve years and made available to the ExecutiveO¬cer upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2840]

B22.18 The operator shall not use this equipment with materials having a(n) total vapor pressure of 9 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2850]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B22.19 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 3 psia or greater under
actual operating conditions.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D1164,D1193]

B59.1 The operator shall only use the followingmaterial(s) in this device :

natural gas

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D705]

B59.2 The operator shall only use the followingmaterial(s) in this device :

wastewaterwith a VOC content of 5 mg per liter or less

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D2749,D2750,D2751]

B61.1 The operator shall only use re©nery gas containing the following speci©ed compounds:

Compound ppm by volume

Total Sulfur less than 100

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1227,D1233,D1234,D1236,D1237,D1239,D1240]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B61.2 The operator shall only use butane containing the following speci©ed compounds:

Compound ppm by volume

Total Sulfur less than 50

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1227,D1233,D1234,D1236,D1237,D1239,D1240]

B61.3 The operator shall only use natural gas containing the following speci©ed compounds:

Compound ppm by volume

Total Sulfur less than 5

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1227,D1233,D1234,D1236,D1237,D1239,D1240]

B61.4 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27, D29, D31, D33, D63, D67, D69, D151, D153, D155, D250, D252,
D416, D417, D418, D419, D421, D423, D425, D532, D535, D538, D539, D541, D570,D625,D626,D627,
D628, D629, C910, D1226, D1227, D1233, D1234, D1236, D1237, D1239, D1240, D1262, D1439, D1465,
C2413,D2837]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B61.5 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound weight percent

Sulfur less than 0.05

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1997,D1998,D2416,D2417,D2418]

B61.6 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound ppm by weight

Sulfur less than 15

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

[Devices subject to this condition : D2776,D2859]

B61.7 The operator shall not use fuel gas, except uncombined natural gas, containing the following speci©ed
compounds:

Compound ppm by volume

H2S greater than 160

The H2S concentrationlimit shall be based on a rolling 3-hour averagingperiod

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D532,D535,D1226,D1233,D1236,D1239,C1326,D1439,D1465]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

B89.1 The operator shall not use waterwith VOC content greater than 0.005 grams per liter, includingwater and exempt
compounds.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D999]

C. Throughput or OperatingParameter Limits

C1.3 The operator shall limit the number of turnovers to no more than 12 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1098]

C1.4 The operator shall limit the number of turnovers to no more than 108 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1144]

C1.5 The operator shall limit the throughput to no more than 3e+06 barrel(s) in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1104]

C1.6 The operator shall limit the throughput to no more than 2e+07 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1117]



SectionD Page:381
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.7 The operator shall limit the number of turnovers to no more than 3 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1136]

C1.8 The operator shall limit the number of turnovers to no more than 140 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1141]

C1.9 The operator shall limit the number of turnovers to no more than 85 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1142]

C1.10 The operator shall limit the throughput to no more than 6.08e+05barrel(s) in any one month.

The operator shall install and maintain a gauging system to continuously monitor and record the liquid level
in this tank.

The operator shall calculate the throughput, in barrels, by the following equation: 0.14 x D x D x H, where
D is the diameter of the tank in feet based on the tank strapping chart and H is the total vertical one-way roof
travel in feet permonth. Records of gauge levels and throughput shall be maintained in a manner approvedby
the District and made available to the District personnel upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1150]

C1.14 The operator shall limit the number of turnovers to no more than 47 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1178]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.15 The operator shall limit the number of turnovers to no more than 7 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1184]

C1.16 The operator shall limit the operating time to no more than 199 hour(s) in any one year.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996]

[Devices subject to this condition : D1997,D1998,D2416,D2417,D2418]

C1.17 The operator shall limit the number of turnovers to no more than 89 in any one year.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D1180]

C1.18 The operator shall limit the heat input to no more than 89 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D250]

C1.19 The operator shall limit the heat input to no more than 255MM Btu per hour.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D532]

C1.20 The operator shall limit the heat input to no more than 310MM Btu per hour.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D535]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.21 The operator shall limit the heat input to no more than 82 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D421]

C1.22 The operator shall limit the heat input to no more than 52 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D419]

C1.23 The operator shall limit the heat input to no more than 130MM Btu per hour.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D151,D153,D155]

C1.24 The operator shall limit the ©ring rate to no more than 427MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1465]

C1.25 The operator shall limit the number of turnovers to no more than 45 in any one year.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1106]

C1.26 The operator shall limit the throughput to no more than 730000 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1162,D1163]



SectionD Page:384
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.27 The operator shall limit the throughput to no more than 9800 barrel(s) in any one day.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1177]

C1.28 The operator shall limit the number of turnovers to no more than 5 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1115]

C1.29 The operator shall limit the number of turnovers to no more than 250 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1134]

C1.30 The operator shall limit the number of turnovers to no more than 70 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1135]

C1.31 The operator shall limit the throughput to no more than 1.825e+07 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1147,D1148]

C1.33 The operator shall limit the durationof shutdown to no more than 4 hour(s).

For the purpose of this condition, "duration of shutdown" shall be de©ned as the duration prior to
extinguishing the ªame in the gas turbine.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.34 The operator shall limit the durationof startup to no more than 8 hour(s).

For the purposeof this condition, "durationof startup" shall be de©ned as the durationbeginning immediately
following initial ©ring of the gas turbine.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

C1.35 The operator shall limit the throughput to no more than 29200 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1143]

C1.36 The operator shall limit the throughput to no more than 3.5e+06barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1127]

C1.37 The operator shall limit the gasoline dispensed to no more than 7500 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1276]

C1.38 The operator shall limit the gasoline dispensed to no more than 90000 gallon(s)per year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1276]

C1.39 The operator shall limit the number of turnovers to no more than 120 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2153]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.40 The operator shall limit the operating time to no more than 139 hour(s) in any one calendarmonth.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2149]

C1.42 The operator shall limit the throughput to no more than 3,000,000 barrel(s) in any one calendarmonth.

The operator shall utilize an automatic tank level gauging device to determine throughput. That automatic
level gauge (tank liquid level) will be hourly electronically recorded during the time that productmovement
occurs, and at the start and the end of each productmovement. The liquid volume shall be calculated using
the tank liquid level records and the tank strapping tables. The throughput in barrels shall be calculated using
the sum of total one-way (increasing)volumemovementson a monthly basis.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1105]
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The operator shall comply with the terms and conditions set forth below:

C1.43 The operator shall limit the throughput to no more than 416,700 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 15 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 15 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to the time the ATLGwent out of service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1161]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.44 The operator shall limit the throughput to no more than 825,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 15 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 15 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1171]

C1.46 The operator shall limit the heat input to no more than 11 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D418]
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The operator shall comply with the terms and conditions set forth below:

C1.47 The operator shall limit the heat input to no more than 22 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D425]

C1.48 The operator shall limit the heat input to no more than 39 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D626]

C1.49 The operator shall limit the throughput to no more than 3189 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput in barrels, by the followingequation:0.14 x D x D x L. Where D
is the diameter of the tank in feet based on the strapping chart and L is the total tank level change in feet per
month.

Tank level gauge readings shall be recorded at the beginning and conclusionof each tank ©lling event.

The operator shall calculate the total tank level change, in feet, on a monthly basis.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D80]
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The operator shall comply with the terms and conditions set forth below:

C1.51 The operator shall limit the throughput to no more than 1,000,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1199]
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The operator shall comply with the terms and conditions set forth below:

C1.52 The operator shall limit the throughput to no more than 1,500,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation;0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the througput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1167]
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The operator shall comply with the terms and conditions set forth below:

C1.53 The operator shall limit the throughput to no more than 3,000,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the verticalmovement of the roof. For the purpose of this condition, continuously recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the througput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1173]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.54 The operator shall limit the throughput to no more than 30 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput in barrels, by the followingequation:0.14 x D x D x L. Where D
is the diameter of the tank in feet based on the strapping chart and L is the total tank level change in feet per
month.

Tank level gauge readings shall be recorded at the beginning and conclusionof each tank ©lling event.

The operator shall calculate the total tank level change, in feet, on a monthly basis.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2789]



SectionD Page:394
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.55 The operator shall limit the throughput to no more than 3,667 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way tank
levelmovement in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once every 15 minutes.

The operator shall calculate the total one-way tank levelmovement, in feet, on a monthly basis.

The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%,whichever is greater,
the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being repaired, the
throughtput shall be determinedby the hourly tank level data averaged from the previous 30 days prior to the
discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous30 days prior to the time the ATLGwent out of service.

The operator shall maintain records in a manner approvedby the District to demonstrate compliance with the
condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2790,D2791,D2792]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.56 The operator shall limit the throughput to no more than 3,650 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput in barrels, by the followingequation:0.14 x D x D x L. Where D
is the diameter of the tank in feet based on the strapping chart and L is the total tank level change in feet per
month.

Tank level gauge readings shall be recorded at the beginning and conclusionof each tank ©lling event.

The operator shall calculate the total tank level change, in feet, on a monthly basis.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2793]

C1.57 The operator shall limit the throughput to no more than 18,333barrel(s) in any one calendarmonth.

The operator shall calculate the throughput in barrels, by the followingequation:0.14 x D x D x L. Where D
is the diameter of the tank in feet based on the strapping chart and L is the total tank level change in feet per
month.

Tank level gauge readings shall be recorded at the beginning and conclusionof each tank ©lling event.

The operator shall calculate the total tank level change, in feet, on a monthly basis.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2794]

C1.58 The operator shall limit the heat input to no more than 24 MM Btu per hour.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D416]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.59 The operator shall limit the throughput to no more than 9,800 barrel(s) in any one calendarmonth.

Automatic tank level gauge (ATLG)shall be used to continuously measure the liquid surface level movement.
Tank liquid surface level data shall be recorded every 15 minutes and these 15-minute levels will be used to
calculate level changes.The 15-minute level readings shall be used to calculate the total one-way (increaing)
volumemovement, in feet, on a monthly basis.

The operator shall calculate throughput by the followingequation:0.14 x D x D x L, where D is the diameter
of the tank in feet and L is the total one-way travel in feet per year of liquid surface level as determined by
the 15-minute level readings.

The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG is being repaired, throughput shall be determined by 15-minute tank level data averaged for the
previous30 days prior to the discoveryof the discrepancy.

The operator shall keep monthly records on the throughput and the vapor pressure for each type of stored
product.

In the case of a failure or shutdown of the measuring device and/or recorder, excluding routine maintenace,
the requirements of this condition shall not apply for a period not to exceed 24 consecutive hours from the
time of its occurrence. During the period of failure or shutdown, throughput shall be determined by 15-
minute tank level data averaged for the previous30 calendar days.

In the case of routine maintenance, the requirements of this condition shall not apply for a period not to
exceed 4 hours in any calendar day. During the period of routine maintenance, throughput shall be
determinedby 15-minute tank level data averaged for the previous30 calendar days.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D1107,D1108,D1109,D1110]



SectionD Page:397
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.61 The operator shall limit the throughput to no more than 2,413 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput in barrels, by the followingequation:0.14 x D x D x L. Where D
is the diameter of the tank in feet based on the strapping chart and L is the total tank level change in feet per
month.

Tank level gauge readings shall be recorded at the beginning and conclusionof each tank ©lling event.

The operator shall calculate the total tank level change, in feet, on a monthly basis.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2840]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.63 The operator shall limit the throughput to no more than 18,000barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%,whichever is greater,
the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being repaired, the
throughput shall be determined by the hourly tank level data averaged from the previous 30 days prior to the
discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2850]

C1.65 The operator shall limit the operating time to no more than 199.99hour(s) in any one year.

For the purposeof this condition, the operating time is inclusiveof time allotted formaintenanceand testing.

[RULE 1110.2, 2-1-2008; RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D2776]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.66 The operator shall limit the operating time to no more than 30 hour(s) in any one year.

For the purpose of this condition, the operating time is de©ned as the time used solely for maintenance and
testing.

[RULE 1470, 6-1-2007]

[Devices subject to this condition : D2776]

C1.68 The operator shall limit the operating time to no more than 200 hour(s) in any one year.

For the purpose of this condition, the operating time is inclusive of time alloted for maintenance and testing
which is notmore than 50 hours in any one year.

Operation beyond the 50 hours per year allotted for engine maintenance and testing shall be allowed only in
the event of a loss of grid power or up to 30 minutes prior to a rotating outage, provided that: A) the utility
distribution company has ordered rotating outage in the control area where the engine is located or has
indicated that it expects to issue such an order at a certain time; B) the engine is located in a utility service
block that is subject to the rotating outage.

Engine operation shall be terminated immediately after the utility distributioncompany advises that a rotating
outage is no longer imminent or in e«ect.

[RULE 1110.2, 2-1-2008; RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996;RULE 2012, 5-6-2005]

[Devices subject to this condition : D2859]



SectionD Page:400
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.69 The operator shall limit the throughput to no more than 200,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way tank
level travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purose of this condition, continuous recording is
de©ned as one per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and shall be expressedas feet.

The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%,whichever is greater,
the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being repaired,
throughput shall be determined by the hourly tank level data averaged for the previous 30 days, prior to the
discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D1072]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.70 The operator shall limit the throughput to no more than 500,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and shall be expressedas feet.

The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%,whichever is greater,
the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being repaired,
throughput shall be determined by the hourly tank level data averaged for the previous 30 days, prior to the
discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D1103,D1111]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.71 The operator shall limit the throughput to no more than 350,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way level
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and shall be expressedas feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determined by the hourly tank level data averaged for the previous 30 days,
prior to disocveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D1120]

C6.1 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use an explosimeter to measure the Lower ExplosiveLimit (LEL) in the vapor space above
the internalªoating deck on a semiannual basis.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Devices subject to this condition : D1150,D1162,D1163,D1199]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C6.2 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use an explosimeter to measure the Lower ExplosiveLimit (LEL) in the vapor space above
the ªoating roof, twice a year at a 4 to 8 month interval.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D1153, D1154, D1155, D1156, D1158, D1161, D1166, D1167, D1168,
D1169, D1170, D1171, D1172, D1173, D1174, D1176, D1179, D1180, D1181, D1182, D1183, D1184,
D1188,D1190,D1194,D1195,D2850]

C8.1 The operator shall use this equipment in such a manner that the percent excess air being monitored, as indicated
below, is not less than 1 percent.

This condition shall only apply during normal operation. This limit is not applicable during startup,
shutdown, or process upset.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1465]

C8.2 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1200Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperature in the ©rebox or in the ducwork immediatly downstream from the ©rebox.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C910, C2413]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C12.1 The operator shall use this equipment in such a manner that the ESP daily average voltage and secondary current
(or total power input) being monitored as indicated below are greater than or equal to the average value in the
most recent source test which demonstratedcompliancewith the emission limits.

The operator shall install and maintain a continuous monitoring and recording system to accurately measure
and record the:

1. current

2. voltage

at each ESP ©eld. In addition, the operator shall keep records, in a manner approved by the District, for
each of these parameters.The requirementsof this condition shall become e«ective on July 1, 2003.

If the daily averageESP total power input falls below the level measured in the most recent source test which
demonstratedcompliance with the emission limit, a source test shall be performedwithin 90 days at the new
minimum daily average ESP total power level. The source test shall be performed for the FCCU regenerator
(Device D164) according to the requirementsspeci©ed in Permit ConditionD29.8

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986; RULE 405, 2-7-1986]

[Devices subject to this condition : C235, C236]

C266.1 The operator shall install and maintain a pressure relief set at 4 inches water column.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D997,D1627,D1637]

D.Monitoring/TestingRequirements
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.1 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the fuel usage at
the gas turbine for each fuel being ©red.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuring device or gauge shall be accurate to within + or - 5.0 percent. It shall be calibrated once
every 12 months.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

D12.2 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the steam-to-fuel
ratio at the gas turbine for each fuel ©red.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

The measuring device or gauge shall be accurate to within + or - 5.0 percent. It shall be calibrated once
every 12 months.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

D12.3 The operator shall install and maintain a(n) temperaturegauge to accurately indicate the temperature in the stack.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D538]

D12.4 The operator shall install and maintain a(n) gauge to accurately indicate the oxygen concentration in the exhaust
gas.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D538]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.5 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the the SCR bed.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1335]

D12.6 The operator shall install and maintain a(n) temperaturegauge to accurately indicate the temperature across the the
SCR bed.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1335]

D12.7 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the oxygen
concentrationof the exhaust gas.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D625,D626,D627,D628]

D12.9 The operator shall install and maintain a(n) temperaturegauge to accurately indicate the temperature at the inlet to
the SCR unit.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1242,C1248,C1252,C1256]

D12.10 The operator shall install and maintain a(n) timer to accurately indicate the elapsed operating time of the engine.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996;RULE 2012, 5-6-2005]

[Devices subject to this condition : D1997,D1998,D2416,D2417,D2418,D2776]



SectionD Page:407
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.11 The operator shall install and maintain a(n) pressure gauge to accurately indicate the pressure at the common vent
system.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D860,D866]

D12.12 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the ªow rate of
the fuel gas supplied to this heater.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1465]

D12.13 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the energy input
of the fuel gas supplied to this heater.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

Aternative monitoring plan for the measurement of fuel gas heating value at No. 2 Hydrogen Plant is as
follows:

* Collect and analyze samples of the PSA tail gas at least three times per week

* During process upset of the No. 2 HydrogenProduction Plant, the sampling frequency shall be increased to
once per 8-hour shift

* For purposes of this permit, all heating values calculated and recorded shall be on a higher heating value
basis

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1465]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.14 The operator shall install and maintain a(n) temperaturegauge to accurately indicate the temperature of the heater
ªue gas to this equipment.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1466]

D12.15 The operator shall install and maintain a(n) infrared/ ultraviolet detector or a thermocouple to accurately indicate
the presenceof a ªame at the pilot light.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C1305,C1326]

D12.19 The operator shall install and maintain a(n) di«erential pressure gauge to accurately indicate the di«erential
pressure across the ©lter cartridges.

The operator shall determine and record the parameter beingmonitoredonce every 1 days.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2151]

D12.22 The operator shall install and maintain a(n) non-resettable elapsed time meter to accurately indicate the elapsed
operating time of the engine.

[RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 2012, 5-6-2005]

[Devices subject to this condition : D2859]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D28.1 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedat least annually.

The test shall be conducted to determine the NOX emissions at the outlet.

The test shall be conducted to determine the total hydrocarbon emissions at the outlet.

The test shall be conducted to determine the SOX emissions at the outlet.

The test shall be conducted to determine the CO emissions at the outlet.

The test shall be conducted to determine the total PM emissions at the outlet.

The test shall be conducted to determine the NH3 emissions at the outlet.

The test shall be conducted to determine the ªow rate at the outlet.

The test shall be conducted to determine the Formaldehyde at the outlet.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C1242,C1248,C1252,C1256]

D28.4 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the NH3 emissions at the outlet.

The test shall be conductedevery quarter to detrmine the ammonia emissions.

The test shall be conductedwhen the heater is operatingunder normal operating conditions.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C1335,C1466]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

ROG emissions ApprovedDistrict District-approved Outlet
method averaging time

PM emissions Districtmethod 5.1 1 hour Outlet

The test(s) shall be conductedat least once every three years.

The test shall be conductedwhen the equipment is operatingunder normal conditions.

The test shall be conducted to demonstrate compliancewith the emission limits speci©ed in conditionA63 for
this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D27, D31, D63, D67, D252, D313, D417, D538, D539, D541, D625,
D627,D628,D629,D1433,D1465]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D29.8 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet
method

The test(s) shall be conductedat least annually.

The test shall be conductedwhen the equipment is operatingunder normal conditions.

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

Source test results shall include the following parameters: FCCU feed rate; catalyst recirculation rate; coke
burn rate; oxygen content of exhaust gases; exhaust ªow rate; exhaust gas moisture content; the ªue gas
temperatureat outlet of the ESP; and the average current, voltage, and spark rate at each of the ESP ©elds.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986;RULE 405, 2-7-1986]

[Devices subject to this condition : D164]

D82.1 The operator shall install and maintain a CEMS to measure the followingparameters:

Oxygen concentrationin percent volume

CO concentrationin ppmv

Concentrations shall be corrected to 15 percent oxygenon a dry basis.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C1243,C1249,C1253,C1257]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D82.2 The operator shall install and maintain a CEMS to measure the followingparameters:

NOX concentrationin ppmv

SOX concentrationin ppmv

Concentrations shall be corrected to 3 percent oxygenon a dry basis.

The CEMS will convert the actual NOX concentrations to mass emission rates (lbs/hr) and record the hourly
emission rates on a continuous basis.

The CEMS will convert the actual SOX concentrations to mass emission rates (lbs/hr) and record the hourly
emission rates on a continuous basis.

The CEMS shall be installed and certi©ed no later than 12 months after the initial start up according to the
requirementsof Rule 2011 for SOxmajor sources and Rule 2012 for NOxmajor sources

[RULE 2011, 5-6-2005; RULE 2012, 5-6-2005]

[Devices subject to this condition : C2413]

D82.4 The operator shall install and maintain a CEMS to measure the followingparameters:

CO concentrationin ppmv

Oxygen concentrationin percent volume

[40CFR 63 SubpartUUU, 4-20-2006]

[Devices subject to this condition : D164]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.1 The operator shall periodically monitor the VOC concentration at the outlet of the carbon adsorption sytem
according to the following speci©cations:

The operator shall use EPA refrencemethod 21 to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor twice a week.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C1628,C1630,C1632,C1638,C1640,C2014,C2445,C2446,C2455]

D90.2 The operator shall periodicallymonitor the VOC concentrationat the outlet of the second carbon according to the
following speci©cations:

The operator shall use a District approvedOrganicVapor Analyzer (OVA)to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor once every day.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C1002,C1635]

D90.3 The operator shall periodically analyze the fuel gas for total sulfur content in the re©nery gases and butane used
in the cogenerationfacility according to the following speci©cations:

The operator shall analyze once every week.

[RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D860, D866, D1226, D1227, D1233, D1234, D1236, D1237, D1239,
D1240]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.4 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall use Gas Chromatograph meeting the requirements of 40CFR60 Subpart J to monitor the
parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operator may monitor the H2S concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof H2S in the fuel gas being burned in this
device.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27, D29, D31, D33, D63, D67, D69, D151, D153, D155, D250, D252,
D313, D416, D417, D418, D419, D421, D423, D425, D532, D535, D538, D539, D541,D570,D625,D626,
D627, D628, D629, C910, D1226, D1227, D1233, D1234, D1236, D1237, D1239, D1240, D1262, D1439,
C2413,D2837]

D90.7 The operator shall periodicallymonitor the H2S concentration in the PSA Tail Gas being burned in this device
according to the following speci©cations:

The operator shall monitor the PSA Tail Gas by collecting three (3) separate Drager, MSA, or equivalent
samples during each work shift (two shifts per day).

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D1465]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.8 The operator shall periodicallymonitor the VOC concentrationat the inlet of each carbon canister and at the exit
to the atmosphereaccording to the following speci©cations:

The operator shall use EPA ReferenceMethod 21 to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor twice everyweek, at least three days apart.

[RULE 1176, 9-13-1996; RULE 1303(a)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-
1997]

[Devices subject to this condition : C2748,C2753,C2756,C2758,C2760,C2762,C2788,C2812,C2881]

D90.9 The operator shall sample and analyze the VOC content in each ªuid to the sump according to the following
speci©cations:

The operator shall analyze once every year according to EPA TestMethod 8240, or equivalent test method.

[RULE 1176, 9-13-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D2749,D2750,D2751]

D90.14 The operator shall periodically monitor the VOC concentration at outlet of the carbon adsorption system
according to the following speci©cations:

The operator shallmonitor twice everyweek using EPA referencemethod 21.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 402, 5-7-1976]

[Devices subject to this condition : C2813, C2814, C2815, C2816, C2817, C2818, C2819, C2820, C2821,
C2822,C2823,C2824,C2825,C2826,C2827,C2828,C2829,C2830,C2831,C2832]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.15 The operator shall periodically monitor the H2S concentration at the inlet of this device according to the
following speci©cations:

The Alternative Monitoring Plan (AMP) approved by the United States Environmental Protection Agency
(USEPA) on November 30, 2006 for the periodicmonitoring and reportingof H2S concentrationfor re©nery
gas stream to ReformerHeatersNo. 1, 2 & 3

In addition, the operator shall also comply with all other applicable requirements of the AMP issued by the
USEPA on November 30, 2006 for ReformerHeatersNo. 1, 2 & 3

[40CFR 60 SubpartA, 4-9-1993; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D532,D535,D1439]

D90.17 The operator shall periodically monitor the H2S concentration at the inlet of this device according to the
following speci©cations:

The Alternative Monitoring Plan (AMP) approved by the United States Environmental Protection Agency
(USEPA) on July 11, 2003 for the periodic monitoring and reporting of H2S concentration for re©nery gas
stream to fourWCC turbines

In addition, the operator shall also comply with all other applicable requirements of the AMP issued by the
USEPA on July 11, 2003 for fourWCC turbines

[40CFR 60 SubpartA, 4-9-1993; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D1226,D1233,D1236,D1239]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.18 The operator shall periodically monitor the H2S concentration at the inlet of this device according to the
following speci©cations:

The Alternative Monitoring Plan (AMP) approved by the United States Environmental Protection Agency
(USEPA) on November 4, 2008 for the periodic monitoring and reporting of H2S concentration for re©nery
gas stream to FCCU FeedHDS Flare

In addition, the operator shall also comply with all other applicable requirements of the AMP issued by the
USEPA on November 4, 2008 for FCCU FeedHDS Flare

[40CFR 60 SubpartA, 4-9-1993; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C1326]

D90.19 The operator shall periodically monitor the H2S concentration at the inlet of this device according to the
following speci©cations:

The Alternative Monitoring Plan (AMP) approved by the United States Environmental Protection Agency
(USEPA) on October 8, 2002 for the periodicmonitoring and reportingof H2S concentrationfor re©nery gas
stream to No. 2 HydrogenPlantHeater

In addition, the operator shall also comply with all other applicable requirements of the AMP issued by the
USEPA on October 8, 2002 for No. 2 HydrogenPlantHeater

[40CFR 60 SubpartA, 4-9-1993; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D1465]

D94.1 The operator shall install,maintain and operate a sampling line from the sampling port and made accessible in the
gas turbine exhaust duct and after the waste heat boiler in accordancewith District guidelines

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D135.1 The operator shall inspect, adjust, and certify the ignition or fuel injection timing of this engine a minimum of
once every 3 years of operation. Inspections, adjustments, and certi©cations shall be performed by a quali©ed
mechanic and performed in accordancewith the engine manufacturer'sspeci©cations and procedures.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2416,D2417,D2418]

D182.9 The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall determine the true vapor pressure of each material stored in the equipment by one of the
following methods: 1) sample and test the materials stored, 2) derive the vapor pressure using engineering
calculations,or 3) maintain on ©le a copy of theMaterial SafetyData Sheet (MSDS) of the material stored.

Records of material stored, and their MSDS if applicable, shall be retained for a period of ©ve years and
made available to the ExecutiveO¬cer upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D80, D1000, D1001, D1069, D1070, D1071, D1072, D1084, D1090,
D1091, D1103, D1104, D1111, D1115, D1117, D1119, D1120, D1122, D1128, D1130, D1140, D1147,
D1148,D1162,D1163,D1164,D1177,D1193,D2789,D2790,D2791,D2792,D2793]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D182.10The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
measure and record the liquid surface level movement. The throughput, in barrels, shall be calculated using
the following equation: 0.14 x D x D x L, where D is the diameter of the tank in feet based on the tank
strapping chart and L is the total vertical one-way liquid surface level travel in feet per month. For the
purposeof this condition, continuous recording is de©ned as once per hour.

Alternately, for tanks which do not have an ATLG device, the throughput shall be derived by using
engineering calculations using parameters obtained from process records, shipping invoices, manual tank
level gauging, etc.

Records of throughput shall be retained for a period of ©ve years and made available to the ExecutiveO¬cer
upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1098, D1104, D1106, D1114, D1115, D1117, D1127, D1134, D1135,
D1136, D1141, D1142, D1143, D1147, D1148, D1162, D1163, D1177, D1178, D1180, D1184, D1276,
D2153]

D322.1 The operator shall perform annual inspection of the equipment and ©lter media for leaks, broken or torn ©lter
media, and improperly installed©lter media.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1140, 2-1-1980; RULE 1140, 8-2-1985; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE
401, 3-2-1984; RULE 401, 11-9-2001;RULE 404, 2-7-1986; RULE 405, 2-7-1986]

[Devices subject to this condition : C1329,C2151]

D322.2 The operator shall perform a weekly inspectionof the equipment and the integrity of the waterwash chamber.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986; RULE 481, 1-11-2002]

[Devices subject to this condition : D1267]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D322.3 The operator shall perform a weekly inspection of the equipment and ©lter media for leaks, broken or torn ©lter
media, and improperly installed©lter media.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986;RULE 481, 1-11-2002]

[Devices subject to this condition : D1268,D1269]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a bi-weekly basis, at least, unless the equipment did not operate during the entire bi-weekly period. The
routine bi-weekly inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C1302,C1305,C1308,C1326]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on an annual basis, at least, unless the equipment did not operate during the entire annual period.The routine
annual inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D121,D122,D124,D127,D128,D129,D130,D131,D132,D133,D134,
D135, D136, D137, D138, D139, D140, D141, D142, D143, D144, D145, D146, D147,D148,D149,D150,
D233,D241,D1280,D2149]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D323.3 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a weekly basis, at least, unless the equipment did not operate during the entire weekly period.The routine
weekly inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D164]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D323.4 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a monthly basis, at least, unless the equipment did not operate during the entire monthly period. The
routinemonthly inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D183,D184, C231]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO emission limit(s). The operator shall comply
with all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D27, D29, D31, D33, D63, D67, D151,D153,D155,D250,D313,D416,
D417, D418, D419, D421, D423, D425, D532, D535, D538, D539, D541, D570, D625,D626,D627,D628,
D629, C910,D1262,D1433,D1439,D1465,C2413]

D330.1 The operator shall have a person that has been trained in accordance with Rule 461(d)(5) conduct a semi-annual
inspection of the gasoline transfer and dispensing equipment. The ©rst inspection shall be in accordance with
Rule 461, Attachment B, the second inspection shall be in accordance with Rule 461, Attachment C, and the
subsequent inspections shall alternate protocols. The operator shall keep records of the inspection and the repairs
in accordance to Rule 461 and Section K of this Permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 461, 3-7-2008]

[Devices subject to this condition : D1276]

D332.1 The operator shall determine compliance with the CO emission limit(s) by conducting a test at least every ©ve
years using a portable analyzer and AQMD-approvedtest method or, if not available, a non-AQMDapproved test
method. The test shall be conducted when the equipment is operating under normal conditions to demonstrate
compliance with the CO emission limit(s). The operator shall comply with all general testing, reporting, and
recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1146, 9-5-2008; RULE 1146.1, 5-13-1994; RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997;
RULE 407, 4-2-1982]

[Devices subject to this condition : D69,D252,D705]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D381.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a quarterly basis, at least, unless the equipment did not operate during the entire quarterly period. The
routine quarterly inspection shall be conducted while the equipment is in operation and during daylight hours. If
any visible emissions (not including condensed water vapor) are detected, the operator shall take corrective
action(s) that eliminates the visible emissions within 24 hours and report the visible emissions as a potential
deviation in accordancewith the reportingrequirements in Section K of this permit.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;and

3). Date and time visible emissionwas abated.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1140, 2-1-1980; RULE 1140, 8-2-1985; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE
401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C1329,C2151]

E. EquipmentOperation/ConstructionRequirements
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E17.1 The operator shall not use more than 4 of the following items simultaneously:

Device ID: D1226 [TURBINE, W/ TWO GAS STOP/RATIO VALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1233 [TURBINE, WITH TWO GAS STOP/RATIOVALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1236 [TURBINE, WITH TWO GAS STOP/RATIOVALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1239 [TURBINE, WITH TWO GAS STOP/RATIOVALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID:D1262 [BOILER,NO.42,WITH 2 AIR PREHEATERSAND 2 FORCEDDRAFT FANS]

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

E51.4 The followingconditionnumber(s)shall not apply if all of the requirementsstated below are met:

ConditionNumber A 63-23

Requirementnumber 1: during normal operations - lower catalyst activity.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D417]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E51.5 The followingconditionnumber(s)shall not apply if all of the requirementsstated below are met:

ConditionNumber A 63-26

Requirementnumber 2: after the Jet TreaterHydrotreaterunit start up.

Requirementnumber 1: start of catalyst cycle - high catalyst activity.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D417]

E54.1 The operator is not required to vent this equipment to the following equipment if any of the requirements listed
below are met:

Device ID:D2808 [DRUM,KNOCKOUT,VERTICAL, SFIA VAPORRECOVERYWEST]

Requirementnumber 1: During periods of startup and shutdownmodes

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1226,D1227,D1233,D1234,D1236,D1237,D1239,D1240]

E54.3 The operator is not required to vent this equipment to the following equipment if any of the requirements listed
below are met:

Device ID:D1313 [COMPRESSOR,TWO STAGE,NO.5, RW 7087.03]

Device ID:D1314 [COMPRESSOR,TWO STAGE,NO.6, RW 26087.32]

Device ID: D1656 [COMPRESSOR, RW16, MYCOM, SCREW TYPE, WITH DOUBLE SEAL, SEAL
OIL SYSTEM, 800HP MOTOR]

Requirement number 1: When storing organic liquids having vapor pressure less than 0.5 psia under actual
storage conditions.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1086,D1087,D1102,D1116,D1225]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E54.4 The operator shall not vent this equipment to the following equipment if any of the requirements listed below are
met:

Device ID: C1466 [SELECTIVECATALYTICREDUCTION]

Requirementnumber 1: if the heater exhaust is below 570 degreesF

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1465]

E57.1 The operator shall vent this equipment to dust control equipment whenever loading/unloading of catalyst and
during catalyst handling.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C571, C1335]

E71.1 The operator shall not ©re this equipmentduring the startupmode of operation.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1227,D1234,D1237,D1240]

E71.2 The operator shall only operate this equipment to use packed glands providing that their vapor recovery e¬ciency
is equivalent to or exceeds that of mechanical seals in good workingorder.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D564,D565,D566]

E71.4 The operator shall only ©re this equipmentduring the regenerationcycle of ISOSIV process.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D705]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E71.5 The operator shall only vent this equipment to at least one row of the cogenerationunits duct burners which shall
have rows 3 in full use when receivingvented gas.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D860,D866]

E71.7 The operator shall only ©re this equipmentusing natural gas and PSA tail gas exclusively."Natural gas" is de©ned
as a mixture of gaseous hydrocarbons, with at least 80 percentmethane (by volume), and of pipeline quality, such
as the gas sold or distributedby any utility company regulatedby the CaliforniaPublicUtilitiesCommission..

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1465]

E71.8 The operator shall only inject ammonia into this equipment if the heater ªue gas inlet temperature to the SCR unit
exceeds 570 degreesF..

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1466]

E71.13 The operator shall only ©re this equipment using natural gas exclusively.The term "natural gas" as de©ned in this
permit means a mixture of gaseous hydrocarbons, with at least 80 percent methane (by volume), and of pipeline
quality, such as the gas sold or distributed by any utility company regulated by the California Public Utilities
Comission.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1433]

E71.16 The operator shall not use this equipment to store sour naphtha containing50 ppm by volume(22 ppm by weight)
or more H2S, nor having a total true vapor pressure of 11 psia or greater under actual operating conditions. The
operator shall, at least once a week, sample and test for H2S concentration and vapor pressure of the storage
materials using test methods speci©ed in Rule 463 or alternative methods approved in writing by the District.
Records of sampling, storage temperature,and test result shall be maintained for at least ©ve years.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D1150]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E71.17 The operator shall only use this equipment to receive sour water from pressurizedsphere 710 (Device ID D2728),
unless pressurizedsphere (D2728) is out of service due to breakdown, maintenanceor turnaround. This condition
shall become e«ective 18 months after the date that the District issues all necessary permits to construct for
pressurizedsphere (D2728).

[Devices subject to this condition : D1113]

E71.20 The operator shall only use this equipment to receive vent gases from equipment devices D863 and D869 during
emergency conditions.

[RULE 1303(a)-BACT,5-10-1996]

[Devices subject to this condition : D2003]

E71.22 The operator shall only use this equipment to control odors/VOCfrommiscellaneous sources at the re©nery. This
equipment does not qualify as air pollution control equipment for compliance with Rules 463, 1176, 1178 or
1303(a)(1)-BACT.

[RULE 402, 5-7-1976]

[Devices subject to this condition : C2813, C2814, C2815, C2816, C2817, C2818, C2819, C2820, C2821,
C2822,C2823,C2824,C2825,C2826,C2827,C2828,C2829,C2830,C2831,C2832]

E73.1 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
steam injection if any of the followingrequirement(s)are met:

Startup and shutdownmodes of operation.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1226,D1233,D1236,D1239]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E73.2 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
ammonia injection if any of the followingrequirement(s)are met:

Temperature measured at the SCR inlet is less than 500Deg. F

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1242,C1248,C1252,C1256]

E80.1 The operator shall not use this equipmentwhen all of the followingequipment are operating:

Device ID: D1226 [TURBINE, W/ TWO GAS STOP/RATIO VALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1233 [TURBINE, WITH TWO GAS STOP/RATIOVALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1236 [TURBINE, WITH TWO GAS STOP/RATIOVALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1239 [TURBINE, WITH TWO GAS STOP/RATIOVALVES, WITH STEAM INJECTION,
DRIVINGA 90.87MVAELECTRIC GENERATOR,SITE RATEDAT 82.72MW]

Device ID: D1228 [TURBINE, DRIVING 42.78 MVA ELECTRIC GENERATOR RATED@37.5 MW,
COMMON TO COGENUNIT 1,2,3,4]

Device ID: D1229 [TURBINE, DRIVING 42.78 MVA ELECTRIC GENERATOR RATED@37.5
MW,COMMONTO COGENUNIT 1,2,3,4]

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1262]

E102.1 The operator shall dischargedust collected in this equipmentonly into closed containers.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-
1984; RULE 401, 11-9-2001;RULE 404, 2-7-1986]

[Devices subject to this condition : C235, C236, C1329,C2151]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E118.1 The operator shall ensure that all openings to the atmosphere on the tank and on the tank truck shall be closed
during a gasoline transfer to the storage tank.

[RULE 461, 3-7-2008]

[Devices subject to this condition : D1277]

E127.1 The operator shall keep gauge/sample hatches closed except during actual gauging/samplingoperations.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D992,D997,D1008,D1009,D1627,D1637]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1002, C1630, C1632, C1635, C1638, C1640, C2014, C2445, C2446,
C2455,C2748,C2753,C2756,C2758,C2760,C2762,C2788,C2812,C2881]

E128.2 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 402, 5-7-1976]

[Devices subject to this condition : C2813, C2814, C2815, C2816, C2817, C2818, C2819, C2820, C2821,
C2822,C2823,C2824,C2825,C2826,C2827,C2828,C2829,C2830,C2831,C2832]

E153.1 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the second carbon.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C1002, C1628, C1630, C1632, C1635, C1638, C1640, C2014, C2446,
C2455,C2881]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E153.2 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the ©rst carbon canister.

To change over the carbon in the adsorber, the operator shall remove the ©rst carbon canister, rotate the
second canister in series to ©rst, and put in a new second carbon canister.

The operator shall change over the carbon in the adsorber, at minimum, on an annual basis,without regard to
whether breakthrough has occured.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C2748,C2753,C2756,C2758,C2760,C2762,C2788,C2812]

E153.3 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv, as methane, at the outlet of the carbon©lter.

If breakthrough occurs, the spent carbon ©lter shall either be replaced with an identical unit containing fresh
activated carbon or the spent carbon shall be removed from the canister and replaced with fresh activated
carbon. The replacement activated carbon shall have a Butane Activity of not less than 21.4%, as measured
according to ASTM Method 5742, or a Carbon Tetrachloride (CTC) Activity of not less than 60%, as
measuredby ASTMMethod 3467.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 402, 5-7-1976]

[Devices subject to this condition : C2813, C2814, C2815, C2816, C2817, C2818, C2819, C2820, C2821,
C2822,C2823,C2824,C2825,C2826,C2827,C2828,C2829,C2830,C2831,C2832]
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The operator shall comply with the terms and conditions set forth below:

E153.4 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the carbon canister. If breakthrough occurs, the spent carbon ©lter
shall either be replaced with an identical unit containing fresh activated carbon or the spent carbon shall be
removed and replacedwith fresh activated carbon.

The replacement activated carbon shall have a Butane Activity of not less than 21.4%, as measured according
to ASTM Method 5742, or a Carbon Tetrachloride (CTC) Activity of not less than 60%, as measured by
ASTMMethod 3467.

On an annual basis,without regard to whether breakthrough has occurred,BP West Coast ProductsLLC shall
put in a new carbon canister.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C2445]

E166.1 The operator shall keep all openings from this equipment closed when in use except formaintenanceor repair.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D992,D997,D1008,D1009,D1627]

E175.1 The operator shall not use this equipmentunless all exhaust air passes through the following:

An air pollution control equipment consisting of a selective catalytic reduction (SCR) system which is in full
use and which has been issued an operatingpermit by the executiveo¬cer, except during startup or shutdown
period.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1465]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E193.1 The operator shall construct this equipment according to the following speci©cations:

This heater shall be equipped with an oxygen analyzer to measure excess O2 at its convection section or
exhaust stack. The excess oxygen shall at a minimum of 1 percent, dry basis, except during startup and
shutdown, or process upset

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1433,D1465]

E193.3 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall complywith all applicable requirementsspeci©ed in SubpartA of the 40CFR60

[40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C1302,C1305,C1308,C1326]

E193.10The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

This tank shall be equipped with a ©xed self-supporting roof with an internal ªoating deck with no guide
poles. All rim vents shall be closed with a weighted mechanical actuation cover. This tank shall be equipped
with a rim seal system consisting of a primary seal and a secondary seal meeting the speci©cations listed in
Rule 1178(d)(1)(B).

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1150]

E193.19The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

This tank shall be equippedwith a rim seal system consisting of a primary and a secondary seal meeting the
speci©cations listed in Rule 1178(d)(1)(B).

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1199]
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The operator shall comply with the terms and conditions set forth below:

E193.20The operator shall install this equipment according to the following speci©cations:

The activated carbon used in the adsorber shall have a Butane Activity of not less than 21.4%, as measured
by ASTM Method D5742, or Carbon Tetrachloride (CTC) Activity of not less than 60%, as measured by
ASTMMethodD3467.

[RULE 1303(a)-BACT,5-10-1996]

[Devices subject to this condition : C1638,C1640]

E193.22The operator shall operate and maintain this equipment according to the followingrequirements:

1. This equipment shall only be operated for the purposeof providing power to drive a ©re pump.

2. This equipment shall be operated formaintenanceand testing, not to exceed 30 hours in any one year.

3. An engine operating log shall be kept in writing, listing the date of operation, the elapsed time, in hours,
and the reason for operation. The log shall be maintained for a minimum of 5 years and made available to
AQMD personnel upon request.

[RULE 1470, 6-1-2007]

[Devices subject to this condition : D2776]

E193.24The operator shall operate and maintain this equipment as follows:

This engine shall be a US EPA certi©ed, non-road compression-ignition engine, as evidenced by the
manufacturer'sengine tag

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2859]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E204.1 The operator shall maintain the petroleum coke storage, handling and receiving equipment according to the
following speci©cations:

green coke storage piles shall be reasonably level and shall not be higher than one foot below the top of the
back stop wall or twelve(12)feet whichever is lower

mobile equipment shall not operate on top of the green coke storage piles

no more than four (4) days of coker run shall be stored in this emergency storage area

each day of coker run stored in this emergency system shall be removed within 2 1/2 days after operation of
the coke screen is resumed. (for example, if two days of coker run is stored it shall be removed within 5
days)

conveyor housing shall be kept closed at all times except during emergencymaintenance

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D148]

E204.2 The operator shall maintain the petroleum coke storage, handling and receiving equipment according to the
following speci©cations:

any coke, coke ©nes or coke residue on the concrete emergency storage area and associated gutters shall be
removedwhile still wet for processingor disposal after coke rerunwithin the time limit speci©ed in condition
204-1

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D148]

E204.3 The operator shall maintain the petroleum coke storage, handling and receiving equipment according to the
following speci©cations:

conveyor housing shall be kept closed at all times except during necessarymaintenance

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D133,D134,D135,D136,D137,D138,D139,D140]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E204.4 The operator shall maintain the petroleum coke storage, handling and receiving equipment according to the
following speci©cations:

©nes which are recovered from conveyor return belts may be conveyedonly by the belts carryingwet straight
run coke or shall be transportedby other carrier directly to the coke storage building

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D127,D128,D129,D130,D131,D132,D133,D134,D135,D136,D137,
D138,D139,D140]

E204.5 The operator shall maintain the petroleum coke storage, handling and receiving equipment according to the
following speci©cations:

the emergency coker run conveyors nos. 16 and 17, rerun hopper and front end loader shall be washed of
coke residue after each use

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D147,D150]

E204.6 The operator shall maintain the petroleum storage, handling and receiving equipment according to the following
speci©cations:

green coke from this emergency storage facility shall only be processed through the rerun conveyor no. 17 to
the screen house

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D150]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E226.1 The followingconditionnumber(s)shall only apply if any of the requirement(s)stated below are met:

Conditionnumber 17-1

Requirement1: Boiler No. 42 is in operation

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

E313.1 This device is classi©ed as a non-operated major SOx and NOx source as de©ned under Rules 2011 and 2012 and
shall not be operated unless the Facility Permit holder provides written noti©cation to the Executive O¬cer 30
days prior to starting operation. In order to maintain the non-operational classi©cation, the Facility Permit holder
shall:

(a) Remove a section of the fuel feed line(s) to the device and place a blind ªange on both ends of the fuel feed
line(s); and

(b) Remove a section of the process feed line(s) and place a blind ªange on both ends of the process feed
line(s).

Removal of parts or components solely to qualify the device for non-operated classi©cation pursuant to this
condition, or replacement of the same removed parts or components resulting in the device no longer being
classi©ed as non-operated shall not be deemed to a«ect the potential to emit within the meanings of Rule 2005,
RegulationXIII and RegulationXXX.

[RULE 2011, 5-6-2005; RULE 2012, 5-6-2005]

[Devices subject to this condition : D1262]

E315.1 Once this device is operated, it shall no longer be classi©ed as non-operational. This device shall also meet the
monitoring requirements of Rules 2011 and 2012, subparagraph (c)(2)(A) or (c)(2)(B) no later than 30 calendar
days after the start of operation except as provided in Rule 2011, paragraph (c)(11) and Rule 2012, paragraph
(c)(10).

[RULE 2011, 5-6-2005; RULE 2012, 5-6-2005]

[Devices subject to this condition : D1262]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.2 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system.

This equipment shall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) is in full use and has a valid permit to receive vent
gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D780,D781,D833,D844,D1067,D1073,D1074,D1080,D1081,D1083,
D1085, D1086, D1087, D1102, D1112, D1113, D1114, D1115, D1116, D1117, D1127, D1128, D1134,
D1135]

E336.3 The operator shall vent the vent gases from this equipment as follows:

All sour gases shall be directed to a sourwater system via an eductor.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1137,D1138]

E336.4 The operator shall vent the vent gases from this equipment as follows:

E«ective June 30, 2005, all gases from any valve that, if opened, would release to the atmosphere shall be
directed to air pollution control equipment. this device shall not be operated after June 29, 2005 unless this
air pollution control equipment is in full use and has a valid permit or permits to receive vent gases from this
tank
No later than September 10, 2004, the operator shall submit an application or applications for permit(s) to
construct so that all of the vent gases described above shall be directed to air pollution control equipment

[RULE 402, 5-7-1976]

[Devices subject to this condition : D1112]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.5 The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to vapor recovery system (process21 System 4) or a ªare system.

This equipment shall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) or ªare system is in full use and has a valid permit
to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D780,D781,D844]

E336.6 The operator shall vent the vent gases from this equipment as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunits.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D839,D842]



SectionD Page:443
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.7 The operator shall vent the vent gases from this equipment as follows:

If the operator has not completed construction and commenced full operation of the new pressurized sphere
(reference permit application No.434526) to replace existing tank D1112 (Tank 710) within 18 months after
the date that the District issues all necessary permits to construct for the sphere, then the operator shall
control vent gases from this device according to the following schedule:
No later than 20 months after the issuance of the permit(s) to construct for the Tank 710 sphere, the operator
shall submit a complete applicationor applications for permit(s) to construct for all modi©cations necessary to
ensure that all of the gases from any valve that, if opened,would release to the atmospherewill be directed to
air pollution control equipment
E«ective 18 months after the District takes action to issue or deny the permit(s) to construct for connection to
air pollution control equipment, all gases from any valve that, if opened, would release to the atmosphere
shall be directed to air pollution control equipment.This device shall not be operated thereafter unless this air
pollution control equipment is in full use and has a valid permit or permits to receive vent gases from this
device
This condition is e«ective until the proposed replacement of existing tank D1112 (Tank 710) with a new
pressurized sphere (new Tank 710) as speci©ed in permit application No.434526 is in full operation. This
condition shall be void upon commencement of full operation of new Tank 710 and thereafter shall be
unenforceable

[RULE 402, 5-7-1976]

[Devices subject to this condition : D1113]

E336.8 The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to the south area ªare system.

This equipment shall not be operated unless the ªare system is in full use and has a valid permit to receive
vent gases from this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D838,D841]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.13The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to Thermal Oxidizer No.1 and/orThermal
OxidizerNo.2 of System 6 of Process13.

This equipment shall not be operated unless either the Thermal Oxidizer No.1 and/orThermal Oxidizer No.2
of System 6 of Process13 are in full use and have a valid permit to receive vent gases from this equipment.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D830,D832]

H. ApplicableRules

H23.1 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D27, D29, D31, D33, D63, D67, D69, D151, D153, D155, D250, D252,
D313, D416, D417, D418, D419, D421, D423, D425, D532, D535, D538, D539, D541,D570,D625,D626,
D627, D628, D629, C910, D1226, D1227, D1233, D1234, D1236, D1237, D1239, D1240, D1262, C1326,
D1439,D1465,C2413,D2837]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.3 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-2-2008]

[Devices subject to this condition : D2459, D2460, D2461, D2462, D2463, D2464, D2465, D2466, D2467,
D2468, D2469, D2470, D2471, D2472, D2473, D2474, D2475, D2476, D2477, D2478, D2479, D2481,
D2482, D2483, D2484, D2485, D2486, D2487, D2488, D2489, D2490, D2491, D2492, D2493, D2494,
D2495, D2496, D2497, D2499, D2500, D2501, D2502, D2503, D2504, D2505, D2506, D2507, D2508,
D2509, D2510, D2511, D2512, D2513, D2514, D2515, D2516, D2517, D2518, D2519, D2520, D2521,
D2522, D2523, D2525, D2526, D2527, D2528, D2529, D2530, D2531, D2532, D2533, D2534, D2536,
D2538, D2539, D2540, D2541, D2542, D2543, D2544, D2545, D2546, D2585, D2586, D2587, D2588,
D2589, D2590, D2591, D2613, D2614, D2615, D2675, D2676, D2677, D2678, D2878, D2879, D2882,
D2883,D2884]

H23.4 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 1178

VOC District Rule 463

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Devices subject to this condition : D1000,D1001,D1030,D1032]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.5 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Kb

[40CFR 60 SubpartKb, 10-15-2003]

[Devices subject to this condition : D1120,D1162,D1163,D1196,D2153]

H23.7 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Ka

[40CFR 60 SubpartKa, 5-5-1989]

[Devices subject to this condition : D1173,D1177]

H23.8 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1415

[RULE 1415, 10-14-1994]

[Devices subject to this condition : E2592,E2593,E2595]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.9 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Chromium,Hexavalent District Rule 1404

[RULE 1404, 4-6-1990]

[Devices subject to this condition : E2594]

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1122

[RULE 1122, 10-1-2004]

[Devices subject to this condition : E2597]

H23.11 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Halon District Rule 1418

[RULE 1418, 9-10-1999]

[Devices subject to this condition : E2599]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.12 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Benzene 40CFR61,SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D26, D78, D80, D169, D188, D190, D220, D265, D277, D354, D406,
D408, D430, D663, D668, D712, D780, D796, D812, D815, D817, D844, D1000, D1001, D1030, D1032,
D1067, D1072, D1087, D1098, D1113, D1114, D1120, D1127, D1134, D1135, D1143, D1184, D1188,
D1195,D1196,D1199,D1201,C1302,C1305,D1306,C1308,D1309,D1325,C1326,D1327,D1328,D1402,
D1424, D1596, D1604, D1644, D1645, D1646, D1648, D1649, D1978, D2056, D2058, D2340, D2368,
D2395,D2850]

H23.13 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART K

[40CFR 60 SubpartK, 5-5-1989]

[Devices subject to this condition : D80,D1147,D1148,D2840]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.14 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

[40CFR 60 SubpartQQQ, 10-17-2000]

[Devices subject to this condition : D992, D994, D995, D997, D998, D1007,D1008,D1009,D1010,D1013,
D1014, D1015, D1016, D1030, D1032, D1627, D1637, D2008, D2009, D2010, D2011, D2012, D2013,
D2601,D2752,D2787,D2811,D2880]

H23.16 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1140

[RULE 1140, 2-1-1980; RULE 1140, 8-2-1985]

[Devices subject to this condition : D1280,D2149]

H23.18 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

NOX 40CFR60,SUBPART GG

SOX 40CFR60,SUBPART GG

H2S 40CFR60,SUBPART J

[40CFR 60 SubpartGG, 2-24-2006; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D1226,D1233,D1236,D1239]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.19 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

NOX 40CFR60,SUBPART Db

[40CFR 60 SubpartDb, 11-16-2006;40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D1227,D1234,D1237,D1240]

H23.20 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 109

PM District Rule 481

[RULE 109, 5-2-2003; RULE 481, 1-11-2002]

[Devices subject to this condition : D1267,D1268,D1269]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.21 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

VOC District Rule 464

VOC District Rule 1123

[RULE 1123, 12-7-1990; RULE 1176, 9-13-1996; RULE 464, 12-7-1990]

[Devices subject to this condition : D992, D997, D1004, D1005, D1006, D1008, D1009, D1010, D1627,
D1637, D2008, D2009, D2010, D2011, D2012, D2013, D2752, D2754, D2755, D2757, D2759, D2761,
D2787]

H23.22 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D2600]

H23.23 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 109

[RULE 109, 5-2-2003]

[Devices subject to this condition : E2596]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.24 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1411

[RULE 1411, 3-1-1991]

[Devices subject to this condition : E2595]

H23.25 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63,SUBPART CC

VOC District Rule 463

VOC District Rule 1178

VOC District Rule 1149

VOC 40CFR60,SUBPART Kb

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005; 40CFR 60 Subpart Kb, 10-15-2003;
40CFR 63 SubpartCC, #1, 5-25-2001]

[Devices subject to this condition : D1150,D1199]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.26 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

VOC District Rule 1123

[RULE 1123, 12-7-1990;RULE 1176, 9-13-1996]

[Devices subject to this condition : D2747,D2811]

H23.28 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

[RULE 463, 5-6-2005]

[Devices subject to this condition : D2790,D2791,D2792]

H23.29 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C1302,C1305,C1308,C1326]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.30 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63,SUBPART EEEE

[40CFR 63 Subpart EEEE, 7-28-2006]

[Devices subject to this condition : D730, D1072, D1075, D1078, D1079, D1089, D1092, D1093, D1098,
D1139,D1141,D1599]

H23.31 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63,SUBPART GGGGG

[40CFR 63 SubpartGGGGG, 11-29-2006]

[Devices subject to this condition : D1103,D1111,D1120]

I. Administrative

I1.1 The operator shall comply with all the requirements of the variance dated July 15, 2008, Case No. 5357-36 in
accordance with the Findings and Decisions of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Findings and Decisions. The progress reports shall contain dates for achieving activities, milestones or
compliance required in the schedule of compliance and dates when such activities,milestones or compliance were
achieved; and an explanation of why any dates in the schedule of compliance were not, or will not be met, and
any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : C1302,C1305,C1308,C1326]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

I296.1 This equipment shall not be operated unless the operator demonstrates to the Executive O¬cer that the facility
holds su¬cient RTCs to o«set the prorated annual emissions increase for the ©rst complianceyear of operation.In
addition, this equipment shall not be operatedunless the operatordemonstrates to the ExecutiveO¬cer that, at the
commencement of each compliance year after the ©rst compliance year of operation, the facility holds su¬cient
RTCs in an amount equal to the annual emissions increase.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D730, C2413]

I296.2 This equipment shall not be operated unless the operator demonstrates to the Executive O¬cer that the facility
holds su¬cient RTCs to o«set the prorated annual emissions increase for the ©rst complianceyear of operation.In
addition, this equipment shall not be operatedunless the operatordemonstrates to the ExecutiveO¬cer that, at the
commencement of each compliance year after the ©rst compliance year of operation, the facility holds su¬cient
RTCs in an amount equal to the annual emissions increase.

To comply with this condition, the operator shall, prior to each compliance year hold a minimum of NOx
RTCs of 2,633 lbs and a minimum of SOx RTCs of 35 lbs.

In accordance with Rule 2005(f), unused RTCs may be sold only during the reconciliation period for the
fourth quarter of the applicable complianceyear inclusiveof the 1st complianceyear.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D2776]

J. Rule 461

J110.1 The operator shall use, except for diesel transfer, the phase II vapor recovery system in full operationwhenever
gasoline from this equipment is dispensed to motor vehicles as de©ned in Rule 461. This system shall be installed,
operated and maintained to meet all CARB certi©cation requirements.

[RULE 461, 3-7-2008]

[Devices subject to this condition : D1273,D1276]
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The operator shall comply with the terms and conditions set forth below:

J119.1 A CARB certi©ed pressure/vacuum relief valve shall be installed on the tank vent stack and shall be set as
speci©ed in CARB order G-70-140

[RULE 461, 3-7-2008]

[Devices subject to this condition : D1277]
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The operator shall comply with the terms and conditions set forth below:

J373.1 The operator shall complywith the followinggasoline transfer and dispensingrequirements:

a). The Phase II vapor recovery systems shall be installed, operated, and maintained such that the maximum
allowable pressure through the system including nozzle, vapor hose, swivels, and underground piping does
not exceed the dynamic back pressures described by the California Air Resources Board (CARB) Executive
Order by which the systemwas certi©ed:

NitrogenFlowrates (CFH) DynamicBack Pressure (Inchesof Water)

20 0.15

40 0.16

60 0.35

80 0.62

100 0.95

As required by AQMD Rule 461 or CARB ExecutiveOrder, dynamic back pressure tests shall be conducted
to determine the Phase II system vapor recovery back pressures. The tests shall be conducted in accordance
with CARB Test ProcedureMethod TP-201.4. Results shall be submitted to the AQMD, Engineering and
Compliance,within 48 hours of tests.

The AQMD shall be noti©ed by e-mail at R461testing@aqmd.govor by facsimile at telephone number (909)
396-3606 at least seventy two (72) hours prior to testing. Such noti©cation shall include the name of the
owner or operator; the name of the contractors; the location of the facility; and the scheduled start and
completiondates of the dynamic back pressure test.

The test shall be conducted as frequently as that required by the most recent amendment to Rule 461 or
CARB ExecutiveOrder requirements,whichever is more stringent.

b). At least once every year, a static pressure leak decay test shall be conducted to demonstrate that the
storage tanks, the remote and/or nozzle vapor recovery check valves, associated vapor return piping and
©ttings are free from vapor leaks. The test shall be conducted in accordance with CARB Test Procedure
Method TP-201.3. Results shall be submitted to the AQMD, Engineeringand Compliance,within thirty (30)
days of the test.

The AQMD shall be noti©ed by e-mail at R461testing@aqmd.govor by facsimile at telephone number (909)
396-3606 at least twenty-fourhours prior to testing. Such noti©cation shall include the name of the owner or
operator; the name of the contractors;the location of the facility; and the scheduledstart and completiondates
of the static pressure leak decay test.

c). If the CARB ExecutiveOrder requires the installation of a liquid removal device, a liquid removal rate
test shall be conducted to demonstrate the removal of gasoline from the vapor passage of the coaxial hose.
The test shall be conducted within thirty days of initial installation and in accordance with CARB test
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The operator shall comply with the terms and conditions set forth below:

procedureMethod TP-201.6. Results shall be submitted to the AQMD, Engineeringand Compliance,within
thirty (30) days of the test.

The AQMD shall be noti©ed by e-mail at r461testing@aqmd.gov or by facsimile at telephone number (909)
396-3606 at least twenty-fourhours prior to testing. Such noti©cation shall include the name of the owner or
operator; the name of the contractors;the location of the facility; and the scheduledstart and completiondates
of the liquid removal rate test.

The testing frequency for the above mentioned tests shall be conducted in accordance with the most recent
AQMD Rule 461 amendment or CARB ExecutiveOrder requirements,whichever is more stringent.

[RULE 461, 3-7-2008]

[Devices subject to this condition : D1277]

K. RecordKeeping/Reporting

K40.1 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM emissions, if required
to be tested, shall also be reported in terms of grains per DSCF.

[RULE 2011, 5-6-2005; RULE 2012, 5-6-2005]

[Devices subject to this condition : C2413]
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The operator shall comply with the terms and conditions set forth below:

K40.3 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM emissions, if required
to be tested, shall also be reported in terms of grains per DSCF.

Source test results shall also include fuel gas usage underwhich the test was conducted.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 404, 2-7-1986; RULE 409, 8-7-1981]

[Devices subject to this condition : D629]

K67.1 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

fuel rate consumed

heating value of the fuel gas (HHV)

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D532,D539,D541,D1439]

K67.2 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Fuel heating value

Fuel rate

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D27, D31, D63, D69, D151, D153, D155, D252, D416, D417, D418,
D419,D421,D425,D629]
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The operator shall comply with the terms and conditions set forth below:

K67.3 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Type and quantity of fuel usage, ammonia usage, actual and correctedoutlet NOX emission concentration

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1226,D1233,D1236,D1239]

K67.4 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

The date of operation, the elapsed time in hours

[RULE 1110.2, 2-1-2008; RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 1470, 6-1-2007;
RULE 2012, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D1997,D1998,D2416,D2417,D2418,D2776]

K67.5 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput and vapor pressureof stored liquid.

[RULE 1178, 4-7-2006;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 463, 5-6-2005]

[Devices subject to this condition : D800, D801, D909, D1000, D1001, D1067, D1069, D1070, D1071,
D1072, D1073, D1074, D1075, D1078, D1079, D1080, D1081, D1083, D1084, D1085, D1086, D1087,
D1089, D1090, D1091, D1092, D1093, D1098, D1099, D1102, D1103, D1104, D1107, D1108, D1109,
D1110, D1111, D1116, D1120, D1121, D1122, D1123, D1124, D1125, D1126, D1128, D1130, D1139,
D1140, D1141, D1142, D1144, D1145, D1146, D1153, D1157, D1159, D1160, D1164, D1165, D1175,
D1178,D1185,D1186,D1187,D1193,D1196,D2789]
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The operator shall comply with the terms and conditions set forth below:

K67.6 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

For architectural applications where no thinners, reducers, or other VOC containing materials are added,
maintain semi-annual records for all coating consisting of (a) coating type, (b) VOC content as supplied in
grams per liter (g/l) of materials for low-solids coatings, (c) VOC content as supplied in g/l of coating, less
water and exempt solvent, for other coatings.

For architectural applications where thinners, reducers, or other VOC containing materials are added,
maintain daily records for each coating consisting of (a) coating type, (b) VOC content as applied in grams
per liter (g/l) of materials used for low-solids coatings, (c) VOC content as applied in g/l of coating, less
water and exempt solvent, for other coatings.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1113, 11-8-1996; RULE 1113, 7-13-2007;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : E2598]

K67.8 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

The name of the person performingthe inspectionand/ormaintenanceof the ©lter media

The date, time, and results of the inspection

The date, time, and descriptionof anymaintenanceor repairs resulting from the inspection

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986]

[Devices subject to this condition : D1268,D1269,C1329,C2151]
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The operator shall comply with the terms and conditions set forth below:

K67.10 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

The date, time, and descriptionof anymaintenanceor repairs resulting from the inspection

The name of the person performingthe inspectionand/ormaintenanceof the waterwash chamber

The date, time, and results of the inspection

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986; RULE 481, 1-11-2002]

[Devices subject to this condition : D1267]

K67.11 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Heater ©ring rate during the start of catalyst cycle.

Heater ©ring rate during normal operations-lower catalyst activity.

Daily emissions rate of ROG, CO and PM using FormR-2 of the Annual EmissionReport.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D417,D418]
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The operator shall comply with the terms and conditions set forth below:

K67.12 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput and vapor pressureof stored liquid.

Hydrocarbon concentrationmeasurementsdone in the vapor space above the ªoating roof of the tank.

Other records that may be required to comply with the applicable requirements of District Rules 463, 1149,
1178, and 40CFR63 Subpart CC.

Records shall be maintained and kept on ©le for at least ©ve years and shall be made available to the
ExecutiveO¬cer or his authorized representativeupon request.

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005; 40CFR 63 SubpartCC, 12-19-2005]

[Devices subject to this condition : D1154, D1155, D1156, D1158, D1161, D1166, D1167, D1168, D1169,
D1170, D1171, D1172, D1173, D1174, D1176, D1179, D1180, D1181, D1182, D1183, D1184, D1188,
D1190,D1194,D1195,D2850]

K67.13 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Tank throughput, in barrel permonth, and vapor pressure, in psia, of the stored liquid.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D1105]

K67.14 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput, in barrels per hour

[RULE 402, 5-7-1976]

[Devices subject to this condition : D833,D1112,D1113,D1114]
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The operator shall comply with the terms and conditions set forth below:

K67.16 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

monitor and replacementof carbon canister

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2445, C2748, C2753, C2756, C2758, C2760, C2762, C2788, C2812,
C2881]

K67.17 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

An engine operating log shall be kept and maintained on ©le to record when this engine is started manually.
The log shall list the date of operation, the timer reading in hours at the beginning and end of operation, and
the reason for operation.The total hours of operation (including hours for manual and automatic operation)
shall be recorded sometime during the ©rst 15 days of January of each year.

[RULE 1110.2, 2-1-2008; RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996; RULE 1470, 6-1-2007;
RULE 2012, 5-6-2005;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D2859]

K171.1 The operator shall provide to the District the following items:

Final drawings and/or speci©cations of the geodesic dome cover to be installed/constructed shall be submitted
to the Districtwithin 30 days prior to its construction.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1179,D1182,D2850]
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The operator shall comply with the terms and conditions set forth below:

K171.2 The operator shall provide to the District the following items:

Final drawings and/or speci©cations of ªoating roof seals and deck ©ttings upgrade shall be submitted to the
Districtwithin 30 days after its construction.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D1164,D1193]
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SECTION E: ADMINISTRATIVE CONDITIONS
The operating conditions in this section shall apply to all permitted equipment
at this facility unless superseded by condition(s) listed elsewhere in this permit.

1. The permit shall remain effective unless this permit is suspended, revoked,
modified, reissued, denied, or it is expired for nonpayment of permit
processing or annual operating fees. [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and
the permit shall expire if annual operating fees are not paid pursuant to
requirements of Rule 301(d). [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the
Permit to Construct issuance date, unless a Permit to Construct extension
has been granted by the ExecutiveOfficer or unless the equipment has been
constructed and the operator has notified the ExecutiveOfficer prior to
the operation of the equipment, in which case the Permit to Construct
serves as a temporary Permit to Operate. [202, 205]

c. The TitleV permit shall expire as specified under Section K of the Title
V permit. The permit expiration date of the TitleV facility permit does
not supercede the requirements of Rule 205. [205, 3004]

2. The operator shall maintain all equipment in such a manner that ensures
proper operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess
of those allowed by Division 26 of the Health and Safety Code of the State
of California or the Rules and Regulations of the AQMD. This permit cannot
be considered as permission to violate existing laws, ordinances,
regulations or statutes of other governmental agencies. [204]

4. The operator shall not use equipment identified in this facility permit as
being connected to air pollution control equipment unless they are so vented
to the identified air pollution control equipment which is in full use and
which has been included in this permit. [204]

5. The operator shall not use any equipment having air pollution control
device(s) incorporated within the equipment unless the air pollution control
device is in full operation.[204]

6. The operator shall maintain records to demonstrate compliance with rules or
permit conditions that limit equipment operating parameters, or the type or
quantity of material processed. These records shall be made available to
AQMD personnel upon request and be maintained for at least: [204]
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a. Three years for a facility not subject to TitleV; or
b. Five years for a facility subject to TitleV.

7. The operator shall maintain and operate all equipment to ensure compliance
with all emission limits as specified in this facility permit. Compliance
with emission limits shall be determined according to the following
specifications, unless otherwise specified by AQMD rules or permit
conditions: [204]

a. For internal combustion engines and gas turbines, measured concentrations
shall be corrected to 15 percent stack-gas oxygen content on a dry basis
and be averaged over a period of 15 consecutive minutes; [1110.2, 1134,
204]

b. For other combustion devices, measured concentrations shall be corrected
to 3 percent stack-gas oxygen content on a dry basis and be averaged over
a period of 15 consecutive minutes; [1146, 1146.1, 204]

c. For a large NOx source, compliance with a RECLAIM concentration limit
shall be measured over a continuous 60 minutes for that source; [2012]

d. For non-combustion sources, compliance with emission limits shall be
determined and averaged over a period of 60 minutes. [204]

e. For the purpose of determining compliance with Rule 407, carbon monoxide
(CO) shall be measured on a dry basis and be averaged over 15 consecutive
minutes, and sulfur compound which would exist as liquid or gas at
standard conditions shall be calculated as sulfur dioxide (SO2) and be
averaged over 15 consecutive minutes; [407]

f. For the purpose of determining compliance with Rule 409, combustion
contaminant emission measurements shall be corrected to 12 percent carbon
dioxide (CO2) at standard conditions and averaged over 15 consecutive
minutes. [409]

g. For the purpose of determining compliance with Rule 475, combustion
contaminant emission measurements shall be corrected to 3 percent of
oxygen (O2) at standard conditions and averaged over 15 consecutive
minutes or any other averaging time specified by the ExecutiveOfficer.
[475]

8. All equipment operating under the RECLAIM program shall comply concurrently
with all provisions of AQMD Rules and Regulation, except those listed in
Table 1 of Rule 2001 for NOx RECLAIM sources and Table 2 of Rule 2001 for
SOx RECLAIM sources. Those provisions listed in Tables 1 or 2 shall not
apply to NOx or SOx emissions after the date the facility has demonstrated
compliance with all monitoring and reporting requirements of Rules 2011 or
2012, as applicable. Provisions of the listed AQMD rules in Tables 1 or 2
which have initial implementation dates in 1994 shall not apply to a RECLAIM
NOx or SOx source, respectively. [2001]
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9. The operator shall, when a source test is required by AQMD, provide a source
test protocol to AQMD no later than 60 days before the proposed test date.
The test shall not commence until the protocol is approved by AQMD. The test
protocol shall contain the following information: [204, 304]

a. Brief description of the equipment tested.
b. Brief process description, including maximum and normal operating

temperatures, pressures, through-put, etc.
c. Operating conditions under which the test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e,g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Brief description of sampling and analytical methods used to measure each
pollutant, temperature, flow rates, and moisture.

f. Description of calibration and quality assurance procedures.
g. Determination that the testing laboratory qualifies as an "independent

testing laboratory" under Rule 304 (no conflict of interest).

10. The operator shall submit a report no later than 60 days after conducting a
source test, unless otherwise required by AQMD Rules or equipment-specific
conditions. The report shall contain the following information: [204]

a. The results of the source test.
b. Brief description of the equipment tested.
c. Operating conditions under which the test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e,g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Field and laboratory data forms, strip charts and analyses.
f. Calculations for volumetric flow rates, emission rates, control

efficiency, and overall control efficiency.

11. The operator shall, when a source test is required, provide and maintain
facilities for sampling and testing. These facilities shall comply with the
requirements of AQMD Source TestMethod 1.1 and 1.2. [217]
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12. Whenever required to submit a written report, notification or other
submittal to the ExecutiveOfficer, AQMD, or the District, the operator
shall mail or deliver the material to: Deputy ExecutiveOfficer,
Engineering and Compliance, AQMD, 21865 E. Copley Drive, Diamond Bar, CA
91765-4182. [204]
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The Facility shall comply with all applicable monitoring and source testing requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. NOxMonitoringConditions

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major NOx source to continuously measure the concentration of NOx
emissions and all other applicable variables specified in Rule 2012, Table
2012-1 and Rule 2012,Appendix A, Table 2-A to determine the NOx emissions
rate from each source. The time-sharing of CEMS among NOx sources may be
allowed by the ExecutiveOfficer in accordance with the requirements for
time sharing specified in Appendix A. [2012]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2012]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2012. [2012]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2012, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2012Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.
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B. The Operator of a NOx Large Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter and any device
specified by the ExecutiveOfficer as necessary to determine monthly fuel
usage or other applicable variables specified in Rule 2012,Appendix A,
Table 3-A. The sharing of totalizing fuel meter may be allowed by the
ExecutiveOfficer if the fuel meter serves large sources which have the
same emission factor, concentration limit, or emission rate. The sharing
of totalizing fuel meters shall not be allowed for large sources which are
required to comply with an annual heat input limit. [2012]

2. Comply at all timeswith the specified NOx concentration limit in PPM
measured over any continuous 60 minutes for that source or establish an
equipment-specific emission rate that is reliable, accurate,
representative of that sources emissions, and in accordance with the
requirements specified in Rule 2012,Appendix A, Chapter 5. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2012, Table 2012-1, and Rule 2012,
Appendix A, Table 4-A. The sharing of totalizing fuel meters may be
allowed by the ExecutiveOfficer if the fuel meter serves process units
which have the same emission factor or emission rate. The sharing of
totalizing meter shall not be allowed for process unitswhich are required
to comply with an annual heat input limit. [2012]

II. NOx Source Testing and Tune-up Conditions

1. The operator shall conduct all required NOx source testing in compliance
with an AQMD-approved source test protocol. [2012]

2. The operator shall, as applicable, conduct source tests for every large
NOx source no later than June 30, 1997 and every 3 years thereafter. The
source test shall include the determination of NOx concentration and a
relative accuracy audit of the exhaust stack flow determination (e.g.
in-stack flow monitor or fuel flow monitor based F-factor calculation).
Such source test results shall be submitted per the schedule described by
APEP. In lieu of submitting the first source test report, the facility
permit holder may submit the results of a source test not more than 3
years old which meets the requirements when conducted. [2012]
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3. All NOx large sources and NOx process units shall be tuned-up in
accordance with the schedule specified in Rule 2012,Appendix A, Chapter
5, Table 5-B. [2012]

III. SOxMonitoringConditions

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major SOx source to continuously measure the concentration of SOx
emissions or fuel sulfur content and all other applicable variables
specified in Rule 2011, Table 2011-1 and Rule 2011,Appendix A, Table 2-A
to determine the SOx emissions rate from each source. The time-sharing of
CEMS among SOx sources may be allowed by the ExecutiveOfficer in
accordance with the requirements for time sharing specified in Appendix A.
[2011]

2. Install, maintain, and operate totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2011]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2011. [2011]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2011, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2011Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
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SECTION F: RECLAIMMONITORING AND SOURCE TESTING REQUIREMENTS

d. fees.

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2011, Table 2011-1, and Rule 2011,
Appendix A, Table 3-A. The sharing of totalizing meters shall be allowed
for process units except those using fuelswith different sulfur contents.
[2011]

IV. SOx Source Testing Conditions

1. The operator shall conduct all required SOx source testing in compliance
with an AQMD-approved source test protocol. [2011]
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SECTION G: RECORDKEEPINGAND REPORTING REQUIREMENTS FOR
RECLAIM SOURCES

The Facility shall comply with all applicable reporting and recordkeeping requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. Recordkeeping Requirements for all RECLAIM Sources

1. The operator shall maintain all monitoring data required to be measured
or reported pursuant to Rule 2011 and Rule 2012, whichever is
applicable. All records shall be made available to AQMD staff upon
request and be maintained for at least:

a. Three years after eachAPEP report is submitted to AQMD for a
facility not subject to TitleV, unless a different time period is
required in Rule 2011 or Rule 2012 [2011& 2012]; or

b. Five years after eachAPEP report is submitted to AQMD for a
facility subject to TitleV. [3004(a)(4)(E)]

c. Notwithstanding the above, all data gathered or computed for
intervals of less than 15 minutes shall only be maintained a minimum
of 48 hours. [2011& 2012]

2. The operator shall store on site and make available to the Executive
Officer upon request: records used to determine emissions, maintenance
records, sources test reports, relative accuracy test audit reports,
relative accuracy audit reports and fuel meter calibration records.
[2011& 2012]

II. Reporting Requirements for all RECLAIM Sources

1. The operator shall submit a quarterly certification of emissions
including the facility's total NOx or SOx emissions, whichever is
applicable, for the quarter within 30 days after the end of the first
three quarters and 60 days after the end of the fourth quarter of a
compliance year. [2011& 2012]

NOx Reporting Requirements

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major NOx source,
the total daily mass emissions of NOx and daily status codes. Such data
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SECTION G: RECORDKEEPINGAND REPORTING REQUIREMENTS FOR
RECLAIM SOURCES

shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2012]

2. Calculate NOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2012 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2012]

3. Submit an electronic report within 15 days following the end of each
month totaling NOX emissions from all major NOx sources during the
month. [2012]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2012]

B. The Operator of a NOx Large Source, as defined in Rule 2012, shall:

1. Install, maintain and operate a modem or any reporting device approved
by the ExecutiveOfficer to report, to the AQMD, the total monthly NOx
mass emissions from each large NOx source. The Operator shall comply
with this requirement within 12 months of the date of entry to the
RECLAIM Program. Such data shall be reported within 15 days after the
end of each calendar month. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall:

1. Electronically report the calculated quarterly NOx emissions for each
NOx process unit. The Operator shall comply with this requirement within
12 months of the date of entry to the RECLAIM Program. [2012]
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SOx Reporting Requirements

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major SOx source,
the total daily mass emissions of SOx and daily status codes. Such data
shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2011]

2. Calculate SOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2011 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2011]

3. Submit an electronic report within 15 days following the end of each
month totaling SOX emissions from all major SOx sources during the
month. [2011]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2011]

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall:

1. Electronically report the calculated quarterly SOx emissions for each
SOx process unit. [2011]
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss11::CCRRUUDDEEDDISISTTIILLLLAATTIIOONN
System 1: NO.1CRUDE UNIT S13.2, S46.1,System 1 : NO.1CRUDE UNIT S46.2,S56.1

TOWER, RPV-4200,CRUDE,WITH D2
RELIEFVALVE VENTEDTO FLARE
NO. 5, HEIGHT:137 FT; DIAMETER:
16 FT 6 IN
A/N: 439069
Permit to Construct Issued: 04/11/06

ACCUMULATOR, RPV 4209,CRUDE D8
TOWER OVERHEAD,HEIGHT:26 FT;
DIAMETER:9 FT
A/N: 439069
Permit to Construct Issued: 04/11/06

DRUM,FLAREKNOCKOUT,FOR D2739 BENZENE: (10) [40CFR61 H23.12
NO.1 CRUDEUNIT,RW 6934-289.02, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:20 FT; DIAMETER:10 FT 500 PPMV (8) [40CFR61
A/N: 439069 SubpartFF,12-4-2003]

Permit to Construct Issued: 04/11/06

SSyysstteem 44::CCRRUUDDEEDDISISTTILILLLAATTIOIONNUUNNITITHHEEAATTEERRSS
HEATER,NO.4 CRUDEOIL D31 NOX:MAJOR CO: 2000 PPMV (5) [RULE A63.20,B61.4,
DISTILLATIONCHARGE,REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D28.7,D29.3,
GAS, WITH LOW EXCESSAIR FIRING, MAJOR SOURCE** GRAINS/SCF (5) [RULE D90.4,D328.1,
130 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.1, K67.2
A/N: 450144 404,2-7-1986]

Permit to Construct Issued: 09/26/06

BURNER,TEN (10) BURNERS,
REFINERYGAS, CALLIDUS
TECHNOLOGIES,MODELLX-10W,
10 TOTAL;130 MMBTU/HR

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

Syst S13.2, S31.5,Systeem 55::NNOO..5151VVAACCUUUUMMDDISISTTILILLLAATTIOIONNUUNNIITT S56.1

TANK,SURGE, FEED,RPV 2500, D35
WITHGAS BLANKET,LENGTH:45
FT; DIAMETER:13 FT
A/N: 425810
Permit to Construct Issued: 07/13/05

TOWER, VACUUM,RPV 2501, D2726
HEIGHT:137 FT 6 IN; DIAMETER:31
FT 6 IN
A/N: 425810
Permit to Construct Issued: 07/13/05

KNOCKOUT POT,RPV 3240, OFF- D38
GASES,HEIGHT:8 FT; DIAMETER:2
FT
A/N: 425810
Permit to Construct Issued: 07/13/05

VESSEL,SEPARATOR,RPV 3210, D39
FUELGAS, HEIGHT:20 FT 6 IN;
DIAMETER:3 FT 6 IN
A/N: 425810
Permit to Construct Issued: 07/13/05

DRUM, SEAL,LENGTH:18 FT 6 IN; D2727
DIAMETER:6 FT
A/N: 425810
Permit to Construct Issued: 07/13/05

POT,BLOWDOWNFLASH,RPV-5550, D41
HEIGHT:7 FT 8 IN; DIAMETER:4 FT
A/N: 425810
Permit to Construct Issued: 07/13/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

DRUM,QUENCH,RPV 5546, HEIGHT: D42
13 FT; DIAMETER:5 FT
A/N: 425810
Permit to Construct Issued: 07/13/05

FUGITIVEEMISSIONS, D2462 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 425810
Permit to Construct Issued: 07/13/05

SSyysst S13.2, S46.1,teem 66::NNOO..5522VVAACCUUUUMMDDIISSTTILILLLAATTIIOONNUUNNIITT S46.2,S56.1

TOWER, VACUUM,RPV-3400, D43
HEIGHT:45 FT; DIAMETER:10 FT
A/N: 471487
Permit to Construct Issued: 01/20/09

TANK,SURGE, RPV-3405,HEAVYGAS D44
OIL, HEIGHT:12 FT; DIAMETER:4 FT
A/N: 471487
Permit to Construct Issued: 01/20/09

TANK,SURGE, RPV-5466,RECYCLE D45
OIL, HEIGHT:12 FT; DIAMETER:3 FT
A/N: 471487
Permit to Construct Issued: 01/20/09

TANK,SURGE, RPV-3407,LIGHTGAS D46
OIL, HEIGHT:7 FT; DIAMETER:3 FT
A/N: 471487
Permit to Construct Issued: 01/20/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

DRUM, SURGE, RW 6956-289.02, D2833 E336.14
FEED,HEIGHT:20 FT; DIAMETER:10
FT
A/N: 471487
Permit to Construct Issued: 01/20/09

VESSEL,COALESCER,RPV 3412, D49
LENGTH:20 FT 6 IN; DIAMETER:4
FT 6 IN
A/N: 471487
Permit to Construct Issued: 01/20/09

COMPRESSOR,RW 11 08703, OFF GAS D50
A/N: 471487
Permit to Construct Issued: 01/20/09

COMPRESSOR,RW 12 08703, OFF GAS D52
A/N: 471487
Permit to Construct Issued: 01/20/09

POT,STRAINER,RPV 5478, LIGHT D56 E336.14
GAS OIL, HEIGHT:2 FT 6 IN;
DIAMETER:8 IN
A/N: 471487
Permit to Construct Issued: 01/20/09

POT,STRAINER,RPV 5479, HEAVY D57
GASWASHOIL, HEIGHT:1 FT 8 IN;
DIAMETER:8 IN
A/N: 471487
Permit to Construct Issued: 01/20/09

POT,STRAINER,RPV 5470, HEAVY D58
GAS OILWASH,HEIGHT:1 FT 8 IN;
DIAMETER:8 IN
A/N: 471487
Permit to Construct Issued: 01/20/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATION

POT,STRAINER,RPV 5479, LIGHT D60 E336.14
GAS OIL, LENGTH:15 FT;
DIAMETER:8 FT
A/N: 471487
Permit to Construct Issued: 01/20/09

FUGITIVEEMISSIONS, D2463 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 471487
Permit to Construct Issued: 01/20/09

PPrroocceessss22::CCOOKKIINNGGAANNDDRREESSIIDDUUAALLCCOONNDDITITIOIONNININGG

SSyysstteem 11::DDEELLAY S13.2, S15.4,AYEEDDCCOOKKININGGUUNNITITNNOO.1.1 S46.1, S46.2,
S56.1

FILTER,NO. 1 COKER D2763
FRACTIONATOR BOTTOMS
CIRCULATION STRAINEREAST,
LENGTH:4 FT 6 IN; DIAMETER:3 FT
A/N: 450810
Permit to Construct Issued: 07/13/06

FILTER,NO. 1 COKER D2764
FRACTIONATOR BOTTOMS
CIRCULATION STRAINERWEST,
LENGTH:4 FT 6 IN; DIAMETER:3 FT
A/N: 450810
Permit to Construct Issued: 07/13/06

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

SSyysstteem 66::BBLLOOWWDDOOWWNNGGAASSCCOOMMPPRREESSSIOIONNSSYYSSTTEM S13.2, S15.4,EM S31.6,S56.1

COMPRESSOR,A, BLOWDOWN D111
RECOVERYRECIPROCATING, RW
0042 087.32, 2 STAGESWITH INTER-
STAGECOOLING
A/N: 436041
Permit to Construct Issued: 07/26/05

COMPRESSOR,B, BLOWDOWN D112
RECOVERYRECIPROCATING, RW
0043 087.32, 2 STAGESWITH INTER-
STAGECOOLING
A/N: 436041
Permit to Construct Issued: 07/26/05

COMPRESSOR,C, BLOWDOWN D113
RECOVERYRECIPROCATING, RW
0044 087.32, 2 STAGEWITH INTER-
STAGECOOLING
A/N: 436041
Permit to Construct Issued: 07/26/05

FUGITIVEEMISSIONS, D2469 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 436041
Permit to Construct Issued: 07/26/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

SSyysstteem 88::RRAAWWPPEETTRROOLLEEUUMMCCOOKKEEHHANDLING S7.2,S13.1ANDLINGSSYYSSTTEEMM
STORAGEBUILDING,COKEBARN, D146 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
WITH FOG SPRAYSYSTEM,WIDTH: E125.1,E137.1
190 FT; HEIGHT:96 FT 6 IN; LENGTH:
575 FT
A/N: 395837
Î Permit to Construct Issued: 08/16/01

CONVEYOR,BC 1A, 150 HP, D2641 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
PETROLEUMCOKE,LENGTH:121 FT E137.1
9 IN; RISE: 25 FT 10 IN; CAPACITY
1500 TONS PER HOUR,WITHDUST
SUPRESSIONWATERSPRAYS
A/N: 395837
Î Permit to Construct Issued: 08/16/01

CONVEYOR,BC 1B, 150 HP, D2642 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
PETROLEUMCOKE,LENGTH:121 FT E137.1
9 IN; RISE: 25 FT 10 IN; CAPACITY
1500 TONS PER HOUR,WITHDUST
SUPRESSIONWATERSPRAYS
A/N: 395837
Î Permit to Construct Issued: 08/16/01

HOPPER,RECEIVING,BC 1A, 15 CU. D2643 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
YARDCAPACITY, LENGTH:16 FT;
WIDTH:8 FT; DEPTH: 7 FT 6 IN
A/N: 395837
Î Permit to Construct Issued: 08/16/01

HOPPER,RECEIVING,BC 1B, 15 CU. D2644 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2
YARDCAPACITY, LENGTH:16 FT;
WIDTH:8 FT; DEPTH: 7 FT 6 IN
A/N: 395837
Î Permit to Construct Issued: 08/16/01

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

System 11: COKERGAS TREATING/H2SABSORPTION S13.2, S15.6,System 11 : COKERGAS TREATING/H2SABSORPTION S31.10, S56.1

KNOCKOUT POT, (V-B-103B)RPV D158
1670, SOUTHMDEACONTACTOR
FEED,HEIGHT:54 FT 8 IN;
DIAMETER:6 FT
A/N: 454568
Permit to Construct Issued: 03/21/07

VESSEL,NORTHMDEACONTACTOR, D159
(V-B-104A)RPV 1953, HEIGHT:54 FT 8
IN; DIAMETER:6 FT 6 IN
A/N: 454568
Permit to Construct Issued: 03/21/07

VESSEL,SOUTHMDEACONTACTOR, D160
(V-B-104B)RPV-5966,HEIGHT:45 FT;
DIAMETER:6 FT 6 IN
A/N: 454568
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,NORTHMDEA D161
CONTACTOROUTLET,(V-B-105A)
RPV-1970,HEIGHT:9 FT 6 IN;
DIAMETER:2 FT 6 IN
A/N: 454568
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,NORTHMDEA D162
CONTACTOROUTLET,(V-B-105B)
RPV-1671,HEIGHT:9 FT 6 IN;
DIAMETER:2 FT 6 IN
A/N: 454568
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

FUGITIVEEMISSIONS, D2470 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 454568
Permit to Construct Issued: 03/21/07

SSyysstteem 1122::CCOOKKEELLOOADIN S1.1,S7.1,S13.1ADINGG
CONVEYOR,BC 2A, 200 HP, D2617 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
CAPACITY1500 TONS/HR, E137.1
PETROLEUMCOKE,LENGTH:222FT
11 IN, RISE:68FT 3 IN; WITHCOVER
ANDWATERSPRAYSYSTEM
A/N: 395829
Î Permit to Construct Issued: 02/07/01

CONVEYOR,BC 2B, 200 HP, D2618 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
CAPACITY1500 TONS/HR, E137.1
PETROLEUMCOKE,LENGTH:222FT
11 IN, RISE:68FT 3 IN; WITHCOVER
ANDWATERSPRAYSYSTEM
A/N: 395829
Î Permit to Construct Issued: 02/07/01

BIN, TRUCKLOADOUT,1A, 60 TONS D2619 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
A/N: 395829 E137.1
Î Permit to Construct Issued: 02/07/01

BIN, TRUCKLOADOUT,1B, 60 TONS D2620 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
A/N: 395829 E137.1
Î Permit to Construct Issued: 02/07/01

BIN, TRUCKLOADOUT,2A, 60 TONS D2621 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
A/N: 395829 E137.1
Î Permit to Construct Issued: 02/07/01

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING

BIN, TRUCKLOADOUT,2B, 60 TONS D2622 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
A/N: 395829 E137.1
Î Permit to Construct Issued: 02/07/01

HOPPER,TRUCKLOADOUTWEIGH, D2623 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
1A, PETROLEUMCOKE, 15 TON E137.1
CAPACITY
A/N: 395829
Î Permit to Construct Issued: 02/07/01

HOPPER,TRUCKLOADOUTWEIGH, D2624 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
1B, PETROLEUMCOKE, 15 TON E137.1
CAPACITY
A/N: 395829
Î Permit to Construct Issued: 02/07/01

HOPPER,TRUCKLOADOUTWEIGH, D2625 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
2A, PETROLEUMCOKE, 15 TON E137.1
CAPACITY
A/N: 395829
Î Permit to Construct Issued: 02/07/01

HOPPER,TRUCKLOADOUTWEIGH, D2626 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
2B, PETROLEUMCOKE, 15 TON E137.1
CAPACITY
A/N: 395829
Î Permit to Construct Issued: 02/07/01

BULKMATERIALLOADINGSTATION, D2627 PM: (9) [RULE 405,2-7-1986] A63.25,D323.2,
TRUCKLOADING,PETROLEUM E125.1,E137.1
COKE,WITH FOUR OVERHEAD
TRUCKLOADERSANDWATER
SPRAYSYSTEM,WIDTH:38 FT 8 IN;
HEIGHT:105 FT; LENGTH:72 FT 3 IN
A/N: 395829
Î Permit to Construct Issued: 02/07/01

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss33::FFLLUUIDIDCCAATTAALLYYTTICICCCRRAACCKKININGG

SSyysstteem 11::FFLLUUIDIDCCAATTAALLYYTIC CRACKINGUNIT S13.2, S31.9,TIC CRACKINGUNIT S42.1,S56.1

VESSEL,SEPARATOR,RPV 5689 D1336
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

REGENERATOR,RPV-2318,HEIGHT: D164 D234 NOX:MAJOR CO: 500 PPMV (5A) [ A195.1,A195.2,
81 FT 3 IN; DIAMETER:51 FT 8 IN SOURCE**;SOX: CONSENTDECREECIVILNO. A195.3,A195.4,
A/N: 472385 MAJOR SOURCE** 2:96CV 095RL,8-29-2001] ; CO: A195.6,D29.8,
Permit to Construct Issued: 12/04/07 2000 PPMV (5) [RULE 407,4- D29.11,D82.4,

2-1982] D323.3,
E193.17,
E193.18,
H23.27

HAP: (10) [40CFR63 Subpart
UUU, #2,2-9-2005] ; NH3: 10
PPMV (5) [ CONSENT
DECREECIVILNO. 2:96CV 095

RL (FourthAmendment),10-7-

2005]

NOX: 60 PPMV (5B) [
CONSENTDECREECIVILNO.

2:96CV 095RL (Fourth

Amendment),10-7-2005] ; PM:
0.1 GRAINS/SCF (5) [RULE
409,8-7-1981]

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

PM: (9) [RULE 404,2-7-
1986;RULE405,2-7-1986] ;
PM10: 2.8 LBS/1000BBLS
(5) [RULE 1105.1,11-7-2003] ;
SO2: 50 PPMV (5A) [
CONSENTDECREECIVILNO.

2:96CV 095RL (Fourth

Amendment),10-7-2005]

SO2: 150 PPMV (5B) [
CONSENTDECREECIVILNO.

2:96CV 095RL (Fourth

Amendment),10-7-2005]

VESSEL,SEPARATOR,RPV 5690 D1337
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

COLUMN,STRIPPER,RPV 2321, D165
LIGHTCYCLEOIL, HEIGHT:19 FT 6
IN; DIAMETER:7 FT 6 IN
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5691 D1338
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

FRACTIONATOR, MAIN, RPV-2322, D166 E193.18
HEIGHT:99 FT 9 IN; DIAMETER:27
FT
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5692 D1339
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

FILTER,FCCUEAST SLURRYPUMP D2841 E336.15
STRAINER,LENGTH:5 FT 4 IN;
DIAMETER:3 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

FILTER,FCCUMIDDLESLURRY D2842 E336.15
PUMP BASKET STRAINER,LENGTH:
5 FT 4 IN; DIAMETER:3 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

FILTER,FCCUWEST SLURRYPUMP D2843 E336.15
STRAINER,LENGTH:5 FT 4 IN;
DIAMETER:3 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

REACTOR,DISENGAGER,RPV 2323, D167 E193.18
HEIGHT:40 FT; DIAMETER:39 FT 8
IN
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

VESSEL,SEPARATOR,RPV 5693 D1340
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

ACCUMULATOR, RPV 2350, D168 E193.18
FRACTIONATOR OVERHEAD,
HEIGHT:20 FT; DIAMETER:12 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5694 D1341
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,TOP REFLUX SETTLER,RPV D169 BENZENE: (10) [40CFR61 H23.12
2395, (COMMONTO FCCGAS SubpartFF_02,12-4-2003] ; VOC:
PLANT),LENGTH:40 FT; DIAMETER: 500 PPMV (8) [40CFR61
12 FT SubpartFF,12-4-2003]

A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5695 D1342
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

TANK,SURGE, HOT FEED,RPV 2618, D170
LENGTH:45 FT; DIAMETER:12 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5696 D1343
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5697 D1344
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D172
3980, "A" SKID SOUTH#5, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5698 D1345
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ELECTROSTATIC PRECIPITATOR, RPV D173
3981, "A" SKIDNORTH #5, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5699 D1346
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D174
3982,"A"SKID SOUTH#4, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL, SEPARATOR,RPV 5700 D1347
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D175
3983, "A" SKIDNORTH #4, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

VESSEL,SEPARATOR,RPV 5701 D1348
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D176
3984, "A" SKID SOUTH#3, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL,SEPARATOR,RPV 5702 D1349
289.02,ELECTRICALPRODUCT,
CLAROIL,GULFTRONICS,14
MODULES,12" X 76"
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D177
3985,"A"SKIDNORTH #3, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D178
3986, "A" SKID SOUTH#2, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ELECTROSTATIC PRECIPITATOR, RPV D179
3987, "A" SKIDNORTH #2, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D180
3989, "A" SKIDNORTH #1, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

ELECTROSTATIC PRECIPITATOR, RPV D181
3988," A" SKID SOUTH#1, CLAROIL,
GULFTRONICS
A/N: 472385
Permit to Construct Issued: 12/04/07

VESSEL, # 2 DEPROPANIZER,RPV D182
5579,HEIGHT: 7 FT 8 IN; DIAMETER:
3 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

BIN, STORAGE,ADDITIVE, D183 PM: (9) [RULE 404,2-7- D323.4
INTERCAT, HEIGHT:30 FT; 1986;RULE405,2-7-1986]

DIAMETER:5 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

STORAGETANK,HOT CATALYST, D184 PM: (9) [RULE 404,2-7- D323.4
RPV 2316,CATALYST,HEIGHT:65 FT; 1986;RULE405,2-7-1986]

DIAMETER:17 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

HOPPER,COLDCATALYSTSTORAGE, D2845
RPV 2315, HEIGHT:65 FT;
DIAMETER:17 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

KNOCKOUT POT,COLD STORAGE D185
EJECTOR,RPV 2434, HEIGHT:8 FT;
DIAMETER:2 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

TOWER, JET STRIPPER,RW 6395 D2382
289.01,HEIGHT:45 FT 6 IN;
DIAMETER:5 FT
A/N: 472385
Permit to Construct Issued: 12/04/07

COMPRESSOR,RW 0028 087.04,MAIN D2387 E193.18
AIR BLOWER,MANUFACTURER
NUOVO PIGNONE,MODELMCL-1803,
3 STAGECENTRIFUGAL,172000
CU.FT./MIN
A/N: 472385
Permit to Construct Issued: 12/04/07

FUGITIVEEMISSIONS, D2471 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 472385
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

SSyysstteem 2: FCCUG S13.2, S15.6,m 2 : FCCUGAASSPPLLAANNTT S31.2, S31.9,
S56.1

POT,RERUN PREHEATER, D186
CONDENSATE,RPV 2370, HEIGHT:3
FT; DIAMETER:2 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

COLUMN,JET CUT TOWER, RW 5917, D1350
HEIGHT:77 FT 6 IN; DIAMETER:11
FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

TANK,RPV-2369,CAUSTICWASH D2839
SETTLER,LENGTH:26 FT;
DIAMETER:8 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

TOWER, RPV 2372, RERUN, HEIGHT: D187 E193.18
68 FT 6 IN; DIAMETER:12 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 2375, RERUN D188 BENZENE: (10) [40CFR61 E193.18,
TOWER OVERHEAD,LENGTH:18 FT; SubpartFF_02,12-4-2003] ; VOC: H23.12
DIAMETER:9 FT 500 PPMV (8) [40CFR61
A/N: 458689 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ACCUMULATOR, RW5923, JET CUT D1351
TOWER OVERHEAD,,HEIGHT:26 FT
3 IN; DIAMETER:8 FT 9 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

POT, #1, JET CUT TOWER D1352
CONDENSATEEAST,RW 5921,
HEIGHT:3 FT; DIAMETER:2 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

POT, #2, JET CUT TOWER D1353
CONDENSATEWEST,RW 5920,
HEIGHT:3 FT; DIAMETER:2 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

DRUM,RW 5943, JET CUT TOWER D1354
CONDENSATE,HEIGHT: 8 FT 10 IN;
DIAMETER:4 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

TOWER,DEBUTANIZER,RPV 2391, D191
HEIGHT:87 FT 3 IN; DIAMETER:13
FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

DRUM, JET CUT TOWER OILYWATER D1355 BENZENE: (10) [40CFR61 H23.12
SEWER,RW 5940, HEIGHT:8 FT 10 SubpartFF_02,12-4-2003] ; VOC:
IN; DIAMETER:4 FT 500 PPMV (8) [40CFR61
A/N: 458689 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

KNOCKOUT POT,RPV 2393, FUEL D192 E193.18
GAS, HEIGHT:15 FT; DIAMETER:9
FT
A/N: 458689
Permit to Construct Issued: 09/28/07

DRUM, JET CUT TOWERPUMPOUT, D1356 BENZENE: (10) [40CFR61 H23.12
RW 5945, HEIGHT:8 FT 10 IN; SubpartFF_02,12-4-2003]

DIAMETER:4 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

SETTLINGTANK,RPV 2395, RERUN D193
WATER,LENGTH:40 FT; DIAMETER:
12 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

KNOCKOUT POT,RPV 1674, D194
DEBUTANIZEROVERHEAD
ACCUMULATOR, HEIGHT:2 FT 2 IN;
DIAMETER:1 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 2406, D195
DEBUTANIZEROVERHEAD,
LENGTH:20 FT; DIAMETER:10 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

TOWER, ABSORBER,DEETHANIZER, D196
RPV 2407, HEIGHT:132 FT;
DIAMETER:9 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

KNOCKOUT POT,RPV 2408, D197
ABSORBERDRY GAS, HEIGHT:8 FT;
DIAMETER:4 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

POT,ABSORBERDEHYDRATOR,RPV D198 E193.18
2409, HEIGHT:8 FT; DIAMETER:5 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

TOWER,MDEACONTACTOR D199
(BACKUP),RPV 2386, SPONGEOIL /
MDEA,HEIGHT:39 FT; DIAMETER:8
FT
A/N: 458689
Permit to Construct Issued: 09/28/07

TOWER, #2 DEPROPANIZER,RPV D201
2550,HEIGHT: 68 FT 6 IN;
DIAMETER:6 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

KNOCKOUT POT,RPV 5580,NO.2 D202
DEPROPANIZEROVERHEAD
ACCUMULATOR SOURWATER,
HEIGHT:4 FT; DIAMETER:1 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

SETTLINGTANK,RPV 5664, RAW D203 E193.18
GASOLINE/WATER,LENGTH:19 FT;
DIAMETER:10 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

TOWER,DEHEXANIZER,RPV 2580, D204
HEIGHT:79 FT; DIAMETER:8 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 2581, D205
DEHEXANIZEROVERHEAD,
LENGTH:18 FT; DIAMETER:5 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

COLUMN,ABSORBERMDEA D206
CONTACTOR,RPV 3676, HEIGHT:50
FT 10 IN; DIAMETER:3 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

KNOCKOUT POT,RPV 3677,NO. 1 D207
DEPROPANIZEROVERHEAD
ACCUMULATOR SOURWATER,
HEIGHT:2 FT; DIAMETER:1 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

POT,ABSORBER-DEETHANIZER D208
REBOILERDEHYDRATOR,RPV 5383,
HEIGHT:14 FT 8 IN; DIAMETER:9 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

TOWER,NO.1 DEPROPANIZER,RPV D189 E193.18
2380, BY REPLACINGTHE TRAYS,
HEIGHT:91 FT 9 IN; DIAMETER:8 FT
6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ACCUMULATOR, RPV 2384,NO.1 D190 BENZENE: (10) [40CFR61 H23.12
DEPROPANIZEROVERHEAD,BY SubpartFF_02,12-4-2003] ; VOC:
REPLACINGTHENOZZLES& 500 PPMV (8) [40CFR61
REMOVINGTHE INTERNALSPARGER SubpartFF,12-4-2003]

& ADDINGCOALESINGPAD,
LENGTH:17 FT; DIAMETER:8 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 2390, #2 D200
DEPROPANIZEROVERHEAD,BY
REMOVINGTHE INTERNALSPARGER
& BY ADDINGTHENOZZLES,
LENGTH:18 FT; DIAMETER:6 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

FILTER,RW6780-289.02, D2458
PROPANE/PROPYLENESANDFILTER,
HEIGHT:17 FT; DIAMETER:8 FT
A/N: 458689
Permit to Construct Issued: 09/28/07

POT,SOURWATERFOR RPV-6965, D2772 E193.18
HEIGHT:3 FT; DIAMETER:1 FT 6 IN
A/N: 458689
Permit to Construct Issued: 09/28/07

FUGITIVEEMISSIONS, D2472 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 458689
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

SSyysstteem 33::FFCCCCUUGGAASSCCOOMMPPRREESSSIIOONN&&HHYYDDRROOGEN SUL S13.2, S31.9,GEN SULFFIIDDEERREEMMOOVVAALLUUNNITIT S46.1, S46.2,
S56.1

ABSORBER,VAPORPHASE, RPV 2345, D217
HEIGHT:42 FT; DIAMETER:9 FT
A/N: 460563
Permit to Construct Issued: 04/03/07

FUGITIVEEMISSIONS, D2473 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460563
Permit to Construct Issued: 04/03/07

DRUM, 115# FLASH,RPV-2644 D2773 BENZENE: (10) [40CFR61 E193.18,
A/N: 460563 SubpartFF_02,12-4-2003] ; VOC: H23.12
Permit to Construct Issued: 04/03/07 500 PPMV (8) [40CFR61

SubpartFF,12-4-2003]

SSyysstte S42.1em 55::AAIIRRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLSSYYSSTTEEMMSSEERRVVIINNGGFFCCCCUU
BOILER,NO.41,WITHA BYPASS D234 D164 C235
DUCTAROUNDTHE BOILER, C236C2651
MODIFYTO A WASTEHEATBOILER C2769
A/N: 396005
Î Permit to Construct Issued: 02/06/98

ELECTROSTATIC PRECIPITATOR, C235 D234 S237 HAP: (10) [40CFR63 Subpart C12.1,E102.1,
RESEARCH-COTRELL,TWELVE(12) S238 C2651 UUU, #2,2-9-2005] E193.7
POWER TRANSFORMER-RECTIFIER
SETS, 1260 KW
A/N: 395998
Î Permit to Construct Issued: 08/21/96

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.



SectionH Page:27
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ELECTROSTATIC PRECIPITATOR, C236 D234 S239 HAP: (10) [40CFR63 Subpart C12.1,E102.1,
BUELL,MODELTYPE 22XA 24.0-1080, S240 C2651 UUU, #2,2-9-2005] E193.7
EIGHT(8)POWER TRANSFORMER-
RECTIFIERSETS, 512 KW
A/N: 395998
Î Permit to Construct Issued: 08/21/96

STACK S237 C235
A/N: 395998
Î Permit to Construct Issued: 08/21/96

STACK S238 C235
A/N: 395998
Î Permit to Construct Issued: 08/21/96

STACK S239 C236
A/N: 395998
Î Permit to Construct Issued: 08/21/96

STACK,(BYPASS) S240 C236
A/N: 395998
Î Permit to Construct Issued: 08/21/96

VESSEL,SEPARATOR,RPV 5524, D1361
FOURTHSTAGEGAS, HEIGHT:16 FT
6 IN; DIAMETER:2 FT 6 IN
A/N: 450844
Permit to Construct Issued: 10/30/06

HOPPER,FOURTHSTAGEDISPOSAL, D1362
RPV 5520
A/N: 450844
Permit to Construct Issued: 10/30/06

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

ELECTROSTATIC PRECIPITATOR, 110 C2769 D234 C2651 NH3: 10 PPMV (5) [RULE A99.7, A195.7,
FT L X 70 FT W X 115 FT H, HARMON S2771 1105.1,11-7-2003] D29.2,D90.10,
RESEARCH-COTRELL,2 CHAMBERS D90.11,D90.12,
EACHWITH 10 T/R SETS RATEDAT90 D90.13,D323.3,
KV,LOCATEDDOWNSTREAMOF E193.15,
SCR, 1200 KW WITH E193.17,
A/N: 450844 E193.18
Permit to Construct Issued: 10/30/06

AMMONIA INJECTION

STACK,ESP STACK,HEIGHT:171 FT; S2771 C2769 E193.18
DIAMETER:11 FT 6 IN
A/N: 450844
Permit to Construct Issued: 10/30/06

SELECTIVECATALYTICREDUCTION, C2651 D234 C235 NH3: 10 PPMV (4) [RULE D12.16,D12.17,
WIDTH:29 FT 6 IN; HEIGHT:48 FT C236 S2653 1303(a)(1)-BACT,5-10-1996] D12.18,D29.1,
9.5 IN; LENGTH:28 FT 11.5 IN C2769 D29.4,D90.6,
A/N: 450845 E73.3, K40.2
Permit to Construct Issued: 10/31/06

STACK,HEIGHT:135 FT; DIAMETER: S2653 C2651
12 FT
A/N: 450845
Permit to Construct Issued: 10/31/06

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

SSyysstteem 88::CCAATTAALLYYSSTTHHAANNDDLLININGGFFAACCIILLITITYYNNOO..22
VESSEL,ADDITIVESHOT POT,NOX D2658 C2661 PM: (9) [RULE 404,2-7- D28.6,D323.2,
REDUCINGCATALYST,WITH 1986;RULE405,2-7-1986] E71.14
MANUAL INJECTIONVACUUM
SYSTEM,GRACEMODELCIS-2452-
VM, WIDTH:5 FT; HEIGHT:8 FT;
LENGTH:3 FT
A/N: 398322
Permit to Construct Issued: 12/19/02

VESSEL,ADDITIVESHOT POT,NOX D2659 C2662 PM: (9) [RULE 404,2-7- D28.6,D323.2,
REDUCINGCATALYST,WITH 1986;RULE405,2-7-1986] E71.14
MANUAL INJECTIONVACUUM
SYSTEM,INTERCATMODEL
INTERCAT50
A/N: 398322
Permit to Construct Issued: 12/19/02

VESSEL,ADDITIVESHOT POT,NOX D2660 C2663 PM: (9) [RULE 404,2-7- D28.6,D323.2,
REDUCINGCATALYST,WITH 1986;RULE405,2-7-1986] E71.14
MANUAL INJECTIONVACUUM
SYSTEM,INTERCATMODEL
INTERCAT200
A/N: 398322
Permit to Construct Issued: 12/19/02

FILTER,CARTRIDGETYPE, OUTER C2661 D2658 A72.2, D322.4,
DIAMETER:1 FT; INNERDIAMETER: D381.2,K67.8
8 IN; LENGTH:1 FT 8 IN
A/N: 398322
Permit to Construct Issued: 12/19/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : FLUID CATALYTICCRACKING

FILTER,CARTRIDGETYPE, OUTER C2662 D2659 A72.2, D322.4,
DIAMETER:1 FT; INNERDIAMETER: D381.2,K67.8
8 IN; LENGTH:1 FT 8 IN
A/N: 398322
Permit to Construct Issued: 12/19/02

FILTER,CARTRIDGETYPE, OUTER C2663 D2660 A72.2, D322.4,
DIAMETER:1 FT; INNERDIAMETER: D381.2,K67.8
8 IN; LENGTH:1 FT 8 IN
A/N: 398322
Permit to Construct Issued: 12/19/02

SSyysstteem 1100::AAMMMMOONNIAIAIINNJEJECCTTIIOONNSSYYSSTTEEMM
STORAGETANK,PRESSURIZED, D2652 C157.1,E57.2
AQUEOUSAMMONIA,30%, 12660
GALS
A/N: 397359
Permit to Construct Issued: 05/01/02

PPrroocceessss44::FFRRAACCTTIIOONNAATTIOIONN

SSyysstteem 11::SSUUPPEERRFFRRAACCTTIIOONNAATTIOIONNUUNNIT S4.3, S4.4, S13.2,IT S56.1

COLUMN,STABILIZER,NO.1 D253
DEBUTANIZER,RPV-1035,HEIGHT:
77 FT; DIAMETER:6 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

COLUMN,STABILIIZER,NO. 2 D254
DEBUTANIZER,RPV-1040,HEIGHT:
117 FT 9 IN; DIAMETER:6 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

COLUMN,SOUTHAREA D255
DISOBUTANIZER,RPV-1101,HEIGHT:
127 FT; DIAMETER:8 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

COLUMN,NO.4 DEBUTANIZER,RPV- D256
1117, WITH 40 TRAYS,HEIGHT:84
FT; DIAMETER:8 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

COLUMN,STABILIZER,NO. 7, RPV- D257
1118, HEIGHT:62 FT; DIAMETER:3
FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

COLUMN,STABILIZER,NO. 9, RPV- D259
1183,HEIGHT: 136 FT; DIAMETER:12
FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

COLUMN,STABILIZER,NO. 10, RPV- D260
1190, HEIGHT:110 FT; DIAMETER:7
FT
A/N: 478483
Permit to Construct Issued: 09/30/08

COLUMN,STABILIZER,NO. 11, RPV- D261
1199, HEIGHT:134 FT; DIAMETER:8
FT
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

COLUMN,NO.3 DEBUTANIZER,RPV- D262
1208, HEIGHT:110 FT; DIAMETER:6
FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR,NO.1 D263
DEBUTANIZER,RPV-
5574,STABILIZEROVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,SURGE,NO.1 DEBUTANIZER D264
FEED,RPV 5573, LENGTH:40 FT;
DIAMETER:8 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, NO.2 D265 BENZENE: (10) [40CFR61 H23.12
DEBUTANIZER,RPV-1041, SubpartFF_02,12-4-2003]

OVERHEAD,HEIGHT:18 FT 9.5 IN;
DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, RPV-5474,SOUTH D267
AREA DIB OVERHEAD,HEIGHT:18
FT; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

TANK,SURGE, SOUTHAREA DIB D268
FEED, #5 STABILIZER,RPV-1226,
HEIGHT:30 FT 8 IN; DIAMETER:10
FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR,NO. 4 D269
DEBUTANIZEROVERHEAD,RPV-
5575, VENTEDTO VAPORRECOVERY
SYSTEM,HEIGHT:20 FT; DIAMETER:
5 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, RPV-1120,LPG D271
VAPORIZEROVERHEAD,LENGTH:16
FT; DIAMETER:3 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,SURGE, RPV 1181,NO.3 D272
DEBUTANIZERFEED,HEIGHT:32 FT;
DIAMETER:9 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR,NO. 9, RPV-1185, D274
STABILIZERREFLUX,LENGTH:16
FT; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

ACCUMULATOR,NO.10, RPV-1189, D275
STABILIZEROVERHEAD,LENGTH:7
FT 11.5 IN; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR,NO. 9 STABILIZER D276
OVERHEAD,RPV-1189A,LENGTH:15
FT 8 IN; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, RPV 1639, D277 BENZENE: (10) [40CFR61 H23.12
DEBUTANIZEROVERHEAD, SubpartFF_02,12-4-2003] ; VOC:
LENGTH:12 FT; DIAMETER:6 FT 500 PPMV (8) [40CFR61
A/N: 478483 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

TANK,SURGE, RPV 1182, #10 D278
STABILIZERFEED, LENGTH:32 FT;
DIAMETER:9 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,SURGE, RPV-1180,# 11 D280
STABILIZERFEED,HEIGHT:32 FT;
DIAMETER:9 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, RPV 1205,NO. 11 D281
STABILIZEROVERHEAD,LENGTH:16
FT; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

ACCUMULATOR, RPV 1213,NO.3 D282
DEBUTANIZEROVERHEAD,
LENGTH:16 FT; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

POT,RPV 2092, LPG VAPORIZER D283
CONDENSATE,HEIGHT:4 FT;
DIAMETER:2 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TOWER,DEBUTANIZER,(RPV-1638), D284
HEIGHT:76 FT 8 IN; DIAMETER:7 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,RPV-4342,HEIGHT: D2628 BENZENE: (10) [40CFR61 H23.12
3 FT 6 IN; DIAMETER:1 FT SubpartFF_02,12-4-2003] ; VOC:
A/N: 478483 500 PPMV (8) [40CFR61
Permit to Construct Issued: 09/30/08 SubpartFF,12-4-2003]

TOWER,DEHEXANIZER,RPV 5665, D1364
NO.1 STRAIGHTRUN NAPHTHA,
HEIGHT:144 FT 11 IN; DIAMETER:13
FT 3 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, RPV 5666,NO.1 D1365
DEHEXANIZEROVERHEAD,
LENGTH:30 FT; DIAMETER:9 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

KNOCKOUT POT,RPV 5667,NO.1 D1366
DEHEXANIZERREBOILER
CONDENSATE,LENGTH:3 FT;
DIAMETER:2 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

TOWER,DEHEXANIZER,RPV 5678, D1367
NO.2, STRAIGHTRUN NAPATHA,
HEIGHT:144 FT 11 IN; DIAMETER:13
FT 3 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

ACCUMULATOR, RPV 5679,NO.2 D1368
DEHEXANIZEROVERHEAD,
LENGTH:30 FT; DIAMETER:9 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,RPV 5680,NO.2 D1369
DEHEXANIZERREBOILER
CONDENSATE,LENGTH:3 FT;
DIAMETER:2 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,RPV 5708,NO.1 D1372
NAPHTHASPLITTERREBOILER
CONDENSATE,LENGTH:3 FT;
DIAMETER:2 FT 5 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

KNOCKOUT POT,RPV 5712,NO.2 D1373
DEBUTANIZERREBOILER
CONDENSATE,LENGTH:1 FT 9 IN;
DIAMETER:1 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,FLASH,NO.1 DEHEXANIZER D1374
REBOILER,RPV 5713, LENGTH:16 FT
6 IN; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,FLASH,NO.2 DEHEXANIZER D1375
REBOILER,RPV 5714, LENGTH:16 FT
6 IN; DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,FLASH, DEHEXANIZER, RPV D1376
5715, LENGTH:21 FT; DIAMETER:6
FT
A/N: 478483
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,NO.2 D1377
DEHEXANIZERREBOILER
CONDENSATE,RPV5716,LENGTH:3
FT; DIAMETER:2 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

KNOCKOUT POT,NO.1 D1378
DEHEXANIZERREBOILER
CONDENSATE,RPV 5717, LENGTH:3
FT; DIAMETER:2 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,FLASH,RPV 5718, 150 LB D1379
STEAM,LENGTH:13 FT; DIAMETER:
5 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,FLASH,RPV 5719,NAPHTHA D1380
SPLITTERREBOILERCONDENSATE,
LENGTH:3 FT; DIAMETER:2 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

TANK,FLASH,RPV 5733, 25 LB D1381
STEAM,LENGTH:19 FT 6 IN;
DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

VESSEL,SEPARATOR,RPV 5734, HC D1382
CONDENSATE,LENGTH:6 FT;
DIAMETER:6 FT
A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

KNOCKOUT POT,RPV 5735,COKER D1383
GAS FRACTIONATIONDEHEXANIZER
REBOILERCONDENSATE,LENGTH:2
FT; DIAMETER:1 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,RPV 5736,COKER D1384
GAS FRACTIONATION SWING
REBOILERCONDENSATE,LENGTH:2
FT; DIAMETER:1 FT 6 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,DEHEXANIZER D1385 BENZENE: (10) [40CFR61 H23.12
FLARE, RPV 5780, LENGTH:10 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:5 FT 500 PPMV (8) [40CFR61
A/N: 478483 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

SCRUBBER,RPV 1293, SFIA FUEL D287
GAS, HEIGHT:30 FT; DIAMETER:3
FT 4 IN
A/N: 478483
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2476 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 478483
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

System 7: COKERGASOLINEFRACTIONATIONUNIT S13.2, S15.8,System 7 : COKERGASOLINEFRACTIONATIONUNIT S56.1

VESSEL,RECEIVER,RPV 1403, LOW D1974
PRESSUREGAS, HEIGHT:20 FT;
DIAMETER:8 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

TOWER, RPV 1618, DEHEXANIZER, D1975
HEIGHT:96 FT 4 IN; DIAMETER:9 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 1620, D1976
DEHEXANIZEROVERHEAD
A/N: 429507
Permit to Construct Issued: 09/28/07

TOWER, RPV 1626, SWING,HEIGHT: D1977
79 FT 4 IN; DIAMETER:9 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 1627, SWING D1978 BENZENE: (10) [40CFR61 H23.12
OVERHEAD,HEIGHT:20 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:6 FT 500 PPMV (8) [40CFR61
A/N: 429507 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/28/07

TOWER, RPV 1638, DEBUTANIZER, D1979
HEIGHT:76 FT 2 IN; DIAMETER:7 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : FRACTIONATION

ACCUMULATOR, RPV 1639, D1980
DEBUTANIZEROVERHEAD,HEIGHT:
16 FT; DIAMETER:6 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

DRUM,RPV 1642, DEHEXANIZER D1981
FEED,HEIGHT:31 FT 6 IN;
DIAMETER:9 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

DRUM,RPV 1672, FUELGASMIXING, D1984
HEIGHT:10 FT; DIAMETER:6 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

STORAGETANK,RPV 3230, HEIGHT: D1986
35 FT 9 IN; DIAMETER:8 FT
A/N: 429507
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 1619, HEIGHT: D2838 BENZENE: (10) [40CFR61 H23.12
20 FT; DIAMETER:6 FT SubpartFF_02,12-4-2003] ; VOC:
A/N: 429507 500 PPMV (8) [40CFR61
Permit to Construct Issued: 09/28/07 SubpartFF,12-4-2003]

FUGITIVEEMISSIONS, D2481 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 429507
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss55::HHYYDDRROOTTRREEAATTIINNGG

SSyysstteem 33::FFLLUUID FEED H S13.2, S15.6,ID FEED HDDSSUUNNITIT S31.9, S46.1,
S46.2,S56.1

ACCUMULATOR, RPV 4018, STRIPPER D354 BENZENE: (10) [40CFR61 E193.18,
OVERHEAD,HEIGHT:16 FT; SubpartFF_02,12-4-2003] ; VOC: H23.12
DIAMETER:7 FT 6 IN 500 PPMV (8) [40CFR61
A/N: 460574 SubpartFF,12-4-2003]

Permit to Construct Issued: 04/03/07

KNOCKOUT POT,RPV 4019, D355
STRIPPERRELEASEMDEA,HEIGHT:
8 FT; DIAMETER:5 FT
A/N: 460574
Permit to Construct Issued: 04/03/07

REACTOR,HDS, RPV 4400, HEIGHT: D357 E193.18
60 FT; DIAMETER:16 FT
A/N: 460574
Permit to Construct Issued: 04/03/07

DRUM,FLASH,RW-6939-289.02, D2844
SOURWATER,HEIGHT:20 FT;
DIAMETER:7 FT
A/N: 460574
Permit to Construct Issued: 04/03/07

REACTOR,HDS, RPV 4401, HEIGHT: D2774 E193.18
60 FT; DIAMETER:16 FT
A/N: 460574
Permit to Construct Issued: 04/03/07

VESSEL,MDEACONTACTOR,RPV D359
4406, RECYCLEGAS, HEIGHT:19 FT 8
IN; DIAMETER:7 FT 6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

VESSEL,MDEACONTACTOR,RPV D360
4407, STRIPPERRELEASE,HEIGHT:
49 FT; DIAMETER:4 FT 6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

FILTER,RPV 4471, FEED,BANK 1, 70 D372
R-P ACCUFLUX-8ELEMENTS,
HEIGHT:14 FT; DIAMETER:6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

FILTER,RPV 4472, FEED,BANK 2, 70 D373 E193.18
R-P ACCUFLUX-8ELEMENTS,
HEIGHT:14 FT; DIAMETER:6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

FILTER,RPV 4473, FEED,BANK 3, 70 D374 E193.18
R-P ACCUFLUX-8ELEMENTS,
HEIGHT:14 FT; DIAMETER:6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

FILTER,RPV 4474, FEED,BANK 4, 70 D375 E193.18
R-P ACCUFLUX-8ELEMENTS,
HEIGHT:14 FT; DIAMETER:6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

FILTER,RPV 4475, FEED,BANK 5, 70 D376 E193.18
R-P ACCUFLUX-8ELEMENTS,
HEIGHT:14 FT; DIAMETER:6 IN
A/N: 460574
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.



SectionH Page:44
Facility I.D.: 131003
Revision #: DRAFT
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

FUGITIVEEMISSIONS, D2484 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460574
Permit to Construct Issued: 04/03/07

SSystem 4: No. 1 LIGHTHYDROTREATINGUNIT S11.1, S13.2,ystem 4 : No. 1 LIGHTHYDROTREATINGUNIT S15.6, S31.1,
S56.1

POT,RPV 3010, STABILIZER D402
REBOILERCONDENSATE,HEIGHT:2
FT 8 IN; DIAMETER:1 FT 4 IN
A/N: 460575
Permit to Construct Issued: 04/03/07

TANK,FLASH,RPV 3007, EFFLUENT, D406 BENZENE: (10) [40CFR61 H23.12
LENGTH:15 FT; DIAMETER:5 FT SubpartFF_02,12-4-2003] ; VOC:
A/N: 460575 500 PPMV (8) [40CFR61
Permit to Construct Issued: 04/03/07 SubpartFF,12-4-2003]

COLUMN,STABILIZER,RPV 3012, D407
HEIGHT:49 FT; DIAMETER:6 FT 6 IN
A/N: 460575
Permit to Construct Issued: 04/03/07

VESSEL,MDEACONTACTOR,RPV D412
3026, HEIGHT:37 FT; DIAMETER:2
FT 6 IN
A/N: 460575
Permit to Construct Issued: 04/03/07

KNOCKOUT POT,RPV 3022, D413
HYDROGENRELEASEMDEA,
HEIGHT:6 FT; DIAMETER:2 FT
A/N: 460575
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

EJECTOR,STEAM,RW004-154.1, D2648 E193.4
SERVINGFLASHDRUMRVP3007
A/N: 460575
Permit to Construct Issued: 04/03/07

SSyysstteem 66::HHYYDDRROOTTRREEAATTIINNGGUUNNIITTHHEEAATTEERRSS
HEATER,RW 0053,NAPHTHAHDS D1433 NOX: LARGE CO: 400 PPMV (5A) [RULE A63.19,A99.8,
REACTORFEED,HORIZONTAL SOURCE** 1146,11-17-2000;RULE1146,9-5- A99.9, A99.10,
CABINTYPE,NATURALGAS, 2008] ; CO: 2000 PPMV (5) D29.10,D328.1,
CALLIDUS,MODELLE CSG,WITH [RULE 407,4-2-1982] ; CO: 0.46 E71.13,E193.1
LOW NOX BURNER, 12.5MMBTU/HR LBS/HRNATURALGAS (4)
WITH
A/N: 493044
Permit to Construct Issued: 01/15/09

CO: 50 PPMVNATURAL
GAS (4);H2S: 160 PPMV (8)
[40CFR60 SubpartJ,6-24-2008] ;
NOX: 25 PPMV (3) [RULE
2012,5-6-2005]

NOX: 25 PPMVNATURAL
GAS (4) [RULE 2005,4-20-
2001;RULE2005,5-6-2005] ; PM:
0.25 LBS/HRNATURALGAS
(4) [RULE 1303(a)(1)-BACT,5-
10-1996]

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : HYDROTREATING

PM: 21 LBS/MMSCF
NATURALGAS (4) [RULE
1303(a)(1)-BACT,5-10-1996] ;
PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,FOUR BURNERS,
NATURALGAS, WITH LOW NOX
BURNER,12.5 MMBTU/HR

PPrroocceessss66::CCAATTAALLYYTTICICRREEFFOORRMMININGG

System 3: NO. 3 CATALYTICREFORMERUNIT S4.3, S4.4, S13.2,System 3 : NO. 3 CATALYTICREFORMERUNIT S56.1

ACCUMULATOR, RPV 2843, D508 E71.9
OVERHEAD,VENTEDTO VAPOR
RECOVERYSYSTEM,LENGTH:20 FT;
DIAMETER:8 FT
A/N: 395834
Î Permit to Construct Issued: 07/11/01

COLUMN,DEISOPENTANIZER,RPV D509
2845, WITH 50 TRAYS,HEIGHT:93 FT
6 IN; DIAMETER:8 FT
A/N: 395834
Î Permit to Construct Issued: 07/11/01

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss77::HHYYDDRROOGGEENNPPRROODDUUCCTTIIOONN

SSyysstteem 44::SSEELLEECCTTIVIVEECCAATTAALLYYTTICICCCOONNTTRROOLLSSYYSSTTEEMM
SELECTIVECATALYTICREDUCTION, C571 D570 S573 D29.9
USINGHALDORTOPSOEFIBRE- S574 S575
REINFORCEDCORRUGATED
CATALYST,1380 CU.FT.;WIDTH:7
FT; HEIGHT:11 FT; LENGTH:57 FT
A/N: 422615
Permit to Construct Issued: 02/17/04

AMMONIA INJECTION D572
A/N: 422615
Permit to Construct Issued: 02/17/04

PPrroocceessss88::HHYYDDRROOCCRRAACCKKIINNGG
SSyysstteem 11::HHYYDDRROOCCRRAACCKKEERRUUNNIT S13.2, S31.9,IT(R(REEAACCTTIIOONNSSEECCTTIIOONN)) S46.1, S46.2,

S56.1

REACTOR,FIRST STAGE,RPV 3500, D576 E193.18
R-1
A/N: 450840
Permit to Construct Issued: 09/19/06

REACTOR,FIRST STAGE,RPV 3501, D577 E193.18
R-2
A/N: 450840
Permit to Construct Issued: 09/19/06

SSyysstteem 22::HHYYDDRROOCCRRAACCKKEERRUUNIT(FRA S13.2, S15.6,NIT(FRACCTTIOIONNAATTIOIONNSSEECCTTIOIONN)) S31.9, S46.1,
S46.2,S56.1

COLUMN,FRACTIONATOR, RPV 3601, D608 D706 E193.18
HEIGHT:136 FT; DIAMETER:13 FT
A/N: 460579
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : HYDROCRACKING

COLUMN,DEBUTANIZERTOWER, D610 E193.18
RPV 3603, HEIGHT:91 FT;
DIAMETER:6 FT
A/N: 460579
Permit to Construct Issued: 04/03/07

SCRUBBER,RPV 3605, HEIGHT:52 D612 E193.18
FT; DIAMETER:3 FT
A/N: 460579
Permit to Construct Issued: 04/03/07

SCRUBBER,RPV 3606, AMINE, D613 E193.18
HEIGHT:66 FT 6 IN; DIAMETER:3 FT
A/N: 460579
Permit to Construct Issued: 04/03/07

SSyysstteem 33::HHYYDDRROOCCRRAACCKKININGGUUNNITITHHEEAATTEERRSS
HEATER,NO. R4, REFINERYGAS, D626 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.4,C1.60,
JOHNZINK,MODELCOOLSTAR-313, SOURCE**;SOX: 1146,11-17-2000;RULE1146,9-5- D12.7,D29.12,
WITH THREE (3)ULTRALOW NOX MAJOR SOURCE** 2008] ; CO: 2000 PPMV (5) D90.4,D328.1,
BURNERS,39 MMBTU/HR WITH [RULE 407,4-2-1982] ; NOX: 36 H23.32, I1.1
A/N: 479198 PPMV REFINERYGAS (3)
Permit to Construct Issued: 01/15/09 [RULE 2012,5-6-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,THREE (3) BURNERS,
REFINERYGAS, WITHULTRA
LOW NOX BURNER,39
MMBTU/HR

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.



SectionH Page:49
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss99::AALLKKYYLLAATTIOIONNAANNDDPPOOLLYYMMEERRIZIZAATTIOIONN

System 1: C4 ALKYLATIONUNIT S13.2, S15.8,System 1 : C4 ALKYLATIONUNIT S15.31, S31.1,
S46.1, S46.2,
S56.1

TANK,SETTLING,RPV-5299,ACID, D1479
HEIGHT:70 FT; DIAMETER:15 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,SETTLING,RPV-5300,ACID, D1480
HEIGHT:70 FT; DIAMETER:15 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,SETTLING,RPV-5301,ACID, D1481
HEIGHT:70 FT; DIAMETER:15 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM, SUCTIONTRAP/FLASH,RPV D1482
5303, HEIGHT:56 FT; DIAMETER:16
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV-5313, D1483
REFRIGERANT,HEIGHT:16 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,SEPARATOR,REFRIGERANT, D1484
RPV-5308,,HEIGHT:27 FT;
DIAMETER:9 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

VESSEL,COALESCER,RPV-5290, D1485
FEED,HEIGHT:4 FT 4 IN;
DIAMETER:4 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,WASH,RPV-5316,ACID, D1486
HEIGHT:49 FT 6 IN; DIAMETER:16
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,WASH,RPV-5317,ALKALINE D1487
WATER,LENGTH:45 FT; DIAMETER:
15 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,ECONOMIZER,RPV 5310, D1488
HEIGHT: 26 FT 6 IN; DIAMETER:8 FT
6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV-5325, D1489
DEISOBUTANIZEROVERHEAD,
LENGTH:42 FT; DIAMETER:14 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,WASH,RPV-5314,ALKY, D1490
DEPROPANIZERCAUSTIC,LENGTH:
25 FT 6 IN; DIAMETER:8 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

VESSEL,COALESCER,RPV-5315, D1491
DEPROPANIZERFEED,LENGTH:10
FT; DIAMETER:1 FT 10 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,K.O., RPV-5340,ACID, D1492
HEIGHT:3 FT; DIAMETER:2 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

STORAGETANK,FIXEDROOF,RPV- D1493
5380,, FRESHACID,LENGTH:50 FT;
DIAMETER:13 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

STORAGETANK,FIXEDROOF,RPV- D1494
5381, FRESHACID,LENGTH:50 FT;
DIAMETER:13 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TOWER,DEISOBUTANIZER,RPV D1495
5318, HEIGHT:162 FT 6 IN;
DIAMETER:12 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO, D1496
RPV 5291, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

REACTOR,CONTACTORSTRATCO, D1497
RPV 5292, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO, D1498
RPV 5293, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO, D1499
RPV 5294, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO, D1500
RPV 5295, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO, D1501
RPV 5296, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

COMPRESSOR,RW 47 087.05, D1502
REFRIGERATION(EFFLUENT),
CENTRIFUGALMULTI-STAGE
A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,COALESCER,MEROX SAND D1520
FILTER,RPV 5285
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER, ALKYDEP, RPV 842, D631
HEIGHT:85 FT 2 IN; DIAMETER:4 FT
6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

TOWER, RW 5965,C5 SIDESTRIPPER D1522
FOR DEBUTANIZER,HEIGHT:32 FT;
DIAMETER:4 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TOWER, ALKYDEB, RPV-843,NO. 1A, D632
HEIGHT:121 FT 1 IN; DIAMETER:8
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

COLUMN,DEBUTANIZER,RPV 862, D633
HEIGHT: 86 FT; DIAMETER:4 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

COLUMN,DEISBOBUTANIZER,RPV D634
875,NO.1B,HEIGHT:120 FT;
DIAMETER:5 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,SURGE, RPV 0211,NAPHTHA, D635
HEIGHT:8 FT; DIAMETER:3 FT 5 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER,COKERDEPROP,RPV 951, D638
HEIGHT:75 FT 8 IN; DIAMETER:4 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,EMERGENCYALKYLATION, D639
RPV 830, HEIGHT:32 FT; DIAMETER:
10 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,EMERGENCYALKYLATION, D640
RPV 831, HEIGHT:32 FT; DIAMETER:
10 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,EMERGENCYALKYLATION, D641
RPV 832, HEIGHT:32 FT; DIAMETER:
10 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,EMERGENCYALKYLATION, D642
RPV 834, HEIGHT:36 FT; DIAMETER:
8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,EMERGENCYALKYLATION, D643
RPV 835, HEIGHT:36 FT; DIAMETER:
8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TANK,EMERGENCYALKYLATION, D644
RPV 836, HEIGHT:36 FT; DIAMETER:
8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,EMERGENCYALKYLATION, D645
RPV 837, HEIGHT:36 FT; DIAMETER:
8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV 847,NO. 1A, D646
ALKYLATIONDEBUTOVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM, SPENTCAUSTICDEGASSING D647
, RPV 859,LENGTH:20 FT;
DIAMETER:5 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,DEGASSING,RPV 0884, D648
PROCESSWASTEWATER,HEIGHT:10
FT; DIAMETER:5 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,ACIDBLOWDOWN D649
NEUTRALIZING,RPV 972, HEIGHT:
10 FT; DIAMETER:8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TANK,SURGE, RPV 890, ISOBUTANE D650
FEED,HEIGHT:40 FT; DIAMETER:12
FT 11 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,ACIDRELIEFBLOWDOWN, D651
RPV 892, LENGTH:40 FT; DIAMETER:
13 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,DEGASSING,RPV-985, D652
MEROXWATERWASHTOWER
WATER,LENGTH:13 FT 6 IN;
DIAMETER:8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,RPV-966,SPENTACID, D659
LENGTH:39 FT 6 IN; DIAMETER:13
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,RPV-967,SPENTACID, D660
LENGTH:39 FT 6 IN; DIAMETER:13
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

STORAGETANK,RPV-969,NO.2 D661
ALKYLATIONACID,LENGTH:44 FT;
DIAMETER:12 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

STORAGETANK,RPV-970,NO. A-371, D662
NO.2 ALKYLATIONACID,LENGTH:
44 FT; DIAMETER:12 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,BLOWDOWN,RPV 971, D663 BENZENE: (10) [40CFR61 H23.12
MTBE/MEROXHYDROCARBON, SubpartFF_02,12-4-2003] ; VOC:
HEIGHT:9 FT 8 IN; DIAMETER:8 FT 500 PPMV (8) [40CFR61
A/N: 462147 SubpartFF,12-4-2003]

Permit to Construct Issued: 03/21/07

TOWER,BUTANEMEROX D1530 E204.7, I296.1
EXTRACTOR,RPV 5360, PREVIOUSLY
METHANOLEXTRACTORTOWER IN
THEMTBEUNIT,HEIGHT:72 FT 6 IN;
DIAMETER:6 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

TOWER, OXIDIZER,RPV 994, MEROX D665
SOLUTION,HEIGHT:30 FT;
DIAMETER:3 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

POT,RPV 5385, MEROXCATALYST D666
ADDITION,HEIGHT:4 FT;
DIAMETER:1 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,BLOWDOWN,RPV 891, ACID, D667
LENGTH:40 FT; DIAMETER:13 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

DRUM,BLOWDOWN,RPV 989, ALKY D668 BENZENE: (10) [40CFR61 H23.12
HYDROCARBON,HEIGHT:16 FT 9 IN; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:8 FT 1 IN 500 PPMV (8) [40CFR61
A/N: 462147 SubpartFF,12-4-2003]

Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 2244, DRIP, D669
SOUR GAS, HEIGHT:6 FT 6 IN;
DIAMETER:6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV 5494,NO. 1, D670
ALKYLATIONDEBUTOVERHEAD,
LENGTH:12 FT; DIAMETER:4 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,RPV 5302, ATMOSPHERIC D1527
FLASH,HEIGHT: 11 FT 8 IN;
DIAMETER:6 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 5339, D1528
DEPROPANIZEREVERHEADWATER,
HEIGHT:5 FT; DIAMETER:2 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,SURGE, RPV 5350, #314 , D1529
COKERDEPROPANIZERFEED,
HEIGHT:30 FT; DIAMETER:8 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

KNOCKOUT POT,RPV 5377,COKER D1531
DEPROPANIZER,HEIGHT:11 FT 8 IN;
DIAMETER:6 FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

TOWER, RPV 5551, WATER D1532
KNOCKOUTDRUM,HEIGHT:17 FT 9
IN; DIAMETER:6 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 5609,C4/ D1533
OLEFINFEEDWATER(TK314),
HEIGHT:4 FT; DIAMETER:1 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 5610, D1534
C4/OLEFINFEEDWATER(TK312),
HEIGHT:4 FT; DIAMETER:1 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 5611, D1535
C4/OLEFINFEEDWATER(TK311),
HEIGHT:4 FT; DIAMETER:1 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 5612, D1536
IC4/OLEFINFEEDWATER(TK330)
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

KNOCKOUT POT,RPV 5614, D1538
DEPROPANIZERFEED
WATER(TK314),HEIGHT:3 FT;
DIAMETER:1 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,SEPARATOR,RPV 5336, D2019
HYDROCARBON/CONDENSATE,
HEIGHT:6 FT 8 IN; DIAMETER:7 FT
6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV 956, SOLVENT D2044
RERUN TOWER OVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO D2146
4A, RW 6366, WITHA 500 H.P.
AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

REACTOR,CONTACTORSTRATCO4B, D2147
RW 6367, WITHA 500 H.P.AGITATOR
A/N: 462147
Permit to Construct Issued: 03/21/07

TANK,SETTLING,RW-6368,ACID, D2148
HEIGHT:70 FT; DIAMETER:15 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

TOWER, RPV-5351,MEROXWATER D1517
WASH,HEIGHT:74 FT; DIAMETER:7
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

TOWER,MEROX EXTRACTOR,RPV- D1521
5284, HEIGHT:33 FT; DIAMETER:7
FT
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,WASHNAPHTHASETTLER, D2369
RW 0059, HEIGHT:10 FT; DIAMETER:
7 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,COALESCER,RW 6430, D2370
MIXEDC4 FEED,HEIGHT: 4 FT 4 IN;
DIAMETER:2 FT 8 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

DRUM,CAUSTICPREWASH,RW 6424, D2371
HEIGHT:20 FT; DIAMETER:11 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,DISULFIDESEPARATOR,RW D2372 HAP: (10) [40CFR63 Subpart
6425, LENGTH:24 FT; DIAMETER:6 CC, #2,5-25-2001]

FT 6 IN
A/N: 462147
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

FILTER,DISULFIDESAND,RW-6426, D2373
HEIGHT:7 FT; DIAMETER:2 FT
A/N: 462147
Permit to Construct Issued: 03/21/07

FUGITIVEEMISSIONS, D2496 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 462147
Permit to Construct Issued: 03/21/07

VESSEL,COALESCER,RPV-0002,NET D2664
EFFLUENT/WATERWASH,LENGTH:
9 FT; DIAMETER:6 FT
A/N: 400672
Permit to Construct Issued: 08/29/02

MIXER, SP-0001,STATIC,NET D2665
EFFLUENT/ACID,DIAMETER:8 IN
A/N: 400672
Permit to ConstructIssued: 08/29/02

MIXER, SP-0002,STATIC,NET D2666
EFFLUENT/ALKALINEWATER,
DIAMETER:8 IN
A/N: 400672
Permit to Construct Issued: 08/29/02

MIXER, SP-0003,STATIC,NET D2667
EFFLUENT/WASHWATER,
DIAMETER:8 IN
A/N: 400672
Permit to Construct Issued: 08/29/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

SSyysstteem 22::CCAATTAALLYYTTIICCPPOOLLYYMMEERRIIZZAATTIIOON UNIT S13.2, S31.3,N UNIT S56.1

VESSEL,POLYFEED BULLET , RPV D671
2464, LENGTH:13 FT 6 IN;
DIAMETER:9 FT
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5269, HEIGHT: D672
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5270, HEIGHT: D673
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5271, HEIGHT: D674
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5272, HEIGHT: D675
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5273, HEIGHT: D676
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

REACTOR,POLY, RPV 5274, HEIGHT: D677
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5275, HEIGHT: D678
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5276, HEIGHT: D679
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5277, HEIGHT: D680
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

REACTOR,POLY, RPV 5278, HEIGHT: D681
33 FT 7 IN; DIAMETER:4 FT 10 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

TOWER,DEBUTANIZER,RPV 2469, D682
HEIGHT:87 FT; DIAMETER:6 FT 6 IN
A/N: 433308
Permit to Construct Issued: 09/28/07

ACCUMULATOR, RPV 2461, POLY D683 D90.5
DEBUTANIZEROVERHEAD,
LENGTH:12 FT; DIAMETER:6 FT
A/N: 433308
Permit to Construct Issued: 09/28/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

VESSEL,RPV 2466, WATERWASH D684
SETTLER,LENGTH:11 FT 6 IN;
DIAMETER:8 FT
A/N: 433308
Permit to Construct Issued: 09/28/07

KNOCKOUT POT,VAPORRECOVERY, D685
RPV 2467, HEIGHT:7 FT 6 IN;
DIAMETER:6 FT
A/N: 433308
Permit to Construct Issued: 09/28/07

FUGITIVEEMISSIONS, D2497 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 433308
Permit to Construct Issued: 09/28/07

System 9: ISO-OCTENEUNIT S13.2, S31.4,System 9 : ISO-OCTENEUNIT S46.1, S46.2,
S56.1

COLUMN,ISO-OCTENE,C4 (RPV-935), D636 E336.8
HEIGHT:98 FT 4 IN; DIAMETER:4 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

TANK,SURGE, RPV 922, FEED, D653
METHANOL,HEIGHT:31 FT 6 IN;
DIAMETER:9 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV-936, ISO- D655
OCTENEOVERHEAD,HEIGHT:11 FT
8 IN; DIAMETER:5 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

ACCUMULATOR, RPV 942, D656
DEBUTANIZEROVERHEAD,HEIGHT:
31 FT 6 IN; DIAMETER:9 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

ACCUMULATOR, RPV 952, D657
DEPROPANIZEROVERHEAD,
LENGTH:11 FT 6 IN; DIAMETER:5
FT
A/N: 462148
Permit to Construct Issued: 03/21/07

VESSEL,VAPORIZER,RPV 3232, D664
ALKYLATIONAMMONIA,HEIGHT:5
FT 4 IN; DIAMETER:4 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,VAPORRECOVERY, D1508
RPV-912,HEIGHT:7 FT; DIAMETER:5
FT
A/N: 462148
Permit to Construct Issued: 03/21/07

REACTOR,DIMERIZATION,R-X1, D2719 E336.8
HEIGHT:29 FT; DIAMETER:12 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

REACTOR,DIMERIZATION,R-1 (RPV D1509
5355), HEIGHT:29 FT; DIAMETER:12
FT
A/N: 462148
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

FILTER,RPV-5356,REACTOR D1512
EFFLUENT,HEIGHT:4 FT;
DIAMETER:2 FT 2 IN
A/N: 462148
Permit to Construct Issued: 03/21/07

FILTER,RPV-5357,REACTOR D1513
EFFLUENT,HEIGHT:8 FT 4 IN;
DIAMETER:2 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

KNOCKOUT POT,RPV 5613, MIXED D1537
OLEFINFEEDWATER(TK316)
A/N: 462148
Permit to Construct Issued: 03/21/07

TOWER,DEBUTANIZER,C2 (RPV D637
941), HEIGHT:127 FT 8 IN;
DIAMETER:9 FT
A/N: 462148
Permit to Construct Issued: 03/21/07

DRUM,RPV 955, MIXEDBUTANE D658
FEED,HEIGHT:36 FT; DIAMETER:11
FT
A/N: 462148
Permit to Construct Issued: 03/21/07

DRUM,V-X1, ALCOHOLRECYCLE, D2720
HEIGHT:12 FT; DIAMETER:3 FT 6 IN
A/N: 462148
Permit to Construct Issued: 03/21/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : ALKYLATIONAND POLYMERIZATION

FUGITIVEEMISSIONS, D2503 HAP: (10) [40CFR63 Subpart
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 462148
Permit to Construct Issued: 03/21/07

PPrroocceessss1100::GGAASSPPRROODDUUCCTTIOIONN

SSyysstteem 11::FFUUEELLGGAASSMMIIXXSSYYSSTTEEM S13.2, S31.10,M S56.1

DRUM,NORTHAREAMIX, RPV 3276, D706 D608
FUELGAS, HEIGHT:17 FT 7 IN;
DIAMETER:13 FT 6 IN
A/N: 459286
Permit to Construct Issued: 07/19/07

DRUM,NORTHAREAMIX (SPARE), D2836
RPV 3231, FUELGAS, HEIGHT:17 FT
7 IN; DIAMETER:13 FT 6 IN
A/N: 459286
Permit to Construct Issued: 07/19/07

SCRUBBER,RPV 2290, FUELGAS, D708
HEIGHT:55 FT; DIAMETER:6 FT 6 IN
A/N: 459286
Permit to Construct Issued: 07/19/07

ABSORBER,RPV 2861, HEIGHT:42 FT D2005
6 IN; DIAMETER:4 FT
A/N: 459286
Permit to Construct Issued: 07/19/07

ABSORBER,RPV 2862, OFF-GAS D2006
CAUSTICSCRUBBER,HEIGHT:15 FT;
DIAMETER:1 FT 0.75 IN
A/N: 459286
Permit to Construct Issued: 07/19/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 10 : GAS PRODUCTION

FUGITIVEEMISSIONS, D2505 H23.3
MISCELLANEOUS
A/N: 459286
Permit to Construct Issued: 07/19/07

PPrroocceessss1111::BBLLEENNDDININGG

SSyysstteem 11::GGAASSOOLLININEEBBLLEENNDDIINNGGUUNNIT S13.2,S56.1IT
STORAGETANK,FIXEDROOF,NO. D1620 HAP: (10) [40CFR63 Subpart
278, ADDITIVE (CONVERSIONTO CC, #2,5-25-2001]

COCKTAILMIX SERVICE),WITH
NITROGENBLANKET,560 BBL;
DIAMETER:15 FT; HEIGHT: 18 FT
A/N: 395957
Î Permit to Construct Issued: 11/08/95

PPrroocceessss1122::TTRREEAATTININGG/S/STTRRIIPPPPIINNGG

SSyysstteem 99::MMEETTHHYYLLDDIIEETTHHAANNOOLAMINE REG S13.2, S15.1,LAMINE REGEENNEERRAATTIOIONNSSYYSSTTEEMMNNOO.1.1 S56.1

KNOCKOUT POT,RPV 412, MDEA D791
REGENERATORCHILLED
OVERHEAD,HEIGHT:4 FT 6 IN;
DIAMETER:3 FT
A/N: 460581
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TANK,FLASH,MAIN RICHMDEA, D796 BENZENE: (10) [40CFR61 E193.11,
RPV 2685, HYDROCARBON/RICH SubpartFF_02,12-4-2003] ; VOC: H23.12
MDEA,SOURWATERBACKUP, 500 PPMV (8) [40CFR61
(COMMONWITHNO. 1 & 2 MDEA SubpartFF,12-4-2003]

REGENERATIONUNIT),LENGTH:47
FT; DIAMETER:12 FT
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

DRUM,RICHMDEA FLASH,RPV D2712 BENZENE: (10) [40CFR61 E193.12,
2668, HYDROCARBON/RICHMDEA, SubpartFF_02,12-4-2003] ; VOC: H23.12
(STANDBY, COMMONWITHNO.1& 2 500 PPMV (8) [40CFR61
MDEA REGENERATIONUNITS), SubpartFF,12-4-2003]

LENGTH:20 FT; DIAMETER:6 FT
A/N: 460582
Permit to Construct Issued: 04/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

FUGITIVEEMISSIONS, D2517 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460581
Permit to Construct Issued: 04/03/07

SSyysstteem 10:ME S13.2, S15.1,10 :METTHHYYLLDDIIEETTHHAANNOOLLAAMMIINNEERREEGGEENNEERRAATTIIOONNSSYYSSTTEEMMNNOO.2.2 S56.1

ACCUMULATOR, RPV 2662, MDEA D804
REGENERATOROVERHEAD,
LENGTH:12 FT; DIAMETER:5 FT 7
IN
A/N: 460582
Permit to Construct Issued: 04/04/07

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

POT,RPV 2666, MDEA D806
REGENERATORREBOILER
CONDENSATE,LENGTH:4 FT;
DIAMETER:3 FT
A/N: 460582
Permit to Construct Issued: 04/04/07

COLUMN,MDEA REGENERATOR, D807
RPV-2667,HEIGHT:44 FT;
DIAMETER:7 FT
A/N: 460582
Permit to Construct Issued: 04/04/07

TANK,FLASH,MAIN RICHMDEA, D796 BENZENE: (10) [40CFR61 E193.11,
RPV 2685, HYDROCARBON/RICH SubpartFF_02,12-4-2003] ; VOC: H23.12
MDEA,SOURWATERBACKUP, 500 PPMV (8) [40CFR61
(COMMONWITHNO. 1 & 2 MDEA SubpartFF,12-4-2003]

REGENERATIONUNIT),LENGTH:47
FT; DIAMETER:12 FT
A/N: 460581
Permit to Construct Issued: 04/03/07

DRUM,RICHMDEA FLASH,RPV D2712 BENZENE: (10) [40CFR61 E193.12,
2668, HYDROCARBON/RICHMDEA, SubpartFF_02,12-4-2003] ; VOC: H23.12
(STANDBY, COMMONWITHNO.1& 2 500 PPMV (8) [40CFR61
MDEA REGENERATIONUNITS), SubpartFF,12-4-2003]

LENGTH:20 FT; DIAMETER:6 FT
A/N: 460582
Permit to Construct Issued: 04/04/07

FUGITIVEEMISSIONS, D2518 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 460582
Permit to Construct Issued: 04/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

SSyysstteem 1111::MMEETTHHYYLLDDIEIETTHHAANNOOLLAAMMININEERREEGGEENNEERRAATTIOIONNSSYYSSTTEEMMNNOO.3 S13.2, S15.1,.3 S56.1

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

System 12:METHYLDIETHANOLAMINEREGENERATIONSYSTEM NO.4 S13.2, S15.1,System 12 :METHYLDIETHANOLAMINEREGENERATIONSYSTEM NO.4 S56.1

FILTER,ACTIVATED CARBON,RPV- D797
2686, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4),
LENGTH:9 FT; DIAMETER:6 FT 6 IN
A/N: 460581
Permit to Construct Issued: 04/03/07

FILTER,CARTRIDGEPREFILTER, D798
RPV-5908, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

FILTER,CARTRIDGEAFTERFILTER, D799
RPV-5909, (COMMONWITHMDEA
REGENERATIONUNITSNOS. 1-4)
A/N: 460581
Permit to Construct Issued: 04/03/07

Sy S13.2,S31.6Sysstteem 1144::NNOORRTTHHSSOOUURRWWAATTEERRTTRREEAATTMMEENNTTSSYYSSTTEEMM
VESSEL,FLASH,RPV 2257, SOUR D780 BENZENE: (10) [40CFR61 E336.5,
WATER,1000 BBL; DIAMETER:12 FT; SubpartFF_02,12-4-2003] ; VOC: E336.12,
LENGTH:48 FT 500 PPMV (8) [40CFR61 H23.12
A/N: 434526 SubpartFF,12-4-2003]

Permit to Construct Issued: 07/26/05

KNOCKOUT POT,RPV 2624, FLASH D781 E336.5,E336.12
VESSEL,HEIGHT:12 FT; DIAMETER:
6 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

TANK,PRESSURIZEDSPHERE, D2728 BENZENE: (10) [40CFR61 E71.18,E336.9,
NO.710,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.10,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 E336.11,
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003] H23.12,K67.15
SYSTEMS,,40600 BBL; DIAMETER:75
FT 9 IN
A/N: 434526
Permit to Construct Issued: 07/26/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

TANK,SURGE/FEED,FIXEDROOF, D1113 BENZENE: (10) [40CFR61 E71.17,E336.2,
NO.774,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.7,H23.12,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 K67.15
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

TANK,SURGE/FEED,FIXEDROOF, D1114 BENZENE: (10) [40CFR61 E336.2,H23.12,
NO.775,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: K67.15
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

COLUMN,STRIPPERA, RPV 4101, D838 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

ACCUMULATOR, STRIPPERA D840
OVERHEAD,RPV 4107,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:10
FT; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

VESSEL,STRIPPERA OVERHEAD D839 E336.6
SEPARATOR,RPV 4104,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

COLUMN,STRIPPERB, RPV 4100, D841 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

ACCUMULATOR, STRIPPERB D843
OVERHEAD,RPV 4108,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:8
FT 9 IN; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

VESSEL,STRIPPERB OVERHEAD D842 E336.6
SEPARATOR,RPV 4105,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

FUGITIVEEMISSIONS, D2514 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 434526
Permit to Construct Issued: 07/26/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

SSyysstteem 1155::SSOOUUTTHHSSOOUURRWWAATTEERRTTRREEAATTMMEENNTTSSYSTEM S13.2,S31.6YSTEM
VESSEL,FLASH,RPV 2293, SOUR D844 BENZENE: (10) [40CFR61 E336.5,
WATER,1000 BBL; DIAMETER:12 FT; SubpartFF_02,12-4-2003] ; VOC: E336.12,
LENGTH:48 FT 500 PPMV (8) [40CFR61 H23.12
A/N: 436040 SubpartFF,12-4-2003]

Permit to Construct Issued: 07/26/05

TANK,PRESSURIZEDSPHERE, D2728 BENZENE: (10) [40CFR61 E71.18,E336.9,
NO.710,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.10,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 E336.11,
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003] H23.12,K67.15
SYSTEMS,,40600 BBL; DIAMETER:75
FT 9 IN
A/N: 434526
Permit to Construct Issued: 07/26/05

TANK,SURGE/FEED,FIXEDROOF, D1113 BENZENE: (10) [40CFR61 E71.17,E336.2,
NO.774,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: E336.7,H23.12,
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61 K67.15
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

TANK,SURGE/FEED,FIXEDROOF, D1114 BENZENE: (10) [40CFR61 E336.2,H23.12,
NO.775,SOURWATER,WITH FUEL SubpartFF_02,12-4-2003] ; VOC: K67.15
GAS BLANKET,COMMONTO NORTH 500 PPMV (8) [40CFR61
& SOUTH SOURWATERTREATMENT SubpartFF,12-4-2003]

SYSTEMS,54000 BBL; DIAMETER:90
FT; HEIGHT:48 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

COLUMN,STRIPPERA, RPV 4101, D838 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

ACCUMULATOR, STRIPPERA D840
OVERHEAD,RPV 4107,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:10
FT; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

VESSEL,STRIPPERA OVERHEAD D839 E336.6
SEPARATOR,RPV 4104,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

COLUMN,STRIPPERB, RPV 4100, D841 E336.8
SOURWATER,COMMONTO NORTH
& SOUTH SOURWATERTREATMENT
SYSTEMS,HEIGHT:74 FT;
DIAMETER:8 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : TREATING/STRIPPING

ACCUMULATOR, STRIPPERB D843
OVERHEAD,RPV 4108,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,LENGTH:8
FT 9 IN; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

VESSEL,STRIPPERB OVERHEAD D842 E336.6
SEPARATOR,RPV 4105,COMMONTO
NORTH& SOUTH SOURWATER
TREATMENTSYSTEMS,HEIGHT:10
FT; DIAMETER:4 FT
A/N: 434526
Permit to Construct Issued: 07/26/05

FUGITIVEEMISSIONS, D2527 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 434526
Permit to Construct Issued: 07/26/05

SSyysstteem 1188::RRUULLEE44411RREESSEEAARRCCHHEEQQUUIPIPMMEENNTT
FILTER,PROCESSORPM PRE-FILTER, D2857 C1.67,D182.8,
HRT SYSTEM,POROUSMEDIA, E204.8
DIAMETER:8 IN
A/N: 473659
Permit to Construct Issued: 03/06/08

FILTER,LIQUISEPHYDROCARBON D2858 C1.67,D182.8,
FILTER,HRT SYSTEM,POROUS E193.23,E204.8
MEDIA,DIAMETER:8 IN
A/N: 473659
Permit to Construct Issued: 03/06/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1133::SSUULLFFUURRRREECCOOVVEERRYY

S S13.10, S15.30,Syysstteem 11::CCLLAAUUSSSSUULLFFUURRRREECCOOVVEERRYYUUNNITIT""AA"" S18.5

FURNACE,MUFFLE,RPV-4146,ACID D2654 C896C2406 H2S: 10 PPMV (5) [RULE
GAS,NATURALGAS, PROCESSGAS, 468,10-8-1976]

WITHWASTEHEATBOILER, 22.165
MMBTU/HR
A/N: 397368
Permit to Construct Issued: 06/12/02

REACTOR,CLAUSA, RPV-4128, D879
HYDROGENSULFIDE,THREE
STAGES,LENGTH:44 FT 6 IN;
DIAMETER:13 FT
A/N: 397368
Permit to Construct Issued: 06/12/02

CONDENSER,SULFUR,RPV-4143, D2602
THREE STAGES,SHELLAND TUBE
TYPE, LENGTH:18 FT; DIAMETER:2
FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

CONDENSER,FINAL SULFUR,RPV- D881 H2S: 10 PPMV (5) [RULE E193.6
4149, SHELLAND TUBE TYPE, 468,10-8-1976] ; HAP: (10)
LENGTH:18 FT; DIAMETER:2 FT 6 [40CFR63 SubpartUUU, #4,2-9-

IN 2005] ; SOX: 250 PPMV (8)
A/N: 397368 [40CFR60 SubpartJ,6-24-2008]

Permit to ConstructIssued: 06/12/02

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

TANK,SULFURDEGASSING,RW- D2645 C896C2406 H2S: 10 PPMV (5) [RULE D182.5
6844, PRESSURIZEDWITH TWO 468,10-8-1976]

SULFURCIRCULATION PUMPS;
VENTEDTO TAILGAS UNIT,
LENGTH:13 FT 6 IN; DIAMETER:6
FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
A,B,C,&D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTSA.
B. C.& D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

VESSEL,COS/CS2CONVERTER,"A", D880
RPV-4134,LENGTH:19 FT;
DIAMETER:10 FT
A/N: 397368
Permit to Construct Issued: 06/12/02

VESSEL,RPV 5497, FUELGAS, D882
HEIGHT:18 FT; DIAMETER:4 FT
A/N: 397368
Permit to Construct Issued: 06/12/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

System 2: CLAUS SULFUR RECOVERYUNIT S13.10, S15.30,System 2 : CLAUS SULFUR RECOVERYUNIT""BB"" S18.5

FURNACE,MUFFLE,RPV-4147,ACID D2655 C896C2406 H2S: 10 PPMV (5) [RULE
GAS,NATURALGAS, PROCESSGAS, 468,10-8-1976]

WITHWASTEHEATBOILER, 22.165
MMBTU/HR
A/N: 397363
Permit to Construct Issued: 01/20/09

REACTOR,CLAUSB, RPV-4130, D883
HYDROGENSULFIDE,THREE
STAGES,LENGTH:44 FT 6 IN;
DIAMETER:13 FT
A/N: 397363
Permit to Construct Issued: 01/20/09

CONDENSER,SULFUR,RPV-4144, D2604
SHELLAND TUBE TYPE, LENGTH:18
FT; DIAMETER:2 FT 6 IN
A/N: 397363
Permit to Construct Issued: 01/20/09

CONDENSER,FINAL SULFUR,RPV- D885 H2S: 10 PPMV (5) [RULE E193.6
4150, SHELLAND TUBE TYPE, 468,10-8-1976] ; HAP: (10)
LENGTH:18 FT; DIAMETER:2 FT 6 [40CFR63 SubpartUUU, #4,2-9-

IN 2005] ; SOX: 250 PPMV (8)
A/N: 397363 [40CFR60 SubpartJ,6-24-2008]

Permit to Construct Issued: 01/20/09

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

TANK,SULFURDEGASSING,RW- D2646 C896C2406 H2S: 10 PPMV (5) [RULE D182.5
6842, PRESSURIZEDWITH TWO 468,10-8-1976]

SULFURCIRCULATION PUMPS;
VENTEDTO TAILGAS UNIT,
LENGTH:13 FT 6 IN; DIAMETER:6
FT 6 IN
A/N: 397363
Permit to Construct Issued: 01/20/09

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
A,B,C,&D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTSA.
B. C.& D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

VESSEL,COS/CS2CONVERTER,RPV- D884
4135, LENGTH:19 FT; DIAMETER:10
FT
A/N: 397363
Permit to Construct Issued: 01/20/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

SSyysstem 3: CLAUS SULFUR RECOVERYUNIT "C S13.10, S15.30,tem 3 : CLAUS SULFUR RECOVERYUNIT "C"" S18.5

FURNACE,MUFFLE,RPV-4148,ACID D2656 C896C2406 H2S: 10 PPMV (5) [RULE
GAS,NATURALGAS, PROCESSGAS, 468,10-8-1976]

OXYGENENRICHMENT,WITH
WASTEHEATBOILER, 29 MMBTU/HR
A/N: 461441
Permit to Construct Issued: 08/01/07

REACTOR,CLAUSC, RPV-4132, D886
HYDROGENSULFIDE,THREE
STAGES,LENGTH:44 FT 6 IN;
DIAMETER:13 FT
A/N: 461441
Permit to Construct Issued: 08/01/07

CONDENSER,SULFUR,RW-6687, D2605
SHELLAND TUBE TYPE, LENGTH:18
FT; DIAMETER:2 FT 6 IN
A/N: 461441
Permit to Construct Issued: 08/01/07

CONDENSER,FINAL SULFUR,RW- D889 H2S: 10 PPMV (5) [RULE E193.6
6688, SHELLAND TUBE TYPE, 468,10-8-1976] ; HAP: (10)
LENGTH:18 FT; DIAMETER:2 FT 6 [40CFR63 SubpartUUU, #4,2-9-

IN 2005] ; SOX: 250 PPMV (8)
A/N: 461441 [40CFR60 SubpartJ,6-24-2008]

Permit to Construct Issued: 08/01/07

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

TANK,SULFURDEGASSING,RW- D888 C896C2406 H2S: 10 PPMV (5) [RULE D182.5
6845, PRESSURIZEDWITH TWO 468,10-8-1976]

SULFURCIRCULATION PUMPS;
VENTEDTO TAILGAS UNITS,
LENGTH:13 FT 6 IN; DIAMETER:6
FT 6 IN
A/N: 461441
Permit to Construct Issued: 08/01/07

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
A,B,C,&D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTSA.
B. C.& D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

System 4: CLAUS SULFUR RECOVERY FACILITY "D" S13.10, S15.30,System 4 : CLAUS SULFUR RECOVERY FACILITY "D" S18.5

KNOCKOUT POT,RPV 5438, AMINE D890
ACID,HEIGHT:16 FT 6 IN;
DIAMETER:5 FT
A/N: 461442
Permit to Construct Issued: 09/06/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

VESSEL,CATALYTICCONVERTER, D891
RPV 5439, HEIGHT:44 FT;
DIAMETER:12 FT
A/N: 461442
Permit to Construct Issued: 09/06/07

REACTOR,RW-0005440.01,REACTION D892
FURNACE,OXYGEN INJECTION,
HYDROGENSULFIDE,WITHONE
BABCOCKDUIKERSIZE 300 BURNER
A/N: 461442
Permit to Construct Issued: 09/06/07

CONDENSER,SHELLAND TUBE D2606
TYPE, RPV-5442,NO. 1, SULFUR,"D",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N: 461442
Permit to Construct Issued: 09/06/07

CONDENSER,SHELLAND TUBE D2607
TYPE, RPV-5444,NO. 2, SULFUR,"D",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N: 461442
Permit to Construct Issued: 09/06/07

CONDENSER,SHELLAND TUBE D2608
TYPE, RPV-5446,NO. 3, SULFUR,"D",
LENGTH:18 FT; DIAMETER:2 FT 6
IN
A/N: 461442
Permit to Construct Issued: 09/06/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

PIT,ACCUMULATOR, SULFUR,130 D893 C910C2413 H2S: 10 PPMV (5) [RULE
LONG TONSCAPACITY, WIDTH:8 FT; 468,10-8-1976] ; SOX: 500
DEPTH: 14 FT 8 IN; LENGTH:38 FT PPMV (5) [RULE 407,4-2-1982]
A/N: 461442
Permit to Construct Issued: 09/06/07

CONDENSER,SHELLAND TUBE, D894 H2S: 10 PPMV (5) [RULE
RPV-5448,NO.4 SULFURFINAL, 468,10-8-1976] ; HAP: (10)
LENGTH:15 FT; DIAMETER:2 FT 8 [40CFR63 SubpartUUU, #4,2-9-

IN 2005] ; SOX: 250 PPMV (8)
A/N: 461442 [40CFR60 SubpartJ,6-24-2008]

Permit to Construct Issued: 09/06/07

SOX: 500 PPMV (5) [RULE
407,4-2-1982]

FUGITIVEEMISSIONS, D2615 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 461442
Permit to Construct Issued: 09/06/07

KNOCKOUT POT,RPV 4125, ACID D877
GAS, COMMONTO CLAUSPLANTS
A,B,C,&D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

KNOCKOUT POT,RPV 4126, ACID D878
GAS, COMMONTO CLAUSPLANTSA.
B. C.& D, HEIGHT:12 FT;
DIAMETER:4 FT 6 IN
A/N: 397368
Permit to Construct Issued: 06/12/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

SSyysstteem 55::CCLLAAUUSSTTAAIL S18.1ILGGAASSTTRREEAATTIINNGGUUNNITITNNOO..22
KNOCKOUT POT,RPV 4121, TAIL D899 C896
GAS, HEIGHT:11 FT; DIAMETER:10
FT
A/N: 396913
Permit to Construct Issued: 10/22/02

TANK,SULFURCOLLECTOR, D2668 C896 E57.3
RW6866,WITH STEAM JACKET;
VENTEDTO TGU NO.2
A/N: 396913
Permit to Construct Issued: 10/22/02

HEATER,NATURALGAS, CLAUS D907
TAILGAS, INLINETYPE, 9.35
MMBTU/HR
A/N: 396913
Permit to Construct Issued: 10/22/02

REACTOR,RPV 4117, LENGTH:23 FT; D895
DIAMETER:13 FT
A/N: 396913
Permit to Construct Issued: 10/22/02

ABSORBER,RPV 4118,WITH 13 C896 D888D899 REDUCED S: 300 PPMV (4) D82.3,E193.5
TRAYSANDAN INTERNALMIST C910 D2645 [RULE 1303(a)(1)-BACT,5-10-

ELIMINATOR,HEIGHT:40 FT 3 IN; D2646 D2654 1996]

DIAMETER:9 FT D2655 D2656
A/N: 396913 D2668
Permit to Construct Issued: 10/22/02

TOWER, QUENCH,RPV 4119, D897
HEIGHT:25 FT 3 IN; DIAMETER:9 FT
A/N: 396913
Permit to Construct Issued: 10/22/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

FILTER,QUENCHTOWER CIRC D903
WATERSTRING,RPV 4196, HEIGHT:3
FT 0.625 IN; DIAMETER:1 FT 0.5 IN
A/N: 396913
Permit to Construct Issued: 10/22/02

FILTER,QUENCHWATEREAST, D2669
RPV5415,HEIGHT:3 FT; DIAMETER:
1 FT
A/N: 396913
Permit to Construct Issued: 10/22/02

FILTER,QUENCHWATERWEST, D2670
RPV5414,HEIGHT:3 FT; DIAMETER:
1 FT
A/N: 396913
Permit to Construct Issued: 10/22/02

REGENERATOR,MDEA, RPV 4120, D898
COMMONTO TGU NO.1 & 2,WITH 20
TRAYS,HEIGHT:56 FT 6 IN;
DIAMETER:7 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

HEATER,MDEA REGEN REBOILER D2671
WEST,RPV4193,COMMONTO TGU
NO.1& 2, 24.14MMBTU/HR
A/N: 401274
Permit to Construct Issued: 10/22/02

HEATER,MDEA REGEN REBOILER D2672
EAST,RPV5656,COMMONTO TGU
NO.1& 2, 24.14MMBTU/HR
A/N: 401274
Permit to Construct Issued: 10/22/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

ACCUMULATOR, RW6890, D900 E57.4,E193.9
REGENERATOROVERHEAD,
COMMONTO TGU NO.1& 2,
LENGTH:12 FT; DIAMETER:4 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

CONDENSER,REGENOVERHEAD, C2673
RPV4185, 27.39MMBTU/HR,
COMMONTO TGU NO.1& 2
A/N: 401274
Permit to Construct Issued: 10/22/02

TANK,SURGE, RPV 4123, LEAN D901
MDEA,COMMONTO TGU NO.1& 2,
HEIGHT:17 FT; DIAMETER:10 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

FILTER,RPV 6698,LEANMDEA, D2409
COMMONTO TGU NO.1& 2,
LENGTH:6 FT 6 IN; DIAMETER:4 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

FILTER,RPV 6699, LEANMDEA, D2410
CARBON,COMMONTO TGU NO.1&
2, LENGTH:12 FT; DIAMETER:6 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

FILTER,AFTER,RPV 6700, LEAN D2411
MDEA,COMMONTO TGU NO.1& 2,
LENGTH:4 FT; DIAMETER:1 FT 6 IN
A/N: 401274
Permit to Construct Issued: 10/22/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

STORAGETANK,FIXEDROOF,TK- D908 HAP: (10) [40CFR63 Subpart
617, FRESHMDEA,COMMONTO TGU CC, #2,5-25-2001]

NO.1& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:23 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

STORAGETANK,FIXEDROOF,TK- D909 HAP: (10) [40CFR63 Subpart
618, FRESHMDEA,COMMONTO TGU CC, #2,5-25-2001]

NO.1& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:23 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

SSyysstteem 77::CCLLAAUUSSTTAAIILLGGAASSTTRREEA S18.1ATTININGGUUNNITITNNOO..11
HEATER,RW 0059,NATURALGAS, D2412
TAILGAS, INLINETYPE, 9.4
MMBTU/HR
A/N: 401274
Permit to Construct Issued: 10/22/02

REACTOR,RW 6690, LENGTH:26 FT; D2405
DIAMETER:13 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

TOWER, QUENCH,RW 6692, HEIGHT: D2407
25 FT; DIAMETER:9 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

ABSORBER,RW 6693, WITH 13 C2406 D888 C910 REDUCED S: 300 PPMV (4) D82.3,E193.5
TRAYS,HEIGHT:41 FT 8 IN; C2413D2645 [RULE 1303(a)(1)-BACT,5-10-

DIAMETER:9 FT D2646 D2654 1996]

A/N: 401274 D2655 D2656
Permit to Construct Issued: 10/22/02

FILTER,QUENCHTOWER CIRC D2408
WATERSTRING,RPV 6694, LENGTH:
3 FT 11 IN; DIAMETER:1 FT 4 IN
A/N: 401274
Permit to Construct Issued: 10/22/02

REGENERATOR,MDEA, RPV 4120, D898
COMMONTO TGU NO.1& 2, WITH 20
TRAYS,HEIGHT:56 FT 6 IN;
DIAMETER:7 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

HEATER,MDEA REGEN REBOILER D2671
WEST,RPV4193,COMMONTO TGU
NO.1& 2, 24.14MMBTU/HR
A/N: 401274
Permit to Construct Issued: 10/22/02

HEATER,MDEA REGEN REBOILER D2672
EAST,RPV5656,COMMONTO TGU
NO.1& 2, 24.14MMBTU/HR
A/N: 401274
Permit to Construct Issued: 10/22/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

ACCUMULATOR, RW6890, D900 E57.4,E193.9
REGENERATOROVERHEAD,
COMMONTO TGU NO.1& 2,
LENGTH:12 FT; DIAMETER:4 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

CONDENSER,REGENOVERHEAD, C2673
RPV4185, 27.39MMBTU/HR,
COMMONTO TGU NO.1& 2
A/N: 401274
Permit to Construct Issued: 10/22/02

TANK,SURGE, RPV 4123, LEAN D901
MDEA,COMMONTO TGU NO.1& 2,
HEIGHT:17 FT; DIAMETER:10 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

FILTER,RPV 6698,LEANMDEA, D2409
COMMONTO TGU NO.1& 2,
LENGTH:6 FT 6 IN; DIAMETER:4 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

FILTER,RPV 6699, LEANMDEA, D2410
CARBON,COMMONTO TGU NO.1&
2, LENGTH:12 FT; DIAMETER:6 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

FILTER,AFTER,RPV 6700, LEAN D2411
MDEA,COMMONTO TGU NO.1& 2,
LENGTH:4 FT; DIAMETER:1 FT 6 IN
A/N: 401274
Permit to Construct Issued: 10/22/02

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : SULFUR RECOVERY

STORAGETANK,FIXEDROOF,TK- D908 HAP: (10) [40CFR63 Subpart
617, FRESHMDEA,COMMONTO TGU CC, #2,5-25-2001]

NO.1& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:23 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

STORAGETANK,FIXEDROOF,TK- D909 HAP: (10) [40CFR63 Subpart
618, FRESHMDEA,COMMONTO TGU CC, #2,5-25-2001]

NO.1& 2, 700 BBL; DIAMETER:15 FT;
HEIGHT:23 FT
A/N: 401274
Permit to Construct Issued: 10/22/02

PPrroocceessss1144::LLOOAADDININGGAANNDDUUNNLLOOAADDININGG

System 2:MIXED LIGHT ENDS TANKCAR LOADING/UNLOADING S13.13, S46.2,System 2 :MIXED LIGHT ENDS TANKCAR LOADING/UNLOADING S46.3,S56.1

LOADINGANDUNLOADINGARM, D917
TANKCAR, SIX (6), BUTANE,WITH
DRY BREAKCONNECTIONS
A/N: 475030
Permit to Construct Issued: 01/08/09

TANK,SURGE, RPV-4345,BUTANE, D923 E336.8
HEIGHT:9 FT 6 IN; DIAMETER:6 FT
A/N: 475030
Permit to Construct Issued: 01/08/09

KNOCKOUT POT,LOW LINE, RPV- D924 E336.8
2746, HEIGHT:8 FT; DIAMETER:4 FT
A/N: 475030
Permit to Construct Issued: 01/08/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : LOADINGAND UNLOADING

FUGITIVEEMISSIONS, D2534 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 475030
Permit to Construct Issued: 01/08/09

PPrroocceessss1155::OOILILWWAATTEERRSSEEPPAARRAATTIOIONN

SSyysstteem 44::WWAASSTTEEWWAATTEERRTTRREEAATTMMEENNTTSSYST S13.6YSTEEMMNNOO.7.7
OILWATERSEPARATOR,INLET D994 H23.14
FLUME,COVERED,WIDTH:8 FT;
DEPTH: 6 FT 6 IN; LENGTH:63 FT
A/N: 476664
Permit to ConstructIssued: 07/25/08

OILWATERSEPARATOR,FIXED D995 C1002 VOC: 500 PPMV (5) [RULE H23.14
COVER,FOREBAY, WITHOIL 1176,9-13-1996]

SKIMMER,WIDTH:10 FT; DEPTH: 6
FT 6 IN; LENGTH:10 FT
A/N: 476664
Permit to Construct Issued: 07/25/08

OILWATERSEPARATOR,FIXED D997 C2860 VOC: 500 PPMV (5) [RULE C266.1,E127.1,
ROOF,LIFT STATIONNO.7, TWO 1176,9-13-1996] E166.1,H23.14,
COMPARTMENTS,WITH 108" H H23.26
OVERFLOWWEIR,WIDTH:40 FT;
DEPTH: 12 FT 9 IN; LENGTH:79 FT
A/N: 476664
Permit to Construct Issued: 07/25/08

OILWATERSEPARATOR,OUTLET D998 H23.14
FLUME,COVERED,WIDTH:6 FT;
DEPTH: 12 FT 9 IN; LENGTH:40 FT
A/N: 476664
Permit to Construct Issued: 07/25/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

SUMP,WEST RETENTIONBASIN, D999 B89.1
WIDTH:250 FT; DEPTH: 23 FT 6 IN;
LENGTH:300 FT
A/N: 476664
Permit to Construct Issued: 07/25/08

STORAGETANK,DOMEDEXTERNAL D1000 BENZENE: (10) [40CFR61 C1.50,C6.2,
FLOATINGROOF,N0.19,WASTE SubpartFF_02,12-4-2003] H23.4,H23.5,
WATER,143000 BBL; DIAMETER:160 H23.12
FT; HEIGHT:40 FT WITH
A/N: 448845
Permit to Construct Issued: 07/13/06

DOME COVER,GEODESIC

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

GUIDEPOLE,GASKETEDCOVER,
WITH POLE SLEEVE,WIPER,
SLOTTED

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

STORAGETANK,DOMEDEXTERNAL D1001 BENZENE: (10) [40CFR61 C1.50,C6.2,
FLOATINGROOF,N0.20,WASTE SubpartFF_02,12-4-2003] H23.4,H23.5,
WATER,WITH 50 HP MIXER, 143400 H23.12
BBL; DIAMETER:160 FT; HEIGHT:40
FT WITH
A/N: 448846
Permit to Construct Issued: 07/13/06

DOME COVER,GEODESIC

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

GUIDEPOLE,GASKETEDCOVER,
WITH POLE SLEEVE,WIPER,
SLOTTED

CARBONADSORBER,TWO(2) IN C1002 D995 D90.2,E128.1,
SERIES, 360 LBS E153.1
A/N: 476664
Permit to Construct Issued: 07/25/08

VESSEL,V101, TANKS19 & 20 D1634
CONTAINMENTSURGE, HEIGHT:40
FT; DIAMETER:10 FT
A/N: 476664
Permit to Construct Issued: 07/25/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

System 9: STORMWATERHANDLINGAND TREATINGSYSTEM S13.6System 9 : STORMWATERHANDLINGAND TREATINGSYSTEM
SUMP,V-15,CTBD/#JB-X25, D1058 C2446
INTERCONNECTEDWITHV16 AND
V20, LIFT STATION, FIXEDCOVER,
WIDTH:12 FT; DEPTH: 23 FT 6 IN;
LENGTH:36 FT
A/N: 424214
Permit to Construct Issued: 06/15/07

SUMP,V-16,CTBD/#JB-X25, D1059 C2446
INTERCONNECTEDWITHV15 AND
V20, FIXEDCOVER,WIDTH:6 FT;
DEPTH: 23 FT 6 IN; LENGTH:12 FT
A/N: 424214
Permit to Construct Issued: 06/15/07

SUMP,V-20,CTBD/#JB-X25, D2834 C2446
INTERCONNECTEDWITHV15 AND
V16, LIFT STATION,WIDTH:6 FT;
DEPTH: 23 FT 6 IN; LENGTH:12 FT
A/N: 424214
Permit to Construct Issued: 06/15/07

SUMP,WEST IGF EFFLUENT,LIFT D2835 C2446 H23.14
STATION, FIXEDCOVER,WIDTH:11
FT; DEPTH: 9 FT 6 IN; LENGTH:12 FT
A/N: 424214
Permit to Construct Issued: 06/15/07

SSyyst S13.5steem 1100::SSPPILILLLCCOONNTTAAIINNMMEENNTTSSUUMMPPWWITITHHLLIFIFTTSSTTAATTIOIONN
SUMP,WIDTH:12 FT; DEPTH: 12 FT; D2143 B59.2, D90.9
LENGTH:12 FT
A/N: 396003
Î Permit to Construct Issued: 01/31/97

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : OILWATER SEPARATION

Sy S41.1Sysstteem 1111::RRUULLEE44141RREESSEEAARRCCHHEEQQUUIIPPMMEENNTT
SCRUBBER,SERVINGLIFT STATION C2860 D997 C1632 D28.8, K67.18
NO. 7, LIGHTCYCLEOIL, DIESEL,
WIDTH:4 FT; HEIGHT:4 FT;
LENGTH:4 FT
A/N: 478943
Permit to Construct Issued: 07/25/08

CARBONADSORBER,TWO(2) IN C1632 C2860 D90.1,E128.1,
SERIES, 1000 LBS E153.1,K67.18
A/N: 478943
Permit to Construct Issued: 07/25/08

PPrroocceessss1166::PPEETTRROOLLEEUUMMSSTTOORRAAGGEETTAANNKKSS

SSyysstteem 11::FIXE S13.8FIXEDDRROOOOFFTTAANNKKSS
STORAGETANK,FIXEDROOF,TK- D2612 B22.10,C1.41,
173R,OCTELADDITIVERA-560,12500 D182.9,
GALS; DIAMETER:13 FT; HEIGHT:12 D182.10,
FT 8 IN E71.15
A/N: 395836
Î Permit to Construct Issued: 02/07/01

STORAGETANK,FIXEDROOF, D1069 D1313 D1314 B22.17,C1.62,
NO.773,NATURALGAS BLANKET, D2807 D182.9,E336.2,
100000 BBL; DIAMETER:134 FT; K67.5
HEIGHT:40 FT
A/N: 467510
Permit to Construct Issued: 12/04/07

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,FIXEDROOF, D1084 D1313 D1314 E336.2,K67.5
NO.958, 150000 BBL; DIAMETER:160 D2807
FT; HEIGHT:42 FT
A/N: 462667
Permit to Construct Issued: 03/21/07

STORAGETANK,FIXEDROOF, D1106 D1313 D1314 C1.64,E336.2,
NO.614,OILYSLUDGE,HEATED, D2807 K67.5
WITH STEAMCOILS,1200 BBL;
DIAMETER:25 FT; HEIGHT:13 FT
A/N: 433622
Permit to Construct Issued: 02/21/08

SSyysstem S13.11tem44::DDOOMMEEDDFFLLOOAATTIINNGGRROOOOFFTTAANNKKSS
STORAGETANK,DOMEDEXTERNAL D1157 HAP: (10) [40CFR63 Subpart C6.2,K67.12
FLOATINGROOF,NO.31, 78700 BBL; CC, #3A,5-25-2001]

DIAMETER:117 FT; HEIGHT:42 FT
WITH
A/N: 443344
Permit to Construct Issued: 08/23/05

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A, RIMMOUNTED

DOME COVER,GEODESIC

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

STORAGETANK,DOMEDEXTERNAL D1177 HAP: (10) [40CFR63 Subpart C1.45,C6.2,
FLOATINGROOF,N0.65, 150000 BBL; CC, #3A,5-25-2001] E71.21,H23.7,
DIAMETER:134 FT; HEIGHT:40 FT K67.12,K171.1
WITH
A/N: 443372
Permit to Construct Issued: 01/24/06

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,WIPER TYPE,
CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVEAND POLEWIPER

STORAGETANK,DOMEDEXTERNAL D1178 HAP: (10) [40CFR63 Subpart C1.45,C6.2,
FLOATINGROOF,NO.66,WITHA CC, #3A,5-25-2001] E71.21,H23.5,
JENSENFIXEDANGLE SIDE- K67.12
MOUNTEDMIXER, 122400 BBL;
DIAMETER:135 FT; HEIGHT:48 FT
WITH
A/N: 443342
Permit to Construct Issued: 01/24/06

FLOATINGROOF, PONTOON,
WELDEDSHELL

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : PETROLEUM STORAGETANKS

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,SLOTTED,WITH
GASKETEDSLIDINGCOVER,
POLE SLEEVEAND POLEWIPER

STORAGETANK,DOMEDEXTERNAL D1196 BENZENE: (10) [40CFR61 C6.2,H23.12,
FLOATINGROOF,NO.190, 42970 BBL; SubpartFF_02,12-4-2003] ; HAP: K67.12
DIAMETER:80 FT; HEIGHT:48 FT (10) [40CFR63 SubpartCC,
WITH #3A,5-25-2001]

A/N: 443362
Permit to Construct Issued: 08/23/05

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
MECHANICALSHOE

SECONDARYSEAL,CATEGORY
A, WIPER TYPE

DOME COVER,GEODESIC

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.



SectionH Page:103
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1199::PPEETTRROOLLEEUUMMMMIISSCCEELLLLAANNEEOOUUSS

SSyysstteem 22::FFUUEELLSSTTOORRAAGGEEAANNDDDDIISSPPEENNSSIINNGGFFAACCILILITITYYNNOO.1.1
STORAGETANK,METHANOL D2649 VOC: (9) [RULE461,BP,Healy,
COMPATIBLE,UNDERGROUND, Phase I and II EVR Conditions,3-7-

GASOLINE,EQUIPPEDWITH PHASE I 2008;RULE461,Bellowsless

VAPORRECOVERYSYSTEMPHIL- Conditions,3-7-2008;RULE461,

TITE (VR-101-K),5000 GALS UniversalConditions,3-7-2008]

A/N: 487172
Permit to Construct Issued: 10/10/08

FUELDISPENSINGNOZZLE, ONE D2650 VOC: (9) [RULE461,BP,Healy,
PRODUCT,BELLOWS-LESS, Phase I and II EVR Conditions,3-7-

GASOLINE,EQUIPPEDWITHHEALY 2008;RULE461,Bellowsless

PHASE II VAPORRECOVERY Conditions,3-7-2008;RULE461,

SYSTEM,NOT INCLUDINGISD (VR- UniversalConditions,3-7-2008]

201-G),WITH PHASE II VAPOR
RECOVERYSYSTEM
A/N: 487172
Permit to Construct Issued: 10/10/08

PPrroocceessss2211::AAIRIRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLPPRROOCCEESSS

SSyysstteem 11::SSOOUUTTHHAARREEAAFFLLAARE S S31.10, S56.1,RE SYYSSTTEEMM S58.2

FLARE,ELEVATEDWITH STEAM C1302 D809 D815 CO: 2000 PPMV (5) [RULE D12.15,D323.1,
INJECTION,NATURALGAS, WITH 3 407,4-2-1982] ; PM: 0.1 E193.3,H23.12,
PILOTASSEMBLIES,TIE-INLINE TO GRAINS/SCF (5) [RULE H23.29, I1.1
FCCUFLARE FROM THE SOUTH 409,8-7-1981]

UNITS,HEIGHT:203 FT 6 IN;
DIAMETER:3 FT WITH
A/N: 484937
Permit to Construct Issued: 09/30/08

BURNER, JOHNZINK,MODEL
STF-S-24

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

KNOCKOUT POT,RPV-0417,HEIGHT: D2795
7 FT; DIAMETER:5 FT
A/N: 484937
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,FLARE STACK, D1303
HEIGHT:21 FT 6 IN; DIAMETER:9 FT
A/N: 484937
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,RPV-303,SOUTH D1304
AREA FLARE PRIMARY,LENGTH:40
FT; DIAMETER:10 FT
A/N: 484937
Permit to Construct Issued: 09/30/08

DRUM,WATERSEAL, RW 6989, D2796
LENGTH:25 FT; DIAMETER:13 FT
A/N: 484937
Permit to ConstructIssued: 09/30/08

KNOCKOUT POT,SOUTHFLARE D2809
LINE, RPV-1994,HEIGHT:5 FT 9 IN;
DIAMETER:1 FT 4 IN
A/N: 484937
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,NORTHFLARE D2810
LINE, RPV-1993,HEIGHT:5 FT 9 IN;
DIAMETER:1 FT 4 IN
A/N: 484937
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

VESSEL,AUTOPUMP,COKERFLARE, D2863
RW-6876-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484937
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,COKERFLARE, D2864
RW-6877-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484937
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2542 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 484937
Permit to Construct Issued: 09/30/08

SSyysstteem 22::FFLLUUIDIDCCAATTAALLYYTTICICCCRRAACCKKININGGUUNNITITFFLLAARREESSYYSSTEM S31.9, S31.10,TEM S56.1,S58.3

FLARE,ELEVATEDWITH STEAM C1305 CO: 2000 PPMV (5) [RULE D12.15,D323.1,
INJECTION,WITHA LIGHTGAS 407,4-2-1982] ; PM: 0.1 E193.3,
SEAL, 15 STEAM JETS& 2" CENTER GRAINS/SCF (5) [RULE E193.21,
STEAMDISCHARGE,NATURALGAS, 409,8-7-1981] H23.12,H23.29,
SERVINGAS BACKUPFOR THE I1.1
UNITSHANDLEDBY THE
HYDROCRACKER& THE COKER
FLARES,HEIGHT:128 FT;
DIAMETER:2 FT WITH
A/N: 484938
Permit to Construct Issued: 09/30/08

BURNER, JOHNZINK,MODEL
QSC-24

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

DRUM,FLAREKNOCKOUT,RPV D1306 BENZENE: (10) [40CFR61 E193.18,
2132, LENGTH:30 FT; DIAMETER:12 SubpartFF_02,12-4-2003] ; VOC: H23.12
FT 500 PPMV (8) [40CFR61
A/N: 484938 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

DRUM,WATERSEAL, RW 7000, D2803
HEIGHT:25 FT; DIAMETER:12 FT
A/N: 484938
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,FCCFLARE, D2865
RW-6885-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484938
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,FCCFLARE, D2866
RW-6886-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484938
Permit to Construct Issued: 09/30/08

VESSEL,SEPARATOR,RPV 3246, D1307
STEAM,HEIGHT:6 FT; DIAMETER:3
FT
A/N: 484938
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2543 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 484938
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

SSyysstteem 33::HHYYDDRROOCCRRAACCKKEERRFFLLAARREESSYYSSTTEEM S31.10, S58.4M
FLARE,ELEVATEDWITH STEAM C1308 D474 CO: 2000 PPMV (5) [RULE D12.15,D323.1,
INJECTION,NATURALGAS, WITHA 407,4-2-1982] ; PM: 0.1 E193.3,H23.12,
LIGHTGAS SEAL& 33 STEAM JETS, GRAINS/SCF (5) [RULE H23.29, I1.1
HEIGHT:161 FT 3 IN; DIAMETER:2 409,8-7-1981]

FT 6 IN WITH
A/N: 484939
Permit to Construct Issued: 09/30/08

BURNER, JOHNZINK,MODEL
STF-S-30

DRUM,FLAREKNOCKOUT,RPV D1309 BENZENE: (10) [40CFR61 H23.12
3212, LENGTH:12 FT; DIAMETER:10 SubpartFF_02,12-4-2003] ; VOC:
FT 500 PPMV (8) [40CFR61
A/N: 484939 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

DRUM,WATERSEAL, RW 7002, D2804
LENGTH:40 FT; DIAMETER:14 FT
A/N: 484939
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,HCU FLARE, D2867
RW-6878-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484939
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,HCU FLARE, D2868
RW-6879-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484939
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

MIST ELIMINATOR,RPV-3214, D1310
LENGTH:28 FT 6 IN; DIAMETER:12
FT
A/N: 484939
Permit to Construct Issued: 09/30/08

VESSEL,SEPARATOR,RPV 3213, D1311
STEAM,HEIGHT:4 FT; DIAMETER:2
FT
A/N: 484939
Permit to Construct Issued: 09/30/08

DRUM,RPV 3215, OIL ELIMINATOR, D1312
HEIGHT:6 FT; DIAMETER:5 FT
A/N: 484939
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2544 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 484939
Permit to Construct Issued: 09/30/08

SSyysstteem 44::RREEFFININEERRYYVVAAPPOORRRREECCOOVVEERRYYSSYYSSTEM S31.6, S56.1,TEM S58.7

COMPRESSOR,TWO STAGE,NO.5, D1313 D80 D525 E73.5
RW 7087.03 D526 D527
A/N: 408310 D528 D875
Permit to Construct Issued: 01/21/09 D1067 D1069

D1072D1073
D1074 D1075
D1078 D1079
D1084

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

D1085 D1089
D1092 D1093
D1098 D1103
D1106 D1111
D1120 D1139
D1141

COMPRESSOR,TWO STAGE,NO.6, D1314 D80 D525 E73.5
RW 26087.32 D526 D527
A/N: 408310 D528 D875
Permit to Construct Issued: 01/21/09 D1067 D1069

D1072 D1073
D1074 D1075
D1078 D1079
D1084

D1085 D1089
D1092 D1093
D1098 D1103
D1106 D1111
D1120 D1139
D1141

COMPRESSOR,TWO STAGE,NO. 8, D2807 D80 D525 E73.5
DUAL SEALSWITH BARRIERFLUID D526 D527
SYSTEM,RW-0059-087.32,140000 D528 D847
CU.FT./HR D848 D875
A/N: 408310 D1067 D1069
Permit to Construct Issued: 01/21/09 D1072 D1073

D1074 D1075
D1078 D1079

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.



SectionH Page:110
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

D1084 D1085
D1089 D1092
D1093 D1098
D1103 D1106
D1111 D1120
D1139 D1141

DRUM,KNOCKOUT,VERTICAL,SFIA D2808
VAPORRECOVERYWEST,RW-6968-
289.02,HEIGHT:16 FT; DIAMETER:7
FT
A/N: 408310
Permit to Construct Issued: 01/21/09

KNOCKOUT POT,BLOWDOWN, D1315
WEST,RVP 1067, LENGTH:6 FT;
DIAMETER:2 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

VESSEL,SEPARATOR,STEAM-OIL, D1316 D1067
RVP 1069, HEIGHT:8 FT; DIAMETER:
4 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

KNOCKOUT POT,FIELDLOCATED D1319
WEST HEADER,RPV 2089, LENGTH:
10 FT; DIAMETER:4 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

KNOCKOUT POT,BLOWCASEFOR D1320
RPV 1244, RPV 2699, LENGTH:10 FT 5
IN; DIAMETER:1 FT 4 IN
A/N: 408310
Permit to Construct Issued: 01/21/09

SCRUBBER,RPV 1011, WESTWET D1321
GAS, HEIGHT:6 FT 10 IN; DIAMETER:
5 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

SCRUBBER,RPV 1137, EASTWET D1322
GAS, HEIGHT:6 FT 10 IN; DIAMETER:
5 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

SCRUBBER,RPV 1055, DRY GAS, D1323
HEIGHT: 6 FT 10 IN; DIAMETER:5 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

SCRUBBER,CAUSTIC,RPV-1247, D1324
HEIGHT:42 FT; DIAMETER:6 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

KNOCKOUT POT,VAPORRECOVERY, D1325 BENZENE: (10) [40CFR61 H23.12
RPV 3268, HEIGHT:7 FT; DIAMETER: SubpartFF_02,12-4-2003] ; VOC:
4 FT 500 PPMV (8) [40CFR61
A/N: 408310 SubpartFF,12-4-2003]

Permit to Construct Issued: 01/21/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

SCRUBBER,RW 5794, WEST CAUSTIC, D1659
HEIGHT:57 FT 2 IN; DIAMETER:4 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

SCRUBBER,(SPARE),RW5795, D1660
HEIGHT:5 FT 6 IN; DIAMETER:5 FT
A/N: 408310
Permit to Construct Issued: 01/21/09

FILTER,COALESCER D2098
A/N: 408310
Permit to Construct Issued: 01/21/09

DRUM,KNOCKOUT,VERTICALEAST D2875
HEADER SUCTION,RPV 7028,
HEIGHT:16 FT; DIAMETER:7 FT
A/N: 484940
Permit to Construct Issued: 09/30/08

TANK,30-DAYOIL, RW-7035-289.02, D2876
HEIGHT:5 FT; DIAMETER:1 FT 11 IN
A/N: 484940
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2545 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 408310
Permit to Construct Issued: 01/21/09

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

SSyysstteem 55::FFCCCCUUFFEEEEDDHHDDSSUUNNITITRELIEF SY S31.10, S58.5RELIEF SYSSTTEEMM
FLARE,ELEVATEDWITH STEAM C1326 CO: 2000 PPMV (5) [RULE D12.15,D323.1,
INJECTION,NATURALGAS, WITH 15 407,4-2-1982] ; PM: 0.1 E193.3,
STEAM-AIRINJECTORS,3 PILOT GRAINS/SCF (5) [RULE E193.18,H23.1,
BURNERS& 24"MOLECULARSEALS, 409,8-7-1981] H23.12,H23.29,
HEIGHT:215 FT; DIAMETER:2 FT I1.1
A/N: 484941
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,HDSAREA FLARE, D1327 BENZENE: (10) [40CFR61 H23.12
RPV 4025, HEIGHT:32 FT; SubpartFF_02,12-4-2003] ; VOC:
DIAMETER:9 FT 500 PPMV (8) [40CFR61
A/N: 484941 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

KNOCKOUT POT,HDS FLARE , RPV D1328 BENZENE: (10) [40CFR61 H23.12
730, HEIGHT:40 FT; DIAMETER:12 SubpartFF_02,12-4-2003] ; VOC:
FT 6 IN 500 PPMV (8) [40CFR61
A/N: 484941 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

DRUM,WATERSEAL, RW 7026, D2805
LENGTH:30 FT; DIAMETER:13 FT
A/N: 484941
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,FFHDSFLARE, D2869
RW-6883-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484941
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

VESSEL,AUTOPUMP,FFHDSFLARE, D2870
RW-6884-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484941
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2546 HAP: (10) [40CFR63 Subpart H23.3
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 484941
Permit to Construct Issued: 09/30/08

SSyysstteem 66::RREEFFININEERRYYFFLLAARRE N S31.10, S58.6E NOO.5.5SSYYSSTTEEMM
FLARE,ELEVATEDWITH STEAM C1661 CO: 2000 PPMV (5) [RULE B61.7, D12.15,
INJECTION,NO.5 , WITH 3 PILOT 407,4-2-1982] ; PM: 0.1 D90.16,D323.1,
ASSEMBLIES,FLAMEFRONT GRAINS/SCF (5) [RULE E193.3,H23.1,
GENERATOR&FLAMEMONITOR, 409,8-7-1981] H23.12,H23.29,
NATURALGAS, WATERSEAL, I1.1
MOLECULARSEAL, REMOTE SMOKE
DETECTOR&STEAM INJECTION
CONTRLSYS, HEIGHT:265 FT;
DIAMETER:3 FT 6 IN
A/N: 484942
Permit to Construct Issued: 09/30/08

KNOCKOUT POT,NO.5 FLARE, RW D1662 BENZENE: (10) [40CFR61 H23.12
6135, HEIGHT:30 FT; DIAMETER:12 SubpartFF_02,12-4-2003] ; VOC:
FT 500 PPMV (8) [40CFR61
A/N: 484942 SubpartFF,12-4-2003]

Permit to Construct Issued: 09/30/08

DRUM,WATERSEAL, RW 7025, D2806
LENGTH:50 FT; DIAMETER:14 FT
A/N: 484942
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

VESSEL,AUTOPUMP,NO. 5 FLARE, D2871
RW-6881-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484942
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,NO. 5 FLARE, D2872
RW-6882-289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484942
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2547 HAP: (10) [40CFR63 Subpart
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 484942
Permit to Construct Issued: 09/30/08

SSyysstteem 99::AAPPCCSSerevrivninggCCTTBBDD/#/J#JBB-X-X2525SSuummpp&&WWesetstIGIGFFEEuueennttSSuummpp
CARBONFILTER,2 UNITS IN SERIES, C2446 D1058 D1059 VOC: 50 PPMV (4) [RULE D90.8,E128.1,
1000 LBS EACH,SERVINGCTBD/#JB- D2834 D2835 1303(a)-BACT,5-10-1996] E153.5,K67.16
X25 SUMP&WEST IGF EFFLUENT
SUMP,HEIGHT:5 FT 4 IN;
DIAMETER:3 FT 6 IN
A/N:CANCELED

System S15.40, S15.41,System1100::SSOOUUTTHHAARREEAAFFLLAARREEGGAASSRREECCOOVVEERRYYSSYYSSTTEEMM S31.10, S58.1

COMPRESSOR,THREE STAGE,FGR D2797 E73.4
NO. 1, DUAL SEALSWITH BARRIER
FLUIDSYSTEM,RW-0060-087.32,
150000CU.FT./HR
A/N: 484943
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

KNOCKOUT POT,COMPRESSORNO. D2798
1 DISCHARGE,RW-6981-289.02,
HEIGHT:18 FT; DIAMETER:5 FT
A/N: 484943
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,RW-6891- D2873
289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484943
Permit to Construct Issued: 09/30/08

TANK,30-DAYOIL, RW-7036-289.02, D2877
COMMONTO NORTHAND SOUTH
AREA FGRS, HEIGHT:5 FT;
DIAMETER:2 FT 5 IN
A/N: 484943
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2799 H23.3
MISCELLANEOUS
A/N: 484943
Permit to Construct Issued: 09/30/08

SSyysstteem 1111::NNOORRTTHHAARREEAAFFLLAARREEGGAS RECOVERY SYSTE S15.40, S15.41,AS RECOVERY SYSTEMM S31.10, S58.1

COMPRESSOR,THREE STAGE,FGR D2800 E73.4
NO 2, RW 0061-087.32,DUAL SEALS
WITH BARRIER FLUID SYSTEM,
150000CU.FT./HR
A/N: 484944
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : AIR POLLUTIONCONTROLPROCESS

KNOCKOUT POT,FGR COMPRESSOR D2801
NO 2 DISCHARGE,RW 6999-289.02,
HEIGHT:18 FT; DIAMETER:4 FT 6 IN
A/N: 484944
Permit to Construct Issued: 09/30/08

VESSEL,AUTOPUMP,RW-6901- D2874
289.09,HEIGHT:3 FT 11 IN;
DIAMETER:1 FT
A/N: 484944
Permit to Construct Issued: 09/30/08

TANK,30-DAYOIL, RW-7036-289.02, D2877
COMMONTO NORTHAND SOUTH
AREA FGRS, HEIGHT:5 FT;
DIAMETER:2 FT 5 IN
A/N: 484943
Permit to Construct Issued: 09/30/08

FUGITIVEEMISSIONS, D2802 H23.3
MISCELLANEOUS
A/N: 484944
Permit to Construct Issued: 09/30/08

* (1) DenotesRECLAIMemission factor (2) DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.

Î This permit to constructwas issued to the previous operator at a prior date. The equipmentwas constructedand the permitwas subsequentlytransferred

to this operator.
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SECTIONH: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2 1 1 1

D8 1 1 1

D31 1 1 4

D35 2 1 5

D38 2 1 5

D39 2 1 5

D41 2 1 5

D42 3 1 5

D43 3 1 6

D44 3 1 6

D45 3 1 6

D46 3 1 6

D49 4 1 6

D50 4 1 6

D52 4 1 6

D56 4 1 6

D57 4 1 6

D58 4 1 6

D60 5 1 6

D111 6 2 6

D112 6 2 6

D113 6 2 6

D146 7 2 8

D158 8 2 11

D159 8 2 11

D160 8 2 11

D161 8 2 11

D162 8 2 11

D164 11 3 1

D165 12 3 1

D166 13 3 1

D167 13 3 1

D168 14 3 1

D169 14 3 1

D170 15 3 1

D172 15 3 1
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D173 16 3 1

D174 16 3 1

D175 16 3 1

D176 17 3 1

D177 17 3 1

D178 17 3 1

D179 18 3 1

D180 18 3 1

D181 18 3 1

D182 18 3 1

D183 18 3 1

D184 18 3 1

D185 19 3 1

D186 20 3 2

D187 20 3 2

D188 20 3 2

D189 24 3 2

D190 25 3 2

D191 21 3 2

D192 22 3 2

D193 22 3 2

D194 22 3 2

D195 22 3 2

D196 22 3 2

D197 23 3 2

D198 23 3 2

D199 23 3 2

D200 25 3 2

D201 23 3 2

D202 23 3 2

D203 23 3 2

D204 24 3 2

D205 24 3 2

D206 24 3 2

D207 24 3 2

D208 24 3 2
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D217 26 3 3

D234 26 3 5

C235 26 3 5

C236 27 3 5

S237 27 3 5

S238 27 3 5

S239 27 3 5

S240 27 3 5

D253 30 4 1

D254 30 4 1

D255 31 4 1

D256 31 4 1

D257 31 4 1

D259 31 4 1

D260 31 4 1

D261 31 4 1

D262 32 4 1

D263 32 4 1

D264 32 4 1

D265 32 4 1

D267 32 4 1

D268 33 4 1

D269 33 4 1

D271 33 4 1

D272 33 4 1

D274 33 4 1

D275 34 4 1

D276 34 4 1

D277 34 4 1

D278 34 4 1

D280 34 4 1

D281 34 4 1

D282 35 4 1

D283 35 4 1

D284 35 4 1

D287 39 4 1
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FACILITYPERMIT TO OPERATE
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D354 42 5 3

D355 42 5 3

D357 42 5 3

D359 42 5 3

D360 43 5 3

D372 43 5 3

D373 43 5 3

D374 43 5 3

D375 43 5 3

D376 43 5 3

D402 44 5 4

D406 44 5 4

D407 44 5 4

D412 44 5 4

D413 44 5 4

D508 46 6 3

D509 46 6 3

C571 47 7 4

D572 47 7 4

D576 47 8 1

D577 47 8 1

D608 47 8 2

D610 48 8 2

D612 48 8 2

D613 48 8 2

D626 48 8 3

D631 53 9 1

D632 53 9 1

D633 53 9 1

D634 53 9 1

D635 53 9 1

D636 65 9 9

D637 67 9 9

D638 54 9 1

D639 54 9 1

D640 54 9 1
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D641 54 9 1

D642 54 9 1

D643 54 9 1

D644 55 9 1

D645 55 9 1

D646 55 9 1

D647 55 9 1

D648 55 9 1

D649 55 9 1

D650 56 9 1

D651 56 9 1

D652 56 9 1

D653 65 9 9

D655 65 9 9

D656 66 9 9

D657 66 9 9

D658 67 9 9

D659 56 9 1

D660 56 9 1

D661 56 9 1

D662 57 9 1

D663 57 9 1

D664 66 9 9

D665 57 9 1

D666 57 9 1

D667 57 9 1

D668 58 9 1

D669 58 9 1

D670 58 9 1

D671 63 9 2

D672 63 9 2

D673 63 9 2

D674 63 9 2

D675 63 9 2

D676 63 9 2

D677 64 9 2
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FACILITYPERMIT TO OPERATE
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D678 64 9 2

D679 64 9 2

D680 64 9 2

D681 64 9 2

D682 64 9 2

D683 64 9 2

D684 65 9 2

D685 65 9 2

D706 68 10 1

D708 68 10 1

D780 74 12 14

D781 74 12 14

D791 69 12 9

D796 70 12 9

D796 72 12 10

D797 70 12 9

D797 71 12 10

D797 73 12 12

D797 73 12 11

D798 70 12 9

D798 71 12 10

D798 73 12 11

D798 73 12 12

D799 70 12 9

D799 71 12 10

D799 73 12 11

D799 74 12 12

D804 71 12 10

D806 72 12 10

D807 72 12 10

D838 75 12 14

D838 78 12 15

D839 76 12 14

D839 78 12 15

D840 75 12 14

D840 78 12 15



SectionH Page:125
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D841 76 12 14

D841 78 12 15

D842 76 12 14

D842 79 12 15

D843 76 12 14

D843 79 12 15

D844 77 12 15

D877 81 13 1

D877 83 13 2

D877 85 13 3

D877 87 13 4

D878 81 13 1

D878 83 13 2

D878 85 13 3

D878 87 13 4

D879 80 13 1

D880 81 13 1

D881 80 13 1

D882 81 13 1

D883 82 13 2

D884 83 13 2

D885 82 13 2

D886 84 13 3

D888 85 13 3

D889 84 13 3

D890 85 13 4

D891 86 13 4

D892 86 13 4

D893 87 13 4

D894 87 13 4

D895 88 13 5

C896 88 13 5

D897 88 13 5

D898 89 13 5

D898 92 13 7

D899 88 13 5
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D900 90 13 5

D900 93 13 7

D901 90 13 5

D901 93 13 7

D903 89 13 5

D907 88 13 5

D908 91 13 5

D908 94 13 7

D909 91 13 5

D909 94 13 7

D917 94 14 2

D923 94 14 2

D924 94 14 2

D994 95 15 4

D995 95 15 4

D997 95 15 4

D998 95 15 4

D999 96 15 4

D1000 96 15 4

D1001 97 15 4

C1002 97 15 4

D1058 98 15 9

D1059 98 15 9

D1069 99 16 1

D1084 100 16 1

D1106 100 16 1

D1113 75 12 14

D1113 77 12 15

D1114 75 12 14

D1114 77 12 15

D1157 100 16 4

D1177 101 16 4

D1178 101 16 4

D1196 102 16 4

C1302 103 21 1

D1303 104 21 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D1304 104 21 1

C1305 105 21 2

D1306 106 21 2

D1307 106 21 2

C1308 107 21 3

D1309 107 21 3

D1310 108 21 3

D1311 108 21 3

D1312 108 21 3

D1313 108 21 4

D1314 109 21 4

D1315 110 21 4

D1316 110 21 4

D1319 110 21 4

D1320 111 21 4

D1321 111 21 4

D1322 111 21 4

D1323 111 21 4

D1324 111 21 4

D1325 111 21 4

C1326 113 21 5

D1327 113 21 5

D1328 113 21 5

D1336 11 3 1

D1337 12 3 1

D1338 12 3 1

D1339 13 3 1

D1340 14 3 1

D1341 14 3 1

D1342 14 3 1

D1343 15 3 1

D1344 15 3 1

D1345 15 3 1

D1346 16 3 1

D1347 16 3 1

D1348 17 3 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D1349 17 3 1

D1350 20 3 2

D1351 21 3 2

D1352 21 3 2

D1353 21 3 2

D1354 21 3 2

Device Index For SectionH

Device ID SectionH Page No. Process System

D1355 21 3 2

D1356 22 3 2

D1361 27 3 5

D1362 27 3 5

D1364 35 4 1

D1365 35 4 1

D1366 36 4 1

D1367 36 4 1

D1368 36 4 1

D1369 36 4 1

D1372 36 4 1

D1373 37 4 1

D1374 37 4 1

D1375 37 4 1

D1376 37 4 1

D1377 37 4 1

D1378 38 4 1

D1379 38 4 1

D1380 38 4 1

D1381 38 4 1

D1382 38 4 1

D1383 39 4 1

D1384 39 4 1

D1385 39 4 1

D1433 45 5 6

D1479 49 9 1

D1480 49 9 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D1481 49 9 1

D1482 49 9 1

D1483 49 9 1

D1484 49 9 1

D1485 50 9 1

D1486 50 9 1

D1487 50 9 1

D1488 50 9 1

D1489 50 9 1

D1490 50 9 1

D1491 51 9 1

D1492 51 9 1

D1493 51 9 1

D1494 51 9 1

D1495 51 9 1

D1496 51 9 1

D1497 52 9 1

D1498 52 9 1

D1499 52 9 1

D1500 52 9 1

D1501 52 9 1

D1502 52 9 1

D1508 66 9 9

D1509 66 9 9

D1512 67 9 9

D1513 67 9 9

D1517 61 9 1

D1520 52 9 1

D1521 61 9 1

D1522 53 9 1

D1527 58 9 1

D1528 58 9 1

D1529 58 9 1

D1530 57 9 1

D1531 59 9 1

D1532 59 9 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D1533 59 9 1

D1534 59 9 1

D1535 59 9 1

D1536 59 9 1

D1537 67 9 9

D1538 60 9 1

D1620 69 11 1

C1632 99 15 11

D1634 97 15 4

D1659 112 21 4

D1660 112 21 4

C1661 114 21 6

D1662 114 21 6

D1974 40 4 7

D1975 40 4 7

D1976 40 4 7

D1977 40 4 7

D1978 40 4 7

D1979 40 4 7

D1980 41 4 7

D1981 41 4 7

D1984 41 4 7

D1986 41 4 7

D2005 68 10 1

D2006 68 10 1

D2019 60 9 1

D2044 60 9 1

D2098 112 21 4

D2143 98 15 10

D2146 60 9 1

D2147 60 9 1

D2148 60 9 1

D2369 61 9 1

D2370 61 9 1

D2371 61 9 1

D2372 61 9 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2373 62 9 1

D2382 19 3 1

D2387 19 3 1

D2405 91 13 7

C2406 92 13 7

D2407 91 13 7

D2408 92 13 7

D2409 90 13 5

D2409 93 13 7

D2410 90 13 5

D2410 93 13 7

D2411 90 13 5

D2411 93 13 7

D2412 91 13 7

C2446 115 21 9

D2458 25 3 2

D2462 3 1 5

D2463 5 1 6

D2469 6 2 6

D2470 9 2 11

D2471 19 3 1

D2472 25 3 2

D2473 26 3 3

D2476 39 4 1

D2481 41 4 7

D2484 44 5 3

D2496 62 9 1

D2497 65 9 2

D2503 68 9 9

D2505 69 10 1

D2514 76 12 14

D2517 71 12 9

D2518 72 12 10

D2527 79 12 15

D2534 95 14 2

D2542 105 21 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2543 106 21 2

D2544 108 21 3

D2545 112 21 4

D2546 114 21 5

D2547 115 21 6

D2602 80 13 1

D2604 82 13 2

D2605 84 13 3

D2606 86 13 4

D2607 86 13 4

D2608 86 13 4

D2612 99 16 1

D2615 87 13 4

D2617 9 2 12

D2618 9 2 12

D2619 9 2 12

D2620 9 2 12

D2621 9 2 12

D2622 10 2 12

D2623 10 2 12

D2624 10 2 12

D2625 10 2 12

D2626 10 2 12

D2627 10 2 12

D2628 35 4 1

D2641 7 2 8

D2642 7 2 8

D2643 7 2 8

D2644 7 2 8

D2645 81 13 1

D2646 83 13 2

D2648 45 5 4

D2649 103 19 2

D2650 103 19 2

C2651 28 3 5

D2652 30 3 10
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

S2653 28 3 5

D2654 80 13 1

D2655 82 13 2

D2656 84 13 3

D2658 29 3 8

D2659 29 3 8

D2660 29 3 8

C2661 29 3 8

C2662 30 3 8

C2663 30 3 8

D2664 62 9 1

D2665 62 9 1

D2666 62 9 1

D2667 62 9 1

D2668 88 13 5

D2669 89 13 5

D2670 89 13 5

D2671 89 13 5

D2671 92 13 7

D2672 89 13 5

D2672 92 13 7

C2673 90 13 5

C2673 93 13 7

D2712 70 12 9

D2712 72 12 10

D2719 66 9 9

D2720 67 9 9

D2726 2 1 5

D2727 2 1 5

D2728 74 12 14

D2728 77 12 15

D2739 1 1 1

D2763 5 2 1

D2764 5 2 1

C2769 28 3 5

S2771 28 3 5
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2772 25 3 2

D2773 26 3 3

D2774 42 5 3

D2795 104 21 1

D2796 104 21 1

D2797 115 21 10

D2798 116 21 10

D2799 116 21 10

D2800 116 21 11

D2801 117 21 11

D2802 117 21 11

D2803 106 21 2

D2804 107 21 3

D2805 113 21 5

D2806 114 21 6

D2807 109 21 4

D2808 110 21 4

D2809 104 21 1

D2810 104 21 1

D2833 4 1 6

D2834 98 15 9

D2835 98 15 9

D2836 68 10 1

D2838 41 4 7

D2839 20 3 2

D2841 13 3 1

D2842 13 3 1

D2843 13 3 1

D2844 42 5 3

D2845 19 3 1

D2857 79 12 18

D2858 79 12 18

C2860 99 15 11

D2863 105 21 1

D2864 105 21 1

D2865 106 21 2
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2866 106 21 2

D2867 107 21 3

D2868 107 21 3

D2869 113 21 5

D2870 114 21 5

D2871 115 21 6

D2872 115 21 6

D2873 116 21 10

D2874 117 21 11

D2875 112 21 4

D2876 112 21 4

D2877 116 21 10

D2877 117 21 11
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designatedNo.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not use diesel fuel containing sulfur compounds in excess of 15 ppm by weight as supplied by
the supplier.

This condition shall become e«ective on or after June 1, 2004.

[RULE 431.2, 5-4-1990; RULE 431.2, 9-15-2000]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirements pursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001;RULE 2004, 4-6-2007]

F34.1 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hourperiod.

[RULE 431.1, 6-12-1998]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR79
40CFR80
Title 13, CaliforniaCode of Regulations

[40CFR 79, 7-1-1999; 40CFR 80, 7-1-1999; CCR Title 13, 9-24-1999]

F52.2 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR61,SubpartFF

Wastemanagementunits (as de©ned in SubpartFF) subject to the standardsof SubpartFF are identi©ed in the
equipment speci©c section.

Other waste management units associatedwith waste streams are either exempt under 2 Mg/Yr limit or under
the 10 PPMV limit, and are therefore not subject to the standards of Subpart FF. To demonstrate continued
exemptions, the operator shall submit a copy of the annual NESHAP for Benzene Waste Operations report
sent to the EPA to the District.

Exceeding the 2 Mg/Yr limit containing greater than 10 ppmw benzene shall be a violation of Subpart FF,
unless the operator has noti©ed the AQMD and the EPA prior to the start of the new year about their plans to
change to another compliance option allowed by Subpart FF regulation.The noti©cation to the AQMD shall
also address the necessary permit modi©cations, including submitting any additional applications, resulting
from the changes to the complianceoption.

[40CFR 61 Subpart FF, 12-4-2003]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F52.3 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

CONSENTDECREE CIVIL NO. 2:96 CV 095 RL

CONSENTDECREE CIVIL NO. 2:96 CV 095 RL (FourthAmendment)

40 CFR 60 SubpartA

40 CFR 61 SubpartA

40 CFR 63 SubpartA

[40CFR 60 Subpart A, 5-16-2007; 40CFR 61 Subpart A, 5-16-2007; 40CFR 63 Subpart A, 5-16-2007;
CONSENT DECREE CIVIL NO. 2:96 CV 095 RL, 8-29-2001; CONSENTDECREE CIVIL NO. 2:96 CV
095 RL (FourthAmendment), 10-7-2005]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphereoriginated from the equipment.

SYSTEM CONDITIONS

S1.1 The operator shall limit the material processed to no more than 6000 ton(s) in any one day.

For the purpose of this condition, material processed shall be de©ned as the total amount of petroleum coke
loaded into trucks through the four load out weigh hoppers,1A/B and 2A/B, in short tons.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 12]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S2.1 The operator shall limit emissions from this system as follows

CONTAMINANT EMISSIONSLIMIT

VOC Less than 2.5 lbs/mmscfof hydrogen produced

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process7, System 1 , 2]

S4.3 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ section 60.692-5.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; 40CFR 60 SubpartQQQ, 10-17-2000]

[Systems subject to this condition : Process4, System 1; Process6, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S4.4 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

All components are subject to District Rule 1173 and 40CFR60,SubpartGGG.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterly using EPA reference method 21. All new valves and ªanges in VOC service except those
speci©cally exempted by Rule 1173 shall be inspectedmonthly using EPAMethod 21.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in writing in the following applications: heavy liquid service, control valves,
instrument piping/tubing, applications requiring torsional valve stem motion, applications where failures
could pose safety hazards (e.g. drain valves with valve stems in horizontal position), retro©ts with space
limitations,and valves not commericallyavailable.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
condition shall not apply to leakless valves.

All new components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as
methane above background as measured using EPA Method 21, shall be repairedwithin 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief device, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s) and copies of requisitiondata sheet for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; 40CFR 60 Subpart
GGG, 6-2-2008]

[Systems subject to this condition : Process4, System 1; Process6, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S7.1 The followingconditions shall apply to all coke handling and related devices from this system:

The operator shall submit an application for a permit to construct for a modi©cation of the coke handling and
storage system (Process2 System 8) prior to the constructionof this system for compliancewith Rule 1158.

To comply with Rule 1158 (d)(10), the operator shall install and operate a fog spray system at each material
transfer point such that the transferring of petroleum coke shall not cause any visible airborne dust at the
transferpoint formore than three minutes in any one hour.

If this facility is operated in violation of this condition for visible emission, the operator shall provide covers
or total enclosure on all transfer points except those between the weigh hoppers and the truck trailers, for
which the operator shall provide loading socks to reduce airborne dust by totally enclosing the dropping
materials above the slot-top cover.

The operator shall install and operate a fog spray system at each opening of the station building. The entrance
and exit of the station building for trucks shall have overlapping ªaps which shall remain closed when
sustainedwind speed exceeds 5 miles per hour or whenwind gusts exceed 25 miles per hour.

For the purposeof this condition, transferpoint shall be de©ned as the pointwhere petroleumcoke is dropped
from the conveyor into the load out bin, from the load out bin into the weigh hopper, or from the weigh
hopper into the truck trailer.

[RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 12]

S7.2 The followingconditions shall apply to all coke handling and related devices from this system:

The operator shall install and operate a fog spray system at each opening of the building. The entrance and
exit of the building shall have doors or overlapping ªaps which shall remain closed at all times except to
allow vehicles to enter or leave.

The coke barn shall not be used for loading or unloading petroleumcoke into or out of transportingtrucks.

[RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 8]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S11.1 The operator shall comply with all applicable mitigation measures stipulated in the "Statement of Findings,
Statement of OverridingConsiderations, andMitigationMonitoringPlan" documentwhich is part of the AQMD
Certi©ed Final Environmental Impact Report dated 03-sep-1997 for this facility.

This condition shall only apply to equipment listed in SectionH of this facility permit.

[CA PRC CEQA, 11-23-1970]

[Systems subject to this condition : Process5, System 4]

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1158

[RULE 1158, 7-11-2008]

[Systems subject to this condition : Process2, System 8 , 9 , 12]

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 5 , 6; Process 2, System 1 , 2 , 3 , 5 , 6 , 11;
Process 3, System 1 , 2 , 3; Process 4, System 1 , 2 , 3 , 4 , 5 , 7 , 8 , 9; Process 5, System 1 , 2 , 3 , 4 , 5;
Process6, System 1 , 2 , 3; Process 7, System 1 , 2; Process 8, System 1 , 2; Process 9, System 1 , 2 , 3 , 4 ,
6 , 7 , 8 , 9 , 10; Process 10, System 1 , 2 , 3; Process 11, System 1; Process 12, System 4 , 5 , 7 , 8 , 9 , 10 ,
11 , 12 , 13 , 14 , 15]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Systems subject to this condition : Process16, System 2 , 3]

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1189

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process7, System 1 , 2]

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 464

[RULE 464, 12-7-1990]

[Systems subject to this condition : Process15, System 10]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 464

VOC District Rule 1176

[RULE 1176, 9-13-1996;RULE 464, 12-7-1990]

[Systems subject to this condition : Process15, System 1 , 2 , 3 , 4 , 5 , 6 , 7 , 8 , 9]

S13.8 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Systems subject to this condition : Process16, System 1]

S13.10 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Systems subject to this condition : Process13, System 1 , 2 , 3 , 4]
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The operator shall comply with the terms and conditions set forth below:

S13.11 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

For Rule 463 applicability, only subdivision (d) in the March 11, 1994 amendment, or equivalent
requirements in the future amendments, shall apply to domed external ªoating roof tanks. This does not
preclude any requirementsspeci©ed in Rule 1178.

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Systems subject to this condition : Process16, System 4]

S13.12 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process12, System 16 , 17]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.13 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63,SUBPART EEEE

[40CFR 63 Subpart EEEE, 7-28-2006]

[Systems subject to this condition : Process14, System 2]

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunits.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 9 , 10 , 11 , 12 , 13]

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the naphtha isomerizationsystem.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process5, System 5]

S15.3 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the amine contactor system located in the light ends depropanizer system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 4]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All coker blowdowngases shall be directed to the coker gas treating unit.

This process/system shall not be operated unless the coker gas treating unit is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 1 , 2 , 3 , 5 , 6]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to amine contactor system located within this system.

This process/systemshall not be operated unless the amine contactor system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 11; Process3, System 2; Process4, System 3; Process 5,
System 2 , 3 , 4; Process6, System 1 , 2; Process8, System 2; Process9, System 8]

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to amine contactor system located within this system and the hydrocraker
fractionationsystem.

This process/systemshall not be operated unless the amine contactor system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process5, System 1]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.8 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the coker gas treating unit.

This process/systemshall not be operatedunless coker gas treating unit is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process1, System 2; Process4, System 7; Process9, System 1]

S15.30 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All tail gas from the sulfur recovery unit(s) shall be vented to the tail gas unit No.1 or No.2 followed by
incinerator No.1 or No.2 at all times except during emergency. Sour gas or tail gas shall be vented to the

ªare only during emergency.

All vent gases from the sulfur degassing tank shall be directed to the tail gas unit No.1 or No.2.

This process/systemshall not be operated unless the tail gas unit No.1 or No.2 and the incinerator No.1 or
No.2 are in full use and have a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process13, System 1 , 2 , 3 , 4]

S15.31 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All waste gases generated from this system shall be directed to a thermal oxidizer or fuel gas combustion
device which is in full use, has a valid permit to receive vent gases from this system, and complies with all
applicable rules and regulations including40CFR60,Subpart J limits and monitoringrequirements.

All waste gas generated from this system shall be considered as fuel gas as de©ned in 40CFR60, Subpart J.
Therefore, the vent gases are, when directed to a thermal oxidizer or fuel gas combustion device, subject to
the H2S limits of Subpart J.

[40CFR 60 Subpart J, 6-24-2008]

[Systems subject to this condition : Process9, System 1]
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FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.40 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases during normal operation shall be directed to the sour gas treating system located in the Coker
Unit (Process2, System 11).

This process/systemshall not be operated unless the above equipment is in full use and has a valid permit to
receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 10 , 11]

S15.41 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to a ªare.

This process/systemshall not be operated unless the above air pollution control equipment is in full use and
has a valid permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 10 , 11]

S15.51 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system, except for
Device ID D1201 which shall be vented to the coker blowdown recovery system, and under emergency
conditions, it shall be vented to the atmosphere.

This process/systemshall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) is in full use and has a valid permit to receive vent
gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process16, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Claus Sulfur RecoveryFacility "A" (Process:13, System: 1)

Claus Sulfur RecoveryFacility"B"(Process:13, System: 2)

Claus Sulfur RecoveryFacility "C" (Process:13, System: 3)

Claus Sulfur RecoveryFacility"D"(Process:13, System: 4)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 2011, 5-6-2005]

[Systems subject to this condition : Process13, System 5 , 7]

S18.5 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

MethyldiethanolamineRegenerationSystemNo. 1 (Process:12, System: 9)

MethyldiethanolamineRegenerationSystemNo. 2 (Process:12, System: 10)

MethyldiethanolamineRegenerationSystemNo.3 (Process:12, System: 11)

MethyldiethanolamineRegenerationSystemNo. 4 (Process:12, System: 12)

MethyldiethanolamineRegenerationSystemNo. 5 (Process:12, System: 13)

North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

Claus Tail Gas TreatingUnit No. 2 (Process:13, System: 5)

Claus Tail Gas TreatingUnit No. 1 (Process:13, System: 7)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 1 , 2 , 3 , 4]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.1 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)410695 and 400672:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process5, System 4; Process9, System 1]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)397243:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process3, System 2]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)397244:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process9, System 2]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)427414:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

All process drains shall be equipped with water seal, or a closed vent system and control device complying
with the requirementsof 40CFR60 SubpartQQQ Section 60.692-5.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All components are subject to 40CFR60,SubpartGGG
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The operator shall comply with the terms and conditions set forth below:

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 9]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.5 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)425810:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District.

All components in VOC service, except valves and ªanges shall be inspected quarterly using EPA reference
method 21. All valves and ªanges in VOC service except those speci©cally exempted by Rule 1173 shall be
inspectedmonthly using EPAMethod 21.

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, then the
operator may revert to a quarterly inspection program with the approval of the executive o¬cer. This
conditiondoes not apply to leakless valves.

All valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components in VOC service, a leak greater than 500 ppm but less than 1,000 ppm measured as methane
above background as measured using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All components are subject to 40CFR60,SubpartGGG

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]
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The operator shall comply with the terms and conditions set forth below:

[Systems subject to this condition : Process1, System 5]



SectionH Page:162
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.
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The operator shall comply with the terms and conditions set forth below:

S31.6 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)434526,434527,434528,436040, 436041 and 454560:

The operator shall provide to the District, no later than 60 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, operating temperature, operating pressure, body material,
application,and reasonswhy bellows seal valves were not used

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be bellows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applicationswhere valve failure could pose safety hazard (e.g., drain valves with
valve stems in horizontal position), retro©ts/special applications with space limitations, and valves not
commerciallyavailable

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least ©ve
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.

The operator shall replace 4 additional existing valves in VOC service with bellow sealed valves to o«set the
emission increase from the modi©cation to the above referenced applications.The operator shall submit to the
District within 90 days of startup, copies of the as-built piping and instrumentationdiagram identifying the



SectionH Page:163
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

replacement valves and copies of requisition data sheet for the new bellow sealed valves. The additional
valves to be replaced shall include the following valves with Rule 1173 tag numbers: NESHAP 1351, 1352,
1354, and 1355

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components are subject to 40CFR60,SubpartGGG

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 6; Process12, System 14 , 15; Process21, System 4]



SectionH Page:164
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.9 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)450816, 450822, 450823, 450824, 450840, 450841:

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve

All pressure relief valves shall be connected to closed vent system or equippedwith rupture disc

All new process drains installed as a result of this project shall be equippedwith a water seal

All sampling connections shall be closed-purge, closed-loop, or closed-ventsystem

All new valves in VOC service installed as a result of this project shall be of leakless type, except those
speci©cally exempted by Rule 1173 or approved by the District in the following applications: heavy liquid
service, control valves, instrument piping/tubing, applications requiring torsional valve stem motion,
applications where failures could pose safety hazards (e.g. drain valves with valve stems in horizontal
position),retro©ts with space limitations,and valves not commerciallyavailable

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173

All accessible pumps, compressors, and atmospheric PRDs shall be audio-visually inspected once per 8 hr
shift. All accessible components in light liquid/gas/vaporand pumps in heavy liquid service shall be inspected
quarterly, except for pumps in light liquid service and valves in gas/vapor or light liquid service which shall
be inspected monthly when required per CFR60 Subpart GGG. All inaccessible or di¬cult to monitor
components in light liquid/gas/vaporservice shall be inspected annually

The following leaks shall be repaired within 7 calendar days - All light liquid/gas/vapor components leaking
at a rate of 500 to 10,000ppm, heavy liquid components leaking at a rate of 100 to 500 ppm or greater than 3
drops/minute, unless otherwise extended as allowed under Rule 1173. The following leaks shall be repaired
within 2 calendar days - any leak between 10,000 to 25,000 ppm, any atmosphericPRD leaking at a rate of
200 to 25,000ppm, unless otherwise extended as allowed under Rule 1173

The following leaks shall be repairedwith in 1 calendar day - any leak greater than 25,000 ppm, heavy liquid
leak greater than 500 ppm, or light liquid leak greater than 3 drops perminute

If 98.0 percent or greater of the new valve and the new ªange population inspected is found to leak gaseous
or liquid volatile organic compounds at a rate less than 500 ppm for two consecutive months, the operator
may revert to a quarterly inspection programwith the approval of the executive o¬cer. This condition does
not apply to leakless valves

The operator shall keep records of the monthly inspection (and quarterly where applicable), subsequent
repair, and reinspection,in a manner approvedby the District
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The operator shall comply with the terms and conditions set forth below:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The operator shall also
submit a complete, as built, piping and instrumentationdiagram(s)and copies of requisitiondata sheets for all
non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(a)(1)-BACT, 12-6-2002; RULE 1303(b)(2)-O«set, 5-10-
1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Systems subject to this condition : Process 3, System 1 , 2 , 3; Process 5, System 3; Process 8, System 1 , 2;
Process21, System 2]
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The operator shall comply with the terms and conditions set forth below:

S31.10 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by application number(s) 454566, 454567, 454568, 458598, 458600, 458610, 459257, 459284
& 459286:

The operator shall provide to the District, no later than 90 days after initial startup, a recalculation of the
fugitive emissions based on actual components installed and removed from service. The valves and ªanges
shall be categorizedby size and service.The operator shall submit a listing of all new non-bellows seal valves
which shall be categorized by tag no., size, type, operating temperature, operating pressure, body material,
application,and reasonswhy bellows seal valves were not used

All new valves in VOC service, except those speci©cally exempted by Rule 1173 and those in heavy liquid
service as de©ned in Rule 1173, shall be belows seal valves, except as approved by the District, in the
following applications: heavy liquid service, control valve, instrument piping/tubing, applications requiring
torsional valve stem motion, applicationswhere valve failure could pose safety hazard (e.g., drain valves with
valve stems in horizotal position), retro©ts/special applications with space limitations, and valves not
commerciallyavailable

All new valves and major components in VOC service as de©ned by Rule 1173, except those speci©cally
exempted by Rule 1173 and those in heavy liquid service as de©ned in Rule 1173, shall be distinctly
identi©ed from other components through their tag numbers (e.g., numbers ending in the letter "N"), and
shall be noted in the records

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges, shall be inspected
quarterly using EPA reference Method 21. All new valves and ªanges in VOC service, except those
speci©cally exempted by Rule 1173, shall be inspectedmonthly using EPAMethod 21

If 98.0 percent or greater of the new (non-bellows seal) valves and the new ªange population inspected is
found to leak gaseous or liquid volatile organic compounds at a rate less than 500 ppmv for two consecutive
months, then the operatormay change to a quarterly inspectionprogramwith the approval of the District

The operator shall revert from quarterly to monthly inspection program if less than 98.0 percent of the new
(non-bellows seal) valves and the new ªange population inspected is found to leak gaseous or liquid volatile
organic compounds at a rate less than 500 ppmv

All new components in VOC service with a leak greater than 500 ppmv but less than 1,000 ppmv, as
methane, measured above background using EPA Method 21 shall be repaired within 14 days of detection.
Components shall be de©ned as any valve, ©tting, pump, compressor, pressure relief valve, diaphragm,
hatch, sight-glass,and meter,which are not exempted by Rule 1173

The operator shall keep records of the monthly inspection (quarterly where applicable), subsequent repair,
and reinspection, in a manner approvedby the District. Records shall be kept and maintained for at least ©ve
years, and shall be made available to the ExecutiveO¬cer or his authorized representativeupon request.

All open-ended valves shall be equippedwith cap, blind ªange, plug, or a second valve.
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

All pressure relief valves shall be connected to a closed vent system or equipped with a rupture disc and
telltale indicator

All pumps shall utilize double seals and be connected to a closed vent system.

All compressorsto have a seal systemwith a higher pressurebarrierªuid.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 11; Process 10, System 1; Process 21, System 1 , 2 , 3 ,
5 , 6 , 10 , 11]

S41.1 The operator shall use the equipment in this system for research and development purposes only and shall cease
operationof this equipment after 07/25/2009.

[RULE 441, 5-7-1976]

[Systems subject to this condition : Process15, System 11]
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The operator shall comply with the terms and conditions set forth below:

S42.1 The operator shall shall not operate the FCCU unless the operator complies with the emission limits of the
followingrules::

Contaminant Rule Rule Subpart

PM10 District Rule 1105.1

NH3 District Rule 1105.1

If the operator fails to complywith any of the terms and conditions listed below, the operator shall be subject
to the compliancedeadlines as speci©ed in Rule 1105.1(d)(1).

a. Award contract(s) to construct and install the control technology by May 1, 2006

b. Commence construction phase of the control technology permitted by AQMD for compliance with Rule
1105.1(d)(1) by the latter of November 30, 2006, or within 30 days of receiving the permit.These dates may
be extended in writing by the ExecutiveO¬cer upon a request by BP West Coast Products,LLC if the CEQA
document in not ©nalized by October 31, 2006. Such extension(s) shall not be for a period more than ©ve
months after the original deadline listed in this paragraph

c. Start operation of the control technology permitted to insure compliance with Rule 1105.1(d)(1) by August
15, 2008

d. Complywith all Rule 1105.1(d)(1) requirementsno later than August 31, 2008

[RULE 1105.1, 11-7-2003]

[Systems subject to this condition : Process3, System 1 , 5]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S46.1 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that was issued between June 1,
1993 and December 27, 2001.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

All new valves and new major components, as de©ned in Rule 1173, shall be physically identi©ed in the ©eld
with special marking that distinguishes the components from existing. Additionallyall new components shall
be distinctly identi©ed from existing components through their tag numbers (e.g. numbers ending in the letter
"N"), and shall be noted in the records.

All new components in VOC service with a leak greater than 500 ppm but less than 1,000 ppm, as methane,
measured above background using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All new pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All new sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

All components are subject to 40CFR60,SubpartGGG.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-
O«set, 5-10-1996; 40CFR 60 SubpartGGG, 6-2-2008]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 6; Process 2, System 1 , 2; Process 3, System
3; Process 4, System 2 , 8 , 9; Process 5, System 3 , 5; Process 6, System 1; Process 7, System 1 , 2; Process
8, System 1 , 2; Process9, System 1 , 3 , 6 , 8 , 9 , 10; Process12, System 8]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S46.2 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that was issued between June 1,
1993 and December 27, 2001.

The operator shall provide to the District, no later than August 29, 2003, a complete, as built, process
instrumentation diagram(s) with a listing showing by functional grouping, location, type, accessibility, and
applicationof each new valve in VOC service.The operator shall provide copies of requisitiondata sheets for
all non-leaklesstype valves with a listing of tag numbers and reasonswhy leakless valves were not used.

The operator shall provide to the District, no later than August 29, 2003, a list of the following components
broken down into the categories contained in District Form E-18A entitled "Fugitive Component Count":
existing components, new components proposed to be installed under applicable permit(s) to construct, and
new components that were actually installed under applicable permit(s) to construct.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 6; Process 2, System 1 , 2; Process 3, System
3; Process 4, System 2 , 8 , 9; Process 5, System 3 , 5; Process 6, System 1; Process 7, System 1 , 2; Process
8, System 1 , 2; Process9, System 1 , 3 , 6 , 8 , 9 , 10; Process12, System 8; Process14, System 2 , 10 , 11 ,
12; Process16, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S46.3 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that was issued between June 1,
1993 and December 27, 2001.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontalposition), retro©ts with space limitations, and
valves not commerciallyavailable.

All new valves and new major components, as de©ned in Rule 1173, shall be physically identi©ed in the ©eld
with special marking that distinguishes the components from existing. Additionallyall new components shall
be distinctly identi©ed from existing components through their tag numbers (e.g. numbers ending in the letter
"N"), and shall be noted in the records.

All new components in VOC service with a leak greater than 500 ppm but less than 1,000 ppm, as methane,
measured above background using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All new pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All new sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-
O«set, 5-10-1996]

[Systems subject to this condition : Process14, System 2 , 10 , 11 , 12; Process16, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S56.1 Vent gases from all a«ected devices of this process/systemshall be directed to a gas recovery system, except for
venting from those equipment speci©cally indicated in a permit condition, and for the following vent gases which
may be directed to a ªare:

1) Vent gases during an emergency as de©ned in Rule 1118(b)(2) ;

2) Vent gases during startups or shutdowns as de©ned in Rule 1118(b)(21) and (b)(19), respectively,
provided that all ªares have been operated in accordance with ªaring minimization procedures as described in
Rule 1118(c)(4); and

3) Vent gas due to essential operatingneed, as de©ned in Rule 1118(b)(4)(A) that would result in a temporary
fuel gas system imbalance, or as de©ned in Rule 1118(b)(4)(C) that would result in streams that cannot be
recovered due to incompatibilitywith recovery system equipment or with re©nery fuel gas systems, provided that
all ªares have been operated in accordancewith ªaringminimizationproceduresas described in Rule 1118(c)(4).

The ªaringminimizationproceduresand any subsequent changes shall be submitted to the District as described in
Rule 1118(c)(3).

This process/systemshall not be operatedunless its designatedªare(s) and the gas recovery system are both in full
use and have valid permits to receive vent gases from this system.

Vent gases shall not be released to the atmosphere except from the existing safety devices or relief valves on
the followingequipment:

Process1, System 2: 10, 12, 14

Process1, System 3: 19, 20, 24 to 26

Process1, System 5: 35, 39, 41, 42, 2726

Process1, System 6: 43, 49, 57, 58

Process1, System 7: 59, 60, 61, 62

Process2, System 1: 74, 77, 2388

Process2, System 2: 82, 89, 90, 92, 2389

Process2, System 3: 94, 95

Process2, System 5: 98, 101, 102, 104

Process2, System 6: 111, 112, 113

Process2, System 11: 159, 160

Process3, System 1: 164 to 167, 170, 172 to 181, 184, 1336 to 1349, 2382, 2387

Process3, System 2: 186, 188, 189, 191, 196, 199, 201, 1352 to 1355
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Process3, System 4: 241

Process3, System 6: 242, 245 to 247, 249

Process3, System 7: 1363

Process 4, System 1: 253 to 256, 262, 265, 268, 272, 275 to 278, 282, 283. 287, 1364, 1366, 1367,
1372, 1374 to 1376, 1378 to 1381

Process4, System 2: 290, 291, 1400 to 1403

Process4, System 3: 292, 293, 297, 299

Process4, System 4: 302, 304

Process4, System 5: 308, 310, 311

Process4, System 7: 1975 to 1977, 1980, 1981, 1986

Process5, System 1: 314 to 317, 319, 320, 323 to 332

Process5, System 2: 335 to 338, 340, 343, 348 to 353

Process5, System 3: 356, 360, 1413

Process5, System 4: 401, 406, 407, 412, 414

Process6, System 1: 426, 427, 429, 431, 434 to 437, 440, 444, 445, 451, 454 to 456, 458, 460

Process6, System 2: 462, 469, 474 to 481, 483, 486

Process6, System 3: 490, 494, 495, 498, 501, 503, 506, 507, 509, 510, 512, 513, 518, 520, 521, 525
to 528

Process7, System 1: 542 to 548, 550, 552 to 558, 560, 562 to 569

Process8, System 1: 583, 584, 593 to 597

Process8, System 2: 608, 610, 612 to 614, 622, 624

Process 9, System 1: 631, 632, 638 to 652, 659 to 663, 666 to 668, 1482, 1483, 1486 to 1488, 1491,
1493 to 1495, 1497 to 1502, 1528, 1533 to 1536, 2019

Process9, System 2: 672 to 681, 685

Process9, System 3: 686 to 692, 694, 698, 699, 702, 1948

Process9, System 9: 637, 653, 656, 658, 664

Process10, System 1: 706

Process10, System 2: 709, 711 to 715, 720, 721

Process10, System 3: 725

Process11, System 1: 730

Process12, System 1: 756, 759

Process12, System 2: 760 to 762, 764
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The operator shall comply with the terms and conditions set forth below:

Process12, System 3: 765 to 770

Process12, System 4: 771, 772, 774

Process12, System 8: 785, 790, 2365, 2366

Process12, System 9: 794, 797 to 799

Process12, System 10: 801, 806

Process12, System 12: 815, 818

Process12, System13:823, 826, 828

Process12, System 22: 853, 854

Process12, System 24: 860, 861, 863, 864, 865

Process12, System 25: 866, 867, 869, 870, 871, 2003

Process12, System 27: 873 to 875

Process13, System 6: 835

Process15, System 7: 1644 to 1646, 1648, 1649

Process16, System 3: 2115 to 2120, 2353, 2394

Process24, System 1: 1304

Process24, System 2: 1307

Process24, System 4: 1315, 1316, 1319, 1323 to 1325, 1659

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 5 , 6 , 7; Process 2, System 1 , 2 , 3 , 5 , 6 ,
11; Process 3, System 1 , 2 , 3 , 4 , 6 , 7; Process4, System 1 , 2 , 3 , 4 , 5 , 7 , 8 , 9; Process5, System 1 , 2
, 3 , 4 , 5; Process6, System 1 , 2 , 3; Process7, System 1 , 2; Process 8, System 1 , 2; Process 9, System 1 ,
2 , 3 , 4 , 6 , 7 , 8 , 9 , 10; Process10, System 1 , 2 , 3; Process11, System 1; Process12, System 1 , 2 , 3 , 4
, 5 , 7 , 8 , 9 , 10 , 11 , 12 , 13 , 20 , 22 , 24 , 25; Process 13, System 6; Process 14, System 2 , 10 , 11;
Process15, System 7; Process16, System 3; Process18, System 1; Process21, System 1 , 2 , 4]
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The operator shall comply with the terms and conditions set forth below:

S58.1 The South Area Flare Gas Recovery System and North Area Flare Gas Recovery System shall only be used to
receive and handle vent gases from the followingProcess(es)and System(s):

1. No. 1 CrudeUnit (Process:1, System: 1)

2. CokingUnits (Process:2, System: 1 & 2)

3. Coker BlowdownFacility (Process:2, System: 3)

4. Coker Gas Compression& AbsorptionUnit (Process:2, System: 5)

5. BlowdownGas CompressionSystem (Process:2, System: 6)

6. Coker Gas Treating/ H2S AbsorptionUnit (Process:2, System: 11)

7. Fluid CatalytichCrackingUnits (Process:3, System: 1, 2 & 3)

8. Propylene TetramerUnit (Process:3, System: 6)

9. Naphtha Splitter Unit (Process:4, System: 2)

10. Light Ends DepropanizerUnit (Process:4, System: 3)

11. Straight Run Light Ends DepropanizerUnit (Process:4, System: 4)

12. North AreaDeisobutanizerUnit (Process:4, System: 5)

13. Coker GasolineFractionationUnit (Process:4, System: 7)

14. LiquidRecoveryUnit (Process:4, System: 8)

15. C3 Splitter Unit (Process:4, System: 9)

16. Jet FuelHydrotreatingUnit (Process:5, System: 1)

17. Mid-BarrelDesulfurizerUnit (Process:5, System: 2)

18. Fluid FeedHDS Unit (Process:5, System: 3)

19. Light GasolineHydrogenation Unit (Process:5, System: 4)

20. NaphthaHDS Unit (Process:5, System: 5)

21. NaphthaHDS ReactorHeater (Process:5, System: 6)

22. CatalyticReformerUnits (Process:6, System: 1, 2 & 3)

23. HydrogenPlants (Process:7, System: 1 & 2)

24. Hydrocracking Units (Process:8, System: 1 & 2)

25. AlkylationUnit (Process:9, System: 1)

26. Catalytic PolymerizationUnit (Process:9, System: 2)

27. C5 AlkylationDepentanizerUnit (Process:9, System: 6)

28. C5 AlkylationUnit (Process:9, System: 7)
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The operator shall comply with the terms and conditions set forth below:

29. Naphtha IsomerizationUnit (Process:9, System: 8)

30. Iso-OcteneUnit (Process:9, System: 9)

31. Butane IsomerizationUnit (Process:9, System: 10)

32. LPG Recovery System (Process:10, System: 2)

33. Liquid PetroleumGas DryingFacilities (Process:10, System: 3)

34. UOP Merox Unit (Process:12, System: 8)

35. MDEA RegenerationUnits (Process:12, System: 9, 10, 11, 12 & 13)

36. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

37. Sulfur RecoveryUnits (Process:13, System: 1, 2, 3 & 4)

38. Claus Tail Gas TreatingUnits (Process:13, System: 5 & 7)

39. LPG TankTruckLoading/UnloadingRack (Process:14, System: 10)

40. LPG Rail Car Loading/UnloadingRack (Process:14, System: 11)

41. Re©nery Vapor Recovery System (Process:21, System: 4)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 10 , 11]
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The operator shall comply with the terms and conditions set forth below:

S58.2 South Area Flare System shall only be used to receive and handle vent gases from the following Process(es) and
System(s):

1. CokingUnits (Process:2, System: 1 & 2)

2. Coker BlowdownFacility (Process:2, System: 3)

3. Coker Gas Compression& AbsorptionUnit (Process:2, System: 5)

4. BlowdownGas CompressionSystem (Process:2, System: 6)

5. Coker Gas Treating/H2S AbsorptionUnit (Process:2, System: 11)

6. Fluid CatalyticCrackingUnits (Process:3, System: 1, 2 & 3)

7. Propylene TetramerUnit (Process:3, System: 6)

8. Superfractionation Unit (Process:4, System 1)

9. Naphtha Splitter Unit (Process:4, System: 2)

10. Light Ends DepropanizerUnit (Process:4, System: 3)

11. Straight Run Light Ends DepropanizerUnit (Process:4, System: 4)

12. North AreaDeisobutanizerUnit (Process:4, System: 5)

13. Coker GasolineFractionationUnit (Process:4, System: 7)

14. LiquidRecoveryUnit (Process:4, System: 8)

15. Light GasolineHydrogenation Unit (Process:5, System: 4)

16. CatalyticReformerUnits (Process:6, System: 1, 2, & 3)

17. AlkylationUit (Process:9, System: 1)

18. Iso-OcteneUnit (Process:9, System: 9)

19. MDEA RegenerationUnits (Process:12, System: 9, 10, 11, 12, & 13)

20. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

21. Sulfur RecoveryUnits (Process:13, System: 1, 2, 3, & 4)

22. Claus Tail Gas TreatingUnits (Process:13, System: 5 & 7)

23. Re©nery Vapor Recovery System (Process:21, System: 4)

24. South Area Flare Gas Recovery System (Process:21, System: 10)

25. North Area Flare Gas Recovery System (Process:21, System: 11)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 1]
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The operator shall comply with the terms and conditions set forth below:

S58.3 Fluid CatalyticCrackingUnit Flare System shall only be used to receive and handle vent gases from the following
Process(es)and System(s):

1. CokingUnits (Process:2, System: 1 & 2)

2. Coker BlowdownFacility (Process:2, System: 3)

3. Coker Gas Compression& AbsorptionUnit (Process:2, Sysem: 5)

4. BlowdownGas CompressionSystem (Process:2, System: 6)

5. Coker Gas TreatingUnit (Process:2, System: 11)

6. Fluid CatalyticCrackingUnits CompressionUnit (Process:3, System: 1, 2, & 3)

7. Propylene TetramerUnit (Process:3, System: 6)

8. Naphtha Splitter Unit (Process:4, System: 2)

9. Light Ends DepropanizerUnit (Process:4, System: 3)

10. Straight Run Light Ends DepropanizerUnit (Process:4, System: 4)

11. North AreaDeisobutanizerUnit (Process:4, System: 5)

12. Coker Gas FractionationUnit (Process:4, System: 7)

13. LiquidRecoveryUnit (Process:4, System: 8)

14. Jet FuelHydrotreatingUnit (Process:5, System: 1)

15. Mid-BarrelDesulfurizerUnit (Process:5, System: 2)

16. Light GasolineHydrogenation Unit (Process:5, System: 4)

17. CatalyticReformerUnits (Process:6, System: 1, 2, & 3)

18. HydrogenPlant (Process:7, System: 1)

19. Hydrocracking Units (Process:8, System: 1 & 2)

20. AlkylationUnits (Process:9, System: 1, 4, & 9)

21. Catalytic PolymerizationUnit (Process:9, System: 2)

22. Fuel GasMix System (Process:10, System: 1)

23. LPG Recovery& DryingFacilities (Process:10, System: 2 & 3)

24. MDEA RegenerationSystems (Process:12, System: 9, 10, 11, 12, & 13)

25. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)

26. Sulfur RecoveryUnits (Process:13, System: 1, 2, 3, & 4)

27. Claus Tail Gas TreatingUnits (Process:13, System: 5 & 7)

28. If FCC Flare is being utilized to backup the No. 5 Flare, No. 1 CrudeUnit (Process:1, System: 1)
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

29. If FCC Flare is being utilized to backupNo. 5 Flare, Superfractionation Unit (Process:4, System: 1)

30. If FCC Flare is being utilized to backupNo. 5 Flare, NaphthaHDS Unit (Process:5, System: 5)

31. If FCC Flare is being utilized to backup the No. 5 Flare, Naphtha HDS Reactor Heater (Process: 5,
System: 6)

32. If FCC Flare is being utilized to backup the No. 5 Flare,HydrogenPlant No. 2. Although this process and
system must not be in operation, it can route vent gas to the FCC Flare in the event of a ©re case failure
scenario (Process:7, System: 2)

33. If FCC Flare is being utilized to backup the No. 5 Flare, C5 Alkylation Depentanizer Unit (Process: 9,
System: 6)

34. If FCC Flare is being utilized to backup the No. 5 Flare, Naphtha IsomerizationUnit (Process: 9, System:
8)

35. If FCC Flare is being utilized to backup the No. 5 Flare, Butane IsomerizationUnit. Although this process
and system must not be in operation, it can route vent gas to the FCC Flare in the event of a ©re case failure
scenario (Process:9, System: 10)

36. If FCC Flare is being utilized to backup the No. 5 Flare, LPG tank truck loading/unloading rack (Process:
14, System: 10)

37. If FCC Flare is being utilized to backup the No. 5 Flare, LPG rail car loading/unloading rack (Process:14,
System: 11)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 2]
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The operator shall comply with the terms and conditions set forth below:

S58.4 HydrocrackerFlare System shall only be used to receive and handle vent gases from the followingProcess(es)and
System(s):

1. Light Ends Depropanizer(Process:4, System: 3)

2. Jet FuelHydrotreatingUnit (Process:5, System: 1)

3. Mid-BarrelDesulfurizerUnit (Process:5, System: 2)

4. Light GasolineHydrogenation Unit (Process:5, System: 4)

5. CatalyticReformerUnits (Process:6, System: 1, 2, & 3)

6. HydrogenPlant (Process:7, System 1)

7. Hydrocracking Units (Process:8, System: 1 & 2)

8. LPG Recovery System (Process:10, System: 2)

9. Liquid PetroleumGas DryingFacilities (Process:10, System: 3)

10. MDEA RegenerationSystems (Process:12, System: 9 & 10)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 3]



SectionH Page:182
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.
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The operator shall comply with the terms and conditions set forth below:

S58.5 FCCU Feed HDS UNIT Relief System shall only be used to receive and handle vent gases from the following
Process(es)and System(s):

1. Fluid FeedHDS Unit (Process:5, System: 3)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 5]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S58.6 Re©nery Flare No. 5 System shall only be used to receive and handle vent gases from the following Process(es)
and System(s):

1. No. 1 CrudeUnit (Process:1, System 1)

2. Superfractionation Unit (Process:4, System: 1)

3. C3 Splitter Unit (Process:4, System: 9)

4. NaphthaHDS Unit (Process:5, System: 5)

5. NaphthaHDS ReactorHeater (Process:5, System: 6)

6. HydrogenPlant No. 2 (Process:7, System: 2)

7. C5 AlkylationDepentanizerUnit (Process:9, System: 6)

8. C5 AlkylationUnit (Process:9, System: 7)

9. Naphtha IsomerizationUnit (Process:9, System: 8)

10. Butane IsomerizationUnit (Process:9, System: 10)

11. UOP Merox Unit (Process:12, System: 8)

12. LPG TankTruckLoading/UnloadingRack (Process:14, System: 10)

13. LPG Rail Car Loading/UnloadingRack (Process:14, System: 11)

14. North Area Flare Gas Recovery System (Process:21, System: 11)

15. INEOS POLYPROPYLENELLC ID 124808 (Process:1, System: 1, 2, 3, 5, 6, & 9)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 6]
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The operator shall comply with the terms and conditions set forth below:

S58.7 Re©nery Vapor Recovery System shall only be used to receive and handle vent gases from the following
Process(es)and System(s):

1. Crude DistillationUnits (Process:1, System: 2 & 3)

2. Vacuum DistillationUnits (Process:1, System: 5 & 6)

3. SlopOil Rerun Unit (Process:1, System: 7)

4. CokingUnits (Process:2, System: 1 & 2)

5. Coker Gas CompressionSystems (Process:2, System: 5 & 6)

6. Fluid CatalytichCrackingUnit (Process:3, System: 1 & 2)

7. Propylene TetramerUnit (Process:3, System: 6)

8. Superfractionation Unit (Process:4, System: 1)

9. Light Ends DepropanizerUnits (Process:4, System: 3 & 4)

10. LiquidRecoveryUnit (Process:4, System: 8)

11. Propane/PropyleneSplitter Unit (Process:4, System: 9)

12. Jet FuelHydrotreatingUnit (Process:5, System: 1)

13. Fluid FeedHDS Unit (Process:5, System: 3)

14. Light GasolineHydrogenation Unit (Process:5, System: 4)

15. NaphthaHDS Unit (Process:5, System: 5)

16. CatalyticReformerUnits (Process:6, System: 1, 2 & 3)

17. HydrogenUnit No. 2 (Process:7, System: 2)

18. Hydrocracking Units (Process:8, System: 1 & 2)

19. C4 AlkylationUnit (Process:9, System: 1)

20. LINDE ISO SIV Unit (Process:9, System: 4)

21. C5 AlkyDepentanizerUnit (Process:9, System: 6)

22. C5 AlkylationUnit (Process:9, System: 7)

23. Naphtha IsomerizationUnit (Process:9, System: 8)

24. Iso-OcteneUnit (Process:9, System: 9)

25. Butane IsomerizationUnit (Process:9, System: 10)

26. Liquid PetroleumGas DryingFacilities (Process:10, System: 3)

27. GasolineBlendingUnit (Process:11, System: 1)

28. North & South SourWaterTreatmentSystems (Process:12, System: 14 & 15)
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

29. SourWaterTreater (Process:12, System: 16)

30. Spent Caustic SeparationSystem (Process:12, System: 20)

31. Re©nery Gas TreatingUnits (Process:12, System: 24 & 25)

32. Spent Acid StorageFacility (Process:12, System: 27)

33. Mixed Light Ends TankCar Loading/Unloading (Process:14, System: 2)

34. LPG Rail Car Loading/UnloadingRack (Process:14, System: 11)

35. Oil WaterTreating(BenzeneNeshaps) System (Process:15, System: 7)

36. WasteOil RecoveryUnit (Process:15, System: 8)

The ªare gas recovery system shall be operated in full use when any of the above Process(es)and System(s) is in
operation. Full use means one of two compressor trains (Process 21, System 10 and Process 21, System 11) is
online at any given time, except during planned startups or shutdowns when both compressors trains shall be
online.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process21, System 4]

DEVICE CONDITIONS

A. Emission Limits
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

A63.19 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

PM Less than or equal to 6 LBS PER DAY

ROG Less than or equal to 1.92 LBS PER DAY

CO Less than or equal to 11 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1433]

A63.20 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

ROG Less than or equal to 15 LBS PER DAY

CO Less than or equal to 179 LBS PER DAY

PM Less than or equal to 46 LBS PER DAY

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D31]

A63.25 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than or equal to 10 Percent opacity

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D146, D2617, D2618, D2619, D2620, D2621, D2622, D2623, D2624,
D2625,D2626,D2627,D2641,D2642,D2643,D2644]
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The operator shall comply with the terms and conditions set forth below:

A72.2 The operator shall maintain this equipment to achieve a minimum overall control e¬ciency of 99.0 percent for
PM10 during the normal operationof the equipment it vents.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C2661,C2662,C2663]

A99.7 The 10 PPM NH3 emission limit(s) shall not apply during FCC Unit startup and shutdown. Each startup or
shutdown event shall not exceed 120 hours. The District shall be noti©ed within 48 hours of any startup or
shutdownevent.

[RULE 1105.1, 11-7-2003; RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2769]

A99.8 The 25 PPM NOX emission limit(s) shall only apply at a ©ring rate of greater than 9 MMBTU/HR.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1433]

A99.9 The 30 PPM NOX emission limit(s) shall only apply at a ©ring rate of greater than or equal to 6 MMBTU/HR
and less than or equal to 9 MMBTU/HR.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1433]

A99.10 The 35 PPM NOX emission limit(s) shall only apply at a ©ring rate of less than 6 MMBTU/HR.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1433]
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The operator shall comply with the terms and conditions set forth below:

A195.1 The 20 PPMVNOX emission limit(s) is averagedover 365 day rolling average at 0 percent O2.

For the purposesof this condition, this limit is a long term limit which applies at all times.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]

A195.2 The 60 PPMVNOX emission limit(s) is averagedover 7 day rolling average at 0 percent O2.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunctionof the FCCU or the FFHDS.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]

A195.3 The 50 PPMV SOX emission limit(s) is averagedover 365 day rolling average at 0 percent O2.

For the purposesof this condition, this limit is a long term limit which applies at all times.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]

A195.4 The 150 PPMV SOX emission limit(s) is averagedover 7 day rolling average at 0 percent O2.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunctionof the FCCU or the FFHDS.

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL (FourthAmendment), 10-7-2005]

[Devices subject to this condition : D164]
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The operator shall comply with the terms and conditions set forth below:

A195.6 The 500 PPMV CO emission limit(s) is averagedover one (1) hour.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunctionof the FCCU.

This condition shall become e«ective on December 31, 2004..

[ CONSENTDECREECIVILNO. 2:96 CV 095 RL, 8-29-2001]

[Devices subject to this condition : D164]

A195.7 The 10 PPMVNH3 emission limit(s) is averagedover 60 minutes at 3 percent O2 dry.

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2769]

B.Material/FuelTypeLimits

B22.10 The operator shall not use this equipmentwith materials having a(n) Reid vapor pressure of 0.35 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2612]

B22.17 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 3 psia or greater under
actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1069]
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The operator shall comply with the terms and conditions set forth below:

B59.2 The operator shall only use the followingmaterial(s) in this device :

wastewaterwith a VOC content of 5 mg per liter or less

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D2143]

B61.4 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D31,D626]

B61.7 The operator shall not use fuel gas, except uncombined natural gas, containing the following speci©ed
compounds:

Compound ppm by volume

H2S greater than 160

The H2S concentrationlimit shall be based on a rolling 3-hour averagingperiod

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C1661]
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The operator shall comply with the terms and conditions set forth below:

B89.1 The operator shall not use waterwith VOC content greater than 0.005 grams per liter, includingwater and exempt
compounds.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D999]

C. Throughput or OperatingParameter Limits

C1.41 The operator shall limit the throughput to no more than 2083 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2612]
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The operator shall comply with the terms and conditions set forth below:

C1.45 The operator shall limit the throughput to no more than 2000000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1177,D1178]
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The operator shall comply with the terms and conditions set forth below:

C1.50 The operator shall limit the throughput to no more than 500000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by hourly
tank level data averaged from the previous30 days prior to the time that the ATLGwent out of service.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1000,D1001]
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The operator shall comply with the terms and conditions set forth below:

C1.60 The operator shall limit the heat input to no more than 29.5MM Btu per hour.

The operator shall install a fuel gas meter to continuously monitor and record the fuel ªow in standard cubic
feet per hour. Records of the fuel usage per hour shall be maintained in a manner approved by the District
and made available to the District personnel upon request.

The 29.5mmbtu per hour shall not be used as an NSR limit. If the operatorwants to operate the heater at the
NSR limit of 39 mmbtu per hour, the operator shall apply for a new permit to operate at the NSR limit of 39
mmbtu per hour, and conduct a new source test at 80% of the maximum design capacity of 39 mmbtu per
hour.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D626]
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The operator shall comply with the terms and conditions set forth below:

C1.62 The operator shall limit the throughput to no more than 1,000,000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way tank
level travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and shall be expressedas feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determined by the hourly tank level data averaged for the previous 30 days,
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1069]
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The operator shall comply with the terms and conditions set forth below:

C1.64 The operator shall limit the throughput to no more than 12,000barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way tank
level travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the tank level. For the purpose of this condition, continuous recording is
de©ned as once per hour.

The operator shall calculate the total one-way tank level movement at the end of each month. The total one-
way tank levelmovement shall be determined for the calendarmonth and shall be expressedas feet.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch or 0.8%, whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, throughput shall be determined by the hourly tank level data averaged for the previous 30 days,
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance. While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1106]

C1.67 The operator shall limit the throughput to no more than 20 gallon(s)perminute.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2857,D2858]
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The operator shall comply with the terms and conditions set forth below:

C6.2 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use an explosimeter to measure the Lower ExplosiveLimit (LEL) in the vapor space above
the ªoating roof, twice a year at a 4 to 8 month interval.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D1000,D1001,D1157,D1177,D1178,D1196]

C12.1 The operator shall use this equipment in such a manner that the ESP daily average voltage and secondary current
(or total power input) being monitored as indicated below are greater than or equal to the average value in the
most recent source test which demonstratedcompliancewith the emission limits.

The operator shall install and maintain a continuous monitoring and recording system to accurately measure
and record the:

1. current

2. voltage

at each ESP ©eld. In addition, the operator shall keep records, in a manner approved by the District, for
each of these parameters.The requirementsof this condition shall become e«ective on July 1, 2003.

If the daily averageESP total power input falls below the level measured in the most recent source test which
demonstratedcompliance with the emission limit, a source test shall be performedwithin 90 days at the new
minimum daily average ESP total power level. The source test shall be performed for the FCCU regenerator
(Device D164) according to the requirementsspeci©ed in Permit ConditionD29.8

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986; RULE 405, 2-7-1986]

[Devices subject to this condition : C235, C236]



SectionH Page:198
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

C157.1 The operator shall install and maintain a pressure relief valve with a minimumpressure set at 25 psig.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2652]

C266.1 The operator shall install and maintain a pressure relief set at 4 inches water column.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D997]

D.Monitoring/TestingRequirements

D12.7 The operator shall install and maintain a(n) continuous monitoring system to accurately indicate the oxygen
concentrationof the exhaust gas.

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D626]

D12.15 The operator shall install and maintain a(n) infrared/ ultraviolet detector or a thermocouple to accurately indicate
the presenceof a ªame at the pilot light.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; 40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C1302,C1305,C1308,C1326,C1661]
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The operator shall comply with the terms and conditions set forth below:

D12.16 The operator shall install and maintain a(n) ªow meter to accurately indicate the ªow rate of the total hourly
throughput of injected ammonia. The operator shall continuously record the ªow rate with a measuringdevice or
gauge accurate to within+/- 5 percent, calibrated once every 12 months. Continuously record shall be de©ned as
recordingeveryminute and shall be calculated based upon the average of the continuous monitoringfor that hour.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]

D12.17 The operator shall install and maintain a(n) temperature gauge to accurately indicate the temperature of the
exhaust at the inlet to the SCR reactor. The operator shall continuously record the temperaturewith a measuring
device or gauge accurate to within+/- 5 percent, calibrated once every 12 months. Continuously record shall be
de©ned as recording everyminute and shall be calculated based upon the average of the continuous monitoringfor
that hour.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]

D12.18 The operator shall install and maintain a(n) pressure gauge to accurately indicate the di«erential pressure across
the SCR catalyst bed in inches of water column. The operator shall record the pressure once a month with a
measuringdevice or gauge accurate to within+/- 5 percent, calibratedonce every 12 months.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]
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The operator shall comply with the terms and conditions set forth below:

D28.6 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted initially and annually if the equipment is utilized for more than 30 days in a
calendar year.

Source test shall be conductedwhen this equipment is operating at least 80 percent of the permittedmaximum
capacity or within a capacity range approvedby the District. Report of the test and operating conditionof the
equipment shall be submitted to the Districtwithin 60 days after the test.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to determine emission rate of PM and PM10 from the discharge of the vacuum
system during loading of additive, and the control e¬ciency of the ©lter.

The test shall be conductedaccording to an approved test protocol.The operator shall submit the test protocol
to the District at least 60 days prior to the initial testing.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2658,D2659,D2660]
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The operator shall comply with the terms and conditions set forth below:

D28.7 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted within 90 days after achieving maximum production rate, but no later than 180
days after initial start-up.

The test shall be conductedwhen this equipment is operating at 80 percent or greater of the heater maximum
design capacity or at 90 percent or greater based on the maximumdemonstratedoperating throughput capacity
if it is not possible to reach 80 percent of the maximumdesign capacity.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to determine the oxygen concentrationusingDistrictmethod 100.1measured over
a 60 minute averaging time period.

The test shall be conducted to determine the NOx emission using District method 100.1 measured over a 60
minute averaging time period.

The test shall be conducted to determine the CO emissions using District method 100.1 mesaured over a 60
minute averaging time period.

The test shall be conducted to determine the ROG emissions using District method 25.1 measured over a 60
minute averaging time period.

The test shall be conducted to determine the PM emissions using District method 5.1 measured over a
District-approvedaveraging time period.

The test shall be conducted after District approval of a source test protocol submitted in accordance with
Section E - AdministrativeConditions.

The test shall be conducted and the test report submitted to the District in accordance with Section E -
AdministrativeConditions.

[RULE 1303(a)-BACT,5-10-1996]

[Devices subject to this condition : D31]
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The operator shall comply with the terms and conditions set forth below:

D28.8 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the VOC control e¬ciency of the wet scrubber.

The test shall be conductedaccording to an approved test protocol.The operator shall submit the test protocol
to the District at least 60 days prior to the proposed test date. The test protocol shall include the proposed
operating conditions of the wet scrubber during the test, the identity of the testing lab, a statement from the
testing lab certifying that it meets criteria of Rule 304, and a description of all sampling and analytical
procedures.

The test shall be conducted during a period in the day when the maximum inªow of process wastewater to
Lift Station No. 7 is expected. Report of source test results and operating condition of the equipment during
the test shall be submitted to the Districtwithin 60 days after the test.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303, 10-20-2000]

[Devices subject to this condition : C2860]
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The operator shall comply with the terms and conditions set forth below:

D29.1 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

CO emissions Districtmethod 100.1 1 hour Outlet of the SCR

NOX emissions Districtmethod 100.1 1 hour Outlet of the SCR

PM emissions ApprovedDistrict District-approved Outlet of the SCR
method averaging time

NH3 emissions Districtmethod 207.1 1 hour Outlet of the SCR
and 5.3 or EPAmethod
17

The test shall be conducted after AQMD approval of the source test protocol, but no later than 180 days after
initial start-up of the equipment.The AQMD shall be noti©ed of the date and time of the test at least 7 days
prior to the test.

The test(s) shall be conductedat least annually.

The test shall be conducted to determine the oxygen levels in the exhaust. In addition, the test shall measure
the ªue gas ªow rate (CFH).

The test shall be conducted in accordance with an AQMD approved source test protocol. The protocol shall
be submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved
by the AQMD before test commences. The test protocol shall include the proposed operating conditions of
the SCR during the test, the identity of the testing lab, a statement from the testing lab certifying that it meets
the criteria of Rule 304, and a descriptionof all sampling and analytical procedures.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]
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The operator shall comply with the terms and conditions set forth below:

D29.2 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NH3 emissions Districtmethod 207.1 1 hour Outlet of the ESP
and 5.3 or EPAmethod
17

The test shall be conducted at least annually to demonstrate compliance with the Rule 1105.1 concentration
limit and the BACT concentration limit when the equipment is operating at least 80 percent of the permitted
maximum capacity or within a capacity range approved by the District. The NOx concentration, as
determined by the CEMS, shall be simultaneously recorded during the ammonia slip test. If the CEMS is
inoperable,a test shall be conducted to determine the NOx emissions using District Method 100.1,measured
over a 60 minute ave.

The test shall be conducted and the results submitted to the AQMD within 45 days after the test date. The
AQMD shall be noti©ed of the date and time of the test at least 7 days prior to the test.

[RULE 1105.1, 11-7-2003; RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2769]
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The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

ROG emissions ApprovedDistrict District-approved Outlet
method averaging time

PM emissions Districtmethod 5.1 1 hour Outlet

The test(s) shall be conductedat least once every three years.

The test shall be conductedwhen the equipment is operatingunder normal conditions.

The test shall be conducted to demonstrate compliancewith the emission limits speci©ed in conditionA63 for
this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D31]
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The operator shall comply with the terms and conditions set forth below:

D29.4 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

NH3 emissions Districtmethod 207.1 1 hour Outlet of the ESP
and 5.3 or EPAmethod
17

The test shall be conducted at current operating condition, i.e., before the SCR installation to establish
baseline for the ammonia slip. The ammonia slip shall be reported as ppm and lbs/hr. The operator shall
record the NH3 injection rate during the test. In addition, the operator shall submit to the District the NH3
usage at the ESP for the last two years of operationprior to SCR installation..

The test shall be conducted in accordance with an AQMD approved source test protocol. The protocol shall
be submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved
by the AQMD before test commences. The test protocol shall include the proposed operating conditions of
the ESP during the test, the identity of the testing lab, a statement from the testing lab certifying that it meets
the criteria of R-304, and a descriptionof all sampling and analytical procedures..

The test shall be conducted and the results submitted to the AQMD within 45 days after the test date. The
AQMD shall be noti©ed of the date and time of the test at least 7 days prior to the test.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]



SectionH Page:207
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

D29.8 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet
method

The test(s) shall be conductedat least annually.

The test shall be conductedwhen the equipment is operatingunder normal conditions.

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

Source test results shall include the following parameters: FCCU feed rate; catalyst recirculation rate; coke
burn rate; oxygen content of exhaust gases; exhaust ªow rate; exhaust gas moisture content; the ªue gas
temperatureat outlet of the ESP; and the average current, voltage, and spark rate at each of the ESP ©elds.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986;RULE 405, 2-7-1986]

[Devices subject to this condition : D164]
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The operator shall comply with the terms and conditions set forth below:

D29.9 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutants RequiredTest AveragingTime Test Location
Method(s)

CO emissions District Method 100.1 1 hour Outlet
or 10.1

ROG emissions ApprovedDistrict 1 hour Outlet
method

PM emissions Districtmethod 5.2 1 hour Outlet

NH3 emissions Districtmethod 207.1 1 hour Outlet
and 5.3 or EPAmethod
17

The test shall be conducted when this equipment is operating at 80 percent or greater of the permitted
maximum rated capacity.

The test shall be conducted after AQMD approval of the source test protocol, but no later than 180 days after
initial start-up of the equipment.The AQMD shall be noti©ed of the date and time of the test at least 7 days
prior to the test.

The test shall be conducted in accordance with an AQMD approved source test protocol. The protocol shall
be submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved
by the AQMD before the test commences. The test protocol shall include the proposed operating conditions
of the SCR during the test, the identity of the testing lab, a statement from the testing lab certifying that it
meets the criteria of Rule 304, and a descriptionof all sampling and analytical procedures.

During the source test(s), the facility permit holder shall also measure the oxygen levels in the exhaust, ªue
gas ªow rate (CFH), ªue gas temperature,and the heating rate of the HydrogenPlantHeater.

[RULE 1303, 10-20-2000]

[Devices subject to this condition : C571]
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The operator shall comply with the terms and conditions set forth below:

D29.10 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutants RequiredTest AveragingTime Test Location
Method(s)

CO emissions District Method 100.1 1 hour Outlet
or 10.1

ROG emissions ApprovedDistrict 1 hour Outlet
method

PM emissions Districtmethod 5.2 1 hour Outlet

SOX emissions Districtmethod 6.1 1 hour Outlet

NOX emissions Districtmethod 100.1 1 hour Outlet

The test shall be conductedat the following©ring rates:.

1. Less than 6 MMBTU/hr

2. Greater than and equal to 6 MMBTU/hr,and less than and equal to 9 MMBTU/hr

3. Greater than 9 MMBTU/hr

The test shall be conducted after AQMD approval of the source test protocol, but no later than 180 days after
initial start-up of the equipment.The AQMD shall be noti©ed of the date and time of the test at least 7 days
prior to the test.

The test shall be conducted in accordance with an AQMD approved source test protocol. The protocol shall
be submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved
by the AQMD before the test commences. The test protocol shall include the proposed operating conditions
of the heaters during the test, the identity of the testing lab, a statement from the testing lab certifying that it
meets the criteria of Rule 304, and a descriptionof all sampling and analytical procedures.

During the source test(s), the facility permit holder shall also measure the oxygen levels in the exhaust, ªue
gas ªow rate (CFH), and ªue gas temperature.

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

[RULE 1303, 10-20-2000]

[Devices subject to this condition : D1433]
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The operator shall comply with the terms and conditions set forth below:

D29.11 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM10 emissions District Method 5.2 District-approved Outlet
Modi©ed with EPA averaging time
Method 201A Cyclone
(©lterables compliance,
condensables
information)

PM10 emissions District Method 5.2 District-approved Outlet
(©lterables compliance, averaging time
condensables
information)

PM10 emissions District Method 5.2 District-approved Outlet
with Previously averaging time
DeterminedPM10 to
PM Ratio Applied
(©lterables compliance,
condensables
information)

PM10 emissions EPAMethod 5 District-approved Outlet
(©lterables compliance) averaging time
and District Method 5.2
(condensables
information)

NH3 emissions Districtmethod 207.1 1 hour Outlet

NOX emissions Districtmethod 100.1 1 hour Outlet

CO emissions Districtmethod 100.1 1 hour Outlet

VOC District Method 25.1 or 1 hour Outlet
25.3

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D164]
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The operator shall comply with the terms and conditions set forth below:

D29.12 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutants RequiredTest AveragingTime Test Location
Method(s)

CO emissions District Method 100.1 1 hour Outlet
or 10.1

SOX emissions Districtmethod 6.1 1 hour Outlet

NOX emissions Districtmethod 100.1 1 hour Outlet

The test shall be conducted when this equipment is operating at 80 percent or greater of the permitted
maximum rated capacity.

The test shall be conducted after AQMD approval of the source test protocol, but no later than 180 days after
initial start-up of the equipment.The AQMD shall be noti©ed of the date and time of the test at least 7 days
prior to the test.

The test shall be conducted in accordance with an AQMD approved source test protocol. The protocol shall
be submitted to the AQMD engineer no later than 45 days before the proposed test date and shall be approved
by the AQMD before the test commences. The test protocol shall include the proposed operating conditions
of the heaters during the test, the identity of the testing lab, a statement from the testing lab certifying that it
meets the criteria of Rule 304, and a descriptionof all sampling and analytical procedures.

During the source test(s), the facility permit holder shall also measure the oxygen levels in the exhaust, ªue
gas ªow rate (CFH), and ªue gas temperature.

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

[RULE 1303, 10-20-2000]

[Devices subject to this condition : D626]
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The operator shall comply with the terms and conditions set forth below:

D82.3 The operator shall install and maintain a CEMS to measure the followingparameters:

The CEMS shall be installed to measure and record continuously the total reduced sulfur compounds
concentrationat the outlet of the tail gas adsorber.Concentrationshall be expressedas ppmvH2S.

Concentrations shall be corrected to zero percent excess air on a dry basis.

The CEMS shall be installed , approved, operated and maintained in accordance with the requirements of
Rule 218 and 40CFR60 Subpart J as appropriate.The operator shall conduct periodicmonitoringat least once
a week prior to full operation of the CEMS. The operator shall sample and analyze for TRS at the absorber
overhead using District approved methods. Records shall be maintained and made available to District
personnel upon request.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C896, C2406]

D82.4 The operator shall install and maintain a CEMS to measure the followingparameters:

CO concentrationin ppmv

Oxygen concentrationin percent volume

[40CFR 63 SubpartUUU, 4-20-2006]

[Devices subject to this condition : D164]
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The operator shall comply with the terms and conditions set forth below:

D90.1 The operator shall periodically monitor the VOC concentration at the outlet of the carbon adsorption sytem
according to the following speci©cations:

The operator shall use EPA refrencemethod 21 to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor twice a week.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C1632]

D90.2 The operator shall periodicallymonitor the VOC concentrationat the outlet of the second carbon according to the
following speci©cations:

The operator shall use a District approvedOrganicVapor Analyzer (OVA)to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor once every day.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C1002]
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The operator shall comply with the terms and conditions set forth below:

D90.4 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall use Gas Chromatograph meeting the requirements of 40CFR60 Subpart J to monitor the
parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

The operator may monitor the H2S concentration at a single location for fuel combustion devices, if
monitoring at this location accurately represents the concentrationof H2S in the fuel gas being burned in this
device.

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D31,D626]

D90.5 The operator shall periodicallymonitor the ªare gas ªow rate at the outlet of the accumulator according to the
following speci©cations:

The operator shall monitor and record continuously the opening of control valve PCV-4001 or continuously
record the ªare gas ªow rate at the ªow indicator FI-1007. Such records shall be maintained for at least two
years and made available to District personnel upon request.

[RULE 1118, 11-4-2005]

[Devices subject to this condition : D683]

D90.6 The operator shall sample and analyze the SO2 concentration at the SCR inlet and outlet simultaneously, once
every ©ve years according to the following speci©cations:

The operator shall analyze and measure the SO2 concentrationusingDistrict Method 6.1.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]
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The operator shall comply with the terms and conditions set forth below:

D90.8 The operator shall periodicallymonitor the VOC concentrationat the inlet of each carbon canister and at the exit
to the atmosphereaccording to the following speci©cations:

The operator shall use EPA ReferenceMethod 21 to monitor the parameter.

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane.

The operator shallmonitor twice everyweek, at least three days apart.

[RULE 1176, 9-13-1996; RULE 1303(a)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-
1997]

[Devices subject to this condition : C2446]

D90.9 The operator shall sample and analyze the VOC content in each ªuid to the sump according to the following
speci©cations:

The operator shall analyze once every year according to EPA TestMethod 8240, or equivalent test method.

[RULE 1176, 9-13-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D2143]
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The operator shall comply with the terms and conditions set forth below:

D90.10 The operator shall continuously monitor the temperature in degrees F of the ªue gas at the inlet to the ESP
according to the following speci©cations:

The operator shallmonitor once every 15 minutes.

The operator shall automatically record electronically the above parameter at least one measurement every
hour. These records shall be maintained for at least ©ve years and made available to AOMD personnel upon
request

The continuous monitor shall be installed and operatedwhenever the ESP is operating.

Monitoring and recording of this parameter shall not be required during periods of routine maintenance or
malfunctionof the monitoringand recordingdevice.

The temperature monitor shall have a minimum range of 450- 750 deg F and be accurate to within plus or
minus 5 percent and shall be calibrated at least once every 12 months

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2769]

D90.11 The operator shall continuously monitor the ªow rate in acfh of the ªue gas at the outlet of the ESP according to
the following speci©cations:

The operator shallmonitor once every 15 minutes.

The operator shall automatically record electronically the above parameter one measurement every hour.
These records shall be maintained for at least ©ve years and made available to AQMD personnel upon request

The continuous monitor shall be installed and operatedwhenever the ESP is operation

Monitoring and recording of this parameter shall not be required during periods of routine maintenance or
malfunctionof the monitoringand recordingdevice

The ªow rate monitor shall have a minimum range of 0-40mmacfh and be accurate to within plus or minus 5
percent and shall be calibrated at least once every 12 months

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2769]
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The operator shall comply with the terms and conditions set forth below:

D90.12 The operator shall continuously monitor the total secondary power in kilowatts to the ESP according to the
following speci©cations:

The operator shallmonitor once every 15 minutes.

The operator shall automatically record electronically the above parameter a one measurement every hour.
These records shall be maintained for at least ©ve years and made available to AOMD personnel upon request

The continuous monitor shall be installed and operatedwhenever the ESP is operating

Monitoring and recording of this parameter shall not be required during periods of routine maintenance or
malfunctionof the monitoringand recordingdevice

The power monitor shall have a minimum range of 0-1200 kw and be accurate to within plus or minus 5
percent and shall be calibrated at least once every unit turnaround, not to exceed 6 years

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2769]

D90.13 The operator shall continuously monitor the NH3 injection rate in gpm at the ESP inlet according to the
following speci©cations:

The operator shallmonitor once every 15 mminutes.

The operator shall automatically record electronically the above parameter at one measurement every hour.
These records shall be maintained for at least ©ve years and made available to AOMD personnel upon request

The continuous monitor shall be installed and operatedwhenever the ESP is operating

Monitoring and recording of this parameter shall not be required during periods to routine maintenance or
malfunctionof the monitoringand recordingdevice

The NH3 injection rate monitor shall have a minimum range of 0-1 gpm and be accurate to within plus or
minus 5 percent and shall be calibrated at least once every unit turnaround, not to exceed 6 years

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2769]
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The operator shall comply with the terms and conditions set forth below:

D90.16 The operator shall periodically monitor the H2S concentration at the inlet of this device according to the
following speci©cations:

The Alternative Monitoring Plan (AMP) approved by the United States Environmental Protection Agency
(USEPA) on March 27, 2008 for the periodicmonitoring and reportingof H2S concentrationfor re©nery gas
stream to No. 5 Flare

In addition, the operator shall also comply with all other applicable requirements of the AMP issued by the
USEPA on March 27, 2008 for No. 5 Flare

[40CFR 60 SubpartA, 4-9-1993; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : C1661]

D182.5 The operator shall test this equipment in accordancewith the following speci©cations:

The test shall be conducted to determine the concentrations of all sulfur compounds and sulfur vapor in the
tail gas into and out of the sulfur degassing tank..

The test shall be conducted to determine the e«ectiveness of sweeping sulfur compounds from the liquid
sulfur in the degassing tank.

The operator shall submit a detail description of the test methods/procedures to the District at least 90 days
prior to the test. The tests shall be conducted according to the approved test plan or any subsequently
approved revisions.

The District shall be noti©ed of the date and time of the test at least 15 days prior to the tes. Report of the test
and operating conditions of the sulfur plant during the test shall be submitted to the Districtwithin 60 days of
the test.

During the test, the sulfur plant shall be operated at least 80 percent of the permitted maximum capacity or
within a capacity range approvedby the District.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D888,D2645,D2646]
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The operator shall comply with the terms and conditions set forth below:

D182.8 The operator shall test this equipment in accordancewith the following speci©cations:

This equipment is constructed and operated under Rule 441 Research Permit. This permit shall expire on
3/06/2009.

[RULE 441, 5-7-1976]

[Devices subject to this condition : D2857,D2858]

D182.9 The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall determine the true vapor pressure of each material stored in the equipment by one of the
following methods: 1) sample and test the materials stored, 2) derive the vapor pressure using engineering
calculations,or 3) maintain on ©le a copy of theMaterial SafetyData Sheet (MSDS) of the material stored.

Records of material stored, and their MSDS if applicable, shall be retained for a period of ©ve years and
made available to the ExecutiveO¬cer upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1069,D2612]
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The operator shall comply with the terms and conditions set forth below:

D182.10The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
measure and record the liquid surface level movement. The throughput, in barrels, shall be calculated using
the following equation: 0.14 x D x D x L, where D is the diameter of the tank in feet based on the tank
strapping chart and L is the total vertical one-way liquid surface level travel in feet per month. For the
purposeof this condition, continuous recording is de©ned as once per hour.

Alternately, for tanks which do not have an ATLG device, the throughput shall be derived by using
engineering calculations using parameters obtained from process records, shipping invoices, manual tank
level gauging, etc.

Records of throughput shall be retained for a period of ©ve years and made available to the ExecutiveO¬cer
upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2612]

D322.4 The operator shall perform annual inspection of the equipment and ©lter media for leaks, broken or torn ©lter
media, and improperly installed©lter media.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986]

[Devices subject to this condition : C2661,C2662,C2663]
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The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a bi-weekly basis, at least, unless the equipment did not operate during the entire bi-weekly period. The
routine bi-weekly inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C1302,C1305,C1308,C1326,C1661]
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The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on an annual basis, at least, unless the equipment did not operate during the entire annual period.The routine
annual inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D146, D2617, D2618, D2619, D2620, D2621, D2622, D2623, D2624,
D2625,D2626,D2627,D2641,D2642,D2643,D2644,D2658,D2659,D2660]
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The operator shall comply with the terms and conditions set forth below:

D323.3 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a weekly basis, at least, unless the equipment did not operate during the entire weekly period.The routine
weekly inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D164, C2769]
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The operator shall comply with the terms and conditions set forth below:

D323.4 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a monthly basis, at least, unless the equipment did not operate during the entire monthly period. The
routinemonthly inspection shall be conductedwhile the equipment is in operation and during daylight hours.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D183,D184]
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The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the CO emission limit(s). The operator shall comply
with all general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D31,D626,D1433]

D381.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a quarterly basis, at least, unless the equipment did not operate during the entire quarterly period. The
routine quarterly inspection shall be conducted while the equipment is in operation and during daylight hours. If
any visible emissions (not including condensed water vapor) are detected, the operator shall take corrective
action(s) that eliminates the visible emissions within 24 hours and report the visible emissions as a potential
deviation in accordancewith the reportingrequirements in Section K of this permit.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;and

3). Date and time visible emissionwas abated.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C2661,C2662,C2663]

E. EquipmentOperation/ConstructionRequirements
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The operator shall comply with the terms and conditions set forth below:

E57.2 The operator shall vent this equipment to the vapor return line of the ammonia delivery truck whenever the
ammonia tank is being ©lled.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2652]

E57.3 The operator shall vent this equipment to the reactor of No.2 Tail Gas Unit whenever this equipment is in
operation.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2668]

E57.4 The operator shall vent this equipment to the KO pots RPV4125, 4126, and 5438 (Device Nos.D877,D878, and
D890) of the sulfur recoveryunits whenever this equipment is in operation.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D900]

E71.9 The operator shall not operate this equipment to process VOC unless the pressure control valve 29-PV-410B
connected to the vapor recovery system is closed at all times except during startup, shut down, breakdown, or
emergency. The operator shall continuously monitor and record the valve stem position. Such records shall be
maintained for at at least two years and made available to District personnel upon request.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D508]

E71.13 The operator shall only ©re this equipment using natural gas exclusively.The term "natural gas" as de©ned in this
permit means a mixture of gaseous hydrocarbons, with at least 80 percent methane (by volume), and of pipeline
quality, such as the gas sold or distributed by any utility company regulated by the California Public Utilities
Comission.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1433]
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The operator shall comply with the terms and conditions set forth below:

E71.14 The operator shall not use this equipment to load additive unless the loading rate is less than 150 pounds per hour.

[RULE 1401, 6-15-2001]

[Devices subject to this condition : D2658,D2659,D2660]

E71.15 The operator shall not operate this equipment for more than 90 days unless the replaced storage tank, Device ID
D1129, is demolished or disabled. To disable the tank, both inlet and outlet ports shall be blind ªanged and the
manway shall be removed..

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2612]

E71.17 The operator shall only use this equipment to receive sour water from pressurizedsphere 710 (Device ID D2728),
unless pressurizedsphere (D2728) is out of service due to breakdown, maintenanceor turnaround. This condition
shall become e«ective 18 months after the date that the District issues all necessary permits to construct for
pressurizedsphere (D2728).

[Devices subject to this condition : D1113]

E71.18 The operator shall not send sour water from this equipment to tanks 774 and or 775 when the pressure inside the
sphere is greater than 2 psig.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2728]

E71.21 The operator shall only use this equipment for the storage of any of the following commodities: Sweetened
Naphtha (C4-C12),Sweet Naphtha (high benzene),CatalyticCrackedNaphtha,UnleadedGasoline, and Alkylate.

[RULE 1401, 3-4-2005]

[Devices subject to this condition : D1177,D1178]



SectionH Page:228
Facility I.D.: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITYPERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSONREF.

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

E73.3 Notwithstanding the requirementsof Section E conditions, the operatormay, at his discretion, choose not to use
the FCC Unit SCR if all of the followingrequirement(s)are met:

The District shall be noti©ed 24 hours in advance of any scheduledbypass of the FCC Unit SCR.

The District shall be noti©ed one hour after any unscheduled bypass of the FCC Unit SCR.

Bypass stack CEMS is fully operationalwith daily calibrationchecks to measureNOx, SOx, O2 and CO.

An annual report shall be submitted to the Districtwhich includes a summary of the number of hours the SCR
was bypassed, a description of maintenance and all scheduled and unscheduled work performed for each
bypass event.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]

E73.4 Notwithstanding the requirementsof Section E conditions, the operator is not required to use both the North and
South Area Flare Gas Recovery Systems (Process21, System 10 & Process21, System 11)concurrently if::

The load on the ªare gas recovery system is not su¬cient to require both compressorsystems to be online.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2797,D2800]

E73.5 Notwithstanding the requirements of Section E conditions, the operator is not required to use all three vapor
recovery compressorsconcurrentlyif:

The load on the vapor recovery system is not su¬cient to require all three compressorsto be online.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1313,D1314,D2807]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

E102.1 The operator shall dischargedust collected in this equipmentonly into closed containers.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-
1984; RULE 401, 11-9-2001;RULE 404, 2-7-1986]

[Devices subject to this condition : C235, C236]

E125.1 The operator shall drive all the outgoing petroleum coke trucks,whether ©lled or empty, through the truck wash
system in order to thoroughly wash any residual coke o« the exterior of the trucks.

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D146,D2627]

E127.1 The operator shall keep gauge/sample hatches closed except during actual gauging/samplingoperations.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D997]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1002,C1632,C2446]

E137.1 The operator shall treat petroleum coke storage pile and petroleum coke with water spray or dust suppressant, as
needed, to prevent any air borne dust emissions at all times.

[RULE 1158, 7-11-2008]

[Devices subject to this condition : D146, D2617, D2618, D2619, D2620, D2621, D2622, D2623, D2624,
D2625,D2626,D2627,D2641,D2642]
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The operator shall comply with the terms and conditions set forth below:

E153.1 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the second carbon.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-
12-1997]

[Devices subject to this condition : C1002,C1632]

E153.5 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the ©rst carbon canister. If breakthrough occurs, the spent carbon
©lter shall either be replaced with an identical unit containing fresh activated carbon or the spent carbon shall
be removed from the canister and replacedwith fresh activated carbon.

The replacement activated carbon shall have a Butane Activity of not less than 21.4%, as measured according
to ASTM Method 5742, or a Carbon Tetrachloride (CTC) Activity of not less than 60%, as measured by
ASTMMethod 3467.

On an annual basis,without regard to whether breakthrough has occurred,BP West Coast ProductsLLC shall
remove the ©rst carbon canister, rotate the second canister in series to ©rst, and put in a new second carbon
canister.

[RULE 1303(a)-BACT,5-10-1996]

[Devices subject to this condition : C2446]

E166.1 The operator shall keep all openings from this equipment closed when in use except formaintenanceor repair.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D997]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

E193.1 The operator shall construct this equipment according to the following speci©cations:

This heater shall be equipped with an oxygen analyzer to measure excess O2 at its convection section or
exhaust stack. The excess oxygen shall at a minimum of 1 percent, dry basis, except during startup and
shutdown, or process upset

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1433]

E193.3 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall complywith all applicable requirementsspeci©ed in SubpartA of the 40CFR60

[40CFR 60 SubpartA, 5-16-2007]

[Devices subject to this condition : C1302,C1305,C1308,C1326,C1661]

E193.4 The operator shall install this equipment according to the following speci©cations:

A blind ªange shall be installed at the connection to this ejector from the ªash drum at a location accessible
for inspection.

This equipment shall be operatedonly during re©nery turnaround in accordancewith Rule 1123.

[RULE 1123, 12-7-1990]

[Devices subject to this condition : D2648]
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The operator shall comply with the terms and conditions set forth below:

E193.5 The operator shall construct,operate, and maintain this equipment according to the followingrequirements:

The connection line between the amine absorber overhead to the re©nery ªare shall be equippedwith a closed
valve at all times. This line shall be disconnectedand sealed with a blind ªange in the next turnaround of the
tail gas unit but not later thanDecember 31, 2003 for TGU No.2 and December 31, 2004 for TGU No.1.

[RULE 2011, 5-6-2005]

[Devices subject to this condition : C896, C2406]

E193.6 The operator shall construct,operate, and maintain this equipment according to the followingrequirements:

Tail gas from this equipment to the degassing tank or tail gas unit shall not contain more than 1.69 percent
H2S or 0.81 percent SO2 by volume(as is basis) averaged over 60 consecutive minutes. The operator shall
install and maintain a continuous monitoring and recording system to show compliance with this condition.
Records shall be made available to District personneleither in an electronicor paper format upon request.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D881,D885,D889]

E193.7 The operator shall locate and operate this equipment according to the following speci©cations:

1. Any two TR sets not in series may be down on the Buells along with any two TR sets on the RC
precipitators.When any two TR sets fail on the Buells a source test will be conductedwithin two weeks, and
annual source test will be conducted.

2. Any Buell chamber along with any two TR sets on the RCs may be down. Flow will be redistributed
among the remaining three ESP chambers. In this case, a source test will be conductedwithin two weeks of
the chamber being out of service and annually source test shall be conducted if this case persists.

3. Both Buell Chambers may be out of service if the 41Boiler is not ©red for a maximum period of six
months.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C235, C236]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

E193.9 The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

The connection line between the regenerator overhead accumulator (D900) to the re©nery ªare shall be
blocked with a closed valve equipped with a car seal. This equipment shall not be vented to the ªare except
during startup or shutdownof this equipment.

The operator shall keep a detailed record of each time the valve is opened and each time the car seal is
unsealed. The record shall include the reason the valve was opened, the length of time it was open, a
calculationof the amount of gas released from this equipment and the basis of the calculation.

If the car seal is unsealed for any reason, the operator shall immediately replace the car seal and shall make a
record of the date and time of the "break". Record of startup and shutdown shall be maintained for at least
three years and made available to District personnel upon request.

All sourwater shall be routed to a sourwater treatment system through a closed vent system. Sour water shall
not be discharged to any open drain.

[RULE 2011, 5-6-2005; RULE 407, 4-2-1982]

[Devices subject to this condition : D900]
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The operator shall comply with the terms and conditions set forth below:

E193.11The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

The Rich MDEA Flash Drum RPV 2685 (D796) shall be used for sour water service only when Sour Water
Flash Drum RPV 2257 (D780) is not in service during equipment turnaround. The period of sour water
service shall not exceed 30 days in each turnaround.

The District shall be noti©ed in writing at least three business days in advance of any scheduled placement of
this equipment in sour water backup service and the duration of the sour water backup service. The
noti©cation shall also include the reason of the shut down of Sour Water Flash Drum RPV2257.The District
shall be noti©ed in writing within three business days of returning to normal MDEA operation.Noti©cation
shall be addressed to: Re©nery_compliance@aqmd.gov

All vent gases under normal operating conditions during both MDEA and sour water services shall be
directed to the Coker Blowdown Gas Recovery System (Process 2 System 6) and/or the FCCU Fractionator
OverheadAccumulator (D168).

The bypass connection line from this equipment to the FCC ªare shall be blocked with a closed valve
equippedwith a car seal. This equipment shall not be vented to the FCC ªare except during emergency.

The operator shall replace the car seal each time the bypass valve is opened and the car seal is broken. The
operator shall keep records of the car seal replacement. The records shall include the reason the valve was
opened, description of the emergency, the length of time it was open, a calculation of the amount of gas
released from this equipment and the basis of the calculation.Such records shall be maintained for at least ©ve
years and made available to the District personnel upon request.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D796]
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The operator shall comply with the terms and conditions set forth below:

E193.12The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

This ªash drum shall be used only when Rich MDEA Flash Drum RPV 2685 is either out of service or in
sour water service according to condition E193.11 and only when one of the MDEA regenerationunits (and
not both) is in operation.

All vent gases under normal operating conditions shall be directed to the Coker Blowdown Gas Recovery
System (Process2 System 6) and/or the FCCU FractionatorOverheadAccumulator (D168).

The bypass connection line from this equipment to the FCC ªare shall be blocked with a closed valve
equippedwith a car seal. This equipment shall not be vented to the FCC ªare except during emergency.

The operator shall replace the car seal each time the bypass valve is opened and the car seal is broken. The
operator shall keep records of the car seal replacement. The records shall include the reason the valve was
opened, description of the emergency, the length of time it was open, a calculation of the amount of gas
released from this equipment and the basis of the calculation.Such records shall be maintained for at least ©ve
years and made available to the District personnel upon request.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2712]

E193.15The operator shall operate and maintain this equipment as follows:

The operator shall discharge dust collected in the ESP only into hoppers or closed container bins. The dust
from these hoppersor bins shall be loaded into vacuum trucks

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2769]
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The operator shall comply with the terms and conditions set forth below:

E193.17The operator shall operate and maintain this equipment as follows:

Whenever the FCCU is in operation. the regenerator exhaust shall vent to the ESP (C2769) which shall be
maintained in operationwith a minimum of 36 of 40 bus sections energized.Only one bus section in each of
the four gas paths may be deenergizedat any one time, except during the time required to isolate a bus section
in an adjacent path, not to exceed 8 hours per event

The operator shall install and maintain a monitoring and recording system to indicate the on/o« operating
status of each bus section (40 total). When an alarm indicates any TR (20 total) has been deenergized or
reenergized, the operator shall prepare a record to document the status of the bus sections on that TR. These
records shall be kept for a minimum of 5 years.

The operator shall not operate the FCCU if emissions from the FCCU to the atmosphere exceed the following
limit for ©lterable PM10: 2.8 lbs/1000bbls of fresh feed

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D164, C2769]

E193.18The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

The operator shall comply with all mitigation measures stipulated by the AQMD Certi©ed EIR SCH #
2005111057 dated 9/15/06

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D164,D166,D167,D168,D187,D188,D189,D192,D198,D203,D354,
D357, D373, D374, D375, D376, D576, D577, D608, D610, D612, D613, D1306, C1326, D2387, C2769,
S2771,D2772,D2773,D2774]
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The operator shall comply with the terms and conditions set forth below:

E193.21The operator shall restrict the operationof this equipment as follows:

The ªare may serve to backup the No. 5 Flare only when the No. 5 Flare is taken out of service during the
planned shutdownperiods, and all of the followingcriteria are met:

Except for the Fuel Gas Mix System (Process 10, System 1), the system(s) or process(es) normally routed to
the FCC Flare shall be isolated such that the ªare would receive only vent gas and purge gas from the
system(s) or process(es) normally routed to the No. 5 Flare. In addition, the FCC Flare shall not be utilized
to backup the Coker Flare or HydrocrackerFlare at the same time.

The following units shall not be in operation:Fluid Catalytic Cracking Unit, FCCU Gas Plant & FCCU Gas
Compression Unit (Process 3, System 1, 2, & 3), Liquid Recovery Unit (Process 4, System 8), Alkylation
Units (Process 9, Systems 1, 4, & 9), LPG Recovery & Drying Facilities (Process 10, System 2 & 3), C3
Splitter Unit (Process4, System 9), Butane IsomerizationUnit (Process9, System 10),HydrogenPlant No. 2
(Process7, System 2), UOP Merox Unit (Process12, System 8).

The followingunits shall not be in operation: re©nery supporting operations (Process1, System 1, 2, 3, 5, 6,
& 9) which are located at INEOS POLYPROPYLENELLC (Facility ID: 124808).

For Total Power, Partial Power, and Cooling Water failure scenarios, the relief loads shall not exceed the
hydraulic capacity of the ªare. If requested by District personnel, the operator shall provide analysis or ,if
one is not available, perform hydraulicmodeling analysis of the relief event to demonstrate compliance with
this condition.

In each of above failure scenarios,only the followingunits shall relief to the ªare: No. 1 Crude Unit (Process
1, System 1), Naphtha HDS Unit (Process 5, System 5), Naphtha HDS Reactor Heater RW 0053 (Device
1433), and Naphtha IsomerizationUnit (Process 9, System 8), C5 AlkylationDepentanizer Unit (Process 9,
System 6), Superfractionation Unit (Process 4, System 1), LPG Tank Truck Loading/Unloading Rack
(Process14, System 10), and LPG Rail Car Loading/UnloadingRack (Process14, System 11).

In event of a ©re, the Fuel Mix Drum System (Process 10, System 1), Butane IsomerizationUnit (Process 9,
System 10) and Hydrogen Plant No. 2 (Process 7, System 2) may also relief to the ªare in addition to the
units described above.

All other relief events to the ªare shall not exceed the smokeless capacity of 350,000 lbs/hr for a total of ©ve
minutes during two consecutive hours except during periods of startup, shutdown, or malfunction (NSPS
Subpart A, 40 CFR 60.18). If requested by District personnel, the operator shall provide analysis, or, if one
is not available, perform hydraulicmodeling analysis of the relief event to demonstrate compliance with this
condition.

The operator shall not utilize the FCC Flare to backup the No. 5 Flare for a period greater than 30 days,
unless otherwise approved in writing by the ExecutiveO¬cer.

The operator shall notify the District a minimum of 10 days before the start of the planned shutdown of the
No. 5 Flare. This noti©cation shall indicate the estimated durationof the shutdown.
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The operator shall comply with the terms and conditions set forth below:

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C1305]

E193.23The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall discharge the collected hydrocarbon liquids in the coalescers only into the closed container
bin

[RULE 402, 5-7-1976]

[Devices subject to this condition : D2858]

E204.7 The operator shall operate the valve to atmosphereaccording to the following speci©cations:

The valve shall be kept closed during normal operation and shall only be used for steaming out the tower
during turnaround maintenanceactivities.

[RULE 1123, 12-7-1990]

[Devices subject to this condition : D1530]

E204.8 The operator shall operate the valve to atmosphereaccording to the following speci©cations:

The valve shall be kept closed during normal operation and shall only be used during startups, shutdowns and
steam cleaning at the shutdownperiod

[RULE 1123, 12-7-1990]

[Devices subject to this condition : D2857,D2858]
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The operator shall comply with the terms and conditions set forth below:

E336.2 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system.

This equipment shall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) is in full use and has a valid permit to receive vent
gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1069,D1084,D1106,D1113,D1114]

E336.5 The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to vapor recovery system (process21 System 4) or a ªare system.

This equipment shall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) or ªare system is in full use and has a valid permit
to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D780,D781,D844]

E336.6 The operator shall vent the vent gases from this equipment as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunits.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D839,D842]
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The operator shall comply with the terms and conditions set forth below:

E336.7 The operator shall vent the vent gases from this equipment as follows:

If the operator has not completed construction and commenced full operation of the new pressurized sphere
(reference permit application No.434526) to replace existing tank D1112 (Tank 710) within 18 months after
the date that the District issues all necessary permits to construct for the sphere, then the operator shall
control vent gases from this device according to the following schedule:
No later than 20 months after the issuance of the permit(s) to construct for the Tank 710 sphere, the operator
shall submit a complete applicationor applications for permit(s) to construct for all modi©cations necessary to
ensure that all of the gases from any valve that, if opened,would release to the atmospherewill be directed to
air pollution control equipment
E«ective 18 months after the District takes action to issue or deny the permit(s) to construct for connection to
air pollution control equipment, all gases from any valve that, if opened, would release to the atmosphere
shall be directed to air pollution control equipment.This device shall not be operated thereafter unless this air
pollution control equipment is in full use and has a valid permit or permits to receive vent gases from this
device
This condition is e«ective until the proposed replacement of existing tank D1112 (Tank 710) with a new
pressurized sphere (new Tank 710) as speci©ed in permit application No.434526 is in full operation. This
condition shall be void upon commencement of full operation of new Tank 710 and thereafter shall be
unenforceable

[RULE 402, 5-7-1976]

[Devices subject to this condition : D1113]

E336.8 The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to the south area ªare system.

This equipment shall not be operated unless the ªare system is in full use and has a valid permit to receive
vent gases from this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D636,D838,D841,D923,D924,D2719]
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The operator shall comply with the terms and conditions set forth below:

E336.9 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions (when the pressure inside the tank is equal to or less than 2
psig) shall be directed to VaprRecovery System (Process21 System 4).

This equipment shall not be operated unless the vapor recovery system (consisting of three compressors
operated independently or concurrentlyat any given time) is in full use and has a valid permit to receive vent
gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2728]

E336.10The operator shall vent the vent gases from this equipment as follows:

All vent gases under upset operating conditions (when the pressure inside the tank exceeds 2 psig and is less
than 45 psig) shall be directed to the BlowdownGas CopressionSystem (Process2 System 6).

This equipment shall not be operated unless the Blowdown Gas Compression System (consisting of three
compressorsoperated independently or concurrentlyat any given time) is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2728]

E336.11The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases (when the pressure inside the tank is at or above 45 psig) shall be directed to a ªare
system (Process21 System 1).

This equipment shall not be operated unless the ªare system is in full use and has a valid permit to receive
vent gases from this equipment.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2728]
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The operator shall comply with the terms and conditions set forth below:

E336.12The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to Vapor Recovery System (Process 21
System 4) or BlowdownGas Compressionsystem (Process2 System 6).

This equipment shall not be operated unless the vapor recovery system or blowdown gas compression system
(each consisting of three compressors operated independently or concurrently at any given time) for which
vent gases is being directed to is in full use and has a valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D780,D781,D844]

E336.14The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to Device D43.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D56,D60,D2833]

E336.15The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to Device D166.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2841,D2842,D2843]

H. ApplicableRules
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The operator shall comply with the terms and conditions set forth below:

H23.1 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D31, C1326,C1661]

H23.3 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-2-2008]

[Devices subject to this condition : D2462, D2463, D2469, D2470, D2471, D2472, D2473, D2476, D2481,
D2484, D2496, D2497, D2505, D2514, D2517, D2518, D2527, D2534, D2542, D2543, D2544, D2545,
D2546,D2615,D2799,D2802]

H23.4 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 1178

VOC District Rule 463

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005]

[Devices subject to this condition : D1000,D1001]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

H23.5 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Kb

[40CFR 60 SubpartKb, 10-15-2003]

[Devices subject to this condition : D1000,D1001,D1178]

H23.7 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Ka

[40CFR 60 SubpartKa, 5-5-1989]

[Devices subject to this condition : D1177]

H23.12 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Benzene 40CFR61,SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D169,D188,D190,D265,D277,D354,D406,D663,D668,D780,D796,
D844,D1000,D1001,D1113,D1114,D1196, C1302, C1305,D1306, C1308,D1309,D1325, C1326,D1327,
D1328,D1355,D1356,D1385,C1661,D1662,D1978,D2628,D2712,D2728,D2739,D2773,D2838]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

H23.14 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

[40CFR 60 SubpartQQQ, 10-17-2000]

[Devices subject to this condition : D994,D995,D997,D998,D2835]

H23.26 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

VOC District Rule 1123

[RULE 1123, 12-7-1990;RULE 1176, 9-13-1996]

[Devices subject to this condition : D997]

H23.27 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63,SUBPART UUU

[40CFR 63 SubpartUUU, 4-20-2006]

[Devices subject to this condition : D164]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

H23.29 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C1302,C1305,C1308,C1326,C1661]

H23.32 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

HAPs 40CFR63,SUBPART DDDDD

[40CFR 60 Subpart J, 6-24-2008;40CFR 63 SubpartDDDDD, 12-6-2006]

[Devices subject to this condition : D626]

I. Administrative

I1.1 The operator shall comply with all the requirements of the variance dated July 15, 2008, Case No. 5357-36 in
accordance with the Findings and Decisions of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Findings and Decisions. The progress reports shall contain dates for achieving activities, milestones or
compliance required in the schedule of compliance and dates when such activities,milestones or compliance were
achieved; and an explanation of why any dates in the schedule of compliance were not, or will not be met, and
any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997]

[Devices subject to this condition : D626, C1302,C1305,C1308,C1326,C1661]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

I296.1 This equipment shall not be operated unless the operator demonstrates to the Executive O¬cer that the facility
holds su¬cient RTCs to o«set the prorated annual emissions increase for the ©rst complianceyear of operation.In
addition, this equipment shall not be operatedunless the operatordemonstrates to the ExecutiveO¬cer that, at the
commencement of each compliance year after the ©rst compliance year of operation, the facility holds su¬cient
RTCs in an amount equal to the annual emissions increase.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D1530]

K. RecordKeeping/Reporting

K40.2 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 45 days after the source test was conducted.

Emission data shall be expressed in terms of concentration (ppmv) corrected to 3 percent oxygen (dry basis),
mass rate (lbs/hr), and lbs/MM Cubic Feet. In addition, solid PM emissions, if required to be tested, shall
also be reported in terms of grains per DSCF.

All exhaust ªow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
actual cubic feet perminute (DACFM).

All moisture concentrationshall be expressed in terms of percent corrected to 3 percent oxygen.

Source test results shall also include the oxygen levels in the exhaust and the ªue gas ªow rate under which
the test was conducted.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2651]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

K67.2 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Fuel heating value

Fuel rate

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D31]

K67.5 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput and vapor pressureof stored liquid.

[RULE 1178, 4-7-2006;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 463, 5-6-2005]

[Devices subject to this condition : D1069,D1084,D1106]

K67.8 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

The name of the person performingthe inspectionand/ormaintenanceof the ©lter media

The date, time, and results of the inspection

The date, time, and descriptionof anymaintenanceor repairs resulting from the inspection

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986]

[Devices subject to this condition : C2661,C2662,C2663]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

K67.12 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput and vapor pressureof stored liquid.

Hydrocarbon concentrationmeasurementsdone in the vapor space above the ªoating roof of the tank.

Other records that may be required to comply with the applicable requirements of District Rules 463, 1149,
1178, and 40CFR63 Subpart CC.

Records shall be maintained and kept on ©le for at least ©ve years and shall be made available to the
ExecutiveO¬cer or his authorized representativeupon request.

[RULE 1149, 5-2-2008; RULE 1178, 4-7-2006; RULE 463, 5-6-2005; 40CFR 63 SubpartCC, 12-19-2005]

[Devices subject to this condition : D1157,D1177,D1178,D1196]

K67.15 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput, in barrels per hour

Tankpressure in psig

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1113,D1114,D2728]

K67.16 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

monitor and replacementof carbon canister

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2446]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

K67.18 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Type of scrubbingmedia used in the wet scrubber and date and time of replacement

VOC concentrationmeasurements taken at the exhaust of the carbon adsorptionsystem

[RULE 1176, 9-13-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 441, 5-7-1976]

[Devices subject to this condition : C1632,C2860]

K171.1 The operator shall provide to the District the following items:

Final drawings and/or speci©cations of the geodesic dome cover to be installed/constructed shall be submitted
to the Districtwithin 30 days prior to its construction.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1177]
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FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

SECTION I: PLANS AND SCHEDULES

This section lists all plans approved by AQMD for the purposes of meeting the requirements
of applicableAQMD rules specified below. The operator shall comply with all conditions
specified in the approval of these plans, with the following exceptions:

a. The operator does not have to comply with NOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) which become effective
after December 31,1993.

b. The operator does not have to comply with NOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) after the facility has
received final certification of all monitoring and reporting requirements
specified in Section F and Section G.

Documents pertaining to the plan applications listed below are available for public review
at AQMDHeadquarters. Any changes to plan applications will require permit modification
in accordance with TitleV permit revision procedures.

List of approved plans:

Application Rule

395243 2002
395244 1176
395245 1404
459316 463
477016 1173
487876 1178

NOTE: This section does not list compliance schedules pursuant to the requirements of
RegulationXXX - TitleV Permits; Rule 3004(a)(10)(C). For equipment subject to a
variance, order for abatement, or alternative operating condition granted pursuant to
Rule 518.2, equipment specific conditions are added to the equipment in Section D or H
of the permit.
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SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #2 5-25-2001]
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BP WEST COAST PROD.LLCBP CARSONREF.

SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #3A 5-25-2001]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #3A 5-25-2001]
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BP WEST COAST PROD.LLCBP CARSONREF.

SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #3A 5-25-2001]
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BP WEST COAST PROD.LLCBP CARSONREF.

SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #4 5-25-2001]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #5A 5-25-2001]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart CC, #5A 5-25-2001]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #1 2-9-2005]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #1 2-9-2005]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #2 2-9-2005]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #2 2-9-2005]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #4 2-9-2005]
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SECTION J: AIR TOXICS
[40CFR 63 Subpart UUU, #4 2-9-2005]
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SECTION K: TITLEV Administration

GENERAL PROVISIONS

1. This permit may be revised, revoked, reopened and reissued, or terminated for
cause, or for failure to comply with regulatory requirements, permit terms, or
conditions. [3004(a)(7)(C)]

2. This permit does not convey any property rights of any sort or any exclusive
privilege. [3004(a)(7)(E)]

Permit Renewal and Expiration
3. (A) Except for solid waste incineration facilities subject to standards under

Section 129(e) of the Clean Air Act, this permit shall expire ©ve years
from the date that this Title V permit is issued. The operator's right to
operate under this permit terminates at midnight on this date, unless the
facility is protected by an application shield in accordance with Rule
3002(b), due to the ©ling of a timely and complete application for a Title
V permit renewal, consistent with Rule 3003. [3004(a)(2), 3004(f)]

(B) A Title V permit for a solid waste incineration facility combusting
municipal waste subject to standards under Section 129(e) of the Clean
Air Act shall expire 12 years from the date of issuance unless such
permit has been renewed pursuant to this regulation. These permits shall
be reviewed by the Executive O¬cer at least every ©ve years from the
date of issuance. [3004(f)(2)]

4. To renew this permit, the operator shall submit to the Executive O¬cer an
application for renewal at least 180 days, but not more than 545 days, prior to
the expiration date of this permit. [3003(a)(6)]

Duty to Provide Information
5. The applicant for, or holder of, a Title V permit shall furnish, pursuant to Rule

3002(d) and (e), timely information and records to the Executive O¬cer or
designee within a reasonable time as speci©ed in writing by the ExecutiveO¬cer
or designee. [3004(a)(7)(F)]

Payment of Fees
6. The operator shall pay all required fees speci©ed in Regulation III - Fees.

[3004(a)(7)(G)]

Reopening for Cause
7. The Executive O¬cer will reopen and revise this permit if any of the following

circumstances occur:

(A) Additional regulatory requirements become applicable with a remaining
permit term of three or more years. Reopening is not required if the
e«ective date of the requirement is later than the expiration date of this
permit, unless the permit or any of its terms and conditions has been
extended pursuant to paragraph (f)(4) of Rule 3004.
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SECTION K: TITLEV Administration

(B) The Executive O¬cer or EPA Administrator determines that this permit
contains a material mistake or that inaccurate statements were made in
establishing the emissions standards or other terms or conditions of this
permit.

(C) The Executive O¬cer or EPA Administrator determines that the permit
must be revised or revoked to assure compliance with the applicable
requirements. [3005(g)(1)]

COMPLIANCEPROVISIONS

8. The operator shall comply with all regulatory requirements, and all permit terms
and conditions, except:

(A) As provided for by the emergency provisions of condition no. 17 or
condition no. 18, or

(B) As provided by an alternative operating condition granted pursuant to a
federally approved (SIP-approved) Rule 518.2.

Any non-compliance with any federally enforceable permit condition constitutes
a violation of the Federal CleanAir Act and is grounds for enforcement action;
for permit termination, revocation and reissuance, or revision; or denial of a
permit renewal application. Non-compliance may also be grounds for civil or
criminal penalties under the California State Health and Safety Code.
[3004(a)(7)(A)]

9. The operator shall allow the Executive O¬cer or authorized representative,
upon presentation of appropriate credentials to:

(A) Enter the operator's premises where emission-related activities are
conducted, or records are kept under the conditions of this permit;

(B) Have access to and copy, at reasonable times, any records that must be
kept under the conditions of the permit;

(C) Inspect at reasonable times, any facilities, equipment (including
monitoring and air pollution control equipment), practices, or operations
regulated or required under the permit; and

(D) Sample or monitor at reasonable times, substances or parameters for the
purpose of assuring compliance with the facility permit or regulatory
requirements. [3004(a)(10)(B)]

10. All terms and conditions in this permit, including any provisions designed to
limit a facility's potential to emit, are enforceable by the EPA Administrator
and citizens under the federal Clean Air Act, unless the term or condition is
designated as not federally enforceable. Each day during any portion of which
a violation occurs is a separate o«ense. [3004(g)]
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11. A challenge to any permit condition or requirement raised by EPA, the
operator, or any other person, shall not invalidate or otherwise a«ect the
remaining portions of this permit. [3007(b)]

12. The ©ling of any application for a permit revision, revocation, or termination,
or a noti©cation of planned changes or anticipated non-compliance does not stay
any permit condition. [3004(a)(7)(D)]

13. It shall not be a defense for a person in an enforcement action, including those
listed in Rule 3002(c)(2), that it would have been necessary to halt or reduce
the permitted activity in order to maintain compliance with the conditions of
this permit, except as provided for in "Emergency Provisions" of this section.
[3004(a)(7)(H)]

14. The operator shall not build, erect, install, or use any equipment, the use of
which, without resulting in a reduction in the total release of air contaminants to
atmosphere, reduces or conceals an emission which would otherwise constitute
a violation of Chapter 3 (commencing with Section 41700) of Part 4, of
Division 26 of the CaliforniaHealth and Safety Code or of AQMD rules. This
rule shall not apply to cases in which the only violation involved is of Section
41700 of the CaliforniaHealth and Safety Code, or Rule 402 of AQMD Rules.
[408]

15. Nothing in this permit or in any permit shield can alter or a«ect:

(A) Under Section 303 of the federal Clean Air Act, the provisions for
emergency orders;

(B) The liability of the operator for any violation of applicable requirements
prior to or at the time of permit issuance;

(C) The applicable requirements of the Acid Rain Program, Regulation
XXXI;

(D) The ability of EPA to obtain information from the operator pursuant to
Section 114 of the federal CleanAirAct;

(E) The applicability of state or local requirements that are not "applicable
requirements", as de©ned in Rule 3000, at the time of permit issuance
but which do apply to the facility, such as toxics requirements unique
to the State; and

(F) The applicability of regulatory requirements with compliance dates after
the permit issuance date. [3004(c)(3)]

16. For any portable equipment that requires an AQMD or state permit or
registration, excluding a) portable engines, b) military tactical support
equipment and c) AQMD-permitted portable equipment that are not a major
source, are not located at the facility for more than 12 consecutive months after
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commencing operation, and whose operation does not conªict with the terms or
conditions of this Title V permit: 1) the facility operator shall keep a copy of
the AQMD or state permit or registration; 2) the equipment operator shall
comply with the conditions on the permit or registration and all other regulatory
requirements; and 3) the facility operator shall treat the permit or registration as
a part of its TitleV permit, subject to recordkeeping, reporting and certi©cation
requirements. [3004(a)(1)]
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EMERGENCY PROVISIONS
17. An emergency1 constitutes an a¬rmative defense to an action brought for non-

compliance with a technology-based emission limit only if:

(A) Properly signed, contemporaneous operating records or other credible
evidence demonstrate that:

(1) An emergency occurred and the operator can identify the
cause(s) of the emergency;

(2) The facility was operated properly (i.e. operated and maintained
in accordance with the manufacturer's speci©cations, and in
compliance with all regulatory requirements or a compliance
plan), before the emergency occurred;

(3) The operator took all reasonable steps to minimize levels of
emissions that exceeded emissions standard, or other
requirements in the permit; and,

(4) The operator submitted a written notice of the emergency to the
AQMD within two working days of the time when the
emissions limitations were exceeded due to the emergency.
The notice shall contain a description of the emergency, any
steps taken to mitigate emissions, and corrective actions taken;
and

(B) The operator complies with the breakdown provisions of Rule 430 -
Breakdown Provisions, or subdivision (i) of Rule 2004 - Requirements,
whichever is applicable. [3002(g), 430, 2004(i)]

18. The operator is excused from complyingwith any regulatory requirement that is
suspended by the Executive O¬cer during a state of emergency or state of war
emergency, in accordancewith Rule 118 - Emergencies. [118]

1 "Emergency"meansany situation arising from sudden and reasonably unforeseeable events beyond the
control of the operator, including acts of God, which: (A) requires immediate correctiveaction to restore
normal operation; and (B) causes the facility to exceed a technology-based emission limitation under the
permit, due to unavoidable increases in emissions attributable to the emergency; and (C) is not caused by
improperly designed equipment, lack of preventative maintenance, careless or imporper operation, or
operatorerror.
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RECORDKEEPINGPROVISIONS

19. In addition to any other recordkeeping requirements speci©ed elsewhere in this
permit, the operator shall keep records of required monitoring information,
where applicable, that include:

(A) The date, place as de©ned in the Title V permit, and time of sampling
or measurements;

(B) The date(s) analyseswere performed;

(C) The company or entity that performed the analyses;

(D) The analytical techniques or methods used;

(E) The results of such analyses; and

(F) The operating conditions as existing at the time of sampling or
measurement. [3004(a)(4)(B)]

20. The operator shall maintain records pursuant to Rule 109 and any applicable
material safety data sheet (MSDS) for any equipment claimed to be exempt
from a written permit by Rule 219 based on the information in those records.
[219(t)]

21. The operator shall keep all records of monitoring data required by this permit or
by regulatory requirements for a period of at least ©ve years from the date of
the monitoring sample, measurement, report, or application. [3004(a)(4)(E)]

REPORTINGPROVISIONS

22. The operator shall comply with the following requirements for prompt reporting
of deviations:

(A) Breakdowns shall be reported as required by Rule 430 - Breakdown
Provisions or subdivision (i) of Rule 2004 - Requirements, whichever
is applicable.

(B) Other deviations from permit or applicable rule emission limitations,
equipment operating conditions, or work practice standards,
determined by observation or by any monitoring or testing required by
the permit or applicable rules that result in emissions greater than those
allowed by the permit or applicable rules shall be reported within 72
hours (unless a shorter reporting period is speci©ed in an applicable
State or Federal Regulation) of discovery of the deviation by contacting
AQMD enforcement personnel assigned to this facility or otherwise
calling (800)CUT-SMOG.
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(C) A written report of such deviations reported pursuant to (B), and any
corrective actions or preventative measures taken, shall be submitted to
AQMD, in an AQMD approved format, within 14 days of discovery of
the deviation.

(D) All other deviations shall be reported with the monitoring report
required by condition no. 23. [3004(a)(5)]

23. Unless more frequent reporting of monitoring results are speci©ed in other
permit conditions or in regulatory requirements, the operator shall submit
reports of any required monitoring to the AQMD at least twice per year. The
report shall include a) a statement whether all monitoring required by the permit
was conducted; and b) identi©cation of all instances of deviations from permit
or regulatory requirements. A report for the ©rst six calendar months of the
year is due by August 31 and a report for the last six calendar months of the
year is due by February 28. [3004(a)(4)(F)]

24. The operator shall submit to the Executive O¬cer and to the Environmental
Protection Agency (EPA), an annual compliance certi©cation. For RECLAIM
facilities, the certi©cation is due when the Annual Permit Emissions Program
(APEP) report is due and shall cover the same reporting period. For other
facilities, the certi©cation is due on March 1 for the previous calendar year.
The certi©cation need not include the period preceding the date the initial Title
V permit was issued. Each compliance certi©cation shall include:

(A) Identi©cation of each permit term or condition that is the basis of the
certi©cation;

(B) The compliance status during the reporting period;

(C) Whether compliance was continuous or intermittent;

(D) The method(s) used to determine compliance over the reporting period
and currently, and

(E) Any other facts speci©cally required by the Executive O¬cer to
determine compliance.

The EPA copy of the certi©cation shall be sent to: Director of the Air Division Attn:
Air-3 USEPA, Region IX 75 Hawthorne St. San Francisco, CA 94105
[3004(a)(10)(E)]

25. All records, reports, and documents required to be submitted by a Title V
operator to AQMD or EPA shall contain a certi©cation of accuracy consistent
with Rule 3003(c)(7) by a responsible o¬cial (as de©ned in Rule 3000).
[3004(a)(12)]
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PERIODICMONITORING

26. All periodic monitoring required by this permit pursuant to Rule 3004(a)(4)(c)
is based on the requirements and justi©cations in the AQMD document
"Periodic Monitoring Guidelines for Title V Facilities" or in case-by-case
determinations documented in the TitleV application ©le. [3004(a)(4)]
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FACILITYRULES

This facility is subject to the following rules and regulations:

With the exception of Rule 402, 473, 477, 1118 and Rules 1401 through 1420, the following rules that
are designated as non-federallyenforceableare pending EPA approval as part of the state implementation
plan. Upon the e«ective date of that approval, the approved rule(s) will become federally enforceable,
and any earlier versionsof those rules will no longer be federally enforceable.

RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 109 5-2-2003 Federally enforceable

RULE 1105.1 11-7-2003 Federally enforceable

RULE 1107 1-6-2006 Non federally enforceable

RULE 1107 11-9-2001 Federally enforceable

RULE 1110.2 2-1-2008 Non federally enforceable

RULE 1113 11-8-1996 Federally enforceable

RULE 1113 7-13-2007 Non federally enforceable

RULE 1118 11-4-2005 Federally enforceable

RULE 1122 10-1-2004 Federally enforceable

RULE 1123 12-7-1990 Federally enforceable

RULE 1140 2-1-1980 Federally enforceable

RULE 1140 8-2-1985 Non federally enforceable

RULE 1146 11-17-2000 Federally enforceable

RULE 1146 9-5-2008 Non federally enforceable

RULE 1146.1 5-13-1994 Federally enforceable

RULE 1149 5-2-2008 Non federally enforceable

RULE 1158 7-11-2008 Non federally enforceable

RULE 1168 1-7-2005 Non federally enforceable

RULE 1168 10-3-2003 Federally enforceable

RULE 1171 11-7-2003 Federally enforceable

RULE 1171 2-1-2008 Non federally enforceable

RULE 1173 5-13-1994 Federally enforceable

RULE 1173 6-1-2007 Non federally enforceable

RULE 1176 9-13-1996 Federally enforceable

RULE 1178 4-7-2006 Federally enforceable

RULE 118 12-7-1995 Non federally enforceable

RULE 1189 1-21-2000 Federally enforceable

RULE 1301 12-7-1995 Federally enforceable

RULE 1303(a) 12-6-2002 Non federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 1303(a)(1)-BACT 12-6-2002 Non federally enforceable

RULE 1303(a)(1)-BACT 5-10-1996 Federally enforceable

RULE 1303(a)-BACT 5-10-1996 Federally enforceable

RULE 1303(b)(2)-O«set 12-6-2002 Non federally enforceable

RULE 1303(b)(2)-O«set 5-10-1996 Federally enforceable

RULE 1304(a)-Modeling and O«set Exemption 6-14-1996 Federally enforceable

RULE 1401 3-4-2005 Non federally enforceable

RULE 1404 4-6-1990 Non federally enforceable

RULE 1411 3-1-1991 Non federally enforceable

RULE 1415 10-14-1994 Non federally enforceable

RULE 1418 9-10-1999 Non federally enforceable

RULE 1470 6-1-2007 Non federally enforceable

RULE 2001 5-11-2001 Federally enforceable

RULE 2001 5-6-2005 Federally enforceable

RULE 2004 4-6-2007 Non federally enforceable

RULE 2004 5-11-2001 Federally enforceable

RULE 2005 4-20-2001 Federally enforceable

RULE 2005 4-9-1999 Federally enforceable

RULE 2005 5-6-2005 Federally enforceable

RULE 2011 1-7-2005 Federally enforceable

RULE 2011 12-5-2003 Federally enforceable

RULE 2011 5-6-2005 Federally enforceable

RULE 2012 1-7-2005 Federally enforceable

RULE 2012 12-5-2003 Federally enforceable

RULE 2012 5-6-2005 Federally enforceable

RULE 204 10-8-1993 Federally enforceable

RULE 217 1-5-1990 Federally enforceable

RULE 219 7-11-2003 Non federally enforceable

RULE 219 9-4-1981 Federally enforceable

RULE 2202 2-6-2004 Non federally enforceable

RULE 3002 11-14-1997 Federally enforceable

RULE 3003 11-14-1997 Federally enforceable

RULE 3003 3-16-2001 Non federally enforceable

RULE 3004 12-12-1997 Federally enforceable

RULE 3004(a)(10)(C) 12-12-1997 Federally enforceable

RULE 3004(a)(4)-PeriodicMonitoring 12-12-1997 Federally enforceable

RULE 3005 11-14-1997 Federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 3005 3-16-2001 Non federally enforceable

RULE 3007 10-8-1993 Federally enforceable

RULE 304 6-3-2005 Non federally enforceable

RULE 401 11-9-2001 Non federally enforceable

RULE 401 3-2-1984 Federally enforceable

RULE 402 5-7-1976 Non federally enforceable

RULE 403 12-11-1998 Federally enforceable

RULE 404 2-7-1986 Federally enforceable

RULE 405 2-7-1986 Federally enforceable

RULE 407 4-2-1982 Federally enforceable

RULE 408 5-7-1976 Federally enforceable

RULE 409 8-7-1981 Federally enforceable

RULE 430 7-12-1996 Non federally enforceable

RULE 431.1 6-12-1998 Federally enforceable

RULE 431.2 5-4-1990 Federally enforceable

RULE 431.2 9-15-2000 Non federally enforceable

RULE 441 5-7-1976 Non federally enforceable

RULE 461 3-7-2008 Non federally enforceable

RULE 461, BP,Healy, Phase I and II EVR Conditions 3-7-2008 Non federally enforceable

RULE 461, BellowslessConditions 3-7-2008 Non federally enforceable

RULE 461, Universal Conditions 3-7-2008 Non federally enforceable

RULE 463 5-6-2005 Federally enforceable

RULE 464 12-7-1990 Federally enforceable

RULE 468 10-8-1976 Federally enforceable

RULE 475 10-8-1976 Federally enforceable

RULE 475 8-7-1978 Non federally enforceable

RULE 476 10-8-1976 Federally enforceable

RULE 481 1-11-2002 Federally enforceable

40CFR 60 SubpartA 4-9-1993 Federally enforceable

40CFR 60 SubpartA 5-16-2007 Federally enforceable

40CFR 60 SubpartDb 11-16-2006 Federally enforceable

40CFR 60 SubpartGG 2-24-2006 Federally enforceable

40CFR 60 SubpartGGG 6-2-2008 Federally enforceable

40CFR 60 Subpart J 10-4-1991 Federally enforceable

40CFR 60 Subpart J 6-24-2008 Federally enforceable

40CFR 60 SubpartK 5-5-1989 Federally enforceable

40CFR 60 SubpartKa 5-5-1989 Federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

40CFR 60 SubpartKb 10-15-2003 Federally enforceable

40CFR 60 SubpartQQQ 10-17-2000 Federally enforceable

40CFR 61 SubpartA 5-16-2007 Federally enforceable

40CFR 61 SubpartFF 12-4-2003 Federally enforceable

40CFR 61 SubpartFF_02 12-4-2003 Federally enforceable

40CFR 63 SubpartA 5-16-2007 Federally enforceable

40CFR 63 Subpart CC 12-19-2005 Federally enforceable

40CFR 63 Subpart CC, #1 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #2 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #3A 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #4 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #5A 5-25-2001 Federally enforceable

40CFR 63 SubpartDDDDD 12-6-2006 Federally enforceable

40CFR 63 Subpart EEEE 7-28-2006 Federally enforceable

40CFR 63 SubpartGGGGG 11-29-2006 Federally enforceable

40CFR 63 SubpartUUU 4-20-2006 Federally enforceable

40CFR 63 SubpartUUU, #1 2-9-2005 Federally enforceable

40CFR 63 SubpartUUU, #2 2-9-2005 Federally enforceable

40CFR 63 SubpartUUU, #4 2-9-2005 Federally enforceable

40CFR 68 - Accidental Release Prevention 5-24-1996 Federally enforceable

RULE 701 6-13-1997 Federally enforceable

40CFR 79 7-1-1999 Federally enforceable

40CFR 80 7-1-1999 Federally enforceable

CA PRC CEQA 11-23-1970 Non federally enforceable

CONSENTDECREE CIVIL NO. 2 96 CV 095 RL 8-29-2001

CONSENTDECREE CIVIL NO. 2 96 CV 095 RL (FourthAmendment) 10-7-2005

CCR Title 13 9-24-1999 Non federally enforceable



Appendix A Page 1
Facility I.D.#: 131003
Revision #: DRAFT
Date: January29, 2009

FACILITY PERMIT TO OPERATE
BP WEST COAST PROD.LLC BP CARSON REF.

APPENDIXA: NOX AND SOX EMITTING EQUIPMENT EXEMPT FROMWRITTEN
PERMIT PURSUANT TO RULE 219

1. ANALYZER, CARBON/HYDROGEN/NITROGEN

2. ANALYZER, CARBON/HYDROGEN/SULFUR

3. ANALYZER, SULFUR

4. BUNSEN BURNER

5. I.C. ENGINES, DIESEL

6. I.C. ENGINES, GASOLINE
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Except as otherwiseprovided in Rule 1107

(1) VOC Content of Coatings

A person shall not apply to metal parts and products subject to the provisions

of this rule any coatings, including any VOC-containingmaterials added to the

original coating supplied by the manufacturer,which contain VOC in excess

of the limits specifiedbelow:

LIMITS

Grams of VOC Per Liter of Coating,

Less Water and Less Exempt Compounds

Coating Air Dried (lb/gal) Baked (lb/gal)
General

One-Component 275 (2.3) 275 (2.3)

Multi-Component 340 (2.8) 275 (2.3)

MilitarySpecification 340 (2.8) 275 (2.3)

EtchingFiller 420 (3.5) 420 (3.5)

Solar-Absorbent 420 (3.5) 360 (3.0)

Heat-Resistant 420 (3.5) 360 (3.0)

ExtremeHigh-Gloss 420 (3.5) 360 (3.0)

Metallic 420 (3.5) 420 (3.5)

ExtremePerformance 420 (3.5) 360 (3.0)

PrefabricatedArchitecturalComponent 420 (3.5) 275 (2.3)

Touch Up 420 (3.5) 360 (3.0)

Repair 420 (3.5) 360 (3.0)

SiliconeRelease 420 (3.5) 420 (3.5)

High PerformanceArchitectural 420 (3.5) 420 (3.5)

Camouflage 420 (3.5) 420 (3.5)

Vacuum-Metalizing 420 (3.5) 420 (3.5)

Mold-Seal 420 (3.5) 420 (3.5)

High-Temperature 420 (3.5) 420 (3.5)

Electric-InsulatingVarnish 420 (3.5) 420 (3.5)

Pan Backing 420 (3.5) 420 (3.5)

PretreatmentCoatings 420 (3.5) 420 (3.5)

-1-
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(2) A person shall not use VOC-containingmaterials which have a VOC content

of more than 200 grams per liter of material for stripping any coating

governedby this rule.
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

(1) Except as provided in paragraphs (c)(2), (c)(3), and (c)(4) of Rule

1113, the operator shall not supply, sell, offer for sale, apply, or solicit

the application of, any architectural coatingwhich, at the time of sale or

manufacture, containsmore than 250 grams of VOC per liter of coating

(2.08 pounds per gallon), less water, less exempt compounds, and less

any colorant added to tint bases, or manufacture, blend, or repackage

such a coating for use within the District.

(2) Except as provided in paragraphs (c)(3) and (c)(4) of Rule 1113, the

operator shall not supply, sell, offer for sale, apply, solicit the

application of, manufacture, blend, or repackage, for use within the

District, any architectural coating listed in the Table of Standardswhich

contains VOC (excluding any colorant added to tint bases) in excess of

the corresponding VOC limit specified in the table, after the effective

date specified.

TABLEOF STANDARDS

VOC LIMITS

Grams of VOC Per Liter of Coating,
LessWaterAnd Less Exempt Compounds

COATING Limit* Effective Effective Effective Effective Effective Effective
Date of 1/1/1998 1/1/1999 7/1/2001 1/1/2005 7/1/2008
Adoption

Bond Breakers 350
ClearWood Finishes
Varnish 350
SandingSealers 350
Lacquer 680 550 275

Concrete-CuringCompounds 350
Dry-FogCoatings 400
Fire-proofingExterior 350 450 350
Coatings
Fire-RetardantCoatings
Clear 650
Pigmented 350

Flats 250 100 50
GraphicArts (Sign)Coatings 500
IndustrialMaintenance

-1-
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

Primers and Topcoats
Alkyds 420
CatalyzedEpoxy 420
BituminousCoatings 420

Materials
InorganicPolymers 420
VinylChloridePolymers 420
ChlorinatedRubber 420
Acrylic Polymers 420
UrethanePolymers 420
Silicones 420
UniqueVehicles 420

Japans/FauxFinishing 350 700 350
Coatings
MagnesiteCementCoatings 600 450
MasticCoatings 300
Metallic PigmentedCoatings 500
Multi-ColorCoatings 420 250
PigmentedLacquer 680 550 275
Pre-TreatmentWash Primers 780
Primers,Sealers, and 350
Undercoaters
Quick-DryEnamels 400
Roof Coatings 300
Shellac
Clear 730
Pigmented 550

Stains 350
SwimmingPool Coatings
Repair 650
Other 340

TrafficCoatings 250 150
WaterproofingSealers 400
Wood Preservatives
Below-Ground 350
Other 350

* The specified limits remain in effect unless revised limits are listed in subsequentcolumns

in the Table of Standards

-2-
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

TABLEOF STANDARDS (cont.)

VOC LIMITS

Grams of VOC Per Liter ofMaterial

COATING Limit

Low-SolidsCoating 120

-3-
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APPENDIXB: RULE EMISSION LIMITS
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(1) The operator shall not, if he complies with an applicable performance standard

in section (b)(4) of Rule 1140, discharge into the atmosphere from any

abrasive blasting any air contaminant for a period or periods aggregating more

than three minutes in any one hour which is:

(A) As dark or darker in shade as that designated as No. 2 on the

Ringelmann Chart, as published by the United States Bureau ofMines,

or

(B) Of such opacity as to obscure an observer's view to a degree equal to

or greater than does smoke described in (1)(A).

(2) The operator shall not, if he is not complying with an applicable performance

standard in section (b)(4) of Rule 1140, discharge into the atmosphere from

any abrasive blasting any air contaminant for a period or periods aggregating

more than three minutes in any one hour which is:

(A) As dark or darker in shade as that designated as No. 1 on the

Ringelmann Chart, as published by the United States Bureau ofMines,

or

(B) Of such opacity as to obscure an observer's view to a degree equal to

or greater than does smoke described in (2)(A).
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APPENDIXB: RULE EMISSION LIMITS
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(1) The operator shall not, if he complies with an applicable performance standard

in section (b)(4) of Rule 1140, discharge into the atmosphere from any

abrasive blasting any air contaminant for a period or periods aggregating more

than three minutes in any one hour which is:

(A) As dark or darker in shade as that designated as No. 2 on the

Ringelmann Chart, as published by the United States Bureau ofMines,

or

(B) Of such opacity as to obscure an observer's view to a degree equal to

or greater than does smoke described in (1)(A).

(2) The operator shall not, if he is not complying with an applicable performance

standard in section (b)(4) of Rule 1140, discharge into the atmosphere from

any abrasive blasting any air contaminant for a period or periods aggregating

more than three minutes in any one hour which is:

(A) As dark or darker in shade as that designated as No. 1 on the

Ringelmann Chart, as published by the United States Bureau ofMines,

or

(B) Of such opacity as to obscure an observer's view to a degree equal to

or greater than does smoke described in (2)(A).
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APPENDIXB: RULE EMISSION LIMITS
[RULE 404 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, particulate

matter in excess of the concentration at standard conditions, shown in Table 404(a).

Where the volume discharged is between figures listed in the Table, the exact

concentration permitted to be discharged shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 404(a)

Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry Discharged Gas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions

Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute
25 or 883 450 0.196 900 31780 118 0.0515

less or
less

30 1059 420 .183 1000 35310 113 .0493

35 1236 397 .173 1100 38850 109 .0476

40 1413 377 .165 1200 42380 106 .0463

45 1589 361 .158 1300 45910 102 .0445

50 1766 347 .152 1400 49440 100 .0437

60 2119 324 .141 1500 52970 97 .0424

70 2472 306 .134 1750 61800 92 .0402
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Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry Discharged Gas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions

Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute

80 2825 291 .127 2000 70630 87 .0380

90 3178 279 .122 2250 79460 83 .0362

100 3531 267 .117 2500 88290 80 .0349

125 4414 246 .107 3000 105900 75 .0327

150 5297 230 .100 4000 141300 67 .0293

175 6180 217 .0947 5000 176600 62 .0271

200 7063 206 .0900 6000 211900 58 .0253

250 8829 190 .0830 8000 282500 52 .0227

300 10590 177 .0773 10000 353100 48 .0210

350 12360 167 .0730 15000 529700 41 .0179

400 14130 159 .0694 20000 706300 37 .0162

450 15890 152 .0664 25000 882900 34 .0148

500 17660 146 .0637 30000 1059000 32 .0140

600 21190 137 .0598 40000 1413000 28 .0122

700 24720 129 .0563 50000 1766000 26 .0114

800 28250 123 .0537 70000 2472000 23 .0100
or more or more
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FACILITYPERMITTO OPERATE

BP WEST COAST PROD.LLCBP CARSONREF.

APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, solid

particulate matter including lead and lead compounds in excess of the rate shown in

Table 405(a).

Where the process weight per hour is between figures listed in the table, the exact

weight of permitted discharge shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 405(a)

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
100 or 220 or 0.450 0.99 9000 19840 5.308 11.7

less less
150 331 0.585 1.29 10000 22050 5.440 12.0
200 441 0.703 1.55 12500 27560 5.732 12.6
250 551 0.804 1.77 15000 33070 5.982 13.2
300 661 0.897 1.98 17500 38580 6.202 13.7

350 772 0.983 2.17 20000 44090 6.399 14.1
400 882 1.063 2.34 25000 55120 6.743 14.9
450 992 1.138 2.51 30000 66140 7.037 15.5
500 1102 1.209 2.67 35000 77160 7.296 16.1
600 1323 1.340 2.95 40000 88180 7.527 16.6

700 1543 1.461 3.22 45000 99210 7.738 17.1
800 1764 1.573 3.47 50000 110200 7.931 17.5
900 1984 1.678 3.70 60000 132300 8.277 18.2
1000 2205 1.777 3.92 70000 154300 8.582 18.9



AppendixB Page 30
Facility I.D.#: 131003
Revision #: DRAFT
Date: January 29, 2009

FACILITYPERMITTO OPERATE

BP WEST COAST PROD.LLCBP CARSONREF.

APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
1250 2756 2.003 4.42 80000 176400 8.854 19.5

1500 3307 2.206 4.86 90000 198400 9.102 20.1
1750 3858 2.392 5.27 100000 220500 9.329 20.6
2000 4409 2.563 5.65 125000 275600 9.830 21.7
2250 4960 2.723 6.00 150000 330700 10.26 22.6
2500 5512 2.874 6.34 175000 385800 10.64 23.5

2750 6063 3.016 6.65 200000 440900 10.97 24.2
3000 6614 3.151 6.95 225000 496000 11.28 24.9
3250 7165 3.280 7.23 250000 551200 11.56 25.5
3600 7716 3.404 7.50 275000 606300 11.82 26.1
4000 8818 3.637 8.02 300000 661400 12.07 26.6

4500 9921 3.855 8.50 325000 716500 12.30 27.1
5000 11020 4.059 8.95 350000 771600 12.51 27.6
6000 13230 4.434 9.78 400000 881800 12.91 28.5
7000 15430 4.775 10.5 450000 992100 13.27 29.3
8000 17640 5.089 11.2 500000 1102000 13.60 30.0

or more or more
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APPENDIXB: RULE EMISSION LIMITS
[RULE 461, BP, Healy, Phase I and II EVR Conditions 3-7-2008]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 461, BP, Healy, Phase I and II EVR Conditions 3-7-2008]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 461, BP, Healy, Phase I and II EVR Conditions 3-7-2008]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 461, BP, Healy, Phase I and II EVR Conditions 3-7-2008]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 461, Bellowsless Conditions 3-7-2008]
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D�(#D�$(#/',(*#,� #%, '#,?,!-,&-'#"�#M!*"(!8"#('.('*'�","!?'*#$.��#('Y$'*";
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