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STATE OF NEVADA

BUREAU OF AIR POLLUTION CONTROL
NO. AP3441-0811.01
CLASS I AIR QUALITY OPERATING PERMIT

SPECIFIC REQUIREMENTS

Issued to: SMI Joist – Nevada, as Permittee


Section VI.  Specific Operating Conditions
A.
Emission Unit #PF1.001 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 01 - Paint Dip Tank

	PF
	1.001 
	Paint Dip Tank #1 (3.5 x 85.0 x 7.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.001 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.001, Permittee will not discharge or cause the discharge into the atmosphere from PF1.001, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.001 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.001 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.001 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.001 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
B.
Emission Unit # PF1.002 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 02 - Paint Dip Tank

	PF
	1.002
	Paint Dip Tank #2 (3.5 x 85.0 x 7.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.002 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.002, Permittee will not discharge or cause the discharge into the atmosphere from PF1.002, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.002 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.002 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.002 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.002 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
C.
Emission Unit #PF1.003 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 03 - Paint Dip Tank

	PF
	1.003
	Paint Dip Tank #3 (3.5 x 75.0 x 4.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.003 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.003, Permittee will not discharge or cause the discharge into the atmosphere from PF1.003, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.003 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.003 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.003 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.003 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
D.
Emission Unit # PF1.004 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 04 - Paint Dip Tank

	PF
	1.004
	Paint Dip Tank #4 (3.5 x 75.0 x 4.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.004 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.004, Permittee will not discharge or cause the discharge into the atmosphere from PF1.004, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.004 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.004 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.004 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.004 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
E.
Emission Unit # PF1.005 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 05 - Paint Dip Tank

	PF
	1.005
	Paint Dip Tank #5 (3.5 x 65.0 x 3.5 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.005 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.005, Permittee will not discharge or cause the discharge into the atmosphere from PF1.005, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.005 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.005 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.005 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.005 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
F.
Emission Unit # PF1.006 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 06 - Paint Dip Tank

	PF
	1.006
	Paint Dip Tank #6 (3.5 x 65.0 x 4.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.006 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.006, Permittee will not discharge or cause the discharge into the atmosphere from PF1.006, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.006 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.006 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.006 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.006 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
G.
Emission Unit # PF1.007 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 07 - Paint Dip Tank

	PF
	1.007
	Paint Dip Tank #7 (3.5 x 75.0 x 4.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.007 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.007, Permittee will not discharge or cause the discharge into the atmosphere from PF1.007, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.007 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.007 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.007 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.007 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
H.
Emission Unit # PF1.008 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 08 - Paint Dip Tank

	PF
	1.008
	Paint Dip Tank #8 (3.5 x 65.0 x 3.5 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.008 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.008, Permittee will not discharge or cause the discharge into the atmosphere from PF1.008, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.008 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.008 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.008 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.008 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
I.
Emission Unit # PF1.009 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 09 - Paint Dip Tank

	PF
	1.009
	Paint Dip Tank #9 (3.5 x 40.0 x 7.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.009 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.009, Permittee will not discharge or cause the discharge into the atmosphere from PF1.009, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.009 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.009 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.009 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.009 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
J.
Emission Unit # PF1.010 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 10 - Paint Dip Tank

	PF
	1.010
	Paint Dip Tank #10 (3.5 x 40.0 x 7.0 feet)


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.010 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.010, Permittee will not discharge or cause the discharge into the atmosphere from PF1.010, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.010 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.010 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a.
PF1.010 may contain paint/coating material and/or solvent only.

b.
Hours
PF1.010 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
K.
Emission Unit #S2.001 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 11 - Paint/Solvent Storage Tank

	S
	2.001
	Storage Tank #1 (5,300 Gallon Capacity)


1.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Air Pollution Equipment
Control system consisting of a fixed roof.

Tank 1 (S2.001)

Inside Diameter (ft):  10

Height (ft):  8

Capacity (gallons):  5,300

True Vapor Pressure (psia):  0.55836

2.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Emission Limits
On and after the date of startup of S2.001, Permittee will not discharge or cause the discharge into the atmosphere from S2.001, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from S2.001 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from S2.001 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Operating Parameters
a.
S2.001 will have a maximum capacity of 5,300 gallons.

b.
Hours
S2.001 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Shielded Requirements
No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
L.
Emission Unit #S2.002 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 12 - Paint/Solvent Storage Tank

	S
	2.002
	Storage Tank #2 (5,300 Gallon Capacity)


1.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Air Pollution Equipment
Control system consisting of a fixed roof.

Tank 2 (S2.002)

Inside Diameter (ft):  10

Height (ft):  8

Capacity (gallons):  5,300

True Vapor Pressure (psia):  0.55836

2.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Emission Limits
On and after the date of startup of S2.002, Permittee will not discharge or cause the discharge into the atmosphere from S2.002, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from S2.002 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from S2.002 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Operating Parameters
a.
S2.002 will have a maximum capacity of 5,300 gallons.

b.
Hours
S2.002 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Shielded Requirements
No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
M.
Emission Unit #S2.003 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 13 - Paint/Solvent Storage Tank

	S
	2.003 
	Storage Tank #3 (5,300 Gallon Capacity)


1.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Air Pollution Equipment
Control system consisting of a fixed roof.

Tank 3 (S2.003)

Inside Diameter (ft):  8

Height (ft):  14

Capacity (gallons):  5,300

True Vapor Pressure (psia):  0.55836

2.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Emission Limits
On and after the date of startup of S2.003, Permittee will not discharge or cause the discharge into the atmosphere from S2.003, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from S2.003 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from S2.003 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Operating Parameters
a.
S2.003 will have a maximum capacity of 5,300 gallons.

b.
Hours
S2.003 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Shielded Requirements
No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
N.
Emission Unit #S2.004 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 14 - Paint/Solvent Storage Tank

	S
	2.004 
	Storage Tank #4 (5,300 Gallon Capacity)


1.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Air Pollution Equipment
Control system consisting of a fixed roof.

Tank 4 (S2.004)

Inside Diameter (ft):  8

Height (ft):  14

Capacity (gallons):  5,300

True Vapor Pressure (psia):  0.55836

2.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Emission Limits
On and after the date of startup of S2.004, Permittee will not discharge or cause the discharge into the atmosphere from S2.004, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003 and S 2.004 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from S2.004 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from S2.004 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Operating Parameters
a.
S2.004 will have a maximum capacity of 5,300 gallons.

b.
Hours
S2.004 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program
Shielded Requirements
No Shield Requested.

Section VI.  Specific Operating Conditions (continued)
J.
Emission Unit # PF1.010 location North 4374.75 km, East 335.088 km, UTM (Zone 11)

	System 10 – A Flow Coater

	PF
	1.011
	A Flow Coater with 30 feet length, 5 feet width, and 4 feet height


1.
Air Pollution Equipment  (NAC 445B.308.5, NAC 445B.346.1)

PF1.011 shall be operated in a manner which ensures compliance with the opacity limitation and minimizes emissions.

2.
Emission Limits  (NAC 445B.305, NAC 445B.346.1)
On and after the date of startup of PF1.011, Permittee will not discharge or cause the discharge into the atmosphere from PF1.011, the following pollutants in excess of the following specified limits:

a.
NAC 445B.305  Part 70 Program – The combined discharge of VOC (volatile organic compounds) to the atmosphere for PF1.001, PF1.002, PF1.003, PF1.004, PF1.005, PF1.006, PF1.007, PF1.008, PF1.009, PF1.010, S2.001, S2.002, S2.003, S2.004 and PF1.011 combined, and any other VOC containing material utilized for joist manufacturing and coating/clean-up processes will not exceed the emissions limitations set forth in Section VII A.1.a of this permit.

b.
SIP 445.721 (Federally Enforceable SIP Requirement) - The opacity from PF1.011 will not equal or exceed 20% for a period or periods aggregating more than 3 minutes in any one hour in accordance with SIP 445.721.

c.
NAC 445B.22017 (State Only Requirement)  - The opacity from PF1.011 will not equal or exceed 20% in accordance with NAC 445B.22017.

3.
Operating Parameters  (NAC 445B.308.5; NAC 445B.346.1)

a. 
The maximum allowable throughput rate for PF1.010 will not exceed 9 tons of steel per any one-hour period, nor more than 26,280 tons per any 12-month rolling period.

b.
Hours
PF1.010 may operate 8,760 hours per calendar year.

4.
NAC 445B.3405 (NAC 445B.316)  Part 70 Program

Shielded Requirements

No Shield Requested.

************End of Specific Operating Conditions**************

Section VII.  Emission Caps

A.
Cap for Emission Units PF1.001 through PF1.011 and S2.001 through S2.004
1.
Emission Limits

On and after the effective date of this operating permit, SMI Joist - Nevada will not discharge or cause the discharge into the atmosphere, the following pollutants in excess of the following specified limits:

a.
The total discharge of VOC from PF1.001 through PF1.011 and S2.001 through S2.004 combined, and any other VOC emitting process utilized at the facility for joist manufacturing and coating/clean-up processes, to the atmosphere will not exceed 247.82 tons per year, calculated on a 12-month rolling period.

b.
The total discharge of HAPs from PF1.001 through PF1.011 and S2.001 through S2.004 combined, and any other HAP emitting process utilized at the facility for joist manufacturing and coating/clean-up processes, to the atmosphere will not exceed 9.86 tons per year of any single HAP or exceed 24.67 tons per year of any combination of HAPs, calculated on a 12-month rolling period.

c.
The emission limits in this paragraph apply at all times, including startups, shutdowns, and normal operations.

2.
Monitoring, Recordkeeping, Reporting and Compliance NAC 445B.316 (445.7114)

a.
SMI Joist - Nevada will:

(1)
Monitor and record the VOC and/or HAP content in pound(s) per gallon as provided by the vendor for each paint/coating material, solvent, and any other VOC and/or HAP containing material contained in PF1.001 through PF1.011 and S2.001 through S2.004 and any other joist manufacturing and coating/clean-up processes performed at the facility on a monthly basis.  The VOC and/or HAP content shall be determined as follows:

i.
The VOC and/or HAP content will be obtained from the vendor Material Safety Data Sheets (MSDS).  The vendor data must meet the definition of a certified product data sheet as defined in 40 CFR 63.801(a).  40 CFR part 60, Appendix A, Method 24 will be used to determine VOC content if additional testing is required by SMI Joist - Nevada, Nevada Bureau of Air Quality and/or the United States Environmental Protection Agency.

ii.
When paint/coating material, solvent and any other VOC and/or HAP containing material with varying VOC and/or HAP contents are mixed or combined in PF1.001 through PF1.011 and S2.001 through S2.004, the VOC and/or HAP content in pound(s) per gallon of the mixture will be calculated using material balance.  The starting gallons contained in PF1.001 through PF1.011 and S2.001 through S2.004 will be measured with a measuring stake and recorded in gallons prior to addition of a paint/coating material, solvent and any other VOC and/or HAP containing material with a varying VOC and/or HAP content as specified in A.2.a.2.i below. The ending gallons contained in PF1.001 through PF1.011 and S2.001 through S2.004 will be measured with a measuring stake and recorded in gallons after the addition of a paint/coating material, solvent and any other VOC and/or HAP containing material with a varying VOC and/or HAP content as specified in A.2.a.2.ii below.

iii.
The gallons and VOC and/or HAP content of each paint/coating material, solvent and any other VOC and/or HAP containing material with varying VOC and/or HAP contents which are mixed or combined in PF1.001 through PF1.011 and S2.001 through S2.004 as identified in A.2.a.1.i and A.2.a.1.ii above will be measured and recorded.

(2)
Monitor and record the usage rate in gallons of each paint/coating material, solvent and any other VOC and/or HAP containing material contained in PF1.001 through PF1.011 and S2.001 through S2.004 on a monthly basis.  The usage rate shall be calculated as follows:

i.
The starting gallons of paint/coating material, solvent and any other VOC and/or HAP containing material contained in PF1.001 through PF1.011 and S2.001 through S2.004 will be measured in inches using a measuring stake and recorded in gallons at the beginning of each month.

ii.
The ending gallons of paint/coating material, solvent and any other VOC and/or HAP containing material contained in PF1.001 through PF1.011 and S2.001 through S2.004 will be measured in inches using a measuring stake and recorded in gallons at the end of each month.

iii.
The gallons of paint/coating material, solvent and any other VOC and/or HAP containing material added to PF1.001 through PF1.011 and S2.001 through S2.004 will be recorded when added each month and will be determined from purchase and invoice records. Copies of all purchase orders and invoices used to determine paint/coating material, solvent and any other VOC and/or HAP containing material monthly usage rate must be maintained with the corresponding months records. 

iv.
The total gallon usage of each paint/coating material, solvent and any other VOC and/or HAP containing material in PF1.001 through PF1.011 and S2.001 through S2.004 will be determined from the beginning gallons recorded at the first of each month plus the gallons added each month minus the ending gallons recorded at the end of each month (Starting gallons + purchases - ending gallons).

Section VII.  Emission Caps (continued)

A.
Cap for Emission Units PF1.001 through PF1.011 and S2.001 through S2.004 (continued)

2.
Monitoring, Recordkeeping, Reporting and Compliance NAC 445B.316 (445.7114) (continued)

a.
SMI Joist - Nevada will: (continued)

(3)
Monitor and record the VOC and/or HAP emissions in tons/year of each paint/coating material, solvent, and any other VOC and/or HAP containing material contained in PF1.001 through PF1.011 and S2.001 through S2.004 on a monthly basis.  VOC and/or HAP emissions will be determined from the VOC and/or HAP content per gallon and total monthly gallons used as determined in A.2.a.1 and A.2.a.2 above.

(4)
Monitor and record the VOC and/or HAP emissions in tons/year of each insignificant process listed in the “Class I Non Permit Equipment List,” Appended to this Permit.  These emissions will be determined as follows:

i.
Monitor and record the usage of welding wire in pounds per month.

a.
HAP emissions from welding will be based upon the usage of welding wire in pounds per month, recorded on a monthly basis.  The emission factors used to determine welding wire HAP emissions will be recorded along with the emission factor reference citation.

ii.
Monitor and record usage of fuel in the fuel storage tanks.

a.
VOC and/or HAP emissions from fuel storage will be determined from the use of TANKS or similar modeling protocol, and an appropriate speciation table for the fuel.

iii.
Monitor and record consumption of fuel in fuel burning processes.

a.
VOC and/or HAP emissions from fuel burning will be determined from the use of applicable emission factors.  The emission factors used to determine fuel burning VOC and/or HAP emissions will be recorded along with the emission factor reference citation.

A.
Cap for Emission Units PF1.001 through PF1.011 and S2.001 through S2.004 (continued)

2.
Monitoring, Recordkeeping, Reporting and Compliance NAC 445B.316 (445.7114) (continued)

a.
SMI Joist - Nevada will: (continued)

(5)
The required monitoring and recordkeeping established in A.2.a.1 through A.2.a.4 of this Section, will be maintained in a contemporaneous log containing, at minimum, the following:

i.
The calendar date of any required monitoring.

ii.
The total VOC and/or HAP content in pound(s) per gallon, of each paint/coating material, solvent and any other VOC and/or HAP containing material contained in PF1.001 through PF1.011 and S2.001 through S2.004 as identified in A.2.a.1 above.

iii.
The combined total quantity of VOC and/or HAP emitted in ton(s), at the end of each calendar month for the corresponding material usage as determined from each monthly record as identified in A.2.a.3 and A.2.a.4 above.  The resultant monthly totals for PF1.001 through PF1.011, S2.001 through S2.004 and each insignificant process listed in the “Class I Non Permit Equipment List,” Appended to this Permit will be added on a rolling monthly basis and compared against the annual emission limitation established in Sections VII.A.1.a and VII.A.1.b of this permit.

iv.
These records shall list each paint/coating material and solvent and any other VOC and/or HAP containing material or emitting process by color, manufacturer, brand, and product name.

b.
When operating under Part A of this Section, Permittee must record in a contemporaneous log all monitoring and recordkeeping information required under 2.a of this Section.  In addition, a reference must be included in the contemporaneous log that identifies that all of the emission units specified in Part A of this Section are operating under the provisions of Section VII. A. of this operating permit.

************End of Emission Caps**************

Section VIII.  Surface Area Disturbance Conditions

No specific conditions required.

************End of Surface Area Disturbance Conditions**************

Section IX.  Schedules of Compliance

A.
Chemical Accident Prevention Provisions
If applicable, Permittee shall:

1.
Submit a compliance schedule for meeting the requirements of 40 CFR Part 68.215 by the date provided in 40 CFR Part 68.10(a) or;

2.
Submit as part of the compliance certification submitted under 40 CFR Part 70.6(c)(5), a certification statement that the source is in compliance with all requirements of 40 CFR Part 68.215, including the registration and submission of the risk management plan.

B.
Permittee is not in compliance with NAC 445B.230 - “Plan for reduction of emissions.”  In order to achieve compliance, Permittee shall submit a plan for reducing or eliminating emissions associated with the stationary source in accordance with the episode stages of alert, warning, and emergency as contained in the applicable State Implementation Plan for the State of Nevada.  The plan must be submitted within 180 day of issuance of this permit.
************End of Schedules of Compliance**************
Section X.  Amendments

3/xx/05- Add a flow coater to the operation and the emissions limits for VOC would be under the same emission cap.

This permit:

1.
Is non-transferable. (NAC 445B.287) Part 70 Program
2.
Will be posted conspicuously at or near the stationary source. (NAC 445B.318)(State Only Requirement)
3.
Will expire and be subject to renewal five (5) years after the issuance date of January 13, 2004. (NAC 445B.315) Part 70 Program
4.
A completed application for renewal of an operating permit must be submitted to the director on the form provided by him with the appropriate fee at least 180 calendar days before the expiration date of this operating permit. (NAC 445B.323.2 Part 70 Program
5.
Any party aggrieved by the Department’s decision to issue this permit may appeal to the State Environmental Commission (SEC) within ten days after the date of notice of the Department’s action. (NRS 445B.340)(State Only Requirement)
	THIS PERMIT EXPIRES ON:
	January 13, 2009

	
	
	Signature
	

	
	
	Issued by:
	Matthew A. DeBurle

Supervisor, Class I Permitting Branch

Bureau of Air Pollution Control

	
	
	Phone:
	(775) 687-9337
	Date:
	March xx, 2004
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Class I Non-Permit Equipment List
Appended to SMI Joist – Nevada #AP3441-0811.01

	Emission Unit #
	Insignificant Emission Unit Description

	IA1.001

IA1.002

IA1.003

IA1.004

IA1.005

IA1.006

IA1.007-IA1.0061
	Welding Operations, 385 tons weldaments per year

Sandblasting Operations, less than 2.0 tons sand per year

Fire Pump Diesel Fuel Tank, 200 gallon capacity

Facility Diesel Fuel Tank, 500 gallon capacity

Facility Gasoline Tank, 500 gallon capacity

Diesel Fire Pump, 150 HP

Natural Gas Heaters, 55 @ 0.09MMBtu/hr each


	Emission Unit #
	Non-Road Engines

	NR1.001-NR1.003

NR1.002
	Forklifts 1-3, 1.113 MMBtu/hr each

Forklift 4, 0.595 MMBtu/hr
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