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Introduction
The El Dorado County Air Quality Management District (District) intends to reissue a Title V permit to Sierra Pacific Industries (SPI) Camino facility.  The facility emits pollutants above the major source thresholds identified in the federal regulations implementing Title V (40 CFR Part 70).
Facility Description

Sierra Pacific Industries (SPI) owns and operates a lumber mill in Camino, California, for the production of finished dimensional lumber.  The Camino mill has been in operation since 1951.  This facility was issued a Title V Operating Permit on 22 June 2004.

The facility encompasses the following emission units and air pollution control devices:

· Wood fired boiler served by a multiclone particulate collector

· Planer and trim saw served by a dual cyclone particulate collector

· Trim saw hog served by a single cyclone particulate collector

· Shavings bins loading area served by a water spray curtain

· Gas station served by a gasoline vapor recovery system

· Emergency backup generator for feedwater pump operation during loss of power

The Camino lumber mill facility utilizes a single wood fired boiler, installed in 1965, to generate steam for dry kilns located on site.  No major modifications have been performed to the boiler since its installation.  No electricity is sold by the facility.   The boiler is operated at a heat input of 75 million to 125 million BTU/hour (approximately 50,000 to 90,000 pounds per hour of steam).
Title V Operating Permit Changes
Changes to Applicable Federal Requirements

The proposed permit renewal contains conditions to ensure applicable federal requirements will be satisfied.  This listing is unchanged from the initial Title V release except for the addition of the following:
	Applicable Federal Requirement

SIP Approved District Rules
	Summary

	Rule 233
	Stationary Internal Combustion Engines


Changes to Non-Federally Enforceable Requirements

The proposed permit renewal contains some local requirements, not contained in the California’s State Implementation Plan (SIP) for El Dorado County Air Quality Management District.  This listing is unchanged from the initial Title V release.
Changes to Non-Applicable Requirements

There are no new Federal New Source Performance Standards (NSPS) or National Emission Standards for Hazardous Air Pollutants (NESHAPs) that apply to the facility.
New Equipment
Single Cyclone Replacement
The facility submitted an ATC application in 2008 for replacement of the single cyclone serving the trim saw hog.  The District permit reviewer interpreted the replacement to trigger a review under the New Source Review (NSR) provisions of District Rule 523.  Under the rule, the applicant is required to apply Best Available Control Technology (BACT) to a new emissions unit or modification of an existing emissions unit, which would result in an increase in emissions, and have the potential to emit 80 pounds per day of the affected pollutant (PM10).  Consequently, the District imposed an 80 pound per day emission limit for PM10 on operation of the single and dual cyclones to prevent triggering of the BACT requirement.  A calculation procedure was used to derive relatively restrictive PM10 hourly mass emission rates and grain loading standards.  For instance, for the single cyclone, a mass emission rate of 0.55 pounds per hour of PM10 was imposed, with an accompanying grain loading standard of 0.004 grains/dry standard cubic foot.
These PM10 mass emission rates and grain loading standards are not practically enforceable.  Therefore, an 80 pound per day PM10 mass emission rate limit only is imposed on the single and dual cyclones to preserve the intent of the original NSR/BACT review.  The daily emission standard is practically enforceable and is adequately protective in this situation.
Installation of Emergency Backup Generator

The facility submitted an ATC application in 2008 for installation of an emergency backup generator to provide standby power to the feedwater pump during loss of power from the primary utility.  The proposed device is a 123 HP propane powered generator with a 3-way catalyst and air-fuel ratio controller.
The District permit reviewer evaluated the new installation and determined it to trigger a review under the New Source Review (NSR) provisions of District Rule 523.  Under the rule, the applicant is required to apply Best Available Control Technology (BACT) to a new emissions unit which would result in an increase in emissions, and have the potential to emit 10 pounds per day of ROC, NOx or SOx, 80 pounds per day PM10 or 550 pounds per day of CO.  This device does not exceed any of these BACT trigger levels.
In order to comply with District Rule 233, Stationary Internal Combustion Engines, emergency standby engines may only be operated during an emergency (200 hours per year) or maintenance operation. Maintenance operation is limited to 50 hours per calendar year.  Emergency standby engine may not be operated to supplement a primary power source when the load capacity or rating of the primary power source has either been reached or exceeded.

Installation of Aboveground Gasoline Storage Tank
The facility submitted an ATC application in 2008 for installation of a 1,000 gallon aboveground gasoline storage tank to dispense unleaded fuel for vehicles and equipment.  The District permit reviewer interpreted the new installation to trigger a review under the New Source Review (NSR) provisions of District Rule 523.  Under the rule, the applicant is required to apply Best Available Control Technology (BACT) to a new emissions unit or modification of an existing emissions unit, which would result in an increase in emissions.

The new aboveground gas tank replaces usage of an existing underground gas tank.  The underground tank has been converted to dispense diesel, an exempt fuel that does not require a District permit.  The new aboveground tank will release slightly more fugitive emissions than the previously permitted underground gas tank; however, a reduction in maximum permitted throughput will ensure the new emissions unit will not result in an overall increase in emissions.  The permitted emission limit is enforceable and is adequately protective in this situation.
Other Title V Operating Permit Changes
Portable Analyzer and Periodic Monitoring
At the time of the initial Title V Operating Permit release (22 June 2004) a Continuous Emission Monitor (CEM) was not installed.  A compliance plan was documented, Appendix A, to install, calibrate and test the new equipment.  The CEM unit was installed; relative accuracy (RATA) tests performed and documented with subsequent boiler source tests.  With the successful installation/operation of the CEMs unit the portable analyzer and periodic monitoring requirements contained in the Title V Operating Permit are no longer required.
Paragraph 5.1.3, 5.1.4, 5.1.5 and Appendix A have been modified to delete references to “Portable Analyzer” or “Periodic Monitoring” (applicable to portable analyzer).

Alternative Source Test Requirements

The initial Title V Operating Permit required successfully conducting a dual cyclone (CD2) annual source test for two consecutive years followed by a source test once each five years.  Consultation with Sierra Pacific Industries at Camino, other facilities and other air districts disclosed this process to be costly and inefficient.  District conducted annual EPA Method 9, Visual Emission Evaluation (VEE), testing would provide additional results without added cost.  This option, described as “Alternative Source Test Requirement”, was added and has been used successfully since 2007.
Upset Breakdown Conditions
Each emissions unit contained within the Title V Operating Permit contained provisions for Upset Breakdown.  Each of these provisions was identical and duplicated the upset breakdown conditions contained within paragraph “4.0 Generally Applicable Requirements”.  This duplication is unnecessary and was deleted to allow emphasis of unique emission unit requirements.

Compliance Certification
Title V Operating Permit paragraph 8.9 required submitting an annual compliance certification to the U.S. EPA and District every 12 months.  Unfortunately this due date was interpreted as each 12 months from 22 June 2004.  This certification date did not coincide with due dates for any other records.  All other required records were based on the calendar year and due each quarter or by January 31 for the preceding year.  Modifying this paragraph to read, “A responsible official of the permit holder’s facility will submit a compliance certification by January 31st of each year to the U.S. EPA and the AQMD, detailing compliance for the previous calendar year” will ensure accurate and timely submittal of all data.
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