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The Lassen County Air Pollution Control District intends to renew the Title V permit for the HL 
Power Company's Biomass Cogeneration Plant located in Wendel, California. The District Staff 
has worked very closely with Andrew Chew, from your office, in the development of the Technical 
Support Document (TSD) and the Proposed Permit. The notice of intent to renew the permit was 
published in the July 16th, 2013 edition of the Lassen County Times, at the same time the documents 
were sent to the California Air Resources Board. No comments were received nor were there any 
requests made for a public hearing. 

Pursuant to the Lassen County Air Pollution Control District Rule VII- Permits to Operate For 
Sources Subject to Title V of the Federal Clean Air Act Amendments of 1990; Section 7:6 (e), this 
letter shall serve a written notice to the U.S. EPA of the proposed decision to renew the permit. 
Attached are the following documents: 

1) Proposed Permit 
2) District Analysis (TSD) 
3) Public Notice Submitted for Publication 

Please contact me at (530) 257-1041 if you require further information. 

Sincerely, 

Dan Newton 
APCO 
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Wendel, CA 96136 

(530) 254-6161 

Responsible Official - Patrick Holley 
Facility Contact- Patrick Holley 

Type of Facility: 
Primary SIC: 
Product: 

Electric Power Generation 
4911 
Electric power 

ISSUED BY THE LASSEN COUNTY AIR POLLUTION CONTROL DISTRICT 
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( GENERAL CONDITIONS 

A. Permit Expiration 

This permit to operate shall be valid for a term of 5-years from the date of issuance. ( 40 
CFR70.6 (a) (2)) 

B. Transfer of Ownership 

In the event of any changes in control or ownership of facility this permit shall be binding on 
all subsequent owners and operators. The applicant shall notify the succeeding owner and 
operator of the existence of the Title V permit and its conditions by letter a copy of which 
shall be forwarded to The USEP A Regional Administrator and the State and Local Air 
Pollution Control Agency. (PSD VI) 

C. Severability 

The provisions of this permit are severable, and if any provision of this permit to operate is 
held invalid, the remainder ofthis permit shall not be affected. (40 CFR 70.6 (a) (5)). 

D. Compliance 

The permittee shall permit comply with all conditions of this permit. Any permit 
noncompliance constitutes a violation of the Act and is grounds for enforcement action: for 

. permit termination, revocation, and reissuance, or modification; or. for denial of a permit 
renewal application. (40 CFR 70.6 (a) (6) (i)) 

E. Need to halt or reduce activity not a defense. 

It shall not be a defense for a permittee in an enforcement action that it would have been 
necessary to halt or reduce the permitted activity in order to maintain compliance with the 
conditions of this permit. (40 CFR 70.6(a) (6) (ii)) 

F. Modification, Revocation, Reopening for Cause 

This permit may be modified, revoked, reopened, and reissued, or terminated for cause. The 
filing of a request by the permittee for permit modification, revocation and reissuance, or 
termination, or of a notification of planned changes or anticipated noncompliance does not 
stay any permit condition (40 CFR 70.6 (a) (6) (iii)) 
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G. Property Rights 

This permit does not convey any property rights of any sort, or any exclusive privilege. ( 40 
CFR 70.6 (a) (6) (iv)) 

H. Information and Records Submittal 

The permittee shall furnish to the permitting authority, within a reasonable time, any 
information that the permitting authority may request in writing to determine whether cause 
exists for modifying, revoking and reissuing, or terminating the permit or to determine 
compliance with the permit. Upon request, the permittee shall also furnish to the permitting 
authority copies of records required to be kept by the permit or, for information claimed to 
be confidential, the permittee may furnish such records directly to the Administrator along 
with a claim of confidentiality (40 CFR 70.6(a) (6) (v)) 

I. Operating Permit Fees 

The permittee shall pay fees in accordance with schedule in regulation III as approved 
pursuant to 40 CFR S70.9. (40 CFR 70.6 (a) (7)) 

J. Emissions trading and Economic incentives 

No permit revision shall be required under any approved economic incentives, marketable 
permits, emissions trading and other similar programs or processes for changes that are in the 
permit. (40 CFR 70.6(a) (8)) 

K. Permit Shield - Deleted, May 1, 2003 

L. Right of Entry 

Permittee shall provide to authorized District and US EPA inspectors, upon presentation of 
credentials, access at reasonable times to facilities, equipment, operations, and records, to 
inspect any equipment, operation or method and to sample emissions (40 CFR 70.6 (c) (2), 
PSD Condition V) 

M. Sampling Facilities 

Permittee shall provide access and adequate and safe facilities for use in sampling to 
determine compliance with applicable requirements. This includes constructing the air 
pollution control system such that volumetric flow rate and pollutant emission rates can be 
accurately determined by applicable test methods and procedures and providing a stack or 
duct free of cyclonic flow during performance tests, as demonstrated by applicable test 
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methods and procedures. The permittee shall provide Safe sampling platform(s); Safe access 
to sampling platform(s); Utilities for sampling and testing equipment. (40 CFR 60.8(e), Rule 
2:7) 

N. Facilities Operation 

The equipment, facilities and systems installed or used to achieve compliance with the terms 
and conditions of this permit shall at all times, to the extent practicable, including periods of 
startup, shutdown, and malfunction, be maintained in a manner consistent with good air 
pollution control practice. The facility shall not discharge from any source such quantities of 
air contaminants or other material which cause injury, detriment, nuisance, or annoyance to 
any considerable number of persons or to the public, or which endanger the comfort, repose, 
health, or safety of any such persons or the public, or which cause, or have a natural tendency 
to cause, injury or damage to business or property. (40 CFR 60.11(d), PSD Condition III); 
(LCAPCD Rule 4.02). 

1. All permitted emission units at this facility are prohibited from emitting 
more than the following amounts of air contaminants: 

2. 

0.3 grain/cubic ft. of combustion contaminant (particulate matter) at 12% C02 
at standard operating conditions 

0.2 percent by volume sulfur compounds as so2 

The facility shall comply with all applicable state statutes, ordinances, 
rules and regulations 

3. Open burning is prohibited at this facility except as allowed by Lassen County 
APCD permit 

11. ADMINISTRATIVE REQUIREMENTS: PERMITS REQURIED 

A. Duty to Apply-Authority to Construct 

Except as provided in Rule 2:1, any building, erecting, altering or replacing of any article, 
machine, equipment or other contrivance, the use of which may cause the issuance of air 
contaminates or the use of which may eliminate or reduce or control for issuance of air 
contaminants, shall first apply for a permit and obtain authorization for such construction 
pursuant to Regulation II, Rules 2:0- 2:11. Such construction may be subject to New Source 
Review under Regulation VI, Rule 6:1- 6:9 ofthe LCAPCD, and/or Prevention of Significant 
Deterioration pursuant to Rule 6:4 and 40 CFR Part 52:21 (LCAPCD 2:0, 2:4) 
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B. New Source Review 

Any new emission unit or modification that results in an emission increase exceeding the 
amounts in Rule 6:4a. Shall be constructed using Best Available Control Technology. 
Emission offsets (Rule 6:4b) may be required to offset annual emission increases. (LCAPCD 
Regulation VI) 

C. Fees for New Source Review 

Every application for or modification to an Authority to Construct or Permit to Operate is 
subject to fees in accordance with Regulation Ill. (LCAPCD Regulation Ill, 40 CFR 
70.6(a)(7)) 

D. Operating Permit Required 

1. The owner or operator shall not operate the source except in compliance with an 
operating permit; however, the failure to have an operating permit is not a violation 
if a timely and complete application for permit issuance (including for renewal) has 
been submitted. This protection shall cease to apply if, subsequent to the 
completeness determination the applicant fails to submit by the deadline specified 
in writing by the LCAPCD, any additional information identified as being needed to 
process the application. (40 CFR 70.7(b), LCAPCD Rule 2:0) 

2. Permit expiration terminates the source's right to operate unless a timely and 
complete renewal application has been submitted. (40 CFR 70.7(c) (l)(ii)) 

. . . . . . 

111. OPERATING PERMIT ISSUANCE I RENEWAL I REOPENINGS I 
REVISIONS (40 CFR 70.7) 

A. Administrative Permit Amendments, Modifications 

1. The following shall be allowed as an Administrative Permit Amendment: ( 40 CFR 
70.7(d)) 
A. Changes that correct a typographical error; 
B. Permit amendments that identify a minor administrative change at the stationary 

source; for example, a change in the name, address, or phone number of any 
person identified in the permit; 

C. Requires more frequent monitoring or reporting by a responsible official of the 
( stationary source; or 
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D. Transfers ownership or operation control of a stationary source, provided that, 
prior to the transfer, the APCO receives a written agreement, which specifies a 
date for the transfer or permit responsibility, coverage and liability from the 
current to the prospective permittee. 

E. Any amendments that incorporate into the operating permit the requirements 
from an Authority to Construct issued in compliance with LCAPCD Regulation 
II and Regulation VI (40 CPR 70.7(d)(l)(v)) · 

2. The source may implement the changes addressed in the request for and 
administrative amendment immediately upon submittal of the request. ( 40 CPR 
70.7(d) (3) (iii)) 

3. The permit shield provisions shall apply to any permit amendment issued as a final 
action by LCAPCD. (40 CPR 70.7(d) (4)) 

B. Minor Permit Modification Procedures 

c. 

1. Minor permit modification procedures may be used only for those permit 
modifications that: 

A. Do not violate any applicable requirement; 
B. Do not involve significant changes to existing monitoring, reporting, or record 

keeping requirements in the permit; 
C. Do not require or change a case-by-case 
determination for temporary sources of ambient impacts, or visibility or increment 
analysis; 
D. Do not seek to establish or change a permit term or condition for which there is 

no corresponding underlying applicable. 

2. The permittee may make the change proposed in the minor permit modification 
application immediately after application is ·filed. The source must comply with 
both the applicable requirements governing the change and the proposed permit 
terms and conditions, during this time period, the source need not comply with the 
existing permit terms and conditions it seeks to modify. However, if the source 
fails to comply with proposed permit terms and conditions during this time period, 
the existing permit terms and conditions it seeks to modify may be enforced. ( 40 
CPR 70.7(e) (2) (i) (A)) 

Significant Modifications Procedures 

Significant modification procedures shall be used for applications requesting permit 
modifications that do not qualify as minor permit modifications or as administrative 
amendments. Every significant change in existing monitoring permit terms or 
conditions and every relaxation of reporting or record keeping permit terms or 
conditions shall be considered significant. (40 CPR 70.7 (e) (4) (i)) 
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(- 1. The permit shall be reopened and revised under any of the following circumstances: 
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A. Additional applicable requirements become effective and the permit expiration 
is 3 or more years. 

B. LCAPCD or EPA determines that the permit contains a material mistake or that 
inaccurate statements were made in establishing the emissions standards or 
other terms or conditions of the permit. 

C. LCAPCD or EPA determines that the permit must be revised or revoked to 
assure compliance with the applicable requirements. 

IV. EQUIPMENT LISTS 

S# 

S-1 

E-1 

E-2 

A. Permitted Sources 

1. S-1 and E-1 listed in Table 1 have been issued a permit to operate pursuant to the 
requirements of LCAPCD Regulation 2:1, E-2 is exempt from permitting under 
LCAPCD Regulation 2:1 as a unit under 50HP. 

TABLE 1. SOURCES AT H L POWER COMPANY 

DESCRIPTION MAKE/TYPE MODEL CAPACITY 

Boiler Zum SN1011-84 315,000 lb/hr 

Emergency Diesel Generator Cummins QST30-G5 NR2 1490 HP 

Emergency Diesel Generator Caterpillar 1104C-44G2 40HP 

NOTE: Individual sources may not have been issued separate LCAPCD Operating Permits, 
however, authority to construct support facilities and sources was a component of original 
construction options. 

B. Air Pollution Control Equipment 

Best Available Control Technology (BACT) for this facility and for the boiler 
emissions (S-1) shall be defined as the following air pollution control equipment: 
BACT (PSD Permit Condition IX.B.) 

1. Multiclone collector; 
2. Electrostatic precipitator; 
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3. Ammonia injection. 

Equipment which dilutes, alters, or conceals air contaminant emissions without 
resulting in a reduction of contaminants released to the atmosphere shall not be utilized. 

Federal Operating Permits Exempt Sources 

1. The equipment listed in Table 2 is required to obtain operating permits pursuant to 
LCAPCD regulations but are exempted from regulation in the Federal Operating 
Permit. Conditions set forth in the permit for equipment listed in Table 2 are not 
federally enforceable; however, they are enforceable by the District. 

TABLE 2. FEDERALLY EXEMPTED SOURCES AT H L POWER COMPANY 

DESCRIPTION CAPACITY LCAPCD DISTRICT RULE 

Diesel fire pump 152HP Rule 2:0 

OPERATING LIMITATIONS AND R~EQUIREMENTS 

A. Boiler (51) 

1. Steam. production from the boiler shall not exceed 315,000 pounds per hour on a 
daily (24-hour) average. 

Monitoring and reporting requirements for steam production must be in accordance 
with those in the PSD Permit (see attached). 

2. Permissible Fuels 

A. Only biomass such as wood, bark, wood residue, mill wastes, unpainted lumber, 
agricultural crop residues, orchard prunings and removals, stone fruit pits, nut 
shells, lawn, yard and garden clippings, leaves; and auxiliary fuel may be fired 
in the boiler. 

B. Additional biomass fuels may be administratively approved for use upon a 
written request by the owner. 

C. Fuel shall be combusted on a first-in, first-out basis, unless fuel conditions 
require immediate processing to avoid a fire hazard or other unsafe condition. 
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No fuel shall be stored on site for a period equal to or greater than 180days with 
the exception for in-forest chipped fuel which may be stored up to 270 days. 
The above time limitations may be further restricted if the APCO determines 
that fuel pile odors may cause a public nuisance. 

D. Combustion of wet fuel, i.e. fuel with moisture content greater than or equal to 
55 percent, shall only be considered as an upset or malfunction condition when 
the slug feeding of fuel wetted by unusual storm occurrences causes emissions 
excursions. Long term use of wet fuel is a foreseeable occurrence, and as such, 
will require compliance with all permit limitations and District regulations. 

E. Only propane or natural gas may be fired as an auxiliary fuel at the facility. 
(PSD IX.D.3) 

3. Emissions Controls: The facility shall be equipped with and continuously operate 
at all times during any fuel combustion, multiclones, and an electrostatic 
precipitator for the control of particulate emissions from the boiler. (PSD 
IX.B.l.IX.B.2) 

Stationary Compression Ignition Engines (E-1)- Cummins 
1490 hp 

1. El shall be operated no more than 50 hours per year for maintenance and testing 
purposes. Hours of operation during periods where the plant is performing · 
switchyard maintenance or is isolated from the grid, or for other emergencies are 
unrestricted for the duration of the event. 

2. An engine operating log shall be maintained for El. The engine log shall include, 
on a weekly basis, the total hours of operation, preventative and corrective 
maintenance, and any modification(s) performed. This information shall be retained 
for no less than two years. 

3. El shall be exclusively fired with CARB ultra-low sulfur diesel fuel designated as 
#2 diesel fuel, or better, that shall have a sulfur content of :S15 parts per million 
(ppm). 

4. A non-resettable hour meter shall be installed that is in good working condition at 
all times that the engine is operated. 

5. HL Power shall operate and maintain engme according to manufacturer's 
emission-related written instructions. 

6. HL Power shall only change those emission related settings that are permitted by 
the manufacturer. 

7. HL Power shall meet the requirements of 40 CFR parts 89 as applicable. 
Specifically, HL Power is responsible for the proper maintenance of the engine. 
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Stationary Compression Ignition Engines (E-2) - Caterpillar 
40hp 

1. E-2 is exempt from District permits per LCAPCD District Rule 2:1. E-2 is 
subject to 40 CFR Part 60; Subpart IIII. 

2. The engine shall be exclusively fired with CARB ultra-low sulfur diesel fuel 
designated as #2 diesel fuel, or better, that shall have a sulfur content of :SIS parts per 
million (ppm). ( 40 CFR Part 60; Subpart IIII). 

3. HL Power shall operate and maintain engine according to manufacturer's 
emission-related written instructions. 

4. HL Power shall only change those emission related settings that are permitted 
by the manufacturer. 

5. HL Power shall meet the requirements of 40 CFR parts 89 as applicable. 
Specifically, HL Power is responsible for the proper maintenance of the engine. 

Stationary Compression Ignition Engines (E-3)- Fire Pump 152 
hp 

1. HL Power shall only operate the number of hours necessary to comply with 
the testing requirements of the National Fire Protection Association (NFPA)- 25 
"Standard for the Inspection, Testing, and Maintenance of Water-Based Fire 
Protection Systems," 2002 edition. (California Code ofRegulations section 93115 
through 93115.15.) 

Gasoline Dispensing 

1. Gasoline may be dispensed to vehicles owned and operated by the facility and 
personnel. Emissions shall be controlled by use of submerged fill pipe and good 
operating and management practices to prevent and clean up spills. 
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VI. EMISSION LIMITS 

A. Boiler Emissions (S-1) 

1. No person shall discharge contaminants from any single source into the atmosphere 
in the amounts greater than those designated below (unless governed by EPA New 
Source Performance Standard). All emissions are to be measured by methods approved 
for use by the Air Pollution Control Officer (APCO). Any method approved by the 
U.S. Environmental Protection Agency (EPA) and/or the California Air Resources 
Board (CARB) is approved for use by the APCO: 

1. Opacity greater than 10% for any period or periods aggregating more than 3 
minutes in any one hour. (PSD IX.C, 40 CFR 60.43 (f)) 

2. Particulate Matter (TSP) in excess of 15.01 lbs/hr, 3 hr. avg. or 0.01 grldscf 
corrected to 12% C02 whichever is more stringent. (PSD IX.C, 40 CFR 60.43 (b) 
subsumed) 

3. Nitrogen Oxides as N02 in excess of 50.5 lbs/hr., 3 hr. average or 
O.lOlbs/MMBTU. (PSD IX.C) 

4. Carbon Monoxide (CO) in excess of 379 lbs/hr., 3 hr. average or 0.75 lbs/MMBTU. 
(PSD IX.C) 

5. Hydrocarbons (VOC) in excess of21.22lbs/hr. (PSD IX.C) 

6. Sulfur Oxides (SOX) in excess of 4.55 lbs/hr., monitored by annual source testing. 

7. Under no circumstances shall the permittee be allowed to emit quantities of 
pollutants in excess of the limits specified in Condition A.1. If continuous 
emissions monitoring data or emission testing indicates an increase in emissions 
above the limits to within those specified in Condition A.1, the permittee will take 
immediate action to bring the emissions to within the specified limits. Immediate 
action shall be defined as within four (4) hours of the occurrence which leads to the 
excess emissiOns. 

B. Fugitive Dust Emissions 

1. Reasonable precautions shall be taken to prevent particulate matter from becoming 
airborne, including but not limited to the following provisions: (LCAPCD Rule 
4:18) 

A. Covering open bodied trucks used to transport fuel or ash 
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B. The application of asphalt or dust suppressants to dirt roads. Material stockpiles, 
land clearing, excavation, grading or other surfaces that can give rise to airborne 
dusts. 

C. The prompt removal of earth, fuel, ash or other material from paved streets. 

D. Opacity from fugitive dust caused by operations including fuel handling, ash 
handling and mobile equipment shall not exceed 40% beyond the facility 
boundary. 

E. When the wind speeds exceed 12 mph, the HL Power Company shall control 
particulate emissions from the fuel storage pile through the use of regular 
watering. (Access Roads and Perimeter) (PSD IX D. 2) 

vn. MONITORING AND PERFORMANCE TESTING 

A. Continuous Emission Rate Monitoring 

1. A continuous emissions monitoring system (CEMS) to measure stack gas opacity, 
NOX, CO, and C02 and concentrations and flow rate shall be used and maintained. 

2. The CEMS monitoring system shall meet the performance specification 
requirements in mutual agreement with the District and EPA. (PSD IX.F.l.a., 
IX.F.l.b, IX.F.Lc, LCAPCD Rule 2:14.a.) 

3. The owner or operator shall maintain a written quality assurance plan for the 
certification and operations of the continuous emissions monitors. The plan shall 
conform to Appendix F to 40 CFR Part 60. 

4. An annual Relative Accuracy Test Audit (RATA) shall be performed to 
demonstrate that continuous emissions monitors meet all applicable requirements in 
40 CFR 60.13 and 40 CFR 60, Appendix B, Specifications 2, 3, 4 and 6. 

5. The CEMS shall complete a minimum of one cycle of operation (sampling, 
analyzing, and data recording) for each successive 15-minute period, be connected 
to a data logging device or chart recorder capable of producing a printout of 
corrected average hourly and 24-hour average emission concentrations and mass 
emissions rates. (40 CFR 60.13 (e) (2) 

B. Continuous Opacity Monitoring 

1. HL Power Company shall install, maintain and operate the flowing continuous 
monitoring systems in the boiler exhaust stack: 
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a. Continuous monitoring systems to measure state gas NOx, and CO 
concentrations, and either 02 or C02 concentrations. The systems shall 
meet EPA monitoring performance specifications (40 CFR 60.13 and 40 
CFR 60, Appendix B Performance Specifications 2, and 3) 

b. Continuous monitoring systems to measure stack gas volumetric flow rates. 
The system shall meet EPA performance specifications ( 40 CFR Part 52, 
Appendix E) 

2. The owner or operator shall install, calibrate, maintain and operate a continuous 
opacity monitoring system (COMS) for measuring the opacity emissions discharged 
to the atmosphere and record the output ofthe system. (40 CFR 40.48 b (a)) 

3. The COMS shall comply with Performance Specification 1 in Appendix B to 40 
CFR Part 60 or shall meet equivalent specifications established by mutual 
agreement with the District and EPA. (PSD IX.J.l.a, IX.J.l.b, IX.J.2, LCAPCD 
Rule 2:14a) 

4. The COMS shall complete a minimum of one cycle of sampling and analyzing for 
each successive 1 0-second period and one cycle of data recording for each 
successive 6-minute period and shall be connected to a data logging device or chart 
recorder capable of producing a printout of emissions. ( 40 CFR 60.13 (e) ( 1)) 

5. The continuous monitoring system for measuring stack opacity shall have a span 
value of between 60 and 80 percent and utilize a computer and producing output to 
demonstrate compliance with applicable standards. (40 CFR 60.48b(e)1)) 

Performance Source Tests 

1. Within 60 days after achieving the maximum production rate of the proposed 
equipment, but no later than .180 days after initial startup of equipment, and at such 
other times as may be required by the Administrator under section 114 of the Act, 
the owner or operator shall conduct performance tests for NOX, CO, Particulate 
Matter (TSP) and Hydrocarbons (VOC). (40 CFR 60.8 (a), PSD IX.E.l.) 

2. Notifications of source tests shall be provided at least 30 days prior to any 
compliance source testing and the owner shall submit a source test plan for District 
approval15 days prior to source sampling. (40 CFR 60.8 (d)) 

3. Performance tests shall be conducted based on representative performance of the 
affected facility. Operations during periods of startup, shutdown, and malfunction 
shall not constitute representative conditions for the purpose of a performance test. 
(40 CFR 60.8 (c)) 

4. Performance tests for NOX shall be conducted using EPA Reference Methods (RM) 
1-4 and Method 7E. Particulate Matter shall be determined using EPA RM 5; CO 
shall by determined using EPA RM 10; VOC shall be determined using EPA RM 
25A or CARB Method 100. Reference methods cited herein are incorporated by 
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reference to Appendix A to 40 CFR Part 60, and Appendix M to 40 CFR Part 52. 
(40 CFR 70.6 (a) (3) (i) (A), required permit element). 

5. The emissions testing shall be conducted by an independent testing firm in strict 
compliance with the specific test methods. Any deviation from the test methods 
must receive prior approval from the district APCO. 

6. Each performance test shall consist of three separate runs using the applicable test 
method. Each run shall be conducted for the time and under the conditions 
specified in the applicable standard. For the purpose of determining compliance 
with an applicable standard, the arithmetic means of results of the three runs shall 
apply. In the event that a sample is accidentally lost or conditions occur in which 
one of the three runs must be discontinued because of forced shutdown, failure of 
an irreplaceable portion of the sample train, extreme meteorological conditions, or 
other circumstances beyond the owner or operator's control, compliance may be 
determined using the arithmetic mean of the results of the two other runs. 

VIII. NOTIFICATION AND REPORTING 

A. Excess Emissions Reports. 

1. The owner or operator shall submit a written report of excess emissions every 
calendar quarter. (PSD IX.F.4) The report shall include: 

A. The magnitude of excess emissions computed in accordance with 40 CFR 60.13 
(h), any conversion factors used, and the date and time of commencement and 
completion of each time period of excess emissions. The process operating time 
during the reporting period. (40 CFR60.7(c) (1), PSD IX.F.4.a) 

B. Specific identification of each period of excess emissions that occurs during 
startups, shutdowns, and malfunctions of the affected facility. The nature and 
cause of any malfunction (if known), the corrective action taken or preventative 
measures adopted. (40 CFR 60.7 (c) (2), PSD IX.F.4.b) 

C. The date and time identifying each period during which the continuous 
monitoring system was inoperative except for zero and spam checks and the 
nature of the system repairs or adjustments. (40 CFR 60.7 (c) (3), PSD IX.F.4.c) 

D. When no excess emissions have occurred or the continuous monitoring systems 
have not been inoperative, repaired, or adjusted, such information shall be stated 
in the report. (40 CFR 60.7 (c) (4), PSD IX.F.4.d) 

2. Excess emissions indicated by the continuous emissions monitors or any 
performance source test, shall be considered violations of the applicable emission 
limits for the purposes of this permit, except during normal startup and shutdown as 
provided below. (PSD IX.F.4.f. as revised) 
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3. Excess emissions shall be defined as: 

A. Any 3-minute period during which the opacity as measured by Method 9 or the 
continuous monitoring system exceeds the opacity limits set in condition VI.A.1 
of this permit. 

B. Any three hour period during which the average emissions of particulate matter, 
NOx, CO or Hydrocarbons, as measured by a reference test method during 
performance source testing exceeds the emission limitations in Conditions 
VI.A.2 through VI.A.5 of this permit. 

C. Any 3-hour period during which the average emissions ofNOx, and or CO as 
measured by the continuous emissions monitoring system exceed the emission 
limitations in Section VI.A ofthis permit. (PSD.IX.F.4.e) 

4. Startup Definition - Startup shall be considered that period of time during which the 
boiler is heated to operating temperature at steady state load from a lower 
temperature, not to exceed 24 hours. This does not include any utility curtailment 
load ramping between 75% and 100%. If curing of the refractory is required after 
furnace repair or modifications, startup time may be extended to no longer than 60 
hours. 

5. Shutdown Definition - ShutdoWn shall be considered that period of time during 
which the boiler is allowed to cool from its operating temperature at steady state 
load to a lower temperature not to exceed 8 hours. This does not include utility load · 
ramping between 75% and 100%. If curing of the refractory is required after 
furnace repair or modification, startup time may be extended to no longer than 60 
hours. 

6. Reporting Format and Submittal - The summary report form shall contain the 
information and be in. the format· shown in figure 1· of 40 CFR Part 60.7 · (d) unless 
otherwise agreed by LCAPCD or EPA. The summary report form shall be 
submitted for each: 

A. If the total duration of excess emissions for the reporting period is less than 1 
percent of the total operating time for the reporting period and CMS downtime 
for the reporting period is less than 5% of the total operating time for the 
reporting period, only the summary report shall be submitted and the excess 
emission report described in S60.7 (c) need not be submitted unless requested 
by the Administrator. (40 CFR 60.7 (d) (1)) 

B. If the total duration of excess emissions for the reporting period is 1% or greater 
of the total operating time for the reporting period or the total CMS downtime 
for the reporting period is 5% or greater of the total operating time for the 
reporting period, the summary report form and the excess emissions report 
described in S60-7 (c) shall both be submitted. (40 CFR 60.7 (d) (2)) 
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B. 

C. The quarterly report shall be postmarked by the 30th day following the end of 
each calendar quarter and submitted to EPA (Attn: A-3-3) and the LCAPCD. 
(40 CFR 60.7 (d) (3)) 

Performance Source Testing 

The owner or operator shall furnish a copy of any performance source tests results to 
the LCAPCD and EPA a written report of the results of such tests. (LCAPCD 2: 14d, 40 
CFR 60.7) 

C. Breakdown Reporting 

1. The owner or operator shall notify the LCAPCD of any breakdown or malfunction 
that causes excess emissions or violates any provision of this permit as soon as 
reasonably possible. (LCAPCD Rule 2:15) 

2. A written report of any breakdown or malfunction shall be submitted to the 
LCAPCD within 10 days after the breakdown occurrence has been corrected. The 
report shall include information on the duration of excess emissions, an estimate of 
the quantity of excess emissions, a statement of the cause of the occurrence and 
corrective measures taken to prevent a reoccurrence. (LCAPCD Rule 2: 15) 

3. The Regional Administrator and LCAPCD shall be notified by telephone within 48 
hours following any failure of air pollution control equipment, process equipment, 
or of a process to operate in a normal manner which results in an increase in 
emissions above allowable emissions limit stated in Section VI of these conditions. 
In addition, the Regional Administrator shall be notified in writing within fifteen 
(15) days of any such failure. This notification shall include a description of the 
malfunctioning equipment or abnormal operation, the date of the initial failure, the 
period of time over which emissions were increased due to the failure~ the cause of 
the failure, the estimated resultant emissions in ecess of those allowed under 
Section VI of these conditions, and the methods used to restore normal operations. 
Compliance with this malfunction notification provision shall not excuse or 
otherwise constitute a defense to any violations of this permit or of any law or 
regulation which such malfunction may cause. (PSD IV) 

4. Emergency Provisions 

A. The permit holder may seek relief from enforcement action in the event of a 
breakdown, as defined by Regulation 2:15 of the District's Rules and 
Regulations, by following the procedures contained in Regulations 2:25.b.l. 
The District will thereafter determine whether breakdown relief will be granted 
in accordance with Regulation 2:15. 

B. The permit holder may seek relief from enforcement action for a violation of 
any of the terms and conditions of this permit caused by conditions beyond the 
permit holder's reasonable control by applying to the District's Hearing Board 
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for a variance pursuant to CHSC S42350. The Hearing Board will determine 
after notice and hearing whether variance relief should be granted in accordance 
with the procedures and standards set forth in CHSC S42350 et seq. Any 
variance granted by the Hearing Board from any term or condition of this 
permit, which lasts longer than 90 days will be subject to EPA approval. 

C. Notwithstanding the foregoing, the granting by the District of breakdown relief 
or the issuance by the Hearing Board of a variance will not provide relief 
federal enforcement unless the Major Facility Review Permit has been modified 
pursuant to Regulation II, and VI and provisions for modification contained 
herein (40 CFR 70.6 (a) (6) (v)) 

D. Compliance Certification 

1. Compliance certifications shall be submitted annually by the responsible official of 
this facility to the LCAPCD and to the EPA. The annual compliance certification 
shall contain: (40 CFR 70.5 (c) (9) (iv)) 

A. A statement of methods used for determining compliance, including a 
description of monitoring, record keeping, and reporting requirements and test 
methods; (40 CFR 70.5 (c) (9) (iii)) 

B. A certification by a responsible official shall state that, based on information 
and belief formed after reasonable inquiry, the statements and information in the 
document are true, accurate, and complete. (40 CFR 70.5 (c) (9) (i) I (d) 

RECORD KEEPING 

1. The owner or operator· shall record and maintain records of the amounts of each fuel 
com busted during each day and calculate the annual capacity factor individuaily for 
natural gas, and biomass, and any other fuel utilized for each calendar quarter. The 
annual capacity factor is determined on a 12-month rolling average basis with a new 
annual capacity factor calculated at the end of each calendar month. (40 CFR 60.48 (d)) 

2. The HL Power Company shall record and maintain records of the amounts and types of 
biomass fuels fired each calendar quarter and the hours of plant operation. All 
information shall be recorded in a permanent form suitable for inspection. The file shall 
be retained for at least two years following the date of such measurements calculation and 
record. 

3. The owner or operator shall record and maintain records of the temperature; pressure and 
mass flow of the steam produced and the plant hours of operation. All information shall 
be recorded in a permanent form suitable for inspection. The file shall be retained for at 
least five years following the date of such measurements, calculation and record. 

4. The owner or operator shall maintain a record of occurrence and duration of any startup, 
shutdown or malfunction in the operation of the facility, any malfunction of the air 
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pollution control equipment or any periods during which a continuous monitoring system 
or monitoring device is inoperative. (40 CFR 60.7 (b)) 

5. The owner or operator shall maintain a record of all measurements, including continuous 
monitoring measurements all continuous monitoring system performance evaluations, all 
continuous monitoring system or monitoring device calibration checks, adjustments and 
maintenance performed on these systems or devices; and all other information required 
by 40 CFR Part 60, recorded in a permanent form suitable for inspection. The file shall 
be retained for at least five years following the date of measurements, maintenance, 
reports and records. 

6. LCAPCD District Rule 2:16 specifies records that are to be considered "Public Records". 
Trade secrets as defined in District Rule 2:16 are not public records. 

7. The owner or operator shall maintain records of engine manufacturer data indicating 
compliance with applicable emissions standards for E-1 and E-2. 

x. REGULAR REPORTING TO EPA 

The facility shall report, twice annually, all required monitoring records to the EPA. ( 40 
CFR 70.6 (a) (3) (iii) (A) 

The facility shall promptly report to EPA any deviations from permit requirements. 
Promptly shall be defined as within 5 days of knowledge of the occurrence of a deviation. 
(40 CFR 70.6 (a) (30) (iii) (B) 

HL Power Company completed and submitted to US EPA its Risk Management Plan in 1999 
as required by law. The RMP was revised in August, 2012. 
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