
EW-1 PA A Newmark MCM 961 N -- -- -- -- -- -- -- -- -- --
EW-1 PB B Newmark LWBM 961 Y Y 4.24 Y Theis (P) 49,300 63 0.00075 N -- --

Pumping Well: EW-2 PA A Newmark UWBM 1 Y N 0.40 N -- -- -- -- -- -- --
EW-2 EW-2 PB B Newmark LWBM 1 Y Y 15.95 Y Cooper-Jacob 54,300 70 -- -- -- --

EW-3 PA A Newmark UWBM 681 N -- -- -- -- -- -- -- -- -- --
Screen Interval: EW-3 PB W Newmark LWBM 681 Y Y 4.47 Y Theis (P) 49,300 63 0.00075 N -- --

Depth (ft bgs): 500-870 EW-4 PA A Newmark UWBM 1,496 N -- -- -- -- -- -- -- -- -- --
Elevation (ft msl): 222-592 EW-4 PB B Newmark LWBM 1,496 Y Y 3.59 Y Theis (P) 49,300 63 0.00075 N -- --

EW-5 PA A Newmark UWBM 2,535 N -- -- -- -- -- -- -- -- -- --
Test Start Date: EW-5 PB B Newmark LWBM 2,535 Y Y 2.86 Y Theis 49,300 63 0.00075 N -- --

February 11, 2003 EW-108 PA A Newmark UWBM or 
Muscoy(?) 3,003 N -- -- -- -- -- -- -- -- -- --

EW-108 PB W Newmark LWBM 3,003 Y Y 2.39 Y Theis 48,700 62 0.0011 N -- --
Discharge (Q): EW-112 PA A Muscoy 9,696 N -- -- -- -- -- -- -- -- -- --

1,970 gpm EW-112 PB W Muscoy 9,696 N -- -- -- -- -- -- -- -- -- --
MW-10A A Newmark UWBM 2,486 N -- -- -- -- -- -- -- -- -- --

Pump On: 2/11/03 15:00 MW-10B A Newmark LWBM 2,486 Y Y 2.44 Y Theis 53,400 68 0.00060 N -- --
Pump Off: 2/15/03 14:00 MW-10C W Newmark LWBM 2,486 Y Y 2.68 Y Theis 53,400 68 0.00060 N -- --

MW-11A W Newmark LWBM 1,371 Y Y 3.54 Y Theis (P) 52,400 67 0.00093 N -- --
Duration Pumped: MW-11B W Newmark LWBM 1,371 Y Y 3.58 Y Theis (P) 53,400 68 0.00081 N -- --

95 hrs. MW-11C B Newmark LWBM 1,371 Y Y 3.91 Y Theis (P) 31,800 41 0.00297 N -- --
MW-12A A Newmark UWBM 1,757 N -- -- -- -- -- -- -- -- -- --

Estimated MW-12B W Newmark LWBM 1,757 Y Y 3.08 Y Theis 47,400 61 0.0016 N -- --
Saturated Thickness (ft): MW-12C B Newmark LWBM 1,757 Y Y 3.31 Y Theis 52,400 67 0.00079 N -- --

780 MW-13A A Newmark UWBM 883 Y Y 1.14 N -- -- -- -- -- -- --
MW-13B W Newmark LWBM 883 Y Y 4.65 Y Theis (P) 48,900 63 0.0011 N -- --
MW-13C W Newmark LWBM 883 Y Y 4.29 Y Theis (P) 48,900 63 0.00084 N -- --
MW-14A A Newmark UWBM 2,000 N -- -- -- -- -- -- -- -- -- --
MW-14B W Newmark LWBM 2,000 Y Y 3.51 Y Theis 55,100 71 0.00048 N -- --
MW-14C B Newmark LWBM 2,000 Y Y 3.41 Y Theis 44,800 57 0.00078 N -- --
MW-15A W Newmark LWBM 3,641 Y Y 2.57 Y Theis 51,200 66 0.00050 N -- --
MW-15B W Newmark LWBM 3,641 Y Y 2.66 Y Theis 51,200 66 0.00050 N -- --
MW-15C B Newmark LWBM 3,641 Y Y 2.69 Y Theis 51,200 66 0.00050 N -- --

MW-128A A Muscoy 10,647 N -- -- -- -- -- -- -- -- -- --
MW-128B W Muscoy 10,647 N -- -- -- -- -- -- -- -- -- --
MW-128C W Muscoy 10,647 N -- -- -- -- -- -- -- -- -- --
MW-129A A Muscoy 10,553 N -- -- -- -- -- -- -- -- -- --
MW-129B W Muscoy 10,553 N -- -- -- -- -- -- -- -- -- --
MW-129C W Muscoy 10,553 N -- -- -- -- -- -- -- -- -- --
MW-130A A Muscoy (?) 7,898 N -- -- -- -- -- -- -- -- -- --
MW-130B A Muscoy (?) 7,898 N -- -- -- -- -- -- -- -- -- --
MW-130C W Newmark LWBM (?) 7,898 N -- -- -- -- -- -- -- -- -- --
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MW-135A A Muscoy 3,432 N -- -- -- -- -- -- -- -- -- --
MW-135B W Muscoy 3,432 Y Y 1.96 Y Theis 47,800 61 0.0020 N -- --

Pumping Well: MW-135C W Newmark LWBM (?) 3,432 Y Y 2.56 Y Theis 45,500 58 0.00080 N -- --
EW-2 MW-136A A Muscoy 5,277 N -- -- -- -- -- -- -- -- -- --

MW-136B A Muscoy 5,277 N -- -- -- -- -- -- -- -- -- --
Screen Interval: MW-136C W Muscoy 5,277 N -- -- -- -- -- -- -- -- -- --

Depth (ft bgs): 500-870 MW-137A A Muscoy 7,467 N -- -- -- -- -- -- -- -- -- --
Elevation (ft msl): 222-592 MW-137B A Muscoy 7,467 N -- -- -- -- -- -- -- -- -- --

MW-137C W Muscoy 7,467 N -- -- -- -- -- -- -- -- -- --
Test Start Date: MW-138A A Muscoy 8,704 N -- -- -- -- -- -- -- -- -- --

February 11, 2003 MW-138B W Muscoy 8,704 N -- -- -- -- -- -- -- -- -- --
MW-138C B Muscoy 8,704 N -- -- -- -- -- -- -- -- -- --

Discharge (Q): MW-139A A Muscoy 10,354 N -- -- -- -- -- -- -- -- -- --
1,970 gpm MW-139B A Muscoy 10,354 N -- -- -- -- -- -- -- -- -- --

MW-139C W Muscoy 10,354 N -- -- -- -- -- -- -- -- -- --
Pump On: 2/11/03 15:00 Garner Park-A (4S) A Muscoy 6,711 N -- -- -- -- -- -- -- -- -- --
Pump Off: 2/15/03 14:00 Garner Park-B (5S) A Muscoy 6,711 N -- -- -- -- -- -- -- -- -- --

Garner Park-C (6S) W Muscoy 6,711 N -- -- -- -- -- -- -- -- -- --
Duration Pumped: Meadowbrook Park-A (2S) A Newmark UWBM 5,816 N -- -- -- -- -- -- -- -- -- --

95 hrs. Meadowbrook Park-B (3S) A Newmark UWBM 5,816 N -- -- -- -- -- -- -- -- -- --
Meadowbrook Park-C (4S) W Newmark LWBM 5,816 N -- -- -- -- -- -- -- -- -- --

Estimated Sierra High School-A (8S) A Newmark (?) WBM 4,833 N -- -- -- -- -- -- -- -- -- --
Saturated Thickness (ft): Sierra High School-B (7S) A Newmark (?) WBM 4,833 Y Y 2.02 Y Theis 46,900 60 0.00072 N -- --

780 Sierra High School-C (6S) W Newmark (?) WBM 4,833 Y Y 2.31 Y Theis 57,700 74 0.00045 N -- --
Antil #1 NA NA 7,171 N -- -- -- -- -- -- -- -- -- --

Baseline & California W Muscoy 12,214 N -- -- -- -- -- -- -- -- -- --
Gilbert Street W Newmark 4,307 Y Y 1.90 Y Theis 81,400 104 0.00067 N -- --

Olive and Garner W Muscoy 6,652 N -- -- -- -- -- -- -- -- -- --
7th Street W Newmark LWBM 3,524 Y Y 2.84 Y Theis 51,300 66 0.00043 N -- --
10th and J W Muscoy 4,715 N -- -- -- -- -- -- -- -- -- --
11th and E NA NA 1,463 N -- -- -- -- -- -- -- -- -- --
16th Street W Newmark LWBM 3,238 Y Y 1.79 Y Theis 69,500 89 0.00065 N -- --

19th Street #2 W Muscoy 12,437 NM -- -- -- -- -- -- -- -- -- --
Rialto #5 NA NA 15,333 NM -- -- -- -- -- -- -- -- -- --

Distance versus 
Drawdown 44,500 57 0.00093 -- -- --

Count 27 27 27 -- -- --
Minimum 31,800 41 0.00043 -- -- --
Maximum 81,400 104 0.0030 -- -- --
Average 51,400 66 0.00088 -- -- --

Geometric Mean 50,800 65 0.00078 -- -- --
Standard Deviation 8,380 11 0.00054 -- -- --

Notes:
NM - Not Monitored; NA - Not Available
(1) Maximum drawdown values were calculated from trend-corrected data for those wells where trend corrections were applied.
(2) All recovery phase analysis was performed using the Theis residual drawdown method
(P) Hantush modification to the Theis method used to correct drawdown for partial penetration effects (Hantush, 1961a)
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