
EW-1 PA W Newmark MCM 11,156 N -- -- -- -- -- -- -- -- -- --
EW-1 PB W Newmark LWBM 11,156 N -- -- -- -- -- -- -- -- -- --

Pumping Well: EW-2 PA W Newmark UWBM 12,118 N -- -- -- -- -- -- -- -- -- --
WD#15 EW-2 PB W Newmark LWBM 12,118 N -- -- -- -- -- -- -- -- -- --

EW-3 PA W Newmark UWBM 12,794 N -- -- -- -- -- -- -- -- -- --
Screen Interval: EW-3 PB W Newmark LWBM 12,794 N -- -- -- -- -- -- -- -- -- --

Depth (ft bgs): 140-1015 EW-4 PA W Newmark UWBM 13,562 N -- -- -- -- -- -- -- -- -- --
Elevation (ft msl): 75-950 EW-4 PB W Newmark LWBM 13,562 N -- -- -- -- -- -- -- -- -- --

EW-5 PA W Newmark UWBM 14,591 N -- -- -- -- -- -- -- -- -- --
EW-5 PB W Newmark LWBM 14,591 N -- -- -- -- -- -- -- -- -- --

Test Start Date: 
EW-108 PA W Newmark UWBM or 

Muscoy(?) 9,841 N
-- -- -- -- -- -- -- -- -- --

1/20/2003 EW-108 PB W Newmark LWBM 9,841 N -- -- -- -- -- -- -- -- -- --
EW-112 PA W Muscoy 4,421 Y N 0.56 N -- -- -- -- -- -- --

Discharge (Q): EW-112 PB W Muscoy 4,421 Y N 0.56 N -- -- -- -- -- -- --
1,900 gpm MW-10A W Newmark UWBM 13,003 N -- -- -- -- -- -- -- -- -- --

MW-10B W Newmark LWBM 13,003 N -- -- -- -- -- -- -- -- -- --
Pump On: 1/20/2003  15:00 MW-10C W Newmark LWBM 13,003 N -- -- -- -- -- -- -- -- -- --

Pump Off: 1/24/03 15:00 MW-11A W Newmark LWBM 13,382 N -- -- -- -- -- -- -- -- -- --
MW-11B W Newmark LWBM 13,382 N -- -- -- -- -- -- -- -- -- --

Duration Pumped: MW-11C B Newmark LWBM 13,382 N -- -- -- -- -- -- -- -- -- --
96 hrs. MW-12A W Newmark UWBM 10,449 N -- -- -- -- -- -- -- -- -- --

MW-12B W Newmark LWBM 10,449 N -- -- -- -- -- -- -- -- -- --
Estimated MW-12C B Newmark LWBM 10,449 N -- -- -- -- -- -- -- -- -- --

Saturated Thickness (ft): MW-13A W Newmark UWBM 12,507 N -- -- -- -- -- -- -- -- -- --
780 MW-13B W Newmark LWBM 12,507 N -- -- -- -- -- -- -- -- -- --

MW-13C W Newmark LWBM 12,507 N -- -- -- -- -- -- -- -- -- --
MW-14A W Newmark UWBM 13,846 N -- -- -- -- -- -- -- -- -- --
MW-14B W Newmark LWBM 13,846 N -- -- -- -- -- -- -- -- -- --
MW-14C B Newmark LWBM 13,846 N -- -- -- -- -- -- -- -- -- --
MW-15A W Newmark LWBM 15,538 N -- -- -- -- -- -- -- -- -- --
MW-15B W Newmark LWBM 15,538 N -- -- -- -- -- -- -- -- -- --
MW-15C B Newmark LWBM 15,538 N -- -- -- -- -- -- -- -- -- --

MW-128A W Muscoy 9,095 N -- -- -- -- -- -- -- -- -- --
MW-128B W Muscoy 9,095 N -- -- -- -- -- -- -- -- -- --
MW-128C W Muscoy 9,095 N -- -- -- -- -- -- -- -- -- --
MW-129A W Muscoy 5,456 N -- -- -- -- -- -- -- -- -- --
MW-129B W Muscoy 5,456 N -- -- -- -- -- -- -- -- -- --
MW-129C W Muscoy 5,456 N -- -- -- -- -- -- -- -- -- --
MW-130A W Muscoy (?) 8,846 N -- -- -- -- -- -- -- -- -- --
MW-130B W Muscoy (?) 8,846 N -- -- -- -- -- -- -- -- -- --
MW-130C W Newmark LWBM (?) 8,846 N -- -- -- -- -- -- -- -- -- --
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MW-135A W Muscoy 8,788 N -- -- -- -- -- -- -- -- -- --
MW-135B W Muscoy 8,788 N -- -- -- -- -- -- -- -- -- --

Pumping Well: MW-135C W Newmark LWBM (?) 8,788 N -- -- -- -- -- -- -- -- -- --
WD#15 MW-136A W Muscoy 6,932 N -- -- -- -- -- -- -- -- -- --

MW-136B W Muscoy 6,932 N -- -- -- -- -- -- -- -- -- --
Screen Interval: MW-136C W Muscoy 6,932 N -- -- -- -- -- -- -- -- -- --

Depth (ft bgs): 140-1015 MW-137A W Muscoy 5,056 Y N 0.54 N -- -- -- -- -- -- --
Elevation (ft msl): 75-950 MW-137B W Muscoy 5,056 Y N 0.30 N -- -- -- -- -- -- --

MW-137C W Muscoy 5,056 N -- -- -- -- -- -- -- -- -- --
MW-138A W Muscoy 4,009 Y N 0.61 N -- -- -- -- -- -- --

Test Start Date: MW-138B W Muscoy 4,009 Y N 0.48 N -- -- -- -- -- -- --
1/20/2003 MW-138C W Muscoy 4,009 N -- -- -- -- -- -- -- -- -- --

MW-139A W Muscoy 2,663 Y Y 1.85 Y Hantush-Jacob 36,100 46 0.0018 Y 53,100 68
Discharge (Q): MW-139B W Muscoy 2,663 Y Y 1.95 Y Hantush-Jacob 29,800 38 0.0021 Y 46,000 59

1,900 gpm MW-139C W Muscoy 2,663 N -- -- -- -- -- -- -- -- -- --
Garner Park-A (4S) A Muscoy 5,487 N -- -- -- -- -- -- -- -- -- --

Pump On: 1/20/2003  15:00 Garner Park-B (5S) W Muscoy 5,487 N -- -- -- -- -- -- -- -- -- --
Pump Off: 1/24/03 15:00 Garner Park-C (6S) W Muscoy 5,487 N -- -- -- -- -- -- -- -- -- --

Meadowbrook Park-A (2S) W Newmark UWBM 13,693 N -- -- -- -- -- -- -- -- -- --
Duration Pumped: Meadowbrook Park-B (3S) W Newmark UWBM 13,693 N -- -- -- -- -- -- -- -- -- --

96 hrs. Meadowbrook Park-C (4S) W Newmark LWBM 13,693 N -- -- -- -- -- -- -- -- -- --
Sierra High School-A (8S) W Newmark (?) WBM 16,843 N -- -- -- -- -- -- -- -- -- --

Estimated Sierra High School-B (7S) W Newmark (?) WBM 16,843 N -- -- -- -- -- -- -- -- -- --
Saturated Thickness (ft): Sierra High School-C (6S) W Newmark (?) WBM 16,843 N -- -- -- -- -- -- -- -- -- --

780 Baseline & California W Muscoy 2,898 Y N 1.32 Y Hantush-Jacob 75,600 97 0.0015 Y 72,800 93
Gilbert Street W Newmark 16,065 N -- -- -- -- -- -- -- -- -- --

Olive and Garner W Muscoy 5,543 NM -- -- -- -- -- -- -- -- -- --
7th Street W Newmark LWBM 14,711 N -- -- -- -- -- -- -- -- -- --
10th and J W Muscoy 7,404 NM -- -- -- -- -- -- -- -- -- --
11th and E NA NA 10,676 N -- -- -- -- -- -- -- -- -- --
16th Street W Newmark LWBM 13,852 N -- -- -- -- -- -- -- -- -- --

19th Street #2 W Muscoy 6,641 NM -- -- -- -- -- -- -- -- -- --
Rialto #5 NA NA 4,282 Y N 0.4 N -- -- -- -- -- -- --
Rialto #4 NA NA 619 Y 1 -- 4.94 -- -- -- -- -- -- -- --

Distance versus 
Drawdown 26,000 33 0.0072 -- -- --

Count 3 3 3 -- 3 3
Minimum 26,000 33 0.0015 -- 46,000 59
Maximum 75,600 97 0.0072 -- 72,800 93
Average 41,900 54 0.0031 -- 57,300 73

Geometric Mean 38,100 49 0.0025 -- 56,200 72
Standard Deviation 22,900 29 0.0027 -- 13,900 18

Notes:
(1) Maximum drawdown value was calculated from hand measurements; unable to install a transducer in this well.
(2) All recovery phase analysis was performed using the Theis residual drawdown method
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