
Table E-5.  Final Well and Piezometer Development Water Quality Parameters
Final Remedial Investigation Report
Casmalia Resources Superfund Site

Casmalia, California

Total Gallons Development
Well ID Removed Method/Duration (Days) Turbidity pH DO Temp Conductivity ORP

RIMW-1 75 B1 25.9 7.1 5.45 19.5 12.39 9
RIMW-2 112.75 B3, P1 10.4 6.56 23.4 16.2 10.62 28
RIMW-3 90 B3 >1000 Brown product present - sediment free
RIMW-5 17.2 B4 >1000 6.84 35.3 17.7 4.45 -6
RIMW-6 0.78 B3 >1000 5.93 24.4 23.2 5.62 -35
RIMW-7 100 B3 74.3 No additional parameters taken
RIMW-8 127 B3, P1 85.7 6.46 31.5 17.8 3.07 -146
RIMW-9 190 B3, P1 76.4 8.29 3.88 25.5 3.48 -13

RIMW-10 30 B3 85.9 5.32 5.25 17.8 8.01 70
RIMW-11 85 B1 18.5 6.97 3.02 18.7 2978.00 -012
RIPZ-2 55.6 B2 137 6.68 2.97* 20.4 4.35 -98*
RIPZ-3 0.58 B5 >1000 6.81 2.2 17.2 9.24 -146
RIPZ-4 0.42 B4 254 6.68 3.1 16.9 10.25 -140
RIPZ-5 77 B2 8.85 5.53 1.42 19 3.81 65
RIPZ-6 1.3 B3 >1000 7.04 25.1 14.2 8.84 -16
RIPZ-7 0 NA No parameters taken
RIPZ-8 34 B1 >1000 No additional parameters taken
RIPZ-9 40.5 B3 >1000 7.45 2.4 17.8 3.82 187

RIPZ-10B 10 B3 >1000 6.89 3.01 17.6 6.64 -2
RIPZ-10C 13 B3 >1000 6.88 2 17.8 7.51 -22
RIPZ-10D 19 B3 >1000 7.22 3.31 16.8 8.76 -16
RIPZ-11 24 B3 >1000 6.79 3.69 17.6 6.69 -30
RIPZ-12 2.5 B4, A3 >1000 6.25 6.43 20.4 7.58 111.3
RIPZ-13 233.5 B3, W5 No parameters taken
RIPZ-14 0.5 B2 No parameters taken
RIPZ-15 113 B2 3.87 7.04 17.8 19.9 3.93 -77
RIPZ-16 114 B2 2.7 6.90 21.2 22.9 5.61 -169
RIPZ-17 32 B3 450 6.89 3.41 19.3 7.38 27
RIPZ-18 66 B3 214 6.92 5.36 17.7 11.48 230
RIPZ-19 17.5 B3 >1000 6.52 2.23 17.1 7.85 -13
RIPZ-20 5.8 B3 >1000 6.64 4.47 20.2 6.22 24
RIPZ-22 2.3 B3, A2 >1000 6.15 0.78 20 9.65 -54.3
RIPZ-23 1.85 A4 No parameters taken
RIPZ-24 4.38 A6 No parameters taken
RIPZ-25 3 A4 No parameters taken
RIPZ-26 2.1 A5 No parameters taken
RIPZ-27 116.5 A4 No parameters taken
RIPZ-29 75 B1 69.4 No additional parameters taken
RIPZ-30 6.5 B3 636** No additional parameters taken
RIPZ-31 2 A4 >1000 No additional parameters taken
RIPZ-32 5.75 BA, A3 432 No additional parameters taken
RIPZ-33 2 A4 449 No additional parameters taken
RIPZ-34 0 NA No parameters taken

RIPZ-34-B 1 A1 No parameters taken
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RIPZ-35 0.5 B1, A1 No parameters taken
RIPZ-37 5.5 B1, A4 No parameters taken
RIPZ-38 25.8 A5 No parameters taken
RIPZ-39 37 A5 No parameters taken

RIPZ-31-B 21 B3 522*** No additional parameters taken
RIPZ-33-B 22 B2 39.4 No additional parameters taken

RGPZ-10B-2 0.65 B3 >1000 6.43 7.3 19.4 6.43 -154
RG-11B-2 1.5 B1 5.98 No additional parameters taken

Notes:
Turbidity values - NTU  
Dissolved Oxygen (DO) values - milligrams per liter (mg/L)
Temperature values - Degrees Centigrade
Conductivity values - umhos/cm
Oxidation Reduction Potential (ORP) values - Millivolts (mV)
* - DO and ORP readings not collected during the final day of development.  Values

from previous purg from previous purge.
** - RIPZ-30 had a product sheen
*** - RIPZ-31B had LNAPL Checked:     NM       
B - Bailer development
A - Airlift development Approved:     WC       
W - Waterra pump development
P - Submersible pump development
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