Parameter Reduction Chart I-1 Metals

Ag Ti Sn Tl Hg Pb Be Al Cr Fe Ni Cd Zn Co Sb Cu Li Se Mn As \ Mo Ba K B ] Sr Ca Mg Si Na
Primary DW Std 0.002 0.002 0.015 0.004 0.1 0.005 0.006 1.3 0.05 0.01 2 0.03
Secondary DW Std 0.1 0.05-0.2 0.3 5 0.05
Number of Results 542 543 541 543 542 543 622 814 543 814 613 621 623 622 543 809 543 541 812 812 623 542 622 814 622 814 624 814 814 814 814
Number Detected 3 9 26 31 52 57 107 179 210 318 242 251 263 333 300 468 327 399 608 669 573 500 589 781 600 799 622 814 814 814 814
%Detected 1% 2% 5% 6% 10% 10% 17% 22% 39% 39% 39% 40% 42% 54% 55% 58% 60% 74% 75% 82% 92% 92% 95% 96% 96% 98% 100% 100% 100% 100% 100%
Number Non-Detected 539 534 515 512 490 486 515 635 333 496 371 370 360 289 243 341 216 142 204 143 50 42 33 33 22 15 2 0 0 0 0
% Non-Detected 99% 98% 95% 94% 90% 90% 83% 78% 61% 61% 61% 60% 58% 46% 45% 42% 40% 26% 25% 18% 8% 8% 5% 4% 4% 2% 0% 0% 0% 0% 0%
Number Exceed DWS 0 na na 2 0 1 68 145 1 213 na 70 6 na 3 61 na 4 415 397 na na 0 na na 501 na na na na na
% Exceed DWS 0% na na 0% 0% 0% 11% 18% 0% 26% na 11% 1% na 1% 8% na 1% 51% 49% na na 0% na na 62% na na na na na

Dissolved Metals
% Detected vs. % Not Detected
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Ag Ti Sn Tl Hg Pb Be Al Cr Fe Ni Cd Zn Co Sb Cu Li Se Mn As \Y Mo Ba K B U Sr Ca Mg Si Na
B % Non-Detected | 99% 98% 95% 94% 90% 90% 83% 78% 61% 61% 61% 60% 58% 46% 45% 42% 40% 26% 25% 18% 8% 8% 5% 4% 4% 2% 0% 0% 0% 0% 0%
O %Detected 1% 2% 5% 6% 10% 10% 17% 22% 39% 39% 39% 40% 42% 54% 55% 58% 60% 74% 75% 82% 92% 92% 95% 96% 96% 98% 100% | 100% | 100% | 100% | 100%
Dissolved Metals % Exceed Drinking Water Standards
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Ag Ti Sn Tl Hg Pb Be Al Cr Fe Ni Cd Zn Co Sb Cu Li Se Mn As \% Mo Ba K B U Sr Ca Mg Si Na
@ % Exceed DWS 0% 0% 0% 0% 0% 0% 1% 18% 0% 26% 0% 1% 1% 0% 1% 8% 0% 1% 51% 49% 0% 0% 0% 0 0% 62% 0% 0% 0 0% 0
0.002 0.002 0.015 0.004 0.1 0.005 0.006 1.3 0.05 0.01 2 0.03
0.1 0.05-0.2 0.3 5) 0.05
Number Exceed DWS 0 na na 2 0 1 68 145 1 213 na 70 6 na 3 61 na 4 415 397 na na 0 na na 501 na na na na na
% Exceed DWS 0% na na 0% 0% 0% 11% 18% 0% 26% na 11% 1% na 1% 8% na 1% 51% 49% na na 0% na na 62% na na na na na

Explanation:
<> Parameter Censuring Criterion 1: Parameters that have a frequency of detection <10 %
Applicable Parameters: Silver (Ag), Titanium (Ti), and Antimony (Sn), Thallium, (TI), Mercury (Hg), and Lead (Pb).

’ Parameter Censuring Criterion 2: Parameters that have frequency of detection >10 that are not typical "indicator parameters" associated with constituents related to copper ore processing.
Applicable Parameters: Cobalt (Co), Lithium (Li), Vanadium (V), Molybdnem (Mo), Barium (Ba), Potassium (K), Boron (B), Strontium (Sr), Silicon (Si), and Sodium (Na).
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