PARCEL 7351-033-020

Parcel 7351-033-020 is located in the north-central portion of the former Butadiene
Plancor. Butadiene was manufactured within the plancor as a component of synthetic
rubber. The parcel areawas used primarily for gas storage and cooling of process water
during the period of plancor operation. Plancor facilities identified in the parcel area are
asfollows:

Aboveground tanks used for storage of butadiene gas,

One cooling tower and a portion of a second,

A septic tank;

A cesspool (exact location on parcel unknown);

Three railroad spurs; and

Underground pipelines for transport of surface runoff and/or wastewater.
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LOCATION MAP
Parcel 7351-033-020
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SUMMARY OF ANALYTICAL DATA
PARCEL 7351-033-020

Depth Analysis
Sample Media Location (ft.bgs) Date Class Analyte Concentration Screening Criteria Exceeded

Shallow Soil (<= 15") SBL0315 | 1.50 | 05/13/03|Chromium Chromium (Total) 31.5 mg/kg
Chromium (V1) 0.27 mg/kg

SBL0316 | 1.50 | 05/13/03|Chromium Chromium (Total) 26.4 mg/kg

Chromium (V1) ND mg/kg

SBL0317 | 1.50 | 05/13/03|Chromium Chromium (Total) 28.0 mg/kg

Chromium (V1) 0.40 mg/kg

Page1of 1

Created with soiladdendumprint and parcel sumtmp2.frx on 09/13/05 at 14:08:05



	PARCEL 7351-033-020



