
PARCEL 7351-034-024 
 
Parcel 7351-034-024 is located at the southeast corner of the Copolymer Plancor and 
northeast corner of the Styrene Plancor. Styrene was manufactured within the styrene 
plancor during its period of operation. Styrene and butadiene were polymerized to 
produce synthetic rubber in the Copolymer Plancor.  Former plancor facilities identified 
within the parcel area are as follows: 
 

• A portion of a warehouse building; 
• Underground pipelines used for transport of wastewater; and 
• A railroad spur.  
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Sample Media Location
 Depth
(ft. bgs) Date

Analysis
 Class Analyte Concentration Screening Criteria Exceeded

SUMMARY OF ANALYTICAL DATA
PARCEL 7351-034-024

All ND04/07/94Shallow Soil Gas (<= 15') SGL0752 7.00 VOCs
All ND04/07/94SGL0753 7.00 VOCs

0.0020 ppmv1,2,4-Trimethylbenzene04/07/94SGL0754 5.00 VOCs
0.0012 ppmv4-Ethyl Toluene
0.0061 ppmvAcetone
0.0014 ppmvBenzene
0.0030 ppmvToluene
0.0045 ppmvXylenes (Total)

All ND04/07/94SGL0755 7.00 VOCs
0.59 ug/lBenzene03/21/94Groundwater - Water Table PZL0010 NA VOCs
29 ug/lChloromethane
2.4 ug/lToluene

0.55 ug/lBenzene04/26/94 VOCs
0.75 ug/lBenzene07/18/94 VOCs
14 ug/lAcetone03/13/95 VOCs
14 ug/lAcetone02/06/96 VOCs
4.1 ug/lChloroethane
7.0 ug/lMethyl Ethyl Ketone

0.22 ug/lBenzene03/03/98 VOCs
0.20 ug/lTetrachloroethene
2.2 ug/lChloroform02/03/99 VOCs

0.52 ug/lBenzene08/07/00 VOCs
0.85 ug/lChloroform
0.42 ug/l1,2,3-Trichlorobenzene01/30/04 VOCs
4.6 ug/lAcetone

0.75 ug/lChloroform
0.28 ug/lTetrachloroethene
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