PARCEL 7351-034-067

Parcel 7351-034-067 is located in the south-central portion of the former Styrene Plancor.
Styrene was manufactured within the plancor as a component of synthetic rubber. The
eastern portion of the parcel area was used for ethylene purification. Purification was
achieved through compression, drying, refrigeration and fractionation steps that produced
hydrocarbon chains in the C1 to C4 range, including 1,3-butadiene. The butadiene was
transported by pipeline to the Butadiene Plancor. A produced resin fraction was stored in
the tank farm area approximately 800 feet to the west of the parcel. The produced
ethylene was reacted with benzene in an area to the north of the parcel area to produce
ethylbenzene, a feedstock for production of styrene. Former plancor facilities identified
in the parcel area are asfollows:

Aboveground tanks used for storage of ethylene, oil, and water;

A portion of acompressor house building;

Unspecified ethylene production equipment; and

Underground pipelines used for transport of surface water runoff and/or
wastewater.



BE
[

— °
.

oo
't

RRRRRRRRRRRRR

000 0 =

B@EM

o Lo g
nﬂ%u%uw%abﬂﬁgw% @U]ﬂ%ﬁi%ﬂ%mﬁ] .EQD%W .DDU nn [|]]] Pla T 5/

= —/ ¢ e a Uﬂ [l]]]
o 600 1,200 LOCATION MAP

@ | Scale I Foot | Parcel 7351-034-067




T/Ladd/DelAmo/RIReport/794-246

SVRENVEANVINRFYRRDYY)] uu.l.lu.l,uu_i_lu,u! LUALRIARRNNERD

: .-é-Power-————--:
i Substation

. Control
g Roo

Storage:...... §

rrean

Sasssssssssssssssss

Caustic

i Caustic

- FRANCISCO STREET

;Ethylbeni_ze;é Production
; Unit #2

- Power
- Substation

Legend

A Soil gas sampling location

e

»

Q@
=
5
(%))

w

@

Compressor
House :Alcohol

: i Recovery Unit

Storage Tanks,

AVENUE "B"

Ethy

| SGL0685.SGL0541

Tdﬁk.'s(

SGL0729

sqL05§A"5'§'GPK'3G SGL0538

A‘ASGL’osz’,s““‘ﬂ"mA

¢ SGL0537

lene

NN

sGll0543 SGLO542 SGLO540..

FIFTH STREET

- Ammonia
Storage

- Butadiene
' Resin Feed

AVENUE "A"

Ethane
i Storage

Former Eston
Chemical Co.

Parcel boundary

Cooling

Outlines of historical features
with use/contents indicated

Acetone /
Acetonitrile .

Approximate location of former
underground pipelines with a
potential to have transported
VOC-containing fluids

0 100 200

Scale in Feet

SAMPLING LOCATIONS
AND HISTORICAL FEATURES

Parcel No. 7351-034-067

URS




SUMMARY OF ANALYTICAL DATA
PARCEL 7351-034-067

Depth Analysis
Sample Media Location (ft.bgs) Date Class Analyte Concentration Screening Criteria Exceeded
Shallow Soil Gas (<= 15) SGL0533 | 7.00 | 03/09/94|VOCs All ND
SGL0534 | 7.00 | 03/09/94VOCs Acetone 0.014 ppmv
Chloroform 0.026 ppmv
Dichlorobromomethane 0.0029 ppmv
Freon 11 0.0021 ppmv
Styrene 0.0049 ppmv
SGL0535 | 7.00 | 03/09/94[VOCs All ND
SGL0536 | 7.00 | 03/09/94[VOCs All ND
SGL0537 | 7.00 | 03/09/94[VOCs All ND
SGL0538 | 7.00 | 03/09/94[VOCs All ND
SGL0540 | 5.50 | 03/09/94VOCs All ND
SGL0541 | 7.00 | 03/09/94[VOCs All ND
SGL0542 | 6.00 | 03/09/94[VOCs All ND
SGL0543 | 7.00 | 03/09/94VOCs All ND
SGL0685 | 7.00 | 03/29/94VOCs All ND
SGL0729 | 7.00 | 04/01/94|VOCs All ND
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