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Common Name: 1,1-DICHLOROETHANE

CAS Number: 75-34-3
DOT Number:  UN 2362

I-IAZARD SUMMARY

1,1-Dichloroethane can affect you when breathed in.

Contact can cause eye and skin irritation with eye burns.

* Exposure to 1,1-Dichloroethane can cause headache,
nausea, vomiting, dizziness, drowsiness and unconscious-
ness.

* Prolonged contact can cause thickening and cracking of
the skin and mild burns.
1,1-Dichloroethane may affect the liver and kidneys.
1,1-Dichloroethane is a FLAMMABLE LIQUID and a FIRE
HAZARD.

IDENTIFICATION

1,1-Dichloroethane is a colorless to pale yellow, oily liquid. It
is used as a solvent, grain fumigant and chemical intermediate.

REASON FOR CITATION
1,1-Dichloroethane is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is FLAMMABLE

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

RTK Substance number: 0651
Date: September 1994 Revision: February 2001

WORKPLACE EXPOSURE LIMITS
OSHA: The legal airborne permissible exposure limit (PEL)
is 100 ppm averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limit is
100 ppm averaged over a 10-hour workshift.

ACGIH: The recommended airborne exposure limit is
100 ppm averaged over an 8-hour workshift.

WAYS OF REDUCING EXPOSURE

* Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
1,1-Dichloroethane and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
bazards of 1,1-Dichloroethane to potentially exposed
workers.




1,1-DICHLOROETHANE

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to 1,1-Dichloroethane:

Contact can cause eye and skin irritation with eye burns.
Exposure to 1,1-Dichloroethane can cause headache,
nausea, vomiting, dizziness, drowsiness and unconscious-
ness.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to 1,1-Dichloroethane and can last
for months or years:

Cancer Hazard

*  While 1,1-Dichloroethane has not been identified as a
carcinogen, it should be HANDLED WITH CAUTION
since several related Dichloroethanes are carcinogens.

Reproductive Hazard

* There is no evidence that 1,1-Dichloroethane affects
reproduction. This is based on test results presently
available to the New Jersey Department of Health and
Senior Services from published studies.

Other Long-Term Effects

* Prolonged contact can cause thickening and cracking of
the skin and mild burns.
1,1-Dichloroethane may affect the liver and kidneys.
This chemical has not been adequately evaluated to
determine whether brain or other nerve damage could occur
with repeated exposure. However, many solvents and
other petroleum-based chemicals have been shown to
cause such damage. Effects may include reduced memory
and concentration, personality changes (withdrawal,
irritability), fatigue, sleep disturbances, reduced
coordination, and/or effects on nerves supplying internal
organs (autonomic nerves) and/or nerves to the arms and
legs (weakness, "pins and needles").

MEDICAL
Medical Testing

If symptoms develop or overexposure is suspected, the
following are recommended:

* Liver and kidney function tests.
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* Evaluate for brain effects such as changes in nemory,
concentration, sleeping patterns and mood (especially
irritability and social withdrawal), as well as headaches and
fatigue. Consider evaluations of the cerebellar, autonomic
and peripheral nervous systems. Positive and borderline
individuals should be referred for neuropsychological
testing. '

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site
of chemical release. Isolating operations can also reduce
exposure. Using respirators or protective equipment is less
effective than the controls mentioned above, but is sometimes
necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically pump liquid
1,1-Dichloroethane from drums or other storage containers
to process containers.

* Before entering a confined space where
1,1-Dichloroethane may be present, check to make sure
that an explosive concentration does not exist.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
1,1-Dichloroethane should change into clean clothing
promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to 1,1-Dichleroethane.

* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.




1,1-DICHLOROETHANE

* On skin contact with 1,1-Dichloroethane, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted 1,1-Dichloroethane, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where 1,1-Dichloroethane is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with 1,1-Dichloroethane. Wear
solvent-resistant gloves and clothing. Safety equipment
suppliers/ manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 100 ppm, use
a MSHA/NIOSH approved supplied-air respirator with a
full facepiece operated in a pressure-demand or other
positive-pressure mode. For increased protection use in
combination with an auxiliary self-contained breathing
apparatus operated in a pressure-demand or other positive-
pressure mode.
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* Exposure to 3,000 ppm is immediately dangerous to life and
health. If the possibility of exposure above 3,000 ppm
exists, use a MSHA/NIOSH approved self-contained
breathing apparatus with a full facepiece operated in a
pressure-demand or other positive-pressure mode.

HANDLING AND STORAGE

*  Prior to working with 1,1-Dichloroethane you should be
trained on its proper handling and storage.

* 1,1-Dichloroethane is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE).

* 1,1-Dichloroethane will release toxic Acetaldehyde gas on
contact with STRONG BASES (such as SODIUM
HYDROXIDE and POTASSIUM HYDROXIDE).

* Store in tightly closed containers in a cool, well-ventilated
area away from HEAT.

* Sources of ignition, such as smoking and open flames, are
prohibited where 1,1-Dichloroethane is used, handled, or
stored.

* Metal containers involving the transfer of
1,1-Dichloroethane should be grounded and bonded.

* Use only non-sparking tools and equipment, especially
when opening and  closing containers of
1,1-Dichloreethane.

QUESTIONS AND ANSWERS

Q: IfThave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Can I get long-term effects without ever having short-
term effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick. '

Q: What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space"
exposures (working inside vats, reactors, boilers, small
rooms, etc.).

>R
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Q: Is the risk of getting sick higher for workers than for

community residents? The following information is available from:
A: Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those New Jersey Department of Health and Senior Services
found in the workplace. However, people in the Occupational Health Service
community may be exposed to contaminated water as well PO Box 360
as to chemicals in the air over long periods. This may be Trenton, NJ 08625-0360
a problem for children or people who are already ill. (609) 984-1863
(609) 292-5677 (fax)
Q: Don't all chemicals cause cancer?
A: No. Most chemicals tested by scientists are not cancer- Web address: http://www.state.nj.us/health/eoh/odisweb/
causing.

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment
including respirators. In addition, they can help to interpret
the results of industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational
health or the Right to Know Act can be organized for labor
unions, trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unbom human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.

A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. Itis a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes
standards to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: 1,1-DICHLOROETHANE
DOT Number:  UN 2362

NAERG Code: 130

CAS Number: 75-34-3

Hazard rating NJDHSS NFPA
FLAMMABILITY - 3

REACTIVITY - 0
FLAMMABLE

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

1,1-Dichloroethane is a FLAMMABLE LIQUID.
Use dry chemical, CO,, alcohol or polymer foam
extinguishers, as water may not be effective in fighting fires.
* POISONOUS GASES ARE PRODUCED IN FIRE, including
Hydrogen Chloride and Phosgene.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
Vapors may travel to a source of ignition and flash back.
Vapor is heavier than air and may travel a distance to cause a
fire or explosion far from the source.
* Ifemployees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* % ¥ ¥

SPILLS AND EMERGENCIES

If 1,1-Dichloroethane is spilled or leaked, take the following
steps:

* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

Remove all ignition sources.

Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

Keep 1,1-Dichloroethane out of a confined space, such as a
sewer, because of the possibility of an explosion, unless the
sewer is designed to prevent the build-up of explosive
concentrations.

* It may be necessary to contain and dispose of
1,1-Dichloroethane as a HAZARDOUS WASTE. Contact
your state Department of Environmental Protection (DEP) or
your regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following;:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact

* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seck
medical attention.

Skin Contact

* Quickly temove contaminated clothing. Immediately wash
area with large amounts of soap and water. Seek medical
attention immediately.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 182 mm Hg at 68°F (20°C)
Flash Point: 2°F (-17°C)
Water Solubility: Slightly soluble

OTHER COMMONLY USED NAMES

Chemical Name:

Ethane, 1,1-Dichloro-

Other Names:

1,1-Ethylidene Dichloride; Ethylidene Chloride

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: VINYLIDENE CHLORIDE

CAS Number: 75-35-4
DOT Number: UN 1303

HAZARD SUMMARY

Vinylidene Chloride can affect you when breathed in and
by passing through your skin.

Contact can irritate and burn the skin and eyes.

Breathing Vinylidene Chloride can irritate the nose and
throat causing coughing and wheezing.

High levels can cause drowsiness, depression and a
“drunken” feeling that can lead to unconsciousness.
Repeated exposure may damage the liver and kidneys.
Vinylidene Chloride is a HIGHLY FLAMMABLE and
REACTIVE chemical and a DANGEROUS FIRE and
EXPLOSION HAZARD.

IDENTIFICATION

Vinylidene Chloride is a volatile colorless liquid with a mild,
sweet odor. It is used as a chemical intermediate in making
fibers, plastics and adhesives.

REASON FOR CITATION

Vinylidene Chloride is on the Hazardous Substance List

because it is cited by ACGIH, DOT, NIOSH, DEP, HHAG,
NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is FLAMMABLE and REACTIVE.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING

EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

*

Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

RTK Substance number: 2006
Date: June 1996 Revision: August 2002

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

NIOSH: Recommends that exposure to occupational
carcinogens be limited to the lowest feasible
concentration.

ACGIH: The recommended airborne exposure limit is

S5ppm averaged over an 8-hour workshift.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

*  Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to Vinylidene
Chloride and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Vinylidene Chloride to potentially exposed
workers.




VINYLIDENE CHLORIDE

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Vinylidene Chloride:

* Contact can irritate and burn the skin and eyes.

* Breathing Vinylidene Chloride can irritate the nose and
throat causing coughing and wheezing.

High levels can cause drowsiness, depression and a
“drunken” feeling that can lead to unconsciousness.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Vinylidene Chloride and can last
for months or years:

Cancer Hazard

* There is limited evidence that Vinylidene Chloride causes
cancer in animals. It may cause kidney, liver and skin cancer
in animals.

* Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductive Hazard
* There is limited evidence that Vinylidene Chloride may
affect the reproductive ability of males.

Other Long-Term Effects

* Repeated exposure may damage the liver and kidneys.

MEDICAL

Medical Testing
If symptoms develop or overexposure is suspected, the
following are recommended:

* Liver and kidney function tests.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are pot a substitute for controiling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures
&

Because more than light alcohol consumption can cause
liver damage, drinking alcohol may increase the liver damage
caused by Vinylidene Chloride.
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WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

* Where possible, automatically pump liquid Vinylidene
Chloride from drums or other storage containers to process
containers.

* Before entering a confined space where Vinylidene Chloride
may be present, check to make sure that an explosive
concentration does not exist.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Vinylidene Chloride should change into clean clothing
promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Vinylidene Chloride.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

*  On skin contact with Vinylidene Chloride, immediately wash
or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Vinylidene Chloride, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where Vinylidene Chloride is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.
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The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Vinylidene Chloride. Wear
protective gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

* Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

* Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

*  Where the potential exists for exposure over 5 ppm, use a
MSHA/NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection use in combination
with an auxiliary self-contained breathing apparatus
operated in a pressure-demand or other positive-pressure
mode.

HANDLING AND STORAGE

* Prior to working with Vinylidene Chloride you should be
trained on its proper handling and storage.

* Vinylidene Chloride is not compatible with OXIDIZING

AGENTS (such as PERCHLORATES, PEROXIDES,

PERMANGANATES, CHLORATES, NITRATES,

CHLORINE, BROMINE and FLUORINE) and STRONG

ACIDS (such as HYDROCHLORIC, SULFURIC, OLEUM and

NITRIC).

Store in tightly cosed containers in a cool, well-ventilated

area away from HEAT, SUNLIGHT, ALUMINUM, STEEL

and COPPER.

* To prevent polymerization Vinylidene Chloride should be

inhibited with Monomethylether of Hydroquinone.

Sources of ignition, such as smoking and open flames, are

prohibited where Vinylidene Chloride is used, handled, or

stored.
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* Metal containers involving the transfer of Vinylidene
Chloride should be grounded and bonded.

* Use only non-sparking tools and equipment, especially
when opening and closing containers of Vinylidene
Chloride.

* Wherever Vinylidene Chloride is wused, handled,
manufactured, or stored, use explosion-proof electrical
equipment and fittings.

QUESTIONS AND ANSWERS

Q: IfI have acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Canl get long-term effects without ever having short-term
effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q: What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space" exposures
(working inside vats, reactors, boilers, small rooms, etc.).

>R

Q: Is the risk of getting sick higher for workers than for
community residents?

A: Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

>R

Q: Should I be concemed if a chemical causes cancer in
animals?

A: Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.
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But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and gggs, possibly
leading to birth defects.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may affect
the ability to have children, so both men and women of
childbearing age are at high risk.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS pumber is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mglm3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer:

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: VINYLIDENE CHLORIDE

DOT Number: UN 1303

NAERG Code: 129P

CAS Number: 75-35-4
Hazard rating NJDHSS NFPA
FLAMMABILITY - 4
REACTIVITY - 2
FLAMMABLE AND REACTIVE
POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Vinylidene Chloride is a FLAMMABLE LIQUID.
Use dry chemical, COj, alcohol or polymer foam
extinguishers, as water may not be effective in fighting fires.
* POISONOUS GASES ARE PRODUCED IN FIRE, including
Hydrogen Chloride and Phosgene.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
Vapors may travel to a source of ignition and flash back.
If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* % ¥ ¥

SPILLS AND EMERGENCIES

If Vinylidene Chloride is spilled or leaked, take the following

steps:

* Evacuate persons not wearing protective equipment from

area of spill or leak until clean-up is complete.

Remove all ignition sources.

Cover with dry lime, sand or soda ash, and place in covered

containers for disposal.

Ventilate and wash area after clean-up is complete.

Keep Vinylidene Chloride out of a confined space, such as

a sewer, because of the possibility of an explosion, unless

the sewer is designed to prevent the build-up of explosive

concentrations.

It may be necessary to contain and dispose of Vinylidene

Chloride as a HAZARDOUS WASTE. Contact your state

Department of Environmental Protection (DEP) or your

regional office of the federal Environmental Protection

Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)
FIRST AID

Eye Contact

* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seek
medical attention immediately.

Skin Contact

* Quickly remove contaminated clothing. Immediately wash
area with large amounts of soap and water. Seek medical
attention immediately.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 500 mm Hg at 77°F (25°C)
Flash Point: -19°F (-280°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:
Ethene, 1,1-Dichloro-

Other Names:
1,1-Dichloroethylene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE

Common Name: 1,2-DICHLOROETHANE

CAS Number: 107-06-2
DOT Number: UN 1184

HAZARD SUMMARY
1,2-Dichloroethane can affect you when breathed in and
by passing through your skin.
* 1,2-Dichloroethane  should be handled as a
CARCINOGEN-WITH EXTREME CAUTION.
Contact can irritate the skin and eyes.
Breathing 1,2-Dichloroethane can irritate the lungs causing
coughing and/or shortness of breath.
Exposure can cause nausea, vomiting, headache, dizziness,
lightheadedness, confusion, tremor, loss of memory and
even loss of consciousness.
1,2-Dichloroethane may damage the liver and kidneys.
1,2-Dichloroethane is a FLAMMABLE LIQUID and a FIRE
HAZARD.

IDENTIFICATION

1,2-Dichloroethane is a clear, colorless, oily liquid. It is used
to make Vinyl Chloride and as a solvent, fumigant, degreaser
and paint remover.

REASON FOR CITATION
1,2-Dichloroethane is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, NTP, DEP, IARC, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN, a MUTAGEN, and is
FLAMMABLE

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

RTK Substance number: 0652
Date: September 1994 Revision: February 2001

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

ODOR THRESHOLD = 87 ppm.

The range of accepted odor threshold values is quite
broad. Caution should be used in relying on odor alone as
a warning of potentially hazardous exposures.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is 50 ppm averaged over an 8-hour workshift and
100 ppm as a ceiling not to be exceeded at any
time except for an allowable peak up to 200 ppm
for 5 minutes in any 3 hours of a workshift.

NIOSH: The recommended airborne exposure limit is
1 ppm averaged over a 10-hour workshift and
2 ppm not to be exceeded during any 15 minute
work period.

ACGIH: The recommended airborne exposure limit is
10 ppm averaged over an 8-hour workshift.

* 1,2-Dichloroethane may be a CARCINOGEN in humans.
There may be no safe level of exposure to a carcinogen, so
all contact should be reduced to the lowest possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

* Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* Wear protective work clothing.

Wash thoroughly immediately after exposure to
1,2-Dichloroethane and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of 1,2-Dichloroethane to potentially exposed
workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described betow.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to 1,2-Dichloroethane:

Contact can irritate the skin and eyes.
Breathing 1,2-Dichloroethane can irritate the lungs causing
coughing and/or shortness of breath.

* Exposure can cause nausea, vomiting, headache, dizziness,
lightheadedness, confusion, tremor, loss of memory and
even loss of consciousness.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to 1,2-Dichloroethane and can last
for months or years:

Cancer Hazard

* 1,2-Dichloroethane may be a CARCINOGEN in humans
since it has been shown to cause stomach, lung, breast and
other types of cancers in animals.

Many scientists believe there is no safe level of exposure
to a carcinogen.

Reproductive Hazard

* According to the information presently available to the
New Jersey Department of Health and Senior Services, 1,2-
Dichloroethane has not been tested for its ability to affect
reproduction.

Other Long-Term Effects

* 1,2-Dichloroethane can irritate the lungs. Repeated
exposure may cause bronchitis to develop with cough,
phlegm, and/or shortness of breath.
1,2-Dichloroethane may damage the liver and kidneys.
This chemical has not been adequately evaluated to
determine whether brain or other nerve damage could occur
with repeated exposure. However, many solvents and
other petroleum-based chemicals have been shown to
cause such damage. Effects may include reduced memory
and concentration, personality changes (withdrawal,
irritability), fatigue, sleep disturbances, reduced
coordination, and/or effects on nerves supplying internal
organs (autonomic nerves) and/or nerves to the arms and
legs (weakness, "pins and needles").
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MEDICAL
Medical Testing

If symptoms develop or overexposure is suspected, the
following are recommended:

Liver and kidney function tests.

Lung function tests.

Evaluate for brain effects such as changes in memory,
concentration, sleeping patterns and mood (especially
irritability and social withdrawal), as well as headaches and
fatigue. Consider evaluations of the cerebellar, autonomic
and peripheral nervous systems. Positive and borderline
individuals should be referred for neuropsychological
testing.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are pot a substitute for controlling
exposure.

Request copies of your medical testing. You bave a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Because smoking can cause heart disease, as well as lung
cancer, emphysema, and other respiratory problems, it may
worsen respiratory conditions caused by chemical
exposure. Even if you have smoked for a long time,
stopping now will reduce your risk of developing health
problems.

Because more than light alcohol consumption can cause
liver damage, drinking alcohol may increase the liver
damage caused by 1,2-Dichloroethane.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site
of chemical release. Isolating operations can also reduce
exposure. Using respirators or protective equipment is less
effective than the controls mentioned above, but is sometimes
necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.
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In addition, the following controls are recommended:

*  Where possible, automatically pump liguid
1,2-Dichloroethane from drums or other storage containers
to process containers.

* Before entering a  confined space where
1,2-Dichloroethane may be present, check to make sure
that an explosive concentration does not exist.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
1,2-Dichloroethane should change into clean clothing
promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to 1,2-Dichloroethane.

* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.

* On skin contact with 1,2-Dichloroethane, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted 1,2-Dichloroethane, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where 1,2-Dichloroethane is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with 1,2-Dichloroethane. Wear
protective gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

*  All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.
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*  ACGIH recommends Polyvinyl Alcohol, Viton, and Teflon
as protective materials.

Eye Protection

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

*  Where the potential exists for exposure over 1 ppm, use a
NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection use in
combination with an auxiliary self-contained breathing
apparatus operated in a pressure-demand or other positive-
pressure mode.

* Exposure to 50 ppm is immediately dangerous to life and
health. If the possibility of exposure above 50 ppm exists,
use a NIOSH approved self-contained breathing apparatus
with a full facepiece operated in a pressure-demand or other
positive-pressure mode.

HANDLING AND STORAGE

* Prior to working with 1,2-Dichloroethane you should be
trained on its proper handling and storage.

* 1,2-Dichloroethane is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE); CHEMICALLY
ACTIVE METALS (such as POTASSIUM, SODIUM,
MAGNESIUM and ZINC); STRONG BASES (such as
SODIUM HYDROXIDE and POTASSIUM HYDROXIDE);
AMMONIA; REDUCING AGENTS; MERCAPTANS; and
NITRIC ACID.

* Store in tightly closed containers in a cool, dry, well-
ventilated area away from LIGHT, HEAT, AIR and
MOISTURE.

* Sources of ignition, such as smoking and open flames, are
prohibited where 1,2-Dichloroethane is used, handled, or
stored.

* Metal containers involving the transfer of
1,2-Dichloroethane should be grounded and bonded.

* Use only non-sparking tools and equipment, especially
when opening and closing containers of
1,2-Dichloroethane.

QUESTIONS AND ANSWERS

Q: IfIhave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

z
¢
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Can I get long-term effects without ever having short-
term effects?

Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space"
exposures (working inside vats, reactors, boilers, small
rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be
a problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected
human carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment
including respirators. In addition, they can help to interpret
the results of industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational
health or the Right to Know Act can be organized for labor
unions, trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

TIARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.

A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. Itis a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCT is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes
standards to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itisa
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: 1,2-DICHLOROETHANE
DOT Number: UN 1184

NAERG Code: 129

CAS Number: 107-06-2

Hazard rating NJDHSS NFPA
FLAMMABILITY - 3

REACTIVITY - 0
CARCINOGEN

FLAMMABLE

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

* 1,2-Dichloroethane is a FLAMMABLE LIQUID.

* Use dry chemical, COp, alcohol or polymer foam
extinguishers, as water may not be effective in fighting fires.

* POISONOUS GASES ARE PRODUCED IN FIRE, including.

Phosgene and Hydrogen Chloride.

CONTAINERS MAY EXPLODE IN FIRE.

Use water spray to keep fire-exposed containers cool.

Vapors may travel to a source of ignition and flash back.

If employees are expected to fight fires, they must be trained

and equipped as stated in OSHA 1910.156.
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SPILLS AND EMERGENCIES

If 1,2-Dichloroethane is spilled or leaked, take the following
steps:
* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.
* Remove all ignition sources.
Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.
Ventilate and wash area after clean-up is complete.
Keep 1,2-Dichloroethane out of a confined space, such as a
sewer, because of the possibility of an explosion, unless the
sewer is designed to prevent the build-up of explosive
concentrations.
* It may be mnecessary to contain and dispose of
1,2-Dichloroethane as a HAZARDOUS WASTE. Contact
your state Department of Environmental Protection (DEP) or
your regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.
If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact

*  Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seek
medical attention immediately.

Skin Contact

* Quickly remove contaminated clothing. Immediately wash
contaminated skin with large amounts of soap and water.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 64 mm Hg at 68°F (20°C)
Flash Point: 55°F (13°C)
Water Solubility: Slightly sotuble

OTHER COMMONLY USED NAMES

Chemical Name:

Ethane, 1,2-Dichloro-

Other Names:

1,2-Bichloroethane; Ethylene Dichloride; Glycol Dichloride

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: 1,2-DICHLOROPROPANE

CAS Number: 78-87-5
DOT Number: UN 1279

HAZARD SUMMARY

1,2-Dichloropropane can affect you when breathed in and

by passing through your skin.

Contact can irritate the skin and eyes.

Breathing 1,2-Dichleropropane can irritate the nose and

throat.

Breathing 1,2-Dichloropropane can irritate the lungs

causing coughing and/or shortness of breath. Very high

exposure may cause a build-up of fluid in the lungs

(pulmonary edema), a medical emergency, with severe

shortness of breath.

* High exposure can cause headache, lightheadedness,
dizziness, nausea and passing out.

* Repeated exposure may damage the liver and kidneys and
may affect the nervous system.

* 1,2-Dichloropropane is a FLAMMABLE LIQUID and a
FIRE HAZARD.

IDENTIFICATION

1,2-Dichloropropane is a colorless liquid with a Chloroform-
like odor. It is used as a solvent, degreaser, in dry cleaning
fluids, and as an insecticide.

REASON FOR CITATION
1,2-Dichloropropane is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, DEP, IARC, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance

List because it is FLAMMABLE.

Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

RTK Substance number: 0664
Date: September 1996 Revision: July 2002

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

ODOR THRESHOLD = 0.2 ppm.

The range of accepted odor threshold values is quite
broad. Caution should be used in relying on odor alone as
a warning of potentially hazardous exposures.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is 75 ppmaveraged over an 8-hour workshift.

NIOSH: Recommends that exposure to occupational
carcinogens be limited to the lowest feasible
concentration.

ACGIH: The recommended airborne exposure limit is
75 ppm averaged over an 8-hour workshift and
110 ppm as a STEL (short-term exposure limit).

* The above exposure limits are for air levels only. When skin

contact also occurs, you may be overexposed, even though

air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

* Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
1,2-Dichloropropane and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of 1,2-Dichloropropane to potentially exposed
workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to 1,2-Dichloropropane:

* Contact can irritate the skin and eyes.

Breathing 1,2-Dichloropropane can irritate the nose and
throat.

* Breathing 1,2-Dichloropropane can irritate the Ilungs
causing coughing and/or shortness of breath. Very high
exposure may cause a build-up of fluid in the lungs
(pulmonary edema), a medical emergency, with severe
shortness of breath.

* High exposure can cause headache, lightheadedness,
dizziness, nausea and passing out.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to 1,2-Dichloropropane and can last
for months or years:

Cancer Hazard

* There is limited evidence that 1,2-Dichloropropane causes
cancer in animals. It may cause cancer of the liver.

* Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductlve Hazard
There is no evidence that 1,2-Dichloropropane affects
reproduction. This is based on test results presently
available to the New Jersey Department of Health and Senior
Services from published studies.

Other Long-Term Effects
* Repeated exposure may damage the liver and kidneys.
* 1,2-Dichloropropane may affect the nervous system.

MEDICAL

Medical Testing

Before beginning employment and at regular times after that, for
those with frequent or potentially high exposures, the following
are recommended:

*

Consider chest x-ray after acute overexposure.
Liver and kidney function tests.
* Exam of the nervous system.
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Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already dome are mot a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mlxed Exposures
Because smoking can cause heart disease, as well as tung
cancer, emphysema, and other respiratory problems, it may
worsen respiratory conditions caused by chemical exposure.
Even if you have smoked for a long time, stopping now will
reduce your risk of developing health problems.

* Because more than light alcohol consumption can cause
liver damage, drinking alcohol may increase the liver damage
caused by 1,2-Dichloropropane.

Conditions Made Worse By Exposure
* Persons with significant liver disease may be at somewhat
increased risk from exposure.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically pump liquid
1,2-Dichloropropane from drums or other storage containers
to process containers.

*  Before entering a confined space where
1,2-Dichloropropane may be present, check to make sure
that an explosive concentration does not exist.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
1,2-Dichloropropane should change into clean clothing
promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to 1,2-Dichloropropane.
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* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.

* On skin contact with 1,2-Dichloropropane, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted 1,2-Dichloropropane, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where 1,2-Dichloroprepane is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
applying cosmetics, smoking, or using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations. are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with 1,2-Dichloropropane. Wear
protective gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation. ’

All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.
*  ACGIH recommends Teflon as a protective material.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

* Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

* Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.
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* Where the potential exists for exposure over 75 ppm, use a
MSHA/NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection use in combination
with an auxiliary self-contained breathing apparatus
operated in a pressure-demand or other positive-pressure
mode. : '

* Exposure to 400 ppm is immediately dangerous to life and
health. If the possibility of exposure above 400 ppm exists,
use a MSHA/NIOSH approved self-contained breathing
apparatus with a full facepiece operated in a pressure-
demand or other positive-pressure mode.

HANDLING AND STORAGE

*  Prior to working with 1,2-Dichlorepropane you should be
trained on its proper handling and storage.

* 1,2-Dichloropropane is not compatible with ALUMINUM,;
OXIDIZING AGENTS (such as PERCHLORATES,
PEROXIDES, PERMANGANATES, CHLORATES,
NITRATES, CHLORINE, BROMINE and FLUORINE);
STRONG ACIDS (such as HYDROCHLORIC, SULFURIC
and NITRIC); STRONG BASES (such as SODIUM
HYDROXIDE and POTASSIUM HYDROXIDE); and
CHEMICALLY ACTIVE METALS (such as POTASSIUM,
SODIUM, MAGNESIUM and ZINC).

* Store in tightly closed containers in a cool, well-ventilated
arca away from COATINGS, RUBBER, PLASTIC, and
COPPER.

* Sources of ignition, such as smoking and open flames, are
prohibited where 1,2-Dichloropropane is used, handled, or
stored.

*  Metal containers  inveolving  the  transfer  of
1,2-Dichloropropane should be grounded and bonded.

* Use only non-sparking tocls and equipment, especially
when opening and closing containers of
1,2-Dichloropropane.

QUESTIONS AND ANSWERS

Q: IfIhave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q:  Can I get long-term effects without ever having short-term
effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q: What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.
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1,2-DICHLOROPROPANE

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas

such as open containers), and "confined space” exposures
(working inside vats, reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation
If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the

Department of Health and Senior Services, Occupational Health -

Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202.

R
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash peint is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.

E:
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Common Name: 1,2-DICHLOROPROPANE
DOT Number: UN 1279

NAERG Code: 130

CAS Number: 78-87-5

Hazard rating NJDHSS NFPA
FLAMMABILITY - 3
REACTIVITY - 0
FLAMMABLE

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal;, I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

1,2-Dichloropropane is a FLAMMABLE LIQUID.
Use dry chemical, COp, alcohol or polymer foam
extinguishers, as water may not be effective in fighting fires.
* POISONOUS GASES ARE PRODUCED IN FIRE, including
Hydrogen Chloride and Phosgene.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
Vapors may travel to a source of ignition and flash back.
If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* ¥ Xk ¥

SPILLS AND EMERGENCIES

If 1,2-Dichloropropane is spilled or leaked, take the following
steps:

* Evacuate persons not wearing protective equipment from

area of spill or leak until clean-up is complete.

Remove all ignition sources.

Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

Keep 1,2-Dichloropropane out of a confined space, such as
a sewer, because of the possibility of an explosion, unless
the sewer is designed to prevent the build-up of explosive
concentrations.

* It may be necessary to contain and dispose of
1,2-Dichloropropane as a HAZARDOUS WASTE. Contact
your state Department of Environmental Protection (DEP) or
your regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)
FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.
Transfer promptly to a medical facility.

Medical observation is recommended for 24 to 48 hours
after breathing overexposure, as pulmonary edema may be
delayed.

PHYSICAL DATA

Vapor Pressure: 40 mm Hg at 68°F (20°C)
Flash Point: 60°F (16°C)
Water Solubility: Slightly soluble

OTHER COMMONLY USED NAMES

Chemical Name:

Propane, 1,2-Dichloro-

Other Names:

Propylene Chloride; Propylene Dichloride

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Kmow Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: 1,2,3-TRICHLOROPROPANE

CAS Number: 96-18-4
DOT Number: None

HAZARD SUMMARY
1,2,3-Trichloropropane can affect you when breathed in
and by passing through your skin.

* 1,2,3-Trichloropropane should be handled as a
CARCINOGEN--WITH EXTREME CAUTION.

Contact can irritate and burn the skin and eyes.

Breathing 1,2,3-Trichloropropane can irritate the nose,
throat and lungs causing coughing, wheezing and/or
shortness of breath.

* 1,2,3-Trichloropropane can cause headache, dizziness,
lightheadedness, and affect concentration, memory and
muscle coordination.

* Repeated contact can cause drying and cracking of the
skin.

* Exposure to 1,2,3-Trichloropropane may affect the brain
and heart.

* 1,2,3-Trichloropropane may damage the liver.

IDENTIFICATION

1,2,3-Trichloropropane is a colorless to straw-colored liquid
with a chloroform-like odor. It is used as a paint and varnish
remover, as a solvent for oils, fats, waxes, rubber, and resins,
as a degreasing agent, and in the manufacture of other
chemicals.

REASON FOR CITATION
1,2,3-Trichloropropane is on the Hazardous Substance
List because it is regulated by OSHA and cited by ACGIH,
NIOSH, NTP, IARC, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers
to label chemicals in the workplace and requires public
employers to provide their employees with information and
training concerning chemical hazards and controls. The
federal OSHA Hazard Communication Standard, 1910.1200,
requires private employers to provide similar training and
information to their employees.

RTK Substance number: 1902
Date: May 1999

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area
air samples. You can obtain copies of sampling results
from your employer. You have a legal right to this
information under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit
(PEL) is 50 ppm averaged over an 8-hour
workshift.

NIOSH:  The recommended airborne exposure limit is
10 ppm averaged over a 10-hour workshift.

ACGIH: The recommended airborne exposure limit is
10 ppm averaged over an 8-hour workshift.

* The above exposure limits are for air levels only. When
skin contact also occurs, you may be overexposed, even
though air levels are less than the limits listed above.

* 1,2,3-Trichloropropane may be a CARCINOGEN in
humans. There may be no safe level of exposure to a
carcinogen, so all contact should be reduced to the lowest
possible level.

WAYS OF REDUCING EXPOSURE
Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* Wear protective work clothing.

Wash thoroughly immediately after exposure to
1,2,3-Trichloropropane and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and
safety hazards of 1,2,3-Trichloroprepane to potentially
exposed workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to
1,2,3-Trichloropropane:

Contact can irritate and burn the skin and eyes.
Breathing 1,2,3-Trichloropropane can irritate the nose,
throat and lungs causing coughing, wheezing and/or
shortness of breath.

* 1,2,3-Trichloropropane can cause headache, dizziness,
lightheadedness, and affect concentration, memory and
muscle coordination.

Chronic Health Effect

The following chronic (long-term) health effects can occur at
some time after exposure to 1,2,3-Trichloropropane and can
last for months or years:

Cancer Hazard

* .1,2,3-Trichloropropane may be a CARCINOGEN in
humans since it has been shown to cause cancer of the
stomach, liver and mouth in animals.

* Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductive Hazard
1,2,3-Trichloropropane may decrease fertility in females.

Other Long-Term Effects

* Repeated contact can cause drying and cracking of the
skin.
Exposure to 1,2,3-Trichloropropane may affect the heart.
1,2,3-Trichloropropane may damage the liver.
This chemical has not been adequately evaluated to
determine whether brain or other nerve damage could
occur with repeated exposure. However, many solvents
and other petroleum-based chemicals have been shown to
cause such damage. Effects may include reduced memory
and concentration, personality changes (withdrawal,
irritability),  fatigue, sleep disturbances, reduced
coordination, and/or effects on nerves supplying internal
organs (autonomic nerves) and/or nerves to the arms and
legs (weakness, "pins and needles").
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MEDICAL

Medical Testing

For those with frequent or potentially high exposure (half the
TLV or greater), the following are recommended before
beginning work and at regular times after that:

Liver function tests.

* Evaluate for brain effects such as changes in memory,
concentration, sleeping patterns and mood (especially
irritability and social withdrawal), as well as headaches and
fatigue. Consider evaluations of the cerebellar, autonomic
and peripheral nervous systems. Positive and borderline
individuals should be referred for neuropsychological
testing.

* EKG.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Because more than light alcohol consumption can cause
liver damage, drinking alcohol can increase the liver
damage caused by 1,2,3-Trichloropropane.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most
effective way of reducing exposure. The best protection is to
enclose operations and/or provide local exhaust ventilation at
the site of chemical release. Isolating operations can also
reduce exposure. Using respirators or protective equipment is
less effective than the controls mentioned above, but is
sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following control is recommended:

* Where  possible, automatically  pump liquid
1,2,3-Trichloropropane from drums or other storage
containers to process containers.
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Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
1,2,3-Trichloropropane should change into clean clothing
promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to 1,2,3-Trichloropropane.

* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.

* On skin contact with 1,2,3-Trichloropropane,
immediately wash or shower to remove the chemical. At
the end of the workshift, wash any areas of the body that
may have contacted 1,2,3-Trichloropropane, whether or
not known skin contact has occurred.

* Do not eat, smoke, or drink where 1,2,3-
Trichloropropane is handled, processed, or stored, since
the chemical can be swallowed. Wash hands carefully
before eating, drinking, smoking, or using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN
PERSONAL PROTECTIVE EQUIPMENT. However, for
some jobs. (such as outside work, confined space entry, jobs
done only once in a while, or jobs done while workplace
controls are being installed), personal protective equipment
may be appropriate.

OSHA 1910.132 requires employers to  determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with 1,2,3-Trichloropropane. Wear
solvent-resistant gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

*  All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.

* ACGIH recommends Butyl Rubber, Viton and Polyvinyl
Aleohol as a protective materials.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

Contact lenses should not be worn when working with this
substance.
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Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS.
Such equipment should only be used if the employer has a
written program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 100 ppm, use
a MSHA/NIOSH approved supplied-air respirator with a
full facepiece operated in a pressure-demand or other
positive-pressure mode. For increased protection use in
combination with an auxiliary self-contained breathing
apparatus operated in a pressure-demand or other positive-
pressure mode.

* Exposure to 100 ppm is immediately dangerous to life and
health. If the possibility of exposure above 100 ppm
exists, use a MSHA/NIOSH approved self-contained
breathing apparatus with a full facepiece operated in a
pressure-demand or other positive-pressure mode.

HANDLING AND STORAGE

*  Prior to working with 1,2,3~-Trichloropropane you should
be trained on its proper handling and storage.

* 1,2,3-Trichloropropane can react vigorously with
OXIDIZING AGENTS (such as PERCHLORATES,
PEROXIDES, PERMANGANATES, CHLORATES,
NITRATES, CHLORINE, BROMINE and FLUORINE).

* 1,2,3-Trichloropropane is not compatible with STRONG
BASES (such as SODIUM HYDROXIDE and
POTASSIUM HYDROXIDE); and may decompose on
exposure to CHEMICALLY ACTIVE METALS (such as
POTASSIUM, SODIUM, MAGNESIUM and ZINC)..

*  Store in tightly closed containers in a cool, well-ventilated
area away from CHLORINATED RUBBER, RESINS and
WAXES and SUNLIGHT.

* Sources of ignition, such as smoking and open flames, are
prohibited where 1,2,3-Trichloropropane is used,
handled, or stored in a manner that could create a potential
fire or explosion hazard.

QUESTIONS AND ANSWERS

Q: If T have acute health effects, will I later get chronic
health effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Can I get long-term effects without ever having short-
term effects?

Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.
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When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space” exposures
(working inside vats, reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as
well as to chemicals in the air over long periods. This
may be a problem for children or people who are already
il

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and eggs, possibly
leading to birth defects.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may
affect the ability to have children, so both men and
women of childbearing age are at high risk.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.




1,2,3-TRICHLOROPROPANE

DEFINITIONS

ACGIH is the American Conference of Governmental
Industrial Hygienists. It recommends upper limits (called
TLVs) for exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will
burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

TARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air.
It is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.
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A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.

NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a
guide for first responders to quickly identify the specific or
generic hazards of material involved in a transportation
incident, and to protect themselves and the general public
during the initial response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests
chemicals and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure
limit recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: 1,2,3-TRICHLOROPROPANE
DOT Number: . None
NAERG Code: None

CAS Number:  96-18-4
Hazard rating NJDHSS NFPA
FLAMMABILITY - 2
REACTIVITY - 0
CARCINOGEN

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal;
3=serious; 4=severe

I=slight: 2=moderate;

FIRE HAZARDS

* 1,2,3-Trichloropropane is a COMBUSTIBLE LIQUID.

* Use dry chemical or CO,, water, alcohol or polymer foam
extinguishers.

* POISONOUS GASES ARE PRODUCED IN FIRE,
including Phosgene, Hydrogen Chloride and Carbon
Monoxide.

* CONTAINERS MAY EXPLODE IN FIRE.

* Use water spray to keep fire-exposed containers cool.

* If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If 1,2,3-Trichloropropane is spilled or leaked, take the
following steps:

* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.
Remove all ignition sources.
Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.
Ventilate area after clean-up is complete.
It may be mnecessary to contain and dispose of
1,2,3-Trichloropropane as a HAZARDOUS WASTE.
Contact your Department of Environmental Protection (DEP)
or your regional office of the federal Environmental
Protection Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: (609) 292-7172

page 6 of 6
INFORMATIO N <<<<<<LLLLLLLLLLL

HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact

*  Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seek
medical attention immediately.

Skin Contact
* Remove contaminated clothing. Wash contaminated skm
with soap and water.

Breathmg
Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 3 mm Hg at 68°F (20°C)
Flash Point: 160°F (71°C)
Water Solubility: Slightly Soluble

OTHER COMMONLY USED NAMES

Chemical Name:

Propane, 1,2,3-Trichloro-

Other Names:

Allyl Trichloride; Glycerol Trichlorohydrin; Trichlorohydrin

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE

Common Name: BENZENE

CAS Number: 71-43-2
DOT Number: UN1114

HAZARD SUMMARY
Benzene can affect you when breathed in and by passing
through your skin.

* Benzene is a CARCINOGEN--HANDLE WITH EXTREME
CAUTION.

* Benzene can irritate the eyes and skin with drying and
scaling of the skin.
Exposure can irritate the nose and throat.
Benzene can cause symptoms of dizziness,
lightheadedness, headache and vomiting. Convulsions
and coma, or sudden death from irregular heart beat, may
follow high exposure.

* Repeated exposure can cause damage to the blood cells
(aplastic anemia).

* Benzene isa FLAMMABLE LIQUID and a FIRE HAZARD.

IDENTIFICATION

Benzene is a colorless liquid with a pleasant odor. It is used
mainly in making other chemicals and plastics, as a solvent,
and is found in trace amounts in gasoline.

REASON FOR CITATION
Benzene is on the Hazardous Substance List because it is
regulated by OSHA and cited by ACGIH, DOT, NIOSH,
NTP, DEP, IARC, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN and MUTAGEN and is
FLAMMABLE

*  Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

RTK Substance number: 0197
Date: November 1994 Revision: January 2001

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

ODOR THRESHOLD = 61 ppm.

The range of accepted odor threshold values is quite
broad. Caution should be used in relying on odor alone as
a warning of potentially hazardous exposures.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is 1 ppm averaged over an 8-hour workshift and 5
ppm, not to be exceeded during any 15 minute
work period.

NIOSH: The recommended airborne exposure limit is
0.1 ppm averaged over a 10-hour workshift and
1 ppm, not to be exceeded during any 15 minute
work period.

ACGIH: The recommended airborne exposure limit is
0.5 ppm averaged over an 8-hour workshift and
2.5 ppm as a STEL (short term exposure limit).

* Benzene is a CARCINOGEN in humans. There may be no
safe level of exposure to a carcinogen, so all contact should
be reduced to the lowest possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE
Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where
Benzene is handled, used, or stored as required by the
OSHA Standard 1910.1028.

*  Wash thoroughly immediately after exposure to Benzene
and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Benzene to potentially exposed workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Benzene:

Benzene can irritate the eyes and skin.

Exposure can irritate the nose and throat.

Benzene can cause symptoms of  dizziness,
lightheadedness, headache and vomiting. Convulsions
and coma, or sudden death from irregular heart beat, may
follow high exposure.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Benzene and can last for months
or years:

Cancer Hazard

* Benzene is a CARCINOGEN in humans. It has been shown

' to cause leukemia.

* Many scientists believe there is no safe level of exposure
to a carcinogen.

Reproductive Hazard

*  There is limited evidence that Benzene is a teratogen in
animals. Until further testing has been done, it should be
treated as a possible teratogen in humans.

Other Long-Term Effects

* Benzene can cause drying and scaling of the skin.
* Repeated exposure can cause damage to the blood cells
(aplastic anemia).

MEDICAL
Medical Testing

Before beginning employment and at regular times after that,
the following is recommended:

* Complete blood count.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling

exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.
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WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site
of chemical release. Isolating operations can also reduce
exposure. Using respirators or protective equipment is less
effective than the controls mentioned above, but is sometimes
necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

* Where possible, automatically pump liquid Benzene from
drums or other storage containers to process containers.

* Specific engineering controls are required for this chemical
by OSHA. Refer to the OSHA Standard 1910.1028.

* Before entering a confined space where Benzene may be
present, check to make sure that an explosive concentration
does not exist.

* A Class I, Type B, biological safety hood should be used
when mixing, handling, or preparing Benzene.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Benzene should change into clean clothing promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Benzene. ,

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

*  On skin contact with Benzene, immediately wash or shower
to remove the chemical. At the end of the workshift, wash
any areas of the body that may have contacted Benzene,
whether or not known skin contact has occurred.

* Do not eat, smoke, or drink where Benzene is handled,
processed, or stored, since the chemical can be swallowed.
Wash hands carefully before eating, drinking, smoking, or
using the toilet.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Benzene. Wear solvent-resistant

gloves and clothing. Safety equipment suppliers/

manufacturers can provide recommendations on the most

protective glove/clothing material for your operation.

All protective clothing (suits, gloves, footwear, headgear)

should be clean, available each day, and put on before

work.

* ACGIH recommends Butyl Neoprene, Polyvinyl Alcohol,
Silver Shield, and Viton/Neoprene as protective materials.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles

when working with liquids.

Wear a face shield along with goggles when working with

corrosive, highly irritating or toxic substances.

* Contact lenses should not be worn when working with this
substance.

Respiratory Protection
IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.
*  Where the potential exists for exposure over 0.1 ppm, use a
MSHA/NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection wuse in
combination with an auxiliary self-contained breathing
apparatus operated in a pressure-demand or other positive-
pressure mode.

* Exposure to 500 ppm is immediately dangerous to life and
health. If the possibility of exposure above 500 ppm exists,
use a MSHA/NIOSH approved self-contained breathing
apparatus with a full facepiece operated in a pressure-
demand or other positive-pressure mode.
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HANDLING AND STORAGE

*  Prior to working with Benzene you should be trained on its
proper handling and storage.

* A regulated, mrked area should be established where
Benzene is handled, used, or stored.

* Benzene is not compatible with OXIDIZING AGENTS

(such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE); FLUORIDES;
NITRIC ACID; and DIBORANE;

* Store in tightly closed containers in a cool, well-ventilated
area away from HEAT.

* Sources of ignition, such as smoking and open flames, are

prohibited where Benzene is used, handled, or stored.

Metal containers involving the transfer of Benzene should

be grounded and bonded.

Use only non-sparking tools and equipment, especially

when opening and closing containers of Benzene.

QUESTIONS AND ANSWERS

Q:  IfIhave acute health effects, will I later get chronic health
effects?

A: Notalways. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Can I get long-term effects without ever having short-
term effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

Q:  What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanijcal processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space"
exposures (working inside vats, reactors, boilers, small
rooms, etc.).
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Q: Is the risk of getting sick higher for workers than for
community residents?

A: Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be
a problem for children or people who are already ill.
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Q:
A:
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Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may
affect the ability to have children, so both men and
women of childbearing age are at high risk.

Should I be concerned if a chemical is a teratogen in
animals?

Yes. Although some chemicals may affect humans
differently than they affect animals, damage to animals
suggests that similar damage can occur in humans.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address:  http://www_state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment
including respirators. In addition, they can help to interpret
the results of industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational
health or the Right to Know Act can be organized for labor
unions, trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

TARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.

A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.

page S5of6

NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. Itis a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes
standards to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itisa
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.

s AR
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Common Name: BENZENE
DOT Number: UN 1114
NAERG Code: 130

CAS Number: 71-43-2

Hazard rating NJDHSS NFPA
FLAMMABILITY - 3

REACTIVITY - 0
CARCINOGEN

FLAMMABLE

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Benzene is a FLAMMABLE LIQUID.

Use dry chemical, CO,, water spray, or foam extinguishers.
POISONOUS GASES ARE PRODUCED IN FIRE.
CONTAINERS MAY EXPLODE IN FIRE.

Use water spray to keep fire-exposed containers cool.

Vapors may travel to a source of ignition and flash back.
Vapor is heavier than air and may travel a distance to cause a
fire or explosion far from the source.

Benzene floats on water and may spread fire.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* X X % ¥ ¥ ¥

* *

SPILLS AND EMERGENCIES

If Benzene is spilled or leaked, take the following steps:
* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

Remove all ignition sources.

Cover with an activated charcoal adsorbent and place in
covered containers for disposal.

Ventilate and wash area after clean-up is complete.

Keep Benzene out of a confined space, such as a sewer,
because of the possibility of an explosion, unless the sewer
is designed to prevent the build-up of explosive
concentrations.

It may be necessary to contain and dispose of Benzene as a
HAZARDOUS WASTE. Contact your state Department of
Environmental Protection (DEP) or your regional office of the
federal Environmental Protection Agency (EPA) for specific
recommendations.

If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact
*  Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact

* Quickly remove contaminated clothing. Immediately wash
area with large amounts of soap and water. Seek medical
attention.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 75 mm Hg at 68°F (20°C)
Flash Point: 12°F (-11°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:

Benzene

Other Names:

Benzol; Coal Naphtha; Phenyl Hydride

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: 1,2-DICHLOROETHYLENE

CAS Number: 540-59-0
DOT Number: UN 1150

HAZARD SUMMARY

1,2-Dichloroethylene can affect you when breathed in.

* 1,2-Dichloroethylene can irritate the skin causing a rash or
burning feeling on contact.
1,2-Dichloroethylene can irritate the eyes on contact.
Breathing 1,2-Dichloroethylene can irritate the nose, throat
and lungs.

* Exposure to a high concentration can cause you to become
dizzy, lightheaded and to pass out.
Repeated exposure may affect the liver and kidneys.

* 1,2-Dichloroethylene is a FLAMMABLE and REACTIVE
chemical and a FIRE and EXPLOSION HAZARD.

IDENTIFICATION

1,2-Dichloroethylene is a colorless liquid with an Ether-like
odor. Itisused as a solvent for organic materials.

REASON FOR CITATION

* 1,2-Dichloroethylene is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, DEP, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is FLAMMABLE and REACTIVE.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

RTK Substance number: 0653
Date: September 1996 Revision: July 2002

WORKPLACE EXPOSURE LIMITS
OSHA: The legal airborne permissible exposure limit (PEL)
is 200 ppm averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limit is
200 ppm averaged over a 10-hour workshift.

ACGIH: The recommended airborne exposure limit is
200 ppm averaged over an 8-hour workshift.

WAYS OF REDUCING EXPOSURE

* Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
1,2-Dichloroethylene and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of 1,2-Dichloroethylene to potentially exposed
workers.




1,2-DICHLOROETHYLENE

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to 1,2-Dichloroethylene:

* 1,2-Dichloroethylene can irritate the skin causing a rash or
burning feeling on contact.
1,2-Dichloroethylene can irritate the eyes on contact.
* Breathing 1,2-Dichloroethylene can irritate the nose, throat
and lungs.
Exposure to a high concentration can cause you to become
dizzy, lightheaded and to pass out.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to 1,2-Dichloroethylene and can last
for months or years:

Cancer Hazard

* According to the information presently available to the New
Jersey Department of Health and Senior Services,
1,2-Dichloroethylene has not been tested for its ability to
cause cancer in animals.

Reproductive Hazard

*  According to the information presently available to the New
Jersey Department of Health and Senior Services,
1,2-Dichloroethylene has not been tested for its ability to
affect reproduction.

Other Long-Term Effects

* Repeated exposure may affect the liver and kidneys.

MEDICAL

Medical Testing
If symptoms develop or overexposure is suspected, the
following are recommended:

* Liver and kidney function tests.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.
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Mixed Exposures

* Because more than light alcohol consumption can cause
liver damage, drinking alcohol may increase the liver damage
caused by 1,2-Dichloroethylene.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
barmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically pump liquid
1,2-Dichloroethylene from drums or other storage
containers to process containers.

* Before entering a confined space where
1,2-Dichloroethylene may be present, check to make sure
that an explosive concentration does not exist.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
1,2-Dichloroethylene should change into clean clothing
promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to 1,2-Dichloroethylene.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with 1,2-Dichloroethylene, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted 1,2-Dichloroethylene, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where 1,2-Dichloroethylene is
handled, processed, or stored, since the chemical can be
swallowed. . Wash hands carefully before eating, drinking,
applying cosmetics, smoking, or using the toilet.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with 1,2-Dichloroethylene. Wear
solvent-resistant gloves and clothing. Safety equipment
suppliers/ manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

* Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

* Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 200 ppm, use a
NIOSH approved full facepiece respirator with an organic
vapor cartridge. Increased protection is obtained from full
facepiece powered-air purifying respirators.

If while wearing a filter or cartridge respirator you can smell,
taste, or otherwise detect 1,2-Dichloroethylene, or if while
wearing particulate filters abnormal resistance to breathing is
experienced, or eye irritation occurs while wearing a full
facepiece respirator, leave the area immediately. Check to
make sure the respirator-to-face seal is still good. If it is,
replace the filter or cartridge. If the seal is no longer good,
you may need a new respirator.

Be sure to consider all potential exposures in your
workplace. You may need a combination of filters, prefilters
or cartridges to protect against different forms of a chemical
(such as vapor and mist) or against a mixture of chemicals.
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* Where the potential for high exposure exists, use a
MSHA/NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection use in combination
with an auxiliary self-contained breathing apparatus
operated in a pressure-demand or other positive-pressure
mode.

* Exposure to 1,000 ppm is immediately dangerous to life and
health. If the possibility of exposure above 1,000 ppm
exists, use a NIOSH approved self-contained breathing
apparatus with a full facepiece operated in a pressure-
demand or other positive-pressure mode.

HANDLING AND STORAGE

* Prior to working with 1,2-Dichloroethylene you should be
trained on its proper handling and storage.

* 1,2-Dichloroethylene forms explosive hazards with METAL
and METAL ALLOYS (such as POTASSIUM, LITHIUM,
MAGNESIUM, ALUMINUM DUSTS, COPPER and COPPER
ALLOYS).

*  Mixtures with NITRIC ACID can be detonated by HEAT,
IMPACT or FRICTION.

* 1,2-Dichloroethylene is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE); STRONG BASES
(such as SODIUM HYDROXIDE and POTASSIUM
HYDROXIDE); DIFLUOROMETHYLENE
DIHYPOFLUORITE; and NITROGEN TETRAOXIDE.

* Store in tightly closed containers in a cool, well-ventilated

area away from AIR, LIGHT and MOISTURE as

1,2-Dichloroethylene will decompose to form Hydrogen

Chloride.

Sources of ignition, such as smoking and open flames, are

prohibited where 1,2-Dichloroethylene is used, handled, or

stored.

* Metal containers  involving  the  transfer  of
1,2-Dichloroethylene should be grounded and bonded.

* Use only non-sparking tools and equipment, especially
when opening and closing containers of 1,2-
Dichloroethylene.

* Wherever 1,2-Dichloroethylene is used, handled,
manufactured, or stored, use explosion-proof electrical
equipment and fittings.

QUESTIONS AND ANSWERS

Q: IfIhave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q:  CanlI get long-term effects without ever having short-term
effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.
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What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space" exposures
(working inside vats, reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. »
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a.change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: 1,2-DICHLOROETHYLENE

DOT Number: UN 1150

NAERG Code:  130P

CAS Number: 540-59-0
Hazard rating NJDHSS NFPA
FLAMMABILITY - 3
REACTIVITY - 2
FLAMMARBLE AND REACTIVE
POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal;
3=serious,; 4=severe

I1=slight; 2=moderate;

FIRE HAZARDS

* - 1,2-Dichloroethylene is a FLAMMABLE LIQUID.
Use dry chemical, CO,, or foam extinguishers as water may
not be effective in fighting fires.
-* POISONOUS GASES ARE PRODUCED IN FIRE, including
Hydrogen Chloride and Phosgene.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
Vapors may travel to a source of ignition and flash back.
Vapor is heavier than air and may travel a distance to cause
a fire or explosion far from the source.
If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* * O ¥

SPILLS AND EMERGENCIES

If 1,2-Dichloroethylene is spilled or leaked, take the following
steps:

* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

Remove all ignition sources.

Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

Keep 1,2-Dichloroethylene out of a confined space, such as
a sewer, because of the possibility of an explosion, unless
the sewer is designed to prevent the build-up of explosive
concentrations.

It may be necessary to contain and dispose of
1,2-Dichloroethylene as a HAZARDOUS WASTE. Contact
your state Department of Environmental Protection (DEP) or
your regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)
FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

*  Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 180-265 mm Hg at 68°F (20°C)
Flash Point: 36°F (2°C)
Water Solubility: Very slightly soluble

OTHER COMMONLY USED NAMES

Chemical Name:

Ethene, 1,2-Dichloro-

Other Names:

Acetylene Dichloride; trans-Dichloroethylene; sym-
Dichloroethylene

Not intended to be copied and sold for commercial
PUrposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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Common Name: TETRACHLOROETHYLENE

_CAS Number: 127-184
DOT Number: UN 1897

HAZARD SUMMARY

Tetrachloroethylene can affect you when breathed in and
by passing through your skin.

* Tetrachloroethylene should be handled as a
CARCINOGEN-WITH EXTREME CAUTION.

* Tetrachloroethylene can cause reproductive damage.
Handle with extreme caution.

* Contact can cause skin irritation, burns and drying and
cracking of the skin.

* Exposure to Tetrachloroethylene can irritate the eyes,
nose, mouth and throat.

* High exposure can cause headache, dizziness,
lightheadedness, nausea, vomiting and even passing out.

* Breathing Tetrachloroethylene can irritate the lungs
causing coughing and/or shortness of breath. Higher
exposures can cause a build-up of fluid in the lungs
(pulmonary edema), a medical emergency, with severe
shortness of breath.

* Tetrachloroethylene may damage the liver and kidneys and
affect the nervous system.

IDENTIFICATION

Tetrachloroethylene is a clear liquid with a sweet Chloroform-
like odor. Itis used in dry cleaning and metal degreasing.

REASON FOR CITATION
Tetrachloroethylene is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, NTP, DEP, IARC, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING

EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

RTK Substance number: 1810
Date: April 1996 Revision: March 2002

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

ODOR THRESHOLD =47 ppm.

The range of accepted odor threshold values is quite
broad. Caution should be used in relying on odor alone as
a warning of potentially hazardous exposures.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is 100 ppm averaged over an 8-hour workshift,
200 ppm not to be exceeded during any 15 minute
work period, and 300 ppm for 5 minutes during

any 3 hours.

NIOSH: Recommends that exposure to occupational
carcinogens be limited to the lowest feasible
concentration.

ACGIH: The recommended airborne exposure limit is
25 ppm averaged over an 8-hour workshift and
100 ppm as a STEL (short-term exposure limit).

* Tetrachloroethylene may be a CARCINOGEN in humans.
There may be no safe level of exposure to a carcinogen, so
all contact should be reduced to the lowest possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.

Wash thoroughly jmmediately after exposure to
Tetrachloroeethylene and at the end of the workshift.
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* Post hazard and waming information in the work area. In

addition, as part of an ongoing education and training effort,
communicate all information on the health and safety
hazards of Tetrachloroethylene to potentially exposed
workers.

This Fact Sheet is a summary source -of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Tetrachloroethylene:

Contact can cause skin irritation and burns.

Exposure to Tetrachloroethylene can irritate the eyes, nose,

mouth and throat.
* High exposure can cause headache, dizziness,
lightheadedness, nausea, vomiting and even passing out.
Breathing Tetrachloroethylene can irritate the lungs causing
coughing and/or shortness of breath. Higher exposures can
cause a build-up of fluid in the lungs (pulmonary edema), a
medical emergency, with severe shortness of breath.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Tetrachloroethylene and can last
for months or years:

Cancer Hazard

* Tetrachloroethylene may be a CARCINOGEN in humans
since it has been shown to cause liver cancer in animals.
Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductive Hazard
* Tetrachloroethylene may damage the developing fetus.

Other Long-Term Effects

* Tetrachloroethylene may damage the liver and kidneys and
affect the nervous system.

* Long-term exposure can cause drying and cracking of the
skin.

MEDICAL

Medical Testing

For those with frequent or potentially high exposure (half the
PEL or greater, or significant skin contact), the following are
recommended before beginning work and at regular times after
that:
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Liver and kidney function tests.
* Exam of the nervous system.

If symptoms develop or overexposure is suspected, the
following is recommended:

* Consider chest x-ray after acute overexposure.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mlxed Exposures
Because more than light alcohol consumption can cause
liver damage, drinking alcohol can increase the liver damage
caused by Tetrachloroethylene.

* Because smoking can cause heart disease, as well as lung
cancer, emphysema, and other respiratory problems, it may
worsen respiratory conditions caused by chemical exposure.
Even if you have smoked for a long time, stopping now will
reduce your risk of developing health problems.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following control is recommended:
* Where possible, automatically pump liquid
Tetrachloroethylene from drums or other storage containers

to process containers.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Tetrachloroethylene should change into clean clothing
promptly.
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* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Tetrachloroethylene.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Tetrachloroethylene, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Tetrachloroethylene, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where Tetrachloroethylene is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
applying cosmetics, smoking, or using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Tetrachloroethylene.  Wear
protective gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

* ACGIH recommends Nitrile Rubber, Polyvinyl Alcohol and
Viton as protective materials.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

* Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

* Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.
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* Where the potential exists for exposure over 25 ppm, use a
NIOSH approved supplied-air respirator with a full facepiece
operated in a pressure-demand or other positive-pressure
mode. For increased protection use in combination with an
auxiliary self-contained breathing apparatus operated in a
pressure-demand or other positive-pressure mode.

* Exposure to 150 ppm is immediately dangerous to life and
health. If the possibility of exposure above 150 ppm exists,
use a NIOSH approved self-contained breathing apparatus
with a full facepiece operated in a pressure-demand or other
positive-pressure mode.

QUESTIONS AND ANSWERS

Q: IfI have acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Can I get long-term effects without ever having short-term
effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q: What are my chances of getting sick when I have bee
exposed to chemicals? ‘ :

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space" exposures
(working inside vats, reactors, boilers, small rooms, etc.).

>R

Is the risk of getting sick higher for workers than for
community residents?

A: Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

>R

Q: Should I be concerned if a chemical causes cancer in
animals?

A: Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.
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But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and eggs, possibly
leading to birth defects.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may affect
the ability to have children, so both men and women of
childbearing age are at high risk.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address: http://www _state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources

The Right to Know Infoline (609) 984-2202 can answer
questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. '
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DEFINITIONS

ACGH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash peint is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by -
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: TETRACHLOROETHYLENE
DOT Number: UN 1897

NAERG Code: 160

CAS Number: 127-18-4

Hazard rating NJDHSS NFPA
FLAMMABILITY - 0

REACTIVITY - 0
CARCINOGEN

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I1=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

* Extinguish fire using an agent suitable for type of
surrounding fire. Tetrachloroethylene itself does not burn.
* POISONOUS GASES ARE PRODUCED IN FIRE, including
Hydrogen Chloride and Phosgene.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If Tetrachloroethylene is spilled or leaked, take the following
steps:

* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

*  Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.
Ventilate and wash area after clean-up is complete.
It may be necessary to contain and dispose of
Tetrachloroethylene as a HAZARDOUS WASTE. Contact
your state Department of Environmental Protection (DEP) or
your regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE

* Prior to working with Tetrachloroethylene you should be
trained on its proper handling and storage.

* Tetrachloroethylene is not compatible with OXIDIZING
AGENTS (such- as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE); CHEMICALLY
ACTIVE METALS (such as POTASSIUM, SODIUM,
MAGNESIUM and ZINC); STRONG BASES (such as
SODIUM HYDROXIDE and POTASSIUM HYDROXIDE);
LITHIUM; BERYLLIUM; and BARTUM.

* Store in tightly closed containers in a cool, well-ventilated
area away from HEAT.

FIRST AID

Eye Contact

* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seek
medical attention.

Skin Contact

* Quickly remove contaminated clothing. Immediately wash
area with large amounts of soap and water. Seek medical
attention.

Breathing :

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.
Transfer promptly to a medical facility.

* Medical observation is recommended for 24 to 48 hours
after breathing overexposure, as pulmonary edema may be
delayed.

PHYSICAL DATA ‘
Vapor Pressure: 14 mm Hg at 68°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:
Ethene, Tetrachloro-

Other Names:
Perchloroethylene; PERC; Ethylene Tetrachloride

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202 H5027
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Common Name: TRICHLOROETHYLENE

CAS Number:  79-01-6
DOT Number: UN 1710
HAZARD SUMMARY

Trichloroethylene can affect you when breathed in.
Trichloroethylene may cause mutations. Handle with
extreme caution.

* Contact can irritate and burmn the skin and eyes with
possible eye damage.

* Exposure can cause lightheadedness, dizziness,
unconsciousness, visual disturbances, nausea and vomiting.
Very high levels can cause irregular heartbeat which can be
fatal.

* Trichloroethylene may cause a skin allergy. If allergy
develops, very low future exposure can cause itching and a
skin rash.

* Repeated exposure can cause memory loss, headache, and
depression.

* Trichloroethylene may damage the liver and kidneys.

IDENTIFICATION

Trichloroethylene is a colorless liquid with a sweet odor. It
is used as a solvent for degreasing and dry cleaning, and in
printing inks, paints, lacquers, varnishes, and adhesives.

REASON FOR CITATION
Trichloroethylene is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, DEP, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a MUTAGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers
to label chemicals in the workplace and requires public
employers to provide their employees with information and
training concerning chemical hazards and controls. The
federal OSHA Hazard Communication Standard, 1910.1200,
requires private employers to provide similar training and
information to their employees.

* [Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area
air samples. You can obtain copies of sampling results
from your employer. You have a legal right to this
information under OSHA 1910.1020.

RTK Substance number: 1890
Date: April 1994 Revision: January 2000

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

ODOR THRESHOLD = 82 to 110 ppm.

* The range of accepted odor threshold values is quite broad.
Caution should be used in relying on odor alone as a
warning of potentially hazardous exposures.

WORKPLACE EXPOSURE LIMITS

OSHA.: The legal airborne permissible exposure limit
(PEL) is 100 ppm averaged over an 8-hour
workshift, 200 ppm not to be exceeded during
any 15 minute work period, and 300 ppm for 5
minutes in any 2-hour work period.

NIOSH:  The recommended airborne exposure limit is

25 ppm averaged over a 10-hour workshift.

ACGIH: The recommended airborne exposure limit is

50 ppm averaged over an 8-hour workshift and

100 ppm as a STEL (short term exposure limit).

* Trichloroethylene may cause mutations. All contact with
this chemical should be reduced to the lowest possible
level. -

WAYS OF REDUCING EXPOSURE
Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
Trichloroethylene and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and
safety hazards of Trichloroethylene to potentially exposed
workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Trichloroethylene:

* Contact can irritate and burn the skin and eyes with
possible eye damage.

* Exposure can cause lightheadedness, dizziness,
unconsciousness, visual disturbances, nausea and vomiting.
Very high levels can cause irregular heartbeat which can be
fatal.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Trichloroethylene and can last
for months or years:

Cancer Hazard

* There is limited evidence that Trichloroethylene causes
cancer in animals. It may cause lung and liver cancer.

* Trichloroethylene may cause mutations (genetic changes).

Many scientists believe there is no safe level of exposure to

a carcinogen.

Reproductive Hazard

* There is no evidence that Trichloroethylene affects
reproduction. This is based on test results presently
available to the New Jersey Department of Health and
Senior Services from published studies.

Other Long-Term Effects

* Trichloroethylene may cause a skin allergy. If allergy
develops, very low future exposure can cause itching and a
skin rash.

* Repeated exposure can cause memory loss, headache,
intolerance of alcohol, depression, and weakness in the
arms and legs.

Trichloroethylene may damage the liver and kidneys.

* Repeated contact can cause irritation, blistering,

roughening, and cracking of the exposed skin.
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MEDICAL

Medical Testing
For those with frequent or potentially high exposure (half the
TLV or greater, or significant skin contact), the following are
recommended before beginning work and at regular times after
that: '

* Liver and kidney function tests.

If symptoms develop or overexposure is suspected, the
following are recommended:

* Exam of the nervous system. Consider nerve conduction
tests.

* Urinary Trichloracetic Acid level (for repeated exposures)
or blood Trichloroethylene levels (for acute exposure).

* Evaluation by a qualified allergist, including careful
exposure history and special testing, may help diagnose
skin allergy.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Because more than light alcohol consumption can cause
liver damage, drinking alcohol can increase the liver
damage caused by Trichloroethylene.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most
effective way of reducing exposure. The best protection is to
enclose operations and/or provide local exhaust ventilation at
the site of chemical release. Isolating operations can also
reduce exposure. Using respirators or protective equipment is
less effective than the controls mentioned above, but is
sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following control is recommended:

*  Where possible, automatically pump liquid
Trichloroethylene from drums or other storage containers
to process containers.
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Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Trichloroethylene should change into clean clothing
promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Trichloroethylene.

* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.

* On skin contact with Trichloroethylene, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Trichloroethylene, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where Trichloroethylene is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

* Do not smoke in the work area. Even a little vapor inhaled
through a burning cigarette, cigar, or pipe will be
converted into more highly toxic substances.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN
PERSONAL PROTECTIVE EQUIPMENT. However, for
some jobs (such as outside work, confined space entry, jobs
done only once in a while, or jobs done while workplace
controls are being installed), personal protective equipment
may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Trichloroethylene. = Wear
solvent-resistant gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

* Al protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.

* ACGIH recommends Viton, Polyvinyl Alcohol, Teflon and
Silver Shield as protective materials.
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Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

* Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

* Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS.
Such equipment should only be used if the employer has a
written program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 25 ppm, use a
MSHA/NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode.  For increased protection use in
combination with an auxiliary self-contained breathing
apparatus operated in a pressure-demand or other positive-
pressure mode.

* Exposure to 1,000 ppm is immediately dangerous to life
and health. If the possibility of exposure above 1,000
exists,  use a MSHA/NIOSH approved self-contained
breathing apparatus with a full facepiece operated in a
pressure-demand or other positive-pressure mode.

HANDLING AND STORAGE

* Prior to working with Trichloroethylene you should be
trained on its proper handling and storage. ‘

* Trichloroethylene must be handled and stored away from
operations which generate HIGH TEMPERATURES such
as ARC WELDING or CUTTING, UNSHIELDED
RESISTANCE HEATING, OPEN FLAMES, and HIGH
INTENSITY LIGHT, as poisonous gases are produced.

* Trichloroethylene must be stored to avoid contact with
CHEMICALLY ACTIVE METALS (such as
ALUMINUM, POTASSIUM, SODIUM, MAGNESIUM
and ZINC); NITRIC ACID; and REDUCING AGENTS
since violent reactions occur.

* Trichloroethylene is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE).

* Trichloroethylene in contact with STRONG BASES
(such as SODIUM HYDROXIDE and POTASSIUM
HYDROXIDE) results in the evolution of spontaneously
flammable and explosive Dichloroacetylene.

* Store in tightly closed containers in a cool, well-ventilated
area away from SUNLIGHT and MOISTURE.
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QUESTIONS AND ANSWERS
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If 1 have acute health effects, will I later get chronic
health effects?

Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Can I get long-term effects without ever having short-
term effects?

Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

‘When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space" exposures
(working inside vats, reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as
well as to chemicals in the air over long periods. This
may be a problem for children or people who are already
il

What are the likely health problems from chemicals
which cause mutations?

There are two primary health concerns associated with
mutagens: (1) cancers can result from changes induced
in cells and, (2) adverse reproductive and developmental
outcomes can result from damage to the egg and sperm
cells.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.
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But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call persomnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.




TRICHLOROETHYLENE

DEFINITIONS

ACGIH is the American Conference of Governmental
Industrial Hygienists. It recommends upper limits (called
TLVs) for exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will
burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unbormn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air.
It is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.
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A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.

NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a
guide for first responders to quickly identify the specific or
generic hazards of material involved in a transportation
incident, and to protect themselves and the general public
during the initial response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests
chemicals and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLV is the Threshold Limit Value, the workplace exposure
limit recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: TRICHLOROETHYLENE
DOT Number: TUN 1710
NAERG Code: 160

CAS Number:  79-01-6
Hazard rating NJDHSS NFPA
FLAMMABILITY - 1
REACTIVITY - 0

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I1=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

* Extinguish fire using an agent suitable for type of
surrounding fire. Trichloroethylene itself does not burn.

* POISONOUS GASES ARE PRODUCED IN FIRE,
including Phosgene and Hydrogen Chloride.
CONTAINERS MAY EXPLODE IN FIRE.

* Use water spray to keep fire-exposed containers cool.

* If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If Trichloreethylene is spilled or leaked, take the following
steps:

* [Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

*  Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

* It may be necessary to contain and dispose of
Trichloroethylene as a HAZARDOUS WASTE. Contact
your Department of Environmental Protection (DEP) or your
regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: (609) 292-7172
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HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact

* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seek
medical attention immediately.

Skin Contact

* Quickly remove contaminated clothing. Immediately wash
area with large amounts of soap and water. Seek medical
attention immediately.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 58 mm Hg at 68°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:

Trichloroethene .

Other Names:
1,2,2-Trichloroethylene; Tri; TCE; Trilene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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Common Name: VINYL CHLORIDE

CAS Number:  75-014
DOT Number:  UN 1086

HAZARD SUMMARY
Vinyl Chloride can affect you when breathed in.

* Vinyl Chloride is a CARCINOGEN-HANDLE WITH

EXTREME CAUTION.

Vinyl Chloride can cause reproductive damage. Handle

with extreme caution.

* Contact can severely irritate and burn the eyes with
possible eye damage.

* Exposure to Vinyl Chloride can irritate and burn the skin.
Contact with the liquid or gas can cause frostbite.

* Breathing Vinyl Chloride can irritate the nose, throat and

lungs causing coughing, wheezing and/or shortness of

breath.

Vinyl Chloride can cause headache, nausea, vomiting,

dizziness, fatigue, weakness and confusion. Higher levels

can cause you to feel lightheaded and to pass out.

Vinyl Chleride can damage the liver, nervous system and

lungs.

Repeated exposure can damage the skin (scleroderma),

bones (acro-osteolysis) and blood vessels in the hands

(Raynaud's Syndrome).

* Vinyl Chloride is a HIGHLY FLAMMABLE and
REACTIVE chemical and a DANGEROUS FIRE and
EXPLOSION HAZARD.

IDENTIFICATION

Vinyl Chloride is a colorless gas which is usually shipped as a
liquid. It has a faintly sweet odor and is used to make plastics,
adhesives and other chemicals.

REASON FOR CITATION
Vinyl Chloride is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, NTP, DEP, IARC, NFPA and EPA.
* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN and MUTAGEN and is
FLAMMABLE and REACTIVE
Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers

RTK Substance number: 2001
Date: December 1994 Revision: June 2001

to provide their employees with information and training
concerning chemical hazards and controls. The federal
OSHA Hazard Communication Standard, 1910.1200,
requires private employers to provide similar training and
information to their employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is 1 ppm averaged over an 8-hour workshift and
5 ppm, not to be exceeded during any 15 minute

work period.

NIOSH: Recommends that exposure to occupational
carcinogens be limited to the lowest feasible
concentration.

ACGIH: The recommended airborne exposure limit is

5 ppm averaged over an 8-hour workshift.

*  Vinyl Chloride is a CARCINOGEN in humans. There may
be no safe level of exposure to a carcinogen, so all contact
should be reduced to the lowest possible level.

WAYS OF REDUCING EXPOSURE

Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where
Vinyl Chleride is handled, used, or stored as required by
the OSHA Standard: 29 CFR 1910.1017.

Wear protective work clothing.
Wash thoroughly immediately after exposure to Vinyl
Chloride and at the end of the workshift.

* On skin contact with liquid Vinyl Chloride, immediately

submerse the affected body part in warm water.




VINYL CHLORIDE

* Post hazard and warning infonmation in the work area. In

addition, as part of an ongoing education and training effort,
communicate all information on the health and safety
hazards of Vinyl Chloride to potentially exposed workers.

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur

immediately or shortly after exposure to Vinyl Chloride:

* Contact can severely irritate and burn the eyes with possible

eye damage.

* Exposure to Vinyl Chloride can irritate and burn the skin.
Contact with the liquid or gas can cause frostbite.

* Breathing Vinyl Chloride can irritate the nose, throat and

lungs causing coughing, wheezing and/or shortness of

breath.

Vinyl Chloride can cause headache, nausea, vomiting,

dizziness, fatigue, weakness and confusion. Higher levels

can cause you to feel lightheaded and to pass out.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Vinyl Chleride and can last for
months or years:

Cancer Hazard

*  Vinyl Chloride is a CARCINOGEN in humans. It has been
shown to cause liver, brain and lung cancer.

Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductive Hazard

*  Vinyl Chloride may damage the developing fetus. There is
limited evidence that Vinyl Chloride is a teratogen in
animals.

An excess of spontaneous abortions has been reported
among spouses of workers who had been exposed to Vinyl
Chloride. '

Other Long-Term Effects

* Vinyl Chloride can damage the liver, nervous system and
lungs.

* Repeated exposure can cause a disease called
"scleroderma." This causes the skin to become very
smooth, tight and shiny. It causes the bones of the fingers
to erode (acro-osteolysis), and damages the blood vessels in
the hands (Raynaud's syndrome). This causes the hands (or
feet) to turn numb, pale or blue with even mild cold

exposure.
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MEDICAL

Medical Testing

For those with frequent or potentially high exposure (half the
TLV or greater, or significant skin contact), the following are
recommended before beginning work and at regular times after
that:

Liver function tests.
* Exam of the skin and nervous system.
* Chest x-ray and lung function tests.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Because more than light alcoho! consumption can cause
liver damage, drinking alcohol can increase the liver damage
caused by Vinyl Chloride.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highty toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically transfer Vinyl Chloride or
pump liquid Vinyl Chloride from cylinders or other storage
containers to process containers.

* Before entering a confined space where Vinyl Chloride may
be present, check to make sure that an explosive
concentration does not exist.

* A Class I, Type B, biological safety hood should be used

when mixing, handling, or preparing Vinyl Chloride.

Specific engineering controls are required for this chemical

by OSHA. Refer to the OSHA Standard: 29 CFR 1910.1017.




VINYL CHLORIDE

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

*  Workers whose clothing has been contaminated by Vinyl
Chloride should change into clean clothing promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Vinyl Chloride.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Vinyl Chloride, immediately wash or
shower to remove the chemical. At the end of the workshift,
wash any areas of the body that may have contacted Vinyl
Chloride, whether or not known skin contact has occurred.

* Do not eat, smoke, or drink where Vinyl Chloride is handled,
processed, or stored, since the chemical can be swallowed.
Wash hands carefully before eating, drinking, smoking, or
using the toilet.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Vinyl Chloride. Wear protective

gloves and clothing. Safety equipment suppliers/

manufacturers can provide recommendations on the most

protective glove/clothing material for your operation.

Where exposure to cold equipment, vapors, or liquid may

occur, employees should be provided with special clothing

designed to prevent the freezing of body tissues.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

* Safety equipment manufacturers recommend Silvershield
gloves as a protective material.

Eye Protection

* Wear non-vented, impact resistant goggles when working
with fumes, gases, or vapors.

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.
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*  Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

* - Contact lenses should not be worn when working with this
substance.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 1 ppm, use a
MSHA/NIOSH approved supplied-air respirator with a full
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection use in combination
with an auxiliary self-contained breathing apparatus
operated in a pressure-demand or other positive-pressure
mode.

HANDLING AND STORAGE

*  Prior to working with Vinyl Chleride you should be trained
on its proper handling and storage.

* A regulated, marked area should be established where Vinyl
Chloride is handled, used, or stored as required by the
OSHA Standard: 29 CFR 1910.1017. ‘

*  Vinyl Chloride is not compatible with OXIDIZING AGENTS
(such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE); COPPER;
ALUMINUM; IRON; STEEL; NITROGEN OXIDES; and
ACETYLIDE FORMING METALS.

* Store in tightly closed containers in a cool, well-ventilated
area away from HEAT, AIR and SUNLIGHT as hazardous
polymerization may occur.

* Sources of ignition, such as smoking and open flames, are
prohibited where Vinyl Chloride is used, handled, or stored.

* Metal containers involving the transfer of Vinyl Chloride
should be grounded and bonded.

* Use only non-sparking tools and equipment, especially
when opening and closing containers of Vinyl Chloride.

*  Wherever Vinyl Chloride is used, handled, manufactured, or
stored, use explosion-proof electrical equipment and fittings.

QUESTIONS AND ANSWERS

Q: IfIhave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: CanlI get long-term effects without ever having short-term
effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.
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VINYL CHLORIDE

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is

determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space” exposures
(working inside vats, reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and eggs, possibly
leading to birth defects.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may affect
the ability to have children, so both men and women of
childbearing age are at high risk.

Should I be concerned if a chemical is a teratogen in
animals?

Yes. Although some chemicals may affect humans
differently than they affect animals, damage to animals
suggests that similar damage can occur in humans.

What are the likely health problems from chemicals which
cause mutations?

There are two primary health concerns associated with
mutagens: (1) cancers can result from changes induced in
cells and, (2) adverse reproductive and developmental
outcomes can result from damage to the egg and sperm
cells.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources

The Right to Know Infoline (609) 984-2202 can answer
questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. :
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corresive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: VINYL CHLORIDE

DOT Number: UN 1086

NAERG Code: 116

CAS Number: 75-01-4
Hazard rating NJDHSS NFPA
FLAMMABILITY - 4
REACTIVITY - 2
CARCINOGEN
FLAMMABLE AND REACTIVE
POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: 0=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Vinyl Chloride is a FLAMMABLE GAS.
Shut off gas, if possible, and use dry chemical, foam or COy
extinguishers.
* POISONOUS GASES ARE PRODUCED IN FIRE, including
Phosgene and Hydrogen Chloride.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
Vapors form explosive mixtures in air.
Vapors may travel to a source of ignition and flash back.
Vapor is heavier than air and may travel a distance to cause
a fire or explosion far from the source.
* If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.
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SPILLS AND EMERGENCIES

If Vinyl Chloride is leaked, take the following steps:
* Evacuate persons not wearing protective equipment from
area of leak until clean-up is complete.

* Remove all ignition sources.

Ventilate area of leak to disperse the gas.

Stop flow of gas. If source of leak is a cylinder and the leak
cannot be stopped in place, remove the leaking cylinder to a
safe place in the open air, and repair leak or allow cylinder to
empty.

* Keep Vinyl Chloride out of a confined space, such as a
sewer, because of the possibility of an explosion, unless the
sewer is designed to prevent the build-up of explosive
concentrations.

* It may be necessary to contain and dispose of Vinyl
Chloride as a HAZARDOUS WASTE. Contact your state
Department of Environmental Protection (DEP) or your
regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact

* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids. Seek
medical attention immediately.

Skin Contact

* Immerse affected part in warm water. Seek medical attention.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 2,660 mm Hg at 68°F (20°C)
Flash Point: -1089F (-78°C)
Water Solubility: Very slightly soluble

OTHER COMMONLY USED NAMES
Chemical Name:

Ethene, Chloro-

Other Names:

Chloroethylene; VC; VCM; Vinyl Chloride Monomer;
Chloroethene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE

Common Name: POLYCHLORINATED
BIPHENYLS

CAS Number: 1336-36-3
DOT Number: UN 2315

HAZARD SUMMARY

Polychlorinated Biphenyls can affect you when breathed
in and by passing through your skin.
* Polychlorinated Biphenyls are CARCINOGENS--HANDLE
WITH EXTREME CAUTION.
Polychlorinated Biphenyls can affect the reproductive
system of adults.
Polychlorinated Biphenyls can irritate and burn the eyes.
Exposure to the vapor can irritate the nose and throat
causing cough and/or difficulty breathing.
Polychlorinated Biphenyls can cause nausea, vomiting,
loss of weight and stomach pain.
* Polychlorinated Biphenyls may cause an acne-like rash
(chloracne) following skin contact, which may persist for
years.
High exposure can damage the nervous system causing
headache, numbness, weakness, and tingling ("pins and
needles") in the arms and legs.
* Polychlorinated Biphenyls may cause liver damage.

IDENTIFICATION

Polychlorinated Biphenyls are mixtures of chemicals that form
clear to yellow, oily liquids or white, crystalline (sand-like)
solids and hard resins. They are used in insulating fluids of
electrical systems.

REASON FOR CITATION
Polychlorinated Biphenyls are on the Hazardous
Substance List because they are regulated by OSHA and
cited by ACGIH, DOT, NIOSH, NTP, DEP, IARC, HHAG
and EPA.
* These chemicals are on the Special Health Hazard
Substance List because they are CARCINOGENS.
Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

RTK Substance number: 1554
Date: April 1996 Revision: April 2002

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is1 mg/m3 (42% Chlorine) and 0.5 mg/m3 (54%
Chlorine) averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limit is 0.001
mg/m3 averaged over a 10-hour workshift.
ACGIH: The recommended airborne exposure limit is

1 mg/m3 (42% Chlorine) and 0.5 mg/m3 (54%
Chlorine) averaged over an 8-hour workshift.

* Polychlorinated Biphenyls are PROBABLE
CARCINOGENS in humans. There may be no safe level of
exposure to carcinogens, so all contact should be reduced
to the lowest possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where
Polychlorinated Biphenyls are handled, used, or stored.
Wear protective work clothing.

Wash thoroughly immediately after exposure to
Polychlorinated Biphenyls and at the end of the workshift.

* Post hazard and waming information in.the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Polychlorinated Biphenyls to potentially
exposed workers.




POLYCHLORINATED BIPHENYLS

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Polychlorinated
Biphenyls:

Polychlorinated Biphenyls can irritate and burn the eyes.
Exposure to the vapor can irritate the nose and throat
causing cough and/or difficulty in breathing.

* Polychlorinated Biphenyls can cause nausea, vomiting, loss
of weight and stomach pain.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Polychlorinated Biphenyls and can
last for months or years:

Cancer Hazard

* Polychlorinated Biphenyls are PROBABLE CARCINOGENS
in humans. There is some evidence that they cause skin
cancer in humans and they have been shown to cause liver
cancer in animals.

Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductive Hazard
* Polychlorinated Biphenyls can affect the reproductive
system of adults.

Other Long-Term Effects

* Polychlorinated Biphenyls may cause an acne-like rash
(chloracne) following skin contact, which may persist for
years.

High exposure can damage the nervous system causing
headache, numbness, weakness, and tingling ("pins and
needles") in the arms and legs.

* Polychlorinated Biphenyls may cause liver damage.

MEDICAL

Medical Testing
Before beginning employment and at regular times after that, the
following are recommended:

Liver function tests.
*  Exam of the skin.
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If symptoms develop or overexposure is suspected, the
following are recommended:

* Blood PCB levels.
* Exam of the nervous system.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are pot a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Because more than light alcohol consumption can cause
liver damage, drinking alcohol can increase the liver damage
caused by Polychlorinated Biphenyls.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following control is recommended:

* Where possible, automatically transfer Polychlorinated
Biphenyls or pump liquid Polychlorinated Biphenyls from
drums or other storage containers to process containers.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Polychlorinated Biphenyls should change into clean
clothing promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Polychlorinated Biphenyls.

* Eye wash fountains should be provided in the immediate
work area for emergency use.



POLYCHLORINATED BIPHENYLS

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Polychlorinated Biphenyls,
immediately wash or shower to remove the chemical. At the
end of the workshift, wash any areas of the body that may
have contacted Polychlorinated Biphenyls, whether or not
known skin contact has occurred.

* Do not eat, smoke, or drink where Polychlorinated
Biphenyls are handled, processed, or stored, since the
chemical can be swallowed. Wash hands carefully before
eating, drinking, applying cosmetics, smoking, or using the
toilet.

* If a crystalline solid, when vacuuming, a high efficiency
particulate absolute (HEPA) filter should be used, not a
standard shop vacuum.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Polychlorinated Biphenyls. Wear
protective gloves ‘and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

Eye Protection

* For solid Polychlorinated Bipbenyls wear eye protection
with side shields or goggles.

Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.
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* Where the potential exists for exposure over 0.001 mg/m3,
use a NIOSH approved supplied-air respirator with a fuil
facepiece operated in a pressure-demand or other positive-
pressure mode. For increased protection use in combination
with an auxiliary self-contained breathing apparatus
operated in a pressure-demand or other positive-pressure
mode.

HANDLING AND STORAGE

* Prior to working with Polychlorinated Biphenyls you should
be trained on its proper handling and storage.

* A regulated, marked area should be established where
Polychlorinated Biphenyls are handled, used, or stored.

* Polychlorinated Biphenyls are not compatible with

OXIDIZING AGENTS (such as PERCHLORATES,

PEROXIDES, PERMANGANATES, CHLORATES,

NITRATES, CHLORINE, BROMINE and FLUORINE) and

STRONG ACIDS (such as HYDROCHLORIC, SULFURIC

and NITRIC).

Store in tightly closed containers in a cool, well-ventilated

area.

QUESTIONS AND ANSWERS

Q: IfI have acute health effects, will 1 later get chronic health
effects?

A: Not always. Most chronic (long-term) effects resuit from
repeated exposures to a chemical.

Q: CanI get long-term effects without ever having short-term
effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q:  What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include dust
releasing operations (grinding, mixing, blasting, dumping,
etc.), other physical and mechanical processes (heating,
pouring, spraying, spills and evaporation from large
surface areas such as open containers), and "confined
space" exposures (working inside vats, reactors, boilers,
small rooms, etc.).
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POLYCHLORINATED BIPHENYLS

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should T be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and eggs, possibly
leading to birth defects.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may affect
the ability to have children, so both men and women of
childbearing age are at high risk.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evalnation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations )
Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. :
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Healith Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which -are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogem is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: POLYCHLORINATED
BIPHENYLS

DOT Number: UN 2315

NAERG Code: 171

CAS Number: 1336-36-3
Hazard rating NJDHSS NFPA
FLAMMABILITY 1 -
REACTIVITY 0 -
CARCINOGEN
POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: 0=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

* Polychlorinated Biphenyls may burn, but do not readily
ignite.
Use dry chemical, CO,, water spray, or foam extinguishers.

* POISONOUS GASES ARE PRODUCED IN FIRE, including
Chlorine and Phosgene.
CONTAINERS MAY EXPLODE IN FIRE.
Use water spray to keep fire-exposed containers cool.
If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If Polychlorinated Biphenyls are spilled or leaked, take the
following steps:

* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

*  Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.

Collect solid material in the most convenient and safe
manner and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

It may be necessary to contain and dispose of
Polychlorinated Biphenyls as a HAZARDOUS WASTE.
Contact your state Department of Environmental Protection
(DEP) or your regional office of the federal Environmental
Protection Agency (EPA) for specific recommendations.

If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)

FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Quickly remove contaminated clothing. Immediately wash
contaminated skin with large amounts of soap and water.

Breathing

* Remove the person from exposure.

* Begin escue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

*  Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 0.001 mm Hg at 68°F (20°C)
Flash Point: 348°F to 356°F (176°C to 180°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

This Fact Sheet can be used for the following substances:

PCB-1242 Chlorodiphenyl (42% Chlorine)
CAS # 53469-21-9

PCB-1254 Chlorodiphenyl (54% Chlorine)
CAS #11097-69-1

Other Names:
PCB; Aroclor 1242; Aroclor 1254

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202 H5027
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Common Name: BENZ(a) ANTHRACENE

CAS Number:  56-55-3
DOT Number: None

HAZARD SUMMARY
Benz(a)Anthracene can affect you when breathed in.

* Benz(a)Anthracene should be handled as a
CARCINOGEN--WITH EXTREME CAUTION.

* CONSULT THE NEW JERSEY DEPARTMENT OF
HEALTH AND SENIOR SERVICES HAZARDOUS
SUBSTANCE FACT SHEET ON COAL TAR.

IDENTIFICATION

Benz(a)Anthracene is a colorless plate-like material which is
recrystallized from glacial Acetic Acid or a light yellow to tan
powder. It is not produced commercially but occurs as an
intermediate during chemical manufacturing. It is also found
in Coal Tar .

REASON FOR CITATION
Benz(a)Anthracene is on the Hazardous Substance List
because it is cited by ACGIH, NTP, IARC, HHAG and
EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN and MUTAGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers
to label chemicals in the workplace and requires public
employers to provide their employees with information and
training concerning chemical hazards and controls. The
federal OSHA Hazard Communication Standard, 1910.1200,
requires private employers to provide similar training and
information to their employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area
air samples. You can obtain copies of sampling results
from your employer. You have a legal right to this
information under OSHA 1910.20.

If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

RTK Substance number: 0193
Date: September 1998

WORKPLACE EXPOSURE LIMITS

No occupational exposure limits have been established for
Benz(a)Anthracene. This does not mean that this substance
is not harmful. Safe work practices should always be
followed.

ACGIH: Recommends that exposure by all routes be
controlled to levels as low as possible.

* Benz(a)Anthracene may be a CARCINOGEN in humans.
There may be no safe level of exposure to a carcinogen, so
all contact should be reduced to the lowest possible level.

WAYS OF REDUCING EXPOSURE
Enclose operations and use local exhaust ventilation at the -
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where
Benz(a)Anthracene is handled, used, or stored.

*  Wear protective work clothing.

When using small quantities of Benz(a)Anthracene use in
a glove box.

* Wash thoroughly immediately after exposure to Benz(a)
Anthracene and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and
safety hazards of Benz(a)Anthraceme to potentially
exposed workers.




BENZ(a) ANTHRACENE

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Benz(a)Anthracene:

* No acute (short-term) health effects are known at this time.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Benz(a)Anthracene and can last
for months or years:

Cancer Hazard

* Benz(a)Anthracene may be a CARCINOGEN in humans
since it has been shown to cause bladder and skin cancer in
animals.

* Many scientists believe there is no safe level of exposure to
a carcinogen. Such substances may also have the potential
for causing reproductive damage in humans.

Reproductive Hazard

* According to the information presently available to the
New Jersey Department of Health and Senior Services,
Benz(a)Anthracene has not been tested for its ability to
affect reproduction.

Other Long-Term Effects
* No chronic (long-term) health effects are known at this
time.

MEDICAL

Medical Testing

There is no special test for this chemical. However, if illness
occurs or overexposure is suspected, medical attention is
recommended.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.20.
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WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most
effective way of reducing exposure. The best protection is to
enclose operations and/or provide local exhaust ventilation at
the site of chemical release. Isolating operations can also
reduce exposure. Using respirators or protective equipment is
less effective than the controls mentioned above, but is
sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following control is recommended:

* A Class I, Type B, biological safety hood should be used
when mixing, handling, or preparing Benz(a)Anthracene.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Benz(a)Anthracene should change into clean clothing
promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Benz(a)Anthracene.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Benz(a)Anthracene, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Benz(a)Anthracene, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where Benz(a)Anthracene is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

* When vacuuming, a high efficiency particulate air (HEPA)
filter should be used, not a standard shop vacuum.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN
PERSONAL PROTECTIVE EQUIPMENT. However, for
some jobs (such as outside work, confined space entry, jobs
done only once in a while, or jobs done while workplace
confrols are being installed), personal protective equipment
may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Benz(a)Anthracene. Wear
protective gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

*  All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.

Eye Protection
* Eye protection is included in the recommended respiratory
protection.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS.
Such equipment should only be used if the employer has a
written program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Engineering controls must be effective to ensure that
exposure to Benz(a)Anthracene does not occur.

* At any exposure level, use a MSHA/NIOSH approved
supplied-air respirator with a full facepiece operated in a
pressure-demand or other positive-pressure mode. For
increased protection use in combination with an auxiliary
self-contained breathing apparatus operated in a pressure-
demand or other positive-pressure mode.
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QUESTIONS AND ANSWERS

Q: If I have acute health effects, will I later get chronic
health effects?

A: Not always. Most chronic (long-term) effects result
from repeated exposures to a chemical.

Can I get long-term effects without ever having short-
term effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?
Conditions which increase risk of exposure include dust
releasing operations (grinding, mixing, blasting,

dumping, etc.), other physical and mechanical processes
(heating, pouring, spraying, spills and evaporation from

large surface areas such as open containers), and

"confined space" exposures (working inside wats,
reactors, boilers, small rooms, etc.).

Z R

Is the risk of getting sick higher for workers than for
community residents?

A:  Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as
well as to chemicals in the air over long periods. This
may be a problem for children or people who are already
ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

el

Should I be concerned if a chemical causes cancer in
animals?

A:  Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

Q: But don't they test animals using much higher levels of a
chemical than people usually are exposed t0?

A: Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Disease and Injury Services

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation
If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Disease and Injury Services, who can help you find the
information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202. :
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DEFINITIONS

ACGIH is the American Conference of Governmental
Industrial Hygienists. It recommends upper limits (called
TLVs) for exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will
burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that
will ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

TARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of
air. It is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.
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A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.

NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a
guide for first responders to quickly identify the specific or
generic hazards of material involved in a transportation
incident, and to protect themselves and the general public
during the initial response phase of the incident.

NCT is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It
classifies substances according to their fire and explosion
hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes
standards to OSHA.

NTP is the National Toxicology Program which tests
chemicals and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLV is the Threshold Limit Value, the workplace exposure
limit recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: BENZ(A)ANTHRACENE
DOT Number: None
NAERG Code: No Citation

CAS Number:  56-55-3
Hazard rating NJDHSS NFPA
FLAMMABILITY Not Found Not Rated
REACTIVITY Not Found Not Rated
CARCINOGEN
POISONOUS GASES ARE PRODUCED IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Benz(a)Anthracene may burn, but does not readily ignite.
Use dry chemical, CO,, water spray, or foam extinguishers.
POISONOUS GASES ARE PRODUCED IN FIRE.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* X ¥ ¥

SPILLS AND EMERGENCIES

If Benz(a)Anthracene is spilled, take the following steps:

* Evacuate persons not wearing protective equipment from

area of spill until clean-up is complete.

Collect powdered material in the most convenient and safe

manner and deposit in sealed containers.

Ventilate the area of spill after clean-up is complete.

It may be necessary to contain and dispose of Benz(a)

Anthracene as a HAZARDOUS WASTE. Contact your

Department of Environmental Protection (DEP) or your

regional office of the federal Environmental Protection

Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: (609) 292-7172
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HANDLING AND STORAGE

* Prior to working with Benz(a)Anthracene you should be
trained on its proper handling and storage.

* A regulated, marked area should be established where
Benz(a)Anthracene is handled, used, or stored.

* Benz(a)Anthracene is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE).

* Store in tightly closed containers in a cool, dry, well-
ventilated area.

FIRST AID

In NJ, POISON INFORMATION 1-800-764-7661

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing
* Remove the person from exposure.
* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 22x10" mm Hg at 68°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:

1,2-Benz(a)Anthracene

Other Names: :
1,2-Benzanthracene; Benzo(a)Anthracene; Tetraphene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HEALTH
SENIOR SERVICES
e

New Jersey Department of Health and Senior Services

HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: BENZO(a)PYRENE
CAS Number: 50-32-8

DOT Number: None

HAZARD SUMMARY

Benzo(a)pyrene can affect you when breathed in and by
passing through your skin.

* Benzo(a)pyrene is a CARCINOGEN--HANDLE WITH
EXTREME CAUTION.
Exposure may damage the developing fetus.
Benzo(a)pyrene can cause skin irritation with rash and/or
burning sensations. Repeated exposure can cause skin
changes such as thickening and darkening.
Exposure can irritate and/or burn the eyes on contact.
Except in laboratories, Benzo(a)pyrene is usually mixed
with other "Coal Tar Pitch” chemicals. CONSULT THE
NEW JERSEY DEPARTMENT OF HEALTH and SENIOR
SERVICES HAZARDQUS SUBSTANCE FACT SHEETS
ON COAL TAR SUBSTANCES.

IDENTIFICATION

Benzo(a)pyrene is a pale yellow, crystalline solid or a powder.
In its pure form it is used as a Ilaboratory reagent.
Benzo(a)pyrene also forms as a gaseous by-product when
certain carbon substances burn, such as coal tar pitch chemicals.

REASON FOR CITATION
Benzo(a)pyrene is on the Hazardous Substance List because
it is regulated by OSHA and cited by ACGIH, IARC,
NIOSH, NTP, EPA, HHAG and DOT.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN and a MUTAGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.20.

RTK Substance number: 0207
Date: August 1992 Revision: July 1998

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit
(PEL) for Coal Tar Pitch Volatiles (benzene-
soluble fraction) is 0.2 mg/m3 averaged over an
8-hour workshift.

NIOSH:  The recommended airborne exposure limit for Coal

Tar Pitch Volatiles (cyclohexane-extractable

fraction) is 0.1 mg/m3 averaged over a 10-hour

workshift.

ACGIH: ACGIH recommends that worker exposures, by all

routes, be controlled to levels as low as can be

reasonably achieved.

* Benzo(a)pyrene is a PROBABLE CARCINOGEN in
humans. There may be no safe level of exposure to a
carcinogen, so all contact should be reduced to the lowest
possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE
Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where
Benzo(a)pyrene is handled, used, stored, or formed.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
Benzo(a)pyrene and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training effort,
communicate all information on the health and safety
hazards of Benzo(a)pyrene to potentially exposed workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Benzo(a)pyrene:

* Benzo(a)pyrene can cause skin irritation with rash and/or
burning sensations. Exposure to sunlight and the chemical
together can increase these effects.

* Exposure can irritate and/or burn the eyes on contact.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Benzo(a)pyrene and can last for
months or years:

Cancer Hazard

* Benzo(a)pyrene is a PROBABLE CARCINOGEN in
humans. There is some evidence that it causes skin, lung,
and bladder cancer in humans and in animals.

* Benzo(a)pyrene has caused CANCER in the offspring of
animals exposed to the substance during pregnancy.

* Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductlve Hazard
Benzo(a)pyrene may damage the developing fetus.

* There is some evidence that Benzo(a)pyreme may affect
sperm and testes (male reproductive glands).

* Benzo(a)pyrene may be transferred to nursing infants
through the exposed mother's milk.

Other Long-Term Effects
Repeated exposure to Benzo(a)pyreme can cause skin
changes such as thickening, darkening, and pimples. Later
skin changes include loss of color, reddish areas, thinning of
the skin, and warts.

MEDICAL
Medical Testing

If warts or other growths on the skin get larger or change color,
they should be examined by a doctor for possible early skin
cancer. Skin cancer is very often easily cured when detected
early.
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Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.20.

Mlxed Exposures
Sunlight may cause a rash to develop in people exposed to
Benzo(a)pyrene and increases the risk of skin cancer.

* Tobacco smoke also contains Benzo(a)pyrene. Smoking
may increase the risk of lung cancer with exposure to
Benzo(a)pyrene.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most
effective way of reducing exposure. The best protection is to
enclose operations and/or provide local exhaust ventilation at
the site of chemical release. Isolating operations can also
reduce exposure. Using respirators or protective equipment is
less effective than the controls mentioned above, but is
sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

* Where possible, automatically transfer Benzo(a)pyrene
from drums or other storage containers to process
containers.

* Use a Class I, Type B, biological safety hood when working
with Benzo(a)pyrene in a laboratory.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Benzo(a)pyrene should change into clean clothing
promptly.

* Do not take contaminated work clothes
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Benzo(a)pyrene.

home. Family
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* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.

*  On skin contact with Benzo(a)pyrene, immediately wash or
shower to remove the chemical. At the end of the workshift,
wash any areas of the body that may have contacted
Benzo(a)pyrene, whether or not known skin contact has
occurred.

* Do not eat, smoke, or drink where the above chemicals or
Benzo(a)pyrene are handled, processed, or stored, since the
chemical can be swallowed. Wash hands carefully before
eating or smoking.

* In laboratories DO NOT DRY SWEEP for clean-up. Use a
vacuum or a wet method to reduce dust during clean-up.

* When vacuuming, a high efficiency particulate absolute
(HEPA) filter should be used, not a standard shop vacuum.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN
PERSONAL PROTECTIVE EQUIPMENT. However, for
some jobs (such as outside work, confined space entry, jobs
done only once in a while, or jobs done while workplace
controls are being installed), personal protective equipment may
be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothlng
Avoid skin contact with Benzo(a)pyrene. Wear protective
gloves and clothing. Safety equipment suppliers/
manufacturers can provide recommendations on the most
protective glove/clothing material for your operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

Eye Protection

Wear dust-proof goggles and face shield when working with
powders or dust, unless full facepiece respiratory protection
is worn.

Where exposure to volatilized Coal Tar products may occur,
wear gas-proof goggles and face shield, unless full facepiece
respiratory protection is worn.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS.
Such equipment should only be used if the employer has a
written program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.
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* Where the potential exists for exposures over 0.1 mg/m3,
use a MSHA/NIOSH approved supplied-air respirator with a
full facepiece operated in a pressure-demand or other
positive-pressure mode. For increased protection use in
combination with an auxiliary self-contained breathing
apparatus operated in a pressure-demand or other positive-
pressure mode.

* Exposure to 80 mg/m of Coal Tar Pitch Volatiles is
immediately dangerous to hfe and health. If the possibility
of exposure above 80 mg/m exists, use a MSHA/NIOSH
approved self-contained breathing apparatus with a full
facepiece operated in a pressure-demand or other positive-
pressure mode.

QUESTIONS AND ANSWERS

Q: IfI have acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Can 1 get long-term effects without ever having short-term
effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include dust
releasing operations (grinding, mixing, blasting, dumping,
etc.), other physical and mechanical processes (heating,
pouring, spraying, spills and evaporation from large
surface areas such as open containers), and "confined
space” exposures (working inside vats, reactors, boilers,
small rooms, etc.).

>R

Q: Is the risk of getting sick higher for workers than for
community residents?

A: Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. Because of
this, and because of exposure of children or people who
are already ill, community exposures may cause health
problems.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

» R
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Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and eggs, possibly
leading to birth defects.

But aren't pregnant women at the greatest risk from
reproductive hazards?

Not necessarily. Pregnant women are at greatest risk from
chemicals which harm the developing fetus. However,
chemicals may affect the ability to have children, so both
men and women of childbearing age are at high risk.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Disease and Injury Services

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Disease and Injury Services, who can help you find the
information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources

The Right to Know Infoline (609) 984-2202 can answer
questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. :
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DEFINITIONS

ACGIH is the American Conference of Governmental
Industrial Hygienists. It recommends upper limits (called TLVs)
for exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air.
It is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining.
approves respirators.

It also evaluates and
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A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.

NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLV is the Threshold Limit Value, the workplace exposure
limit recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: BENZO(a)PYRENE
DOT Number: None

NAERG Code: No Citation

CAS Number:  50-32-8

NJDHSS NFPA
1 -
0 -

Hazard rating
FLAMMABILITY

REACTIVITY

CARCINOGEN
POISONOUS GASES ARE PRODUCED IN FIRE

Hazard Rating Key: O0=minimal;
3=serious; 4=severe

I1=slight; 2=moderate;

FIRE HAZARDS

* Benzo(a)pyrene may burn, but does not readily ignite.
Use dry chemical, CO,, water spray, or foam extinguishers.
POISONOUS GASES ARE PRODUCED IN FIRE,
including Carbon Monoxide.

* If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If Benzo(a)pyrene or other Coal Tar Products are spilled, take
the following steps:

* Evacuate persons not wearing protective equipment from
area of spill until clean-up is complete.

* Collect powdered material in the most convenient and safe
manner and deposit in sealed containers.

Ventilate the area after clean-up is complete.

* It may be necessary to contain and dispose of
Benzo(a)pyrene as a HAZARDOUS WASTE. Contact your
Department of Environmental Protection (DEP) or your
regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: (609) 292-7172
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HANDLING AND STORAGE

*  Prior to working with Benzo(a)pyrene you should be trained
on its proper handling and storage.

* A regulated, marked area should be established where
Benzo(a)pyrene is handled, used, stored, or formed.

* Benzo(a)pyreme is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE)

* Store in tightly closed containers in a cool, well-ventilated
area.

FIRST AID

In NJ. POISON INFORMATION 1-800-764-7661

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Quickly remove contaminated clothing. Immediately wash
contaminated skin with large amounts of soap and water.

Breathing
* Remove the person from exposure.
* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: Greater than 1 mm Hg at 63°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:

Benzo(a)pyrene
Other Names:
B(a)P; BP; 3,4-Benzopyrene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202




N\ 7.

EW JERSEY
DEPARTMENT
f

HEALTH

FACT SHEET

SENIOR SERVICES
|

New Jersey Department of Health and Senior Services

HAZARDOUS SUBSTANCE

Common Name: BENZO(b)FLUORANTHENE

CAS Number: 205-99-2
DOT Number: None

HAZARD SUMMARY
Benzo(b)fluoranthene can affect you when breathed in and
may be absorbed through the skin.

* Benzo(b)fluoranthene is a CARCINOGEN--HANDLE
WITH EXTREME CAUTION.

* Contact with Benzo(b)fluoranthene can cause skin and eye
irritation.

* Because the major hazards associated with
Benzo(b)flueranthene come from exposure to Coal Tar
Pitch, CONSULT THE NEW JERSEY DEPARTMENT OF
HEALTH AND SENIOR SERVICES HAZARDOUS
SUBSTANCE FACT SHEET ON COAL TAR PITCH.

IDENTIFICATION

Benzo(b)luoranthene is a colorless, needle-shaped solid. It is
used as a research chemical and is present in coal, and coke
oven emissions, and petroleum products.

REASON FOR CITATION
Benzo(b)fluoranthene is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
NIOSH, NTP, IARC, HHAG and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

*

Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

RTK Substance number: 0208
Date: September 1995 Revision: July 2001

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

The following exposure limits are for Benzo(b)fluoranthene
(measured as Coal Tar Pitch volatiles):

OSHA: The legal airborne permissible exposure limit (PEL)
is 0.2 mg/m3 averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limitis 0.1
mg/ m3 averaged over a 10-hour workshift.

ACGIH: The recommended airborne exposure limitis 0.2
mg/ m averaged over an 8-hour workshift.

* Benzo(b)fluoranthene is a PROBABLE CARCINOGEN in
humans. There may be no safe level of exposure to a
carcinogen, so all contact should be reduced to the lowest
possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where
Benzo(b)fluoranthene is handled, used, or stored.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
Benzo(b)fluoranthene and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Benzo(b)fluoranthene to potentially exposed
workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Benzo(b)fluoranthene:

* Contact with Benzo(b)fluoranthene can cause skin and eye
irritation.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Benzo(b)fluoranthene and can last
for months or years:

Cancer Hazard

* Benzo(b)fluoranthene is a PROBABLE CARCINOGEN in
humans. It has been shown to cause lung, liver and skin
cancer in animals.

Many scientists believe there is no safe level of exposure to
a carcinogen. Such substances may also have the potential
for causing reproductive damage in humans.

Reproductive Hazard

* According to the information presently available to the New
Jersey Department of Health and Senior Services,
Benzo(b)fluoranthene has not been tested for its ability to
affect reproduction.

Other Long-Term Effects
*  Benzo(b)fluoranthene has not been tested for other chronic
(long-term) health effects.

MEDICAL

Medical Testing

There is no special test for this chemical. However, if illness
occurs or overexposure is suspected, medical attention is
recommended.

Examine your skin periodically for growths or changes in warts
or moles. Skin cancers are usually easily curable when removed
early.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.
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WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically transfer
Benzo(b)fluoranthene from drums or other storage
containers to process containers.

* A Class I, Type B, biological safety hood should be used
when mixing, handling, or preparing Benzo(b)fluoranthene.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Benzo(b)luoranthene should change into clean clothing
promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Benzo(b)fluoranthene.

* Eye wash fountains should be provided in the immediate

work area for emergency use.

If there is the possibility of skin exposure, emergency

shower facilities should be provided.

* On skin contact with Benzo(b)fluoranthene, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Benzo(b)fluoranthene, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where Benzo(b)fluoranthene is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

*  Use a vacuum or a wet method to reduce dust during clean-
up. DONOT DRY SWEEP.

* When vacuuming, a high efficiency particulate air (HEPA)
filter should be used, not a standard shop vacuum.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Benzo(b)fluorantheme. Wear
protective gloves and clothing. Safety equipment
suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

Eye Protection

* Wear impact resistant €ye protection with side shields or
goggles.

* Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 0.1 mg/m3 (as
Coal Tar Pitch volatiles), use a MSHA/NIOSH approved
supplied-air respirator with a full facepiece operated in a
pressure-demand or other positive-pressure mode. For
increased protection use in combination with an auxiliary
self-contained breathing apparatus operated in a pressure-
demand or other positive-pressure mode.

* Exposure to 80 mg/m3 (as Coal Tar Pitch volatiles) is
immediately dangerous to life and health. If the possibility
of exposure above 80 mg/m3 (as Coal Tar Pitch volatiles)
exists, use a MSHA/NIOSH approved self-contained
breathing apparatus with a full facepiece operated in a
pressure-demand or other positive-pressure mode.
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QUESTIONS AND ANSWERS

Q: IfI have acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Can 1 get long-term effects without ever having short-term
effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q: What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include dust
releasing operations (grinding, mixing, blasting, dumping,
etc.), other physical and mechanical processes (heating,
pouring, spraying, spills and evaporation from large
surface areas such as open containers), and "confined
space" exposures (working inside vats, reactors, boilers,
small rooms, etc.).

&R

Q: Is the risk of getting sick higher for workers than for
community residents?

A: Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

&R

Q: Should I be concerned if a chemical causes cancer in
animals?

A: Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

Q: But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

A: Yes. That's so effects can be sen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address: http://www _state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right te Know Information Resources

The Right to Know Infoline (609) 984-2202 can answer
questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. It is a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: BENZO(b)FLUORANTHENE

DOT Number: None

NAERG Code:  No Citation

CAS Number: 205-99-2
Hazard rating NJDHSS NFPA
FLAMMABILITY Not Found Not Rated
REACTIVITY Not Found Not Rated
CARCINOGEN
POISONOUS GASES ARE PRODUCED IN FIRE

Hazard Rating Key: O=minimal; 1=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Benzo(b)fluoranthene may burn, but does not readily ignite.
Use dry chemical, CO,, water spray, alcohol or polymer foam
extinguishers.

POISONOUS GASES ARE PRODUCED IN FIRE.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If Benzo(b)fluoranthene is spilled, take the following steps:

* Evacuate persons not wearing protective equipment from

area of spill until clean-up is complete.

*  Collect powdered material in the most convenient and safe
manner and deposit in sealed containers.
Ventilate and wash area after clean-up is complete.
It may be necessary to contain and dispose of
Benzo(b)fluoranthene as a HAZARDOUS WASTE.
Contact your state Department of Environmental Protection
(DEP) or your regional office of the federal Environmental
Protection Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE

*  Prior to working with Benzo(b)fluoranthene you should be
trained on its proper handling and storage.

* A regulated, marked area should be established where
Benzo(b)fluoranthene is handled, used, or stored.

* Benzo(b)fluoranthene is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, @ NITRATES,
CHLORINE, BROMINE and FLUORINE), OZONE;
NITROGEN OXIDES; and SULFUR OXIDES.

* Store in tightly closed containers in a cool, well-ventilated
area.

FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
*  Quickly remove contaminated clothing. Immediately wash
contaminated skin with large amounts of soap and water.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

*  Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 5x 10~ mm Hg at 68°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:

Benz(e)acephenanthrylene

Other Names:

2,3-Benzfluoranthene; 3,4-Benzfluoranthene; B(b)F

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202 H4985
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Common Name: BENZO(K)FLUORANTHENE

CAS Number: 207-08-9
DOT Number: None

HAZARD SUMMARY
Benzo(k)Fluoranthene can affect you when breathed in
and may be absorbed through the skin.

* Benzo(k)Fluoranthene should be handled as a
CARCINOGEN-WITH EXTREME CAUTION.

* Contact can irritate the skin and eyes.

IDENTIFICATION

Benzo(k)Fluoranthene is a pale yellow, needle-like solid. It is
primarily found in smoke from tobacco and polluted air.

REASON FOR CITATION
Benzo(k)Fluoranthene is on the Hazardous Substance List
because it is cited by NTP, IARC, HHAG and EPA.
* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN.
Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING

EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

*

Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

RTK Substance number: 2969
Date: October 2002

WORKPLACE EXPOSURE LIMITS
No occupational exposure limits have been established for
Benzo(k)Fluoranthene.  This does not mean that this

substance is not harmful. Safe work practices should always
be followed.

* Benzo(k)Fluoranthene may be 2 CARCINOGEN in humans.
There may be no safe level of exposure to a carcinogen, so
all contact should be reduced to the lowest possible level.

* Tt should be recognized that Benzo(k)Fluoranthene can be
absorbed through your skin, thereby increasing your
exposure.

WAYS OF REDUCING EXPOSURE

* Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
Benzo(k)Fluoranthene and at the end of the workshift.

* Post hazard and warming information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Benzo(k)Fluoranthene to potentially exposed
workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Benzo(k)Fluoranthene:

* Contact can irritate the skin and eyes.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Benzo(k)Fluoranthene and can last
for months or years:

Cancer Hazard

* Benzo(k)Fluoranthene may be a CARCINOGEN in humans
since it has been shown to cause skin cancer in animals.
Many scientists believe there is no safe level of exposure to
a carcinogen. Such substances may also have the potential
for causing reproductive damage in humans.

Reproductive Hazard

*  According to the information presently available to the New
Jersey Department of Health and Senior Services,
Benzo(k)Fluoranthene has not been tested for its ability to
affect reproduction.

Other Long-Term Effects
* Benzo(k)Fluoranthene has not been adequately tested for
other chronic (long-term) health effects.

MEDICAL

Medical Testing

There is no special test for this chemical. However, if illness
occurs or overexposure is suspected, medical attention is
recommended.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.
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WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following contro! is recommended:

*  Where possible, automatically transfer
Benzo(k)Fluoranthene from drums or other storage
containers to process containers.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Benzo(k)Fluoranthene should change into clean clothing
promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Benzo(k)Fluoranthene.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Benzo(k)Fluoranthene, immediately
wash or shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Benzo(k)Fluoranthene, whether or not known
skin contact has occurred.

* Do not eat, smoke, or drink where Benzo(k)Fluoranthene is
handled, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.

* Use a vacuum or a wet method to reduce dust during clean-
up. DO NOT DRY SWEEP.

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.
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OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing
* Avoid skin contact with Benzo(k)Fluoranthene. Wear
protective gloves and clothing. Safety equipment

suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

*  All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

Eye Protection
* Eye protection is included in the recommended respiratory
protection.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* At any exposure level, use a MSHA/NIOSH approved
supplied-air respirator with a full facepiece operated in a
pressure-demand or other positive-pressure mode. For
increased protection use in combination with an auxiliary
self-contained breathing apparatus operated in a pressure-
demand or other positive-pressure mode.

QUESTIONS AND ANSWERS

Q: IfThave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q:  CanI get long-term effects without ever having short-term
effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q: What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

>R
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When are higher exposures more likely?
Conditions which increase risk of exposure include dust

releasing operations (grinding, mixing, blasting, dumping,
etc.), other physical and mechanical processes (heating,

pouring, spraying, spills and evaporation from large
surface areas such as open containers), and "confined
space" exposureés (working inside vats, reactors, boilers,
small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS' number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.




page 6of 6

>S5555555S5SS>>>S>>EMERGENCY INFORMATIO N <<<<<<<<LLLLLLLl

Common Name: BENZO(K)FLUORANTHENE

DOT Number: None

NAERG Code:  No Citation

CAS Number: 207-08-9
Hazard rating NJDHSS NFPA
FLAMMABILITY Not Found Not Rated
REACTIVITY Not Found Not Rated
CARCINOGEN
POISONOUS GASES ARE PRODUCED IN FIRE

Hazard Rating Key: O=minimal; 1=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Use dry chemical, CO,, water spray, or foam extinguishers.
POISONOUS GASES ARE PRODUCED IN FIRE.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES
if Benzo(k)Fluoranthene is spilled, take the following steps:

* Evacuate persons not wearing protective equipment from
area of spill until clean-up is complete.
Remove all ignition sources.
Collect powdered material in the most convenient and safe
manner and deposit in sealed containers.
Ventilate and wash area after clean-up is complete.
It may be necessary to contain and dispose of
Benzo(k)Fluoranthene as a HAZARDOUS WASTE.
Contact your state Department of Environmental Protection
(DEP) or your regional office of the federal Environmental
Protection Agency (EPA) for specific recommendations.

* If employees are required to clean-up spills, they must be
propetly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (300) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE

*  Prior to working with Benzo(k)Fluoranthene you should be
trained on its proper handling and storage.

* Benzo(k)Fluoranthene is not compatible with OZONE;
OXIDIZING AGENTS (such as PERCHLORATES,
PEROXIDES, PERMANGANATES, CHLORATES,
NITRATES, CHLORINE, BROMINE and FLUORINE);
NITROGEN; and SULFUR OXIDES.

* Store in tightly closed containers in a cool, well-ventilated
area.

FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing

* Remove the person from exposure.

PHYSICAL DATA

Vapor Pressure: 0 mm Hg at 68°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:
Benzo(k)Fluoranthene
Other Names:
8,9-Benzofluoranthene; B(k)F

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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Common Name: CHRYSENE

CAS Number: 218-01-9
DOT Number: - None

HAZARD SUMMARY
Chrysene can affect you when breathed in and by passing
through your skin.

* If skin contaminated with Chrysene is exposed to sunlight,
a rash or sunburn effect and permanent changes in skin
pigment can occur.

* Chrysene is almost always found in Coal Tar Pitch, Coal
Tar Creosote, or other coal tar products. If you work with
coal, tar, soot, pitch, asphalt, etc., you may be exposed to
Chrysene.

* CONSULT THE NEW JERSEY DEPARTMENT OF
HEALTH AND SENIOR SERVICES HAZARDOUS
SUBSTANCE FACT SHEETS ON COAL TAR PITCH AND
COAL TAR CREOSOTE.

IDENTIFICATION

Pure Chrysene is a colorless to off-white flake which is used
in laboratories and dye manufacturing. Chrysene is most
often found in black or brown tars and pitches.

REASON FOR CITATION

* Chrysene is on the Hazardous Substance List because it is
regulated by OSHA and cited by ACGIH, DOT, NIOSH,
HHAG and EPA.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers
to label chemicals in the workplace and requires public
employers to provide their employees with information and
training concemning chemical hazards and controls. The
federal OSHA Hazard Communication Standard, 1910.1200,
requires private employers to provide similar training and
information to their employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area
air samples.- You can obtain copies of sampling results
from your employer. You have a legal right to this
information under OSHA 1910.1020.

RTK Substance number: 0441
Date: April 1994 Revision: December 1999

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

The following exposure limits are for Coal Tar Pitch
Volatiles:

OSHA: The legal airborne permissible exposure limit
(PEL) is 0.2 mg/m3 averaged over an 8-hour
workshift.

NIOSH:  The recommended airborne exposure limit is
0.1 mg/m averaged over a 10-hour workshift.

ACGIH: An exposure limit has not been determined for
this suspected carcinogen. Worker exposure by
all routes should be carefully controlled to the
lowest possible level.

* The above exposure limits are for air levels only. When
skin contact also occurs, you may be overexposed, even
though air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE
Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to Chrysene
and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and
safety hazards of Chrysene to potentially exposed
workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Chrysene:

* If skin contaminated with Chrysene is exposed to sunlight,
a rash or sunburn effect can occur, sometimes with blisters.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Chrysene and can last for months
or years:

Cancer Hazard

* There is limited evidence that Chrysene causes cancer in
animals. It may cause skin cancer.

* Many scientists believe there is no safe level of exposure to
a carcinogen. Such substances may also have the potential
for causing reproductive damage in humans.

Reproductive Hazard

* According to the information presently available to the
New Jersey Department of Health and Senior Services,
Chrysene has not been tested for its ability to affect
reproduction.

Other Long-Term Effects
* Permanent changes in skin pigment can occur if
contaminated skin is exposed to sunlight.

MEDICAL
Medlcal Testing

There is no special test for this chemical. However,
monthly, carefully look at any skin areas that have been
exposed. Any growth (like a mole) that increases in size or
shows changes in color should be examined by a physician.
Skin cancer is curable when detected early.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.
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Mlxed Exposures
Sunlight exposure on skin contaminated with Coal Tar
chemicals can cause rash and later, pigment changes.
Persons who smoke cigarettes may be at increased risk for
lung cancer with his chemical. This can be significantly
reduced by stopping smoking as well as by reducing
exposures.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most
effective way of reducing exposure. The best protection is to
enclose operations and/or provide local exhaust ventilation at
the site of chemical release. Isolating operations can also
reduce exposure. Using respirators or protective equipment is
less effective than the controls mentioned above, but is
sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following control is recommended:

* Where possible, automatically transfer pure Chrysene
from drums or other storage containers to process
containers.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
Chrysene should change into clean clothing promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Chrysene.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Chrysene, immediately wash or
shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Chrysene, whether or not known skin contact
has occurred.

* Do not eat, smoke, or drink where Chrysene is handled,
processed, or stored, since the chemical can be swallowed.
Wash hands carefully before eating, drinking, smoking, or
using the toilet.

* For pure Chrysene use a vacuum or a wet method to
reduce dust during clean-up. DO NOT DRY SWEEP.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN
PERSONAIL PROTECTIVE EQUIPMENT. However, for
some jobs (such as outside work, confined space entry, jobs
done only once in a while, or jobs done while workplace
controls are being installed), personal protective equipment
may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Chrysene. Wear protective
gloves and clothing. - Safety equipment suppliers/
manufacturers can provide recommendations on the most
protective glove/clothing material for your operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.

Eye Protection

* For pure Chrysene wear impact resistant eye protection
with side shields or goggles.

*  Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS.
Such equipment should only be used if the employer has a
written program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 0.1 mg/m3,
(as Coal Tar Pitch Volatiles) use a MSHA/NIOSH
approved supplied-air respirator with a full facepiece
operated in a pressure-demand or other positive-pressure
mode. For increased protection use in combination with an
auxiliary self-contained breathing apparatus operated in a
pressure-demand or other positive-pressure mode.

* Exposure to 80 mg/m3 (as Coal Tar Pitch Volatiles) is
immediately dangerous to life and health. If the possibility
of exposure above 80 mg/m3 (as Coal Tar Pitch Volatiles)
exists, use a MSHA/NIOSH approved self-contained
breathing apparatus with a full facepiece operated in a
pressure-demand or other positive-pressure mode.
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QUESTIONS AND ANSWERS

Q:

A
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If I have acute health effects, will I later get chronic
health effects?

Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Can I get long-term effects without ever having short-
term effects?

Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include dust
releasing _ operations (grinding, mixing, blasting,
dumping, etc.), other physical and mechanical processes
(heating, pouring, spraying, spills and evaporation from
large surface areas such as open containers), and

"confined space" _exposures (working inside vats,
reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as
well as to chemicals in the air over long periods. This
may be a problem for children or people who are already
ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

k
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hvgiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources )
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental
Industrial Hygienists. It recommends upper limits (called
TLVs) for exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will
burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air.
It is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.
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A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.

NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a
guide for first responders to quickly identify the specific or
generic hazards of material involved in a transportation
incident, and to protect themselves and the general public
during the initial response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests
chemicals and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

ppm means parts of a substance per million parts of air. Ttisa
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure
limit recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: CHRYSENE
DOT Number: None
NAERG Code: No Citation

CAS Number:  218-01-9
Hazard rating NJDHSS NFPA
FLAMMABILITY 0 Not Rated
REACTIVITY Not Found Not Rated
POISONOUS GASES ARE PRODUCED IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

Chrysene is a noncombustible solid.

Use dry chemical, CO,, water spray, alcohol or polymer
foam extinguishers.

POISONOUS GASES ARE PRODUCED IN FIRE.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

SPILLS AND EMERGENCIES

If pure Chrysene is spilled, take the following steps:
* Evacuate persons not wearing protective equipment from
area of spill until clean-up is complete.

Collect powdered material in the most convenient and safe
manner and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

It may be necessary to contain and dispose of Chrysene as a
HAZARDOUS WASTE. Contact your Department of
Environmental Protection (DEP) or your regional office of
the federal Environmental Protection Agency (EPA) for
specific recommendations.

If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: (609) 292-7172

HANDLING AND STORAGE

*  Prior to working with Chrysene you should be trained on its
proper handling and storage.

* Chrysene is not compatible with OXIDIZING AGENTS
(such as PERCHLORATES, PEROXIDES, PERMAN-
GANATES, CHLORATES, NITRATES, CHLORINE,
BROMINE and FLUORINE).

* Store in tightly closed containers in a cool, well-ventilated
area.

FIRST AID

n NJ. for -800-764-

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing

* Remove the person from exposure.

PHYSICAL DATA

Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:
1,2,5,6-Dibenzonaphthalene

Other Names:

1,2-Benzophenanthrene; Benzo[a]phenanthrene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: COAL TAR PITCH

CAS Number: 65996-93-2
DOT Number: UN 1137

HAZARD SUMMARY
Coal Tar Pitch vapor can affect you when breathed in.

* Coal Tar Pitch is a CARCINOGEN--HANDLE WITH
EXTREME CAUTION.

* Coal Tar Pitch can irritate the eyes on contact. Repeated
contact can cause brown staining in the eye.

* Coal Tar Pitch vapor can irritate the nose and throat and
can cause hoarseness, nosebleeds, coughing with phlegm,
and shortness of breath.

* Exposure to Coal Tar Pitch vapor can cause dizziness,
headache, poor appetite, irritability and mood changes.
Higher levels can cause fainting or even coma.

* Repeated exposure to Coal Tar Pitch can cause changes in
skin pigment and a rash.

* Coal Tar Pitch volatiles are chemical mixtures. CONSULT
THE NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES HAZARDOUS SUBSTANCE FACT
SHEETS ON COAL TAR CREOSOTE, BENZO(a)PYRENE,
CHRYSENE AND ANTHRACENE FOR FURTHER
INFORMATION.

IDENTIFICATION

Coal Tar Pitch is the black or dark brown residue which
remains after Coal Tar is distilled. Coal Tar Pitch is used in
coatings and paints, for roofing and paving, and as a binder,
extender and sealant.

REASON FOR CITATION
Coal Tar Pitch is on the Hazardous Substance List
because it is regulated by OSHA and cited by ACGIH,
DOT, NIOSH, IARC and NFPA.

* This chemical is on the Special Health Hazard Substance

List because it is 2a CARCINOGEN.

Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

RTK Substance number: 0519
Date: June 1994 Revision: January 2001

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
discases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

The following exposure limits are for Coal Tar Pitch volatiles
(Benzene-soluble fraction):

OSHA: The legal airborne permissible exposure limit (PEL)
is 0.2 mg/m3 averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limit is
0.1 mg/m3 (as  Cyclohexane-extractable
fraction), which should not be exceeded at any
time.

ACGIH: The recommended airborne exposure limit is
0.2 mg/m3 averaged over an 8-hour workshift.

* Coal Tar Pitch is a CARCINOGEN in humans. There may
be no safe level of exposure to a carcinogen, so all contact
should be reduced to the lowest possible level.

WAYS OF REDUCING EXPOSURE
Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* A regulated, marked area should be established where Coal
Tar Pitch is handled, used, or stored.

Wear protective work clothing.
Wash thoroughly immediately after exposure to Coal Tar
Pitch and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Coal Tar Pitch to potentially exposed workers.




COAL TAR PITCH

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure.  Duration of exposure, concentration of the
substance and other factors will affect your susceptibility to
any of the potential effects described below.

HEALTH HAZARD INFORMATION
Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Coal Tar Pitch:

* Coal Tar Pitch can irritate the eyes on contact.

* Coal Tar Pitch vapor can irritate the nose and throat and
can cause hoarseness, nosebleeds, coughing with phlegm,
and shortness of breath.

* Exposure to Coal Tar Pitch vapor can cause dizziness,
headache, poor appetite, irritability and mood changes.
Higher levels can cause fainting or even coma.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Coal Tar Pitch and can last for
months or years:

Cancer Hazard

* Coal Tar Pitch is a CARCINOGEN in humans. It has been
shown to cause skin, lung, and bladder cancers.

* Many scientists believe there is no safe level of exposure
to a carcinogen. Such substances may also have the
potential for causing reproductive damage in humans.

Reproductive Hazard

* According to the information presently available to the
New Jersey Department of Health and Senior Services, Coal
Tar Pitch has not been tested for its ability to affect
reproduction.

Other Long-Term Effects

* Repeated contact can cause brown staining in the eye.

* Repeated exposure to Coal Tar Pitch can cause changes in
skin pigment and a rash.

MEDICAL
Medical Testing

Before beginning employment and at regular times after that,
the following are recommended:

* Exam of skin, eyes, nose and throat.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

page 20of 6

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site
of chemical release. Isolating operations can also reduce
exposure. Using respirators or protective equipment is less
effective than the controls mentioned above, but is sometimes
necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically transfer Coal Tar Pitch from
drums or other storage containers to process containers.

* A Class I, Type B, biological safety hood should be used
when mixing, handling, or preparing Coal Tar Pitch.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

*  Workers whose clothing has been contaminated by Coal
Tar Pitch should change into clean clothing promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Coal Tar Pitch.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Coal Tar Pitch, immediately wash or
shower to remove the chemical. At the end of the
workshift, wash any areas of the body that may have
contacted Coal Tar Pitch, whether or not known skin
contact has occurred.

* Do not eat, smoke, or drink where Coal Tar Pitch is
handied, processed, or stored, since the chemical can be
swallowed. Wash hands carefully before eating, drinking,
smoking, or using the toilet.




COAL TAR PITCH

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the
appropriate personal protective equipment for each hazard and
to train employees on how and when to use protective
equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Ceal Tar Pitch. Wear solvent-
resistant gloves and clothing. Safety equipment suppliers/
manufacturers can provide recommendations on the most
protective glove/clothing material for your operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work.

Eye Protection

*  When working with Coal Tar Pitch volatiles wear non-
vented, impact resistant goggles.

Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

*

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 0.1 mg/ m3 (as
Coal Tar Pitch volatiles), use a MSHA/NIOSH approved
supplied-air respirator with a full facepiece operated in a
pressure-demand or other positive-pressure mode. For
increased protection use in combination with an auxiliary
self-contained breathing apparatus operated in a pressure-
demand or other positive-pressure mode.

* Exposure to 80 mg/m3 (as Coal Tar Pitch volatiles) is
immediately dangerous to life and health. If the possibility
of exposure above 80 mg/m3 (as Coal Tar Pitch volatiles)
exists, use a MSHA/NIOSH approved self-contained
breathing apparatus with a full facepiece operated in a
pressure-demand or other positive-pressure mode.
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HANDLING AND STORAGE

* Prior to working with Coal Tar Pitch you should be trained
on its proper handling and storage.

* Aregulated, marked area should be established where Coal
Tar Pitch is handled, used, or stored.

* Coal Tar Pitch is not compatible with OXIDIZING
AGENTS (such as PERCHLORATES, PEROXIDES,
PERMANGANATES, CHLORATES, NITRATES,
CHLORINE, BROMINE and FLUORINE); STRONG ACIDS
(such as HYDROCHLORIC, SULFURIC and NITRIC);
STRONG BASES (such as SODIUM HYDROXIDE and
POTASSIUM HYDROXIDE); ALIPHATIC AMINES; and
ISOCYANATES.

* Store in tightly closed containers in a cool, well-ventilated
area.

* Sources of ignition, such as smoking and open flames, are
prohibited where Coal Tar Pitch is used, handled, or stored
in a manner that could create a potential fire or explosion
hazard.

QUESTIONS AND ANSWERS

Q: IfIhave acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Can I get long-term effects without ever having short-
term effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to
make you immediately sick.

Q: What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and _mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and 'confined space"
exposures (working inside vats, reactors, boilers, small
rooms, etc.).
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Q: Is the risk of getting sick higher for workers than for
community residents?

A:  Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be
a problem for children or people who are already ill.
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Q: Don'tall chemicals cause cancer?
A: No. Most chemicals tested by scientists are not cancer-
causing.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address: http://www.state.nj.us/health/eob/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment
including respirators. In addition, they can help to interpret
the results of industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational
Health Service, who can help you find the information you
need.

Public Presentations

Presentations and educational programs on occupational
health or the Right to Know Act can be organized for labor
unions, trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported
to (609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly
dissolve in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

MSHA is the Mine Safety and Health Administration, the
federal agency that regulates mining. It also evaluates and
approves respirators.

A mutagen is a substance that causes mutations. A mutation
is a change in the genetic material in a body cell. Mutations
can lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. Itis a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes
standards to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEOSHA is the Public Employees Occupational Safety and
Health Act, a state law which sets PELs for New Jersey public
employees.

PIH is 2 DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itisa
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: COAL TAR PITCH HANDLING AND STORAGE (See page 3)
DOT Number:  UN 1137
NAERG Code: 128 FIRST AID
CAS Number: 65996-93-2
Hazard rating NJDHSS NFPA
Eye Contact
FL ILITY *  Immediately flush with large amounts of water for at least 15
REACTIVITY - 0 minutes, occasionally lifting upper and lower lids.
CARCINOGEN
COMBUSTIBLE Skin Contact
POISONOUS GASES ARE PRODUCED IN FIRE * Quickly remove contaminated clothing. Immediately wash
CONTAINERS MAY EXPLODE IN FIRE contaminated skin with large amounts of soap and water.
Hazard Rating Key: O=minimal; I=slight; 2=moderate; Breathing
3=serious; 4=severe *

Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
FIRE HAZARDS breathing has stopped and CPR if heart action has stopped.
*  Transfer promptly to a medical facility.

* Coal Tar Pitch is a COMBUSTIBLE SOLID.

*  Use dry chemical, CO,, water spray, or foam extinguishers.

* POISONOUS GASES ARE PRODUCED IN FIRE. PHYSICAL DATA

* CONTAINERS MAY EXPLODE IN FIRE. ‘

* Use water spray to keep fire-exposed containers cool. Flash Point: 405°F (207°C)
*

Vapor is heavier than air and may travel a distance to cause a
fire or explosion far from the source.

Vapors may travel to a source of ignition and flash back.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

Water Solubility: Insoluble

*  *®

OTHER COMMONLY USED NAMES

Chemical Name:

SPILLS AND EMERGENCIES Coal Tar Pitch
Other Names:
If Coal Tar Pitch is spilled, take the following steps: Coal Tar Pitch Volatiles; Pitch

*

Evacuate persons not wearing protective equipment from
area of spill until clean-up is complete. Not intended to be copied and sold for commercial
*  Collect Coal Tar.P.itch in the mf)st convenient and safe purposes.
manner and deposit in sealed containers.
Ventilate and wash area after clean-up is complete. NEW JERSEY DEPARTMENT OF HEALTH AND
It may be necessary to contain and dispose of Coal Tar SENIOR SERVICES
Pitch as a HAZARDOUS WASTE. Contact your state Right to Know Program
Department of Environmental Protection (DEP) or your PO Box 368, Trenton, NJ 08625-0368
regional office of the federal Environmental Protection (609) 984-2202
Agency (EPA) for specific recommendations.
* If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP
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New Jersey Department of Health and Senior Services

HAZARDOUS SUBSTANCE
FACT SHEET

Common Name: INDENO (1,2,3-cd) PYRENE

CAS Number: 193-39-5

DOT Number: UN 3077

DOT Hazard Class: 9 (Environmentally Hazardous
Substance)

HAZARD SUMMARY

Indeno (1,2,3-cd) Pyrene can affect you when breathed in
and may be absorbed through the skin.

* Indeno (1,2,3-cd) Pyrene is a CARCINOGEN--
HANDLE WITH EXTREME CAUTION.

* No acute (short-term) health effects are known at this time.

IDENTIFICATION

Indeno (1,2,3-cd) Pyrene is a yellow plate or needle-shaped
solid. It is a research chemical and a component of gasoline
engine exhaust and tobacco smoke. There is no commercial
production or known use of this compound.

REASON FOR CITATION
Indeno (1,2,3-cd) Pyrene is on the Hazardous Substance
List because it is cited by DOT, NTP, DEP, IARC, IRIS
and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING

EXPOSED

The New Jersey Right to Know Act requires most employers
to label chemicals in the workplace and requires public
employers to provide their employees with information and
training concerning chemical hazards and controls. The
federal OSHA Hazard Communication Standard (29 CFR
1910.1200) requires private employers to provide similar
training and information to their employees.

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area
air samples. You can obtain copies of sampling results
from your employer. You have a legal right to this
information under the OSHA Access to Employee
Exposure and Medical Records Standard (29 CFR
1910.1020).

RTK Substance number: 3052
Date: May 2000 Revision: March 2007

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS
No occupational exposure limits have been established for
Indeno (1,2,3-cd) Pyrene. This does not mean that this

substance is not harmful. Safe work practices should always
be followed.

* Indeno (1,2,3-cd) Pyrene may be a CARCINOGEN in
humans. There may be no safe level of exposure to a
carcinogen, so all contact should be reduced to the lowest
possible level.

* It should be recognized that Indeno (1,2,3-cd) Pyrene can
be absorbed through your skin, thereby increasing your
exposure.

WAYS OF REDUCING EXPOSURE

* Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

* Wear protective work clothing.

*  Wash thoroughly immediately after exposure to Indeno
(1,2,3-cd) Pyrene and at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and
safety hazards of Indeno (1,2,3-cd) Pyrene to potentially
exposed workers.




INDENO (1,2,3-cd) PYRENE

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Indeno (1,2,3-cd)
Pyrene:

* No acute (short-term) health effects are known at this time.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Indeno (1,2,3-cd) Pyrene and can
last for months or years:

Cancer Hazard

* 1Indeno (1,2,3-cd) Pyrene may be a CARCINOGEN in
humans since it has been shown to cause skin and lung
cancer in animals.

* Many scientists believe there is no safe level of exposure to
a carcinogen. Such substances may also have the potential
for causing reproductive damage in humans.

Reproductive Hazard

*  According to the information presently available to the New
Jersey Department of Health and Senior Services, Indeno
(1,2,3-cd) Pyrene has not been tested for its ability to affect
reproduction.

Other Long-Term Effects
* Indeno (1,2,3-cd) Pyrene has not been tested for other
chronic (long-term) health effects.

MEDICAL

Medical Testing

There is no special test for this chemical. However, if illness
occurs or overexposure is suspected, medical attention is
recommended.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under the OSHA Access to Employee
Exposure and Medical Records Standard (29 CFR 1910.1020).
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WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most
effective way of reducing exposure. The best protection is to
enclose operations and/or provide local exhaust ventilation at
the site of chemical release. Isolating operations can also
reduce exposure. Using respirators or protective equipment is
less effective than the controls mentioned above, but is
sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when
significant skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

* Where possible, automatically transfer Indeno (1,2,3-cd)
Pyrene from drums or other storage containers to process
containers.

* A Class I, Type B, biological safety hood should be used
when mixing, bandling, or preparing Indeno (1,2,3-cd)
Pyrene.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by Indeno
(1,2,3-cd) Pyrene should change into clean clothing
promptly.

* Do not take contaminated work clothes home. Family
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Indeno (1,2,3-cd) Pyrene.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with Indeno (1,2,3-cd) Pyrene,
immediately wash or shower to remove the chemical. At
the end of the workshift, wash any areas of the body that
may have contacted Indeno (1,2,3-cd) Pyrene, whether or
not known skin contact has occurred.

* Do not eat, smoke, or drink where Indeno (1,2,3-cd)
Pyrene is handled, processed, or stored, since the chemical
can be swallowed. Wash hands carefully before eating,
drinking, applying cosmetics, smoking, or using the toilet.

* Use a vacuum or a wet method to reduce dust during clean-
up. DO NOT DRY SWEEP.

* When vacuuming, a high efficiency particulate air (HEPA)
filter should be used, not a standard shop vacuum.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN
PERSONAL PROTECTIVE EQUIPMENT. However, for
some jobs (such as outside work, confined space entry, jobs
done only once in a while, or jobs done while workplace
controls are being installed), personal protective equipment
may be appropriate.

The OSHA Personal Protective Equipment Standard (29 CFR
1910.132) requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing
* Avoid skin contact with Indeno (1,2,3-cd) Pyrene. Wear
protective gloves and clothing. Safety equipment

suppliers/manufacturers can provide recommendations on
the most protective glove/clothing material for your
operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before
work. :

Eye Protection
* Eye protection is included in the recommended respiratory
protection.

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS.
Such equipment should only be used if the employer has a
written program that takes into account workplace conditions,
requirements for worker training, respirator fit testing, and
medical exams, as described in the OSHA Respiratory
Protection Standard (29 CFR 1910.134).

* At any exposure level, use a NIOSH approved supplied-air
respirator with a full facepiece operated in a pressure-
demand or other positive-pressure mode. For increased
protection use in combination with an auxiliary self-
contained breathing apparatus operated in a pressure-
demand or other positive-pressure mode.

QUESTIONS AND ANSWERS

Q: If I have acute health effects, will I later get chronic
health effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Can T get long-term effects without ever having short-
term effects?

A:  Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

>R

page3 of 6

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include dust
releasing operations (grinding, mixing, blasting, dumping,
etc.), other physical and mechanical processes (heating,
pouring, spraying, spills and evaporation from large
surface areas such as open containers), and "confined
space” exposures (working inside vats, reactors, boilers,
small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be
a problem for children or people who are already ill.

Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address:  http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational

‘Health Service, who can help you find the information you

need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. »




INDENO (1,2,3-cd) PYRENE

DEFINITIONS

ACGIH is the American Conference of Governmental
Industrial Hygienists. It recommends upper limits (called
TLVs) for exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

CFR is the Code of Federal Regulations, which consists of the
regulations of the United States government.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental
Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

IRIS is the Integrated Risk Information System database of the
federal EPA.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air.
It is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a
guide for first responders to quickly identify the specific or
generic hazards of material involved in a transportation
incident, and to protect themselves and the general public
during the initial response phase of the incident.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests
chemicals and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itisa
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

STEL is a Short Term Exposure Limit which is usually a 15-
minute exposure that should not be exceeded at any time during
a work day.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLV is the Threshold Limit Value, the workplace exposure
limit recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: INDENO (1,2,3-cd) PYRENE

DOT Number: UN 3077

DOT Hazard Class: 9 (Environmentally Hazardous

Substance)

NAERG Code: 171

CAS Number: 193-39-5
Hazard rating NJDHSS NFPA
FLAMMABILITY Not Found Not Rated
REACTIVITY Not Found Not Rated
CARCINOGEN
POISONOUS GASES ARE PRODUCED IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

* Extinguish fire using an agent suitable for type of
surrounding fire. Indeno (1,2,3-cd) Pyrene itself does not
burn.

* POISONOUS GASES ARE PRODUCED IN FIRE.

* If employees are expected to fight fires, they must be
trained and equipped as stated in the OSHA Fire Brigades
Standard (29 CFR 1910.156).

SPILLS AND EMERGENCIES

If Indeno (1,2,3-cd) Pyrene is spilled, take the following
steps:

* Evacuate personnel and secure and control entrance to the
area.
*  Collect powdered material in the most convenient and safe
manner and deposit in sealed containers.
Ventilate and wash area after clean-up is complete.
* It may be necessary to contain and dispose of
Indeno (1,2,3-cd) Pyrene as a HAZARDOUS WASTE.
Contact your state Department of Environmental Protection
(DEP) or your regional office of the federal Environmental
Protection Agency (EPA) for specific recommendations.
If employees are required to clean-up spills, they must be
properly trained and equipped. The OSHA Hazardous
Waste Operations and Emergency Response Standard (29
CFR 1910.120) may apply.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NIDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE

* Prior to working with Indeno (1,2,3-cd) Pyreme you
should be trained on its proper handling and storage.

* Store in tightly closed containers in a cool, well-ventilated
area.

FIRST AID
For POISON INFORMATION call 1-800-222-1222

Eye Contact
* Immediately flush with large amounts of water for at least
15 minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing

* Remove the person from exposure.

PHYSICAL DATA

Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:

Indeno [1,2,3-cd] Pyrene

Other Names:

1,10-(1,2-Phenylene)Pyrene; o-Phenylenepyrene

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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New Jersey Department of Health and Senior Services

HAZARDOUS SUBSTANCE

Common Name: LEAD

CAS Number: 7439-92-1
DOT Number: None

HAZARD SUMMARY
Lead can affect you when breathed in and when swallowed.
Lead should be handled as a TERATOGEN--WITH
EXTREME CAUTION.

Lead can irritate the eyes on contact.

Breathing Lead can irritate the nose-and throat.

Lead can cause headache, irritability, reduced memory,
disturbed sleep, and mood and personality changes.

* Repeated exposure can lead to Lead poisoning. Symptoms
include metallic taste, poor appetite, weight loss, colic,
upset stomach, nausea and vomiting, and muscle cramps.

* High or repeated exposure may damage the nerves causing
weakness, "pins and needles,” and poor coordination in
the arms and legs.

* High levels can cause muscle and joint pains and
weakness.

* Lead exposure increases the risk of high blood pressure.

* Lead may cause kidney and brain damage, and damage to
blood cells causing anemia.

IDENTIFICATION

Lead is a heavy, soft, silvery-gray metal. It is used in the
production of storage batteries, ammunition, cable covering,
ceramic glazes, casting metals and solders.

REASON FOR CITATION
Lead is on the Hazardous Substance List because it is
regulated by OSHA and cited by ACGIH, DOT, NIOSH,
DEP, IARC, HHAG and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a TERATOGEN.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING

EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

" RTK Substance number: 1096

Date: December 1995 Revision: September 2001

* Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne permissible exposure limit (PEL)
is 0.05 mg/m3 averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limit is
0.1 mg/ w3 averaged over a 10-hour workshift.

ACGIH: The recommended airborne exposure limit is
0.05 mg/m3 averaged over an 8-hour workshift.

* Lead may be a teratogen in humans. All contact with this
chemical should be reduced to the lowest possible level.

WAYS OF REDUCING EXPOSURE

Although the primary route of exposure to Lead is through
inhalation, you can be exposed to Lead if it gets into your
mouth and is swallowed. To reduce exposure by all routes the
following actions are recommended:

* Where possible, enclose operations and use local exhaust
ventilation at the site of chemical release. If local exhaust
ventilation or enclosure is not used, respirators should be
worn.

Wear protective work clothing including foot coverings.
Wash thoroughly immediately after exposure to Lead and
at the end of the workshift.

* Post hazard and warning information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of Lead to potentially exposed workers.




LEAD

This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to Lead:

Lead can irritate the eyes on contact.

Breathing Lead can irritate the nose and throat.

Lead can cause headache, irritability, reduced memory,
disturbed sleep, and mood and personality changes.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to Lead and can last for months or
years:

Cancer Hazard

* There is no evidence that Lead causes cancer in animals.
This is based on test results presently available to the New
Jersey Department of Health and Senior Services from
published studies.

Reproductive Hazard

* Lead may be a TERATOGEN in humans since it has been
shown to be a teratogen in animals.

* Leadmay decrease fertility in males and females.

Other Long-Term Effects

* Repeated exposure can lead to Lead poisoning. Symptoms

include metallic taste, poor appetite, weight loss, colic, upset

stomach, nausea and vomiting, and muscle cramps.

High or repeated exposure may damage the nerves causing

weakness, "pins and needles," and poor coordination in the

arms and legs.

High levels can cause muscle and joint pains and weakness.

Lead exposure increases the risk of high blood pressure.

* Lead may cause kidney and brain damage, and damage to
blood cells causing anemia.

* Repeated exposure causes Lead to accumulate in the body.
It can take years for the body to get rid of excess Lead.

MEDICAL

Medical Testing

Before first exposure and every 6 months thereafter, OSHA
requires your employer to provide (for persons exposed to
30 micrograms or more of Lead per cubic meter of air):

* Blood Lead test.
* ZPP test (a special test for effects of Lead on blood cells).
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Before first exposure and yearly for exposed persons with blood
Lead over 40 micrograms per 100 grams of whole blood,
OSHA requires a complete medical history and exam with the
above tests, and:

Hemoglobin, hematocrit with complete blood count.
Kidney function tests.

Exam of the nervous system.

EEG.

* ¥ K *

OSHA requires your employer to provide you and your doctor
with a copy of the Lead Standard: 1910.1025 and 1926.62.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.

Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Body exposures to Lead from hobbies using Lead solder or
pigments, target practice and drinking moonshine made in
Leaded containers will increase Lead levels. Repeated
breathing or handling of Leaded gasoline may also add to
body Lead levels.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following controls are recommended:

*  Where possible, automatically transfer Lead from drums or
other storage containers to process containers.

* Specific engineering controls are required for this chemical
by OSHA. Refer to the OSHA Standard: 1910.1025 and
1926.62.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by Lead
should change into clean clothing promptly.
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* Do not take contaminated work clothes home.
members could be exposed.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to Lead.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency

shower facilities should be provided.

On skin contact with Lead, immediately wash or shower to

remove the chemical. At the end of the workshift, wash any

areas of the body that may have contacted Lead, whether or
not known skin contact has occurred.

* Do not eat, smoke, or drink where Lead is handled,
processed, or stored, since the chemical can be swallowed.
Wash hands carefully before eating, drinking, applying
cosmetics, smoking, or using the toilet.

* Maintain all surfaces as free as possible from accumulations

of Lead dust.

Use a vacuum or a wet method to reduce dust during clean-

up. DONOT DRY SWEEP.

Family

PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with Lead. Wear protective gloves and
clothing. Safety equipment suppliers/manufacturers can
provide recommendations on the most protective
glove/clothing material for your operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

* Safety equipment manufacturers recommend Spunbonded
Olefin as a protective material.

Eye Protection

Wear impact resistant eye protection with side shields or
goggles.

Wear a face shield along with goggles when working with
corrosive, highly irritating or toxic substances.

*

*

page3of 6

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such
equipment should only be used if the employer has a written
program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and
medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure not higher than
0.5 mg/m3, use a half-mask, air purifying respirator
equipped with high efficiency filters.

*  Where the potential exists for exposure not higher than
2.5 mg/m3, use a full facepiece, air purifying respirator with
high efficiency filters.

* Where the potential exists for exposure not higher than
50 mg/m3, use any powered-air purifying respirator with
high efficiency filters or a half-mask supplied-air respirator
operated in a positive pressure mode.

* If while wearing a filter or cartridge respirator you can smell,
taste, or otherwise detect Lead, or if while wearing
particulate filters abnormal resistance to breathing is
experienced, or eye irritation occurs while wearing a full
facepiece respirator, leave the area immediately. Check to
make sure the respirator-to-face seal is still good. If it is,
replace the filter or cartridge. If the seal is no longer good,
you may need a new respirator. )

Be sure to consider all potential exposures in - your

workplace. You may need a combination of filters, prefilters,

cartridges, or canisters to protect against different forms of a

chemical (such as vapor and mist) or against a mixture of

chemicals.

* Where the potential exists for exposure not higher than
100 mg/m3, use supplied-air respirators with full facepiece,
hood, helmet or suit, operated in a positive pressure mode.

*  Exposure to 100 mg/m3 is immediately dangerous to life and
health. If the possibility of exposure above 100 mg/m3
exists, use a NIOSH approved self-contained breathing
apparatus with a full facepiece operated in a pressure-
demand or other positive-pressure mode.

QUESTIONS AND ANSWERS

Q: IfI have acute health effects, will I later get chronic health
effects?

A: Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Q: Canl get long-term effects without ever having short-term
effects?

A: Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

Q:  What are my chances of getting sick when I have been
exposed to chemicals?

A: The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.
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When are higher exposures more likely?

Conditions which increase risk of exposure include dust
releasing operations (grinding, mixing, blasting, dumping,
etc.), other physical and mechanical processes (heating,
pouring, spraying, spills and evaporation from large
surface areas such as open containers), and "confined
space” exposures (working inside vats, reactors, boilers,
small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Can men as well as women be affected by chemicals that
cause reproductive system damage?

Yes. Some chemicals reduce potency or fertility in both
men and women. Some damage sperm and eggs, possibly
leading to birth defects.

Who is at the greatest risk from reproductive hazards?
Pregnant women are at greatest risk from chemicals that
harm the developing fetus. However, chemicals may affect
the ability to have children, so both men and women of
childbearing age are at high risk.

Should I be concemed if a chemical is a teratogen in
animals?
Yes. Although some chemicals may affect humans

differently than they affect animals, damage to animals
suggests that similar damage can occur in humans.
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The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 292-5677 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202.
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily and burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,
conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: LEAD

DOT Number: None

NAERG Code:  No Citation

CAS Number: 7439-92-1
Hazard rating NIDHSS NFPA
FLAMMABILITY Not Found Not Rated
REACTIVITY Not Found Not Rated

POISONOUS FUMES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; I=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

* Extinguish fire using an agent suitable for type of
surrounding fire. Leaditself does not burn.

POISONOUS FUMES ARE PRODUCED IN FIRE.
CONTAINERS MAY EXPLODE IN FIRE.

Use water spray to keep fire-exposed containers cool.

If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* ¥ * ¥

SPILLS AND EMERGENCIES
If Lead is spilled, take the following steps:

* Evacuate persons not wearing protective equipment from
area of spill until clean-up is complete.

* Collect solid material in the most convenient and safe

manner and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

It may be necessary to contain and dispose of Lead as a

HAZARDOUS WASTE. Contact your state Department of

Environmental Protection (DEP) or your regional office of

the federal Environmental Protection Agency (EPA) for

specific recommendations.

If employees are required to clean-up spills, they must be

properly trained and equipped. OSHA 1910.120(q) may be

applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE

* Prior to working with Lead you should be trained on its
proper handling and storage.

* Violent reactions may occur with Lead, in powder or solid
form, with HYDROGEN PEROXIDE and AMMONIUM
NITRATE.

* Lead is not compatible with OXIDIZING AGENTS (such as
PERCHLORATES, PEROXIDES, PERMANGA-NATES,
CHLORATES, NITRATES, CHLORINE, BROMINE and
FLUORINE); STRONG ACIDS (such as HYDROCHLORIC,
SULFURIC and NITRIC); ZIRCONIUM; SODIUM AZIDE;
SODIUM ACETYLIDE; and CHLORINE TRIFLUORIDE.

* Store in tightly closed containers in a cool, well-ventilated
area.

FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact
* Remove contaminated clothing. Wash contaminated skin
with soap and water.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using unmiversal precautions) if
breathing has stopped and CPR if heart action has stopped.

*  Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 0 mm Hg at 68°F (20°C)
Water Solubility: Insoluble

OTHER COMMONLY USED NAMES

Chemical Name:
Lead

Other Names:
Plumbum,; Lead Flake

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202 H4985
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Common Name: 1,4-DIOXANE

CAS Number: 123-91-1
DOT Number: UN 1165

HAZARD SUMMARY
1,4-Dioxane can affect you when breathed in and by
passing through your skin.
* 1,4-Dioxane should be handled as a CARCINOGEN--WITH
EXTREME CAUTION.
Contact can cause eye and skin irritation and burns.
Breathing 1,4-Dioxane can irritate the nose and throat
causing coughing and/or shortness of breath.
Higher exposure can cause you to feel lightheaded, dizzy
and even to pass out.
Repeated contact can cause drying and cracking of the
-skin.
1,4-Dioxane may damage the liver and kidneys.
1,4-Dioxane is a FLAMMABLE LIQUID and a FIRE
HAZARD.

IDENTIFICATION

1,4-Dioxane is a colorless liquid with a mild Ether-like odor. 1t
is used as a solvent and in textile processing, printing
processes and detergent preparations.

REASON FOR CITATION
1,4-Dioxane is on the Hazardous Substance List because it
is regulated by OSHA and cited by ACGIH, DOT, NIOSH,
NTP, DEP, IARC, HHAG, NFPA and EPA.

* This chemical is on the Special Health Hazard Substance
List because it is a CARCINOGEN and is FLAMMABLE.

* Definitions are provided on page 5.

HOW TO DETERMINE IF YOU ARE BEING
EXPOSED

The New Jersey Right to Know Act requires most employers to
label chemicals in the workplace and requires public employers
to provide their employees with information and training
concerning chemical hazards and controls. The federal OSHA
Hazard Communication Standard, 1910.1200, requires private
employers to provide similar training and information to their
employees.

*

Exposure to hazardous substances should be routinely
evaluated. This may include collecting personal and area air
samples. You can obtain copies of sampling results from
your employer. You have a legal right to this information
under OSHA 1910.1020.

RTK Substance number: 0789
Date: February 1996 Revision: March 2002

* If you think you are experiencing any work-related health
problems, see a doctor trained to recognize occupational
diseases. Take this Fact Sheet with you.

ODOR THRESHOLD = 12 ppm.

* The range of accepted odor threshold values is quite
broad. Caution should be used in relying on odor alone as
a warning of potentially hazardous exposures.

WORKPLACE EXPOSURE LIMITS

OSHA: The legal airborne perm1551ble exposure limit (PEL)
is 100 ppm averaged over an 8-hour workshift.

NIOSH: The recommended airborne exposure limit is
1 ppm, which should not be exceeded during any
30 minute period.

ACGIH: The recommended airborme exposure limit is
20 ppm averaged over an 8-hour workshift.

* 1,4-Dioxane may be a CARCINOGEN in humans. There
may be no safe level of exposure to a carcinogen, so all
contact should be reduced to the lowest possible level.

* The above exposure limits are for air levels only. When skin
contact also occurs, you may be overexposed, even though
air levels are less than the limits listed above.

WAYS OF REDUCING EXPOSURE

* Enclose operations and use local exhaust ventilation at the
site of chemical release. If local exhaust ventilation or
enclosure is not used, respirators should be worn.

Wear protective work clothing.
Wash thoroughly immediately after exposure to
1,4-Dioxane and at the end of the workshift.

* Post hazard and waming information in the work area. In
addition, as part of an ongoing education and training
effort, communicate all information on the health and safety
hazards of 1,4-Dioxane to potentially exposed workers.
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This Fact Sheet is a summary source of information of all
potential and most severe health hazards that may result from
exposure. Duration of exposure, concentration of the substance
and other factors will affect your susceptibility to any of the
potential effects described below.

HEALTH HAZARD INFORMATION

Acute Health Effects

The following acute (short-term) health effects may occur
immediately or shortly after exposure to 1,4-Dioxane:

Contact can cause eye and skin irritation and burns.
Breathing 1,4-Dioxane can irritate the nose and throat
causing coughing and/or shortness of breath.

* Higher exposure can cause you to feel lightheaded, dizzy
and even to pass out.

Chronic Health Effects

The following chronic (long-term) health effects can occur at
some time after exposure to 1,4-Dioxane and can last for months
or years:

Cancer Hazard

* 1,4-Dioxane may be a CARCINOGEN in humans since it has
been shown to cause liver, nasal cavity and gall bladder
cancers in animals.

Many scientists believe there is no safe level of exposure to
a carcinogen.

Reproductive Hazard

* There is no evidence that 1,4-Dioxane affects reproduction.
This is based on test results presently available to the New
Jersey Department of Health and Senior Services from
published studies.

Other Long-Term Effects
* Repeated contact can cause drying and cracking of the skin.
* 1,4-Dioxane may damage the liver and kidneys.

MEDICAL

Medical Testing

For those with frequent or potentially high exposure (half the
PEL or greater, or significant skin contact), the following are
recommended before beginning work and at regular times after
that:

* Liver and kidney function tests.

Any evaluation should include a careful history of past and
present symptoms with an exam. Medical tests that look for
damage already done are not a substitute for controlling
exposure.
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Request copies of your medical testing. You have a legal right
to this information under OSHA 1910.1020.

Mixed Exposures

* Because more than light alcohol consumption can cause
liver damage, drinking alcohol may increase the liver damage
caused by 1,4-Dioxane.

WORKPLACE CONTROLS AND PRACTICES

Unless a less toxic chemical can be substituted for a hazardous
substance, ENGINEERING CONTROLS are the most effective
way of reducing exposure. The best protection is to enclose
operations and/or provide local exhaust ventilation at the site of
chemical release. Isolating operations can also reduce exposure.
Using respirators or protective equipment is less effective than
the controls mentioned above, but is sometimes necessary.

In evaluating the controls present in your workplace, consider:
(1) how hazardous the substance is, (2) how much of the
substance is released into the workplace and (3) whether
harmful skin or eye contact could occur. Special controls
should be in place for highly toxic chemicals or when significant
skin, eye, or breathing exposures are possible.

In addition, the following control are recommended:

* Where possible, automatically pump liquid 1,4-Dioxane from
drums or other storage containers to process containers.
Before entering a confined space where 1,4-Dioxane may be
present, check to make sure that an explosive concentration
does not exist.

Good WORK PRACTICES can help to reduce hazardous
exposures. The following work practices are recommended:

* Workers whose clothing has been contaminated by
1,4-Dioxane should change into clean clothing promptly.

* Contaminated work clothes should be laundered by
individuals who have been informed of the hazards of
exposure to 1,4-Dioxane.

* Eye wash fountains should be provided in the immediate
work area for emergency use.

* If there is the possibility of skin exposure, emergency
shower facilities should be provided.

* On skin contact with 1,4-Dioxane, immediately wash or
shower to remove the chemical. At the end of the workshift,
wash any areas of the body that may have contacted
1,4-Dioxane, whether or not known skin contact has
occurred.

* Do not eat, smoke, or drink where 1,4-Dioxane is handled,
processed, or stored, since the chemical can be swallowed.
Wash hands carefully before eating, drinking, applying
cosmetics, smoking, or using the toilet.
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PERSONAL PROTECTIVE EQUIPMENT

WORKPLACE CONTROLS ARE BETTER THAN PERSONAL
PROTECTIVE EQUIPMENT. However, for some jobs (such as
outside work, confined space entry, jobs done only once in a
while, or jobs done while workplace controls are being
installed), personal protective equipment may be appropriate.

OSHA 1910.132 requires employers to determine the appropriate
personal protective equipment for each hazard and to train
employees on how and when to use protective equipment.

The following recommendations are only guidelines and may
not apply to every situation.

Clothing

* Avoid skin contact with 1,4-Dioxane. Wear protective
gloves and clothing. Safety equipment suppliers/
manufacturers can provide recommendations on the most
protective glove/clothing material for your operation.

* All protective clothing (suits, gloves, footwear, headgear)
should be clean, available each day, and put on before work.

* ACGIH recommends Butyl Rubber, Polyvinyl Alcohol and
Silver Shield as protective materials.

Eye Protection

* Wear indirect-vent, impact and splash resistant goggles
when working with liquids.

Wear a face shicld along with goggles when working with
corrosive, highly irritating or toxic substances.

*

Respiratory Protection

IMPROPER USE OF RESPIRATORS IS DANGEROUS. Such

equipment should only be used if the employer has a written

program that takes into account workplace conditions,
requirements for worker training, respirator fit testing and

medical exams, as described in OSHA 1910.134.

* Where the potential exists for exposure over 1 ppm, use a

NIOSH approved supplied-air respirator with a full facepiece

operated in a pressure-demand or other positive-pressure

mode. For increased protection use in combination with an

auxiliary self-contained breathing apparatus operated in a

pressure-demand or other positive-pressure mode.

* Exposure to 500 ppm is immediately dangerous to life and
health. If the possibility of exposure above 500 ppm exists,
use a NIOSH approved self-contained breathing apparatus
with a full facepiece operated in a pressure-demand or other
positive-pressure mode.

HANDLING AND STORAGE

*  Prior to working with 1,4-Dioxane you should be trained on
its proper handling and storage.

page 3of 6

1,4-Dioxane must be stored to avoid contact with
OXIDIZING AGENTS (such as PERCHLORATES,
PEROXIDES, PERMANGANATES, CHLORATES,
NITRATES, CHLORINE, BROMINE and FLUORINE) since
violent reactions occur.

1,4-Dioxane is not compatible with DECABORANE;
TRIETHYNYL ALUMINUM; OXYGEN; HALOGENS;
REDUCING AGENTS; MOISTURE and HEAT.

Store in a cool, dry, well-ventilated location away from
LIGHT as dangerous Peroxides may be formed.

Sources of ignition, such as smoking and open flames, are
prohibited where 1,4-Dioxane is used, handled, or stored.
Metal containers involving the transfer of 1,4-Dioxane
should be grounded and bonded.

Use only non-sparking tools and equipment, especially
when opening and closing containers of 1,4-Dioxane.

QUESTIONS AND ANSWERS

Q:

A:

>R

>R

If I have acute health effects, will I later get chronic health
effects?

Not always. Most chronic (long-term) effects result from
repeated exposures to a chemical.

Can I get long-term effects without ever having short-term
effects?

Yes, because long-term effects can occur from repeated
exposures to a chemical at levels not high enough to make
you immediately sick.

What are my chances of getting sick when I have been
exposed to chemicals?

The likelihood of becoming sick from chemicals is
increased as the amount of exposure increases. This is
determined by the length of time and the amount of
material to which someone is exposed.

When are higher exposures more likely?

Conditions which increase risk of exposure include
physical and mechanical processes (heating, pouring,
spraying, spills and evaporation from large surface areas
such as open containers), and "confined space" exposures
(working inside vats, reactors, boilers, small rooms, etc.).

Is the risk of getting sick higher for workers than for
community residents?

Yes. Exposures in the community, except possibly in
cases of fires or spills, are usually much lower than those
found in the workplace. However, people in the
community may be exposed to contaminated water as well
as to chemicals in the air over long periods. This may be a
problem for children or people who are already ill.

Don't all chemicals cause cancer?
No. Most chemicals tested by scientists are not cancer-
causing.

¥
b
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Should I be concerned if a chemical causes cancer in
animals?

Yes. Most scientists agree that a chemical that causes
cancer in animals should be treated as a suspected human
carcinogen unless proven otherwise.

But don't they test animals using much higher levels of a
chemical than people usually are exposed to?

Yes. That's so effects can be seen more clearly using
fewer animals. But high doses alone don't cause cancer
unless it's a cancer agent. In fact, a chemical that causes
cancer in animals at high doses could cause cancer in
humans exposed to low doses.

page4of 6

The following information is available from:

New Jersey Department of Health and Senior Services
Occupational Health Service

PO Box 360

Trenton, NJ 08625-0360

(609) 984-1863

(609) 984-7407 (fax)

Web address: http://www.state.nj.us/health/eoh/odisweb/

Industrial Hygiene Information
Industrial hygienists are available to answer your questions

regarding the control of chemical exposures using exhaust
ventilation, special work practices, good housekeeping, good
hygiene practices, and personal protective equipment including
respirators. In addition, they can help to interpret the results of
industrial hygiene survey data.

Medical Evaluation

If you think you are becoming sick because of exposure to
chemicals at your workplace, you may call personnel at the
Department of Health and Senior Services, Occupational Health
Service, who can help you find the information you need.

Public Presentations

Presentations and educational programs on occupational health
or the Right to Know Act can be organized for labor unions,
trade associations and other groups.

Right to Know Information Resources
The Right to Know Infoline (609) 984-2202 can answer

questions about the identity and potential health effects of
chemicals, list of educational materials in occupational health,
references used to prepare the Fact Sheets, preparation of the
Right to Know Survey, education and training programs,
labeling requirements, and general information regarding the
Right to Know Act. Violations of the law should be reported to
(609) 984-2202. »
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DEFINITIONS

ACGIH is the American Conference of Governmental Industrial
Hygienists. It recommends upper limits (called TLVs) for
exposure to workplace chemicals.

A carcinogen is a substance that causes cancer.

The CAS number is assigned by the Chemical Abstracts
Service to identify a specific chemical.

A combustible substance is a solid, liquid or gas that will burn.

A corrosive substance is a gas, liquid or solid that causes
irreversible damage to human tissue or containers.

DEP is the New Jersey Department of Environmental Protection.

DOT is the Department of Transportation, the federal agency
that regulates the transportation of chemicals.

EPA is the Environmental Protection Agency, the federal
agency responsible for regulating environmental hazards.

A fetus is an unborn human or animal.

A flammable substance is a solid, liquid, vapor or gas that will
ignite easily arid burn rapidly.

The flash point is the temperature at which a liquid or solid
gives off vapor that can form a flammable mixture with air.

HHAG is the Human Health Assessment Group of the federal
EPA.

IARC is the International Agency for Research on Cancer, a
scientific group that classifies chemicals according to their
cancer-causing potential.

A miscible substance is a liquid or gas that will evenly dissolve
in another.

mg/m3 means milligrams of a chemical in a cubic meter of air. It
is a measure of concentration (weight/volume).

A mutagen is a substance that causes mutations. A mutation is
a change in the genetic material in a body cell. Mutations can
lead to birth defects, miscarriages, or cancer.
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NAERG is the North American Emergency Response
Guidebook. It was jointly developed by Transport Canada, the
United States Department of Transportation and the Secretariat
of Communications and Transportation of Mexico. It is a guide
for first responders to quickly identify the specific or generic
hazards of material involved in a transportation incident, and to
protect themselves and the general public during the initial
response phase of the incident.

NCI is the National Cancer Institute, a federal agency that
determines the cancer-causing potential of chemicals.

NFPA is the National Fire Protection Association. It classifies
substances according to their fire and explosion hazard.

NIOSH is the National Institute for Occupational Safety and
Health. It tests equipment, evaluates and approves respirators,

conducts studies of workplace hazards, and proposes standards
to OSHA.

NTP is the National Toxicology Program which tests chemicals
and reviews evidence for cancer.

OSHA is the Occupational Safety and Health Administration,
which adopts and enforces health and safety standards.

PEL is the Permissible Exposure Limit which is enforceable by
the Occupational Safety and Health Administration.

PIH is a DOT designation for chemicals which are Poison
Inhalation Hazards.

ppm means parts of a substance per million parts of air. Itis a
measure of concentration by volume in air.

A reactive substance is a solid, liquid or gas that releases
energy under certain conditions.

A teratogen is a substance that causes birth defects by
damaging the fetus.

TLYV is the Threshold Limit Value, the workplace exposure limit
recommended by ACGIH.

The vapor pressure is a measure of how readily a liquid or a
solid mixes with air at its surface. A higher vapor pressure
indicates a higher concentration of the substance in air and
therefore increases the likelihood of breathing it in.
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Common Name: 1,4-DIOXANE
DOT Number: UN 1165

NAERG Code: 127

CAS Number: 123-91-1

Hazard rating NJDHSS NFPA
FLAMMABILITY - 3

REACTIVITY - 1
FLAMMABLE

CARCINOGEN

POISONOUS GASES ARE PRODUCED IN FIRE
CONTAINERS MAY EXPLODE IN FIRE

Hazard Rating Key: O=minimal; 1=slight; 2=moderate;
3=serious; 4=severe

FIRE HAZARDS

1,4-Dioxane is a FLAMMABLE LIQUID.

Use dry chemical, COp, alcohol or polymer foam
extinguishers, as water may not be effective in fighting fires.
POISONOUS GASES ARE PRODUCED IN FIRE.
CONTAINERS MAY EXPLODE IN FIRE.

Use water spray to keep fire-exposed containers cool.
Vapors may travel to a source of ignition and flash back.
Vapor is heavier than air and may travel a distance to cause
a fire or explosion far from the source.

* If employees are expected to fight fires, they must be trained
and equipped as stated in OSHA 1910.156.

* %

L I B

SPILLS AND EMERGENCIES

If 1,4-Dioxane is spilled or leaked, take the following steps:
* Evacuate persons not wearing protective equipment from
area of spill or leak until clean-up is complete.

Remove all ignition sources.

Absorb liquids in vermiculite, dry sand, earth, or a similar
material and deposit in sealed containers.

Ventilate and wash area after clean-up is complete.

Keep 1,4-Dioxane out of a confined space, such as a sewer,
because of the possibility of an explosion, unless the sewer
is designed to prevent the build-up of explosive
concentrations.

It may be necessary to contain and dispose of 1,4-Dioxane
as a HAZARDOUS WASTE. Contact your state
Department of Environmental Protection (DEP) or your
regional office of the federal Environmental Protection
Agency (EPA) for specific recommendations.

If employees are required to clean-up spills, they must be
properly trained and equipped. OSHA 1910.120(q) may be
applicable.

FOR LARGE SPILLS AND FIRES immediately call your fire
department. You can request emergency information from the
following:

CHEMTREC: (800) 424-9300
NJDEP HOTLINE: 1-877-WARN-DEP

HANDLING AND STORAGE (See page 3)
FIRST AID

Eye Contact
* Immediately flush with large amounts of water for at least 15
minutes, occasionally lifting upper and lower lids.

Skin Contact

* Remove contaminated clothing. Wash contaminated skin
with water.

Breathing

* Remove the person from exposure.

* Begin rescue breathing (using universal precautions) if
breathing has stopped and CPR if heart action has stopped.

* Transfer promptly to a medical facility.

PHYSICAL DATA

Vapor Pressure: 29 mm Hg at 68°F (20°C)
Flash Point: 54°F (12.2°C)
Water Solubility: Miscible

OTHER COMMONLY USED NAMES

Chemical Name:

1,4-Dioxane

Other Names:

1,4-Diethylene Dioxide; Diethylene Ether; Di(Ethylene Oxide);
Dioxyethylene Ether; Tetrahydro-1,4-Dioxin

Not intended to be copied and sold for commercial
purposes.

NEW JERSEY DEPARTMENT OF HEALTH AND
SENIOR SERVICES

Right to Know Program

PO Box 368, Trenton, NJ 08625-0368

(609) 984-2202
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