
#

#

#

#

#

##
#

#

#

#
##

#

#

#

# #

#

#

#

# #

#

#

#

#

#

#

#

51

7.2

47

17

1.6

1,200
130,000

1,500

14

7.3

6.2
4,000

4.5

84

8.6

510

7,300
120

1,600

2.7

5.1

80
22

ND

640 980

47

9,600

17
240

240

4.2

440

0.3

ND

ND

0.7
ND

ND

ND

2.2

ND

ND

32

380
3.7

0.8

1.9

5.9

ND

83

92

ND

0.4

ND

50

120

76

14

4.8

6.1

ND

ND

32

C-2
3.3

IE14A
22

IE19A
39

IM9A
53 PW-1

0.7

ND

150

240

ND

ND

77

39

75

0.1

80

50

26

12,000
71

71

24

180

12

35 0.47

7.3
ND 100

1.3

2.9

ND

140

1.4

ND

ND

ND

ND

790

16

8.3
3,800

7,100 1,100
0.56

1.8

12,000 Evandale Ave.

BAO \\ZINFANDEL\PROJ\USENVIRONMENTALPROTE\385122\GIS\MAPFILES\2013\TECHMEMO\EPA_CPT_EXPANDED_DATA_PINK.MXD  MCLAY1 11/15/2013

LEGEND
Slurry Wall (Underground)
Vapor Intrusion Study Area – estimated
TCE in groundwater > 5 parts per billion
(ppb) based on 2011 groundwater results

ND  =  Not Detected (below 0.5 ppb TCE)
Note: 
1. Only selected monitoring well data used to estimate 
    Vapor Intrusion Study  Area boundary are shown.
2. For Vapor Intrusion Study Area North of U.S. Highway 
    101 –Moffett Field Area, see North of U.S. Highway 101
    – Moffett Field Area Map.

TCE SHALLOW GROUNDWATER RESULTS
MARCH 2013

In Vicinity of Highway 101 &
Moffett Blvd Study Area &
MEW Superfund Site,
Mountain View, CA

The result shown is the TCE concentration in ppb from
groundwater monitoring well samples collected in 2011.

# 2012 MEW grab groundwater location
# 2011 EPA grab groundwater location
" 2005 EPA grab groundwater location
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Grab Groundwater Locations

Groundwater Monitoring Well Locations
@A Groundwater monitoring well location

The result shown is the maximum groundwater TCE concentration 
in parts per billion (ppb) to 40 feet below ground surface.




