
The U.S. Environmental Protection Agency’s (EPA) final steps toward 
ground water cleanup at the Brown & Bryant Superfund Site (B&B 
Site) are scheduled to start in August.  This work is in preparation for 
the construction of the ground water (GW)  extraction system in the 
upcoming fall, when three extraction wells and the treatment system 
will be constructed.  

EPA’s 2007 cleanup decision describes the overall cleanup project 
that will pump and treat contaminated groundwater from the shallow 
(A-Zone) areas to prevent it from migrating to deeper zones (B-Zone).

What You Will See
In August, contractors working on be-
half of the EPA will drill 12 test borings.  
Based on results of GW and soil sam-
pling from the borings, EPA will deter-
mine the best location of the extraction 
wells to be constructed in the fall.  

In addition, three B-Zone GW 
monitoring wells will be installed up-
gradient from the Site to investigate 
background concentrations of 1,2,3-
TCP and chloroform.

Two different types of drill rigs/heavy 
construction equipment will be used to 
construct the test borings and the up-
gradient wells.

Soil generated during these construc-
tion activities  will be properly contained 
in 55-gallon Department of Transporta-
tion ( DOT) approved drums or covered 
roll-off bins.  After being sampled, the 
soil will be sent to a permitted facility.  

Next Steps
After construction, we will be monitor-
ing the effectiveness of the extraction 
wells to determine if more are needed. 

En agosto, la Agencia de Protección Ambiental de los Estados Unidos 
(EPA, por sus siglas en inglés) comenzará los últimos pasos hacia la limp-
ieza del agua subterránea en el Sitio Superfund Brown & Bryant.  Este 
trabajo es en preparación para la construcción del sistema de extracción 
del agua subterránea (AS) este otoño, cuando se instalarán tres pozos de 
extracción y el sistema de tratamiento.

La decisión de limpieza describe el proyecto completo que bombeará 
y tratara agua subterránea contaminada de la zona poca profunda (Zona-
A) para prevenir la emigración hacia zonas más profundas (Zona-B).

Lo Que Se Verá
En Agosto, contratistas trabajando de 
parte de la EPA taladraran 12 agujeros 
de estudio.  A base de los resultados de 
los estudios del AS y del suelo de los agu-
jeros, EPA decidirá el mejor lugar para 
los pozos de extracción en el otoño.

Además, tres pozos de monitoreo del 
AS en la Zona-B serán instalados al norte 
del sitio para investigar niveles ambien-
tales de 1,2,3-TCP y Cloroformo.

Dos tipos de maquinaria de taladro 
y de construcción pesada serán usadas 
para construir los agujeros de estudio y 
los pozos al norte del sitio.

Tierra generada durante la construc-
ción serán contenidas dentro de un 
bidón de 55-galones aprobado por el 
Departamento de Transportación o en  
botes cubiertos de desborde.  Después 
del muestreo, la tierra será llevada a una 
instalación permitida.

Próximos Pasos
Después de la construcción, habrá 
monitoreo sobre la efectividad de los 
pozos de extracción para decidir si más 
serían necesarios.
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The U.S. Environmental Protection Agency’s (EPA) cleanup activities at 
the Brown & Bryant Superfund Site (B&B Site) are scheduled to begin 
the final phase of cleanup of contaminated groundwater at the Site.  The 
project will pump and treat contaminated groundwater from the shallow 
(A-Zone) areas to prevent it from migrating to deeper zones.

Where: Derby & Franklin St. on the East 
side of Arvin, CA
When: Starting in August 6th, 2012 con-
tinuing for about two months
Times: Monday-Friday, 8am – 5pm
What will you see/hear: Contractors 
on behalf of EPA will be conducting various 
construction activities, including drilling.  
These activities will involve moving large 
equipment to and from the Site
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Actividades de limpieza de la Agencia de Protección Ambiental de los 
E.E.U.U. (EPA) comenzarán la fase final de limpieza del agua subter-
ránea (AS) contaminada en el Sitio.  El proyecto bombeará y tratará 
AS contaminada de la zona poca profunda (Zona-A) para prevenir emi-
gración hacia zonas más profundas.

¿Dónde?: Derby y Franklin St. en el oeste 
de Arvin, CA
¿Cuándo?: Comenzando el 6 de agosto, 
2012 y continuando por dos meses
Horarios: lunes a viernes, 8am-5pm
¿Qué Veras/Oiras?: Contratistas de-
parte de la EPA estarán supervisando varias 
actividades de construcción, incluyendo 
taladreo.  Estas actividades moverán maqui-
naria hacia y del sitio.
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