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RISETL-01

Chem SL @ Eeo 8 E&o
Ba (500) 4400 =
Cd (3.2) 3.8 =
Cr (47) 64 =
Cu (31.6) 38 =
Ni (49) 52 54
RISETL:02 \ \
Chem SL 0 ft. 3 ft. 4.7 ft.
Ba (500) 2100 = =
Cu (31.6) 56 = =
Ni (49) 79 = 63
Zn (104) 110 = =
RISETL-03
Chem SL 0 ft. 3 ft. 5 ft
Ba (500) 660 = =
Cd (3.2) 26 6.4 =
Mn (500) = 1500 =
Mo (10) 15 14 =
Ni (49) 180 140 50
Se (3.3) 7 = =
RISETL-04
Chem SL @ Eeo 08 E&o
Cd (3.2) 6.2
Cr (47) 55
Cu (31.6) 55
Ni (49) 81
Se (3.3) =

RISETL-05"

ppendixBitreated liquid _impoundments.apr

Chem SL 0 ft. 5 ft.
Ccd (3.2) 6.9 -
Cu (31.6) 32 -
Ni (49) 120 -
Se (3.3) 9 -
A-Series RISETL-06
Pond Chem SL 0 ft. 2.7 ft 4
Ccd (3.2) 8.1 = -
Mo (10) 11 = -
Ni (49) 110 = -
Se (3.3) 15 = -
_ All Values in mg/kg 0 150 300
Explanation _ |
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Source: Topographic base map provided by Pacific Engineering, Inc. from aerial survey dated March 4, 2004.




