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EW-1 PA 0.33 0.55 0.00 1.47
EW-1PB 2.21 2.46 4.29 11.28
EW-2PA 0.13 0.22 0.00 0.00
EW-2 PB 2.62 3.08 4.06 5.13
EW-3 PA 0.40 0.40 0.85 0.00
EW-3PB 3.06 3.68 30.24 4.46
EW-4PA 0.62 0.73 0.68 0.62
EW-4 PB 3.61 5.95 3.78 4.00
EW-5 PA 0.30 0.33 0.00 0.00
EW-5PB 15.29 3.45 2.93 3.33

EW-108 PA 0.00 0.00 0.28 0.00
EW-108 PB 1.24 1.51 2.03 3.10

MW-10A 0.65 0.81 1.14 1.06
MW-10B 1.81 1.92 2.05 2.75
MW-12A 0.00 0.00 0.00 0.00
MW-12B 1.75 2.02 2.85 4.42
MW-13A 0.69 0.68 1.00 0.78
MW-13B 2.98 3.67 4.61 4.97
MW-14A 0.15 0.00 0.00 0.00
MW-14B 2.94 4.15 3.43 4.08
Minimum 0.00 0.00 0.00 0.00
Maximum 0.36 0.42 0.56 0.39
Average 0.12 0.12 0.11 0.08

Notes:

EW-1 Test

Drawdown Ratios Between the UWBM and LWBM
Table 13

Newmark Groundwater Contamination Superfund Site - San Bernardino, California

Observation Well

EW-5 Test EW-4 Test EW-3 Test

0.15

0.05

0.13

0.17

0.02

0.00

0.36

0.00

0.13

0.07 0.00 0.00

0.000.22

0.00

0.12 0.18 0.16

0.030.11

0.00

0.00 0.14 0.00

0.000.10

0.39

0.00 0.00 0.00

0.560.42

(1) - Drawdown ratios are the maximum UWBM drawdown divided by the maximum LWBM drawdown observed during the subject 
aquifer pumping test.

0.160.19 0.22

0.000.00 0.00

0.23

0.05
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