Table 10

Summary Aquifer Parameter Estimates
Newmark Plume Front Extraction Well Network
Newmark Groundwater Contamination Superfund Site

San Bernardino, California

EW-5 EW-4 EW-3
Pumping Phase Trend Recovery Phase Trend Pumping Phase Trend Recovery Phase Trend || Pumping Phase Uncorrected
Corrected Data Corrected Data Corrected Data Corrected Data Data
T (fP/day) | K (ft/s) S T (ft/day) | K (fts) || T (fP/day) | K (ft/s) S T (ftY/day) | K (ft/s) ||T (ft/day)| K (ft/s) S
Number of Wells 25 25 24 19 19 25 25 24 26 26 22 22 22
Analyzed
Minimum 40,500 52 0.00025 30,600 39 40,000 51 0.00014 43,200 55 18,600 24 0.00015
Maximum 78,800 101 0.0020 64,900 83 75,600 97 0.0014 92,300 118 73,500 94 0.0011
Arithmetic Mean 56,700 73 0.00091 50,800 65 55,400 71 0.00072 56,100 72 45,300 58 0.00069
Standard Deviation 9,210 12 0.00041 9,580 12 8,250 11 0.00023 13,000 17 12,100 15 0.00026
Arithmetic Mean (+
e DRy (ond 65010 84 0.0013 | 60,380 77 63,650 82 0.00095 | 69,100 89 57400 | 73 | 0.00095
Arithmetic Mean (-) one|
STDEV ) 47,490 61 0.00050 41,220 53 47,150 60 0.00049 43,100 55 33,200 43 0.00043
EW-2 EW-1
Pumping Phase Trend St Blies Ulsaries 8l D EW-1 through EW-5 Composite
Corrected Data
T (ft/day) | K (ft/s) S T (fP/day) | K (ft/s) S T (ft/day) | K (ft/s) S
Number of Wells Analyzed 27 27 27 31 31 31 130 130 128
Minimum 31,800 41 0.00043 33,100 42 0.00045 18,600 24 0.00014
Maximum 81,400 104 0.0030 68,000 87 0.00545 92,300 118 0.0054
Arithmetic Mean 51,400 66 0.00088 48,000 61 0.0010 51,900 67 0.00086
Standard Deviation 8,380 11 0.00054 8,470 11 0.0011 10,540 14 0.00063
Arithmetic Mean (+) one STDEV 59,780 77 0.0014 56,470 72 0.0021 62,440 80 0.0015
Arithmetic Mean (-) one STDEV 43,020 55 0.00034 39,530 51 0.00000 41,360 53 0.00023
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